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PREFACE. 


In  this  little  book  I  propose  to  offer  to  the  Draughtsman,  Pattern- 
maker, Moulder,  Smith,  Boiler-maker,  Fitter,  Turner,  Erector, 
and  Engineer's  Storekeeper  a  ready  means  of  obtaining  or  verify- 
ing the  meaning  of  terms  in  use  in  other  departments  than  hi? 
own,  and  which,  owing  to  the  ever-widening  gulf  which  separates 
one  class  of  workmen  from  the  rest,  are  seldom  familiar  to 
those  outside  of  that  particular  department  in  which  the  terms 

r 

Are  in  use. 

I  venture  to  think  that  the  engineer's  pupil  beginning  his 
practical  studies,  and  the  amateur  worker,  neither  of  whom 
can  possibly  know  the  sense  of  many  of  the  terms  which  they 
meet  with  in  their  technical  books  and  journals,  will  also  find 
it  profitable  to  turn  to  a  book  of  this  character  for  definite 
information  thereupon. 

My  claim  to  the  possession  of  the  special  knowledge  necessary 
for  this  task  is,  that  I  have  been  in  the  factory,  engaged  in 
practical  duties,  during  all  my  working  life  of  twenty-seven  years. 
The  drawing  office,  pattern-shop,  foundry,  fitting,  turning, 
smith's,  and  boiler-shops  are  familiar  to  me  in  my  capacity  as 
foreman ;  therefore  I  have  drawn  in  this  work  on  the  experi- 
ences of  my  daily  life,  coupled  with  some  necessary  amount  of 
self-culture.  I  have  endeavoured  to  discard  all  fanciful  and 
unusual  terms  coined  by  individual  workmen,  or  which  are  only 
current  in  a  single  shop  or  district,  and  to  give  only  those  which 
Are  of  universal,  or  of  moderately  wide  application. 


VI  PBEFAGB* 


In  a  work  involving  more  than  six  thousand  definitions,  I  can 
scarcely  hope,  notwithstanding  much  care,  that  all  errors  will  be 
eliminated,  or  that  there  will  be  no  omission  of  important  terms. 
I  shall,  therefore,  be  gratified  at  receiving  through  the  publishers 
any  hints  or  corrections,  to  be  incorporated  or  borne  in  mind  in 
future  editions. 


NOTE  TO  SECOND  EDITION. 

A  new  Edition  of  this  book  haying  been  called  for,  I  have  taken 
the  opportunity  of  adding  an  Appendix  of  over  two  hundred 
definitions,  and  of  effecting  a  few  slight  corrections  and  refer- 
ences in  the  body  of  the  Dictionary.  I  trust  that  its  value  to 
those  for  whom  it  has  been  written  will  be  increased  by  this 
addition  and  revision. 
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DICTIONARY  OF   TERMS 

USED  IN 

MECHANICAL   ENGINEERING. 


Abele  (Populus  alba),  or  White  Poplar. — A  species  of  poplar  sometimes  used 
by  pattern-makers.  It  is  of  a  reddish  colour,  light  and  porous,  and 
moderately  hard.  Sp.  gr.  '32  to  *51.  A  cubic  foot  weighs  from  20  to 
31-8  lbs. 

About  Sledge. — Signifies  the  ordinary  swinging  of  a  smith's  sledge-hammer 
in  a  circle  for  the  delivery  of  heavy  blows,  as  distinguished  from  the 
lifting  it  through  a  small  arc  only,  or  uphand  (q.v.),  for  light  blows. 

Abrasion. — The  process  or  act  of  grinding,  as  opposed  to  that  of  cut- 
ting. This  is  of  great  economical  importance  in  work-shop  practice, 
since  all  emery-wheels  and  grindstones  are  employed  for  the  abrasion 
of  metals  in  cases  where  the  employment  of  cutting  tools  would  be 
inadmissible,  being  either  too  slow  in  their  action,  or  too  inaccurate 
in  their  results,  or  would  fail  altogether  to  attack  the  harder  varieties  of 
metal. 

Absolute  Pressure. — It  is  customary  to  estimate  the  pressure  of  steam  in 
lbs.  above  the  atmosphere,  but  it  is  also  the  practice  in  some  cases  to 
reckon  it  from  the  point  of  no  pressure,  or  the  point  of  perfect  vacuum. 
This  is  called  absolute  or  total  pressure. 

Absolute  Strength. — The  actual  breaking  strength  (q.v.)  of  a  bar  or 
structure,  as  distinguished  from  the  safe  or  working  load. 

Absolute  Temperature. — Temperature  measured  from  absolute  zero  (q.v.), 
and  useful  in  dealing  with  gases.  The  temperature  of  steam  is  often 
given  in  degrees  of  absolute  temperature.  These  may  be  translated 
into  degrees  Fahrenheit  by  adding  460°  to  the  degrees  on  that  scale, 
or  into  degrees  Centigrade  by  adding  273  J°  to  the  degrees  on  that  scale. 

Absolute  Zero. — Corresponds  with  the  bottom  of  the  air  thermometer  at 
which  the  volume  of  the  air  is  imagined  to  have  been  reduced  to  nothing. 
It  has  of  course  no  existence  in  fact,  but  is  deduced  from  theoretical 
considerations  based  on  the  expansion  of  gases.  It  corresponds  with 
-459-13°  F.  or  —272-85°  C. 

Absorbing  Power. — The  capacity  of  timber  for  absorbing  the  preserva- 
tive fluid  used  in  its  impregnation  (q.v.).  The  absorbing  power  varies 
with  the  nature  of  the  wood  subjected  thereto. 

Abutments. — The  surfaces  of  support  of  an  arch,  beam,  or  bridge,  which 
sustain  the  reactions  due  to  the  load. 

Acacia. — The  true  acacia  is  the  wood  called  sabacu,  which  though  used 
in  shipbuilding  is  scarcely,  if  at  all,  employed  by  engineers.     Tho 
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timber  known  popularly  as  acacia  is  the  wood  of  the  locust-tree  (Robima 
pseudacacia),  or  false  acacia.  Both  woods  belong  to  the  order  Legu- 
tninosa.  The  locust-tree  grows  in  America  and  in  Europe,  and  the 
wood  is  of  a  greenish  yellow  colour.  It  works  very  much  like  oak, 
though  not  so  hard,  and  is  used  for  the  cogs  of  mortice-wheels.  A  cubic 
foot  weighs  when  dry  51  lbs.    Sp.  gr.  -82. 

Aeoident  Crane. — A  break-down  crane  (q.v.). 

Accumulated  Work. — Work  done  upon  a  body  or  system  of  bodies  over 
and  above  that  necessary  to  enable  them  to  overcome  external  resist- 
ance. The  fly-wheel  of  an  engine  affords  a  familiar  example  of  ac- 
cumulated work. 

Accumulator. — The  cylinder  into  which  .water  is  forced  or  accumulated 
under  pressure,  in  order  to  furnish  the  motive  power  necessary  for 
lifting  the  weight  case  (q.v.)  in  hydraulic  machines  of  various  kinds. 

Acid  Bath. — A  large  shallow  bath  used  for  fixing  phototypes  (q.v.). 
The  liquid  is  composed  of  one  part  of  hydrochloric  acid  to  nine  parts 
of  water.    See  Blue  Bath. 

Acidity.— See  Oils. 

Aoid  Process. — The  early  process  of  steel  making  in  the  Bessemer  conver- 
ter (q.v.)  as  practised  previous  to  the  introduction  of  the  Basic  process 
(q.v.).  The  silicious  or  "  acid  "  lining  (ganister)  originally  employed  for 
the  converters  rendered  it  impossible  to  effect  the  removal  of  the  phos- 
phorus present  in  the  pig,  because  silica  has  a  greater  affinity  for  the 
oxide  of  iron  which  is  expelled  with  the  slags  than  phosphorus  has ; 
the  silica  displaces  therefore  phosphoric  anhydride,  P2  O5,  as  soon  as 
formed,  and  permits  of  its  immediate  reduction  to  phosphorus  and 
oxygen  again.  Hence  the  necessity  for  a  strong  basic  lining,  by  whose 
employment  the  free  oxidation  and  elimination  of  phosphorus  is  rendered 
possible. 

Acid  Pump. — A  pump  whose  barrel  and  valves  are  made  of  glass  in  order 
that  they  may  remain  unaffected  by  the  action  of  the  acid  liquors 
which  have  to  pass  thror  jh  them. 

Acid  Steel. — Steel  prepared  by  the  acid  process  (q.v.). 

Acidulated  Water. — Water  in  which  acids  have  been  generated,  and 
which  produces  corrosion  in  steam  boilers.  The  acids  usually  are  the 
result  of  the  decomposition  of  oils  and  fats  carried  over  from  the  cylin- 
der through  the  condenser,  or  from  tallow  introduced  into  the  boiler  in 
injudicious  quantity  with  a  view  to  the  prevention  of  incrustation. 

Action. — The  action  of  an  engine  or  machine  denotes  its  mode  of  working. 
In  mechanics  it  is  an  axiom  that  action  and  re-action  are  equal  and 
opposite. 

Actual  Horse-Power,  or  Available  H.P.— Sometimes  called  Dynametri- 
cal  H.P.  The  net  useful  power  given  out  by  an  engine.  Its  amount 
is  estimated  by  subtracting  the  power  absorbed  by  the  engine  itself 
from  the  indicated  H.P.  (q.v.).  The  actual  H.P.  may  average  *7  or  *8 
of  the  indicated  H.P. 

Acute  Angle. — One  which  is  less  than  a  right  angle. 

Adamson's  Flanged  Joint. — See  Flanged  Seam. 

Addendum. — Sometimes  used  to  signify  the  point  or  face  of  the  tooth  of 
a  gear-wheel,  lying  without  thepitcn  circle. 

Adhesive  Power,  or  Adhesion. — The  amount  of  bite  or  friction  of  the 
driving  wheels  of  locomotives  upon  the  rails,  or  of  the  coupled  wheels 
in  heavy  engines.  When  the  adhesive  power  is  less  than  the  tractive 
force  (q.v.)  the  wheels  slip.     With  clean  and  dry  rails  the  adhesion  is 
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about  one-fifth  or  one-sixth  of  the  weight — with  greasy  rails  one-tenth . 
or  one-twelfth. 

Adiabatic  Curve. — The  curve  which  represents  the  expansion  of  a  gas 
within  a  vessel,  through  whoso  substance  no  heat  is  supposed  to  escape, 
notwithstanding  that  the  gas  is  doing  actual  work  during  its  expansion. 
It  is  useful  in  estimating  the  economical  efficiency  of  steam,  air,  and 
gas  engines. 

Adjustable  Eccentric — An  eccentric  sheave  which  is  so  constructed  that 
it  can  be  moved  relatively  to  its  shaft  into  a  position  for  either  forward 
or  backward  gear  as  required.  There  are  numerous  forms  in  use. 
Most  eccentrics,  however,  are  now  fixed.    See  Fixed  Eccentric. 

Adjustable  Footstep.— See  Footstep  Bearing. 

Adjustable  LeveL — A  spirit-level  (q.v.)  which  is  capable  of  adjustment 
for  reliable  indication,  irrespective  of  any  inaccuracy  which  may  be. 
present  in  the  stock  itself.  The  bubble  tube  is  attached  to  a  casing  of  metal 
which  is  hinged  at  one  end,  and  provided  with  a  screw  for  adjustment 
at  the  end  opposite.  By  turning  the  adjusting  screw  which  elevates  or 
depresses  the  casing  and  simultaneously  packing  up  the  stock,  until  the 
bubble  remains  in  the  same  position  on  the  reversal  of  the  stock,  or  end 
for  end,  very  great  accuracy  may  be  attained. 

Adjustable  Stroke. — The  stroke  or  amount  of  travel  of  the  ram  of  a 
shaping  or  of  a  slotting  machine,  whose  length  can  be  varied  according 
to  tne  work  in  hand.  It  is  made  adjustable  by  causing  one  end  of  the 
connecting-rod  of  the  ram  to  move  across  the  face  of  the  driving  cog- 
wheel, or  of  the  throw  disc,  nearer  to,  or  farther  from  its  centre,  and 
clamping  it  at  the  particular  radius  desired. 

Adjusting  Screw. — A  set-screw  by  means  of  which  the  position  of  machine 
parts  is  adjusted  or  regulated  more  minutely  than  would  be  possible  of 
attainment  by  the  mere  setting  to  dimensions. 

Adjustment. — The  placing  and  setting  of  engine  and  machine  parts  in 
position.    Or  the  more  exact  and  precise  regulation  of  the  positions  of 

-  parts  already  set  approximately. 

Adjustment  Strips.-— Strips  of  metal  by  means  of  which  the  exact  bearing 
of  sliding  surfaces  is  accurately  adjusted,  the  precise  shade  of  contact 
being  effected  by  pressure  imparted  to  the  strips  from  set  or  adjustment 
screws.  Hie  sliding  faces  and  edges  of  machine  parts  are  thus  ad- 
justed.   Vee  strips  (q.v.)  are  the  commonest  form  in  which  they  occur. 

Adjutage,  or  Ajutage. — An  outlet  in  the  side  of  a  tank  or  vessel  for  the 
efflux  of  fluids.    See  Vena  Contracts — Compound  Adjutages. 

Admiralty  Bule. — What  is  known  as  the  Admiralty  rule  for  the  nominal 
horse  power  of  engines  is  (1st),  Multiply  seven  times  the  area  of  the 
cylinder  in  inches  by  the  mean  velocity  of  the  piston  in  feet  per  minute, 
and  divide  the  product  by  33,000.  (2nd),  Square  the  diameter  of  the 
cylinder  in  inches,  and  multiply  by  the  mean  velocity  of  the  piston  in 
feet  ner  minute,  and  divide  tne  product  by  6,000. 

Admission. — The  period  or  instant  at  which  the  steam  enters  an  engine 
cylinder.  Or  the  act  of  entrance.  Or  the  whole  period  of  time  during 
which  steam  is  entering,  from  the  initial  point  to  the  moment  of  cut 
off  (q.v.). 

Admission  Corner. — That  corner  of  an  indicator  diagram  which  corres- 
ponds with  the  period  of  the  entry  of  steam  into  an  engine  cylinder. 
If  this  is  much  rounded  or  sloping  it  showB  that  the  steam  enters 
the  cylinder  too  slowly,  and  that  there  20  therefore  too  little,  or  no  lead 
(q.v.). 
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Admiition  Line.— That  side  of  an  indicator  diagram  which  corresponds 
with  the  rifle  of  pressure  due  to  the  entering  steam  in  an  engine  cylin- 
der. The  nearer  the  line  approaches  to  the  vertical  the  better;  a 
eloping  admission  line  indicates  a  too  early  or  a  too  late  admission, 
according  as  it  slopes  at  an  obtuse  or  at  an  acute  angle,  with  the  atmo- 
spheric line.  In  tne  first  case  there  is  too  much,  in  the  second,  too  little 
lead. 

Admission  Port. — The  steam  port  or  passage  through  which  the  entering 
steam  gains  access  to  an  engine  cylinder.  In  engines  of  ordinary  con- 
struction, each  port  is  alternately  supply  and  exhaust,  though  it  is 
usual  to  apply  the  latter  term  only  to  the  port  which  exhausts  directly 
into  the  atmosphere. 

Advance. — See  Angular  Advance. 

Adse. — A  wood-cutting  tool,  whose  cutting  edge  stands  transversely  or  at 
right  angles  with  the  handle.  Its  bevel  is  ground  on  the  inner  face 
only.    The  entire  outer  face  is  slightly  rounding. 

Adse  Block. — A  solid  oblong  block,  square  in  section,  of  iron  or  steel, 
which  carries  the  cutters  or  plane  irons  of  a  wood-planing  machine.  It 
is  furnished  with  slots  to  allow  of  endlong  adjustment  of  the  irons. 

African  Oak.— See  Teak. 

After  Blow. — The  blowing  of  air  into  a  Bessemer  converter  (q.v.)  after 
the  carbon  has  been  burnt  out,  in  order  to  oxidise  the  phospnorus. 
The  metal  is  said  to  be  overblown  when  the  operation  is  continued  too 
long.  Overblown  metal  possesses  similar  characteristics  to  those  of 
burnt  iron  (q.v.).  In  the  oasic  process  the  result  of  overblowing  is  not 
so  deleterious  to  the  iron  as  in  the  acid  process,  for  while  in  the  latter 
overblowing  produces  oxidation  of  the  iron,  in  the  former  the  result  is 
mainly  the  more  complete  oxidation  of  the  phosphorus. 

Aggregate  Motion. — Motion  whose  origin  is  of  a  compound  character. 
In  other  words,  motion  which  is  produced  by  the  concentration  of  two  or 
more  independent  motions  upon  one  spot  at  the  same  instant. 

Agitator. — A  mechanical  stirrer  designed  for  the  admixture  of  the  spiege- 
leisen  and  molten  metal  on  its  removal  from  the  Bessemer  converter  to 
the  ladle.  The  stirrer  is  attached  to  the  bottom  end  of  a  vertical 
spindle,  and  is  coated  with  loam  to  protect  it  from  the  high  temperature. 
It  is  revolved  at  the  rate  of  about  100  revolutions  per  minute.  The 
agitator  runs  in  fixed  bearings,  the  ladle  being  brought  underneath  it. 

Agricultural  Locomotive. — See  Portable  Engine. 

Aich  Metal,  or  Gedge's  Metal. — An  alloy  of  copper,  BO  ;  zinc,  38*2 ;  and 
iron,  1  *8.    It  is  capable  of  being  cast,  hammered,  rolled  or  drawn. 

Air. — A  knowledge  of  the  properties  of  atmospheric  air  is  requisite  to  the 
engineer,  since  it  plays  an  essential  part  in  the  working  of  pumps  and 
pump  connections,  engines  both  condensing  and  non -condensing,  air 
engines  and  air  compressors,  and  gas  engines.  Air  possesses  the 
properties  of  a  perfect  gas,  and  as  such  comes  under  the  law  of  Boyle 
and  Marriott  (q.v.).  Air  is  a  mechanical  mixture  essentially  of  79 
volumes  of  nitrogen,  with  21  volumes  of  oxygen.  The  oxygen  alono 
is  capable  of  promoting  combustion,  so  that  when  air  is  forced  into  a 
blast  furnace  or  boiler  grate  79  volumes  out  of  every  100  are  inert,  and 
count  for  nothing.  The  pressure  of  the  atmosphere  at  sea  level  is 
14*7  lbs.  per  square  inch,  put  roughly  at  15  lbs.  in  ordinary  calcula- 
tions, that  being  the  weight  of  a  column  of  mercury  one  square  inch  in 
section,  and  thirty  inches  high,  which  column  will  just  balance  the 
atmospheric  pressure.    Air  is  a  bad  conductor  of  heat. 
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Air  Ba£. — The  pressor  (q.v.)  of  a  pneumatic  moulding  machine  (q.T.). 
Consists  of  bugs  inflated  with  air,  by  which  an  elastic  and  equal 
pressure  is  imparted  to  the  sand. 

Air  Belt. — In  common  cupolas  the  blast  enters  the  tuyeres  directly  from 
the  blast  pipes,  but  the  more  modern  practice  is  to  surround  the  tuyere 
zone  with  an  annular  ring  or  case  into  which  the  air  enters  from  the 
blast  pipe  or  pipes,  and  from  which  it  is  delivered  through  six  or  eight 
tuyere  holes  into  the  cupola.  This  is  termed  axi  air  belt  or  wind  chest, 
and  its  advantage  is  that  the  tuyeres  being  arranged  equidistantly 
within  it,  the  blast  is  diffused  more  regularly  than  under  the  older 
method. 

Air  Brake. — A  brake  actuated  either  by  compressed  air,  or  by  the  pro- 
duction of  a  vacuum. 

Air  Casing. — An  enclosed  space  enveloping  a  reservoir  of  heat  in  order  to 
prevent  loss  therefrom  by  radiation.  The  uptakes  of  marine  boilers  are 
for  this  reason  often  provided  with  air  casings. 

Air  Chamber. — See  Air  Vessel. 

Air  Channels. — Shallow  channels  or  thin  spaces  underneath  the  hearths 
and  fire  bridges  of  reverberatory  furnaces  (q.v.),  their  function  being  to 
protect  the  foundations  from  injury  by  the  nigh  temperature  of  the 
furnaces. 

Air  Compressor. — A  machine  by  which  atmospheric  air  is  compressed  in 
volume  in  order  to  be  used  for  purposes  of  ventilation,  or  as  a  motive 
power  for  driving  machinery,  rock  drills,  &c,  in  situations  where  the 
presence  of  exhaust  steam  would  be  objectionable.  One  form  of  air 
compressor  is  used  for  filling  the  air  chambers  of  Whitehead  torpedoes*. 

Air  Crucible  Furnace. — An  ordinary  brass  furnace  (Q.v.)  as  distinguished 
from  a  reverberatory  furnace,  in  which  metal  is  melted  without  the  use 
of  crucibles. 

Air  Cylinder. — The  air  pressure  cylinder,  or  the  cylinder  in  whioh  the  air 
is  compressed  in  an  air  compressor.  The  term  is  used  to  distinguish  it 
from  tne  steam  or  other  cylinder  by  whose  agency  the  compression  is 
effected. 

Air  Engine. — See  Hot  Air  Engine. 

Air  Furnace. — A  term  denoting  generally  any  furnace  in  which  no  arti- 
ficial blast  is  employed.  Reverberatory  and  brass  furnaces  therefore 
come  under  this  designation. 

Air  Gate. — A  riser  (q.v.). 

Air  Hole. — A  small  nole  drilled  in  the  closed  metal  moulds  used  for 
pressing  oup  leathers  (q.v.)  and  similar  works,  as  a  provision  for  the 
exit  of  the  air,  which,  but  for  this  precaution  would  become  com- 
pressed, and  prevent  the  complete  contact  of  the  joints.  Also  when 
shafts  or  pins  are  driven  into  bored  holes  closed  at  one  end,  air  holes 
are  provided  in  the  closed  ends. 

Air  Jet. — A  jet  or  blast  of  atmospheric  air  introduced  into  a  gas  producer 
to  effect  a  more  complete  combustion  of  the  fuel,  and  an  increase  in  the 
volume  of  the  combustiblo  gases. 

Air  Pump. — A  pump  employed  with  condensing  engines,  both  of  the 
marine  and  land  types,  for  the  purpose  of  pumping  out  the  water  of 
condensation  which  accumulates  in  the  condenser.  Since  the  air  min- 
gled with  the  condensed  water  is  exhausted  by  the  same  means,  and 
a  vacuum  is  thereby  produced,  the  term  air  pump  is  employed.  Air 
pumps  are  worked  from  an  eccentric  in  oscillating  engines,  and  from  a 
rooking  lever  in  engines  of  the  inverted  cylinder  type. 
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Air  Receiver. — An  intermediate  reservoir  of  air  placed  sometimes  in  tho 
course  of  the  blast  main,  between  the  blast  furnace  and  the  blowing 
engines,  in  order  to  render  the  blast  pressure  uniform.  Air  receivers 
are  not  required  when  the  blast  mains  are  long,  and  of  large  capacity  * 
nor  when  two  engines  are  employed  in  alternate  strokes. 

Air  Regenerator. — The  regenerator  (q.v.)  through  which  atmospheric 
air  passes  to  be  heated  on  its  way  to  the  furnace  hearth  of  a  reheating 
or  steel  melting  furnace.  It  is  larger  than  the  corresponding  gas  re- 
generators. 

Air  Spaces. — The  openings  between  the  fire  bars  of  engine  boilers  are 
termed  the  air  spaces.  It  is  essential  that  these  should  not  be  too  con- 
tracted, else  the  bars  will  become  unduly  heated  and  twisted  out  of 
shape. 

Air  Tap. — A  tap  fixed  in  the  air  pipe  in  hot-water  apparatus,  to  allow  of 
the  escape  of  air  from  the  series,  which  without  this  means  of  exit 
would  accumulate  therein.  The  air  tap  is  placed  at  the  highest  point 
in  the  series  of  pipes.  Air  taps  in  pumps  and  engines  are  called,  pet 
cocks  (q.v.). 

Air  Thermometer. — See  Thermometer. 

Air  Vessel.— A  domed,  globular,  or  egg-shaped  vessel,  attached  to  force 
pumps,  long  suction  and  delivery  pipes,  and  hydraulic  rams,  for  the 
equalisation  of  the  flow  of  the  liquid.  The  air  which  becomes  en- 
tangled in  the  pipes  and  mingled  with  the  water  is  driven  into  the 
vessel,  and  accumulates  in  its  upper  area  under  pressure,  becoming  an 
elastic  cushion  or  buffer  tending  to  neutralise  the  shocks  due  to  the 
reversal  of  suction  and  delivery.  Pet  cooks  (q.v.)  are  necessarily  at- 
tached to  all  air  vessels. 

Ajutage. — See  Adjutage. 

Alder  (Alnus  glutinosa). — A  genus  of  plants  of  the  natural  order  Bctul- 
acea.  The  wood  is  of  a  reddish-yellow  colour,  and  soft.  It  is  used 
for  friction -blocks,  for  patterns  occasionally,  and  in  parts  of  wooden 
pumps,  being  but  slightly  affected  by  moisture.  Sp.  gr.  '56.  A  cubic 
foot  weighs  34*9  lbs. 

Algebraical  Signs,  or  Symbols. — Conventional  combinations  of  figures, 
letters,  signs,  brackets,  &c,  by  which  certain  processes  in  arithmetical 
and  geometrical  calculations  are  indicated  and  understood. 

Alignment. — This  term  signifies  the  linear  accuracy,  uniformity,  or  coinci- 
dence of  the  centres  of  the  fast  and  loose  poppets  of  a  lathe.  It  is  also 
applied  to  the  axial  continuity  of  shafting  and  shaft  bearings  in  general. 

Alligator  Shears,  or  Crocodile,  or  Cropping  Shears.— Shears  used  for 
cutting  off  puddled  bars  in  lengths  suitable  for  piling,  and  also  the 
crop  ends  of  bars  in  general.  There  is  a  fixed  lower  jaw,  and  an  upper 
movable  jaw,  whose  fulcrum  is  set  at  the  inner  end  of  the  cutting 
portion.  Behind  the  fulcrum  the  lever  is  prolonged,  and  attached  to  a 
connecting-rod  which  receives  its  oscillatory  movement  from  a  crank  or 
eccentric. 

Alligator  Squeezer,  or  Crocodile  Squeezer. — A  form  of  squeezer  used  for 
the  expulsion  of  the  cinder  from,  and  the  consolidation  of  the  puddled 
ball.  An  upper  jaw,  pivoted  at  one  end,  is  alternately  elevated  and 
depressed  at  tne  other  by  an  arm  worked  from  a  crank.  Between  this 
and  the  lower  fixed  jaw  the  puddled  ball  is  operated  upon.  The 
specific  term  is  given  it  by  reason  of  the  serrations  which  arc  imparted 
to  the  upper  jaw  for  the  purpose  of  increasing  its  bite.  Double  alli- 
gator squeezers  are  also  made,  containing  two  pairs  of  jaws. 
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All  Xine  Pig. — Pig  iron  of  the  ordinary  kind  which  is  smelted  entirely 
from  ore,  as  distinguished  from  cinder  pig  (q.v.). 

Alloy. — A  homogeneous  combination  of  two  or  more  metals,  effected  by 
fusion,  for  the  purpose  of  obtaining  certain  qualities  more  suitable  for 
special  purposes  than  those  possessed  by  the  original  constituent  metals 
themselves. 

Alternate  Cones. — When  two  equal  cones  are  arranged  on  parallel  shafts, 
with  their  bases  facing  in  reverse  directions,  they  are  said  to  be  alter- 
nate, and  their  mutual  function  is  the  production  of  variable  motion  by 
means  of  a  fthiftiTig  belt  made  to  travel  from  end  to  end. 

Alternate  Stresses.-— See  Oscillating  Stresses. 

Alumina.— Symb.  Al2  Os.  Sp.  gr.  3*9.  The  only  oxide  of  the  metal 
aluminium.  It  is  the  main  ingredient  in  emery,  and  is  an  essential 
constituent  of  all  clays,  determining  their  basic  character,  and  suita- 
bility for  furnace  linings. 

Aluminium. — Symb.  Al.  Sp.  gr.  2*6.  Comb,  weight,  27*3.  A  white 
malleable  silvery-looking  metal,  unaffected  by  the  atmosphere.  It  is 
a  widely  diffused  metal,  existing  never  in  the  free  state,  but  in 
combination  with  silicon  and  oxygen,  in  which  condition  it  enters  into 
the  essential  formation  of  all  clays.  The  uses  of  aluminium  as  a 
metal  are  restricted  owing  to  the  cost  of  extraction. 

Aluminous  Bricks. — Fire-bricks  whose  basis  is  alumina.  They  are 
employed  in  those  portions  of  hearths  and  furnace  linings  where  con- 
tact between  the  bricks  and  metallio  oxides  would  occur,  silica  bricks 
being  unsuitable  for  use  in  these  situations. 

American  Book  Elm.— See  Elm. 

Analysis. — The  determination  of  the  percentage  proportions  of  the 
elements  existing  in  a  compound  material.  The  analysis  is  then  said 
to  be  quantitative.  Qualitative  analysis  simply  demonstrates  the 
presence  of  certain  elements  by  their  reactions  on  other  elements  or 
bodies,  without  determining  their  relative  proportions.  Analysts  are 
employed  in  all  large  iron  and  steel  works. 

Anchor. — A  chaplet  (q.v.). 

Anchor  Bracket. — A  bracket,  or  block,  to  which  the  fast  end  of  a  brake- 
strap,  or  that  farthest  away  from  the  lever,  is  attached. 

Angle. — An  angle  is  formed  by  the  inclination  of  two  lines  towards  one 
another.  The  angle  is  plane,  if  the  lines  are  straight ;  curvilinear,  if 
the  lines  are  curved.  A  right  angle  is  formed  where  one  line  is  per- 
pendicular to  another,  an  acute  angle  when  the  meeting  lines  form  less 
than  a  right  angle,  an  obtuse  angle  when  they  make  more  than  a  right 
angle.  The  dimensions  of  angles  are  given  in  degrees  of  arc  included 
by  the  converging  lines. 

Angle  Bearing. — A  crank-shaft  bearing  attached  to  an  engine  bed,  the 
centre  line  of  its  joint  being  placed  at  an  angle  of  about  45°  with  the 
bed,  the  purpose  of  which  is  to  effect  that  disposition  of  the  metal  best 
calculated  to  withstand  the  strains  due  to  the  motion  of  the  crank  and 
connecting-rod. 

Angle  Board. — A  board  upon  which  pattern-makers  plane  their  angles 
and  hollows  (q.v.).  It  is  traversed  longitudinally  with  vee'd  grooves 
of  different  depths  to  suit  angles  of  different  sizes,  in  which  grooves  the 
stuff  is  laid  while  being  planed,  a  transverse  strip  near  the  end  doting 
as  a  stop. 

Angle  Bracket* — A  bracket,  two  of  whose  faces  abut  against  the  angular 
faces  of  a  structure,  while  the  third  face  or  hypothenuse  forms  an 
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angle  therewith  of  45°  or  otherwise.  Angle  brackets  are  of  cast  iron  of 
various  designs,  or  are  built  up  with  angle  irons  and  plates,  and  are  used 
as  stays,  supports,  stiffeners,  connections,  braces. 

Angle  Chuck. — An  angle  plate  (q.v.) 

Angle  Iron. — Angle  irons  are  rolled  malleable  iron  bars,  whose  section  is 
that  of  the  letter  [_.  Their  cross  sectional  dimensions  are  given  as  the 
widths  of  each  side,  and  their  thicknesses,  thus : — 3  in.  by  4  in.  by  £  in., 
or  3  in.  by  3  in.  by  }  in.  as  the  case  may  be.  Angle  irons  are  equal 
sided  when  the  two  webs  are  of  equal  width,  as  3  in.  by  3  in.  by  f  in.; 
unequal  sided  when  one  web  is  wider  than  the  other,  as  2  in. 
by  8J  in.  by  -ft-  in.,  or  6  in.  by  4  in.  by  J  in. ;  square  edged  when  the 
outer  edges  are  square  in  section  instead  of  rounding,  the  last  being 
most  'commonly  the  case ;  obtuse  angled  when  the  two  webs  are 
not  at  right  angles,  as  is  also  most  usual,  but  inclined  at  an  obtuse 
angle ;  round  backed  when  the  angle  formed  by  the  meeting  of  the 
webs  is  not  sharp  but  rounded  off  instead ;  bulbed  when  the  edge  of 
one  web  is  beaded  or  bulbous  in  section.  Angle  irons,  or  angles,  as 
they  are  called  for  shortness,  are  used  in  almost  all  kinds  of  con- 
structive engineering  works  in  wrought  iron  and  steel. 

Angle  Iron  Furnace. — A  reverberatorv  furnace  used  in  boiler-makers' 
and  platers'  sheds  for  the  purpose  of  heating  angle  irons,  preparatory 
to  bending  and  welding. 

Angle  Iron  Shears. — Vee-shaped  shears  attached  to  shearing  machines 
for  the  cutting  off  of  angle  irons,  the  outside  f aceB  of  the  angle  iron 
being  laid  in  the  bottom  vee. 

An^le  Iron  Smith. — A  workman  in  a  boiler  shop,  whose  special  task  con- 
sists in  bending  the  angle  irons  of  boiler  and  other  plated  work,  and 
generally  in  preparing  the  angle  irons  of  roofs,  bridges,  and  similar 
built  up  structures  in  readiness  for  riveting. 

Angle  Joint. — A  joint  made  by  the  meeting  of  plates  at  an  angle  with 
each  other.  The  plates  may  either  be  distinct,  or  a  single  plate  may  be 
bent  round  at  an  angle.  Joints  of  separate  plates  are  commonly  made 
with  angle  iron  (q.v.) ;  but  welded  joints  and  flanged  joints,  the  latter 
being  either  riveted  or  bolted,  are  also  usual. 

Angle  Motion. — See  Canting  Motion. 

Angle  of  Advance. — See  Angular  Advance. 

Angle  of  Flexure. — The  angle  measured  in  degrees  through  which  torsion 
deflects  a  shaft.    It  varies  as  the  length,  and  inversely  as  the  diameter. 

Angle  of  Friction. — See  Angle  of  Repose. 

Angle  of  Inclination. — The  angle  which  the  thread  of  a  screw  makes  with 
the  axis  of  its  body. 

Angle  of  Belief. — The  angle  formed  between  the  back  or  lower  part  or 
face  of  a  cutting  tool,  and  the  face  of  the  material  upon  which  it 
operates.  An  angle  of  relief  is  necessary  to  prevent  the  setting  up  of 
undue  friction  or  grinding  action  between  the  tool  and  the  work.  It 
varies  from  about  3°  in  some  metal-cutting  tools  to  25°  in  planes  for 
wood  working. 

Angle  of  Bepose,  or  Argle  of  Friction. — The  angle  of  a  plane  surface 
inclined  relatively  to  the  horizon,  upon  which  a  body  will,  under 
specific  conditions,  just  begin  to  slide.  It  varies  widely  with  the 
nature  of  the  particular  materials  placed  in  contact  and  with  the  pre- 
sence or  absence  of  unguents. 

Angle  of  Upset. — The  angle  which  the  longitudinal  centre  line  of  the 
upper  works  of  a  balance  crane  of  the  portable  type  makes  with  the 
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longitudinal  centre  line  of  the  truck  when  it  would  just  begin  to  upset 
or  overturn  with  the  weight  of  the  load.  See  Blocking  Girders,  Kail 
Clips. 

Angle  Plate,  or  Angle  Chuck. — A  special  machine  part  or  adjunct,  of 
cast  iron,  being  formed  of  two  ribs  of  metal,  standing  at  right  angles 
with  each  other,  and  pierced  with  slot  holes  for  the  reception  of  bolts. 
Angle  plates  are  used  for  the  attachment  of  various  work  to  the  beds 
of  planing  machines  and  shaping  machines,  and  to  the  chucks  or  beds 
of  lathes,  one  face  being  bolted  to  the  bed  or  chuck,  the  other  receiving 
the  work  which  is  to  be  operated  upon. 

Angles. — Strengthening  pieces  running  round  the  angular  portions  of 
castings.  Hollows  (q.v.)  answer  the  same  purpose  and  have  a  neater 
appearance.    Angle  irons  (q.v.). 

Angles  of  Catting  Tools,  or  Catting  Angles. — These  are  measured  between 
the  surfaces  of  the  materials  upon  which  they  operate,  and  their  cut- 
ting faces.  They  vary  from  about  15°  in  spokeshaves  to  120°  in 
broaches. 

Angular  Advance. — The  angle  which  the  centre  of  an  eccentric  sheave 
makes  with  a  line  which  is  set  90°  in  advance  of  the  crank-pin.  The 
amount  of  the  angular  advance  governs  the  extent  of  the  lap  (q.v.)  and 
lead  (q.v.)  of  the  valve. 

Angular  Brace. — A  drilling  brace  which  is  jointed  to  permit  of  the  drill- 
ing of  work  at  an  angle  in  confined  situations. 

Angular  Deflection.—  Equivalent  to  the  angle  of  flexure  (q.v.). 

Angular  Displacement. — Is  expressive  of  the  distance  travelled  by  a  body 
which  is  moving  in  a  circle,  the  distance  being  given  in  angular 
measure  of  the  radii  of  the  moving  body. 

Angular  Fence. — See  Fence. 

Angularity  of  Connecting-rod. — See  Obliquity  of  Connecting-rod. 

Angular  Pattern  Die-8toek.— That  form  of  die-stock  in  which  the 
handles  are  placed  at  an  angle  with  the  longitudinal  axial  centres  of  the 
dies,  in  order  to  permit  of  the  set-screw  which  tightens  the  dies  thrust- 
ing in  the  line  of  their  axial  centres. 

Angular  Thread. — A  screw  thread  whose  cross  section  is  that  of  a 
triangle,  as  distinguished  from  a  square  thread. 

Angular  Velocity. — A  body  travelling  in  a  circle  moves  through  a  certain 
distance  away  from  its  starting  point  in  one  unit  of  time,  or  say  in 
one  second.  If  lines  are  drawn  from  the  extreme  points  of  its  travel 
to  the  common  centre  of  its  radii,  a  definite  angle  is  enclosed  thereby. 
The  angular  velocity  is  measured  in  terms  of  this  angle,  not  in  degrees, 
but  in  the  ratio  which  the  arc  described  in  one  second  bears  to  the 
radius. 

Anhydrous. — Free  from  water,  that  is  not  only  free  from  water  in  a  state  of 
mechanical  mixture,  but  also  as  chemically  combined.  Unalacked  lime, 
for  example,  Ca  O,  is  anhydrous ;  but  mixed  with  water,  chemical  com- 
bination takes  place,  and  Ca  O  HO  results.  Compounds  of  this  kind 
are  then  said  to  be  hydrated.  Thus  brown  haematite  is  a  hydrated 
ferric  oxide  Fes  O3  3Hz  O.  The  term  anhydride  is  used  to  designate 
an  anhydrous  substance ;  as  for  instance,  carbonic  acid,  or  carbon 
dioxide,  is  very  properly  termed  carbonic  anhydride  CO2,  since  an  acid, 
strictly  speaking,  must  contain  water. 

Anhydrous  Tar. — Tar  which  has  been  boiled  to  expel  the  water.  It  is 
mixed  with  burnt  dolomite  (q.v.)  to  form  a  paste  for  the  lining  of  Bes- 
semer converters  (q.v. ) . 
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very  brittle,  and  readily  fusible  metal,  whose  value  consists  in  the 
hardness  which  it  imparts  to  certain  alloys  of  tin  and  lead,  forming 
white  metals.  The  presence  of  antimony  in  wrought  iron  is  injurious, 
proportions  so  small  as  0*3,  or  0*2  per  cent,  producing  both  cold 
shortness  (q.v.)  and  red  shortness  (q.v.). 

Anti-priming  Pipe. — A  pipe  attached  to  the  steam  supply  within  a  boiler. 
It  is  furnished  with  a  perforated  plate  occupying  its  transverse  section, 
from  which  the  Bpray  driven  upwards  by  the  steam  is  thrown  back  into 
the  boiler  instead  of  mingling  with  the  steam  in  the  supply  pipes. 
See  Priming. 

Antiquarian. — A  drawing  paper  of  very  excellent  quality,  measuring 
63  in.  by  31  in.  It  may  be  obtained  either  unmounted,  or  mounted  on 
brown  holland. 

Anvil. — The  block  upon  which  the  operations  of  smith's  work  are  per- 
formed. The  ordinary  anvil  is  of  wrought  iron,  faced  on  its  upper 
portion  with  hardened  steel  about  half  an  inch  in  thickness.  Smiths' 
anvils  weigh  from  one  hundredweight  upwards.  For  some  special 
classes  of  work  anvik  are  made  of  cast  iron,  either  chilled  or  faced  with 
cast  steel.  Small  steel  anvils  of  a  few  pounds  weight  only  are  also 
made  for  bench  use. 

Anvil  Block. — A  massive  block  of  cast  iron  which  is  placed  beneath  the 
anvils  of  steam  and  other  heavy  hammers,  and  whose  mass  absorbs 
much  of  the  vibration  due  to  the  blows.  It  is  embedded  in  masonry  or 
on  concrete,  or  is  laid  on  piles. 

Anvil  Chisel. — See  Anvil  Gutter. 

Anvil  Core. — The  main  body  of  a  smith's  anvil,  to  which  the  corners  and 
beak  are  welded. 

Anvil  Cutter,  or  Anvil  Chisel. — A  chisel-like  tool  or  set,  provided  with  a 
shank  for  fitting  loosely  into  the  square  hole  on  the  face  of  an  anvil, 
the  cutting  edge  being  uppermost.  Iron  rods  and  bars  are  laid  across 
this,  and  nicked  and  cut  off,  both  when  hot  and  cold. 

Anvil  Head. — The  upper  portion  of  the  body  or  core  of  a  smith's  anviL 

Anvil  Stand. — The  square  cast-iron  frame  which  supports  a  smith's  anvil. 

Aperture. — Specifically,  denotes  the  extent  of  area  of  a  discharging  orifice 
(q.v.),  or  mouthpiece  (q.v.)  for  liquids. 

Apex. — The  summit  of  a  cone,  pyramid,  or  conical  figure  generally.  In 
engineering,  it  signifies  the  points  of  the  triangles  in  a  lattice,  or  Warren 
girder,  or  those  portions  of  the  braces  which  intersect  with  the  flanges, 
either  at  top  or  bottom. 

Apple  Tree  (Pyrin  mains). — A  tree  of  the  natural  order  Rosacea,  sub 
order  Potna.  It  produces  a  fine,  close,  straight-grained,  hard  wood,  of 
a  reddish  brown  colour.  Its  chief  use  in  engineering  is  for  the  cogs  of 
mortice  wheels,  for  which,  when  thoroughly  seasoned,  it  stands  unri- 
valled. The  crab  apple  is  mostly  used.  Sp.  gr.  *73.  A  cubic  foot 
weighs  45*5  lbs. 

Appolt  Oven. — See  Coke. 

Apprentices. — Are  usually  bound  until  the  age  of  21  years,  commencing  at 
14,  15,  or  16,  seldom  later.  The  apprenticeship  system  is  not  universal, 
many  of  the  best  firms  refusing  to  take  them.  The  alternative  arrange- 
ment then  is  that  a  lad  shall  come  into  the  shop,  paying  no  premium, 
but  be  taught  his  trade  so  long  as  he  continues  to  behave  himself,  and 
that  this  tacit  engagement  shall  be  terminable  at  pleasure  on  either 
side.  Actually  the  lads  usually  stay  out  the  ordinary  term,  and  re- 
ceive the  ordinary  wages ;  they  behave  better,  learn  their  trades  more 
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rapidly,  and  often  receive  substantial  additions  in  the  shape  of  piece 
work  balances.  This  system  is  therefore  far  preferable  to  the  hard  and 
fast  engagements  of  the  apprenticeship  indenture  system. 

Approximately. — A  word  in  frequent  use  when  describing  the  capabilities 
of  machines,  and  their  dimensions,  and  also  specifically,  their  shipping 
weights  (q.v.).  In  many  instances,  strict  exactitude,  if  not  actually 
impossible  of  attainment,  is  either  not  requisite,  or  could  only  be  at- 
tained by  an  expenditure  of  trouble  out  of  proportion  to  the  value  of 
the  results. 

Apron. — The  vertical  fixing  in  the  front  part  of  the  slide  rest  of  a  screw- 
cutting  lathe  which  carries  the  clasp  nut  (q.v.).  The  term  also  desig- 
nates the  vertical  slide  of  a  punching  or  shearing  machine.  See  also 
BreastFlate. 

Arbor. — A  small  shaft  or  spindle. 

Arbor  Chuck.— A  lathe  chuck  used  for  turning  the  outside  diameters  and 
faces  of  cylindrical  work  after  the  hole  has  been  just  bored,  the  hole 
fitting  over  a  mandrel  or  spindle  which  insures  concentricity  of  outer 
and  inner  diameters.  Engineers  usually  term  arbor  chucks,  mandrels 
simply  ;  hence  the  term  expanding  mandrel  (q.v.). 

Are. — llie  are  of  a  circle  is  any  portion  of  its  circumference. 

Arch. — A  curved  structure  designed  to  resist  external  pressure. 

Arched  Beam. — A  beam  whose  shape  is  that  of  an  arch.  Used  for  the 
support  of  roofing. 

Arch  Head. — The  ends  of  the  timber  beams  of  those  pumping-engines 
which  were  constructed  previously  to  the  introduction  01  parallel 
motions  (q.v.).  The  ends  of  the  beams  were  simply  struck  to  a  radius 
around  which  the  chains  attached  to  the  piston  and  the  pump-rods 
accommodated  themselves. 

Archimedian  Drill,  or  Persian  Drill. — A  drill  stock  whose  shank  is 
formed  into  a  quick  multiple  thread,  over  which  a  nut,  to  which  a 
handle  is  attached  by  means  of  a  hinge,  slides  freely.  By  the  sliding 
of  the  nut  up  and  down  the  thread  the  shank  is  rotated  from  left  to 
right,  and  from  right  to  left  alternately — the  motion  of  the  drill  being 
therefore  of  a  reciprocal  character.  Pressure  is  applied  to  a  knob  at  the 
end  of  the  shank.  This  drill  is  suitable  only  for  light  work,  centering, 
model  making,  &c. 

Arch  Joint. — Tne  joint  plates  of  a  rule  which  are  hollowed  into  the  form 
of  an  arch. 

Are  of  Approach. — In  toothed  gearing,  is  that  portion  of  the  arc  of 
contact  (q.v.)  along  which  the  flank  of  the  driving-wheel  is  in  contact 
with  the  face  of  the  driven  wheel. 

Are  of  Contact. — In  toothed  gearing,  is  the  space  included  between  those 
two  points  where  the  contact  of  a  single  pair  of  wheel  teeth  begins  and 
ends,  the  measurement  being  taken  on  the  pitch  line  to  which  those 
points  are  projected.  The  larger  the  arc  of  contact  the  more  perfect 
the  bearing  of  the  teeth,  and  the  greater  the  number  of  teeth  in  gear 
at  one  time.  In  belt  gearing,  it  is  the  length  of  arc  measured  in 
degrees,  through  which  a  belt  is  in  actual  contact  with  its  pulley.  Thus 
an  arc  of  contact  of  180°  signifies  that  the  belt  is  in  contact  with  the 
pulley  around  half  of  its  circumference. 

Are  of  Beoess . — In  toothed  gearing,  is  that  portion  of  the  arc  of  contact 
(q.v.)  through  which  the  face  of  the  driving-wheel  acts  upon  the  flank 
of  the  driven  wheel. 

Are  Pitch. — The  pitch  of  wheel  teeth  measured  between  the  pitch  points 
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around  the  arc  of  tho  pitch  line,  as  distinguished  from  chord  pitch 
(q.v.). 

Are. — A  French  measure  of  surface,  being  equivalent  to  one  hundred 
square  metres,  or  one  square  decametre.  Its  English  equivalent  is 
1076*41  square  feet.     See  Centiare. 

Area. — The  superficies,  or  superficial  extent  of  a  figure.  Knowing  the 
bounding  dimensions  of  any  figure,  the  area  can  be  calculated  there- 
from by  simple  mensuration.  There  are  certain  relations  subsisting 
between  the  areas  of  figures  which  it  is  convenient  to  remember. 

Argillaceous  Iron  Ore. —See  Clay-band. 

Arithmetical  Mean.— The  number  which  is  equally  distant  between  two 
others. 

Arithmetical  Progression. — See  Progression. 

Arm. — A  term  signifying  a  rod,  or  a  radial  bar  of  metal.  Thus  we  speak 
of  the  arm  of  a  lever  or  of  a  wheel. 

Arsenic. — Symbol  As.  comb,  weight  74* 9,  A  non-metallic  substance, 
though  closely  allied  to  the  metals,  whose  presence  in  small  quantity 
in  iron  is  valuable  for  the  purpose  of  chilling  (ayv.).  It  likewise  in- 
creases the  hardness  of  steel,  though  diminishing  its  toughness.  Arsenic 
in  combination  with  oxygen  as  arsenious  acid  Asj  O3  is  a  bye  product 
also  in  some  smelting  operations. 

Articled  Pupil.— See  Pupil. 

Artificial  Grindstone. — See  Grindstone. 

Artificial  Seasoning. — Timber  is  seasoned  artificially  by  exposing  it  in 
a  suitable  chamber  to  a  current  of  hot  air,  delivered  either  from  a  fan, 
or  by  a  natural  draught.  Small  blocks  can  be  roughly  and  quickly 
seasoned  by  boiling  them  in  water  for  two  or  three  hours,  and  then 
allowing  them  to  dry. 

Asbestos. — A  mineral  compound  composed  chiefly  of  silica  and  magnesia, 
existing  as  varieties  of  hornblende,  augite,  and  serpentine.  The  com- 
mercial asbestos  comes  from  Italy  and  Canada.  It  is  a  silky,  fibrous 
substance,  owing  its  value  as  a  heat-resisting  body  to  the  presence  of 
silica.  It  is  used  in  various  preparations  for  making  the  steam  joints 
of  flanges,  as  yarn  for  glands,  and  as  grease  for  lubrication.  For  the 
latter  purpose  it  is  made  into  a  paste  and  termed  asbestoline.  Although 
but  a  tew  years  have  now  elapsed  since  its  introduction  for  these  pur- 
poses, it  is  rapidly  supplanting  the  hempen  and  other  forms  of  packing, 
and  the  millboard  hitherto  in  use. 

Ascending  Boom. — See  lift. 

Ash  (Fraxinus  excelsior). — Sp.  gr.  0*84.  Alight-coloured,  coarse-grained 
wood,  employed  for  the  spokes  and  felloes  of  wheels,  for  smith's 
hammer-shafts,  for  the  rings  upon  which  the  cleading  of  boilers  is 
fastened,  and  generally  in  work  requiring  great  flexibility  combined 
with  moderate  strength.  Ash  becomes  more  brittle  with  age.  Its 
ultimate  tenacity  averages  about  17,000  lbs.  per  square  inch  of  cross- 
section.    A  cubic  foot  weighs  62*4  lbs. 

Ash  Pan. — A  pan  plaoed  underneath  the  furnace  grate  or  firebox  in 
boilers  of  the  portable  type,  to  receive  the  falling  ashes. 

Ash  Pit. — That  portion  of  the  furnace  of  a  stationary  boiler  lying  below 
the  fire  bars,  and  immediately  in  front  of  the  furnace  doors,  which 
receives  ashes  that  fall  through  the  bars,  and  through  which  much  of 
the  draught  necessary  for  combustion  enters. 

Ash  Plate.-  A  term  sometimes  applied  to  the  back  plate  of  a  boiler 
furnace. 
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A-8tandard. — A  vertical  framing  shaped  as  its  name  implies,  and  used  as 
an  attachment,  cither  singly  or  when  placed  in  pairs  for  tho  parts  of 
pumps  and  engines. 

Atlas  Drawing  Paper. — A  drawing  paper  measuring  33J  in.  by  26  in. 

Atmosphere.— -See  Atmospheric  Pressure. 

Atmospheric  Engine. — See  Single-acting  Engine. 

Atmospheric  Gas  Engine. — See  Gas  Engine. 

Atmospheric  Line. — The  line  on  an  indicator  diagram  which  divides  the 
steam  area  above  from  the  vacuum  area  below,  and  which  corresponds 
with  the  height  of  the  pointer  before  the  indicator-cock  is  opened. 

Atmospheric  Pressure. — The  pressure  of  the  atmosphere  is  a  vital  factor 
in  all  questions  relating  to  the  pressures  in  engine  cylinders,  pumps, 
&c.  The  barometer  is  the  instrument  by  which  it  is  measured.  Engi- 
neers also  measure  the  amount  of  atmospheric  pressure  present  in  con- 
densers, boilers,  engine  cylinders,  &c,  by  means  of  the  vacuum-gauge 
(q.v.).  Its  pressure  is  equal  to  14*7  lbs.  at  sea  level,  equivalent  to  that 
of  a  column  of  mercury  at  32°  F., 29*022  in.  high,  or  a  column  of  water 
at  62°  F.  33-9  ft.  high. 

Atmospheric  Pump.— See  Lift  Pump. 

A-truss. — A  roof  truss  whose  outline  is  that  of  the  letter  A  spread  out.  It 
is  either  a  simple  truss,  consisting  of  two  rafters  and  a  tie  beam  only, 
or  it  is  a  braced  truss. 

Attachment  Screw. — A  screw  employed  for  fastening  portions  of  mechan- 
ism together,  in  contradistinction  to  adjustment  screws  (q.v.)  and  guide 
screws  (q.v.) 

Anger. — A  wood-boring  instrument  of  large  size  for  bolt  holes.  Augers 
are  either  ••shell"  or  "twisted,"  the  former  being  the  stronger,  the 
latter  boring  more  accurately. 

Australian  Copper. — Copper  pyrites  (q.v.)  and  malachite  (q.v.)  imported 
from  Australia. 

Autogenous  Soldering. — The  union  of  metals  effected  without  the  inter- 
vention of  solder,  by  the  mere  fusion  of  the  surfaces  in  contact.  See 
Burning  on,  Welding. 

Automatic — An  action  or  movement  is  said  to  be  automatic  when  it  is 
effected  without  the  direct  intervention  of  the  hand,  being  due  to  somo 
special  portion  of  the  machine  designed  to  effect  that  action  or 
movement. 

Automatic  Expansion. — Expansion  (q.v.)  of  steam  effected  by  the  gover- 
nors of  an  engine,  the  grade  of  expansion  being  diminished  when 
increased  work  is  thrown  upon  the  engine,  and  vice  versd.  The  advan- 
tages of  its  employment  are  economy  of  working,  regularity  of  motion, 
and  the  maintenance  of  the  full  boiler  pressure  in  the  cylinders. 

Automatio  Expansion  Gear. — The  arrangements  of  gear  by  which  auto- 
matic expansion  (q.v.)  is  effected. 

Auxiliary.— Small  auxiliary  engines  are  usually  provided  for  the  supply 
of  boilers  with  feed  water  while  the  larger  engine  with  its  pumps  is 
standing  idle.  Auxiliary  parts  are  carried  to  sea  in  case  of  break- 
downs. An  auxiliary  screw  or  screw-blade  is  often  taken  in  the  event 
of  the  fracture  of  a  blade. 

Available  Horse-Power.— See  Actual  Horse-Power. 

Avoirdupois. — The  name  given  to  the  English  system  of  weights  and 
measures  of  which  the  grain  and  the  pound  are  units.  The  pound  is 
the  tenth  part  of  the  weight  of  a  gallon  of  distilled  water  taken  at  62°  F. 
and  14*7  barometric  pressure.     The  pound  is  also  equal  to  7,000  troy 
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grains.    The  various  weights  and  measures  are  arbitrary  quantities 
having  no  mutual  inter-dependence  as  in  the  metric  system  (q.v.) 

Axe. — A  wood-cutting  tool  whose  cutting  edge  is  parallel  with  the  axis 
of  the  handle,  and  whose  bevels  or  cutting  angles  are  symmetrical  on 
each  side. 

Axial  Pitch. — The  pitch  of  a  screw  or  helix  measured  in  a  direction 
parallel  with  the  axis.  The  term  is  specially  applied  to  many  threaded 
screws,  to  distinguish  the  pitch  of  a  single  helix  only,  from  that  termed 
divided  axial  pitch  (q.v.).  and  from  normal  pitch. 

Axis. — Signifies  a  central  line  considered  in  relation  to  certain  geometrical 
or  mechanical  relations.  The  axis  of  a  cylinder  or  sphere  is  the  right 
line  which  passes  through  the  centre  of  all  the  corresponding  parallel 
sections  of  the  same.  The  axis  of  a  parabola,  ellipse,  or  hyperbola 
likewise  divides  the  curves  symmetrically.  See  also  Axis  of  Sym- 
metry, Neutral  Axis. 

Axis  ox  Symmetry. — An  imaginary  central  line  around  which  a  sym- 
metrically developed  body  is  formed,  and  in  which  the  centre  of  gravity 
is  found. 

Axle. — A  shaft  which  carries  the  driving,  travelling,  or  truck  wheels  of  a 
locomotive,  railway  waggon,  or  trolly. 

Axle  Box. — The  complete  bearing  arrangements  for  an  axle.  It  com- 
prises an  outer  casing  of  cast  iron  with  internal  adjustable  brass  bear- 
ings or  bushes,  and  grease  or  oil  chambers.  The  whole  structure  is 
sustained  by  springs,  and  guided  by  horn  plates.  Axle  boxes  are  called 
oil  axle  boxes,  or  grease  axle  boxes,  as  they  are  constructed  for  using 
one  or  the  other  lubricant.  Also  denotes  the  outer  casting  only  which 
contains  the  bearings  or  bushes  for  an  axle. 

Axle  Grease. — A  special  preparation  used  for  the  lubrication  of  axles. 
Numerous  mixtures  are  employed  into  which  tallow,  palm  oil,  sper 
maceti,  plumbago,  in  various  proportions  enter. 

Axle  Guard. — See  Horn  Plate. 

Axle  Keep. — See  Keeper. 

Axle  Wad.— A  washer  of  papier-mach6,  or  of  wood,  placed  in  the  back 
part  of  an  axle  box,  to  protect  the  axle  from  the  entry  of  dust  and  dirt. 
It  is  divided  across  the  middle  with  bevelled  edges 
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B.— See  Best. 

Babbitting. — The  process  of  lining  bearings  with  Babbitt's  metal  (q.v.), 
or  with  white  metal. 

Babbitt's  Metal. — An  alloy  used  for  lining  the  bearing  parts  of  engines 
and  machines  which  are  subject  to  much  friction.  There  are  many 
inferior  kinds  of  such  metal  sold,  but  the  proper  composition  is  as 
follows :  4  lbs.  of  copper,  12  lbs.  of  Banoa  tin,  8  lbs.  regulus  of  anti- 
mony, and  12  lbs.  more  of  tin  while  the  mixture  is  in  a  molten  condi- 
tion. Pour  the  antimony  into  the  tin,  and  mix  with  the  copper  in 
a  separate  pot  off  the  fire.  This  is  termed  the  hardening,  and  the 
actual  lining  metal  is  composed  of  1  lb.  of  this  mixture  to  2  lbs.  of 
Banca  tin,  so  that  the  final  composition  is  4  lbs.  copper,  8  lbs.  regulus  of 
antimony,  and  96  lbs.  tin. 


MECHANICAL  ENGINEERING.  17 

Sack  Balance. — A  circular  disc  or  plate,  formerly  much  used,  and  still 
employed  to  a  limited  extent  in  the  engines  of  river  and  other  slow- 
running  steamers,  for  assisting  the  reversal  of  the  eccentric  for  forward 
or  backward  gear.  The  eccentric  is  loose  upon  its  shaft,  and  the  back 
balance  disc  maintains  it  in  equilibrium  against  the  catches  or  stops. 

Baok  Centre. — The  pivot  or  dead  centre  upon  which  the  back  or  tail  end 
of  the  mandrel  of  a  lathe  headstock  runs. 

Baok  Cut-off  Valve. — A  sliding  plate,  moving  on  the  back  face  of  the 
main  slide-valve  of  an  engine  for  the  purpose  of  regulating  the  point 
\  of  cut-off  for  the  steam,  and  by  which  its  grade  of  expansion  is 

governed.  It  is  worked  independently  of  the  mam  slide  from  a  separate 
eccentric,  and  is  usually  made  capable  of  adjustment  relatively  to  the 
steam  passages  in  the  main  slide. 

Back  Firing. — The  escape  of  a  portion  of  the  gaseous  charge  of  a  gas 
engine  at  the  ports.    This  is  prevented  by  the  rapid  dosing  of  the  slide 

.    immediately  after  ignition. 

Back  Gear. — An  arrangement  of  toothed  wheels  by  which  the  power  of  a 
driving-belt  is  proportionally  increased.  The  term  is  understood  as 
applying  to  lathes  for  metal- turning,  and  to  drilling  and  other  machines 
of  similar  character.  Taking  it  as  it  occurs  in  the  lathe,  the  main  or 
driving1  mandrel  is  hollow,  and  while  its  outer  portion  or  quill  A  carries 
the  driving-cones  B  and  a  pinion-wheel  C,  an  inner  spindle  D  carries 
the  mandrel  nose  and  centres  and  a  cog-wheel  E.  This  cog-wheel  gears 
into  a  pinion  F,  similar  to  the  one  upon  the  cone  spindle,  but  which 
runs  upon  another  or  back  spindle  Q-,  set  parallel  with  the  first.  This 
second  spindle  also  carries  a  wheel  H  similar  to  the  one  E  upon  the 
mandrel,  and  working  into  the  mandrel  pinion  C.  The  wheel  and 
pinion  on  the  back  spindle  are  rigidly  connected  together,  and  this  hinder 
spindle  is  capable  of  receiving  a  backward  movement  to  throw  it  out  of 
gear.  When  out  of  gear  the  larger  wheel  E  on  the  main  mandrel  is 
coupled  to  the  cone  pulley  B  on  the  quill,  and  the  lathe  is  driven  only 
from  the  belt,  in  a  direct  manner.  But  when  the  cone  pulley  B  and  the 
mandrel  wheel  E  are  uncoupled,  and  the  wheels  of  the  back  spindle  are 
thrown  into  gear,  the  lathe  is  driven  through  the  cones  B  to  the  pinion 
G  on  the  quill,  thence  to  the  wheel  H  on  the  back  spindle,  and  through 
its  pinion  JF  back  to  the  wheel  E  upon  the  main  mandrel.  The  power 
gained  is  calculated  ly  taking  the  product  of  the  number  of  teeth  in 
Qie  pinions  and  of  those  in  the  wheels,  and  dividing  the  latter  by  the 
former.  Treble  back  gear  is  made  use  of  for  some  lathes  of  special 
construction,  where  very  slow  speeds  and  great  powers  are  required. 

Baok  Gear  Eccentric. — See  Backward  Eccentric. 

Baok  Guys. — The  timbers  which  connect  the  tops  of  the  masts  of  derrick 
cranes  (q.v.)  with  their  sleepers.  Also  the  hinder  ropes  or  chains  of 
shear  legs. 

Backing  Off. — The  cutting  or  bevelling  away  of  the  hinder  or  "leaving  " 
portion  of  a  screw  tap,  in  order  to  allow  the  "entering"  or  cutting 
part  to  work  more  freely.  The  effect  of  backing  off  is  to  reduce  the 
amount  of  friction  and  consequent  grinding  between  the  sides  of  the 
tapped  hole,  and  of  those  portions  of  the  tap  which  do  not  actually  cut. 

B^Ving  Out. — The  running  back  of  a  tap  or  die  after  the  thread  has  been 
out. 

Backlash. — The  backward  surge  of  a  pair  or  of  a  train  of  toothed  wheels 
when  the  driving  pressure  is  variable  in  amount.  Its  amount  is  equal 
to  the  "clearance"  allowance  between  the  flanks  of  the  teeth  which 
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are  in  gear.  Excessive  backlash  should  be  avoided  as  causing  shook 
and  producing  much  noise.  Its  remedy  is  minimum  of  tooth  clearance 
and  regular  running. 

Back  Link. — The  second  link  which  is  attached  to  the  beam  of  a  beam 
engine,  or  between  the  main  link  (q.v.)  and  the  centre  of  the  beam,  in 
the  arrangement  of  levers  known  as  parallel  motion. 

Back  Plate. — A  plate  of  cast  iron  bolted  against  the  back  or  outer  edges 
of  the  bars  of  moulding  boxes  which  have  to  be  put  in  the  foundry  pit 
for  casting  vertically.  The  purpose  of  the  employment  of  back  plates 
is  to  prevent  the  pressure  of  the  nead  of  liquid  metal  from  forcing  Hie 
sand  outwards,  and  so  allowing  the  metal  to  run  away  from  the  mould. 

Back  Pressure. — The  pressure  on  the  piston  due  to  the  steam  left  in  the 
end  of  an  engine  cylinder  and  in  the  exhaust  passages  on  the  com- 
mencement of  the  return  stroke,  and  which  offers  a  certain  amount  of 
resistance  to  the  piston.  The  amount  of  back  pressure  can  never  be 
less  in  non-condensing  engines  than  the  atmospheric  pressure,  nor  in 
condensing  engines  than  that  of  the  imperfect  vacuum  present  in  the 
condenser.  It  is  always  more  than  these  because  of  the  friction  which 
the  passages  oppose  to  the  steam;  hence  passages  should  be  short 
and  direct,  if  long  and  tortuous  they  injuriously  increase  the  back 
pressure.    The  amount  of  back  pressure  should  not  exceed  from  2  to  3 

Sounds  per  square  inch,  reckoned  above  the  atmosphere  in  non-con- 
ensing  engines,  and  above  the  vacuum-gauge  in  condensing  engines. 
Also  termed  oounterpressure. 

Back  Pressure  Valve. — A  valve  which  is  used  for  preventing  the  reflux 
of  fluid  or  liquid  in  a  pipe.  Hence  it  is  a  retaining,  or  foot  valve  (q.v.). 
When  applied  to  a  steam  boiler  it  is  termed  a  check- valve  (q.v.). 

Back  Saw. — Any  saw  whose  plate  or  blade  is  stiffened  with  a  metallic 
back.    Tenon  and  dovetail  saws  are  back  saws. 

Back  Shaft. — The  shaft  which  runs  at  the  rear  of  a  self-acting  lathe  along 
its  whole  length,  and  through  which  motion  is  transmitted  from  the 
headstock  to  the  slide-rest.  It  is  used  for  sliding  and  surfacing  only, 
and  is  capable  of  reversal  for  traversing  the  saddle  up  or  down.  See 
Reversing  Motion. 

Back  Stay. — See  Back  Steady  Best. 

Baek  Steady  Best. — A  lathe  traversing  rest,  distinct  from  the  slide  rest, 
used  for  the  support  of  long  shafts,  and  of  slight  cylindrical  pieces  of 
work  generally  which  are  being  turned  up.  A  common  form  consists 
of  an  internal  bearing  or  angle  block  attached  to  a  vertical  carrier  or 
bracket,  the  bearing  being  adjusted  both  above  and  behind  the  shaft  so 
that  the  latter  lies  in  its  angle.  The  bracket  is  bolted  to  the  saddle  of 
the  slide  rest,  and  travelling  therefore  with  it,  follows  the  cutting  tool 
and  provides  a  constant  support  to  the  shaft  immediately  behind  the  tool 
where  the  tendency  to  spring  is  greatest  during  the  turning  process. 
Also  called  a  back  stay  ;  or  back  following  stay ;  or  following  steady. 

Backward  Eccentric. — The  eccentric  which  opens  the  slide-valve  to  steam 
supply  when  its  engine  is  required  to  run  backward.  Also  called  back 
gear  eccentric. 

Backward  Gear. — An  engine  is  said  to  be  in  backward  gear  when  the 
relative  arrangement  of  eccentrics,  slot  links,  levers,  and  rods  is  such, 
that  the  engine  will  on  the  admission  of  steam,  run  backward. 

Baffle  Plates,  or  Bafflers. — Plates  of  metal  so  disposed  in  the  fire-boxes 
and  flues  of  steam  boilers  as  to  throw  the  flame  and  hot  gases  against 
the  surfaces  most  suitable  for  the  economic  and  complete  generation  of 
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steam — that  is  against  the  best  heating  surfaces.  Also  a  plate  of  thin 
sheet  iron  attached  at  a  little  distance  away  from  the  inner  face  of  a 
furnaoe  door  to  admit  air  above  the  fire,  the  air  entering  through  a  re- 
volving or  sliding  grid  in  the  door.  The  use  of  the  plate  is  also  to 
prevent  burning  and  buckling  of  the  door,  the  efficiency  of  the  protec- 
tion being  due  to  the  interposition  of  the  film  of  air  between  the  door 
and  the  baffle  plate. 

Bafflers.— See  Baffle  Plates. 

Balance. — In  order  that  bodies  should  balance  each  other  there  must  be 
equilibrium  or  equality  of  moments ;  that  is,  the  sum  of  the  forces 
tending  to  move  any  body  in  one  direction  must  be  equal  to  the  sum  of 
the  forces  tending  to  turn  the  body  in  the  opposite  direction. 

Balance  Ball. — A  spherical  weight  which  is  attached  to  a  crane  chain 
just  above  the  hook  for  the  purpose  of  overhauling  it.  It  fulfils  the 
same  purpose  as  a  pear  weight  (q.v.),  but  is  employed  for  the  smaller 
cranes  chiefly. 

Balance  Box. — The  box  which  counterbalances  the  load  lifted  by  a 
balance  crane.  It  is  usually  a  cast-iron  box  loaded  with  small  weights 
or  "kentledge." 

Balance  Crane. — A  crane  in  which  the  load  is  counterbalanced  by  a 
weight  attached  to  the  tail  or  hinder  end,  the  amount  of  weight  de- 
pending on  the  radius  at  which  the  load  is  lifted,  the  length  of  the  tail, 
and  the  disposition  of  the  mass  of  the  crane  itself.  Balance  cranes  are 
made  both  fixed  and  portable,  and  are  worked  by  hand  or  steam.  See 
also  Blocking  Girders. 

Balance  Cylinder,  or  Balancing  Cylinder. — A  small  steam  cylinder  at- 
tached to  the  top  of  the  slide-chest  in  some  large  marine  engines,  which 
performs  the  double  function  of  acting  as  a  guide  to  the  valve-rod,  and 
of  relieving  the  valve  gear  of  the  weight  of  the  valve  and  valve-rod.    A 

Siston  moves  in  the  cylinder,  and  is  open  to  steam  below  derived  from 
le  valve  chest  and  to  the  condenser  vacuum  above.  The  valve  there- 
fore moves  in  equilibrium.  Also  a  small  steam  cylinder  or  cylinders  at- 
tached to  the  bottom  cover  of  large  marine  engines  for  the  purpose  of 
counteracting  the  dead  weight  of  the  piston.  A  rod  passes  from  the 
piston  of  the  main  cylinder  to  the  piston  of  the  balance  cylinder,  and 
the  pressure  of  steam  introduced  underneath  the  latter  is  the  counter- 
balancing agency. 

Balanced  Crank.— See  Diso  Crank. 

Balanced  Valve. — An  equilibrium  valve  (q.v.). 

Balanced  Wheel. — A  rapidly  rotating  wheel  which  is  balanced  by  the 
turning  of  its  rim  true,  and  by  the  drilling  of  holes  in  or  near  the  rim 
if  found  necessary,  so  that  the  wheel  turns  equally  free  or  comes  to 
rest  in  any  position  indifferently.  All  high-speed  wheels  and  pulleys 
are,  or  should  be,  thus  balanced.  The  term  is  also  applied  to  a  wheel 
which  is  counterbalanced  by  the  addition  of  a  weight  to  a  portion  of 
the  rim  which  lies  opposite  to  another  part  with  which  it  is  connected, 
such  as  a  crank  or  connecting-rod,  its  function  being  to  balance  or 
counterpoise  the  weight  of  the  crank  or  connecting-rod. 

Balance  Spring. — See  Spring  Balance. 

Balance  Weight. — (1)  The  weights  placed  in  the  driving-wheels  of  locomo- 
tives are  termed  balance  weights.  (2)  A  weight  slid  over  the  end  of  a 
lever  and  attached  thereto  by  a  set  screw,  its  use  being  to  counter- 
balance a  moving  part.  The  function  of  the  weight  is  not  always  that 
of  counterbalancing  merely,  but  also  in  addition  the  lifting  of  the 
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working  part — the  lever,  drill,  brake,  chisel,  or  whatever  it  may  happen 
to  be — out  of  or  away  from  its  place  without  the  intervention  of  the 
workman  or  attendant.  (3)  Applied  generally  to  any  weight  used  as  a 
counterpoise,  such  as  on  the  driving-wheel  of  a  foot  lathe,  or  on  a 
crank,  or  on  reversing  gear.  (4)  Also  the  small  weights  put  into  a 
balance  box  (q.v.). 

Balancing. — The  removal  of  irregularities  in  weight  from  those  portions 
of  a  revolving  body  where  it  is  in  excess,  in  order  to  equalise  the 
strains  upon  it  due  to  momentum  and  centrifugal  force.  Hence 
rapidly  revolving  pulleys  and  wheels  are,  where  possible,  turned  all 
over.  When  that  is  not  practicable  they  are  hung  on  a  free  spindle, 
and  the  weight  of  the  heaviest  sides  reduced  in  succession  by  drilling 
out  holes,  or  in  other  ways  removing  superfluous  metal.  Such  a  pulley 
or  wheel  is  then  said  to  be  balanced.  Another  mode  of  balancing  is 
when  a  balance  weight  (q.v.)  is  attached  to  a  driving  or  a  fly-wheel, 
to  counterbalance  the  mass  of  a  crank,  or  an  eccentric  sheave,  or  similar 
projecting  portion  on  the  axle.  All  good  mechanism  and  rapidly 
revolving  parts  are  thus  balanced. 

Balancing  Cylinder. — A  balance  cylinder  (q.v.).  * 

Balk. — A  squared  log  of  timber. 

Ball. — The  mass  of  spongy  puddled  iron  which  is  just  ready  to  be  with- 
drawn from  a  puddling  furnace  to  be  passed  to  the  squeezers  or  ham- 
mer, as  the  case  may  be.    A  puddled  ball  weighs  from  60  to  80  pounds. 

Ballast. — The  foundation  for  permanent  way  laid  on  the  formation  level 
(q.v.).  It  is  about  1  ft.  7  in.  in  depth,  and  is  variously  composed  of 
gravel,  shingle,  broken  brick,  burnt  clay,  or  slag.  It  requires  to  be 
hard,  to  allow  of  the  passage  of  rolling  stock  without  the  crushing  of 
its  materials,  and  well  drained  and  porous  to  prevent  the  accumulation 
of  water.  The  material  which  is  placed  in  the  balance  box  of  a  balance 
crane  is  also  called  ballast.  It  may  consist  of  iron  balance  weights,  or 
blocks  of  stone,  or  masses  of  rubble  or  scrap  iron. 

Bailer. — The  workman  at  the  balling  or  reheating  furnace  (q.v.). 

Balling. — See  Balling  Up. 

Balling  Furnace. — The  puddling  furnace  in  which  the  process  of  balling 


(q.v.)  is  performed, 
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Balling  Up,  or  Balling. — The  last  stage  of  the  puddling  process  in 
which  the  pasty  mass  of  iron  is  gathered  together  in  lumps  or  balls  on 
the  furnace  bed,  being  sufficiently  self-coherent  to  be  rolled  towards 
the  bridge  of  the  furnace,  to  be  withdrawn  through  the  working  door 
for  subsequent  shingling. 

Ball  Joint. — A  universal  joint,  sometimes  employed  for  piping.  The 
globular  end  is  retained  in  its  hollow  seating  with  a  gland  screwed  over 
it.  This  form  of  joint  is  used  with  the  connections  of  centrifugal  and 
other  pumps. 

Balloon  Boiler,  or  Haystack  Boiler. — A  squat  circular  vertical  boiler  of 
large  dimensions,  with  a  hemispherical  crown.  It  is  fallen  nearly  into 
disuse. 

Ballooning. — The  lifting  up  of  the  fine  impalpable  mud  and  scale  in 
steam  boilers  to  the  surface  of  the  water  by  the  ebullition  of  the  bubbles 
of  steam.  In  large  boilers,  scum  troughs  (q.v.)  are  provided  for  the 
collection  of  this  sediment. 

Ball  Pane. — See  Pane. 

Ball  Valve. — A  lift-valve  of  jrlobular  form  which  closes  an  mwiiiT*.t  seat- 
ing.   It  is  employed  in  quick-running  force  pumps,  and  its  advantage 
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consists  in  the  fact  that  as  it  continually  shifts  its  position  on  its  axis 
its  wear  is  nearly  uniform.  It  is  enclosed  in  a  cage  open  on  four 
sides,  the  cage  being  sufficiently  high  to  permit  the  requisite  amount 
of  lift,  the  internal  height  of  the  cage  limiting  the  lift  of  the  ball.  The 
cage  consists  of  an  upper  and  lower  portion,  which  are  screwed  together 
after  the  insertion  of  the  ball. 

Banca  Tin. — Straits  tin  (q.v.).  It  **  sold  in  blocks  weighing  from  40  lbs. 
to  120  lbs.  each. 

Band. — A  term  which  taken  in  its  strictest  sense  designates  a  flat  beltv 
though  both  terms  are  loosely  applied  in  a  general  way  to  the  cords 
and  belts  used  for  driving  purposes.    See  Belt. 

Banding,  or  Bonding. — The  embracing  and  securing  of  the  lagging  (q.v.) 
around  steam  cylinders  and  boilers  with  broad  bands  of  sheet  brass  or 
of  hoop  iron. 

Band  Pulley. — See  Pulley. 

Band  Saw. — An  endless  saw  running  on  revolving  pulleys,  and  used  for 
cutting  curved  work  both  in  wood  and  iron.  A  tension  apparatus 
(either  a  spring  or  a  weighted  lever)  maintains  the  saw  at  its  proper 
degree  of  strain,  and  a  canting  table  allows  of  the  work  being  sawn 
either  square  or  upon  the  bevel.  Band  saws  vary  from  £  in.  to 
4  in.  and  6  in.  in  width,  and  travel  on  an  average  at  the  rate  of  4,000  ft. 
per  minute. 

Banjo  Frame.— A  bow  connecting-rod  (q.v.). 

Banking  Up. — (1)  The  beating  down  of  green  coal  (q.v.)  around  the  central 
portions  of  a  smith's  fire,  or  around  a  piece  of  forging  laid  therein. 
(2)  The  covering  up  of  the  fire  of  an  engine  boiler  in  order  to  check  or 
moderate  the  formation  of  steam  for  a  time,  either  because  ihe 
engines  have  to  be  slowed  down  or  stopped  for  a  while.  Banking  u 
is  effected  by  pushing  the  fuel  back  towards  the  bridge  (q.v.)  am 
covering  it  over  with  small  coal,  wetted  and  beaten  down. 

Bar. — (1)  The  bridge  of  metal  which  separates  a  valve  port  or  steam 
passage  from  its  adjacent  port  in  the  valve  faces  of  steam  cylinders. 
Also  the  similar  bridges  in  double  and  treble  ported  slide  valves.  The 
thickness  of  the  port  bars  is  of  little  importance,  if  the  slide  valve  is 
accommodated  thereto,  but  they  oommonly  measure  a  trifle  more  than 
tiie  thickness  of  metal  between  the  passages.  (2)  The  flat  or  round  or 
other  sections  in  which  wrought  iron  and  steel  are  sold.  They  are 
described  under  their  specific  names.  The  bars  are  brought  to  their 
required  shape  by  rolling.  (3)  The  stays  or  bridges  in  foundry  mould- 
ing boxes  which  afford  support  to  the  sand  enclosing  the  pattern. 
Vertical  or  cope  bars  as  a  rule  have  their  edges  kept  \  in.  away  from 
the  pattern,  and  \  in.  from  the  joint  of  the  box.  Flat  or  drag  bars  do 
not  follow  the  outline  of  the  pattern,  being  used  in  the  bottom  half  of 
the  mould  or  in  the  drag-box.  Bars  are  purposely  cast  as  rough  as 
possible  to  ensure  the  adherence  of  the  sand,  which  adherence  is 
further  assisted  by  washing  them  with  clay  water,  and  also  frequently 
by  hanging  lifters  (q.v.)  from  their  top  edges. 

Bar  Clamp. — A  tool  used  for  the  purpose  of  clamping  or  squeezing  closely 
together  long  timber  joints,  which  are  glued  or  do  welled,  the  jaws  of 
the  clamp  operating  on  the  outer  edges  of  the  wood.  It  consists  essen- 
tially of  a  long  bar  of  iron  of  rectangular  section,  having  a  fixed  head 
or  jaw  at  one  end,  carrying  a  square  threaded  pinching  screw  and  a 
movable  head  or  jaw  sliding  along  the  bar,  and  capable  of  being  set  in 
any  position  at  distances  of  from  2  in.  to  4  in.  apart  by  means  of  a  pin, 
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or  of  ratchet  teeth.  The  movable  head  being  set  in  the  approximate 
position  required  for  various  widths  of  board,  the  pinching  up  of  the 
clamping  screw  in  the  fixed  head  affords  the  necessary  degree  of 
pressure. 

Bare. — A  workshop  term  which  signifies  that  a  dimension  is  very  slightly 
under  a  definite  size.  In  most  cases  it  will  mean  a  difference  so  slight 
as  to  be  unappreoiable  by  a  rule  measurement,  and  only  to  be  detected 
by  calipers  or  gauge.  A  *V  in.  or  a  ^  in.  1b  a  definite  dimension,  but 
"  bare'*  would  signify  something  less  than  this,  or  say  the  difference 
between  a  slack  and  a  driving  fit. 

Barffed. — Ironwork  which  has  undergone  Barff's  process  (q.v.)  is  some- 
times said  to  be  barffed.  Thus  the  iron  plugs  of  plug  cocks  so  treated 
are  termed  "  Barffed  plugs." 

Barff's  Process. — A  patented  process  employed  for  the  protection  of  the 
surfaces  of  iron  from  rust,  effected  by  artificially  coating  them  with  a 
film  of  magnetic  oxide.  The  iron  is  first  heated  to  redness,  and  steam 
is  then  passed  over  it.  The  iron  decomposes  the  steam,  liberating 
oxygen,  which  latter  immediately  attacks  the  iron,  forming  magnetic 
or  black  oxide,  FeaO*. 

Barker's  Kill. — Apiece  of  mechanism  which  illustrates  the  power  of  the 
reaction  of  water.  It  consists  of  an'upright  tube  to  whose  lower  end 
two  horizontal  tubes,  set  opposite  to  one  another,  are  attached,  open- 
ings being  provided  therein  near  their  ends  and  in  the  reverse  direction 
to  one  another.  When  water  is  poured  into  the  vertical  tube  it  issues 
from  the  side  openings  in  the  horizontal  tubes,  and  drives  the  mill  round 
in  a  direction  contrary  to  that  of  the  effluent  water.     See  Turbine. 

Bar  Lathe. — A  lathe  whose  bed  is  made  in  a  single  piece,  usually  of  a 
triangular  section,  one  side  of  the  triangle  being  beneath  and  hori- 
zontal.   Used  only  for  lathes  of  light  construction. 

Bar  Mill. — A  rolling  mill  where  rectangular  iron  bars  are  manufactured. 

Barometer. — An  instrument  used  for  measuring  the  pressure  of  the  at- 
mosphere. It  consists  of  a  glass  tube  containing  mercury,  and  standing 
in  a  vessel  containing  mercury,  so  that  while  the  atmosphere  presses 
on  the  surface  of  the  mercury  in  the  vessel  there  is  nothing  above 
that  in  the  tube  save  its  own  vapour,  the  amount  of  whose  pressure 
is  disregarded.  The  height  to  which  the  mercury  rises  in  the  tube  is 
called  the  height  of  the  barometer.  It  is  used  for  comparison  with  the 
vacuum-gauge  (q.v.)  in  order  to  ascertain  the  amount  of  perfection 
existing  in  the  vacuumpresent  in  the  condenser  of  a  steam-engine. 

Barometric  Pressure. — The  amount  of  pressure  of  the  atmosphere  as 
measured  by  the  barometer.  It  is  measured  in  atmospheres,  and 
fractions  of  atmospheres.  The  pressure  of  a  single  atmosphere  is 
equal  to  29*905  in.  of  mercury  at  32°  F.  at  London,  or  14 J  lbs. 
on  the  square  inoh,  or  by  the  metric  system,  760  millimetres  of  mercury 
at  0°  G.  at  Paris,  equivalent  to  1*033  kilos  per  square  centimetre. 

Barrel. — (1)  The  body  of  a  pump  within  which  the  piston  moves.  (2)  The 
cylindrical  shell  of  a  locomotive  or  -portable  engine  boiler.  (3)  The  drum 
or  cylinder  around  which  the  chain  is  wound  in  hoisting  machinery. 
Barrels  are  either  plain  or  grooved  spirally,  and  the  grooves  may  either 
be  made  to  take  the  flat  of  alternate  lints  or  the  links  continuously, 
but  lying  at  an  angle. 

Barring  Engine. — An  engine  used  for  the  initial  turning  of  larger  engines. 

Barrow  Ladle. — A  foundry  ladle  mounted  on  a  low  carriago  provided 
with  two  wheels  in  front,  and  handles  and  legs  at  the  hinder  pari. 
Used  for  wheeling  melted  metal  about  the  foundry. 
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Barrow  Pump. — A  force  pump  mounted  on  a  hand  barrow  for  portability, 
and  furnished  with  hose  pipe  for  suction  and  delivery.  FYequentty 
termed  California  pump,  because  of  its  value  in  mining  and  agricultural 
districts. 

Bar  Stays. — Boiler  stays  (q.v.)  which  are  solid  rods  screwed  at  their  ends, 
as  distinguished  from  tube  stays  or  stay  tubes  (<!•?•). 

Base  Circle. — See  Fundamental  Circle. 

Base  Plate,  or  Bed  Plate. — The  foundation  plate  or  support  for  a  piece 
of  machinery.  It  consists  usually  of  a  comparatively  thin  plate,  well 
stayed  and  stiffened  with  deep  outer  and  inner  ribs  or  flanges,  and 
furnished  with  all  necessary  facings  for  the  attachment  of  accessory 
portions,  and  also  with  lugs  for  holding  or  bolting  it  down. 

Basicity. — Refers  to  the  proportion  of  metallic  oxide  present  in,  and  the 
absence  of  silicon  from  a  furnace  lining,  a  cinder,  flux,  or  slag.  The 
fettling  (q.v.)  of  a  puddling  furnace  depends  for  its  efficacy  on  its  basic 
character,  as  does  also  the  magnesian  limestone  of  a  Bessemer  converter. 

Basic  Process. — The  process  of  Messrs.  Thomas  &  Gilchrist,  by  means  of 
which  the  prosphorus  and  sulphur  are  eliminated  from  the  pig  iron  in 
the  Bessemer  converter.  It  consists  in  the  substitution  of  magnesian 
limestone  or  dolomite,  which  is  composed  almost  entirely  of  metallic 
oxides,  and  is  therefore  highly  "  basic,"  for  the  silicious  ganister  which 
is  used  as  a  lining  in  the  acid  process  (q.v.).    See  App. 

Basic  Steel. — Steel  produced  by  the  basic  process  (q.v.). 

Basil. — A  term  sometimes  applied  to  denote  the  bevelled  edge  of  a  drill  or 
chisel. 

Basket. — A  small  rose  or  strainer  for  suction  hose  pipe. 

Bass  Scrubs. — Brushes  made  of  ordinary  bass,  used  by  fettlers  for  brush- 
ing the  sand  off  castings  when  they  leave  the  foundry.    See  Fettling. 

Bastard  Cut. — A  very  coarsely-cut  file,  a  •trifle  finer  than  the  rough  or 
first  cut.  In  a  twelve-inch  bastard-cut  file  the  lines  of  teeth  would 
number  eight  to  the  linear  inch. 

Bastard  Pitch. — The  pitch  of  a  toothed  wheel  which  is  not  of  a  definite 
dimension,  but  is  either  over  or  under  an  exact  pitch. 

Bastard  Wheel. — Occasionally  used  to  denote  a  bevel  wheel  whose 
amount  of  bevel  is  so  slight  that  it  approaches  very  nearly  to  a  right 
angle  or  to  a  spur  wheel.  Also  one  accommodated  to  an  existing  wheel, 
though  not  absolutely  correct. 

Bath. — The  mass  of  boiling  metal  in  a  steel  melting  furnace  of  the  open 
hearth  type. 

Battens. — Sawn  pine  timber  measuring  not  more  than  9  in.  by  3  in.  in 
cross  section,  or  not  less  than  6  in.  in  width  ;  when  in  sizes  less  than 
that  being  termed  Bcantling  or  quartering ;  7  in.  by  2  in.  is  the  common 
section  of  battens.    Gleets  are  also  termed  battens.    See  Gleet. 

Battering  Off. — The  finishing  of  the  surface  of  forged  work,  effected  by 
the  hammer  while  the  iron  is  becoming  of  a  low  red  or  black  heat. 

Battery  of  Boilers. — Steam  boilers  arranged  in  series,  for  the  supplying 
of  power  to  a  large  factory,  one  or  two  of  the  boilers  being  snare  or 
auxiliary,  for  use  when  either  of  the  others  are  undergoing  repairs. 

Bauxite. — A  hydrated  aluminous  ferric  oxide.  It  contains  about  60  per 
cent,  of  alumina,  20  per  cent,  of  ferric  oxide,  15  to  20  per  cent,  of  water, 
and  from  1  to  3  per  cent,  of  silica.  It  is  a  highly  refractory  body,  and 
is  used  in  the  manufacture  of  Bauxite  bricks  (q.v.). 

Bauxite  Bricks. — Refractory  fire-bricks  used  for  the  lining  of  furnaces  of 
various  kinds.  They  are  made  by  mixing  calcined  bauxite  (q.v.)  with 
clay  or  plumbago. 
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Bay. — In  a  lattice,  or  a  Warren  girder,  the  space  included  between  two 
adjacent  apices  is  called  a  bay. 

Bayonet  Engine. — A  horizontal  engine  is  said  to  be  of  the  bayonet  type 
when  the  bed-plate  is  carved  round  to  one  side  of  the  crank.  The 
curved  portion  carries  the  bearing  for  the  crank- shaft.  This  outline  is 
by  a  stretch  of  the  imagination  supposed  to  be  similar  to  that  of  a 
bayonet,  hence  the  term. 

Baywood. — See  Mahogany. 

B.B. — See  Best,  Best. 

B.B.B.— See  Best,  Best,  Best. 

Beach  Chuck. — A  common  form  of  die  chuck  containing  three  dies  slid- 
ing in  a  hollow  cone  which  is  tightened  or  relaxed  upon  them.  Used 
for  holding  small  drills  and  pieces  of  wire  or  rod. 

Bead,  or  Beading. — (1)  The  thickened  edge  of  a  sheet  of  metal,  thickened  or 
turned  over  to  stiffen  and  strengthen  it.  (2)  An  ornamental  fillet  or  strip 
curved  around  the  edge  of  a  casting  for  the  same  purpose .  ( 3)  The  semi  - 
circular  termination  of  the  spigot  end  of  a  pipe.  Its  function  is  to  form 
a  stop  for  the  material  used  in  caulking  (q.v.).  (4)  Angles  (q.v.)  and 
hollows  are  frequently  called  beads. 

Beaded  Tube. — The  ends  of  boiler  tubes,  after  being  riveted  over  the 
tube  plates,  are  beaded  or  rounded,  for  the  sake  of  appearance,  with  a 
beading  tool  (q.v.),  just  as  rivet  heads  are  finished  with  a  die  or  snap. 
The  process  is  termed  beading. 

Beading. — See  Bead,  Beaded  Tube. 

Beading  Tool. — A  tool  used  by  boiler-makers  for  finishing  off  the  riveted 
ends  of  boiler  tubes  (q.v.).  Its  shape  is  similar  to  that  of  a  drift  (q.v.), 
except  that  at  a  short  distance  behind  its  narrow  end  it  is  shouldered 
out  into  a  hollow  curve  which  is  the  counterpart  of  the  bead  it  is 
designed  to  mould  on  the  ends  of  the  tubes.  The  beading  tool  is  struck 
by  a  hand  hammer. 

Bead  Sleeken. — Moulders'  sleeking  tools,  rounded  in  the  direction  of 
their  length  and  also  rounded  in  their  cross  section  similarly  to  a  plain 
semicircular  bead  bent  around  a  cylinder.  Used  for  smoothing  the  im- 
pressions of  beaded  work  in  the  sand  moulds.     Also  called  bead  tools. 

Bead  Tools. — (1)  Bead  sleekers  (q.v.).  (2)  Metal  turners'  scraping  or 
finishing  tools  made  hollow,  or  the  exact  reverse  of  the  shape  of  a 
round-nose  tool,  and  used  for  finishing  the  circular  edges  of  headings. 

Beak  Iron. — The  conical-shaped  piece  which  projects  from  the  end  of  a 
smith's  anvil.    Also  termed  beck. 

Beam. — A  piece  of  timber  or  other  material,  or  a  built  up  structure, 
whose  length  is  greater  than  its  width  or  depth,  and  whose  strains 
are  those  due  to  leverage,  or  tension,  or  compression.  Beams  are  made 
in  a  vast  variety  of  cross  sections,  and  are  solid  beams  or  built-up  beams, 
symmetrical  or  unsymmetrical,  semi  beams,  compound  beams,  Warren 
and  other  girders,  &c.  The  term  beam  does  not  necessarily  imply  that 
the  material  is  subjected  to  transverse  strain  only,  since  a  tie-beam 
(q.v.)  is  only  in  tension.  The  term  girder  (q.v.)  is  understood  to  refer 
to  beams  subject  to  transverse  stress,  and  either  resting  on  a  singlo 
support,  as  a  cantilever,  or  on  both  extremities.  The  term  beam  is 
applied  to  so  many  different  kinds  of  structures,  both  elementary  and 
compound,  that  it  is  always  necessary  to  denote  by  some  specific  term 
the  structure  under  consideration,  and  under  their  specific  names  the 
typical  beams  in  use  with  engineers  will  be  found  described. 

Beam  Compass, — See  Trammels. 
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Seam  Engine. — A  steam-engine  in  which  the  connection  between  the 
piston  and  connecting-rods  is  made  through  a  beam  whose  point  of 
oscillation  is  set  midway  between  the  centres  of  the  two  rods.  Beam 
engines,  except  for  pumping  and  some  special  work,  are  becoming 
obsolete. 

Beams, — relative  strength  of. — The  strength  of  beams  depends— their 
cross-sections  remaining  the  same — upon  the  manner  in  which  their 
loads  are  applied.  Taking  the  strength  of  a  beam  supported  at  one 
end  and  loaded  at  the  other  as  unity,  a  similar  beam  haying  the  same 
load  equally  distributed  would  suffer  only  half  the  stress.  If  the  same 
beam  be  supported  at  both  ends  and  loaded  in  the  centre,  it  will  be 
subject  to  one-fourth  only  of  the  stress.  If  supported  at  both  ends 
and  the  load  distributed,  it  will  receive  but  one-eighth  of  the  stress  it 
sustains  in  the  first  instance. 

Bean.  Shot  Copper. — Globules  of  copper  obtained  by  pouring  the  melted 
metal  through  a  perforated  ladle  into  a  vessel  of  hot  water. 

Bear. — See  Punching  Bear. 

Bearer.— (1)  The  cheek  of  a  lathe-bed.  (2)  The  support  or  bearing-bar 
which  carries  the  firebars  of  an  engine  boiler. 

Bearing. — The  support  or  carrier  of  a  rotating  shaft. 

Bearing  Metals. — Anti-friction  and  white  metals,  brass,  and  gun- 
metals,  and  the  various  alloys  used  for  making  or  lining  the  bearings 
of  journals. 

Bearing  Neck. — The  portion  of  a  rotating  shaft  which  is  in  contact  with 
its  bearing. 

Bearing  Ring. — A  ring  welded  up  from  iron  bar  of  square  section  which 
forms  the  bearer  or  support  for  the  firebars  in  a  vertical  boiler. 

Bearing  Springs. — The  springs  which  support  the  weight  of  an  engine  or 
truck,  as  distinguished  from  buffer  and  draw-bar  springs. 

Bearing  Surface. — (1)  The  area  of  the  surfaoe  upon  which  a  shaft  rotates. 
(2)  The  surfaces  of  bearing  parts  which  are  in  mutual  contact.  The 
larger  the  total  bearing  surface  the  less  the  amount  of  friction  per  unit 
of  surface,  since  pressure  is  then  distributed  over  a  larger  area. 

Beating. — A  term  applied  to  the  regular  thudding  sound  produced  by  the 
engines  of  a  locomotive  or  a  steam  vessel. 

Beanmontagne. — This  term  is  applied  in  the  shops  to  any  compound 
employed  for  the  filling  up  of  holes  for  purposes  ox  concealment.  It  is 
applied  to  the  chalk  and  varnish  compound  of  the  pattern-maker,  to  the 
white  metal  of  the  founder,  and  to  the  salammoniac  and  borings  of  the 
fitter.  As  used  for  filling  up  blow-holes  (q.v.)  in  castings,  it  consists 
of  beeswax,  resin,  lamp-black  and  iron  borings. 

Beck. — A  beak  iron  (q.v.). 

Bed. — A  term  of  general  application,  as  engine-bed  (q.v.),  coke-bed 
(q.v.),  a  base-plate  (q.v). 

Bed  Charge. — The  quantity  of  coke  which  forms  the  coke-bed  (q.v.)  of  a 
cupola. 

Bedding. — (1)  The  bringing  of  a  piece  of  mechanism  to  a  close  and  proper 
fit  upon  its  base  or  foundation.  (2)  Or  the  material  or  structure  on 
which  a  piece  of  mechanism  rests.  (3)  A  seating.  (4)  The  laying  of  a 
piece  of  machinery  on  its  foundation. 

Bedding  In. — The  simplest  method  of  iron  moulding  in  which  the  pat- 
tern, instead  of  being  rammed  on  each  side  in  a  jointed  box  nnd  rolled 
over,  is  laid  or  embedded  in  the  sand  of  the  foundry  floor.  The  sand 
is  then  tucked  in  and  rammed  around  and  over  it. 
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Bed  Plate. — See  Base  Plate. 

Beech  {Fagus  sylvatica). — A  genus  of  the  order  Cupulifera.  A  light- 
brown  coloured  wood,  hard  and  close-grained,  used  chiefly  by  engineers 
for  the  cogs  of  mortice- wheels.  Its  8p.  gr.  ranges  from  *75  to  *85.  Its 
ultimate  tenacity  ranges  from  11,500  to  22,200  lbs.  per  square  inch  of 
section.    A  cubic  foot  weighs  from  46*8  to  63  lbs. 

Bee-hive  Oven. — See  Coke. 

Beeswaxing. — The  coating  over  of  iron  patterns  while  warm  with  a 
thin  film  of  beeswax,  for  the  purpose  of  importing  a  glossy  skin  to 
their  surfaces,  and  thus  facilitating  their  withdrawal  from  the  sand. 

Beetle  Head. — The  monkey  of  a  pile-driver. 

Bell  Centre  Punch. — A  centre  punch  (q.v.)  which  is  self-centering.  The 
actual  punch  is  enclosed  within  a  tube  whose  lower  end  or  mouth  is 
expanded  or  tapered  downwards,  resembling  a  bell.  This  being 
dropped  over  ana  embracing  the  end  of  a  round  bar  ensures  that  the 
enclosed  punch  shall  pop  on  the  exact  centre  of  the  bar.  The  mouth 
adapts  itself  to  bars  of  differing  diameters. 

Bell  Chuck. — A  cup  chuck  (a. v.). 

Bell  Crank  Lever. — A  lever  having  two  arms  which  meet  at  an  angle  of 
90°,  the  fulcrum  being  situated  in  the  meeting  point  of  the  angle. 
Employed  much  in  machine  work  when  motion  has  to  be  conveyed  to 
rods  which  lie  90°  apart. 

Bellied. — Curved  underneath,  the  depth  increasing  towards  the  centre. 
The  term  is  therefore  applied  to  plated  and  ribbed  portions  of  machinery 
and  structures  which  have  this  outline. 

Bellied  Core. — See  Chambered  Core. 

Bellied  File. — The  ordinary  taper  file  (q.v.),  so  called  because  it  is 
rounded  very  much  on  its  edge,  and  slightly  in  the  thickness,  so  that 
the  greatest  thickness  is  about  in  the  middle.  Taper  files  are  used  more 
for  the  opening  out  of  small  holes  than  for  ordinary  fiat  surface  filing. 
See  Hand  File. 

Bellied  Girder.— A  fish-bellied  girder  (q.v.). 

Bell  Metal. — A  hard,  brittle,  sonorous  alloy  of  copper  16,  and  tin  5. 

Bell  Mouthed. — When  the  open  end  of  a  vessel  or  pipe  expands  or  spreads 
out  with  an  increasing  diameter,  resembling  a  beH,  this  term  is  applied 
to  it.     Also  called  trumpet-mouthed. 

Bellows. — A  smith's  bellows  consists  of  two  chambers  separated  by  a  dia- 
phragm, so  that  while  the  motion  of  the  bottom  board  is  intermittent, 
the  blast  is  nearly  continuous.  Ordinary  kitchen  bellows  are  used  in 
the  foundry  for  blowing  away  the  parting  sand  from  the  faces  of  pat- 
terns, and  also  for  disposing  of  superfluous  blacking  or  loose  particles 
of  sand  from  the  moulds. 

Belly. — The  belly  of  a  blast  furnace  is  a  narrow  zone  at  the  junction  of 
the  two  truncated  cones  which  form  the  body  and  the  boshes. 

Belly  Helve. — See  Helve  Hammer. 

Belt. — (1)  A  band  or  strap,  sufficiently  flexible  to  act  as  a  transmitter  of 
power  over  smooth  pulleys.  A  bolt  acts  by  friction  only.  The 
materials  for  belting  are  leather,  india-rubber,  gutta-percha,  and  cot- 
ton, described  under  their  specific  headings.  (2)  Head  metal  on  a 
cylinder  or  pipe. 

Belt  Coupling.— The  union  of  the  ends  of  a  belt.  It  is  effected  by  the 
aid  of  laces  or  of  belt  screws. 

Belt  Dressing. — Leather  belts  are  apt  to  become  hard  and  crack  in  dry 
situations,  and  various  dressings  are  used  as  preservatives  to  maintain 
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them  supple.  Pare  tallow  dried  into  the  belt  by  tho  heat  of  the  sun 
.  or  in  a  warm  room  is  a  good  preservative.  Some  apply  castor-oil. 
One  recipe  gives  castor-oil  2  quarts,  tallow  1  lb.,  powdered  resin,  1  oz., 
hard  soap  2  oz.,  melted  together.  For  belts  which  have  already  become 
hard,  ncatsfoot  oil  and  resin  are  recommended.  Resin  mixed  with 
tallow  is  also  recommended  for  use  with  belts  which  have  to  run  in 
damp  places. 

Belt  Fork,  or  Strap  Fork. — A  pair  of  prongs  standing  out  from  a  strap 
bar  and  enclosing  a  space  within  which  the  belt  or  strap  of  a  machine 
fitted  with  fast  and  loose  pulleys  runs.  The  edges  of  the  belt  either  run 
against  the  sides,  if  plain  iron  rods,  or  against  freely-revolving  rollers 
slid  over  the  rods  as  spindles,  the  latter  method  diminishing  friction. 

Belting.— See  Belt. 

Belt  Lacing. — See  Lacing. 

Belt  Perch. — A  bar  of  wood  or  a  metal  rod  placed  alongside  a  belt-pulley 
on  which  to  rest  the  belt  when  unshipped  for  repairs,  in  order  to 
prevent  the  latter  from  becoming  hitched  in  the  revolving  shaft,  and 
being  itself  damaged  or  inflicting  damage  on  the  machine  or  at- 
tendant. 

Belt  Pipe. — Applied  to  a  steam  or  exhaust  pipe  when  it  surrounds  its 
cylinder. 

Belt  Pulley.— See  Pulley. 

Belt  Punoh. — A  plier-shaped  punch  used  for  piercing  holes  in  belting  for 
the  reception  of  the  laces  or  screws  used  for  the  coupling  together  of 
the  ends. 

Belt  Rivets. — Copper  rivets  used  for  fastening  the  joints  in  leather 
belting. 

Belt  Screws. — Male  and  female  screws  used  for  uniting  the  overlapped 
joints  of  belts.    Used  in  preference  to  laced  joints. 

Belt  Shifter. — A  bar  of  iron  carrying  a  pair  of  forks  or  prongs,  used  for 
shifting  a  belt  backwards  and  forwards  between  loose  and  fast  pulleys. 

Belt  Shipper. — Usually  a  length  of  round  bar  iron  or  of  gas  tubing  held 
from  below,  by  which  an  overhead  belt  is  slipped  over  its  pulley. 
Patent  belt  shippers  are  also  used. 

Belt  Shipping. — The  placing  of  belts  on  their  pulleys,  or  the  transference 
of  a  belt  from  one  pulley  to  another,  usually  performed  while  the 
pulleys  are  in  motion. 

Belt  Stretcher. — A  piece  of  mechanism  employed  for  stretching  new 
leather  belts  in  readiness  for  use.  But  belts  are  very  commonly  sus- 
pended in  a  loop  from  the  roof,  and  loaded  only  with  ordinary  weights. 
All  new  belts  must  be  stretched,  otherwise  they  would  soon  have  to 
be  taken  up  and  relaced. 

Belt  Tension.— The  ultimate  strength  of  leather  belts  varies  from  3,000 
to  5,000  lbs.  per  square  inch.  But  at  laced  joints  the  strength  is 
only  '3  of  those  values,  or  from  900  to  1,500  lbs.  per  square  inch. 
The  working  tension  should  not  exceed  about  300  lbs.  per  square  inch.' 
A  good  rule  is  20  lbs.  per  inch  of  width  for  each  A  inch  in  thickness 
of  the  belt.  The  tensile  strain  is  found  by  multiplying  the  num- 
ber of  the  H.P.  to  be  transmitted  by  33,000  and  dividing  the  pro- 
duct by  tho  velocity  of  the  pulley  in  feet  per  minute.  This  repre- 
sents tiie  strain  in  pounds  upon  the  driving  side,  independently  of  the 
initial  tension  producing  adhesion  between  the  pulley  and  the  belt. 
This  initial  tension  should  be  sufficient  in  amount  to  prevent  slipping 
on  either  of  the  pulleyB  at  the  moment  of  starting. 
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Belt  Tightener. — A  contrivance  used  for  pulling  the  ends  of  belts  together 
for  coupling  up.  Clamps  are  attached  to  the  opposing  free  ends  of 
the  belt  and  then  drawn  together  by  means  of  screws  and  nuts. 

Bench. — A  strong  support  or  table,  more  or  less  massive,  upon  which 
certain  kinds  of  work  are  performed.  See  Pattern  Bench,  Gore  Bench, 
Brass  Bench,  Fitters'  Bench,  Vice  Bench. 

Bench  Drilling  Machine. — A  small  drilling  machine  made  to  bolt  to  a 
work  bench,  and  actuated  by  hand.  These  are  of  numerous  types  and 
sizes,  and  are  made  either  single,  double,  or  treble  geared.  The  hand 
wheel  or  winch  handle  is  sometimes  placed  at  the  back,  more  com- 
monly at  the  side  of  the  machine,  and  drives  the  drill-spindle  through 
bevel- wheels.    The  left  hand  only  is  free  to  manipulate  the  work. 

Benoh  Hook. — A  stop  for  sawing  light  work  on  the  bench  without 
damaging  the  bench  itself.  It  is  a  block  of  wood  about  12  in.  long, 
furnished  with  a  projecting  stop  at  each  end  placed  on  opposite  faces  of 
a  central  web.  One  face  of  the  web  being  laid  on  the  bench,  the  lower 
stop  is  pressed  against  the  bench  edge,  while  the  upper  one  takes  the 
thrust  of  the  wood  which  is  being  cut  by  the  saw. 

Bench  Lathe. — A  light  lathe  fitted  with  short  standards  to  permit  of  its 
being  bolted  npon  an  ordinary  work  bench. 

Bench  Planes. — The  planes  which  are  always  kept  on  the  bench  as  being 
in  constant  use.    They  are  jack,  trying,  and  smoothing  planes. 

Bench  Hammer. — A  small  round-ended  rammer  (q.v.)  provided  with  a 
short  handle  (12  in.  to  15  in.),  used  for  making  cores  of  moderate  size, 
or  those  which  can  be  made  on  the  core  bench,  or  the  smaller  moulds 
whose  flasks  are  laid  upon  a  work  bench. 

Benoh  Work. — Used  to  distinguish  work  carried  on  at  the  bench  or  vice 
as  distinguished  from  lathe  work,  and  also  to  distinguish  the  work  of 
the  fitter  (q.v.)  from  that  of  the  erector  (q.v.). 

Bend. — The  curved  part  of  a  pipe  by  which  its  direction  of  motion  is 
changed.  "  Quarter  bends  "  include  four  in  the  circle ;  eighth  bends, 
eight  to  the  circle ;  and  sixteenth  bends,  sixteen  to  the  circle.  Their 
angles  are  90°,  45°,  and  22*'  respectively.  When  practicable,  bends 
should  be  of  large  radius  to  diminish  the  friction  of  the  liquids  which 
they  convey. 

Bending,  or  Flexure. — The  curvature  of  a  beam  about  its  axis  or  cen- 
tral plane.  (See  Neutral  Axis.)  The  amount  of  bending  action  is 
measured  by  the  bending  moment  (q.v.).  The  safe  or  working  load 
must  be  estimated  in  reference  to  the  intensity  of  the  stresses  due  to 
bending,  so  that  the  moment  of  resistance  of  any  section  must  be  equal 
to  the  bending  moment  at  that  section.  Diagrams  and  formulae  are 
given  in  most  engineer's  reference  books  for  obtaining  the  bending 
moments  and  working  loads  of  beams  of  various  sections,  variously 
supported  or  fixed. 

Bending  Machine. — See  Straightening  Machine. 

Bending  Momrtit. — The  resultant  or  sum  of  the  straining  forces  acting 
upon  each  side  of  a  given  section.  The  bending  moment  of  the  ex- 
ternal forces  at  either  side  of  any  cross  section  equals  the  moment  of 
resistance  of  that  section. 

Bending  of  Pipes.— See  Pipe  Bending. 

Bending  Bolls. — Heavy  rollers  of  cast  iron  or  steel  set  in  strong  stand- 
ards, and  used  either  for  the  straightening  of  crooked  plates  or  for 
bending  them  into  arcs  of  circles  or  into  complete  cylinders.  The 
centres  of  the  rolls  are  made  adjustable  relatively  to  each  other  with 
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this  object,  their  bearings  running  in  strong  housings,  the  upper  pair 
of  which  are  elevated  or  depressed  at  pleasure  by  means  of  a  screw. 
The  ordinary  bending  rolls  contain  three  rollers,  but  are  typical  of 
numerous  machines  of  modified  characters  used  for  bending,  straight- 
ening, and  rolling  iron  of  various  sections,  both  hot  and  cold. 

Bending  Strain. — See  Transverse  Strain. 

Bent  Gouge. — An  outside  firmer  gouge  curved  in  the  direction  of  its 
length,  and  used  by  pattern-makers  for  hollowing  out  the  concave 
portions  of  core-boxes.  A  spoon  gouge  is  a  short,  more  quickly  curved 
form  of  bent  gouge. 

Bent  Lever. — A  form  of  the  lever  in  which  the  arms  are  inclined  at  an 
angle  towards  each  other.  In  estimating  the  mechanical  efficiency, 
instead  of  taking  the  lengths  of  the  actual  arms,  the  lengths  of  the 
perpendiculars  from  the  fulcrum  to  the  lines  of  directions  of  the  forces 
are  taken. 

Bessemer  Converter. — The  vessel  employed  for  the  production  of  mild 
steel  directly  from  cast  iron,  by  the  patented  process  of  its  inventor. 
The  converter  is  a  pear-shaped  vessel  lined  with  a  refractory  material 
— ganister  (q.v.)  or  magnesian  limestone  (q.v.) — and  provided  with 
twyers  for  the  blowing  in  of  air  under  pressure.  It  swivels  upon 
trunnions,  by  means  of  which  it  is  tilted  up  and  the  molten  steel  poured 
out  when  the  process  is  complete.  The  blowing  in  of  air  oxidises  the 
carbon  to  carbonic  oxide.  Speigeleisen  is  then  added  in  sufficient 
amount  to  impart  the  quantity  of  carbon  requisite  to  make  steel  of  a 
definite  degree  of  carburisation. 

Bessemer  Pig. — Fig-iron  of  a  special  quality  prepared  for  conversion  into 
Bessemer  steel  made  by  the  acid  process.  It  is  made  from  haematite  ores, 
and  contains  not  less  than  2  per  cent,  of  silicon,  from  3  to  5  per  cent, 
of  graphitio  carbon,  not  more  than  0*1  per  cent,  of  phosphorus,  about 
1  per  cent,  of  manganese,  and  as  little  as  possible  of  sulphur  and 
copper.  White  iron  is  unsuitable.  The  use  of  silicon  consists  in  the 
high  calorific  power  generated  by  its  oxidation.  Bessemer  pig  is  classed 
in  Nob.  1,  2,  and  3.  For  the  basic  process  pig  rich  in  phosphorus  and 
manganese  and  poor  in  silicon  is  preferred. 

Bessemer  Plant.— The  plant  used  in  the  production  of  Bessemer  steel 
(q.v.).  It  usually  consists  of  a  pair  of  converters,  a  casting  pit, 
hydraulic  cranes,  ladle,  slag  pit,  cupola  for  melting  the  speigeleisen, 
and  the  cupolas  for  melting  the  pig  in  readiness  for  running  into  the 
converter. 

Bessemer  Process. — The  process  of  the  decarburisation  of  cast  iron 
effected  by  blowing  atmospheric  air  through  it  while  in  a  fluid  con- 
dition, followed  by  a  measured  amount  of  recarburisation.  (See 
Bessemer  Converter.)  The  acid  process  (q.v.)  originally  introduced 
has  been  superseded  by  the  basio  process  (q.v.).  The  Bessemer  pro- 
cess is  sometimes  termed  the  pneumatic  process,  in  allusion  to  the 
blowing  through  of  atmospheric  air.     See  App. 

Bessemer  Skulls. — Skulls  (q.v.)  formed  around  the  lining  and  the  mouth 
of  a  Bessemer  converter.  Their  formation  is  due  to  what  is  known  as 
a  cold  blow,  that  is,  there  is  not  sufficient  silicon  in  the  pig  to  maintain  by 
its  oxidation  the  heat  necessary  for  perfect  fluidity.    See  Bessemer  Pig. 

Bessemer  SteeL — The  mild  steel  produced  directly  from  the  pig  in  the 
Bessemer  converter  (q.v.).  Used  for  boilers,  rails,  tyres,  girder 
work,  general  smith's  work,  &o. 

Best,  or  B. — A  brand  of  wrought-iron  plate  or  bar  equivalent  to  No.  3 
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quality,  or  that  grade  which  is  only  just  superior  to  the  commonest. 
It  is  obtained  by  piling,  reheating,  and  rerolling  either  No.  1  and  No.  2 
iron,  or  all.  No.  3  brands.  The  "beet ' '  plates  of  the  first-class  houses  are, 
however,  equal  to  the  "  best,  best "  and  "  treble  best "  of  other  firms. 

Best,  Best,  or  B.B. — A  brand  of  wrought-iron  plate  or  bar  indicating 
a  superior  quality  obtained  by  piling,  reheating,  and  rerolling  "  best " 
or  No.  3  bars. 

Best,  Best,  Best,  or  Treble  Best,  B.B.B. — A  brand  of  wrought-iron  plate 
or  bar  indicating  the  best  quality  of  plate  made.  It  is  obtained  by  re- 
piling,  reheating,  and  rerolling  the  "  best,  best "  quality. 

Beton.— Concrete  (q.v.). 

Betty. — A  crowbar  (q.v.). 

Between  Centres. — Signifies  the  chucking  of  lathe  work  between  the 
centres  of  the  headstock  and  poppet,  as  distinguished  from  the  attach- 
ment of  work  to  face  and  other  chucks.  The  centres  are  either  the 
dead  centres  or  the  prong  chuck  and  dead  centre. 

Bevel,  or  Bevel  Square. — A  tool  used  for  testing  the  accuracy  of  work 
which  is  cut  to  an  angle  or  bevel.  It  consists  of  a  stock  and  blade. 
The  blade  is  movable  and  is  fixed  or  set  by  a  screw.  In  the  best  bevels 
the  blade  is  also  capable  of  movement  along  the  screw  by  means  of  a 
slot. 

Bevel  Gearing. — Gearing  comprising  combinations  of  bevel- wheels  (q.v.). 

Bevelled  Washers. — See  Timber  Washers. 

Bevel  Bing. — A  ring  or  washer  used  for  insertion  between  the  flanges  of 
abutting  pipes  which  do  not  stand  parallel  with  each  other.  When 
thin  it  is  made  of  lead,  if  thick  of  cast  iron.  See  also  India-rubber 
Washer. 

Bevel  Square. — See  Bevel. 

Bevel  Wheels. — Toothed  wheels  the  pitch  planes  of  whose  teeth  meet  in 
the  common  centre  of  their  axes.  In  most  bevel-wheels  these  axes  are 
at  right  angles  with  each  other,  but  in  some  instances  they  are  set  at 
other  than  right  angles.  When  the  wheels  are  of  equal  diameter  and 
the  bevel  of  the  pitch  plane  is  45°,  they  are  termed  mitre-wheels. 

Bib  Cock. — A  cock  whose  nozzle  is  bent  downwards  after  the  fashion  of 
an  ordinary  cistern  tap. 

Bicarbonate  of  Lime. — See  Carbonate  of  Lime. 

Bight. — The  hanging  loop  of  a  chain  or  rope  which  falls  below  the 
pulleys  in  lifting  tackle. 

Bilge  Pipes. — The  pipes  through  which  bilge  water  on  board  ship  is 
removed  by  moans  of  the  bilge  pump  (q.v.).     They  are  made  of  lead. 

Bilge  Pump. — A  pump  attached  to  marine  engines  for  pumping  out  the 
bilge  water  in  the  event  of  excessive  leakage. 

Billets. — Short  rectangular  lengths  of  piled  bar  or  welded  scrap  iron  used 
for  producing  the  smaller  sections  of  finished  iron  in  the  rolling-mill,  or 
for  smith's  use.  Ordinary  billets  may  measure  about  18  in.  long  by 
3  in.  square. 

Billeting  Bolls.— See  Roughing  Rolls. 

Binding  Straps. — The  loops  which  secure  the  cutting  tool  against  the 
face  of  the  tool-box  of  a  planing  or  shaping  machine.  The  straps  are 
attached  to  the  tool-plate  and  encircle  the  shank  of  the  tool,  which  is 
then  pinched  by  a  clamping  screw. 

Binding  Wire. — Iron  or  brass  wire  of  small  gauge  used  for  binding  joints 
which  have  to  be  brazed,  or  for  fastening  india-rubber  hose  around 
brass  unions.    For  brazing  purposes  the  term  binding  wire  may  signify 
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either  the  iron  wire  used  to  confine  the  jointed  pieces  or  the  brass 
-wire  which  acts  as  the  solder. 

Bisecting  Scale. — A  flat  scale  fully  and  symmetrically  divided  on  each 
side  of  its  centre  line.  It  is  usually  graduated  for  \  in.,  \  in.,  and 
1  in.  scales. 

Bismuth. — Symbol  Bi.  Comb,  weight  210,  sp.  gr.  9*8.  A  pinkish 
white  metal  which  does  not  oxidise  at  the  ordinary  temperature.  It  is 
chiefly  useful  as  an  alloy  with  other  metals  to  form  antifriction  com- 
pounds for  bearings,  and  to  produce  alloys  which  expand  in  cooling. 

Bit. — (1)  The  jaw  of  a  smith's  tongs.  (2)  A  copper  bit  (q.v.).  See  also  Bits. 

Bite. — (1)  The  grasping  power  of  the  jaws  01  lathe-chucks,  vices,  nippers, 
wrenches,  tongs,  and  similar  tools.  (2)  The  friction  of  a  rope  around  a 
pulley  or  capstan.     (3)  Signifies  gripping  action  in  general. 

Bits. — Boring  tools  for  wood,  comprising  centre,  shell,  nose,  gouge,  counter- 
sink, and  other  forms.    They  are  actuated  by  the  brace  or  stock. 

Bit  Stock  Drill. — A  drill  whose  shank  is  square  tapered  to  fit  into  the 
socket  of  a  common  brace. 

Bituminous  Coal. — Smoky  burning,  non-caking,  or  caking  and  coking 
coals,  containing  more  hydrogen  and  oxygen  than  the  anthracites,  but 
less  than  the  lignites.  The  bituminous  caking  coals  are  only  suitable 
for  gas  and  coke  making,  but  the  semi-bituminous,  non-caking,  free 
burning  coals  are  largely  used  for  steam  boilers,  either  alone  or  mixed 
with  anthracitio  coals  (q.v.).  The  semi-bituminous  coals  burn  readily, 
and  give  out  much  smoke. 

Bituminous  Paint,  or  Tar  Varnish. — A  protective  coating  used  for  pipes 
and  structures  which  are  laid  under  water.  It  is  variously  made,  but 
is  composed  essentially  of  the  bituminous  products  of  coal  mixed  with 
mineral  oils.  One  recipe  gives  30  gallons  of  coal  tar,  fresh  with  all 
its  naphtha  retained,  6  lbs.  of  tallow,  1}  lbs.  of  resin,  3  lbs.  of  lamp- 
black, 30  lbs.  of  fresh  slaked  lime  finely  sifted.  Mix  immediately  and 
apply  hot. 

Black  Band  Ore. — This  ore  is  of  the  same  essential  composition  as  the  clay 
band  (q.v.),  but  it  contains  in  addition  a  quantity  of  bituminous  matter 
intermixed  therewith.    It  is  mined  in  Scotland  and  in  Prussia. 

Black  Copper. — Fine  metal  (q.v.),  which,  not  being  of  sufficient  purity, 
or  containing  only  about  60  parts  of  copper  to  the  100,  is  subjected 
to  the  processes  of  recalcining  and  resmelting.  Black  copper,  as 
it  is  then  called,  contains  from  70  to  80  per  cent,  of  copper. 

Black  Diamond. — See  Carbonado. 

Blackening. — See  Blacking. 

Blackening  of  Screws.— Small  set  screws  in  model  and  other  work  are 
often  blackened  to  protect  them  from  rust.  They  are  heated  to  a  black 
heat  and  dipped  in  a  bath  of  oil. 

Blacking,  or  Blackening. — Ground  charcoal,  coal  or  coke  dust,  or  plum- 
bago, used  by  moulders  for  the  purpose  of  preventing  sand  burning 
(q.v.).  It  is  sleeked  over  the  surface  of  the  mould  with  a  brush  and 
trowel,  or  simply  dusted  over.  It  prevents  the  immediate  contact  of 
the  heated  metal  with  the  sand  through  the  generation  of  a  film  of 
carbonic  oxide,  or  of  carbonic  acid  gas  produced  by  the  union  of  the 
oxygen  with  the  carbon  constituting  the  bulk  of  the  blacking.  Black- 
ing is  also  mixed  in  certain  proportions  with  the  sands  used  in  green 
sand  moulds. 

Blacking  Bag. — A  porous  muslin  or  calico  bag  used  for  containing  foundry 
blacking  (q.v.),  which  is  then  dusted  finely  over  the  faces  of  the  moulds. 
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Blacking  Mill. — A  large  revolving  closed  cylinder,  containing  heavy 
rollers  rotating  freely  upon  its  internal  diameter,  by  whose  crashing 
action  small  coal  or  coke  is  ground  into  blacking  (q.v.)  for  foundry  use. 
Instead  of  cylindrical  rollers  some  blacking  mills  are  furnished  with 
ordinary  spherical  balls  revolving  in  a  corresponding  annular  groove. 
Sometimes  called  coal  or  coke  mill. 

Blacklead. — This  is  used  for  imparting  a  smooth  skin  or  coating  to  some 
foundry  patterns  to  facilitate  delivery.  Also  for  coating  the  faces  of 
cast-iron  chilling  moulds,  with  or  without  the  addition  of  oil.  Mixed 
with  soft  soap  it  is  used  as  a  lubricant  for  wood  which  is  revolving  in 
a  lathe  steady  during  turning. 

Blaok  Nuts. — Nuts  (q.v>)  which  are  not  polished  but  left  rough  as  forged. 
They  are  used  for  common  and  out-door  work,  and  for  those  portions  of 
machine  work  which  are  concealed.     See  Bright  Nuts. 

Blaok  Oils. — Crude  mineral  oils  of  good  body  which  have  been  subjected 
to  one  series  of  purifications  only  to  remove  their  mechanical  impurities, 
and  volatile  oils,  but  which  have  not  been  filtered  to  improve  the 
colour.    They  are  used  for  cylinder  lubrication. 

Blaok  Oxide  of  Copper. — An  ore  of  copper  containing  about  80  per  cent, 
of  pure  copper.     It  is  found  in  Chili. 

Blaok  Fin. — Signifies  a  stud  orpin  which  is  not  turned  but  left  black  from 
the  forge.  Black  pins  are  often  used  in  the  rougher  kinds  of  work, 
and  particularly  in  those  joints  which  are  simply  connections,  and  not 
pivots. 

Blaok  Plates. — Plates  of  thin  sheet  iron  rolled  and  cut  to  size,  ready  to  be 
brightened  for  the  tinning  process  in  the  manufacture  of  tin  plates  (q.v.). 

Black  Print. — See  Phototype. 

Blaok  Bed  Heat. — Denotes  that  temperature  of  wrought  iron  or  steel  in 
which  the  red  colour  is  just  visible  by  daylight.  It  may  be  roughly 
taken  as  corresponding  with  1,000°  F. 

Black  Sand. — Ola  sand  (q.v.). 

Black  Smoke. — See  Smoke. 

Black  Tin. — Tin  ore  which  has  been  calcined  and  washed,  and  is  thus 
prepared  ready  for  smelting.    It  contains  about  60  per  cent,  of  tin. 

Black  Varnish. — Ordinary  shellac  varnish  stained  by  the  addition  of  lamp- 
black.    It  is  used  by  pattern-makers. 

Black  Wash,  or  Wet  Blacking. — A  solution  which  is  used  in  loam  moulds 
(q.v.)  and  dry  sand  moulds  for  the  same  purpose  as  blacking  (q.v.) 
is  used  for  green  sand  moulds.  It  consists  of  a  mixture  of  clay  water, 
and  ground  charcoal  or  coal,  applied  with  a  swab  or  brush,  and  dried 
in  the  stove. 

Black  Work. — Work  which  has  not  been  machined  or  polished.  In  some 
instances  the  term  would  apply  to  metal  work  which  had  been  machined 
on  a  bearing  section,  but  not  elsewhere.  And  in  other  cases  where 
no  portion,  working  or  otherwise,  had  been  machined. 

Blade. — A  thin  lamina  or  plate,  as  the  blade  of  a  square  or  of  a  screw. 

Blank. — A  piece  of  metal  prepared  specially  to  be  shaped  or  ground  to 
some  particular  shape.  Thus,  gear-wheels  whose  teetn  are  cut  out  of 
the  solid  are  cut  from  prepared  "  blanks,"  and  the  term  is  generally 
applied  to  block-like  castings  or  forgings  which  are  to  be  definitely 
shaped  by  means  of  machinery. 

Blank  Bolts. — The  rough  forgings  of  the  bolts  previous  to  screwing. 

Blank  Cap. — A  covered  cap  used  for  screwing  into  the  open  end  of  a  hose 
union  when  not  in  use. 
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Blank  End. — The  end  of  a  pipe  or  cylindrical  casting  which  ifl  closed  up 
so  that  no  through  passage  exists. 

Blank  Flange. — A  solid  flange  used  for  bolting  to  the  end  of  a  pipe  or 
cylinder  for  the  purpose  of  closing  it  up  permanently,  or  for  a  temporary 
purpose  only. 

Blank  Holes. — Rivet  holes  in  boiler,  ship,  bridge,  and  other  plated  works 
which  are  so  very  inaccurate  that  when  the  plates  are  placed  in  position 
the  holes  do  not  correspond  within  a  distance  equal  to  their  own 
diameters.  In  such  oases  the  holes  have  to  be  redrilled,  or  the  work 
condemned. 

Blank  Socket. — A  stop  end  (q.v.). 

Blast. — The  volume  of  air  forced  into  those  furnaces  whose  combustion  is 
quickened  by  artificial  means.  They  embrace  blast  furnaces,  cupolas, 
locomotives,  and  some  marine  boilers.  See  Blast  Furnace,  Cupola, 
Blast  Pipe,  Forced  Draught,  Tuyere.    Also  Bessemer  Converter. 

Blast  Fan.— Bee  Fan. 

Blast  Furnace. — The  furnace  employed  for  the  gmAltmg  of  iron  from  its 
ores.  Its  longitudinal  section  is  that  of  two  truncated  cones  of  unequal 
height  placed  base  to  base.  (See  Boshes,  Throat.)  Blast  furnaces  vary 
from  forty  to  one  hundred  feet  in  height,  and  have  a  capaoity  of  from 
10,000  to  50,000  cubic  feet.  They  are  built  of  brick  or  of  sheet  iron 
lined  with  a  refractory  material.  Once  lit  they  are  kept  in  blast 
for  several  years.  Their  details  of  structure  vary  with  the  nature  and 
quality  of  the  ore  and  fuel  available.  The  blast,  from  which  the  furnace 
derives  its  name  is  either  cold  blast  (q.v.)  or  hot  blast  (q.v.).  It  varies 
in  amount  and  pressure  with  the  character  of  the  ore  and  fuel,  and 
quality  of  pig  to  be  produced.  Roughly,  from  five  to  six  tons  weight 
of  air  may  be  required  per  ton  of  ironproduced,  at  a  pressure  of  from 
two  to  six  lbs.  per  square  inch.  The  blast  is  urged  by  blowing 
engines  (q.v.),  through  a  blast  main  into  the  tuyeres.  • 

Blast  Main. — The  pipe  which  conveys  the  blast  (q.v.)  from  the  blowing 
cylinders  to  the  tuyeres  of  blast  furnaces.  Its  capaoity  is  large  in  order 
to  prevent  the  current  from  being  spasmodic  in  character. 

Blast  Noule. — The  extreme  end  of  a  blast  pipe  or  tuyere  which  is  pierced 
with  the  blast  orifice. 

Blast  Orifice. — The  mouth  or  opening  of  the  blast  pipe  (q.v.)  of  a  loco- 
motive, through  which  the  exhaust  steam  finds  exit  into  the  chimney. 
The  diameter  of  the  orifice  is  often  made  capable  of  variation.  See 
Variable  Blast. 

Blast  Pipe. — The  pipe  which  conveys  the  exhaust  steam  from  the  cylin- 
ders of  a  locomotive  or  similar  high-pressure  engine  into  the  chimney. 
The  introduction  of  the  blast  pipe  marked  a  most  important  era  in  the 
history  of  steam  locomotion,  its  agency  in  producing  a  rapid  forced 
draught  being  of  vital  importance.  The  escape  of  exhaust  steam  through 
a  contracted  orifice,  by  creating  a  partial  vacuum  in  the  chimney,  causes 
the  heated  gases  from  the  furnace  to  traverse  the  tubes  with  an  ac- 
celeration of  speed,  with  the  immediate  effect  of  producing  more  rapid 
combustion.     See  Variable  Blast. 

Blast  Pressure  Gauge. — A  gauge  used  to  indicate  the  pressure  of  the 
blast  in  the  blast  mains  of  smelting  furnaces  and  cupolas.  It  is  placed 
in  communication  with  the  current  by  means  of  a  stop  cock,  and  the 
height  to  which  a  column  of  mercury  is  raised  thereby  indicates  the 
blast  pressure.    The  graduations  are  those  of  ounces  of  pressure  on  the 
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square  inch,  or  of  inches  of  water,  or  of  both  in  combination  in  the 
same  gauge. 

Blast  Stove. — See  Hot  Blast  Store. 

Biased  Pip,  or  Glased  Pig. — An  inferior  olassof  pig  iron,  highly  siliceous, 
which  is  frequently  produced  after  the  first  blowing  in  of  a  blast 
furnace,  as  well  as  under  certain  conditioms  of  regular  working.  Its 
inferior  quality  is  due  to  the  presence  of  silicon  in  large  quantity 
derived  from  an  excess  of  fuel. 

Biasing  Off. — A  term  used  in  tempering  operations,  signifying  the  deter- 
mination of  a  definite  tempering  heat,  by  the  flashing  point  (q.v.)  of  a 
grease  or  fat  in  which  the  article  to  be  tempered  is  quenched. 

Bleeding. — The  red  streaks  of  rust  which  weep  through  the  scale  ad- 
herent to  the  insides  of  boilers,  and  which  reveal  the  presence  of  corrosion 
in  the  plates  underneath. 

Blende,  or  Zinc  Blende. — An  ore  of  zinc,  occurring  as  a  sulphide  in  black 
or  brown  lustrous  crystals — hence  its  name.  It  contains  67  parts  of 
sine  to  the  hundred.  It  is  found  in  veins  in  many  English  districts, 
and  in  Europe  and  North  America. 

Blind  Holes. — Bivet  holes  which  are  punched  so  inaccurately  that  when 
the  plates  are  brought  together  the  holes  do  not  coincide  within  the 
extent  of  an  entire  diameter.    See  also  Half  Blind  Holes. 

Blister  Copper. — Metallic  copper  obtained  by  the  roasting  of  fine  metal 
(q.v.)  in  order  to  expel  the  sulphur,  the  metal  being  then  run  into  sand 
moulds.  Its  blistered  appearance  is  due  to  the  ebullition  and  escape  of 
sulphurous  acid  gas,  SO2 

Blisters. — Are  defects  present  in  boiler  plates  of  inferior  quality  due  to  the 
non-expulsion  of  cinder  or  sand  in  the  original  rolling  process. 

Blister  Steel. — That  quality  of  cast  steel  prepared  by  the  cementing  or 
converting  process.  So  called  because  its  surface  is  covered  with 
minute  blisters  or  bubbles  caused  by  the  expansion  of  carbonic  oxide 
gas,  the  gas  having  been  generated  by  the  action  of  oxide  of  iron  upon 
carbon. 

Block. — The  bearing  cheeks  or  pieces,  either  wood  or  metal,  which  carry  the 
pulleys  in  lifting  tackle.    The  term  also  commonly  includes  the  pulleys. 

Block  Carriage. — The  travelling  frame  which  carries  the  chain  sheaves 
upon  the  horizontal  jib  of  a  crane.  It  is  travelled  or  racked  along  the 
jib  by  racking  gear  (q.v.). 

Blocking,  or  Packing.— -Short  lengths  and  odd  ends  of  timber  balks, 
planks,  deals,  and  battens  which  are  used  in  the  works,  when  erecting 
machinery  and  various  other  structures,  the  blocks  being  employed  for 
packing  up  portions  of  the  same. 

Blocking  Girders. — The  girders  which  are  attached  to  the  under  side  of 
the  truck  frames,  both  back  and  front,  of  travelling  cranes.  They  are 
made  considerably  longer  than  the  width  of  the  frames,  and  arc  placed 
in  a  transverse  direction  to  prevent  overturning  of  the  crane  when 
lifting  cross- way s  with  a  full  load,  an  accident  which  would  happen 
without  the  broader  base  afforded  by  the  girders.  The  girders  are 
supported  upon  blocking  placed  underneath  their  projecting  ends.  See 
Angle  of  Upset. 

Blocking  Up. — The  elevating  and  supporting  of  masses  of  machinery  by 
means  of  cranes,  jacks,  and  blocking. 

Block  Setting  Crane. — A  Hercules  (q.v.),  or  a  Titan  crane  (q.v.),  because 
designed  specially  for  the  setting  of  concrete  blocks  in  harbour  works. 

Block  Tin.— See  Doubles. 
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Bloom.— { 1 )  Literally  a  lump,  from  the  Saxon ' '  bloma. * '  Signifying  there- 
fore, any  mass  of  iron  prepared  and  purified  in  readiness  for  the 
formation  of  a  special  forging.  (2)  A  mass  of  puddled  ball  which  has 
undergone  the  process  of  shingling  or  squeezing.  (3)  A  mass  of  piled 
iron  brought  into  an  outline  of  a  shape  and  size  roughly  corresponding 
with  that  of  the  article  which  has  to  be  rolled  therefrom. 

Bloomery. — See  Finery. 

Blooming  Down. — The  rolling  down  of  steel  ingots  into  blooms. 

Blooming  Mill.— A  Shingling  Mill  (q.v.). 

Blooming  Bolls.— See  Puddling  Bolls. 

Bloom  Steal.— Steel  made  by  the  open  hearth  processes,  and  rolled  into 
blooms. 

Blow. — The  forcing  of  the  blast  into  the  tuyeres  of  blast  furnaces  and  of 
cupolas,  for  the  purpose  of  reducing  ore  in  the  former,  and  of  melting 
the  iron  in  the  latter,  is  called  the  blow,  or  blowing,  or  the  blast.  The 
forcing  of  air  through  the  molten  metal  in  a  Bessemer  converter  is  also 
called  the  blow,  but  has  reference  to  a  definite  period  of  the  process, 
that  period  during  which  the  carbon  is  being  oxidised  or  burnt  out. 
A  blow  is,  in  foundry  language,  caused  by  the  imprisonment  of  air  and 
gas  in  the  metal  of  a  mould.    See  Blow  Hole. 

Blowers. — Machines  employed  for  the  production  of  artificial  currents  of 
air,  and  utilised  for  the  production  of  blast,  ventilation,  &c.  They  are 
for  the  most  part  either  blowing  cylinders  (q.v.)  and  pistons,  or  rotary 
blowers  (q.v.).  The  advantage  of  blowers  over  fans  is  that  they  can 
be  driven  at  a  much  slower  speed,  with  a  corresponding  economy  of 
motive  power,  and  increased  safety,  and  that  the  amount  of  blast  which 
they  will  deliver  is  of  a  positive  charaoter,  and  therefore  measurable 
and  under  control. 

Blow  Hole. — Blow  holes  are  hollow  cavities  in  castings,  caused  by  the 
presence  of  air  or  gas  in  the  moulds  into  which  the  castings  were  run, 
and  which  become  entangled  among  the  molten  metal,  in  consequence 
of  imperfect  venting.  Blow  holes  of  a  bluish  colour  imply  the  presence 
of  sulphur  in  the  metal. 

Blowing. — The  application  of  the  blast  to  a  foundry  cupola. 

Blowing  Cylinders. —  Cylinders  employed  for  pumping  the  air  under 
pressure  into  the  blast  main  (q.v.).  They  are  double  acting,  having 
valves  in  both  top  and  bottom.  A  large  blowing  cylinder  will  discharge 
as  much  as  60,000  cubic  feet  per  minute  under  a  pressure  of  from  two 
to  ten  lbs.  per  square  inch. 

Blowing  Engine. — An  engine  used  for  driving  blowers.  For  blowing 
cylinders  the  engine  will  be  of  a  reciprocating  type,  for  rotary  blowers 
a  rotary  engine  (q.v.)  will  be  used,  or  a  three-cylinder  engino  (q.v.). 

Blowing  Fan. — An  ordinary  fan  used  for  blowing. 

Blowing  OfE — The  periodical  driving  out  of  the  lower  portions  of  the 
water  of  a  steam  boiler,  in  order  to  prevent  accumulation  of  solid 
matters,  and  consequent  incrustation  (q.v.). 

Blowing  Through. — The  sending  of  a  jet  of  steam  through  the  cylinders, 
valves,  and  condenser  of  a  condensing  steam  engine  in  order  to  create  a 
vacuum  before  starting.  In  high-pressure  engines,  blowing  through  is 
accomplished  through  the  ports  and  pet  cocks  to  clear  the  cylinders  of 
the  water  of  condensation* 

Blown. — A  casting  is  said  to  be  blown  when  it  is  honeycombed  with  blow 
holes  (q.v.). 

Blown  In. — Blast  furnaces  are  said  to  be  "blown  in,"  or  to  be  "in 
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blast * '  when  they  are  in  full  working  order.  They  remain  bo  except  when 
repairs  are  needed,  or  trade  is  too  bad  to  make  them  pay.  Blowing  in 
is  an  operation  which  takes  three  or  four  weeks  to  fully  effect. 

Blown  Out. — Blast  furnaces  are  blown  out,  or  "  out  of  blast,"  when  they 
are  doing  no  work,  being  extinguished  either  through  badness  of  trade 
or  want  of  repairs. 

Blow  Off. — The  pipe  and  cook  used  for  emptying  an  engine  boiler  of  its 
contents.  It  is  situated  at  the  lowest  part  of  the  boiler.  The  practice 
of  blowing  off  is  one  preventive  of  incrustation  (q.v.). 

Blow-off  Bend. — A  bend  pipe  which  connects  the  blow-off  cock  (q.v.)  with 
the  blow-off  seating  (q.v.)  in  a  Lancashire  or  Cornish  boiler,  and 
through  which  the  blowing  off  takes  place  into  the  ash  pit. 

Blow-off  Coek. — A  plug  cock,  by  whose  opening  the  blowing  off  of  a  boiler 
is  effected. 

Blow-off  Seating. — The  blow-off  cock,  or  its  bend,  is  attached  to  a 
separate  casting  called  a  seating,  in  Lancashire  and  Cornish  boilers. 
The  seating  is  fitted  to  the  curve  of  the  boiler,  and  furnished  with  a 
flange  for  the  attachment  of  the  bend  or  cock. 

Blows. — Signifies  the  number  of  charges  (q.v.)  which  are  drawn  from  a 
blast  furnace,  or  a  cupola  in  a  given  time. 

Blow-through  Valve. — A  valve  in  use  with  condensing  marine  engines. 
Its  purpose  is  the  clearing  of  the  cylinder,  condenser,  and  air-pump  of 
the  air  which  they  contain,  and  the  supplying  its  place  with  steam,  which 
being  immediately  condensed,  creates  a  vacuum.  This  is  necessary 
before  the  engines  can  be  started.  The  valve  when  opened  makes  a 
communication  between  the  steam  in  the  valve  casing  and  the  con- 
denser. 

Bine. — See  Prussian  Blue. 

Bine  Bath. — A  bath  of  dilute  hydrochloric  acid,  containing  8  or  9  per 
cent,  of  acid,  in  which  phototypes  (q.v.)  are  bleached  after  having  been 
developed  in  the  prussiate  bath,  and  washed  in  the  water  tray.  It 
becomes  blue  through  contact  with  the  prussiate  of  potash.  Also 
called  acid  bath.    This  bath  is  lined  with  gutta-percha. 

Bine  Billy. — A  fettling-  (q.v.)  used  for  puddling  furnaces  in  the  Cleveland 
district.  It  is  a  residual  product  derived  from  the  roasting  of  copper 
pyrites. 

Blueing. — The  heating  up  or  letting'  down  of  the  temper  of  steel  until  it 
assumes  a  blue  colour.  A  dark  blue  corresponds  with  a  temperature  of 
about  570°  F.,  and  is  the  colour  for  springs. 

Bine  Line  Phototype. — See  Phototype. 

Bine  Lines. — See  Dimension  Lines. 

Bine  Metal.— See  Fine  Metal. 

Bine  Print. — A  phototype  (q.v.)  in  which  white  lines  appear  on  the  bine 
ground. 

Sine  Process. — See  Phototype, 
hint  File. — A  file  which  is  nearly  but  not  quite  parallel  throughout  its 

length.     The  term  blunt  relates  to  the  point,  sometimes  called  "  blunt 

pointed,"  to  distinguish  it  from  a  taper  file  (q.v.). 
Board. — Thin  timber  as  distinguished  from  planks.     Anything  below 

about  two  inches  in  thickness  would  be  called  a  board,  above  that  a 

plank.     Strictly  speaking,  however,  a  plank  should  not  measure  less 

than  three  inches  m  thickness. 
Bob. — The  pear-shaped  or  globular  weight  depending  from  a  plumb-line. 

Sometimes  applied  to  the  beam  of  an  engine. 
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Bob  Lever. — See  Rocking  Handle. 

Body. — (1)  The  main  portion  of  a  pattern,  casting,  or  forging,  as  distin- 
guished from  its  auxiliary  or  subsidiary  portions.  (2)  As  applied  to  oils, 
signifies  the  degree  of  consistence  or  viscosity  of  the  oil.  A  heavy  oil  is 
one  with  much  body,  a  light  oil  signifying,  on  the  other  hand,  a  thin  fluid 
oil.  The  mineral  oils  when  purified  have  little  body,  so  also  has  sperm ; 
while  castor  oil  and  some  of  the  vegetable  and  animal  oils  and  fats,  as 
lard  and  tallow,  have  a  good  body.  Body  must  not,  however,  be  con- 
founded with  resinous  properties  which  some  of  the  vegetable  oils 
possess  and  which  cause  gumming  (q.v.).  The  oils  having  most  body 
are  used  for  heavy  shafts,  for  engine  cylinders,  and  for  high  tempera- 
tures ;  those  having  less  body  for  light  machinery.  The  fluidity  of  an 
oil  increases  with  increase  in  temperature,  and  with  light  oils  firing  and 
evaporation  frequently  take  place  at  comparatively  low  temperatures. 

Body  Core. — The  main  or  principal  core  in  a  mould,  as  distinguished  from 
branch  or  smaller  cores.  The  body  core  of  a  cylinder  is  that  which 
forms  the  bore,  in  opposition  to  the  passage  cores.  The  body  core  of  a 
pipe  is  that  in  the  main  pipe  itself,  as  distinguished  from  branch  or 
Tee  cores. 

Bogie. — A  swivelling  framework  which  carries  the  axle  of  a  pair  of  loco- 
motive or  carriage  wheels,  and  by  means  of  which  the  main  framing  is 
enabled  to  accommodate  itself  to  curves  of  short  radius.  A  bogie  truck  is 
a  short  truck  resting  on  four  wheels,  and  pivoted  at  its  centre  to  the 
frames  of  an  engine  or  carriage,  a  truck  being  pivoted  at  one,  or  at 
each  end,  of  the  engine  or  carriage.  See  Bogie  Engine.  Its  use  is  to 
enable  the  engine  or  carriage  to  run  round  sharp  curves,  which  it  effects 
by  substituting  its  own  short  wheel  base  (q.v.)  for  the  ordinary  long 
wheel  base. 

Bogie  Engine. — A  locomotive  provided  with  a  bogie.  In  the  single  bogie 
engines  the  leading  wheels  are  the  bogies,  in  the  double  bogie  or 
Fairlie  engines  the  leading  and  trailing  wheels  are  bogies. 

Boil. — The  period  during  which  the  carbon  is  being  burnt  out  of  the  iron 
in  a  Bessemer  converter  (q.v.).  The  carbon  during  this  period  is  being 
oxidized  to  carbonic  oxide  CO,  and  burns  at  the  mouth  of  the  con- 
verter. 

Boiled  Oil. — See  Linseed  Oil. 

Boiler. — The  vessel  in  which  the  steam  used  in  the  driving  of  an  engine  is 
generated.  Forms  and  details  are  numerous  and  varied.  Cornish 
boilers  have  one  fire -flue,  Lancashire  boilers  have  two  flues.  Loco- 
motive boilers  and  those  of  portable  engines  are  multitubular.  Vertical 
boilers  are  those  in  which  the  circular  section  is  in  a  horizontal  plane. 
Boilers  require  setting  when  of  the  Cornish  or  Lancashire  type,  the 
setting  consisting  of  brickwork  and  an  arrangement  of  flues  built 
therein.  Vertical  boilers  require  no  setting.  Where  there  are  no 
smoke  tubes,  as  in  Lancashire  and  vertical  boilers,  there  are  cross 
tubes  passing  through  the  fire-box  for  the  purpose  of  exposing  a  larger 
surface  to  the  action  of  the  fire.  Marine  boilers  are  a  type  by  them- 
selves, consisting  chiefly  of  the  return  multitubular  class.  Sectional 
boilers  are  those  in  which  the  steam  is  generated  in  a  multitude  of 
distinct  tubes  communicating  with  one  steam  chest  or  receiver.  Details 
of  these  and  of  other  types  of  boilers  will  be  found  under  their  specific 
headings. 

Boiler  Bear. — See  Punching  Bear. 

Boiler  Capacity. — See  Heating  Surface. 
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Boiler  Circulation. — See  Circulation. 

Boiler  Coating. — Non-conducting  compositions  are  used  to  prevent  the 
radiation  of  heat  from  steam  boilers.  Such  compositions  are  smeared 
over  while  in  a  plastic  state  and  become  hardened  by  the  heat.  Various 
materials  are  employed,  comprising  felt,  silicate  cotton,  cements,  silicate 
compositions,  asbestos,  &c.    They  are  mostly  patented  preparations. 

Boiler  Corrosion. — Is  either  internal  or  external.  Internal  corrosion  will 
result  either  from  the  presence  of  acidulated  water  (q.v.)  attacking  the 
plates  below  the  water  level,  or  from  superheated  steam  in  the  steam 
chamber.  External  corrosion  is  the  result  of  leakage,  and  of  contact 
with  damp  foundations  and  seatings. 

Boiler  Crown. — The  uppermost  plate  in  the  shell  of  a  vertical  boiler.  It 
is  of  a  hollow  discoid  shape,  flanged  around  the  edges,  and  riveted  to 
the  outer  shell  plates.  Sometimes  it  is  of  a  flat  form  only  and  stayed. 
The  boiler  crown  proper  is  that  belonging  to  the  outer  shell.  The  fire- 
box crown  is  that  over  the  top  of  the  furnace  or  inner  shell. 

Boiler  Dome. — The  superheating  chamber  of  a  multitubular  boiler.  It  is 
usually  of  ono  piece,  welded  up  and  flanged  at  top  and  bottom,  and 
encased  in  a  brass  mounting. 

Boiler  Explosions. — These  are  almost  invariably  due  to  overpressure  (q.v.) 
of  steam,  the  overpressure  taking  place  by  reason  of  the  boiler  being 
taxed  beyond  its  capacity ;  the  chief  sources  of  overpressure  being  weak- 
ness due  to  faulty  original  design,  to  weakness  caused  by  wear  and 
tear,  by  bad  workmanship,  by  sudden  strains  put  upon  a  structure, 
which,  though  strong  enough  to  withstand  ordinary  pressures,  is  not 
able  to  sustain  a  sudden  and  excessive  stress  applied  thereto.  Unstayed 
or  imperfectly  stayed  surfaces  are  examples  of  bad  design,  as  are  also  the 
use  of  plates,  stays  and  rings  too  weak  for  the  pressures  which  they 
are  designed  to  carry.  Corrosion  and  grooving  are  examples  of  wear 
and  tear.  Among  tne  errors  of  bad  materials  and  workmanship  may  be 
classed  the  use  of  laminated  and  pitted,  or  of  brittle  plates,  excessive 
drifting,  hard  caulking,  &c. ;  while  overheating,  with  the  consequent 
weakening  due  to  increase  in  temperature,  the  accumulation  of  deposit 
over  the  fire,  lowness  of  water,  are  illustrations  of  sudden  straining ; 
and  also  the  too  rigid  attachment  of  boilers  to  their  seatings  or  foun- 
dations cause  overstraining  by  preventing  freedom  of  expansion  and 
contraction. 

Boiler  Feed. — The  water  supply  of  a  boiler. 

Boiler  Feeder. — (1)  The  agency  by  which  the  water  supply  of  a  boiler  is 
maintained.  Usually  it  takes  tine  form  of  a  force  pump  (q.v.)  or  of  an 
injector  (q.v.).  (2)  The  reservoir  from  which  the  supply  of  water  for  a 
boiler  is  drawn.  (3)  A  feed  water  heater  (q.v.).  (4)  An  old-fashioned 
arrangement  for  regulating  the  water  supply  consisted  of  a  float  at  the 
water  level  connected  by  a  chain  with  a  lever  attached  to  a  valve,  which 
last,  being  lifted  by  the  lowering  of  the  float,  allowed  a  definite  amount 
of  water  to  flow  into  the  boiler. 

Boiler  Fittings. — Those  additional  portions  of  boiler  work  which,  though 
not  considered  as  parts  of  the  shell,  are  yet  essential  to  its  completion. 
They  are  usually  charged  for  extra,  and  comprise  man-hole  and  mud- 
hole  doors,  fire  bars  and  their  bearers  or  rings,  furnace  doors,  dampers 
and  frames,  the  various  fittings  being  subject  to  modification  by  the 
special  type  of  boiler  to  which  they  are  attached. 

Boiler  Float. — In  old  egg-end  and  waggon  boilers  feed  was  regulated 
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hj  means  of  a  float  and  chain,  which  rising  and  falling  with  fluctua- 
tions in  level  indicated  the  height  of  the  water. 

Boiler  Incrustation.— See  Incrustation,  Soda,  Carbonate  of  Lime,  &c. 

Boiler  Leakage.— See  Leakage. 

Boiler  Maker. — The  work  of  a  boiler  maker  consists  in  marking  out  the 
plates  of  boilers  to  size  and  shape,  in  marking  and  punching  the  rivet 
holes,  in  riveting  together  and  caulking  up  the  seams,  in  fitting  tubes, 
gussets,  stays,  strengthening  rings  and  steam  chests.  Here  his  work 
ends,  and  the  boiler  is  handed  over  to  the  engine  fitter  to  receive  its 
fittings  and  mountings. 

Boiler  Makers'  Dolly.— See  Dolly. 

Boiler  Mountings.— Those  additional  portions  of  boiler  work,  extraneous 
to  the  shell,  but  which  are  essential  to  the  proper  working  of  the  boiler. 
They  are  usually  charged  for  extra,  ana  comprise  safety  and  stop 
valves,  blow-off  cock,  steam  and  water  gauges,  try  cocks,  back  pressure 
valve,  and  fusible  plugs. 

Boiler  Plate. — The  plate  from  which  steam  boilers  are  manufactured.  It 
is  not  a  special  brand  of  plate,  but  ordinary  best  best,  or  treble  best,  or 
Lowmoor  plates.  Usually  treble  best  is  used  for  the  shell,  and 
Lowmoor  or  other  similar  quality  for  the  fire-box.  Sometimes  the 
crown  fire-box  plates  are  Lowmoor,  and  the  body  treble  best.  The 
specification  always  fixes  the  quality  of  plates  used  in  contract  boilers, 
though  usually  leaving  the  manufacturer  to  make  his  choice  from 
several  houses.  The  tensile  strength  of  ordinary  wrought-iron  plates 
should  be  21  tons  per  square  inch  with  the  grain,  that  is  in  the  direction 
in  which  the  plates  are  rolled.  Lowmoor  plates  will  bear  a  strain  of 
24  tons  with  the  grain.  The  tensile  strength  of  mild  steel  plates  should 
range  from  26  to  32  tons. 

Boiler  Pressure. — The  pressures  in  steam  boilers  vary  with  the  type,  the 
age,  and  the  condition  of  the  boiler.  In  externally  fired,  waggon,  and 
egg-ended  boilers  they  will  vary  from  15  to  20  lbs.  per  square  inch 
above  the  atmosphere.  In  new  Cornish  and  Lancashire  boilers,  well 
stayed,  from  45  to  60  lbs.,  reduced  when  worn  to  25  or  35.  In  loco- 
motives and  portables,  from  120  to  150  lbs.,  gradually  reduced  with  age 
to  100,  or  less.  In  marine  return  tube  boilers,  from  100  to  180, 
according  to  size  and  construction.  The  pressure  is  adjusted  with  the 
safety  valve,  and  indicated  by  the  pressure  gauge. 

Boiler  Prover. — A  force  pump  and  pressure  gauge  combined,  employed 
for  testing  boilers  by  hydraulic  pressure. 

Boiler  Scaling  Hammer. — See  Scaling  Hammer. 

Boiler  Section. — See  Effective  Section,  and  Gross  Section. 

Boiler  8hell. — The  outer  body,  or  oasing,  pertaining  to  a  boiler ;  which 
encloses  the  water  and  fire  spaces  in  internally  fired  boilers ;  and  the 
water  space  only  in  externally  fired  boilers. 

Boiler  Shop. — A  lofty  building  in  which  the  work  of  boiler  making  and 
the  construction  of  works  in  angle  iron  and  plate  is  carried  on.  A  few 
forges  are  ranged  down  one  side,  the  whole  of  the  central  portion  being 
left  free  for  the  building  up  of  work,  which  is  moved  about  by  a 
powerful  overhead  traveller.  The  machines  are  placed  in  an  open  part 
of  the  shop  to  allow  freedom  of  manipulation  for  the  bars,  angles,  and 
plates. 

Boiler  Smithy. — A  department  of  the  boiler  shop  containing  smiths' 
forges,  where  angle  iron,  tubes,  and  the  lighter  work  of  that  class  are 
bent  and  welded. 
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Boilers,  Betting  ol — The  laying  of  stationary  boilers  upon  suitably  pre* 
pared  foundations  of  brickwork.  The  flues  are  built  in  the  brickwork 
to  form  either  a  split  draught  (q.v.)  or  a  wheel  draught  (q.v.),  and  a 
certain  amount  of  inclination  (q.v.)  is  given  to  the  boilers. 

Boiler  Stays. — Screwed  rods  or  smooth  tubes  which  connect  and  stay  the 
flat  ends  of  steam  boilers.  Bar  stays  (q.v.)  are  screwed  into  the  ends 
of  shells  or  fire-boxes,  and  are  either  secured  with  nuts  or  riveted  over. 
Tube  stays  (q.v.)  are  riveted  and  beaded  over.  Gusset  stays  (q.v.)  are 
riveted.  Copper,  steel,  and  wrought  iron  are  the  materials  used  for 
stays. 

Boiler  Testing. — The  testing  of  the  strength  of  steam  boilers,  or  their 
capacity  to  withstand  the  internal  stresses  due  to  steam  pressure,  is 
mostly  performed  by  the  pressure  of  water  produced  by  a  test  pump, 
the  amount  of  pressure  being  recorded  by  one  or  more  dial  gauges 
placed  in  communication  with  the  interior  of  the  boiler.  The  test 
pressure  is  usually  from  one  and  a  half  to  twice  that  of  the  actual 
pressure  to  which  it  is  intended  to  work  the  boiler.  The  test  should 
continue  for  about  half  an  hour,  during  which  time  the  pressure  gauge 
should  not  go  back  at  all.  If  it  goes  back,  that  indicates  leakage. 
During  the  time  of  the  test,  the  boiler  should  be  carefully  examined  to 
detect  leakage  at  the  seams  and  rivet  heads ;  any  alterations  in  diameter 
of  the  shell,  or  in  the  shape  of  the  end  plates  indicating  bulging  stresses 
should  also  be  recorded,  and  noted,  ana  compared  with  the  condition  of 
the  boiler  when  the  test  pressure  is  removed,  to  ascertain  the  amount 
of  permanent  set,  and  also  to  detect  sections  of  inherent  weakness 
of  structure.  Boilers  are  sometimes  also  tested  with  steam,  a  practice 
which  was  formerly  universal,  but  is  now  resorted  to  chiefly  in  the  case 
of  locomotive  and  portable  boilers,  it  being  considered  that  testing 
by  steam  causes  the  test  to  approximate  more  nearly  to  the  conditions 
of  actual  practice. 

Boiler  Tabes. — Tubes  used  for  increasing  the  efficiency  of  a  Bteam  boiler 
by  the  enlargement  of  its  heating  surface  (q.v.)  without  increasing  its 
bulk.  See  field  Tubes,  Galloway  Tubes,  Multitubular  Boiler,  Tube 
Stays. 

Boiling. — The  process  of  purifying  tin  by  holding  stakes  of  wet  wood 
under  the  molten  metal  while  it  is  in  the  refining  basin.  The  steam 
evolved  causes  an  ebullition  of  the  metal  to  the  surface  where  the  im- 
purities present  therein  become  oxidised.  After  being  allowed  to  settle 
the  metal  is  ladled  out  and  cast  into  ingots.  The  upper  stratum  is 
called  refined  tin,  the  lower  common  tin. 

Boiling  Point. — The  temperature  at  which  a  liquid  throws  off  bubbles  of 
vapour  or  steam,  producing  an  ebullition  at  the  surface.  Pure  water  in 
an  open  vessel,  at  a  pressure  of  30  inches  of  mercury,  boils  at  212°  F. 
or  100°  G.  The  presence  of  solids  in  solution  or  an  increase  of  pressure 
raises  the  boiling  point.  The  boiling  point  is  lowered  by  a  reduction 
in  pressure. 

Bollard. — A  cast-iron  pillar  used  for  the  mooring  of  vessels  on  quay 
walls.  Also  the  pillars  of  cast  iron  bolted  to  the  bulwarks  of  vessels 
for  the  coiling  of  a  rope  when  paying  out  or  heaving  to. 

Bolster. — (1)  A  plate  or  disc  of  metal  which  sustains  articles  of  wrought 
iron  or  steel  through  which  holes  are  being  punched.  A  hole  in  the 
bolster  a  trifle  larger  than  the  punch  permits  the  button  to  pass  through, 
while  its  adjacent  edges  by  sustaining  the  edges  of  the  plate  around 
the  punched  hole  prevent  buckling  or  bending  of  the  same.    (2)  The 
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bearings  that  fit  within  the  housings  (q.v.)  in  forge  and  mill  rolls,  and 
which  sustain  the  rolls. 

Bolt. — A  fastening  employed  by  engineers.  In  the  ordinary  form  of  bolt 
the  head  is  forged  with  the  shank — the  end  opposite  or  the  tail  being 
screwed  to  receive  the  nut  by  which  the  bolt  is  secured.  Both  heads 
and  nuts  may  be  either  rectangular  or  hexagonal  in  form.  To  prevent 
the  tendency  to  turn  round,  the  shoulder  or  neck  underneath  the  head  is 
often  made  rectangular  to  fit  into  a  square  hole.  The  various  forms  of 
bolts  will  be  found  described  under  their  respective  headings. 

Bolt  Cutter. — A  machine  for  cutting  the  heads  of  bolts,  worked  by 
hand  or  by  power. 

Bolt  Head. — The  flattened  expansion  at  one  end  of  a  bolt.  It  is  usually 
rectangular  or  hexagonal  in  form,  its  shape  generally  corresponding 
with  that  of  the  nut. 

Bolt  Machine. — A  machine  used  in  the  smithy  for  the  forging  of  the  tails 
or  shanks  of  bolts.  It  consists  essentially  of  a  series  of  stamps  or  dies, 
the  lower  pieces  being  fixed,  the  upper  ones  movable  in  a  vertical 
direction.  The  movable  dies  are  actuated  by  eccentrics  turned  on  the 
main  driving  spindle  above,  and  the  spindle  is  provided  with  a  fly  wheel 
for  the  equalisation  of  the  motion.  The  diameters  of  the  stamps  vary, 
in  descending  order,  so  that  the  bolts  are  drawn  down  by  being  passed 
along  a  succession  of  dies  of  diminishing  diameters. 

Bolt  Oliver.— See  Oliver. 

Bomontagne. — See  Beaumontague. 

Bonding. — See  Banding. 

Bonnet. — (1)  The  movable  cap  or  cover  which  is  made  removable  to  permit 
of  the  introduction  of  a  pump  valve  into,  or  its  withdrawal  from,  its 
seating.     (2)  The  hood  of  a  smith's  forge. 

Bonneted  Safety  Valve. — A  safety  valve  covered  with  a  casing  or  bonnet 
enclosing  the  valves  and  communicating  with  a  waste  pipe,  through 
which  the  waste  steam  is  conveyed  away  without  the  building.  The 
bonnet  and  waste  pipe  prevent  the  steam  from  filling  the  shed  or 
building  when  the  boiler  is  closely  roofed  in. 

Boom. — (1)  A  term  applied  to  the  jib  of  a  derrick  crane  (q.v.).  (2)  The 
upper  or  lower  flange  of  a  built-up  girder,  lattice  or  otherwise. 

Borax,  or  Tincal. — Symbol  Naj  B4  07  +  10  H2  O.  A  sodium  compound 
of  the  element  boron.  Used  for  welding  mixtures  in  steel  and  iron, 
and  for  brazing  gun  metal  and  copper.  It  is  also  added  in  small 
quantity  to  the  zinc  thrown  last  of  all  into  the  brass  melting-pot  or 
crucible  to  prevent  its  oxidation  and  loss  in  vapour.  It  is  prepared  for 
use  by  previous  driving  off  of  the  water  of  crystallisation  at  a  high 
temperature. 

Bore. — (1)  The  internal  diameter  of  a  pipe  or  cylinder  whether  it  be  a 
rough  or  a  machined  casting.  (2)  Also  signifies  to  turn  the  internal 
diameter  of  hollow  cylindrical  work.  (3)  The  bore  of  a  wheel  is  the  size 
of  the  hole  or  eye  which  receives  the  shaft,  and  designates  the  diameter 
after  it  has  been  bored  out.  (4)  The  bore  of  a  pipe  is  the  internal 
diameter  as  a  rough  casting.  The  dimensions  of  pipes  are  never  given 
otherwise  than  as  the  bore  and  length. 

Boring. — The  operation  of  making  or  finishing  circular  holes  in  wood  or 
metal.    See  App. 

Boring  Bar. — A  stiff  cylindrical  bar  provided  with  a  screw  feed  to  the 
cutter  head.    Used  for  boring  cylinders.    The  bar  is  fixed  in  standards 
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or  between  lathe  centres,  and  revolves  when  outting,  the  work  being 
bolted  down  to  the  bed. 

Boring  Collar. — See  Gone  Plate. 

Boring  Flange.— See  Brill  Plate. 

Boring  Head,  or  Cutter  Head. — The  ring  which  carries  the  cutters  of  a 
boring  bar.  It  is  actuated  by  a  screw  sunk  in  a  recess  in  the  bar  itself, 
and  driven  by  gearing  from  one  end.  A  boring  head  may  also  be  fixed 
on  a  mandrel,  and  revolved  without  endlong  movement,  the  work  being 
made  to  travel  by  means  of  a  slide  rest  against  the  cutters. 

Boring  Lathe. — See  Boring  Machine. 

Boring  Machine. — (1)  A  machine  specially  constructed  for  boring  holes  in 
cylinders,  bosses,  bearings,  and  the  like.  It  may  be  horizontal  or 
vertical  in  type.  The  cutter  in  the  former  revolves  in  a  circle  whose 
axis  is  horizontal ;  in  the  latter,  in  a  circle  whose  axis  is  vertical. 

(2)  Boring-  machines  are  used  for  wood  with  brace  bits ;  for  metal,  with 
drills  and  cutters.  Lathes  are  also  boring  machines,  the  work  being 
either  fixed  or  in  motion.  When  the  work  is  fixed,  a  boring  bar  set 
between  centres  holds  the  tool  and  carries  it  round.  When  the  work 
revolves  the  tool  is  held  in  the  slide  rest.  (3)  In  boring  mills  the  tool  is 
attached  to  a  bar,  being  passed  through  a  slot  therein  and  secured  with 
wedges,  and  both  revolves  and  travels,  the  bar  passing  through  a  hol- 
low mandrel  in  the  headstock.  (4)  For  boring  large  cylinders  the  axis 
of  the  cutter  is  vertical,  the  cylinders  standing  on  end. 

Boring  Mill. — See  Boring  Machine. 

Boring  Best. — A  lathe  rest  whose  outline  is  that  of  the  letter  L,  the  hori- 
zontal arm,  which  is  uppermost,  being  slotted  to  take  the  flat  of  a  boring 
tool  or  drill,  and  so  prevent  it  from  turning  round.  The  hinder  end 
of  the  boring  tool  is  centred  on  the  poppet  mandrel,  and  by  it  fed 
along  to  its  work.  Such  rests  are  used  with  ordinary  lathes,  and  also 
with  lathes  of  special  construction  called  boring  lathes,  in  which  the 
poppet  mandrel  is  fed  forward  automatically,  through  the  medium  of  a 
back  shaft  and  gearing. 

Borings. — See  Turnings. 

Boring  Tools. — Brace  bits  and  similar  tools  for  wood,  and  turning  tools 
and  cutters  for  metal,  embracing  a  large  number  of  types.  The  ordi- 
nary boring  tool  consists  of  an  ordinary  roughing  or  finishing  tool, 
cranked  or  turned  round  at  the  end,  right  or  left  handed  ;  the  shank 
being  rounded  for  a  few  inches  behind  the  outting  point.  Boring  and 
drilling  differ  in  this  respect — that  boring  is  performed  by  a  cutter 
having  a  single  cutting  edge,  while  drilling  is  performed  by  two  cutting 
edges  placed  on  opposite  sides  of  the  axis  of  the  tool.  Boring  is  also 
performed  by  cutters  set  in  boring  heads  and  boring  bars. 

Bosh. — See  Water  Bosh. 

Boshes. — That  area  or  section  of  a  blast  furnace  (q.v.)  which  extends 
from  the  section  where  the  diameter  is  widest  down  to  the  crucible. 
The  section  of  the  boshes  taken  vertically  is  that  of  a  truncated  cone, 
and  the  angle  is  dependent  upon  the  character  of  the  ore  and  of  the 
fuel,  the  condition  being  that  the  charge  shall  not  sink  down  too 
rapidly. 

Boss. — (1)  The  centre  or  hub  of  a  wheel.  (2)  In  a  more  general  sense  the 
circular  bearing  parts  of  castings  which  carry  shafts,  pins,  or  studs. 

(3)  A  circular  disc  pierced  with  a  central  hole  and  cast  on  framed  work 
to  r  increasing  the  length  of  bearing  parts  without  adding  unnecessarily 
to  the  thickness  of  the  remaining  or  plated  portion  of  the  structure. 
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Boned  Up. — A  forging  is  bossed  up  when  a  circular  disc  of  a  sensible 
thickness  is  formed  upon  its  face,  being  either  made  from  the  solid  iron 
by  upsetting  and  finishing  to  outline,  or  by  welding  on.  ^  Turning  the 
edges  of  such  bosses  in  the  lathe,  for  the  production  of  bright  work,  is 
also  called  bossing  up. 

Bossing  Machine. — A  steam  hammer  used  for  welding  the  bosses  on  the 
wheels  for  rolling  stock. 

Botting. — Closing  the  tap  hole  of  a  cupola  with  olay  after  a  ladle  of 
molten  metal  has  been  tapped  out. 

Bottle  Jack. — A  screw  jack  of  light  construction,  which  is  slightly  coni- 
cal in  elevation,  and  provided  with  a  handle  at  the  side,  by  which  it  is 
carried.  Its  shape  is,  therefore,  not  unlike  that  of  a  jug  or  bottle, 
hence  the  name  applied  to  it. 

Bottle  Tight. — Signifies  that  the  seams,  rivets,  fittings  and  mountings  of  a 
steam  boiler  make  such  close  and  perfect  joints  that  there  is  not  the 
slightest  leakage  when  tested  under  water  or  steam. 

Bottling  Up. — The  temporary  confinement  of  the  steam  in  the  tubes  of  a 
sectional  boiler,  due  to  its  too  rapid  generation.  The  steam  accu- 
mulates until  it  acquires  sufficient  energy  to  force  its  way  to  the  steam 
dome.  When  this  occurs,  cool  water  rushes  in  to  supply  its  place,  and 
undue  strain  is  put  upon  the  tubes  due  to  the  sudden  change  in 
temperature. 

Bottom  Board. — The  board  upon  which  the  joint  of  a  pattern  is  laid  while 
being  rammed  up.  Its  purpose  is  either  to  stay  and  sustain  a  weak 
pattern,  or  to  make  the  moulder's  sand-joint,  hence  called  joint  board. 

Bottom  Card. — An  indicator  card,  taken  from  the  bottom  of  a  vertical  or 
oscillating  cylinder.  In  a  bottom  card  the  lead  line  (q.v.)  is  on  the 
right-hand  side. 

Bottom  Pace. — That  face  of  a  mould  or  casting  which  is  downwards 
when  pouring.  The  bottom  face  is  always  sounder  than  the  top  face 
(q.v.),  since  the  sullage  floats  to  the  top,  and  the  liquid  pressure  conso- 
lidates the  lower  metal. 

Bottom  Flue.— A  flash  flue  (q.v.}. 

Bottom  Fuller. — A  fullering  tool  (q.v.)  which  is  laid  on  the  anvil,  or  set 
in  the  square  hole  near  its  end. 

Bottoming. — The  rubbing  or  grinding  of  the  points  of  wheel  teeth  in  the 
roots  of  the  teeth  of  the  wheels  into  which  they  gear.  It  is  due  to 
want  of  bottom  clearance  or  to  badly-fitting  shafts. 

Bottoming  Tap. — A  plug  tap  which  is  not  rounded  off  at  all  at  the  end, 
but  finishes  with  square  edges  in  order  that  it  may  cut  its  thread  per- 
fectly to  the  bottom  of  a  drilled  hole. 

Bottom  Part. — The  lower  part  or  section  of  a  foundry  moulding  box. 
With  bedded-in  work  the  bottom  part  would  signify  the  portion  of  the 
mould  in  the  foundry  floor. 

Bottom  Bake. — The  angle  of  relief  (q.v.)  in  cutting  tools. 

Bottoms. — An  impure  alloy  of  copper  with  antimony,  tin,  lead,  iron  and 
sulphur,  which  results  when  fine  metal  (q.v.)  is  roasted  for  the  purpose 
of  obtaining  a  pure  regulus  from  which  to  manufacture  best  selected 
copper. 

Bottom  Tool. — The  lower  half  of  a  fullering  tool  (q.v.). 

Bott  Stick. — A  light  iron  rod  of  about  five  or  six  feet  in  length,  having  a 
small  disc-like  expansion  at  one  end  which  receives  the  stopper  of  clay 
used  for  botting  (q.v.).  The  other  or  pointed  end  of  the  rod  is  used  for 
tapping  the  hole  for  the  egress  of  the  metal. 
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Bouche. — A  bush  (q.v.). 

Bourdon's  Gauge. — See  Dial  Gauge. 

Bow  Compass. — See  Spring  Bows. 

Bow  Connectiug-Rod,  or  Kite  Connecting-Bod,  or  Banjo  Frame. — A 
form  of  connecting-rod  employed  in  steam  pumps,  where  compactness 
of  arrangement  is  sought  after.  It  is  triangular  in  outline,  and  the 
crank  which  drives  the  fly-wheel  is  enclosed  by  the  bow. 

Bow  Brill. — A  fiddle  drill.  Made  by  stretching  a  cord  between  the 
ends  of  a  rod  curved  like  a  bow.  The  drill  is  inserted  in  a  reel  or  small 
pulley  around  which  the  cord  is  twisted.  The  drawing  of  the  bow 
backwards  and  forwards  revolves  the  reel  and  with  it  the  drill  in 
opposite  directions  alternately.  Bow  drills  are  useful  only  for  light 
work,  and  are  employed  in  engineers'  workshops  chiefly  for  drilling 
up  the  ends  of  shafts  and  other  cylindrical  work  which  has  to  be 
centred  in  the  lathe. 

Bower's  Process. — Has  for  its  object  the  same  result  as  Barff's  process 
(q.v.],  but  air  instead  of  steam  is  the  oxidising  agent  employed. 

Bow  File. — A  riffler  (q.v.). 

Bowling  Hoop. — A  ring  whose  single  section  is  that  of  an  arch  with  side 
expansions  or  flanges  for  the  reception  of  rivets.  Employed  for  uniting 
the  sections  of  furnace  shells  in  horizontal  boilers. 

Bowling  Iron.— Iron  plate  produced  by  the  Bowling  Iron  Company,  in 
Yorkshire.  Its  quality  is  considered  about  equal  to  that  of  Lowmoor 
(q.v.)  and  is  therefore  often  substituted  for  the  latter  for  the  crowns  of 
the  fire-boxes  of  boilers,  and  other  work  where  first-class  material  is  in 
request. 

Bowl  Sleepers. — Pot  sleepers  (q.v.). 

Bows. — Short  drawing  compasses,  similar  in  shape  to  those  of  larger 
dimensions  excepting  that  the  head  is  made  circular  in  order  that  it  may 
be  rolled  with  facility  between  the  thumb  and  forefinger.  See  Spring 
Bows. 

Bow  Saw. — A  narrow-frame  saw,  held  in  tension  by  the  leverage  afforded 
by  the  twisting  of  a  cord.  These  saws  are  used  for  cutting  curves, 
but  the  band  saws  have  mostly  superseded  them  in  workshops. 

Bowstring  Girder. — A  girder  in  which  the  outward  or  horizontal  thrust 
of  a  curved  beam  is  sustained  by  a  horizontal  tie  beam  forming  the 
chord  of  the  arc. 

Box. — (1)  A  bearing  for  a  shaft.     (2)  A  box  coupling  (q.v.). 

Box  Coupling. — A  shaft  coupling-  made  as  a  hollow  cylinder  to  fit  over 
the  abutting  ends  of  the  shafts  to  be  coupled  together,  and  held  in 
place  with  keys.     Sometimes  called  muff  coupling. 

Box  End. — A  connecting-rod  end  having  no  loose  strap  end  (q.v.),  but 
in  which,  instead,  the  brasses  are  thrust  into  a  slot  from  one  side  and 
slid  along  to  their  seatings,  the  side  flanges  on  one  face  being  removed 
to  permit  of  their  sliding  in.  The  brasses  are  tightened  with  a 
cottar  (q.v.). 

Box  Filling. — The  filling  up  of  a  moulding  box  with  its  body  of  sand 
enclosing  a  pattern.  This  is  usually  labourer's  work,  and  is  distinct 
from  the  ramming.  The  moulder  rams  while  the  labourer  is  engaged 
in  filling  in. 

Box  Girder. — A  wrought-iron  girder  built  up  with  two  parallel  joists  or 
girders  of  I -iron,  of  equal  depth,  united  at  top  and  bottom  with  flat 
plates,  riveted  to  the  flanges  of  the  joists.  Also  termed  a  tubular 
girder. 

Boxing  Up. — The  construction  of  heavy  patterns  by  a  process  of  rect- 
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angular  framing  together  of  thin  boards  in  preference  to  cutting  them 
from  solid  planking. 

Box  Link. — A  slot  link  (q.v.)  whose  internal  faces  are  recessed,  so  that 
the  shifting-block  is  partly  embraced  by  the  edges  as  well  as  by  the 
internal  faces. 

Box  Metal. — Sometimes  applied  to  the  metal  used  for  bearings ;  it  may 
be  gun  metal,  or  a  white  metal.  One  recipe  gives  copper  32,  tin  6  ; 
another  gives  zinc  76,  tin  18,  lead  4*5,  antimony  2*5. 

Box  But. — A  nut  made  for  the  covering  and  protection  fit  the  end  of  a 
bolt.  It  is  similar  to  an  ordinary  nut,  with  the  addition  thereto  of  a 
dome-shaped  closed  end.  The  screwed  part  is  also  terminated 
internally  in  a  circular  recess  larger  in  diameter  than  the  deepest 
portion  of  the  Vee  of  the  thread,  in  order  that  the  cutting  tap  shall 
clear  itself.  Box  nuts  are  used  on  the  covers  of  locomotive  cylinders 
and  in  similarly  exposed  situations.  The  screwed  bolt  ends  and  their 
nuts  are  thus  both  alike  protected  from  rust  or  accident,  hence  there  is  no 
difficulty  in  slackening  back  when  necessary.    Also  termed  cup  nut. 

Box  Safety-Valve. — A  bonneted  safety-valve  (q.v.). 

Box  Spanner. — A  spanner  used  for  those  bolts  whose  heads  are  sunk 
below  the  surface  of  the  material  into  which  they  are  inserted.  The 
box-Hpaimer  end  is  circular  without  and  square  or  hexagonal  within  to 
receive  the  nut.  The  circular  portion  drops  into  a  round  nole  somewhat 
larger  than  the  head  of  the  nut  and  borea  concentrically  around  it. 

Box  Standard,  or  Boxed  Standard. — The  standard,  or  main  framework, 
of  a  machine  or  engine,  which  is  hollowed  internally  to  obtain 
the  maximum  of  strength  with  the  minimum  of  material.  See  Hollow 
Structures. 

Box  Wood  {Buxus  sempervirem). — Sp.  gr.  1-04.  A  hard,  tough,  close- 
grained  wood  of  a  pale  yellow  colour,  belonging  to  the  order 
Euphorbiacea.  Its  valuable  properties  of  hardness,  toughness,  and 
freedom  from  susceptibility  to  warping  and  shrinking,  have  led  to  its 
employment  in  the  manufacture  of  rules  and  scales  for  workshop  and 
office  use.  Previous  to  being  worked  up  it  undergoes  several  years  of 
seasoning.  It  is  also  employed  for  some  small  tools  as  planes  and 
Bpokeshaves,  and  for  tool  handles.    A  cubic  foot  weighs  64*8  lbs. 

Boyle  and  Marriott,  Law  of. — The  law  of  Boyle  and  Marriott,  so  named 
after  its  discoverers,  is  that  the  volume  of  a  gas  varies  inversely  as  the 
pressure  to  which  it  is  subjected.     In  engineering  this  law  has  its 

•  application  in  the  expansive  working  of  steam  in  a  closed  cylinder,  and 
in  calculations  pertaining  to  gas  ana  air  engines. 

Brace. — A  tool  used  for  actuating  bits  and  drills  for  boring  wood  or 
metal,  and  varying  in  character  with  the  class  of  work  which  it  is 
designed  to  do.  The  brace  for  boring  wood  is  made  of  wood  and  iron 
in  combination,  or  entirely  of  iron.  It  is  turned  directly  by  the  hand 
alone.  For  light  drilling  in  metal,  a  brace  having  a  couple  of  bevel 
wheels  to  actuate  the  drill  is  used.  For  heavier  work  a  smith's  brace 
is  employed,  turned,  as  in  the  first  instance,  by  hand,  but  the  requisite 
pressure  is  imparted  by  a  screw  at  the  top.  For  the  heaviest  drilling  a 
ratchet  brace  is  used,  m  which  the  drill  is  moved  by  a  long  lever,  and 
the  pressure  is  derived  from  an  arm  which  receives  the  reaction  of  the 
drill,  the  feed  being  imparted  by  a  screw  and  nut. 

Brace  Bits. — The  ordinary  bits  used  for  wood  boring,  and  having  square 
tapered  shanks  to  fit  in  the  socket  of  a  oommon  brace. 

Braced  Girder. — A  built-up  lattice  girder. 
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Braced  Trass. — A  trass,  either  braced  with  single  braces  or  counter- 
braced  with  diagonal  ties  and  struts,  to  sustain  the  stress  of  u  moving 
load  without  deformation.    See  Bracing,  Counter  Bracing. 

Braced  Work. — See  Bracing. 

Bracing. — The  staying  or  supporting  of  inherently-  weak  structures  with 
rods  and  ties.  The  object  of  bracing  is  the  conversion  of  transverse 
stresses  into  those  of  a  longitudinal  character.  Tensile  or  compressive 
braces  take  the  form  of  triangles,  since  that  is  the  only  figure  which 
maintains  its  form  unaltered  while  the  lengths  of  its  sides  remain  con- 
stant. Bracing  is  practised  in  all  built-up  structures,  as  bridges,  roofs, 
cranes,  girders  of  various  kinds,  and  the  calculation  of  the  strains  on 
the  different  members  comprising  the  structure  is  obtained  readily  by 
graphic  methods,  or  by  the  method  of  moments. 

Bracket. — A  rib  occupying  an  angle  in  a  casting,  or  in  built-up  wrought- 
iron  work  and  placed  there  for  the  strengthening  of  a  plate  or  flange. 
The  term,  however,  is  one  of  very  wide  application  in  engineering, 
being  used  to  denote  castings  themselves  which  have  a  resemblance, 
however  remote,  to  the  typical  bracket.  It  is  often  employed  to 
denote  bearings  of  many  different  kinds,  as,  for  instance,  those  which 
are  bolted  to  walls  to  carry  plummer  blocks  for  shafting,  or  those 
which  depend  from  timber,  also  to  carry  shafting,  and  castings  bolted 
upon  bed  plates,  and  so  on. 

Bracket  Pedestal. — A  wall  bracket  (q.v.). 

Brad. — A  cut  nail,  rectangular  in  section  and  having  a  head  or  lip  on  one 
side  only.  Used  for  pattern  work  and  by  moulders  for  mending  and 
staying  broken  and  weak  sand.    See  Sprigging. 

Brad  Awl. — A  boring?  tool  used  previous  to  the  insertion  of  brads  and 
nails.  It  first  divides  the  fibres  by  means  of  its  cutting  edge,  and 
then  thrusts  them  aside,  but  does  not  extract  them. 

Brad  Punch. — A  blunt  pointed  steel  rod  used  for  hammering  the  heads  of 
nails  slightly  below  the  surface  of  the  wood  into  which  they  have  been 
driven,  when,  for  the  sake  of  appearance,  it  is  undesirable  that  the 
heads  of  the  nails  should  be  seen,  the  head  of  the  punch,  being  struck 
by  the  hammer,  similarly  to  the  centre  punch. 

Brake.— {1)  The  mechanism  by  which  a  train  is  brought  rapidly  to  a 
standstill.  (2)  The  frictional  arrangement  by  which  the  descent  of 
Heavy  loads  is  regulated.  The  ordinary  brake  consists  of  a  flexible 
strap  of  wrought  iron,  lined  with  wooden  blocking,  embracing  the 
riphery  of  a  smoothly  turned  iron  wheel,  and  is  mode  capable  of 
;  tightened  round  the  iron  by  the  intervention  of  a  lever,  or  of  a 
wheel  and  screw. 

Brake  Blocks. — The  short  blocks  of  wood  which  are  screwed  to  a  hooped 
iron  strap  to  form  a  flexible  brake  around  the  rim  of  a  brake  wheel. 

Brake  Cylinder. — The  cylinder  of  a  steam  or  of  a  water  brake. 

Brake  Dram. — A  large  wooden  drum  used  for  winding  the  rope  or  chain 
which  lifts  and  lowers  the  cages  or  the  trucks  on  colliery  or  quarry 
works.  Called  also  a  winding  drum.  "  Brake  drum"  refers  to  the 
method  by  which  its  action  is  controlled,  being  that  of  a  brake. 

Brake  Handle. — The  handle  of  a  brake  lever. 

Brake  Horse-Power. — The  horse-power  of  an  engine  or  machine  taken  off 
a  brake  attached  thereto.  The  instrument  employed  for  the  purpose  is 
the  friction  dynamometer  (q.v.),  and  the  advantage  of  its  employment 
is  that  the  net  useful  work  given  out  is  then  directly  obtained,  whereas 
when  the  horse-power  is  taken  by  the  indicator,  a  doubtful  allowance 


MECHANICAL  ENGINEERING.  47 

lias  to  be  made  and  deducted  for  the  power  absorbed  by  the  engine 
itself,  due  to  friction  and  other  losses. 

Brake  Lever. — The  lever  by  means  of  which  the  action  of  a  brake  is  con- 
trolled.    It  may  be  a  hand  or  a  foot  lever. 

Brake  Power. — T?he  frictional  resistance  developed  by  a  brake.  It  is 
expressed  in  any  convenient  units,  or  as  an  equivalent  to  a  definite 
amount  of  mechanical  force  against  which  it  is  set  off. 

Brake  Shoe. — The  block  of  wood  which  is  thrust  against  a  trolly  or  truck 
wheel  by  the  brake  levers  to  arrest  its  motion. 

Brake  Strap. — The  encircling  band  of  hoop  iron  to  which  the  brake 
blocks  (q.v.)  are  screwed  in  the  friction  brake  of  a  crane  or  hoisting 
machine. 

Brake  Wheel. — A  wheel  whose  periphery  is  turned  to  receive  the  pressure 
of  the  brake  strap  and  blocks,  the  whole  with  the  necessary  levers 
constituting  a  friction  brake.  The  brake  wheel  may  be  either  a 
distinct  casting  or  a  ring  simply  cast  on  the  face  of  one  of  the  toothed 
wheels. 

Braking. — The  application  of  brake  power  to  a  machine. 

Bramah's  Press.— The  hydraulic  press  (q.v.)  as  first  invented,  embodying 
the  practical  application  of  the  principle  that  hydraulic  pressure  is 
directly  proportional  to  the  head  and  to  the  area  01  surface. 

Bran. — Is  used  for  rubbing  over  the  plates  of  sheet  iron  used  in  tin-plate 
manufacture,  in  order  to  dry  them  after  the  pickling  process. 

Branch. — An  offset  from  a  pipe  which  diverts  the  contents  of  the  pipe  into 
another  channel,  or  whicn  conducts  into  the  pipe. 

Branoh  Pipe. — A  pipe  having  offsets  or  branches,  that  is,  short  outlet 
pipes  attached  to  the  main  axis. 

Brands. — (1)  Certain  marks  used  to  distinguish  the  qualities  of  wrought 
iron  and  steel  plates  and  bars.  They  are  not  uniform  tests,  since  the 
similar  brands  of  different  makers  will  often  indicate  different  qualities 
of  iron.  By  the  distinguishing  marks  cast  or  stamped  by  manufac- 
turers upon  the  materials  of  construction,  their  own  special  qualities 
of  iron,  and  the  blast  furnaces  or  rolling  mills  at  which  they  are  pro- 
duced, are  at  once  apparent.  Sometimes  the  initials  of  the  firm  or 
company  are  given,  often  the  initials  are  quite  arbitrary,  often  fanci- 
ful, like  telegraphic  code  words,  frequently  there  is  "a  heraldic  device  in 
addition — a  lion,  a  tortoise,  a  gun,  &c.  These  then  indicate  some 
definite  qualities  of  iron,  even  though  the  B  B  or  B  B  B  themselves  are 
omitted.  Grown  quality  is  often  represented  by  the  drawing  of  a 
crown  to  which  the  letter  B,  or  B  B  are  added.  K!evs  to  all  the  brands 
used  by  all  the  houses  in  the  kingdom  are  supplied  in  Ryland's  well- 
known  Directory  of  the  iron  trades.  (2)  Brands,  or  branding-letters,  are 
block  projecting  letters  cast  upon  the  ends  of  light  rods  or  handles,  and 
used  forburnmginajiufacturers'  initials  and  names  into  timber,  packing 
cases,  &c. 

Brasque. — A  mixture  of  coke  or  coal  dust,  with  or  without  powdered  gas 
carbon  and  coal-tar.  Used  for  the  lining  of  various  furnaces  to  pre- 
vent the  corrosion  of  certain  slags. 

Brass. — (1)  An  alloy  of  copper  and  zinc,  or  copper,  zinc  and  lead.  It  is 
used  for  the  cheaper  kinds  of  cocks,  lubricators  and  pumps.  The  term 
is,  however,  used  rather  loosely,  being  also  applied  to  gun  metal  (q.v.). 
(2)  The  term  is  commonly  applied  to  the  bearings  for  the  journals  of 
shafting,  the  half  bearing  being  termed  a  brass,  the  two  bearings  a  pair 
of  brasses,  and  the  bearings  with  their  seatings  a  plummer  block  or 
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pillow  block.    These  bearings  are  not  actually  made  in  braes,  but  in 
gun  metal,  which  is  harder  and  more  durable. 

Brass  Bench. — The  bench  of  the  brass  moulder  consists  of  a  plain  table, 
either  of  wood  or  iron,  upon  which  the  moulding  flasks  are  manipu- 
lated, and  of  a  bin  or  trough  containing  the  sand. 

Brass  Borings. — The  borings  and  turnings  of  brass  castings  collected  in 
the  shops  are  separated  from  those  of  iron  by  magnetting  (q.T.)  to  be 
remelted. 

Brass  Contraction. — See  Contraction,  Contraction-rule. 

Brasses.— See  Brass. 

Brass  Finishing. — The  later  stages  of  the  manufacture  of  brass  cocks, 
valves,  lubricators,  and  similar  engine  and  pump  fittings.  It  is  a 
special  branch  carried  on  in  a  department  or  in  a  factory  by  itself. 
It  combines  turning,  milling,  grinding  and  burnishing. 

Brass  Foundry. — The  department  in  which  brass  moulding  is  performed 
is  usually  either  separate  from,  or  a  section  divided  off  from  the  iron 
foundry,  special  materials  and  appliances  being  employed  therein. 

Brass  Furnace. — The  furnace  in  which  brass  and  gun  metal  are  melted.  It 
is  an  air  furnace  (q.v.),  or  an  "  air  crucible  furnace  "  (q.T.],  and  is  built 
in  brickwork  partly  below  and  partly  above  the  level  of  the  foundry  floor, 
the  draught  passing  through  it  from  a  grating  in  front  to  the  chimney 
behind.  It  is  usually  made  to  hold  but  one  crucible  at  a  time,  an 
increase  in  melting  power  being  obtained  by  increasing  the  number  of 
furnaces,  which  are  then  ranged  side  by  side.  The  crucibles  are  lifted 
out  of  the  mouth  or  ton  of  the  furnace  with  the  crucible  tongs.  When 
large  castings  are  required  a  reverberatory  furnace  is  often  employed. 

Brass  Moulder. — The  work  of  moulding  and  casting  brass  is  a  special 
department  of  foundry  practice,  almost  invariably  performed  by  a 
workman  specially  trained  to  it,  who  seldom  touches  iron  moulding. 
Good  brass  moulders  receive  higher  wages  than  ordinary  green  sand 
moulders,  and  do  much  of  their  work  by  the  piece. 

Brass  Sieve. — See  Sieve. 

Brass  Tubing. — Is  used  to  a  slight  extent  in  engineering  for  cutting  off 
into  hand  railing,  sheathing,  distance  pieces,  &c.  Its  thickness  is 
given  by  the  wire  gauge.  The  common  tube  is  soldered  or  brazed ; 
but  the  best  tubes  used  for  condensers  are  solid  drawn,  and  usually 
made  of  an  alloy  of  brass.    See  Muntz  Metal. 

Brass  Wire. — Is  put  to  a  variety  of  uses  in  engineer's  work.  It  is  hard 
when  unannealed,  soft  when  annealed.  Its  dimensions  are  those  of  the 
wire  gauge. 

Brasswork. — The  small  mountings  of  steam  boilers,  gauges,  hose  unions, 
cocks,  valves,  whistles,  and  similar  works  are  made  in  common  brass, 
various  mixtures  being  employed.  When  mixing  brass,  care  must  bo 
taken  to  use  the  same  mixtures  for  work  which  is  in  immediate  proxi- 
mity, since  the  colours  vary  with  the  mixtures.  Brass  is  sometimes 
variously  named  according  to  its  colour,  as  red  brass,  yellow  brass, 
white  brass. 

Braced  Joint. — A  joint  united  by  brazing  (q.y.)  as  distinguished  from  a 
soldered  joint,  a  weld,  or  a  riveted  or  screwed  joint. 

Bracing. — The  union  of  metallic  surfaces  by  means  of  a  film  of  an  alloy 
interposed.  The  joints  to  be  brazed  are  cleaned,  bound  with  wire,  put 
into  a  clear  fire,  sprinkled  with  borax,  and  heated  until  the  alloy  melts. 
Also  called  hard  soldering. 

Bracing  Metal. — An  alloy  composed  of  98  parts  of  copper  and  2  of  tin, 
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used  for  casting'  the  flanges  of  copper  steam  pipes,  and  the  facings  of 
sluice  valves  which  have  to  be  cast  to  their  iron  casings.  It  is  neces- 
sary that  the  proportion  of  copper  should  be  high,  else  the  flanges 
would  melt  at  the  temperature  required  for  brazing. 

Bracing  Wire. — Soft  brass  wire  of  small  gauge  used  for  binding  around 
joints  which  have  to  be  brazed.  The  joint  being  heated  and  sprinkled 
with  borax,  the  wire  melts  and  runs  in. 

Break. — A  brake  (q.v.). 

Breakdown. — A  breakdown  is  said  to  happen  when  some  portion  of  an 
engine  or  machine  fails  or  gives  out,  so  that  the  mechanism  depending 
thereon  is  either  partially  or  wholly  brought  to  a  standstill.  Break- 
downs frequently  call  into  play  the  highest  ingenuity  and  ready 
resource  of  the  workman  or  attendant.  Breakdowns  at  sea  are,  from 
the  circumstances  of  the  case,  more  troublesome  than  those  on  land, 
and  they  are  more  especially  so  in  the  case  of  crank  shafts,  and 
similarly  massive  portions,  for  which  auxiliary  (q.v.)  and  spare  parts 
(q.v.)  cannot  be  taken. 

Breakdown  Crane. — A  form  of  crane,  especially  constructed  for  railway 
use,  to  be  employed  in  clearing  the  line  after  accidents,  hence  called, 
"  accident  crane.  It  is  made  compact  and  strong,  and  cast  iron  is 
employed  as  little  as  possible  in  its  construction,  in  order  to  lessen  the 
risk  of  fracture  by  rapid  transit  and  the  shocks  of  shunting,  &c.  It  is 
necessarily  a  balance  crane  (q.v.),  but  the  balance-box  is  made  to  slide 
inwards,  or  to  haul  backwards  as  required,  and  the  whole  is  mounted 
upon  tyred  wheels,  with  springs,  axle-boxes,  buffers  and  draw-bars,  as 
in  ordmaryrolling  stock. 

Breaking. — When  molten  iron  is  poured  into  a  ladle,  its  surface  shows  a 
multitude  of  continually  varying  curves,  due  to  the  rising  up  of  the 
metal  from  beneath.  Different  qualities  of  metal  have  different  aspects 
of  striatum,  so  that  a  founder  can  distinguish  between  hard  and  soft 
iron  while  yet  in  the  ladle,  and  can  also  roughly  judge  of  its  tempera- 
ture.   This  striation  is  termed  the  breaking  of  the  metal. 

Breaking  Down. — The  sawing  of  logs  of  timber  into  planking. 

Breaking-down  Bolls. — Roughing-down  rolls  (q.v.). 

Breaking  Joint. — (1)  Used  in  reference  to  the  joints  in  metallic  piston 
rings.  The  joints  of  the  rings  alternate  one  over  the  other  to  pre- 
vent escape  of  the  steam.  Sometimes  called  cross  joint.  (2)  The 
separation  of  the  joints  of  steam  and  water  pipes,  sockets,  flanges, 
cylinders,  &c,  for  purposes  of  repair.  (3)  The  placing  of  the  longi- 
tudinal seams  of  cylindrical  riveted  structures  alternately  in  relation  to 
each  other,  in  order  that  the  plates  shall  afford  each  other  mutual  sup- 
port. This  practice  is  common  in  the  barrels  of  steam  boilers. 
(4)  Where  a  fagot  or  pile  is  so  built  up  that  the  layers  of  which  it  is 
composed  are  not  continuous  over  the  whole  width,  but  are  made  in 
different  widths,  so  that  the  joints  overlap,  they  are  said  to  break  joint. 

Breaking  Pieces,  or  Spindles. --Short  lengths  of  shafting  used  for  coupling 
up  the  engine  with  the  bottom  rolls  of  a  forge  train,  or  the  rolls  with 
each  other.  The  breaking  pieces  are  made  weaker  than  the  necks  of  the 
rolls  in  order  that,  in  the  event  of  overstrain,  they  will  break  and 
so  prevent  damage  to  the  machinery,  hence  their  name.  They  are 
coupled  to  the  journal  ends  by  means  of  wabblers  (q.v.). 

Breaking  Strength. — Corresponds  with  that  amount  or  limit  of  stress  at 
which  a  structure  or  beam  gives  way,  or  is  ruptured. 

Breaking  Weight.— The  load  necessary  to  break  a  beam  or  a  structure 
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The  actual  breaking  weight  is  a  variable  quantity  even  for  the  same 
particular  class  of  materials,  depending  partly  upon  the  quality 
selected,  and  also  essentially  upon  tne  manner  in  which  it  is  applied, 
whether  suddenly  by  impact  (q.v.),  or  gradually,  or  as  the  last  in  a  long 
series  of  variable  loads.  See  Dead  Load,  Fatigue  of  Materials,  lave 
Load,  Variable  Load. 

Break  Lathe. — A  lathe  of  large  size,  whose  bed  is  deepened  in  front  of 
the  headstock  to  receive  wheels  and  other  work  of  large  diameter,  and 
the  length  of  whose  gap  or  break  is  capable  of  variation  by  sliding  the 
bed  along  a  base  plate. 

Breast  Brace. — Any  brace  (q-v.)  which  is  furnished  with  a  knob  in  order 
that  the  pressure  on  the  drill  or  bit  may  be  communicated  thereto  by 
the  breast  of  the  workman. 

Breast  Hole. — The  arched  hole  in  front  of  and  just  above  the  base  of  a 
foundry  cupola,  where  the  fire  is  lit,  and  through  which  the  cinder  and 
slag  are  extracted  after  the  casting  work  is  over.  It  is  closed  by  a 
sheet-iron  door  or  breast  plate  during  the  time  that  the  blow  is  on. 

Breast  Plate. — (1)  The  plate  of  sheet  iron  which  covers  the  breast  hole  of 
a  cupola.  (2)  A  sheet  of  metal  laid  against  the  breast  to  receive  the 
thrust  of  the  drill  spindle  used  with  the  fiddle  drill. 

Breast  Wheel. — A  water-wheel  in  which  the  water  meets  the  buckets 
near  the  horizontal  line  which  passes  through  the  axis  of  the  wheel. 
When  the  water  flows  in  at  a  point  above  the  horizontal  line,  the 
wheel  is  termed  high  breast,  and  when  at  a  point  below,  low  breast. 

Breeches  Pipe. — A  bend  pipe  having  two  legs  or  branches  running 
either  parallel  with  each  other,  or  divergent.  The  branches  unite  into 
one  at  their  point  of  bifurcation.  The  casting  which  connects  a  single 
inlet  suction  pipe  with  the  two  barrels  of  a  lifting  pump  furnishes  an 
illustration  of  a  breeches  pipe. 

Breeze. — Small  or  dust  coke.  Used  sometimes  for  grinding  into  blacking 
and  facing  for  foundry  use. 

Brick. — Common  clay  bricks  are  used  in  foundries  to  form  the  framework 
or  backing  upon  which  the  loam  is  plastered  in  loam  moulding.  Curved 
bricks  specially  made  are  used  in  the  smaller  cylindrical  work.  See 
Bauxite  Bricks,  Dinas  Brick,  Fire-Brick,  for  those  kinds  which 
are  used  for  the  linings  of  furnaces.  Iron  moulders  use  bricks  made  of 
loam  (see  Loam  Brick),  in  certain  sections  of  their  work. 

Brick  Arch. — An  arch  built  up  of  fire-brick  placed  transversely  across  the 
fire-box  of  a  locomotive  boiler,  in  front  of  the  tubes,  and  sloping  down- 
wards and  backwards  towards  the  fire-bars,  its  purpose  being  to  deflect 
the  flame  and  hot  gases  backwards  and  so  prevent  them  from  passing 
into  the  tubes  too  rapidly. 

Bricking  Up. — The  building  up  of  the  outline  of  a  loam  mould  with 
course*  or  layers  of  bricks.    See  Brick,  Loam  Brick,  Loam  Mould. 

Bridge. — (1)  A  structure  by  which  a  road  or  railway  is  carried  over 
a  river.  Bridges  are  sometimes  made  of  cast  iron,  seldom  of  timber, 
though  both  materials  were  largely  employed  formerly.  Wrought 
iron  is  the  material  now  chiefly  used.  (2)  An  arched  guide  casting 
attached  to  the  cover  of  a  lift  pump  or  a  force  pump,  and  through 
whose  central  boss  the  free  end  of  the  piston  or  plunger-rod  travels. 
(3)  In  a  reverberatorv  furnace,  the  wall  which  divides  the  fuel  chamber 
from  the  hearth.  (4)  The  barrier  which  stretches  across  the  fire-box 
of  an  engine  boiler,  at  the  farther  end  of  the  fire-grate.  It  is  usually 
built  of  brick  laid  upon  a  girder-like  casting,  or  upon  a  bar  of  wrought 
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lion.  Its  purpose  is  to  throw  the  flame  upwards  to  the  heating  sur- 
face and  to  prevent  too  rapid  escape  of  the  heated  gases. 

Bridge  Cylinder.— See  Foundation  Cylinder. 

Bridge  Plates. — A  cheap  quality  of  iron  similar  to  ship  plates.  Its  ten- 
sile strength  is  low,  about  18  tons,  or  even  less,  to  the  inch,  and  it  is 
brittle,  haying  bnt  2  or  3  per  cent,  of  ultimate  set  (q.v.). 

Bridge  Bail.— See  Flat  Bottomed  Bail. 

Bridle. — (1)  The  loop  which  is  forged  on  a  slide-valve  rod  to  embrace  the 
back  of  the  valve.  It  maybe  square  or  circular  in  plan.  (2)  Sometimes 
applied  to  the  strips  in  a  steam  chest  between  which  the  valve  travels. 
(3)  A  loop  or  clip  used  for  holding  test  pieces  in  a  testing  machine. 

Bridle  Bod. — See  Radius  Bod. 

Bright  Huts. — Nuts  whosejends  and  faces  are  polished  for  the  sake  of 
appearance.  All  nuts  exposed  to  view  on  machines,  and  on  good  indoor 
work  are  bright.  Their  ends  are  turned  in  a  centering  machine,  and 
their  facets  are  planed  while  strung  on  a  bar  in  a  planing  machine,  or 
they  are  done  with  a  milling  cutter,  or  on  a  special  machine. 

Bright  Bed  Heat. — A  stage  of  temperature  in  smith's  work  when  the  black 
scales  on  the  surface  of  iron  are  thrown  into  relief  against  the  red  back- 
ground, and  which  corresponds  roughly  with  a  temperature  of  1 800°  F. 

Bright  Work. — Denotes  those  portions  of  metallic  surfaces  which  are 
polished,  either  to  diminish  the  friction  of  bearing  parts,  or  for  the  sake 
of  appearance.  The  brightening  is  effected  by  machine  outters  of 
various  kinds,  or  by  files,  emery-wheels,  emery-papers,  or  powders. 

Brine  Pump. — A  pump  used  for  drawing  off  a  certain  portion  of  the 
water  periodically  from  a  marine  boiler  to  prevent  exoessive  saturation. 

Brine  Valve. — Sometimes  applied  to  the  blow-off  valve  of  a  marine  boiler, 

Brittleness. — In  the  materials  of  engineering  this.ifl  usually  a  concomi- 
tant of  hardness.  The  hardest  and  most  highly  tempered  steel  is  the 
most  brittle ;  white  iron  is  more  brittle  than  grey,  and  chilled  iron  than 
any  other.  But  brittleness  is  also  a  sign  of  inferiority,  as  in  wrought 
iron  and  mild  steel.  The  brittleness  of  castings  and  malleable  work  is 
reduced  by  annealing  (q.v.). 

Broach. — A  boring  tool,  employed  for  the  purpose  both  of  enlarging 
and  imparting  accuracy  to  tapered  and  parallel  holes.  Broaches  are 
made  of  various  sectional  forms,  and  their  cutting  angles  range  from 
90°  to  130'.    Sometimes  called  rose  reamers.    See  also  Bose  Bit. 

Broaching. — The  enlarging  and  smoothing,  and  truing  of  drilled  holes 
by  means  of  a  broach  or  reamer.  Broaching  is  chiefly  done  in  a 
drilling  machine  or  a  lathe. 

Broad  Brush. — A  draughtsman's  colour  brush,  broad  and  thin,  used  for 
tinting  over  large  areas. 

Broad  Gauge. — Seven  feet  between  rails,  introduced  by  Brunei  on  the 
Great  Western  Railway. 

Brob. — A  spike  driven  alongside  of  a  butt- jointed  timber  standing  at 
right  angles  with  another  timber.  Brobs  are  driven  into  the  longi- 
tudinal piece  to  prevent  the  abutting  timber  from  slipping  sideways. 

Broche. — A  broach  (q.v.). 

Broken  Glass. — Frequently  thrown  on  the  surfaoe  of  molten  brass  while 
yet  in  the  crucible,  in  order  to  prevent  oxidation  from  taking  place. 

Bronze.— See.  Gun  Metal. 

Broom. — A  large  oblong  wire  brush  (q.v.)  used  for  brushing  the  sand  from 
iron  and  steel  castings. 

Brown  Haematite.— A  hydrated  oxide  of  iron,  embracing  ores  widely 
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differing  both  in  appearance  and  in  quality.  Thery  receive  different 
specific  names  in  different  districts,  bat  all  agree  in  being  composed 
essentially  of  peroxide  of  iron.  Fes  O3,  and  water. 

Bubble  Tube,  or  Spirit  Glaii. — The  tube  of  a  spirit-level  (q.v.)  which  con- 
tains the  enclosed  spirit. 

Bucket. — (1)  A  scoop-shaped  vessel  or  grab  (q.v.)  used  in  dredging  opera  - 
turns,  ana  for  the  hauling  of  grain.  (2)  A  mud  bucket  (q.v.).  (3)  Tho 
piston  of  a  lift  pump.  (See  Pump  Bucket.)  (4)  The  outlets  for  water  in 
turbines.  (5)  The  receptacles  for  the  water  in  over-shot  and  breast 
wheels.  These  were  formerly  made  of  wood,  but  iron  is  now  employed. 
Their  section  also  is  curved  instead  of  being  angular,  as  was  the  case 
when  wood  was  the  material  used.  (6)  Ordinary  galvanized  iron 
buckets  are  used  by  moulders  for  damping  and  re-mixing  sand  which 
has  become  dried  and  friable  by  being  cast  in.  The  intimate  mixture 
of  the  sand  and  water  is  effected  by  turning  it  about  with  the  shovel. 

Bucket  Air  Pump. — The  ordinary  form  of  marine  engine  air  pump,  pro- 
vided with  piston,  foot  and  head  valves. 

Bucket  and  Plunger  Pump. — A  form  of  double-action  pump  in  which  a 
bucket  and  plunger  are  combined  on  a  single  rod,  the  plunger  being 
uppermost.  By  its  combined  action  half  the  contents  of  the  barrel  are 
discharged  during  the  up,  and  half  during  the  down  stroke.  The 
volume  of  liquid  ejected  at  each  stroke  is  equal  to  the  displacement  of 
the  plunger. 

Bucket  Valve. — The  flap  valve  (q.v.)  of  the  bucket  of  a  lift  pump  (q.v.). 

Buckle.— The  localised  inequalities  of  a  plate  of  wood  or  metal  caused  by 
unequal  and  localised  strains  and  tensions.  Moisture  or  dryness,  or 
want  of  homogeneity  of  grain,  will  produce  buckling  in  timber.  Un- 
equal internal  stress  due  to  different  densities,  or  qualities,  or  rates  of 
cooling,  will  oause  buckle  in  metals. 

Buckled. — See  Crippling. 

Buckled  Plates. — Plates  of  cast  or  wrought  iron  having  a  curved  or  slightly 
angular  section  if  taken  transversely  in  any  direction,  the  rise  of  the 
angle  or  curve  being  uppermost.  The  object  of  buckling  is  to 
strengthen  the  plate  by  placing  it  in  the  condition  of  an  arch,  and  so  to 
enable  it  to  withstand  the  injurious  effects  due  to  the  vibration  of 
moving  loads.  Buckled  plates  are  used  in  bridge  construction  for 
supporting  the  foot  ways. 

Buckling.— See  Crippling. 

Budding  Spanner. — A  shifting  spanner  in  which  the  movable  jaw  is 
adjusted  by  means  of  a  small  skew  rack  and  wheel  on  the  back  of  the 
lever  handle. 

Buff, — An  appliance  for  polishing  and  finishing  metallic  surfaces.  Usually 
a  cylindrical  body,  having  a  covering  of  emery.  The  emery  is 
cemented  with  glue  or  other  composition,  and  the  buff  runs  on  a  spindle. 

Buffer. — An  elastic  spring  by  which  the  shock  of  contact  between  rail- 
way waggons  is  deadened. 

Buffer  Bar.— See  Buffer  Beam. 

Buffer  Beam,  or  Buffer  Bar. — A  beam  of  timber  or  wrought  iron  which 
carries  the  buffers  in  locomotives  and  rolling  stock. 

Buffer  Box. — The  casing  which  encloses  the  buffer  spring  and  buffer  rod. 

Buffer  Bite. — The  spheroidal  disc  against  which  the  contact  of  buffers 
takesplaoe. 

Buffer  Plunger. — A  buffer  rod  (q.v.). 

Buffer  Bod.— The  rod  which  carries  the  buffer  diso. 
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Buffer  Spring. — A  strong  coiled  steel  spring  enclosed  in  the  buffer  box« 
which  resists  and  deadens  the  force  due  to  the  collision  of  buffers. 

Buffing. — The  process  of  polishing  by  means  of  leather  and  emery,  or 
other  powder. 

Buff  Wheel.— See  Buff. 

Building  Up. — (1)  Patterns  are  said  to  be  built  up  when  they  are  con- 
structed by  laying  several  courses  of  segments  one  above  the  other. 
(2)  Works  in  wrought  iron  and  steel  are  built  up  by  the  piling  (q.  v. )  of 
small  bars,  or  when  numerous  pieces  are  welded  together,  as  dis- 
tinguished from  drawing  down,  upsetting,  or  otherwise  manipulating 
in  a  single  piece.    See  App. 

Built- Up  Pulleys. — See  Wrought- Iron  Pulleys. 

Bulb  Angles. — See  Angle  Iron. 

Bulb  Bars. — Rolled  iron  bars  having  a  bulb,  or  bead  on  one  edge.  They 
range  from  6  in.  by  -\*g  in.,  with  7J  lbs.  weight  per  foot,  to  12  in.  by 
i^r  in.,  with  22  lbs.  per  foot. 

Bulb  Tees. — Boiled  tee-iron  having  a  bulb  or  bead  on  the  oentre  web.  They 
range  from  6  in.  by  4  in.,  by  A  in.,  to  12  in.  by  6fJ  in.  by  J  in. 

Bulger  Bam. — A  round-ended  ram  employed  in  forcing  metal  plates  into 
apertures,  in  experiments  on  bulring  stress  (q.v.). 

Bulging  Stress.— The  stress  to  which  flat  plates  are  subjected  when 
supported  around  their  edges,  and  strained  at  the  centre.  Or  the  stress 
of  cylinders  when  subjected  to  internal  pressure. 

Bull  Dog. — The  material  used  for  the  lining  or  fettling  (q.v.)  of  puddling 
furnaces.  It  is  a  mixture  of  oxide  of  iron,  chiefly  ferric  oxide,  though 
ferrous  is  present  in  small  quantity,  with  silicon  and  titanic  acid. 

Bullet  Compasses,  or  Cone  Compasses.— Compasses  having  a  bullet  at  the 
end  of  one  leg  for  setting  in  a  central  hole  from  which  a  circle  has  to  be 
scribed. 

Bullock  Gear. — Mechanism  for  the  utilisation  of  animal  power  in  the 
driving  of  well  and  other  pumps,  and  for  much  light  work  besides  of  a 
general  character.  It  consists  of  the  long  poles  to  which  the  cattle  are 
attached,  and  which  by  their  leverage  drive  a  pair  of  bevel- wheels,  and 
through  these  the  machinery  connected  thereto.  Also  termed,  indis- 
criminately, cattle  gear,  and  hone  gear. 

Bunker. — The  enclosed  space  which  contains  the  furnace  coal  or  coke  for 
the  use  of  an  engine  boiler.    Sometimes  called  coal  bunk. 

Bunker  Plate. — A  plate  of  sheet  iron  which  enoloses  the  area  utilised  for 
the  deposit  of  boiler  fuel. 

Burden.— The  charge  of  a  furnace.  See  Charge.  light  Burden,  Heavy 
Burden  denotes  the  excess  of  fuel  or  of  ore  respectively* 

Burnett's  Fluid. — A  fluid  used  for  the  impregnation  (q.v.)  of  timber. 
It  is  composed  of  chloride  of  zinc  diluted  with  water,  and  applied  under 
pressure. 

Burning. — Wrought  iron  becomes  burned  when  it  is  allowed  to  remain  in 
the  fire  too  long  at  a  temperature  equal  to  or  greater  than  that  of  the 
welding  heat  (q.v.).  It  can  then  barely  be  utilised  by  repeated  reheat- 
ings  and  hammerings,  but  is  best  discarded. 

Burning  On. — The  process  by  which  a  broken-off  or  incomplete  portion  of 
a  casting  is  made  good,  or  replaced.  A  sand  mould  of  the  portion 
to  be  burned  on  is  made  and  placed  in  proper  juxtaposition  to  the  old 
casting  in  the  bed  of  the  foundry  floor.  The  molten  metal  is  then 
poured  in,  but  at  the  same  time  permitted  to  run  away  through  a  sate 
or  outlet  at  the  side.    By  this  device  the  molten  metal  is  allowed  to 
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flow  for  tk  certain  time  oyer  the  broken  face  of  the  old  easting  nntfl 
that  portion  is  in  a  state  of  local  fusion,  when  the  outlet  is  stopped  with 
sand,  and  the  flow  of  metal  arrested.  When  cold,  perfect  amalgamation 
will  be  found  to  have  taken  place. 

Burnish. — (1)  To  polish  a  metallic  surface  by  the  friction  of  another 
metallic  surface  thereon.  (2)  The  envelopment  of  a  body  by  the  bend- 
ing over  of  a  metallic  ring  around  its  edges.  (3)  Sometimes  applied  to 
the  process  of  buffing  (q.v.). 

Burnisher. — (1)  A  half-round  file  ground  smooth,  or  a  piece  of  steel  of 
similar  section  used  to  burnish  metallic  surfaces  with.  (2)  A  blunt  tool 
by  which  pressure  is  imparted  against  sheet  metals  during  the  opera- 
tion of  spinning. 

Burnishing.— See  Spinning. 

Burnt.— See  Sand  Burnt. 

Burnt  Casting.— See  Sand  Burnt. 

Burnt  Iron. — Cast  iron  which  has  been  long  subjected  to  the  action  of 
heat  is  said  to  be  burnt,  and  becomes  rotten,  and  red  in  colour,  owing  to 
the  absorption  of  oxygen. 

Burnt  Steel — Cast  steel  which  has  been  overheated  so  that  its  nature  as 
steel  has  been  abstracted,  due  probably  to  the  absorption  of  carbon  and 
the  formation  of  oxides.  Burnt  steel  is  considered  valueless,  but  there 
are  methods  sometimes  adopted  for  improving  it  by  bringing  it  into 
contact  with  certain  physios,  or  by  reheating  and  hammering.  But  its 
lost  tenacity  can  never  be  fully  restored,  and  it  is  scarcely  worth  the 
while  to  attempt  it,  because  the  burnt  end  can  be  broken  off  and  thrown 
away,  leaving  the  remaining  portion  good! 

Burr. — (1)  The  turned-over  undetached  line  or  edge  of  metal  which 
results  when  a  metallic  edge  or  surface  is  subjected  to  abrasion. 
(2)  The  turned-up  edge  of  metal  which  commonly  results  from  the 
operation  of  punching  or  drilling,  and  cutting  operations  in  general. 

Burra  Buna  Copper.— Malachite  (q.v.)  obtained  in  Australia. 

Bursting.— (1)  Tho  breaking  asunder  of  a  rapidly  revolving  pulley  when 
the  stresses  due  to  centrifugal  force  overcome  the  cohesive  strength  of 
the  material.  (2)  The  bursting  of  a  boiler  or  hydraulic  cylinder  is  due 
to  the  excess  ox  internal  pressure,  as  distinguished  from  that  of  col- 
lapsing pressure  (q.v.). 

Bursting  rressure.— The  pressure  necessary  to  produce  actual  rupture  in 
a  closed  vessel,  as  a  boiler  or  pipe. 

Bush. — The  internal  cylindrical  lining  of  a  bearing.  Usually  of  brass, 
or  gun  metal,  or  some  kind  of  antifriction  metal.  Bushes  are  used 
either  for  purposes  of  eoonomy,  as  when  lining  an  inferior  metal  with 
one  more  expensive,  or  for  convenience,  so  that  they  may  be  replaced 
when  worn,  without  replacing  the  main  casting.  A  bush  is  undivided, 
while  a  brass  is  divided. 

Bushing. — The  fitting  and  driving  in  of  bushes  into  their  Beatings. 

Butt  Coupling. — The  ordinary  form  of  box  coupling  used  for  connecting 
shafting,  the  abutting  ends  of  the  shafts  being  enclosed  by  the  box 
keyed  around  them.    See  Box  Coupling. 

Butterfly  Valve. — A  pair  of  flap  valves  (q.v.)  arranged  back  to  back. 

Butt  Joint. — A  smith's  welded  joint,  made  by  the  abutting  together  of 
two  pieces  of  metal.  Butt  joints  are  sometimes  strengthened  with 
dowells  or  "  stuck  in  "  pieces. 

Butt  Measurement. — The  measurement  of  a  dimension  by  thrusting  one 
end  of  a  rule  against  the  portion  whence  the  measurement  is  taken. 
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The  term  is  employed  to  distinguish  it  from  measurements  taken  with 

trammels,  compasses,  or  dividers,  or  measurements  set  off  by  marking 

from  the  rule  divisions  themselves. 
Button. — The  circular  disc  of  metal  pushed  through  a  plate  by  punching-. 
Button -Headed  Screws. — Small  set  or  attachment  screws  whose  heads 

are  hemispherical  in  outline.    They  are  driven  in  with  a  screw  driver. 
Button  Sleeken. — Egg  sleekers  (q.v.). 
Buttress  Thread. — A  screw  thread  whose  section  is  triangular,  but  which 

has  one  face  at  right  angles  with  the  axis  of  the  screw,  the  second  face 

alone  being  sloped.    These  threads  are  only  employed  in  cases  where 

they  have  to  resist  a  force  always  acting  in  one  direction. 
Butt  feiveted  Joint. — See  Butt  Riveting. 
Butt  Biveting. — When  the  edgres  of  two  plates  are  brought  one  against 

the  other,  and  are  riveted  into  a  covering  plate  or  strip  embracing 

the  two ;   the  term  butt  riveting  is  used  to  distinguish  it  from  lap 

riveting  (q-yj. 
Butt  Strip. — The  covering  strip  used  for  the  connection  of  the  plates  in 

butt  riveting  (q.v.). 
Butt-Welded  Tubes. — Malleable  iron  tubes  whose  joints  are   simply 

abutted  in  welding,  as  distinguished  from  lap-welded  tubes. 
Buzz  Saw. — A  term  sometimes  applied  to  a  circular  saw,  derived  from 

the  buzzing  sound  which  it  produces. ' 
B.  W.  Ch — Birmingham  wire  gauge.    See  Wire  Gauges. 
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Cab. — The  hood  or  covering  which  arches  over  the  footplate  of  a  loco- 
motive engine. 

Cabinet  Best. — A  palette  (q.v.)  containing  several  independent  saucers, 
circular  in  plan,  and  fitting  closely  one  above  another,  to  prevent  drying 
up  of  the  ink  or  colour  when  not  required  for  immediate  use. 

Cable-laid  Bope. — A  rope  composed  of  three  common  ropes  instead  of 
strands,  laid  or  twisted  from  left  to  right,  or  in  the  reverse  direction  to 
the  strands  in  the  several  ropes  composing  it. 

Cage.— See  lift. 

Cage  Valve.— A  ball  valve  (q.v.). 

Caisson. — A  water-tight  casing  sunk  into  the  bed  of  a  stream  and  used  in 
the  construction  of  the  foundations  of  bridges  and  structures  laid  under 
water,  the  work  of  excavation  being  carried  on  within  it. 

Caking  Coal. — Coal  which  has  the  property  of  giving  off  abundance  of 
gas,  and  hardening  subsequently.  The  caking  coals  are  largely  used  in 
smiths'  fires,  and  for  gas  making. 

Calamine. — The  principal  ore  of  zinc.  It  consists  of  the  oxide  in 
combination  with  carbonic  acid  contaminated  with  oxide  of  iron.  It 
is  found  in  Flintshire,  the  Mendip  Hills,  Alston  Moor,  and  in  many 
parts  of  Europe. 

Calcination,  or  Calcining,  or  Boasting. — The  heating  of  metallio  ores  in 
order  to  expel  some  of  the  foreign  and  injurious  ingredients-mingled 
therewith,  preparatory  to  their  reduction  to  the  metallic  condition. 
The  ores  of  iron  are  roasted  in  kilns,  to  drive  off  the  carbonic  acid  and 
water  present.    In  the  extraction  of  copper  the  roasting  of  the  ores  is 
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effected  in  a  reverberatory  furnace  to  expel  arsenic  and  sulphur.  The 
arsenic  combines  with  oxygen  to  form  arsenioua  acid,  the  sulphur 
yields  sulphurous  acidgas,  or  remains  in  small  quantity  in  the  ore  as 
sulphate  of  copper.  The  calcination  of  tin  ore  is  also  effected  in  a 
similar  furnace,  and  for  the  same  object. 

Calcining.— See  Calcination. 

Calcining  Furnace. — The  reverberatory  furnace  in  which  the  calcination 
(q.y.)  of  ores  is  carried  on. 

Calcium. — Symbol  Ca.  Comb,  weight  39*9.  Sp.  gT.  1*58.  One  of  the 
metals  of  the  alkaline  earths,  the  metallic  base  of  lime,  CaO,  and 
carbonate  and  sulphate  of  lime,  of  the  limestones,  mortars,  and  con* 
cretes.  The  metal  calcium  does  not  occur  in  the  free  state  in  nature, 
being  too  readily  oxidizable,  but  its  various  compounds  are  of  immense 
utility  and  interest  to  the  engineer. 

Calender  Boilers. — The  heavy  grooved  rollers  which  feed  the  timber 
along  to  the  saws,  or  to  tie  cutters,  in  frame  saws,  and  planing 
machines  for  wood. 

California  Pump.— See  Barrow  Pump. 

Caliper. — An  instrument  used  for  measuring  the  diameter  of  circular 
work,  at  sections  intermediate  from  the  ends,  where  rule  measurement 
is  impracticable.  Calipers  are  termed  "  outside "  when  they  are 
bellied  for  measuring  outer  diameters — "inside"  when  the  legs  are 
straight  and  only  bent  round  at  the  points  to  measure  internal 
diameters.     See  Combination  Caliper. 

Caliper  Rule. — A  short  steel  rule,  a  portion  of  which  is  attached  to  a  well 
fitting  slide,  both  rule  and  slide  being  graduated  into  minute  portions 
of  an  inch.  The  slide  is  drawn  out  until  an  object  such  as  a  bar  or 
plate  can  be  embraced  between  the  opposing  portions  of  the  divided 
rule,  and  the  thickness  read  off  directly  from  the  dimensions  on 
the  slide. 

Calking. — Caulking  (q.v.). 

Caloric. — A  term  used  by  the  older  writers  on  mechanics,  which  ex- 
pressed a  false  and  misleading  theory.  Calorio  was  applied  to  signify 
the  material  principle  of  heat— heat  being  long  believed  to  be  a  subtle 
elastio  fluid  which  permeated  the  molecules  of  all  bodies.    See  Heat. 

Calorio  Engine. — See  Hot  Air  Engine. 

Calorie. — The  French  practical  unit  of  heat.  It  is  the-  quantity  necessary 
to  raise  one  kilogramme  of  water  1°  C,  the  temperature  being  taken 
between  0°  and  4°  C. 

Calorific  Intensity. — The  actual  value  of  a  fuel  as  a  thermal  agent.  It 
signifies  the  net  available  amount  of  heat  given  out  by  the  combustion 
of  a  definite  quantity  of  fuel  in  a  given  time  after  the  modifying 
influences  of  the  presence  of  moisture,  the  nature  and  action  of  the 
chemical  constituents  of  the  fuel  relatively  to  each  other,  the  nature 
and  specific  heats  of  the  ultimate  products  of  combustion,  and  the  way 
in  which  the  fuel  is  burnt,  are  allowed  for.  These  arithmetical  calcula- 
tions are  so  much  affected  by  these  modifying  influences  that  the 
calorific  intensities  of  various  fuels  are  ascertained  instead  by  means  ol 
direct  experiment. 

Calorific  Power. — Signifies  the  amount  of  heat  given  out  by  a  substance 
during  combustion,  independently  of  its  rate  of  combustion. 

Calorimeter. — The  sectional  area  of  a  boiler  flue,  given  in  square  inches, 
is  sometimes  termed  the  calorimeter  of  the  boiler. 

Cam. — A  plate  or  oylinder  which  transmits  variable  reciprocal  motion  to 
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a  pieoe  of  mechanism.  Gams  which  are  plates  are  provided  either  with 
an  edge  of  definite  and  special  outline,  volute,  or  heart-shaped  for 
example,  or  with  an  irregular  definitely  shaped  groove  on  one  face. 
Cams  which  are  cylinders  have  a  groove  cut  on  the  periphery,  which, 
instead  of  being  circular  in  one  plane  moves  to  the  right  or  left  as  it 
passes  around. 

Camber.— The  amount  of  curve  given  to  an  arched  bar  or  structure.  It 
is  applied  specifically  to  the  leading  and  trailing  springs  of  locomotives 
and  trucks.  It  is  given  in  terms  of  the  versed  sine  of  the  arc,  and 
usually  with  the  load  on. 

Camel  Hair. — Largely  employed  for  manufacturing  driving  belts. 

Campaign. — The  life  of  a  blast  furnace  lining,  estimated  by  the  number 
of  months  or  years  during  which  it  remains  in  blast. 

Cam  Shaft — The  shaft  in  a  cam- worked  punching  and  shearing  machine, 
which  actuates  the  slides.  Usually,  however,  in  machines  of  modern 
manufacture,  an  eccentric  is  employed  instead  of  cams  or  wipers. 
Similarly  applied  to  any  shaft  which  carries  cams  or  wipers. 

Candles. — See  Fuddlers'  Candles. 

Cannon. — A  hollow  spindle  or  shaft  which  has  a  motion  of  its  own,  and 
which  also  permits  of  the  independent  motion  of  a  shaft  through  its 
internal  diameter.  Its  applications  to  machinery  are  numerous.  Some- 
times termed  a  quill. 

Cantilever. — A  beam  fixed  at  one  end  and  loaded  at  the  other,  or  loaded 
uniformly.    Sometimes  called  a  semi-beam. 

Canting  Fence. — See  Fence. 

Canting  Motion,  or  Angle  Motion. — The  provision  for  placing  the  table 
of  a  band,  or  the  fence  of  a  circular  saw  at  an  angle  with  the  saw  for 
the  purpose  of  cutting  bevels. 

Canvas  Hose. — Hose  piping  (q.v.)  made  of  woven  canvas.  It  is  not  so 
durable  as  the  rubber  hose  (q.v.). 

Canvas  Packing. — Steam  packing  formed  of  canvas,  with  a  core  of 
india  rubber. 

Cap. — The  upper  or  loose  portion  of  the  bearing  of  a  shaft  Made  either 
in  iron  or  brass,  and  screwed  in  place  with  bolts  or  with  studs.  The 
bore  of  the  cap  may  be  in  actual  contact  with  the  shaft,  or  its  function 
may  be  simply  that  of  confining  the  top  half  of  a  divided  brass  bearing 
in  place. 

Capacity. — Another  term  for  yield.  Thus  the  capacity  of  a  manufac- 
turing firm  will  be,  say,  200  or  300  tons  per  week,  or  perhaps  given  as 
so  many  tons  per  furnace. 

Capillarity. — The  capillarity  of  fluids  is  taken  advantage  of  for  the 
lubrication  of  bearings,  the  oil  being  fed  into  the  bearings  along  a  fila- 
ment of  cotton  wick.  The  capillarity  of  any  oil  is  therefore  a  recom- 
mendation, if  not  obtained  at  a  sacrifice  of  some  other  more  important 
property. 

Capping. — The  shrouding  (q.v.)  of  gear  wheels. 

Capstan. — A  cone-shaped  drum  used  for  hauling  in  ropes  or  chains.  A 
warping  cone  (q.v.). 

Capstan  Lathe. — A  lathe  provided  with  a  capstan  tool  rest  (q.v.). 

Capstan  Tool  Best.— A  thick  perforated  disc  or  circular  tool  holder, 
attached  to  the  upper  part  of  a  lathe  rest  and  used  for  carrying  drills 
and  tools  of  various  kinds.  The  drills  are  set  radially  in  the  holes 
around  the  periphery  of  the  disc  and  fixed  by  set-screws  put  in  from 
the  top.    Any  number  of  duplicate  pieces  of  work  can  thus  be  operated 
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upon  with  different  sized  tools,  with  precisely  similar  results  in  each 
case,  by  slewing  round  the  capstan  and  bringing  the  desired  tools 
into  alignment  with  the  axis  of  the  work  centred  in  the  lathe.  Also 
called  from  its  shape,  a  turret  or  turret-rest. 

Carbide  of  Iron. — White  iron  (q.v.). 

Carbon.— Symbol  C.  Comb,  weight,  11*97.  A  non-metallic  element,  whose 
various  combinations  with  iron  chiefly  produce  the  essential  differences 
between  the  qualities  of  that  metal.  It  is  also  the  solid  element  of  com- 
bustion. Carbon  is  allotropic.  See  Graphite,  Combined  Carbon,  Char- 
coal, Hydro-carbons,  &o. 

Carbonado,  or  Black  Diamond. — An  uncrystallized  variety  of  carbon 
found  in  Brazil.  It  is  as  hard  as  the  diamond,  but  free  from  its  liability 
to  split.    It  is  used  for  turning  down  and  truing  emery-wheels. 

Carbonate  of  Copper. — See  Malachite. 

Carbonate  of  Lead. — Symbol  Fb  COs.  A  compound  of  carbonic  acid  with 
lead  oxide,  thus  Pb  O  4-  COs.  White  lead  is  essentially  a  combination 
of  the  carbonate  with  the  hydroxide,  thus  2Pb  C03  +  Pb  H2  02.  The 
white  lead  of  commerce  is  invaluable  as  the  basis  of  oil  paints. 

Carbonate  of  lime. — Symbol  Ca  CO3.  Hie  principal  compound  to  whose 
deposition  the  incrustation  of  steam  boilers  and  water  pipes  is  due.  It 
is  in  the  first  plaoe  held  in  solution  in  the  water  as  a  bicarbonate,  the 
excess  of  carbonic  acid  holding  it  in  solution.  This  excess  being  driven 
off  by  heat,  the  carbonate  of  lime  remains  as  a  floury  or  muddy  deposit, 
its  precise  condition  varying  with  the  nature  of  the  salts  with  which  it 
is  usually  accompanied.  In  the  presence  of  heat  it  hardens  and  forms 
an  injurious  scale.    See  Clark's  Process,  Soda,  Washing-out,  &c. 

Carbonate  of  Magnesia. — This  carbonate  is  held  in  solution  in  some 
feed-waters;  and  on  becoming  deposited  produces  incrustation  (q.v.). 
It  is  usually  present  in  smaller  quantity  than  is  the  case  with  the 
salts  of  lime.    See  also  Dolomite. 

Carbonates. — Salts  formed  by  the  union  of  carbonic  acid  with  bases.  The 
carbonates  always  effervesce  when  brought  into  contact  with  acids,  with 
the  evolution  of  CO*.  The  carbonates  of  iron,  lead,  copper,  magnesia, 
and  lime  are  those  which  chiefly  concern  the  engineer. 

Carbon  Cores. — Cores  of  solid  carbon  prepared  for  foundry  use,  and 
employed  where  heavy  liquid  pressures  have  to  be  resisted. 

Carbon  Dioxide.— See  Carbonic  Acid. 

Carbonic  Aeid,  Carbon  Dioxide,  or  Carbonic  Anhydride.— Symbol  CO* 
Produced  by  the  combustion  of  carbon  in  excess  of  air;  hence  it 
plays  an  important  part  in  combustion  and  in  smelting  operations.  In 
the  presence  of  reducing  agents  it  gives  up  one  atom  of  its  oxygen, 
being  thus  reduced  to  the  lower  oxide  CO.    See  Carbonic  Oxide. 

Carbonic  Oxide.— Symbol  CO.  A  gas  produced  by  the  combustion  of 
carbon  in  a  limited  supply  of  air.  It  owes  its  value  to  the  metallurgist 
to  its  power  as  a  reducing  agent,  appropriating  an  atom  of  oxygen 
from  metallic  ores,  thus  reducing  them  to  the  metallic  condition,  itself 
being  converted  into  carbonic  acid  (q.v.). 

Carbonization.— See  Carburization. 

Carburization. — This  refers  to  the  quantity  of  carbon  present  in  iron. 
The  limit  of  carburization  for  cast  iron  is  about  4*7  per  cent. ;  in  the 
best  wrought  iron  not  more  than  *01 ;  while  the  many  varieties  of  oast 
iron  and  steel  occupy  positions  intermediate  with  these. 

Cards.— See  Indicator  Cards. 

Card  Wire. — A  brush  made  of  very  fine  steel  wire.,  need  in  combing 


MECHANICAL  ENGINEERING.  59 

cotton  wool.  A  strip  of  this  when  nailed  to  a  piece  of  wood  is  used  by 
fitters  for  cleaning  the  teeth  of  files  which  have  become  choked  up  with 
particles  of  abraded  metal. 

Carnot's  Principle. — This  principle  is,  that  the  amount  of  work  done  by 
a  heat-engine  is  independent  of  the  nature  of  the  intermediary  agent 
employed,  being  dependent  upon  its  temperature  alone. 

Carpentry.— Caxpent^  occupies  a  secondary  position  in  most  engineering 
works,  being  confined  chiefly  to  the  framing  together  of  heavy  struc- 
tures in  wood ;  to  the  making  of  packing-cases  and  the  cutting  out  of 
templets  for  boiler  makers  and  erectors ;  the  making  of  blocks  for  the 
iron  turners  and  the  general  repairs  about  the  factory.  In  railway 
works,  however,  the  carpentry  and  joinery  department  is  one  of  the 
most  important. 

Carriage  Hoist,  or  Locomotive  Hoist. — This  consists  of  a  set  of  shear  legs 
(q.v.),  erected  in  repairing  sheds  for  the  purpose  of  lifting  the  trucks  or 
engines  off  their  axles  when  repairs  are  necessary.  The  ends  of  the 
shear  legs  are  sunk  in  cast-iron  shoes  buried  in  the  ground. 

Carriage  Ladle. — A  foundry  ladle  mounted  on  a  low  carriage  for  conve- 
nience of  portability. 

Carriage  Traverser.— See  Traverser. 

Carrier. — A  looped,  or  heart-shaped,  iron  or  steel  forging,  or  a  steel  cast- 
ing, made  to  clip  a  piece  of  metal  rod  which  has  to  be  turned  between 
the  dead  centres  of  a  lathe.  It  is  tightened  upon  the  rod  by  an  adjust- 
ing screw,  and  is  itself  driven  by  means  of  a  short  projecting  pin  affixed 
either  to  a  face  or  catch  plate,  or  to  the  mandrel  itself.    See  Driver. 

Carrier  Wheel.-— An  idle  wheel  (q.v.). 

Cartridge  Paper. — The  commonest  drawing-paper  used  in  offices  for  rough 
work.  It  is  made  in  sheets  measuring  30  in.  by  22  in.,  and  40  in.  by 
27  in.,  and  in  continuous  lengths  of  54  in.  wide. 

Case  Hardening. — A  process  by  which  a  thin  film  of  hardened  steel  is 
formed  on  the  surface  of  wrought  iron.  It  is  of  especial  value  in  cases 
where  a  hard  bearing  surface  is  wanted  without  the  expense  of  em- 
ploying steel,  or  without  the  risk  of  the  warping  and  curving  which 
steel  almost  invariably  suffers  during  hardening.  Case  hardening  is 
effected  by  heating  the  iron  to  a  bright  red  in  contact  with  substances 
rich  in  carbon,  or  carbonaceous  matters,  and  then  quenching  in  cold 
water.  Small  articles  are  heated  while  enclosed  in  iron  boxes  in  con- 
tact with  leather  clippings,  horns,  hoofs,  bones,  and  other  nitrogenous 
matters,  the  depth  to  which  the  hardening  penetrates  being  dependent 
on  the  duration  of  the  period  of  their  exposure  to  a  high  temperature. 
A  surface  film  is  often  imparted  by  heating  the  iron,  rubbing  it  over 
with  the  yellow  prussiate  (i errocyanide)  of  potash,  placing  it  in  the  fire 
for  a  few  moments  and  then  quenching  in  water. 

Case  Hardening  Box. — A  box  of  cast  iron,  circular  or  square  in  shape, 
provided  with  a  cover  and  suitable  handles  for  lifting.  Articles  to  be 
case  hardened  are  placed  in  this,  together  with  nitrogenous  substances, 
and  the  box  put  into  a  furnace  for  a  definite  period,  lasting  from  a  few 
hours  to  several  days,  according  to  the  depth  of  hardening  required  ; 
the  hardened  skin  extending  from  the  thickness  of  a  mere  film  to 
A  in.  or  ^j-  in. 

Cast. — (1)  The  twisting,  curving,  and  warping  of  timber.  (2)  The  run- 
ning of  molten  metal  into  moulds. 

Cast  Holes. — Holes  are  cast  for  several  reasons.  It  is  the  custom  to  cast 
all  holes  which  have  to  receive  black  bolts,  the  holes  being  more  cheaply 
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cast  than  drilled,  and  a  close  fit  being  non-essential.  Cast  holes  are 
made  larger  to  the  extent  of  from  -^  in.  to  J  in.  than  the  bolts  which 
they  are  to  receive.  Holes  are  also  cast  to  lessen  the  labour  of  drilling, 
being  cast  small,  and  broached  or  rymered  out  afterwards.  Large 
lightening  and  clearing  holes  are  always  cast.  Gore  prints  usually  in- 
dicate the  positions  of  cast  holes  on  patterns.  Cast  holes  are  neces- 
sarily rough,  and  their  accuracy  not  quite  reliable. 

Caiting. — (I)  The  art  'of  making  metal  work  by  the  pouring  it,  while  in 
the  liquid  condition,  into  moulds  of  sand,  or  metal,  or  plaster  of 
Paris.  (2)  The  metal  work  which  is  produced  by  the  pouring  of  the 
same  into  its  mould,  in  contradistinction  to  that  which  is  forged,  or 
drawn  out  under  the  hammer. 

Caiting  Ladle. — A  foundry  ladle  (q.v.)  More  specifically  the  ladle  which 
receives  the  metal  from  a  Bessemer  converter,  whence  it  is  poured  into 
the  ingot  moulds. 

Casting  On. — The  process  of  uniting  cast  to  wrought-iron  work,  by  pour- 
ing the  former  around  the  latter,  while  arranged  in  due  position.  It  is 
chiefly  resorted  to  in  light  ornamental  work.     See  also  Burning  On. 

Caiting  on  End. — See  Casting  Upright. 

Casting  Fit. — A  pit  in  which  are  arranged  the  moulds  for  the  casting  of 
steel  ingots.    See  also  Fig  Mould  and  Foundry  Pit. 

Casting  Upright,  or  Casting  on  End. — This  signifies  the  pouring  of  metal 
into  a  foundry  mould,  the  latter  being  set  in  a  vertical  position  the  while. 
It  is  practised  in  the  case  of  long  cylindrical  work  whioh  is  wanted  of 
special  soundness,  either  for  the  purpose  of  withstanding  heavy  strains  or 
having  to  be  turned  or  bored  with  a  clean  surface  free  from  blowholes. 
Work  oast  on  end  is  sunk  into  the  foundry  pit  (q.v.),  a  head  (q.v.)  is 
cast  on,  and  the  metal,  though  poured  of  necessity  from  the  top, 
is  often  led  down  a  vertical  ingate  or  runner  to  the  bottom  of 
the  mould,  whence  it  rises  upwards.  This  is  preferable  in  certain 
cases  to  pouring  from  the  top,  as  less  damaging  to  the  mould,  and 
also  producing  a  sounder  casting,  since  the  falling  metal  would  carry 
down  and  enclose  air-bubbles  with  it. 

Ca  rt-iron. — Strictly  speaking,  a  compound  of  iron  and  carbon ;  in  pure 
iron,  soft  iron,  or  malleable  iron  the  amount  of  carbon  being  nil.  It  is 
on  the  percentage  of  carbon  present  that  the  different  qualities  of  cast 
iron  mainly  consist.  The  two  extremes  of  quality  in  cast  iron  are  the 
grey  and  the  white.  The  former  contains  sometimes  as  much  as  4*7  per 
cent,  of  carbon,  mainly  in  the  graphitic  condition,  the  latter  containing 
2  or  more  per  oent.,  chiefly  in  chemical  combination.  Between  these 
extremes  occur  the  various  shades  of  grey  and  mottled,  each  suitable  for 
its  specific  purpose.  The  presence  of  graphitic  carbon  imparts  fluidity 
to  the  iron  and  renders  it  soft,  so  that  it  is  readily  turned  and  filed. 
Cast-iron  scrap  is  mixed  with  foundry  pig  to  impart  toughness  or  other 
qualities  as  desired.  Cast  iron  is  affected  by  the  presence  of  foreign 
elements,  as  silicon,  sulphur,  phosphorus,  manganese,  as  noted  under 
those  terms.    See  App. 

Cast-iron  Pipe. — Used  for  steam  and  water,  and  for  fluids  generally.  Its 
thickness  is  always  excessive  in  amount,  to  allow  of  a  sufficiently  large 
margin  of  safety  after  it  becomes  weakened  by  corrosion.  It  is  cast 
around  a  core  (q.v.)>  aad  flanges,  sockets  and  spigots,  as  required,  axe 
cast  on. 

Castor  Oil. — An  excellent  lubricant  for  heavy  bearings,  having  much 
body  or  viscosity,  but  becoming  dry  or  gummy  after  long  exposure  to 
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the  atmosphere.  Its  sp.gr.  is  about  960,  taking  water  at  1,000,  and 
its  flashing  point  660°  F.  Cold-drawn  oil  is  that  expressed  with- 
out the  aid  oi  heat,  and  is  the  best ;  in  the  preparation  of  the  second 
quality-  the  heat  of  steam  is  employed.  Castor  oil  is  adulterated  with 
black  poppy  or  other  inferior  oils,  but  the  adulteration  may  be 
detected  by  mixing  with  absolute  alcohol,  in  which  the  castor  oil  is 
completely  soluble,  leaving  the  inferior  admixture  as  a  deposit.  The 
castor  oil  plant  [Ricinus  communis)  belongs  to  the  natural  order 
Euphorbiacea,  and  grows  in  the  south  of  Europe  and  other  warm 
regions. 

Cast  Steel. — Blister  steel  (q.v.)  which  has  been  broken  into  small  pieces, 
melted  in  a  crucible,  and  poured  into  ingots.     See  App. 

Cataract. — A  vessel  containing  water,  a  plunger,  and  valves  by  which 
the  valves  in  the  steam  passages  in  pumping  engines  are  opened  and 
closed  automatically. 

Cataract  Sod. — A  vertical  rod  attached  to  the  lever  of  a  cataract  and 
which  directly  actuates  the  levers  for  the  opening  and  closing  of  the 
steam  passages  of  pumping  engines. 

Catch.— See  Hitch. 

Catch  Pawl. — See  Dog. 

Catch  Plate. — A  miniature  face-plate  which  carries  the  driver  (q.v.)  of  a 
turning  lathe. 

Catch  Water. — See  Interceptor. 

Catenary. — The  curve  assumed  by  a  cord  suspended  freely  from  two 
points. 

Cattle  Gear. — See  Bullock  Gear. 

Caulking. — (1)  Making  a  joint  water  or  steam  tight  by  filling  it  in  with 
rust  cement  (q.v.).  (2)  Burring  or  driving  up  the  edges  of  boiler  plates 
along  the  riveted  seams  to  make  them  steam  and  water  tight. 

Caulking  King. — A  caulking  strip  (q.v.)  of  circular  form. 

Caulking  Strip. — A  strip  of  sheet  metal  interposed  between  the  body  of 
a  wrought  or  cast-iron  structure  and  a  cast-iron  piece  attached  thereto. 
Its  employment  is  rendered  necessary  by  the  impossibility  of  caulking 
the  cast  iron  itself.  Caulking  strips  are  used  between  boiler  shells, 
and  the  flanges  of  cast-iron  man-hole,  safety  valve,  and  stop  valve 
Beatings. 

Caulking  Tool. — A  blunt-ended  rectangular  strip  of  steel  used  for  closing 
up  the  edges  of  boiler  plates.  It  is  driven  against  them  by  sharp 
blows  from  a  hammer. 

Caustic  Soda. — Symbol  Na.  HO.  A  hydrate  of  soda.  It  is  used  in  solu- 
tion for  cleansing  the  outsides  of  condenser  tubes  from  the  accumula- 
tions of  grease  and  oil  deposited  thereon  by  the  steam  exhausted  from 
the  cylinder.    See  Soda. 

Cement. — Few  cements  are  used  in  mechanical  engineering.  Under  this 
head  may  be  classed  the  glue  (q.v.)  of  the  patternmaker,  the  black 
wash  (q.v.)  of  the  moulder,  the  iron  cement  (q.v.)  for  hydraulic  work, 
and  the  concrete  (q.v.)  of  the  hydraulic  engineer,  and  cements  for 
leather  and  other  materials. 

Cementation. — (1)  The  process  of  making  steel  from  malleable  iron  by  heat- 
ing the  latter  in  contact  with  carbon  in  a  furnace.  Bars  of  malleable 
iron  are  broken  off  and  placed  in  layers  in  pots  or  troughs  having  inter- 
mediate layers  of  charcoal  powder  sifted  over  and  between  them.  The 
surface  is  lastly  covered  over  with  wheel  swarf  (q.v.),  and  the  whole 
mass  is  heated  together  during  several  days,  a  portion  of  the  carbon 
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being  transferred  to  the  iron.  The  charcoal  powder  is  called  cement, 
hence  the  derived  name.  The  process  is  also  termed  the  converting 
process.  This  is  the  first  stage  in  the  manufacture  of  cast  steel  (q.v.). 
(2)  Also  applied  to  the  manufacture  of  malleable  cast-iron  goods. 

Cement  Copper. — Copper  extracted  from  the  water  which  is  pumped  oat 
of  copper  mines.  Hie  water  being  pumped  into  tanks  containing  scrap 
iron,  the  sulphate  of  copper  in  the  water  exchanges  its  sulphur  with  tho 
scrap  iron,  forming  sulphate  of  iron,  and  copper  deposited.  It  is  there- 
fore almost  in  a  state  of  chemical  purity. 

Cement  Tester. — A  form  of  testing  machine  (q.v.)  used  especially  for  the 
testing  of  the  tensile  and  crushing  strengths  of  cements,  the  specimen, 
specially  moulded  for  the  purpose,  being  clipped  by  shackles  for  tensile 
stress,  and  a  hydraulic  machine  being  employed  for  crushing  tests. 

Center. — See  Centre. 

Centiare. — A  French  measure  of  surface,  comprising  one  square 
metre  (q.v.). 

Centigrade.— -See  Thermometer. 

Centigramme. — A  French  measure  of  weight,  being  the  one-hundredth 
part  of  a  gramme  (q.v.),  and  equivalent  to  the  '1643  part  of  an 
English  grain. 

Centilitre. — A  French  measure  of  capacity  equal  to  the  one-hundredth  of 
a  litre  (q.v.)  and  corresponding  with  *0176  of  an  English  pint. 

Centimetre. — A  French  measure  of  length,  being  the  one-hundredth  part 
of  a  metre  (q.v.),  and  the  '3937  part  of  an  English  inch. 

Central  Forces. — A  bodv  revolving  around  its  axis  has  a  tendency  to  fly 
off  from  the  centre — this  is  its  centrifugal  force.  The  force  which  pre- 
vents it  from  thus  flying  off  is  called  tne  centripetal  force.  These  are 
central  forces,  and  are,  of  course,  equal  and  opposite. 

Centre,  sometimes  spelt  Center. — (1)  That  fixed  point  about  which  the 
radius  of  a  circle  or  of  an  arc  of  a  circle  moves.  (2)  A  wheel  centre 
(q.v.).     (3)  See  also  specific  heads  following. 

Centre-bit. — A  boring  bit  for  wood,  comprising  centre  point,  nicker  and 
cutter  attached  to  a  shank,  the  nicker  and  cutter  revolving  about  the 
oentre  point  and  being  actuated  by  a  brace.    See  App. 

Centre  Dab. — A  centre  pop.    See  Centre  Punch. 

Centre  Gauge,  or  Screw  Cutter's  Gauge.— A  thin  metal  gauge  having 
angular  recesses  out  in  its  edges,  and  used  for  a  variety  of  purposes.  Its 
angles  are  56°.  Hence  it  becomes  a  templet  for  turning  the  cone  points 
of  lathes,  for  grinding  the  angles  of  screw  tools,  for  setting  those  tools 
in  tho  slide  rest,  and  for  determining  the  number  of  threads  per  inch  of 
a  screw. 

Centre  line. — A  line  scribed,  or  otherwise  marked  off,  upon  a  piece  of 
work  as  a  basis  from  which  to  obtain  other  dimensions,  equally  divided 
or  symmetrical  on  both  sides.  A  centre  line  may,  of  course,  be  either 
rectilinear  or  curved.  Dimensions  are  almost  invariably  taken  from 
centre  lines,  seldom  from  edges  or  outer  faces. 

Centre  of  Compression. — The  line  where  is  located  the  resultant  of  the 
compressive  forces  in  the  lower  section  of  a  beam. 

Centre  of  Gravity. — The  centre  of  gravity  of  a  body  is  that  point  about 
which  it  will  be  balanced  though  placed  in  any  position,  hence  it  is  the 
centre  of  parallel  pressures.  It  may  be  determined  experimentally  by 
suspending  the  bodv  in  different  successive  positions  and  hanging  a 
plumb  line  against  the  face.  The  common  point  of  the  numerous  in- 
tersections of  the  plumb  line  will  correspond  with  the  centre  of  gravity. 
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In  regular  figures  or  solids  the  centre  of  gravity  corresponds  with  their 
geometrical  centre.  The  common  centre  of  gravity  of  two  bodies  is  in 
a  point  which  divides  the  distance  between  their  individual  centres  of 
gravity  in  the  inverse  ratio  of  their  weights.  The  common  centre  of 
gravity  of  more  than  two  bodies  combined  in  one  system  is  found  by 
first  obtaining  the  common  centre  of  any  two  of  them,  and  then  obtain- 
ing the  common  centre  of  those  two  with  a  third,  and  so  on  till  all  are 
included. 

Centre  of  Gyration. — That  point  in  a  revolving  body  in  which  its  mo- 
mentum is  concentrated. 

Centre  of  Moments. — That  point  in  a  rigid  body  about  which  the  moments 
or  forces  act,  or  the  fulcrum. 

Centre  of  Oscillation. — That  point  in  the  axis  of  a  vibrating  body  in  which, 
if  the  whole  matter  were  concentrated,  the  body  would  continue  to 
vibrate  in  the  same  time.  It  lies  in  the  same  axis  as  the  centre  of 
gravity,  but  is  necessarily  situate  farther  from  the  point  of  suspension. 

Centre  of  Percussion. — That  point  in  a  body  revolving  about  an  axis  at 
which,  if  it  struck  an  immovable  obstacle,  all  its  motion  would  be 
destroyed. 

Centre  of  Tension. — The  line  where  is  located  the  resultant  of  the  tensile 
forces  in  the  upper  section  of  a  beam. 

Centre  Plates.— -Plates  of  wrought  iron  or  of  brass,  which  are  used  for 
the  purpose  of  temporarily  securing  jointed  and  dowelled  patterns 
while  they  are  being  turned  between  lathe  centres.  The  plates  are 
usually  screwed  to  both  halves  of  the  pattern  at  its  ends,  but  some 
small  plates  are  held  with  clamp-like  teeth  only. 

Centre  Ponoh. — A  steel  punch  about  three  or  four  inches  long  having  one 
end  ground  conical,  and  terminating  at  its  apex  in  a  sharp  point. 
It  is  used  for  indenting  small  circular  "  pops  or  depressions  upon 
the  ends  and  surfaces  of  metal  work,  as  a  guide  for  centring  in  the 
lathe,  as  well  as  for  drillers,  machine  hands,  or  fitters  in  cutting  to  out- 
line.   See  Bell  Centre  Punch. 

Centres. — (1)  A  term  of  wide  application  in  the  workshop.  Dimensions 
are  almost  invariably  given  and  taken  from  centres,  and  not  from 
edges.  Centres  are  obtained  by  the  intersections  of  lines,  by  compass 
measurement,  by  scribing  blocks,  by  trammels,  and  rules.  (2)  The  centres 
of  lathes  are  the  common  axis  of  the  headstock  and  poppet.  The  point 
chucks  or  dead  points  are  also  called  centres.  (3)  We  constantly  speak  of 
valve  centres,  trunnion  centres,  centres  of  motion,  centres  of  shafting,  of 
connecting-rods,  &c.  The  term  has  therefore  an  infinity  of  applications. 

Centres  of  Motion. — The  centres  around  which  wheels  or  levers  turn. 
Centres  of  motion  may  be  fixed  centres  (q.v.)  or  movable  centres  (q.v.) 

Centre  Square. — A  tool  used  for  finding  the  centre  of  a  circle,  or  of  an 
arc  of  a  circle  without  compasses  or  geometry.  It  comprises  a  straight- 
edge and  two  pins,  or  the  pins  may  be  absent,  and  their  place  be  taken 
by  edges,  the  essential  being  that  the  straight-edge  shall  be  normal  to 
the  lines  joining  the  pins,  that  is  radial  from  the  centre  of  a  circle,  whose 
periphery  would  touch  the  pins  or  edges  as  the  case  may  ba.  When 
the  pins  are  placed  against  the  circumference  of  a  circle,  the  radial 
straight-edge  points  towards  its  centre.  By  sliding  the  pins  to  different 
points  around  the  circumference  a  sufficient  number  of  intersections  are 
obtained  by  means  of  the  straight-edge  to  determine  the  position  of  the 
centre. 

Centre-weighted  Governor. — A  high-speed  governor,  having  a  heavy 
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weight  sliding  on  the  central  spindle,  whose  gravity  has  to  be  oyer* 
come  by  the  centrifugal  force  of  the  balls.  It  is  sensitive,  and  a  small 
governor  has  the  efficiency  of  a  much  larger  governor  of  the  common 
type. 

Centrifugal  Force. — See  Central  Forces. 

Centrifugal  Pump. — A  type  of  pomp  by  which  water  or  liquid  is  drawn 
in,  and  delivered  in  a  continuous  stream  by  the  rotation  of  a  fan,  or  a 
combination  of  radial  vanes  enclosed  in  a  well-fitting  casing. 

Centring. — (1)  A  temporary  structure  of  woodwork,  upon  which  the 
operations  of  bridge  or  arch  building  are  carried  on,  and  which  is  re- 
moved on  the  completion  of  the  work.  (2)  Marking  off  the  centres 
upon  work  which  has  to  go  into  the  lathe  to  be  turned. 

Centring  Chuck. — A  piece  of  mechanism  for  obtaining  and  punching  the 
exact  centres  on  the  ends  of  bars  of  circular  and  square  section,  which 
have  to  be  put  between  centres  in  the  lathe.  It  consists  of  a  self- 
centring  scroll  chuck,  to  be  held  in  a  vice,  fastened  to  a  bench 
or  dropped  over  the  end  of  the  shaft ;  when  the  shaft  is  centred  it  is 
struck  with  a  punch  set  in  the  centre  of  the  chuck. 

Centring  Machine. — A  machine  in  which  iron  bars  are  clipped  by  a  self- 
centring  chuck  or  jaws,  while  cutters  set  on  a  revolving  cone  or 
spindle  face  the  ends  and  mark  the  centres. 

Centring  Best.— A  rest,  whose  outline  is  that  of  the  letter  |_,  used  in  con- 
junction with  a  square  centre  (q.v.)  for  marking  countersunk  centres  in 
the  ends  of  cylindrical  rods.  Being  screwed  on  the  slide  rest  it  is  made 
to  thrust  the  revolving  bar  into  a  position  truly  concentric,  while  the 
square  centre  cuts,  or  rymers  its  way  into  the  end  of  the  bar,  central 
with  the  outside. 

Centripetal  Force. — See  Central  Forces. 

Chain. — Chain  is  made  by  the  welding  together  of  oval  or  circular  loops. 
Chains  are  either  open  link  (q.v.)  or  stud  link  (q.v.).  The  sizes  of  chains 
are  given  in  terms  of  the  diameter  of  the  iron  from  which  they  are  made ; 
thus  inch-chain  signifies  that  the  diameter  of  the  bar  from  which  the 
link  is  made  is  one  inch  in  diameter.  The  strength  of  a  chain  is  esti- 
mated by  the  area  of  the  cross  section,  that  is  of  two  bars  of  the  material 
in  the  link.  The  length  and  width  of  a  link  always  bears  a  definite 
proportion  to  the  diameter  of  its  iron.  Thus  the  length  of  an  ordinary 
short-link  chain  is  5}  times  its  diameter,  and  its  width  is  3}  times,  the 
proportions  of  links  varying  with  their  types. 

Chain  Barrel.— See  Barrel. 

Chain  Feed. — A  mode  of  feeding  balks  of  timber  along  to  frame  saws  by 
means  of  an  endless  chain  led  around  sheave  wheels. 

Chain  Joint. — A  riveted  joint  where  the  ends  of  two  outer  plates  overlap 
and  embrace  the  ends  of  a  central  plate. 

Chain  Pump. — A  lift  pump  consisting  of  a  series  of  rectangular  or  circular 
discs,  connected  at  short  intervals  to  a  chain,  and  travelling  within  a 
closed  pipe  in  the  direction  in  which  the  water  is  to  be  lifted.  The 
plates  travel  at  a  rapid  rate,  and  fit  so  closely  to  the  pipe  that  little 
waste  takes  place  at  tne  sides. 

Chain  Biveting. — Bows  of  rivets  placed  in  parallel  lines,  both  in  the 
longitudinal  and  transverse  directions. 

Chair. — A  cast-iron  seating  or  support  for  metal  rails.  It  is  spiked  down  to 
the  sleeper,  and  the  rail  is  wedged  into  it  by  wedges  driven  in  sideways. 

Chalk. — Essentially  a  carbonate  of  lime,  Ca  CO 3,  though  usually  contami- 
nated with  particles  of  silicon,  alumina,  or  magnesia.   It  is  used  much 
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by  engineers  for  whitening  rough  or  dark  metallic  surfaces  to  render 
centre  and  dimension  lines  clearly  visible ;  for  transferring  the  mark  from 
a  chalk  line  (q.v.),  for  whitening  one  of  two  opposite  surfaces  when  joint- 
ing, for  marking  the  edges  of  straight-edges,  and  for  numerous  kindred 
purposes. 

Chalk  lane. — A  piece  of  fine  twine  wound  upon  a  reel.  It  is  used  for 
marking  straight  chalked  lines  upon  timber.  Being  unwound  and 
whitened  with  chalk,  and  strained  from  each  end  of  the  board,  the 
central  portion  of  the  string  is  lifted,  and  allowed  to  rebound  sharply 
upon  the  timber,  some  portion  of  the  chalk  being  thereby  transferred 
from  the  taut  line  to  the  board. 

Chambered  Core. — A  core  (q.v.)  whose  diameter  is  enlarged  in  its  central 
portion,  either  for  the  sake  of  lessening  the  weight  of  metal  around  it 
or  to  save  time  in  boring  the  hole,  which  is  then  bored  only  near  the 
ends.  Or  if  the  core  is  thin,  and  especially  if  it  is  both  thin  and  square, 
to  obviate  the  disadvantage  of  a  probable  bending  of  the  core,  and  con- 
sequent difficulty  of  fitting  a  bar  through  it,  a  chambered  core  is  very 
commonly  employed.  Also  termed  bellied  or  belly  core,  or  roach  belly 
core. 

Chamfer. — A  bevel  imparted  to  edges  otherwise  rectangular. 

Chamfering  Machine. — A  machine  by  which  the  bevels  of  nuts  and  the 
rounding  ends  of  bolts  are  formed.  It  is  usually  a  centring  machine 
(q.v.)  in  which  the  various  cutters  are  inserted  as  required. 

Change  Wheels. — Cog-wheels  of  fine  pitch,  whose  function  is  the  trans- 
mission of  motion  from  the  mandrel  of  a  lathe  head  to  the  guide  screw, 
for  the  cutting  of  screws  of  various  pitches.  The  wheels  are  inter- 
changeable, both  on  the  mandrel,  the  guide  screw,  and  the  intermediate 
stud ;  hence  their  name.  A  combination  of  change  wheels  may  consist 
either  of  a  single  or  of  a  compound  train  (q.v.).  The  pitch  of  change 
wheels  is  not  usually  estimated  in  parts  of  an  inch,  but  by  numbers 
ranging  from  14  to  6,  and  called  14  pitch,  6  pitch.  The  former  is  equal 
to  iHr  in.  full,  the  latter  to  J  in.  full.  (See  Diametral  Pitch.)  A  set  of 
change  wheels  oonsists  of  22,  commencing  at  20  teeth,  and  rising  by  fives 
to  120,  and  one  60  or  90  wheel  extra,  for  cutting  a  screw  of  equal  pitch 
with  the  guide  screw.  But  wheels  go  as  low  as  15  and  rise  to  150  or 
200,  and  some  of  these  are  often  added  to  lathes,  over  and  above 
the  set  so  called. 

Changing  Hook. — A  ram's  horn  hook  used  in  foundries  for  changing  or 
transferring  ladles  of  molten  metal  from  one  crane  to  another  con- 
tiguous thereto. 

Channel  Iron. — Rolled  wrought  iron  bar,  whose  section  is  that  of  three 
sides  of  a  parallelogram  |_j,  used  in  bridge  and  girder  work,  and  for 
structural  purposes  generally. 

Chaplet,  or  Stnd. — A  metallic  support,  or  stay,  given  to  a  core  within  a 
mould,  as  an  aid  to,  or  altogether  independently  of  prints.  Ghaplets  are 
used  underneath  cores  to  support  them,  or  above,  or  at  their  sides,  to 
sustain  upward  or  lateral  pressure  due  to  the  head  and  flow  of  metal. 
Chaplets  are  of  various  forms,  noted  under  their  specific  headings. 

Chaplet  Block. — A  pyramidal  block  of  wood  driven  into  the  sand  of  a 
mould  to  sustain  the  thrust  of  a  chaplet  nail  (q-v0-  It  affords  the 
breadth  of  base  necessary  in  the  yielding  sand.    See  Tinned  Kail. 

Chaplet  Hail,  or  Moulders1  Hail. — A  nail  having  a  broad  flat  head,  used 
as  a  chaplet  (q.v.)  for  the  lighter  kinds  of  work. 

Charoqal. — Wood   which  has   been  desiccated  and  carbonised,  while 
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heated  to  a  temperature  of  about  650°  F.  in  the  absence  of  air,  by 
which  process  of  dry  distillation  the  volatile  ingredients,  water,  wood 
spirit,  pyroligneous  acid,  tar,  and  various  gases  are  driven  off.     It  is 
employed  sparingly  in  some   smelting  operations.    Foundry  moulds, 
when  small,  are  skin-dried  (q.v.)  by  means  of  charcoal.     It  is  used 
also  for  charcoal  blacking  (q.v.). 
Charcoal  Blacking. — Blacking  (q-v.)  for  moulders'  use,  made  from  oak 
charcoal,  as  distinguished  from  coke  blacking,  coal  dust,  prepared 
blackings,  and  plumbago. 
Charooal  Furnace. — A  blast  furnace  in  which  charcoal  is  the  fuel  em- 
ployed.    Its  use  is  confined  to  Sweden. 
Charcoal  Iron. — Iron  which  has  been  smelted  with  wood  charcoal  as  fuel. 
It  is  the  best  iron,  its  superiority  consisting  in  its  freedom  from  sulphur, 
which  is  never  wholly  absent  from  that  smelted  with  coal  or  coke. 
Charooal  Plate. — Tin  plate  for  which  the  sheet  iron  has  been  refined  with 
charooal,  as  distinguished  from  coke  plate  (q.v.).    It  is  superior  in 
quality  to  the  coke  plate. 
Charge.-— (1)  The  gaseous  or  combustible  mixture  brought  together  in  the 
cylinder  or  explosion  chamber  of  a  gas  engine.    It  usually  consists  of  a 
mixture  of  from  nine  to  twelve  parts  of  air  to  one  of  gas.   (2)  The  mass 
of  material,  ore,  fuel,  and  flux,  or  metal,  fuel,  and  flux,  which  is  intro- 
duced into  a  blast  furnace,  or  into  a  cupola  at  one  time.    Also  called 
the  burden. 
Chargeman. — A  workman  who  has  charge  of  a  contract  job,  and  who 
allots  to  the  men  under  him  their  separate  portions  of  work,   and 
is  responsible  for  the  correctness  of  the  work  when  done.   All  large 
jobs  are  let  to  chargemen,  who,  being  competent  men,  are  little  inter- 
fered with  by  the  foreman. 
Charging. — (1)  The   supplying  of  furnaces  with  their  ores  and  fuels. 

(2)  The  priming  or  fetching  of  a  pump  with  water. 
Charging  Door. — (1 )  The  door  through  which  the  charge  is  introduced  into 
a  reverberatory  furnace.    The  charging  door  is  situated  to  one  side  of 
the  furnace.   (2)  The  door  of  a  blast  furnace,  or  a  cupola,  situated  near 
the  top,  and  level  with  the  charging  platform. 
Charging  Platform. — The  platform  from  which  the  charge  (q.v.)  is  de- 
livered into  a  blast  furnace  or  a  cupola. 
Charles,  Law  of. — May  be  expressed  thus :  That  the  volumes  of  gases 
under  constant  pressure  increase  by  equal  fractional  amounts,  no  matter 
what  the  nature  of  the  gases.    Sometimes  termed  the  law  of  Guy  Lus- 
sac,  or  the  law  of  Dalton. 
Chaser. — (1)  Ordinary  screwing  dies  are  sometimes  called  chasers.  (2)  The 
actual  cutting  dies  or  screwing  tools,  which  are  gripped  and  set  by  the 
collets  (q.v.)  in  a  screwing  machine.   (3)  A  comb-nice  tool  of  steel,  whose 
edge  is  a  counterpart  of  a  screw  section.    It  is  employed  for  striking 
or  cutting  screws  by  hand  in  a  lathe,  or  for  smoothing  and  finishing 
them  when  already  cut  by  other  means.    Chasers  are  internal  or  ex- 
ternal, according  as  they  are  used  for  cutting  inside  or  outside  threads. 
Chasing. — The  act  of  cutting  screw  threads  with  a  chaser,  or  of  smooth- 
ing and  finishing  threads  which  have  already  been  cut  by  other  means. 
It  is  effected  by  pressing  the  chaser  against  the  revolving  metal,  and 
giving  it  a  longitudinal  travel  at  the  same  time,  corresponding  in  amount 
with  the  pitch  of  the  screw. 
Chatter. — Caused  in  machine  work  by  want  of  rigidity  in  the  cutting 
,     tools.    It  occurs  chiefly  in  cutters  set  in  a  revolving  cutter  bar,  where 
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the  bar  is  not  sufficiently  stiff,  or  where  the  cutters  stand  out  to  too 
great  a  distance,  or  in  wide  scraping  tools. 

Cheek. — (I)  A  check  is  a  joint  composed  of  two'portions,  male  and  female, 
fitting  the  one  into  the  other,  and  so  forming  a  guide  or  steady.  A 
dowel  fitting  loosely  into  a  hole,  a  shallow  stud  or  pin  fitting  into  a 
recess,  are  illustrations  of  checks.  The  mitre-wheels  of  the  tool  boxes 
of  planing  machines  are  checked  together ;  so  also  are  couplings,  and 
frequently  flanges.  Numerous  illustrations  of  checking  occur  in  ma- 
chine work.  Loam  boards  (q.v.)  furnish  an  illustration  of  indirect 
checking,  the  halves  of  the  loam  mould  being  checked,  the  boards  there- 
fore being  cut  in  the  reverse  direction.  (2)  A  round  brass  disc  of  about 
the  size  of  a  half-crown,  stamped  with  a  definite  number,  and  provided 
with  a  hole  for  hanging  upon  a  nail  on  a  board  called  a  check-board. 
The  number  corresponds  with  the  name  of  a  workman.  See 'Check 
System. 

Checked  In. — This  term  signifies  the  employment  of  a  check  in  parts 
fitted  together. 

Checking  In. — The  fitting  together  of  corresponding  parts  or  checks  (q.v.). 

Check  Hut.— A  lock  nut  (q.v). 

Check  Bail. — On  railway  curves  of  very  quick  radius  it  is  sometimes  the 
practice  to  lay  an  extra  rail  on  the  inner  side  of  the  inner  rail  of  the 
curve,  leaving  just  sufficient  space  for  the  flange  of  the  wheel  to  pass 
freely  between.  This  relieves  the  pressure  of  the  wheel  flange  against 
the  outer  rail  and  prevents  it  from  mounting  the  rail.  Hence  called  a 
check  rail. 

Check  System. — A  system  of  keeping1  workmen's  time,  which  is  largely 
used  in  the  more  important  factories.  Details  differ,  but  the  method 
is  essentially  this.  A  board  is  hung  just  without  the  entrance  gates, 
upon  which  are  hung  a  number  of  checks  (q.v.)  corresponding  with  the 
number  of  workmen  in  the  place.  Each  workman  as  he  passes  in  takes 
off  his  particular  check  ana  drops  it  into  a  box  called  the  check-box, 
which  is  a  proof  that  he  has  gone  in  to  work.  The  gate-keeper  collects 
the  checks  from  the  box,  and  by  comparing  their  numbers  with  the 
numbers  in  the  book  giving  the  names  and  numbers  of  the  workmen,  is 
able  to  enter  each  man  as  in  or  out,  as  the  case  may  be.  He  returns 
the  checks  to  the  board  in  time  for  the  next  bell-ringing. 

Cheek  Valve. — A  wing  valve,  inserted  in  a  feed  pipe  between  the  boiler 
and  feed  pump  of  an  engine  in  order  to  prevent  the  return  of  the  water 
from  the  boiler  to  the  pump.  It  is  free  to  open  towards  the  boiler  for 
the  passage  of  water,  but  is  closed  by  the  boiler  pressure. 

Cheeks. — A  term  having  a  wide  and  varied  application  in  engineering. 
In  general  it  signifies  the  flanks  or  side  supports  for  pieces  of  mechan- 
ism. Thus  it  is  applied  to  the  bearers  of  a  lathe,  the  standards  of  pumps 
and  engines,  side  frames  (q.v.),  the  jaws  of  a  vice,  &c. 

Cheese  Head  Eivet. — A  rivet,  the  shape  of  whose  head  is  that  of  a  short 
solid  cylinder. 

Cheese  Head  Screw. — A  screw  whose  head  is  cylindrical  in  form,  and 
nicked  or  slotted  across  to  receive  a  screw  driver.  It  is  used  in  the 
lighter  parts  of  machine  work. 

Chemical  Change. — This  denotes  an  interchange  between  the  ultimate 
atoms  of  the  elementary  bodies  from  which  substances  of  wholly  different 
characters  are  formed ;  differing  in  this  respect  from  mechanical  mix- 
tures, in  which  the  arrangement  of  atoms  remains  the  same.  Heat  is 
the  agent  which  usually  produces  or  quickens  chemical  action.    The 
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reactions  which  go  on  in  the  various  melting  furnaces  are  essentially 
due  to  chemical  changes,  new  bodies  being  formed  from  the  elements 
reduced  from  their  original  compounds. 

Chequering. — (1 )  The  roughing  over  of  footplates  to  prevent  the  foot  from 
slipping  upon  them.  Diamond-shaped  chequers  are  formed  upon  cast- 
iron  footplates,  while  on  those  in  wrought-iron  crossing  ridges  are 
stamped.  (2)  The  brickwork  in  regenerative  furnaces  (q.v.)  and  stoves, 
through  which  the  products  of  combustion  pass. 

Chequer  Plates. — Footplates  of  cast  or  wrought  iron  whose  surfaces  are 
covered  with  chequering  (q.v.). 

Cherry  Bed. — Bright  Bed  Meat  (q.v.). 

Cherry-wood  (Cerasut). — A  hard,  reddish  or  brownish  coloured  wood,  close 
grained,  and  of  small  size,  the  logs  averaging  10  or  12  inches  in 
diameter.  If  well  seasoned  it  is  suitable  for  cutting  and  turning  small 
patterns,  and  as  such  is  used  in  country  districts.  Sp.  gr.  *715.  A  cubio 
foot  weighs  45  lbs. 

Cheval  Vapour,  or  Foroe  do  Cheval,  or  French  Horse-Power. — The  French 
unit  of  work  done  by^engines.  It  is  equal  to  75  kilogrammetres  (q.v.) 
per  second,  4,500  kilogrammetres  per  minute,  or  542*4825  English  foot 

Sounds  per  second,  or  32,549  foot  pounds  per  minute.  Expressed 
ecimally  one  cheval  vapeur  equals  '9863  English  horse-power. 

Chili  Copper. — Black  oxide  of  copper  obtained  in  Chili. 

Chill. — The  metallic  mould  into  which  specially  mixed  molten  iron  is 
run  to  produce  a  chilled  casting.     See  Chilling. 

Chilled  Box. — A  wheel  boss  whose  central  hole  has  been  chilled  against 
an  iron  core. 

Chilled  Boiler. — A  roller  chilled  around  its  circumference.  Employed 
where  durability  and  smooth  hard  surfaces  are  required,  as  in  bending 
and  metal  rolls  of  various  kinds.     See  Chilling. 

Chilled  Wheels. — A  wheel  chilled  around  its  periphery  or  "  tread." 
Employed  for  contractors'  waggons  running  on  rails,  for  the  trucks  of 
portable  cranes,  and  similar  work.  In  America  they  are  used  for 
railway  cars. 

Chilling. — The  hardening  of  the  surfaces  of  iron  castings  by  pouring  cer- 
tain mixtures  of  metal  (whose  qualities  and  proportions  are  learned  by 
experience  only)  into  cold  metallic  moulds.  The  graphitic  carbon  in 
the  metal  is  believed  to  enter  into  chemical  combination  with  the  iron 
at  the  surface,  producing  a  steely  skin.  Chilling  will  penetrate  from 
J  in.  to  1  in.  inwards  from  the  surface,  contingent  entirely  upon  the 
character  of  the  mixtures  employed.  Chilling  insures  great  durability 
of  wearing  surface. 

Chimney. — The  tube  or  funnel  for  the  exit  of  waste  steam  or  smoke  from 
an  engine  or  boiler.  It  should  bear  a  definite  proportion  to  the  fire- 
grate area,  the  proportion  varying  with  the  type  of  engine. 

Chinese  Ink. — The  finest  quality  o¥  the  ink  which  generally  goes  under 
the  name  of  Indian  Ink.  It  is  used  for  mechanical  drawings.  Chinese 
ink  dries  glossy ;  Trifl™  ink  dries  dead  black. 

Chinese  Windlass. — A  contrivance  by  means  of  which  a  large  weight  may 
be  raised  very  slowly  by  a  slight  expenditure  of  power.  Two  drums, 
or  cylinders,  differing  but  slightly  in  diameter,  are  contained  on  one 
axis,  and  a  single  coil  of  rope  is  wound  in  opposite  directions  on  each, 
so  that  while  it  is  winding  on  the  l&fger  cylinder  it  is  being  unwound 
from  the  smaller,  and  vice  vertd.  The  nearer  the  diameters  of  the 
barrels  approximate  to  one  another,  the  greater  the  mechanical  gain. 
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with  of  course  the  necessary-  loss  in  time  corresponding  thereto.    See 
Differential  Principle. 

Chipping. — The  removal  of  minute  particles  or  chips  of  metal  from 
surface  faces  or  from  edges,  both  in  cast  and  wrought  iron,  gun  metal, 
copper,  &c.  It  is  effected  by  means  of  a  chipping  chisel  (q.v.),  and  is 
resorted  to  when  the  metal  to  be  removed  is  too  large  in  quantity  to  be 
attacked  with  the  file  alone. 

Chipping  Chisel,  or  Cold  Chisel. — A  tool  used  by  fitters,  boiler-makers, 
smiths,  and  engineers  generally.  It  is  made  from  steel  rod,  ranges 
from  4  in.  to  10  in.  or  12  in.  in  length,  for  different  purposes ;  its 
cutting  faces  are  ground  to  a  double  bevel  to  an  angle  of  about  45°, 
and  highly  tempered.  It  is  used  for  cutting  metal  by  the  force  of  the 
impact  derived  from  the  blows  of  a  chipping  hammer. 

Chipping  Face. — The  face  of  a  chipping  strip  (q.v.). 

Chipping  Hammer. — A  fitter's  hammer  weighing  about  a  pound,  com- 
monly used  to  deliver  the  blows  upon  the  head  of  a  chipping  chisel. 

Chipping  Piece. — A  chipping  strip  (q.v.). 

Chipping  Strips. — Narrow  and  thin  metal  strips  cast  around  the  edges  or 
across  the  face  of  those  portions  of  castings  where  a  good  face  bearing 
is  necessary,  the  casting  having  its  bearing  upon  the  faces  of  the  strips 
only.  They  are  used  to  lessen  the  labour  of  fitting  large  metallic 
surfaces.  Called  chipping  strips  because  they  are  usually  chipped  over 
with  a  chisel  instead  of  being  snaped  in  a  machine. 

Chisel. — The  type  of  the  cutting  tools,  whose  essential  principle  is  that  of 
the  wedge.  Specifically,— chipping,  cross-cut,  firmer,  paring,  mortioe 
chisels,  described  under  their  respective  headings. 

Chisel  Bod.— Steel  rod  of  a  flat  section  with  rounded  edges,  made 
expressly  for  the  forging  of  cold  chisels.  It  is  out  off  by  the  tool 
smith  and  drawn  down  to  the  proper  wedge  shape. 

Chloride  of  Mercury.— See  Hyanising. 

Chloride  of  Zinc. — See  Salammoniac,  Burnett's  Fluid. 

Chops,  or  Chaps. — The  jaws  of  a  vice. 

Chord. — The  straight  line  which  unites  the  ends  of  an  arc  of  a  circle. 

Chord  Pitch. — The  pitch  (q.v.)  of  a  wheel  measured  along  the  chord  of 
the  arc  between  the  pitch  points.  Are  pitch  (q.v.)  is  that  usually 
employed. 

Chords,  Line  of. — One  of  the  sectorial  scales  (see  Sector}  by  means  of 
which  angles  are  obtained  and  measured.  It  consists  ox  two  diagonal 
lines,  each  divided  into  sixty  equal  parts  and  marked  C.  To  obtain  an 
angle  therefrom  the  sector  is  opened  out  until  the  distance  between  the 
brass  centres  at  the  terminations  of  the  lines  corresponds  with  the 
radius  of  the  arc  of  the  circle  to  be  taken.  Then,  if  under  60°,  the 
direct  measurement  for  the  chord  is  taken  across  or  transversely  to  the 
legs  to  those  division  numbers  which  correspond  with  the  number  of 
degrees  in  the  angle  required.  If  over  60°  two  or  more  successive 
measurements  are  necessary. 

Chords,  Scale  of. — A  scale  of  chords  is  obtained  by  striking  an  arc  of  90°, 
dividing  it  out  into  degrees,  drawing  chords  from  one  extremity  of  the 
arc  to  each  division  in  succession,  and  transferring  them  to  a  straight 
line.  The  60°  division  in  the  scale  will  always  be  the  radius  by  which 
an  arc  is  to  be  struck  when  it  is  desired  to  take  off  the  length  of  any 
particular  chord  from  which  to  obtain  an  angle. 

Chuck. — Any  attachment  through  the  medium  of  which  work  is  secured 
to  the  mandrel  of  the  headstook  of  a  lath©  for  the  purpose  of  turning. 
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The  commonest  forms  are  the  fork,  the  bell  or  cup,  the  drill,  self- 
centring,  and  face  chucks  in  their  various  modifications.  They  are 
made  to  fit  the  mandrel  by  a  female  screw  which  fits  accurately  to 
that  on  the  mandrel  nose.  There  are,  besides,  the  various  complicated 
geometric  and  ornamental  chucks  which  do  not  come  within  the  range 
of  the  engineer's  appliances. 

Chucking. — The  process  or  act  of  attaching  lathe-work  to  the  various 
chucks.  Facile  and  correct  chucking  is  an  art  which,  though  appa- 
rently simple,  is  only  to  be  attained  by  long  practice,  and  the  economy 
of  a  metal  turner's  time  is  largely  dependent  upon  his  skill  in  this 
respect. 

Chucking  Beamer,  or  Straight  Shank  Beamer. — A  reamer  whose  shank  is 
circular  and  parallel,  to  be  used  in  a  self -centring  chuck. 

Chute. — An  enclosed  trough  which  conducts  the  water  to  a  water-wheel. 

Cinder  Bed. — A  coke  bed  (q.v.). 

Cinder  Frame. — Wire  work  sometimes  placed  in  front  of  the  tubes  of  loco- 
motives for  foreign  use,  to  arrest  the  passage  of  fragments  of  ignited 
fuel. 

Cinder  Pig. — A  very  inferior  class  of  pig  iron,  obtained  by  smelting  slag 
and  cinder  of  puddling  or  reheating  furnaces,  together  with  propor- 
tions of  inferior  ore.  The  slag  is  rich  in  oxide  of  iron,  but  contains 
also  a  large  proportion  of  phosphorus  and  silicon,  which  yields  an 
inferior  product. 

Cinematics. — See  Kinematics. 

Circle. — A  plane  figure  described  by  a  right  line  moving  around  a  fixed 
point  called  the  centre. 

Circular  Inch. — The  area  of  a  circle  of  one  inch  in  diameter,  as  dis- 
tinguished from  a  square  inch.  The  pressures  in  steam  cylinders  are 
frequently  calculated  in  circular  inches.  To  obtain  the  number  of 
circular  inches  in  a  given  diameter  it  is  only  necessary  to  square  the 
diameter. 

Circular  Motion. — The  circular  motion  of  a  shaping  machine  is  that 
arrangement  of  tool  box  parts  and  feed  gear  by  which  the  outline  of  an 
arc  of  a  circle  is  imparted  to  the  ends  of  lever  rods  and  similar  articles, 
which  cannot  be  shaped  in  a  lathe.  The  circular  motion  is  given  by 
means  of  an  endless  screw  actuating  a  quadrant  rack  on  the  tool  box. 

Circular  Bat. — A  nut  whose  outline  is  circular  instead  of  hexagonal. 
Circular  nuts  are  provided  with  a  round  hole  or  holes  for  the  insertion 
of  a  tommy  (q.v.),  by  which  they  are  tightened  up. 

Circular  Pillar  Drilling  Machine. — A  drilling  machine  in  which  the  table 
embraces  and  swings  around  a  circular  pillar  which  carries  the  £ear.  A 
toothed  rack  is  hollowed  at  the  back  to  fit  the  pillar,  and  is  itself 
embraced  by  the  table.  Into  whatever  position  the  table  is  slewed  the 
raok  is  also  carried  round,  so  that  the  pinion  which  gears  with  it,  and 
which  has  its  bearings  in  the  table,  is  always  in  gear,  and  always 
therefore  in  a  position  for  lifting  the  table.  A  worm  and  worm-wheel 
actuate  the  pinion  spindle. 

Circular  Pitch,  or  Circumferential  Pitch. — The  ordinary  method  of 
estimating  the  pitch  of  toothed  wheels  by  dividing  the  circumference 
at  the  pitch  line  by  the  number  of  teeth  in  the  wheel.  The  term  is 
used  in  opposition  to  diametral  pitch  (q.v.). 

Circular  Plane,  or  Compass  Plane. — A  plane  used  for  working  out  hollow 
sweeps  whose  curves  run  in  the  direction  of  the  length  of  t£e  plane.  It 
is  either  made  of  wood,  with  its  face  rounded  longitudinally  and  pro* 
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Tided  with  a  front  adjustable  stop  to  alter  the  curve  within  narrow 
limits,  or  it  is  an  iron  plane  whose  face  is  an  elastic  strip  of  steel,  the 
amount  of  whose  curve  is  regulated  by  a  screw  and  interlocking  levers. 
In  this  last  form  the  curve  can  be  made  external  or  internal  at  pleasure. 

Circular  Saw,  sometimes  called  Buzz  Saw. — A  saw  whose  teeth  are  divided 
around  the  edge  of  a  circular  disc  running  upon  a  central  spindle. 
These  saws  vary  from  a  few  inches  in  diameter  to  7  feet.  They  are 
used  chiefly  for  the  rougher  kinds  of  sawing.  Circular  saws  are  also 
used  for  cutting  off  iron,  both  cold  and  red  hot.  Then  they  are  as 
much  as  £  or  \  in.  in  thickness,  their  teeth  are  short  and  square  across, 
and  their  lower  portions  run  in  water  for  cold  sawing. 

Circular  Table. — A  circular  cast-iron  plate,  which  sustains  the  work  which 
is  being  operated  upon  in  drilling  and  slotting  machines. 

Circular  Valve. — A  valve  circular  in  plan,  as  distinguished  from  a  slide 
valve. 

Circulating  Pump. — The  pump  which  circulates  water  through  the  tubes 
in  the  surface  condensers  of  marine  and  other  condensing  engines.  The 
cold  water  is  drawn  through  the  tubes  by  the  suction  of  the  pump.  The 
pump  is  worked  from  the  engine  itself,  or  from  a  separate  engine.  Some- 
times a  centrifugal  pump  is  used  for  circulating. 

Circulating  Tubes. — The  inside  smaller  tube  in  Field's  tubes  (q.v.),  or 
the  cross  tubes  (q.v.)  of  vertical  boilers,  or  Galloway  tubes  (q.v.),  or  the 
ordinary  forms  used  in  multitubular  boilers  or  in  surface  condensers. 

Circulation. — The  circulation  in  a  steam  boiler  is  due  to  the  bubbling 
up  of  the  lighter  boiling  water  from  the  heating  surfaces  through  the 
cooler  water  at  the  upper  portions,  which  latter  then  descends  to  take 
its  place.  The  efficient  circulation  of  the  water  is  necessary  to  the  rapid 
generation  of  steam  and  the  prevention  of  deposit  and  incrustation 
(q.v.).  It  is  promoted  by  the  introduction  of  water  tubes,  so  arranged 
that  convection  shall  readily  take  place  from  their  surfaces,  and  by 
keeping  as  small  a  quantity  of  water  as  possible  below  the  heating  Bur- 
faces.  The  circulation  of  water  in  a  condenser  is  necessary  for  the 
rapid  condensation  of  the  exhaust  steam,  and  is  effected  by  the  circu- 
lating pump  (q.v.)*  See  also  Hot- water  Apparatus,  Surface  Condensa- 
tion, Jacketing. 

Circumference. — The  circumference  of  a  circle  is  the  line  described  by  the 
radius  (q.v.)  moving  about  the  centre. 

Circumferential  Fitch. — (1)  This  pitch  is,  in  a  screw  wheel,  the  distance 
between  the  points  in  which  a  plane  at  right  angles  with  the  axis  cuts 
two  contiguous  threads.     (2)  Circular  Fitch  (q.v.). 

Clack. — That  portion  of  a  pump- valve  or  bucket  which  is  lifted  by  the 
action  of  the  water  or  air.  It  is  made  of  leather  stiffened  with  plates 
of  brass  or  iron.     Applied  more  specially  to  a  flap- valve  (q.  v.). 

Clack  Box. — The  box  or  chamber  in  which  the  clack  (q.v.)  of  a  pump 
works,  or  that  portion  which  contains  the  valves  that  open  and  close  to 
suction  and  delivery. 

Clam. — See  Vice  Clamps. 

Clam  Hut. — A  clasp  nut  (q.v.). 

Clamp. — Clamps  are  tools  used  for  holding  portions  of  work  together,  both 
in  wood  and  metal. 

Clamping  Screw. — Any  screw  by  which  a  piece  of  work  or  a  tool  is 
pinched  or  held  in  place.  The  screws  which  confine  the  cutting  tool 
in  the  binding  straps  of  planing  and  shaping  ngu/fly^a  tool  boxes  ore 
illustrations  of  damping  screws. 
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Clark'i  Process. — A  process  which  has  been  adopted  to  a  limited  extent 
for  the  purification  of  the  hard  feed-waters  of  steam  boilers  from  the 
lime  held  in  solution.  It  depends  for  its  efficacy  on  the  action  of  lime 
on  carbonic  acid,  with  which  it  readily  combines.  In  water  which  con- 
tains bicarbonate  of  lime  in  solution,  ihe  lime  is  held  in  solution  by 
the  carbonic  acid  present,  which  being  driven  off  by  boiling  deposits 
the  lime  on  the  boiler  plates.  But  if  lime  be  added  to  the  water  in 
sufficient  quantity  it  will  combine  readily  with  the  carbonic  acid,  neu- 
tralizing it,  and  will  be  precipitated  as  carbonate,  together  with  the 
carbonate  disengaged  by  its  action.  In  the  carrying  out  of  this  process 
tanks  have  to  be  provided  for  the  nitration  of  the  purified  water. 

Claip  Kail. — A  malleable  iron  nail,  rectangular  in  section,  whose  head  is 
formed  by  two  opposite  projections  pointing  downwards.  Used  by 
pattern-makers  for  the  temporary  holding  down  of  segments  when 
building  up  work,  the  toughness  of  the  wrought  iron  permitting  of 
their  extraction  after  the  glued  joints  have  set. 

Clasp  Hut. — The  movable  nut  by  which  the  slide-rest  of  a  screw-cutting 
lathe  is  put  into  connection  with,  or  released  from  the  leading  screw. 
It  is  worked  by  a  cam  plate  when  double ;  by  an  eccentric  pin  when 
single.     Sometimes  termed  clam  nut  and  clip  nut. 

Claw  Coupling. — A  loose  coupling  (q.v.)  used  in  cases  where  shafts  require 
instant  connection  or  disconnection.  It  is  somewhat  similar  in  outline 
to  a  flange  coupling  (q.v.},  but  instead  of  being  plain,  projections  or 
claws  are  cast  upon  each  iace,  which  engage  in  corresponding  recesses 
in  the  faces  opposite.  The  claws  usually  number  two  or  three.  The 
coupling  is  thrust  in  and  out  of  gear  through  a  pin  or  a  fork  taking 
easily  into  a  groove  turned  in  the  circumference  of  a  bossed  up  hinder 
portion.    It  is  often  termed  a  claw  clutch. 

Claw  Nut. — The  clasp  nut  (q.v.)  of  a  lathe. 

Claw  Wrench. — A  wrench  having  a  loose  jaw,  pivoted  in  such  a  manner 
that  its  bite  increases  with  the  pressure  put  upon  it.  Its  principle  is 
that  of  Ihe  pipe  wrench  (q.v.),  and  it  is  used  both  as  a  spanner  and 
also  for  pulling  the  core  rods  and  wires  out  of  castings  in  the  task  of 
fettling  (q.v.). 

Clay. — Essentially  a  silicate  of  aluminium  resulting  from  the  decom- 
position of  felspar.  Used  for  making  bricks,  clay  wash,  and  clay 
water,  for  the  linings  of  furnaces  and  ladles,  for  stopping  tap  holes, 
and  making  crucibles,  its  value  consisting  in  its  plasticity,  its  quality 
of  hardening,  and  its  refractory  nature. 

Clay  Band. — A  carbonate  of  iron  mixed  with  clay.  It  is  mined  in 
Staffordshire,  Yorkshire,  Derbyshire,  and  South  Wales.  Its  com- 
position is  variable.  It  is  the  chief  ore  of  iron  worked  in  England. 
Called  also  argillaceous  iron  ore,  and  clay  iron-stone. 

Clay  Iron-stone. — See  Clav  Band. 

Clay  Pit.— A  pit  from  which  the  clay  used  in  foundry  operations  is  dug. 

Clay  Plug.— See  Plug. 

Clay  Wash,  or  Clay  Water.— A  solution  of  clay  in  water.  Used  in 
foundry  work  for  painting  over  the  bars  and  lifters  of  moulding  boxes, 
to  cause  the  adhesion  of  the  sand  thereto ;  and  for  cores. 

Clay  Water.— See  Clay  Wash. 

Cleading. — The  covering  put  around  a  boiler  or  engine  cylinder  for  the 
purpose  of  preventing  the  radiation  of  its  heat  into  the  surrounding 
atmosphere.  The  deading  consists  of  wood  strips  tongued  together 
with  hoop  iron,  and  bonded  with  hoop  iron  or  brass.    Often  thin  sheet 
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iron  is  substituted  for  the  wood  cleading.  There  is  a  space  between 
the  boiler  or  cylinder  and  the  cleading,  filled  with  felt,  or  similar  good 
non-conducting  material.     See  Lagging. 

Clean  Boiler. — A  steam  boiler  free  from  incrustation,  scale,  or  muddy 
deposits. 

Clean  Casting. — A  casting  having  a  clean  skin  (q.v.).  To  produce  a 
clean  casting,  the  mould  must  be  properly  vented,  sand  suitable  for  the 
nature  of  the  casting  must  be  used,  and  the  surface  sleeked  over  with 
plumbago. 

Clean  Cut. — A  cutting  tool  is  said  to  produce  a  clean  out  when  the  cut 
surface  is  not  grooved,  or  wavy,  or  ridged,  but  continuous  and  smooth. 
The  cleanness  of  a  cut  depends  on  the  proper  cutting  angle  being  main- 
tained, on  the  degree  of  force  applied  to  the  tool,  too  much  pressure 
causing  rough  cutting ;  and  partly  on  the  nature  and  homogeneity  of 
the  material  itself. 

Cleaner. — A  moulder's  tool  of  steel  or  brass,  used  for  smoothing  and 
dressing  the  various  irregularly  shaped  portions  of  sand  moulds.  The 
typical  cleaner  is  a  thin  long  flat  tool,  its  blade  running  in  a  longi- 
tudinal direction,  while  a  short  end  is  turned  up  at  right  angles  thereto. 
The  latter  is  used  as  a  lifter.  The  term  cleaner  is  applied  to  tools  of 
various  shapes. 

Clean  Fire. — A  boiler  fire  free  from  clinkers  and  ashes. 

Clean  Hole. — A  hole  which  is  drilled  or  bored  without  showing  a  wavy 
or  ridged  outline.  Clean  drilling  is  effected  by  having  a  drill  properly 
ground,  and  by  cutting  at  a  definite  speed,  and  at  a  moderate  rate  of 
feed  only.  Cleanness  of  surface  is  increased  by  broaching  or  rymering, 
or  by  lapping. 

Cleaning.— Engines  and  machines  are  cleaned  by  rubbing  over  their 
bright  portions  with  sponge  cloths  (q.v.)  or  waste  (q.v.],  and  oil. 

Cleaning  Up. — Smoothing  over  the  surface  of  a  foundry  mould  with 
trowel  and  cleaners,  and  blackening  in  readiness  for  closing  and  casting. 

Clean  Lift. — When  a  pattern  is  withdrawn  or  lifted  from  a  foundry 
mould,  the  lift  is  said  to  be  clean  when  the  edges  and  sides  are  not  torn 
away,  or  are  torn  away  to  a  very  slight  extent  only.  The  cleaner  the 
lift,  the  less  the  amount  of  mending  up  necessary. 

Clean  Metal. — Applied  to  metals  in  general  to  indicate  the  absence  of 
scoriee,  scurf,  scale,  oxide  and  similar  foreign  matters  which  detract 
from  their  value  as  metals. 

Clean  Mould. — A  foundry  mould  which  is  properly  sleeked  and  blackened, 
and  from  which  all  loose  particles  of  sand  are  removed,  in  readiness  for 
closing  and  casting. 

Clean  Scrap. — Forged  scrap,  from  which  all  traces  of  cinder  have  been 
removed  by  hammering. 

Clean  Skin.  — A  casting  or  forging  is  said  to  have  a  clean  skin  when  its 
exterior  surface  is  free  from  scabs,  pits,  blisters,  or  other  excrescences 
or  depressions. 

Clean  Thread. — The  thread  of  a  screw  is  said  to  be  clean  when  it  is 
smooth  and  sharp,  instead  of  being  ragged,  imperfect,  and  coarsely  cut. 

Clean  Water. — The  feed  water  of  boilers  is  said  to  be  clean  when  it  is 
free  from  mud  and  other  visible  sedimentary  matters.  Clean  water  may 
nevertheless  be  hard,  and  produce  scale,  though  not  muddy  deposit. 

Clearance. — A  term  in  frequent  use,  meaning  generally  the  amount  of 
space,  open  or  free,  between  contiguous  parts.  Thus  clearance  of 
wheels  means  the  space  between  contiguous  teeth,  clearance  of  brasses 
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the  space  'between  their  shoulders  or  flanges  and  the  collars  upon  their 
shafts.  Clearance  of  steam  means  freedom  to  exhaust.  The  differ- 
ence between  the  distance  across  the  flanges  or  throats  of  railway 
wheels  and  the  gauge  of  the  rails,  is  also  termed  clearance.  This  is 
equal  to  J  in.  or  1  in.,  and  is  necessary  to  allow  of  end  play  in  running 
round  curves,  and  also  for  inaccuracy  in  the  rails. 

Clearance  Angle. — The  angle  of  relief  (q.v.). 

Clearing  Hole. — The  term  is  used  in  opposition  to  tapping  hole  (q.v.).  It 
signifies  a  hole  full  to  the  specified  size,  so  that  a  turned  stud  or  bolt 
of  the  same  nominal  diameter  will  pass  freely  yet  closely  through  it. 

Clear  Oils,  or  Pale  Oils. — Lubricating  oils  which  have  been  subjected  to 
filtration  and  purification  to  free  them  from  their  dark  natural  colour. 
See  Black  Oils. 

Cleet. — A  block  of  wood  which  furnishes  a  steady  point  of  attachment  for 
a  part  of  a  structure,  as  a  batten. 

Cleft. — A  shake  in  a  balk  of  timber  which  is  radial  or  running  along  the 
course  of  the  medullary  rays. 

Clenching,  or  Clinching. — The  turning  and  hammering  over  of  the  points 
of  nails  against  a  wood  face  to  secure  their  adhesion  under  rough 
usage.    The  clenching  transforms  the  nails  into  rude  clamps. 

Click. — The  detent  or  catch  of  a  small  ratchet  wheel.  When  of  large 
size  it  is  termed  a  paul  (q.v.). 

Click  Wheel. — A  small  ratchet  wheel  (q.v.). 

Clinching. — See  Clenching. 

Clinker. — The  slag,  or  vitrified  material  which  accumulates  from  the  fuel 
in  a  smith's  or  a  boiler  fire. 

Clinkering. — The  periodical  removal  of  the  clinkers  from  a  smith's  or 
from  a  boiler  fire. 

Clips. — (1)  Slight  castings  provided  with  side  flanges  or  ears  placed  on 
opposite  sides  to  each  other.  The  clips  are  curved  between  the  ears  to 
embrace  the  outside  of  a  hose  pipe,  and  are  used  to  effect  a  rapid 
union  between  the  hose  and  the  metal  nozzles.  The  flanges  are  cast  in 
brass,  and  clasped  together  with  screw  bolts.  (2)  Thin,  flat,  rectangular, 
washer-like  castings,  or  more  generally  castings  having  one  end 
rounded,  and  recessed  slightly  on  their  front,  or  straight  edges,  to 
clip,  or  cover  the  edge  of  the  flat  bottom  flange  of  a  rail.  A  fang  bolt 
or  a  spike  passes  through  a  hole  in  the  clip,  enabling  the  latter  to  retain 
the  rail  in  place. 

Clip  Drum.— See  Clip  Pulley. 

Clip  Wat— See  Clasp  Nut. 

Clip  Pulley,  or  Clip  Drum. — A  rope  pulley  whose  rim,  of  a  vee- section,  is 
constructed  of  movable  clips  instead  of  rigid  sides.  The  clips  are  three 
or  four  inches  long,  and  are  hinged  on  pins  whose  axes  are  ranged  in 
the  direction  of  the  periphery  of  the  pulley.  The  positions  of  the  pins 
are  such  that  when  a  rope  bites  between  the  clips  the  effect* is  to  pull 
them  towards  each  other  with  the  result  of  increasing  the  bite  of  the 
rope,  the  amount  of  which  bite  is,  therefore,  in  direct  proportion  to  the 
pull  of  the  rope.  Clip  pulleys  are  used  for  hauling  at  steam  ploughing 
implements,  for  mines  and  inclined  planes,  and  for  the  transmission  of 
power  through  long  distances,  especially  in  those  cases  where  winding 
drums  are  not  convenient. 

Clogging. — The  thickening  of  lubricating  oils  due  to  the  absorption  of 
oxygen,  and  to  the  presence  of  dust.  Machinery  is  said  to  clog  when 
its  lubricating  oil  becomes  thick  and  dry. 
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Closed  Stokehold. — The  stokehold  of  a  steamer  which  is  closed  to  all  ad- 
mission of  air,  save  that  which  is  supplied  through  blowing  fans.  The 
advantages  claimed  for  closed  stokeholds  are  increased  efficiency  of 
boilers,  due  to  the  more  rapid  combustion  obtainable,  permitting  of  a 
diminution  in  their  bulk,  and  the  exact  adjustment  and  regulation  of 
the  air  supply  under  calm  weather  and  in  any  direction  of  the  wind. 

Close  Grained. — Iron  is  close  grained  when  its  crystals  are  of  moderate 
size  and  densely  packed.  The  term  is,  however,  relative,  since  all  heavy 
castings  which  are  not  cast  under  pressure  are  somewhat  open  and 
porous  in  their  central  portfrns.  It  is  customary  in  specifications  to 
stipulate  for  close-grained  iron  for  special  classes  of  work,  as,  for  ex- 
ample, engine  cylinders  and  bright  working  parts.  Timber  is  close 
grained  when  of  slow  growth,  as  evidenced  by  the  small  size  of  the 
annual  rings. 

Close  Link  Chain. — Ordinary  open  link  chain,  the  length  of  whose  links 
does  not  exceed  five  times  the  diameter  of  the  iron  from  which  it  is 
made.  Its  width  is  three  and  a-half  diameters.  Galled  close  link  to 
distinguish  it  from  circular  link  chain. 

Close  Mouth. — Applied  to  punching  bears  and'punohing  machines  which 
are  open  back  and  front  for  the  passage  of  bars,  but  closed  at  the  sides. 
Used  for  rails  and  bars.  The  term  is  used  in  opposition  to  open 
mouth  (q.v.). 

Close  Topped  Furaaoe. — The  modern  form  of  blast  furnace  in  which  the 
mouth  is  closed  by  a  oup  or  cone  or  some  other  suitable  arrangement, 
the  waste  gases  being  led  down  to  heat  the  blast. 

Closing  Hammer. — A  hammer  used  for  closing  the  seams  of  boiler  plates. 

Closing  Up. — (I)  The  riveting x>r  burring  over  of  a  rivet  head,  either  by  hand 
or  by  hydraulic  pressure.  The  length  of  rivet  required  for  closing  up 
in  hand  riveting  is  \\  times  the  diameter,  for  snap  head  and  conical 
rivets ;  once  the  diameter  for  countersunk  rivets,  and  a  trifle  more  than 
these,  an  J  in.  or  J  in.  in  machine  riveting.  (2)  Covering  up  or 
placing  on  of  the  top  box  or  oope  of  a  foundry  mould  in  readiness  for 
casting. 

Clothing. — The  felting  and  wood  coverings  placed  around  steam  pipes  and 
boilers  to  prevent  radiation  and  loss  of  heat  therefrom.    See  Gleading. 

Clout  Wail. — A  strong  malleable  iron  nail,  having  a  large  flat  head. 
Used  for  fastening  leather  on  wood.  These  nails  are  also  often 
employed,  after  cutting  off  their  heads  with  a  cold  chisel,  as  pins  for 
securing  the  cogs  of  mortice  wheels  in  place. 

Clutch.— The  medium  by  which  a  temporary  connection  is  made  between 
separate  spindles  or  portions  of  shafting.  It  may  be  a  claw  clutch, 
having  claws,  two  or  more  in  number,  which  take  into  corresponding 
recesses  in  the  opposite  half,  or  it  may  be  some  form  of  smooth  friction 
clutch  (q.v.).     Also  termed  disengaging  coupling. 

Clyburn  Spanner. — An  adjustable  spanner,  one  of  whose  jaws  receives 
movement  by  means  of  a  screw  and  milled  head. 

Coach  Screw. — A  wood  screw  with  a  coarse  vee-thread  and  a  square  head, 
used  generally  for  bolting  timber  work  together. 

Coal. — Used  in  smelting  operations,  for  engine  fires,  in  the  manufacture 
of  coke,  for  mixing  with  foundry  sands,  and  for  foundry  blacking.  Coals 
are  anthracitic  or  bituminous,  caking  or  non-caking. 

Coal  Box. — (1)  The  box  or  bunker  which  carries  the  coal  in  a  locomotive 
which  is  not  provided  with  a  tender.  (2)  Hie  trough  or  receptacle  for 
the  coal  used  in  the  smith's  Are, 
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Coal  Bonk. — Sc9  Bunker. 

Goal  Dust. — (1)  Ordinary  coal  pulverized  in  a  blacking  mill.  It  is  used 
for  admixture  with  foundry  sand  to  the  extent  of  8  or  10  per  cent. 
When  the  coal  becomes  oxidized  the  sand  is  said  to  be  burnt.  (2)  Used 
also  for  facing  moulds,  both  as  a  dust  and  in  the  form  of  black  wash 
(q.v.). 

Goal  Mill.— See  Blacking  Mill. 

Coaroe  Feed. — The  feed  of  a  machine  tool  set  for  heavy  cutting.  The 
term  is  relative,  but  in  ordinary  light  work  anything  over  ifa  would  be 
coarse  feed.    In  massive  work  }  in.  or  1  in.  feed  is  common. 

Coarse  Fibre.— The  fibre  of  wrought  metal  which  is  large  and  rough, 
indicating  a  low  tensile  strength. 

Coarse  Grain. — The  crystallization  of  metal  when  the  crystals  are  of  large 
size. 

Coarie  Grit.— The  texture  of  an  emery-wheel  or  grindstone  which  is 
suitable  for  lough  grinding  only. 

Coarse  Hard. — A  class  of  emery-wheel  used  for  edge-grinding,  for  trim- 
ming castings,  and  in  general  for  rough  work. 

Coarse  Metal. — See  Copper  Matt. 

Coarse  Pitch. — The  pitch  or  size  of  wheel  teeth  considered  in  relation  to 
other  teeth. 

Coble  Ores. — Red  copper  ores  (q.v.)  imported  from  Cuba. 

Cock. — A  cylindrical  valve,  consisting  essentially  of  a  shell,  plug,  and 
cover.  A  passage-way  is  formed  through  the  plug,  which  being 
brought  opposite  to  the  entrance  and  discharge  openings,  allows  the 
fluid  to  pas*  through.  When  the  plug-openings  are  brought  opposite 
the  blank  walls  of  the  shell,  the  cock  is  closed.  Cocks  are  of  various 
kinds,  as  bib,  flanged,  gland,  socket,  two-way,  three-way,  four- way, 
described  in  their  sections.  Sometimes  the  term  cock  is  extended  to 
include  any  valve  which  is  opened  or  closed  by  hand. 

Cook  Metal. — Sometimes  used  to  designate  the  metal  used  in  the  very 
commonest  brasswork,  as  the  cheaper  class  of  cocks  and  valves. 

Cock-wheel. — See  Idle- wheel. 

Coefficients. — (1)  Numerical  values  deduced  from  experiments,  and  used  in 
engineering  formulae  and  calculations.  Hence  there  are  coefficients  for 
friction,  for  elasticity,  for  tension,  for  the  flow  of  water,  &c.  Thus,  for 
example,  the  weight  necessary  to  elongate  an  elastic  bar  of  any  material 
and  of  uniform  section  to  double  its  length  is  called  the  coefficient  of 
elasticity  for  that  material.  (2)  Any  factor  or  factors  of  an  algebraical 
product  regarded  in  relation  to  the  other  factors.  If  a  figure,  it  is 
called  the  numerical  coefficient. 

Cog. — The  tooth  of  a  gear-wheel.  More  properly  used  to  distinguish  the 
wooden  teeth  of  mortice -wheels  from  those  of  iron. 

Cogged  Bloom. — A  bloom  or  crude  mass  of  steel  which  has  been  passed 
through  the  cogging  mill  in  readiness  for  rolling  into  rails  or  other 
sections. 

Cogging. — (1)  The  fitting  in  and  working  of  the  cogs  of  mortice- wheels. 
(2)  TBie  rolling  of  steel  blooms  from  ingots. 

Cogging  Engine. — An  ordinary  rail-mill  engine  used  for  driving  the 
cogging  mill. 

Cogging  Mill. — A  rolling  mill  in  which  steel  blooms  are  rolled  out.  It  is 
similar  to  a  blooming  mill. 

Cogwheel. — A  toothed  wheel.  Sometimes  used  to  distinguish  a  mortice- 
wheel  (q-v.)  from  a  wheel  whose  teeth  are  of  iron. 
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Cohesive  Strength. — The  strength  of  a  material  resisting  farces  tending 
to  rupture  it  by  tension. 

Coiled  Spring. — A  spiral  spring  (q.v.). 

Coils.— Coils  of  iron  piping  conveying  steam  are  used  for  the  heating  of 
workshops.  The  pipes  are  often  provided  with  rings  or  collars,  large 
and  thin,  for  the  better  radiation  of  the  heat. 

Coke.— The  solid  residuum  produced  by  the  destructive  distillation  of 
coal.  It  is  either  a  residual  product  of  gas-making,  then  called  gas 
coke,  or  the  chief  product,  and  termed  oven  coke  or  hard  coke.  The 
making  of  oven  coke  is  sometimes  performed  in  kilns  of  rectangular 
shape,  but  usually  in  ovens.  The  beehive  ovens  consist  of  a  row  of 
chambers  which  are  either  circular  or  square,  and  as  much  as  ten  feet 
in  diameter  in  'some  cases.  The  coal  is  charged  into  these,  and  the 
heat  necessary  to  effect  its  decomposition  is  obtained  by  passing  air 
over  the  upper  surface  of  the  incandescent  pile,  so  that  the  process  of 
coking  is  effected  downwards  and  inwards,  from  the  top  of  the  mass. 
Essentially  the  objects  to  be  obtained  are,  the  introduction  of  a  proper 
amount  of  air  to  burn  the  gases,  but  not  the  carbonaceous  matters, 
uniform  and  rapid  coking,  and  the  prevention  of  loss  of  heat  by 
radiation.  The  beehive  ovens  are  those  chiefly  used,  but  Appolt, 
Carves,  Coppee  and  Pernolet  ovens  are  also  employed.  Sulphur  is  the 
most  deleterious  body  present  in  coke,  and  one  which  cannot  be 
removed  by  any  process  at  present  known.  A  good.  «x>ke  should  be 
hard,  brilliant,  crystalline,  free  from  sulphur  and  from  dark  and  dirty 
patches. 

Coke  Basket. — See  Moulder's  Basket. 

Coke  Bed. — (1)  The  first  layer  of  coke  which  is  introduced  into  a  cupola, 
previous  to  the  throwing  in  of  the  iron.  Its  weight  bears  a  definite  rela- 
tion to  that  of  the  iron  to  be  melted,  but  varies  with  the  condition  of  the 
furnace.  (2)  Before  moulding  and  casting  pieces  of  work,  plates,  &c, 
having  large  superficies,  and  which  are  beaded  in,  provision  is  made  for 
carrying  off  the  gas  generated  in  the  mould  by  means  of  a  coke  bed. 
This  is  a  porous  stratum  of  coke  and  clinker  in  pieces  ci  various  sizes, 
laid  to  a  depth  of  several  inches  below  the  mould ;  the  porosity  of 
which  allows  the  gas  to  escape  as  into  a  reservoir,  to  be  drawn  off  by 
vent  pipes  (*!•▼•). 

Coke  Dust. —  Used  by  moulders  for  the  same  purpose  as  co<t]  dust  (q.v.). 

Coke  Furnace. — A  blast  furnace  in  which  coke  is  used  as  fuel. 

Coke  Kill.— See  Blacking  Mill. 

Coke  Oven.— See  Coke. 

Coke  Plate. — Tin  plate  for  which  the  sheet  iron  has  been  refined  with 
coke,  as  distinguished  from  charcoal  plate  (q.v.).  "  Coke  plate  "  now 
commonly  refers  to  plate  made  from  puddled  iron.  This  is  inferior  to 
charcoal  plate. 

Cold  Air  Machine.— See  Refrigerator. 

Cold  Bend.— See  Forge  Test. 

Cold  Blast.— Iron  smelting  furnaces  were  originally  universally  fed  with 
a  current  of  air  at  the  ordinary  atmospheric  temperature.  But  in  the 
year  1828,  at  the  Clyde  works,  Neilson  introduced  the  practice  of 
heating  the  blast  before  feeding  it  into  the  furnace.  Hence  the 
distinguishing  term  "Cold  blast"  as  opposed  to  hot  blast.  Iron 
produced  under  the  old  system  is  called  "  cold-blast  iron,"  and  is  of 
superior  quality,  and  much  sought  after  by  iron  founders  for  scrap. 
Cold-blast  iron  is  now  made  to  a  very  limited  extent  only,  and  is 
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expensive,  its  manufacture  being  confined  to  about  a  dozen  firma  in 
the  Kingdom. 

Cold  Blast  Iron.— See  Cold  Blast. 

Cold  Chisel. — A  chipping  chisel  (q.v.).  ^e  term  *•  probably  used  to 
distinguish  it  from  a  smith's  chisel  used  for  hot  iron. 

Cold  Iron  Saw. — A  circular  saw,  thick  in  proportion  to  its  diameter, 
haying  short  teeth,  sharpened  square  across  the  edge  of  the  disc.  It 
runs  at  a  slow  speed,  and  is  usually  driven  by  power,  though  saws 
worked  by  hand  by  the  intervention  of  bevel  gearing  are  in  use  for 
portable  purposes.  A  small  circular  saw  is  employed  for  cutting  slits 
m  the  heads  of  screws,  and  other  articles  where  shallow  and  narrow 
grooves  are  required. 

Cold  Eivetiag.— -Small  rivets  in  thin  plates  are  hammered  up  without 
being  heated  in  the  fire,  hence  the  term. 

Cold  Boiled. — Bars  and  plates  rolled  without  being  previously  heated. 

Cold  Boiling. — The  practice  of  rolling  iron  plates  cold  produces  a  mate- 
rial having  a  high  tensile  strength,  but  with  a  corresponding  sacrifice  of 
ductility  and  toughness.  Its  effect  is,  therefore,  the  reverse  of  anneal- 
ing. The  surface  of  iron  when  cold  rolled  acquires  a  greater  smooth- 
ness and  polish  than  when  rolled  hot. 

Cold  Sand.— See  Hot  Sand. 

Cold  Sawing. — The  sawing  of  iron  while  cold  with  a  cold  iron  saw  (q.v.). 

Cold  Set. — A  smith's  set,  or  ohisel-like  tool  made  thicker  than  the  hot  set 


(q.v.),  and  usedfor  nioking  cold  metal. 


Cold  Shortness. — That  condition  of  wrought  iron  and  steel  in  which  it  is 
impossible  to  work  it  below  a  dull  red  heat  without  fracture  or  crack- 
ing at  the  edges,  by  reason  of  its  brittleness.  This  condition  is  due  to 
the  presence  of  phosphorus,  silicon,  arsenic,  and  antimony,  the  first- 
named  being  the  most  common  cause  of  the  quality  described. 

Cold  Shorts.— See  Cold  Short. 

Cold  Short.— ^Wrought  iron  or  steel  having  the  quality  of  cold  shortness 
(q.v.).  (2)  When  oast  metal  pours  dead  or  thiol:  it  sometimes  happens 
that  in  those  portions  of  the  mould  where  the  mass  is  thin,  or  comes  into 
contact  with  the  sand,  that  section  of  the  metal  will,  if  poured  too  slowly, 
soon  began  to  thicken  and  partly  solidify,  so  that  the  metal  which 
comes  after  does  not  amalgamate  properly  therewith,  but  forms  instead 
an  imperfectly  united  contiguous  or  superimposed  layer.  The  surfaces 
in  contact  form  a  "  cold  shut,"  and  complete  fracture  is  always  liable 
to  take  place  there.  Running  short  of  metal  in  the  ladle,  and  slight 
delay  in  emptying  the  contents  of  a  second  ladle  into  the  mould,  is  also 
a  fruitful  source  of  cold  shuts.    Also  termed  cold  shorts  and  cold  shots. 

Cold  Tests. — The  testing  of  the  tensile  strength  of  iron  and  steel  bars  and 
plates,  by  bending,  while  cold,  to  a  certain  angle,  both  with  and  across 
the  grain  without  fracture. 

Cold  Water  Pomp. — An  ordinary  lift  or  force  pump,  as  distinguished  from 
a  hot  water  pump  (q.v.). 

Cold  Water  Test. — The  ordinary  hydraulic  test,  for  pressure  only,  to 
which  steam  boilers  are  subjected,  as  distinguished  from  a  hot  water 

test  (<!■▼•)• 
Collapse. — The  failure  of  a  tube  or  cylinder  due  to  the  stress  of  pressure 

applied  externally. 
Collapsible  Core  Bar. — See  Core  Bar. 
Collapsing  Pressure.— The  pressure  which,  applied  to  the  outside  of  a 

tube,  causes  it  to  fail  by  bending  or  crumpling  inwards.    In  its  usual 
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application,  it  has  reference  to  the  tubes  and  fire-boxes  of  steam 
boilers. 

Collar. — A  ring  formed  on  a  shaft,  either  by  forging  in  the  solid,  or  by 
being  made  as  a  separate  casting  or  forging,  bored  or  turned,  and  held 
in  place  with  a  set  screw  or  a  split  pin.  The  use  of  a  collar  is  to  pre- 
vent endlong  play  in  the  shaft  by  providing  a  face  that  shall  work 
against  the  bearing  flanges  of  brasses,  or  to  retain  loosely  running 
gear,  or  gear  not  otherwise  confined  endways,  in  place  relatively  to  the 
longitudinal  direction  of  the  shaft. 

Collar  Bearing. — A  bearing  provided  with  several  rings  or  collars,  to  take 
the  thrust  of  a  shaft  (see  Thrust  Bearing),  or  in  the  case  of  a  vertical 
shaft  to  provide  adequate  surfaces  for  lubrication. 

Collar  Gauge. — See  Cylindrical  Gauge. 

Collaring. — The  clinging  to  and  wrapping  of  a  rolled  bar  around  the 
bottom  roll  of  a  rolling  mill.    See  Stripping  Plate. 

Collar  Tools. — See  Swage  Tools. 

Collecting  Vessel. — A  cylindrical  vessel  enclosed  in  a  steam  boiler  for  the 
purpose  of  collecting  the  muddy  ingredients  contained  in  the  water, 
and  which  would  otherwise  produce  scale  and  cause  incrustation.  The 
vessel  is  perforated  to  admit  the  water  which  bubbles  over  into  it, 
carrying  over  also  the  sediment,  the  last  settling  down  into  the  smooth 
water  within  the  vessel,  to  be  subsequently  blown  out  at  intervals. 

Collet. — The  disc  or  ring,  as  the  case  may  be,  by  which  screwing  dies  are 
held  fast.    Also  the  cup  by  which  nuts  are  held  in  a  screwing  machine. 

Colour  Brushes. — The  brushes  used  by  draughtsmen  are  camel  hair, 
Siberian,  or  sable  hair,  mounted  in  crow,  duck,  goose,  swan,  or  eagle 
quills,  their  value  increasing  in  the  same  order.  See  Broad  Brush, 
Softener,  "Wash  Brush. 

Columbier  Drawing  Paper. — A  paper  measuring  34}  in.  by  24  in. 

Column. — A  column  may  be  considered  as  a  beam  set  on  end,  and 
receiving  pressure  in  the  direction  of  its  longitudinal  axis.  But  the 
conditions  of  these  vary  with  the  length.  (See  Long  Column,  Short 
Column.)  The  resistance  of  a  column  to  flexure  is  diminished  by 
rounding  the  ends,  increased  by  flattening  them,  still  further  increased 
by  extending  their  area,  and  by  fixing  thorn  both. 

Combination  Caliper. — A  caliper  pivoted  near  the  centre  of  the  two  legs, 
making  thus  four  movable  ends.  Of  these  the  two  to  the  one  side  of 
the  pivot  are  used  for  inside,  and  the  two  on  the  other  for  outside 
measurements. 

Combination  Chuck. — A  universal  chuck  (q.v.)  which  is  also  endowed 
with  the  property  of  independent  action  of  the  jaws.  It  is  the  geared 
form  of  chuck  principally  which  is  made  for  combination  by  a  cam  move- 
ment through  which  the  pinions  are  thrown  out  of  gear  with  the  rack. 

Combination  Gauge,  or  Compound  Gauge. — A  dial  gauge  which  has  two 
sets  of  registers,  as  pressure  and  vacuum,  pressure  and  head  of  water, 
pressure  and  heat  of  steam. 

Combination  Machines,  or  Compound  Machines. — Machines  designed  and 
adapted  for  performing  several  different  processes,  either  at  different 
periods  of  time  or  simultaneously. 

Combined  Carbon. — Carbon  which  has  entered  into  true  chemical  combina* 
tion  with  iron  to  form  white  iron,  chilled  iron,  or  steel.    The  com- 

S rands  so  formed   are    sometimes   termed   carbides  of   Iron.     See 
raphitic  Carbon. 
Combined  Steam.— Superheated  steam  (q.v.)  and  wet  steam  (q.v.)  allowed 
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to  mingle  together  before  use.  It  is  advantageous  to  employ  steam  of 
this  character  in  order  to  diminish  the  evils  of  boiler  corrosion  on  the 
one  hand,  and  of  priming  on  the  other.  Its  temperature  should  not 
exceed  310°  F. 

Comb  Tools. — Chasers  (q.v.). 

Combustible  Mixture. — See  Charge. 

Combustion. — The  chemical  union  of  bodies  with  oxygen.  It  is  accom- 
panied by  the  evolution  of  heat,  sometimes,  though  not  necessarily 
with  light,  since  the  slow  rusting  or  oxidation  of  iron  is  combustion  as 
truly  as  the  vaporisation  of  a  metal  in  the  electric  arc.  Combustion 
results  in  various  well-defined  products.  (See  Products  of  Combustion .) 
There  may  be  partial  or  complete  combustion  (q.v.).  The  laws  of 
combustion  receive  practical  application  in  calculations  bearing  on  the 
air  supplies  of  furnaces,  fuel,  fire-grate  areas,  calorific  power  and 
intensity,  specific  heat,  and  kindred  subjects. 

Combustion  Chamber. — That  portion  of  a  boiler  flue  in  which  the  hot 
gases  are  burnt.  It  is  situated  between  the  fire-grate  and  the  smoke- 
flue  proper. 

Combustion,  Products  of. — See  Products  of  Combustion. 

Coming  to  Nature. — A  term  used  by  puddlers  to  signify  the  stage  of  th6 
accession  to  the  pasty  condition  of  the  ball  of  iron  undergoing  the 
operation  of  puddling.    Also  called  drying. 

Common  Jaw  Chuck. — A  lathe  face  chuck  whose  jaws  are  stepped  in  three 
sections,  that  being  the  ordinary  form. 

Common  Baiters. — The  lighter  ratters  which  lie  between  the  principals  or 
principal  rafters  and  cross  the  purlins  in  a  roof  structure. 

Common  Slide  Valve. — The  ordinary  plain  D-slide  valve  in  which  the 
amount  of  openings  of  the  ports,  both  for  steam  and  exhaust,  are  equal, 
as  distinguished  from  the  exhaust  relief  valve  (q.v.). 

Common  Thread. — An  ordinary  Whitworth  screw  thread  as  distinguished 
from  a  gas  thread. 

Common  Tin. — See  Boiling. 

Compass. — A  drawing  instrument  used  for  measuring  and  transferring 
distances,  and  for  describing  arcs  and  circles.  It  consists  of  two  legs 
movable  about  a  sector  joint.  The  legs  may  be  single  or  double 
jointed,  and  may  each  be  an  integral  portion  of  the  compass,  or  one 
may  be  removable  to  permit  of  the  substitution  of  separate  legs  for  pen, 
pencil,  or  point,  and  for  a  lengthening  bar  (q.v.).  Workmen's  com- 
passes are  either  made  plain  without  any  means  of  tightening  or  setting 
minutely,  or  they  are  wing  compasses.  See  also  Bows,  Dividers, 
Hair  Compasa,  Spring  Bows,  Proportional  Compasses,  Triangular 
Compasses,  Wholes  and  Halves. 

Compass  Caliper. — A  scribing  tool  having  one  leg  caliper  shaped,  the 
other  straight  like  a  compass  and  pointed.  It  is  used  for  scribing  lines 
from  the  end  of  a  piece  of  work,  the  curved  leg  being  slid  along  in 
contact  with  the  end,  while  the  point  of  the  straight  leg  scribes  a  line 
parallel  therewith. 

Compass  Saw. — A  short  narrow  saw,  tapering  towards  the  point,  used  for 
cutting  sweeps  and  curves  by  hand.    Sometimes  termed  a  table  saw. 

Compensating  Collars. — Annular  rings  or  collars  inserted  on  the  spindles 
of  drilling  machines  between  the  feed  screw  and  the  grooved  spindle,  to 
form  hard  wearing  surfaces,  and  by  whose  adjustment  the  wear  of  the 
spindle  and  collars  can  be  taken  up. 

Complement. — The  complement  of  an  angle  is  its  difference  from  90*. 
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Complete  Combustion. — Combustion)  where  all  the  elements  contained  in 
fuel,  or  in  gaseous  charges,  enter  fully  into  chemical  combination  with 
atmospheric  air.  In  chemical  language  their  atoms  are  fully  satisfied. 
The  regulation  of  the  fuel  and  air  supply  of  furnaces  should,  for 
economical  reasons,  approximate  as  nearly  as  possible  to  these  condi- 
tions. 

Component. — The  components  of  a  force  are  the  various  forces  which 
combine  to  make  the  resultant  (q.v.). 

Composition  of  Forces. — The  process  or  method  of  ascertaining  the  resul- 
tant (q.v.)  of  a  series  of  single  forces  from  a  consideration  of  the  magni- 
tudes and  directions  of  those  forces.  It  is  effected  either  by  calculation 
or  by  a  graphic  method,  lines  being  drawn  whose  relative  lengths 
represent  the  magnitudes,  and  whose  aireotions  represent  the  directions, 
of  the  various  single  forces. 

Composition  of  Levers. — See  Compound  Lever. 

Compound  Adjutages. — Adjutages,  where  the  shape  of  the  pipe  is  modi- 
fied to  increase  the  flow  of  liquid,  the  head  remaining  the  same.  See 
Vena  Contraota,  Converging  Mouthpiece. 

Compound  Engine. — An  engine  comprising  two  or  more  cylinders  with 
their  parts.  The  steam,  after  doing  work  in  the  smaller  or  high-pres- 
sure cylinder,  is  allowed  to  exhaust  into  a  larger  or  low-pressure 
cylinder,  or  cylinders,  and  to  do  useful  work  under  expansion.  The 
advantage  obtained  is  that  the  irregularity  of  motion  ana  the  liquefac- 
tion of  steam  which  occur  when  the  variations  of  initial  and  terminal 
pressures  are  confined  to  one  cylinder,  are  minimised  by  dividing  them 
among  two  or  more  cylinders,  so  that  both  pressure  and  temperature 
become  more  equalised.  High  ratios  of  expansion  are  also  obtained 
without  the  employment  of  complicated  cut-off  gear. 

Compound  Expression. — An  algebraical  expression  consisting  of  more 
than  one  term.  Compound  expressions  consisting  of  two,  three,  or 
more  terms  are  called  binomial,  trinomial,  and  multinomial  respec- 
tively. 

Compound  Gauge. — See  Combination  Gauge. 

Compounding. — The  addition  of  a  low-pressure  cylinder  to  an  engine 
which  has  hitherto  possessed  a  high-pressure  cylinder  only. 

Compound  Lever. — A  system  of  levers  by  whose  combination  great 
power  is  developed  within  a  restricted  space,  the  mechanical  gain 
equalling  the  product  of  all  the  long  arms  divided  by  that  of  all  the 
short  arms.  A  testing-machine  (q.v.),  a  wheel  train  (q.v.),  and  a 
weigh-bridge  (q.v.)  afford  examples  of  compound  levers. 

Compound  Machine.— See  Combination  Machines. 

Compound  Oils. — The  advantage  of  a  compound  oil  is  believed  to  consist 
in  this :  that  certain  advantages  of  single  oils  are  gained  and  their  dis- 
advantages neutralized,  thus — an  animal  oil  alone  is  liable  to  develop 
acid,  to  the  consequent  corrosion  of  the  bearings  with  which  it  is  in 
contact ;  a  vegetable  oil  alone  is  apt  to  dry  and  gum,  or  become  sticky 
and  clog  the  bearing ;  a  mineral  oil  alone  is  usually  thin,  has  a  low 
firing  point,  and  is  liable  to  become  squeezed  out  and  evaporated  or 
volatilized.  But  by  a  combination  of  the  three,  the  body  of  the  animal 
oil  is  retained  while  its  tendency  to  decomposition  is  lessened,  the  good 
lubricating  property  of  the  vegetable  is  utilised  without  much  gumming 
taking  place,  and  the  flashing  point  of  the  mineral  is  raised  or  coun- 
teracted, while  its  fluidity  and  its  cleansing  action  are  utilised. 

Compound  Screw.— A  differential  screw  (q.v!). 
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Compound  Sliding  Table,  or  Compound  Table. — The  table  belonging  to  a 
machine  tool  which  is  used  for  bolting  the  work  upon,  and  provided 
with  at  least  two  movements,  one  longitudinal,  the  other  transverse. 
Commonly  a  circular  movement  around  its  vertical  axis  is  also  included. 
The  table  of  a  slotting  machine  furnishes  an  illustration  of  such  a  com- 
bination. 

Compound  Stress. — A  stress  of  two  kinds  acting  at  a  single  time  upon  a 
structure,  as  torsion  and  bending,  or  bending  and  tension. 

Compound  Surface-condensing  Engine. — A  compound  engine  (q.v.)  pro- 
vided with  the  means  of  surface-condensation  (q.v.).  Most  marine 
engines  are  of  this  type. 

Compound  Table. — See  Compound  Sliding  Table. 

Compound  Tallow  Cup. — A  grease  cup  furnished  with  two  cocks,  one 
leading  from  the  cup  into  a  globular  intermediate  chamber,  the  other 
from  the  chamber  into  the  cylinder  or  steam-chest,  thus  keeping  the 
tallow  clean  and  preventing  waste. 

Compound  Train. — A  train  of  change-wheels  (q.v.)  used  in  screw-cutting, 
in  which  there  are  two  or  more  intermediary  wheels  on  the  stud.  All 
aorewB  of  fine  pitch,  or  say  over  about  ten  to  the  inch,  are  cut  with 
compound  trains. 

Compressed-air  Lift,  or  Pneumatic  lift.— A  form  of  lift  or  hoist  in  which 
air  takes  the  place  of  water  as  a  motive  power,  the  cage  being  sup- 
ported by  an  air  cylinder.   It  is  used  for  the  charging  of  blast  furnaces. 

Compressed  Steel. — Cast  steel  subjected,  while  in  a  metallic  ingot  mould, 
to  hydraulic  or  steam  pressure,  being  compressed  while  still  in  a  molten 
condition.  The  pressure  applied  varies  from  6  to  20  tons  per  square 
inch,  depending  on  circumstances.  It  is  compressed  to  the  extent  of 
about  If  inch  per  foot  of  length,  its  specific  gravity  being  increased 
thereby.  The  object  of  compression  is  the  production  of  a  sounder 
ingot  than  can  be  obtained  in  an  open  mould. 

Compressibility. — That  property  of  gases — as  air,  steam,  carbonic  acid, 
&c. — according  to  which  their  volumes  are  reduoed  by  pressure.  Pres- 
sures and  volumes  vary  in  inverse  proportions  in  all  true  gases.  Liquids 
are  practically  incompressible,  though  not  absolutely  so.  Solids  are 
compressible  in  different  degrees. 

Compressing  Cylinder. — (1)  The  cylinder  of  an  air-compressor  within 
which  the  compression  of  the  air  takes  place.  (2)  A  cylinder  used  in  some 
gas  engines  for  compressing  the  air  used  in  the  charge,  and  distinct  from 
the  working  cylinder  (q.v.)  in  which  the  charge  is  exploded. 

Compression. — (1]  A  body  is  in  compression  when  it  is  subject  to  forces 
tending  to  crush  it  in  the  direction  of  that  axis  which  is  continuous  with 
the  line  of  direction  of  the  pressure.  (2)  The  resistance  of  the  steam  left 
in  the  end  of  an  engine  cylinder  and  the  passage  leading  thereto  on  the 
return  stroke  of  the  piston,  and  which  is  due  to  the  early  closing  of  the 
port.  This  is  also  termed  cushioning.  The  compression  of  steam  in  an 
engine  cylinder  should  never  be  allowed  to  rise  above  the  initial  pres- 
sure of  the  steam,  otherwise  the  compressed  steam  will  force  its  way 
against  the  entering  steam  into  the  steam-chest,  reducing  the  pressure. 
(3)  The  pressure  exercised  during  its  instroke  by  the  piston  of  a  gas 
engine,  on  the  combustible  mixture  admitted  behind  it. 

Compression  Bar. — A  bar  which  is  being  subjected  to  compression  stress. 

Compression  Coupling. — See  Cone  Vice  Coupling. 

Compression  Engines. — Those  gas  engines  in  which  the  mixed  charge  is 
subject  to  compression  previous  to  ignition.    The  advan  fcage  of  employ* 
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ing  compression  is  that  a  smaller  percentage  of  gas  is  consumed  thereby 
than  is  the  case  when  the  charge  is  ignited  at  atmospheric  pressure. 

Compression  line. — The  line  on  an  indicator  diagram  which  shows  the 
rise  of  pressure  near  the  termination  of  the  piston-stroke  due  to  com- 
pression. The  presence  of  a  loop  at  the  termination  of  the  line 
indicates  that  the  steam  has  been  compressed  above  its  initial  pressure. 

Compression  Strength. — The  strength  necessary  to  enable  a  bar  or  struc- 
ture to  resist  compression  or  crushing. 

Compression  Stress. — The  stress  due  to  compression. 

Coneentrated  Load. — A  load  localised  upon  a  beam,  or  girder,  or  struc- 
ture. Under  the  same  conditions  of  fixing,  a  concentrated  load  will 
produce  twice  as  much  stress  as  a  distributed  load  (q.v.)  will  produce. 

Coneentrio  Chuck. — A  oonoentrio  jaw  chuck  (q.v.). 

Concentrio  Jaw  Chuok. — A  chuck  in  which  all  the  jaws  are  moved  uni- 
formly towards,  or  from  the  centre  by  a  common  mechanism,  thus 
avoiding  the  trouble  of  testing  the  accuracy  of  the  work  by  the  trial 
and  error  method.    Concentric  jaw  chucks  are  usually  of  small  size,  and 

■   are  made  both  for  lathes  and  for  screwing  machines. 

Concrete,  or  Beton. — Hydraulic  lime,  sand,  and  gravel,  whose  propor- 
tions vary  with  circumstances. 

Conorete  Block. — A  rectangular  block  of  concrete  or  artificial  stone, 
employed  for  the  foundations  of  breakwater  and  harbour  works.  Such 
blocks"  are  made  by  mixing  the  concrete,  depositing  it  in  moulds,  and 
allowing  it  to  set.    They  are  often  made  to  40  tons  weight. 

Concrete  Mixer. — A  revolving  vessel  of  oast  or  wrought  iron,  used  for 
mixing  the  cement,  sand,  gravel,  and  water,  which  form  the  ingredients 
in  concrete  blocks.  There  are  several  patented  mixers  constructed  with 
the  view  of  throwing  the  materials  over  from  one  side  to  the  other,  on  an 
average  four  times  during  each  revolution. 

Condensation. — The  reduction  of  gaseous  bodies  to  the  condition  of 
liquids  by  the  influence  of  cold  and  of  pressure,  acting  either  singly  or 
in  combination. 

Condenser. — A  vessel  in  which  the  condensation  of  gases  is  effected. 
Specifically,  the  vessel  in  which  the  condensation  of  the  exhaust  steam 
from  an  engine  cylinder  is  effected.  It  is  either  a  jet  condenser  (q.v.), 
or  a  surface  condenser  (q.v.). 

Condenser  Boor. — The  rectangular  or  round-ended  cast-iron  plate  which 
closes  the  end  of  a  surface  condenser  near  the  ends  of  the  tubes.  When 
the  door  is  unscrewed  and  removed,  the  ends  of  the  tubes  are  open  to 
inspection. 

Condenser  Tubes. — Tubes  which  traverse  the  condensers  of  marine  and 
other  engines  of  the  surface  condensation  type,  havingsteam  without, 
and  cold  water  circulating  through  their  interiors.  They  are  usually 
drawn  tubes  of  brass  or  Muntz  metal,  about  iV  in.  thick  and  from  one 
to  two  inches  in  diameter. 

Condensing  Engine. — An  engine  whose  exhaust  steam  is  sent  into  a 
condenser,  instead  of  being  exhausted  into  the  atmosphere. 

Condensing  Surface  — See  Condensing  Tube  Surface. 

Condensing  Tube  Surface,  or  Condensing  Surface. — The  total  area  of  the 
internal  diameters  of  the  tubes  in  surface  condensers.  This  area  bears 
a  definite  relation  to  the  engine  power,  but  varies  with  circum- 
stances. 

Conduction. — The  transfer  of  heat  from  the  hotter  to  the  colder  parts  of  a 
body.     Hence   conduction  depends  upon  the  fact  of   inequality  in 
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temperature  existing  in  the  several  portions  of  the  body.  The  transfer 
of  heat  through  solids,  as  through  boiler  plates,  is  due  to  conduction. 
See  also  Convection,  Radiation,  Transmission  of  Heat. 

Cone. — ( 1 )  A  round  pyramid  haying  a  circular  base.  Its  sections  are :  from 
vertex  to  base,  a  triangle ;  transversely  and  parallel  with  the  base,  a 
circle ;  if  obliquely  through  both  sides,  an  ellipse ;  on  a  plane  parallel 
with  the  side,  a  parabola ;  when  the  plane  maices  a  greater  angle  with 
the  base  than  the  cone,  a  hyperbola.  (2)  A  driving  pulley  used  for 
belting,  and  formed  into  steps  or  sections  of  various  diameters,  for  the 
governing  of  different  speeds.  (3)  The  top  of  a  blast  furnace  is  often 
furnished  with  a  cone  for  the  purpose  of  preventing  the  escape  of  the 
waste  gases  into  the  air,  and  also  for  regulating  the  quantity  of 
the  charge. 

Cone  Bearing. — Cone  bearings  are  adopted  for  the  mandrels  of  lathes 
partly  from  motives  of  economy,  partly  for  convenience  of  taking  up 
the  wear.  The  cones  are  made  distinct  from  the  headstock,  and  driven 
into  holes  bored  in  the  main  castings.  They  are  made  of  hardened 
steel  or  of  gun  metal,  occasionally  in  white  metal.  In  small  lathes, 
there  is  a  single  cone  only,  and  a  back  centre  ;  in  larger  ones  there  are 
two  cones,  usually  placed  in  a  direction  reverse  to  one  another.  Their 
wear  is  taken  up  with  back  nuts,  pressing  against  the  movable  cone  at 
the  tail  of  the  headstock. 

Cone  Clutch. — A  common  form  of  friction  dutch  in  which  the  power 
necessary  for  driving  is  effected  by  the  bite  of  smooth  turned  conical 
surfaces,  male  and  female  respectively,  tightened  against  each  other, 
either  by  the  application  of  lever  or  oi  screw  pressure. 

Coned  Keck. — Applied  to  that  portion  of  a  lathe  mandrel  which  runs  in 
the  front  cone  bearing. 

Cone  Gear. — Cone  clutches  (q.v.)  employed  in  hoisting  machinery  to  drive 
the  lifting  drum,  gears,  Ac,  by  the  simple  friction  of  their  surfaces. 

Cone  Key. — A  form  of  key  used  for  retaining  a  wheel  or  pulley  in  place 
when  the  hole  in  the  wheel  is  larger  than  that  portion  of  the  shaft  upon 
which  it  is  keyed.  The  wheel  is  bored  slightly  conical  and  a  conical 
ring  turned  to  fit  in  the  bored  hole  and  to  embrace  the  shaft.  It  is 
then  slotted  into  three  parts,  forming  three  separate  keys.  The  wheel 
is  thus  maintained  concentric  with  the  shaft,  and  will  pass  over  a  larger 
to  a  smaller  section  without  the  necessity  for  splitting  it. 

Cone  Plate,  or  Boring  Collar. — A  lathe  appendage  used  for  boring  holes 
in  the  ends  of  work,  such  as  spindles,  shafts,  mandrels,  &c,  which  are 
too  long  to  be  centred  and  held  firmly  by  a  grip  or  face  chuck,  and 
which  cannot  be  placed  between  centres  because  one  end  is  wanted  free 
for  boring.  It  consists  of  a  small  poppet-like  bearing,  bolted  to  the 
lathe  bed,  and  carrying  a  circular  plate  or  disc  perforated  with  a  series 
of  holes  conical  in  section.  The  plate  is  centred  on  the  poppet  so  that 
by  the  slacking  of  a  central  screw  any  one  of  the  holes  can  be  brought 
into  coincidence  with  the  lathe  centre,  and  there  tightened.  The  holes 
being  of  different  diameters,  and  tapered  in  section,  will  adapt  them- 
selves to  spindles  of  different  diameters.  The  boring  tool  is  held  in  the 
slide  rest,  and  is  fed  forward  into  the  spindle  when  boring. 

Cones. — (1)  Sometimes  used  for  producing  variable  motion  in  shafting. 
(See  Alternate  Cones.)  And  (2)  as  friction  clutches.  (See  Cone  Clutch.) 
(3)  The  nozzles  of  injectors  are  called  after  their  functions — steam  cones 
and  water  cones. 

Cone  Tabes.— Galloway  tubes  (q.v.) 
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Cone  Yioe  Coupling. — A  form  of  box  coupling  (q.v.)  conflicting  of  an 
outer  barrel  whose  interior  diameter  is  bored  doubly  conical,  and  two 
sleeves  turned  without  to  fit  the  conical  portions  of  the  barrel,  and 
within  to  fit  the  shafts.  These  sleeves  are  slotted  through  on  one  side 
to  provide  for  their  compression  inwards,  which  compression  is  effected 
by  three  screw  bolts  passing  through  both,  pulling  them  together  so 
that  they  tighten  on  the  barrel  and  on  the  shaft  simultaneously.  Some- 
times called  Compression  Coupling. 

Congelation. — The  thickening  of  lubricating  oils  in  cold  weather ;  hence 
the  necessity  for  selecting  oils  with  reference  to  the  climate  in  which 
they  are  to  be  used. 

Conioal  Bivet. — A  rivet  whose  head  is  conical  in  section.  It  is  easier  to 
hammer  than  the  ordinary  rivet  in  a  restricted  space  where  a  small 
hammer  only  can  be  brought  into  requisition. 

Conioal  Spring. — A  helical  spring  (q.v.). 

Conioal  Turning. — The  turning  of  tapered  work  in  the  lathe.  It  is 
accomplished  between  oentres  by  setting  over  the  poppet,  and  upon  the 
face  chuck  either  by  setting  over  the  neadstock,  or  more  usually  by 
swivelling  the  top  slide  of  the  slide  rest  to  the  angle  required. 

Conioal  Valve. — A  form  of  lift  valve  for  a  pump.  Its  sides  are  cone- 
shaped  in  section  and  it  fits  on  an  annular  seating,  and  has  no  wings. 
It  sometimes  takes  the  place  of  the  common  lift  valve  with  parallel 
wings. 

Conic  Frostra. — The  development  of  tubular  boiler  plates  is  that  of  the 
frustra  of  cones. 

Coning. — The  turning  of  the  taper  on  the  diameters  of  railway  wheels  and 
crane  and  turntable  rollers.  The  object  in  coning  railway  wheels  is, 
that  as  the  train  runs  round  a  curve,  and  the  wheels  are  thrown  outwards 
by  centrifugal  force,  the  outer  wheel  may  run  on  the  rail  where  its 
diameter  is  greater,  and  the  inner  where  the  diameter  is  less,  so  that 
the  difference  in  length  of  inner  and  outer  curves  shall  be  compensated 
for  by  the  differences  in  the  diameters  of  the  wheels. 

Conjugate  Axis. — The  right  line  which  crosses  the  transverse  axis  of  a 
curve  at  right  angles.  It  is  the  shortest  diameter  in  the  case  of  an  oval 
or  an  ellipse,  and  is  parallel  with  the  base  in  that  of  a  parabola. 

Connecting -Bod. — The  rod  which  converts  the  rectilinear  motion  of  a 
piston-rod  into  the  rotating  motion  of  a  crank. 

Connecting-Bod. — Marine  pattern.    See  Marine  Pattern  Connecting-Rod. 

Connecting-Bod. — Obliquityof .    See  Obliquity  of  Connecting-Roa. 

Conservation  of  Energy. — -The  principle  of  the  conservation  of  energy  is, 
that  force  is  never  lost  or  wasted — that  potential  and  kinetio  energy 
mutually  replace  each  other.  Motion  is  convertible  into  heat,  heat  again 
produces  motion ;  the  diminution  of  friction  renders  more  power  avail- 
able for  useful  work,  heat  dissipated  in  engines  and  furnaces  is  useful 
work  lost.  The  engineer,  of  all  men,  should  never  forget  that  energy 
is  indestructible,  and  his  aim  should  be  to  utilise  and  to  translate  it 
into  the  forms,  and  by  the  methods  most  economical  for  his  purposes. 

Consolidated  Emery-Wheels. — Solid  emery-wheels  (q.v.)* 

Constant. — A  number  deduced  from  actual  experiments  made  upon  the 
strength  of  a  particular  material,  and  used  as  a  basis  in  calculations 
affecting  the  strength  of  structures  made  in  that  material,  but  differing 
in  dimensions.  Knowing,  for  example,  the  weights  required  to  break 
off.  or  to  induce  permanent  set  in  a  test  bar  of  cast  iron  measuring 
3  in.  by  2  in.  by  1  in.,  we  can  use  those  weights  as  constants,  by 
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which  to  estimate  the  stresses  in  structures  of  the  same  material,  hut 
differing  in  length,  breadth,  and  depth. 

Constant  Load. — A  dead  load  (q.v.). 

Constant  Travel. — The  travel  of  a  slide  valve  which  is  not  rendered  capa- 
ble of  variation  for  purposes  of  variable  cut  off.     See  Varying  Travel. 

Continuous  Beam. — A  beam  which  rests  on  more  than  two  supports. 

Continuous  Break. — A  break  which  acts  upon  a  series  of  wagons  simul- 
taneously, as  distinguished  from  the  separate  brakes  formerly  applied 
to  each  truck. 

Continuous  Peed. — (1)  Usually  means  a  delivery  of  feed  water  which  is  not 
intermittent,  as  from  an  injector,  or  from  a  pump  provided  with  an  air 
vessel.  (2)  The  feed  given  to  a  machine  tooL  or  the  work,  by  means  of 
cog  or  worm-wheels,  and  a  screw,  as  opposed  to  intermittent  feed  (q.v.). 

Continuous  Paper. — Drawing  paper  and  tracing  paper,  prepared  and  sold 
in  long  rolls  instead  of  in  sheets.  Any  length  can  then  be  out  for 
specially  long  drawings. 

Contracted  Vein. — See  Vena  Contracta. 

Contraction. — The  diminution  in  length  which  all  metals  (bismuth  and 
some  alloys  of  bismuth  alone  excepted)  undergo  in  cooling  down  from 
their  fusing  points.  The  amount  of  contraction  for  different  qualities 
of  the  same  metal  varies,  as  also  does  the  contraction  of  the  same  qua- 
lity under  different  conditions  of  mass  and  of  cooling.  The  contractions 
of  cast  and  wrought  iron,  steel,  brass,  gun -metal,  lead,  tin,  &c,  are 
very  variable,  and  a  knowledge  of  the  amounts  to  be  anticipated  under 
varying  conditions  is  indispensable. 

Ccntraotion  of  Area. — The  reduction  which  a  bar  undergoes  in  diameter 
or  area  previous  to  fracture,  when  elongated  by  tension.  The  greater 
the  amount  of  contraction  the  better  the  quality  of  the  bar.  It  varies 
from  about  ten  per  cent,  in  plates,  to  twenty  per  cent,  in  round  and 
square  bars. 

Ccntraotion  Bule. — A  rule  used  for  the  construction  and  measurement  of 
foundry  patterns,  whose  length  exceeds  that  of  the  ordinary  or  standard 
rule  by  the  amount  due  to  the  contraction  (q.v.)  either  of  iron  or  brass. 
A  contraction  rule  for  iron  is  longer  than  the  standard  in  the  ratio  of 
|  in.  in  15  in. ;  one  for  brass  in  the  ratio  of  J  in.  in  fo  in. 

Contract  Note. — A  piece-work  note  (q.v.). 

Convection. — The  setting  up  of  currents  by  the  heating  of  a  liquid  in  a 
vessel.  The  portions  in  direct  contact  with  the  source  of  heat,  being 
first  warmed,  become  lighter  than  the  others,  and  rise  from  the  heat- 
ing surface,  allowing  colder  currents  to  take  their  place,  which  in 
turn  become  warmed  and  give  place  to  others.  Hence  convection  is 
entirely  due  to  differences  in  Sp.  gravity.  The  heating  of  the  water  in 
steam  boilers  is  the  cause  of  its  circulation,  and  the  greater  the  heating 
surface,  or  the  surface  suitable  for  convection,  the  quicker  the  circula- 
tion, and  the  more  rapid  the  generation  of  steam.  The  circulation  also 
in  hot  water  apparatus  is  due  to  convection,  and  the  greater  the  expan- 
sion the  greater  the  upward  force  of  the  ascending  currents. 

Converging  Mouthpiece. — A  mouthpiece  placed  against  the  side  or  the 
bottom  of  a  vessel  for  the  passage  of  liquid.  Its  longitudinal  section 
is  that  of  a  truncated  cone,  and  its  function  is  the  prevention  of 
the  loss  of  effect  due  to  Vena  Contracta  (q.v.).  The  larger  aperture  is 
next  the  vessel,  and  the  smaller  aperture  is  equal  in  diameter  to  that  of 
the  actual  jet  of  water  which  has  to  be  delivered. 

Converter. — See  Bessemer  Converter. 
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Converting. — The  term  applied  generally  to  the  manufacture  of  steel 
made  by  the  cementation  process.  Also  to  the  Bessemer  process  for 
the  direct  production  of  mild  steel. 

Converting  Furnace. — See  Cementation. 

Converting  Pots. — The  troughs  in  which  bar  iron  undergoes  the  process 
of  cementation  (q-v.V. 

Converting  Process. — The  process  of  cementation. 

Cooling. — By  the  judicious  cooling  of  the  heavier  portions  of  castings  the 
setting  up  of  internal  stresses  is  avoided  or  minimised.  Thus  the 
bosses  of  wheels  are  often  cooled  by  raking  the  sand  away  from  them 
while  the  casting  is  jet  white  hot.  Thick  flanges  and  ribs  are  cooled 
in  like  manner.  Without  such  precautions,  numbers  of  castings  would 
be  lost,  owing  to  the  heavier  portions,  which  remain  hot  longest, 
continuing  to  contract  after  the  lighter  portions  had  set  fast,  and  so 
tearing'  them  asunder.  A  massive  casting1  when  well  proportioned 
should  always  be  allowed  to  cool  down  while  enveloped  in  its  sand, 
rather  than  be  stripped  and  exposed  to  the  air. 

Cooling  Surfaoe. — The  superficial  area  in  a  condenser  which  is  exposed  to 
steam  on  the  one  side  and  to  water  upon  the  other.  The  area  of  cool- 
ing surface  may  be,  roughly,  one-half  or  three-quarters  that  of  the 
heating  surface  of  the  engine. 

Cope. — Used  to  designate  the  upper  portion  of  a  loam  mould,  or  the  top 
flask  used  in  green  sand  moulding. 

Cope  Off.— Signifies  the  lifting  of  a  loose  pattern  piece  in  the  top  box,  or 
cope  (q.v.). 

Cope  Ring. — The  ring  which  carries  the  bricks  and  loam  forming  the 
cope  (q.v.)  of  a  loam  mould.  It  is  of  cast  iron  furnished  with  lugs 
around  its  circumference  for  the  attachment  of  chains  or  links  for 
lifting. 

Copper.— Symbol  Cu.  Comb,  weight,  63.  Sp.  gr.  8'93.  A  metal  em- 
ployed for  a  variety  of  purposes  by  engineers.  It  is  not  strong,  but  is 
tough.  It  is  used  for  pump-rods,  boiler  tubes,  rivets,  steam  pipes,  wire, 
fire-boxes,  &c.    It  is  of  especial  value  in  the  formation  of  alloys. 

Copper  Bit,  or  Soldering  Iron. — A  pointed  piece  of  copper  riveted  to  a 
oleft  rod  of  iron  to  the  opposite  end  of  which  a  wooden  handle  is 
attached. 

Copper  Drift. — A  short  cylindrical  piece  of  copper  held  with  a  twisted 
hazel-rod,  and  struok  with  a  hammer,  its  use  being  to  prevent  the  ends 
of  shafts  or  similar  portions  of  bright  finished  work  from  being  bruised 
and  burred  over,  which  would  happen  if  they  were  struck  directly  with 
a  steel-faced  hammer.  The  copper,  therefore,  acts  as  an  elastic  medium 
or  cushion. 

Copper  Olanoe. — A  valuable  ore  containing  copper  and  sulphur.  It  is 
mined  in  Cornwall. 

Copper  Hammer. — A  flat  paned,  double-ended  hammer,  made  of  copper, 
and  employed  for  the  same  purpose  as  a  copper  drift  (q.v.). 

Copper  Lining. — A  copper  bush  or  liner,  driven  into  the  working  barrels 
(q.v.)  of  iron  pumps,  to  prevent  the  formation  of  rust. 

Copper  Matt. — See  Matt. 

Copper  Pipe. — Copper  is  used  for  the  steam  and  various  other  pipes  of 
large  engines,  its  utility  consisting  in  the  readiness  with  whicn  it  can 
be  curved  to  any  form,  and  in  the  ease  with  which  it  accommodates 
itself  by  expansion  and  contraction  to  variations  of  temperature,  with- 
out risk  of  tearing  off  the  flanges.    The  flanges  of  copper  pipes  are 
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brazed  on  (see  Brazing  Metal),  a  hole  being*  bored  through  the  flange 
to  reoeive  the  pipe.  Copper  pipes  are  filled  with  molten  lead  before 
being  bent,  in  order  to  prevent  wrinkling  up,  and  the  bending  is  per- 
formed in  the  case  of  large  pipes  in  a  screw  press. 

Copper  Pyrites. — The  most  important  ore  of  copper,  consisting  of  copper, 
sulphur,  and  iron.  It  is  mined  in  Cornwall  and  Devon,  Sweden, 
Siberia,  and  other  parts. 

Copper  Wire. — Fine  copper  wire  of  about  20  B.  W.  G.  is  used  for  making 
flanged  joints  steam  or  water  tight.  It  is  coiled  spirally  a  few  times 
oyer  the  face  of  the  flange,  and  the  ends  lapped.  The  tightening  up  of 
the  bolts  flattens  it  out,  and  makes  a  perfect  joint,  which  has  also  the 
advantage  of  being  more  readily  broken  than  a  red-lead  joint. 

Copy. — See  Former. 

Copying  Frame.— See  Printing  Frame. 

Copying  Machines. — A  large  class  of  machines  whose  purpose  is  the  pro- 
duction of  many  similar  articles  from  a  single  templet,  or  copy.  Of  this 
class  are  the  various  tracing,  and  housing,  and  spoke  and  handle  turn- 
ing machines,  in  which  the  cutters  are  affixed  to  blocks  which  move 
simultaneously  with  a  guide,  following  the  outline  of  the  copy,  which 
last  is  generally  made  in  metal  where  a  very  large  number  of  articles 
are  required. 

Copying  of  Drawings. — See  Phototype,  Tracing. 

Copying  Paper,  or  Ferro-proasiate  Paper.— A  sensitised  paper  used  for 
the  reception  of  phototypes  (q.v.).  It  is  prepared  as  follows  :  ammonia 
citrate  of  iron,  1  part ;  water,  6  parts.  Ferrocyanide  of  potassium,  1 
part ;  water,  4  parts.  Mix  together  in  equal  quantities.  The  paper 
saturated  with  this  has  a  yellowish  hue,  and  owing  to  the  various  wash- 
ings which  it  hasto  undergo  is  made  very  stout. 

Copying  Principle. — The  principle  embodied  in  the  construction  of  copy- 
ing machines  (q.v.). 

Corbels. — Short  cantilevers  built  into,  and  projecting  from  the  walls  of 
workshops  to  support  the  rails  for  the  travelling  wheels  of  overhead 
travelling  cranes. 

Cordage.— See  Ropes. 

Core. — (1)  A  central  portion.  (2)  In  foundry  work  a  body  of  sand,  either 
preen  or  dried,  which  takes  out  the  central  or  inner  portions  of  a  cast- 
ing. Cores  are  either  made  in  boxes  called  core-boxes,  or  if  circular 
and  of  large  size,  are  struck  to  shape  upon  a  revolving  bar,  a  mixture 
of  loam  being  used  for  the  body,  and  its  due  outline  being  imparted  to 
the  mass  by  revolving  it  against  the  bevelled  or  chamfered  edge  of  a 
templet  board,  called  a  core  board,  or  a  loam  board.  When  the  core  is 
finished  and  dried,  it  is  put  into  the  mould  and  the  metal  poured 
between  it  and  the  outer  mould.  After  the  casting  has  cooled,  the  core 
is  withdrawn  from  its  interior.  ( 3)  The  central  portion  of  a  core  pack- 
ing (<£■▼.).  (4)  The  body  of  a  smith's  anvil.  (5}  The  wood  removed  by 
a  boring  tool.  (6)  A  wooden  or  iron  model  of  tne  interior  of  the  lining 
of  a  Bessemer  converter,  between  which  and  the  outer  casing  the  slurry 
used  for  lining  the  converter  is  rammed. 

Core  Bar. — A  stout  iron  bar  upon  which  a  circular  core  is  struck  up.  The 
bar  is  made  to  revolve  ol  the  bearings  of  core  trestles  (q.v.}  and  foundry 
loam  is  laid  upon  it  and  struck  to  shape  against  the  edge  of  a  board  cut 
to  the  required  outline.  When  large  in  diameter  it  is  called  a  core 
barrel.  Core  bars  will  vary  in  diameter  with  the  sizes  of  the  cores 
which  they  are  to  receive,  ranging  from  half  an  inch  to  a  foot  or  more. 
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For  cores  of  largest  size  they  are  encircled  with  core  plates  (q.y.J.  All 
bars  are  hollow  tubes,  and  are  pierced  with  numerous  holes  for  the 
escape  of  the  gases  generated  in  casting,  light  core  bars  are  made 
from  gas  pipe,  heavier  ones  are  made  of  cast  iron.  Good  bars  should 
have  bearing1  necks  turned  at  their  ends  to  run  in  the  trestles.  Bars 
are  revolved  with  a  winch  handle  turned  by  a  core  Vy  (q.v.).  In  the 
case  of  pipes  of  large  diameter  whose  production  is  a  speciality,  the  core 
bars  are  made  collapsible,  in  order  to  tneir  more  ready  withdrawal  from 
the  casting,  and  also  to  save  the  cost  and  labour  of  putting  on  hay  bands, 
the  loam  being  daubed  directly  on  the  bars.  An  ordinary  collapsible 
bar  consists  of  three  longitudinal  segments,  maintained  circular  in  sec- 
tion during  the  striking  of  the  core,  by  means  of  internal  cones  wedging 
them  outwards.  After  the  casting  is  cooled,  the  cones  are  knocked 
back,  and  two  of  the  segments  collapse  or  fall  inwards,  so  that  the 
whole  bar  is  loose  in  its  hole. 

Core  Barrel. — See  Core  Bar. 

Core  Bench. — A  bench  consisting  of  a  flat  plate  of  iron,  upon  which  small 
foundry  cores  are  rammed  up  in  their  boxes.  A  small  heap  of  core 
sand  occupies  one  portion  of  the  bench,  leaving  the  remainder  free  for 
manipulation  of  the  boxes. 

Core  Board. — The  board  against  whose  edge  a  core  is  struck  up  on  a 
revolving  bar.  It  is  commonly  termed  a  loam  board,  loam  being  the 
material  employed. 

Core  Box. — A  box  commonly  made  in  wood,  though  often  of  iron  or 
brass,  in  which  the  core  for  a  hollow  casting  is  rammed  up.  The  box 
is  in  its  interior  a  counterpart  of  the  shape  of  the  core,  and  is  so  con- 
structed that  when  the  latter  is  finished  tne  box  can  be  separated  and 
withdrawn  piecemeal,  leaving  the  core  intact. 

Core  Boy. — A  boy  who  rams  up  the  smaller  cores  in  foundries  and  turns 
the  core  bars  for  the  core-makers.  In  all  foundres  of  moderate 
size  there  are  several  such  boys,  and  as  little  responsibility  attaches 
to  the  work  it  is  the  first  task  the  moulder's  apprentice  is  set  to  per- 
form. 

Core  Carriage. — A  low  carriage  upon  whioh  are  laid  the  cores,  and  the 
loam  patterns  of  moulds  whioh  are  to  be  run  into  the  drying  stove. 

Cored  Hole. — ( I)  A  cast  hole  which  is  cored  with  a  dry  sand  core  instead  of 
delivering  as  a  hole  directly  from  the  pattern.  (2)  Gene>->  Uy  any  hole  in  a 
casting  which  is  not  bored  in  the  machine  shop.  It  is  customary  in 
drawings  to  distinguish  rough  cast  holes  from  those  whioh  are  to  be 
bored,  by  this  term. 

Core  Irons,  or  Core  Bods. — Rods  of  wrought  iron  from  J  inch  or  ±  to  J  inch 
in  diameter,  according  to  the  size  of  core,  which  form  a  skeleton  or 
framework  upon  which  a  foundry  core  is  made  and  drier!.  Slender  cores 
would  fall  to  pieces,  apart  from  the  assistance  derived  from  core  irons. 
After  the  castings  are  made  the  irons  are  withdrawn  by  the  hand  or  by 
pincers. 

Core-maker. — A  workman  employed  in  foundries,  whose  duty  is  the 
striking  up  or  ramming  up  of  cores.  The  core-maker  is  usually  a 
moulder  who  has  taken  to  this  special  department  of  the  work,  and 
having  acquired  the  distinctive  knowledge  relative  thereto  does  not 
quit  it. 

Core  Oven. — A  small  oven  built  over  an  ordinary  stove  fire  or  over  a  brass 
furnace,  and  used  for  drying  small  cores. 

Core-packing. — Packing  both  for  steam  and  water,  which  is  stiffened 


90  DICTIONARY  OF  TERMS  USED  Itf 

and  rendered  more  durable  by  the  introduction  into  it  of  a  core,  usually 
of  india-rubber. 

Core  Platei.— Circular  plates,  cast  in  open  sand,  for  fitting  upon  a  core 
bar  when  the  core  is  of  large  diameter.  The  plates  form  a  skeleton  or 
framework,  supporting  a  large  mass  of  hayband  and  loam,  without 
unduly  increasing  the  weight  of  the  bar.  They  are  secured  to  the 
central  bar  with  wedges.  To  get  them  out  of  the  casting  they  are 
usually  broken  to  pieces  by  blows  delivered  from  a  bar  or  a  hammer.  For 
this  reason  they  are  cast  thin.  They  are  also  pierced  with  holes  to  allow 
a  free  passage  to  the  gases,  and  to  render  their  fracture  easy. 

Core  Bing. — A  ring  of  cast  iron  which  carries  the  core  for  a  loam  mould. 

Core  Sods. — See  Gore  Irons. 

Core  Sand.— Sand  used  for  making  cores.  It  is  a  mixture  of  various  sands 
whose  names  and  qualities  vary  with  the  localities  in  which  they  are 
found.  It  has  the  property  of  hardening  when  dried.  Horsedung  is 
mixed  with  it  to  render  it  sufficiently  porous  for  the  escape  of  the  gases 
generated  during  casting. 

Core  Stove. — See  Foundry  Stove. 

Core  Trestles.— Strong  cast-iron  trestles  having  vee'd-bearings  upon  their 
upper  edges  for  the  reception  of  revolving  core  bars.  The  core  bar  is 
turned  by  a  boy  set  at  a  handle  inserted  into  its  end,  the  vees  forming 
a  sufficiently  good  bearing  for  its  journals. 

Coring  out. — The  taking  out  or  forming  of  the  interior  portions  of  cast- 
ings with  cores,  as  distinguished  from  self -delivery  (q.  v.). 

Coring  up. — The  placing  of  the  cores  in  their  positions  in  a  foundry  mould, 
in  readiness  for  casting. 

Cork. — Used  for  glass-paper  rubbers.    See  Rubber. 

Corliss  Engine. — Avery  economical  type  of  engine,  the  working  of  whose 
valves  is  controlled  in  an  automatic  manner  from  the  governor.  The 
inlet  and  exhaust  valves  are  distinct  from  each  other,  and  while  the 
latter  are  always  opened  to  their  full  extent,  the  former  are  only  opened 
so  much  as  is  permitted  by  the  position  of  the  governors.  The  valves 
are  moved  by  rods  from  a  disc  or  wrist-plate,  but  are  disconnected  at 
every  stroke  of  the  engine,  and  are  then  closed  instantaneously  by  a 
dash-piston  and  spring.  The  advantages  of  Corliss  engines  are  that  they 
are  strictly  automatic  in  action,  the  steam  supply  being  proportioned 
to  the  requirements  of  the  engine  at  the  moment,  and  that  the  steam 
passages  are  extremely  short,  preventing  loss  due  to  back  pressure 
(q.v.)  and  the  waste  inseparable  from  long  passages,  and  that  the 
sudden  or  positive  cut-off  of  the  valves  is  substituted  for  the  gradual 
cut-off  of  the  ordinary  slide-valve. 

Corliss  Valve. — The  valve  of  a  Corliss  engine.  The  valve  forms  a  seg- 
ment of  a  circle  and  revolves  through  an  arc  of  a  circle  in  an  annular 
seating,  alternately  covering  and  uncovering  the  steam  port.  The 
supply  valve  is  closed  by  meajis  of  a  dash-piston  (q.v.). 

Corner  Sleekers. — Square  corner  sleeken  (q.v.). 

Cornish  Boiler. — An  internally  fired,  horizontal,  cylindrical  stationary 
boiler,  having  one  furnace  flue  only. 

Cornish  Engine. — A  beam  engine  of  massive  type,  used  among  the  mining 
districts  of  Cornwall,  and  which,  variously  improved  and  modified,  has 
taken  rank  as  a  standard  form  for  pumping  engines  in  general.  For- 
merly all  Cornish  engines  were  single  acting,  but  they  are  now  made 
double  acting,  and  worked  expansively. 

Cornish  Valve.— See  Double  Beat  Valve. 
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Corollary. — A  theorem  or  problem  deduced  from  a  previous  related  pro- 
position. 

Corrective  Gauge. — See  Standard  Corrective  Gauges 

Corroiion. — The  rusting  or  oxidation  of  metals  by  contact  and  chemical 
union  with  oxygen  in  a  damp  atmosphere.  Iron-work  is  protected 
from  corrosion  in  many  ways.  A  common  method  is  to  heat  it  to  a 
temperature  of  about  300°  F.f  and  apply  to  it  a  ooating  of  pitch  or  tar. 
Another  is  to  apply  linseed  oil  cold.  Oil  paint,  when  not  objection- 
able, is  largely  used.  Coating  with  magnetic  oxide  by  BarfTs  process 
(q.v.),  or  Bower' 8  process  (q.v.),  is  employed  for  bright  work.  Tallow 
is  also  rubbed  over  bright  work  when  leaving  the  ahops.  A  coat  of  pure 
white  lead  paint  is  often  given.  Galvanizing  is  resorted  to  for  work 
which  has  to  be  exposed  to  the  weather.    See  also  Boiler  Corrosion. 

Corrugated  Furnace  Tubes,  or  Fox's  Corrugated  Tubes. — Furnace  tubes 
for  boilers,  both  land  and  marine,  corrugated  in  their  longitudinal  sec- 
tions. They  have  come  into  very  general  use,  their  superiority  con- 
sisting in  the  fact  that  the  strains  tending  to  bulge  the  end  boiler  plates 
are  prevented  or  minimised  by  the  yielding  character  of  the  oorruga- 
tionfl  which  absorb  the  linear  expansion  due  to  heat. 

Corrugated  Iron. — Thin  sheet  iron,  of  from  18  to  26  B.W.G.  It  is  rolled 
out  in  alternate  equal  curves  of  elevation  and  depression,  or  ridges  and 
valleys,  by  which  corrugation  the  rigidity  of  the  sheets  is  increased. 
The  pitch,  or  distance  between  the  centres  of  alternate  ourves,  varies 
from  3  in.  to  6  in.  Corrugated  iron  is  used  principally  for  li^ht  roof- 
ing, being  united  with  small  bolts  passing  through  the  summits  of  the 
ridges. 

Corundum. — Crystalline  alumina,  of  whioh  emery  (q.v.}  is  a  variety. 

Cos. — The  cosine  of  an  angle. 

Cosec. — The  cosecant  of  an  angle. 

Cot. — The  cotangent  of  an  angle. 

Cottar,  or  Cutter. — A  tapered  rod  or  pin,  either  flat  or  round  in  section, 
used  for  the  purpose  of  wedging  the  ends  of  rods,  or  of  pins  into  bosses, 
or  of  strap  ends  (q.v. )  over  their  rods.  Cottars  pass  through  slotted  holes 
prepared  for  their  reception  through  the  rods  and  bosses,  or  the  strap 
ends,  as  the  case  may  be,  and  in  consequence  of  the  clearance  given  to 
the  holes  on  their  opposite  sides  afford  a  means  both  of  tightening  rods, 
and  of  taking  up  the  wear  of  bearings.  They  are  held  by  their  own 
friction  simply  when  the  amount  of  taper  is  small,  or  are  kept  with  set- 
screws,  or  have  their  ends  or  "tails"  screwed  and  tightened  with  a 
.  nut  when  the  taper  is  considerable  in  amount.  The  gib  and  cottar 
arrangement  is  tnat  in  which  the  cottar  is  formed  in  two  parts,  whose 
outer  faces  are  parallel  with  each  other,  the  requisite  taper  being  given 
to  their  inner  or  sliding  faces.    The  fixed  half  is  then  termed  the  gib. 

Cottar  Files. — Narrow  files,  used  for  the  cleaning  out  of  grooves,  key- 
ways,  cottar- ways,  and  similar  narrow  passages.  They  are  made  in 
three  degrees  of  coarseness.  Cottar  files  are  either  parallel  or  tapered 
in  their  length ;  in  the  latter  case  they  are  called  entering  files,  because 
they  enter  into  and  enlarge  or  open  out  small  narrow  holes. 

Cottar  Way. — The  oblong  slot  which  receives  a  cottar  (q.v.).  Its  sides 
are  parallel  with  each  other,  but  its  ends  are  slightly  tapered,  to  allow 
of  the  tightening  action  of  the  cottar,  the  total  taper  being  from  about 
1  in  30  to  1  in  15. 

Cotton. — Cotton  is  used  for  steam  packing,  for  ropes  for  the  transmission 
of  power  at  high  speeds,  and  to  a  limited  extent  for  belting. 
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Cotton  Card. — See  Card  Wire. 

Cotton  Cordi. — Driving  cords  used  for  working  overhead  travellers.  They 
are  about!  in.  or  §  in.  in  diameter,  and  are  remarkably  soft  and 
pliable.  They  run  in  grooved  pulleys,  and  under  similar  conditions 
to  ropes  (q.v.). 

Cotton  Tapes.— Strands  of  cotton  used  for  purposes  of  lubrication,  the  oil 
feeding  along  the  tapes  by  capillarity  alone. 

Cotton  Waste.— See  Waste. 

Counterbalancing. — The  addition  of  a  definite  amount  of  weight  to  a 
moving  mass,  usually  a  wheel  or  crank,  in  order  to  equalise  the  forces 
or  moments  around  a  revolving  shaft.  Counterbalancing  is  an  im- 
portant factor  in  rapidly  revolving  mechanism.  It  is  frequently,  though 
not  quite  in  strictness,  termed  balancing  (q.v.). 

Connterbore. — A  kind  of  flat  countersink,  used  for  boring  the  seatingB 
for  cheese-headed  screws  (q.v. J.  It  is  attached  to  a  pin,  shank,  or 
mandrel  which  fits  the  hole  drilled  for  the  body  of  the  screw.  See  App. 

Connterbraeed  Brace. — A  brace  is  counterbraced  when  it  is  capable  of  act- 
ing both  as  a  strut  and  a  tie.    See  Counterbracing,  Boiling  Load. 

Connterbraeed  Girder. — A  girder  which  is  provided  with  counterbraoing 
(q.v.),  in  order  to  enable  it  to  withstand  the  action  of  a  rolling  load. 

Counterbraoing,  or  Cross  Bracing. — Diagonal  bracing  introduced  into  a 
truss  or  a  girder,  for  the  purpose  of  giving  additional  support  to  the 
beam  and  relieving  it  of  transverse  stress. 

Connterpressnre. — Back  pressure  (q.v.). 

Counter  Shaft. — A  short  shaft,  intermediate,  or  between  the  line  or  main 
shafting  in  a  workshop,  and  the  particular  machine  or  machines  which 
it  has  to  drive,  its  use  being  to  transmit  the  rotation  of  the  line  shaft- 
ing to  the  machine,  and  to  modify  the  speed.  Countershafts  are  neces- 
sary, because  of  the  different  speeds  at  which  different  machines  require 
to  be  driven. 

Countersink. — ( 1 )  A  hole  recessed  oonically  for  the  head  of  a  screw  or  rivet, 
in  order  that  the  head  shall  lie  level  with  the  surface  of  the  material 
into  which  it  is  fitted.  (2)  The  bit  with  which  a  hole  is  countersunk. 
It  is  often  called  a  rose  bit. 

Countersinking. — The  recessing  of  the  orifice  of  a  hole  by  drills  or  coun- 
tersink bits,  to  receive  the  heads  of  screws  and  rivets. 

Countersunk. — A  hole  recessed  with  a  countersink  bit  is  said  to  be  coun- 
tersunk. 

Counterweight. — A  balance  weight  (q.v.). 

Country  Cut. — Timber  which  has  been  sawn  into  plankB  and  boards  in 
the  districts  where  it  was  felled.  It  is  usually  unequal  in  thickness,  and 
the  saw  teeth  being  coarse  leave  the  surfaces  of  the  boards  rough,  so 
that  working  it  up  is  a  wasteful  process. 

Couple. — A  mechanical  couple  consists  of  two  forces  which  are  equal  and 
opposite,  and  therefore  in  equilibrium. 

Coupled  Wheels. — Locomotive  running  wheels  are  coupled  or  connected 
with  coupling  rods,  in  order  to  ensure  uniform  running ;  that  is,  the 
weight  necessary  for  adhesion  is  distributed  equally  between  all  the 
coupled  wheels.  They  are  called  four,  six,  or  eight  coupled,  according 
as  the  wheels  on  two,  three,  or  four  axles  are  thus  united. 

Coupler. — The  ring  or  loop  which  is  slid  along  and  tightened  over  and 
around  the  handles  of  smiths'  tongs,  in  order  to  make  them  take  a 
firm  grip  on  the  work.    See  also  Hooks  and  Eyes. 

Coupling. — (1)  A  draw  bar  (q.v.).    (2)  The  uniting  together  of  lengths  of 
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A^-ffS-ng  or  pieces  of  mechanism,  wheels  or  engines.  (3)  The  medium 
through  which  shafting,  &o.,  is  united.  Shafting  is  united  by  flange 
couplings  (q.v-)  or  box  couplings  (q.v.).  (4)  Engines  are  said  to  be 
coupled,  when  in  a  compound  arrangement,  high  and  low-pressure  cylin- 
ders are  not  made  to  di  onnect  and  work  independently  of  one  another. 
(5)  The  coupling  for  railway  trucks  consists  of  two  links  of  wrought 
iron  united  by  a  right  and  left-handed  screw.  The  screw  being  fed  by 
a  pendent  lever,  the  coupling  is  either  tightened  or  extended. 

Coupling  Boxes. — Loose,  freely  fitting  boxes  used  for  coupling  together 
the  breaking  pieces  (q.v.)  of  puddling  rolls  with  the  roll  necks.  They 
fit,  one-hali  oyer  the  roll  neck,  and  one-half  oyer  the  breaking  piece, 
and  are  held  with  stops. 

Coupling  Sod. — A  connecting-rod  which  couples  or  unites  the  motions  of 
two  cranks,  rendering  their  action  simultaneous. 

Cover. — Lapjq.v.). 

Covering  of  Pipes. — Steam  pipes  are  clothed  with  numerous  non-conduct- 
ing compositions  to  prevent  cooling  and  condensation  by  the  atmo- 
sphere. Felt,  fossil  meal,  slagwool,  sawdust,  asbestos,  and  numerous 
patent  compositions  are  employed,  and  the  leaving  of  air  spaces  in  com- 
bination with  wool,  cotton,  or  felt  is  also  practised. 

Covering  Strip. — The  strip  of  metal  plate  which  covers  a  butt  riveted 
joint.    Called  also  welt,  and  fish  plate. 

Cover  Plate. — A  term  of  general  application,  signifying  any  plate  which 
covers  in  an  open  space,  or  a  portion  of  a  machine. 

Coversin. — The  coversed  sine  of  an  angle. 

Cowburn  Valve,  or  Dead-Weight  Safety- Valve. — A  form  of  safety-valve 
in  which  no  lever  or  spring  is  employed,  but  the  valve  is  instead  held 
down  by  what  are  termed  pendent  weights,  that  is,  annular  weights 
dropped  over  a  casing  attached  to  the  upper  portion*  of  the  valve.  These 
valves  have  not  so  neat  an  appearance  as  the  ordinary  types,  but 
possess  the  advantage  of  having  an  amount  of  weight  directly  corre- 
sponding with  the  pressure  in  the  boiler.  Grouped  valves  are  those  in 
which,  instead  of  having  a  single  opening  as  is  usual  in  ordinary  valves, 
the  total  area  is  divided  between  several  smaller  areas  of  one  square 
inch  each,  each  separate  valve  opening  bein£  therefore  weighted  to  as 
many  pounds  of  dead  weight  as  the  required  pressure,  so  that  for 
60  lbs.  pressure  there  would  be  50  lbs.  on  each  separate  valve  of  1  in. 
square. 

Cow  Hair. — This  is  used  for  loam  moulds  for  the  same  purpose  as  horse 
dung  (q.v.). 

Cow-mouthed  Chisel. — A  round-nosed  chisel  ground  to  a  thick  angle  and 
used  for  chipping  hollows  in  metal  work. 

Cowper  Stove. — A  stove,  constructed  on  the  regenerative  principle,  and 
employed  for  increasing  the  temperature  of  the  blast  (see  Hot  Blast)  for 
smelting  purposes.  The  hot  waste  gases  which  come  off  from  the  top 
of  the  blast  furnace  are  brought  over  and  made  to  combine  with  air  in 
a  vertical  tube,  whence  the  heated  products  of  combustion  pass  down 
through  a  chequer  work  of  brick  by  which  the  temperature  is  regulated, 
and  thence  into  the  blast  main. 

Cowrie  Pine. — See  Kauri  Fine. 

Crab.— (1)  A  low  type  of  hoisting  crane  which  has  no  jib,  but  is  provided 
with  a  snatch  block  or  running  pulley,  dependent  from  the  barrel.  Or 
the  lifting  chain  passes  from  the  barrel  to  a  snatch  block  dependent 
from  shear  legs  (q.v.).    Crabs  are  made  to  work  by  hand  or  by  steam, 
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and  are  fixed  to  the  ground,  or  travel  on  gantry  beams.  They  are  of 
all  sizes,  and  single,  double,  and  treble  geared.  (2)  A  claw  clutch  is 
called  a  crab. 

Crab  Winch. — A  crab  (q.v.). 

Cradle. — (1)  The  end  girders  of  overhead  travelling  cranes  which  carry  the 
running  wheels  are  termed  cradles.  #  (2)  The  term  is  also  applied 
generally  to  carriages  and  movable  bearings  running  beneath  a  beam. 

Cramp. — A  tool  for  squeezing,  made  both  in  wood  and  metal. 

Crane. — A  machine  used  for  the  hoisting  of  heavy  weights  by  the  inter- 
vention of  gear-wheels,  chain  barrel,  chain,  and  jib.  The  jib  (q.v.)  is  a 
beam  or  strut  standing  at  an  angle  with  the  ground  line,  and  the  lifting 
chain  runs  over  a  pulley  at  its  top  end,  and  depending  therefrom  sus- 
tains, and  lifts,  and  lowers  the  load.  Cranes  are  worked  either  by  hand, 
steam,  or  hydraulic  pressure.    See  details  under  specific  headings. 

Crane  Chain. — Ordinary  close  link  chain  (q.v.). 

Crane  Hook. — The  hook  which  depends  from  the  lifting  chain,  and  to 
which  the  load  or  the  sling  chain  (q.v.)  is  attached.  In  a  properly 
shaped  hook  the  centre  of  gravity  of  the  load  should  be  suspended 
immediately  beneath  the  centre  of  the  swivel.    See  also  Barn's  Horn. 

Crane  Jib.— See  Jib. 

Crane  Ladle. — A  foundry  ladle  (q.v.)  of  the  largest  type,  and  which  is 
therefore  slung  in  the  crane.  It  may  hold  from  four  or  five  to  twelve 
or  fifteen  tons  of  metal,  according  to  the  requirements  of  the  foundry. 

Crane  Post. — The  pillar  upon  which  the  stresses  due  to  the  load  on  a  crane 
are  mainly  concentrated.  At  its  head  it  sustains  tho  tension  of  the  ties 
and  at  the  ground  line  (q.v.)  the  thrust  of  the  jib.  Its  strains  are 
therefore  those  of  a  cantilever  tending  to  break  off  across  the  ground 
line.  Hence  it  is  the  custom  to  make  the  longitudinal  outline  of  a  post 
conical  or  parabolio  in  form,  tapering  from  the  ground  line  upwards. 
All  types  of  cranes  are  not  alike  provided  with  posts,  crabs  and  over- 
head travelling  cranes  of  various  types  being  the  exceptions. 

Crank. — A  lever  which  rotates  about  the  axis  of  a  shaft.  The  usual  form 
of  engine  crank  is  that  which  consists  of  a  web  of  metal  stiffened  with 
a  rib  or  ribs,  a  boss  to  receive  the  crank  shaft  (q.v.),  and  a  smaller  boss 
to  take  the  crank  pin  (q.v.).  Often  the  crank  is  a  simple  bending  in 
the  crank  shaft,  or  axle.  Sometimes  a  crank  is  circular,  in  which  case 
it  is  termed  a  disc  crank  (q.v.). 

Crank  Axle. — The  axle  of  a  locomotive  upon  which  the  cranks  are 
formed. 

Crank  Circle. — The  circle  described  by  the  crank  pin.  Specially  the  circle 
in  a  valve  diagram  (q.v.)  which  represents  the  path  of  the  crank.  See 
Crank  Path. 

Crank  Disc — See  Disc  Crank. 

Crank  Handle. — A  small  lever  having  a  handle  at  one  end  and  a  boss  at 
the  other,  the  latter  being  made  to  fit  over  the  squared  ends  of  spindles, 
so  that  they  may  be  rotated  by  the  turning  of  the  handle. 

Cranking. — In  cutting  tools,  cranking  signifies  the  hollowing  or  curving 
of  the  tool  immediately  behind  the  cutting  edge.  It  is  performed  in 
order  that  the  tool  snail  have  a  tendency  to  spring  back  and  out, 
rather  than  hitch  into  the  work  under  the  stress  of  a  heavy  cut, 
and  also  to  give  a  body  of  metal  for  grinding,  to  prevent  the  need 
of  frequent  reforming.  In  principle  the  cutting  edge  should  not  stand 
higher  than  the  face  of  the  tool  shank. 

Crank  Path. — The  circle  described  by  the  crank  pin  (q.v.). 
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Crank  Pin. — The  pin  or  movable  journal  which  unites  the  connecting- 
rod  of  an  engine  or  pump  with  the  crank. 

Crank  Plate. — See  Disc  Crank. 

Crank  Shaft. — The  shaft  upon  which  the  main  boss  of  a  crank  is  keyed,  and 
which,  therefore,  receives  and  transmits  the  ciroular  motion  of  the  crank. 

Crank  Web. — The  central  plated  portion  of  an  ordinary  cast-iron  crank, 
which  contains  the  bosses  and  is  stiffened  with  a  rib  or  ribs. 

Crank  Wrist — A  crank  pin  (q.v.). 

Creaking. — The  peculiar  sound  emitted  by  a  bar  of  tin  when  bent 
alternately  backwards  and  forwards. 

Creaser. — A  fuller  (q.v.). 

Creases. — A  term  applied  to  the  moulding  tools  of  the  coppersmith  which 
fulfil  the  same  purpose  as  the  top  and  bottom  tools  (q.v.)  of  the  smith. 

Creasing  Tool. — A  tool  used  by  coppersmiths  for  making  beads  and  tubes. 
It  is  of  a  "T-ahape,  having  the  horizontal  portion  furnished  with  grooves 
of  various  sizes. 

Creeping. — The  very  slight  loss  of  speed  which  results  when  drums  are 
driven  by  rope  gearing,  due  to  the  slipping  of  the  rope.  This,  though 
almost  infinitesimal  in  amount,  is  sufficient  to  cause  a  slight  difference 
in  the  number  of  revolutions  performed  by  the  driving  and  driven  drums 
when  a  considerable  space  of  time — an  hour,  for  example,  is  taken  into 
account.  In  some  instances,  as  in  the  case  of  belting,  creeping  is 
probably  also  due  to  the  elasticity  of  the  belt  itself,  which  stretches  on 
the  tension  side  and  contracts  on  the  slack  side,  so  causing  a  slight 
amount  of  loss. 

Creosoting. — The  injection  of  timber  which  has  to  be  exposed  to  atmo- 
spheric* influences,  with  creosote,  in  order  to  increase  its  durability.  The 
timber  is  first  deprived  of  its  moisture,  which  is  then  replaced  with 
creosote.  The  durability  of  the  wood  is  enhanced  thereby  fourfold, 
or  more. 

Creosoting  Cylinder. — A  Btrong  wrought-iron  cylinder,  in  which  railway 
timbers,  sleepers,  &c,  are  exhausted  of  their  moisture  in  vacuo,  and 
saturated  with  creosote  pumped  in  under  pressure. 

Creosoting  Plant. — The  appliances  used  in  the  saturation  of  timber  with 
creosote,  consisting  of  cylindrical  receivers,  vacuum  and  pressure  pipes 
and  connections. 

Crimson  Lake. — The  colour  used  to  distinguish  steel  in  sectional  drawings. 

Crippling. — When  the  elasticity  of  a  beam  or  structure  is  destroyed  so 
that  it  becomes  permanently  and  excessively  bent  and  wrinkled,  with- 
out, however,  undergoing  actual  fracture,  it  is  said  to  be  crippled,  or 
buckled. 

Crooodile  Shears. — See  Alligator  Shears. 

Crocodile  Squeezer.— See  Alligator  Squeezer. 

Crook  Bit  Tongs. — Smith's  tongs  whose  jaws  are  bent  round  at  right 
angles  with  the  handles,  one  jaw  being  furnished  with  a  bit  or  nib  to 
prevent  the  slipping  of  the  work.  These  tongs  allow  rods  to  be  held 
and  to  be  passed  alongside  of  and  parallel  with  the  handles. 

Crop  Ends. — The  ends  cut  off  from  rails  after  they  leave  the  rolling  mill. 

Cropping. — (1)  The  cutting  or  shearing  off  of  puddled  bar  into  lengths 
suitable  for  piling  (q.v.).  (2)  The  sawing  off  of  the  rough  ends  of  bars 
and  rails. 

Cropping  Maohine. — A  shearing  machine  used  for  the  cutting  off  of  ends 
and  short  lengths  of  iron  bars. 

Cropping  Shears. — Alligator  Shears  (q.v.). 
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Cross. — (1)  A  four-armed  beam  used  in  foundries  for  lifting  heavy  moulding 
boxes  and  loam  moulds  about,  the  weights  being  suspended  in  links 
slung  from  the  ends  of  the  arms.  (2)  A  wrought-iron  pipe  connection 
having  four  ways  or  openings  arranged  in  the  form  of  a  cross,  for  con- 
necting four  pipes  meeting  at  right  angles. 

Cross-bending,  or  Cross-bending  Strain. — As  usually  understood,  signifies 
the  strain  acting  in  a  transverse  direction  on  horizontal-engine  beds, 
pump  beds,  and  base  plates,  due  to  the  thrusts  of  the  rods.  To  reduce 
this  to  a  TOwiiimim  the  oentres  of  the  cylinders  and  rods  are  kept  as  low 
down  as  possible,  lessening  the  leverage  thereby. 

Cross-bracing.— See  Oounterbraoing. 

Cross-breaking. — The  actual  fracture  of  a  beam  or  structure  due  to  tensile 
forces  operating  thereon. 

Cross-cut  Chisel. — A  chipping  or  cold  chisel,  which  is  very  narrow,  or 
from  i  inch  to  f  inch  wide.  It  is  used  for  cutting  grooves  in  various 
directions  across  a  plane  surface,  in  order  to  facilitate  the  work  of  sub- 
sequent chipping. 

Cross-out  Saw. — A  saw  provided  with  two  handles,  one  at  each  end,  and 
used  for  cutting  heavy  timber— as  deals,  balks,  &c. — across  the  grain. 
The  teeth  ar*  of  the  shape  of  an  equilateral  triangle,  so  that  the  thrust 
is  given  from  each  end  of  the  saw  alternately,  the  cutting  being  equally 
efficient  in  both  directions. 

Cross-cutting. — The  removal  of  material  in  a  transverse  direction.  Com- 
monly applied  to  the  action  of  a  chisel  or  a  saw. 

Crossed-arm  Governor. — A  governor  in  which  the  points  of  suspension 
of  tbr>  rods  from  which  the  balls  depend  are  on  the  opposite  sides  of  the 
cential  axis  around  which  they  revolve.    See  Paraboho  Governor. 

Crossed  Belt. — A  driving-belt  which  undergoes  a  twist  between  the 
driving  and  driven  pulleys,  passing  from  the  upper  side  of  one  to  the 
lower  side  of  the  other.  With  a  crossed  belt  the  pulleys  revolve  in 
opposite  directions. 

Crossed  Bods. — When  the  eccentric  rods  of  reversing-engines  cross  each 
other  on  their  way  to  join  the  ends  of  the  slot-link,  the  centres  of  the 
sheaves  being  between  the  axle  and  the  link,  this  term  is  applied  to 
them ;  when  they  do  not  cross,  the  rods  are  said  to  be  open. 

Cross  Girder. — Any  transverse  girder  or  beam  which  unites  longitudinal 
girders,  side  frames,  or  standards  together,  and  becomes  at  the  same 
time  a  distance-piece,  stretcher,  or  strengthening  beam,  or  the  sup- 
port also,  or  base,  for  machinery.  Examples  occur  in  the  cross  or  central 
girders  of  steam  cranes. 

Cross  Grain.— Signifies  a  section  of  timber  taken  at  a  low  angle  with 
the  direction  of  the  longitudinal  growth  of  the  fibres.  Or  when  cutting 
action  takes  place  in  such  a  direction  as  to  produce  a  tendency  to  tear 
up  the  grain ;  as,  for  instance,  when  the  front  of  a  plane  moves  in  the 
same  direction  as  the  downward  slope  of  the  grain  fibres,  the  tool 
is  said  to  work  against  the  grain,  or  cross-grain.  The  term  cross- 
grain  or  cross  -grained  also  alludes  to  a  curly  or  interlacing  condition 
of  fibres,  moio  noticeable  in  hard  than  in  soft  woods,  so  much  so  in 
many  specimens  that  an  ordinary  plane  will  tear  up  the  fibres  when 
applied  in  any  direction. 

Cross  Head. — (1)  That  portion  of  an  engine  or  pump  which  unites  the 
piston  and  connecting  rods  and  slide-blocks  together.  (2)  The  upper  or 
transverse  beam  of  an  hydraulic  press,  which  transmits  the  pressure  to 
the  weight  to  be  lifted.  (3)  A  oast-iron  plate  attached  to  the  top  of  the 
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plunger  of  an  accumulator,  and  to  which  the  weight  ease  is  fastened. 
(4)  Tne  end  of  a  wheel  press  (q.v.). 

Crossings. — Gaps  in  the  rails  of  permanent  way,  through  which  the 
flanges  of  wheels  can  ^ass  where  one  line  of  rails  crosses  another. 

Cross  Joint. — See  Breaking  Joint. 

Cross-over  Bead. — A  short  diagonal  line  of  rails  on  permanent  way,  pro- 
vided with  a  pair  of  points  or  switches  at  each  end,  and  connecting  two 
parallel  lines  of  rails  together. 

Cross  Fane. — See  Fane. 

Cross  Section. — A  transverse  section,  always  understood,  unless  otherwise 
noted,  to  be  at  right  angles  with  the  longitudinal  axis  of  the  piece  of 
work  or  drawing  through  which  the  section  is  taken. 

Cross  Slide. — The  horizontal  slide  or  bridge  which  carries  the  tool  box  of 
a  metal  planing  machine.  The  tool  box  is  traversed  across  it  by  means 
of  a  horizontal  screw,  and  the  slide  is  elevated  and  depressed  with  vertical 
screws  actuated  bv  bevel- wheels. 

Cross  Tail. — In  a  side-lever  engine  (q.v.)  the  rod  which  unites  the  side 
levers  with  the  connecting-rod. 

Cross  Tubes. — The  heating  tubes  in  a  steam  boiler— usually  applied  to 
boilers  of  the  vertical  type.  The  tubes  pass  through  the  fire  box,  the 
fire  therefore  surrounding  them,  and  assist  in  maintaining  a  rapid  cir- 
culation of  the  water.  A  mud  door  is  placed  opposite  the  end  of  each 
tube,  so  that  it  may  be  cleaned  readily. 

Cross  Tube  Boiler. — An  ordinary  vertical  boiler  (q.v.)  provided  with 
cross  tubes  (q.v.). 

Crow. — See  Grow  Bar. 

Crow  Bar,  Crow,  or  Pinch  Bar. — A  round  iron  bar  flattened  to  a  chisel-like 
expansion  at  one  end,  and  used  for  raising  a  heavy  weight  through  a 
short  distanoe{  for  pinching  trollies  and  wagons  alon£  a  line  of  metals 
through  a  limited  distance,  and  generally  for  the  application  of  a  large 
leverage  for  a  temporary  purpose. 

Crown  of  Boiler. — See  Boiler  Grown. 

Crown  Plate. — The  commonest  quality  of  wrought-iron  plate  manufac- 
tured. 

Crown  Wheel. — A  bevel-wheel  upon  a  vertical  shaft,  having  its  teeth 
facing  uppermost. 

Crow's  Feet,  or  Tioks. — The  angular  lines  <  >  which  are  used  in  draw- 
ing, to  indicate  the  points  between  which  a  dimension  is  given. 

Crucible. — (1)  Crucibles  are  deep  cup-shaped  vessels  used  for  melting  brass, 
steel,  and  other  metals.  They  are  manufactured  of  fire  clay,  or  of 
plumbago.  The  day  is  ground,  sifted,  and  mixed  with  water,  and 
with  a  certain  proportion  of  burnt  clay  obtained  from  old  crucibles,  and 
kneaded  and  wrought  into  shape.  They  are  either  wrought  into  shape 
by  hand,  or  pressed  into  moulds  made  of  plaster  of  Paris,  which  absorbs 
tne  water  from  the  surface  of  the  crucible.  Afterwards  they  are  dried 
and  heated  up  to  redness.  Crucibles  should  stand  the  strongest  heat 
to  which  they  may  be  subjected  without  fusion,  or  cracking,  or  much 
wasting  away ;  they  should  also  withstand  the  corrosive  action  of  the 
materials  melted  in  them,  and  resist  the  pressure  of  the  tongs  and  the 
weight  of  the  contained  metal.  The  nature  of  the  constituents 
employed  in  their  construction  varies  therefore  with  the  materials 
which  they  are  to  melt.  (2)  The  lower  portion  of  a  blast  furnace, 
into  which  the  reduced  metal  sinks,  is  called  the  crucible,  or  the 
fhroat. 


98  DICTIONARY  OF  TERMS  USED  IN 

Crucible  Cut  Steel. — Ordinary  oast  steel  (q.v.)>  M  distinguished  from 
Bessemer  and  other  mild  steels. 

Crucible  Tongs. — Tongs  used  by  brass  and  steel  founders  for  the  lifting 
of  crucibles  out  of  the  melting  furnace.  They  embrace  the  sides  of  the 
crucible,  and  the  handles  are  clamped  with  a  coupler  (q.T.). 

Crude  (Ml. — Oil  newly  expressed,  and  unpurifled. 

Crushing  Strain. — The  strain  necessary  to  cause  the  failure  of  a  material 
by  compression  only.  With  rigid  metals  (q.v.),  as  cast  iron  and  steel, 
and  short  specimens,  the  crushing  strain  produces  shearing  at  an  angle. 
With  flowing  metals  (q.v.)  the  specimens  give  way  by  bulging. 

Crushing  Strength. — The  crushing  strength  of  a  material  is  assumed  to 
be  equal  to  the  weight  which  wiS  just  crush  a  prism  of  one  inch  square, 
and  from  one,  or  one  and  a  half,  to  four  or  five  diameters,  in  height 
only. 

Crutch. — The  cross,  or  transverse  arm  of  a  foundry  ladle. 

Crutch-handle  Shovel. — An  ordinary  foundry  shovel,  the  head  of  whose 
handle  is  in  the  form  of  a  letter  X,  or  like  the  head  of  a  crutch. 

Crystallisation  of  Iron. — This  is  affected  by  the  conditions  under  which 
it  is  cooled.  If  cooled  rapidly  against  a  cold  metallic  surface  it  becomes 
chilled,  and  the  crystals  are  long  and  needle-like.  If  cooled  slowly  the 
crystals  are  large  and  the  grain  is  coarse.  Crystals  which  are  near  the 
surface  always  arrange  themselves  at  right  angles  to  the  surface. 
Crystals  near  the  surface  are  always  smaller  than  those  nearer  the  cen- 
tral portions.  The  crystals  of  graphite  mingled  among  those  of  the  iron 
are  also  affected  by  the  conditions  of  cooling,  remaining  nncombined  in 
metal  cooled  slowly,  but  entering  into  chemical  combination  when  cooled 
rapidly. 

Cube. — (1)  A  squareprism,  bounded  by  six  equal  faces,  perpendicular  to 
each  other.  (2)  The  cube  of  a  number  is  the  product  of  the  number 
multiplied  twice  into  itself. 

Cube  Soot. — The  cube  root  of  a  number  is  the  number  which  multiplied 
twice  into  itself  would  produce  its  cube. 

Cap  Chuck,  or  Bell  Chuck. — A  hollow  cylindrical  chuck,  made  in  various 
modifications  and  sizes  for  turning  work.  Cup  chucks  for  metal  turn- 
ing are  provided  with  set-screws  for  pinching"  rods  and  bars  during 
turning.  For  wood  turning  the  timber  is  driven  into  the  cylindrical 
hole,  and  holds  by  its  own  friction.  Small  chucks  are  made  of  brass, 
large  ones  of  iron. 

Cup-head  Bolt. — A  bolt  having  a  hemispherical  or  cup-shaped  head.  It 
is  used  chiefly  on  timber  work,  and  is  prevented  from  turning  either  by 
a  lip  underneath  the  head,  or  a  square- shouldered  shank. 

Cup-head  Bivet. — See  Snap-head  Rivet. 

Cup  Leather. — A  leather  packing  used  for  the  pistons  of  hydraulic  machines. 
Its  cross  section  between  the  sides  of  the  plunger  and  the  bore  of  the 
cylinder  is  Jjj  -shaped,  so  that  the  sides  of  the  leather  are  pressed  both 
against  the  sides  of  the  plunger  and  of  the  cylinder  with  increasing  force 
as  the  pressure  of  the  water  increases.  Cup  leathers  and  hat  leathers 
(q.v.)  are  made  by  being  pressed  into  moulds  of  cast  iron.  See  Cup 
Leather  Press. 

Cup  Leather  Press. — The  mould  in  which  cup  leathers  (q.T.)  and  hat 
leathers  (q.v.)  are  moulded  into  shape.  It  consists  of  two  blocks,  an 
upper  and  a  lower,  of  cast  iron  turned  truly,  the  space  between  the  two 
blocks  corresponding  with  the  intended  sectional  shape  of  the  leather. 
The  latter  is  softened  in  warm  water,  and  squeezea  between  the  two 
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halves  of  the  mould,  by  means  of  a  central  bolt,  and  allowed  to  harden 
in  place. 

Cap  Hat. — See  Box  Nat. 

Cupola. — The  furnace  in  which  cast  iron  is  melted  for  foundry  use.  It  is  a 
tall  cylindrical  hollow  structure,  circular  in  plan,  made  of  wrought-iron 
plates  riveted  together,  and  lined  with  fire-brick.  It  is  provided  with 
charging  hole,  breast  hole,  tapping  hole,  tuyeres,  and  hearth.  Cupolas 
vary  in  dimensions  with  foundry  requirements,  or  from  two  to  four 
and  five  feet  in  diameter,  the  height  being  from  five  to  six  diameters. 

Cupola  Blast  Fnrnaoe. — A  term  applied  to  the  lighter  blast  furnaces  con- 
structed in  recent  years,  as  distinguished  from  the  older  and  more  solid 
forms.  Cupola  blast  furnaces  are  built  of  wrought  iron  cased  with 
brickwork. 

Cupola  Fan. — An  ordinary  fan  provided  with  radial  vanes,  used  for 
supplying  the  tuyeres  of  a  cupola  with  air. 

Cap  Snake. — A  shake  in  a  balk  of  timber  which  is  circumferential,  sepa- 
rating the  annual  rings. 

Curb,  or  Curb  Bing. — An  internal  ring  of  teeth  used  for  turning  or  slew- 
ing cranes  around.  A  pinion  revolving  in  a  fixed  bearing  on  the  upper 
portion  of  the  crane,  is,  by  suitable  gearing,  made  to  travel  round  the 
curb  ring,  carrying  the  crane  along  with  it. 

Curb  Bing. — See  Curb. 

Carved  Boof. — A  roof  arched  in  end  view.  Curved  roofs  are  usually 
covered  with  corrugated  iron. 

Carve  of  Expansion. — The  curve  which  represents  the  expansion  of  a  gas 
or  vapour  under  diminished  pressure. 

Curvilinear. — A  line  or  a  path  of  motion  which  is  curved. 

Carving  of  Patterns. — Foundry  patterns  which  are  long,  narrow,  and 
ribbed  are  curved  in  the  direction  of  their  length  to  compensate  for  the 
curving  of  their  castings,  due  to  the  unequal  cooling  produced  by 
unequal  distribution  of  metal.  The  direction  and  amount  given  to  the 
curving  is  always  the  reverse  of  that  which  is  expected  to  take  place  in 
the  casting.    Its  direction  and  amount  is  solely  a  matter  of  experience. 

Cushioning. — A  piston  is  said  to  be  oushioned  when  the  valve  is  opened  to 
lead.  Cushioning  takes  place  just  before  the  end  of  the  stroke  and  the 
lead  may  average  -^  in.  in  engines  running  at  moderate  speeds. 

Cat. — The  removal  of  a  shaving  from  a  piece  of  work  in  the  lathe,  or  in 
planing,  boring,  and  similar  machines.  Thus,  it  is  common  to  speak  of 
the  breadth,  length,  and  depth  of  a  cut.  Iron  turners  and  machinists 
speak  of  the  progress  of  an  automatically  cutting  tool  as  the  cut ;  thus 
the  cut  is  said  to  be  "on,"  or  "  off,"  according  as  the  tool  is  cutting 
or  not  cutting. 

Cat-off. — The  termination  of  the  period  of  admission  of  steam  into  an 
engine  cylinder.  Cut-off  took  place  in  the  older  engines  only  at  the 
termination  of  the  stroke,  but  is  now  effected  at  fractional  parts  of  it,  as 
i>  i»  \ »  &°-  Th©  point  of  cut-off  is  regulated  by  the  amount  of  lap  on 
the  slide  valve. 

Cat-off  Plate. — A  cut-off  valve  (q.vO- 

Cat-off  Valve,  or  Cat-off  Plate. — The  second  valve  in  the  arrangement 
for  working  steam  expansively  by  means  of  a  separate  slide.  The  cut-off 
valve  is  usually  a  plate  provided  with  cross  bars  and  ports,  or  is  solid. 

Cat  Sprigs,  or  (hit  Brads. — Used  by  moulders  for  mending  up  broken 
sand,  the  sprigs  binding  the  sand   together.     They  are  also  used 
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for  thrusting'  into  the  thinner  and  weaker  portions  of  moulds  to 
support  the  sand. 

Cutter. — (1 )  Any  cutting  tool  fixed  in  a  machine,  for  the  automatic  cutting 
of  wood  or  metal.  The  angles  of  cutting  tools  and  their  shapes  vary 
with  the  nature  of  the  materials  to  be  operated  upon.  Gutters  are  held 
fast  in  cutter  blocks,  tool  boxes,  and  cutter  bars.  (2)  Sometimes 
applied  to  a  cottar  (q^.). 

Cutter  Bar.— See  Tool  Holder. 

Cutter  Block. — That  portion  of  a  wood- working  machine  which  carries 
the  cutter  or  tool.  The  cutter  block  may  be  rectangular,  or  circular, 
or  discoid,  in  shape,  according  to  the  class  of  machine  to  which  it 
belongs.  Cutters  are  almost  invariably  held  in  place  with  screws  in 
preference  to  wedges. 

Cutter  Head.— A  boring  head  (q.v ). 

Cutter  Holder.— A  tool  holder  (q.v.). 

Cutter  Fin  Drill. — A  modified  pin  drill  (q.v.)  in  which  the  pin  becomes 
the  guide  for  a  cutter,  the  extent  of  whose  radius  is  independent  of  the 
size  of  the  body  of  the  drill  itself.  That  part  of  the  body  immediately 
above  the  pin  is  swelled  into  a  socket  slotted  through  transversely  for 
the  reception  of  the  cutter,  whose  shank  is  oottared  into  the  slot,  and 
whose  cutting  edge  turns  down  at  right  angles  therewith.  A  hole 
being  drilled  for  the  pin  in  the  first  place,  the  cutter  describes  a  circle 
around  this,  and  removes  a  ring  of  metal  equal  in  radius  to  the  radius 
of  the  cutter.  Cutter  pin  drills  are  used  for  holes  of  two  or  three  inches 
and  upwards  in  diameter,  and  are  particularly  useful  for  making  the 
holes  in  iron  and  steel  boiler-plates  for  the  reception  of  the  tubes. 

Cutting  Angle. — See  Angles  of  Cutting  Tools. 

Cutting  Blast. — A  cupola  blast  of  too  high  velocity  for  the  nature 
of  the  fuel  and  charge.  A  cutting  blast  will  blow  away  much  of  the 
fuel.    The  pressure  should  seldom  exceed  2  inches  of  mercury. 

Cutting  Edge. — The  edge  of  a  cutting  tool  against  which  the  division  of 
the  shaving  takes  place.  On  the  proper  formation  of  the  edge  depends 
the  efficiency  of  the  instrument,  and  the  angles  which  produce  the  edge 
vary  with  the  material  to  be  cut.    See  Angles  of  Cutting  Tools. 

Cutting  Face. — That  face  of  a  cutting  tool  against  whioh  the  material  is 
removed,  and  along  which  it  curls  or  is  thrust  aside.  Commonly  the 
cutting  face  is  the  top  face. 

Cutting  Gauge. — A  gauge  furnished  with  a  narrow  knife-like  cutter  in 
place  of  the  ordinary  marking  point,  and  used  for  cutting  off  narrow 
parallel  strips  of  thin  stuff. 

Cutting  Nippers. — A  pincer-like  tool,  having  sharp  edges  of  hardened 
steel,  and  used  for  cutting  off  wire  of  small  gauge. 

Cutting-off  Machine. — A  machine  used  for  cutting  off  lengths  of  bar  iron 
in  the  smithy,  by  which  the  labour  of  marking  off,  nicking,  breaking, 
and  squaring  up  is  saved.  The  iron  is  passed  through  a  hollow  mandrel, 
is  stopped  by  a  gauge  plate,  and  is  parted  by  cutters. 

Cutting  Fliers. — Fliers  (q.v.)  which,  in  addition  to  the  flat  and  roughened 
jaws,  are  furnished  with  a  pair  of  sharp  nippers  placed  to  one  side  for 
cutting  off  wire. 

Cutting  Tools. — Tools  which  shear,  or  scrape,  or  cut  shavings  from 
materials,  in  opposition  to  those  which  abrade  or  grind  away.  Thus 
chisels  and  gouges,  planes,  turning  tools  in  all  their  forms  and  modifi- 
cations may  be  taken  as  types  of  cutting  tools. 

Cutting  Tooli   (Speed  of).— The  speeds  of  cutting  tools  vary  within 
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extremely  wide  limits,  being  quickest  for  wood- working  machinery  and 
slowest  for  the  hardest  metals ;  thus  bearing  out  the  mechanical  axiom, 
that  speed  and  power  are  in  inverse  ratios  to  each  other. 

Cutting-up. — The  gashing  of  the  broken  edges  or  faces  of  a  sand  mould 
preparatory  to  adding  fresh  sand  for  mending-up. 

Cyanogen. — A  compound  of  carbon  with  nitrogen,  which  is  believed  to 
play  an  important  part  in  the  transference  of  carbon  to  malleable  iron 
in  the  process  of  steel  making  and  in  the  case-hardening  of  iron. 

Cyole. — A  cycle  of  operations  signifies  the  complete  circle  of  work  gone 
through  by  an  engine  in  one  complete  revolution,  embracing  the  admis- 
sion of  steam,  its  expansion  and  condensation. 

Cyoloid. — A  curve  formed  by  a  point  in  the  circumference  of  a  generating 
circle,  rolling  upon  another  circle  as  a  base  line. 

Cycloidal  Teeth. — Wheel  teeth  whose  curves  are  cycloidal  in  form. 

Cylinder. — (1)  A  solid  whose  ends  are  circles  and  whose  cross  sections  at 
any  intermediate  points  are  also  circles.  It  may  be  conceived  to  be 
formed  by  the  rotation  of  a  line  around  the  circular  ends.  (2)  In  engine 
work  the  closed  receiver  in  which  the  power  of  the  steam,  or  gas,  or 
water,  is  made  to  actuate  a  disc  or  piston. 

Cylinder  Bit,  or  Half-round  Bit. — A  boring  tool  used  for  metal  or  wood, 
whose  section  at  the  cutting  face  is  that  of  a  semicircle.  Its  cutting 
faoe  is  sloped  at  an  angle  of  about  4°.  It  is  employed  for  the  boring 
of  very  long  holes  where  much  accuracy  is  essential.  It  is  entered 
first  into  a  shallow  hole  prepared  for  its  reception  with  a  gouge  or  a 
drill.    Also  termed  a  D-bit. 

Cylinder  Bore. — The  internal  diameter  of  an  engine  cylinder  when  finished 
in  readiness  to  receive  the  piston.  The  bore  and  the  length  of  a  piston 
stroke  are  among  the  necessary  factors  for  estimating  the  horse-power 
of  an  engine. 

Cylinder  Cook.— See  Pet  Cock. 

Cylinder  Covers. — The  oovers  or  ends  of  an  engine  cylinder  made  sepa- 
rately from  the  body  of  the  cylinder  itself,  for  convenience  of  casting, 
boring,  repairs,  and  examination  of  the  latter.  Sometimes  the  bottom 
end  is  oast  solid  with  the  cylinder,  and  the  top  or  front  cover  only 
bolted  on.  The  top  cover  is  always  furnished  with  the  necessary 
stuffing  box  and  gland  for  the  piston  rod.  In  large  engines  the  covers 
are  dished  or  buckled,  the  better  to  withstand  the  enormous  steam 
pressure-  Covers  are  attached  to  the  cylinder  flanges  by  bolts  or 
studs. 

Cylinder  Escape  Valve. — A  valve  supported  by  a  spiral  spring,  attached 
to  the  ends  of  marine  cylinders  to  permit  of  the  escape  of  the  water  of 
condensation,  and  of  priming.  It  is  enclosed  in  a  cap  of  metal,  to  pro- 
tect the  engineer  and  attendants  from  becoming  scalded  in  case  of  a 
sudden  blow-off  of  the  hot  water.     Also  termed  Relief  Valve. 

Cyl'nder  Flanges. — The  flanges  cast  upon  an  engine  cylinder  to  which 
the  covers  are  bolted.  They  are  always  external,  except  in  some  few 
cylinders  of  special  construction,  where  a  bottom  flange  is  internal  and 
a  top  flange  external. 

Cylinder  Lubrication. — Engine  cylinders  are  too  often  lubricated  with 
tallow  of  inferior  quality,  by  wnose  employment  destructive  corrosion 
is  set  up.  Animal  fats  and  oils  are  not  suitable  for  cylinders,  but 
specially  prepared  hydro-carbon  oils  should  be  used.    See  Oils. 

Cylinder  Lubricator. — It  is  necessary  that  the  pistons  of  engine  cylinders 
should  be  freely  lubricated,  and  various  lubricators  are  employed  for 
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the  purpose,  both  single  and  compound  tallow -cups,  and  self-acting 
lubricators  and  impermeators  (q.v.). 

Cylinder  Mandrel.— The  mandrels  of  all  lathe  poppets  of  good  workman- 
ship are  made  hollow,  so  that  the  traversing  screw  is  contained  therein 
and  travels  within  the  body.     Hence  termed  Cylinder  Mandrels. 

Cylinder  Metal. — Strong  or  slippery  iron  (q.v.)  used  specially  for  steam 
cylinders  and  liners.  Blaenavon,  Madeley  Wood,  and  haematite  iron, 
mixed  with  selected  scrap  in  varying  proportions,  make  good  cylinder 
metal. 

Cylinder '  Oil. — Oil  prepared  specially  for  the  lubrication  of  the  pistons  of 
engine  cylinders,  in  preference  to  tallow,  which  decomposes,  forming 
fatty  acids  that  corrode  the  iron. 

Cylinder  Passages. — See  Fort. 

Cylindrical  Gauge.— A  gauge  composed  of  two  pieces,  a  plug  gauge  or 
solid  cylinder  furnished  with  a  handle,  and  a  collar  gauge  or  hollow 
cylinder  into  which  the  plug  gauge  fits.  These  gauges  are  used  as 
templets  for  boring  and  turning  parts  of  machines  which  are  required 
to  correspond  in  dimensions,  the  plug  gauge  being  inserted  into  a  bored 
hole  and  the  collar  gauge  being  slid  over  the  spindle  or  shaft  which 
is  required  to  fit  the  bored  hole.  The  use  of  gauges  is  not  subject 
to  the  errors  incidental  to  the  handling  of  calipers.  See  Difference 
Gauge. 

Cylindrical  Monthpieoe. — The  passage  of  effluent  liquid  through  short 
parallel  tubes  produces  less  contraction  than  in  a  thin  plate  (see 
Vena  Contracta),  the  coefficient  of  discharge  for  different  tubes  vary- 
ing with  the  length.  Thus  the  coefficient  for  a  tube  whose  bore  is 
£  or  \  the  length  is  «81,  where  the  bore  is  J  to  A  th°  length  *77,  and 
from  ^-  to  ^f,  -68.  If  the  tubes  are  not  parallel  the  coefficients  are 
different:  for  a  converging  mouthpiece,  the  angle  of  whose  sides  is 
1 3},  the  coefficient  for  the  narrow  end  is  *94.  With  a  diverging  mouth- 
piece, angle  6°,  the  coefficient  for  the  narrow  end  is  '92,  for  tne  broad 
end  '55, 


D. 

Dabbing  On. — Specially  applied  to  the  making  of  some  forms  of  butt  joints 
(q.v.).    Thus  the  spoke  ends  of  railway  wheels  are  dabbed  on. 

Samper. — A  plate,  valve,  cover,  or  other  suitable  contrivance  for  regu- 
lating the  amount  of  draught  in  a  boiler  or  furnace  flue. 

Damper  Weight. — A  weight  used  to  counterbalance  that  of  the  damper 
of  a  steam  boiler  in  order  to  render  it  easy  of  adjustment. 

Damping. — See  Watering. 

Damping  Down. — Slacking  down  (q.v.). 

Damp  Steam. — Wet  steam  (q.v.). 

Dam  Plate. — A  cast-iron  plate  which  forms  the  backing  or  support  for 
the  dam  stone  (q.v.). 

Dam  Stone. — A  stone  occupying  one  side  of  the  hearth  of  a  blast  furnace 
over  which  the  slag  flows,  and  through  which  the  molten  metal  is 
tapped. 

Dangerous  Beotion. — That  section  of  a  bar  at  which  the  bending  moment 
(q.v.)  is  greatest. 

Dash  Piston.— The  piston  sliding  in  Hie  dash  pot  (q.v.)  of  a  Corliss 
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engine,  whose  release  by  a  spring  doses  the  steam  or  exhaust  valves, 
and  whose  oonoussion  is  deadened  by  the  springs  or  buffers  enclosed  in 
the  dash  pot. 

Bash  Places,  or  Division  Plates. — Plates  sometimes  fixed  in  a  marine 
boiler  in  line  with,  and  over,  the  tubes,  in  order  to  prevent  the  crown 
plates  of  the  fire-box  from  being  exposed  to  the  action  of  the  flame 
when  the  ship  heels  over  heavily.  But  for  these  plates  the  water  in  the 
boiler  would  run  to  the  lee  side,  and  leave  the  plates  temporarily 
bare. 

Dash  Pot. — A  small  cylinder  forming  a  portion  of  engines  of  the  Corliss 
and  similar  types,  whose  function  is  that  of  a  buffer  case  to  the  sharp 
dosing  of  the  steam  and  exhaust  valves.  It  is  furnished  with 
Borings  of  steel  or  india  rubber,  which  deaden  the  blow  of  the  dash 
piston  fa. v.). 

Datum  line. — Any  base  or  fundamental  line  from  which  dimensions  are 
taken,  or  graphic  calculations  made. 

Day  Work. — Work  done  without  any  definite  price  being  given  for  quan- 
tity, the  workmen  being  occupied  only  so  many  hours  at  it.  Bay  work  is 
chiefly  done  in  pattern  shops  and  in  foundries,  and  in  the  other  depart- 
ments on  jobbing  work,  and  work  which  will  not  admit  of  accurate 
estimate  of  cost,  or  which  is  required  of  first-class  excellence.  But  in 
foundries  and  other  shops  where  machine  work  is  done,  day  work  is  not 
the  rule.    See  Piece  "Work. 

D-Bit. — A  cylinder  bit  (q.v.). 

Dead. — (1)  A  common  term  of  emphasis,  as  dead  level,  dead  square,  dead 
true,  &o.  (2)  Molten  metal  is  said  to  be  dead  when  it  pours  thick, 
sluggish,  and  visoid,  due  to  insufficient  melting,  or  to  having  remained 
too  long  in  the  ladle.  Dead  metal  is  liable  to  produce  cold  shuts  (q.v.), 
though  for  heavy  classes  of  work  it  must  not  be  poured  too  hot.  ^  (3) 
Timber  is  dead  when  the  woody  walls  of  the  vessels  become  partially 
decomposed,  turning  brown  and  friable.  Alternate  exposure  to  dryness 
and  moisture  is  the  most  fruitful  source  of  dry-rot. 

Dead  Axle. — An  axle  which  is  not  a  driving  axle  (q.v*). 

Dead  Blow. — (1 )  A  blow  which  is  not  of  an  elastic  character.  To  strike 
a  dead  blow  the  handle  of  the  hammer  must  be  grasped  firmly.  (2) 
Indicates  the  nature  of  the  blow  given  by  those  steam  hammers  in 
which  no  steam  is  introduced  between  the  piston  and  the  cylinder  end 
for  cushioning.    See  Elastic  Blow. 

Dead  Centre  Lathe. — A  lathe  whose  front  point  centre  does  not  revolve 
with  a  mandrel,  as  is  the  case  with  ordinary  lathee.  The  work  alone  is 
revolved  between  dead  centres.  Dead  oentre  lathes  are  only  used  for 
work  requiring  suoh  accuracy  that  the  revolution  of  the  mandrel 
would  be  objectionable. 

Dead  Centres,  or  Dead  Points. — (1)  In  a  reciprocating  engine  or  pump, 
when  the  axis  of  the  piston-rod,  the  crank  shaft,  and  the  crank  phi  are 
all  in  line,  the  engine  or  pump  is  said  to  be  on  dead  centres.  Hence 
an  engine  on  dead  centres  cannot  be  started  by  the  steam  pressure 
alone,  but  requires  extraneous  help  to  turn  it  partly  round,  and  start  it 
on  its  rotation.  In  a  double  engine  having  cranks  at  right  angles,  if 
one  is  on  dead  centres  the  other  is  in  the  best  position  for  starting,  so 
that,  practically,  there  can  be  no  dead  centres  in  the  case  of  such  an 
engine.  (2}  The  plain  conical  centres  of  the  headstock  and  poppet 
mandrels  of  a  lathe.  These  centres  are  used  when  long  cylindrical 
work  is  being  turned,  the  ends  being  oentre  punched  ana  slightly 
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drilled  to  receive  the  centre  points.    The  work  1b  then  revolved  by  a 
carrier  and  driver. 

Dead  Eyes. — Bearings  -without  any  line  of  division  or  jointure,  snch  as 
exists  in  a  plummer  block;  the  hole  being  bored  through  solid  metal.  A 
dead  eye  answers  the  same  purpose  as  a  plummer  block,  but  is  capable 
of  no  adjustment  for  wear,  except  by  rebushing,  and  is  consequently 
used  for  rougher  and  more  temporary  kinds  of  work. 

Dead  Head. — (1)  Head  metal  (q.v.).  (2)  The  metal  in  the  runner  (q.v.) 
of  a  mould.  (3)  The  feeding  head  (q.v.).  (4)  The  poppet  (q.v.)  of  a 
lathe. 

Dead  Level. — Simply  used  in  the  sense  of  being  perfectly  or  quite  level. 
A  term  of  emphasis. 

Dead  Load. — A  load  whose  pressure  is  steady  and  invariable,  neither 
being  removed,  diminished,  nor  increased  at  any  time.  Structures 
subject  to  a  dead  load  undergo  less  stress  than  those  on  which  the  load 
is  variable  (see  live  Load)  and  therefore  a  lower  factor  of  safety  (q.v.) 
suffices. 

Dead  Load  Safety-valve,  or  Cowburn  Valve. — A  tjrpe  of  valve  which  is 
loaded  without  the  interposition  of  a  lever  or  spring,  the  load  consist- 
ing of  annular  weights  which  are  dropped  over  a  cylindrical  seating. 
The  weight  on  the  valve  is  increased  or  diminished  aooording  to  the 
number  of  rings  employed. 

Dead  Melting. — The  perfect  fusion  of  metal,  obtained  by  allowing-  it  to 
remain  in  the  furnace  in  the  fluid  state  for  some  little  time  previous  to 
withdrawal,  and  so  increasing  its  temperature  some  200°  or  300°  above 
the  melting  point. 

Dead  Parallel  File.— See  Parallel  File. 

Dead  Flats. — The  cast-iron  plate  immediately  within  the  furnace  door  of 
an  engine  boiler,  which  receives  the  fuel  before  it  is  passed  onwards  to 
the  grate  surface.  The  function  of  the  dead  plate  is  the  caking  and 
partial  coking  of  the  coal.  a 

Dead  Points.— See  Dead  Centres. 

Dead  Pouring. — The  pouring  of  metal  which  has  been  allowed  to 
thicken  or  become  deal  (q.v. J.   It  is  adopted  with  the  heavier  castings. 

Dead  Site. — The  exact  or  precise  size  or  length,  that  is,  exclusive  of  any 
allowances  for  contingencies  or  for  machining.  A  finished  dimension, 
or  the  opposite  of  a  rough  dimension. 

Dead-smooth  File. — The  finest-cut  file  made.  A 12 -in.  file  of  this  descrip- 
tion would  contain  88  lines  of  teeth  to  the  linear  inch. 

Dead  Spindle. — The  mandrel  of  the  poppet  (q.v.)  of  a  lathe,  as  distin- 
guished from  the  live  spindle  (q.v.). 

Dead  Water. — The  water  whicn  lies  below  the  heating  surface  in  a 
steam  boiler,  and  where  circulation  is  extremely  sluggish.  In  Cornish 
and  Lancashire  boilers  the  flues  are  brought  forwards  under  the  bottom 
to  heat  the  dead  water. 

Dead-weight  Safety  Valve. — See  Cowburn  Valve. 

Dead-weight  Test. — A  test  to  which  rails,  bars,  and  machinery  are  sub- 
jected, the  load  being  a  dead  load  (q.v.). 

Dead  Wheel. — In  an  epioyclio  train  (a..v.)  the  wheel  around  whose  centre 
the  remainder  of  the  train  revolves  is  called  the  dead  wheel. 

Deal  Frame. — A  reoiprocating  or  frame  sawing-maohine  used  for  the 
cutting  of  deals  and  boards.  It  is  smaller  than  the  similar  frame  saw 
for  cutting  logs.  The  driving  or  feed  rollers  also  revolve  in  a  vertical 
instead  of  w  *  horizontal  axis. 
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Deals. — Sawn  pine  timber  measuring  usually  not  less  than  9x3  and  not 
more  than  12  x  3  in  cross  section.  Timber  exceeding  11  in.  in  width 
is  often  conventionally  termed  deals,  but  properly  comes  under  the  head 
of  planking. 

Decagramme. — A  French  measure  of  weight  containing  10  grammes 
(q.Y.),  and  equivalent  to  154*34  English  grains. 

Decalitre. — A  French  measure  of  capacity  containing  10  litres  (q.v.),  or 
2-201  English  gallons. 

Decametre. — Ten  French  metres  (q.v.),  corresponding  with  393*7079  Eng- 
lish inches. 

Deearburisation. — The  removal  of  carbon  from  combination  with  metals 
in  the  processes  of  the  manufacture  of  malleable  iron  in  the  puddling 
furnace,  and  of  steel  in  the  Bessemer  converter.  (See  Carburization.) 
The  decarburization  of  malleable  iron  castings  is  effected  by  the  pre- 
sence of  a  cementing  material,  as  red  haamatite  iron  ore. 

Decigramme. — A  French  measure  of  weight,  being  the  tenth  part  of  a 
gramme  (q.Y.)*  an<^  containing  1*5434  English  grains. 

Decilitre. — A  French  measure  of  capacity,  being  one-tenth  of  a  litre 
(q.v.),  and  corresponding  with  '1761  of  an  English  pint. 

Decimal. — See  Fraction. 

Decimal  Equivalent. — A  decimal  number, — integer  and  fraction  com- 
bined, or  fraction  alone,  which  corresponds  in  value  with  an  integer  and 
vulgar  fraction,  or  vulgar  fraction  alone.  It  is  useful  for  facilitating 
calculations  involving 'the  assistance  of  fractions. 

Decimal  Gauge. — See  Wire  Gauges. 

Decimal  Pitches  — Millimetre  Pitches  (q.v.). 

Deoixretre  — A  French  measure  of  length,  being-  the  tenth  part  of  a 
metre  (q.v.),  and  equivalent  to  3*93707  English  inches. 

Deck  Crane. — A  fixed  crane  used  on  board  ship.  The  central  part  of  the 
post  is  fixed  tightly  in  a  plate  which  is  bolted  to  the  deck,  and  its  lower 
end  is  dropped  into  a  step  or  toe  plate,  fastened  to  a  lower  deck.  The 
gearing,  side  frames,  and  jib  of  the  crane  are  made  to  slew  around  the 
post. 

Deok  Winch. — A  steam  winch  (q.v.)  bolted  to  the  deck  of  a  ship  for 
hoisting  or  lowering  goods  from,  or  into  the  hold,  and  generally  for 
doing  work  whereby  manual  power  can  be  saved. 

Deep-well  Pomp. — A  pump  specially  constructed  for  deep-well  opera- 
tions, the  term  having  reference  to  the  nature  of  the  pump  connections 
— as  strainers,  retaining  valves,  &c. — rather  than  to  any  particular  type 
of  pump. 

Deflection. — The  bending  of  a  beam  or  structure  under  an  applied  load, 
and  which  may  be  increased  until  the  breaking  strain  is  reached.  The 
deflection  may  be  small  in  amount,  and  the  beam  or  structure  return  to 
its  original  form,  or  it  may  increase  and  accumulate,  becoming  perma- 
nently set  (q.v.),  or  it  may  go  farther  and  lead  to  the  crippling  of  the 
beam.  A  slight  amount  of  permanent  set  is  not  injurious,  but  crippling 
is  utterly  ruinous. 

Deflector. — This  in  a  general  sense  denotes  a  bridge,  or  a  bell,  or  trumpet- 
mouthed  opening,  used  for  deflecting  hot  gases  or  liquids  out  of  a 
straight  course,  and  having  its  applications  in  boiler  construction. 

Deformation. — The  alteration  in  form  which  a  structure  undergoes  when 
subjected  to  the  action  of  a  load,  the  load  producing  either  an  elastic 
strain  (q.v.),  or  a  permanent  set  (q.v.). 

I  Oli  7er . — A  term  signifying  the  manner  in  which  a  pattern  leaves  or  lifts 
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from  the  sand.  If  the  mould  remains  unbroken  it  is  said  to  be  a  good 
delivery,  and  the  contrary  when  it  tears  the  sand  in  the  act  of  with- 
drawal.   See  Taper. 

Delivery. — See  Deliver. 

Delivery  Box. — The  upper  or  delivery  chamber  of  a  series  of  two  or  three 
throw  pumps,  into  which  the  liquid  is  lifted  by  the  pistons  and  from 
which  it  is  delivered. 

Delivery  Pipes. — The  series  of  pipes  through  which  the  liquids  drawn  up 
by  pumping  machinery  are  ejected. 

Delivery  Valve,  or  Discharge  Valve. — The  pump  valve  through  which 
the  pump  contents  are  ejected  into  the  delivery  pipes. 

Demy  Drawing  Paper. — The  smallest  size  made  in  sheets,  measuring 
20  in.  by  15J  in. 

Density. — Density  has  reference  to  the  amount  of  matter  contained  in  a 
body.  Density  and  specific  gravity  are  proportional.  Specific  density  of 
a  body  is  its  density  estimated  in  relation  to  that  of  another  body. 
Platinum  is  the  densest,  hydrogen  the  rarest,  element. 

Deoxid&tion. — The  removal  of  oxygen  from  metallic  oxides,  effected 
during  the  processes  of  calcination,  smelting,  puddling,  and  converting, 
the  gaseous  products  being  carbonic  oxide  and  carbonic  acid. 

Dephosphorization. — The  removal  of  phosphorus  from  combination  with 
iron  and  steel.  In  the  blast  furnace  it  is  scarcely  eliminated  at  all ;  in 
the  puddling  furnace  it  is  removed  by  the  basic  materials  used  for 
fettling,  combined  with  exposure  to  the  action  of  the  air ;  in  the  Besse- 
mer converter  by  the  basic  lining. 

Dephosphorization  Process. — The  basic  process  (q.T.). 

Deposit. — See  Incrustation. 

Depreciation. — The  loss  in  value  which  machinery  sustains  with  the  lapse 
of  time,  which  amount  has  to  be  written  off  the  prime  cost  annually. 
The  loss  due  to  wear  and  tear  is  added  to  this.  The  total  amount  is 
usually  taken  at  6  per  cent,  for  engines,  10  for  boilers,  8  for  machines, 
5  or  6  for  millwork  and  gearing,  45  for  belting. 

Derrick. — A  form  of  crane  in  which  the  radius  of  the  jib  is  rendered 
capable  of  alteration  by  means  of  chains  or  guys  passing  over  the  top 
of  the  mast.  Derrick  cranes  proper  are  fixed  cranes  (q.v.),  but  portable 
cranes,  both  hand  and  steam,  are  provided  with  movable  jibs,  whose 
mechanism  for  derrioking  is  made  in  various  types. 

Derriok  Chains. — The  chains  by  which  the  jib  of  a  derrick  crane  is  raised 
or  lowered.  They  are  wound  and  unwound  off  a  barrel  called  the  der- 
rick barrel,  the  engine  power  being  the  motive  power  used. 

Derriok  Gear. — The  arrangement  of  chains,  barrel,  and  worm  gearing  by 
which  the  jib  of  a  derrick  crane  is  raised  and  lowered. 

Derricking. — The  act  of  raising  or  lowering  the  jib  of  a  derrick  crane. 

Design. — (1)  The  drawing  out  of  a  machine  or  structure.  (2)  The  work- 
ing out  of  mechanical  ideas.  The  art  of  designing  is  not  so  original  as 
some  would  suppose,  since  few  engineers  dare  to  strike  out  new  and 
untried  paths.  The  study  of  new  designs  and  the  records  of  the  Patent 
Office  show  that  a  design  is  in  most  cases  the  utilisation  of  previous 
experiences,  and  the  application  of  old  principles  to  new  modifications 
in  practice. 

Desulphurization. — The  removal  of  sulphur  from  combination  with  iron 
and  steel.  It  is  largely  removed  during  the  calcination  of  the  ore ; 
its  elimination  in  the  blast  furnace  depends  on  the  nature  of  the  flux. 
With  an  excess  of  lime  a  portion  of  the  sulphur  unites  with  the  slag ; 
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If  silica  be  largely  present,  the  sulphur,  instead  of  uniting  with  the 
lime,  will  remain  in  the  pig.  A  high  temperature  is  also  favourable 
to  the  elimination  of  sulphur,  so  that  the  grey  irons  which  are  produced 
at  a  higher  temperature  than  the  white  irons  contain  less  sulphur  than 
the  latter.  In  the  puddling  furnace  sulphur  is  removed  by  the  oxygen 
in  the  fettling,  in  the  Bessemer  converter  by  the  oxygen  in  the  air 
which  is  blown  through. 

Detail  Drawing. — One  which  is  not  a  general  drawing  (q.v.),  but  em- 
braces some  portion  or  section  only  of  a  machine. 

Determinable  Quantity. — A  quantity  whose  value  or  amount  can  be 
determined  or  fixed  from  other  quantities  already  known.  Thus,  the 
temperature  and  pressure  of  any  given  vapour  being  known,  its  volume 
can  be  determined,  and  is  therefore  a  determinate  quantity. 

Detruding  Aotion. — When  a  hole  is  punched  in  a  plate  the  action  is  that 
of  detrusion,  and  the  plate  is  strained  more  than  if  the  hole  were 
drilled. 

Development. — (1)  A  drawing  is  said  to  be  developed  when  certain 
working  details  are  drawn  in  full.  Thus  a  propeller  blade  is  developed 
when  the  various  transverse  sections  are  shown ;  the  section  of  a  turbine 
is  developed  when  the  curves  of  the  vanes  are  fully  drawn ;  a  plate  or 
templet  is  developed  when  it  is  so  marked  out  that  if  out  to  the 
developed  lines  and  then  bent,  it  will  form  the  envelope  of  some 
definite  geometrical  figure,  as  a  frustrum  of  a  cone,  a  segment  of  a 
sphere,  the  knee  of  a  pipe,  &c.  (2)  Iron  or  steel  nicked  and  bent  sud- 
denly shows  a  crystalline  fracture,  but  when  bent  slowly  the  fracture 
is  ox  a  fibrous  character.  This  latter  mode  of  fracture  is  termed  its 
development,  and  the  fibres  are  said  to  be  developed,  or  drawn  out. 

Devil. — A  light  iron  lattice-work  frame,  either  circular  or  rectangular  in 
outline,  filled  with  burning  charcoal,  and  used  in  foundries  for  drying 
the  surfaces  of  green  sand  moulds.  It  is  either  suspended  in  the  mould, 
or  laid  upon  iron  rods  placed  over  it. 

Diagonal. — A  straight  line  joining  opposite  angles  in  a  triangular, 
quadrangular,  or  polygonal  figure. 

Diagonals. — Bracings  placed  at  an  angle  across  rectangular  framings,  to 
prevent  alteration  taking  place  in  the  shape  of  the  frames.  Hence 
the  braces,  or  struts  and  ties  of  a  lattice  girder,  are  its  diagonals. 

Diagonal  Scale. — A  scale  used  for  drawing  purposes,  which  has,  in  addi- 
tion to  the  primary  divisionswone  or  both  end  divisions  corresponding 
in  length  with  the  primary  ones,  divided  into  ten  equal  parts.  Eleven 
equidistant  and  parallel  lines  are  also  drawn  in  a  longitudinal  direc- 
tion, and  diagonals  drawn  from  the  tenth  division  on  one  outer  longi- 
tudinal to  the  ninth  on  the  other,  and  so  on  in  succession.  With  this 
scale  one  hundredth-parts  of  the  primary  divisions  can  be  taken  off. 

Diagonal  Stays. — Stays  used  for  stiffening  the  end  plates  of  steam  boilers, 
in  preference  to,  or  to  assist,  the  longitudinal  stays.  They  reach  from 
the  inner  face  of  the  plate  to  that  of  the  shell,  in  a  diagonal  direction. 

Diagonal  Winch. — A  steam  winch  whose  cylinders  are  placed  diagonally 
on  the  side  frames. 

Diagram. — An  outline  drawing,  or  graphic  construction,  made  for  the 
purpose  of  illustrating  or  elucidating  some  problem  in  mechanical  or 
arithmetical  study. 

Diagram  of  Work. — It  is  customary  to  estimate  the  work  done  on  a  body 
by  a  graphic  method.  A  parallelogram  is  constructed  and  a  curve 
enclosed  therein  represents  the  ratio  between  pressures  and  volumes. 
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The  parallelogram  is  divided  by  crossed  lines  perpendicular  to  each 
other,  termed  respectively  lines  of  pressure  and  lines  of  volume. 

Dial  Gauge. — A  dial  having  an  index  hand  actuated  by  a  bent  spring, 
through  which  the  amount  of  pressure  in  a  boiler,  or  of  the  vacuum  in 
a  condenser,  is  indicated,  the  dial  being  graduated  accordingly.  All 
gauges  of  this  kind  are  made  on  Bourdon's  spring  principle. 

Diameter. — The  diameter  of  a  circle  is  a  line  passing  through  its  centre, 
and  uniting  the  circumference  or  sides. 

Diametral  Pitch. — A  mode  of  expressing  the  pitch  of  toothed  wheels  in 
terms  of  their  diameter.  It  is  obtained  by  dividing  the  number  of  teeth 
by  the  pitch  diameter.  Thus  the  diametral  pitch  of  a  wheel  6  in. 
in  diameter,  and  containing  48  teeth,  would  be  8.  Conversely,  the 
diametral  pitch  being  given,  the  number  of  teeth  divided  by  the  pitch 
gives  the  diameter  at  the  pitch  line.  It  is  the  rule  to  give  the  sizes  of 
change  wheels  for  lathes  in  diametral  pitch.     See  App. 

Diamond  Point. — (1)  A  pointed  tool  used  by  pattern  makers  for  turning 
the  inner  faces  of  work  which,  owing  to  their  obliquity,  or  to  their 
being  bounded  by  cylindrical  walls,  could  not  be  reached  by  ordinary 
chisels.  The  cutting  edges  of  a  diamond-pointed  tool  will  stand  at  an 
angle  of  from  20°  to  40°  with  the  body,  both  edges  being  ground  sym- 
metrically, so  that  in  plan  they  form  the  shape  of  a  letter  V*  (2)  A 
narrower  tool  but  of  similar  shape  is  used  by  metal  turners.  (3)  A  tool 
in  which  the  cutting  angles  are  more  obtuse  is  used  by  fitters  and 
boiler  makers  for  the  purpose  of  cutting  holes  in  boilers  and  other  thin 
plates,  and  for  nicking  round  pipes  and  tubes  which  have  to  be 
broken  off. 

Diaphragm. — A  built-up  distance  piece  of  plate  and  angle-iron  which 
unites  two  parallel  girders  together. 

Die. — (1)  A  female  or  internal  screw  used  for  cutting  outside  screw 
threads.  It  is  made  of  hardened  steel,  and  fluted,  to  present  two, 
three,  or  four  separate  cutting  edges.  The  larger  dies  or  those  above 
J  in.  in  diameter,  are  made  in  halves  and  set  in  a  die  stock.  The 
smaller  dies  are  out  in  a  screw  plate.  Also  termed  screw  dies,  or 
screwing  dies.  (2)  The  movable  block  embraced  by  a  slot  link  (q.v.). 
(3)  An  iron  or  steel  mould  used  by  smiths  for  the  forging  of  eyes, 
bosses,  tie-rod  ends,  truss-rod  ends,  &o.  The  die  or  matrix  may  be 
in  one  piece  only,  or  it  may  comprise  an  upper  and  a  lower  portion, 

Sinned  or  checked  together.  The  work  is  generally  moulded  in  the 
ies  under  a  steam  or  drop  hammer. 

Die  Box.— The  box  of  a  screwing  machine  by  which  the  dies  are 
embraced. 

Die  Chuck. — A  lathe  chuck  furnished  with  steel  jaws  or  dies  sliding  in 
grooves,  and  pinched  or  slackened  with  screws.  The  pinching  jaws 
are  Veed  or  bevelled,  and  one  or  all  the  jaws  may  be  moved  in  some 
chucks  at  pleasure,  so  that  work  can  be  chucked  either  centrally  or 
eccentrically.  Die  chucks  are  also  self-centring,  and  usually  contain 
two  or  three  dies. 

Die  Forging. — The  practice  of  forging  repetition  work  in  dies.   See  App. 

Die  Stock,  or  Screw  Stock. — The  frame  which  encloses  the  dies  used  for 
screw  cutting.  It  is  furnished  with  lever  handles  for  turning  it  in  the 
circular  direction,  and  with  a  set-screw  for  regulating  the  distance 
between  the  halves  of  the  dies.  Die  stocks  are  made  in  rarious  and 
well-known  forms. 

Difference  Gauge,— A  cylindrical  gauge  (q.v.)  is  sometimes  furnished 
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with  two  ping  gauges  to  one  collar  gauge,  one  of  the  pings  being 
slightly  larger  in  diameter  than  the  other ;  the  difference  between  the 
two  being  just  that  which  is  sufficient  to  permit  of  easy  movement,  or 
of  tight  fitting  of  a  mandrel  in  a  cylinder. 

Differential  Motion. — The  motion  of  one  part  to  or  from  another,  the 
two  parts  forming  a  mechanical  combination.  It  is  a  motion  whereby 
mechanical  £ain  is  obtained.  The  Chinese  windlass,  where  two  axles 
of  unequal  size  move  together,  embodies  the  differential  principle. 

Differential  Pulley  Block.— A  pulley  block  which  owes  its  efficiency  to 
the  slight  difference  in  the  sizes  of  two  sheaves  fixed  together  on  one 
axis.  An  endless  chain  embraces  the  two  sheaves  and  a  movable  pulley 
below.  The  mechanical  gain  is  proportional  to  the  difference  in  the 
diameters  of  the  two  sheaves.  A  most  valuable  property  of  this  pulley 
block  is  that,  owing  to  the  excessive  amount  of  friction  set  up,  the  load 
cannot  run  down,  but  remains  stationary  in  any  position  in  which  it 
happens  to  be  left  suspended. 

Differential  Screw. — Two  screws  of  unequal  pitch  cut  on  the  same  spindle. 
On  turning  the  spindle  a  nut  on  one  of  the  screws  moves  by  an  amount 
equal  to  the  difference  in  the  pitches. 

Differential  Strains. — The  strains  due  to  a  variable  load. 

Digger. — A  term  sometimes  applied  to  a  grab  (q.v.)  used  for  excavations. 

Digging  Shovel. — A  round-mouthed  or  pointed-end  shovel  used  in  foun- 
dries for  digging  the  sand  in  the  floor.  The  square-ended  and  crutch- 
handled  shovels  are  used  for  box  filling  and  sand  wetting. 

Dimension. — A  definite  measurement  shown  on  a  mechanical  drawing,  as 
length,  width,  thickness.  Dimensions  are  given  on  all  working  draw- 
ings, whether  drawn  to  scale  or  not,  but  dimensions  are  not  inserted  in 
shaded  and  general  drawings. 

Dimension  Lines. — Those  lines  upon  an  engineer's  drawing  which  indi- 
cate to  what  parts  or  lines  the  dimensions  figured  have  reference.  They 
are  never  drawn  in  black,  but  usually  in  blue,  sometimes  in  red  ink. 

Dimension  8aws. — Applied  to  a  couple  of  circular  saws  mounted  radially 
from  a  common  spindle,  one  for  cross  cutting,  the  other  for  ripping. 
The  saws  are  moved  upwards  or  downwards  as  required  with  a  worm 
and  worm-wheel. 

Diminishing  Socket. — A  wrought-iron  socket  inserted  between,  and  con- 
necting two  pipes  of  different  bores. 

Dinas  Brick. — A  refractory  brick  made  from  a  highly  siliceous  clay  found 
in  the  Yale  of  Neath,  and  used  for  the  roofs  of  reverberatory  furnaces. 

Dip. — The  amount  by  which  the  upper-  edge  of  a  paddle-wheel  blade  is 
immersed  beneath  the  surface  of  the  water  when  the  blade  is  in  the 
vertical  position. 

Dip  Crank  Shaft. — A  crank  shaft  in  which  the  crank  is  formed  by  the 
simple  bending  of  the  bar,  instead  of  being  slotted  out  of  the  solid.  It 
is  stronger  than  the  slotted  form  because  of  the  continuity  of  the  fibres. 

Direct  Acting. — An  engine  is  said  to  be  direct  acting  when  the  action  of 
the  piston  is  transmitted  directly  to  the  crank  shaft.  Nearly  all  engines 
are  therefore  direct  acting. 

Direct-acting  Slide  Valve. — A  slide  valve  whose  length  of  travel  is  the 
same  in  amount  as  that  of  the  throw  of  the  eccentric,  as  opposed  to  the 
indirect-acting  slide  valve  (q.v.). 

Direction  of  Foroe. — The  line  along  which  a  force  acts,  whether  it  be 
productive  of  actual  motion  or  of  pressures  or  tensions  only.  Forces 
axe  assumed  to  act  in  straight  lines  only. 
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Direot  Prooess. — (1)  The  method  of  producing  malleable  iron  direct  from 
the  ores  without  preliminary  smelting  into  pigs.  (2)  The  process  of 
making  steel  in  the  Bessemer  converter  by  bringing  the  iron  direct 
from  the  smelting  furnace. 

Disc  Area. — See  Screw  Area. 

Disc  Crank,  or  Crank  Disc,  or  Crank  Plate.— A  crank  of  circular  outline 
in  which  the  metal  is  so  disposed  that  the  varying'  motion  of  the  con- 
necting-rod is  suitably  balanced.  The  crank  shaft  is  keyed  into  a  boss 
in  the  centre  of  the  disc,  and  the  crank  pin  is  riveted  into  a  hole  near 
the  periphery.  The  half  of  the  disc  upon  the  side  opposite  to  the  crank 
pin  is  thickened  up  to  act  as  a  counterbalance  to  the  rod.  Its  action 
is  more  regular  therefore  than  that  of  a  common  crank. 

Discharge. — The  liquid  ejected  from  a  pump  or  from  the  vanes  of  a 
turbine  (q.v.).     See  Vena  Contracta,  Cylindrical  Mouthpiece,  Nozzle. 

Disoharge  Valve. — (1)  A  delivery  valve  (q.v.)  (2)  A  self-acting  valve 
attached  to  the  side  of  a  steamer,  through  which  the  water  is  discharged 
from  the  circulating  pump,  hence  called  side  discharge  valve. 

Discharging  Tube. — An  adjutage  (q.v.). 

Disconnecting  Engine. — A  double  engine,  usually  of  the  compound  type, 
in  which  the  cylinders  can  either  be  used  in  combination,  or  each 
separately  from  the  other. 

Diso  Valve. — A  modification  of  the  flap  valve  (q.v.)  used  extensively  in 
large  pumps,  and  of  which  the  air  pump  of  a  condensing  engine  furnishes 
a  familiar  type.  It  consists  of  an  india-rubber  disc  hinged  at  the 
centre,  resting  on  a  perforated  grid,  through  which  the  water  obtains 
ingress,  and  lifts  the  valve.  The  disc  is  prevented  from  lifting  too  high 
by  a  superimposed  perforated  guard-plate  dished  or  hollowed  in  the 
upward  direction. 

Diso  Wheel.— A  wheel  having  its  central  portion  solid  or  plated  instead 
of  being  provided  with  arms.  The  disc  may  be  flat  as  in  change 
wheels,  and  the  lighter  olasses  of  toothed  wheels  generally,  or  it  may  be 
dished  as  in  the  wheels  of  trucks  and  trollies.  The  latter  form  is 
strong,  because  it  will  accommodate  itself  to  the  expansion  and  con- 
traction due  to  changes  in  temperature,  or  to  internal  and  to  external 
stresses. 

Disengaging  Clutch. — A  clutch  whose  function  is  the  throwing  of  a  line 
of  shafting,  or  a  train  of  wheels,  into  and  out  of  gear. 

Disengaging  Coupling. — A  clutch  (q.v.). 

Disengaging  Gear. — The  mechanism  used  for  throwing  clutches  into  and 
out  of  gear.    It  is  usually  either  a  lever  or  a  hand  wheel  and  screw. 

Disengaging  Nut. — The  cusp  nut  of  a  lathe,  being  disengaged  when 
not  required  for  use  or  for  screw  cutting. 

Dishing. — The  hollowing  and  rounding  of  the  surface  of  a  diso,  to  render 
it  more  elastic  or  stronger. 

Displacement. — The  quantity  of  liquid  discharged  from  a  plunger  pump 
at  each  double  stroke  is  equal  to  the  amount  displaced  by  the  plunger. 

Displacement  Cylinder. — An  auxiliary  cylinder  belonging  to  some  gas 
engines,  by  which  the  constituents  of  the  charge  are  forced  into  the 
working  or  power  cylinder. 

Displacement  Lubrioator. — A  lubricator  which  acts  by  the  difference  in 
the  sp.  gr.  of  oil  and  of  water.  An  impermeator  (q.v.)  is  one  form  of 
displacement  lubricator. 

Displaeer  Piston. — An  auxiliary  piston  in  some  gas  engines  whose 
function  is  the  expelling  of  the  residual  gases  or  products  of  combustion 
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from  the  cylinder.  In  other  cases  a  flushing  charge  (q.Y.)  is  used  for 
the  same  object. 

Distanoe  Piece. — Any  casting  whose  chief  or  only-  function  is  to  maintain 
engine  or  machine  parts  at  a  fixed  distance  asunder. 

Distress. — A  beam  or  structure  is  in  distress  when  it  is  subjected  to  undue 
or  excessive  stress,  or  to  an  amount  exceeding  the  working  stress. 

Distributed  Load. — When  a  load  is  spread  evenly  over  the  whole  extent 
of  surface  of  a  beam  or  structure  it  is  termed  a  distributed  load.  A 
girder  will  sustain  a  distributed  load  of  twice  the  total  weight  which  it 
would  sustain  if  concentrated.    See  Concentrated  Load. 

Diverging  Mouthpiece. — A  mouthpiece  for  the  discharge  of  liquid,  whose 
longitudinal  section  is  that  of  the  frustrum  of  a  cone,  tiie  smaller 
diameter  being  placed  next  its  tank.    See  Cylindrical  Mouthpiece. 

Divided  Axial  Pitch. — In  multiple  threaded  screws  the  axial  pitch  (q.v.) 
is  divided  into  as  many  portions  as  there  are  threads,  and  the  distance 
between  any  of  these  divisions  is  called  the  divided  axial  pitch,  that  is, 
where  the  centre  of  each  successive  helix  cuts  the  axial  line. 

Divided  Bearing. — Any  bearing  which  is  not  solid,  and  which  contains, 
therefore,  provision  lor  adjustment  for  wear.  Bearings  are  commonly 
divided  into  two  portions,  but  in  some  special  cases  into  three. 

Divided  Normal  Pitch. — The  distances  between  the  centres  of  the  suc- 
cessive helices  of  many -threaded  screws,  measured  perpendicularly  to 
the  threads.    It  is,  therefore,  less  than  the  divided  axial  pitch  (q.v.). 

Divided  Steam  Chest. — A  steam  chest  divided,  either  through  the  centre 
of  the  stuffing-box  parallel  with  the  cylinder  bore,  or  obliquely,  that  is, 
at  an  angle  with  the  bore.  The  object  of  dividing  is  for  convenience 
of  removing  the  cover  for  examination  and  repairs,  without  the  neces- 
sity of  removing  the  valve  and  valve  rod — the  rod  in  the  first  case 
passing  through  the  joint  of  the  divided  box  ;  in  the  second,  through 
the  box,  which  is  cast  wholly  with  the  cylinder. 

Dividers. — A  form  of  compass  used  for  taking  off  or  setting  out  minute 
and  exact  dimensions,  being  suited  for  more  delicate  adjustment  than 
common  compasses.  These  are  of  various  kinds,  and  employed  both  in 
the  drawing-office  and  in  the  workshops.    See  Spring  Dividers. 

Dividing  Engine. — A  machine,  constructed  in  various  forms,  for  the 
exact  muTlrfng  off  of  degrees,  points  of  equal  division,  wheel  teeth,  &o. 

Division  Peg. — A  peg  of  hardened  steel,  attached  to  an  elastic  rod  called 
the  index  spring,  and  used  in  conjunction  with  a  division  plate  (q.v-). 
The  peg  fits  into  any  of  the  holes  drilled  in  the  plate,  and  holds  it  in 
steadily  while  operations  of  drilling  or  shaping  are  being  performed. 

Division  Plate. — (1)  A  plate  of  brass  fastened  to  the  front  of  the  driving 
pulley  of  a  lathe  headstock.  It  is  pierced  with  numerous  concentric 
circles  of  holes ;  those  in  the  best  and  most  complete  lathes  numbering 
360,  192,  144,  120,  112,  96,  60,  12.  By  means  of  these  almost  any 
number  of  divisions  that  are  required  can  be  obtained.  A  division 
peg  (q.v.)  sets  the  pulley  in  any  position,  while  the  work  in  the  lathe 
is  being  operated  upon  by  drills  or  cutters  set  in  the  cutter  frame  and 
driven  from  overhead  gear.  (2)  The  plate  of  a  wheel-moulding,  or  of 
a  wheel-cutting  machine,  through  which  the  handle  shaft  passes,  and 
which  is  notched  for  setting  the  handle  at  quarter,  half,  three-quarter, 
or  full  turns.    See  also  Dash  Plate. 

Division  Plate  Wheel. — The  change  wheel  on  the  handle  shaft  of  a  wheel- 
moulding  or  of  a  wheel-cutting  machine. 

Dog. — (1)  One  of  the  jaws  or  clips  of  a  jaw  chuck  (q.v.).    (2)  The  carrier 
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(q.v.)  of  a  lathe.  (3)  The  catch  which  prevents  the  winch  shaft  of  a 
crane  from  sliding  along  when  the  gears  are  changed.  Called  also 
Catch  Paul.     (4)  A  spike  (q.v.)* 

Dog  Chuck. — See  Jaw  Chuck. 

Dogtail  Trowel. — A  small  heart-shaped  moulders'  trowel,  provided  with 
a  curved  metal  handle,  the  handle  being  imagined  to  resemble  a 
dog's  tail. 

Dog  WhecL— See  Ratchet  Wheel. 

Dog  Wrench. — A  form  of  spanner  whose  handle  is  turned  around  simi- 
larly to  a  winch  handle. 

Dolly. — A  tool  used  by  boiler-makers  for  holding  under  the  heads  of  rivets 
during  the  act  of  riveting.  It  consists  of  a  round  iron  bar,  furnished 
with  a  head,  flat  or  cup-shaped ;  the  size,  shape,  and  angle  of  inclina- 
tion of  the  bar  varying  with  the  size  and  shape  of  the  rivets,  and  their 
position  relatively  to  the  work.  It  is  used  for  the  same  purpose  as  the 
holding-up  hammer  (q.v.). 

Dolomite. — Magnesian  limestone  (q.v.). 

Dome. — See  Steam  Dome. 

Dome  Cover. — The  brass  covering  which  encases  the  steam  dome  of  a  loco- 
motive. 

Donkey. — A  donkey-engine  (q.v.). 

Donkey-Boiler. — A  small  boiler,  usually  of  the  vertical  type,  used  for 
driving  small  engines. 

Donkey-Engine. — An  auxiliary  engine  used  on  board  ship  for  pumping, 
or  other  light  work,  independently  of  the  main  engines. 

Donkey- Pump. — The  independent  reed  pump  of  a  steam  boiler  driven 
directly  by  a  small  engine,  the  whole  being  attached  to  a  single  base- 
plate which  is  bolted  to  the  boiler. 

Double- Acting  Engine. — An  engine  in  which  the  steam  acts  upon  both 
sides  of  the  piston  alternately,  either  against  atmospheric  pressure,  or 
against  a  vacuum  produced  by  condensation.  All  engines  are  now 
made  double-acting,  just  as  formerly  all  were  made  single-acting. 

Double-Aoting  Piston. — A  piston  acted  upon  by  gaseous  or  fluid  pressure 
on  both  siaes  alternately.  The  pistons  or  engine  cylinders  and  of 
double-acting  pumps  are  of  this  type. 

Double-Acting  Steam  Hammer.— A  steam  hammer  which  admits  steam 
above  the  piston  as  well  as  below. 

Double-Action. — Double  action  is  in  principle  that  of  an  alternate  re- 
ciprocal pressure  or  movement.  A  series  of  actions  equal  and  alter- 
nate in  opposite  directions. 

Double- Action  Pomp. — One  which  throws  water  at  each  stroke,  as  dis- 
tinguished from  a  lift  pump. 

Double-Armed  Pulley. — A  pulley  which  has  two  sets  of  arms.  Pulleys 
over  ten  or  twelve  niches  in  width  have  commonly  a  double  set  of  arms. 
They  are  set  parallel  with  each  other  at  a  little  distance  within  the 
outer  edges  of  the  rim  which  they  support,  and  the  boss  may  either  be 
continuous  between  the  arms,  or  a  clear  space  may  exist  between  the 
bosses  of  each  set. 

Double-beat  Valve. — A  ring-shaped  lift  valve  having  two  seating  faces, 
by  which  the  steam  is  admitted  on  both  sides  at  once,  hence  called  an 
equilibrium  valve.  In  our  ordinary  slide  steam  valve  the  steam  pressure 
is  unequal,  because  the  area  on  the  steam  chest  side  is  greater  than  the 
area  open  to  the  port  side,  and  this  pressure  has  to  be  overcome  before 
the  valve  can  be  moved.    The  double  beat  being  in  equilibrium  is  mora 
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easily  moved.    It  is  also  termed  a  Cornish  valve,  beoause  used  exten- 
sively in  the  large  pumping  engines  of  that  district. 
Double  Belting. — Belting  formed  of  two  thicknesses  of  leather.    It  varies 

from  \  to  \  an  inch  in  thickness,  and  is  employed  for  heavy  driving,  as 

for  main  driving  pulleys,  and  the  more  powerful  class  of  machines.     It 

is  made  by  cementing  two  thicknesses  of  leather  together,  and  then 

sewing  or  riveting. 
Double  Bogie  Engine. — See  Bogie  Engine. 
Double  Butt  Strips. — Two  covering  strips  employed  in  making  a  butt 

riveted  joint,  one  strip  being  placed  on  each  side  of  the  abutting  plates. 

These  are  much  stronger  than  the  joints  with  single  butt  strips  (q.v.). 
Double  Cards. — Indicator  cards  taken  from  both  ends  of  an  engine  oyhnder. 
Double  Contraction,  or  Double  Shrinkage. — Where  a  wood  pattern  is  made 

for  the  casting  of  a  metal  pattern,  from  which  the  actual  mould  is  to 

be  taken,  two  amounts  of  contraction  are  allowed  on  the  wood  pattern. 

Thus  if  the  contraction  of  the  casting  is  J  in.  per  foot,  \  in.  per  foot  is 

allowed  in  the  first  or  wood  pattern. 
Double  Cut. — This  refers  to  the  crossing  of  the  lines  of  teeth  of  files  at  an 

angle,  as  distinguished  from  the  single  or  float-cut  files. 
Double-cutting  Drill. — A  drill  which  is  ground  to  out  with  equal  facility  in 

a  right  or  left-hand  direction.     The  cutting  edge  lies  therefore  in  the 

longitudinal  axis  and  the  angles  are  symmetrical  on  both  sides.     These 

drills  form  but  a  small  class. 
Double-cylinder  Engine. — A  steam  engine  having  two  cylinders.      Its 

action  is  steadier  than  that  of  a  single-acting  engine  owing  to  the 

relative  arrangement  of  the  pistons  and  cranks.    One  piston  is  at  half, 

while  the  other  is  at  full  stroke,  and  the  cranks  being  therefore  at 

right  angles  with  each  other,  the  dead  points  are  passed  with  little  of 

the  perky  motion  which  accompanies  the  revolution  of  a  single-cylinder 

engine. 
Double  Driver  Chuck. — A  driver  chuck  which  has  two  stems  or  pins  for 

driving,  so  that  the  pressure  of  one  is  counterbalanced  by  that  of  the 

other.     It  is  used  for  work  requiring  special  accuracy. 
Double  Diso  Valve. — A  tapered  plug  valve  having  two  faces  fitting 

against  two  opposite  seatings. 
Double  Elephant. — A  drawing  paper  of  good  quality  measuring  40  in.  by 

27  in.    It  may  be  had  rough  or  smooth,  and  either  unmounted,  or 

mounted  on  brown  holland. 
Double-ended  Boiler. — A  marine  boiler  having  furnaces  and  flue  doors 

at  each  end,  and  fired  therefore  from  each  end. 
Double-ended  Bolt. — A  bolt  having  no  solid  head,  being  screwed  at  each 

end  alike  for  the  reception  of  nuts. 
Double-ended    Machine.  —  Applied    to  those    punching    and    shearing 

machines  in  which  two  sets  of  operations  can  be  carried  on  at  one  time. 
Double-faced  Hammer. — A  hammer  is  double  faced  when  both  sides  of 

the  head  are  alike  flatted,  so  that  there  is  no  pane. 
Double    Fagoted. — Iron  which  has  been  subjected  twice  ever  to  the 

process  of  fagoting  (q.v.)  for  the  purpose  of  increasing  its  density, 

homogeneity,  and  tensile  strength. 
Double-fished  Joint. — A  fished  joint  having  two  fish  plates,  or  covering 

strips  laid  against  opposite  faces,  as  distinguished   from  a  single - 

fished  joint  (q.v.). 
Double-flued  Boiler.— See  Lancashire  Boiler. 

Double  Gear. — The  employment  of  two  pinions  and  two  wheels  in  com  - 
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bination  for  the  purpose  of  gaining  mechanical  efficiency,  as  in  the 
lifting  gear  of  cranes.  Back  gear  (q.v.)  is  often  termed  double  gear. 
See  Doable  Geared. 

Double  Geared. — A  lathe  or  drilling  machine  is  said  to  be  double  geared 
when  it  is  provided  with  the  ordinary  back  gear ;  that  is  having  a 
single  back  gear  spindle  and  set  of  wheels  only,  as  opposed  to  an  un- 
geared or  plain  hand-turning  lathe  on  the  one  hand,  and  to  a  treble- 
geared  lathe  on  the  other.  Double  geared  does  not  mean  that  double 
power  is  gained  thereby,  since  the  power  gained  is  usually  about  nine 
to  one,  but  refers  only  to  the  employment  of  the  second  spindle  and 
wheels.  The  term  double  geared  is  also  applied  to  drilling-  machines 
having  back  gear  not  of  the  ordinary  form,  but  wheels  which  can  be 
slid  up  and  down  on  a  vertical  spindle  into,  or  out  of  gear  with  the 
wheels  on  the  main  spindle. 

Double-handed  Tool.— A  tool  furnished  with  two  handles,  as  ordinary 
die  stocks  and  cross  cut  saws. 

Double-headed  Bail. — A  rail  for  permanent  way,  the  shapes  of  whose 
top  and  bottom  sections  are  alike,  so  that  when  one  face  becomes  worn 
the  rail  is  turned  over  in  the  chair  and  the  opposite  edge  utilised. 

Double-helical  Gear.— See  Helical  Gear. 

Double-ported  Slide  Valve. — An  exhaust  relief,  or  equilibrium  valve. 
It  is  designed  for  nearly  equal  steam  pressure  on  both  sides  and  to  give 
a  greater  area  of  opening  to  exhaust  than  to  supply,  and  this  is 
effected  by  allowing  steam  to  enter  the  cylinder  through  passages  in 
the  pierced  body  of  the  valve  as  well  as  at  the  ends,  and  to  exhaust 
into  the  hollow,  or  Q,  of  the  valve  which  contains  the  ports  through 
which  the  steam  gains  entry.  Having  separate  ports  for  supply  and 
exhaust,  it  is  obvious  that  by  giving  to  the  latter  an  increase  of  area 
over  that  of  the  former,  and  by  adjusting  the  travel,  the  escaping  steam 
will  be  allowed  greater  freedom  of  exit.  Having  double  openings 
for  steam,  the  cylinder  is  necessarily  double  ported,  that  is,  there 
are  two  ports  on  each  side  of  the  exhaust  instead  of  one,  and  the  travel 
of  the  valve  is  only  half  that  which  it  would  be  with  single  ports. 

Double  Puddling  Furnace. — See  Fuddling  Furnace. 

Double  Purchase. — A  term  used  to  designate  the  mechanical  efficiency 
obtained  by  the  employment  of  double  gear  (q.v.).  It  is  equal  to  the 
product  of  the  radii  of  the  wheels  divided  by  that  of  the  pinions. 

Double  Beading  Scale. — A  draughtsman's  scale  on  which  there  are  two 
primary  divisions,  one  at  each  end,  subdivided. 

Doable  Biveting. —  Where  there  are  two  lines  of  rivets  in  a  lap  joint,  or 
four  in  a  butt  joint,  the  term  double  riveting  is  employed,  as  distin- 
guished from  a  single  line  in  the  former  and  two  lines  in  the  latter. 

Doubles.— Sheet  iron  plates  prepared  for  tinning.  Their  thickness 
ranges  betweenNo.  20,  B.W.G.  (-035  in.)  to  No.  25,  B.W.G.  (020  in  ). 
The  term  is  also  applied  to  the  plates  already  tinned,  to  which  an  extra 
thiok  coating  has  been  given,  and  which,  besides,  have  been  hammered 
between  a  polished  hammer  and  a  polished  anvil  to  render  the  union  of 
the  metals  more  intimate.    Also  termed  Block  Plates. 

Double  Shaper. — A  shaping  machine  having  two  rams  and  two  tool  boxes, 
for  a  double  set  of  operations.  Sometimes  one  head  is  made  for  straight 
cutting  only,  tie  other  for  circular  cutting. 

Double  Shear. — A  rivet  which  unites  a  joint  made  with  double  fish-plates 
will  have  two  sections  subject  to  shearing  strain  ;  hence  the  term.  See 
Single  Shear. 
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Double  Shear  Steel.— Shear  steel  (q.v.),  in  which  the  process  of  welding  is 
repeated  by  reheating  the  bars,  doubling  them  up,  and  welding  them 

-  together  once  more. 

Double  Shrinkage. — See  Double  Contraction. 

Double  Stroke. — Two  piston  strokes,  or  one  forward  and  one  backward. 
A  term  used  in  calculations  relating  to  the  power  of  steam  engines. 

Double-threaded  Serew. — A  screw  comprising  two  distinct  helices, 
winding  parallel  with  each  other  around  the  body.  Employed  to  give 
an  increase  in  the  rate  of  travel. 

Double  Valve  Box. — A  valve,  or  clack  box,  provided  with  two  valves 
only.  Having  no  intermediate  valve  (see  Treble  Clack  Box)  the  stream 
delivered  is  intermittent. 

Double-webbed  Girder. — A  box  girder  (q.v.),  having  two  webs  or  plates 
connecting  the  top  and  bottom  flanges. 

Double-welt  Joint. — A  double-fished  joint  (q.v.). 

Dovetail. — An  interlocking  joint  used  for  wood- work,  so  called  from  the 
fancied  resemblance  which  the  pin  bears  to  the  tail  of  a  dove. 

Dovetailing  Machines. — Those  used  in  the  cutting  of  dovetails.  They 
are  of  two  types,  according  as  the  cuts  are  made  by  spindles  or  by 
saws.  In  the  former  a  revolving  bit  outs  away  the  wood,  in  the  latter 
it  is  removed  by  a  circular  saw  set  at  an  angle  while  the  work  is  being 
passed  before  it  through  a  measured  distance. 

Dowels. — Pins  either  of  wood  or  metal  used  by  pattern-makers  to  retain 
portions  of  patterns  temporarily  in  position  during  the  process  of 
moulding,  which  portions,  if  firmly  nailed  or  screwed,  would  prevent 
good  delivery  from  the  sand.  Dowels  are  now  mostly  made  of  metal, 
either  malleable  iron  or  brass,  the  better  sort  being  cast  attached  to  flat 
plates,  which  are  recessed  into  the  pattern  joints  flush  with  their  sur- 
faces, and  there  screwed. 

Down. — See  Running  Down. 

Down-comer,  or  Down-take. — The  vertical  pipe  which  conducts  the 
waste  gases  from  the  top  of  a  close-mouthed  blast  furnace  into  the 
blast  main. 

Down-take. — (1)  The  short  passage  leading  from  the  back  end  of  the  fire 
flue  of  a  Cornish  boiler  to  the  brickwork  or  smoke  flues  which  pass  to 
the  front  of  the  boiler.     (2)  A  down-oomer  (q.v.). 

Downward-flow  Turbine. — See  Turbine. 

Draft. — A  drawing.    Drawing  u  often  termed  drafting. 

Drag. — The  bottom  part  or  section  of  a  founder's  moulding  box. 

Drag  Bar. — The  rod  by  which  a  locomotive  and  its  tender,  or  railway 
wagons,  are  coupled  together. 

Drag  Bolt. — The  bolt  which  couples  up  drag  bars. 

Drag  Hook. — The  hook  attached  to  back  and  front  of  locomotives  and 
railway  wagons  for  coupling  up. 

Drag  Link. — (1)  A  link  employed  for  connecting  or  disconnecting  the 
cranks  of  coupled  engines.  (2)  The  rods  by  which  the  slot  links  of 
valve  gears  are  moved  over  for  forward  or  backward  gear  are  called 
drag  links. 

Drag  Plate. — The  casting  which  forms  the  footplate  or  platform  of  a 
locomotive.  It  is  bolted  between  the  frames,  and  carries  the  drag  bar 
and  other  attachments.  Iti  s  made  heavy  to  equalise  the  weight  on 
the  wheels,  averaging  about  three  tons. 

Drag  Bope. — A  rope  used  for  the  purpose  of  pulling  lo^s  of  timber  up  to 
a  circular  saw.    It  is  coiled  around  a  drum  which  is  driven  through 
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intermediate  gearing  from  a  pulley  on  the  saw  spindle,  by  which  means 
tiie  speed  of  the  rope  is  reduced  with  a  corresponding  increase  of  power. 

Brag  Spring. — A  spring  attached  to  a  drag  bar  (q.v.)  to  lessen  the  shock 
of  concussion. 

Drag  Surface. — The  forward  face  of  a  screw  propeller,  or  that  from  which 
the  water  glides  off. 

Drain  Cock. — A  pet  cock  (q.v.). 

Drain  Pipe. — A  small  copper  or  brass  pipe  leading  from  the  pet  cock  o! 
an  engine  cylinder.  The  drain  pipes  are  led  away  to  any  convenient 
spot  for  discharging  the  water  of  condensation.  On  board  ship  they 
are  led  into  the  bilge  or  the  hot  well. 

Draught. — (1)  The  tapering  or  gradual  thinning  down  of  the  vertical 
sides  of  foundry  patterns,  to  permit  of  their  delivery  from  the  sand. 
12)  The  quantity  of  air  which  passes  through  a  furnace  in  a  given 
time  is  termed  its  draught.  Natural  draught  is  that  produced  by  the 
exhaustion  of  air  from  the  furnace  and  the  creation  of  a  partial  vacuum 
therein.  This  is  attained  by  the  rapid  ascent  of  the  highly  heated 
gases.  Forced  draught  is  that  produced  by  the  injection  of  a  jet  of 
steam  into  the  chimney,  which  hastens  the  escape  of  the  gaseous  pro- 
ducts of  combustion.  In  draught  by  compressed  air  th.9  pressure  is 
produced  by  various  forms  of  fans  and  blowers. 

Draught  Bar. — A  drag  bar  (q.v.). 

Draughtsman. — The  engineer  upon  whom  the  task  of  designing  machin- 
ery, and  of  making  both  general  and  working  drawings,  devolves.  A 
draughtsman,  to  be  practical,  must  have  an  intimate  knowledge  of  the 
conditions  of  work  in  the  several  departments  of  the  factory,  and  should 
be  able  to  combine  with  this  the  best  theories  and  fair  mathematical 
acquirements.  A  designer,  and  a  copyist  or  tracer,  though  both  alike 
called  draughtsmen,  stand  on  very  different  footings,  the  first  being 
a  true  engineer,  the  second  being  rated  below  an  ordinary  mechanic. 

Drawback. — A  plate  or  a  skeleton  framework  of  cast  and  wrought  iron, 
used  for  carrying  some  portion  of  a  founder's  mould,  which  has  to  be 
temporarily  removed,  either  for  the  proper  withdrawal  of  the  pattern 
or  for  the  convenience  of  the  cleaning  up  of  the  mould  faces.  The  plate 
with  its  contained  sand  is  lifted  or  drawn  back,  and  afterwards  replaced 
in  its  original  position,  in  readiness  for  casting. 

Draw  Bar.-— See  Drag  Bar. 

Draw  Bench. — The  bench  used  by  wire  drawers. 

Draw  Cock. — A  pet  cock  (q.v.). 

Draw  Filing. — The  polishing  of  a  metallio  surface  by  drawing  a  smooth 
file  along  it ;  the  file  moving  to  and  fro  in  a  direction  transversely  to 
its  own  longitudinal  axis,  so  that  the  cutting  action  of  the  teeth  scarcely 
comes  into  play.    Also  called  poker  filing. 

Draw  Hook. — The  central  hook  of  a  railway  wagon  attached  to  the  draw 
bar,  and  flanked  by  side  hooks. 

Drawing. — (1)  The  delineation  of  machinery  and  machine  parts  in 
plans,  elevations,  and  sections  to  proportional  scales.  In  these  there 
can  be  no  perspective,  hence  they  are  conventional  drawings  only,  and 
do  not  represent  truly  correct  views  to  a  spectator  standing  in  any  fixed 
position.  But  for  convenience  of  measurement,  such  scaled  drawings 
are  the  only  ones  which  are  of  use  in  the  workshops.  (See  Phototype, 
Hand  Sketch,  Tracing.)  (2)  The  manufacture  of  wire,  piping,  and 
tubing,  by  pulling  or  drawing  the  material  of  which  they  are  composed 
through  perforated  plates. 


Mechanical  engineering.  117 

Stowing  Board. — (1)  A  board  used  in  the  drawing  office  for  pinning 
down  or  stretching  drawing  paper  upon.  The  cheaper  boards  are 
clamped  at  the  two  ends  only ;  the  better  ones  are  panelled,  or  enclosed 
in  an  entire  frame.  Good  boards  should  be  tongued  in  addition,  and 
those  of  the  largest  size  should  have  adjustable  joints  to  permit  of  the 
expansion  and  contraction  of  the  wood.  Fine  and  mahogany  are  the 
materials  used  for  drawing  boards.  Their  dimensions  are  given  simi- 
larly to  those  of  the  various  drawing  papers,  but  a  little  extension  in 
size  is  made.  (2)  The  workshop  boards,  on  which  portions  of 
mechanism  are  drawn  to  full  size,  are  mostly  of  large  dimensions, 
several  feet  square,  and  the  pencil  drawings  are  made  directly  upon 
the  boards  themselves,  whose  surfaces  are  whitened  with  chalk  to  show 
up  the  lines. 

Drawing  Sown. — The  reducing  or  thinning  down  of  forged  work  under 
the  hammer ;  hammers,  fullers,  and  flatters,  being  employed  for  the 
purpose.  When  drawing  down,  the  dimensions  of  the  cross  section 
may  be  diminished  all  around  alike,  or  be  diminished  in  one  direction 
and  increased  in  the  other. 

Srawing  Fires. — The  raking  out  of  the  furnace  fires  of  an  engine  boiler. 

Srawing  In. — A  cutting  tool  is  said  to  draw  in  when  it  cuts  deeper  than 
it  should  do.  This  is  due  to  malformation  of  the  same  kind  as  that  which 
produces  a  hitch  or  catch.    See  Hitch. 

Srawing  of  Castings. — The  setting  up  of  internal  molecular  stresses  in 
castings,  due  to  bad  proportioning,  or  to  unequal  cooling,  or  to  both  in 
combination,  the  tension  being  variable  in  adjacent  sections.  See 
Cooling,  Feeding,  Ac. 

Srawing  Office. — The  office  or  department  of  an  engineer's  factory  in 
which  the  work  of  the  draughtsman  is  carried  on.  It  is  furnished 
with  sloping  desks,  stools,  boards,  paper,  &c,  and  with  nests  of 
drawers  for  the  storage  of  the  drawings. 

Srawing  of  Patterns. — The  lifting  (q.v.)  of  foundry  patterns  from  the 
sand.    See  also  Rapping,  Delivery,  &c. 

Srawing  of  Temper. — The  heating  of  a  steel  artiole  to  redness,  and 
allowing  it  to  cool  slowly  in  air.  This  is  the  reverse  of  hardening  or 
tempering. 

Drawing  of  Tubes.— See  Tube  Drawing. 

Srawing  Paper. — This  comprises  several  varieties,  their  qualities  increas- 
ing in  the  following  order :  Cartridge,  Imperial,  Double  Elephant,  Anti- 
quarian, and  Emperor;  and  their  dimensions  as  follows :  Demy,  Medium, 
Royal,  Super-royal,  Elephant,  Imperial,  Cohimbier,  Atlas,  Double 
Elephant,  Antiquarian.  See  sizes  under  those  headings.  Paper  is 
either  hot  pressed,  or  not  pressed  at  all,  or  else  is  rough ;  the  latter 
being  for  general  or  ordinary  drawing,  the  first  for  pencil  drawing, 
and  the  medium  quality  for  common  work. 

Srawing  Pen. — A  pen  formed  of  two  blades  of  steel,  approaching  at  the 
points,  and  adjustable  with  a  milled-headed  screw,  the  ink  being 
enclosed  between  the  blades.  Used  for  marking  ink  lines  of  uniform 
width  upon  drawings.  Two  su  jh  pens  mounted  side  by  side  for  draw- 
ing distinct  but  parallel  lines  form  what  is  called  a  road  pen. 

Srawing  Pins. — Snort,  broad-headed  pins,  used  for  holding  down  both 
drawing  and  tracing  paper  upon  drawing  boards. 

Sraw  Knife  or  Srawing  Knife. — A  wood-cutting  tool,  having  a  long 
and  narrow  blade,  attached  at  the  ends  to  two  handles,  which  stand  at 
right  angles  therewith.    The  handles  are  of  wood,  and  the  tangs,  into 
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which  the  ends  of  the  blade  are  prolonged,  are  passed  right  through 
these,  and  riveted  oyer  brass  plates  at  their  ends.  The  tool  being 
drawn  by  the  handles  towards  the  workman  cannot  come  loose, — the 
handles  being  held  firmly  by  the  rivets.  The  tool  is  used  for  cutting 
thick  and  heavy  chips  off  the  rough  edges  of  boards  in  order  to  lessen 
the  labour  of  the  plane. 

Drawn  On  or  Pulled  On. — This  refers  to  the  method  commonly  practised  of 
attaching  wheels,  pulleys,  &o.,  to  their  axles  or  shafts  when  their  mass 
of  metal  is  such  that  the  blows  of  a  hammer  would  have  no  useful  effect. 
Long  bolts,  whose  heads  are  held  in  a  massive  cross  attached  to  one  end 
of  the  axle,  pass  on  the  outside  of  or  else  through  the  wheels  between 
the  arms,  and  the  tightening  of  their  nuts  against  a  bar  or  washer  plate 
stretched  across  the  wheel  face  slowly  but  effectively  pulls  the  latter 
along"  the  shaft  into  its  required  position.  By  the  same  means  wheels 
are  drawn  off  their  shafts.    Hydraulic  presses  are  also  used. 

Draw  Plate. — A  plate  of  hardened  steel,  or  of  ruby,  used  in  wire  and  tube 
drawing. 

Dredger. — A  machine  used  for  removing  mud  and  sand  from  the  bed  of 
a  stream  or  harbour,  either  by  means  of  scoops  or  by  suction.  See 
Grab,  Ladder,  Mud  Bucket. 

Dresser.— A  smith's  tool  with  a  round  top  face  and  flat  sides,  oyer  which 
the  forked  ends  of  connecting  and  other  rods  are  finished  to  shape.  It 
fits  by  a  square  shank  into  a  hole  in  the  anvil. 

Dressing.— See  Belt  Dressing. 

Dressing  off. — Fettling  (q.y.). 

Drift. — (1)  A  steel  tool,  commonly  of  rectangular  but  often  also  of  some 
special  section,  used  for  the  purpose  of  enlarging  and  of  finishing 
parallel  or  tapered  holes.  Drifts  are  either  smooth,  or  serrated  on  their 
flanks,  acting  by  compression  in  the  first  case,  and  by  shearing  and 
abrasion  in  the  second.  (2)  A  rectangular  strip  of  steel  slightly  curved 
in  its  length,  used  for  driving  keys  out  of  their  beds.  (3)  A  cylin- 
drical tapered  punch  used  for  pulling  rivet  holes  whose  boundaries 
overlap  into  coincidence  with  each  other.  Excessive  drifting  is  to  be 
condemned  because  of  the  strain  which  it  puts  upon  the  plates. 

Drifting. — (1)  The  shaping  and  enlarging  of  holes  by  the  use  of  a  drift. 
(2)  The  pulling  of  overlapping  rivet  holes  into  line  with  each  other. 

Drill — A  tool  for  boring  holes  in  metal  or  in  wood,  and  revolved  either 
by  some  form  of  hand  brace  or  by  a  special  machine.  Drills  may  be 
flat  towards  the  point  and  simply  bevelled,  or  else  of  the  twist  type. 
The  flat  drills  may  have  either  single  or  double  cutting  edges. 

Drill  Bow. — The  bow  of  a  bow  drill  (q.v.). 

Drill  Box.— The  reel  of  a  bow  drill  (q.y.). 

Drill  Chuck. — A  lathe  chuck  made  for  the  special  function  of  holding 
drills.  The  hole  for  the  drill  is  sometimes  square  tapered  only,  but 
the  better  chucks  have  circular  [holes,  while  the  best  are  also  self- 
centring. 

Drilled  Holes. — Holes  are  drilled  in  all  the  best  work  in  preference  to 
being  cast.  Holes  are  always  drilled  for  bright  bolts  notwithstanding 
that  in  cart  iron  the  holes  may  have  been  first  cored  small.  The  best 
boiler  plates  are  drilled  in  preference  to  being  punched,  but  drilling 
leaves  a  burr  which  has  to  be  removed  to  insure  close  frictional 
adherence  of  the  plates.  Holes  are  drilled  both  by  hand  and  by 
machine. 

Drilled  Plates. — This  has  reference  to  the  mode  in  which  the  holes  are 
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pierced  through  boiler  and  other  plates.  In  the  best  boilers,  and  in 
some  special  classes  of  work,  the  rivet  holes  are  specified  to  be  drilled 
instead  of  being  punched.  By  drilling,  the  tenacity  of  the  plates  is 
slightly  increased,  whereas  by  punching  they  are  weakened. 

Driller. — A  machinist  who  attends  to  a  drilling  machine,  maintaining  it 
in  working  order,  setting  and  fixing  the  work  on  its  table,  and  in  some 
shops  grinding  the  drills  and  regulating  their  speed. 

Drill  Feed. — The  cutting  feeds  for  drilling  machines  are  of  several  kinds. 
They  usually  consist  of  a  screw  and  hand  wheel,  or  of  a  screw  and  cog- 
wheel whose  boss  forms  the  nut  of  the  screw,  or  of  a  rack  and  pinion, 
actuated  by  hand  gear,  or  of  a  ratchet  and  paul. 

Drilling  Cramp. — A  pair  of  rods  suspended  from  a  cross  bar  of  which 
they  form  a  rigid  connection.  The  rods  are  curved  at  their  lower  ends 
to  receive  pipe  lengths,  which  rest  in  the  hollows  of  the  curves,  as  in 
cradles.  They  are  drilled  from  above  while  thus  held,  the  thrust  of  the 
drill  being  taken  by  the  cross  bar.  Drilling  cramps  are  used  specially 
for  outdoor  work  where  a  machine  is  not  available. 

Drilling  Machine. — A  machine  which  holds  and  actuates  a  drill.  The 
forms  of  these  are  exceedingly  numerous,  and  are  described  under  their 
distinctive  headings.  Essentially  a  drilling  machine  consists  of  a  table, 
a  drilling  spindle,  driving  gear,  and  suitable  feed  motion.  Machines 
vary  in  size  from  those  of  massive  proportions  driven  by  power,  to  light 
structures  driven  by  the  foot  only. 

Drilling  Oil. — A  cheap  oil  used  for  the  lubrication  of  the  edges  of  drills 
and  drill-like  cutters. 

Drilling  Pillar. — A  vertical  pillar  clamped  to  a  work-bench,  and  furnished 
with  a  sliding  adjustable  arm  from  which  pressure  is  exerted  through 
tiie  medium  of  a  screw  on  a  drill  revolving  between  the  screw  and  the 
work  lying  on  the  bench. 

Drilling  Spindle.— See  Drill  Feed,  Drill  Spindle. 

Drilling  Table. — The  table  of  a  drilling1  machine  upon  which  work  is 
either  laid  or  damped  while  being  drilled.  It  is  ordinarily  made  ad- 
justable for  height,  frequently  also  for  lateral  movement,  and  is  fur- 
nished with  slots  for  the  reception  of  the  bolts  used  for  holding  down 
the  work,  and  the  angle-plates  to  whose  sides  small  work  is  frequently 
bolted. 

Drilling  Templet. — A  templet  (q.  v.)  of  cast  or  wrought  iron,  which  becomes 
a  guide  for  the  drilling  of  holes.  The  templet  is  attached  to  its  work, 
and  the  drill  is  guided  in  its  movements  through  holes  drilled  in  the 
templet  itself. 

Drill  Plate. — A  circular  plate  which  is  fitted  over  the  mandrel  nose  of  a 
lathe  poppet  to  receive  the  pressure  of  a  drill  revolving  in  the  drill- 
chuck,  the  work  which  is  being  drilled  resting  against  the  plate. 

Drill  Socket. — The  socket  which  receives  the  shank  of  a  drill,  either  on 
the  lower  end  of  the  drilling  spindle  of  a  machine  or  in  the  drill  chuck 
of  a  lathe. 

Drill  Spindle. — The  vertical  spindle  of  a  drilling  machine,  which  carries 
the  drill,  and  revolves ;  and  through  whose  vertical  movement  the  feed 
is  operated.  It  is  a  compound  structure  consisting  of  the  actual  spindle 
which  revolves,  and  the  mechanism,  usually  a  screw,  or  a  rack,  or  lever 
motion,  which  imparts  its  feed.  The  upper  and  lower  portions  are 
connected  with  a  swivel  joint,  having  hardened  compensating  collars, 
or  the  lower  part  is  bored  to  receive  the  actual  spindle  which  slides 
through  it, 


120  DICTIONARY  OF  TERMS  USED  W 

Drill  Stock. — A  drill  holder  used  in  hand-drilling ;  that  is,  it  includes 
the  socket  which  receives  the  drill  shank,  together  with  the  plain  body 
to  which  it  is  attached. 

Drip  Can. — See  Soap  Water  Can. 

Drip  Cup,  or  Drip  Pan. — A  light  shallow  tray  of  tin  or  iron,  placed  under- 
neath a  bearing  or  machine  to  catch  the  waste  oil  and  prevent  it  from 
dirtying  subjacent  parts. 

Drip  Oil  Can.— See  Soap  Water  Can. 

Drip  Pan.— See  Drip  Cup. 

Driven. — In  gearing  signifies  the  wheel,  or  wheels,  actuated  by  a  driver 
(q.v.).  In  calculations  involving  trains  of  gearing  the  product  of  the 
series  is  in  geometrical,  not  arithmetical  ratio.  Hence  the  rule  is : 
Multiply  the  radii  of  all  the  drivers  together  and  the  radii  of  all  the 
driven,  and  divide  the  latter  by  the  former  for  the  mechanical  efficiency. 

Drive  Pipe. — The  feed  or  inlet  pipe  of  a  hydraulic  ram  (q.v.). 

Driver. — (1)  In  gearing  signifies  the  wheel  which  drives  another.  (See 
Driven.  (2)  A  projecting  piece  of  metal  used  when  turning  between 
dead  centres,  to  impart  rotation  to  the  work.  It  is  either  attached  to 
a  face  plate,  or  is  carried  in  a  slot  in  the  point  centre,  and  bearing 
against  a  projection  on  the  carrier  which  embraces  the  end  of  the  work, 
so  drives  it  round. 

Driver  Chuck,  or  Running  Centre  Chuck. — A  point  chuck  in  the  head- 
stock  mandrel  which  carries  work  being  turned  between  centres. 

Driving  Axle. — An  axle  which  communicates  motion  ;  hence  called  a  live 
axle,  in  opposition  to  a  dead  axle  (q.v.).  The  axle  of  a  locomotive  to 
which  the  motion  of  the  connecting-rods  is  directly  communicated  is 
an  illustration. 

Driving  Band.— See  Belt. 

Driving  Chain. — A  pitch  chain  (q.v.) ;  or  an  ordinary  chain  whose  links 
fit  into  suitable  recesses  cast  around  the  periphery  of  an  ordinary 
sheave. 

Driving  Chuck. — (1)  A  lathe  chuck  fitted  with  a  driver  (q.v.)  for  actuating 
the  carrier  (q.v.).  The  chuck  is  either  a  circular-face  plate,  having  a 
pin  projecting  from  its  face ;  or  it  is  a  dead  centre  enlarged  at  the  neck, 
and  pierced  with  a  slot  for  the  reception  of  an  |_- shaped  driving  piece. 
(2)  Sometimes  applied  to  the  cup  chuck,  because  the  wood  is  driven  into 
it  by  Howb  from  a  hammer. 

Driving  Fit. — A  bush,  a  shaft,  or  spindle  is  siid  to  1  e  a  driving  fit, 
when  the  blows  of  a  hammer  are  required  to  send  it  down  into  the 
hole  bored  for  its  reception.  The  amount  of  force  required  will  vary 
with  circumstances.  It  murt  not  be  so  much  as  to  burst  the  metal 
around  the  hole,  nor  so  slight  that  the  fitting  will  wear  or  work  loose 
in  time.  # 

Driving  Gear. — A  term  of  general  application,  signifying  the  immediate 
arrangement  of  wheels,  pulleys,  belts,  levers,  &c,  by  which  motion  is 
communicated. 

Driving  Home. — A  shop  term  which  signifies  the  driving  of  a  wheel  or  a 
shaft,  or  any  portion  of  mechanism,  to  its  permanent  position  and  final 
resting  place. 

Driving  Side. — That  aide  of  a  belt  which  drives  its  pulley.  The  side 
most  suitable  for  driving  will  depend  upon  the  relative  positions  of  the 
driving  and  driven  pulleys.  In  a  horizontal  arrangement  it  is  the 
lower  or  slack  side  ;  in  pulleys  arranged  vertically  either  side  may  be 
the  driver.    When  belts  pass  over  guide  pulleys  placed  at  different 
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angles  from  the  main  pulley,  they  can  only  drive  on  the  sides  which 
are  in  the  same  plane. 
Driving  Springs. — The  springs  which  carry  the  axle  boxes  of  the  driving 
axles  of  locomotives.    They  are  frequently  volute  springs  instead  of 
being  built  up,  and  a  pair  are  put  under  each  axle  box. 

Driving  Surface. — The  after  face  of  a  propeller  blade,  or  that  which 
thrusts  against  the  water. 

Driving  Wheels. — The  wheels  of  a  locomotive  which  are  attached  to  the 
driving  axle. 

Drop.— jX)  That  stage  of  the  pig-boiling  (q.v.)  process  in  which  the 
ebullition  or  boil  ceases.  (2)  Also  that  stage  of  the  process  of  the 
manufacture  of  steel  in  the  Bessemer  converter  at  which  the  flame 
suddenly  shortens,  indicating  the  complete  decarburisation  of  the  metal, 
and  which  is  the  signal  for  the  shutting  off  of  the  blast.     See  Boil. 

Drop  Bottom  Boxes. — Boxes  used  in  the  laying  or  deposition  of  blocks  of 
artificial  stone  or  concrete  by  gravity  alone.  The  bottoms  of  the  boxes 
are  made  to  unfold  and  open  downwards,  allowing  the  enclosed  block 
to  drop  into  its  place. 

Drop  Bottom  Cupola. — The  bottoms  of  many  cupolas  are  now  furnished 
with  hinged  doors  made  to  fall  downwards  by  the  knocking  away  of  a 
pin.  The  advantage  of  their  use  is,  that  the  labour  of  raking  out  the 
fire  after  the  blowing  is  avoided,  the  whole  mass  falling  bodily  on  the 
dropping  of  the  doors.  Such  cupolas  are  necessarily  supported  on 
short  columns,  to  give  sufficient  space  for  the  embers  underneath. 

Drop  Bottom  Skip. — See  Skip. 

Dross. — The  sullage,  scurf,  oxide,"and  other  impurities  which  are  skimmed 
off  the  top  of  molten  metals,  or  which  accumulate  in  the  head  or  in 
the  riser. 

Dram. — (1)  A  large  barrel  which  coils  the  chain  in  lifting- tackle.  (2)  A 
wide  plain  belt  pulley.  (3)  A  stepped  belt  pulley,,  for  driving  at 
different  speeds. 

Dram  Head. — The  upper  portion  of  a  capstan. 

Drummer. — A  term  applied  to  a  smith's  hammerman  in  many  parts  of 
the  country. 

Drunken  Saw. — A  circular  saw  tightened  on  its  spindle,  at  an  angle  with 
the  axis  of  the  spindle,  by  means  of  bevelled  collars.  The  turning  round 
of  the  collars  through  an  arc  of  the  circle  allows  of  variation  of  the 
angle  within  certain  limits.  These  saws  are  used  for  the  cutting  of 
grooves  in  timber,  and  the  angle  at  which  the  saw  is  placed  governs 
the  width  of  the  groove.    Sometimes  called  the  wabble  saw. 

Drunken  Screw. — A  screw  whose  outline  is  irregular  or  wavy. 

Dry  Bottom. — A  puddling  furnace  is  said  to  have  a  dry  bottom  when  the 
slag  is  not  allowed  to  accumulate,  but  is  drawn  off  as  frequently  as 
possible. 

Dry  Brush. — Iron-moulders  term  the  brush  with  which  thoy  sweep  the 
sand  away  from  the  joints  of  moulds  and  of  patterns  a  dry  brush,  to 
distinguish  it  from  the  wet  or  water  brush  (q.v.). 

Dry  Copper. — See  Poling. 

Drying. — (1)  Drying  has  the  same  signification  as  coming  to  nature  (q.v.). 
(2)  The  expelling  of  the  moisture  from  a  mould  or  a  core,  in  a  drying- 
stove,  previous  to  casting. 

Drying  Oils. — Certain  vegetable  oils  which  become  dry  and  solid  on  expo- 
sure to  the  oxygen  ot  the  air.  Linseed,  hemp,  poppy,  almond,  and 
colza  are  drying  oils.     The  presence  of  litharge  or  lead  oxiJe  hastens 
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the  drying  process.  Drying  oils  are  therefore  used  for  paints.  (See 
Linseed  Oil. J  Owing  to  this  rapid  absorption  of  oxygen,  spontaneous 
combustion  (q.v.)  has  frequently  taken  place. 

Drying  Stove. — A  stove  used  for  the  drying  of  foundry  moulds  and  of 
large  cores.  It  is  a  brick-built  chamber  of  rectangular  form  adjoining 
the  foundry,  of  which  it  forms  a  part.  Into  it  run  lines  of  rails  for 
carrying  the  core  carriages.  It  is  heated  by  a  coke  fire  made  in  a  pit 
in  the  floor,  the  doors  being  hermetically  sealed,  and  the  smoke  pass- 
ing away  through  a  flue  at  the  back.  The  temperature  of  the  stove 
should  not  exceed  about  400°  Fahr.,  else  the  cores  will  become  burnt. 
The  time  during  which  a  mould  or  core  should  remain  in  the  stove  will 
vary  from  two  or  three  hours  to  as  many  days,  being  dependent 
entirely  on  its  bulk. 

Dry  Moulding. — Moulding  in  dry  sand  (q.v.). 

Dry  Fuddling. — Fuddling  carried  on  in  the  reverberatory  furnace,  where 
decarburisation  and  oxidation  are  chiefly  effected  by  the  oxygen  of 
the  air.  It  is  so  called  because  the  metal  is  never  allowed  to  pass 
beyond  the  pasty  condition.  It  is  now  almost  superseded  by  the 
process  of  pig  boiling  (a. v.).    See  App. 

Dry  Sand. — Foundry  sand  consisting  of  a  mixture  of  strong  sands,  coal 
dust,  and  dung.  Galled  dry  because  moulds  made  in  it  are  dried  in  the 
stove,  in  contradistinction  to  green  sand  which  is  not  dried.  (See  Green 
Sand,  Skin  Drying.)  Drying  is  always  resorted  to  when  castings  of 
superior  quality  are  desired. 

Dry  Sand  Moulding. — The  moulding  of  work  in  dry  sand  (q.v.).  The 
distinction  between  dry  sand  moulding  and  loam  moulding  (q.v.)  is 
that  the  latter  is  always  effected,  without  the  use  of  a  full  pattern,  while 
in  the  former  a  pattern  is  employed,  and  also  that  the  sand  in  the 
former  case  is  mixed  and  manipulated  like  ordinary  green  sand,  while 
in  loam  work  it  is  mixed  with  water  to  render  it  plastic. 

Dry  Steam. — Steam  which  has  neither  been  superheated  (q.v.)  on  the  one 
hand,  nor  mixed  with  the  water  of  priming  on  the  other,  but  remains  in 
the  normal  condition,  which  experience  has  proved  to  be  the  most 
suitable  for  use  in  engine  cylinders.    Called  also  saturated  steam. 

Dry  Uptake. — When  the  uptake  of  a  marine  boiler  is  placed  without  the 
shell  away  from  contact  with  water  and  steam  it  is  termed  dry,  to  dis- 
tinguish it  from  a  wet  uptake  (q.v.). 

Dry  Wood. — Timber  from  which  the  sap  has  been  removed  by  seasoning. 
It  should  be  allowed  to  remain  in  the  log  or  balk  for  two  or  three  years 
after  felling.  When  sawn  into  boards  it  should  be  piled  in  a  rack  on 
an  open  building  exposed  to  currents  of  air,  thin  strips  of  wood  placed 
crosswise  alternating  with  the  boards  in  the  piles,  to  allow  of  the  access 
of  air  to  both  sides  of  the  timber.  The  boards  thus  "  stripped  "  should 
remain  a  twelvemonth  or  two  years,  depending  on  thickness,  before 
being  used. 

Ductility. — That  property  of  metals  in  virtue  of  which  they  can  be  drawn 
out  into  wires.  This  property  depends  partly  upon  malleability,  but 
chiefly  upon  the  tenacity  of  the  particles  composing  the  metal. 

Dull. — A  tool  is  said  to  be  dull  when  it  cuts  or  abrades  with  difficulty. 

Dull  Metal. — Cast  metal  is  said  to  be  dull  when  it  is  allowed  to  part 
with  some  considerable  portion  of  its  heat  in  the  ladle  before  being 
poured,  so  as  to  enter  the  mould  in  a  somewhat  thick  condition. 
Dull  metal  is  used  by  preference  for  heavy  work,  since  it  shrinks  less, 
crystallises  larger,  and  cools  sounder  than  hot  metal.    The  limit  to  tht 
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use  of  dull  metal  is  that  at  which  cold  shuts  form,  and  the  metal  does 
not  possess  sufficient  fluidity  to  fill  the  minor  ramifications  of  tho 
mould.  Metal  is  dulled  by  being1  allowed  to  stand  in  the  ladle,  or  by 
the  throwing  of  cold  runner  heads  into  the  molten  mass. 

Dull  Bed  Heat. — This  corresponds  with  a  temperature  of  about  1290°  F. 

Duodecimals. — A  system  of  multiplication  to  obtain  the  superficial  and 
solid  areas  of  rectangular  figures,  by  the  use  of  units  of  square  feet, 
square  inches,  superficial  primes,  solid  primes,  solid  feet,  solid  inches, 
solid  seconds  ;  the  multiplication  taking  place  crosswise  ;  the  product 
of  feet  into  inches  giving  primes.  A  prime  is  12  superficial  inches, 
that  is,  a  piece  12  in.  long  and  1  in.  broad.  It  is  used  in  timber 
measurement,  and  in  rectangular  measurement  of  tanks,  &c. 

Duplex  Bear. — A  punching  bear  (q.y.)  which  is  actuated  by  a  screw 
moving  double  levers. 

Duplex  Lathe. — A  self-acting  lathe  furnished  with  two  rests,  one  on 
each  side  of  the  bed,  for  the  taking  of  two  cuts  at  one  time  off  a  piece 
of  work.    The  hinder  tool  is  therefore  inverted. 

Duplex  Machines. — Machines  in  which  two  sets  of  similar  operations  are 
performed  at  one  time. 

Duplex  Planing  Xaohine. — A  double  planing  machine  having  two  beds 
and  two  tables. 

Dutch  Wheel  Crane. — A  whip  crane  (q.v.). 

Duty. — The  duty  of  a  steam  engine  is  the  number  of  pounds  raised  one 
foot  high  by  the  burning  of  a  bushel  of  Welsh  or  Cornish  coal.  The 
average  duty  is  60,000,000  of  pounds  raised  one  foot  high,  or 
60,000,000  of  foot  pounds. 

D-Valve. — Applied  to  the  common  slide  valve,  because  the  face  of  the 
valve  is  hollowed  in  the  form  of  a  letter  *'  Q,"  and  the  outside  rounded 
to  the  same  outline. 

Dwarf  Pillar. — A  very  short  pillar.  Dwarf  pillars  are  used  for  the  sup- 
port of  the  beds  of  reverberatory  furnaces  and  the  sides  of  blast  furnaces. 

Dying  In. — The  merging  of  a  hollow  radius  into  a  plane  surface  is  so 
termed  by  workmen  to  distinguish  it  from  the  meeting  of  abrupt 
angles. 

Dynametrical  Horse-Power. — See  Actual  Horse-Power. 

Dynamical  Values. — Theoretical  values  converted  into  terms  of  work 
units.  Thus  thermal  values  (q.v.)  multiplied  by  foot  pounds  (q.v.) 
give  dynamical  or  practical  values  in  foot  pounds.  Yet  since  in  esti- 
mating these  dynamical  values  no  allowance  is  made  for  losses  due  to 
imperfection  of  mechanism,  and  loss  of  heat  and  work  consequent 
thereon,  a  percentage  only  of  the  calculated  dynamical  values  can  be 
taken  in  practice. 

Dynamic  Fatigue. — The  fatigue  of  materials  (q.v.)  which  results  from  a 
dynamic  load. 

Dynamic  Load. — A  rolling  or  a  moving  load,  as  distinguished  from  a 
dead  load. 

Dynamics. — That  branch  of  mechanics  which  treats  of  the  laws  of  forces 
that  produce  motion  in  the  bodies  and  structures  upon  which  they  act. 
See  Statics. 

Dynamometer. — An  instrument  for  measuring  the  intensity  of  a  force ; 
usually  consisting  of  some  form  of  bent  or  spiral. spring,  whose 
strength  has  been  tested  and  registered.  A  special  form  of  dynamo- 
meter is  that  contrived  by  Prony,  for  determining  the  friction  of  a 
shaft.    A  pair  of  friction  blocks,  capable  of  being  tightened  around  a 
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revolving  shaft  by  means  of  bolts,  are  attached  to  a  lever.  The 
amount  of  friction  of  the  shaft  for  any  given  pressure  is  determined  by 
the  product  of  a  weight  suspended  from  the  lever,  and  just  sufficient 
in  amount  to  counteract  the  tendency  to  revolution,  into  the  length  of 
the  lever  itself. 


E. 

E. — The  modulus  of  elasticity  (q.v.). 

Ear.— A  lug  (q.v.). 

Early  Cut  Off. — This  term  relates  to  the  ratio  of  the  expansion  of  steam 
in  an  engine  cylinder.  Any  cut  off  under  one-half  the  stroke  may  be 
properly  termed  early. 

Ebonite  — A  compound1  of  india-rubber  with  sulphur  and  other  ingre- 
dients. _  It  is  used  for  draughtsmen's  set  squares  and  scales,  for  which 
its  qualities  of  hardness,  moderate  elasticity,  and  smoothness  of  surface 
render  it  suitable.  Ebonite  differs  essentially  from  vulcanised  rubber 
in  being  charged  with  an  excess  of  sulphur,  and  subjected  to  a  greater 
heat  for  a  longer  period  of  time. 

Eccentric. — A  piece  of  mechanism  employed  in  engines  for  converting  the 
rotatory  motion  of  the  crank  shaft  into  a  reciprocating  rectilinear  motion 
upon  the  slide  valve  or  the  feed  pump.  It  is  effected  by  giving  to  a 
ring  upon  the  shaft  a  definite  "  throw  or  eccentricity,  equal  in  amount 
to  tne  naif  of  the  travel  of  the  valve,  or  of  the  plunger  stroke.  Eccen- 
trios  are  also  much  used  in  general  machine  construction.  Sometimes 
spelt  excentric. 

Eocentric  Hoop. — See  Eccentric  Strap. 

Eccentricity. — The  deviation  of  the  centres  of  two  circles  from  one 
another. 

Eecentrio  Lug. — The  projecting  portion  of  an  eocentric  strap,  to  which 
the  eccentric  rod  is  attached. 

Eccentric  Bod. — The  rod  which  receives  the  motion  of  the  eccentric  strap 
and  transmits  it  to  the  valve,  or  pump,  or  other  rod  to  which  movement 
is  to  be  imparted. 

Eocentric  Sheave. — The  body  of  an  eccentric,  or  the  actual  eccentric  itself, 
which  is  forged  or  keyed  directly  upon  the  crank  shaft,  and  whose 
throw  is  communicated  to  the  eccentric  strap. 

Eccentric  Strap  or  Eccentric  Hoop. — The  belt  which  encircles  the  eccen- 
tric sheave,  and  transmits  its  motion  to  the  eccentric  rod.  It  is  grooved 
on  its  inner  face  to  fit  into  a  corresponding  groove  on  the  rim  of  the 
eccentric,  without  which  it  would  slip  off  sideways.  Being  grooved, 
therefore,  it  is  made  in  two  pieces,  wnioh  embrace  the  sheave,  and  are 
held  with  bolts  passing  through  projecting  lugs.  Straps  are  made  in 
iron  or  in  gun  metal,  sometimes  iron  castings  are  employed,  having  gun- 
metal  liners. 

Eccentric  Throw  Out. — The  motion  by  which  the  wheels  on  the  hinder 
mandrel  of  a  baok-geared  lathe  are  thrown  out  of  gear,  a  small  eccen- 
tric made  fast  to  the  mandrel  being  used  for  the  purpose.  The  term 
distinguishes  this  form  of  throw-out  gear  from  a  backward  or  linear 
throw-out  motion,  in  which  the  mandrel  bearings  slide  in  linear  guides, 
and  also  from  an  endlong  linear  motion,  by  which  the  teeth  are  slid 
out  of  contact  in  their  longitudinal  directions. 
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Eoonomiser. — An  apparatus,  or  arrangement  of  pipes  or  reservoirs,  in 
-yhich  the  feed  water  for  steam  boilers  is  heated  up  to,  or  higher  than, 
the  boiling  point.    Feed  water  heaters,  therefore,  are  economisers. 

Edge-Planing  Machine. — See  Plate  Edge  Planing  Machine. 

Edge  Banners . — Loam  and  mortar  mills  are  so  called,  because  the  rolls 
run  on  edge. 

Edge  Tools. — Cutting  tools. 

Eduction. — The  escape  of  the  exhaust  steam  from  a  oylinder. 

Eduction  Overlap. — Exhaust  lap  (q.v.). 

Eduction  Port. — An  exhaust  port  (q.v.). 

Eduction  Trunnion. — The  trunnion  of  an  oscillating  cylinder  through 
which  the  exhaust  steam  passes  on  its  way  to  the  condenser. 

Effective  Area. — The  effective  area  of  a  screw  blade  is  that  obtained  by 
the  projection  of  the  blade  on  a  plane  at  right  angles  with  its  axis.  It 
is,  therefore,  less  than  the  superficial  area. 

Effeotive  Heating  Surface. — See  Heating  Surface. 

Effective  Pressure. — The  net  amount  of  pressure  upon  the  piston  of  an 
engine,  over  and  above  that  which  is  necessary  to  balance  the  pressure 
of  the  atmosphere. 

Effective  Section. — The  effective  section  of  the  shell  of  a  steam  boiler  is 
a  fractional  portion  of  the  gross  section  (q.v.)  obtained  by  deducting 
therefrom  the  loss  of  strength  due  to  the  riveted  seams. 

Efficiency. — The  efficiency  01  a  joint,  structure,  machine,  or  part,  is  4he 
ratio  which  such  bears  to  some  understood  standard  of  reference.  The 
efficiency  of  a  riveted  joint  is  its  percentage  strength,  estimated  rela- 
tively to  that  of  the  solid  plate.  The  efficiency  of  a  machine  is  its 
modulus  (q.v.). 

Egg-end  Boiler. — A  horizontal,  cylindrical,  externally  fired  steam  boiler, 
having  hemispherical  ends.     It  is  now  little  used. 

Egg  Sleeken. — Moulder's  tools,  whose  faces  are  a  segment  of  a  sphere. 
Used  for  cleaning  the  hollow  faces  of  work  of  hemispherical  sections. 
Also  termed  button  sleekers. 

Eighth  Bend. — A  bend  pipe  having  socketed  and  spigoted  ends,  whose 
length  equals  one-eighth  of  the  circumference  01  the  circle  to  whose 
radius  the  curve  of  the  bend  is  struck. 

Ejector.— See  Injector. 

Ejector  Condenser. — A  condenser  in  which  the  water  is  drawn  from  the 
feed  tank  into  the  condensing  chamber  by  the  action  of  the  steam 
itself. 

Elastic — Strictly  speaking  all  bodies  are  elastic,  since  all  when  subject 
to  stress  experience  strain.  But  it  is  customary  to  divide  bodies  into 
elastic,  and  non -elastic  or  rigid,  according  to  their  amount  of  sensible 
elasticity ;  so  that  a  body  wnen  subjected  to  a  given  stress  at  a  given 
temperature,  which  does  not  increase  when  the  stress  is  prolonged,  and 
disappears  when  the  stress  is  removed,  is  called  an  elastic  body.  See 
Elastic  Limit. 

Elastic  Blow. — (1)  A  blow  from  a  hammer  which  is  not  firm  and  dead. 
(2)  Signifies  the  nature  of  the  blow  given  by  that  class  of  steam  ham- 
mers where  steam  is  introduced  between  the  piston  and  the  cylinder 
ends  to  produce  cushioning. 

Elastio  Core  Packing. — A  packing  sometimes  used  for  stuffing  boxes, 
consisting  of  india-rubber  enclosed  in  canvas,  the  india-rubber  consti- 
tuting the  elastio  core.     Sometimes  called  elastio  steam  packing. 

Elastic  Forte. — That  property  which  steam  possesses  in  common  with 


126  DICTIONARY  OF  TERMS  USED  IN 

gaseous  bodies  generally  of  undergoing  expansion  and  compression, 
with  correspondmg  diminution  and  increase  of  pressure. 

Elasticity. — This  has  reference  specifically  to  the  extent  to  which  a  bar  or 
structure  may  be  elongated  by  tensile  stresses,  without  remaining  per- 
manently extended  on  the  removal  of  the  tensile  force. 

Elasticity,  Modulus  of. — See  Modulus  of  Elasticity. 

Elastic  Limit. — That  point  at  which  the  molecular  actions  within  a  bar 
or  structure  tending  to  resist  deformation  oease  to  balance  the  strains 
imposed  thereon  ;  in  other  words,  when  the  straining  action  is  so  great 
as  to  produce  permanent  change  of  form.  Materials  should  never  be 
strained  to  this  limit.    See  Permanent  Set. 

Elastic  Hut. — A  form  of  nut  by  which  compensation  is  made  for  the  wear 
of  the  nut  and  its  screw.  An  elastic  nut  may  either  be  sprung,  by 
sawing  a  longitudinal  groove  through  one  side  of  it,  and  hammering  it 
upwards,  or  it  may  consist  of  two  separate  nuts,  one  above  the  other, 
kept  pressing  in  opposite  directions  on  the  screw  by  an  interposed  spring 
ring. 

Elastic  Steam  Packing. — See  Elastic  Core  Packing. 

Elastic  Strain. — The  amount  of  strain  imposed  upon  a  structure  by  a  load 
not  sufficiently  great  to  cause  the  material  of  the  structure  to  exoeed 
the  elastic  limit  (q.v.). 

Elastic  Strength. — The  greatest  stress  which  a  bar  or  structure  is 
capable  of  sustaining  within  the  elastio  limit. 

Elastic  Washer. — (1)  A  form  of  washer  employed  in  place  of  a  locknut.  It 
consists  of  a  split  steel  ring  whose  faces  near  the  split  ends  are  turned 
slightly  upwards  and  downwards,  thereby  diverging  from  a  true  plane. 
These  are  sprung  or  compressed  level  by  the  pressure  of  the  nut,  and 
their  elasticity  prevents  the  latter  from  slacking  back.  (2)  Washers  of 
vulcanised  india-rubber,  employed  chiefly  in  pump  work. 

Elbow. — A  bend  pipe  whose  direction  of  outline  is  abruptly  angular,  with- 
out any  radius  or  rounding  of  one  portion  into  the  other.  The  two 
arms  of  the  elbow  meet  at  90°  of  angle.  Employed  chiefly  for  connect- 
ing wrought-iron  piping. 

Elephant. — A  drawing  paper,  measuring  28  in.  by  23  in.  and  weighing 
72  lbs.  to  the  ream. 

Elevation. — In  drawing  signifies  that  view  of  a  structure  which  it  bears 
to  an  observer  standing  beside  it  and  looking  against  its  vertical  face. 
A  sectional  elevation  supposes  the  structure  cut  vertically  through  the 
centre,  and  the  observer  standing  as  before. 

Ellipse. — One  of  the  conic  sections,  the  curves  of  whose  ends  are  equal, 
and  whose  centres,  or  foci,  lie  in  the  conjugate  axis  at  equal  distances 
from  the  centre. 

Ellipsoidal  Eivet. — A  rivet  the  section  of  whose  head  is  elliptical  in 
form. 

Elm  (Ulmus  campestris). — A  tree  of  the  natural  order  TTlmacea.  It  is  a 
coarse,  open-grained  wood,  much  given  to  warping,  and  is  very  spar- 
ingly used  in  engineers'  works.  It  is  employed,  for  foundry  strickles, 
being  used  to  strike  the  wet  loam  to  shape.  Its  tenacity  is  about 
14,000  lbs.  per  square  inch.  A  cubic  foot  weighs  34*3  lbs.  Sp.  gr.  m55. 
The  American  elm  ( Ulmus  Americana)  is  whiter  and  harder  than  the 
English  elm,  and  also  more  straight-grained. 

Elongation. — See  Reduction  of  Area. 

Emery. — A  species  of  corundum  composed  of  oxide  of  iron,  alumina, 
silica,  and  a  small  proportion  of  lime.    It  is  crushed  and  pounded  to 
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different  degrees  of  fineness,  made  into  a  variety  of  preparations,  and 
used  for  different  purposes,  its  value  depending  upon  its  hardness. 

Emery  Buff. — A  wood  roller,  having  emery  powder  glued  upon  its  peri- 
phery and  side  faces  for  the  polishing  of  metallic  work.  It  is  revolved 
at  a  high  speed. 

Emery  Cloth. — Powdered  emery  glued  on  thin  cloth,  and  used  for  remov- 
ing file  marks,  and  for  polishing  metallic  surfaces. 

Emery  Grinder. — An  emery  wheel  (q.v.J. 

Emery  Grinding. — The  abrasion  of  metallic  surfaces  upon  an  emery  wheel, 
buff,  or  lap. 

Emery  Lap.— See  Lap. 

Emery  Paper. — Powdered  emery  glued  on  paper  and  used  for  polishing 
metallic  surfaces.    It  is  not  so  flexible  as  the  emery  cloth. 

Emery  Planer. — An  emery  surfacer  (q.v.). 

Emery  Powder. — Crushed  emery  passed  through  sieves  of  different  mesh, 
superfine  flour  emery  being  the  finest,  corn  emery  the  coarsest  used  by 
engineers.    Used  for  abrading  and  polishing  metallic  surfaces. 

Emery  Stick.— See  Lap. 

Emery  Surfacer. — A  form  of  emery  grinder  (q.v.)  in  which  a  broad  solid 
emery  wheel  is  employed  as  a  substitute  for  the  cutting  tools  of 
shaping  machines.  The  work  to  be  surfaced  is  affixed  to  a  sliding 
table,  and  passed  underneath  the  revolving  wheel.  * 

Emery  Wheel. — A  wheel  made  of  powdered  emery  cemented  together,  or 
of  emery  cemented  to  a  wood  centre.  It  is  revolved  at  a  high  speed, 
and  is  used  for  grinding.  An  emery  buff  (q.v.)  is  also  a  wheel,  but  is 
of  fine  texture  and  used  for  polishing  only.  Emery  wheels  are 
cemented  together  with  a  silicate  insoluble  in  water.  They  are  made 
in  about  ten  grades  of  coarseness. 

Emperor. — A  drawing  paper  of  finest  quality.  It  is  made  in  sheets 
measuring  72  in.  by  48  in. 

Empirical  Rule. — Any  rule  or  equation  which  is  not  deduced  from  purely 
mathematical  or  physical  considerations,  but  which  is  based  upon 
experience,  convenience,  or  custom.  It  is  therefore  not  scientifically, 
but  only  practically  and  approximately  accurate.  Most  of  the  formufffi 
employed  by  engineers  are  empirical  m  that  they  are  based  chiefly  on 
the  results  of  previous  experiment  and  practice. 

TWmftTHTigr — The  coating  of  water  pipes  internally  with  a  smooth 
paint  in  order  to  diminish  the  friction  of  the  fluid,  and  loss  of  head 
consequent  thereon. 

Eneastre. — Encastre  signifies  the  firm  fixing  of  the  end  of  a  cantilever,  or 
the  ends  of  a  beam  m  a  wall  or  other  support.  A  beam  is  stronger 
when  encastre  than  when  simply  supported. 

Enclosed  Wheels. — Reaction  wheels  (q.v.). 

End  Elevation,  or  End  View. — A  view  on  a  drawing  showing  the  end  of 
a  structure,  as  distinguished  from  its  side  view. 

End  Grain. — That  face  of  a  piece  of  timber  exposed  by  the  cutting 
of  its  fibres  transversely  to  their  course. 

Endless  Chain. — A  chain  united  at  the  ends  and  used  as  a  carrier  of 
power,  such  as  a  pitch  chain  (q.v.),  or  an  ordinary  chain  which  is  made 
to  fulfil  the  purpose  of  a  pitch  chain  by  fitting  into  recessed  chain 
wheels. 

Endless  Rope. — A  rope  united  at  the  ends,  and  used  as  a  carrier  of  power, 
as  when  the  traversing  motion  is  given  to  an  overhead  travelling  crane 
by  a  man  hauling  at  the  rope  below.    Endless  ropes  ran  in  smooth 
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sheaves,  or  in  wave  wheels,  the  effect  of  the  last-named  form  being  to 
increase  the  bite  of  the  rope. 

Endless  8aw. — A  band  saw  (q.v.). 

Endless  Screw. — A  worm  (q.v.),  so  called  because  it  drives  continually  in 
one  direction,  without  reversal  of  its  motion. 

End  Links. — The  links  which  terminate  the  standard  lengths,  usually 
15  fathoms  long,  of  chain  as  ordinarily  manufactured.  They  are  there- 
fore used  as  shutting  links  (q.v.),  being  about  two-tenths  thicker  than 
the  ordinary  links. 

End  Measurement. — Measurement  taken  with  a  caliper  or  micrometer 
gauge,  as  opposed  to  line  measurement  (q.v.)*  This  is  far  more 
accurate  than  line  measurement. 

End  Flay. — The  play  at  the  ends  of  a  revolving  part,  that  is,  play  in  a 
longitudinal  direction.  It  is  essential  in  some  cases,  in  others  it  is  an 
evil.  End  play  is  necessary  in  the  crank  pins  of  oscillating  cylinders, 
while  in  the  back  centres  of  lathes  it  is  an  evil. 

End  View. — See  End  Elevation. 

Energy. — The  capacity  for  performing  work,  or,  using  an  older  term,  vis 
viva.  It  may  be  potential  energy,  or  that  which  remains  in  abeyance 
until  called  into  exercise,  such  as  the  energy  present  in  fuel,  or  in  a 
machine  which  is  wound  up,  or  in  a  lifted  weight,  or  in  the  steam  in  a 
boiler.  It  may  be  kinetic  energy,  or  energy  in  motion,  or  actual 
energy,  doing  tangible  work.  The  energy  of  a  moving  body  is  pro- 
portional to  the  square  of  its  velocity. 

Engine. — A  motor  or  prime  mover  (q.v.),  automatic  in  its  action,  as 
distinguished  from  a  machine  which  can  only  receive  motion  from  a 
motor  external  to  itself. 

Engine  Beam. — The  beam  of  a  beam  engine. 

Engine  Boiler. — See  Boiler. 

Engine  Counter. — See  Counter. 

Engine  Cylinder.— See  Cylinder. 

Engineering. — See  Mechanical  Engineering. 

Engine  Eire. — The  fire  underneath  an  engine  boiler. 

Engine  Friction. — The  total  friction  developed  by  an  engine  indepen- 
dently of  that  of  any  machinery  which  it  has  to  drive.  Wide  bearing 
surfaces,  balanced  valves,  and  proper  lubrication  are  the  means  whereby 
its  amount  is  reduced.  It  ranges  from  about  10  to  50  per  cent.,  the 
last  being  an  excessive  amount,  and  only  to  be  met  with  in  engines  of 
bad  construction. 

Engine  Lathe. — A  somewhat  vague  term,  but  as  generally  used  signifies 
a  lathe  of  moderate  or  large  size,  designed  to  perform  the  operations  of 
engineer's  work,  and  driven  by  the  motive  power  derived  from  the 
engine. 

Engine  Fit — A  pit  from  2  ft.  6  in.  to  3  ft.  6  in.  deep,  dug  between  the 
rails  in  locomotive  repairing  sheds,  and  over  which  the  engines  are 
brought  in  order  that  the  workmen  may  be  able  readily  to  get  at  the 
under  work. 

Engine  Power. — The  power  of  an  engine  is  obtained  by  multiplying  the 
piston  speed  into  the  total  average  pressure  upon  the  piston.  From  the 
product  the  amount  of  engine  friction  has  to  be  deducted,  and  the 
result  is  a  remainder  which  divided  by  33,000  gives  the  net  horse* 
power. 

Engine  Begister. — A  counter  (q.v.). 

Engine  Shaft. — The  driving  or  crank  shaft  of  an  engine. 
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fingine  Work. — The  mechanical  details  connected  with  the  construction 
of  engines,  as  distinguished  from  other  classes  of  machine  work. 

Entablature. — An  overhead  table  or  frame  sustained  by  vertical  columns 
arising  from  a  base  plate,  and  between  which  and  the  base  plate 
certain  machine  parts  are  carried,  as  the  working  parte  of  forging 
presses,  pumps,  &c. 

Entering  File.— See  Cottar  Files. 

Entering  Tap. — A  taper  tap  (q.v.). 

Envelope. — (1)  The  covering  of  a  solid.  (2)  The  setting  out  or  develop- 
ment  of  plates,  and  boiler-makers'  work  may  be  regarded  as  the  deve- 
lopment of  the  envelopes  of  solid  bodies. 

Epioyolic  Train. — A  train  of  gearing  in  which  the  centres  of  motion 
(q.v.)  are  not  fixed,  but  movable  in  space. 

Epicycloid. — A  cycloidal  curve  which  is  formed  by  a  generating  circle 
rolling  upon  and  without  a  fundamental  circle.  The  races  of  external 
or  spur-wheel  teeth  are  so  formed. 

Equal  Forces. — Forces  which  act  in  opposite  directions  and  balance  each 
other. 

Equality  of  Moments. — The  condition  of  equilibrium  in  a  system  of 
forces,  by  which  when  power  is  gained  time  is  lost,  and  vice  versd. 
When  opposing  forces  balance  one  another,  so  that  equilibrium  results, 
there  is  said  to  be  equality  of  moments. 

Equalling  File. — A  very  thin,  flat,  and  generally  parallel  file,  sometimes 
also  furnished  with  one  safe  edge. 

Equal-sided  Angles. — See  Angle  irons. 

Equation. — An  assemblage  of  quantities  and  signs,  which  placed  to  right 
and  left  of  each  other,  and  separated  by  the  sign  =,  are  numerically 
equivalent  to  each  other. 

Equation  of  Moments. — The  representation  of  the  various  moments  of 
force  about  a  structure,  put  into  the  form  of  an  equation. 

Equilibration. — The  application  of  balance  weights  to  the  driving  wheels 
of  locomotives  and  other  rapidly  revolving  bodies,  in  order  to  produce 
steadiness  of  motion. 

Equilibrium. — (1)  Forces  are  in  equilibrium  when  they  neutralise  each 
other's  influence.  (2)  A  body  resting  upon  its  base  is  in  equilibrium 
when  its  centre  of  gravity  lies  vertically  over  the  base  on  which  it  is 
supported.    See  Stable,  and  Unstable  Equilibrium. 

Equilibrium  Governor. — A  governor  whose  balls  and  arms  are  counter- 
balanced. 

Equilibrium  Bing. — A  metallic  ring  attached  to  the  back  of  the  slide 
valve  in  large  engines  generally,  for  the  purpose  of  lessening  the 
amount  of  its  friction,  which  friction  becomes  excessive  in  large  valves 
exposed  on  the  one  side  to  the  full  steam  pressure,  and  on  the  other 
to  atmospheric  pressure,  or  to  the  vacuum  of  the  condenser.  The  ring 
encloses  a  space  on  the  back  of  the  valve  equal  in  area  to  that  of  the 
exhaust  port,  into  which  space,  therefore,  no  steam  can  gain  admit- 
tance. The  ring  is  commonly  and  properly  put  into  a  recess  turned  on 
the  inside  face  of  the  valve  casing,  occasionally,  however,  on  the  back 
of  the  valve  itself.  It  is  kept  pressed  against  the  face  by  means  of  set- 
screws  thrusting  against  india-rubber  rings  and  metallic  springs. 

Equilibrium  Slide  Valve. — A  slide  valve  which  is  provided  with  an  equi- 
librium ring  (q.v.)  upon  the  back.  Or  a  valve  which  is  of  the  gridiron, 
double  or  treble  ported  type,  the  steam  having  free  access  to  the  outer 
and  inside  hollow  portions    See  Double-ported  Slide  Valve. 

s 
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Equilibrium  Valve. — A  valve  in  which  the  pressures  on  each  face  are 
equalised,  or  nearly  equalised,  so  that  it  moves  with  the  least  expendi- 
ture of  power  and  the  minimum  of  friction.  See  Double-beat  Valve, 
Equilibrium  King,  Equilibrium  Slide  Valve. 

Equivalent. — A  number  or  quantity  numerically  equal  to  another  number 
or  quantity,  but  expressed  in  different  terms. 

Erecting. — The  final  building  up  of  machines  or  engines  in  their  entirety 
in  readiness  for  working.  All  the  work  of  the  turners,  planers,  Blotters, 
drillers,  and  fitters  is  brought  to  the  erector,  presumably  ready  to  go 
together,  little  or  no  adjustment  being  necessary  at  his  hands.  He 
therefore  builds  or  erects  the  work  which  has  been  prepared  in  the 
other  departments. 

Erecting  Shop. — A  large,  lofty,  roomy  building  used  for  the  erecting 
(q. y)  of  engine  and  machine  work.  It  may  be  a  building  separate  from 
the  fitting  and  machine  shops,  or  a  section  adjoining  these.  It  is  pro- 
vided with  vices,  a  powerful  overhead  traveller,  and  rails,  pits,  founda- 
tion and  base  plates,  or  other  conveniences,  according  to  the  nature  of 
the  engines  and  machines  which  are  manufactured. 

Erector. — A  fitter  or  working  engineer  whose  special  task  is  that  of 
erecting  (q.v.). 

Escape  Valve.— See  Cylinder  Escape  Valve. 

Estimate. — See  Tender. 

Evaporation. — The  conversion  of  a  fluid  into  vapour* 

Evaporative  Value.— Denotes  the  relative  capacities  for  vaporising  water 
possessed  by  different  types  of  steam  boilers,  by  various  arrangements 
of  heating  surfaces,  or  uy  fuels  of  different  characters.  These  values 
are  expressed  either  in  horse-powers,  or  in  units  of  work,  or  in  thermal 
units. 

Even  Pitch. — A  screw  is  said  to  be  of  even  pitch  when  the  number  of 
threads  per  inch  in  it  either  corresponds  with,  or  is  some  aliquot  part  of, 
the  pitch  of  the  threads  of  the  leading  screw  of  the  lathe  in  which  it  is 
being  cut.  Thus  with  a  leading  screw  of  4  threads  to  the  inch,  4,  8, 
12,  &c,  threads  per  inch  would  be  even  pitches,  and  the  tool  is  in  the 
right  position  for  cutting  in  any  position  of  the  clasp  nut; 

Excavator. — A  term  applied  to  a  class  of  machines  whose  function  is  the 
digging  out  and  removal  of  earthy  material  in  the  preparation  of  foun- 
dations and  harbour  works.    See  Grab. 

Exoentrio. — See  Eccentric. 

Exhaust. — The  passage  through  which  the  spent  steam  of  an  engine 
cylinder  obtains  egress  to  the  outer  air,  or  to  the  condenser. 

Exhaust  Edges. — The  inner  edges,  or  the  edges  of  the  hollow  or  D  por- 
tion of  a  slide  valve,  by  which  the  exhaust  steam  is  cut  off. 

Exhausting  Fan. — Essentially  an  ordinary  fan  (q.v.),  but  having  the 
sides  enclosed  to  form  an  exhaust  pipe. 

Exhaustion. — The  escape  of  spent  steam  through  the  exhaust  pipe  (q.v.). 
Sometimes  termed  eduction. 

Exhaust  Lap. — The  reduction  or  narrowing  of  the  inner  faces  of  a  slide 
valve  to  less  than  that  distance  which  would  correspond  with  a  length 
measured  between  the  inner  edges  of  the  steam  ports,  by  which  dif- 
ference the  ports  are  closed  earlier  than  they  would  be  if  their  edges 
coincided  exactly  with  those  of  the  arch  of  the  valve.  The  result  is 
that  the  steam  is  cushioned  or  compressed.  The  term  exhaust  lap,  or 
Its  equivalent,  eduction  over-lap,  is  used  in  contradistinction  to  steam 

lap  (q.v.). 
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Exhaust  line. — The  bottom  line  of  an  indicator  diagram,  which  repre- 
sents the  manner  of  the  exhaustion  of  steam  in  an  engine  cylinder. 

Exhaust  Pipe. — The  pipe  which  conveys  away  the  exhaust  steam  from 
the  exhaust  port  from  an  engine  cylinder. 

Exhaust  Fort. — The  opening  or  means  of  exit  provided  for  the  escape  of 
the  exhaust  steam  from  an  engine  cylinder.  Its  area  exceeds  by  about 
one-half  that  of  the  steam  ports  in  order  to  diminish  the  evil  of  back 
pressure.    Sometimes  called  the  eduction  port. 

Exhaust  Belief  Valve. — A  slide  valve  whose  construction  is  such  that  a 
greater  width  is  opened  to  exhaust  than  to  steam  ;  in  other  words,  the 
port  is  fully  opened  to  exhaust,  but  only  partly  opened  to  steam. 

Exhaust  Steam. — The  steam  which,  having  spent  its  force  and  accom- 
plished its  work  in  a  cylinder,  is  allowed  to  pass  away  into  the  atmo- 
sphere or  into  the  condenser. 

Expanding. — Boiler  tubes  are  expanded  when  their  ends  are  opened  out, 
and  tightened  in  their  tube  plate.    See  Tube  Expander. 

Expanding  Bit — A  boring  bit,  having  a  cutter  or  cutters  capable  of 
radial  adjustment  to  enable  the  one  tool  to  bore  holes  of  different 
diameters. 

Expanding  Mandrel — A  form  of  lathe  chuck,  which  is  made  to  expand 
within  the  work,  instead  of ,  as  is  usually  the  case,  to  clip  it  upon  the 
outside.  The  work  is  therefore  bored  first  and  turned  afterwards. 
With  this  chuck,  work  of  various  diameters,  within  the  range  of  the 
mandrel,  can  be  centred  truly,  and  when  turned  can  be  released  without 
the  risk  attendant  upon  driving  off  with  a  hammer.  The  commonest 
form  is  that  of  two  cones,  or  rather,  frustra  of  cones,  whose  apices  point 
towards  each  other,  and  between  which  the  work  is  grasped  by  the 
tightening  up  of  a  bolt.    There  are  several  patent  mandrels. 

Expanding  HetaL — Bismuth,  and  alloys  of  bismuth,  which  are  therefore 
employed  for  the  close  filling  up  of  holes. 

Expanding  Bing  Clutch. — A  form  of  clutch,  or  coupling,  in  which  the 
friction  of  a  split  ring  ajrainst  a  bored  hole,  or  recess,  is  the  effective 
agent.  The  female  portion  of  the  clutch  contains  a  parallel  bored  hole. 
Within  this  fits  a  metallic  ring  divided  transversely,  and  capable  of 
being  forced  outwards  against  the  sides  of  the  hole  by  means  of  a 
wedge,  the  wedge  being  actuated  by  a  lever  or  a  screw.  On  the  release 
of  the  wedge  fnctional  contact  ceases. 

Expansion. — (1}  The  period  during  which  the  steam  in  an  engine  cylin- 
der is  increasing  in  volume,  extending  from  the  instant  of  admission  or 
cut  off  to  that  of  release.  (2)  The  increase  of  steam  in  volume,  corre- 
sponding with  diminishing  pressure.  (3)  The  extension  of  bodies  corre- 
sponding with  increase  of  temperature,  the  extension  being  linear,  super- 
ficial, or  cubical,  being  in  the  ratios  one,  two,  and  three  respectively. 

Expansion  Coupling. — A  form  of  coupling  in  which  two  thin  sheets  of 
steel  corrugated  ciroumf  erentially  are  interposed  between  two  ordinary 
flanged  coupling  faces  which  they  connect,  so  that  a  certain  amount  of 
end  play  within  the  limits  of  the  elasticity  of  the  steel  discs  takes  place. 
Other  expedients  are  also  made  use  of. 

Expansion  Curve. — The  falling  curve  in  an  indicator  diagram  which  cor- 
responds with  the  falling  pressure  due  to  the  expansive  working  of  the 
steam  in  the  cylinder,  anid  which  reaches  therefore  from  the  point  of 
out  off  to  the  commencement  of  exhaust. 

Expansion  Gear. — The  whole  of  the  arrangements  by  which  the  expansion 
of  steam  in  an  engine  is  aooomplished  and  regulated. 
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Expansion  Engine. — A  steam  engine  worked  expansively.  See  Expan- 
sive "Working. 

Expansion  Hoop. — A  ring  which  forms  an  expansion  joint  in  a  boiler  flue, 
usually  a  Bowling  hoop  (q.v.). 

Expansion  Joint. — (1)  A  sliding  joint  inserted  in  a  series  of  steam  pipes 
in  order  to  prevent  the  fracture  which  would  result  from  the  expansion 
and  contraction  of  rigidly  fixed  pipes  under  changes  of  temperature.  A 
turned  spigot  end  of  pipe  passes  through  a  socket -like  joint  (really  a 
stuffing  box)  into  the  pipe  beyond.  A  gland  is  fitted  around  the  spigot 
end  and  witnin  the  stuffing  box,  packed  with  tow  or  gasket,  to  render 
it  steam  or  water  tight.  The  spigot  pipe  and  gland  are,  therefore,  free 
to  slide  one  over  the  other,  and  so  accommodate  themselves  to  the  expan- 
sions and  contractions  of  the  entire  series  of  pipes.  In  a  very  long 
series,  or  where  there  are  several  bondings  in  the  series,  there  will  be 
several  expansion  joints.  (2)  The  expansion  of  long  boiler  tubes  is 
allowed  for  by  a  Bowling  hoop,  or  an  Adamson's  flanged  seam. 

Expansion  Plates.— See  Cut-off  Plate. 

Expansion  XLing. — See  Expansion  Hoop. 

Expansion  Boilers. — Boilers  placed  underneath  the  ends  of  long  iron 
girders  and  roof  principals,  to  allow  of  freedom  of  movement  under  the 
expansion  and  contraction  due  to  heat.    See  also  Pipe  Boll. 

Expansion  Tank. — In  apparatus  for  heating  by  hot  water,  the  supply 
cistern  is  increased  in  capacity  beyond  that  necessary  for  actual  supply, 
in  order  to  allow  of  the  expansion  of  water  due  to  heat  without  the  risk 
of  overflowing. 

Expansion  Valve. — The  valve  or  valves  used  in  the  steam  chest  of  an 
engine  cylinder  worked  expansively.  When  a  single  valve  only  is  used 
and  the  cut-off  effeoted  by  the  direct  adjustment  of  the  eccentric,  it  is, 
strictly  speaking,  an  expansion  valve,  but  the  term  is  more  properly 
used  to  designate  an  arrangement  of  two  valves,  that  is  a  main  valve 
having  a  cut-off  valve  (q.v.)  behind  it. 

Expansive  Working. — When  steam  in  an  engine  cylinder,  instead  of  being 
allowed  to  enter  the  cylinder  at  full  pressure  until  the  termination  of 
the  stroke,  is  cut  off  at  some  fractional  portion  of  the  stroke,  and  so 
caused  to  do  work  by  its  own  expansion  simply,  the  term  expansive 
working  is  applied  to  it.  The  steam  may  be  expanded  in  one  only,  or 
in  two  or  more  cylinders.    See  Compound  Engine. 

Explosion. — (1)  In  gas  engines  the  result  of  the  mixture  in  the  presence 
of  heat,  of  the  combustible  gases  hydrogen  and  oxygen  in  definite  pro- 
portions, the  hydrogen  being  the  ordinary  coal  gas,  or  otherwise  derived 
from  the  immediate  decomposition  of  some  of  the  hydrocarbons,  the 
oxygen  being  derived  from  the  air.  (2)  In  steam  boilers  the  result  of 
internal  steam  pressure  exceeding  in  amount  the  tensile  strength  of  the 
boiler  plates,  or  that  of  their  seams. 

Explosion  Chamber. — The  hinder  extension  of  the  cylinder  of  a  gas 
engine  in  which  the  charge  is  exploded. 

Exponent. — See  Index. 

Exposure. — The  placing  of  a  sheet  of  ferro-prussiate,  or  copying  paper 
(q.v.),  in  a  printing  frame,  with  a  negative  print  in  the  printing 
frame  (q.v.),  employed  in  the  development  of  phototypes.  The  time  of 
exposure  varies  with  the  weather  and  the  nature  of  the  print,  the  blue 
line  phototype  requiring  less  time  than  the  white  line.  In  sunshine  an 
exposure  of  less  than  a  minute  suffices  for  blue  lines ;  in  white  line, 
under  similar  conditions,  from  five  minutes  to  half  an  hour.    In  dull 
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weather,  for  blue  lines,  from  half  an  hoar  to  three-quarters ;  for  -white 

lines,  from  one  to  two  hours.    Fine  cloth  tracings  copy  best,  tracings 

next  best,  paper  drawings  worst  of  all. 
Expression. — A  combination  or  assemblage  of  algebraical  symbols. 
External  Forces. — Forces  which  act  upon  bodies,  or  systems  of  bodies, 

from  without.    These  are,  therefore,  the  forces  which  produce  strains. 
Externally  Tired. — Applied  to  those  steam  boilers  which  have  no  internal 

fire  box  or  furnace  flue.     They  embrace  the  egg-end,  balloon,  and 

wagon  boilers. 
External- Screw,  or  External  Thread. — A  screw  out  upon  the  outside  of  a 

cylinder,  therefore  a  male  screw. 
External  Screw  Tool. — A  screw  tool  or  a  chaser  of  the  form  adapted  for 

cutting  external  screws. 
External  Thread. — An  external  screw  (q.v.). 
Extrados. — The  back  or  upper  surface  of  an  arch. 
Eye. — ( 1 )  The  looped  or  ringed  end  of  a  rod  or  lever,  used  as  a  medium  of 

connection  with  another  rod  or  lever,  by  means  of  a  joint  pin  (q.v.). 

(2)  The  eye  of  a  wheel  or  pulley  is  the  central  hole  or  bore  through 

which  its  shaft  or  axle  passes.    (3)  The  eye  of  a  furnace  is  that  spot  or 

area  embraced  or  commanded  by  tne  sight  holes  (q.v.). 
Eye  Bolt. — A  bolt  provided  with  a  hole  or  eye  at  one  end,  instead  of  the 

usual  head.    The  eye  is  slipped  oyer  a  round  pin  or  stud,  which  receives 

the  pull  of  the  bolt. 


v. 

Face. — The  face  of  a  oog- wheel  signifies  the  breadth  of  the  teeth ;  the 
face  of  a  belt  pulley,  the  breadth  of  the  rim.  The  face  of  an  anvil  is  its 
upper  surface.  The  face  of  a  casting  is  that  surface  which  is  turned  or 
polished. 

Face  Chuck. — A  face  plate  (q.v.) 

Face  Lathe. — A  lathe  cniefly  or  exclusively  used  for  surfacing(q. v.) .  These 
lathes  are  generally  a  distinct  class,  having  short  beds,  or  only  so  much 
bed  as  is  sufficient  to  sustain  the  saddle  of  the  rest ;  deep  gaps  reaching- 
as  low  as  the  foot  of  the  bed,  or  frequently  lower  still,  being  extended 
into  a  deep  pit  sunk  into  the  floor  of  the  workshop,  so  that  wheels,  and 
rings,  turntables,  &o.,  of  twenty  or  thirty  feet  in  diameter,  can  be 
turned. 

Face  Plate,  or  Face  Chuck. — An  intermediate  metal  plate,  which  is  fitted 
between  the  mandrel  nose  of  a  lathe  and  chucks  of  the  best  class.  It 
is  attached  to  the  chuck  by  screws,  or  by  a  taper  plug  (see  Taper  Hug), 
and  to  the  mandrel  nose  by  a  screw,  or  by  a  taper  plug.  Often  called  a 
flange  chuck.  But  the  term  face  plate  is  more  commonly  applied  in  the 
shops  to  the  ordinary  face  chucks,  which  are  provided  either  with  slots 
for  bolts,  or  with  movable  dogs  or  jaws.    See  Jaw  Chuck. 

Face  Plate  Coupling. — See  Flanged  Coupling. 

Facing. — A  portion  of  a  machine  elevated  above  the  general  surface 
or  area,  for  the  attachment  of  another  piece  which  has  to  be  bolted 
thereto  accurately.  The  amount  of  planing,  filing,  or  chipping  neces- 
sary to  produce  a  fit  between  the  two  parts  is  thereby  confined  to  the 
exact  extent  of  surface  where  it  is  required,  without  reference  to  the 
general  level  of  the  casting. 
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Facing  tfaohine. — A  centring  machine  (q.v.),  which  by  the  insertion 

of  suitable  cutters  is  employed  for  the  facing  of  bolt  heads,  axles, 
y      studs,  &c. 
"^  Facing  Sand. — Sand  used  in  iron  foundries  to  line  the  faces  of  the  moulds 

with  a  protective  coating,  in  order  that  the  molten  metal  shall  not,  by 

combining  with  the  ordinary  sand,  form  a  skin  of  hard  rough  silicate. 

Facing  sand  is  composed  of  coal  dust,  mixed  with  proportions  of  new 

or  unused  sand,  and  black  or  old  sand.    It  is  rammed  against  the  face 

of  the  pattern,  to  the  depth  of  about  an  inch. 
Factor. — A  single  number  which  is  multiplied  into  another  number  or 

numbers  to  form aproduot. 
Faotor  of  Safety. — "When  a  calculation  of  the  ultimate  strength  (q.v.)  of 

a  structure,  or  a  portion  of  a  structure,  has  been  made,  it  is  necessary 

to  provide  for  contingencies  dependent  upon  inferior  material,  wear  and 

tear,  sudden  and  unexpectedly  applied  loads,  &c,  and  this  provision 

takes  the  form  of  a  multiplier,  and  is  called  the  factor  of  safety.    It 

will  range  from  four  to  eight   or  ten  in  different  classes  of  work. 

Sometimes  termed  margin  of  safety.    See  App. 
Fagot. — A  mass  of  piled  iron  prepared  in  readiness  for  reheating  and 

welding.    It  is  either  puddled  bar  of  uniform,  or  of  various  sections, 

or  scrap ;  and  arranged  in  definite  grouping  according  to  the  purpose 

for  which  the  fagot  is  required. 
Fagoted  Scrap. — The  ends,  cuttings,  or  remnants  of  wrought-iron  bar  and 

plate  of  the  smithy  and  boiler  shop,  piled  into  fagots  and  welded  under 

the  steam  hammer.    It  is  tougher  than  ordinary  bar  and  is  used  for  the 

best  work.    Sometimes  called  hammered  scrap. 
Fagoting. — (1)  The  laying  of  lengths  of  puddled  bar  in  bundles  or  fagots 

for  the  purpose  of  reheating  and  rolling.    (2)  Likewise  the  making  up 

of  a  fagot  (<!•▼•)  of  any  kind. 
Fahrenheit.— See  Thermometer. 
Failure. — Materials  and  structures  are  commonly  said  to  fail  when  they 

are  unable  to  endure  or  accomplish  the  work  for  which  they  were 

selected  and   designed;    whether  they  become  crippled  merely    or 

undergo  complete  fracture. 
Fair. — This  has  the  same  meaning  as  flush  (q.y.). 
Fairbairn  Crane. — A  fixed  well  crane  whose  jib  is  arched  in  order  to 

obtain  sufficient  clearance  beneath  for  the  lifting  of  bulky  loads.    The 

section  of  the  jib  is  that  of  a  box  girder  (q.v.). 
Fairlead. — A  casting  which  takes  the  friction  of  the  rope  during  the 

mooring  of  vessels. 
Fairlie  Engine.— See  Bogie  Engine. 
Fall. — The  amount  of  the  descent  of  water  to  a  mill  wheeL 
Falling  Weight. — The  dead  weight  of  a  steam  hammer  tup,  piston  rod, 

and  head,  irrespective  of  momentum  or  of  steam  pressure. 
Falling  Weight  Test.— A  test  to  which  rails  and  bars  are  subjected,  the 

loads  being  impulsive  loads  (q.v.),  produced  by  the  falling  of  weights. 

Bails  and  some  test  bars  are  subjected  to  this  test. 
Fall  Pipe. — A  drive  pipe  (q.v.). 
False  Bottom. — The  bottom  of  a  loam  mill  (q.v.)  or  mortar  mill,  formed 

of  loose  plates  in  order  to  permit  of  their  removal,  when  worn  out, 

without  the  necessity  of  replacing  the  entire  pan. 
False  Gore. — A  term  applied  by  brass  moulders  to  a  drawback  (q.v.). 
False  Key. — A  turned  pin  driven  into  a  hole  drilled,  one  half  in  the  end 

of  a  spindle,  and  the  other  half  into  a  boss,  by  which  it  is  embraced, 
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the  centre  of  the  pin  being  on  the  oircumf erence  of  the  spindle  or  shaft. 
Sometimes  it  is  only  pat  in  for  a  temporary  purpose,  to  be  removed  for 
the  insertion  of  a  permanent  key.    Also  termed  a  glut. 

False  Water. — When  steam  is  generated  very  rapidly  in  a  boiler,  the 
immediate  effect  is  a  rapid  rising  of  the  water  level  in  the  gauge  cocks, 
due  to  the  increase  in  volume  caused  by  admixture  of  steam.  This 
sudden  increase  is  termed  false  water. 

Fan. — A  blowing  machine,  either  of  rotary  or  centrifugal  type,  and  used 
for  the  production  of  furnace  blast  or  for  ventilation.  (See  Exhaust  Fan.) 
It  is  considered  better  that  the  fan  should  be  placed  eccentrically  in  its 
case  to  allow  for  the  accumulation  of  an  increasing  volume  of  air  in  the 
direction  of  the  exit.  The  disadvantage  of  a  fan  in  comparison  with  a 
blower  is  that  it  has  to  be  driven  at  an  excessively  high,  almost  at  a 
dangerous  speed,  with  a  great  expenditure  of  motive  power ;  that  its 
quantity  of  blast  is  not  so  measurable  or  invariable  as  that  of  a 
blower ;  that  the  friction  of  its  bearings  is  excessive,  and  that  its 
working  is  not  so  much  under  control  as  that  of  the  blower. 

Fang  Bolt. — A  bolt  in  which  the  nut  is  a  triangular  plate  with  teeth  for 
biting  into  timber,  the  bolt  being  tightened  by  revolving  the  head  and 
shank.    Fang  bolts  are  used  for  attaching  ironwork  to  wood. 

F.  A.  8. — Free  alongside  ship.  Engages  to  deliver  goods  on  the  wharf 
without  extra  charge. 

Fast  Coupling. — A  shaft  coupling  united  in  a  permanent  manner  with 
bolts  or  keys,  as  distinguished  from  loose  sliding  couplings. 

Fastening  Down. — The  securing  of  the  various  parts  of  a  foundry  flask 
or  moulding  box  together  with  cottar  or  screw  bolts,  to  prevent  their 
separation  by  the  liquid  pressure  of  the  molten  metal. 

Fast  Feed. — A  quick  feed  (a., v.). 

Fast  Head. — A  term  sometimes  applied  to  the  headstock  of  a  lathe,  as 
opposed  to  the  movable  head  or  poppet. 

Fast  Pulley. — A  pulley  which  is  employed  to  transmit  motion  through 
the  medium  of  a  belt  to  a  machine.  It  is  keyed  upon  its  shaft,  and  is 
called  fast  to  distinguish  it  from  the  loose  pulley  which  is  not  keyed 
on,  and  which  simply  carries  the  belt  when  the  machine  is  not  in  use. 

Fathom. — 6  ft.  or  -001336  of  a  mile,  and  equivalent  to  1*8287  metres. 
Chains  and  ropes  are  sold  by  the  fathom. 

Fats.— See  Oils. 

Fatigue  of  Materials. — Materials  which  have  been  long  subjected  to 
severe  straining  actions,  or  to  moderate  straining  actions  often  repeated, 
deteriorate  in  strength,  and  will  then  break  under  loads  which  they  had 
previously  sustained  with  safety.  This  appears  to  be  due  to  mole- 
cular change  and  to  the  accumulation  of  permanent  set  (q.v.)to  such 
an  amount  as  precludes  the  possibility  of  further  elongation.  In  oases 
where  this  fatigue  has  supervened  it  is  customary  to  subject  the  mate- 
rial to  a  process  of  annealing  by  heating  to  a  red  heat  in  a  furnace. 
Crane  chains  are  frequently  treated  thus,  with  the  result  of  restoring 
their  lost  tenacity. 

Faucet. — The  socket  (q.v.)  of  a  pipe.  A  term  frequently  applied  to  a 
water  cock  of  small  or  moderate  size. 

Feather,  or  Bunk  Key. — A  parallel  key  which  is  partly  sunk  into  a  recess 
in  its  shaft,  so  as  to  form  an  integral  part  of  the  shaft,  and  over  which 
its  wheel  or  clutch  slides.  Feathers  are  used  when  machine  parts  have 
to  be  thrown  into  and  out  of  gear,  the  wheel  or  dutch  being  driven  by 
the  feather,  but  having  freedom  of  motion  longitudinally. 
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Pothering  Board. — See  Feathering  Float  Paddles. 

Feathering  float  Paddles. — Paddle-wheels  (q.y.)  provided  with  float 
boards  free  to  move  eccentrically  in  relation  to  the  main  wheel,  so  that 
the  boards  shall  dip  into  and  leave  the  water  as  near  as  possible  in  a 
vertical  direction,  thus  economising  power. 

Feathering  Screw. — A  propeller  screw  whose  blades  are  rendered  movable, 
so  that  they  can  be  placed  parallel  with  the  line  of  the  keel  when  it  is 
desirable  that  the  vessel  shall  sail  under  canvas  alone. 

Feed. — The  amount  or  distance  of  the  transverse  of  a  lathe  or  other 
machine  cutter  taken  transversely  to  the  depth  of  the  cut.  The  term  is 
also  applied  to  the  feed  gear  itself. 

Feeder. — (L)  A  head  of  metal  cast  over  a  disproportionately  heavy  part  of 
a  casting-,  in  order  to  supply  the  necessary  metal  to  compensate  for  the 
sinking-  in  of  the  heavy  section,  due  to  shrinkage.  Sometimes  called  a 
shrinking  head.  (2)  The  opening  made  in  a  foundry  mould  for  the 
introduction  of  the  feed  rod. 

Feeder  Head. — Head  metal.  The  mass  of  metal  which  has  been  utilised 
for  feeding  a  mould.    See  Feeder,  Feeding. 

Feeding. — As  a  mass  of  molten  metal  solidifies  the  outside  will  set  first, 
the  inner  continuing  fluid  for  some  time  after.  As  the  inner  portion 
cools  it  will  contract,  and  as  a  consequence  shrink  upon  itself,  leaving 
a  depression  on  the  top  outside  face.  To  avoid  this  evil  it  is  customary 
to  feed  the  heavier  portions  of  castings  by  inserting  a  small  metal  rod 
through  the  runner  or  riser,  as  the  case  may  be,  and  by  its  motion 
keep  a  passage  open  for  the  inflow  of  fresh  metal  to  compensate  for  the 
contraction.  Feeding  is  continued  until  the  mass  becomes  too  pasty 
to  allow  of  the  rod  being  moved  any  longer.  The  feeding  metal  is 
either  supplied  in  small  quantities  from  time  to  time  by  a  hand  ladle  or 
by  having  a  sufficient  mass  of  molten  metal  in  the  head  in  the  first  place. 

Feeding  Head.— See  Feeder  Head. 

Feeding  Bod. — The  rod  used  for  feeding  (q.y.),  usually  J  in.  or  f  in.  in 
diameter,  and  about  3  or  4  ft.  long. 

Feed  Pipe. — The  pipe  which  conveys  the  feed  water  from  the  feed  pump 
to  the  boiler  of  an  engine. 

Feed  Pump. — (1)  A  force  pnmp  which  supplies  steam  boilers  with  feed 
water.  (2)  A  force  pump  used  for  supplying  gas  engines  with  the 
necessary  supply  of  air. 

Feed  Bod.— See  Feeding  Bod. 

Feed  torew. — The  screw  by  means  of  whose  rotation  through  an  aro  of 
a  circle  an  exact  and  measurable  amount  of  feed  is  imparted  to  the 
cutting  tool  of  a  machine. 

Feed  Tank.— The  tank  which  contains  the  supply  of  feed  water  for  a 
steam  boiler. 

Feed  Water. — The  water  used  for  the  supply  of  a  steam  boiler.  Some- 
times it  is  used  quite  cold,  sometimes  warmed  in  a  feed  water-heater 
(q.v.).  In  condensing  engines  it  is  warmed  in  the  condenser.  As  the 
durability  of  the  boiler  depends  largely  upon  the  character  of  the  feed 
water,  it  should  be  chosen,  if  possible,  with  reference  to  its  softness ; 
hard  water  promoting  incrustation  (q.v.). 

Food  Water-Heater. — A  kind  of  boiler  in  which  the  supply  water  for  a 
steam  boiler  is  heated,  preliminary  to  being  taken  up  by  the  pump  or 
injector.  It  consists  usually  of  an  arrangement  of  tubes  enclosed  in 
a  cylindrical  shell,  the  exhaust  steam  being  employed  as  the  heating 
agent* 
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Felt. — Used  as  a  non-conducting  sheathing  for  steam  boilers  and  engine 
cylinders.  It  is  of  a  dark  brown  colour,  and  consists  of  the  woollen 
refuse  from  paper  mills.  Felt  owes  its  property  of  matting,  or '  *  felting, ' ' 
to  the  well-known  jagged  character  of  animal  hairs,  aa  seen  through 
the  microscope. 
•  Felting. — The  covering  of  steam  pipes  with  felt  to  prevent  loss  of  h?at  by- 
radiation.  The  felt  is  either  retained  in  place  by  coils  of  wire,  or  by 
wood  lagging. 

Female. — The  recessed  portion  of  any  piece  of  work  into  which  a  dowel 
or  a  stud  fits  is  called  the  female  portion. 
s    Female  Screw. — A  screw  which  is  cut  in  a  hole  or  on  a  hollow  surface, 
v    Female  Gauge. — An  internal  or  bored  gauge. 

Fence. — A  metal  plate  attached  to  a  saw-bench  for  the  guidance  of  the 
stuff  edgeways,  and  the  insuring  of  parallelism  in  the  out.  Fences  are 
made  to  stand  at  right  angles,  but  are  capable  of  an  angular  adjust- 
ment, or  side  cant,  for  bevel  sawing.    Hence  called  canting-pieces. 

Fencing  In. — The  enclosure  of  machinery  and  revolving  parts,  in  order  to 
diminish  the  risk  of  accidents.  Fencing  in  is  compulsory.  Belting, 
gearing,  shafts,  ftc.,  when  they  are  in  proximity  to  workmen  are 
fenced  in. 

Ferric  Oxide. — The  peroxide  of  iron,  Fes  O3,  **  t&e  condition  in  which 
iron  occurs  in  the  red  haematites,  and,  combined  with  water,  in  the 
brown  haematites.  It  is  also  the  condition  in  which  the  black  band 
and  clay  band  (q.v.)  ores  are  fed  into  the  blast  furnace,  the  carbonate 
and  an  atom  of  oxygen  having  been  driven  off  by  the  process  of 
calcination. 

Ferro.— See  Ferro-Manganese. 
v  Ferro-Manganese. — A  variety  of  pig-iron  which  contains  a  large  pro- 
portion of  manganese.  It  differs  from  spiegeleisen  in  the  larger  per- 
centage of  manganese  present,  the  term  f erro-manganese  being  applied 
to  those  pigs  containing  upwards  of  20  per  cent,  of  manganese. 
Usually  termed  ferro,  simply. 

Ferro- Prossiate  Paper.— See  Copying  Paper. 

Ferrous  Carbonate. — The  spathic  iron  ores,  the  clay  and  black  band  ores, 
which  are  by  far  the  most  important  ores  of  iron  reduced  in  smelting 
furnaces,  are  essentially  ferrous  carbonates — Fe  CO3,  that  is  ferrous 
oxide,  FeO,  combined  with  carbonic  acid,  CO2,  thus,  FeO  X  00?= 
Fe  CO3.  During  calcination  the  carbonic  aoid  is  driven  off,  and  partial 
oxidation  taking  place  also  leaves  the  ore  in  a  ferric  condition. 

Ferrous  Oxide. — See  Ferrous  Carbonate. 
•  Ferrule. — A  ring  of  hoop  iron  enclosing  a  round  core  print,  and  left  in 
the  mould  to  receive  the  core.  The  reason  of  using  a  ferrule  is  to  pre- 
vent the  sand  from  being  pushed  away  by  the  entrance  of  the  core  in 
cases  where  the  latter  is  thrust  in  after  the  final  closing  of  the  mould ; 
and  the  founder  is  therefore  not  able  to  see  the  interior  of  the  mould 
afterwards  in  order  to  ascertain  if  the  core  has  carried  in  any  sand  with 
its  passage  downwards.  The  ferrule  prevents  the  core  from  coming 
in  contact  with  the  sand  and  so  removes  the  risk  referred  to.  (2)  Rings 
of  hard  wood  used  for  holding  condenser  tubes  in  their  plates.  The 
ferrule  fits  between  the  outside  of  the  tube  and  the  hole  m  the  plate, 
and  being  swelled  by  the  action  of  the  water  renders  the  tubes 
water-tight.  (3)  Rings  of  metal  enclosing  and  confining  the  wood 
around  the  tangs  of  edge  tools  to  prevent  splitting. 

Fottlen. — The  men  whose  business  it  is  to  clean  off  the  foundry  castings. 
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They  are  paid  by  the  pieoe,  from  three  to  five  shillings  per  ton  according 
ae  the  castings  are  heavy  or  light.  There  are  special  rates  for  brass 
fettlers. 

y  Fettling. — (1)  The  dressing-off  of  castings  after  they  leave  the  foundry 
sand,  including  the  chipping  off  of  runners,  joint  marks,  fins  and  scabs, 
the  cleaning  out  of  cores,  and  the  brushing  ef  all  sand  off  their 
surfaces.  The  tools  used  are  chisels  and  hammers,  files,  rods  and  wire 
brushes.  Also  called  trimming.  (2)  The  infusible  lining  or  coating  of 
oxides  of  iron  employed  for  the  protection  of  puddling  furnaces  and 
purification  of  the  iron.  See  Bull  Bog,  Wheel  Swarf,  &c. 
Fibre. — Malleable  iron  which  has  been  subjected  to  the  process  of  rolling 
develops  a  fibrous  structure,  and  is  stronger  in  the  longitudinal  direction 
than  in  the  transverse,  in  the  proportion  of  about  twenty-three  to  seven- 
teen. Yet,  though  a  bar  of  wrought  iron  will  show  a  distinct  fibrous 
structure  if  drawn  out  or  bent  slowly,  it  will  if  nicked  and  broken  off 
sharply  show  a  crystalline  fracture,  as  though  the  fibre  were  only  deve- 
loped in  the  process  of  bending. 

J  Fibrous  Iron. — Bar  iron,  whose  fibrous  texture  results  from  the  inter- 
mixture of  layers  of  cinder,  and  is  therefore  a  source  of  weakness  and 
a  mark  of  inferiority. 

J    Fiddle  Drill.— See  Bow  Drill. 

J  Field's  Tubes. — Vertical  boiler  tubes  employed  for  circulation  and  heat- 
ing purposes.  They  are  open  at  the  top  or  water  end,  and  closed  at 
the  lower  or  fire  end,  are  suspended  from  the  furnace  crown,  and 
descend  into  the  fire  which  plays  all  around  them,  excepting  at  the  end 
whence  the  steam  and  water  have  egress.  Within  the  outer,  or  water 
tube,  a  second  smaller  tube  is  dropped,  being  suspended  from  a  conical 
casting  resting  in  the  upper  end  of  the  outer  tube.  The  efficiency  of 
Field's  tubes  depends  on  the  fact  that  a  heated  column  of  water  is 
lighter  than  a  colder  column.  The  heated  water  rises  in  the  outer  tube, 
and  the  cooler  water  descends  through  the  inner  one  to  supply  its  place. 
The  two  waters  are  prevented  from  mingling  at  the  top  by  the  conical 
or  bell-mouthed  deflector  attached  to  the  top  of  the  inner  tube. 

-/  File. — A  tool  for  removing  particles  of  metal  or  other  material  by  abra- 
sion, or  by  the  cutting  of  a  multitude  of  fine  points.  Files  are  made  in 
a  vast  number  of  sizes,  and  shapes,  and  degrees  of  coarseness,  and  are 
cut  by  hand  or  by  sand  blast.    See  details  under  special  headings. 

J  File  Handle. — A  short  stout  handle,  into  which  the  tang  of  a  file  is 
driven.  A  file  handle  should  be  large  and  globular  at  the  end  or  heel 
which  fits  into  the  hollow  of  the  hand,  as  any  other  shape  soon  tires 
the  muscles. 
Filing. — The  art  of  filing  is  such  that  it  can  be  acquired  by  practice  alone, 
the  difficulty  consisting  mainly  in  producing  a  fiat  surface,  the  tendency 
invariably  being  to  produce  one  of  rounding  contour.  The  economic 
importance  of  filing  m  the  shops  has  been  much  diminished  by  the  uni- 
versal employment  of  planing,  shaping,  and  milling  machines,  and  of 
emery  wheels. 

/     Filing  Block. — A  piece  of  board  laid  upon  a  work  bench,  or  held  in  a 
vice,  upon  which  thin  portions  of  metal  are  laid  flat  while  being  filed. 
Filings. — The  minute  particles  of  metal  abraded  by  the  teeth  of  a  file. 

y  Filled  Bail. — A  point  rail,  or  a  stock  rail,  which  has  one  or  both  sides 
filled  up  flush,  to  give  exoess  of  strength  to  compensate  for  the  cutting 
away  or  tapering  of  the  point  rail,  or  the  weakness  of  the  stock  rau 
due  to  the  cutting  out  of  the  gap  for  the  crossing. 
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Fillet. — A  term  loosely  applied  to  many  diverse  meanings.    Hollows 
(q.y.)  are  often  called  fillets;  mouldings,  headings,  flanges,  chipping 
strips,  and  similar  parts  are  designated  thus.    In  a  general  way  it 
applies  to  any  thin  strips  used  either  for  strength  or  ornament. 
Filling  In.— See  Box  Filling. 
y      Fin. — Any  thin  wafer-like  expansion  of  metal  occurring  on  the  side  or 
edge  of  a  larger  portion.    Fins  occur  on  the  joints  of  castings,  and  of 
forgings  pressed  in  dies. 
•     Final  Pressure. — The  pressure  at  which  the  steam  is  exhausted,  or  dis- 
charged from  an  engine  cylinder.    Also  called  terminal  pressure. 
Fine  Feed. — The  feed  of  a  machine  cutter  is  fine  when  minute  in  quantity, 
v     Fine  Grain. — The  crystallisation  of  fractured  metal  is  fine  when  the 
crystals  are  of  small  size. 
Fine  Grit. — A  grade  of  emery  wheel,  or  grindstone,  in  which  the  particles 
are  of  small  sue,  and  suitable  for  the  later  and  more  delicate  processes 
of  abrasion. 
Fine  Hard. — A  quality  of  emery  wheel  useful  for  grinding  tools,  and  for 
light  work  in  general. 
*     Fine  Metal. — Copper  matt  which  results  from  the  fusion  of  calcined 
coarse  metal  with  slags  and  ores.    It  is  called  blue  metal  when  it  con- 
tains sixty  to  seventy  per  oent.  of  copper,  white  metal  from  seventy- 
five  to  seventy-eight  per  oent.,  and  pimple  metal  above  seventy-eight 
per  cent.    See  Matt,  Refined  Iron. 
Fine  Pitch. — A  toothed  wheel  is  said  to  be  of  fine  pitch  when  the  teeth 
and  teeth  spaces  are  of  small  dimensions.    The  term  is  relative. 
v     Finery. — A  puddling  furnace  (q.v.). 

Fine  Soft.— -The  finest  quality  of  emery  wheels  (q.v.)  used  for  polishing 

brass  work,  and  for  sharpening  tools. 
Fine  Teeth. — The  teeth  of  saws,  wheels,  files,  &o.,  are  fine  when  of  small 
dimensions,  estimated  relatively  to  other  teeth. 
J     Finger. — A  narrow  projection  used  as  a  guide  or  index  in  various  kinds 
of  work,  foundry  or  otherwise. 
Finished  Dimensions. — The  dimensions  of  a  piece  of  work  after  turning, 

boring,  planing,  &c,  as  distinguished  from  rough  dimensions  (q.v.). 
Finishing  Cuts. — After  the  major  thickness  of  metal  has  been  removed 
from  the  surfaces  of  castings  and  forgings,  it  is  usual  in  all  but  the 
roughest  classes  of  work  to  take  a  last  fine  or  finishing  cut  with  a 
scraper  or  spring  tool. 
,      Finiihing  Bolls.— See  Fuddling  Bolls,  Mill  Bolls,  Plate  Mill. 
*/  Finishing  Tools. — Commonly  applied  to  those  cutting  tools  used  by  metal 
turners,  whose  cutting  edges  are  broad  and  straight,  for  the  removal  of 
the  ridges  left  upon  work  by  the  roughing  tools  (q.v.).    They  include 
square  and  right  and  left  hand  side  tools,  and  spring  tools. 
Fir. — See  Spruce,  and  Pine  "Wood. 
v     Fire  Bars. — The  grate  bars  of  the  furnace  of  an  engine  or  other  boiler. 
Single  gratings  would  be  too  large  and  cumbrous,  hence  separate  bars 
are  used,  and  replaced  as  they  burn  out. 
•     Fire  Box. — That  part  of  a  boiler  which  receives  the  fuel  and  the  water 
tubes.    It  is  commonly  applied  to  the  furnaces  of  boilers  of  the  loco- 
motive type,  and  to  those  ox  vertical  form. 
S     Fire  Box  Crown. — The  upper  plate  of  the  furnace  in  a  vertical  or  loco- 
motive boiler.    It  is  flanged,  and  riveted  to  the  outer  plate  of  the 
firebox. 
s     FireBox8heU.~Thepktesoomposingafirebox(q.v.)<  The  shell  is  double 
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in  locomotive  and  portable  boilers,  comprising  inner  and  outer  por- 
tions, the  outer  being  of  iron,  the  inner,  which  is  exposed  to  the  fire,  of 
copper,  and  the  two  are  maintained  apart  by  means  of  short  stays  pass- 
ing through  the  water  space.  The  sides  of  the  inner  shell  are  tapered 
upwards  to  facilitate  the  disengaging  of  the  steam  from  the  surface, 
the  water  space  therefore  being  an  inch  or  more  in  width  at  the  upper 
than  at  the  lower  portion. 

Fire  Brick. — Fire  bricks  of  various  shapes  are  employed  for  the  permanent 
lining-  of  cupolas,  blast,  reverberatory,  and  other  furnaces.  Over  these 
is  a  lining  of  clay,  ganister,  or  other  highly  refractory  material.     ■ 

Fire  Briok  Arch. — A  curved  arch  set  at  an  angle  to  the  tube  plate  of  a 
locomotive  fire  box  in  order  to  deflect  the  flame  before  it  passes  into  the 
tubes.    See  Brick  Arch. 
J     Fire  Bridge.— See  Bridge. 

V  Fire  Clay. — Fire  clays  are  very  numerous,  but  they  consist  essentially  of 
silica,  alumina,  and  water  in  various  proportions.  They  are  found  in 
the  coal  measures  chiefly ;  Stourbridge,  in  Worcestershire,  being  espe- 
cially noted  for  its  clays,  and  from  them  are  manufactured  bricks  and 
crucibles  for  foundry  use. 

Fire  Door. — (1)  A  furnace  door.    (2)  The  door  of  a  steam  boiler  through 
which  the  fuel  and  firing  irons  are  introduced. 
/    Fire  Flues. — The  flues  of  Lancashire  and  Cornish  boilers.  Strictly  speak- 
ing, the  front  portions  of  those  flues  which  contain  the  grate  bars. 

Fire  Hardening.— See  Hardening. 

Fire  Hole. — The  door  of  a  furnace,  or  that  portion  of  the  grate  immedi- 
ately within  the  door  through  which  the  stoking  is  effected. 
7    Fire  Tube  Boiler. — A  multitubular  boiler  (q.v.)  as  distinguished  from  a 

water  tube,  or  sectional  boiler. 
J    Fire  Hole  Bing. — A  ring  of  wrought  iron  encircling  the  fire  hole  of  a 
locomotive  or  portable  boiler,  and  serving  to  unite  the  inner  and  outer 
fire  boxes. 
/     Firing. — (1)  The  application  to,  or  the  quickening  of  the  source  of  heat 
in  a  steam  boiler  is  termed  firing,  or  ' '  firing  up."    (2)  The  ignition  of 
a  charge  in  a  gas  engine.     (3)  A  wooden  brake  is  said  to  fire  when  the 
heat  of  friction  produces  sparks.     (4)  A  bearing  is  said  to  fire  when 
it  becomes  red-hot.     (5)  Oil  is  said  to  fire  when  it  spontaneously 
ignites. 
^     Firing  Chamber,  or  Lighting  Chamber. — The  small  cavity  or  chamber 
through  which  the  charge  of  a  gas  engine  is  ignited.    At  the  moment 
of  firing  it  is  shut  off  from  communication  with  the  outer  air. 

Firing  Hole. — The  door  in  the  side  of  a  reverberatory  furnace  through 
which  the  fuel  is  introduced  to  the  grate  area. 

Firing  Tools. — The  ordinary  tools  used  in  stoking.  See  Hook,  Bake, 
Shoe. 

Firmer  Tools. — The  ordinary  short  chisels  and  gouges  of  wood  workers, 
so  termed  in  order  to  distinguish  them  from  paring  tools  (q.v.). 

First  Motion. — A  term  of  general  application,  as  first  motion  shafts,  first 
motion  belts,  first  motion  wheel,  &c,  meaning  the  one  which  first 
receives,  and  then  communicates,  power  to  its  successors. 
-1  Fish-bellied. — Girders  and  ribs  are  said  to  be  bellied  (q.v.),  or  fish- 
bellied,  when  they  are  curved  underneath,  the  depth  of  curve  increas- 
ing towards  the  centre. 

Fish-bellied  Girder. — A  form  of  girder,  whose  under  side  forms  a  droop- 
ins;  curve,  the  girder  being  deeper  in  the  centre  than  at  the  ends. 
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fish-bellied  girders  are  usually  built  up  of  wrought-iron  plates  and 
angles,  and  require  no  trussing. 
"  Fish  Bolt. — A  bolt  employed  for  fastening  fish  pUtes  and  rails  together. 
•  Fish  Joint,  or  Fished  Joint. — A  joint  made  between  rails  through  the 
medium  of  fishplates  (q.v.). 

Fish  Oils.— Oils  used  for  lubrication,  embracing  sperm,  whale,  seal,  cod, 
&c.     See  Animal  Oils,  Oils,  &o. 
v   Fish  Plate. — A  plate  of  metal  covering  the  butt  joints  of  boilers,  rails, 
and  other  work.    Any  plate  covering  a  riveted  joint  is  called  a  fish 
plate. 

F.  I.  T. — Free  in  truck.  Engages  to  load  goods  in  railway  trucks  without 
extra  charge. 

Fitter,  or  Engine  Fitter. — A  working  engineer  whose  duties  consist  in  the 
fitting  together  of  machine  or  engine  parte,  after  the  preliminary  stages 
of  turning,  planing,  drilling,  &c,  have  been  accomplished. 
</~  Fitter's  Bench. — A  stout  wooden  bench,  to  which  is  attached  the  vice  or 
vices,  and  a  drawer  for  the  reception  of  tools.  The  bench  is  low 
enough  to  give  a  proper  working  height  to  the  vice  jaws. 

Fitting. — That  section  of  mechanical  engineering  devoted  to  the  bringing 
together  and  adjusting  of  the  different  portions  of  engines,  machines, 
&c,  after  they  have  left  the  hands  of  the  turners  and  machinists.  In 
a  limited  sense,  however,  the  working  up  and  finishing  of  the  smaller 
portions  of  metal  work  which  cannot  be  done  in  the  machines. 

Fittings. — Commonly  applied  to  the  essential  parts  or  adjuncts  of  an 
engine,  or  boiler,  or  machine.  Specially  applied  to  boiler  fittings 
(q.v.). 

Fitting  Shop. — The  shop  in  which  the  operations  of  fitting  are  carried  on. 
It  may  occupy  a  ground  floor,  or  an  upper  storey,  and  may  be  separate 
from  the  machine  and  erecting  shops,  or  combined  with  these  in  one 
building.  Its  chief  feature  consists  in  the  parallel  vices  bolted  to  long 
benches,  ranged  around  the  shop  against  the  windows,  each  fitter 
having  a  distinct  vice,  and  separate  drawer  in  which  are  kept  his  files 
and  necessary  small  tools.  Each  fitter  has  usually  a  small  surface  plate 
against  his  vice,  and  in  addition  there  are  large  plates  in  various  parte 
of  the  shop.  These,  and  a  few  light  wall  cranes,  and  one  or  more  light 
overhead  travellers,  nearly  complete  the  equipment  of  a  fitting  shop. 

Fix. — The  fettling  (q.v.)  of  a  furnace. 
^    Fixed  Centre. — A  centre  whose  position  is  localised  in  space,  in  opposi- 
tion to  a  movable  centre  (q.v.). 

Fixed  Crane. — A  crane  set  down  for  use  only  in  one  place,  in  opposition  to 
portable  cranes,or  those  which  are  constructed  to  travel. 
•J  Fixed  Cutters. — JPlane  iron  cutters  of  great  width  set  in  a  box,  or  shoe, 
and  used  for  facing,  planing,  and  match  boarding.  The  cutters  are 
fixed  in  the  bed  of  a  machine,  and  the  stuff  is  pushed  over  them  at  a 
rate  of  about  one  hundred  feet  per  minute. 

Fixed  Eccentric. — An  eccentric  sheave  fixed  upon  its  shaft,  the  move- 
ment for  forward  or  backward  gear  being  given  through  the  link  work. 
Fixed  eccentrics  have  mostly  superseded  the  old  adjustable  eccentric 
(q.v.). 

Fixed  Expansion. — That  expansion  which  is  constant,  being  due  only  to 
lap  on  the  valve. 
V  Fixed  Head. — The  head  or  tool  box  of  a  shaping  machine,  which  is 
attached  to  the  ram,  and  has  motion  only  in  the  direction  of  its  stroke* 

Fixed  Oils.— See  Oils. 
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Fixed  Pulley. — A  pulley  (q.y.)  whose  axis  is  fixed  in  space,  the  pulley 
revolving  thereon. 

s/     Flame  Box.— Sometimes  applied  to  that  portion  of  the  shell  of  a  steam 
boiler  which  contains  the  smoke  or  flame  tabes. 
,   Flame  Furnace. — A  reverberatory  furnace  (q.v.). 
Flame  Plates. — The  top  or  crown  plates  of  a  boiler  flue,  or  fire  box. 
These  being  exposed  to  the  action  of  the  flame  are  usually  of  Low  Moor 
(q.v.)  or  Bowling  (q.v.)  iron. 
Flaneh. — See  flange. 
v/  Flange. — A  rib,  or  offset  on  a  casting,  used  either  for  the  purpose  of  im- 
parting steadiness  of  base,  or  of  providing  for  bolt  attachments  through 
holes  cast  or  drilled  therein.    Cast-iron  flanges  are  also  bolted,  riveted, 
or  screwed  to  structures  of  wrought  iron.    Occasionally  spelt  flaneh. 
Flanged  Bend. — A  bend  pipe  furnished  with  a  flange  at  each  end. 
Flanged  Chuck.— A  face  plate  (q.v.). 
J  Flanged  Coupling. — The  ordinary  shaft  coupling  in  which  the  abutting 
shafts  are  keyed  into  the  bossed  portion  of  each  half  coupling,  and  bolts 
passing  through  the  flanges  maintain  the  two  halves  in  position.    Also 
called  face-plate  coupling, 
v     Flanged  Beam.-— A  rolled  beam.    See  Joists. 

Flanged  Girder.— A  flanged  beam  (q.v.). 
*    Flanged  Joint. — See  Flanged  Seam. 

v   Flanged  Hut. — A  nut  having  a  broad  flange  turned  solid  with  its  bottom 
face.    It  is  used  instead  of  employing  a  separate  washer,  its  purpose 
being  the  covering  over  of  holes  of  large  diameter. 
Flanged  Pipe. — A  steam  or  water  pipe,  which  is  provided  with  flanges  at 
the  ends  as  a  means  of  attachment  to  other  pipes  or  connections.    In 
oast-iron  pipes  the  flanges  are  a  part  of  the  casting.     In  wrought-iron 
pipes  they  are  separate  castings  screwed  over  the  pipe  ends  upon  their 
outside  diameters, 
t     Flanged  Beam. — A  seam  used  in  furnace  tubes,  by  which  the  tubes  are 
materially  strengthened,  and  compensation  made  for  their  endlong  ex- 
pansion. ^  It  may  consist  of  a  ring  of  T-iron  riveted  to  the  tube  plates 
on  each  side.  ^  Or  it  may  be  formed  by  the  riveting  of  a  ring,  arched  or 
corrugated,  with  a  single  oorrugation  in  the  section ;  the  flue  tubes  being 
attached  to  narrow  borders  or  flanges  spreading  out  from  the  base  of 
the  arch.    Or  it  may  be  an  Adamson's  flanged  seam,  in  which  the  ends 
of  the  flue  tubes  are  curved  or  dished  outwards,  and  riveted  together 
through  an  intermediate  ring.    The  first  form  allows  of  no  endlong  ex- 
pansion.   The  last  two  permit  of  free  expansion  longitudinally. 
Flanged  Socket. — A  very  short  pipe,  having  a  flange  at  one  end  and  a 
socket  at  the  other. 
v      Flanged  Spigot. — A  very  short  pipe,  having  a  flange  at  one  end  and  a 
spigot  at  the  other. 
Flanged  Wheel. — A  truck  or  trolly  wheel,  having  a  flange  or  flanges  at 
the  edges  to  keep  it  on  the  rails.    It  may  either  have  one  flange,  being 
then  a  single-flanged  wheel,  or  two  flanges,  or  a  double-flanged  wheel. 
s     Flange  Bail. — A  flat-bottomed  or  flat  rail,  as  distinguished  from  a  double- 
I       headed  rail. 

J    Flange  Washer  .—See  India-rubber  Washer. 

/  Flanging. — The  bending  over  of  the  edges  of  wrought-iron  and  steel 
plates  to  form  narrow  flanges  for  the  purpose  of  attachment  to  other 
plates,  either  bv  riveting  or  by  welding.  Flanging  is  mostly  done  hot, 
and  the  edge  is  beaten  over  by  wooden  mallets  or  iron  hammers,  or 
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where  a  quantity  of  similar  work  has   to  be  accomplished,  in  dies, 
screwed  down  or  squeezed  together  under  a  forging  press.    Flanging  is 
boiler-makers'  work. 
S  Flanging  Machine.  -A  machine  used  for  bending  over  the  flanged  por- 
tions of  boilers  and  other  built-up  structures  in  wrought  iron  and  steel. 
These  machines  are  actuated  by  steam  power,  or  by  hydraulic  pressure, 
and  the  laborious  operation  of  flanging  by  hand  is  saved  by  their  em- 
•      ployment. 
S  Flanks. — (1)  The  sides  of  wheel  teeth  lying  below  the  pitch  line.     (2)  The 
sides  of  an  arch. 

Flap  Valve. — A  hinged  valve,  circular  or  rectangular  in  outline,  and 
usually  made  of  leather,  stiffened  with  iron  or  brass  plates  riveted  in 
each  face.  Flap  valves  are  used  in  ordinary  lifting  pumps,  both  in  the 
piston  and  at  the  suction  end  of  the  barrel.  The  disc  valve  (q.v.)  of 
an  air  pump  may  be  considered  a  flap  valve  hinged  at  the  centre  and 
lifting  around  the  circumference. 
*  Flash  Flue. — The  flue  underneath  an  egg-end,   or  similar  externally 

fired  boiler. 
>/  Flashing  Point. — The  constant  temperature  at  which  an  oil  or  fat  bursts 
forth  into  flame.  A  good  oil  should  not  flash  below  500°  or  600°  F. 
Some  oils  flash  below  200°  F. 
/  Flask,  or  Moulding  Box. — The  frame  enclosing  the  founder's  work.  The 
box  receives  the  sand  in  which  the  pattern  is  rammed  up,  and  from 
which  it  is  withdrawn,  leaving  the  mould  ready  for  the  inflow  of  metal. 
Flasks  are  parted  into  two  or  more  horizontal  sections  to  enable  the 
moulder  not  only  to  withdraw  the  pattern,  but  to  clean  and  black  the 
faces  of  the  mould.  They  are  held  together  temporarily  while  the 
metal  is  being  poured,  by  pins  passing  through  lugs  cast  upon  their 
sides;  and  the  various  parts  are  secured  by  heavy  weights  or  by 
oottared  bolts.    See  Fastening  Down,  and  Weighting  Down. 

Flat  Bar  Iron. — Wrought  iron  of  rectangular  cross  section.    Its  sections 
range  from  1  in.  X  }  in.  upwards. 
4    Flat  Bit  Tongs. — Smith's  tongs  whose  jaws  are  flat  and  parallel. 
/    Flat-bottomed  Bail. — A  railway  rail  whose  base  is  spread  out  into  a 
broad  flat  flange  of  from  6  in.  to  6J  in.  wide,  to  be  spiked  directly  to 
the  sleepers,  or  to  be  wedged  into  chairs.    When  the  rail  is  solid 
throughout  it  is  termed  a  Vignoles  rail ;  when  it  is  arched  like  a  bridge 
and  hollow  underneath  it  is  termed  a  bridge  rail, 
v    Flat  File. — A  file  of  rectangular  section  whose  width  is  greater  than  its 

thickness.    It  is  either  a  tapered  or  a  parallel  file. 
>/  Flat  Gouge. — One  which  has  the  least  amount  of  curvature  given  to 
gouges,  the  amount  of  curvature  varying,  however,  with  the  width. 
See  Middle  Flat  Gouge,  Quick  Gouge. 

Flat  Iron. — See  Hat  Bar  Iron. 

Flat  Bammer. — A  flat-ended  iron  tool  used  in  foundries  for  ramming 
over  large  surfaces  of  sand.  It  is  furnished  with  a  stout  handle  of 
three  or  four  feet  in  length,  and  the  workman,  holding  this  in  front 
of  him,  with  both  hands  gives  repeated  blows  downwards  upon  the 
sand  bed,  finishing  the  surface  therewith. 

Flat  Bops. — See  Wire  Hope. 

Flats.— Flat  Bar  Iron  (q.v.). 

Flat  Sweep. — A  flat  sweep  or  curve  signifies  one  which  is  relatively  of 
less  curvature  than  others  with  which  it  may  be  compared. 

Flatter.— A  species  of  hammer  used  by  smiths.    It  is  like  a  set  hammer 
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(q.v.)  but  broader  on  the  face.  It  is  held  by  a  handle  upon  the  work 
and  struck  with  the  sledge.  Its  use  is  to  finish  over  broad  surfaces 
which  have  been  brought  to  size  by  the  sledge  and  set  hammer. 

Flaw. — A  crack  or  incipient  fracture  in  a  casting  or  forging.  Flaws  are 
often  difficult  to  detect  by  inspection  alone,  but  their  presence  is 
usually  found  by  ringing  with  a  hammer,  as  sound  metal  always  has  a 
sonorous  ring. 

Flax. — Used  for  steam  packing  (q.v.). 
y  Flesh  Side. — The  rough  side  of  a  leather  belt. 

Flexible  Ball  Coupling. — See  Flexible  Coupling. 

Flexible  Coupling. — The  flexible  ball  coupling  consists  of  two  discs 
attached  to  the  shaft  ends,  and  hollowed  on  their  faces  to  embrace  a 
ball  placed  beween  the  two.  Projecting  jaws  on  the  faces  of  each 
coupling  also  fit  loosely  into  corresponding  recesses  on  the  opposite  disc 
face  and  drive  the  shafts.  The  coupling  faces  are  retained  in  contact 
by  means  of  screw  bolts  passing  loosely  through  them,  and  rendered 
flexible  endways  by  elastic  washers  under  their  nuts.  The  coupling 
with  its  shafts  is  therefore  perfectly  free  to  turn  through  moderate 
angles  around  the  ball  as  an  axis. 

Flexible  Crank  Shaft. — A  crank  shaft  in  which  the  strains  due  to  the 
rigidity  of  an  unyielding  mass  compelled  to  revolve  under  conditions 
of  strain  due  to  the  want  of  alignment  of  its  bearings,  are  reduced  and 
minimised  by  the  introduction  of  flexible  joints  in  its  length.  The 
joints  consist  of  a  modification  of  the  flexible  ball  coupling,  but  a  bush 
and  ring  plate,  convex  and  concave,  are  introduced  instead  into  the 
crank  web,  and  so  form  a  flexible  pivot  or  centre  around  which  the 
straight  shafts  may  rotate  through  a  small  angle. 
J  Flexible  Hose. — Piping  made  either  of  india-rubber  or  leather,  and  used 
for  the  conveyance  of  liquids  where  metal  pipes  would  be  unsuitable  by 
reason  of  their  rigidity. 

Flexure. — See  Bending. 
s/     Flitch. — A  plate  of  metal  or  of  wood  bolted  to  an  otherwise  weak  and 

unstayed  beam  or  structure  in  order  to  strengthen  and  support  it. 
s.      Flitch  Beam. — A  combination  beam  in  which  outer  timbers  enclose  a 
central  joist  of  rolled  iron,  screw  bolts  passing  through  the  whole  to 
bolt  the  members  together. 
J    Flitch  Plate. — A  broad  thinplate  or  rolled  bar  used  in  building  up  flitch 
beams  and  plated  work.    The  width  may  range  from  6  to  24  inches. 

Float. — A  buoy  which  is  used  to  indicate  the  height  of  the  water,  either  in 
tanks  or  boilers.  In  ordinary  cold-water  tanks  it  consists  of  a  disc,  or 
block  of  light  wood,  attached  by  a  piece  of  jack  chain,  running  over  a 
pulley,  to  an  indicator  set  in  a  convenient  position  for  observation.  In 
steam  boilers  it  is  made  cf  some  heavier  substance,  as  stone  or  iron, 
which  is  unaffected  by  the  liquid,  and  which  is  rendered  buoyant  by 
the  attachment  of  a  counterpoise  on  the  outside,  the  counterpoise  being 
so  proportioned  in  reference  to  the  specific  gravity  of  the  float  as  to 
render  it  as  susceptible  to  the  variations  in  water  level  as  a  float  of 
wood. 

Float  Boards. — (1)  The  rectangular  boards  attached  to  the  arms  of  a 
paddle  wheel  (q.v.).  (2)  The  boards  which  receive  the  impulse  of  the 
water  in  an  undershot  wheel  (q.v. J. 

Float  Cut. — This  signifies  a  file  having  single  lines  of  cutting  teeth  only, 
as  distinguished  from  double-cut  files,  or  those  with  crossing  rows  of 
teeth. 
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v  Float  Gang*.— A  water  gauge,  where  the  height  of  water  in  a  steam 
boiler  ifl  registered  bv  means  of  a  float  (^. v.). 
Floating. — When  the  lever  of  a  weigh -bridge  or  of  a  testing  maohine  is 
in  equal  balance  it  is  said  to  be  floating. 
,/    Floating  Derrick. — A  derrick  crane  placed  on  board  a  floating  hull  for 
transferring  goods  to  and  from  vessels,  independently  of  proper  wharf 
and  dock  accommodation. 
*•    Floating  Kill  Wheel. — A  water  wheel,  having  its  bearings  in  a  boat 
moored  in  the  stream  of  a  rapidly  flowing  river,  which  turns  the  wheel 
and  performs  work  for  which  it  is  suitable. 
s/  Flogging  Chisel. — A  chipping  chisel  of  large  size,  which  is  struck  with 
a  light  sledge,  one  man  holding  the  ohisel  while  another  strikes.    It  is 
a  tool  which  is  now  seldom  used. 
^   Floor. — The  sand  bed  of  a  foundry  is  termed  the  floor,  and  the  work  is 
said  to  lie  on  the  floor,  the  men  kneel  on  the  floor,  patterns  are  bedded 
in  the  floor,  &o. 
Floor  Plates.— Foot  plates. 
V    Floor  Best. — In  large  pattern-makers'  lathes,  used  for  wheels  and  similar 
work  of  large  diameter,  a  rest  is  provided,  which  is  carried  on  a  heavy 
standard,  resting  upon  the  floor.    The  pattern-maker  then  has  more 
control  over  the  work  than  with  the  ordinary  bed  rest. 
Flour  of  Sulphur. — Used  frequently  mixed  with  sal  ammoniao  and  iron 
borings,  for  the  making  of  rust  joints.   Its  presence  in  large  quantities 
makes  the  cement  more  slowly  setting. 
***  Flow  Gate. — A  term  sometimes  applied  to  a  riser  (q.v.). 

Flowing  Metals. — Metals  of  the  ductile  class  which  yield  to,  and  change 
their  form,  under  impact,  or  tensile  or  compressive  strain.  Wrought 
iron,  mild  steel,  lead,  copper  are  the  flowing  metals  regarded  from  the 
point  of  view  of  an  engineer. 
4  Flue. — The  flues  of  boilers  are  those  parts  which  carry  off  the  smoke 
and  waste  gases,  and  produce  the  draught  necessary  for  combustion. 
Cornish  boilers  have  one,  Lancashire  boilers  two  internal  flues ;  besides 
which  Oiey  are  embedded  in  brickwork,  through  which  external  flues 
are  constructed  to  produce  what  is  called  a  split  draught  (q.v.),  the 
draught  being  capable  of  regulation  by  means  of  dampers.  (See  also 
Wheel  Draught.)  The  copper  tubes  of  a  locomotive,  or  portable  boiler, 
and  the  short  stack  answer  to  the  flues  of  ordinary  boners,  while  the 
action  of  the  blast  pipe  compensates  for  the  shortness  of  the  tubes. 
^  Flue  Bridge. — A  bridge  of  brick  enclosing  a  hollow  frame  of  oast  iron, 
which  passes  transversely  across  a  reverberatory  furnace  between  the 
hearth  and  the  stack. 
J    Flue  Plates. — The  ends  of  a  horizontal  boiler  to  which  the  flues  are 

fastened,  or  the  fire-box  crowns  (q.v.)  of  vertical  boilers. 
^  Flue  Surface. — The  area  of  the  flues  of  a  boiler,  as  distinguished  from 
the  grate  surface ;  being  exposed  to  the  action  of  hot  gases,  though 
not  to  actual  flame. 
Flue  Tube. — A  furnace  tube  (q.v.). 
Fluffy. — Timber  is  said  to  be  fluffy  when  the  sawdust  is  stringy,  and 

moist  or  greasy  instead  of  granular  and  sharp. 
Fluid. — A  body  or  substance  which  yields  to  any  pressure  imposed  upon 
it  from  without,  and  therefore  cannot  sustain  a  longitudinal  pressure 
in  any  direction  without  receiving  corresponding  lateral  support.  In 
fluids  at  rest  the  pressure  is  therefore  equal  in  all  directions.  Fluids 
are  either  liquids  or  gases. 
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J   Fluid  CompreMed  SteeL— See  Compressed  SteeL 

Fluidity. — The  various  brands  of  cast  iron  possesses  different  degrees  uf 
fluidity  when  melted.  No.  1  Scotch  is  the  most  fluid  of  all,  and  is 
therefore  used  for  thin,  finely  marked  and  ornamental  work.  It  is  also 
mixed  with  stronger  brands  to  increase  their  flowing  properties. 
White  iron  runs  thick  and  pasty.  Metal  can  be  rendered  less  fluid,  as 
is  sometimes  desirable,  by  allowing  it  to  cool  in  the  ladle  previous  to 
casting.  As  a  general  rule  the  metal  is  run  hot  and  fluid  for  thin  cast- 
ings, oool  and  thick  for  heavy  ones. 

Fluid  Pressure. — Pressure  is  transmitted  by  fluids  in  all  directions  alike  ; 
the  transmitted  pressure  is  equal  in  all  directions,  and  it  is  directly 
proportional  to  the  area  of  the  surfaces. 
J     Flume. — A  channel  conducting  the  water  to  a  water  wheel. 

Fluor  Spar. — A  compound  of  fluorine  and  calcium,  used  in  some  metal- 
lurgical operations  as  a  flux.  Its  fluorine  combines  with  silicon,  form- 
ing fluoride  of  silicon,  while  the  calcium  enters  into  combination  with 
oxygen  to  form  lime,  which  again  combines  with  silica  to  form  a 
silicate  of  lime,  and  is  then  able  to  form  a  flux  with  the  clay  and  oxide 
of  ironpresent  in  the  furnace. 
-J     Flush. — Parts  are  said  to  be  flush  or  fair  when  their  surfaces  are  on  the 

same  level. 
V    Flush  Bolt. — A  bolt  whose  head  is  let  into  a  oountersunk  hole  so  that 
its  top  face  stands  level  with  the  face  of  the  plate  into  which  it  is  sunk. 

Flushing  Charge. — A  charge  of  air  or  water  swept  through  the  com- 
bustion chambers  of  gas  engines  to  remove  the  residual  gases  or  products 
of  combustion.  Sometimes  a  displacerpiston  is  employed  instead. 
J  Flush  Topped. — A  term  applied  to  the  firebox  casing  of  a  locomotive 
boiler  when  it  forms  a  continuous  line  with  the  boiler  casing  instead  of 
being  shouldered  upward. 
J  Fluted  Beamer. — A  reamer  fluted  longitudinally,  to  out  at  its  sides,  to  dis- 
languish  it  from  a  rose  reamer  or  broach  (q.v.). 

Flutes.— Grooves,  semicircular  in  section,  which  are  cast  in  ornamental 
columns. 
J  Flux. — The  substance  thrown  into  a  smelting  or  a  melting  furnace  for 
the  purpose  of  combining  with  those  infusible  and  other  matters  which 
require  to  be  separated  from  the  metal,  and  which  alone  could  not  be 
rendered  fluid  at  the  temperature  of  furnaces.  The  flux  most  widely 
used  is  limestone  in  some  one  of  its  forms,  though  with  some  highly 
calcareous  ores  a  clayey  flux  is  added, 
v  Fly. — (1)  The  loaded  lever  which  actuates  the  screw  of  a  fly  press.  (2) 
Cast  iron  is  said  to  fly  when  it  breaks  through  unequal  contraction  due 
to  bad  proportioning,  producing  internal  stresses,  or  to  the  effects  of 
oold  or  of  heat  acting  upon  it,  or  to  both  in  combination. 
j  Fly  Cutters.— Cutters  set  in  a  cutter  block  or  chuck  held  in  a  lathe  or  in 
a  facing  and  chamfering  machine,  and  used  for  shaping  the  ends  of 
metal  rods  presented  thereto.  The  cutting  edges  are  set  in  a  diagonal 
direction,  sloping  towards  the  centre.  Also  applied  in  general  to  any 
revolving  cutters  which  are  used  for  shaping  definite  sections,  as  those  of 
wheel  teeth,  beads,  and  other  irregular  farms  whose  sections  are  uniform. 

Fly  Hut.— See  Winer  Nut. 
j      Fly  Press. — A  punching  machine  employed  generally  for  stamping  out 
any  thin  works  in  metal,  and  for  punohing  and  gulleting  out  saw  teeth. 
The  punch  is  actuated  by  a  vertical  screw  and  lever,  tne  lever  being 
weighted  with  heavy  balls  to  impart  due  momentum. 
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y  Fly  Wheel. — A  heavy  wheel  used  in  machinery  where  reeiprooal  motion 
is  converted  into  motion  of  a  circular  kind.  The  fly  wheel,  by  absorb- 
ing some  of  the  vis  viva  of  the  machine,  carries  the  disc  or  crank  over 
dead  centres,  and  also  maintains  uniformity  of  motion  by  alternately 
absorbing  and  giving  out  work.  Fly  wheels  are  used  with  engines, 
pumps,  reciprocating  or  frame  saws,  jigger  saws,  &o. 

^    Foam  Cock. — A  scum  cook  (q.v.}. 

^    Foam  Collector. — A  scum  trough  (q.v.). 

,     Foaming. — Priming  (q.v.). 

F.O.B. — Free  on  board.    An  engagement  to  deliver  goods  on  board  ship 

without  extra  charge. 
Foci. — The  centres  from  which  the  end  curves  of  elliptical  figures  are 
struck.    They  are  set  in  the  transverse  axis  (q.v.). 

^  Follower. — A  wheel  which  is  driven  by  another  wheel.    See  Driver, 
Driven. 

*  Following  Edge. — That  ed^e  of  the  blade  of  a  screw  propeller  which 
leaves  the  water  behind  it,  as  distinguished  from  the  leading  edge 

y  Following  Joints. — The  rings  of  which  cylindrical  boilers  are  built,  being 
lap  jointed,  fit  one  within  the  other.  Instead,  therefore,  of  being 
parallel  cylinders,  they  are  necessarily  frustra  of  cones,  and  as  the 
joints  all  lap  in  one  direction,  they  are  termed  following  joints. 
«/  Following  Steady. — A  steady  (q.v.)  which  is  attached  to  the  back  of  the 
side  rest  of  a  lathe,  and  which  embraces  the  work  behind  or  after  the 
tool  and  follows  it  along  with  the  rest.  See  Back  Steady  Best. 
y/    Foot. — (1)  A  base  or  flange  which  sustains  a  casting  or  structure.     (2)  A 

oommon  standard  of  measurement. 
J    Foot  Board. — See  Treadle. 

Foot  Brake. — A  brake  which  is  applied  or  released  by  means  of  a  lever 
actuated  by  the  pressure  of  the  foot. 
J  Foot  Bridge. — An  arched  bridge  which  carries  a  footstep  bearing. 

Foot  Drill. — A  light  drilling  machine  driven  by  a  treadle  (q.v.). 
v    Foot  Lathe. — A  light  lathe  of  from  three  to  six  inch  centres,  driven  from 
a  treadle  and  crank  actuated  by  the  foot.    Foot  lathes  are  seldom 
employed  in  engineers'  shops,  and  then  only  for  special  classes  of  work, 
models,  <fcc. 
</     Foot  Lever. — A  lever  worked  by  the  pressure  of  the  foot  alone.    Foot 
levers,  as  a  rule,  are  provided  with  a  balance  or  counterweight  to  throw 
back  the  lever  automatically  when  the  pressure  of  the  foot  is  with- 
drawn, and  the  part  on  which  the  foot  presses  is  flattened  out  and 
roughed  up  to  prevent  slipping. 
v    Foot  Pound. — A  unit  of  work  used  in  calculations,  signifying  one  pound 

lifted  one  foot  high.    See  Units. 
y  Foot  Step,  or  Footstep  Bearing. — A  bearing  closed  at  its  bottom  end, 
to  sustain  the  end  thrust  of  a  vertical  shaft  or  spindle.    It  is,  therefore, 
a  bearing  socket,  called  also  a  step,  and  toe  step.   Footstep  bearings  are 
sometimes  made  adjustable  by  placing  the  beuing  in  the  centre  of  a 
ring  casting  provided  with  a  bridge  carrying  a  set-screw  below  and 
four  set-screws  around  the  ring.    By  slackening  and  tightening  the 
set-screws,  the  bearing  is  adjusted  both  sideways  and  vertically. 
Footstep  Bearing. — See  Footstep. 
Foot  Ton. — A  unit  used  in  calculation,  signifying  one  ton  lifted  one  foot 

high.    See  Units. 
Foot  Valve. — The  lowermost  valve  in  a  pump. 
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F.O.B. — Free  on  rail.    Signifies  the  placing  of  goods  on  the  railway  with 
out  extra  charge. 

F.O.T. — Free  on  truck.    The  same  as  F.I.T.  (q.v.). 
*     Force. — The  power  or  cause  which  impresses  or  tends  to  impress  motion 
on  matter. 

Forced  Draught. — Forced  draught  is  used  on  steamers,  with  or  without  the 
employment  of  the  closed  stokehold  (q.v.).  The  latter,  however,  permits 
of  a  better  and  equable  regulation  of  the  forced  draught,  which  is  then 
compelled  to  pass  into  the  furnaces.  The  draught  is  fed  by  a  fan  or 
fans,  and  the  pressure  is  equal  to  about  1}  in.  of  water.  The  advantage 
of  the  adoption  of  forced  draught  is  that  large  ventilating  pipes  on 
deck  can  be  reduced  greatly  in  size,  and  the  supply  of  air  be  rendered 
nearly  uniform  under  all  conditions  of  weather  ana  wind. 

Force  de  Cheval. — See  Cheval  Vapeur. 

Force,  Moment  of. — The  moment  of  a  force  is  the  product  of  the  force 
into  the  perpendicular  distance  of  its  direction  from  a  given  point.  The 
moment  represents  its  effect  or  leverage  on  a  body  moving  about  the 
given  point. 
v  Force  Pump. — A  pump  in  which  the  water  is  lifted  by  the  force  due 
to  atmospheric  pressure  acting  against  a  vacuum,  but  in  which  it  is 
expelled  again  by  a  plunger  ram  instead  of  by  a  bucket.  The  back- 
ward motion  or  withdrawal  of  the  plunger  in  its  cylinder  produces  a 
vacuum  into  which  the  water  rushes  ;  then,  by  the  forward  motion  of 
the  plunger,  the  aperture  through  which  the  water  entered  is  closed  by 
a  foot  valve  (q.v.),  and  the  water  is  forced  out  through  an  upper  or 
delivery  valve.  Also  termed  a  plunger  pump. 
/  Fore  Carriage. — The  framing  or  bogie  which  carries  the  two  front  wheels 
of  a  portable  engine. 

Fore  Gear  Eccentric. — See  Forward  Eccentric. 
^     Forehearth. — That  portion  of  the  hearth  of  a  blast  furnace  which  lies  to 
the  front  of  the  hearth  proper,  beneath  the  tymp  arch  and  behind  the 
dam  plate. 

Foreman. — The  individual  who  has  charge  of  a  department  of  work.  In 
engineering  factories  there  are  foremen  of  pattern-makers,  moulders, 
fitters,  turners,  erectors,  smiths,  boiler-makers,  carpenters,  and  la- 
bourers. A  working  foreman  is  one  who  divides  his  time  between 
supervision  and  manual  labour,  and  is  therefore  little  more  than  a 
leading  hand.  Foremen  are  alwayB  recruited  from  the  ranks. 
'  Fore  Plane. — A  plane  intermediate  in  size  between  a  jack  and  a  smoothing 
plane. 

Fore  Plate. — A  plate  extending  in  front  of  the  bottom  roughing  and 
finishing  rolls  used  in  puddling,  to  receive  the  shingled  bloom  from  the 
bogie  on  which  it  is  brought  to  the  rolls. 
'  Fonre. — (1}  The  structure  upon  which  a  smith's  fire  is  built,  consisting; 
of  heartn,  tuyere,  chimney,  bonnet,  water  and  coal  troughs.  Forges 
are  either  fixed  or  portable,  and  are  either  made  wholly  of  iron,  or  of 
iron  and  brick  combined.  (2)  Also  applied  to  the  mill  where  the  rolling 
of  puddling  bar  is  carried  on. 

Forgeability. — The  capacity  of  a  metal  for  being  drawn  down  and 
worked  into  a  definite  shape  on  the  anvil.    See  Bed  Short,  Gold  Short. 

Forge  Crane. — Similar  in  type  to  a  foundry  crane  (q.v.). 

Forged  Scrap. — The  odds  and  ends  of  wrought-iron  scrap  in  a  smithy 
are  commonly  reheated  and  balled  up  under  the  steam  hammer  into 
slabs  for  use.    This  is  economical  not  only  because  of  the  saving  in 
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material  and  the  superior  quality  of  the  scrap  over  new  ban,  but  also 
because  the  men  are  able  to  make  it  a  stock  job  during  times  of  tempo- 
rary slackness  of  orders, 
forged  Work. — Work  in  wrought  or  malleable  iron,  as  distinguished 

from  founder's  or  oast  work. 
Forge  Fire.— (1)  A  smith's  fire.    (2)  A  puddling  furnace  (q.v.). 
Forge  Pigs. — Pig*  of  iron  most  suitable  for  puddling  purposes,  consisting 
of  the  white  irons  in  which  the  carbon  is  entirely  in  the  combined 
condition. 
S    Forge  Bolls. — The  train  of  rolls  by  which  slabs  and  blooms  are  converted 

into  puddled  bars. 
V     Forge  Scale. — The  flakes  of  black  oxide  of  iron  which  form  rapidly  on 
malleable  iron  exposed  at  a  red  heat  to  the  action  of  the  air.    It  is 
*  called  forged  scale  because  it  accumulates  at  the  smith's  forge,  being 

struck  off  on  the  anvil. 
S    Forge  Test. — A  bending  test  applied  to  plates  of  wrought  iron  and  steel. 
The  plates  are  bent  both  hot  and  cold,  and  also  with  and  across  the 
grain ;  and  the  angles  to  which  they  are  to  be  bent  in  each  case  with- 
out fracture  are  mentioned  in  the  specification  relating  thereto.    Plates 
of  Lowmoor  and  Bowling  iron  are  often  excepted  from  forge  tests,  their 
brands  being  sufficient  guarantee  of  their  quality.    A  good  boiler  plate 
of  any  thickness  should  bend  hot  with  the  grain  to  an  angle  of  125° 
without  fracture,  and  across  the  grain  to  an  angle  of  100  .    If  bent 
cold,  a  J  in.  plate  should  bend  to  35°  with  the  grain,  and  16°  across. 
v/     Forge  Train. — The  series  of  puddle  rolls  employed  for  rolling  out  shingled 
,  bloom  after  it  leaves  the  steam  hammer.    The  rolls  are  grooved  in 

,  diminishing  series,  and  their  action  is  reversed  when  two  rolls  only  are 

r  employed,  or  the  driving  power  is  in  one  direction,  when  three  nigh 

1  rolls  are  used.    Termed  puddling-rolls,  as  distinguished  from  mill- 

rolls  (q.v.). 
Forging. — (1)  The  art  of  making  forged,  or  smith's  work.    (2)  The  work 
prodused  by  the  smith. 
</     Forging  Machine. — A  machine  in  which  an  upper  row  of  stamps,  ham- 
mers, or  dies  is  actuated  by  eocentrics  upon  a  single  power-driven 
shaft.     Fixed  dies  are  set  below,  corresponding  with  those  on  the 
upper  row,  and  between  these  work  is  swaged  into   shape.    The 
dies  and  stamps  can  be  changed  at  pleasure.    Sometimes  called  a  bolt 
machine. 
Gorging  Frew. — (See  Hydraulic  Forging  Press  J    The  advantages  of  a 
forging-press  over  a  steam  hammer  are,  that  Doing  lower  it  permits  of 
the  use  of  overhead  travelling  cranes,  is  less  likely  to  break  down,  its 
'  action  being  quiet,  and  is  therefore  less  expensively  kept  in  working 

order. 
Fork.-— See  Strap  Fork. 
Fork  Chuck. — gee  Prong  Chuck. 
^      Forked  Connecting-Bod. — A  connecting-rod  having  a  forked  end  (q.v.), 
so  that  the  cross  head  is  enclosed  by  it,  instead  of  being  itself  enclosea, 
as  in  the  solid-ended  form. 
"      Forked  End. — The  end  of  a  lever,  or  of  a  connecting-rod,  is  forked  when 
it  bifurcates  or  divides  into  arms,  in  order  to  receive  the  end  of  another 
lever  or  rod  within  its  bifurcation,  the  two  being  connected  with  a 
joint  pin  (<!•▼•)• 
J     Forked  Strap. — The  oleft  end  of  a  pump-rod,  which  embraces  the  end  of 
l  a  wooden  rod  or  spear. 
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Formation  Level. — The  level  of  the  tops  of  the  embankments  and  bottoms 
of  the  cuttings  of  a  railway  upon  which  the  ballast  is  laid. 
-/  Former,  or  Copy. — The  templet  used  for  the  catting  of  wheel  teeth,  and 
other  works  in  copying  machines. 

Formula. — An  arithmetical  or  algebraical  assemblage  of  figures,  letters, 
signs,  and  symbols,  arranged  in  a  conventional  manner,  by  means  of 
which,  processes  of  "calculation  are  obvious  by  simple  inspection  without 
verbal  explanation. 

Forward  Eccentric. — The  eccentric  which  opens  the  slide  valve  to  steam 
when  the  engine  is  to  run  forward.  Sometimes  called  fore-gear 
eccentric. 
J  Forward  Gear. — An  engine  is  said  to  be  in  forward  gear  when  the  eccen- 
trics, slot  links,  and  levers  axe  arranged  for  the  running  forward  of  the 
engine. 

Fouling.— H)  The  incrustation  of  steam  boilers,  and  steam  and  water- 
pipes  with  scale.  (2)  The  interference  of  machine  or  structural  parts 
generally  with  each  other,  hindering  their  action ;  being  due  to  errors 
in  design  or  in  construction. 
/  Foundation  Bolts. — Bolts  employed  for  holding  or  screwing  down  base 
plates,  beds,  steps,  machines,  cranes,  engines,  pumps,  and  similar  work 
to  the  foundations  in  which  they  are  to  be  held.  Also  termed  hold-down 
bolts. 
/  Foundation  Cylinder. — (1)  The  foundations  of  fixed  cranes  (q.v.)  are  often 
laid  in  concrete,  where  the  natural  soil  is  not  sufficiently  rocky  to  sus- 
tain the  upward  pull.  The  concrete  is  sometimes  enclosed  in  a  cylinder 
of  cast  iron  sunk  in  the  ground,  and  termed  a  foundation  cylinder.  (2) 
Foundation  cylinders  are  used  for  sinking  into  the  beds  of  rivers  for  the 
support  of  bridge  piers.  They  are  made  in  cast  iron,  having  internal 
flanges  for  bolting  together.  Their  length  is  about  equal  to  their  dia- 
meters, which  may  measure  four,  six,  or  eight  feet. 

Foundation  Bing. — A  foundation  cylinder  (q.v.). 

Foundations. — See  Machine  Foundations. 

Founding.— See  Moulding. 

Foundry. — The  shed  or  workshop  in  which  the  operations  of  moulding  and 
casting  are  carried  on.  It  is  usually  confined  to  a  ground  floor  covered 
to  a  depth  of  about  two  feet  with  sand,  and  furnished  with  cranes, 
boxes,  sand  bins,  the  necessary  tools,  drying  stoves,  and  cupolas; 
the  latter  being  without  the  building,  but  having  their  tap  holes  open- 
ing within  the  walL  Brass  foundries  are  smaller,  and  their  appli- 
ances are  lighter  in  character,  and  the  furnaoes  are  within  the  build- 
ing. 

Foundry  Crane. — A  crane  employed  in  foundries  for  lifting  about  mould- 
ing boxes,  ladles  of  metal,  cores,  &c.  The  framework  is  of  timber  or 
wrought  iron.  The  jib  stands  horizontally,  and  carries  a  block  carriage, 
the  post  makes  a  right  angle  with  the  jib,  and  takes  the  gearing  whose 
shafts  revolve  in  cast-iron  cheeks  bolted  thereto,  and  the  thrust  beam 
makes  an  angle  of  about  45°  with  the  post  and  jib.  Large  foundry 
cranes  are  centred  at  top  and  bottom  in  shoes  or  steps  in  which  they 
also  swivel,  and  stand  in  the  centre  of  the  shop.  Small  cranes  are 
attached  to  the  foundry  walls.  'For  the  lightest  class  of  work  small 
cranes  are  made  without  footsteps,  being  simply  hinged  to  the  wall  in 
order  to  leave  the  floor  space  clear  for  work.  In  large  foundries,  over- 
head travelling  cranes  are  superseding  the  old  fixed  cranes. 
J   Foundry  Ladle.— See  Ladle. 
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Foundry  Mould. — See  Mould,  Moulding,  and  details  under  their  head- 

/     inge. 
^  Foundry  Pig. — Foundry  pigs  are  those  suitable  only  for  making  castings, 

being  grey  or  mottled,  as  distinguished  from  forge  pig  (q.v.). 
Foundry  Fit. — A  large  and  deep  pit  sunk  in  a  foundry  floor,  and  lined 
with  oast-iron  plates,  or  bricks.  Used  for  the  reception  of  moulds 
which  have  to  be  placed  on  end  for  the  purpose  of  sound  casting.  Foun- 
dry pits  are  either  sand  pits,  or  open  pits.  Open  pits  are  simply 
circular  flat-bottomed  excavations  in  the  foundry  floor  for  the  recep- 
tion of  moulds  which  require  no  support,  beyond  that  afforded  by  the 
flasks ;  and  which,  haying  no  sand  rammed  around  them,  are  called 
open.  They  are  used  merely  for  the  convenience  of  keeping  the  pour- 
ing gate  low  enough  down  to  receive  the  molten  metal  poured  from  the 
crane.  The  walls  of  pits  are  built  of  stone,  brick,  or  iron.  Sand  pits 
are  so  termed  because  the  mould  is  of  so  weak  a  character  as  to  require 
the  support  of  sand  rammed  around  in  the  space  between  it  and  the 
walls  of  the  pit.    All  pits  must  be  quite  dry. 

Foundry  Sand. — The  material  into  which  molten  metal  is  run  in  order  to 
impart  the  definite  outlines  required  in  castings.  Sand  is  used  in  pre- 
ference to  other  substances  because  its  refractory  nature  resists  the 
destructive  influence  of  metal  at  high  temperatures,  because  its  porosity 
permits  of  the  free  escape  of  the  gases  generated  in  casting,  and  because 
of  its  compact  and  adhesive  nature  by  virtue  of  which  it  can  not 
only  be  moulded  into  any  shape,  but  is  also  able  to  resist  great  liquid 
pressure.  The  more  silica  present  in  the  sand,  the  greater  its  suitability 
for  foundry  purposes;  alumina  and  magnesia  should  also  be  present  in 
small  quantity.  The  sands  employed  in  moulding  are  those  from  the 
coal  measures  and  the  new  red  sandstone,  also  from  the  greensand  and 
chalk.  The  sands  are  named  according  to  the  localities  in  which  they 
are  found,  as  London,  Belfast,  Falkirk,  Worcester,  Cheshire;  or  red 
yellow,  green,  according  to  their  colours.  Foundry  sand  is  always 
rammed  damp,  though  sometimes  dried,  before  the  pouringof  the  metal. 
See  also  Green  Sand,  Dry  Sand,  Gore  Sand,  Goal  Dust,  Facing  Sand, 
Parting  Sand,  Silica,  &o. 

Foundry  Stove. — See  Drying  Stove. 
v    Four-Cutter  Machine.— -Machines  for  planing  wood,  having  four  sets  of 
cutters,  one  top,  one  bottom,  and  one  on  each  side,  for  planing  all 
four  faces  of  the  stuff  at  once. 

Four-Cylinder  Engines.— Compound  engines  in  which  two  cylinders  are 
high  and  two  low  pressure. 
y    Four-Way  Cook. — A  oook  having  four  branches. 

Fozey. — Timber  is  said  to  be  f oxey  when  there  is  an  excessive  proportion 
of  green  sapwood  present  in  it. 

Fraction. — A  part  of  anything.  A  vulgar  fraction  is  represented  by  two 
numbers,  one  placed  over  the  other,  the  one  above  the  line  being  the 
numerator,  the  one  below  the  denominator.  A  proper  fraction  is  one 
whose  numerator  is  less  than  its  denominator,  an  improper  fraction  one 
whose  numerator  is  greater  than  its  denominator.  A  mixed  number  con- 
tains integer  and  fraction  combined.  A  decimal  fraction  is  one  whose 
denominator  is  done  away  with,  a  dot,  the  decimal  point,  being  placed 
before  the  numerator,  and  placing  a  figure  to  the  right  of  the  dot  makes 
the  fraction  a  tenth  of  what  it  was  before.  The  denominator  is  always, 
therefore,  10,  100,  1,000,  or  some  other  power  of  ten. 

Fractional  Pitches.— The  pitches  of  screw  threads  which  are  not  aliquot 
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parts  of  the  inch?  and  therefore  not  direotly  divisible  by,  or  into,  the 
pitch  of  the  leading  screw  in  the  length  of  one  inch.  To  obtain  the 
change  wheels  for  cutting  these  screws  it  is  necessary  to  multiply  the 
integer  and  the  number  which  represents  the  pitch  of  the  leading 
screw  by  the  denominator  of  the  fraction,  thus :  Supposing  it  were 
required  to  cut  a  screw  of  6£  threads  per  inch  with  a  leading  screw  of  4 

threads  to  the  inch,  we  have  -jX  <  =  rr  and  deduce  the  change 
wheels  (q.v.)  then  in  the  ordinary  way ;  as,  for  instance,  by  factors 

1  ft  A  V  A  40  V  Ad 

«.  =  „  *  „  =  -_Cl— -,  and  thence  get  wheels  in  an  ordinary  train 

40  yc  20 
which  are  not  equals  -^        ■ ,  and  these  will  out  the  fractional  pitch. 
^        60  x  25'  ^ 

J    Frame  Saw. — See  Bow  Saw,  Deal  Frame. 

J   Training. — The  skeleton  of  a  locomotive  which  sustains  the   boiler, 

machinery,  and  axles.    It  is  a  plate  framing,  when  plates  of  sheet  iron 

are  used  in  its  construction,  a  bar  framing  when  iron  bars  are  employed. 

The  latter  type  is  seldom  used  in  England,  but  it  is  the  American  practice. 

Free  Burning  Coal. — Non-caking  or  but  slightly  caking  coals.  Anthra- 
cite is  difficult  to  burn,  but  the  anthracitio  and  the  semi-bituminous 
coals  burn  easily.  • 

Free  En<L — In  a  cantilever  the  end  which  is  not  fixed  is  alwayB  desig- 
nated the  free  end. 
^  Free  Piston  Gas  Engine. — A  form  of  gas  engine  in  which  the  piston  is 
driven  in  an  upward  direction  by  an  explosion  of  gas  and  air  in  a 
closed  cylinder  below.  As  the  pressure  of  the  gas  diminishes  with  its 
increase  of  volume,  the  piston  descends  by  the  weight  of  the  atmo- 
sphere pressing  upon  it.  This  is  known  as  Otto  and  Langen's  patent, 
but  has  mostly  fallen  into  disuse. 

Free  Sand. — Sand  used  in  the  making  of  foundry  cores  or  moulds.  Being 
free  or  open,  it  permits  of  the  escape  of  the  gases,  and  requires  little 
Tenting. 

Freesing  Point. — The  temperature  at  which  water  passes  into  the  solid 
state.  It  is  determined  by  placing  a  thermometer  in  a  vessel  con- 
taining pounded  ice  or  snow  well  moistened  with  water.  The  latent 
heat  (q.v.)  of  the  mixture  prevents  alteration  of  the  temperature  until 
the  ice  is  all  melted,  or  the  water  all  frozen.  It  corresponds  with 
32°  F.  or  0°  0.  . 

French  Curves. — Curves  or  sweeps  out  in  thin  near  wood.  They  are 
radial,  but  of  varying  sweeps,  blending  together,  and  are  used  for 
laying  on  drawings  in  order  to  obtain  curves  which  will  present  a 
graceful  appearance  without  the  trouble  of  drawing  them  by  hand. 
They  are  made  in  useful  sets  of  a  dozen  each. 

French  Horse-Power.— See  Choral  Vapour. 

Fretting. — The  abrasion  of  the  edge  of  a  cutting  tool  in  the  process  of 
sharpening  on  an  oil-stone. 

Friction. — The  resistance  to  motion  which  is  set  up  when  two  rough 
surfaces  are  moved  one  over  the  other.  The  amount  of  friction  is  inde- 
pendent both  of  the  rate  of  motion  of  a  body  and  of  the  extent  of 
surf  aces  in  oontaci. 

Frictions!  Gearing. — See  Friction  Gearing. 

Friotional  Resistance. — In  a  general  sense,  the  resistance  of  surfaces  due 
to  friction.  Specially  applied  to  the  resistance  to  slipping  of  riveted 
joints  by  the  contraction  of  the  rivets. 
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^    Friction  Block. — A  brake  block  (q. v.)  or  any  block  of  wood,  the  frictional 

,        resistance  of  whose  surface  is  utilised  in  tie  arresting  of  motion. 
"    Friction  Brake. — See  Dynamometer,  Brake. 

Friction  Clutch. — A  friction  coupling  (a.y.). 

Friction,  Co-efficient  of. — This  minifies  the  ratio  between  tho  perpendicular 
pressure,  or  the  load,  and  the  friction  existing  between  surfaces  in  con- 
tact. Thus  the  friction  divided  by  the  load  gives  the  co-efficient,  and 
from  the  co-efficient  multiplied  by  the  load  the  friction  can  be  deduced. 
The  co-efficient  may  be  expressed  in  lbs.  per  ton  necessary  to  move 
a  load,  or  as  a  Tulg&r  fraction.  But  it  is  customary  to  employ 
decimal  numbers.  The  co-efficient  of  friction  is  denoted  by  the  Greek 
letter  p. 
v  Friction  Coupling.— Consists  essentially  of  discs  or  rings  of  wood,  or  metal, 
or  both  combined,  whose  surfaces  are  brought  into  close  contact  by 
screw  pressure.  The  commonest  existing  forms  are  bevelled ;  that  is, 
they  form  frustra  of  cones  fitting  one  to  the  other ;  sometimes  also  an 
internal  split  metallic  ring  is  pressed  outwards  by  a  lever  against  a  re- 
cess bored  in  an  encircling  plated  ring'. 
sy  Friction  Disc. — A  contrivance  similar  m  principle  to  cone  pear,  but  in 
which  frictional  surfaces  are  substituted  for  toothed  gearing.  A  pair 
of  revolving  discs,  and  furnished  with  a  limited  movement  also 
longitudinally  with  their  axes,  enclose  a  smooth  turned  wheel  whose 
axis  is  at  right  angles  therewith.  This  last  wheel  is  keyed  to  a  spindle 
but  receives  no  motion  save  through  the  disc  wheels,  and  then  only  when 
contact  is  made  by  moving  the  inner  face  of  one  or  the  other  disc  wheels 
into  contact  with  the  periphery  of  the  spindle  wheel.  Evidently  the 
shaft  of  the  disc  wheels  moving1  in  one  direction,  the  effect  of  bringing 
first  one  and  then  the  other  disc  into  contact  is  to  cause  the  driven 
wheel  and  spindle  to  rotate  in  opposite  directions.  This  form  of  gearing 
is  conveniently  used  for  reversing  the  motion  of  traversing  cranes. 
The  working  faces  of  the  discs  are  blocks  formed  of  alder  or  other  suit- 
,  able  wood  held  in  place  with  a  bevelled  retaining  ring. 
v  Friction  Gearing. — (1)  Gearing,  whose  driving  force  is  produced  by  the 
friction  only  of  the  peripheries  of  the  wheels.  The  driving  faces  are 
either  of  wood,  or  millboard,  or  leather.  This  gearing  is  seldom  used, 
being  unsuitable  for  the  transmission  of  much  power.  (2)  In  some 
forms  of  this  gearing  the  wheels  are  provided  with  turned  rings  and 
grooves  on  their  circumferences  which  are  the  counterparts  of  each 
other,  and  in  which,  therefore,  the  amount  of  bite  is  increased. 
^  Friction  Hoist. — A  light  hoist  driven  by  the  friction  of  the  smooth  turned 
surfaces  of  pulleys,  the  proportion  between  the  diameters  of  the  pulleys 
being  the  same  as  though  toothed  gearing  were  employed,  so  that  their 
velocity  ratios  still  depend  upon  their  relative  diameters. 

Friction  of  Motion. — The  power  required  to  keep  a  moving  body  in 
motion.    This  is  less  in  quantity  than  the  friction  of  repose  (q.v.V 

Friction  of  Repose. — Thepower  necessary  to  set  a  body  moving  from  a 
state  of  quiescence.  This  is  greater  in  quantity  than  the  friction  of 
motion  (q.v.). 

Friction  Ring. — A  loose  elastic  metallic  ring  used  in  some  forms  of 
friction  clutches.  It  is  divided  in  one  portion  of  its  circumference  and 
pressed  outwards  against  a  female  portion  by  means  of  a  lever. 

Friction  Boilers,  or  Friction  Wheels.— Small  rollers  which  revolve  in 
bearings,  and  sustain  an  axle  in  the  depression  formed  by  the  contiguity 
of  the  upper  portion  of  their  peripheries.     They  are  used  for  light 
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running  machinery,  as  the  crank  axles  of  lathes.    In  these  there  is  no 
sliding  friction  (q.v.). 

Friction  Strap  Brake. — See  Strap  Brake. 

Friction  Wheel. — Any  wheel  which  drives  or  is  driven  by  friction,  as 
when  contact  only  takes  place  between  smooth  or  grooved  surfaces 
without  the  intervention  ox  teeth. 

Front  Top  Bake.— See  Top  Bake. 

Frosting. — Ornamental  scraping  performed  far  the  sake  of  good  appear- 
ance only,  by  a  series  of  light  flniJiiTig'  cuts  performed  at  different 
crossing  angles  to  reflect  the  light  at  those  angles.  It  is  done  either 
with  a  scrape,  or  with  a  bit  of  oil-stone,  and  is  performed  on  most  light 
machines  and  engine  parts  exposed  to  view.  It  is  so  slight  in  amount 
that  it  does  not  affect  the  trutib.  of  the  surface  in  the  least  degree  after 
the  scraping  proper  is  completed. 

Frustrum. — The  solid  included  between  two  transverse  sections  of  a  cone 
or  wedge,  or  parabolic  figure ;  the  sections  being  taken  at  different 
heights. 

Fuels. — Fuels  play  an  important  part  in  engineering  processes,  both  in 
the  first  smelting  of  the  metal  and  in  subsequent  remeltings,  puddling, 
the  heating  of  steam  boilers,  Ac.  Fuels  are  solid,  as  coal,  coke,  and 
charcoal,  or  liquid,  or  gaseous,  or  patent  fuels. 

Fulcrum. — The  point  on  which  a  lever  turns. 
'</  Fulcrum  Plate. — In  an  ordinary-  lift  pump  worked  by  hand  and  attached 
to  a  back  board,  the  metal  plate  which  receives  the  stud  about  which 
the  handle  moves  is  called  the  fulcrum  plate. 
v/  Full. — (1)  A  workshop  term  which  signifies  that  a  dimension  is  slightly 
larger  than  it  should  be,  but  to  so  slight  an  extent  that  it  is  to  be 
detected  by  calipers  rattier  than  by  rule  measurement.  (2)  The  full  of 
an  eocentrio  is  the  portion  of  the  sheave  which  is  situated  at  the 
greatest  distance  from  the  crank  shaft  upon  which  it  is  fixed. 

Full  Bore.— See  Full  Waterway. 

Fullering. — The  process  of  forming  grooves  in  smith's  work,  both  as 
simple  grooves  merely,  and  as  a  series  of  grooves  for  flattening  out  a 
surface.  Also  a  mode  of  caulking  adopted  for  boiler  plates,  which, 
however,  differs  from  caulking  proper  in  that  the  whole  of  the  edge 
of  the  plate  is  hammered  or  burred  over  instead  of  a  portion  of  the  edge 
only.  Fullering  is  less  likely  to  groove  the  face  of  tne  adjoining  plate 
than  the  ordinary  caulking. 

Fullering  TooL— A  round-faced  smith's  tool  used  for  fullering.  See  Top 
Fuller,  Bottom  Fuller. 

Full  Gate. — When  the  governor  or  regulator  of  a  turbine  is  opened  to  its 
full  extent  so  that  the  whole  width  of  the  vanes  is  utilised  for  the 
reception  of  the  water,  and  the  turbine  works  to  its  limit  of  efficiency, 
it  is  said  to  be  at  full  gate. 
j  Full  Gear. — In  an  engine  furnished  with  reversing  gear  when  the  die 
blocks  are  at  either  of  the  extreme  ends  of  the  slot  links,  so  that  the 
valves  are  set  in  their  extreme  positions  for  forward  or  backward 
running,  the  engine  is  said  to  be  in  full  gear.  If  worked  in  any  other 
position  of  the  die  blocks  excepting  mid-gear  (q.v.),  the  position  is  de- 
noted by  the  fractional  portion  of  the  cut  off,  as  J,  f ,  },  $-,  &o. 

Full  Shrouding. — See  Shrouding. 

Full  Siie. — A  term  used  to  distinguish  drawings  made  to  the  actual  size  of 
the  work  which  they  represent,  from  those  made  to  a  smaller  scale. 
The  term  full  size  is  usually  written  on  the  sheet. 


MECHANICAL  ENGINEERING.  155 

Full  Thread. — A  screw  thread  which  is  oat  clean  and  sharply  to  its 
proper  depth,  instead  of  being  merely  scratched  into  a  fractional  depth 
only. 

Toll  Waterway,  or  Full  Bore,  or  Full  Way. — A  waterway  is  said  to  be 
full  when  the  area  of  the  opening  given  in  the  valve  or  plug,  as  the  case 
maybe,  is  equal  in  extent  to  the  area  of  the  suction  bore. 

Full  Way.— See  Full  Waterway. 

Fully  Divided  Scale. — A  scale  (q.v. )  used  for  drawing  purposes  on  which 
all  the  primary  divisions  are  subdivided.    See  Open  Divided  Scale. 

Fundamental  Circle,  or  Base  Circle. — A  curve  which  is  rolled  over  by  a 
generating  circle  in  the  production  of  cycloidal  curves,  used  in  the 
striking  of  wheel  teeth. 

Funnel. — The  furnace  chimney  of  a  marine  engine,  built  of  sheet  iron 
plate  riveted  together.  Its  area  bears  a  definite  proportion  to  the  engine 
power. 
/  Furnace. — A  general  term  which  may  signify  any  structure  in  which 
metal  is  melted,  refined,  or  remelted.  (See  Air,  Blast,  Beverberatory, 
Brass,  Steel,  Puddling  Furnaces,  Ac.,  and  Cupola.)  Also  an  engine  or 
other  fire. 

Furnace  Ban.— See  Fire  Bars. 

Furnace  Orate.— See  Grate. 

Furnace  Hoist. — A  light  hoist  used  for  elevating  the  metal,  fuel,  and 
limestone  to  the  platform  of  a  cupola  or  melting  furnace. 

Furnace  lining. — A  coating  of  refractory  material  used  as  a  pro- 
tection between  the  casing  of  a  furnace  and  the  intense  heat  of  the 
fuel.  Hie  linings  vary  with  the  classes  of  furnaces.  Cupolas  arerelined 
with  fire  day  or  sand  at  every  lighting  of  the  fire.  Blast  furnaces  are 
lined  with  a  refractory  fire  clay ;  converter  bottoms  are  lined  with 
ganister,  or  with  magnesian  limestone,  the  lining  being  removed  at 
every  few  heats,  or  from  about  five  to  ten.  The  lining  burns  away 
.  most  rapidly  round  the  tuyeres  (q.v.).    See  Fettling,  Tuyeres. 

Furnace  Shell. — The  shell  (q.v.)  of  the  furnace,  or  fire  box,  of  a  steam 
boiler. 

Furnaoe  Tube. — The  tube  within  which  the  fuel  is  enclosed  in  an  internally 
fired  boiler  (qjr.) . 

Furring  Up. — The  partial  closing  of  steam  or  water  pipes  by  the  deposi- 
tion of  solid  matters  which  were  previously  held  in  suspension  in  the 
steam  or  water. 

Furrowing. — See  Grooving. 

Fusibility. — The  readiness  with  which  metals  pass  from  the  solid  into  the 
liquid  condition. 

Fusible  Alloy. — An  alloy  so  compounded  as  to  melt  at  a  definite  and  low 
temperature.    See  Fusible  Plug. 

Fusible  Plug. — A  plug  composed  of  soft  and  easily  melted  metal  or  alloy 
inserted  in  a  brass  casing  which  is  screwed  into  the  furnace  crown  of  a 
steam  boiler,  and  which  melts  when  the  water  level  falls  as  low  as  that 
of  the  crown,  and  so  allows  of  the  escaping  water  and  steam  to  ex- 
tinguish the  fire  and  to  give  timely  notice  of  the  shortness  of  water.  It 
melts  at  a  low  red  heat. 

Fusing  Point — The  temperature  at  which  a  metal  or  an  alloy  melts; 
potassium  comes  lowest,  platinum  highest  in  the  scale. 
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G. 

G. — In  mechanical  and  mathematical  calculations  G  stands  for  the  force  of 
gravity  (q.v.)  at  any  particular  latitude.  It  may  be  defined  as  a  number 
expressing  the  velocity  produced  in  a  falling  body  in  unit  of  time,  or  a 
number  expressing  twice  the  distance  through  which  a  body  falls  in 
unit  of  time ;  or  a  number  expressing  the  weight  of  the  unit  of  mass 
in  absolute  measure. 

Gab. — A  hook,  or  open  notch,  in  a  rod  or  lever,  which  drops  over  a 
spindle,  and  forms  a  temporary  connection  between  valve  or  other 
motions. 

Gable. — The  outer  ends  of  the  cranked  portion  of  a  crank  shaft.  Dressing 
this  down  square  is  termed  cutting  the  gttble. 

Gab  Lever. — Generally  any  lever  which  is  connected  up  by  means  of  a 
gab.  Specifically  the  lever  which  forms  the  connection  between  the 
slide  valve  spindle  and  the  eccentric  rod  in  some  forms  of  marine 
engine  valve. 

Gage. — See  Gauge. 

Gager. — See  Gaggers. 

Gaggers,  or  Gagers. — Short  conical  or  pyramidal  projections,  cast  upon 
core  plates  and  the  plates  for  loam  moulds,  to  assist  the  adhesion  of  the 
loam.    The  term  is  sometimes  applied  also  to  lifters  (q.v.). 

Gain. — Although  no  machine,  actual  or  ideal,  can  give  out  more  work 
than  is  actually  put  into  it,  yet  it  is  customary  when  speaking  of 
mechanical  exchanges  to  use  the  term  gain,  or  mechanical  gain,  when 
one  form  of  energy  is  exchanged  for  another. 

Galena. — The  most  important  ore  of  lead.  It  is  a  sulphide,  that  is,  a 
compound,'  of  lead  with  sulphur — Fb  S,  containing  eighty-six  and  a 
half  per  cent,  of  lead.  It  occurs  in  veins,  has  a  metallic  lustre,  and 
a  dark  colour,  and  is  very  heavy.  Sp.  gr.  7*6.  It  is  found  abundantly 
in  various  parts  of  England,  Scotland,  Spain,  Saxony,  and  the  United 
States.  Argentiferous  galena  is  an  ore  from  which  silver  can  be 
profitably  extracted,  though  it  may  contain  but  two  parts  of  silver  in 
the  thousand. 

Galloway  Boiler. — A  horizontal,  internally  fired  boiler,  which  is  a 
modification  of  the  Lancashire  boiler.  The  two  flues  pass  at  their  hinder 
end  into  a  broad  single  flue  containing  a  number  of  Galloway  tubes 
(q.v.)  arranged  in  a  vertical  manner,  which  absorb  the  heat  from  the 
flues,  and  so  increase  the  efficiency  of  the  boiler.  The  hinder  flue  in 
boilers  of  more  recent  construction  has  its  upper  and  lower  curved 
faces  struck  from  a  common  centre.  The  Galloway  tubes  may  number 
thirty  or  more,  according  to  the  size  of  boiler. 

Galloway  Tubes. — Water  tubes  of  a  conical  form  longitudinally,  circular 
in  cross  section,  and  flanged  outwards  at  the  ends ;  placed  across  the 
tubes  of  Lancashire  and  Cornish  boilers  to  increase  the  circulation  and 
the  heating  surface,  and  also  as  a  secondary  consideration,  to  assist  in 
staying  the  tubes. 

Galvanio  Action. — The  action  upon  one  another  of  electro-positive  and 
electro-negative  metals,  causing  wasting  away  of  the  positive  metal. 
It  is  particularly  noticeable  where  iron  and  copper,  or  zinc  and  copper, 
or  brass  and  iron,  are  in  contact  in  the  presence  of  acidulated  water. 

Galvanised   Iron. — Iron,  which  after   naving   undergone   preliminary 
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oleansing,  has  been  dipped  in  a  bath  of  molten  zinc.  The  process  hat 
nothing  to  do  with  galvanic  action. 

Galvanising. — The  coating  of  iron  with  a  film  of  molten  zinc. 

Gamboge. — The  yellow  colour  used  to  indicate  brass  and  gun  metal  on 
drawings. 

Gang  Saws. — A  number  of  saws  arranged  in  parallel  positions  in  a  swing' 
frame  (q.v.).  Used  for  sawing  logs,  or  balks  of  timber,  into  planks  ana 
boards.  * 

Gangue. — Is  a  term  applied  to  the  earthy  matter  of  iron  and  other  ores. 
It  consists  chiefly  of  clay. 

Ganister. — A  refractory  material  used  for  the  lining  of  Bessemer 
converters  (q.v.),  and  of  steel  moulds.  It  consists  of  a  highly  siliceous 
material  cemented  with  fire  clay ;  the  silica  equalling  about  ninety, 
percent. 

Gantry. — The  trussed  beams,  or  the  girders,  as  the  case  may  be,  which 
carry  the  crab,  or  crane,  in  overhead  travelling  cranes. 

Gantry  Crane. — An  overhead  travelling  crane  carried  on  a  gantry  (q.v.). 

Gap  Bed. — A  lathe  bed  having  a  portion  recessed  out  in  front  ox  and 
below  the  headstock,  to  receive  work  larger  in  diameter  than  the  height 
of  the  lathe  centres,  under  ordinary  conditions,  will  allow  of.  The 
bed  is  strengthened  correspondingly  below  the  gap.  The  gap,  when  not 
in  use,  is  filled  up  with  a  gap  bridge  (q.v.) 

Gap  Bridge. — The  piece  of  casting  or  the  bridge  which  closes  up  the  gap 
of  the  bed  of  a  Lathe,  when  not  required  for  use. 

Gap  Lathe. — A  lathe  provided  with  a  gap  bed  (q.v.). 

Gat. — A  fluid  (q.v.)  which  possesses  the  property  of  indefinite  expan- 
sion in  all  directions,  so  that  it  immediately  fills  any  vessel  into  which  it 
is  introduced  (see  Liquid,  Boyle  and  Marriott — law  of).  A  perfect  gas 
is  one  which  expands  at  a  uniform  rate  with  uniform  increase  in 
temperature.  Saturated  vapours  do  not  absolutely  fulfil  the  conditions 
of  perfect  gases. 

Gas  Coke. — The  soft  coke  which  results  from  the  dry  distillation  of  coal 
in  gas  works.  It  is  too  friable  for  use  in  cupola  furnaces,  but  owing  to 
its  cheapness  it  is  employed  in  the  drying  stoves  in  foundries. 

Gas  Engine. — A  general  term  denoting  any  motor  which  is  actuated  by 
the  explosive  force  generated  by  the  compression  and  subsequent 
ignition  of  gaseous  compounds.  Commonly,  coal  gas  and  air  are 
employed,  but  various  hydrocarbons  have  also  been  made  use  of.  In 
gas  engines  the  extremes  of  temperature  are  greater  than  in  steam 
engines,  hence  under  suitable  working  conditions  the  greater  should  be 
the  duty  obtainable  from  them. 

Gaseous  FneL — See  Producer  Gas. 

Gaseous  Mixture. — The  charge  (q.v.)  of  a  gas  engine. 

Gaseous  Steam. — Superheated  steam  (q.v.). 

Gas  Furnace. — SeeApp. 

Gasket. — Plaited  rope  well  greased  with  tallow,  and  used  for  the  packing 
of  stuffing  boxes  and  pistons  in  engine  and  pump  work. 

Gas  Plyers. — Two-jawed  tongs,  usually  having  two  sizes  of  serrated  or 
grooved  circular  holes,  for  the  holding  or  gripping  of  gas  pipe  which 
is  being  manipulated, 

Gas  Ports. — The  inlet  passages  by  which  the  gas  obtains  access  to  the 
cylinder  of  a  gas  engine. 

Gas  Produoer. — A  gas-making  furnace  in  which  coal  gas  is  obtained  by 
the  distillation  of  fuel  for  the  special  purpose  of  heating  ingot  and 
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other  furnaces.    The  gas  is  mixed  with  air  before  being  burnt.    See 

Producer  Gas. 
Gas  Pump. — A  small  force  pnmp  used  in  some  gas  engines  for  forcing  gas 

into  the  combustion  chamber. 
Gas  Regenerator. — The  regenerator  (q.v.)  through  which  producer  gas 

passes  on  its  way  to  the  furnace  hearth,  in  a  reheating  or  a  steel-melting 

furnace.    It  is  smaller  than  the  corresponding  air  regenerator. 
Gas  Slide. — The  slide  valve  of  a  gas  engine,  by  means  of  which  the  access 

of  gas  to  the  combustion  chambers  is  regulated. 
Gas  Stocks  and  Dies. — Taps  and  dies  made  specially  for  cutting  gas 

threads,  being  of  a  finer  pitch  than  engineers'  stocks  and  dies. 
Gas  Tap. — See  Gas  Stocks  and  Dies. 
Gas  Thread. — A  screw  thread  of  fine  pitch,  employed  for  wrought  iron 

and  brass  tubes. 
Gas  Tongs.— See  Pipe  Tongs. 
Gas  Tubing. — See  Wrought-iron  Pipe. 
Gate.— (1)  The  orifice  by  which  molten  metal  is  poured  into  a  mould. 

(2)  The  annular  opening  through  which  the  water  passes  into  the  vanes 
of  a  turbine  (q.v.). 

Gauge. — (1)  The  distance  between  the  inner  edge  of  rails  or  tramways, 
or  permanent  way .  It  ranges  from  18  inches  to  7  feet.  (2)  A  term 
applied  to  a  multitude  of  measuring  tools.  (See  Cutting,  Cylindrical, 
Marking,  Mortice,  Pressure,  Screw,  Vacuum,   and   Wire   Gauges.) 

(3)  Mixed  gauge  refers  to  the  laying  down  of  two  lines  of  rails — a  broad 
and  a  narrow  gau^e— side  by  side.  The  instrument  by  which  the 
distance  between  rails  is  measured,  is  termed  a  gauge.  It  is  a  bar  of 
iron  having  two  offsets  at  right  angles  to  the  bar,  the  distance  between 
the  offsets,  which  lies  between  the  rails,  giving  the  gauge. 

Gauge  Cooks. — The  cocks  attached  to  the  upper  and  lower  portions  of  the 
water  gauge  upon  a  boiler,  and  which  are  opened  periodically  to  test 
the  freedom  or  otherwise  of  the  water  passage  from  obstruction. 

Gauge  Glass. — A  stout,  well-annealed  glass  tube,  attached  to  the  front  of 
an  engine  boiler  to  indicate  the  height  or  level  of  the  water  within. 
Unions  above  and  below,  with  oock  attachments,  connect  the  glass  tube 
with  the  steam  and  water  spaces  respectively,  and  allow  of  either  con- 
nection being  shut  off  in  case  of  a  glass  becoming  broken. 

Gauge  Plate. — An  adjustable  plate  fixed  to  shearing,  cropping,  and  cut- 
ting-off  machines,  for  insuring  the  uniform  length  of  short  pieces  of 
bar  or  plate  which  are  to  be  cut  off  in  large  numbers. 

Gauge  Sod. — A  rod  of  iron  from  J  in.  to  J  in.  in  diameter,  and  used  for 
measuring  the  internal  diameters  of  portions  of  work  in  cases  where 
great  accuracy  is  essential.  Thus,  when  internally  fired  cylindrical 
steam  boilers  are  being  subjected  to  the  hydraulio  test,  it  is  usual  to 
gauge  the  internal  diameters  of  the  flue  in  various  portions  of  the  cir- 
cumference, to  ascertain  if  there  be  any  material  distortion,  or  tendency 
to  assume  an  oval  shape  under  pressure.  Also,  when  shafts  have  to  be 
turned  to  fit  the  eyes  ox  wheels  or  pulleys,  or  pistons  have  to  be  turned  to  fit 
engine  cylinders,  the  pulleys,  wheels,  or  cylinders  being  away  from  the 
workshop,  gauge-rods  are  filed  to  fit  the  bores  exactly,  and  the  Bhafts  or 
pistons  turned  to  the  lengths  of  the  rods.  The  ends  of  the  rods  are  filed 
off  tapered,  or  nearly  to  a  point,  to  afford  a  very  narrow  point  of  con- 
tact only. 

Gear. — A  term  of  very  general  application,  signifying  arrangements  of 
toothed  wheels,  valve  motions,  pump  work,  ropes,  lining  tackle,  &c. 
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Gear  Cutters. — Gutters  of  hardened  steel  formed  on  the  edge  of  a  circular 
disc  whose  section  is  that  of  the  tooth  spaces  which  they  are  intended 
to  cut.  Sometimes  a  single  cutter  is  set  in  a  revolving  block.  See 
"Milling  Wheels. 

Gear  Cutting. — The  formation  of  the  teeth  of  wheels  by  means  of  revolving 
cutters. 

Geared  Brace. — See  Geared  Hand  Drill. 

Geared  Chuck. — A  form  of  universal  chuck  (q.v.). 

Geared  Engine. — An  engine  in  which  gearing  is  interposed  between  the 
crank  shaft  and  the  first-motion  shafting,  either  for  the  purpose  of 
increasing  power  and  diminishing  speed,  or  the  reverse. 

Geared  Fly  wheel. — A  fly  wheel  furnished  with  teeth  on  its  periphery. 
Used  with  Corliss  and  other  engines. 

Geared  Hand-Drill,  or  Geared  Brill,  or  Geared  Brace. — A  form  of  drill- 
stock  held  against  the  breast,  but  in  which  the  drill  is  revolved  by  a 
pair  of  bevel-wheels  worked  by  hand. 

Geared  Headstoek. — A  headstock  provided  with  back  gear  (q.v.). 

Geared  Ladle.— A  safety  ladle  (q.v.). 

Geared  Pump. — A  pump  which  is  driven  by  an  engine  through  the  medium 
of  gearing,  usually  with  a  reduction  of  speed. 

Gearing. — This  has  the  same  general  meaning  as  gear  (q.v.),  but  is  more 
properly  applied  to  gear-wheels  (q.v.).  Gearing,  or  to  gear  a  wheel, 
also  signifies  the  driving  in  and  working  of  the  wooden  cogs  of  mortice 
wheels. 

Gearing  Chain. — See  Fitch  Chain. 

Gearing  Down. — Signifies  the  reduction  of  speed  from  a  prime  mover  to 
the  mechanism  which  it  actuates,  by  the  intervention  of  gear  wheels, 
with,  of  course,  an  accompanying  gain  in  power. 

Gear  Wheel. — Any  form  of  toothed  wheel,  as  distinguished  from  running 
wheels,  pulleys,  fly  wheels,  friction  wheels,  &o. 

Geat— A  gate  (q.v.). 

Gedge's  Metal— Awh  metal  (q.v.). 

General  Drawing. — A  complete  drawing  of  an  engine  or  machine,  111 
which  many  matters  of  detail  may  be  omitted  but  in  which  the  main 
outlines  of  its  construction  are  apparent. 

General  Joiner. — A  combination  machine  used  in  wood-working.  It  is 
furnished  with  saws  and  cutters  for  sawing,  planing,  tenoning,  mould- 
ing, boring,  grooving,  and  all  the  ordinary  operations  of  the  workshop. 

Generating  Circle. — The  circle,  which  rolling  upon  a  fundamental  circle 
(q.v.),  generates,  by  means  of  a  point  in  its  circumference,  a  oyoloidal 
curve.    Used  in  the  striking  out  of  wheel  teeth. 

Generating  Surface. — Heating  surface  (q.v.)* 

Geometrical  Mean. — The  geometrical  mean  of  two  numbers  is  obtained  by 
multiplying  the  two  numbers  together  and  extracting  the  square  root 
of  the  product. 

Geometrical  Progression, — See  Progression. 

Gib. — The  fixed  portion  of  the  gib  and  cottar  arrangement,  in  which  the 
bearing  is  kept  in  place  by  a  loose  strap  end.  The  gib  is  the  portion 
provided  with  hook  ends,  whose  function  is  to  prevent  the  straps  from 
spreading  or  opening  out.    See  Cottar. 

Gib  and  Cottar.— See  Cottar,  Gib. 

Gibbet. — The  triangular  framework  of  a  crane,  consisting  of  post,  jib, 
and  strut. 

Gib-Headed  Key.— A  key  haying  a  set-off  standing  at  right  angles  with 
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the  thicker  end,  for  convenience  of  drawing  it  back  in  situations  where 
the  use  of  a  drift  is  not  practicable. 

Giftard's  Injector. — See  Injector. 

Oimbal  Joint. — A  Hooke's  joint.    See  Universal  Joint. 

Gimlet. — A  boring"  tool  which  prepares  the  way  for  the  entrance  of  wood 
screws.  Its  point  is  that  of  a  taper  screw  and  its  body  that  of  a  cylin- 
der having  a  spiral  groove,  hence  called  a  twist  gimlet ;  or  a  hollowed, 
nearly  semi-cylindrical  shell,  called  therefore  a  shell  gimlet. 

Gimp  Nail. — A  gimp  pin.  A  small,  round-headed  upholsterers'  nail,  useful 
to  pattern-makers  for  fastening  pattern  letters  to  name-plates  (q.v.). 

Gin. — A  rude  portable,  yet  effective,  hoisting  machine,  the  well-known 
tripod  form,  from  whose  apex  the  pulleys  and  gin-block  (q.v.)  for  lift- 
ing are  suspended  for  working  heavy  tackle.  A  barrel  and  winch  are 
fixed  between  the  two  legs  which  form  the  shears. 

Gin  Block. — A  single-sheave  pulley  of  a  hollow-rim  section,  having  its 
bearings  in  a  skeleton  frame  suspended  from  a  hook.  A  rope  is  passed 
over  the  pulley,  one  end  of  which  is  held  by  a  man,  the  load  being 
attached  to  the  end  opposite.  There  is  thus  no  gain  in  power  but  only 
an  alteration  in  the  direction  of  motion.  Called  also  whip-gins,  rub- 
bish pulleys,  monkey  wheels. 

Gin  Pulley. — The  pulley  of  a  gin  block  (q.v.). 

Girder. — A  beam,  usually  of  timber  or  of  cast  or  wrought  iron,  used  for 
supporting  a  superstructure.  Girders  are  of  various  sections,  the  com- 
moner ^form,  when  in  oast  iron,  having  a  section  like  the  letter  I,  in 
which,  however,  the  bottom  flange  where  the  metal  is  in  tension  is 
much  wider  than  the  ^op.  In  wrought  iron,  the  Warren,  or  trussed 
girder,  is  that  usually  employed.  Girders  act  as  levers  in  which,  the 
cross  sections  being  the  same,  their  strength  is  in  inverse  proportion 
to  their  length,  but  the  conditions  of  strength  vary  with  the  mode  in 
whioh  the  load  is  distributed,  and  with  the  way  in  which  the  ends  of 
the  beams  are  fixed.  (See  Beams,  Relative  Strength  of.)  Girders  are 
understood  to  be  subject  to  transverse  or  bending  strains  only. 

Girder  Stays,  or  Roofing  Stays. — Used  to  stiffen  the  fire-box  roofs  of 
locomotive  and  portable  boilers.  Two  plates  of  wrought  iron  are  riveted 
together  at  a  little  distance  apart,  distance  pieces  being  interposed  to 
allow  of  the  passage  of  bolts  between,  and  then  plaoed  edgeways  across 
the  fire-box  roof.  From  these,  bolts  provided  with  clip-washers  depend, 
and  are  fastened  inside  the  fire  box.  There  will  be  several  such  stays 
on  the  roof,  at  a  pitch,  or  distance  apart,  of  about  4  in.  Formerly  a 
thicker  solid  plate,  pierced  with  holes  for  the  bolts,  was  employed,  but 
is  superseded  by  the  lighter  built-up  girder.  Girder  stays  rest  on  the 
fire  box  only  near  the  ends,  so  that  there  is  a  hollow  water  space  of 
about  1  in.  in  depth  underneath  them,  which  permits  of  circulation  and 
prevents  the  accumulation  of  deposit  and  burning  of  the  fire-box  crown. 

Girt. — The  circumference  of  round  timber. 

Girth. — The  circumferential  measurement  of  a  rope  is  termed  the  girth. 

Git. — A  gate  (q.v.). 

Give. — A  joint,  riveted  or  otherwise,  is  said  to  give,  when  it  slips,  or 
slides,  or  breaks  away. 

Gland. — The  small  casting  which  closes  the  mouth  of  the  stoning  box  in 
engines  and  pumps,  and  receives  the  wear  of  the  piston  rod.  When 
the  rod  is  in  place  the  screwing  down  of  the  gland  presses  the  packing 
close  around  the  rod,  and  prevents  leakage  of  steam  or  of  water. 

Gland  Bolt. — A  stud  bolt  (see  Stud)  whioh  has  a  bearing  collar  or  flange 
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turned  upon  it.  It  is  screwed  down  until  the  lower  shoulder  of  the 
collar  bears  against  the  flange  or  face  of  the  stuffing  box.  Sometimes 
called  a  pillar  bolt. 

Gland  Cook. — A  plug  cock,  in  which  the  plug  is  packed  with  a  gland  oyer 
it.    These  are  superior  to  the  common  plug  cocks. 

Glass. — Broken  glass  is  sometimes  used  as  a  flux  for  hard  gun-metal* 

Glass  Barrel  Pump. — See  Acid  Pump. 

Glass  Gauge.— See  Gauge  Glass. 

Glass  Paper. — The  abrading  and  smoothing  material  used  by  wood  workers. 
It  is  made  from  crushed  bottle  glass,  sifted  to  assort  it  into  sizes ;  the 
powder  is  then  dusted  through  a  sieve  on  to  stout  paper,  one  of  whose 
surfaces  is  moistened  with  glue.  Formerly  sand  was  the  material  em- 
ployed, hence  the  term  sand-paper. 

Glass-papering  Machines. — Machines  for  glass-papering  the  surfaces  of 
wood-work.  They  consist,  in  one  form,  of  a  table  underneath  which 
revolves  a  cylinder  around  which  the  glass-paper  is  rolled,  and  which 
projects  just  above  the  surface  of  the  table  through  a  slit.  The  work 
in  being  slid  over  the  table  is  brought  into  contact  with  the  periphery  of 
the  cylinder.  In  the  other  form  the  glass-paper  is  attached  to  a  diso 
revolving  at  the  end  of  a  radial  movable  arm,  and  the  work  being  laid 
upon  a  table  underneath,  the  diso  is  brought  to  bear  upon  any  portion 
of  the  surface  where  it  may  be  required. 

Glass-paper  Bubber. — See  Rubber. 

Glased  Pig.— See  Blazed  Pig. 

Glazing. — The  filling  up  of  the  interstices  of  the  surface  of  a  grindstone 
or  emery-wheel  with  the  minute  abraded  particles  detached  in  grind- 
ing. The  surface  has  then  a  smooth  and  polished  appearance,  and 
ceases  to  cut  efficiently.  Glazing  arises  from  several  causes,  as  an  in- 
sufficient supply  of  water,  or  the  grinding  of  substances  for  which  the 
nature  of  the  stone  or  emery-wheel  is  unsuitable,  or  from  bringing  so 
broad  a  surface  to  be  ground  that  the  abraded  particles  are  imprisoned 
thereby,  and  forced  or  squeezed  between  the  rigid  particles  composing  . 
the  stone  or  wheel. 

Glenboig  Brick. — A  fire-brick  used  for  regenerative  furnaces. 

Globe  Valve. — A  valve  whose  casing  is  of  a  spherical  shape.  Sometimes 
called  diaphragm  valve,  because  an  annular  valve  seating  contained 
within  parts  the  chamber  into  two  portions.  The  term  globe  valve 
relates  only  to  its  outline ;  its  applications  are  numerous,  but  they  are 
chiefly  those  of  a  stop  or  regulating'  valve. 

Glue. — A  cement  for  wood  made  by  boiling  down  the  intestines  of  animals. 
Russian  glue  is  the  best.  It  is  prepared  for  use  by  boiling  with  water, 
the  glue  contained  in  an  inner  vessel,  being  surrounded  by  the  water 
contained  in  an  outer  vessel.  See  Marine  Glue,  Glue  Cement,  Hydraulic 
Glue.  >• 

Glue  Cement. — A  waterproof  cement  used  for  attaching  paper  labels  to 
castings  which  are  to  be  shipped  abroad.  It  is  composed  of  glue,  four 
parts,  boiled  oil  one  part,  oxide  of  iron  one  part.  The  whole  well 
boiled  and  mixed,  and  applied  while  hot. 

Glue  Heater. — A  tank,  or  water  bath,  containing  steam  and  hot  water,  by 
means  of  which  glue  is  heated  and  kept  warm  in  the  workshop. 

Gluing.— (I)  The  art  of  gluing  consists  in  making  a  good  jomtof  the 
surfaces  in  apposition,  then  after  the  application  of  the  glue  to  rub 
out  all  that  can  be  rubbed  out  by  moderate  pressure,  combined 
with  sliding  motion,  before  setting  the  joint.    (2)  The  sticking  of  oil 
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in  and  about  bearings,  due  to  its  oxidation  or  drying.  Also  termed 
gamming. 

Glue  Pot. — The  double  vessel  used  in  the  preparation  of  glue.  It  consists 
of  an  outer  pot  containing  the  boiling  water,  and  an  inner  one  contain- 
ing the  glue.  The  glue  is  thus  never  allowed  to  become  burnt,  which 
burning  would  impair  its  adhesive  properly. 

Glut. — A  gun-metal  block  haying  a  race  hollowed  out  to  fit  against  the 
bossed-up  end  of  the  valve-rod  in  a  knuckle  joint,  and  by  which  the 
wear  is  continually  being  taken  up,  the  glut  being  tightened  by  a  wedge 
and  screw,  or  by  a  cottar.    See  also  False  Key. 

Glutting. — The  choking-,  or  partial  stoppage,  of  engine  cylinders  and 
passages,  and  of  condenser  tubes,  with  a  carbonaceous  deposit  from 
inferior  oils  used  in  lubrication.  Animal  oils,  including  tallow, 
suet,  and  lard,  are  found  to  produce  both  glutting  and  corrosion,  the 
decomposition  of  the  fats  causing  the  formation  of  fatty  acids,  and  the 
deposition  of  carbon.  These  objections  do  not  apply  to  the  use  of 
mineral  oils. 

Glyoerine. — (1)  Glycerine  is  used  for  mixing  with  pipeclay  (q.v.)  in  making 
models  of  ornamental  castings,  when  it  is  desirable  that  the  clay  shall 
not  set  too  quickly.    (2)  Glyoerine  is  also  the  basis  in  lubricating  oils. 

Goliath  Crane. — A  crab  mounted  on  a  gantry,  which  gantry  is  attached 
to  end  standards  provided  with  flanged  driving  wheels,  so  that  the 
whole  structure  travels  bodily  upon  rails  laid  upon  sleepers ;  the  dif- 
ference between  a  goliath  and  a  traveller  therefore  is,  that  the  former 
travels  in  the  mass  while  the  latter  travels  only  to  the  limited  extent 
permitted  by  the  end  beams,  Goliaths,  like  travellers,  are  worked  both 
by  hand  ana  by  steam  power. 

Goose  Nook. — The  bent  rod  by  which  the  tap  hole  in  a  casting  ladle  is 
opened  and  closed. 

Gorge. — A  term  sometimes  applied  to  signify  the  groove  of  a  sheave 
pulley  in  which  the  rope  or  chain  runs. 

Gouge. — Gouges  are  either  long  paring,  or  short  firmer  tools,  the  former 
being  ground  on  the  inner  or  hollow  curve,  the  latter  on  the  outer  or 
convex  face.  They  range  from  J  in.  to  2  in.  in  width.  Smith's  gouges 
or  "  hollow  sets  are  curved  tools  embraced  by  the  ordinary  witny 
handles,  and  struck  by  the  sledge  hammer. 

Gouge  Bit. — A  bit  used  for  boring  holes  in  wood.  Its  cross  section  is  that 
of  a  gouge,  and  it  is  simply  rounded  at  the  cutting  point,  without 
having  a  nose  or  lip. 

Gouge  Slip. — A  thin  slip  of  oil-stone,  whose  edges  are  rounding  in  cross 
section  for  the  purpose  of  abrading  the  internal  or  hollow  faces  of 
gouges  when  sharpening. 

Governor. — A  piece  of  mechanism  by  which  the  speed  of  a  steam  engine, 
or  turbine,  or  water-wheel,  or  other  motor  is  regulated.  The  forms  of 
governors  vary  much,  but  the  essential  principle  is  that  of  heavy  balls 
caused  to  rotate  by  the  motion  of  the  engine,  and  which  by  the  opera- 
tion of  central  forces  open  or  close  a  throttle  valve.  See  Pendulum 
Governor,  Crossed -arm  Governor,  Parabolic  Governor,  High-speed 
Governor,  Weighted  Pendulum  Governor. 

Governor  Arms. — The  rods  which  are  attached  to  the  governor  sleeve  on 
the  one  end  and  to  the  governor  balls  on  the  other. 

Governor  Balls. — Suspended,  freely  revolving  balls  of  cast  iron,  through 
whose  centrifugal  force  the  opening  of  the  throttle  valve  of  an  engine 
cr  other  motor  is  regulated. 
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Governor  Cut-off.— See  Automatic  Expansion. 

Governor  Sleeve. — The  hollow  cylinder  which  slides  vertically  on  a  gover- 
nor spindle  and  carries  the  governor  arms. 

Governor  Spindle. — The  vertical  pillar  or  spindle  which  carries  the  gover- 
nor sleeve,  and  around  which  it  revolves. 

Governor  Valve  Gear. — The  arrangement  of  valve  gear  through  which 
governors  are  made  to  regulate  the  opening  and  closing  of  the  induc- 
tion valve  in  automatic  expansion  (q.v.). 

Grab. — A  form  of  dredger  bucket  used  in  the  minor  and  more  local  opera- 
tions of  excavation.  It  consists  of  two  half  buckets  meeting  in  the 
centre,  and  actuated  by  an  arrangement  of  chains,  and  hooks,  and  other 
special  tackle,  in  such  combinations  that  the  grab  closes  on  the  earth, 
and  the  jaws  bite  the  more  firmly  the  harder  the  upward  pull  of  the 
chains.  Also  the  grab  being  lifted  and  coming  in  contact  with  a  ring 
or  other  arrangement  suspended  overhead,  it  is  automatically  opened 
and  discharges  its  contents.  Grabs  are  half  tine  or  whole  tine  accord- 
ing [to  the  length  of  the  steel  jaws  with  which  they  are  furnished ; 
they  are  termed  buckets  simply  when  there  are  no  serrations,  but  only 
smooth  meeting  edges  ;  the  former  are  used  for  rooky  and  gravelly  and 
stiff  mud  bottoms,  the  latter  for  soft  mud  and  grain. 

Grade. — (1)  A  term  of  ten  applied  to  the  steps  of  belt  pulleys.  (2)  The 
various  commercial  qualities  of  irons  and  steels. 

Gradual  Load. — A  load  gradually  applied  to  a  structure,  and  which 
therefore  furnishes  the  most  favourable  condition  of  stress. 

Grain. — (1)  The  arrangement  of  the  woody  fibres  in  timber.  With  the 
grain,  signifies  longitudinally  in  the  course  of  the  fibres  as  the  tree 
grows.  Across  the  grain,  signifies  a  transverse  section.  Crooked  grain, 
or  cross-grain,  denotes  a  wavy  and  interlacing  condition  of  the  fibres ; 
open -grain,  wood  of  a  soft  and  rapid  growth;  close  grain,  the 
reverse ;  harsh  grain,  coarse  and  gritty  in  nature.  (2)  The  grain  of 
iron  signifies  the  disposition  of  its  crystals  and  laminee,  and  we  may 
say  in  some  cases  its  cinder  or  scale.  The  grain  of  timber  runs  in  the 
direction  of  its  growth ;  that  of  iron  is  irregular  when  cast,  fibrous 
when  rolled,  the  fibre  being  developed  in  the  direction  of  the  rolling. 
The  grain  of  wood  and  of  rolled  iron  are  alike  strongest  in  the  direction 
of  their  length.  Boiler  plates  are  rolled  in  the  direction  of  their  length 
for  this  reason.  The  forge  test  (q.v.)  also  recognises  this  difference  of 
grain. 

Grain  Soils. — Rolls  made  of  a  tough  quality  of  cast  iron  not  chilled,  to 
distinguish  them  from  chilled  rolls. 

Grain  Side. — The  hair  or  smooth  side  of  a  leather  belt.  With  a  smooth 
turned  pulley  this  should  be  used  as  the  driving  side,  since  it  makes  a 
closer  fit  with  the  rim,  to  the  consequent  exclusion  of  air. 

Grain  Tin. — Refined  tin  of  purest  quality,  which  is  obtained  by  heating 
the  ingots  and  allowing  tnem  to  fall  from  a  height,  when  they  break 
up  into  irregular  prismatic  fragments.  Grain  tin  is  used  in  tin-plating. 

Gramme,  or  Gram. — The  standard  French  measure  of  weight.  It  is  the 
weight  of  a  cubic  centimetre  (q-v.)  of  pure  water  of  the  temperature  of 
4°  C.,  taken  at  Paris.    It  is  equivalent  to  15*4323  English  grains. 

Granular  Iron. — Bar  iron  which  shows  a  granular  fracture  due  to  the 
absence  of  cinder,  and  is  therefore  a  guarantee  of  its  strength  and 
purity. 

Granulated  Copper.— See  Matt. 

Graphio  Methods. — The  methods  employed  for  ascertaining  strains  upon 
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structures,  Telocity  ratios,  and  such  like,  by  the  laying1  down  of  lines 
to  a  uniform  scale.  Used  to  distinguish  it  from  the  mathematical  and 
geometrical  methods  of  obtaining  similar  results. 

Graphic  Statics. — See  Graphic  Method*. 

Graphite.— Carbon  in  an  uncombined  state.  It  is  found  in  most 
abundance  in  the  grey  variety  of  cast  iron,  and  is  readily  distinguished 
on  the  face  of  a  fracture,  as  flakes,  or  crystals,  darker  in  oolour  than 
the  metal,  and   distributed  over  its  surface. 

Graphitic  Carbon. — See  Carbon,  Graphite. 

Grasshopper  Engine. — A  term  applied  to  an  old  and  scarce  type  of  beam 
engine,  in  which  the  working  beam,  instead  of  being  pivoted  at  the 
centre,  is  pivoted  at  one  end.  The  connecting-rod  is  thus  attached  at  a 
point  midway  between  the  pivoted  end  and  the  end  which  is  actuated  by 
the  piston-rod ;  and  the  friction  on  the  pivot  is  correspondingly  reduced. 

Grate. — The  area  which  contains  the  burning  fuel  in  the  furnace  of  a 
steam-engine  boiler,  or  of  a  reverberatory  furnace,  or  air  oven. 

Grate  Area,  or  Grate  Surface. — The  area  in  square  feet  covered  by  the 
fire-bars  of  an  engine  boiler.  That  is,  equivalent  to  the  area  over 
which  full  combustion  can  take  place  in  consequence  of  the  due  access 
of  air  to  the  fuel.  As  a  very  broad  rule,  one  foot  of  grate  area  per 
nominal  horse-power  is  allowed  in  Cornish  and  Lancashire  boilers.  It 
is  usual  to  estimate  the  grate  area  in  relation  to  the  weight  of  coal 
burnt ;  hence,  it  becomes  the  reciprocal  of  the  rate  of  combustion. 
Cornish  and  Lancashire  boilers,  with  good  draught,  will  require  '07 
square  feet  per  lb.  of  coal,  while  locomotives  will  only  require  '01  square 
feet  per  lb. 

Grate  Bars.— Fire-bars  (q.v.). 

Grate  Surface.— See  Grate  Area. 

Grating. — The  perforated  plate  in  a  foot  valve,  or  air  pump,  whose 
function  is  to  prevent  the  entry  of  solid  matters  along  wiui  the  water. 

Graver. — A  hand  tool  for  metal-turning,  formed  of  a  square  bar,  and 
ground  from  one  of  the  edges  to  an  angle  of  about  45°.  This  gives  two 
cutting  faces  of  60°  each,  right  and  left  respectively,  in  addition  to  the 
point  formed  by  the  angle  of  the  bar  and  the  face. 

Gravity. — The  force  which  draws  all  bodies  towards  the  centre  of  the  earth 
or  to  its  surface,  in  a  direction  perpendicular  to  that  surface. 

Gravity  Wheel. — A  water-wheel  m  whish  the  weight  of  the  water  alone 
is  utilised ;  the  water  resting  in  the  buckets  until  discharged.  Over- 
shot wheels  (q.v.)  are  gravity  wheels. 

Grease. — See  Tallow. 

Grease  Axle  Box. — See  Axle  Box. 

Grease  Box. — The  upper  portion  of  an  axle  box  (q.v.),  which  is  made  the 
receptacle  for  the  grease  used  in  lubrication. 

Grease  Cook. — A  cup,  with  pipe,  and  stop  cock,  screwed  into  the  cover  or 
body  of  an  engine  cylinder,  and  which  receives  and  regulates  the  supply 
of  grease  used  for  the  purpose  of  lubricating  the  piston. 

Grease  Cup. — An  oil  cup  (q.v.). 

Greasy  Steam. — Steam  which  becomes  its  own  lubricant  by  a  mechanical 
admixture  of  grease  therewith.  The  grease  is  mingled  with  the  steam 
before  its  entry  into  the  cylinder,  by  means  of  an  impermeator  (q.v.) 
fixed  on  the  steam  chest. 

Green  Coal. — The  small  coal  newly  laid  on  a  smith's  fire. 

Green  Heart.  {Nectandra  ita*k&i.)--Sp.  gr.  1*05  to  1-09.  A  hard,  tough, 
aid   rigid   timber,  of  the   natural  order  Zauracca,  used  largely  in 
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engineering  works.  It  is  imported  from  British  Guiana,  and  is  of  a 
yellowish,  or  greenish-yellow  colour,  and  very  durable.  A  cubic  foot 
weighs  from  65  to  68  lbs. 

Green  Sand. — Ordinary  foundry  sand  moistened  with  water  and  not 
dried,  as  distinguished  from  dry  sand  (q.v.)  and  loam  (q.v.). 

Green  Sand  Moulding. — The  moulding  of  work  from  patterns,  in  green 
sand  (q.v.).    See  App. 

Green  Wood. — Timber  from  which  the  sap  has  not  been  removed  by 
seasoning  and  drying. 

Grey  Copper  Ore. — An  abundant  ore  of  copper,  containing  copper,  iron, 
sulphur,  antimony,  and  arsenic,  in  variable  quantities.  It  is  mined  in 
Cornwall  and  Frieburg. 

Grey  Iron. — Pig,  or  cast  iron,  which,  on  being  fractured,  has  a  grey 
coarsely  crystalline  structure.  It  is  a  moderately  strong  and  very 
fluid  iron,  suitable  for  fine  castings,  and  for  admixture  with  scrap,  to 
produce  a  good,  tough,  and  very  strong  quality  for  ordinary  foundry  use. 

Grid. — (1)  A  skeleton-like  frame  of  cast  iron,  which  is  used  to  carry  a 
core,  or  drawback,  or  some  other  portion  of  a  mould.  (2)  The  grating 
of  an  air-pump  valve. 

Gridiron  Valve. — A  type  of  slide-valve  in  which  the  ports  are  subdivided 
transversely  by  narrow  bars  or  bridges,  the  ports  in  the  cylinder  face 
being  similarly  subdivided  also,  the  object  of  the  divisions  being  to 
obtain  the  necessary  steam-way  with  a  diminished  amount  of  travel 
of  the  valve.  Gridiron  valves  may  be  double  ported  (q.v.),  or  treble 
ported  (q.v.). 

Grinder. — (1)  Any  appliance  by  which  work  is  shaped  or  finished  by 
grinding.  Usually  it  is  applied  more  particularly  to  lead-laps  and 
emery-wheels  rather  than  to  actual  grindstones.  (2)  The  workman  who 
has  the  emery-wheels  of  a  workshop,  and  their  special  work,  under  his 
charge. 

Grinding. — The  abrasion  of  metallic  surfaces  on  a  grindstone,  or  emery- 
wheel,  or  lead-laps,  or  grinders.  Grinding  is  resorted  to  not  only  for 
the  roughest  but  for  the  finest  works,  not  only  to  remove  metal  in 
quantity  but  to  render  more  accurate  work  which  has  already  been 
snaped  carefully  in  lathes  and  other  machines.  All  cutting  tools  are 
ground,  so  also  are  lathe  mandrels  and  cylindrical  gauges.  Grinding, 
especially  since  the  introduction  of  emery-wheels,  occupies  a  higher 
economical  importance  in  the  workshop  than  ever. 

Grinding  Clamps. — A  divided  lap  (q.v.)  used  for  grinding  mandrels  and 
cylindrical  holes.  The  halves  of  the  clamps  are  capable  of  adjustment 
by  means  of  set-screws.    See  Grinder,  Grinding,  &c. 

Grinding-in. — The  bringing  of  the  conical  bearing  surfaces  of  plugs  and 
cocks  of  a  circular  shape  to  an  exact  fit  by  means  of  emery-powder. 
Hie  powder  is  strewn  over  the  surfaces  along  with  a  little  oil,  and  is 
made  to  abrade  them  by  turning  the  plug  through  portions  of  a  revo- 
lution, each  two  or  three  successive  turns  commencing  at  different 
starting-points  in  the  circle  in  order  to  make  the  wear  more  equable. 

Grinding  line. — A  line  marked  along  the  twist  of  a  twist-drill,  coincident 
with  its  axis,  as  a  guide  to  the  grinder  in  maintaining  the  cutting  point 
in  exact  position. 

Grinding  Machines. — Machines  of  various  types  employed  for  the  abrasion 
and  shaping,  and  truing-up  of  metallic  surfaces,  emery-wheels  of 
various  qualities  being  the  grinding  agents.  Spindles  and  mandrels 
are  ground  whilo  revolving  between  centres  by  means  of  a  revolving 
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and  traversing  wheel,  or  a  lap ;  surfaces  are  ground  while  being 
traversed  underneath  a  revolving  emery-wheel.  Irregular  works  are 
ground  whilst  held  against  ordinary  wheels  mounted  on  spindles. 
Taps  and  cutters  of  various  kinds  are  also  treated  in  these  machines. 

Grinding  Best. — A  support,  or  a  guide,  for  a  cutting  tool  during  the 
process  of  grinding  on  a  stone.  In  the  turning  or  fitting  shop  it 
generally  consists  of  a  bar,  or  a  bridge,  of  square  iron,  laid  across  the 
top  of  the  water-trough  in  front  of  the  stone,  and  upon  which  the 
tools  are  laid.  For  grinding  wood-cutting  tools  various  forms  of  rests 
have  been  devised,  but  except  for  the  knives  of  rotary  cutters  workmen 
do  not  hold  them  in  much  value.    See  also  Twist  Drill  Grinder. 

Grindstone. — A  revolving  stone  against  which  tools  and  materials  are 
abraded  by  grinding.  Grindstones  are  natural  sandstones,  Newcastle 
being  the  best;  they  are  also  artificial  compositions.  Grindstones 
revolve  in  troughs  containing  water,  but  Bhould  not  run  actually  in  the 
water,  as  that  softens  them  and  causes  them  to  wear  unequally.  The 
water  should  be  fed  on  to  them  from  a  drip-can.  For  ordinary  tools 
they  should  make  about  90  or  100  revolutions  per  minute. 

Grindstone  Truer. — Grindstones  are  trued,  or  turned  up,  by  hand  by 
means  of  a  pointed  bar  of  steel,  which  is  constantly  rotated  to  present 
a  new  cutting  point  to  the  stone.  Grindstones  are  trued  mechanically 
by  means  of  a  threaded  roller  of  steel,  clamped  in  a  frame  and  allowed  to 
rotate  against  the  surface  of  the  stone. 

Grip  Chuck. — A  jaw  chuck  (q.v.). 

Grit. — Grindstones  are  specified  as  of  hard  grit  or  soft  grit,  according  to 
their  density  or  texture. 

Grit  Stone.— A  natural  grindstone  as  distinguished  from  an  artificial  or 
composition  stone. 

Gromet  Washer.— A  grummet  washer  (q.v.). 

Grooving,  or  Furrowing. — (1)  An  action  which  injuriously  affects  certain 
portions  of  boiler  plates.  It  is  the  outting  round,  or  corroding  away, 
of  those  parts  which  are  subject  to  continual  leverage,  and  the  grooving 
action  is  partly  due  to  mechanical  strains  constantly  repeated,  ana 
partly  to  the  attacks  of  acids  in  the  lines  of  strain.  It  is  particularly 
observable  in  the  seams  of  those  plates  which  are  not  properly  stayed. 
(2)  The  recessing  of  the  edges  of  boards  to  receive  the  tongues  of 
corresponding  boards.  Grooving  is  performed  by  revolving  cutters,  or 
by  a  small  thick  circular  saw  having  widely -spaced  teeth. 

Grooving  Saw. — A  drunken  saw  (q.v!). 

Gross  Indicated  Horse-power.— See  Indicated  Horse-power. 

Gross  Pressure.— Absolute  pressure  (q.v.). 

Gross  Seotion. — The  gross  section  of  a  steam  boiler  is  the  total  number  of 
inches  contained  in  its  circumference.  If  it  were  a  solid  plate  this 
would  also  be  its  effective  section  (q.v.). 

Ground  Line. — The  horizontal  line  along  which  the  strains  in  a  crane  post 
(q.v.)  tending  to  break  it  off  are  concentrated  in  greatest  force.  This 
is  not  necessarily  on  a  level  with  the  ground,  but  coincides  with  the 
upper  face  of  the  foundation-plate  or  ring  in  which  the  post  is  fixed,  in 
a  fixed  crane,  or  in  which  the  rollers  revolve  in  a  portable  crane. 

Ground  Wheels. — The  running,  or  travelling  wheels  of  a  portable  crane. 

Grouped  Safety-valve. — See  Gowburn  Valve. 

Grout. — A  coarse  mortar  used  for  cementing  iron  work  into  stone. 

Grouting. — The  fastening  of  ironwork,  as  bolts  and  eyes,  into  masonry 
by  the  aid  of  grout  (q.v.). 
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Grab  Sere*. — A  screw  which  has  neither  nut  nor  head  of  any  kind,  but 
which  is  simply  slotted  across  the  top  end  for  the  insertion  of  a  screw- 
driver, by  means  of  which  it  is  driven  home. 

Grummet  washer,  or  Gromet  Washer*— A  washer  made  of  a  strand  of 
rope,  or  spun  yarn,  or  tar  twine,  twisted  into  the  form  of  a  ring.  It  is 
employed  for  insertion  tinder  the  heads  of  square-shouldered  bolts,  in 
built  up  oast-iron  water  tanks ;  its  purpose  being  to  prevent  leakage 
round  the  heads  where  the  rust  caulking  does  not  completely  fill  up. 

Guard.— See  Shield. 

Guard  Plate. — The  curved  plate  in  an  india-rubber  disc  valve,  which  pre- 
vents the  india-rubber  nom  opening  or  lifting  beyond  the  distance 
limited  by  the  plate. 

Guard  Bail. — In  permanent  way,  a  short  rail  laid  down  at  a  crossing  near 
the  outer  rail  to  guide  the  wheel  flanges.  It  fulfils  a  similar  purpose 
as  a  check  railjq.v.)  on  a  curve. 

Guard  Strap. — The  strips  of  sheet  iron  which  arch  over  the  tops  of  the 
wheels  of  locomotives,  as  a  protection  against  injury  to  the  drivers. 

Gudgeon. — The  cross  shaft  wnioh  stands  at  right  angles  to  a  piston-rod, 
or  pump-rod,  and  which  forms  the  medium  of  oommunication  between 
the  rod  and  the  orosshead,  or  slipper  blocks. 

Guide. — (1)  Any  attachment  or  contrivance  by  which  a  orosshead,  or  slipper 
block,  or  pin  of  an  engine,  pump,  or  piece  of  mechanism,  is  coerced  to 
travel  in  one  path  only,  whether  linear  or  curvilinear,  is  termed  a  guide 
or  guide-rod,  guide-bar,  or  slide-bar.  (2)  A  chisel-shaped  attachment 
to  rolling  nulls,  which  lifts  the  rail  or  bar  off  the  rolls  on  the  leaving 
side.    Without  the  guide,  the  bar  would  turn  around  the  roll. 

Guide  Bart.— See  Slide  Bars. 

Guide  Blocks.— See  Slide  Blocks. 

Guide  Iron. — A  piece  of  iron  rod,  about}  in.  square,  which  being  bent  to 
the  contour  of  a  curved  pattern  pipe,  becomes  a  guide  by  wnioh  the 
core  maker  strickles  up  its  oore  without  requiring  a  core-box.  It  is 
equally  available  for  striking  up  a  pipe  pattern  in  loam. 

Guide  Plate. — See  Ramps. 

Guide  Pulley. — A  pulley  which  neither  acts  as  a  driver  or  a  driven,  but 
simply  as  a  guide  for  changing  the  direction  of  motion,  or  to  take  up 
the  slack  or  strain  on  an  extensible  belt  or  cord. 

Guide  Bod.— See  Guide. 

Guide  Screw.— The  leading  screw  of  a  self-acting  lathe.  Used  for  tra- 
versing the  slide  rest,  and  for  initiating  the  threads  of  screws. 

Guillotine  Shears. — A  special  type  of  shearing  machine,  used  for  the  out- 
ting  up  of  puddled  bars  and  slabs  ready  for  piling  (q.v.).  The  shears 
are  similar  to  those  of  ordinary  shearing  machines,  but  instead  of  being 

at*,  tmngywraflly  in,  ibwy  ata  parallel  with }  ihapUnA  nf  f.ho  martliiTift  fro^no- 

work. 
Gulleting. — The  deepening  of  the  roots  of  the  teeth  of  circular  and  gullet 

saws. 
Gullet  Saw. — A  saw  whose  teeth  are  deepened  and  hollowed  in  their  roots. 

Most  circular  and  pit  saws  are  gulletea,  and  the  dust  runs  away  with 

greater  freedom  from  such  saws,  the  gullets  being  sloped  outwards  on 

alternate  sides. 
Gullet  Teeth.— The  teeth  of  a  gullet  saw  (q.v.). 
Gumming. — Lubricating  oils  are  gumming  or  non-gumming,  as  they 

become  thick  and  sticky,  or  otherwise.    See  Saw  Gumming. 
Gun  Metal.— An  alloy  of  copper  and  tin  in  various  proportions,  employed 
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largely  in  engineering  construction.  It  is  tougher  than  oast  iron,  does 
not  heat  rapidly  with  friction,  and  is  easily  turned  and  planed.  Its 
tensile  strength  is  less  than  that  of  wrought  iron,  but  greater  than  that 
of  cast  iron,  and  equals  about  11  tons  per  square  inch  of  section.  It  is 
employed  for  bearings,  and  in  pump  work  where  the  use  of  iron  would 
be  objectionable,  by  reason  of  its  liability  to  rust.  Gun-metal  is  hard 
or  soft  as  it  contains  greater  or  less  proportions  of  tin.  Galled  also 
bronze.    A  tough  mixture  contains  copper  90,  tin  10  parts. 

Gusset. — An  angle-iron  bracket  used  to  stiffen  an  angular  portion  of  a 
structure.    See  Gusset  Stay. 

Gusset  Plates. — The  webs  or  plated  portions  of  gusset  stays  (q.v.),  as  dis- 
tinguished from  their  angle-irons. 

Gusset  Stay,  or  Gusset. — A  triangular  plate  of  wrought  iron  or  steel, 
whose  function  is  to  support  the  inherently  weak  flat  ends  of  Cornish 
and  Lancashire  boilers.  In  large  boilers  about  five  gusset  stays  are 
attached  to  each  end,  being  secured  to  the  shell  and  to  the  end-plates 
by  angle-irons. 

Gut  Bands. — Gut  bands  are  used  for  driving  some  of  the  smaller  foot- 
lathes.  They  are  united  by  hooks  and  eyes,  sometimes  by  splicing. 
Gut  is  prepared  from  the  intestines  of  the  sheep,  but  sometimes  from 
those  of  the  horse,  ass,  or  mule ;  never  from  the  cat. 

Gutta  Fercha. — A  vegetable  exudation  which  is  largely  employed  by 
hydraulio  engineers  for  the  valves  of  hydrants  and  other  water  valves. 
It  is  used  for  taking  impressions  of  ornamental  work  for  which  foundry 
models  have  to  be  made.  The  gutta-percha  is  placed  in  cold  water  to 
cool,  to  prevent  its  contraction. 

Guys. — The  tension  ropes  or  chains  which  act  as  braces  or  supports  to 
shear  legs,  or  which  sustain  the  mast  or  boom  of  a  derrick  crane. 

Gyration,  Centre  of.— See  Centre  of  Gyration. 


H. 

Hack  Hammer.— A  chisel-shaped  cross-paned  hammer  (see  Pane),  attached 
to  a  stout  handle,  and  used  for  the  purpose  of  hacking  (q.v.)  grind- 
stones. 

Hacking. — The  dressing  off  of  the  projections  upon  the  face  of  a  grind- 
stone with  a  hack  hammer  (q.v.).  when  a  stone  becomes  very  uneven 
it  is  difficult  to  use  the  ordinary  pointed  grinding  tool  with  effect.  The 
hack  hammer  renders  the  task  easier,  by  first  reducing  the  chief  pro- 
jections by  a  series  of  cross  hatchings,  or  chequered  cute. 

Hack  Saw. — A  light  frame  saw  used  for  cutting  metal.  The  saw  has  a 
thin  narrow  blade,  and  equilateral  triangular-shaped  teeth,  and  is 
stretched  between  a  frame  of  wrought  iron,  the  requisite  tension  being 
imparted  to  the  saw  by  means  of  a  thumbscrew.  A  handle  is  affixed  to 
one  end  of  the  frame,  and  downward  pressure  is  imparted  by  laying  the 
left  hand  upon  the  back  or  top  of  the  frame.  This  saw  is  in  constant 
use  by  fitters  and  machinists,  for  cutting  off  odds  and  ends  of  metal 
where  the  concussion  of  a  chipping  chisel  would  be  objectionable,  and 
for  cutting  fine  slits  in  work  of  the  exact  width  of  the  saw  thickness. 

Hematite. — See  Brown  Haematite,  Bed  Haematite. 

Hair  Compass. — A  drawing  compass  in  which  provision  is  made  for 
minute  adjustment  for  distance.    The  upper  portion  of  one  of  the  legs 
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is  formed  into  a  spring  to  which  a  screw,  haying  a  milled  head,  is 
attached,  and  by  means  of  which  the  exact  amount  of  the  required 
movement  is  regulated. 
Eelt.— See  Felt. 

Hair  Side.— The  grain  side  (q.v.)  of  a  leather  belt. 

Half-blind  Holes.— See  Half-lap  Holes. 

Half -centre. — Half -centre  is  sometimes  used  to  denote  the  position  of  the 
crank-pin  of  an  engine  when  midway  between  the  two  dead  centres  or 
dead  points.    The  rotational  effect  is  greatest  at  half -centre. 

Half-crossed  Belting. — Belting  is  said  to  be  half-crossed  when  it  drives 
between  two  pulleys  whose  axes  are  at  right  angles  with  each  other. 
Such  belts  can  only  run  in  one  direction. 

Half-lap  Coupling. — A  box  coupling  in  which  the  liability  of  the  shafts 
to  slip  is  prevented  by  making  a  short  length  of  one  shaft  overlap  a  corre- 
sponding length  on  the  other,  one-half  the  sectional  area  being  removed 
in  each  case.  The  diameter  at  the  joint  is  increased  to  maintain  equal 
strength,  and  a  Utile  taper  is  imparted  to  the  lapped  parts. 

Half-lap  Holes,  or  Half-Blind  Holes. — Rivet  holes  in  boiler  and  other 
plates  which  are  punched  so  inaccurately  that  when  the  plates  are 
brought  together  tney  do  not  correspond  within  the  extent  of  one-half 
their  diameters,  the  edge  of  one  coming  to  the  centre  of  its  fellow  when 
the  plates  are  in  position.  In  this  case  the  holes  should  be  broached  or 
rymered  out,  and  larger  rivets  inserted,  though  it  is  too  often  the  custom 
to  pull  them  together  with  a  drift.    See  Drift,  Blind  Holes. 

Half-lap  Joint.— See  Halving. 

Half-lattice  Girder. — A  Warren  girder  (q.v.). 

Half  Pattern. — One  of  the  halves  of  a  pattern  which  is  jointed  through 
the  centre  for  convenience  of  moulding. 

Half-rip  Saw. — A  hand-eaw,  from  28  in.  to  30  in.  long,  containing  about 
three  and  a  half  teeth  to  the  inch.  It  is  used  for  cutting  with  the 
grain  chiefly. 

Half-round  Bit.— See  Cylinder  Bit. 

Half-round  Chisel.— See  Bound-nose  Tool. 

Half-round  File. — A  file  which  is  flat  on  one  side  and  convex  on  the  other, 
the  amount  of  convexity  never,  however,  equalling  the  half  of  a  circle, 
being  always  much  less,  though  variable  in  amount.  The  amount  of 
convexity  is  indicated  by  the  terms,  "  round-edged  flat,"  "  extra  thin 
flat,"  "flat,"  and  "high-backed  half-round." 

Half-round  Iron. — Rolled  wrought-iron  bar  used  in  various  engineering 
constructions.  It  is  either  solid  naif  round,  the  section  being  that  of  a  solid 
hemisphere,  or  hollow  half  round,  the  section  being  that  of  a  semi-cylin- 
der. Solid  half  rounds  are  made  from  about  1  Jin.  X  fin.  to  3}  in.  X  If  in., 
and  hollow  half  rounds  from  1}  in.  X  fin.  thickness  to  3  J  in.  X  1  in.  thick- 
ness. 

Half  Section. — A  sectional  view  which  terminates  at  the  centre  line  divid- 
ing the  object  represented  into  two  symmetrical  portions.  Where  a 
half  section  is  given,  the  complementary  half  is  usually  an  outside  view 
or  elevation. 

Half  Shrouding. — See  Shrouding. 

Halving. — The  making  of  joints  in  pattern  work,  effected  by  cutting  half 
the  thickness  from  the  face  of  one  piece,  and  the  other  half  from  the 
back  of  its  fellow,  so  that  when  brought  half  to  half  their  outer  surfaces 
are  flush. 

Hammer.— There  are  not  many  different  types  of  hammers  used  in  fao- 
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tones,  and  those  being  ordinary  fitter's  hammers,  the  smith's  hammers, 
hand  and  sledge.  Hammers  are  sold  by  weight,  and  range  from  half 
a  pound  to  14  lbs. 

Hammer  Block. — The  steel  face  of  a  steam  hammer  which  is  attached  to 
the  tap  (q.T.)  by  means  of  a  dovetailed  joint. 

Hammer  Hardening. — When  cold  sheet  metal  is  subjected  to  long-con- 
tinued hammering,  its  fibres  are  thereby  rendered  dense,  hard,  and 
brittle.  This  is  termed  hammer  hardening  in  order  to  distinguish  it 
from  fire  hardening.  It  is  therefore  the  reverse  of  the  process  of  an* 
nealing  (q.T.). 

Hammer  Head. — The  hammer  itself  as  distinguished  from  its  handle. 

Hammerman. — A  smith's  striker  or  mate,  the  man  who  hammers  the 
heavier  work  upon  the  anvil  with  a  sledge. 

Hammer  Harks. — The  marks  of  the  hammer  left  on  smith's  work.  Free- 
dom from  hammer  marks  is  one  of  the  tests  of  good  work.  The  use  of 
flatters  tends  to  obliterate  these  marks. 

Hammer  Scale. — The  scale  squeezed  out  from  a  bloom  of  puddled  iron 
under  the  steam  hammer.  It  is  employed  for  coating  the  bottom  or 
hearth  of  the  puddling  furnace,  because  of  its  richness  in  oxygen,  and 
consequent  value  as  a  deoarburising  agent. 

Hammer  Shaft. — The  handle  of  a  sledge  hammer. 

Hammer  Tongs. — Smith's  tongs  bent  round  at  right  angles  with  the 
main  axis,  for  the  dipping  of  pieces  of  punched  work.  The  opening  or 
loop  enclosed  by  the  jaws  is  of  large  area.  Galled  hammer  tongs  be- 
cause used  in  the  manipulation  of  hammers  in  course  of  manufacture. 

Hand. — A  word  commonly  used  as  affix  and  prefix,  as  hand  screw,  hand 
feed,  hand  shears,  hand  hole,  right  hand,  left  hand,  &o. 

'Hand  Brace. — See  Brace. 

Hand  Brake. — A  brake  which  is  applied  or  released  by  means  of  a  lover 
held  in  the  hand,  as  opposed  to  a  foot,  steam,  or  water  brake. 

Hand  Crane. — A  crane  whose  motive  power  is  supplied  by  the  energy  of 
a  man  or  men  turning  the  handle  or  winch. 

Hand  Drill. — A  drilling  machine  worked  by  hand  power.  Or  a  drill 
actuated  by  a  bow,  or  a  hand  brace,  or  a  ratchet  brace. 

Hand  Drilling. — The  drilling  of  holes  by  means  of  a  ratchet  brace,  or 
other  suitable  hand  drill,  as  distinguished  from  machine  or  power  dril- 
ling. The  practice  of  hand  drilling  is  of  necessity  resorted  to  in  all 
outdoor  worx,  but  also  to  a  considerable  extent  in  the  workshop  where 
the  use  of  machines  is  available,  as  in  cases  where  work  is  in  course  of 
erection  and  cannot  be  brought  to  the  machines,  or  where  an  individual 
piece,  as  a  long  column,  or  a  girder,  or  large  awkward  oastinjr,  is  tro 
ungainly  or  bulky  to  be  placed  under  the  machine  at  all,  or  without  an 
expenditure  of  trouble  and  time  out  of  proportion  to  the  cost  of  drilling 
the  holes  by  hand.  Where  the  proportion  of  cost  of  transit  and  setting 
of  work  under  the  machine  is  heavy,  hand-drilling  specially  performed 
by  a  man  accustomed  to  it  is  cheaper. 

Hand  Expansion  Gear. — Variable  expansion  gear,  adjustable  by  hand, 
usually  consisting"  of  two  screws,  right  and  left-handed  respectively, 
by  which  the  positions  of  a  pair  of  cut-off  valves  are  adjusted  relatively 
to  the  slide-valve. 

Hand  Feed. — (1)  The  feed  (q.v.)  of  the  cutting  tools  of  machines  of 
various  kinds,  which  is  effected  by  the  hand  of  the  workman  alone,  in 
opposition  to  power  feed  (q.v.).  (2)  The  passing  of  a  board  over  the 
cutters  of  a  wood-planing  machine  by  hand,  as  distinguished  from 
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roller  or  automatic  feed.  (3)  The  thrusting  of  timber  through  a  cir- 
cular saw,  in  opposition  to  the  mode  of  feeding  by  drag  ropes  or 
roUeis. 

Hand  File. — Or  flat  file.  The  ordinary  engineer's  file,  which,  though 
slightly  rounding  or  bellied  lengthways,  is  flatter  than  the  bellied  file 
(q.v.). 

Hand  Fitted. — Metal  work  and  machine  work. fitted  by  hand  labour,  as 
opposed  to  work  performed  by  machines. 

Hani  Gear. — Gear,  usually  toothed,  worked  by  a  winch  handle,  in  con- 
tradistinction to  power  gear. 

Hand  Hammer. — An  ordinary  fitter's  or  smith's  light  hammer,  weigh- 
ing from  one  to  one  and  a  half  pounds. 

Hand  Holes. — Holes  cut  in  the  shells  of  steam  boilers,  through  which 
the  hand  is  passed  for  purposes  of  cleaning  and  repairs.  They  are  em- 
ployed when  the  use  of  a  mud  hole  is  inadmissible. 

Hand  Hook. — A  hook  wrench  (q.v.). 

Handing. — Making  symmetrical  work  right  and  left  hand  respectively! 
and  altering  patterns  from  left  to  right  hand  and  vice  verad. 

Handing  Bound. — The  turning  round  of  the  handles  of  a  die  stock  (q.v.} 
which  in  the  larger  kinds  is  done  by  two  men  who  pass,  or  hand  round 
the  handles  from  one  to  the  other. 

Hand  Ladle.— Or  hand  shank  ladle.  A  small  ladle  used  in  foundries 
for  carrying  molten  metal  to  the  moulds.  It  is  called  a  hand  ladle  be- 
cause it  is  carried  by  one  man  without  assistance.  It  holds  about  a  half- 
hundred  weight,  and  is  provided  with  a  handle  about  three  feet  in 
length. 

HandlM. — See  Tool  Handles. 

Hand  Lever. — A  light  lever  worked  by  hand  power  only.  Hand  levers 
are  employed  in  hundreds  of  machines  and  for  an  infinity  of  purposes. 
The  part  grasped  by  the  hand  is  usually  turned  to  a  shape  convenient 
for  the  grasp. 

Hand  Lift. — A  lift  (q.v.)  worked  by  the  hand  hauling  at  an  endless 
rope ;  the  rope  passes  over  a  sheave  and  thus  actuates  a  worm,  worm- 
wheel,  and  suitable  spur-gearing.  The  whole  of  the  gearing  is  placed 
at  the  head  of  the  lift. 

Hand  Hammer. — A  rounded  hammer-like  tool  furnished  with  a  short 
iron  handle,  and  used  in  foundries  for  ramming  the  sand  round  pat- 
terns, and  into  core-boxes. 

Hand  Heat. — A  tee-rest  (q.v.),  so  called  because  used  for  unassisted 
hand- turning,  as  distinguished  from  an  automatic  or  slide  rest. 

Hand  Bivetting. — The  turning  over  of  the  heads  of  rivets  by  men 
working  hand  hammers  only,  with  or  without  the  intervention  of  a 
die  or  snap,  as  opposed  to  machine  rivetting. 

Hand  Baw. — A  saw  about  26  in.  in  length,  the  ordinary  one-handled  saw 
of  the  largest  size  used  in  the  workshop.  It  is  used  for  the  common  work 
of  sawing  stuff  of  moderate  thickness  both  longitudinally  and  across. 
Rip,  half  rip,  and  panel  saws  may  be  considered  modified  hand  saws, 
from  which  they  differ  in  the  size  of  the  teeth,  and  to  a  slight  amount 
in  length.  A  hand  saw  proper  oontains  from  five  to  six  teeth  to  the  inch. 

Hand  Screw. — A  pair  of  small  wooden  vice  chops,  tightened  by  two  wooden 
hand  screws,  and  used  for  the  temporary  clamping  together  of  jointed 
pieces  of  wood. 

Hand  Shank  Ladle.— A  hand  ladle  (q.v.). 

Hand-shearing  Machine.— A  small  machine  used  for  cutting  tin  plate 
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and  thin  sheet  iron  by  shearing  action.  These  machines  are  all  worked 
by  means  of  levers,  one  blade  being  fixed,  the  other  movable  ;  but  they 
differ  in  details  of  construction. 

Hand  Sketch,  or  Sketch  simply. — A  rough  kind  of  free-hand  drawing 
made  without  rule  or  compasses,  and  therefore,  though  not  to  scale,  it  is 
a  working  sketch  because  furnished  with  necessary  dimensions.  Hand 
sketches  are  used  for  rough  and  temporary  purposes,  or  for  those  jobs 
which  will  not  pay  for  the  making  of  regular  drawings. 

Hand  Surfacing. — See  Surfacing. 

Hand  Tap. — A  tap  worked  with  a  tap- wrench  by  hand,  as  distinguished 
from  a  machine  tap.  The  shank  of  a  hand  tap  always  terminates  in  a 
rectangle  or  in  a  flat  expansion,  to  enter  the  hole  in  the  tap-wrench. 

Hand  Tools. — All  the  tools,  cutting  and  otherwise,  actuated  by  the  hand 
alone,  as  distinguished  from  machine  tools. 

Hand  Traverse. — A  traverse  or  cross  movement  of  a  machine  part  which 
is  effected  through  mechanism  actuated  by  the  hand  alone.  It  is  there- 
fore the  opposite  of  automatic. 

Hand  Traversing. — See  Traversing. 

Hand  Turning. — Turning  accomplished  by  the  unassisted  aid  of  hand 
tools,  both  for  wood  and  metal,  as  distinguished  from  turning  done 
by  the  aid  of  the  slide-rest  in  self-acting  lathes. 

Hand  Vice. — A  small  spring  vice  held  in  the  hand  and  used  for  the 
manipulation  of  wire  and  of  small  and  light  work  in  general. 

Hand  wheel. — A  wheel  turned  by  the  hand  for  the  purpose  of  actuating 
screwB,  worm-gearing,  clutches,  levers,  &c,  by  which  motion  is  im- 
parted to  some  portion  or  portions  of  a  machine  beyond  the  immediate 
reach  of  the  attendant. 

Hand-wheel  Feed. — Any  feed  motion  imparted  to  the  feed-screw  by 
means  of  a  hand  wheel.  It  is  chiefly  in  drilling  machines  that  the 
spindle  is  fed  by  means  of  a  hand  wheel.  Sometimes  the  hand  wheel 
moves  vertically,  carrying  the  screw  along  with  it ;  in  other  cases  the 
screw  alone  moves  through  the  boss  of  the  hand  wheel,  the  latter  being 
stationary.    See  Stationary  Hand-wheel  Feed. 

Hang. — The  particular  style,  or  angle,  or  fashion,  at  which  a  smith  or  a 
fitter  holds  his  hammer. 

Hang  Down,  or  Hanger. — A  bearing  suspended  from  a  roof  or  beam  for 
the  journal  of  a  shaft,  hence  its  name.  It  is  held  in  place  with  bolts,  and 
the  bearing  parts  consist  of  brasses  and  a  cap  in  the  usual  forms. 

Hanger. — See  Hang  Down. 

Hangers. — The  looped  suspension  rods  which  depend  from  the  transverse 
beam  attached  to  a  foundry  crane,  and  which  receive  the  swivels  of  a 
moulding-box  slung  therefrom. 

Hanging. — Hanging  means  the  fixing  of  a  pulley,  fly-wheel,  grindstone, 
&c,  upon  its  shaft  or  axle.  When  the  central  hole  is  bored  to  the 
same  diameter  as  its  shaft  there  is  practically  no  hanging  required,  so 
that  the  term  is  only  strictly  applicable  in  cases  where  the  hole  is 
larger  than  the  axle,  as  in  those  of  rectangular  and  polygonal  sections, 
ana  where  therefore  the  pulley,  or  stone,  or  wheel  has  to  be  adjusted 
and  set  by  means  of  wedges  or  keys. 

Hanging  Tube  Boiler. — A  type  of  vertical  boiler  in  which  a  number  of 
small  water- tubes  closed  at  the  lower  end  hang  from  the  firebox  crown 
and  are  exposed  directly  to  the  play  of  the  fire  and  hot  gases.  See 
Field's  Tubes. 

Hang  To. — A  term  having  several  applications.    A  file  hangs  to  its  work 
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When  it  cuts  without  slip.  A  saw  hangs  to,  when  it  feels  as  though 
being  drawn  into  the  timber.  A  pattern  hangs  to  the  sand  when  it 
delivers  with  difficulty. 

Hard  Brass. — (1)  Brass  which  has  not  been  annealed  after  drawing-  or  roll- 
ing. It  is  highly  elastic,  and  is  therefore  used  for  springs  and  work  of 
a  similar  oharacter.  (2)  Hammered  brass,  and  brass  which  contains 
a  large  proportion  of  tin.  Gun-metal  is  often  called  hard  brass,  and 
is  therefore  suitable  for  bearings. 

Hard  Coke. — Oven  coke  (a.,  v."). 

Hardening. — Hardening  is  the  result  of  an  increase  in  the  density  of  a 
metal.  The  hardening  of  steel  is  effected  by  heating  it  to  a  tempera- 
ture higher  than  that  which  it  is  to  receive  permanently,  and  then  sud- 
denly cooling  it  in  oil,  or  water,  or  other  suitable  solution.  The 
temperature  for  hardening  is  controlled  by  the  quality  of  the  steel  and 
the  purposes  to  which  it  is  to  be  applied.  See  also  Case  Hardening, 
Hammer  Hardening,  Babbitting. 

Hardening  Mixtures. — Fluids  or  semi-fluids  employed  for  hardening  and 
tempering  works  in  steel.  Pure  spring  water  is  the  best  for  general 
purposes,  but  for  special  work  a  multitude  of  media  are  used,  and  most 
workmen  have  some  special  mixture  of  their  own  which  they  deem 
endowed  with  peculiar  virtues.  The  water  is  frequently  medicated 
with  common  salt,  or  with  other  ingredients,  and  is  used  either  cold  or 
slightly  lukewarm.  For  small  delicate  works  and  tools,  oils  and  fats 
are  used  in  preference  to  water.  See  Blazing  Off.  For  special  work 
fusible  metallic  alloys  are  employed. 

Hard  Firing. — Rapid  stoking  of  engine  fires  and  quick  succession  of 
charges. 

Hard  Grit. — Hard  grit  signifies  a  grindstone  or  emery  wheel  of  hard 
texture. 

Hard  Iron. — Cast  iron,  which  is  dense  and  close  grained.  It  is  obtained 
by  making  suitable  mixings  of  various  brands  with  scrap,  and  is  used 
for  wearing  parts,  the  liners  of  engine  cylinders,  and  cog-wheels. 

Hard  Lead. — Lead  which  has  been  smelted  but  not  "  improved."  The 
hardness  is  due  to  the  presence  of  antimony,  copper,  and  iron  in 
minute  proportions,  which  united,  render  the  lead  unsuitable  for  the 
purposes  for  which  it  is  commonly  employed. 

Hard  Metal.— See  Soft  Metal. 

Hardness. — See  Toughness. 

Hard  Bamming. — Hard  Ramming  relates  to  the  amount  of  pressure  em- 
ployed when  r&m  ning  foundry  sand  around  patterns  embedded  therein. 
Excessively  hard  ramming  is  productive  of  scabs.  Too  soft  or  too 
light  lamming  results  in  lumpy  and  swollen  castings,  because  the  pres- 
sure of  metal  causes  the  sand  to  yield  before  it.  Ramming  should  be 
harder  at  a  distance  away  from  the  pattern  than  in  its  immediate 
vicinity.  The  proper  amount  of  pressure  varies  therefore,  and  is  a 
matter  for  the  exerclie  of  experience  and  judgment. 

Hard  Solders. — The  solders  used  in  brazing  (q.v.)  and  generally  for 
uniting  the  harder  and  more  infusible  metals. 

Hard  Tap. — When  the  clay  which  closes  the  tap  hole  of  a  cupola  is 
pierced  with  difficulty  it  is  said  to  be  a  hard  tap. 

Hard  Water. — Water  containing  a  large  quantity  of  carbonate  and  sul- 
phate of  lime  in  solution.  Hard  waters  are  objectionable  for  use  in 
water  piping  and  in  steam  boilers,  since  they  produce  calcareous 
deposition. 
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Hard  Wood. — Of  the  woods  employed  in  engineering  construction,  oak, 
ash,  beech,  elm,  mahogany  may  be  considered  hard. 

Hatch. — A  sluice ;  usually  applied  to  a  sluice  of  large  size  set  in  the 
course  of  a  stream  for  regulating  the  supply  of  water  to  a  mill  wheel. 

Hatchet. — A  double  bevelled  cutting  tool  whose  edge  is  parallel  with  the 
axis  of  its  handle,  and  is  actuated  by  percussive  force  only. 

Hatohet  Stake. — A  tool  used  by  coppersmiths  for  bending  their  thin 
sheets.  Its  edge  is  sharp,  somewhat  like  that  of  a  hatohet,  hence  its 
name,  and  the  sheet  metal  is  turned  over  the  edge. 

Hat  Leather. — The  leather  ring  packing  used  for  hydraulic  pistons.  It 
is  of  the  same  section  which  would  be  produced  by  bending  a  strip  of 
angle  iron  into  a  ring  with  one  edge  facing  inwards.  ^  Sometimes  it  is 
called  a  cup  leather  (q.v.),  though  strictly  speaking  this  term  has  refer- 
ence to  a  leather  of  quite  a  different  form.  Hat  leathers  are  commonly 
used  in  pairs,  or  back  to  back. 

Hawse  Pipe  or  Hawser  Pipe. — (1]  A  stout  cast-iron  pipe  or  tube  with  well- 
rounding  edges  which  lines  tne  hawse  or  chain  hole  in  a  ship's  side. 
(2)  A  pipe  which  guides  the  barrel  chain  in  some  forms  of  grabs. 

Hawser  hope. — A  cable  laid  rope  (q.v.). 

Hay. — See  Hay  Band. 

Hay  Band. — Common  hay  spun  into  bands  of  1J  in.  or  1 J  in.  diameter, 
and  of  several  yards  in  length  is  used  in  the  making  of  foundry  cores. 
The  band  is  wrapped  closely  round  a  core  bar,  and  the  thickness  of  loam 
struck  upon  it.  The  hay  then  forms  a  porous  mass  through  which  the 
gases  generated  in  casting  readily  find  egress  from  the  mould. 

Hay  Band  Spinner. — A  long  lantern  wheel  made  of  wood,  and  set  spin- 
ning on  an  axle  fixed  in  a  wall,  and  on  which  the  core  maker  or  core 
boy  spins  his  bands.  It  is  rotated  by  one  hand,  while  the  hay  is  fed 
on  to  it  and  twisted  with  the  other. 

Hay  Hope. — Hay  Band  (q.v.). 

Haystack  Boiler.— A  balloon  boiler  (q.v.). 

Hazel.  (Corylu*  avellana). — An  English  wood  of  the  order  Cupulifera, 
whose  qualities  of  toughness  and  elasticity  render  it  invaluable  to 
smiths  for  the  handles  of  flatters,  swages,  chisels,  &c,  where  metallic 
handles  would  produce  a  painful  jar  in  the  hands  due  to  the  hammer 
blows.    See  Hazel  Bods. 

Hazel  Bods. — The  rods  or  handles  of  smiths'  small  tools  are  made  by 
binding  hazel  rods  of  about  J  in.  in  diameter  around  the  head  and 
twisting  them  tightly.  The  rods  are  supplied  in  bundles,  and  are 
soaked  m  water  and  warmed  previous  to  being  bent. 

Head. — (1)  A  term  of  wide  application,  signifying  the  broad  end  or  ex- 
pansion of  screws,  nails,  bolts,  &c,  hammer  heads,  head  metal,  &c. 
(2)  The  height  of  a  column  of  liquid,  or  the  pressure  equivalent  to  that 
height.  This  enters  into  all  calculations  concerning  the  pressure  on 
mains  and  valves,  the  power  of  turbines  and  water  wheels.  (3)  The 
head  of  a  rail  is  the  upper  surface  upon  which  Hie  wheels  travel. 

Headers. — Headers  refer  to  the  laying  of  courses  of  bricks  for  the  linings 
of  blast  and  cupola  furnaces ;  being  set  with  their  heads  or  ends  to- 
wards the  body  of  the  furnace,  thus  giving  the  maximum  of  thickness 
to  the  lining. 

Heading  Tool. — A  smith's  tool  used  for  shaping  the  heads  of  screw  bolts. 
The  toil  of  the  bolt  passes  through  a  hole  in  a  plate,  and  the  bar  while 
white  hot  is  flattened  out  over  the  surface  to  form  the  head. 

Head  Xotal,  or  Dead  Head.— A  mass  of  metal,  usually  in  the  form  of  a 
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ting  cast  on  the  tipper  end  of  cylindrical  work  to  form  a  receptacle  for 
the  dross,  soilage,  scoriae,  &c,  which,  collects  upon  the  top  of  molten 
metal.  When  the  casting  is  removed  from  the  mould  the  head  metal 
is  turned  off.  leaving  the  actual  casting  smooth  and  free  from  these 
foreign  impurities. 

Headstock.— (1)  The  fixed  head  or  poppet  of  a  lathe  which  carries  the 
revolving  mandrel  and  rigger.  The  poppet  proper  or  the  back  poppet 
is  sometimes  called  the  movable  headstock.  (2)  The  end  timbers  in  the 
under  frame  of  a  railway  truck. 

Head  Valve. — The  uppermost  or  delivery  valve  of  an  air  pump,  so  termed 
in  opposition  to  the  foot  or  suction  valve. 

Heart  and  Square  Trowel. — A  double-ended  moulder's  trowel,  whose 
two  ends  are  united  by  a  metallic  handle,  one  trowel  being  heart- 
shaped,  the  other  rectangular.  They  are  made  in  small,  medium, 
medium  large,  and  large  sizes. 

Heart  Cam. — A  cam  heart-shaped  in  form,  used  for  the  conversion  of ' 
rotary  into  rectilinear  motion. 

Hearth. — (1)  That  portion  of  a  reverberatory  furnace  (q.v.)  upon  which 
the  ore  or  metal,  as  the  case  may  be,  is  exposed  to  the  action  of  the 
flame  which  reaches  it  from  the  fireplace  after  passing  over  the  bridge. 
(2)  The  conical  portion  of  a  blast  furnace  which  lies  below  the  boshes, 
and  into  which  the  molten  metal  descends.  (3)  The  bottom  of  a  cupola 
upon  which  the  coke  bed  is  laid.  (A)  The  open  area  of  a  smith's  forge 
in  front  of  the  tuyere  upon  which  tue  fuel  is  placed. 

Hearth  Back, — A  plate  of  cast  iron  which  forms  the  back  of  a  smith's 
hearth.  It  is  supplied  with  a  nozzle  for  the  entry  of  the  nozzle  of  the 
water  tuyere,  and  with  holes  for  bolting  up  into  place. 

Hearth  Plate. — A  cast-iron  plate  which  sometimes  covers  a  furnace 
hearth. 

Heart  Trowel. — A  moulder's  trowel,  whose  outline  is  cordate  or  heart- 
shaped.  It  is  named  long  or  broad,  according  to  its  proportions. 

Heart  Wood. — The  wood  in,  and  immediately  around  the  centre  of  a  tree. 
The  heart  wood  is  best  in  young  timber ;  in  old  trees  it  is  of  little  value. 

Heat. — (1)  Heat  is  produced,  by  the  motion  of  the  ultimate  molecules  of 
matter,  which  motion  results  either  from  mechanical  action,  the  friction 
of  bearing  surfaces  for  example,  or  from  chemical  affinity,  as  the  union 
of  the  carbon  or  hydrogen  in  fuel  with  the  oxygen  of  the  air,  or  from 
electricity.  Heat  is  convertible  into  mechanical  work,  and  work,  con- 
versely, into  heat.  The  more  rapid  the  vibration  of  the  material 
particles,  the  greater  their  separation  and  expansion  and  the  greater 
the  quantity  of  heat  evolved.  Hence  heat  is  simply  a  mode  of  motion, 
and  not  a  material  substance,  as  was  formerly  supposed.  (2)  A  term 
commonly  employed  in  smithies  and  boiler  shops  to  signify  the  getting 
hot  of  any  piece  of  metal  which  is  to  be  operated  on.  Thus  a  man  will 
be  said  to  get  so  many  heats  in  a  definite  time,  which  represents  there- 
fore the  amount  of  work  which  he  is  able  to  do.  Or  he  will  shape  a 
definite  section  of  a  forging  at  a  single  heat,  that  is,  without  reheating 
the  work  in  the  fire.  The  same  term  is  applied  by  puddlers  to  tho 
working  through  of  a  single  charge  of  iron. 

Heater.— See  Feed  Water  Heater. 

Heating  Apparatus. — The  apparatus  by  means  of  which  buildings  are 
warmed  up  to  a  definite  temperature.  The  heating  is  effected  by  the 
circulation  of  hot  water  in  pipes  due  to  convection,  or  of  steam  in  steam 
pipes  provided  with  radiating  plates. 
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of  Bearing!. — Bearings  are  said  to  heat  when  their  temperature 
rises  so  much  above  the  normal  that  their  axles  either  stick  fast  or  are 
subject  to  great  extra  frictional  strain,  or  are  themselves  rapidly 
abraded.  The  temperature  may  be  such  that  the  hand  can  barely 
tolerate,  or  so  high  as  a  low  red  heat.  Heating  is  due  to  want  of 
lubrication,  and  the  remedy  is  to  slacken  the  bolts,  and  pour  on  water 
first  and  oil  afterwards.  If  the  bearing  is  very  hot,  the  first  applica- 
tion of  water  should  be  hot,  since  coll  water  might  produce  fracture. 
The  presence  of  s^Uphur  also  assists  the  cooling  action  of  the  oil. 

Heating  Surface. — (1)  The  entire  superficies  of  a  steam  boiler  exposed  to 
the  flame  and  incandescent  gases  on  the  one  side,  and  to  the  water  upon 
the  other.  (See  Transfer  of  Heat.)  (2)  The  total  area  of  the  brick 
chequering  or  partitioning  in  regenerative  furnaces.  (3)  The  pipe 
surface  in  a  pipe  store  (q.v.). 

Heat,  Unit  of. — The  British  practical  unit  of  heat  is  772  foot  pounds,  or 
the  Joule.    See  also  Thermal  Units. 

Heavy  Cut. — The  work  of  a  cutting  tool  on  metal  is  said  to  be  heavy 
when  it  is  removing  thick  and  broad  shavings.  The  term  is  relative, 
because  what  would  be  a  heavy  cut  in  small  work  would  be  a  light  out 
in  work  of  larger  dimensions. 

Heavy  Firing— Close  or  thick  firing. 

Heavy  Oil.— Thick  oil  (q.v.). 

Heavy  Banning — The  reverse  of  light  running  (q.v.). 

Hectare. — A  French  measure  of  surface,  being  equivalent  to  one  hundred 
square  ares  (see  Are),  or  ten  thousand  square  metres  (q.v.). 

Hectogramme. — A  French  measure  of  weight,  containing  one  hundred 
grammes  (q.v.),  and  equivalent  to  3*5274  English  ounces. 

Hectolitre. — A  French  measure  of  capacity,  containing  one  hundred  litres 
(q.v.),  and  being  equivalent  to  22*009  TmgliBh  gallons. 

Hectometre. — One  hundred  metres  (q.v.),  or  3937*079  English  inches. 

Heel. — The  thick  or  broad  end  of  a  wedge-shaped  piece,  the  broad  end  of 
a  railway  switch  for  example. 

Heel  Tool. — A  turning  tool  for  metal  which  was  commonly  employed 
before  the  use  of  the  slide-rest  became  general.  The  cutting  end  re- 
sembled in  shape  that  of  a  boot,  the  heel  being  supported  upon  the  rest, 
the  toe  being  the  actual  cutting  edge.  The  handle  rested  in  an  oblique 
direction  against  the  shoulder  of  the  workman. 

Helical  Gear. — Toothed  gear  in  which  the  wheel-teeth  instead  of  being  at 
right  angles  with  their  faces  are  set  at  some  other  angle  therewith. 
Such  gear  may  be  single  or  double ;  in  the  former  the  teeth  being  in  one 
diagonal  plane  only  across  the  wheel,  in  the  latter  they  are  in  two  diag- 
onal planes  placed  symmetrically  on  each  side  of  a  plane  cutting  trans- 
versely through  the  axis  of  the  wheel,  and  midway  between  its  faces, 
the  last  form  being  mostly  employed.  Helical  gears  are  a  modification 
of  the  old  stepped  gears,  the  steps  being  blended  into  one  continuous 
face,  hence  the  teeth  slide  down  one  another  with  more  regularity  than 
is  the  case  with  ordinary  wheels.    In  principle  they  are  screw  gears. 

Helical  Teeth.— See  Helical  Gear. 

Helioal  Spring.— -See  Spiral  Spring. 

Helve. — (1)  The  handle  of  an  axe,  hatchet,  or  adze.  (2)  A  helve  hammer 
(q.v.). 

Helve  Hammer. — An  antiquated  form  of  smiths' hammer,  sometimes  called 
tilt  or  trip  hammer,  in  which  the  hammer  is  attached  to  a  lever  lifted 
by  cams  or  wipers,  and  allowed  to  fall  with  the  force  due  to  its  own 
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momentum.  Helve  hammers  are  of  two  kinds  ;  one,  the  nose  or  frontal 
helve,  in  which  the  cams  act  upon  the  lever  which  carries  the  hammer,  at 
the  extreme  end,  or  opposite  to  the  fulcrum ;  the  other,  or  belly  helve, 
where  the  cams  act  upon  the  lever  between  the  hammer  head  and  the 
fulcrum.  The  latter  gives  more  room  for  the  manipulation  of  the 
forging  or  of  the  bloom  than  the  former. 

Hemp,  or  Tow. — Hemp  or  tow  is  used  in  foundries  by  core  makers  for 
winding  on  small  core  bars  previous  to  the  daubing  and  sticking  on  of 
the  loam.  It  fulfils  the  same  purpose  as  the  hay-bands  in  larger  cores, 
becoming  a  rough  basis  for  the  attachment  of  the  loam,  and  also  a  porous 
mass  through  which  the  gases  generated  by  casting  escape  into  the 
hollow  of  the  bar.  Hemp  is  also  largely  used  by  moulders  for  filling 
up  the  interstices  of  cores  which  are  laid  finally  in  their  places,  the  mould 
being  yet  unfinished,  the  object  being  the  prevention  of  the  accidental 
falling  in  of  dust  and  sand  into  the  lower,  or  already  finished  portions. 
The  hemp  is  removed  just  previously  to  the  final  dosing  of  the  mould. 

Hempen  Bopes. — Ordinary  ropes  for  the  transmission  of  power,  and  for 
haulage,  &c,  are  made  of  coarse  hemp,  chiefly  imported  from  Russia, 
hence  the  ropes  are  frequently  termed  Russian  ropes.  The  ropes  are 
usually  tarred,  and  are  thus  distinguished  from  white  or  untarred  ropes. 
(See  Manilla  Ropes.)  The  prepared  hemp  is  first  spun  into  yarns, 
these  into  strands,  the  twist  of  the  strand  being  in  an  opposite  direction 
to  that  of  the  yarns,  and  the  strands  laid  or  twisted  into  the  rope. 
Tairin?,  when  practised,  is  effected  when  the  yarns  are  spun,  and  before 
they  are  twisted  into  the  strands.  The  hemp  genus  belongs  to  the 
natural  order  Cannabinacea. 

Hercules  Crane. — A  crane  of  a  large  and  powerful  type,  used  in  harbour 
works  for  the  setting  of  concrete  blocks.  It  is  mounted  on  a  travelling 
framework,  and  has  a  horizontal  jib  which  slews  either  through  a 
portion  of,  or  the  whole  of  a  revolution.  Steam  is  the  motive  power 
used. 

Hexagon  Nut. — The  ordinary  six-sided  form  of  nut  which  has  superseded 
the  primitive  square  form,  owing  to  its  superior  neatness,  and  to  the 
fact  of  its  being  more  readily  turned  in  a  narrow  space,  the  handle  of 
the  spanner  being  moved  through  a  smaller  arc  to  obtain  a  fresh  bite. 

High  Breast  Wheel.— See  Breast  Wheel. 

High  Flashing  Point. — An  oil  is  said  to  have  a  high  flashing  point  when 
it  will  take  fire  at  a  high  temperature  only. 

High  Press. — A  workshop  abbreviation  employed  to  signify  the  high- 
pressure  cylinder  in  a  compound  engine. 

High-pressure  Engine. — (1)  An  engine  which  exhausts  its  steam  directly 
into  the  atmosphere.  (2)  Any  engine,  condensing  or  non-condensing, 
which  is  driven  by  high-pressure  steam. 

High-pressure  Cylinder.— The  smaller  cylinder  of  a  compound  engine 
which  receives  the  steam  direct  from  the  boiler,  and  m  which  it  is 
first  expanded,  and  from  which  it  is  exhausted  into  the  adjacent  low- 
pressure  cylinder. 

High-pressure  Steam. — Steam  whose  pressure  is  sufficiently  above  that 
of  the  atmosphere  to  enable  it  if  required  to  drive  an  engine  which  is 
unprovided  with  a  condenser. 

High  Speed. — A  term  having  various  applications  in  practice,  being  of 
general  rather  than  of  special  signification.  High-speed  engines  may 
be  considered  to  embrace  any  engines  making  over  200  to  300  revo- 
lutions per  minute ;  or,  putting  it  in  another  way,  exceeding  a  piston 
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speed  of  300  feet  per  minute.  All  rotary  and  three-cylinder  engines 
also  are  termed  nigh  speed  without  special  reference  to  any  definite 
rate  of  revolution.  High-speed  belting  applies  to  belts  for  fans,  wood- 
working machinery,  centrifugal  pumps,  &o.,  in  opposition  to  those  for 
line  ana  counter,  and  other  slowly  driving  shafts. 

High  Speed  Bearings. — Bearings  whose  length  exceeds  their  diameter  by 
from  four  to  six  tunes.  Their  value  consists  in  the  distribution  of  the 
excessive  friction  of  rapidly  revolving  shafts  oyer  a  large  extent  of  sur- 
face, with  a  consequent  diminution  of  heating.  They  are  made  in 
various  forms ;  in  one  of  the  commonest  the  actual  bearing  is  made  to 
swivel  in  its  plummer  block  or  hanger,  and  is  thus  rendered  capable  of 
accommodating  itself  to  slight  inequalities  in  the  line  of  the  shafting, 
or  to  inaccuracy  in  the  setting  of  the  main  block  or  hanger. 

High  Speed  Engine. — See  High  Speed. 

Hippopotamus  Hide. — Sometimes  used  for  the  covering  of  buff  wheels, 
being  more  elastic  and  durable  than  leather. 

H  Iron. — Rolled  wrought-iron  bar  whose  section  is  that  of  the  letter  I. 
Used  extensively  for  building  up  engineering  structures. 

Hitch. — A  cutting  tool  moving  automatically  in  a  tool  holder  is  said  to 
hitch  or  catch  when  it  ispufled  into  the  work  to  a  depth  greater  than 
it  is  intended  to  cut.  Hitching  is  due  either  to  malformation  of  the 
tool,  to  an  unsuitable  cutting  angle,  or  to  an  improper  position  of'  the 
cutting  point  relatively  to  the  shank. 

Hob,  or  Hub.    A  master  tap. 

Hogger  Pump.— The  upper  portion  of  a  deep  mine  pump. 

Hogging. — The  curving  or  distortion  of  the  furnace  tubes  of  boilers, 
caused  by  the  local  expansion  of  the  plates  due  to  heat.  Hogging  is 
chiefly  observable  immediately  after  the  lighting  of  the  fire,  and  before 
the  temperature  has  become  approximately  uniform. 

Hoist— See  Lift. 

Hoisting  Crab. — See  Crab. 

Hoisting  Engine. — An  engine  specially  fitted  up  for  ordinary  hoisting  or 
lifting  purposes.  It  is  usually  attached  to  its  vertical  boiler,  and  to- 
gether with  a  hoisting  drum  and  suitable  gearing  is  secured  to  a  low 
truck  having  unflanged  wheels  for  convenience  of  portability.  The 
truck  is  drawn  by  horses  to  the  locality  where  the  services  of  the  crane 
are  required.  The  lifting  chain  passes  from  the  drum  to  a  gin  or  pulley 
block  suspended  from  temporary  shear  legs  or  other  convenient  support. 

Hold-down  Bolts. — See  Foundation  Bolts. 

Holding  up. — The  maintaining  of  a  firm  pressure  against  the  heads  of 
rivets  while  their  closing  up  is  being  effected,  a  holding-up  hammer 
being  used  for  the  purpose. 

Holding-up  Hammer. — An  ordinary  hammer  used  for  holding  up  (q.v.). 
The  handle  is  of  ash,  and  is  pressed  against  a  convenient  fulcrum,  the 
hammer  being  held  against  tue  rivet  head,  not  directly,  but  with  the 
force  due  to  the  leverage  exerted  on  the  handle. 

Hold  up. — A  term  commonly  used  to  express  the  capacity  of  a  piece  of 
wood  or  metal  to  finish  to  a  particular  size.  If  it  is  under  size,  or  its 
surface  is  too  winding  to  permit  of  finishing  to  thickness ;  or  if  circular, 
if  its  diameter  is  too  small ;  or  if,  though  originally  large  enough,  it 
has  not  been  centred  truly,  it  is  said  not  to  hold  up. 

Holliper.— See  Oliver. 

Hollows. — The  inside  curves  imparted  to  the  otherwise  angular  parts  of 
castings.    They  are  inserted  in  order  that  the  crystals  of  the  metal 
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may  arrange  themselves  in  the  strongest  position,  that  is,  radially  to 
the  face,  which  in  a  casting  having  purely  right  angles  would  leave  a 
line  of  break,  and  consequent  source  of  weakness.  Pattern  hollows  are 
made  in  wood,  metal,  or  leather. 

Hollow  Blows. — Blows  delivered  by  a  hammer  upon  a  substance  which 
is  either  unsupported,  or  insufficiently  supported,  by  an  opposing  block. 
The  blows  are  consequently  elastic  in  character. 

Hollow  Column. — (1)  A  hollow  column  which  contains  the  same  quantity 
of  metal  as  a  given  solid  column,  is  stronger  than  the  solid  column,  and 
the  strength  nearly-  equals  the  difference  between  that  of  two  solid 
columns  whose  diameters  are  equal  to  the  external  and  internal 
diameters  of  the  hollow  column.  (2)  The  transverse  strength  of  a  thin 
hollow  cylinder  is  to  that  of  a  solid  cylinder  of  equal  weight  as  the 
diameter  of  the  former  is  to  the  radius  of  the  latter. 

Hollow  Half  Bounds. — See  Half-round  Iron. 

Hollow  Mandrel  Lathe. — A  lathe  whose  headstock  mandrel  is  made  hol- 
low throughout  to  allow  of  the  turning  off  of  short  pins,  screws,  or 
other  cylindrical  work  from  a  lonflr  pieoe  of  rod.  The  rod  is  slid 
through  the  hollow  mandrel  as  each  successive  pin  or  screw  is  turned 
and  cut  off. 

Hollow  Moulding. — A  term  sometimes  employed  to  designate  the  cylin- 
drical and  hollow  forms  of  foundry  worlc,  as  distinguished  from  flat 
moulding. 

Hollow  Plane. — A  plane  whose  face  and  cutting  iron  are  hollowed  out, 
and  which  therefore  planes  rounding  in  section.  Used  for  working  the 
rounding  portions  of  beads  and  edges. 

Hollow  Set. — A  smith's  gouge,  used  for  dressing  off  the  circular  portions 
of  forged  work. 

Hollow  Spindle. — Applied  to  those  lathes,  screw-cutting,  and  cutting-off 
machines  in  which  the  bar  that  furnishes  the  materials  for  use,  is  made 
to  traverse  to  an  exact  and  measurable  distance  at  a  time  through  the 
mandrel  of  the  headstock,  which  is  made  hollow  for  that  purpose.  See 
Hollow  Mandrel  Lathe. 

Hollow  Structures.— The  larger  machine  frames,  standards,  parts,  &c, 
are  made  hollow  from  motives  of  economy.  A  given  amount  of  mate- 
rial properly  disposed  in  a  hollow  form  will  possess  more  strength  than 
the  same  quantity  solidly  arranged.  It  is  for  this  reason  that  numlihiA 
framings,  base  plates,  columns,  box  girders,  &o.,  are  made  hollow. 

Hollow  Tools. — Bottom  swages  (see  Swage)  are  termed  hollow  tools. 

Homogeneous. — Of  the  same  quality  throughout.  Cast  metal  is  homo- 
geneous when  the  crystals  are  as  nearly  as  possible  of  the  same  size, 
wrought  metal  when  the  fibre  is  dean  throughout,  and  not  an  intermix- 
ture of  various  qualities  together  with  layers  of  scale  and  rubbish  inter- 
vening. Again,  piled  works,  as  iron  rails  for  example,  usually  lack  the 
quality  of  perfect  homogeneity  by  reason  of  the  different  qualities  of 
puddled  bar  and  slab  employed  in  their  construction,  the  presence  of 
cinder,  scale,  or  oxide,  and  imperfect  welding ;  while  steelworks  rolled 
from  the  ingot  have  the  quality  of  homogeneity  in  perfection. 

Hone,  or  Oil-stone. — A  slaty  stone  used  for  whetting  edged  tools  after 
they  have  left  the  grindstone,  to  impart  the  keen  and  fine  edge  required 
for  dean  cutting1.  The  qualities  of  hones  vary  greatly,  some  being  soft 
and  therefore  fretting  quickly,  but  producing  a  coarse  edge ;  others 
being  hard  and  slow  of  action,  but  giving  a  keener  edge.  For  ordinary 
shop  use,  a  Turkey  or  a  Charnley  Forest  hone  are  the  best,  but  Washita 
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and  Grecian  hones  are  in  frequent  demand,  though  not  so  reliable  as 
the  first  named. 

Honeyoombing. — That  kind  of  boiler  corrosion  which  takes  the  form  of 
numerous  minute  recesses,  or  small  blank  holes  or  pits,  due  to  the 
action  of  acids,  or  to  want  of  uniformity  in  the  quality  of  the  plates, 
or  to  galvanic  action,  or  to  all  combined. 

Hood,  or  Bonnet. — The  upper  covering-  or  canopy  over  a  smith's  forge 
which  conducts  the  smoke  into  the  chimney. 

Hook. — A  firing  tool  having  a  narrow  prolongation  of  the  end  of  a 
long  bar,  turned  down  at  right  angles  therewith,  and  used  for  clearing 
the  interspaces  of  the  fire  bars  of  boilers,  of  clinkers  and  ashes. 

Hook  Bolt. — A  bolt  which,  instead  of  a  square  head,  has  an  end  hooked 
or  turned  round  at  right  angles.  These  bolts  are  often  placed  against 
the  outside  faces  of  the  work  which  they  hold  together. 

Hooked  Tommy. — A  tommy  used  for  turning  round-headed  screws  and 
circular  nuts,  when,  owing  to  the  shallowness  of  their  holes,  an  ordinary 
tommy  would  not  hold  sufficiently  well.  A  hooked  tommy  is  therefore 
curved  to  follow  the  circular  shape  of  the  heads. 

Hooke's  Joint. — See  Universal  Joint. 

Hooks  and  Eyes. — Cylindrical  belt  fasteners  used  for  leather  or  gut  belts 
of  circular  section. 

Hook  Tool. — A  form  of  tool  used  for  vertical  slotting,  which  is  placed 
transversely  to  the  axis  of  the  ram  of  the  machine. 

Hook  Wrenon,  or  Set,  or  Hand  Hook. — A  smith's  tool  used  for  taking 
work  out  of  winding  or  out  of  twist.  It  is  formed  of  a  piece  of  iron 
bent  round  to  form  three  sides  at  right  angles  with  each  other  suc- 
cessively, two  being  short  and  one  of  the  two  parallel  sides  being  pro- 
longed to  form  a  handle.  It  is  slipped  around  the  work  like  a  span- 
ner, and  the  handle  serves  as  a  lever  to  pull  out  the  twist. 

Hooped  Spindle. — A  swindle  provided  with  an  eye  at  one  end,  either  cir- 
cular or  rectangular  in  outline,  which  eye  embraces  a  boss  cast  upon  a 
•  valve.  Often  applied  to  slide  valves  in  place  of  the  ordinary  valve  rod 
with  lock  nut  arrangements. 

Hoop  Iron. — Thin  iron  used  for  securing  the  corners  of  packing  cases.  It 
is  made  in  widths  ranging  from  §  in.  to  21  in.,  its  thicknesses  being 
given  in  the  numbers  of  B.W.G.,  ranging  from  No.  21  to  12. 

Hoop  L. — The  trade  mark  of  the  Swedish  malleable  iron  from  the  Danne- 
mora  mines,  so  called  from  the  letter  L  being  placed  in  the  centro  of  a 
circle. 

Hoop  Tongs. — Smith's  tongs  whose  jaws  are  bent  at  right  angles  with 
the  handles.  The  jaws  lay  parallel  with  each  other  for  the  embracing 
of  rings  and  hoops  of  flat  bar  iron. 

Hooter. — A  steam  whistle  used  instead  of  a  factory  bell  to  summon  the 
men  to  work.  Hooters  can  be  heard  a  dozen  miles  away  in  a  still 
morning. 

Hopper. — A  box  or  receiver  used  for  the  purpose  of  feeding  supplies  of 
materials  to  machines  or  furnaces  of  various  kinds.  It  is  often  fur- 
nished with  sloping  sides,  and  a  valve  or  cover  provides  the  means  of 
regulating  the  fall  of  the  contents.  Concrete  mixers,  blast  furnaces, 
gas  producers,  are  furnished  with  hoppers. 

Horizontal  Boiler. — A  boiler,  the  longitudinal  axis  of  whose  barrel  is  hori- 
zontal. Horizontal  boilers  embrace  Cornish,  Lancashire,  Galloway, 
Wagon,  and  marine  types. 

Horizontal  Boring  Machine. — See  Boring  Machine. 
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Horizontal  Crane. — A  portable  steam  balance  crane  whose  cylinders  are 
set  in  a  horizontal  direction,  and  whose  gearing  is  kept  as  low  down  as 
possible.    See  Vertical  Crane. 

Horizontal  Engine. — An  engine  the  longitudinal  axis  of  whose  cylinder 
and  piston  rod  is  horizontal. 

Horizontal  Lathe. — A  boring  machine  whose  axis  is  set  in  a  vertical 
direction  for  the  purpose  of  boring  large  engine  and  other  cylinders, 
and  rings  which  would  sink  and  become  distorted  by  their  own  weight 
if  laid  upon  their  sides  in  an  ordinary  lathe  or  boring  machine. 

Horizontal  Water  Wheel. — A  water  motor  composed  of  two  wheels  placed 
horizontally  one  above  the  other,  the  upper  one  remaining  fixed,  the 
lower  one  being  made  to  revolve  by  the  pressure  due  to  the  head  of 
water.  The  water  passing  through  curved  buckets  or  vanes  in  the 
upper  wheel  is  directed  by  them  against  a  series  of  buckets  in  the  lower 
wheel,  the  latter  being  free  to  revolve  on  a  vertical  spindle.  Horizontal 
wheels  are  mostly  superseded  bv  turbines. 

Horizontal  Winch. — A  steam  winch  (q.v.)  in  which  the  cylinders  are 
placed  horizontally  on  the  side  frames. 

Hornbeam.  (Carpinus.) — A  wood  of  the  natural  order  Cupulifera.  It  is  of 
a  light  colour,  very  stringy,  tough,  and  of  moderate  hardness.  Used 
by  engineers  for  the  cogs  of  mortice  wheels.  A  cubic  foot  weighs 
47  lbs.     Sp.  gr.  0-76. 

Hornblock. — A  casting  of  steel  or  iron  riveted  to  a  locomotive  framing  to 
receive  the  axle  box,  and  by  means  of  which  the  latter  is  constrained 
to  move  in  a  vertical  plane  only. 

Horn  Centres. — Small  transparent  discs  of  horn  used  by  draughtsmen  to 
place  the  points  of  their  compasses  upon  when  describing  circles,  to 
avoid  piercing  the  paper  itself. 

Horn  Plates. — The  wrought-iron  or  steel  frames  whose  internal  edges  act 
as  guides  to  the  axle  boxes  of  rolling  stock.  They  are  bolted  to  the 
truck  frames.    Also  termed  axle  guards,  pedestals,  and  housings. 

Horns.  —The  curved  levers  which  are  pivoted  at  the  side  of  a  planing 
machine,  and  which  being  knocked  over  by  the  tappets  give  the  neces- 
sary feeds  to  the  tool,  and  the  reversing  movement  to  the  table. 

Horse  Dung. — This  is  used  in  foundries  for  mixing  with  the  sand  from 
which  cores  are  struck  up.  It  owes  its  value  to  the  quantity  of  undi- 
gested hay  which  it  contains,  for  this,  being  desiccated  by  the  drying 
in  the  stove,  leaves  a  network  of  porous  channels  in  the  core  or  loam 
through  which  the  gases  generated  by  casting  find  exit. 

Horse  Gear. — See  Bullock  Gear. 

Horse  Hair. — Sometimes  mixed  with  loam  for  the  same  purpose  as  horse 
dung  (q.v.). 

Horse  Hair  Cushion. — A  cushion  of  horse  hair  placed  in  the  bottom  of 
some  types  of  axle  boxes,  and  which  being  saturated  with  oil,  forms  a 
reservoir  for  a  wonted  pad  (q.v.)  placed  above. 

Horse-Power. — A  conventional  term  whose  significations  require  to  be 
denned  to  have  any  practical  use.  See  Actual,  Indicated,  JNett  Indi- 
cated, and  Nominal  Horse-Powers. 

Horse-Power  transmitted. — The  powers  which  belts,  wheels,  shafting, 
&c,  are  capable  of  carrying  or  transmitting  from  the  prime  movers  to 
the  mechanism  which  they  have  to  drive,  this  power  being  expressed 
in  the  unit  of  33,000  foot  pounds. 

Horseshoe  Gauge. — A  fixed  gauge  used  for  calipering  metal  work.  It  is 
really  a  fixed  caliper,  being  out  from  a  solid  piece  of  metal,  and  its 
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outline  approximates  to  that  of  a  horseshoe,  its  internal  narrowed 
portion  being  the  part  where  the  measurement  is  taken.  These  gauges 
are  kept  as  standards  for  repetition  work. 

Hese. — Flexible  piping-  of  leather  or  of  india-rubber  used  for  the  convey- 
ance of  water  from  force  and  other  pumps  where  the  employment  of  a 
rigid  channel  of  transmission  would  be  inadmissible  or  inconvenient. 
Leather  hose  is  generally  fastened  down  the  seam  with  copper  rivets. 
India-rubber  hose  is  also  cemented  entire  and  seamless  at  a  nigh  tem- 
perature, in  combination  with  pressure. 

Hose  Coupling. — The  mode  of  jointing  together  of  the  ends  of  hose  pipes. 
Screwed  flanges  of  brass,  male  and  female,  are  attached  to  the  abutting 
ends  by  means  of  copper  wire  bound  around  them.  Or  flanges  with 
bolts  are  similarly  attached.  Or  brass  clips  only  are  made  to  grasp 
them.  Or  a  third  screwed  collar  slips  oyer  and  unites  the  independent 
ends.    See  Union. 

Hose  Clip. — See  Hose  Coupling. 

Hose  Pipe. — India-rubber  nose  pipe  is  formed  by  the  alternate  winding  of 
friction  sheet  india-rubber  around  a  mandrel,  and  subjecting  the  whole 
to  the  vulcanising  process. 

Hose  Beel. — A  drum  mounted  upon  wheels,  around- which  flexible  hose  is 
wound  for  convenience  of  transit. 

Hot  Air  Engine. — A  motor  in  which  heated  air  is  the  agent  employed, 
and  of  which  the  essential  principle  is  the  alternate  heating  and  cooling 
of  the  air  used.  It  contains  provision  for  the  rapid  heating  of  the  air, 
which  being  expanded  does  work,  giving  motion  to  a  piston  called  the 
power  piston ;  the  air  is  then  allowed  to  escape  and  passes  through  a 
regenerator  (q.v.)  to  the  compression  cylinder,  where  it  is  rapidly  cooled ; 
thence  back  through  the  regenerator  to  the  power  cylinder  to  undergo 
the  same  cycle.  The  methods  by  which  the  heating  and  cooling  are 
effected  and  the  types  of  regenerators  constructed  vary  in  different 
types  of  engines,  but  the  principles  are  the  same  in  all  cases. 

Hot  Blast. — Until  the  year  1828  it  had  been  the  universal  practice  among 
ironmasters  to  smelt  the  ore  by  the  aid  of  a  current  of  cold  air  poured 
into  the  tuyeres.  But  in  that  year  Neilson,  of  Garron  Foundry,  in 
Scotland,  introduced  the  practice  of  raising  the  temperature  of  the 
blast,  with  a  resulting  economy  of  fuel,  hence  the  distinguishing  term 
"  hot  blast."  The  temperature  as  now  used  ranges  from  700°  F.  to 
1,300°  F.  The  iron  is  inferior  and  weaker  than  cold  blast  iron  smelted 
from  the  same  ores,  owing  to  the  presence  of  eilicious  compounds  in 
larger  quantity,  and  cold  blast  scrap  is  always  eagerly  sought  after  by 
the  dealers. 

Hot  Iron  Saw. — A  circular  saw  made  of  thick  plate  and  provided  with 
short  dumpy  teeth,  which  is  used  for  cutting  off  iron  bars.  The  bars 
are  previously  heated  to  a  low  red  heat,  and  the  lower  portion  of  the 
saw  runs  in  cold  water. 

Hot  Liquor  Pump. — A  lifting  pump  (q.v.)  which  is  placed  below  the  hot 
liquid  being  pumped,  in  order  that  the  presence  of  steam  may  not  in- 
terfere with  tne  production  of  a  vacuum,  which  is  the  case  with  pumps 
working  under  ordinary  conditions.  Feed  pumps  for  boilers  never  pump 
so  great  a  quantity  when  the  feed  water  is  warm  as  when  it  is  cold. 

Hot  Metal.— Molten  iron  and  brass  are  said  to  be  hot  when  their  tem- 
perature is  higher  than  that  required  for  the  class  of  work  for  which 
they  are  intended.  If  too  hot  the  sand  becomes  oxidised  and  produces 
a  rough  casting.    If  too  cold,  the  metal  does  not  fill  up  the  mould 
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properly  and  probably  becomes  oold  shut  (q.v.).  Thin  works  require 
hotter  metal  than  thicker  ones  to  counteract  the  chilling  influence  of 
the  mould.  Hot  metal  scintillates  more  than  cooled  or  dead  metal, 
and  the  founder  judges  of  the  temperature  by  its  appearance.  See 
Breaking. 

Hot  Sand. — Foundry  sand  which  has  been  watered  and  mixed  immediately 
after  being  knocked  out  of  a  flask  in  which  a  recent  casting  has  been 
made.  The  use  of  hot  sand  is  injurious  both  to  the  pattern  and  to  the 
mould ;  the  sand  sticking  to  the  pattern  and  producing  a  bad  delivery, 
and  the  steam  in  the  mould  causing  risk  of  a  spongy  casting.  Hence 
sand  should  be  allowed  to  become  cold  before  being  used  over  again. 

Hot  Set. — A  smith's  set,  or  chisel-like  tool,  made  thinner  than  the  oold 
set  (q.v.),  and  used  for  the  nicking  and  cutting  of  hot  metal. 

Hot  Snort. — A  condition  of  wrought  iron  in  which  it  becomes  brittle  at  a 
welding  heat,  so  that  it  either  does  not  weld  at  all,  or  welds  with  diffi- 
culty.   It  is  due  to  the  presence  of  sulphur. 

Hot  Tests. — The  testing  of  the  tensile  strength  of  iron  and  steel  bars  and 
plates,  by  bending  mem  hot  to  a  certain  angle,  both  with  and  across 
the  grain,  without  fracture. 

Hot  Water  Apparatus*— The  principle  is  the  circulation  of  hot  water  in 
pipes  due  to  the  difference  in  the  sp.  gr.  of  columns  of  water  at  different 
temperatures.  The  cold  water  being  the  heavier  drives  the  heated 
water  before  it. 

Hot  Water  Test. — A  test  to  which  steam  boilers  are  subjected,  the  use  of 
hot  water  following  that  of  the  cold  water  test.  The  hot  water  by 
expanding  the  plates  tests  the  soundness  of  the  caulked  joints. 

Hot  well. — A  reservoir  for  the  hot  water  pumped  out  of  an  engine  con- 
denser by  the  air  pump. 

Housings. — (1)  The  framings  which  support  the  rolls  in  rolling  mills 
(q.v.).     (2)  Hornplates  (q.v.). 

Housing  Sorews. — The  screws  which  pass  through  the  caps  of  rail  mill 
housings  for  the  adjustment*  of  the  rolls. 

H.P. — See  Horse-Power. 

Hub. — (1)  A  master  tap  (q.v.).  (2)  A  term  sometimes  applied  to  the 
boss  of  a  wheel. 

Hunting  Cog. — A  device  of  the  old  millwrights  to  prevent  the  unequal 
wearing  of  teeth  which  is  supposed  to  result  when  the  same  teeth  on 
wheel  and  pinion  come  successively  into  gear  without  variation.  In 
other  words,  when  the  required  number  of  teeth  to  produce  the  neces- 
sary velocity  ratio  is  determined  on,  an  extra  tooth  is  thrown  into 
wheel  or  pinion  so  that  they  may  be  primes  to  each  other,  or  have  no 
common  divisor.  Thus  72  and  24  should  be  73  and  24,  or  72  and  2d. 
The  extra  tooth  is  termed  a  hunting  cog. 

Hydrated.— See  Anhydrous. 

Hydraulio  Boar. — A  punching  bear  (q.v.)  in  which  the  punch  is  actuated 
by  the  power  of  water  under  pressure.  It  consists  of  a  small  cistern  of 
water,  a  force  pump,  and  ram,  with  levers.  The  cistern  is  uppermost 
and  incloses  the  force  pump,  the  ram  is  below  it,  and  immediately  over 
the  punch  which  it  actuates.  One  lever  works  the  pump,  another  lifts 
the  ram  and  punch  after  the  hole  has  been  pierced. 

Hydraulio  Bolt. — An  endless  belt,  made  of  woollen  material,  which 
absorbs  and  holds  water  readily.  The  lower  bight  or  bend  runs  in 
water,  the  upper  bend  passes  over  a  pulley.  The  belt  travels  at  a  high 
speedy  and  so  lifts  the  water  to  the  pulley,  whence  it  is  discharged. 
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Hydranlio  Crane. — A  crane  in  which  the  pressure  due  to  a  head  of  water, 
or  to  water  pressure  obtained  by  pumping  water  into  an  accumulator, 
is  utilised  for  the  lifting-  of  loads.  The  water  is  allowed  to  flow  from 
the  accumulator  into  a  hydraulic  cylinder,  or  cylinders,  to  whose  ram 
one  end  of  the  lifting-chain  is  attached ;  the  chain  passes  thence  oyer 
pulleys  to  the  jib  and  the  load,  the  purpose  of  the  pulleys  being  to 
increase  the  speed  of  lift  beyond  that  of  the  rate  of  travel  of  the  ram. 
The  increase  in  the  rate  may  be  5  or  6  to  1.  Hence  there  is  a  corre- 
sponding loss  of  power,  such  loss  being  allowed  for  in  the  original 
designing-  of  the  crane.  Neither  is  there  any  gearing,  but  the  chain 
passes  directly  from  the  sheave  pulleys  to  the  jib  oyer  the  top  of  the 
post.     It  is  usual  to  work  several  cranes  from  a  single  accumulator. 

Hydranlio  Cylinder. — The  lifting  cylinder  of  a  hydraulic  press  into  which 
the  water  is  pumped  under  pressure,  lifting  the  enclosed  piston. 

Hydranlio  Engine. — See  Water  Pressure  Engine. 

Hydranlio  Foroe  Pump,  or  Hydranlio  Pump. — A  small  brass  force  pump, 
made  specially  strong  for  pumping  water  under  great  pressure  for 
testing  purposes,  or  for  hydraulic  presses.  It  is  essentially  an  ordinary- 
force  pump,  but  is  provided  with  a  safety  valve,  and  attached  to  the 
coyer  of  a  tank  of  supply  water. 

Hydranlio  Forging  Press. — A  form  of  hammer  used  for  stamping  iron 
or  steel  articles  to  definite  shapes  in  dies.  The  moving  head,  which 
corresponds  with  the  tup  (q.v.)  of  a  steam  hammer,  is  actuated  by 
water  stored  in  an  accumulator,  hence  the  force  exerted  is  of  a  com- 
pressive nature  rather  than  that  due  to  impact.  The  working  faces 
may  be  either  flat  surfaces,  or  dies,  according  to  the  class  of  work  in 
hand. 

Hydranlio  Gauge. — A  dial  pressure  gauge,  constructed  to  sustain  and  to 
indicate  very  high  pressures.  Usually  gauges  of  this  description  are 
made  for  a  maximum  pressure  of  five  or  of  ten  tons  to  the  inch,  or, 
reckoned  in  pounds,  of  from  0  to  6,000,  or  10,000,  or  20,000  lbs.  per 
square  inch.  Also,  and  more  correctly,  termed  a  hydrostatic 
gauge. 

Hydranlio  Glue. — Glue  which  has  the  property  of  partially  resisting  the 
action  of  moisture.  It  is  made  by  dissolving  glue  in  skimmed  milk,  or 
by  adding  a  little  linseed  oil  and  oxide  of  iron  to  ordinary  glue. 

Hydranlio  Hammer. — A  hydraulic  forging  press  (q.v.). 

Hydranlio  Jack. — A  lifting  jack  actuated  by  a  small  foroe  pump  inclosed 
within  it,  and  worked  by  a  lever  from  the  outside.  Such  jacks  lift 
either  from  the  foot  or  from  the  top. 

Hydranlio  Leather. — A  cup  leather  (q.v.) 

Hydranlio  Lift. — A  lift  worked  by  water  power,  the  necessary  head  being 
obtained  from  a  tank  situated  in  the  top  of  the  building  where  it  is 
erected.  The  water  pressure  actuates  a  ram  or  plunger  moving  water- 
tight in  a  cylinder.  The  cage  is  attached  to  the  head  of  the  ram,  the 
accumulator  (q.v.)  being  sunk  in  the  ground.  A  lift  is  direct-acting 
when  the  stroke  of  the  accumulator  piston  is  equal  to  the  extreme 
travel  of  the  lift ;  or  indirect  when  the  stroke  of  a  short  plunger  is 
multiplied  by  sheave  wheels  and  ropes.  The  weight  of  the  lift  itself  is 
counterbalanced  by  weights. 

Hydranlio  Motor. — A  motor  whose  source  of  energy  is  derived  from  the 
power  of  water. 

Hydranlio  Pipe  Prover. — A  piece  of  apparatus  employed  for  testing  pipes 
by  water  pressure.  The  pipe  to  be  tested  is  made  fast  between  standards, 
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the  flange  faces  being  rendered  water- tight  by  means  of  india-rubber 
washers,  and  the  water  pumped  to  the  required  pressure  by  means  of  a 
force  pump  having  an  escape  valve,  and  a  weighted  lever  for  the  regu- 
lation of  the  exact  amount  of  pressure  required. 

Hydraulio  Piston. — A  plunger  piston  used  in  force  pumps  and  hydraulic 
cylinders  generally.  It  is  a  solid  piston,  no  liquid  passing  through  its 
body. 

Hydraulio  Press.— A  machine  in  which  the  ^compressibility  and  pressure 
of  water  are  utilised  to  produce  an  immense  effect  with  little  expendi- 
ture of  power.  It  comprises  the  pressing  area,  actuated  by  a  plunger 
or  ram  moving-  in  a  water-tight  cylinder,  and  a  force  pump  by  which 
the  pressure  is  imparted.  See  Hydraulic  Force  Pump.  Hydraulio 
presses  are  used  for  compressing  articles  for  exportation  and  for 
squeezing  oils,  &c,  out  of  their  seeds. 

Hydraulio  Pump. — See  Hydraulic  Force  Pump. 

Hydraulio  Bam  or  Water  Bam. — A  machine  in  which  water  is  raised  from 
a  lower  to  a  higher  level  by  its  own  momentum.  Water  is  allowed  to 
flow  with  the  velocity  due  to  its  head  into  a  horizontal  drive  pipe  sup- 
plied with  two  valves  opening  in  opposite  directions.  The  momentum 
of  the  water  soon  closes  the  farthest  valve  which  is  made  to  open  inwards, 
and  the  arrested  fluid  then  opens  the  other  valve  outwards  and  passes 
into  a  supply  pipe  provided  with  an  air  vessel.  Being  thus  relieved  of 
pressure,  the  inward  opening  valve  falls  and  the  water  passes  through 
it  until  it  has  again  acquired  sufficient  momentum  to  open  the  supply 
valve  once  more.  An  efficiency  of  about  70  per  cent,  is  obtained  from 
hydraulic  rams. 

Hydraulio  Biveter. — A  riveting  machine  consisting  of  one  movable  and 
one  lever  jaw  at  whose  extreme  ends  the  dies  are  placed.  The  movable 
jaw  is  actuated  by  cylinders  placed  in  communication — the  one  with  an 
accumulator  and  the  other  with  an  exhaust  cistern  of  water. 

Hydraulics,  or  Hydrodynamics. — Treats  of  the  motion  of  liquids,  as 
opposed  to  hydrostatics.  All  questions  and  problems  relating  to  the 
flow  and  efflux  of  water  or  other  liquids  in  pipes,  from  orifices,  rams, 
friction  of  liquids,  &c,  are  embraced  by  hydraulics. 

Hydraulio  Shearing  Machine. — A  shearing  machine  in  which  water  is  the 
motive  power. 

Hydraulic  Test. — The  testing  of  the  strength  of  structures  which  have  to 
sustain  high  pressures  by  the  forcing  in  of  water  from  a  force  pump. 
Pipes,  air  vessels,  steam  boilers,  &c,  are  thus  tested  to  about  double 
their  anticipated  working  pressure. 

Hydraulio  Tube. — The  stoutest  solid  drawn  wrought-iron  tube  made.  It 
is  about  twice  as  thick  as  common  tubing,  and  is  used  for  hydraulic 
pump  connections  and  for  high  steam  pressures. 

Hydraulio  Wheel  Press. — A  wheel  press  in  which  hydraulic  pressure 
is  employed  instead  of  that  of  screw  bolts  for  pulling  wheels  on  or 
off  their  axles.  It  embraces  cylinder  and  ram,  pump,  and  gear  for 
drawing  back. 

Hydro  -  Carbons. — Compounds  of  hydrogen  and  oxygen,  either  solid, 
liquid,  or  gaseous.  They  are  organic  compounds,  highly  inflammable, 
and  are  important  constituents  in  fuels  and  in  lubricating  oils. 

Hydro-Carbon  Oils.— Mineral  oils  (q.v.). 

Hydrochloric  Acid.— Symbol,  H  CI.  A  compound  of  chlorine  and  hydro- 
gen, with  water.  It  is  used  as  a  flux  for  soldering.  Dilute  H  CI.  is  used 
sometimes  for  rusting  metal  patterns  and  the  faces  of  chilling  moulds, 
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and  for  dissolving  the  scale  from  boiler  plates.  Galled  also  muriatio 
acid,  and  spirits  of  salts. 

Hydrodynamics. — See  Hydraulics. 

Hydrogen.— Symbol,  H.  Comb,  weight,  1 .  A  gas  possessing  high  calorifio 
power  when  in  union  with  oxygen.  It  is  the  lightest  body  known,  all 
other  elements  being  referred  to  it  as  unity.  It  is  formed  in  foundry 
moulds  by  the  decomposition  of  the  moisture  contained  therein,  and 
burns  at  the  rent  holes  with  its  characteristic  blue  flame. 

Hydrostatic  Gauge. — A  hydraulic  gauge  (q.T.). 

Hydrostatio  Press. — A  hydraulic  press  (q.T.). 

Hydrostatics. — Treats  of  the  equilibrium  and  pressures  of  fluids  at  rest. 

Hygrosoopio  Water. — "Water  which  is  not  in  the  condition  of  chemical 
combination.  Applied  to  fire-clays  and  other  absorbent  bodies.  It  is 
capable  of  being  driven  on?  by  the  application  of  a  moderate  amount  of 
heat. 

Hyperbola. — One  of  the  conic  sections  cutting  the  side  of  the  cone  at  an 
angle  less  than  a  parabola.  The  curve  of  expansion  of  a  gas  under  the 
conditions  of  Boyle  and  Marriott's  law  is  that  of  a  hyperbola. 

Hyperbolic  Logarithm. — The  common  logarithm  of  a  number  multiplied 
by  2*30258505.  Conversely  the  hyperbolic  logarithm  multiplied  by 
"43429448  gives  the  common  logarithm.  Hyperbolic  logarithms  are 
employed  to  facilitate  calculations  relative  to  the  expansive  working  of 
steam. 

Hypooyeloid. — A  cycloidal  curve  formed  on  the  interior  of  a  base  or 
fundamental  circle.  The  curves  of  the  flanks  of  wheel  teeth  are  com- 
monly hypocycloids. 

Hypotheneuie.— The  diagonal  which  joins  the  sides  of  aright-angled 
triangle. 

i. 

I. — The  usual  algebraic  expression  employed  in  mechanical  calculations 
to  designate  the  moment  of  inertia  (q.v.). 

Ideal  Engine. — See  Perfect  Engine. 

Idler.— See  Idle  Wheel. 

Idle  Wheel,  or  Idler. — A  wheel  introduced  into  a  train  of  gearing  for  the 
purpose  of  filling  up  an  hiatus,  or  of  changing  the  direction  of  motion 
without  influencing  the  velocity  ratio.    Galled  also  a  cock  wheel. 

Igniter. — The  agent  by  which  the  gaseous  charge  of  a  gas  engine  is 
ignited.  It  is  either  a  jet  of  gas  or  a  spiral  of  platinum  wire  rendered 
incandescent  by  electricity  or  by  a  gas  jet,  or  some  refractory  material 
kept  constantly  heated  to  a  sufficiently  nigh  temperature. 

Ignition. — The  lighting  of  the  charge  in  gas  engines,  effected  directly 
either  by  a  jet  of  gas  or  by  an  electric  spark,  or  indirectly  through  the 
heating  of  platinum  wire. 

Ignition  Slide. — An  ignition  valve  (q.v.). 

Ignition,  Speed  of. — See  Speed  of  Ignition. 

Ignition  Valve. — The  valve  of  a  gas  engine  which  opens  to  permit  of  the 
ignition  of  the  charge,  but  closes  as  soon  as  this  is  effected. 

I.H.P. — Indicated  horse-power  (q.v.). 

Impact. — The  sudden  fall  of  a  load  upon  a  beam  or  structure.  The  deflec- 
tion of  beams  varies  nearly  as  the  velocity  of  impact. 

Impact  Wheel. — A  water  wheel  which  is  driven  by  the  percussive  force 
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of  water  acting  at  right  angles  to  the  floats,  and  at  a  tangent  to  the 
circumference  of  the  wheel.    Turbines  (q.v.)  are  impact  wheels. 

Imperial. — A  drawing  paper  of  ordinary  quality,  sola  in  sheets  measur- 
ing 30  inches  by  22  inches.    It  can  be  had  either  rough  or  smooth. 

Impermeator. — A  form  of  self-acting  lubricator  used  for  engine  cylinders. 
It  charges  the  steam  with  greasy  matter,  and  depends  for  its  efficiency 
on  the  difference  in  the  specific  gravities  of  water  and  oil.  It  is  screwed 
into  the  steam  pipe  or  the  valve  chest,  and  consists  of  a  brass  cylinder 
containing  in  the  top  a  chamber  and  cock  for  filling  in  the  oil,  and  in 
the  bottom  two  valves,  one  communicating  with  the  steam  chest  down- 
wards and  with  a  small  tube  of  brass  reaching  upwards  nearly  to  the 
top  of  the  interior  of  the  brass  cylinder,  and  the  other  leading  direct 
from  the  steam  chest  into  the  bottom  of  the  brass  cylinder.  Hie 
cylinder  haying  been  nearly  filled  with  oil,  the  first  valve  is  opened; 
steam  rushing  up  through  the  tube,  condenses,  and,  forming  water,  falls 
to  the  bottom,  floating  the  oil  up  to  the  top,  which  overflows  into  the 
brass  pipe,  and  so  affords  a  constant  supply  through  its  valve  as  long  as 
any  oil  remains  in  the  vessel.  In  some  forms  a  glass  index  gauge 
affixed  to  the  outside  of  the  impermeator  indicates  the  height  of  the  fluid. 

Imposed  Load. — The  load  which  is  extraneous  to  a  structure,  as  distin- 
guished from  that  due  to  the  structure  itself. 

Impregnation. — Timber  for  outdoor  use  is  impregnated  with  various  fluids 
or  salts,  to  enable  it  the  better  to  resist  the  decomposing  influences  of 
the  atmosphere.    See  Burnett's  Fluid,  Creosoting,  Kyamsing. 

Improving  Furnace. — A  reverberatory  furnace  in  which  the  foreign  com- 
ponents found  in  hard  lead  (q.v.)  are  oxidised  out. 

Impulse. — The  term  is  applied  to  tne  motion  of  the  piston  of  a  gas  engine 
which  is  due  directly  to  the  explosion  of  the  charge ;  thus  an  impulse  is 
said  to  occur  at  each  revolution,  or  an  impulse  at  every  two  revolutions, 
as  the  case  may  be. 

Impulsive  Load. — A  load  applied  suddenly  to  a  structure.  The  structure 
is  thus  subject  to  the  accumulation  of  energy  due  to  the  impact  of  the 
load,  or  that  gathered  in  its  motion,  in  addition  to  its  actual  dead 
weight. 

Inch. — The  English  standard  of  length,  usually  subdividedinto  eighths  and 
subdivisions  of  the  eighth,  as  sixteenths,  thirty-seconds,  &c.  The  im- 
portance of  the  inch  in  engineering  cannot  be  overestimated.  Areas, 
cubical  contents  of  volumes,  are  estimated  in  terms  of  the  square  and 
cubic  inch.  Heads,  pressures,  are  estimated  in  inches.  The  weight  of 
the  solid  contents  ox  materials  is  deduced  from  the  number  of  cubic 
inches  which  they  contain.  The  sections  of  materials  are  given  in 
inches  when  calculating  their  strains  and  stresses. 

Inch  Pound. — A  unit  of  calculation  signifying  one  pound  lifted  one  inch 
high.    See  Units. 

Inch  Ton. — A  unit  of  calculation  denoting  one  ton  lifted  one  inch  high. 

Inclination  of  Boilers. — Lancashire  and  Cornish  boilers  are  inclined  for- 
wards about  half  an  inch  in  ten  feet  to  ensure  proper  drainage  through 
the  blow-off  cook.  Fire  bars  are  inclined  backwards  about  one  in 
ten  to  allow  of  the  fuel  being  moved  rapidly  away  from  the  dead 
plate. 

Inclined  Cylinder  Engine. — A  type  of  marine  engine  in  which  the  cylin- 
ders are  inclined  towards  each  other  at  an  angle  of  about  102°,  making 
a  triangle  with  the  base  or  ground  line.  They  are  connected  by  cranks 
to  a  common  crank  shaft. 
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Inclined  Plane. — A  plane  which,  is  inclined  to  the  plane  of  the  horizon, 
the  angle  which  it  makes  therewith  being  termed  its  inclination.  In 
the  inclined  plane  the  power  bears  the  same  relation  to  the  weight 
which  it  will  sustain  that  the  height  of  the  plane  bears  to  its  length. 
Hence  the  greater  the  height  in  relation  to  the  length  the  greater  the 
power  which  will  be  required  to  sustain  a  given  weight.  The  wedge 
and  screw  are  each  examples  of  common  applications  of  the  principle  of 
the  inclined  plane. 

IncompreBsibillty. — A  property  of  liquids  which  is  utilised  for  the  trans- 
mission of  power  in  hydraulic  cranes,  lifts,  pistons,  &c.  The  com- 
pressibility of  water  under  the  pressure  of  one  atmosphere  is  '000048, 
an  amount  altogether  inappreciable  in  practice. 

Increase  Twist  Drill. — A  twist  drill  in  which  the  angle  of  the  twisted 
groove  increases  as  it  recedes  from  the  point  in  order  to  afford  greater 
freedom  of  delivery  to  the  abraded  fragments. 

Increasing  Pitch. — A  screw  is  said  to  be  of  increasing  pitch  when  the 
distance  between  each  blade,  or  rather  between  each  successive  turn  of 
the  helix,  supposing  the  blades  were  thus  prolonged,  increases  in 
amount ;  or  the  pitch  may  increase  in  the  direction  of  the  length  of  the 
blade  from  the  centre  to  the  circumference. 

Incrustation. — The  coating  of  the  internal  portions  of  an  engine  boiler 
with  carbonate  and  sulphate  of  lime,  and  other  solids  deposited  from  the 
feed  water.  Various  remedies  are  employed  to  prevent  and  to  remove 
this  as  far  as  possible. 

Independent  Jaw  Chuck. — A  dog  or  jaw  chuck  whose  jaws  move  inde- 
pendently of  each  other,  as  distinguished  from  a  concentric  jaw  chuck 
7q.v.). 

Independent  Machines.— Alludes  to  the  practice  now  becoming  common 
of  driving  boilermakers'  and  the  larger  Kinds  of  engineers'  machines  by 
a  small  independent  engine,  so  that  each  machine  can  be  stopped  and 
started  independently  of  a  main  line  of  shafting. 

Independent  Whip  Crane. — See  Platform  Crane. 

Index. — (1)  The  figure  above  and  to  the  left  of  an  algebraic  symbol,  which 
expresses  the  number  of  times  by  which  it  has  to  be  multiplied  into 
itself.  Also  called  the  exponent.  (2)  The  finger  or  pointer  of  a  float 
gauge,  which  indicates  the  height  of  the  water  level  in  a  steam  boiler 
or  tank. 

Index  Peg.— A  division  peg  (q.v.). 

Indian  Ink. — The  lines  of  mechanical  drawings  are  done  with  Indian  ink 
in  preference  to  common  ink,  as  being  less  liable  to  run,  and  not  soon 
fading.     It  is  sold  in  cakes,  and  also  fluid  in  bottles  ready  for  use. 

India-rubber,  or  Caoutchouc. — The  natural  juice  of  a  tree  called  the 
syringe  tree  (Siphonia  ekutica),  found  in  Cayenne  and  about  the  lower 
part  of  the  Amazon  River,  in  South  America.  It  dries  on  exposure  to 
the  air,  and  its  property  of  elasticity  renders  it  highly  useful  for  an 
infinity  of  purposes.  It  is  chiefly  used  in  the  vulcanised  form,  which  is 
a  preparation  of  the  gum  with  sulphur,  and  also  variously  with  sulphate 
of  zinc,  plaster  of  Paris,  pitch,  whiting.  In  this  condition  it  is  used 
for  belting,  hose  pipe,  washers,  air  pump,  and  other  valves,  &c.  See 
also  Ebonite. 

India-rubber  Belting. — Belting  made  by  subjecting  several  thicknesses 
or  plys  of  india-rubber  cloth  to  heat  and  pressure  combined,  the  required 
temperature  being  about  280°  F. 

India-rubber  Core  Packing. — Packing  which  is  provided  with  an  internal 
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core  of  india-rubber ;  it  is  made  by  painting  strips  of  friction  cloth 
-with  rubber  solution,  and  rolling  them  around  an  india-rubber  or  other 
core. 

India-rubber  Insertion  Sheet. — See  Insertion  Sheet. 

India-rubber  Pipe. — See  Hoee  Pipe. 

India-rubber  Bing. — Kings  of  solid  india-rubber  of  circular  cross  section 
are  used  as  steam  and  water  tight  packings  for  gauge  glasses,  and 
sometimes  also  for  condenser  tubes  and  pipe  flanges. 

India-rubber  Bing  Joint.— A  pipe  joint  in  which  a  ring  of  india-rubber 
supplies  the  place  of  ordinary  caulking.  Accumulator  and  hot  water 
pipes  are  jointed  with  india-rubber  rings. 

India-rubber  Spring. — Buffer  springs  (q.v.)  are  often  made  of  india-rubber. 

India-rubber  Tube. — Solid  india-rubber  tube  is  made  by  pressing  rubber, 
rendered  plastic  by  means  of  heat,  through  a  funnel-shaped  receptacle, 
at  the  termination  of  which  is  a  die  corresponding  in  diameter  with  that 
of  the  pipe  required,  the  bore  being  formed  by  a  centre  core  in  a  similar 
manner  to  lead  pipe.  It  is  afterwards  vulcanised,  a  metal  mandrel 
being  inserted  to  preserve  the  shape. 

India-rubber  Washer. — Used  for  hydraulic  work.  A  flange  washer  is  a 
flat  ring ;  a  socket  washer  a  ring  of  circular  cross  section ;  a  bevel 
washer  a  flat  ring  washer,  whose  faces  are  bevelled  in  relation  to  each 
other ;  ajoint  washer,  one  made  to  any  outline  required. 

Indicated  Horse-Power. — (1)  The  mean  effective  pressure  of  the  steam  in 
an  engine  cylinder  multiplied  by  the  area  of  the  piston  in  square  inches 
and  by  the  piston  speed  in  feet  per  minute,  and  the  product  divided 
by  33,000,  gives  the  Gross  I.H.P.,  or  the  power  exerted  by  the  steam. 
To  obtain  the  net  horse-power,  the  friction  of  the  engine  has  to  be 
deducted  therefrom.     (2)  The  power  as  denoted  bv  the  indicator  (q.v.). 

Indicating. — Indicating  an  engine  signifies  the  taking  of  an  indicator 
diagram  (q.v.)  and  deducing  the  horse-power  therefrom. 

Indicator. — An  instrument  used  for  showing  the  pressure  and  behaviour 
of  the  steam  in  an  engine  cylinder.  It  consists  of  a  piston  working 
freely  yet  closely  in  a  cylinder,  the  area  of  the  piston  being  exactly  half 
a  square  inch.  A  spiral  spring  of  definite  strength  is  placed  above  the 
piston,  and  the  piston  rod  is  connected  by  levers  to  a  pencil  of  brass 
wire.  A  drum  of  2-in.  diameter  forms  a  part  of  the  instrument,  and 
this  drum  receives  a  semi -rotatory  motion  from  the  engine  during  its 
forward  stroke,  being  pulled  back  by  a  spring  during  the  backward 
stroke.  The  instrument  is  screwed  into  the  cylinder  in  any  convenient 
spot,  usually  at  the  covers,  and  by  means  of  a  stop-cock  the  inner  por- 
tion of  the  indicator  cylinder  can  be  opened  to  the  steam  in  the  cylinder 
or  to  the  atmosphere  ;  the  upper  side  of  the  piston  is  always  open  to  the 
air.  When  the  under  side  is  open  to  the  air  the  line  which  the  pencil 
traces  on  the  paper  on  the  drum  is  horizontal,  giving  the  atmospheric 
line  ;  when  the  steam  is  admitted  below  the  piston  the  latter  is  forced 
up,  and  the  pencil  traces  a  line  around  the  moving  paper,  which  indi- 
cates the  action  of  the  steam,  and  from  which  the  pressure  at  any  point 
of  the  stroke  and  the  mean  pressure  can  be  deduced. 

Indicator  Card. — The  slip  of  prepared  paper  which  is  wound  upon  the 
drum  or  cylinder  of  an  indicator  (q.v.),  and  upon  which  the  indicator 
diagram  (q.v.)  is  traced. 

Indicator  Cock. — The  cock  by  which  a  communication  is  made  or  broken 
between  the  piston  of  the  indicator  and  the  engine  cylinder  into  which 
it  is  screwed. 
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Indicator  Diagram. — A  diagram  of  work  traced  by  the  pencil  of  the  in- 
dicator upon  an  indicator  card.  From  it  are  deduced  both  the  behaviour 
and  the  mean  effective  pressure  of  the  steam  in  the  cylinder,  and  thence 
the  indicated  horse-power.  To  obtain  the  mean  effective  pressure  the 
area  of  the  card  is  divided  transversely  by  equidistant  ordinates,  ten  or 
more  as  most  convenient,  perpendicular  to  the  atmospheric  line,  whose 
average  lengths  are  measured,  and  the  whole  added  together  and  divided 
by  the  number  of  divisions. 

Indifferent  Equilibrium. — The  equilibrium  of  a  body  which  is  neither 
stable  nor  unstable.  If  when  a  body  is  moved  longitudinally  the 
centre  of  gravity  moves  in  a  horizontal  line,  as  in  a  sphere,  the  equi- 
librium is  said  to  be  indifferent. 

Indirect  Aoting  Slide  Valve. — A  slide  valve  whose  motion  is  not  derived 
directly  from  the  eccentric  throw  and  rod,  but  from  an  intermediate 
rocking  shaft  or  double-ended  lever,  attached,  one  end  to  the  valve 
rod,  and  the  other  end  to  the  die  block  of  the  slot  link.  This  form  of 
valve  gear  is  used  on  some  locomotives. 

Indirect  Action. — The  motion  of  parts  whose  linear  stroke  or  travel  is 
not  the  same  as  that  of  the  portion  of  mechanism  from  which  they 
derive  their  motion.  The  motion  is  therefore  derived  indirectly  through 
the  medium  of  levers,  as  distinguished  from  direct  action. 

Indirect  Process. — The  mode  of  production  of  malleable  iron  from  pig 
iron,  as  distinguished  from  the  direct  process.  The  indirect  processes 
include  the  open  hearth  or  wet  puddling  treatment,  and  the  ordinary 
dry  puddling  in  the  reverberatory  furnace.  Inferior  ores  can  be 
reduced  better  in  the  indirect,  than  in  the  direct  processes. 

Induction. — Hie  admission  of  steam  into  a  cylinder. 

Induction  Port. — The  port  which  is  open  to  the  admission  of  steam  into 
a  cylinder  for  the  time  being.  Each  of  the  steam  ports  are  termed 
induction  ports,  in  opposition  to  the  exhaust  port,  or  the  one  through 
which  the  exhaust  steam  escapes  into  the  atmosphere. 

Inertia. — That  property  of  matter  in  virtue  of  which  it  resists  the 
tendency  of  forces  impressed  upon  it  from  without  to  cause  it  to  change 
its  position. 

Inertia,  Moment  of. — See  Moment  of  Inertia. 

Ingate. — The  opening  or  orifice  through  which  the  molten  metal  is 
poured  into  a  mould.  Freq  uently  termed  a  gate  simply.  Sometimes 
used  to  include  the  whole  of  the  passage  or  runner  (q.v.J. 

In  Gear. — Wheels  are  said  to  be  in  gear  when  their  teetn  are  mutually 
engaged  with  each  other,  pitch  line  to  pitch  line. 

Ingot. — (1)  Metal  after  being  purified  by  melting  is  run  into  metallic 
moulds  usually  containing  the  founder's  brand.  These  moulds  are 
oblong  in  shape,  and  the  rectangular  block  of  metal  ready  for  re- 
melting  is  oallod  an  ingot.  (2)  Cast  steel  before  being  hammered  or 
rolled  is  melted  and  poured  into  an  ingot  mould  (q.v.)  to  render  it 
homogeneous. 

Ingot  Crane. — A  crane  used  for  lifting  steel  ingots  into  the  soaking  pits 

(q-v0- 

IngDting. — The  melting  of  brass  or  gun-metal  scrap  and  pouring  it  into 
ingots  for  the  purpose  of  future  remelting.  The  object  of  ingoting  is 
the  preparatory  purification  of  the  metal  by  the  removal  of  the  dross 
from  its  surface  when  molten. 

Ingot  Mould. — The  mould  in  which  ingots  are  cast,  varying  from  the 
small  branded  moulds  for  copper  and  brass  to  the  large  and  massive 
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moulds  made  for  casting  ordinary  steel  ingots.  These  last  are  conical  in 
form,  used  for  the  casting  of  the  steel  from  the  ladle  or  converter 
before  it  is  passed  on  to  the  rolling  mills.  Such  moulds  are  made  in 
cast  iron,  averaging  from  4  to  6  in.,  or  more  in  thickness,  according  to 
the  size  of  the  ingot.  They  are  accurately  bored.  The  ingots  may 
weigh  from  five  to  six  tons  each.  Sir  Joseph  Whitworth  casts  some 
ingots  under  a  hydraulic  pressure  of  several  tons  to  the  square  inch, 
for  which  the  moulds  are  made  of  special  construction — an  outer 
cylinder  of  steel  banded  with  steel  hoops,  enclosing  an  inner  lining 
of  cast-iron  lagging,  which  contains  within  it  again  a  lining  of 
refractory  material.    Some  moulds  also  are  oblong  in  section. 

Initial  Condensation. — The  condensation  which  steam  undergoes  when 
issuing  from  the  boiler  into  a  cylinder  colder  than  itself.  Jacketing 
(q.v.)  prevents  this  from  taking  place.  The  term  is  employed  to  dis- 
tinguish it  from  condensation  which  takes  place  in  an  unjacketed 
cylinder,  both  on  the  first  entry  and  during  subsequent  expansion  and 
doing  of  work.    See  also  He-evaporation. 

Initial  Pressure. — The  pressure  at  which  steam  is  admitted  into  a 
cylinder. 

Injection. — (1)  The  drawing  or  induction  of  water  into  a  steam  boiler  by 
means  of  an  injector  (q.v.).  (2)  The  pumping  of  water  into  the  condenser 
of  a  steam  engine. 

Injection  Cook. — The  cock  through  which  the  supplies  of  water  to  the 
condensers  of  marine  engines  pass. 

Injection  Condenser. — See  Jet  Condenser. 

Injeotion  Orifice. — The  orifice  of  the  injection  pipe  in  a  jet  condensing 
engine.  Its  diameter  is  estimated  in  reference  to  the  quantity  of  water 
requisite  to  effect  the  condensation  of  the  steam.  Its  area  may  be 
roughly  taken  at  A  of  a  square  inch  per  cubic  foot  of  water  evaporated 
from  the  boiler. 

Injection  Pipe. — The  pipe  which  conveys  the  water  to  a  jet  condenser 
(q.v.). 

Injeotion  Valve. — See  Injection  Cook. 

Injeotion  Water. — The  water  pumped  into  a  jet  condenser.  It  is  drawn 
either  from  the  sea  or  from  the  bilge. 

Injector.— An  instrument  used  for  affording  a  continuous  supply  of  feed 
water  to  a  steam  boiler.  It  depends  for  its  efficiency  on  the  principle 
that  a  jet  of  high  pressure  steam,  issuing  from  a  boiler  at  a  high 
velocity,  will  induce  a  current  of  cold  water  to  flow  into  the  same  boiler 
against  the  pressure  of  the  water  in  the  boiler ;  all  injectors,  however 
their  details  may  vary,  act  by  producing  an  induced  current  of  feed 
water  in  this  way. 

Inlet  Valve. — A  foot  valve  (q.v.). 

In  Line. — Work  is  said  to  be  in  line  when  it  is  in  the  same  centre,  or  in 
the  same  plane.  To  get  several  distant  points  in  line,  measurement  is 
taken  from  a  known  level  surface,  spirit  levels  are  tried  upon  straight 
edges,  or  a  fine  chalk  line  is  strained  tightly,  or  a  theodolite  is  employed. 

Intertable  Teeth. — A  practice  introduced  of  making  teeth  of  large  circular 
saws  distinct  from  the  saw  plate  itself,  attaching  them  thereto  with 
screws.  Its  advantage  is  supposed  to  consist  in  the  readiness  with  which 
broken  teeth  are  replaced. 

Insertion  Joint. — A  joint  rendered  steam  or  water  tight  by  the  insertion 
of  an  india-rubber  disc  or  ring. 

Insertion  Rubber. — Vulcanised  india-rubber,  in  which  layers  of  rubber 
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alternate  with  layers  of  canvas.     It  is  named  2,  3,  4,  5,  6,  &c.,  ply, 
according  to  the  number  of  layers  of  which  it  is  composed. 

Insertion  Sheet. — Thin  sheeting  composed  of  india-rubber  and  brass 
wire.    Used  for  making*  steam  joints. 

Inside  Calipers.— See  Caliper. 

Inside  Crank.— An  engine  crank  whose  position  lies  between  the  crank- 
shaft bearings. 

Inside  Cylinders. — Locomotive  cylinders  placed  within  the  framing  and 
smoke  box  and  connected  up  to  the  cranks. 

Inside  Fire  Box. — The  actual  fire  box  of  a  locomotive  boiler,  which  en- 
closes the  fuel  and  flame.  It  is  usually  of  copper,  and  is  stayed  to  the 
outside  fire  box  (q.v.)  with  short  stays. 

Inside  Framing. — A  form  of  locomotive  framing  where  the  wheels  are 
inside  the  main  frames. 

Inside  Gouge. — A  paring  gouge,  so  called  because  it  is  ground  on  the 
inside  or  hollow  face.    See  Faring  Gouge. 

Inside  Jaw. — The  jaw  of  a  lathe  chuck  which  is  outside  of  the  work 
which  it  dips. 

Inside  Lap. — Exhaust  lap  (q.v.)* 

Inside  Lead,  or  Internal  Lead. — The  lead  to  exhaust  in  an  engine  cylin- 
der, produced  by  making  the  length  of  the  hollow  of  the  slide  valve 
measure  in  the  direction  of  its  travel  more  than  the  distance  between 
the  exhaust  edges  of  the  ports.  Its  purpose  is  to  allow  of  the  free 
escape  of  the  exhaust  steam  from  the  passage. 

Inside  Screw  Tool.— See  Internal  Screw  Tool. 

Inside  Tool.— A  turning  tool  bent  at  a  right  angle  for  getting  at  the 
internal  portions  of  turned  work. 

Inspection. — All  the  larger  and  more  important  works  erected  by  engi- 
neers have  to  pass  inspection  by  a  properly  appointed  person  before 
the  contract  is  declared  completed.  The  inspection  in  the  larger  con- 
tracts proceeds  continuously  with  the  progress  of  the  work,  but  in  many 
cases  is  done  only  when  the  order  is  declared  by  the  contractors  to  be 
completed.  Inspection  to  be  thorough,  embraces  the  testing  of  the 
quality  of  the  materials  used,  the  suitability  of  the  minor  details  of 
construction  to  the  purposes  for  which  they  are  designed,  the  excellence 
of  workmanship,  both  general  and  minute,  and  the  capability  of  the 
structure  or  machine.  Inspectors  are  usually  men  who  have  had  a  prac- 
tical as  well  as  a  theoretical  training,  and  large  power  of  altering  and 
amending  minor  details,  and  of  condemning  bad  material  and  work- 
manship, are  vested  in  them.  In  almost  all  specifications  it  is  stipu- 
lated unconditionally  that  all  work  is  to  be  executed  to  the  satisfaction 
of  the  inspector,  and  that  he  shall  have  the  power  of  ordering  such 
alterations  as  he  may  deem  necessary. 

Inspection  of  Boilers. — See  Boiler  Testing. 

Instantaneous  Centre. — The  momentary  centre  around  which  a  system  of 
bodies  or  links  in  a  piece  of  mechanism  may  be  supposed  to  rotate  for 
an  instant.  Notwithstanding  that  the  relative  positions  of  such  bodies 
or  links  may  be  constantly  changing,  yet  at  any  instant  they  will  be 
turning  round  a  common  centre,  which  centre,  however,  shifts  in 
space  with  each  new  relative  position  of  the  links.  The  determination 
of  the  virtual  centre,  as  it  is  sometimes  called,  is  of  use  in  estimating 
the  relative  velocity,  ratios,  and  forces  acting  upon  bodies.  The 
instantaneous  axis  is  perpendicular  to  this  centre;  the  eentrode  is  the 
curve  described  in  space  by  the  instantaneous  centre  as  it  travels  from 
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one  position  to  another.    The  term  instantaneous  is  used  to  distinguish 
it  from  a  permanent  centre,  or  one  which  is  fixed  in  space. 

Instantaneous  Grip  Vioe,  or  Sudden  Grip  Vice.— A  vice  which  is  provided 
with  levers,  a  toggle-joint,  and  rack,  by  means  of  which  it  is  enabled  to 
clasp  work  without  the  loss  of  time  involved  in  turning  a  screw. 

Instroke. — In  a  pas  engine,  is  the  reverse  of  an  outstroke  (o;.v.). 

Instrumental  Arithmetic. — Mathematical  results  obtained  either  by  simple 
inspection,  or  by  simple  calculations  aided  by  inspection,  instead  of  by 
elaborate  calculations.  The  slide  rule,  the  sector,  and  the  various  com- 
puting scales  are  the  aids  to  instrumental  arithmetic. 

Interceptor. — A  T-  shaped  cylindrical  vessel  employed  in  connection  with 
marine  engines  to  prevent  particles  of  water  from  being  carried  over 
with  the  steam  into  the  cylinders.  The  steam  in  its  passage  through  the 
interceptor  meets  with  a  diaphragm  plate  by  which  the  water  is  thrown 
down,  to  be  subsequently  let  off  bv  a  drain  cock.    Galled  also  catch  water. 

Interchangeable. — In  the  best  work  where  several  machines  or  engines  of 
the  same  type  are  being  ordered,  it  is  the  custom  to  stipulate  that  all 
parts  shall  be  interchangeable,  so  that  the  delay  of  ma.rlring>  each  section 
and  selecting  the  special  parts  for  each  machine  or  engine  is  saved. 
Also  tiie  manufacturer  is  better  able  to  supply  spare  parts  at  a  future 
time  for  the  repair  of  any  one  of  the  machines  or  engines.  When  any 
kinds  of  machines  are  made  in  large  quantities  by  a  firm,  their  sections 
are  also  interchangeable,  so  that  a  piece  can  be  taken  from  one  machine 
and  attached  to  any  other  of  similar  type  and  size. 

Intermediate. — A  term  applied  to  a  shaft,  pipe,  lever,  flange,  or  any 
portion  of  mechanism  placed  between  other  portions  of  the  same 
character  with  which  it  is  immediately  connected. 

Intermediate  Beceiver. — A  vessel  or  casing  employed  on  some  compound 
engines  as  a  steam  chamber  or  reservoir  between  the  high  and  low  pres- 
sure cylinders.  It  is  rendered  necessary  when  the  cranks  of  the  two 
cylinders  are  set  at  right  angles  with  each  other,  so  that  when  one 
piston  is  at  full  the  other  is  at  mid-stroke.  Its  effect  is  also  to  equalise 
the  back  pressure  in  the  high  pressure  cylinder,  and  to  fliwnTiinh  the 
variations  in  its  temperature. 

Intermediate  Shaft. — A  shaft  placed  between  first  and  third  motion  gear- 
ing, acting  as  a  carrier  of  motion  between  the  two,  with  or  without 
ohanpe  of  power. 

Intermittent  Feed. — The  feed  given  to  a  machine  tool,  or  to  the  work,  by 
means  of  a  pawl  and  ratchet  movement,  as  distinguished  from  con- 
tinuous feed  (q.v.). 

Intermittent  Load.— A  live  load  (q.v.). 

Internal  Calipers. — See  Caliper. 

Internal  Corrosion. — See  Boiler  Corrosion. 

Internal  Flange. — A  flange  running  round  the  inner  diameter  of  a  pipe 
or  cylinder.    Used  on  foundation,  and  other  large  cylinders  and  pipes. 

Internal  Fine. — The  flue  of  an  internally  fired  boiler,  which  is  therefore 
enclosed  within  the  shell.  Examples  occur  in  Lancashire,  and  Cornish, 
and  marine  boilers. 

Internal  Forces. — Forces  which  act  between  the  different  parts  of  a  body 
or  systems  of  bodies  taken  as  a  whole.  These,  therefore,  are  distin- 
guished from  external  forces,  and  produce  stresses. 

Internal  Gear. — When  spur  wheels  or  pinions  engage  with  teeth  set  on 
the  internal  diameter  of  a  ring,  the  gear  is  called  internal.  This  is  the 
reverse  of  spur  gearing  (q.v.). 
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Internal  Lead. — See  Inside  Lead. 

Internally  Fired  Boiler. — A  boiler  whose  fnel  is  burnt  in  a  tube  or  tubes 
within  the  boiler  itself.  Of  this  type  are  the  Cornish,  with  one  fine, 
and  the  Lancashire,  with  two  flues^  the  smaller  double  fines  giving  the 
same  amount  of  heating  surface  without  the  weakness  of  the  larger 
single  one.  The  -'marine  return  flue  boiler,  and  the  locomotive  and 
portable  with  internal  tubes,  and  the  vertical  with  uptake  and  cross 
tubes,  or  Field  tubes,  are  also  internally  fired. 

Internal  Pressure. — The  pressure  on  the  interior  of  a  cylinder  is  obtained 
by  multiplying  the  pressure  in  pounds  per  square  inch  into  the  area  of 
a  plane,  which  divides  it  longitudinally  through  its  largest  diameter, 
the  forces  acting  on  each  side  of  that  plane.  In  a  cylindrical  shell 
the  intensity  of  longitudinal  stress  is  only  half  as  great  as  that  in  the 
circumferential  direction.  In  a  thin  spherical  shell  the  stress  is  only 
half  as  great  as  in  a  cylindrical  shell  taken  under  similar  conditions  of 
diameter,  thickness,  and  pressure. 

Internal  8erew,  or  Internal  Thread. — A  screw-thread  cut  upon  an  inside 
cylinder. 

Internal  Screw  Tool,  or  Inside  Screw  Tool. — A  chaser  or  a  screw  tool 
(q.v.)  cranked  or  bent  at  right  angles,  and  used  for  cutting  or  chasing 
the  threads  of  internal  screws  (q.v.). 

Internal  Stresses. — Stresses  set  up  in  the  internal  portions  of  castings, 
and  due  to  unequal  contraction  caused  by  differences  in  their  mass. 
The  stresses  are  tensile  in  character.  To  prevent  internal  stress, 
regard  must  be  had  to  suitable  proportioning  of  parts  and  to  proper 
cooling  (q.v.). 

Internal  Wheel. — See  Annular  Wheel. 

Intrados,  or  Soffit. — The  interior  or  under  surface  of  an  arch. 

Inverse  Squares. — The  principle  or  law  of  inverse  squares  is  of  very 
general  application  in  engineers'  calculations  relating  to  beams,  bars, 
and  structures. 

Inverted  Cylinder. — An  engine  cylinder  in  which  the  piston  rod  is  vertical, 
and  passes  downwards  through  the  bottom  cover. 

Inverted  Cylinder  Engine. — A  vertical  engine  in  which  the  cylinder  is 
inverted,  and  therefore  above  the  piston  rod,  connecting  rod,  and  crank. 
Sometimes  called  the  steam-hammer  pattern.  Most  marine  engines  are 
now  built  on  this  type. 

Involute  Teeth. — Teeth  whose  flanks  are  formed  by  the  unwinding  of  a 
cord  from  a  base  line.  They  differ  from  cycloids!  teeth  in  this,  that  the 
centres  of  a  pair  of  such  wheels  may  be  varied  within  certain  limits 
without  affecting  their  true  contact  and  regularity  of  motion.  They 
are  used  chiefly  in  rolling  mills  where  the  centres  of  the  rolls  are 
variable.  Owing  to  the  small  angle  of  their  tangent  lines,  it  is  impos- 
sible to  use  small  pinions  with  this  gear. 

Inward  Flow  Turbine. — See  Turbine. 

Iron. — Symbol,  Fe.  Comb,  weight,  56.  The  mostvaluable  metal  in  existence. 
It  is  never  found  absolutely  pure,  owing  to  its  avidity  for  oxygen,  with 
which  it  combines  in  three  proportions,  forming  Ferrous  oxide  Fe  O, 
Ferric  oxide  Fe2  O3,  and  the  Magnetic  oxide  Fes  O4.  It  combines  with 
chlorine,  forming  Ferrous  chloride  Fe  CI2,  Ferric  chloride  Fes  CU ;  with 
sulphur,  forming  Ferrous  sulphate  Fe  SO 4  +  7  Ha  O,  Ferrous  sulphide 
Fe  S,  and  Ferric  sulphate  Fe2  (SO4J3 ;  with  carbonic  acid  to  form  Fer- 
rous carbonate  Fe  CO3.  See  Oast  iron,  Wrought  Iron,  Malleable  Cast 
Iron,  Steel,  &o. 
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Iron  Borings. — The  borings  from  the  machine  shops  are  preserved  and 
used  for  the  caulking  (<£.▼.)  of  water-tight  joints. 

Iron  Cement. — The  material  need  for  making  rust  joints  (q.v.)  It  consists 
of  iron  borings  (qvr.),  passed  through  an  J  or  J  sieve  (depending  on  the 
thickness  of  the  joint  space},  and  mixed  with  sal-ammoniac  (about  an 
oz.  to  the  hundredweight  ox  borings)  and  damped.  Sulphur  is  some- 
times added. 

Iron  Contraction. — See  Contraction,  Contraction  Rule. 

Iron  Founding.— See  Moulding. 

Ironing. — The  sleeking  or  smoothing  over  of  the  face  of  a  founder's  mould. 

Iron  Kan. — A  term  applied  by  boiler-makers  and  platers  to  a  riveting 
machine. 

Iron  Moulder. — See  Moulder. 

Iron  Moulding. — See  Moulding. 

Iron  Ore. — The  ores  of  iron  are  numerous,  comprising  the  magnetic,  the  red 
and  brown  haematites,  and  the  various  ironstones.  The  haematites 
yield  the  best  irons,  but  the  clay  and  black  band  ironstones  afford  the 
largest  commercial  products.    For  details  see  the  various  headings. 

Iron  Oxide. — See  Rust,  Ferric  Oxide,  &o. 

Iron  Oxide  Paint.— Paint  used  as  a  protective  coating  for  castings,  pre- 
pared from  an  iron  oxide  earth  originally  found  at  Isrixham,  in  Bevon- 
shire.  It  is  prepared  for  use  by  mixing  with  linseed  oil,  and  is  cheaper 
than  lead  paints,  while  its  affinity  for  iron  renders  it  more  suitable  as  a 
protection  for  that  metal  than  the  ordinary  lead  paints. 

Iron  Pattern. — See  Metal  Pattern. 

Iron  Plates.— See  Plate. 

Iron  Hopes.— See  Wire  Ropes. 

Iron  Sheets.— See  Sheets. 

Iron  Stone. — A  generic  term  applied  to  several  ores  of  iron,  having 
different  compositions,  but  possessing  the  common  characteristics  of 
being  largely  admixed  with  earthy  matters.  These  are  the  principal 
sources  of  commercial  iron  of  English  manufacture.  See  Black  Band 
Ore,  Clay  Band. 

Iron  Tubing. — Wrought-iron  tubing  which  is  either  welded  or  solid 
drawn  (q.v).  Welded  tube  is  either  butt,  or  lap  welded,  is  thin  and  un- 
suitable for  withstanding  high  pressures,  and  is,  therefore,  employed 
for  gas  and  water,  steam  at  comparatively  moderate  pressures,  also  for 
plain  handrailing  and  a  multitude  of  miscellaneous  purposes  besides. 
Solid  drawn  (q.v.)  tubes  vary  very  much  in  thickness,  and  being  homo- 
geneous are  more  reliable. 

Iron  Turner. — Iron  turning  is  quite  a  distinct  section  of  engineering,  the 
turner  seldom  or  never  leaving  the  lathe  to  go  to  the  vice,  either  for 
fitting  or  erecting.  His  skill  consists  in  proper  grinding  and  setting  of 
tools,  quick  and  secure  chucking,  and  a  knowledge  of  the  most  suitable 
speeds  at  which  to  drive  work  in  different  materials  and  of  different  dimen- 
sions. A  good  iron  turner  commands  as  high  wages  as  a  fitter,  but  boys 
at  low  wage  now  do  a  vast  quantity  of  the  repetition  work  of  the  shops. 

Iron  Turning. — Iron  turning  is  a  most  important  branch  of  engineering 
work,  since  all  circular  bearing  parts  and  revolving  and  close  fitting 
work  have  to  be  turned  in  the  lathe.  Most  iron  turning  as  now  done 
is  effected  in  slide  rest  lathes,  and  the  number  of  men  skilled  in  hand- 
turning  is  dimiTiishiTig  proportionately.  Special  turning  is  done  in 
special  lathes,  from  the  light  4  or  5  in.  screw  cutting  lathes,  to  the 
large  break  lathes  employed  in  wheel  turning. 
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Iron  Wiro.^-See  Wire. 

Isochronous. — Literally,  equal  tamed.  Signifies  the  passing  of  a  pendulum 
governor  through  arcs  of  different  lengths  in  equal  time.  The  nearer 
the  governor  of  a  steam  engine  or  other  motor  approaches  to  isoohronism 
the  greater  its  value  as  a  regulator  of  motion. 

Isosceles  Triangle. — A  triangle  having  two  sides  only  of  equal  length. 
This  is  the  form  of  triangle  formed  by  the  bracing  of  lattice  girders. 

Isothermal  Curve. — The  curve  which  represents  the  expansion  of  a  per- 
fect gas  in  a  closed  vessel.  A  perfect  gas,  it  may  be  noted,  is  one  whose 
pressure  at  a  constant  temperature  varies  inversely  as  the  space  it  occu- 
pies.   An  isothermal  curve  follows  the  law  of  Boyle  and  Marriott  (q.v.). 

Isothermal  Lines. — Lanes  of  equal  temperature,  as  opposed  to  adiabatio 
curves  (q.v.) ;  produced  on  diagrams  of  work  under  varying  pressure 
with  constant  temperature. 

J. 

J. — See  Joule. 

Jack. — A  piece  of  mechanism  employed  for  lifting  heavy  loads  through 
short  distances  with  a  minimum  of  expenditure  of  manual  power.  See 
Screw  Jack,  Hydraulic  Jack,  Bottle  Jack,  Tripod  Jack. 

Jaoket.— See  Steam  Jacket. 

Jacket  Casing. — The  casing  which  encloses  the  steam  or  water  used  in 
jacketing ;  or  more  simply  the  Jacket.    See  Steam  Jacket. 

Jacketing. — The  fitting  of  a  steam  jacket  (q.v.)  to  a  cylinder  for  the 
greater  economy  of  neat.  In  some  large  cylinders  the  covers  also  are 
jacketed  by  being  made  hollow,  to  receive  steam,  and  hollow  pistons  are 
made  with  the  same  object. 

Jacking  Up. — (1)  The  elevation  of  masses  of  machinery  and  heavy  struc- 
tures by  means  of  jacks.  Blocking  pieces  and  wedges  are  inserted  as 
the  work  advances.  (2)  The  planing  off  the  rough  outside*  of  boards 
with  the  jack  plane  is  also  called  jacking  up. 

Jack  in  the  Box. — The  tool  box  in  jim  crow  machines  (q.v.). 

Jack  Plane. — The  first  plane  used  by  wood-workers  tor  roughing  down 
timber,  the  cutting  iron  being  more  curved  than  in  the  other  finishing 
planes.    It  takes  coarse  and  narrow  shavings  off. 

Jag. — A  roughed-up,  or  barbed,  or  projecting  portion  of  metal  produoed 
by  nicking  underneath,  or  in  front  of  it,  with  a  cold  chisel,  or  with  a 
smith's  chisel,  or  by  casting. 

Jag  Bolt. — A  tail  bolt  whose  shank  or  tail  is  roughed  up  by  jagging. 

Jaggers. — Rough  projections  or  studs  of  a  pyramidal  or  conical  form,  cast 
on  loam  plates  for  foundry  use.  They  are  simply  stamped  into  the 
mould  of  the  plate,  their  efficiency  depending  partly  upon  their 
roughness.    Sometimes  called  prods. 

Jagging. — When  a  wrought-iron  bar,  a  shaft,  or  an  eye,  is  cast  into  a 
piece  of  work,  the  portion  which  is  embraced  by  the  casting  is 
serrated  or  notched  in  order  to  prevent  it  from  being  pulled  out  sub- 
sequently.   This  serration  is  termed  jagging. 

Jammer. — A  spring?  chaplet. 

Jamming. — The  sticking  of  cocks  and  safety  valves  in  their  seatings,  due 
to  a  wedging  action  induced  by  various  circumstances.  Safety  valves 
jam  by  reason  of  corrosion  or  distortion ;  cocks  through  too  slight  an 
angle  being  given  to  their  plugs,  and  also  to  corrosion. 
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Jain  Hat. — A  look  nut  (q.v.). 

Jaw. — An  opposing  piece  in  a  machine  or  tool,  wed  for  clamping,  or 
crashing,  or  cutting.  Vice  jaws,  the  jaws  of  shearing  macnines,  of 
pliers  and  pincers,  of  tonm,  and  of  spanners,  are  cases  in  point. 

Jaw  Chuck. — A  lathe  chuck,  consisting  of  a  face  plate  furnished  with 
movable  olips  or  jaws,  the  jaws  being  moved  to  or  from  the  centre  with 
screws,  ana  held  fast  with  damping  screws.  Called  also  dog  chucks, 
and  the  jaws,  dogs. 

Jaw  Hut. — A  look  nut  (q.v.). 

Jemmy. — A  short  crowbar  (q.v.). 

Jenny. — See  Block  Carriage. 

Jet. — The  current  of  water  which  issues  from  an  adjutage  (q.v.). 

Jet  Condenser. — The  older  form  of  condenser  in  which  the  steam  is 
condensed  in  a  dosed  box,  by  means  of  a  spray  of  injection  water 
scattered  from  a  jet. 

Jib. —  The  strut  or  thrust  member  of  the  framing  of  a  crane.  It  is 
always  in  compression.  It  is  either  made  in  wood  or  in  wrought  iron ; 
either  rolled  joist  iron,  or  braced  angle  iron  framework,  or  a  combination 
of  both  being  employed. 

Jib  Crane. — A  crane  provided  with  a  jib  or  compression  beam,  as  dis- 
tinguished from  an  overhead  crane,  or  shear  legs,  or  a  crab,  or  a 
winch. 

Jib  Legs. — Timber  legs  pivoted  to  the  jib  pin  of  an  accident  crane,  and 
reaching  to  the  ground ;  they  afford  a  firm  and  broad  base  to  the 
jib  when  lifting,  and  so  prevent  the  crane  from  overturning.  When 
not  in  use  they  are  shipped  over  the  side  frames. 

Jigger  Saw,  or  jig  Saw. — A  thin  narrow-bladed  saw  to  which  a  reciprocat- 
ing motion  in  the  vertical  direction  is  imparted  by  a  crank  and  levers, 
used  for  the  same  purposes  as  band  saws.  In  workshops  the  latter  have 
mostly  superseded  the  former,  and  small  jig  saws  are  now  almost 
entirely  relegated  to  the  use  of  the  fret  worker. 

Jil  Barrow. — A  barrow  without  sides,  being  simply  a  flat  carrying  surface 
provided  with  handles  and  a  wheel,  or  wheels.  Used  xor  carrying 
castings  from  the  foundry,  and  about  the  shops. 

Jim  Crow. — A  portable  rail  straightener  or  rail  bender  (q.v.). 

Jim  Crow  Xaohinet. — Metal  planing  machines,  driven  by  a  screw  and  by 
pulleys  and  wheels  of  equal  sizes,  and  in  which,  the  table  having  no 
quick  return,  the  tool  box  is  revolved  round  by  cords,  to  out  in  both 
directions.  Jim  crow  alludes  to  the  rapid  whisking  round  of  the  tool 
box  at  the  termination  of  the  stroke.  Sometimes  called  jack-in-the- 
box  machines. 

Jimmy. — A  short  crowbar  (q.v.). 

Jinny. — The  travelling  or  block  carriage  of  an  overhead  traveller  from 
which  the  bight  of  tne  chain,  and  the  snatch,  block  depend. 

Joggle. — A  projecting  pin  on  a  casting  for  the  purpose  of  affording 
steadiness  to  it  when  set  in  place.  Used  chiefly  in  castings  which  are 
bolted  upon  timber,  the  timber  having  a  shallow  mortice  out  to  receive 
the  joggle.  The  latter,  as  a  rule,  is  of  a  rectangular  form.  A  raised 
ridge  wnioh  receives  the  thrust  of  a  plummer  block  or  other  bearing  is 
also  called  a  joggle. 

John  Bull. — A  strong  bar  of  wrought  iron  having  a  flat  square  foot  at 
one  end,  and  a  short  movable  bar  sliding  at  right  angles  along  the 
body  and  carrying  a  set  screw  for  adjustment.  It  is  used  to  take  the 
thrust  of  a  ratchet  brace  during  hand  drilling,  the  foot  being  bolted  to 
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the  work  or  to  a  bench,  and  ihe  movable  bar  receiving  the  thrust  of 
the  end  of  the  brace. 

Joint!. — Very  many  kinds  of  joints  are  made  in  engineers'  work,  for 
wood,  and  metal,  and  moulds,  including  glued,  dovetailed,  red  lead, 
rust,  planed,  riveted,  welded,  sand  joints,  &c,  described  in  their 
places. 

Joint  Board. — A  turn -over  board,  used  not  so  much  for  the  purpose 
of  keeping  a  pattern  true  during  the  process  of  ramming  up,  as  to  save 
the  moulder's  time  in  making  sand  joints,  though  the  te*~n  is  applied 
loosely  to  turn-over  boards  and  bottom  boards.  The  pattern  is  laid 
upon  the  board,  and  the  face  of  the  board  without  the  pattern  is  made 
to  the  contour  of  the  intended  joint,  and  the  sand  in  the  flask  being 
rammed  thereon  receives  the  joint  contour. 

Jointing. — (1 )  In  moulders'  work,  jointing  signifies  the  dividing  off  of  the 
various  portions  of  which  the  mould  is  composed.  This  is  commonly  done 
bv  the  intervention  of  a  thin  layer  of  sand  between  the  mould  parts,  of  a 
different  quality  from  that  used  in  the  body  of  the  mould  itself.  Joints 
of  drawbacks  are  sometimes  made  with  sheets  of  interposed  brown 
paper.  (2)  The  jointing  of  iron  pipes  is  done  with  red  lead  and  boiled 
oil  when  flange  faces  are  brought  together ;  jointing  of  sockets  is  effected 
with  melted  lead,  or  with  gasket,  or  with  india-rubber  rings.  Hydraulic 

t'oints  are  made  with  sal-ammoniac  and  iron  borings,  piston  joints  for 
lydraulio  work  are  made  with  leather  pressed  into  the  form  of  a  cup, 
Eiston  joints  for  steam  with  a  metallic  expanding  ring. 
it  Pin. — A  pin  connecting  the  two  parts  of  a  knuckle  joint  (q.v.).    It 
is  prevented  from  moving  out  of  place  bv  a  split  pin  (q.v.). 

Joint  King. — A  ring  employed  for  the  making  of  water-tight  pipe  joints. 
It  is  usually  a  ring  of  lead  whose  faces  are  slightly  hollowed  out, 
so  that  when  the  ring  is  squeezed  between  opposing  flange  faces 
by  screw  bolts  it  is  slightly  flattened  and  fills  up  all  unevenness  on  the 
surface. 

Joint  Washer. — See  India-rubber  Washer. 

Joists. — Rolled  wrought-iron  girders  of  an  I  section,  employed  for  a 
varietyof  purposes  in  constructive  engineering. 

Joule.— The  unit  of  heat,  so  called  after  the  experimentalist  who  demon- 
strated the  relations  between  heat  and  work.  A  joule  is  equal  to  772 
foot  pounds  and  is  designated  by  a  J  in  mathematical  calculations. 

Journals. — The  turned  portions  of  shafts,  or  those  parts  which  revolve  in 
the  bearings. 

Journal  Box. — Sometimes  applied  to  a  bearing  or  an  axle  box. 

Joy's  Gear. — A  form  of  valve  gear  in  which  no  eccentrics  are  employed, 
the  valve  rod  being  worked  directly  through  a  coupling  rod  or  link 
from  the  connecting  rod.  The  necessary  travel  is  imparted  by  causing 
the  up  and  down  or  oval  movement  of  the  coupling  link  to  move  a 
die  block  to  which  one  end  of  the  valve  rod  is  attached,  that  end  sliding 
up  and  down  in  a  slot  link  moving  in  a  fixed  centre,  and  placed  at  an 
angle  with  the  rod*  The  reversal  of  the  engine  is  effected  by  alter- 
ing the  direction  of  the  angle  of  the  slot  link  about  its  fixed  centre. 

Jumper,  or  Monkey. — (1)  A  smith's  hammer,  cylindrical  and  solid  in 
form,  suspended  from  a  chain  and  swung  therefrom,  battering-ram 
fashion.  It  is  used  for  dealing  blows  against  the  ends  of  rods  laid 
horizontally  for  the  purpose  of  jumping  them  up  or  upsetting  them. 
(2)  Hie  sparks  or  scintillations  which  fly  off  from  molten  iron  in  the 
bale  axe  also  termed  jumpers. 
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Jumping  In. — The  forcing  or  springing  in  of  the  packing,  or  spring 
ring  of  an  engine  piston  into  its  cylinder. 

Jumping  Up. — The  same  as  upsetting  (q.v.),  in  allusion  to  the  repeated 
knocking  of  the  end  of  a  bar  of  iron  down  upon  the  anvil  in  order  to 
thicken  or  increase  the  diameter  of  the  heated  portion. 

Jump  Joint. — A  belt  joint  made  by  bringing  the  ends  together  end  to  end, 
and  then  l&cing ;  it  is  therefore  a  butt  joint. 

Junction  Valve. — An  ordinary  two-way  valve  which  unites  two  pieces  of 
piping. 

Junk  Ring. — A  ring  of  oast  or  wrought  iron  screwed  down  on  one  face 
of  the  piston  of  a  steam  engine  or  pump,  and  by  means  of  which  the 
gasket  or  rope  packing  which  surrounds  the  piston  is  pressed  against 
the  cylinder  bor!»  rendering  the  contact  water  or  steam  tight. 


K 

Kauri  Pine,  often  spelt  Kowrie,  Cowrie,  Kaurie,  Gowdie.  (Dammara  Au$- 
traUs). — A  New  Zealand  wood  of  the  natural  order  Contfera.  It  is  an 
excellent  wood  for  pattern  work,  being  large,  straight  grained,  silky 
and  smooth  in  fibre,  and  standing  well.  A  cubic  foot  weighs  32  lbs. 
Sp.  gr.  -612. 

Keelsons. — A  name  given  to  the  wrought-iron  saddles  or  standards  upon 
which  marine  boilers  rest. 

Keeper. — The  lower  movable  step  or  bearing  in  an  axle  box.  There  is  no 
bearing  of  the  axle  on  the  keeper  excepting  when  the  engine  or  truck 
is  lifted  up  for  repairs.    Hence  it  is  hollowed,  out  internally. 

Kentledge. — The  loose  balance  weights  supplied  with  a  balance  crane. 

Kerf. — The  width  of  the  cut  produced  by  tne  teeth  of  a  saw,  the  cut  itself 
being  termed  a  saw  kerf.  The  width  of  the  kerf  depend*  on  the 
amount  of  set  (q.v.)  given  to  the  saw  teeth. 

Key. — (1)  The  wedge-shaped  strip  of  iron  or  steel  used  for  preventing 
wheels  from  slipping  round  upon  their  axles.  A  flat  is  filed  upon  the 
shaft  and  a  groove  cut  through  the  eye  of  the  wheel,  and  these  are  brought 
opposite  to  each  other  so  that  the  key  prevents  the  one  from  slipping  over 
the  other.  There  is  no  wedging  action  sideways  but  only  radially.  A 
sunk  key  is  one  which  is  sunk  into  a  recess  in  the  shaft  instead  of  simply 
lying  upon  a  flat  surface,  and  is  used  where  great  tension  is  present.  A 
key  which  allows' of  a  wheel  sliding  along  it  for  the  purpose  of  being 
thrown  in  and  out  of  gear  is  called  a  feather.  (2)  Keys  are  the  wooden 
wedges  which  are  driven  between  a  rail  and  its  chair.  The  timber  of 
which  keys  are  made  is  compressed  before  being  cut,  for  the  same  reason 
that  trenails  are  compressed  so  that  they  may  swell  by  the  subsequent 
absorption  of  moisture  from  the  atmosphere,  and  so  hold  tightly.  (3)  A 
square  spanner  or  wrench  used  for  tightening  the  screws  of  lathe  chucks 
and  other  parts.  (4]  A  two-pointed  prong  by  which  the  joints  of  draw- 
ing compasses  are  tightened. 

Key  Bed.— See  Key  Way. 

Key  Boss. — A  small  swell  or  projection  cast  on  the  outside  of  the  boss  of 
a  wheel  or  pulley,  opposite  and  outside  the  key  way,  in  order  to  main- 
tain the  same  thickness  of  metal  around  that  as  around  the  central  hole. 
Without  this  addition  the  cutting  of  thekay  way  would  become  a 
■ouroe  of  weakness. 
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Key  Chuck, — A  jaw  chuck  whose  screws  are  actuated  by  a  key  or  square 
spanner  turning  the  square  heads  of  the  screws. 

Key  Hole  Saw.— See  Fad  Saw. 

Key  Screw. — A  spanner  or  screw  wrench. 

Key  Seating. — A  key  way  (q.v.). 

Key  Stone. — The  centre  voussoir  or  crown  of  an  arch. 

Key  Way,  or  Key  Bed,  or  Key  Seating. — A  shallow  recess  out  through  the 
eye  or  bore  of  a  wheel  for  the  reception  of  the  key  (q.v.). 

Key  Way  Tool. — A  slotting  machine  tool  used  for  the  vertical  cutting  of 
key  ways,  the  wheel  lying  horizontally  upon  the  table  of  the  machine. 
The  tool  is  cranked  so  that  the  cutting  edge  stands  out  in  front  of  the 
shank,  and  the  width  of  the  cutting  edge  is  the  same  as  that  of  the 
key  way  to  be  cut. 

Key  Wrench. — A  screw  wrench  or  spanner  (q.v.). 

Killing. — The  addition  of  zinc  to  spirits  of  salts  or  hydrochloric  acid 
(q.v.)  to  form  a  chloride  of  zinc,  as  a  flux  to  remove  the  oxide  from  sur- 
xaoes  which  have  to  be  soldered. 

Kiln. — A  furnace  in  which  the  ores  of  iron  are  calcined  in  order  to  drive 
off  the  carbonic  acid  previous  to  smelting. 

Kilo. — Abbreviation  for  kilogramme. 

Kilogramme. — A  standard  French  measure  of  weight  containing  a  thou- 
sand grammes  (q.v.).    It  is  equivalent  to  2-2046  English  pounds. 

Kilogrammetre. — A  French  unit  of  work,  being  equivalent  to  a  kilo- 
gramme lifted  one  metre  high. 

Kilolitre. — A  French  measure  of  capacity,  containing  a  thousand  litres 
(q.v.),  and  being  equivalent  to  220*09  English  gallons. 

Kilometre.— One  thousand  French  metres  (q.v.),  corresponding  with 
39,370-79  English  inches,  or  3280*9  feet. 

Kinematics. — The  study  of  the  laws  which  regulate  the  actions  of  bodies 
in  motion. 

Kinetic  Energy.— See  Energy. 

King  Post. — The  central  upright  in  a  roof  truss  against  which  the  rafters 
abut,  and  which  supports  the  tie  beam. 

King  Bod. — An  iron  tension  rod  which  in  an  iron  roof  truss  takes  the 
place  of  the  king  post  in  a  wooden  roof  truss,  depending  from  the  ridge 
and  uniting  with  the  tie  rod. 

Kingstone  Valve. — A  wins*  valve  used  on  board  ship  for  condenser  water 
suction,  and  for  boiler  blow-off.  It  opens  towards  the  sea,  but  is  self- 
closing  in  case  of  fracture  of  the  spindle. 

King  Truss.— A  truss  formed  with  a  king  post. 

Kink. — A  sharp  bend  or  angle  produced  in  a  piece  of  metal  by  a  blow  or 
a  strain.  Also  the  getting  out  of  place  of  chain  links,  so  that  they 
form  a  knot  or  bunch. 

Kith. — The  name  given  to  the  black  scales  of  graphite,  which  separate 
and  float  on  the  surface  of  a  slowly  cooling  mass  of  molten  iron.  The 
whole  of  the  scum  is  also  called  Irish. 

Kite  Connecting  Rod. — See  Bow  Connecting  Rod. 

Knee. — An  elbow  pipe.  The  difference  between  a  knee  and  a  bend  is  that 
in  a  knee  the  branches  meet  in  an  angle,  in  a  bend  they  merge  into 
each  other  with  a  curve.  (1)  A  curved  or  angular  piece  of  timber  or  iron 
connecting  two  portions  of  work  together.    (2)  A  toggle  joint  (q.v.). 

Knife  Edges. — The  bearing  edges  of  weighbridge  levers.  They  are  made 
of  hardened  steel,  and  tne  edges  are  formed  by  the  meeting  of  two 
faces  sloping  towards  one  another  at  an  angle  of  about  90°. 
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Knife  Tile. — A  file  of  triangular  or  thin  wedge-shaped  section  similar  to 
that  of  a  knife. 

Knife  Key. — A  key  with  prongs  for  tightening  the  joints  of  compasses, 
but  containing,  in  addition,  a  rigid  knife  blade  at  the  opposite  end,  and 
a  file  placed  intermediately. 

Knocker  Out. — A  term  often  applied  to  the  horns  (q.v.)  of  a  planing 
machine,  against  which  the  tappets  strike. 

Knocking. — The  noise  caused  in  a  pump  on  the  reversal  of  the  motion  for 
suction  and  delivery  when  no  air  vessel,  or  an  air  vessel  of  insufficient 
area,  is  provided. 

Knotting. — A  compound  used  for  filling  or  covering  knots  to  prevent 
absorption  of  oil  paint.  It  is  composed  either  of  shellac  and  methylated 
spirit,  or  naphtha,  or  of  red  lead  and  glue. 

Knuckle  Joint. — One  in  which  an  eye  at  the  end  of  a  rod  is  embraced  by  the 
forked  end  of  a  second  rod,  the  two  being  connected  with  a  joint  pin  (q.  v.). 

Kowrie  Pine.— See  Kauri  Pine. 

Kyanising. — The  preservation  of  timber  by  impregnation  with  a  solution 
of  corrosive  sublimate  or  chloride  of  mercury,  Hg  CI2.  The  propor- 
tions are  one  pound  of  sublimate  to  ten  gallons  of  water  for  maximum 
strength,  or  one  pound  to  fifteen  gallons  as  a  minimum.  About  twenty- 
four  hours  per  inch  of  thickness  are  required  for  saturation. 


L. 

Labourers. — Unskilled  labour  is  largely  employed  in  most  of  the  depart- 
ments of  engineering.  In  the  foundry  the  labourers  turn  out  the  cast- 
ings, water  and  mix  the  sand,  haul  about  the  flasks  or  moulding  boxes, 
attend  to  the  cranes,  do  the  box  filling,  &c.  In  the  turning,  fitting, 
and  erecting  shops,  they  wait  on  the  mechanics,  attend  to  the  cranes 
and  haulage  generally.  In  the  boiler  shops  they  hold  up  the  dollys, 
and  lift  and  hold  up  the  plates  at  the  machines.  In  the  smiths'  shop 
the  hammer-man  or  striker  is  the  sole  labourer.  In  the  yard  the  work 
connected  with  the  package  and  haulage  of  finished  work  is  done  by 
them. 

Lac— See  Shellac. 

Lace. — A  strip  or  thong  of  white  leather  used  for  uniting  the  free  ends  of 
leather  belting.    See  Leather. 

Lacing. — The  union  by  means  of  laces  of  the  ends  of  leather  belting  used  in 
driving  machines.  The  distance  around  the  pulleys  being  taken,  the 
belt  is  made  to  overlap  in  a  loop  somewhat  smaller  than  that  given  by 
the  actual  measurement  in  order  to  allow  for  after  stretching,  and 
the  overlapping  ends  are  pierced  with  holes  through  which  the  lace  is 
threaded.  Belt  screws  have,  however,  largely  superseded  laces  for  this 
purpose. 

Lacquer. — A  varnish  applied  to  metal  work  to  protect  it  from  the  tarnish- 
ing influences  of  the  atmosphere.  Its  basis  is  shellac  (q.v.),  which  is 
dissolved  in  spirits  of  wine ;  colouring  matters  are  added.  The  article 
to  be  lacquered  is  warmed  and  the  solution  applied  with  a  camel-hair 
brush.  A  recipe  for  a  brass  lacquer  is  as  follows :  shellac,  8  ozs. ; 
sandarao,  2  ozs.  ;  annatto,  2  ozs. ;  dragon's-blood  resin,  \  oz. ;  spirits 
of  wine,  1  gallon. 

Ladder.— A  series  of  mud  buckets  (q.v.)  which  are  carried  up  and  down 
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in  an  oblique   direction,    for  emptying   and   refilling  in   dredging 
operations. 

Ladle. — An  open  iron  vessel  lined  with  some  heat-resisting  substance,  as 
fire-olay.  Used  in  foundries  for  pouring  the  molten  metal  into  the 
moulds.  Ladles  vary  in  size  from  those  holding  half -a -hundredweight 
to  those  carrying  twelve  tons  or  more.  The  smaller  sizes  are  hand 
ladles,  the  larger  ones  are  moved  by  the  crane.  The  difference  between 
a  ladle  and  a  crucible  is  that  in  the  latter  the  metal  is  not  only  melted 
but  poured  therefrom,  while  the  former  is  only  a  temporary  receptacle 
for  metal  which  has  been  melted  elsewhere. 

Lagging. — This  has  several  significations.  When  boilers  and  engine  cylin- 
ders are  cleaded  (See  Cleading)  with  wood  strips,  the  strips  are  called 
lagging  or  lagging  strips.  The  strips  of  oak  which  extend  from  end 
to  end,  and  form  the  peripheries  of  large  winding  drums,  are  termed 
lagging.  The  similar  pieces  with  which  the  patterns  of  engine  cylin- 
ders and  pipes  are  built  up,  are  so  designated.  The  process  of  fitting 
of  such  strips  is  also  termed  lagging,  or  lagpin£-up. 

Lake  and  Gamboge. — Used  in  combination  to  indicate  copper  on  sectional 
drawings. 

Laminated. — Denotes  generally  the  condition  of  thin  sheets,  fibres,  plates, 
strips.  Frequently  applied  to  the  character  of  the  fibres  of  iron,  and 
of  metallic  bodies,  and:  structures. 

Laminated  Plates. — Hates  of  wrought  iron  are  said  to  be  laminated  when 
there  is  a  lack  of  homogeneity  and  perfect  union  of  the  various  layers 
of  which  they  are  composed.  Laminated  plates  are  apt  to  blister  when 
used  for  steam  boilers.  The  .presence  of  imperfect  union  can  be  tested 
by  tapping  with  a  hammer. 

Laminated  Spring. — A  curved  spring  composed  of  thin  plates  superimposed 
one  over  the  other,  as  distinguished  from  helical  and  coiled  springs. 

Lamp  Bend. — A  wrought-iron  bend  pipe,  one  of  whose  arms  departs  from 
a  curve,  being  straight  for  some  distance.  Its  form  is  such  that  the 
pipes  which  it  oonneots  stand  at  an  angle  greater  than  a  right  angle. 

Lancashire  Boiler. — A  horizontal,  cylindrical,  internally  fired  boiler, 
having  two  flues. 

Lancashire  Files. — The  smaller  classes  of  files  are  made  in  Lancashire, 
but  most  of  the  ordinary  files  come  from  Sheffield. 

Land  Boiler. — Used  in  contradistinction  to  marine  boiler,  but  more  com- 
monly understood  of  boilers  built  into  brickwork,  as  of  the  Cornish  and 
Lancashire  type,  rather  than  of  locomotives  and  portables,  which  are  a 
type  in  themselves. 

Land  Engines. — A  term  frequently  employed  to  distinguish  ordinary 
stationary  engines  from  those  of  marine  and  locomotive  types.  It 
designates  no  type  of  engine  in  particular,  whether  horizontal,  vertical, 
beam,  or  otherwise,  or  high  or  low  pressure ;  but  the  term,  as  originally 
employed,  had  more  special  reference  to  the  various  forms  of  condensing, 
beam,  and  pumping  engines. 

Lantern  Brass. — A  hollow  brass  sometimes  introduced  into  the  stuffing 
boxes  of  engines,  and  supplied  with  steam,  so  that  in  the  event  of  leakage 
occurring  it  shall  be  that  of  steam  instead  of  air. 

Lantern  Frame  Pattern. — A  type  of  inverted  cylinder  engine  in  which  the 
cylinder  standard  is  columnar  or  cylindrical  in  outline,  hollow  within, 
and  pierced  at  the  sides  with  openings  reaching  nearly  to  the  guide 
facings.  The  orosshead  works  in  the  bore  of  the  column,  and  the  crank 
bearings  are  oast  in  the  base.    It  is  a  rigid  and  cheap  form  of  standard. 
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Lantern  Wheel. — An  old-fashioned  type  of  oog-wheel  need  in  milk.  It 
was  formed  by  round  pins  or  stares,  arranged  equidistantly  between  two 
discs  of  hard  wood,  which  discs  were  kept  at  a  distance  apart,  exceeding 
by  a  small  amount  the  width  of  the  teeth  of  another,  or  mortice  wheel, 
which  engaged  with  the  staves.  The  staves  are  driven  fast  into  holes 
bored  in  the  disc.    Sometimes  called  a  trundle  or  trundle  wheel. 

Lap. — (1)  A  body  of  soft  metal,  such  as  lead,  tin,  or  brass,  which  forms  the 
matrix  or  support  for  the  emery  powder  or  pumice  powder  used  in 
grinding  surfaces  of  hardened  steel,  chilled  iron,  or  other  substances  too 
hard  to  be  attacked  with  ordinary  cutting  tools.  It  is  usual  to  make  the 
lap  of  the  same  outline  as  the  work  to  be  ground.  For  the  commonest 
work,  laps  made  of  lead  are  employed,  for  the  better  class  tin  is  used, 
while  the  finest  laps  are  made  of  sort  brass.  (2)  The  amount  by  which 
a  slide  valve  covers  the  steam  port  at  the  termination  of  the  piston 
stroke,  consequently  the  lap  of  a  valve  indicates  the  amount  of  cut- 
off of  the  steam  in  the  cylinder.  (See  Exhaust  Lap  and  Outside  Lap.) 
(3)  The  extent  to  whioh  the  joints  of  riveted  plates  pass  one  over  the  other. 
The  amount  of  lap  should  not  be  more  than  one  and  a  half  times  the 
diameter  of  the  rivet,  measured  from  the  centres  of  rivets  to  the  edge  of 
the  plate.     (4)  A  single  turn  of  a  rope  or  chain  around  a  barrel. 

Lap  Carole. — The  circle  on  a  lap  diagram  (q.v.),  whose  radius  represents 
the  lap  (q.v.)  of  the  valve,  if  the  laps  are  unequal  there  will  be  two 
lap  circles. 

Lap  Joint. — A  joint  produoed  by  the  overlapping  of  contiguous  faces  of 
metal. 

Lapped  Valve. — A  slide  valve  provided  with  lap  (q.v.).  All  valves  as  now 
made  have  lap,  but  in  the  early  days  of  the  steam  engine  there  was  no 
expansive  working  and  consequently  no  lap.    Hence  the  term. 

Lapping. — The  polishing  and  truing  up  of  spindles,  bearings,  and  circular 
bearing  parts  generally,  with  laps  of  lead  or  other  material. 

Lap  Biveting.— When  the  edges  of  two  plates  are  placed  one  over  the 
other  and  riveted,  this  is  termed  lap  riveting,  to  distinguish  it  from  butt 
riveting  (q.v.). 

Lap  Weld. — A  joint  which  is  welded  by  the  overlapping  of  plates,  the 
overlapping  edges  being  thinned  down  for  the  purpose  of  maintaining 
an  even  thickness. 

Lap- welded  Tube. — Malleable  iron  tubes  for  steam  and  water  pipes  are 
lap  welded,  that  is,  the  plates  overlap  one  another  at  their  joints,  instead 
of  merely  abutting  at  the  weld. 

Lard. — Used  as  a  lubricant  of  good  body,  either  alone  or  in  combination 
with  a  lighter  oil. 

Last  Coat. — The  smooth  or  finishing  coat  of  loam  applied  to  a  loam 
pattern,  mould,  or  core.    See  Bough  Goat. 

Latent  Heat. — The  quantity  of  heat  whioh  can  be  communicated  from 
one  body  to  another  without  changing  its  temperature ;  or  that  amount 
of  heat  which  does  not  raise  the  temperature  of  a  body  but  effects  its 
fusion  simply.    Hence  called  the  latent  heat  of  fusion. 

Lateral  Strain. — A  strain  whioh  bears  against  the  side  of  a  structure, 
being  essentially  a  transverse  strain. 

Lateral  Traverse. — The  amount  of  end  play  (q.v.)  allowed  to  the  trailing 
axles  (q.v.)  of  locomotives  in  order  to  facilitate  their  running  round 
sharp  curves.    It  may  average  1  J". 

Lath. — A  strip  of  wood  used  for  the  precise  marking  off  of  distances, 
centres,  &o.,  directly  from,  or  upon  work,  in  preference  to  rule  measure- 
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ment.  Measurement  is  not  taken  from  the  ends,  but  from  one  line  to 
another  scribed  across  the  face  of  the  strip.  Thus  engineers  take  laths 
of  valve  faces  and  cylinder  ports  for  comparison,  and  as  a  permanent 
record  of  dimensions. 

Lathe. — A  machine  employed  for  the  production  of  circular  work.  The 
work  is  either  suspended  between  the  centres  of  fast  and  movable 
heads,  or  attached  to  the  fast  head  or  headstock  alone,  through  Hie 
intervention  of  chucks  of  various  kinds.  The  cutting  tools  are  either 
actuated  by  hand,  or  are  held  in  a  slide  rest,  which  is  either  moved  by 
hand,  or  is  automatic.  The  heads  and  the  rest  are  supported  on  a  bed 
or  bearers.  Lathes  are  actuated  by  the  foot  alone,  or  by  power,  and 
they  are  constructed  for  hand  turning,  or  are  self-acting.  The  size  of  a 
lathe  is  given  in  the  height  of  the  centre  above  the  face  of  the  bed,  and 
in  the  length  of  the  bed.  Almost  all  mechanical  operations  can  be  per- 
formed in  the  lathe :  turning,  boring,  drilling,  shaping,  screw  cutting, 
dividing,  besides  those  outside  the  range  of  engineer's  work  and  which 
come  under  the  head  of  ornamental  turning. 

Lathe  Bearers. — The  sides  or  cheeks  of  a  lathe  bed. 

Lathe  Bed. — The  longitudinal  support  for  the  heads  and  the  rest  of  a 
lathe.  Lathe  beds  are  made  in  wood  or  metal,  and  usually  consist  of 
two  bearers,  cheeks,  or  shears.  When  made  in  wood  they  are  of 
rectangular  section,  but  when  in  iron  are  of  I  or  girder  section,  united 
into  one  casting  by  cross  pieces  or  ribs.  The  top  faces  and  edges  of  the 
cheeks  are  planed,  and  in  lathes  fitted  with  self-acting  slide  rests,  the 
outer  edges  are.  of  a  Vee'd  section,  so  forming  a  guide  for  the  saddle  of 
the  rest.  Occasionally  small  lathe  beds  are  formed  of  a  single  shear  of 
a  triangular  bar  section.    Beds  rest  at  their  ends  upon  standards. 

Lathe  Can. — A  soap  suds  can  (q.v.). 

Lathe  Centre  Grinder. — An  emery-wheel  driven  from  overhead,  and  used 
for  grinding  the  hardened  conical  points  of  lathe  centres  in  place. 

Lathe  Cheeks. — The  sides  of  a*  lathe  bed. 

Lathe  Bog. — A  carrier  (q.v.). 

Lathe  Heads. — The  headstock  (q.v.)  and  poppet  (q.v.)  of  a  lathe. 

Lathe  Planer. — A  piece  of  mechanism  sometimes  attached  to  a  lathe  for 
the  surfacing  of  metal  by  rectilinear  cutting.  There  are  several  forms 
of  lathe  planers,  mostly  cumbersome,  not  very  accurate,  adopted  almost 
exclusively  by  amateurs,  and  mostly  unnecessary,  since  plain  surfacing 
can  be  done  on  the  ordinary  face  chucks. 

Lathe  Shears.— The  sides  of  a  lathe  bed. 

Lathe  Standards. — Stout  A  frames  of  oast  iron  provided  with  ribs, 
flanges,  and  feet,  to  form  the  supports  of  lathe  beds.  They  rest  on  the 
ground  and  are  bolted  to  the  under  side  of  the  bed  at  the  ends.  In  the 
larger  lathes  there  may  be  one  or  more  intermediate  standards  besides. 

Lathe  Tools. — The  tools  used  especially  in  connection  with  lathe  work, 
embracing  not  only  those  special  to  the  lathe,  but  many  others  besides. 
For  wood  work  they  embrace  the  gouge,  chisel,  round  nose,  side  tools, 
diamond  points,  and  parting  tools.  For  metal  work,  roughing  down, 
and  finishing  tools  of  various  shapes,  and  ground  to  different  angles 
for  the  turning  of  cast  and  wrought  iron,  steel,  and  brass.  Besides  these 
there  are  various  gauges,  calipers,  punches,  drills,  reamers,  &c. 

Lathe  Work. — Has  reference  to  the  work  commonly  accomplished  in  the 
lathe,  which  embraces  practically  almost  all  brandies  of  mechanical 
operations.    See  Lathe, 

LaUem.— See  Trebles, 
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Lattice. — Diagonal  bracing,  forming  struts  and  ties. 

Lattice  Bars. — The  bars  forming  the  struts  and  ties  of  a  lattice  or  open 
frame  girder. 

Lattioe  Girders. — Girders  of  wrought-iron  made  by  uniting  top  [and 
bottom  angle  irons  with  lattice  work  or  diagonal  bracing,  the  other 
flanges  of  the  angle  irons  being  attached  by  riveting  to  top  and  bottom 
plates. 

Lattice  Jib. — A  crane  jib  built  up  with  wrought-iron  lattioe  bars 
(q.v.). 

Lattice  Web. — A  girder  web  made  by  latticing,  as  opposed  to  a  plated 
web,  or  a  web  built  up  by  a  single  system  of  triangulation,  as  in  a 
Warren  girder. 

Latticing. — The  combination  of  two  or  more  systems  of  triangulation 
in  an  open  webbed  girder.  The  number  of  apical  points  being  propor- 
tionately increased,  the  weight  is  distributed  over  a  greater  number  of 
sections,  and  the  stress  in  each  diagonal  reduced  in  proportion  to  the 
increase  in  the  number  of  triangulations. 

Laws  of  Motion. — The  laws  of  motion  as  formulated  by  Newton  are  three  : 
— First  law,  every  body  continues  in  its  state  of  rest  or  of  uniform 
motion  in  a  straight  lme,  except  in  so  far  as  it  may  be  compelled  by 
impressed  forces  to  change  that  state ;  second  law,  change  of  motion  is 
proportional  to  the  impressed  force,  and  tale  1  place  in  the  direction  of 
the  straight  line  in  which  the  force  is  impressed ;  third  law,  to  every 
action  there  is  always  an  equal  and  contrary  reaction,  or  the  mutual 
actions  of  any  two  bodies  are  always  equal  and  oppositely  directed. 

Laying-down  Board. — A  bottom  board  (q.v.). 

Laying  Oat. — The  setting  out  or  marking  out  of  work  to  full  size. 
Usually  applied  more  especially  to  the  development  of  boiler-makers' 
and  platers  work. 

Lay  Shaft. — A  small  secondary  shaft,  which  is  placed  beside,  or  at  the  end 
of  a  horizontal  engine,  for  the  purpose  of  actuating  the  valves.  It  is 
driven  from  the  crank  shaft  by  means  of  bevel  or  spur-wheels. 

Lead.— Symb.  Fb. ;  comb,  weight,  206*4 ;  Sp.  gr.,  11*3.  A  bluish  grey 
metal  used  in  engineering  work  as  an  ingredient  in  brass  and  gun 
metal,  in  solders  for  making  the  joints  of  cast-iron  pipes,  and  in  the 
form  of  tubing  for  a  variety  of  purposes. 

Lead  Glance. — Galena  (q.v.). 

Lead  Hammer. — A  hammer  made  of  lead  and  occasionally  used  for  the 
same  purpose  as  a  copper  hammer  (q.v.). 

Lead  Lap.— See  Lap. 

Lead  Letters.— See  Pattern  Letters. 

Leading  Axle. — The  front  axle  of  a  locomotive. 

Leading  Edge. — That  edge  of  the  blade  of  a  screw  propeller  which  cuts 
the  water,  as  distinguished  from  the  following  edge  (q.v.). 

Leading  Hand. — A  workman  who,  by  reason  of  his  superior  skill,  occu- 
pies a  leading  position  in  his  shop,  to  whom  the  best  work  is  given,  and 
who  is  looked  up  to  by  the  remaining  hands.  His  wages  average  a  few 
shillings  weekly  over  those  of  the  other  men. 

Leading  Screw,  or  Guide  Screw. — The  screw  which  runs  longitudinally  in 
front  of  the  bed  of  a  self-acting  lathe,  and  whose  pitch  is  the  first 
factor  in  the  cutting  of  screws ;  occasionally  called  a  main  screw. 

Leading  Springs. — The  springs  which  carry  the  axle  boxes  of  the  leading 
wheels  of  locomotives  and  rolling  stock,  and  which  sustain  and 
minimise  the  shocks  due  to  concussion.    They  usually  consist  of  about 
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sixteen  steel  plates  of  about  16  x  f  in.  section/  the  largest  being 
thicker,  oz  say  J  in. 

Leading  Wheels. — The  front  wheels  of  a  locomotive. 

Lead  Joint. — Lead  joints  are  used  in  pipe  connections.  Sometimes  a 
sheet  oi  lead  is  screwed  np  between  flanges,  but  the  employment  of  the 
metal  is  more  common  in  socket  and  spigot  joints.  The  lead  is  poured 
between  the  socket  and  spigot  and  hammered  or  stemmed  down  ;  that 
is,  driven  closely  home  with  a  drift  and  hammer. 

Lead  line. — The  left-hand  vertical  line  in  an  indicator  diagram  which 
represents  the  amount  of  opening  to  lead. 

Lead  of  a  Valve. — The  amount  by  which  a  slide  valve  is  opened  at  the 
termination  of  the  piston  stroke  for  the  admission  of  steam  for  cushion- 
ing. It  varies  from  j^  in.  in  slow  running,  to  J  in.  in  quick  running 
engines. 

Lead  Paints. — Ordinary  paints,  so  called  because  their  basis  is  white 
lead. 

Leaf  Wood. — A  term  used  to  designate  all  timber  not  included  in  the  pine 
or  coniferous  family. 

Leakage. — The  loss  of  feed  water  from  steam  boilers.  It  is  due  chiefly  to 
the  expansion  and  contraction  of  the  plates  caused  by  alternate  and 
sudden  heating  and  cooling",  which  produces  opening  of  the  seams 
and  rivets.  In.  some  cases  leakage  is  due  to  joints  being  originally 
difficult  to  make,  or  to  bad  workmanship. 

Leaning  Threads. — The  threads  ot  screws  where  one  side  leans  over  more, 
or  makes  a  greater  angle  with  the  longitudinal  axis  than  the  side 
opposite.  Such  screws  are  seldom  used  except  in  special  oases  where 
the  pressure  is  always  in  one  direction. 

Lean-to  Bool — A  root  which  has  only  one  slope. 

Leather. — A  material  widely  used  for  belts  (q.v.)  for  driving  machinery. 
It  is  used  single  or  double,  single  belting  ranging  from  3-16  in.  to  5-16 
in.  in  thickness,  and  double  from  Jin.  to  j  m.  Its  ultimate  strength 
(q.v.)  is  from  3,000  lbs.  to  6,000  lbs.  per  square  inch  of  section.  The 
leather  is  spliced,  cemented,  or  united  by  sewing  to  make  up  the 
necessary  length,  and  is  finally  laced  (see  lice)  or  screwed  in  the  work- 
shop to  unite  the  free  ends. 

Leather  Belting.— See  Leather. 

Leather  Laee. — See  Lace. 

Leathers. — The  packings,  and  certain  portions  of  the  valves  of  pumps. 
See  Gup  Leather,  Hat  Leather,  Flap  valve,  U  Leather,  &o. 

Leather  Hollows.— Strips  of  leather  largely  used  by  pattern-makers  to 
form  the  hollows  in  wood  patterns.  The  reason  why  they  are  preferred 
to  hollows  made  of  wood  is  that  the  time  occupied  in  laying  them 
around  curved  portions  of  work  is  much  less  than  that  occupied  in 
cutting  wooden  hollows.  They  are  cemented  in  with  a  special  compo- 
sition supplied  with  the  hollows. 

Leather  Hose. — Hose  pipe  made  of  leather,  and  either  cemented  or  sewn 
down  thejoint.  It  is  the  best  and  most  durable.  See  Canvas  Hose, 
Bubber  Hose. 

Left-hand  Engine. — An  engine  which  stands  to  the  left  of  its  fly  wheel 
when  viewed  from  the  end  of  the  cylinder. 

Left-hand  Screw. — A  screw  which  turns  from  left  to  right,  or  in  the  re- 
verse direction  to  a  common  wood  screw. 

Left-hand  Tools.— Side  tools  ground  to  an  angle  on  the  right  hand  side, 
and  which,  therefore,  out  from  left  to  right. 
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Left-hand  Twist  Drill.— A  twist  drill  in  which  the  twist  runs  from  left  to 
right  up  the  shank. 

Lengthening  Bar. — An  appendage  to  compasses  used  for  drawing  pur- 
poses. It  is  a  brass  leg  or  shank  which  is  made  to  fit  into  the  socket 
of  the  compass  leg  at  the  one  end,  and  over  the  stem  of  the  ink  or  pencil 
point  at  the  other ;  its  purpose  being  the  adaptation  of  the  oompass  to 
the  measurement  of  long  distances,  or  the  striking  of  arcs  of  large 
radius. 

Lengthening  Bearers. — Castings  or  wooden  cheeks  made  to  attach  to  the 
poppet  end  of  a  lathe  bed  to  extend  it  for  a  temporary  purpose,  as  the 
turning  of  a  long  rod  or  shaft.  The  poppet  being  slid  over  the  lengthen- 
ing bearers  the  longitudinal  capacity  of  the  lathe  is  increased  in  propor- 
tion to  the  length  of  the  bearers. 

Let  In. — A  shop  term,  which  signifies  the  sinking  in  of  one  portion  of 
wood  or  metal  into  another.  Thus,  rapping  plates  are  let  in  to  patterns, 
brass  rings  are  let  in  to  sluice  cook  faces,  &c. 

Letters. — See  Pattern  Letters. 

Letting  Down. — The  lowering  of  the  temperature  of  hardened  works 
down  to  the  colour  which  indicates  the  temperature  at  which  they  are 
to  be  quenched  for  tempering. 

Level. — (I)  Truly  horizontal.  In  a  horizontal  plane.  (2)  A  spirit-level 
(q.v.). 

Levelling. — The  bringing  of  wrought-iron  and  steel  plates  superficially- 
true  preparatory  to  working  and  cutting  them  out.  They  are  levelled 
by  the  striking  of  blows  delivered  from  a  hammer  or  wooden  mallet. 
See  Levelling  Block. 

Levelling  Block. — A  large  flat  cast-iron  plate  stiffened  on  its  under  side 
with  flanges  or  ribs  upon  which  plates  of  sheet  iron  and  steel  are  laid 
while  being  levelled.    It  is  used  by  boiler-makers  and  platers. 

Lever. — A  rigid  bar  turning  upon  an  axis  or  fulcrum.  The  arms  of  a 
lever  are  those  portions  of  the  bar  standing  away  from  and  pivoting 
round  the  fulcrum.  The  arms  are  straight  or  bent ;  in  the  former 
case  it  is  said  to  be  a  straight,  in  the  latter  a  bent  lever.  The  principle 
of  the  lever  is  that  the  product  of  the  power  multiplied  into  the  length 
of  its  arm  is  equal  to  the  product  of  the  weight  multiplied  into  the 
length  of  its  arm.  A  lever  of  the  first  kind  has  the  fulcrum  between 
the  power  and  the  weight.  In  a  lever  of  the  second  kind  the  power 
and  the  weight  are  on  one  side  of  the  fulcrum,  the  weight  occupying 
the  intermediate  position.  In  a  lever  of  the  third  kind  the  power  and 
weight  are  on  one  side  of  the  fulcrum,  but  the  power  occupies  the  inter- 
mediate position. 

Lever  Box,  or  Lever  Bracket. — A  hollow  casting  which  carries  the  various 
levers  connected  to  the  motions  of  a  crane  for  slewing,  lifting, 
travelling,  &c. 

Lever  Bracket. — A  lever  box  (q.v.). 

Lever  Chuck. — A  concentric  chuck  actuated  by  a  lever  instead  of  screws. 

Lever  Drill. — A  form  of  drilling  apparatus  similar  to  a  ratchet  brace 
(q.v.  J  but  without  the  ratchet,  the  lever  in  this  case  passing  through  a 
hole  in  the  piece  which  carries  the  drill  socket. 

Lever  Jack. — A  form  of  jack  comprising  a  simple  lever  for  lifting,  and  a 
standard  for  support. 

Lever  Press. — A  form  of  press  used  for  the  compression  of  substances  for 
export  and  other  purposes.    It  is  acted  upon  by  a  long  lever. 

Lever  Pomps. — The  air  and  circulating  pumps  of  marine  engines  which 
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are  commonly  worked  by  levers  driven  from  the  cross  heads  of  the 
piston  rods. 

Lever  Safety  Valve. — A  safety  valve  weighted  through  the  intervention 
of  a  lever,  as  distinguished  from  spring,  and  Cowburn  valves.  See 
Safety  Valve  Lever. 

Lewis. — A  contrivance  for  lifting  stone  and  concrete  blocks  by  means  of 
dove-toiled  irons  attached  to  a  shackle  piece.  These  fit  into  an  under- 
cut dove-tail  in  the  stone,  and  are  tightened  by  means  of  a  wedge. 

Lewis  Bolt. — A  bolt  having  a  jagged  and  tapered  tail.  Used  for  inser- 
tion into  masonry,  where  it  is  held  with  lead. 

Life.— -Expressive  of  the  total  period  during  which  a  structure  remains 
efficient. 

Lift,  or  Hoist,  or  Aseending-reom. — (1)  An  apparatus  used  in  workshops 
and  warehouses  for  elevating  heavy  weights  directly  to  the  upper  parts 
of  the  building  without  the  intervention  of  stairs.  A  lift  consists  of  a 
platform  or  a  rectangular  chamber  carried  up  by  means  of  hand  power 
or  steam,  or  hydraulic  pressure.  (2)  The  upper  part  of  a  mould  which 
is  lifted  off  or  taken  away  from  the  pattern  is  called  the  lift. 

Lifter. — (1)  A  moulder's  tool,  usually  called  a  cleaner.  It  derives  its  name 
of  lifter  from  the  use  to  which  it  is  put  in  lifting  loose  fallen  down  sand 
from  the  bottoms  of  flange  and  rib  moulds.  (2)  Lifters,  or  gaggers,  are 
hooks  of  cast  iron  or  wrought  iron  which  are  hung  from  the  bars  of  a 
moulding  box  into  the  mould,  in  order  to  afford  support  to  the  sand. 

Lift  Hammer. — An  old-fashioned  smith's  hammer,  wnich  is  lifted  by  a 
spring  pole  overhead,  and  depressed  by  the  placing  of  the  workman's 
foot  on  a  treadle.  The  hammer,  the  overhead  pole,  and  the  treadle  are 
alike  connected  to  a  pivoted  horizontal  bar  of  wood.  Sometimes  called 
an  oliver  or  bolt  oliver. 

Lifting, — The  raising  up  or  springing  of  the  top  part  of  a  mould,  caused 
by  the  liquid  pressure  due  to  the  head  of  the  molten  metal.  The  tendency 
to  lift  is  counteracted  either  by  screw  bolts  connecting  the  top  and 
bottom  boxes,  or  by  dead  weights,  or  by  both  combined.  The  term 
lifting  is  also  applied  to  the  drawing  of  a  pattern  out  of  the  mould. 

jAttfng  Blocks. — (l)  Faoking  pieces  put  under  the  headstock,  poppet,  or 
rest  of  a  lathe  to  increase  its  capacity  for  a  temporary  purpose.  They 
may  be  either  wood  or  metal  packings.    (2)  Pulley  blocks  (q.v.). 

Lifting  Irons,  or  lifting  Straps. — Pieces  of  sheet  or  hoop  iron  attached 
by  means  of  screws  to  the  sides  of  deep  wooden  patterns,  to  enable  the 
moulder  to  withdraw  them  from  the  sand. 

Lifting  Jack. — See  Jack. 

lifting  Plates. — Plates  of  wrought  or  malleable  cast  iron  furnished  with 
holes  both  for  rapping  and  screwing,  and  let  into  or  screwed  on  the 
faces  of  patterns ;  and  by  which  they  are  lifted  from  the  sand,  a  lifting 
screw  being  inserted  into  the  tapped  hole  in  the  plate. 

lifting  Pump. — See  Suction  Pump. 

lifting  Bam. — The  smaller  ram  of  the  two  in  a  hydraulic  forging  press, 
and  which  lifts  the  crosshead  and  tup  after  each  stroke. 

Tflfffwg  Screw. — Used  for  lifting  patterns  from  the  sand.  It  is  a  round 
metal  rod,  having  an  ordinary  screw-thread  cut  at  its  lower  end,  and 
bent  into  a  loop  at  the  end  opposite.  Hie  screw  is  turned  into  a  tapped 
hole  in  a  lifting  plate,  and  the  finger,  or  a  crane  hook,  inserted  into  the 
loop  for  the  purpose  of  lifting  or  pulling  it  upwards. 

Lifting  Straps. — See  Lifting  Irons. 

lifting  Tackle.— See  Tackle. 
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lift  Valve. — A  oiroular  diso  valve  fitting  on  an  annular  seating,  and 
guided  in  its  lift  by  three  or  four  feathers  projecting  into  the  body  of 
the  seating.  Also  called  puppet,  and  mushroom  valve.  A  lift  valve 
has  a  full  waterway  (q.v.)  when  the  amount  of  its  lift  is  equal  to  one- 
fourth  its  diameter. 

light  Cut. — In  metal  work  a  cut  is  said  to  be  light  when  the  shavings 
removed  are  thin  and  narrow.  But  a  cut  which  would  be  a  light  one 
when  taken  off  a  large  pieoe  of  metal  would  be  a  heavy  one  if  taken  of! 
smaller  work. 

light  Firing,  or  Open  Firing. — The  making  up  of  a  thin  fire,  caking  it 
on  the  dead  plate,  and  frequent  renewal  of  the  charges. 

lighting  Chamber. — See  Firing  Chamber. 

lighting  Cock.— The  jet  by  which  the  charge  in  the  cylinder  of  a  gas 
engine  is  fired. 

Tight  Oil.— A  thin  oil  (q.v.). 

light  Burning. — A  wheel  and  axle,  a  lathe  crank,  an  engine  shaft, 
or  journal  of  a  shaft,  are  said  to  run  light  when  there  is  the  minimum 
of  friction  due  to  good  bearing  surface,  good  fitting,  and  proper 
lubrication. 

lignites. — Brown  non-caking  coals  containing  a  large  proportion  of 
water. 

lignum  Vita.  (Ouaiacum  officinale,) — A  wood  of  the  natural  order  ZygophyU 
lace*,  found  in  Jamaica,  Cuba,  and  St.  Domingo.  It  is  of  a  dull 
brownish-green  colour,  hard,  and  cross-grained,  the  fibres  interlacing  at 
various  angles.  The  heart  wood  is  chiefly  used,  and  its  uses  in 
engineering  are  for  the  linings  of  the  shaft  bearings  of  propeller 
screws,  and  turbines  which  work  in  and  are  lubricated  by  water  alone. 
A  cubic  foot  weighs  from  40  to  80  lbs.    Sp.  gr.  from  '66  to  1*33. 

Lime.— Symbol,  Ca  O.  Sp.  gr.  3*18.  The  oxide  of  the  metal  calcium, 
obtained  by  burning  limestone  in  a  kiln.  It  is  an  ingredient  in  con- 
cretes, in  limestones  which  are  used  as  fluxes,  and  is  present  as  car- 
bonate and  sulphate  in  the  incrustations  of  steam  boilers. 

lime  Bag. — A  linen  or  muslin  bag  containing  lime  powder,  used  for 
dusting  on  the  lower  joint  faces  of  foundry  moulds  and  on  the  tops  of 
cores  before  lowering  the  top  flask  part  on.  The  lime  touches  and  leaves 
an  impression  on  the  upper  mould  face  if  the  joints  are  close,  but  non- 
transfer  of  the  lime  indicates  openness  of  the  joint,  which  the  moulder 
sets  himself  to  see  the  cause  of,  and  to  rectify. 

limestone. — Carbonate  of  lime.  Symbol,  CaCOs.  There  are  numerous 
limestones,  their  value  to  the  ironf  ounder  consisting  in  the  property 
which  they  have  of  combining  with  the  infusible  siliceous  ana  earthy 
matters  in  the  ore  and  the  pig,  and  thus  producing  readilv  fusible  com- 
pounds. Their  value  to  the  engineer  consists  in  their  property  of 
cementing  together  to  form  oonorete  blocks. 

Limiting  Angle  of  Besistanee. — The  limiting  angle  of  resistance  signifies 
the  angle  of  repose  (q.v.). 

Limit  of  Elasticity.— See  Elastic  limit. 

limit  of  Weight. — In  the  manufacture  of  bar  iron,  beams,  and  plates, 
there  are  certain  definite  weights  ordinarily  manufactured.  Beyond 
these  weights  it  is  understood  that  special  quotations  are  necessary. 
But  the  limit  of  weight  applies  to  particular  houses  only,  depending 
upon  the  nature  of  the  plant  which  they  possess. 

linear  Advance. — The  direct  measurement  which  represents  the  amount 
by  which  a  slide  valve  is  set  forward  for  lap  and  lead  beyond  a  line  90° 


2io  DICTIONARY  OF  TERMS  USED  IN 

ahead  of  the  crank.  The  linear  advance  is  measured  on  the  sheave 
parallel  with  its  centre. 

linear  Velocity. — The  velocity  with  which  a  body  moves  along  a  path, 
either  straight  or  curved,  the  body  meanwhile  not  changing  its  position 
relatively  to  its  axis.  The  body  simply  undergoes  a  motion  of  transla- 
tion. Linear  velocity,  when  uniform  in  character,  is  usually  measured 
by  the  number  of  feet  moved  over  in  one  second. 

Line. — (1)  A  mathematical  abstraction  which  has  neither  breadth  nor 
thickness,  but  only  length.  (2)  In  mechanics,  an  affix  or  prefix,  as 
centre  line,  chalk  fine,  line  of  centres,  in  line,  pitch  line,  &c.,  &c. 

Line  Colours. — Draughtsmen's  colours  used  for  drawing  lines.  Black  is 
the  colour  for  actual  definition  lines.  Bed  is  used  for  section  lines,  and 
blue  for  dimension  lines  (q.v.). 

Line  Measurement. — Measurement  taken  by  means  of  the  divisions  of  a 
rule,  as  opposed  to  end  measurement  (q.v.)*  ^^i*  *■  not  an  accurate 
mode  of  measurement. 

Line  of  Action. — The  line  of  action  of  a  force  is  the  direction  in  which  it 
acts  upon  a  material  point,  which  line  must  be  straight. 

line  of  Centres. — When  a  crank  and  its  connecting  rod  are  in  one  plane, 
or  when  a  coupling  or  other  rod  is  in  one  plane  with  the  pins  which  it 
connects,  they  are  said  to  be  in  the  line  of  centres.    See  Dead  Centres. 

line  of  Chords. — See  Chords,  Line  of. 

Line  of  lines. — See  Lines,  line  of. 

line  of  Pressures. — See  Diagram  of  Work. 

Line  of  Volumes. — See  Diagram  of  Work. 

liner. — (1)  The  bush  of  a  pump  barrel  or  of  a  cylinder.  (2)  A  thin  strip 
of  metal,  leather,  or  wood,  placed  between  parts  of  machinery  in  order 
to  permit  of  the  taking  up  (q.v.)  of  their  wear,  and  generally  to  permit 
of  exact  adjustment  or  of  better  bearing.  Liners  are  put  underneath 
brass  bearings  to  raise  them  up,  and  thus  compensate  tor  the  lowering 
down  due  to  wear.  (3)  The  wearing  surfaces  of  friction  clutches  are 
sometimes  lined  with  copper.  Liners  are  inserted  between  the  feet  or 
flanges  of  eccentric  roas  in  the  operation  of  valve  setting.  Marine 
engine  propeller  shafts,  are  provided  with  brass  liners  where  they  run 
through  the  stern  bush. 

Lines,  Line  of. — A  scale  of  equal  parts  on  the  sectorial  scales,  marked  L, 
by  means  of  which  proportionate  distances  can  be  obtained  by  direct 
measurement.  By  combined  lateral  and  transverse  measurement,  both 
equal  and  unequal  proportionals  can  be  obtained,  hence  scales  of  equal 
parts,  and  reduced  or  enlarged  drawings  can  be  made  therefrom. 

Line  Shafting. — The  main  shafting  in  a  factory,  to  distinguish  it 
from  the  shorter  intermediate  countershafts  (q.v.).  line  shafting  is 
commonly  run  at  from  90  to  100  revolutions  per  minute. 

linings. — Cements  prepared  from  fire  clay  or  from  ganister ;  used  for 
covering  the  interiors  of  foundry  ladles,  cupolas,  blast  furnaces,  and 
converters,  to  protect  their  outer  iron  casings  from  the  action  of  the  in- 
tense heat. 

lining  Out. — The  marking  of  the  working  lines  on  castings  and  forgings 
with  scribing  blocks  and  oompasses ;  called  also  marking  out,  and  setting 
out. 

Lining  Up. — The  introduction  of  packing  pieces  under  bearings  to  com* 
pensate  for  their  wear. 

link. — See  Slot  link. 

link  Arrangement. — An  arrangement  of  a  link  and  sliding  block  com- 


MECHANICAL  ENGINEERING.  211 

man  in  shaping  machines  by  means  of  whioh  the  ram  is  furnished  with 
a  quick  return  (q.v.)  motion. 

link  Block. — The  movable  sliding  or  die  block  in  a  slot  link,  to  which  the 
valve  rod  is  connected. 

Linking  Up. — Altering  the  position  of  the  slot  links  in  an  engine  fitted 
with  expansion  gear,  in  order  to  produce  an  earlier  cut-off.  The  link 
is  raised  and  lowered  by  means  of  a  hand  wheel  and  screw,  and  by  its 
means  the  amount  of  lap  of  the  slide  valve  is  altered. 

link  Motion. — The  arrangement  of  levers,  and  slot  and  drag  links,  by 
which  the  position  of  a  slide  valve  in  relation  to  the  cylinder  ports  is 
regulated  for  backward  or  forward  gear.  Galled  also  reversing  gear. 
Very  many  kinds  of  link  motion  are  in  use. 

Link  Reversing  Motion. — The  ordinary  type  of  reversing  motion  for 
engines,  effected  by  one  of  the  forms  of  slot  links  operating  on  the  two 
eccentrics,  as  distinguished  from  reversal  provided  for  by  the  direct  re- 
versal of  a  single  eccentric  on  its  shaft. 

link  Work. — A  term  sometimes  applied  to  the  motion  work  (q.v.)  of 
engines,  sometimes  to  the  coupling  or  connecting  rods  of  wheels  and 
cranks. 

linseed  Oil. — The  oil  expressed  from  the  linseed  or  seed  of  flax.  When 
boiled,  either  alone  or  with  litharge,  or  white  lead,  it  acquires  the  pro- 
perty of  drying  rapidly,  and  is  therefore  used  in  the  composition  of  oil 
paints.  The  clear  boiled  oil  is  brushed  over  castings,  when  they  come 
from  the  foundry,  to  prevent  them  from  rusting  previous  to  inspection. 
This  is  done  because  t£e  oil  being  transparent  will  conceal  no  defects, 
while  paint  would  cover  them  up. 

Lip. — (1)  The  mouth  of  a  foundry  ladle,  from  which  the  metal  is  poured. 
(2}  The  nicker  or  lancet-like  edge  on  a  centre  bit  or  similar  tool, 
which  outs  the  circumscribing  circle  during'  the  process  of  boring. 

lift  Pot.— A  vessel  which  contains  a  layer  of  molten  tin  about  £  in.  deep 
and  in  which  the  list  or  thickened  rim  of  a  tinned  plate  is  placed  to  effect 
its  removal.    When  melted  the  list  is  detached  by  a  blow  on  the  plate. 

litre. — The  Standard  French  measure  of  capacity.  It  contains  61*02705 
cubic  inches.  It  is  the  cube  of  a  decametre  (q.v.),  each  of  whose  sides, 
therefore,  measures  3*93708  English  inches,  and  it  contains  1*7607  Eng- 
lish pints,  or  *2201  gallons. 

Live  Axle. — A  driving  axle  (q.v.). 

Live  Head. — A  term  sometimes  applied  to  the  headstock  (q.v.)  of  a  lathe 
in  opposition  to  the  poppet  (q.v.)  or  deadhead. 

Live  Load.-— When  a  structure  is  subjected  to  the  alternate  and  often 
repeated  imposition  and  relief  of  weight,  the  term  live  load  is  used  to 
distinguish  it  from  a  dead  load  (q.v.).  Also  the  greater  the  range  of 
variation  of  stress,  and  the  greater  the  number  of  repetitions  of  the 
load,  the  more  severe  will  the  straining  actions  become,  and  hence  larger 
factors  of  safety  are  required  in  the  case  of  structures  subject  to  live, 
than  in  those  subject  only  to  dead  loads.    Called  also  variable  load. 

live  Bing. — A  live  ring  consists  of  a  number  of  conical  rollers  arranged 
in  circle  between  an  outer  and  inner  ring  of  flat  wrought  iron,  into 
which  the  ends  of  the  roller  spindles  are  fastened.  In  some  cases  the 
rollers  almost  fill  up  the  ring,  and  then  they  are  not  provided  with 
spindles.    These  rollers  are  employed  for  turntable  centres  chiefly. 

Live  Boiler. — A  roller  which  does  not  revolve  on  a  spindle,  but  is  free  to 
move  around  or  along  its  path.  Live  rollers  are  used  for  turntable 
centres,  and  the  slewing  motion  of  large  cranes. 
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Live  Spindle. — A  spindle  which  oommunioates  motion,  as  the  mandrel  of 
a  headstook  or  live  head  (q.v.). 

Live  Steam. — The  entering  steam  in  a  cylinder,  as  distinguished  from 
that  which  is  exhausting. 

Load. — The  total  amount  of  weight  borne  by  a  structure  tending  to 
deform  or  break  it,  its  own  weight  included.  In  the  case  of  a  moving 
body  it  includes  the  reaction  due  to  friction  and  inertia.  Loads  are 
classed  as  live  loads  (q.v.)f  dead  loads  (q.v.),  impulsive  loads  (q.v.). 

Learn. — Strictly  speaking  a  stiff  impure  day,  but  as  the  tennis  employed 
in  foundries  it  signifies  a  mixture  of  clay,  sand,  and  horsedung,  ground 
up  with  water  in  a  loam  mill  (q.v.),  and  used  in  loam  work.  Though  of 
sufficient  consistence  when  cold  to  be  struck  up  to  any  desired  outline 
by  means  of  the  chamfered  edge  of  a  loam  board,  it  dries  hard  when 
exposed  to  the  heat  of  the  foundry  stove. 

Loam  Board. — A  board  having  an  edge  cut  to  the  outline  of  the  sectional 
shape  of  the  work  which  it  is  intended  to  strike  up ;  the  edge  being 
chamfered  also  in  thin  knife-like  fashion  to  prevent  the  loam  from 
being  dragged  out  after  the  board.  The  term  loam  board  is  applied  to 
boards  for  striking  both  patterns  and  moulds. 

Loam  Briok. — A  cake  of  loam  made  roughly  to  the  size  and  shape  of  an 
ordinary  briok.  These  are  used  for  building  up  those  portions  of  loam 
moulds  where  the  unyielding  nature  of  the  common  bricks  would 
cause  the  casting  to  break  by  preventing  its  due  contraction  when 
cooling,  and  also  in  cases  where  it  is  probable  or  desirable  that  some 
portion  of  the  brick  framework  may  have  to  be  out  away  during  the 
progress  of  the  moulds.  , 

Loam  Cake. — A  flat  slab  made  of  loam  (q.v.)  and  dried.  Used  to  form 
the  face  of  a  flange  or  similar  expansion,  or  some  portion  of  a  draw- 
back, or  as  a  convenient  piece  from  which  a  portion  of  a  mould  or  of  a 
pattern  can  be  cut  with  facility  with  saws  and  rasps  and  glasspaper. 

Learn  Mill. — A  mill  essentially  uke  a  mortar  mill  (q.v.),  but  employed 
for  the  mixing  of  loam  (q.v.)  for  foundry  use. 

Learn  Mould. — A  mould  made  in  loam. 

Loam  Moulder. — An  iron  founder  whose  work  lies  chiefly  in  the  making 
of  moulds  in  loam  or  dry  sand,  in  opposition  to  moulders  who  work  in 
green  sand.  Loam  moulders  do  not  use  complete  patterns,  but  strike 
up  their  work  with  the  edges  of  loam  boards  while  the  loam  is  in 
a  plastic, state.  Loam  moulds,  unlike  green  sand  moulds,  have  to 
be  dried  before  the  metal  is  poured  in. 

Loam  Moulding. — The  process  of  moulding  in  loam  (q.v.)  as  dis- 
tinguished from  green  sand  moulding"  (q.v.) 

Loam  Pattern. — Large  patterns  of  a  circular  or  segmental  outline  which 
can  be  produced  by  the  aid  of  strickles  or  of  loam  boards  are  often 
made  in  loam,  and  moulds  are  taken  from  them  as  from  ordinary  wood 
patterns. 

Loam  Plate. — A  flat  plate  of  cast  iron  used  to  form  the  base  or  foun- 
dation for  striking  up  a  loam  mould  (q.v.).  It  is  usually  provided 
with  projecting  lugs  around  its  circumference  by  means  of  which  it  is 
lifted,  and  with  gaggers  or  prods  on  its  surface  to  hold  the  loam. 

Loam  Work. — Work  moulded  in  loam.  It  is  usually  considered  more 
difficult  than  work  in  green  sand  (q.v.),  and  loam  moulders  command 
the  higher  wages.  It  is  specially  adopted  in  cases  where  perfect 
soundness  of  castings  is  required,  and  also  where  it  is  desired  to  save  the 
oost  of  a  pattern. 
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Lock  Hut. — A  thin  nut  screwed  down  upon  another.  Its  purpose  is  to 
prevent  the  slacking  back  of  the  main  nut  under  excessive  vibration. 

Look  Saw. — A  pad  saw  (q.v.). 

Look-up  Safety  valve. — A  safety  valve  whose  spring  is  enclosed  in  a 
padlocked  casing. 

Locomotive.— A  steam  engine  complete  with  its  boiler,  its  fittings,  and 
mountings,  fixed  in  a  carriage  or  framing,  and  provided  with  suitable 
wheels,  axles,  buffers,  drawbars,  &o.,  to  enable  it  to  draw  loaded 
wagons  upon  the  permanent  way. 

Locomotive  Boiler.— See  multitubular  boiler. 

Locomotive  Crane. — A  travelling  crane  propelled  by  steam,  either  driven 
by  a  pair  of  cylinders  independently  of  tnose  which  actuate  the  lifting 
gear,  or  by  means  of  clutch  work  connected  with  the  engine  shaft. 
Properly  speaking  the  former  are  locomotive  cranes  and  the  latter 
travelling  cranes  merely. 

Locomotive  Hoist. — See  Carriage  Hoist. 

Log. — (1)  A  balk  of  timber,  either  squared  or  rough.  (2)  The  logarithm 
(q.v. )  of  a  number. 

Logarithms. — A  series  of  numbers  which  have  a  certain  relation  to  the 
natural  numbers,  and  by  which  arithmetical  calculation?  are  facilitated. 
Logarithms  are  the  indices  of  numbers  in  geometrical  progression. 

Long  Columns. — When  the  length  of  a  column  exceeds  its  diameter  by 
from  25  to  30  times  it  comes  under  the  category  of  long  columns,  which 
yield  under  pressure  by  bending  alone,  in  the  same  manner  that  a  beam 
supported  at  both  ends  will  yield. 

Long  Q-Valve,  or  Long  Valve. — A  long  slide  valve  used  is  some  of  the 
older  beam  engines,  so  called  because  it  extended  over  the  ports  at 
each  end  of  the  cylinder,  the  ports  being  situated  near  the  ends  of  the 
cylinder  to  avoid  the  waste  of  steam  consequent  upon  long  passages. 

Longitudinal  Elevation,  or  Side  Elevation. — A  view  showing  the  side  of 
a  structure,  as  distinguished  from  its  end  view. 

Longitudinal  Seams. — The  seams  or  joints  running  lengthways  in  a 
boiler.  They  should  always  be  made  to  break  joint ;  never  be  put  "  in 
line." 

Longitudinal  Section. — A  sectional  drawing  taken  through  a  structure 
in  the  direction  of  its  length. 

Long-toothed  Gauge. — A  gauge  with  a  movable  tooth  or  marker  used 
for  gauging  lines  which  are  not  in  the  same  plane  as  the  stem.  The 
head  is  made  long  to  permit  of  variation  in  vertical  movements  corres- 
ponding with  those  of  the  marker. 

Long  Valve. — See  long  Q-valve. 

Loose  Centres. — Heads  very  similar  to  lathe  poppets,  provided  with  screw 
mandrels,  and  centre  points.  They  are  used  as  supports  for  some  classes 
of  work,  both  when  being  lined  out  and  when  being  shaped  on  a 
planing  machine.  Hence  called  machine  or  planer  centres.  The 
centre  lines,  and  keyways  of  shafts  when  suspended  between  these 
centres  are  marked  with  a  scribing  block ;  lines  and  distances  are 
also  marked  off  and  squared  up  from  a  surface  plate  or  marking- 
off  table.  When  clamped  or  bolted  to  a  planing  machine  table  the 
work  between  the  centres  can  be  partially  or  completely  rotated  to  bring 
different  sections  under  the  action  of  the  cutting  tool,  so  that  both 
circular  and  irregular  shaping  can  be  done  in  a  planing  machine  by  the 
use  of  loose  centres. 

Loose  Coupling.— A  shaft  coupling  which  is  made  capable  of  instant  dis- 
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connection,  either  by  claw  engagements  or  by  frictions!  surfaces,  as 
distinguished  from  permanent  or  fast  couplings -(q. v.). 

Loose  Eccentric. — A  single  and  adjustable  eccentric  sheave  used  for 
reversing  engines  which  are  not  provided  with  the  ordinary  link 
reversing  gear. 

Loom  Gland. — A  form  of  gland  used  in  malring  the  joints  of  hot  water 
piping.  It  is  a  loose  ring  furnished  with  two  lugs  and  bolt  holes,  and 
is  slipped  over  the  spigot  end  of  a  pipe.  An  india-rubber  ring  is  then 
placed  in  front,  the  spigot  is  slid  into  its  socket,  which  has  corre- 
sponding lugs  and  bolt  holes,  and  the  two  are  bolted  together.  The 
iron  ring  fitting  loosely  around  the  spigot  allows  of  expansion,  while 
the  india-rubber  ring  makes  the  joint  watertight. 

Loosening. — Rapping  (q.v.). 

Loosening  Bar. — A  round  and  pointed  bar  of  iron  used  for  rapping 
patterns. 

Loose  Pieces.— Certain  portions  of  pattern  work,  which  standing  out 
beyond  those  faces  which  have  to  be  lifted  in  a  vertical  direction,  cannot 
be  drawn  along  with,  and  at  the  same  time  as  the  pattern*  without 
dragging  up  the  superincumbent  sand,  and  are  therefore  attached 
loosely  or  temporarily  during  ramming,  being  afterwards  withdrawn 
sideways  into  the  space  left  by  the  main  pattern.  Sometimes  pieces 
are  made  loose  in  the  top  to  lift  with  the  top  box  and  be  afterwards 
withdrawn.  Loose  pieces  are  held  during  ramming  with  dowels, 
skewers,  or  dovetails. 

Loose  Pulley. — The  idle  or  carrier  pulley  of  a  pair,  on  whioh  the  belt  runs 
when  the  machine  which  the  belt  has  to  drive  is  not  in  use.  When  the 
machine  has  to  be  driven  the  strap  is  shifted  from  the  loose  to  the 
fast  pulley  (q.v.). 

Lorry,  or  Ijurry.— A  low  truck  used  for  running  loads  about  on  yard  and 
other  tramways. 

Loss. — In  mechanical  exchanges  there  is  no  actual  loss  (see  Conservation  of 
Energy).  But  it  is 'customary  to  use  the  term  loss  to  designate  the 
difference  between  the  calculated  or  theoretical  and  the  actual  work 
obtained  from  a  mechanical  arrangement,  the  loss  being  due  to  the 
imperfections  of  the  arrangement. 

Less  of  Head. — The  diminution  in  the  weight  and  pressure  of  a  liquid 
column.  Loss  of  head  is  due  to  the  friction  of  long  pipes  and  to  the 
presence  of  quick  bends. 

Loss  of  Heat. — This  is  due  to  transmission  by  conduction,  or  by  radiation. 
In  engine  boilers,  cylinders,  and  steam  pipes  this  is  reduced  by  the  prac- 
tice of  cleading  (q.v.)  or  felting  (q.v.). 

Lost  Motion. — The  difference  in  the  rate  of  motion  of  driver  and  driven 
parts,  due  to  bad  or  loose  fitting,  slips,  &c  The  term  is  frequently 
used  in  reference  to  drill  spindles,  belting,  &c. 

Lost  Pass* — The  backward  pass  of  a  bar  or  rail  over  the  top  of  a  two 
high  mill  (q.v.)  which  is  not  provided  with  reversing  motion. 

Low  Breast  Wheel.— See  Breast  Wheel. 

Low  Plashing  Point.— An  oil  is  said  to  have  a  low  flashing  point  when  it 
will  take  fire  at  a  low  temperature. 

Low  Freezing  Point— A  low  freezing  point  is  a  valuable  property  in  a 
lubricating  oil  in  England  and  in  the  colder  climates,  since  bearings 
are  less  liable  to  become  gummed  than  when  the  oil  freezes  readily. 

Low  Moor. — The  best  quality  of  wrought-ironplate  manufactured  in  the 
United  Kingdom  is  made  at  Low  Moor,  in  Yorkshire. 
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Low  Prets. — A  workshop  abbreviation,  signifying  the  low-pressure  cylin- 
der in  a  compound  engine. 

Low-pressure  Cylinder. — The  larger  cylinder  in  a  compound  engine  into 
whioh  the  expanded  steam  exhausts  from  the  high-pressure  cylinder. 

Low-pressure  Engine. — An  engine  which  exhausts  its  steam  into  a 
condenser. 

Low-pressure  Steam. — Steam  which  is  either  below  or  but  a  few  pounds 
in  excess  of  the  atmospheric  pressure. 

Low  Bed  Heat. — In  forged  work  is  a  colour  corresponding  with  a  degree 
of  temperature  midway  between  a  black  red  heat  (q.v.)  and  a  bright 
red  heat  (q.v.).    It  may  be  roughly  taken  at  1,290°  F. 

Low  Water  Alarm. — An  apparatus  which  is  used  to  announce  when  the 
water  in  a  steam  boiler  falls  to  a  dangerously  low  level.  In  modern 
practice  the  water  gauge  (q.v.),  try  cocks  (q.v.),  and  fusible  ^lugs 
(q.v.)  are  the  only  indicators  of  water  level  used.  In  the  old  boilers, 
arrangements  of  floats  and  weights  were  employed,  by  which,  at  low 
water,  a  jet  of  steam  was  directed  against  the  steam  whistle,  or  some- 
times a  float  and  index  board  alone  were  used. 

Low  Water  Safety  Valve. — A  low  water  alarm  (q.v.),  which  is  con- 
structed to  discharge  the  steam  when  the  water  falls  below  a  safe  level. 

L-Best. — A  lathe  rest  for  hand  turning  made  in  the  shape  of  the  letter  |_> 
the  head  on  which  the  tool  rests  being  flat  and  short,  and  the  leg  which 
flts  in  the  socket  being  of  the  usual  length.  This  rest  is  useful  for 
short  work  where  the  ordinary  T-rest  would  be  too  long,  and  for 
attaching  to  a  slide  rest  for  temporary  hand  turning. 

Lubricant. — An  unguent  interposed  between  two  bearing  surfaces  to 
prevent  them  from  coming  into  actual  contact,  and  becoming  abraded 
by  their  mutual  friction.  The  lubricants  are  commonly  oils  and  tallows. 
When  bearings  are  submerged  in  water  the  latter  furnishes  the  means 
of  lubrication.  There  are  certain  qualities  which  a  good  lubricant 
should  possess,  the  first  of  which  is,  that  as  compared  with  others,  a 
minimum  quantity  of  heat  only  should  be  generated  during  a  maximum 
number  of  revolutions.  In  addition  to  this  a  lubricant  should  have  a 
low  freezing  point,  so  as  to  remain  fluid  all  the  year  round ;  a  high 
flashing  point  (q.v.),  in  order  to  diminish  the  risk  of  spontaneous  com- 
bustion (q.v.) ;  freedom  from  excessive  tendency  to  gumming  (q.v.), 
and  from  acid,  which  is  generated  in  some  bad  oils  to  the  injurious 
corrosion  of  the  bearing  and  other  parts  with  which  it  comes  in  contact ; 
suitable  body  or  viscosity  for  heavy  or  light  machinery,  as  required ; 
good  power  of  capillarity,  to  insinuate  its  way  between  bearings ;  free- 
dom from  rancidity;  and  durability  and  uniformity  of  action.  All 
these  qualities  are  capable  of  being  put  to  actual  test,  and  the  highest- 
priced  oils  often  prove  to  be  the  cheapest  in  the  end. 

Lubrication. — The  distribution  of  an  unguent  over  bearing  surfaces  to 
preserve  them  from  the  heating  which  results  from  the  friction  of  sur- 
faces in  actual  contact.  The  nature  of  the  lubricant  selected  will 
depend  altogether  upon  its  suitability  for  the  particular  purpose  for 
which  it  is  designed,  the  lubricants  having  most  body  being  chosen  for 
heavy  machinery,  the  light  thin  oils  for  light  machinery.  A  thin  oil 
would  be  squeezed  out  of  a  heavy  bearing  at  once,  and  a  thick  oil 
would  demand  an  increase  of  driving  power  to  overcome  its  viscosity. 
Lubrication  is  effected  by  various  oil  cans  or  oil  feeders,  self-acting  or 
otherwise,  described  under  their  various  heads. 

Lubricator. — A  contrivance  for  supplying  a  regular  amount  of  oil  or 
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grease  to  a  journal  or  bearing.  It  is  sometimes  of  the  needle  form, 
that  is,  a  length  of  wire  coming  to  the  journal  acts  as  a  carrier  of  oil  from 
an  inverted  glass  receiver,  whose  month  is  closed  with  a  bit  of  tube. 
The  feeding  takes  place  partly  by  capillary  attraction,  partly  by  the  vi- 
bration of  the  shafting.  If  the  bearings  become  heated  the  oil  is  ren- 
dered more  fluid  and  flows  easier.    See  A  Tie  Box,  Impermeator,  &c. 

Lug. — An  ear  or  projection  upon  a  casting  for  the  reception  of  bolt  or 
other  attachments. 

Luminosity. — Luminosity  is  due  to  the  radiation  of  heat,  the  intensity  of 
the  heat  rendering  visible  the  radiations  of  the  different  coloured  rays ; 
at  a  red  heat  the  red  rays  are  visible,  but  at  a  white  heat  all  the  rays 
of  every  colour  are  blended  and  visible.  The  shades  of  luminosity  vary 
from  a  black  red  (about  1,000°  F.)  to  a  white  heat  (about  2,700°  F.). 

Lumps. — Special  fire  bricks,  made  expressly  for  the  linings  of  blast 
furnaces. 

Lurry. — A  lorry  (q.v.). 

Lustre. — Metallic  lustre  is  due  to  the  reflection  of  the  light  rays  from  a 
smooth  surface.  A  rough  surface,  being  made  up  of  a  number  of 
minute  surfaces,  reflects  and  scatters  the  rays  of  light ;  a  smooth  sur- 
face reflects  them  almost  wholly  back.  Hence  the  lustre  depends  upon 
the  density  of  a  material,  and  upon  the  degree  of  smoothness  or  polish 
imparted  to  it. 

Lutes. — The  materials  used  for  rendering  air-tight  those  vessels  which 
have  to  be  exposed  to  the  heat  of  a  melting  furnace,  as  crucibles, 
annealing  pots,  &o.  Stourbridge  clay  in  powder,  made  into  paste  with 
water,  and  loam,  are  used. 

Luting. — Luting  is  the  mode  of  connecting  pipes,  or  tubes,  or  vessels 
to  prevent  the  entrance  or  escape  of  gases.  In  brass  foundries 
crucibles  are  often  luted  by  placing  an  empty  one  over  the  one  con- 
taining the  metal,  or  by  placing  a  cover  on  it 


M. 

X. — The  Greek  letter  /i,  the  symbol  of  the  coefficient  of  friction. 

Machine. — A  machine  may  be  defined  as  an  assemblage  of  parts,  some 
fixed,  others  movable,  by  which  motion  and  force  are  transmitted. 

Machine  Centres. — See  Loose  Centres. 

Machine-out  Pattern.— The  teeth  of  the  change  wheels  of  lathes  are 
either  cut  out  by  a  wheel-cutting  machine  or  are  cast  to  shape  from 
patterns.  In  the  latter  case  the  patterns  themselves  are  cut  in  a 
machine,  wood  patterns  not  being  sufficiently  reliable.  The  wheels 
made  from  machine-cut  patterns  are  the  better  of  the  two,  the  hard 
skin  which  results  from  contact  with  the  sand  rendering  them  more 
durable  than  the  others. 

Machine  Cutters. — Usually  understood  not  of  cutting  tools,  but  of  the 
various  milling  wheels,  reamers,  &c. 

Machine  Drilling. — The  drilling  of  work  under  a  power-driven  drilling 
machine.  All  light  work,  all  repetition  work,  and  much  of  the  heaviest 
work  is  done  under  a  machine.  In  exceptional  cases  hand  drilling 
(q.v.)  is  resorted  to. 

Machine  Foundations. — Machines  doing  heavy  work,  drills,  planing, 
slotting,  shaping,  punching,  shearing,  and  other  machines  of  this  class, 
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are  bolted  to  massive  foundations  of  stone  or  concrete,  tail  bolts  being 
Bunk  into  the  foundation  to  which  the  machine  bases  are  bolted. 

Machine-moulded  Wheels. — Cogwheels,  both  spur  and  bevel,  moulded 
by  the  aid  of  a  machine,  and  in  the  making  of  which  sectional  portions 
only  of  a  pattern  are  necessary.  (See  Wheel-moulding  Machine.)  The 
essential  pattern  parts  required  are  a  tooth  block  containing  two  teeth 
and  a  core  box  for  spur  wheels,  and  striking  boards  also,  in  addition  to 
these,  for  bevel  wheels.  The  wheels  have  the  advantage  of  great  accu- 
racy of  pitch  and  cleanliness  of  surface.  They  take  longer  in  moulding 
than  those  made  from  a  pattern,  but  their  superiority  to  these  enhances 
their  value,  notwithstanding  that  the  cost  of  a  pattern  is  saved. 

Machine  Moulding. — This  embraces  the  moulding  of  wheels  and  ordinary 
work  by  the  aid  of  special  machines.  In  the  wheel-moulding  machines 
the  pattern  teeth  alone  are  carried  round  an  exact  and  measured  dis- 
tance after  the  ramming  up  of  each  successive  tooth,  and  the  ramming 
is  done  by  hand.  But  in  most  moulding  machines  for  common  work 
almost  all  the  work  is  done  automatically,  even  to  the  ramming  of  the 
sand  in  some  oases,  so  that  all  the  moulder  does  is  to  actuate  the  levers 
and  finally  clean  and  close  the  mould. 

Machine  Eiveting. — Riveting  performed  by  a  single  application  of  steady 
pressure  at  the  same  instant  upon  the  tail  and  the  head  of  a  rivet. 

Machinery. — Machinery  comprises  the  various  machines  in  a  factory. 
These  are  assessed  at  a  definite  sum,  and  a  certain  amount  written  off 
their  value  each  successive  year  for  depreciation  (q.v.).  It  is  usual  in 
estimating  the  charges  on  work  to  enter  a  definite  sum  per  day  for  the 
use  of  each  machine,  to  cover  the  cost  of  depreciation.  This  may  range 
from  a  few  shillings  to  a  pound  or  more. 

Machine  Shop. — The  shop  in  which  the  operations  of  engineering  requiring 
the  use  of  machines,  as  distinguished  trom  fitting  and  erecting,  are  car- 
ried on.  The  turning  shop  or  turnery  is  usually  included  in  the  same 
department.  The  smaller  machines  are  ranged  in  rows,  leaving  room 
for  the  workmen  to  pass  around  them  freely.  The  larger  ones  are 
placed  as  most  convenient  for  the  moving  of  heavy  masses  of  work. 
All  are  driven  through  the  medium  of  countershafts,  deriving  their 
motion  from  the  row  or  rows  of  line  shafting  overhead,  and  are  served 
by  overhead  travellers,  of  light  or  heavy  construction  according  to  the 
class  of  work  done  in  the  shops. 

Machine  Tap. — A  tap  for  use  specially  in  screwing  machines,  as  distin- 
guished from  the  hand  taps,  wnich  are  actuated  by  a  tap  wrench. 

Machine  Tools. — These  embrace  the  various  machines  used  in  the  depart- 
ments of  engineers'  works,  by  turners,  drillers,  Blotters,  planers,  boiler* 
makers,  &c,  together  with  tne  various  cutting,  punching,  and  shearing 
tools  attached  to,  and  forming  a  portion  of  the  same. 

Machine  Viee,  or  Vice  Chuck. — A  small  long  parallel  jawed  vice,  used  on 
the  tables  of  planing,  shaping,  and  drilling  machines,  for  holding  small 
and  irregularly  shaped  pieces  of  work  which  cannot  be  conveniently 
bolted  to  the  ordinary  tables. 

Machining.— Denotes  generally  the  operations  performed  by  machines  on 
metal  work ; — turning,  planing,  shaping,  boring,  &c,  are  comprehended 
under  the  general  term  of  machining.  It  is  used  both  in  specifications 
and  in  the  shops. 

Machinist — Machinists  are  a  class  of  men  distinct  from  fitters,  erectors, 
and  turners,  and  signifies  those  who  have  charge  of  planing,  drilling, 
slotting,  shaping,  and  similar  machines.    They  are  not  apprenticed,  but 
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are  simply  recruited  from  the  Tanks  of  unskilled  labourers  and  handy 

men,  and  receive  wages  ranging  midway  between  those  of  labourers  and 

mechanics. 
Magnesian  Limestone. — A  compound  of  carbonate  of  lime  and  magnesia 

which  is  employed  for  the  lining  of  converters  in  the  basic  process. 
Hagnesite. — An  impure  magnesia  found  in  Euboea,  and  other  places, 

used  for  magnesite  bricks. 
Magnesite  Bricks. — Fire  bricks  used  as  linings  in  converters  and  rotary 

puddling  furnaces.    They   are  formed  of  impure  magnesia  calcined 

and  mixed  with  from  16  to  30  per  cent,  of  raw  and  partially  calcined 

magnesia,  and  from  10  to  15  per  cent,  of  water,  the  whole  being  dried 

and  burnt. 
Magnetism. — The  adherence  of  particles  of  metal  to  the  points  of  drills, 

and  metal  turning  and  other  tools,  is  due  to  the  development  of  the 

residual  magnetism  therein  by  friction. 
Magnetite. — A  magnetic  iron  ore  abounding  in  the  north  of  Europe  and 

America,  largely  quarried  for  commercial  purposes.    The  Dannemora 

iron  from  Sweden  is  a  variety  of  this  ore,  and  so  also  is  the  loadstone. 
Magneting. — The  separation  by  the  action  of  magnets  of  particles  of  iron 

from  brass  and  copper  turnings,  previous  to  remalting.   * 
Magneting  Machine. — A  machine  used  for  magneting  (q.v.)  to  save  the 

time  occupied  in  the  use  of  hand  magnets. 
Magnitude  of  Force. — The  magnitude  of  a  force  is  the  aggregate  of  the 

units  of  force  which,  compose  it,  estimated  in  lbs.  or  tons,  or  other  unit 

terms. 
Mahogany.  (SwUUnia  mahogoni.) — Sp.  gr.  '66  to  *85.     A  close-grained 

red-coloured  wood,  belonging  to  tne  natural  order  Cedrelacea.    There 

are  two  principal  varieties  of  mahogany : — Spanish,  which  comes  from 

Cuba  and  St.  Domingo ;  and  Honduras,  or  bay  wood,  which  comes  from 

Honduras  and  around  the  Bay  of  Campeachy  in  Central  America.    The 

latter  is  that  chiefly  used  for  common  work,  being  cheaper  and  more 

readily  worked  than  the  Spanish.    Mahogany  is  used  for  making  the 

better  class  of  patterns. 
Main  Bearings. — The  bearings  for  the  crank  shaft  of  an  engine. 
Main  Centre. — In  side-lever  engines  is  the  shaft  upon  which  the  side 

levers  vibrate. 
Main  Chuck.— A  lathe  chuck  intermediate  between  the  mandrel  and  the 

actual  driving  chucks. 
Main  Cylinder. — The  principal  or  working  cylinder  of  an  engine,   as 

distinguished  from  balance  cylinders  (q.v.),  oil  cylinders  (q.v.),  &c. 
Main  Driving  Belt. — The  first  motion  belt,  which  comes  direct  from  tho 

motor  of  a  workshop  to  the  main  driving  pulley. 
Main  Driving  Pulley. — The  first  or  principal  pulley  on  the  line  shafting 

(q.v.)  of  a  workshop  or  factory,  or  a  pulley  which  has  to  do  specially 

heavy  work  in  comparison  with  others. 
Main  Frames. — The  frames  of  a  locomotive  which  carry  the  boiler,  axle 

boxes,  cylinders,  &c. 
Main  Link.— The  link  which  is  attached  to  the  end  of  the  beam  in  the 

arrangement  of  levers  known  as  parallel  motion  (q.v.). 
Main  Screw. — A  guide  screw  (q.v.). 
Main  Valve. — Denotes   the   slide  valve   proper,  when   the    expansive 

working  of  the  steam  is  provided  for  by  a  separate  expansion  or  cut-off 

valve  (q.v.). 

'  lor  Axis.— See  Transverse  Axis. 
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Make. — See  Yield. 

MftiriTig  Joints. — The  bringing  together  and  securing  with  proper 
cements,  or  other  steam  or  water  tight  agents,  the  joints  of  steam  and 
water  pipes. 

Making  tip. — Mending  up  (q.v.). 

Making-up  Piece. — A  mending-up  piece  (q.v.). 

Malacca  Tin. — Called  also  Banca  tin,  Straits  tin.  It  is  sold  in  pyramids 
weighing  about  1  lb.  each. 

Malachite. — Carbonate  of  copper.  Green  malachite  is  found  in  the  Ural 
mountains  and  in  Australia.  Blue  malachite  is  found  at  Burra  Burra, 
in  Australia.  The  blue  variety  contains  more  carbonic  acid  than  the 
green. 

Male. — When  a  stud  or  a  dowel  fits  into  a  recess  it  is  said  to  be  the  male 
portion  of  that  particular  piece  of  work. 

Malleability. — The  quality  possessed  by  metals  of  becoming  extended 
under  rolling,  pressure,  or  nammering. 

Malleable  Cast  Iron. — Cast  iron  which  has  been  subjected  to  partial  decar- 
burisation.  This  is  effected  by  keeping  the  castings  in  contact  with 
substances  rich  in  oxygen  at  a  high  temperature  for  several  hours, 
or  even  days,  according  to  circumstances.  The  substances  employed 
are  oxides  of  iron,  usually  haematites,  which  jjart  with  their  oxygen  in 
order  to  combine  with  the  carbon  in  the  castings,  thus  reducing  them 
to  a  condition  approaching  that  of  wrought  iron.  Except  for  small 
work,  malleable  cast  iron  is  not  to  be  relied  on,  and  has  therefore  but  a 
limited  use. 

Malleable  Iron. — See  Wrought  Iron. 

Malleable  Nails. — Pipe  nails  (q.v.)  made  of  malleable  iron  to  prevent  the 
risk  of  blow-holes  m  the  casting. 

Mallet. — (1)  A  heavy  wooden  hammer  used  for  the  delivery  of  blows  on  the 
handles  of  chisels  and  gouges  without  incurring  the  risk  of  splitting 
them  down,  as  is  the  case  when  iron  hammers  are  employed  for  that 
purpose.  (2)  Bound-faced  wooden  mallets  are  used  by  moulders  for 
rapping  patterns  during  their  withdrawal  from  the  sand,  to  facilitate 
the  detachment  of  the  sand.  Similar  mallets  are  used  by  boiler- makers 
for  levelling  or  bending  their  plates  of  wrought  iron  and  steel. 

Manager. — The  individual  who  has  a  general  supervision  of  an  engineer, 
ing  works.  There  are  two  kinds  of  management,  one  general,  the 
other  more  limited.  The  general  manager  has  charge  01  the  entire 
factory,  including  the  offices,  and  undertakes  or  supervises  the  estimates, 
tenders,  expenses,  &c,  and  is  usually  an  educated  engineer  who  has 
been  duly  articled  and  gone  through  the  shops  and  offices,  and  who 
receives  the  salary  of  a  professional  man.  The  works  manager  has  no 
control  over  the  offices,  but  only  superintends  the  shops.  He  is  usually  a 
practical  man  who  has  risen  from  the  ranks. 

Manchester  Principle. — The  system  of  diametral  pitches  (q.v.). 

Mandrel.— Sometimes  erroneously  spelt  mandril.  (1)  A  cylindrical  rod. 
(2)  A  revolving  spindle  of  wrought  iron  or  steel  used  for  chucking  lathe 
work  upon.  (3)  The  spindle  of  a  circular  saw  is  a  mandrel.  A  lathe 
mandrel  is  either  the  spindle  of  the  headstock,  or  that  of  the  poppet.  A 
smith's  mandrel,  or  a  "nut"  mandrel,  is  a  round  rod  upon  •which 
nuts  are  finished  to  shape. 

Mandril.— See  mandrel. 

Manganese. — An  element  which  is  invaluable  to  the  steel  manufacturer 
owing  to  its  entering  more  readily  than  iron  into  combination  with 
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oxygen  and  sulphur.  Iron  containing'  from  5  to  20  per  cent,  of  man- 
ganese is  called  spiegeleisen ;  if  it  contain  more  than  20  per  cent,  it  is 
called  ferromanganese. 

Manganese  Bronie. — An  alloy  of  copper  and  ferromanganese.  The  latter 
is  melted  in  a  separate  crucible  and  added  to  the  copper,  the  manganese 
cleansing  the  copper  by  reason  of  its  affinity  for  oxygen.  It  is  useful 
when  toughness  is  an  essential,  as  in  propeller  blades. 

Man  Hole. — An  oval  opening  in  the  shell  of  a  boiler  through  which  the 
attendant  gains  access  to  the  interior  for  the  purpose  of  examination 
and  cleaning.  It  is  always  stayed  either  with  a  ring  of  wrought  iron 
or  with  a  casting. 

Manilla  Hopes. — Ropes  used  sometimes  in  preference  to  hemp  for  the 
transmission  of  power.  They  are  white  or  untarred,  and  are  stronger 
and  more  durable  than  those  of  tarred  hemp,  so  that  to  do  the  same 
amount  of  work  a  rope  of  manilla  need  not  be  so  large  as  a  hempen 
one.  The  ropes  are  made  in  Manilla,  in  the  Philippine  Islands,  from  the 
fibre  of  leaf-stalks  of  the  Mtua  hoglodyanm,  a  species  of  plantain  or 
banana. 

Mare's  Grease. — A  yellowish  brown  grease  imported  from  Monte  Video 
and  Buenos  Ayres,  being  the  fat  of  the  mares  slaughtered  for  their 
hides,  bones,  and  grease.    Used  for  purposes  of  lubrication. 

Margery's  Fluid. — Sulphate  of  copper  diluted  with  water,  and  used  for 
the  impregnation  (q .  v. )  of  timber.    It  is  applied  under  pressure. 

Margin  of  Safety. — The  factor  of  safety  (q.v!). 

Marine  Boiler. — Marine  boilers  are  usually  of  the  return  tubular  (q.v.) 
type,  but  many  variations  in  the  arrangements  are  necessitated  by 
different  conditions. 

Marine  Engine. — A  generic  term  which  denotes  an  engine  used  for  pro- 
pelling a  vessel.  Those  commonly  used  in  the  present  day  are  of  the 
inverted  cylinder  (q.v*)type  and  of  the  compound  surface  condensing 
class.    See  also  Trunk  Engine,  Oscillating  Engine,  and  Steeple  Engine. 

Marine  Glue. — India-rubber,  shellac,  and  mineral  oil  combined  to  form  a 
hard  black  cement.  It  is  melted  by  the  application  of  heat  and  is  used 
for  making  joints  in  packing  cases  water  tight,  by  saturating  strips  of 
canvas  with  it  and  sticking  them  along  the  faces  of  the  joints. 

Marine  Pattern  Connecting  Bod. — That  form  of  rod  in  which  the  bearing 
end  has  two  brasses,  with  or  without  an  iron  cap,  and  secured  by  bolts 
to  flat  expansions  of  the  wrought-iron  end  of  the  rod ;  as  distinguished 
from  box  end,  or  strap  end  forms. 

Marker  Out,  or  Liner  Out. — A  workman  whose  special  duties  consist  in 
marking  out  the  centres,  working  iines,  &c,  of  metal  work  in  readiness 
for  the  machinists  and  fitters. 

Marking  Gauge. — A  gauge  used  for  marking  the  thickness  of  timber 
which  has  to  be  planed  to  an  equal  dimension  throughout. 

Marking-off  Table. — A  planed  cast-iron  plate  or  table,  strengthened  and 
stiffened  with  flanges  upon  the  under  side,  and  employed  as  a  basis  for 
marking  off  the  centres  and  working  lines  on  rough  castings  and  forg- 
ings  before  they  go  to  the  machines  to  be  planed,  turned,  and  bored. 
Being  planed  true  on  face  and  edges  and  blocked  up  and  levelled,  the 
square  and  scribing  block  can  be  employed  with  accurate  results.  The 
marking-out  table  is  a  necessary  adjunct  in  all  fitting  shops  of  moderate 
and  large  size,  so  that  the  sole  responsibility  of  lining-out  rests  with  the 
two  or  three  men  who  are  employed  thereon  perpetually. 

Marking  Out.— See  Lining  Out. 
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Marks. — See  Brands. 

Marlborough  Wheel. — A  cog  wheel  whose  teeth  are  elongated  sufficiently 
to  gear  with  two  other  narrow  wheels  on  different  spindles. 

Mass. — The  quantity  of  matter  in  a  body,  not  to  be  confounded  with 
weight,  since  the  mass  remains  constant  in  any  part  of  the  earth's 
surface,  while  the  weight  depends  on  the  force  of  gravity,  and  therefore 
on  the  latitude. 

Mast. — The  vertical  timber  in  a  derrick  crane. 

Master  Jet,  or  Master  Light. — The  outer  gas  jet  of  the  two  in  those  gas 
engines  where  the  inner  jet  is  extinguished  by  the  force  of  the  explo- 
sion. Its  function  is  to  relight  the  inner  one  in  readiness  for  the  next 
explosion. 

Master  Light. — A  master  jet  (q.v.). 

Master  Tap. — A  hob  or  hub  (q.v.)  used  for  cutting  steel  dies. 

Master  Wheel. — A  dividing  wheel  used  for  cutting  the  teeth  of  gears.  It 
is  properly  of  large  diameter,  in  order  to  the  minimising  of  errors  due  to 
its  own  pitching  out,  such  errors  being  reduced  in  the  case  of  all  wheels 
smaller  than  itself.  If  the  master  wheel  is  of  small  diameter  its  erroro 
are  magnified  when  cutting  wheels  of  larger  diameter. 

Masting  Shears. — Shear  lege  erected  over  the  edge  of  a  dock,  and  used  for 
lifting  and  lowering  the  masts  of  ships  into  their  hulls.  The  gearing  is 
usually  placed  at  some  distance  behind  the  shears  and  the  power  is 
transmitted  thereto  through  chains. 

Mast  Winch. — A  winch  (q.v.)  which  is  worked  either  by  hand  or  steam, 
and  fastened  to  a  ship's  mast  or  to  a  pillar. 

Match  Plate. — A  board  or  plate  of  wood  or  metal  upon  whose  opposite 
faces  two  different  portions  of  a  pattern  are  put  for  moulding.  The 
boxes  containing  the  impressions,  when  brought  together,  constitute  a 
complete  mould.    See  Plate  Moulding. 

Mate. — It  is  customary  to  term  any  two  men  who  work  together,  mates, 
but  the  term  is  more  particularly  applied  to  smiths  and  their  hammer- 
men, and  to  boiler-makers,  platers,  and  angle-iron  smiths  and  their 
strikers,  because  they  always  keep  together,  and  only  change  in  the 
case  of  illness  or  dismissal. 

Matrix. — (1)  A  mould  (q.v.)  is  a  matrix,  though  the  tennis  seldom  applied 
thus.  (2)  The  earthy  matter  which  contains  metallic  ores  is  called  the 
matrix. 

Matt,  or  Begulufl.—  Copper  matt  is  the  resulting  product  after  the  oxide  of 
iron  present  in  the  ore  has  been  caused  to  combine  with  silica.  It  is 
granulated  by  being  poured  while  molten  into  a  vessel  with  a  perforated 
bottom  through  which  a  stream  of  water  is  set  running.  Regulus  may 
be  coarse  metal  or  fine  metal,  the  former  being  produced  in  an  early 
(called  the  second)  process,  the  latter  in  a  subsequent  (called  the  fifth) 
process. 

Maul. — A  wooden  hammer  or  mallet.  Sometimes  also  applied  to  a  smiths' 
sledge-hammer. 

MVrimTini  Dimensions. — In  the  manufacture  of  iron  bars  and  plates 
there  are  certain  dimensions  given  by  most  houses  as  the  maximum. 
For  sizes  exceeding  these  special  quotations  are  necessary. 

Maximum  Pressure. — The  utmost  pressure  which  is  brought  to  bear  upon 
a  body  or  structure.  Commonly  has  reference  to  the  pressure  of 
elastic  fluids  and  liquids.  From  the  maximum  pressure  and  the  rates 
of  expansion  the  mean  pressure  is  deduced. 

Maximum  Strength. — This  refers  to  the  disposition  of  a  definite  quantity 
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of  material  in  Buch  a  manner  that  a  structure  of  the  strongest  section 
containing  that  quantity  of  material  shall  be  designed-  illustrations 
are  to  be  obtained  in  the  sectional  and  longitudinal  forms  of  timber 
beams,  iron  flanged  girders,  and  columns. 

Maximum  Weight. — The  utmost  weight  or  load  which  a  body  or  struc- 
ture has  to  sustain.  It  has  reference  to  the  pressure  of  dead  and 
variable  loads.    On  the  maximum  load  the  factor  of  safety  is  based. 

Mean. — The  term  is  of  wide  application,  signifying  the  average,  as  mean 
head,  mean  height,  mean  quantity,  mean  pressure,  &c. 

Mean  Effective  Pressure. — Tne  average  pressure  upon  a  piston,  minus  the 
resistance  due  to  back  pressure. 

Mean  Pressure. — The  average  pressure  upon  the  piston  in  a  steam 
cylinder  taken  through  the  entire  stroke. 

Mean  Strength. — The  average  of  the  strengths  of  similar  bars  or  beams,  as 
deduced  from  experiments. 

Measurement. — Correct  measurement  is  of  the  utmost  importance  in 
engineering.  For  common  work  direct  measurement  with  the  rule  is 
sufficient,  for  better  work,  calipers,  and  gauges,  both  cylindrical  and 
the  micrometrical  are  employed.  For  sheet  metals,  wire  gauges  are 
used.  Measurements  are  given  in  inches,  fractions  and  multiples  of  the 
inch,  and  of  the  millimetre,  and  in  the  numbers  of  the  wire  gauges. 

Measuring  Maohine. — The  measuring  machine  of  Sir  Joseph  Whitworth 
consists  of  two  heads  mounted  on  a  bed,  one  fixed,  the  other  movable. 
Each  headstock  is  provided  with  a  mandrel  and  graduated  wheel. 
The  mandrels  are  actuated  by  screws.  Knowing  the  number  of  threads 
in  the  screw  and  the  number  of  graduations  in  the  hand  wheels  and 
the  teeth  in  a  worm  wheel  driving  one  of  the  screws,  the  exact  amount 
of  forward  movement  can  be  deduced. 

Measuring  Bod. — See  Standard  Bod. 

Measuring  Tape. — A  narrow  tape  or  riband  enclosed  in  a  circular  casing 
from  which  one  end  is  drawn  out  as  required  for  measurement.  Tapes 
vary  from  33  to  100  feet,  and  from  20  to  26  inches  in  length.  They  are 
divided  into  feet  and  inches,  and  parts  of  inches,  and  into  chains. 
They  are  made  of  linen  strengthened  with  wire,  and  of  ribbon  steel. 
Tapes  alter  in  length  with  the  moisture  in  the  atmosphere,  but  should 
not  be  more  than  J  out  in  their  total  length.  They  are  used  for  out-door 
work  chiefly,  and  for  taking  circumferences  or  arc  measurements  of  large 
pieces  of  work. 

Mechanical  Centres. — Usually  denote  the  centres  of  gravity,  gyration, 
oscillation,  and  percussion.    See  appropriate  headings. 

Mechanical  Engineering. — The  art  of  construction  of  mechanism  generally, 
comprising  both  prime  movers  and  machines.  It  embraces  designing, 
drawing,  pattern-making,  moulding,  smiths'  work,  turning,  boring, 
dialling,  shaping,  planing,  fitting,  millwright's  work,  boiler  and  platers' 
work,  and  erecting. 

Mechanical  Equivalent — When  one  piece  of  mechanism  is  substituted 
for  another,  the  mechanical  effect  remaining  the  same,  it  is  termed  a 
mechanical  equivalent. 

Mechanical  Puddler. — A  puddling  (q.v.)  furnace  in  which  the  operations 

of  hand  puddling  are  performed  automatically. 
Mechanical  Babble. — A  rabble  (q.v.)  to  which  reciprocal  motion  is  given 

by  means  of  gearing  and  levers. 
Mechanical  Stoker. — A  term  applied   to   various  pieces  of   automatic 
apparatus  for  sux'plyiug  uniform  amounts  of  fuel  to  steam  boilers.    Ib 
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one  form  an  endless  chain  takes  the  place  of  fire  bars,  and  slowly  travels 
the  fuel  from  the  front  of  the  furnace  to  the  back,  by  which  time  it  is 
consumed.  In  another  form  the  fuel  is  fed  from  hoppers  placed  over 
the  fire  doors,  the  feeders  being  worked  by  gear  direct  from  the  engine. 

Mechanics. — That  branch  of  science  which  treats  of  the  effect  of  force 
upon  matter.  It  is  conveniently  divided  into  the  two  sections  of 
statics  (q.v.)  and  dynamics  (q.v.),  and  embraces  in  its  widest  sense 
the  actions  of  solids,  fluids,  and  liquids. 

Mechanism. — Commonly  understood  of  an  assemblage  of  parts  which, 
without  necessarily  constituting  a  complete  machine,  embraces  the 
essential  principles  on  which  the  machine  is  constructed.  Thus  the 
mechanism  of  a  drilling  machine  would  include  the  gear  and  spindles 
apart  from  the  framework,  the  mechanism  of  an  eccentric  would  be 
regarded  independently  of  the  details  of  its  attachment,  and  that  of  an 
engine  distinct  from  the  mode  of  its  fixing. 

Medium  Drawing  Paper. — Measures  22  x  17 J. 

Medium  Hard. — A  quality  of  emery  wheel  useful  for  shaping  edges  of 
tools,  saws,  and  trimming  castings. 

Medium  Soft. — A  quality  of  emery  wheel  useful  for  general  surface  work. 
For  grinding  narrow  edges  it  wears  away  too  rapidly. 

Mellow. — Timber  is  mellow  when  it  is  thoroughly  dry  and  slightly  aged. 

Meltimr. — The  fusion  of  solids  effected  by  the  application  of  heat.  The 
melting  of  metals  is  carried  on  in  cupolas,  in  reverberatory  furnaces, 
and  in  crucibles.  The  distinction  between  melting  and  smelting  is, 
that  the  former  applies  to  the  fusion  of  metals  which  have  been  pre- 
viously reduced  from  their  ores,  the  latter  signifies  the  reduction  and 
melting  down  from  their  ores. 

Melting  Down  Eeflnery. — The  usual  form  of  refinery  (q.v.)  in  which  the 
charge  consists  of  selected  pig  and  scrap,  as  opposed  to  a  running  in 
refinery  (q.v.). 

Melting  Furnace. — See  Blast  Furnace,  Reverberatory  Furnace,  Cupola, 
&c. 

Melting  Holes. — The  chambers  which  receive  the  crucibles  containing 
crucible  cast  steel  (q.v.). 

Melting  House. — That  department  of  a  steel  works  devoted  to  the 
melting  of  cast  steel. 

Melting  Point.— See  Fusing  Point.. 

Member. — Any  separate  piece  or  unit  portion  of  a  structure  is  termed  a 
member  thereof. 

Mending-up,  or  Making-up. — The  repairing  of  the  broken  edges  of  a  foun- 
der's mould  which  have  become  damaged  by  the  withdrawal  of  the 
pattern.  It  is  done  by  laying  a  strip  of  wood  of  the  proper  outline 
against  the  broken  edge,  and  ramming  sand  against  it. 

Mending-up  Piece,  or  Making-up  Piece. — The  strip  of  wood,  plain  or 
curved,  as  the  case  may  be,  which  is  used  for  mending-up  (q.v.).  Some- 
times a  strip  of  lead  is  bent  round  a  curved  edge  instead  of  a  sweep 
cut  out  in  wood. 

Mensuration. — The  measurement  of  surfaces,  or  of  solid  contents. 

Merchant  Iron. — Finished  bar  iron  of  various  sections. 

Merchant  Mill. — The  entire  plant  of  rolls  and  accessories  used  for  the 
making  of  tee,  angle,  and  bar  iron  of  various  sections. 

Merchant  Bolls.— See  Mill  Rolls. 

Merchant  Train. — A  train  of  rolls  which  reduces  puddled  bars  to  their 
finished  sections  and  sues  ready  for  the  market. 
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Merourial  Gauge. — A  form  of  pressure  Range  much  used  on  steam 
boilers  before  the  introduction  of  Bourdon's  spring  gauge.  It  con- 
sisted of  a  suction  tube  partly  filled  with  mercury,  open  to  the  air  in 
the  longer  limb  and  in  communication  with  the  boiler  in  the  shorter 
limb.  The  mercury  in  the  longer  limb  sustained  a  float  from  which 
a  wire  passed  over  a  pulley  and  downwards  to  an  index  finger  which 
pointed  to  the  divisions  upon  a  scale.  The  height  of  the  float  varying 
with  the  pressure  caused  the  position  of  the  finger  to  indicate  the 
amount  of  pressure.  In  high-pressure  boilers  the  construction  was 
modified  to  avoid  the  inconvenience  of  a  long  tube.  '  A  hole  closed  at 
the  top  and  opening  into  the  mercury  at  the  lower  end  was  used,  and 
the  amount  ox  compression  of  the  air  in  the  tube  according  to  Boyle 
andMarriot's  law  (q.v.)  furnished  the  means  of  deducing  the  pressures. 

Heronry.— Symbol  Hg.  Comb,  weight  199.8.  Sp.  pr.  at  0°  13*596.  The 
only  metal  liquid  at  ordinary  temperatures  freezing  at— 40°  F.  The 
pressure  of  steam  is  often  estimated  in  inches  of  mercury.  Used  in 
barometers  and  thermometers  and  in  mercurial  gauges. 

Mesh. — The  size  of  the  openings  in  the  grating  of  an  air-pump,  or  of  a 
Kingston  valve,  or  of  a  moulder's  sieve. 

Meshed.— Used  sometimes  with  the  same  signification  as  in  gear  (q.v.). 

Metal. — Metals  are  elementary  bodies.  Those  used  in  engineering  are 
iron,  copper,  tin,  lead,  zinc,  manganese,  each  described  under  its 
proper  heading. 

Metal  Hollows. — Hollows  made  of  metal  and  used  by  pattern-makers  for 
the  same  purpose  as  those  made  of  leather  (see  Leather  Hollows).  To 
enable  the  metal  to  bend  with  facility,  the  flat  or  back  portions  of  the 
hollow  are  grooved  out  longitudinally. 

Metallic  Packing.— A  kind  of  packing  used  for  stuffing  boxes  (q.v.), 
formed  of  woven  wire. 

Metal  Patterns. — Foundry  patterns  are  made  of  metal  when  too  weak  to 
stand  foundry  usage  if  made  in  wood,  or  when  curves  have  to  be  imparted 
thereto  which  could  not  well  be  given  to  wood.  Hence  all  ornamental 
works  are  made  in  metal,  and  all  works  where  a  large  number,  say  several 
scores  or  hundreds,  have  to  be  cast  from  the  same  pattern..  Iron,  brass, 
tin,  and  lead,  are  the  metals  chiefly  used ;  iron  and  brass  being  employed 
for  permanent  work,  while  lead  and  tin  are  used  chiefly  to  be  bent  into 
various  outlines,  from  which  the  actual  permanent  patterns  in  the  harder 
metals  are  finally  moulded.  Patterns  in  iron  are  rusted  and  varnished,  or 
protected  with  a  coating  of  beeswax. 

Metallurgy. — The  processes  by  which  metals  are  separated  from  their  ores, 
and  combined  to  form  alloys. 

Metal  Saw. — See  Hack  Saw,  Hot  Iron  Saw. 

Metal  Spinning. — The  process  by  which  light  articles  in  the  malleable 
metals  are  made  to  assume  circular  and  moulded  shapes  by  means  of 
pressure  applied  to  them  while  in  rapid  rotation  in  the  lathe. 

Meteoric  Iron. — This  is  of  interest  as  being  the  only  state  in  which  iron  is 
found  in  a  nearly  pure  condition  in  nature.  It  is  of  extra  mundane 
origin  but  is  of  no  commercial  value. 

Method  of  Moments. — Signifies  the  calculation  of  the  bending  strains  in 
a  structure,  by  estimating  the  moments  of  the  forces  acting  thereon, 
as  distinguished  from  the  graphic  methods  (q.v.). 

Methylated  Spirit.— See  Spirits. 

Metre. — The  French  unit  of  length,  containing  39*37079  English  inches. 
It  is  divided  into  a  thousand  equal  parts  termed  millimetres.    A  square 


MECHANICAL  ENGINEERING.  225 

metre  is  equal  to  1-196  square  yards  or  10*764  square  feet.    A  cubic 
metre  is  equal  to  1-308  cubio  yards  or  3d '3 156  cubic  feet. 

Metre  Bule. — A  rule  divided  into  fractions  derived  from  the  metre  (q.v.). 
These  are  sometimes  made  a  metre  long*  but  sometimes  the  millimetre 
divisions  are  put  on  an  ordinary  two  feet  or  one  foot  English  rule. 
Both  wood  and  steel  are  used  in  their  construction. 

Metre  Scale. — A  scale  (q.v.)  used  for  drawing  purposes,  in  which  the  metre 
(q.v.)  is  the  unit  and  millimetres  (q.v.)  the  subdivisions.  It  may  be 
twelve  inches,  or  it  may  be  one  metre  long.  Usually  the  subdivisions  of 
the  inch  and  the  metre  are  placed  side  by  side  for  comparison. 

Metric  System. — The  French  system  of  weights  and  measures,  of  which 
the  unit  is  the  metre,  originally  supposed  to  be  the  1- 10,000,000th  part 
of  a  meridian  of  the  eartii.  The  metric  system  is  purely  decimal,  hence 
its  value. 

Mica. — Plates  of  mica  are  inserted  in  the  sight  holes  of  cupolas  in  order 
that  the  furnace  man  may  see  the  progress  of  the  melting  of  the  charge. 

Miorometer  Caliper. — A  small  caliper  used  in  workshops  for  the  best 
classes  of  work,  and  constructed  on  the  same  principle  as  Whitworth's 
measuring  machine.  It  consists  of  a  horseshoe-shaped  piece,  into 
one  end  of  which  a  traversing  mandrel  is  screwed.  The  mandrel 
is  provided  with  a  fine  threaded  screw  having  a  definite  number  of 
threads  to  the  inch,  and  its  head  is  graduated  into  an  equal  number  of 
divisions.  By  advancing  the  screw  through  a  portion  of  a  revolution 
as  indicated  by  the  divisions  on  the  head,  the  fractional  portion  of  an 
inch  can  be  gauged  with  accuracy. 

Middle  Cut  File. — A  Lancashire  File  having  a  degree  of  coarseness 
midway  between  a  rough  and  bastard  cut  (q.v.).    It  is  seldom  used. 

Middle  flat  Gouge. — Any  gouge  whose  amount  of  ourvature  is  neither 
very  flat  on  the  one  hand  nor  quick  on  the  other. 

Middle  Part. — The  central  portion  of  a  three-parted  moulding  box. 
Sometimes  the  central  portion  of  the  mould. 

Mid  Feather  Wall. — The  brick  wall  which  divides  the  two  flues  in  a 
wheel  draught  (q.v.),  so  called  because  it  is  in  the  centre  of  the  boiler, 
and  is  very  thin  where  the  boiler  rests  upon  it,  or  about  three  or  four 
inches  in  width. 

Mid  Gear. — The  link  motion  of  an  engine  is  said  to  be  in  mid  gear  when 
the  arrangement  is  such  that  neither  backward  nor  forward  motion  is 
possible.    Engines  at  rest  should  always  be  placed  in  mid  gear. 

Mil. — The  thousandth  part  of  an  inch.  A  term  used  to  denote  the  sizes  of 
wire  gauges,  the  diameters  being  given  as  so  many  mils.  The  term  is 
believed  to  have  been  first  employed  by  Mr.  Cocker  of  Liverpool,  who 
attempted  to  introduce  a  new  wire  gauge. 

Mild  Centred  Steel,  or  Soft  Centred  Steel.— Steel  whose  central  portions 
are  softer  than  the  exterior.  It  is  first  brought  into  the  form  of  rods, 
&c,  only  partially  carburised  in  the  cementation  process  oarburisation 
being  arrested  at  a  definite  stage.  Used  sometimes  for  engineers'  taps 
where  hardness  without  excessive  brittleness  is  desirable. 

Mild  Steel. — Steel  which  contains  a  very  low  percentage  of  carbon, 
approximating  therefore  to  the  condition  of  wrought  iron.  It  may 
contain  from  -05  to  '20  per  cent,  of  carbon.  It  welds  but  does  not 
temper,  and  is  suitable  for  boilers,  ships'  plates,  rivets,  and  wire. 

Mill. — A  term  of  general  application.  A  building  with  its  machinery ;  a 
boring  machine ;  a  blacking  mill,  or  a  revolving  blacking  grinder ;  a 
rolling  mill,  or  a  forge  mill  for  bar  iron  manufacture,  &o. 
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Kill  Bar. — Bar  iron  rough  from  the  puddler's  rolls,  as  distinguished 
from  merchant  bar  (q.vX 

Killed  Head. — The  circular  head  of  a  pinching  or  set,  or  adjustment 
screw,  whose  edge  is  cut  into  a  succession  of  ridges  to  enable  the  fingers 
to  grasp  it  without  slipping. 

Kill  Furnace. — A  reheating  furnace  (q.v.). 

Kill  Gearing. — Deriving  its  name  from  the  old  corn-mills,  and  compris- 
ing the  work  of  tho  millwright,  embraces  cog  wheels,  pulleys,  shaft 
bearings,  and  belting. 

Killier. — The  French  metric  ton,  containing  one  million  grammes  (q.v.), 
or  a  thousand  kilogrammes,  and  equivalent  to  2204*6212  Tfoglian 
pounds,  or  19*6841  hundredweights,  or  -9842  of  an  English  ton. 

Knligramme. — A  French  measure  of  weight,  being  the  one-thousandth 
part  of  a  gramme  (q.v.).  It  is  equivalent  to  -0154  part  of  an  English 
grain. 

Killimetre. — A  French  measure  of  length,  being  the  thousandth  part 
(-001)  of  a  metre  (q.Y.),  and  being  the  "03937  of  an  English  inch. 

Killimetre  Drills.— Drills  whose  diameters  are  made  to  French  millimetre 
dimensions  instead  of  to  Enylish  eighths  of  an  inch. 

Killimetre  Pitches. — Screw  pitches  whose  unit  is  the  millimetre.  These, 
when  required,  are  commonly  out  on  lathes  having  English  leading 
screws,  by  a  proper  arrangement  of  change  wheels.  Thus,  the  metre 
equals  39*375  or  39}  inches.  A  pitch  of  one  millimetre  equals 
therefore  1000  threads  in  39f  inches.  In  the  same  length  of  lead- 
ing screw  having  four  threads  to  the  inch,  we  have  39 J  X  4  =  167 J, 
or  167*5  threads  of  £  " pitch;"  hence  the  ratio  subsisting  between 

the  two  is  -taaai  which  reduced  to  its  lowest  denomination  equals 

-K?  —  2*5  =  T-™*  For  a  lathe  having  a  leading  screw  of  f  pitch 
1000     •  400  °  °  ■ r 

the  ratio  would  be ^,  for  one  of  J  pitch  g»» •     To  deduce  the  wheels 

we  multiply  the  numerator  by  the  pitch  of  the  thread,  and  then  pro- 
ceed as  with  ordinary  change  wheels.  Thus,  to  cut  a  thread  of  10  mm. 
pitch,  and  having  a  leading  screw  of  four  to  the  inch,  the  equation  would 

a    63  X  10  _  630    . ,.  ^        .   .         ...  .     63  X  10    -.   . 

8tand  "100 —      400*  I***3**1*"*  mto multiples  20  x  2Q;  but  to 

go  w  on 

obtain  wheels  in  the  set  we  substitute  20  *  6Q»  and  63  X  30  will  be 

drivers,  and  20  X  60  the  driven  wheels. 

Killimetre  Bale.— -See  Metre  Rule. 

Killing. — The  shaping  of  metals  by  means  of  slowly  revolving  tools  or 
milling  cutters  (q.v.).  Surface  contour  can  be  more  rapidly  and  accu- 
rately effected  by  milling  than  by  the  ordinary  operations  of  planing 
and  shaping  with  the  single-edged  cutting  tools,  and  the  practice  of 
milling  is  constantly  increasing  in  economical  importance  in  the  work- 
shops. 

wiling  Cutters. — Discs  or  circular  cutters  made  of  steel  and  serrated 
around  their  edges  to  an  exact  counterpart  of  the  sectional  shape  which 
they  are  intended  to  produce.  Work  of  nearly  any  form  and  temper  is 
capable  of  being  figured  with  milling  cutters.  They  can  be  used  in  the 
lathe,  but  commonly  they  are  fixed  in  a  milling  machine  (q.v.). 

Killing  Kaehine.— A  machine  in  which  metal  work  is  reduced  to  shape 
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when  attached  to  a  table  and  passed  under  a  rotating  serrated 
cutter.  Both  plain  and  irregular  surfaces  can  be  thus  shaped,  and 
the  value  of  the  machine  consists  in  the  uniformity  of  outline  which 
can  be  imparted  to  numerous  similar  parte.  Nut  faces,  the  flutes  of 
taps  and  reamers,  and  similar  repetition  works  in  iron,  steel,  and 
brass,  are  done  in  milling  machines. 

Hilling  Tool.— See  Milling  Wheel. 

Milling;  Wheel,  or  Milling  Tool. — A  small  wheel  running"  loosely  on  a  pin 
set  m  the  cleft  end  of  a  bar  of  iron,  and  used  for  roughing  or  milling 
heads  of  screws.  The  edge  of  the  wheel  is  made  into  a  counterpart  of  the 
pattern  which  it  is  intended  to  produce,  and  the  pattern  is  formed  by 
pressing  the  wheel  with  sufficient  force  against  the  revolving  work 
to  cause  the  wheel  also  to  revolve,  and  so  impress  its  pattern  upon 
the  work.  The  wheel  itself  is  cut  by  pressing  it  against  a  hob  set 
slowly  revolving  in  the  lathe.    This  of  course  precedes  hardening. 

Hill  Pick,  or  Mill  Bill. — A  tool  like  a  double  wedge  mounted  in  a  short 
handle  and  used  to  dress  the  faces  of  millstones. 

Mill  Bace. — The  narrow  space  between  the  floats  of  an  undershot  water 
wheel  (q.v.)  and  the  masonry  within  which  the  water  is  confined. 

Mill  Soils,  or  Merchant  Bolls,  or  Mill  Train. — The  merchant  rolls  of  a 
rolling  mill.  They  are  employed  for  the  production  of  finished  iron 
from  the  puddled  bar  after  it  has  been  cropped,  piled,  and  balled  or 
reheated.  They  are  similar  in  the  main  to  the  puddle  rolls,  but  differ 
in  some  matters  of  detail.  They  consist  of  sets  01  roughing  or  billeting, 
and  finishing  rolls,  and  are  either  two  high,  or  three  high. 

Mill  Scale. — See  Hammer  Scale. 

Mill  Tail.— See  Tail  Water. 

Mill  Train.— See  Mill  Bolls. 

Millwright. — A  workman  of  a  class  whose  numbers  are  diminishing 
owing  to  the  increasing  specialisation  of  engineers'  work.  The  occu- 
pation of  the  millwright  originated  in  the  development  of  corn  and 
other  mills  driven  by  water  power,  at  a  period  when  modern  engines 
and  machinery  were  unknown,  and  when  the  factory  system  had  not 
arisen.  Owing  to  these  conditions  and  the  exigencies  of  circumstanoes, 
the  millwright  was  compelled  to  perform  all  the  various  tasks  which 
are  now  included  under  the  head  of  engineering,  and  which  are  divided 
into  several  distinct  departments,  embracing  the  working  both  in  wood 
and  metal. 

Mine. — Ore  (q.v.). 

Mine  Tin. — Tin  ore  obtained  by  mining  as  distinguished  from  stream  tin 
(q.v.).  It  is  found  in  veins  in  quarts,  granite,  and  clay  slate, 
associated  with  arsenical  and  copper  pyrites,  specular  iron  ore,  and 
wolfram. 

Mineral  Oils.— Hiese  are  used  for  lubrication  and  in  the  furnaces  of  steam 
boilers.  Mineral  oils  when  used  for  lubrication  do  not  generate 
injurious  acids  like  the  animal  oils.  They  are  manufactured  from 
bituminous  shale,  or  are  imported  from  America  or  from  Russia,  from 
petroleum  springs.  They  are  subjected  to  nitration  or  to  distillation, 
to  free  them  from  grit,  tar,  and  volatile  oil,  and  are  used  both  pure 
and  as  compound  oub  (q.v.). 

Minium.— Bed  Lead  (q.v.). 

Minor  Axis.— See  Conjugate  Axis. 

Minus  Lap. — A  term  applied  sometimes  to  the  internal  or  exhaust  lead  on  a 
steam  valve.    It  is  the  lead  to  exhaust,  diminishing  the  amount  of 
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cushioning,  and  is  used  with  very  quick  running  engines  where  smooth- 
ness of  working  is  essential.     Bee  Inside  Lead. 

Miter. — A  frequent  way  of  spelling  mitre  (q.v.),  as  miter  wheel,  miter 
board,  &c. 

Mitis  Castings. — See  Wrought-iron  Castings. 

Mitre. — Lines  meeting  at  an  angle  of  45°  with  each  other  form  a  mitre. 

Mitre  Board.— A  board  used  by  wood  workers  for  catting  mitred  joints. 
Blocks  are  screwed  on  a  plain  board  at  angles  of  45°  with  its  edge, 
and  form  a  guide  for  the  plane,  which  is  Laid  upon  its  side  as  in 
shooting,  or  sometimes  for  the  saw,  though  the  latter  is  more  commonly 
used  with  the  mitre  box  (q.v.). 

Mitre  Box,  or  Mitre  Block. — A  templet  or  guide  for  sawing  mitre  joints. 
It  has  a  bottom  and  two  sides,  and  two  saw  kerfs  opposed  to  each  other 
at  an  angle  of  90°,  cutting  the  sides  therefore  at  angles  of  45°. 

Mitre  Iron. — Bar  iron  of  angular  section. 

Mitre  Joint. — A  butt  joint  whose  ends  are  cut  at  an  angle  of  45°,  the 
abutting  sides  therefore  forming  an  angle  of  90°. 

Mitre  Valve. — The  mitre  of  a  safety  valve  signifies  the  annular  seating, 
turned  to  an  angle  of  45°  in  section,  upon  which  the  valve  itself  rests. 

Mitre  Wheel. — A  bevel  wheel  whose  pitch  cone  is  placed  at  an  exact 
angle  of  45°  with  its  axis.  Hence  pairs  of  mitre  wheels  working 
together  are  always  of  equal  diameter,  pitch,  and  number  of  teeth,  and 
connect  shafts  which  stand  at  right  angles  with  each  other. 

Mixed  Gauge. — See  Gauge. 

Mixed  Oils. — See  Compound  Oils. 

Mixing  Chamber. — A  cnamber  at  the  end  of  the  cylinder  of  a  gas  engine, 
in  which  the  gas  and  air  become  mingled  previous  to  ignition. 

Model. — A  pattern  is  sometimes,  though  incorrectly,  termed  a  model.  A 
model  is  reallya  counterpart  or  copy  upon  a  small  scale  of  a  piece  of 
mechanism.  The  object  of  making  a  model  is  either  to  give  a  good 
idea  in  due  proportion  of  a  large  and  expensive  piece  of  work,  or  as  a 
work  of  art  and  beauty,  or,  as  in  a  working  model,  to  test  the  prac- 
ticability or  utility  of  an  untried  design. 

Modulus. — A  constant  multiplier  or  coefficient  employed  in  mechanical 
calculation.  It  expresses  the  ratio  of  the  effective  value  of  a  machine 
as  compared  with  its  theoretical  value,  or  the  difference  between  the 
work  expended  and  that  given  out,  the  loss  being  due  to  friction  chiefly. 

Modulus  of  Elasticity.— A  ratio  of  stress  and  strain.  The  weight  in 
pounds  required  to  stretch  a  bar  1  in.  square  of  a  given  material  to 
double  its  length  is  the  modulus  of  direct  elasticity  for  that  bar. 

Modulus  of  Resistance. — Equivalent  to  the  modulus  of  rupture,  or  to  a 
lesser  quantity,  as  the  modulus  of  elastic  resistance. 

Modulus  of  Bupture. — A  constant  number  which  represents  the  weight 
necessary  to  break  a  bar  of  any  given  material  of  definite  length, 
breadth,  and  depth,  and  used  in  calculating  the  strength  of  similar 
bars  differing  therefrom  in  dimensions  only. 

Moment. — The  measure  of  the  importance  of  a  physical  agency  or  of  a 
force.  Thus  the  moment  of  a  lever  is  equivalent  to  the  power  turning 
its  arm  around  the  fulcrum,  in  other  words  expresses  its  effect  or 
result.     See  Moment  of  Inertia  ;  Force,  Moment  of. 

Moment  of  Inertia. — The  sum  of  the  products  of  each  particle  of  a 
moving  body  multiplied  into  the  squares  of  the  distances  of  the  particles 
from  their  neutral  axis.  It  is  represented  by  the  letter  I.  If  the  mass 
of  every  particle  of  a  body  be  multiplied  by  the  square  of  its  distance 
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from  a  straight  line,  the  sum  of  the  products  so  obtained  is  called  the 
moment  of  inertia  of  the  system  about  that  line,  which  is  also  called  the 
axis.  The  moment  of  inertia  for  any  cross  section  is  found  by  dividing 
the  total  area  into  separate  small  layers  or  areas,  and  multiplying  the 
area  of  each  element  so  obtained  by  the  square  of  its  distance  from  the 
horizontal  axis  taken  through  the  centre  of  gravity,  and  then  adding 
the  products  together. 

Moment  of  Resistance. — When  a  bar  is  subject  to  bending,  the  internal 
stresses  set  up  therein  by  the  bending  action  constitute  a  mechanical 
couple.  The  amount  or  moment  of  those  stresses  is  equal  and  opposite 
to  tne  bending  moment.  This  is  termed  the  moment  of  resistance  for 
that  particular  section. 

Moment  of  Buptnre. — The  moment  of  resistance  at  fracture. 

Moments,  Equality  of. — See  Equality  of  Moments. 

Momentum. — The  mass  of  a  body  multiplied  by  the  velocity  imparted 
thereto,  equals  the  momentum.  The  velocity  may  remain  constant 
and  the  mass  vary,  or  the  mass  may  remain  constant  and  the  velocity 
▼ary. 

Monkey,  or  Bam. — (1)  The  longitudinal  weight  which  is  made  to  fall  on 
the  heads  of  piles  when  being  driven  into  the  soil.  See  Pile  Driver. 
(2)  A  jumper  (q.v.). 

Monkey  Wheel.— See  Gin  Block. 

Monkey  Wrench. — A  screw  wrench  (q.v.). 

Monkbridge  Iron. — Plates  manufactured  by  the  Monkbridge  Company, 
and  held  in  high  estimation  for  boiler  work. 

Mortar  Mill,  or  Mortar  Mixer. — A  machine  used  for  mixing  mortar.  It 
consists  essentially  of  a  shallow  cast-iron  pan  with  two  revolving 
chilled  wheels  driven  by  bevel  gearing-  from  an  engine.  A  false  or 
movable  bottom  of  loose  plates  is  provided  in  order  that  they  may  be 
renewed  when  they  are  worn  out. 

Mortice. — A  recess  cut  in  a  niece  of  timber  which,  with  its  corresponding 
tenon,  forms  a  joint  used  in  timber  work. 

Mortice  Chisel. — A  stout  wood- worker 's  chisel  driven  with  the  mallet,  and 
used  for  cutting  mortices  where  percussion  and  leverage  are  rendered 
necessary. 

Mortice  Gauge. — A  gauge  used  for  marking  the  thicknesses  of  mortices  and 
tenons.  It  consists  of  a  stem  and  head  similar  in  outline  to  those  of  an 
ordinary  gauge,  but  the  stem  is  furnished  with  two  marking  cutters, 
one  fixed,  the  other  movable,  which  can  be  set  to  equal  the  thickness 
of  any  mortice.  Hence  both  edges  of  the  mortice  or  tenon  are  marked 
at  one  time,  and  the  head  being  movable  permits  of  the  marking  off  of 
a  tenon  from  any  distance  inwards  from  the  edge  of  the  stuff. 

Mortice  Wheel. — A  wheel  in  which  wooden  cogs  are  used  instead  of  iron 
teeth.  The  rim  is  pierced  with  as  many  mortices  as  there  are  cogs,  and 
the  cogs  are  fitted  into  these  mortices  with  corresponding  shanks,  the 
long  grain  running  radially  towards  the  centre  of  the  wheel.  The  cogs 
are  thicker  and  shorter  than  those  of  ordinary  wheels,  and  the  teeth 
of  the  iron  wheel  into  which  they  work  are  correspondingly  thinner. 
There  is  no  flank  clearance  allowed  as  in  ordinary  gearing. 

Morticing  Machine. — A  machine  for  cutting  mortices  in  wood,  either  by 
means  of  a  chisel,  or  by  a  circular  cutting  bit.  When  the  latter  is  used 
the  end  is  either  left  rounding  or  made  square  afterwards  by  a  chisel. 
The  earlier  morticing  machines  had  a  positive  stroke,  that  is,  a  dead 
thrust  from  the  beginning,  which  strained  the  chiseW.    Now  they  are 
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made  with  an  adjustable  stroke  whose  force  is  increased  gradually  by 
means  of  a  system  of  levers. 

Motion. — See  Laws  of  Motion. 

Motion  Bars. — The  guide  bais  of  an  >mghie  cross  head.    See  Slide  Bars. 

Motion  Block. — A  cross  head  (q.v.).    See  Slide  Blocks. 

Motion  Disc.— See  Wrist  Plate. 

Motion  Work. — A  term  applied  to  the  various  rods,  levers,  and  links 
connected  with  an  engine  slide  valve. 

Motive  Power. — The  particular  source  of  energy  which  is  applied  to 
actuate  a  prime  mover  or  a  machine.  Hence  motive  power  may  be 
animal,  steam,  water,  air,  or  gas. 

Motor. — A  prime  mover  (q.v.). 

Mottled  Iron. — A  quality  of  cast  iron  intermediate  between  the  grey  and 
the  white  varieties,  both  in  point  of  texture,  crystallisation,  and  the 
state  in  which  its  carbon  occurs,  a  portion  being  in  the  combined  and  a 
portion  also  being  in  the  unoombined  or  graphitic  state. 

Mould. — The  hollow  matrix  or  enclosed  space  into  which  metal  is  poured 
to  form  a  casting.  A  mould  is,  its  cores  excepted,  a  counterpart  of  its 
pattern  (q.v.).    Moulds  are  made  in  green  or  m  dry  sand. 

Moulder. — An  ironfounder.  His  work  consists  in  moulding  the  reverse 
impressions  of  castings  in  sand,  the  impressions  being  obtained  by 
ramming  tho  sand  around  patterns  of  wood  or  other  materials,  which 
are  so  constructed  as  to  withdraw  therefrom  without  doing  injury  to 
the  mould  itself.  Due  regard  must  be  paid  to  venting,  to  allow  free 
egress  to  the  liberated  gases,  and  the  metal  must  be  selected  and  mixed 
as  most  suitable  for  the  special  class  of  work  for  which  it  is  to  be 
employed. 

Moulder's  Baskets. — Hand  baskets  made  in  the  form  of  trays ;  used  in 
foundries  for  carrying  about  small  quantities  of  coke,  coal,  and  other 
materials.    They  are  made  of  cane  or  of  wire. 

Moulder's  Bellows. — See  Bellows. 

Moulder's  Lamp. — A  cast-iron  lamp  whose  vertical  section  is  that  of  a 
truncated  cone,  and  burning  paraffin  or  benzoline.  Used  by  moulders 
for  throwing  light  into  the  interior  portions  of  moulds.  Candles  were 
formerly  used,  but  have  been  superseded  by  the  lamps.  * 

Moulder's  Mallets.— See  Rapping  Mallets. 

Moulder's  Nails. — See  Pipe  Nails. 

Moulding. — The  making  of  moulds  in  sand,  or  loam,  or  plaster  of  Paris, 
with  or  without  the  aid  of  patterns.  When  patterns  are  used  they  are 
enclosed  in  sand  rammed  around  them,  from  which  they  are  subse- 
quently withdrawn.  When  moulding  is  done  without  "patterns  the 
necessary  shape  is  imparted  to  the  mould  by  means  of  loam  boards  or 
strickles.  Moulding  is  done  either  in  green  or  in  dry  sand,  or  in  loam. 
The  moulding  of  work  was  formerly  more  frequently  called  founding. 

Moulding  Board. — A  bottom  board  (q.v.). 

Moulding  Box. — A  flask  (q.v.). 

Moulding  Cutter. — An  adjustable  steel  cutter  for  woodworking,  having 
its  edge  ground  and  sharpened  to  the  shape  of  tho  moulded  edge  which 
it  has  to  form.  These  cutters  are  usually  fixed  in  pairs  on  opposite  sides 
of  a  disc,  which  is  set  to  run  with  a  spindle  revolving  over  the  wood 
to  bo  operated  on.  The  cutters  travel  at  a  rate  of  from  4,000  to  5,000 
feet  per  minute. 

Moulding  Letters. — Pattern  letters  (q.v.). 

Moulding  Machine.— A  machine  employed  for  moulding  patterns  in  a 
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partially  automatic  manner,  the  aim  being  to  produce  moulds  of  pre- 
cisely the  same  shape,  and  with  flush  joints,  i.e.  joints  showing  no  lap. 
The  patterns  are  usually  made  of  metal,  laid  upon  a  table  horizontally, 
and,  according  to  the  type  of  the  machine  used,  the  moulding  box  is 
rammed  up  oyer  it  by  hand  or  by  some  kind  of  special  mechanism.    The 

Slate  is  then  usually  turned  oyer,  and  the  box  released  and  dropped 
ownwards,  being  in  this  respect  the  reverse  of  ordinary  moulding, 
where  the  pattern  is  lifted  away  from  the  box.  Usually,  also,  there  is 
no  complete  pattern,  but  divided  patterns  are  put  on  separate  plates, 
or  on  opposite  sides  of  the  same  plate,  the  moulds  made  separately  and 
only  brought  together  for  casting. 

Moulding  Sand.— -Foundry  sand  (q.v.).  But  strictly  speaking  moulding 
sand  designates  the  black  sand  which  accumulates  on  the  floor  of  the 
foundry  from  repeated  castings,  and  which  is  only  used  far  box  filling 
and  for  the  rougher  class  of  work. 

Moulding  Tub. — A  wooden  tub  of  oblong  form  and  with  sloping  sides, 
containing  moulding  sand,  and  provided  with  a  sliding  coyer.  (  It  is 
used  by  brass  and  iron  moulders  who  do  light  work,  the  flask  lying  on 
the  coyer  and  the  tub  supplying  the  necessary  sand;  the  moulder 
therefore  stands  instead  of  kneeling  at  his  work. 

Mounted  Tracing. — See  Tracing. 

Mounting. — The  chucking  of  work  in  the  lathe. 

Mountings. — Commonly  signifies  the  brass  and  ornamental  work  about 
an  engine,  or  boiler,  or  machine,  but  more  especially  applied  to  boiler 
mountings  (q.v.). 

Month. — The  opening  or  orifice  of  a  pipe,  or  furnace,  or  ladle,  or  similar 
cylindrical  or  hollow  vessels. 

Mouthpiece. — (1)  An  attachment  fitted  to  the  mouth-  (q.v.)  of  a  vessel, 
pipe,  or  tank.  A  door  often  covers  the  mouthpiece.  (2)  A  bridge  of 
wood  let  into  the  mouth  of  a  plane  to  reduce  the  width  caused  by  the 
wearing  back  of  the  iron,  and  of  the  face  of  the  wooden  stock. 

Movable  Expansion. — Expansion  which  is  capable  of  regulation  by 
means  of  a  second  slide  valve,  or  other  gear. 

Movable  Points. — (1)  The  movable  centres  of  the  rods  in  parallel  motions 
(q.v.).  (2)  The  various  legs,  pens,  pencil,  and  points  which  are  sub- 
stituted lor  each  other  in  the  compass  (q.v.)  used  for  drawing. 

Movable  Pulley. — A  pulley  whose  axis  is  movable  in  space. 

Moving  Weight.— See  Bofiinff  Load. 

M  Teeth. — Saw  teeth  shaped  like  the  letter  M  •  Used  in  some  cross-cut 
saws  (q.v.). 

Mud  Box. — A  box  placed  in  the  suction  pipe  of  a  bilge  pump  (q.v.)v  to 
arrest  dirt  or  foreign  matters  which  would  otherwise  lodge  in  the 
valves.  It  is  a  oast-iron  box  fitted  with  a  removable  oover  and  con- 
taining a  perforated  plate  or  diaphragm  placed  transversely  therein. 

Mud  Bucket. — A  dredger  bucket  or  sooop  constructed  of  cast  or  sheet 
iron,  or  steel,  and  used  for  the  purpose  of  bringing  up  the  mud  from 
the  bed  of  a  stream  or  harbour. 

Mud  Hole,  or  Mud. — An  oval  opening  in  the  lower  part  of  a  boiler, 
through  which  the  sediment  deposited  by  the  water  is  extracted.  Most 
boilers  have  several  mud  holes,  two  or  three  near,  or  in  the  bottom,  and 
one  or  two  opposite  every  cross  tube.  They  are  dosed  by  doors  while 
the  boiler  is  working.    See  Mud  Hole  Door. 

Mud  Hole  Door,  or  Mud  lid. — A  door  or  cover  which  closes  the  mud 
hole  (q.v.)  of  a  steam  boiler  when  the  boiler  is  in  use.    It  is  oval  in 
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outline,  and  is  inserted  within  the  hole  and  pulled  up  against  its  innef 
faoe  by  means  of  a  bolt.  The  bolt  is  riveted  into  the  door  and  passes 
thence  through  a  bridge  spanning  the  mod  hole  without,  and  is 
tightened  against  it  with  an  ordinary  nut. 

Mud  lid. — See  Mud  Hole  Door. 

Mud. — A  mnd  hole  (ckv.)- 

Muff  Coupling. — See  Box  Coupling. 

Muffle. — A  small  arched  vessel  of  fire-clay,  shaped  like  an  oven  and  used 
in  the  assaying  of  alloys  of  metals,  the  muffle  being  used  to  protect  the 
metal  from  the  direct  action  of  the  name. 

Multiple  Boiler. — A  multitubular  boiler  (q.v.). 

Multiple  Boring  Machine. — A  boring  machine  provided  with  three  or 
more  mandrels  for  simultaneous  boring". 

Multiple  Drilling  Machine. — A  machine  in  which  a  number  of  drill 
spindles  are  arranged  parallel  to  each  other,  and  driven  simultaneously. 
They  are  used  in  boiler  and  girder  work  where  a  large  number  of  holes 
of  the  same  size  and  pitch  are  required. 

Multiple  Gear. — The  combination  of  several  pinions  and  several  wheels 
in  train  for  the  increase  of  mechanical  effect.  The  product  of  all  the 
wheels  divided  by  the  product  of  all  the  pinions  represents  the 
mechanical  gain. 

Multiple  Threaded  Screw. — A  screw  containing  several  helices  winding 
around  its  body.  Used  to  impart  more  rapid  motion  than  could  be 
obtained  by  one  only.  The  various  threads  are  parallel  with  each 
other,  and  of  equal  pitch.  A  worm  wheel  is  an  illustration  of  a  mul- 
tiple threaded  screw,  the  number  of  teeth  being  equivalent  to  so  many 
thread  sections. 

Multiplier. — When  the  cubic  measurement  of  a  body  in  any  given 
material  is  known,  its  weight  is  readily  deduced  therefrom  by  multi- 
plying the  measurement  by  a  constant  number  termed  its  multiplier. 
Thus  cubic  inches  of  oast  iron  multiplied  by  '263,  of  wrought  iron  by 
"28,  of  gun  metal  by  '3,  of  steel  by  "28  give  pounds  avoirdupois. 

Multitubular  Boiler. — A  boiler  traversed  with  numerous  tubes  through 


which  the  hot  gases  pass  from  the  fire-box  on  their  way  to  the  chimney, 
causing  circulation  and  raising'  the  temperature  of  the  water  in  the 
boiler  during  their  progress.    The  tubes  are  of  brass  or  iron  fitting  into 


the  tube  plates  of  the  fire  and  smoke  boxes.  Multitubular  boilers  are 
chiefly  confined  to  those  of  the  locomotive  and  portable  and  horizontal 
types,  very  few  vertical  boilers  being  provided  with  tubes  of  this 
character. 

Munti  Metal. — An  alloy  of  copper  and  zino  in  the  proportion  of  60  of 
copper  to  40  of  zino.  It  is  strong,  and  largely  used  in  engineering 
construction  in  the  form  of  sheets  and  rods,  ana  for  the  tubes  of  loco- 
motives and  of  condensers. 

Mushroom  Valve.— See  Lift  Valve. 

Myriagramme. — A  French  measure  of  weight  containing  ten  thousand 
grammes  (q.v.)  and  equivalent  to  22*0462  English  pounds. 

Myriametre. — Ten  thousand  French  metres  (q.v.)  corresponding  with 
393,707-9  English  inches. 
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Kail. — A  strip  of  pointed  metal  provided  with  a  head.  Used  for  driving 
into  timber.    See  Clasp  Nail. 

Hailing. — See  Sprigging. 

Name  Plate. — The  casting  which  bean  the  name  of  the  manufacturers 
on  a  piece  of  work.  The  pattern  is  commonly  made  by  casting  the 
letters  separately  in  lead  or  tin  and  cementing  or  tacking  them  upon 
their  pattern  plate  of  wood. 

Napier's  Compasses. — A  drawing  compass  which  is  constructed  with 
folding  legs  to  be  carried  in  the  pocket.  The  working  points  are 
pivoted  to  the  main  legs,  and  are  donble  ended  and  reversible  on  their 
pivots.  One  pivot  leg  carries  a  point  and  pencil  at  opposite  ends,  the 
other  a  point  and  a  pen,  so  that  two  points,  or  a  point  and  a  pencil,  or 
a  point  and  a  pen  can  be  used  at  pleasure. 

Naphtha. — A  comparatively  thin  and  pure  rook  oil,  closely  allied  to  petro- 
leum- which  is  sometimes  used  as  a  solvent  for  shellac  in  the  making  of 
varnish  for  foundry  patterns.  Methylated  spirit  is  mostly  need  in 
preference. 

Narrow  Gauge. — Four  feet  eight  and  a-half  inches  between  rails,  adopted 
by  Stephenson  from  the  Northumbrian  ooal  tramways. 

Native  Copper. — Copper  which  is  mined  in  the  metallic  state.  It  occurs 
in  the  district  of  like  Superior,  and  is  highly  esteemed  on  account  of 
its  purity,  which  renders  it  suitable  for  electrical  purposes. 

Natural  Draught. — See  Draught. 

Nature. — By  the  nature  of  a  material  is  understood  the  average  excel- 
lence of  its  qualities  when  unaffected  by  deteriorating  influences. 

Nave. — The  boss  of  a  wheel. 

Neck. — (1)  The  narrowest  portion  of  the  passage  in  vena  oontraota  (q.v.). 
(2)  An  entire  journal  is  often  called  a  neck. 

Neck  King. — The  bush  for  the  rod  which  is  fitted  into  an  engine  cylinder 
or  steam  chest  below  the  stuffing  box,  to  insure  durability  of  wear. 

Needle  Lubricator. — A  pear-shaped  or  globular  glass  vessel  containing 
oil,  and  furnished  with  a  neck  which  is  placed  lowermost.  A  wire 
passes  loosely  through  the  plug  which  closes  the  mouth,  and  by  its 
vibration  and  capillary  action  conducts  the  oil  down  to  the  bearing. 

Needle  Wire. — A  vent  wire  (q.v.)  of  the  smallest  size  or  about  ■&  in. 
in  diameter. 

Negative  Slip. — Is  applied  to  the  speed  of  a  ship's  screw  when  the  velocity 
of  the  vessel  is  greater  than  it  should  be  according  to  the  theoretical 
calculation  based  on  the  hypothesis  that  the  screw  works  in  an  unyield- 
ing body.  It  is  due  probably  to  the  vis  viva  of  the  current  which 
folio wb  the  vessel's  wake. 

Negative  Stresses. — In  English  practice  are  those  which  represent  tension. 

Negative  Terms. — Algebraical  or  arithmetical  terms  preceded  by  the 
sign  -. 

Nest  Gearing. — Gearing  enclosed  in  a  case  or  box,  as  in  a  capstan  head, 
and  in  some  forms  of  hoisting  tackle. 

Nett  Indicated  Horse-Power.— See  Actual  Horse-Power. 

Neutral  Axis,  or  Neutral  Line. — When  a  beam  is  subjected  to  flexure, 
there  is  a  longitudinal  central  line  which  is  neither  in  compression  nor 
extension,  and  is  therefore  subject  to  no  straining  action.    The  pan 
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where  this  line  outs  any  particular  section  is  termed  the  neutral  axis  of 
the  beam.  Since  also  the  tensile  and  compressive  forces  diminish  as 
the  neutral  axis  is  approached,  girders  and  girder-like  structures  are 
frequently  lightened  out  in  their  central  portions.  In  a  beam  of 
uniform  section  the  neutral  line  corresponds  with  the  central  line  of  the 
cross  section.  In  beams  of  other  sections  it  will  be  the  mean  of  the 
bending  sections. 

Neutral  Equilibrium,  or  Indifferent  Equilibrium. — This  results  when  the 
centre  of  gravity  of  a  body  which  is  in  equilibrium  is  in  the  central 
portion  of  the  body,  and  cannot  therefore  arise  into  a  higher  or  descend 
into  a  lower  position.    A  sphere  is  always  in  neutral  equilibrium. 

Neutral  Line. — See  Neutral  Axis. 

Neutral  Surface. — The  plane  of  the  neutral  axis  (q.v.). 

Neutral  Tint. — A  purplish  grey  colour  used  to  distinguish  cast  iron  in 
sectional  drawings. 

New  Sand. — Mixtures  of  foundry  sands  used  for  facing  moulds.  See 
Facing  Sand,  Old  Sand,  Sands. 

Nickel.— Symbol,  Ni.  Comb,  weight,  58*6.  Sp.  gr.  8*8.  A  silvery 
white  metallic  element  found  in  the  ore  called  kupferniokel.  Used 
largely  for  electro-plating  the  bright  portions  of  the  best  machinery. 

Nicker. — The  vertical  cutter  or  lip  on  the  circumf erenoe  of  a  oentre  bit, 
or  of  a  Jennings  bit,  which  cuts  into  the  wood  the  radius  of  the  hole 
to  be  bored. 

Nicking. — The  cutting  of  a  shallow  vee'd  groove  around  or  across  a  bar  of 
metal  in  order  to  ensure  its  fracture  by  a  blow  at  that  particular  spot. 

Nicking  Fuller. — A  tool  similar  to  an  ordinary  fuller,  or  fullering  tool 
(q.v.),  exoept  that  instead  of  being  straight  across  in  the  direction  of 
its  width  it  is  hollowed,  fulfilling  the  same  purpose  for  round  bars 
that  the  ordinary  fuller  does  for  flat  bars. 

Nippers. — See  Cutting  Kippers. 

Nipping  Lever. — A  lever  which  is  so  constructed  and  adjusted,  that  on 
moving  its  longer  arm  around  the  fulcrum,  the  shorter  arm  on  the 
opposite  side  of  the  fulcrum  bites  or  nips  the  periphery  of  a  smooth 
turned  wheel ;  and  the  greater  the  pressure  brought  to  bear  upon  the 
lever  the  greater  the  nipping  power.  Moving  the  lever  in  the  contrary 
direction  releases  the  bite  immediately.  This  principle  is  employed  in 
the  construction  of  what  is  known  as  the  silent  feed  (q.v.). 

Nipple. — A  short  connecting  piece  in  a  union  which  receives  the  nut  at 
one  end,  and  screws  into  a  socket  at  the  other.  Or  a  screwed  stud  piece 
used  for  insertion  into  gas  piping. 

Nobbing. — The  same  as  snrngling  (q.v.). 

Norn.  H.P. — Nominal  horse-power  (q.v.). 

Nominal  Horse  Power. — A  vague  term  which  represents  no  particular 
power  of  engine,  but  only  manufacturers'  advertised  sizes.  For  marine 
engines,  twenty  circular  inches  of  piston  are  sometimes  taken  as 
equivalent  to  a  nominal  horse-power,  and  for  non-condensing  land 
engines  ten  circular  inches.  The  term  is  gradually  falling  into  disuse 
excepting  as  a  standard  for  purchase,  indicated  horse-power  (q.v.) 
being  used  in  preference. 

Non-condensing  Engine. — An  engine  which  exhausts  its  steam  directly 
into  the  atmosphere.    See  High-pressure  Engine. 

Non-conducting  Composition. — See  Boiler  Coating. 

Non-conductors. — In  engineering,  various  substances  are  employed  as  non- 
conductors of  heat.     Felting  is  put  around  boilers  and  steam  piposj 
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wooden  lianAl**  are  used  for  gauge  glasses,  and  steam  and  hot  water 

cocks,  &o. 
Normal. — The  line  which  fallsperpendioularly  to  the  tangent  of  a  curve 

at  that  particular  point.    The  normals  to  the  curves  of  wheel  teeth 

should  always,  if  the  teeth  are  properly  constructed,  fall  on  the  varying 

points  of  contact. 
Normal  Pitch. — The  pitch  of  a  screw  wheel  taken  normal  or  perpen- 
dicular to  the    directions    of  the  teeth,    as   distinguished  from    the 

circumferential  pitch  (q.v.).     In  screw  gears,  gearing  together,  the 

normal  pitches  must  be  equal. 
Vote. — The  front  of  a  spindle,  or  generally  any  projecting  part,  as  a 

mandrel  nose. 
Nose  Bit. — A  shell  bit  (q.v.)  which  is  provided  with  a  nose  or  lip  at  the 

cutting  point  fo:  the  withdrawal  of  the  core  from  the  wood. 
Hose  Helve.— See  Helve  Hammer. 
Nowel. — A  term  sometimes  used  to  designate  the  inner  core  of  a  loam  or 

other  mould,  but  chiefly  when  the  mould  happens  to  be  a  large  one. 
Noisle. — (1)  A  contracted  channel  of;  exit  for  effluent  fluids,  by  whioh 

their  velocity  of  efflux  is  increased.    (2)  Also  the  discharging  end  of  any 

tube,  as  that  of  a  tuyere,  for  example. 
Number  One  Iron. — See  Puddled  Bar. 
Number  Tvo  Iron. — See  Best. 
Numerical  Co-efficient — See  Go-efficients. 
Nut. — The   loose  head  which  tightens  a  bolt,  usually  rectangular  or 

hexagonal  in  form,  though  sometimes  circular. 
Nut  Brown  Colour. — The  colour  at  which  most  turning  tools  for  metal, 

particularly  for  wrought  iron,  are  tempered.    It  corresponds  with  a 

temperature  of  about  640°  F. 
Nut  Lock. — The  means  adopted  for  securing  a  nut  in  place  so  that  it  shall 

not  slacken  back  and  become  loose  in  consequence  of  vibration.    There 

are  many  such  devices,  as  pins,  wedges,  set  screws,  keys,  &o. 
Nut  Machine. — A  machine  for  cutting  and  punching  nut  blanks.    Nut 

making  is  a  specialty.     General  engineers  buy  their  nut  blanks  and 

washers  cheaper  than  they  can  make  them. 
Nut  Mandrel.— See  Mandrel. 
Nut  Tapper. — A  Bolt  Cutter  (q.v.). 
Nut  Wrench. — A  spanner  (q.v.)  or  a  screw  wrench  (q.v.). 


0. 

«. — The  Greek  letter  Omega  is  used  in  mechanics  to  signify  the  angular 
velocity  (q.v.)  of  a  body. 

Oak.  (Quercus.y-Sj).  gr.  '93.  A  hard,  durable,  very  strong  wood  employ ed 
for  a  vast  number  of  purposes  by  engineers.  It  is  especially  valuable 
in  works  which  are  exposed  to  the  weather.  There  are  several  varieties, 
Quereut  pedunculate,  or  the  stalk-pointed  oak,  and  Querent  tettilijtora,  or 
cluster-pointed  oak,  being  the  European  varieties.  The  latter  is  the 
more  straight-grained  of  the  two,  the  former  the  more  flexible.  Querent 
robur  is  the  English  oak,  and  is  superior  to  any  other.  The  red  and 
white  oaks  and  the  live  oak  come  from  North  America.  The  ultimate 
tenacity  of  English  oak  is  about  15,000  lbs.  per  square  inch  of  section, 
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and  a  cubic  foot  weighs  58  lbs.  Oak  charcoal  is  used  for  the  black* 
ing  (q.v.)  of  foundry  moulds. 

Oak  Bark. — See  Tannic  Acid. 

Oblique  Area. — The  area  of  the  face  of  a  propeller  blade.  See  Screw 
Area. 

Oblique  Joint  Steam  Chest. — See  Divided  Steam  Chest. 

Oblique  Section. — A  section  (q.v.)  taken  obliquely  or  at  an  angle  across 
the  drawing  of  an  object.  The  precise  direction  of  an  oblique  section 
would  be  indicated  by  a  dotted  line  and  reference  letters. 

Obliquity  of  Connecting  Sod. — This  signifies  the  angle  made  by  the  con- 
necting rod  of  a  steam  engine  when  the  crank  pin  is  at  the  extreme 
upper  and  lower  portions  of  its  path  respectively.  The  effect  of  the 
obliquity  is  to  cause  the  slide  valve  to  open  the  ports  unequally  at  each 
end,  the  port  being  cloned  and  opened  a  little  earlier  at  one  end  than 
at  the  other.  For  this  reason  the  connecting  rod  is  always  made  as 
long  as  circumstances  will  permit  of,  in  order  to  diminish  the  amount  of 
obliquity. 

Obtuse  Angle. — One  which  is  greater  than  a  right  angle. 

Obtuse  Angles. — See  Angle  Irons. 

Occlusion  of  Gases. — Red-hot  metals  allow  of  the  passage  of  gases  through 
their  substance;  the  gases  are  then  said  to  be  occluded.  Occlusion 
plays  an  important  part  in  the  oarburisation  of  iron.  The  exact  method 
by  which  this  is  effected  is  doubtful,  but  probably  the  carbonic  oxide  is 
dissociated  .and  deposits  carbon  in  the  pores. 

Odd  Pitch. — The  pitch  of  a  screw  is  said  to  be  odd  when  it  is  either  not 
of  the  same  pitch,  or  not  some  aliquot  part  of  the  pitch  of  the  leading 
screw  of  the  lathe  in  which  it  is  being  cut.  Thus  with  a  leading  screw 
of  two  threads  to  the  inch,  three,  or  nine,  or  eleven  threads  would  be 
odd  pitches. 

Odontograph. — A  scale  invented  by  the  late  Professor  Willis  of  Cam- 
bridge, to  simplify  the  marking  out  of  wheel  teeth.  Tables  of  appro- 
priate numbers  are  given  upon  the  scale  for  wheels  of  various  pitches, 
by  which  suitable  radii  for  the  teeth  of  those  wheels  are  obtained,  the 
centres  of  the  radii  being  given  by  the  setting  of  the  slant  edge  of  the 
scale  against  the  radial  lines  running  from  the  centre  of  the  wheel 
through  the  pitch  lines. 

Oil  Boats. — The  receptacles  for  the  waste  oil  at  the  ends  of  the  bed  slides 
of  planing  machines. 

Oil  Can. — A  tin  or  brass  can  containing  the  oil  used  for  purposes  of  lubri- 
cation. The  best  form  of  oil  can  is  that  in  which  the  internal  opening 
to  the  spout  is  closed  by  a  cover  when  not  in  use,  and  opened  only  by 
the  pressing  down  of  a  lever  and  spring. 

Oil  Cataract. — An  oil  cylinder  (q.v.). 

Oil  Collector. — A  vessel  provided  to  catch  superfluous  oil  from  bearings, 
either  to  prevent  the  soiling  of  adjacent  parts  or  for  re-utilisation.  It 
usually  consists  of  a  tray  of  some  kind  or  another. 

Oil  Cup. — A  recess  or  hollow  formed  in  a  casting  for  the  reception  of  oil 
used  in  lubrication. 

Oil  Cylinder,  or  Oil  Cataract. — A  small  cylinder  used  for  controlling  the 
amount  of  movement  of  the  piston  in  a  steam  reversing  cylinder  (q.v.). 
The  pressure  of  the  oil  against  the  piston  in  the  oil  cylinder  is  regulated 
by  a  cock. 

Oiler. — An  oil  can  (q.v.),  or  more  specially  an  oil  can  of  small  size  for 
bench  use. 
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Oil  feed. — Any  appliance  by  which  oil  is  fed  to  a  bearing.  It  may  mean 
either  an  oil  can,  or  a  lubricator,  or  a  copper  tube  leading  from  a 
reservoir,  or  a  wisp  of  cotton  wick. 

Oil  Fuel. — In  the  form  of  a  jet  is  used  in  some  boiler  fires. 

Oil  Grooves. — Small  semicircular  or  nearly  semicircular  grooves  cut  in 
the  internal  faces  of  brasses  and  on  the  sliding  surfaces  of  machinery, 
for  the  due  distribution  of  the  oil  for  lubricating  purposes.  The  oil 
grooves  are  cut  diagonally  across  the  bearing  surfaces. 

Oil  Hardening. — The  hardening  of  steel,  effected  by  quenching  it  in  oil 
instead  of  in  water.  The  effect  of  oil  hardening  is  the  less  rapid 
cooling  of  the  steel,  with  a  resulting  greater  elasticity  and  tensile 
strength,  and  an  absence  of  extreme  hardness. 

Oil  Hole. — A  hole  drilled  down  to  a  bearing  to  form  a  channel  for  the  oil 
used  for  lubrication.  Oil  holes  are  countersunk  at  the  top,  the  better 
to  receive  and  retain  the  oil,  and  are  usually  covered  with  a  pivoted 
disc  when  not  in  use,  to  keep  dirt  and  dust  from  working  into  the 
bearing.  The  difference  between  an  oil  hole  and  an  oil  cup  or  a 
lubricator  is,  that  the  former  conveys  a  temporary  supply  of  oil  to  the 
bearing,  the  latter  holds  a  store  in  reserve,  so  that  while  the  former 
requires  constant  renewal,  the  latter  is  only  supplied  at  long  intervals. 

Oiling. — See  Lubrication.  * 

Oil  Pump. — A  small  force  pump  used  to  provide  a  constant  and  positive 
supply  of  oil  under  pressure  to  a  bearing,  as  being  more  reliable,  and 
therefore  preferable  to  a  lubricator,  which  acts  by  gravitation  or  by 
displacement  only. 

Oil  Beservoir. — A  vessel  which  contains  a  supply  of  oil  for  lubrication. 
It  may  be  the  chamber  in  an  axle  box,  or  in  a  displacement,  or  other 
lubricator,  or  it  may  be  a  tray  only  which  supplies  the  oil  feeders  or 
oil  pipes  for  the  connecting  ana  other  rods  in  marine  engines. 

Oil  Slip. — A  thin  bit  of  oil  stone,  whose  edges  are  rounded  in  the  trans- 
verse direction.  Used  for  abrading  or  fretting  the  hollow  faces  of  the 
various  forms  of  gouges. 

Oil  Stone,  or  Hone. — A  fine-grained  natural  stone,  used  for  imparting 
the  final  edge  to  cutting  tools  by  abrasion,  oil  being  used  to  assist  in 
the  process.  The  principal  oil  stones,  in  their  descending  order  of 
merit,  are,  Turkey,  Charnley  Forest,  Arkansas,  Grecian,  and  Washita. 
Oil  stones  are  set  in  wooden  stocks,  and  provided  with  covers  to  pro- 
tect them  from  dust.  They  are  used  by  wood  workers,  and  also  by 
iron  turners  and  fitters,  for  giving  a  fine  edge  to  finishing  tools  and 

%   scrapers. 

Oil  Tray.— See  Oil  Collector. 

Oils. — The  term  oils  is  applied  commonly  to  those  fats  which  are  liquid  at 
ordinary  temperatures,  while  the  term  fats  is  reserved  for  those  which 
are  solid  at  the  same,  notwithstanding  that  their  essential  chemical 
composition  is  the  same,  belonging  to  the  class  of  organic  compounds 
termed  glycerides.  Only  the  fixed  oils  concern  the  engineer ;  the  essen- 
tial, ethereal,  or  volatile  oils  belonging  to  the  perfumer's  art.  It  may 
be  observed  that  the  distinction  denoted  by  the  two  terms  is,  that  the 
essential  oils  can  be  distilled  without  undergoing  change,  while  the 
fixed  oils  cannot  be  distilled  without  undergoing  decomposition  ;  hence 
the  reason  of  the  statement  that  oils  cannot  be  boiled,  since  at  their 
boiling  points  they  cease  to  remain  oils  any  longer.  All  the  oils  are 
lighter  tnan  water,  and  derived  from  the  animal,  vegetable,  and  mineral 
kingdoms.    Their  chief  use  to  the  engineer  consists  in  their  qualities  as 
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lubricants  (q.v.).  See  also  Oils,  Purity  of,  and  the  various  Oils  noted 
under  their  special  headings. 

Oils,  Purity  of. — The  purity  of  the  oils  used  in  lubrication  is  a  matter  of 
importance,  and  when  oils  ostensibly  pure  are  purchased,  the  task  of 
detecting  adulteration  is  not  difficult,  since  in  the  presence  of  certain 
test  agents  there  are  reactions  which  indicate  the  freedom  from  adulte- 
ration or  otherwise  of  the  oils  subjected  to  the  tests. 

Old  Sand. — The  black  sand  which  forms  the  floor  of  a  foundry,  consisting 
of  various  mixtures  of  sands  which  have  been  used  for  casting  in  over 
and  over  again  for  years.  It  alone  is  used  in  ordinary  moulding  work, 
but  for  facing,  new  sands  are  used  for  ramming  around  the  pattern 
itself,  to  a  thickness  of  an  inch  or  two.    See  Facing  Sand. 

Olive  Oil. — A  common  lubricant  for  machinery,  used  either  alone  or 
with  other  oils,  Qallipoli  being  considered  the  best.  Beinga  vegetable 
oil,  and  therefore  containing  resin,  it  is  apt  to  gum.  The  flashing 
point  of  Gallipoli  oil  is  490°  F. 

Oliver. — (1)  The  small  lift  hammer  used  by  smiths,  but  which  has  nearly 
disappeared  since  the  introduction  of  the  steam  hammer.  It  consists 
of  a  horizontal  shaft  pivoted  on  end  bearings  and  carrying  a  hammer  at 
the  end  of  its  shaft.  A  cord  passes  from  a  treadle  underneath  to  a 
lever  standing  out  from  the  horizontal  shaft,  and  thence  to  a  spring  pole 
overhead.  The  depression  of  the  treadle  therefore  brings  down  the 
hammer,  and  its  release  allows  the  spring  pole  to  lift  it  again  in  readi- 
ness for  a  fresh  blow.  (2)  A  pair  of  swage  blocks  held  in  their  relative 
positions  one  over  the  other  by  means  of  a  spring  handle.  Sometimes 
termed  holliper. 

Open  Belt. — A  driving  belt  (q.v.)  which  passes  directly  in  one  plane  from 
pulley  to  pulley.  With  an  open  belt  the  driving  and  driven  pulleys 
both  revolve  in  the  same  direction. 

Open  Divided  Scale. — A  scale  used  for  drawing  purposes  in  which  only  the 
end  primary  divisions  are  divided  into  fractional  parts,  leaving  the  central 
ones  open  and  dear  without  subdivisions.  In  reading  off  subdivisions 
therefore  the  measurement  is  commenced  in  the  body  of  the  scale,  and 
the  fractional  portion  is  read  off  at  one  of  the  ends. 

Open-end  Bolls. — Mill  rolls,  free  or  unsupported  with  housings  at  one  end. 
Used  for  rolling  rings,  tyres,  &e.,  which  must  be  slid  on  and  off  from 
the  end. 

Open  Frame  Connecting  Bod. — See  Bow  Connecting  Bod. 

Open  Hearth. — Has  reference  to  steel-making  furnaces  built  on  the  rever- 
beratory  type,  those  being  termed  open  hearth  furnaces,  and  their 
methods  of  manufacture  open  hearth  processes. 

Opening  Out. — Enlarging  the  diameter  of  a  hole  by  means  of  a  reamer  or 
broach. 

Open  Joint — A  term  applied  to  the  mode  of  jointing  the  broad-plated 
portions  of  foundry  patterns.  Since  patterns  are  enclosed  frequently 
for  several  hours  in  damp  moulding  sand,  the  moisture  acting  on  the 
wood  causes  it  to  expand,  with  the  result  in  the  case  of  wide  Btuff  of 
increasing  its  width,  and  if  its  width  is  confined  by  other  timber 
attached  thereto,  of  producing  curving.  Wide  plates  are  for  this  reason 
jointed  in  narrow  separate  pieces,  the  edges  of  the  joints  remaining 
about  J  of  an  inch  open,  so  that  local  extension  takes  place  without 
affecting  the  outside  dimensions  to  any  appreciable  extent.  Conversely, 
the  making  of  open  joints  prevents  the  plate  from  curving  or  contract- 
ing by  the  after  drying  of  the  stuff.    Timber  jointed  thus  is  held 
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together  by  cross  strips  or  battens,  or  by  some  other  portions  of  the 
pattern.    Tight-fitting  dowels  are  often  inserted  to  assist  the  jointing. 

Open  link. — A  slot  link  (q.v.)  in  which  the  slot  for  the  slide  blook  is  per- 
fectly plain,  the  block  bearing  upon  the  inside  faces  of  the  slot.  The 
term  is  nsed  to  distinguish  it  from  the  box  link  (q.v.). 

Open  Xouth. — A  punch  or  punching  bear  is  open-mouthed,  when  both 
sides  and  front  are  free  for  the  insertion  of  the  work,  as  distinguished 
from  close  mouth  (q.v.).  Used  more  especially  for  the  punching  of 
plates. 

Open  Pattern. — A  skeleton  pattern  (q.v.). 

Open  Pig. — Pig-iron  having  a  larg-ely  crystalline  structure,  this  being  a 
characteristic  of  the  soft  irons  rich  in  carbon,  or  the  Nos.  1,  2,  and  3 
foundry  pigs. 

Open  Pit. — See  Foundry  Pit 

Open  Bods — See  Grossed  Bods. 

Open  Safety  Valve. — One  which  is  not  a  lock-up  valve. 

Open  Sand. — A  foundry  mould  has  in  most  cases  a  top  covering  of  sand, 
and  is  therefore  enclosed  on  all  sides.  But  in  very  rough  castings  this 
top  is  often  dispensed  with,  and  the  casting  is  then  said  to  be  made  in 
open  sand.    The  surface  is  necessarily  extremely  rough  and  uneven. 

Open-topped  Furnace. — The  older  form  of  blast  furnace  in  which  the 
waste  gases  were  allowed  to  escape  into  the  atmosphere.  Open-topped 
furnaces  now  chiefly  linger  in  Scotland  and  South  Staffordshire. 

Open- webbed  Girder. — A  lattice  Girder  (q.v.). 

Opposite  Angles. — A  term  given  to  rolled  iron  bars  whose  section  is  that 
of  a  double  angle  iron,  the  parallel  flanges  being  set  off  on  opposite 
faces  of  the  central  web. 

Order  Number. — In  larjre  factories  it  is  necessary,  in  order  to  avoid 
confusion  in  the  charging  of  time,  to  give  to  each  job  or  order  its  special 
number,  by  which  alone  it  is  known  and  distinguished  from  all  others. 
But  to  avoid  the  inconvenience  of  very  high  numbers  the  custom  is  to 
class  them  in  sets  under  the  letters  of  the  alphabet,  in  other  words  to 

give  to  A  a  thousand  numbers,  Al,  A2,  A3,  &c,  then  to  take  B,  Bl, 
2,  &c,  up  to  its  thousand,  and  so  on.  These  are  called  the  order 
numbers,  and  their  employment  both  saves  time  and  facilitates  refer- 
ence at  a  future  period. 

Ordinates. — Lines  drawn  at  right  angles  from  either  axis  of  a  conio 
section  to  the  circumscribing  circle. 

Ore. — Metals  in  their  crude  condition  as  found  naturally  associated  with 
earthy  matter  or  gangue.    Ore  is  sometimes  called  mine. 

Orifices. — Commonly  applied  to  the  openings  in  the  sides  of  vessels  from 
which  liquids  are  permitted  to  issue. 

Orthographic  Projection.— See  Projection. 

Oscillating  Cylinder. — A  steam  engine  cylinder  suspended  upon  hollow 
trunnions  and  oscillating  thereon,  so  that  the  piston  rod  and  cylinder 
accommodate  their  motion  to  that  of  the  crank  at  all  parts  of  the  revolu- 
tion. The  trunnions  are  made  hollow,  and  furnished  with  ports  for  the 
passage  of  the  steam. 

Oscillating  Engine. — A  marine  engine  furnished  with  oscillating  cylinders 
(q.v.).  It  is  a  direct-acting  engme  and  occupies  but  little  space,  and  is 
especially  adapted  for  paddle  steamers,  but  for  screw  propulsion  it  has 
been  almost  entirely  superseded  by  the  more  modern  compound  engines 
of  the  inverted  cylinder  type. 

Oscillating  Stresses,   or  Alternate    Stresses,— Are    those  by  which 
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structures,  or  the  members  of  structures  are  placed  alternately  in  tension 
and  compression,  as  for  example  in  counterbraced  structures,  subject  to 
alternate  moving  loads.  The  conclusions  deduced  from  the  experiments 
of  Wohler  in  this  direction  show  that  when  a  bar  is  subject  to  these 
oscillations  in  stresses,  the  total  stress  on  the  bar  is  equal  to  their  sum, 
that  is,  supposing  a  tensile  stress  of  two  tons,  and  a  compressive  stress  of 
two  tons,  alternately  applied,  thejequivalent  is  a  total  stress  of  four  tons. 

Oscillation,  Centre  of. — See  Centre  of  Oscillation. 

Ont  and  Out.— See  Over-all. 

Outdoor  Foreman. — A  man  whose  duty  consists  in  taking  general  super- 
vision of  repair  works  and  the  erecting  of  work  sent  out  from  the  shops. 
He  is  expected  to  give  estimates  or  to  furnish  the  necessary  data  for  the 
giving  of  estimates  by  the  firm,  to  follow  the  work  through,  and  to  be 
generally  responsible  to  his  employers  for  the  proper  carrying  through 
of  the  same. 

Ont  of  Gear. — Wheels  are  said  to  be  out  of  gear  when  their  teeth  are 
disengaged  from  one  another,  either  in  consequence  of  being  drawn 
backwards  until  their  points  clear,  or  endways  until  their  flanks  are 
no  longer  in  contact. 

Ont  of  Truth. — A  shop  term  signifying  inaccuracy  of  work.  A  winding 
piece  of  board  or  metal,  or  a  wobbling  or  eccentric  piece  of  lathe  work, 
is  said  to  be  out  of  truth. 

Outside  Caliper. — See  Caliper. 

Outside  Crank. — An  engine  crank  which  occupies  a  position  on  the 
outside  of  the  crank  shaft  bearing  or  bearings. 

Outside  Cylinders. — Locomotive  cylinders  placed  outside  the  framing  and 
connected  to  pins  on  the  driving  wheels. 

Outside  Fire  Box. — That  portion  of  a  locomotive  boiler  which  encloses 
the  actual  or  inside  fire  box  (q.v.)  and  which  presents  a  large  water 
surface  therefore  to  the  action  of  the  fire. 

Outside  Gouge. — A  firmer  gouge,  so  called  because  the  bevel  is  ground 
upon  the  outside  or  rounding  face. 

Outside  Lap,  or  Steam  Lap. — Lap  (q.v.)  given  to  a  slide  valve  on  the  out- 
side edges  as  distinguished  from  exhaust  lap  (q.v.).  The  amount  of 
outside  Jap  is  a  measure  of  the  ratio  of  expansion  01  the  steam,  an  early 
cut-off  implying  a  high  ratio  of  expansion. 

Outside  Screw  Tools. — Chasers  (q.v.)  or  comb  tools,  used  for  cutting  or 
chasing"  external  screws  in  the  lathe. 

Out  Stroke. — The  forward  stroke  of  a  gas  engine  piston,  that  is,  in  a 
direction  away  from  the  ignition  chamber.  It  is  produced  by  the 
explosion  of  tine  gaseous  charge. 

Outward  Flow  Turbine. — See  Turbine. 

Oval. — An  egg-shaped  figure,  the  curves  of  whose  ends  are  unequal. 

Oven  Coke,  or  Hard  Coke. — The  hard  coke  produced  by  the  distillation 
of  coal  in  ovens,  Of  the  latter  there  are  several  kinds  in  use,  the 
Appolt,  Coppee,  Carves,  and  Pemolet.  It  differs  from  the  gas  coke  of 
the  gas  works  in  being  distilled  at  so  high  a  temperature  that  the 
gaseous  hydrocarbons  are  partially  decomposed  and  deposit  their 
carbon  in  the  coke.  Its  value  depends  upon  its  hardness  and  density 
and  richness  in  carbon,  and  it  is  employed  for  the  melting  of  metal  in 
the  cupola,  for  which  gas  coke  would  be  unsuitable. 

Over-all. — A  common  term  in  the  workshop  signifying  an  outermost 
dimension  embracing  the  utmost  extent  of  the  dimension.  Out  and 
out  is  an  equivalent  term. 
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Overblow. — See  Afterblow. 

Overflow  Valve. — Any  valve  by  which  surplus  liquid  is  allowed  to  run 
away.    Overflow  valves  occur  in  injectors  and  tanks. 

Overhanging  Cylinders. — Engine  cylinders  which  are  bolted  to  the  ends 
of  their  bed  plates  instead  of  upon  their  faces.  The  advantage  claimed 
is  the  lowering  of  the  piston  rod  centre  and  the  shortening  of  the 
foundation  for  the  bed. 

Overhanging  Pulley. — A  pulley  which  is  attached  to  the  overhanging 
portion  of  an  overhanging  shaft  (q.v.). 

Overhanging  Shaft. — An  end  portion  of  a  shaft  which  projects  beyond 
its  bearing,  being  supported  therefore  in  one  direction  only. 

Overhauling. — The  pulling  down  of  the  slack  of  a  hoisting  chain.  To 
effect  this  it  is  necessary  to  attach  a  pear  weight  (q*v*)  or  a  balance 
ball  (q.v.)  to  the  end  of  the  chain  next  the  hook.  Where  a  snatch 
block  is  used,  its  own  weight  is  usually  sufficient  to  effect  the  over- 
hauling of  the  chain. 

Overhead  Crank. — The  crank  of  a  vertical  engine,  the  cylinder  being 
lowermost,  to  distinguish  it  from  an  inverted  cylinder  engine. 

Overhead  Gear. — See  Pit-Head  Gear. 

Overhead  Traveller,  or  Overhead  Travelling  Crane. — Usually  consists 
of  a  crab  mounted  on  a  gantry  and  worked  either  by  hand  or  steam. 
When  a  crane  is  used  the  term  gantry  crane  (q.v.)  is  more  properly 
applied  to  it.  When  a  crab  is  worked  by  steam  the  engine  may  be 
either  mounted  on  the  crab  itself  or  both  the  crab  and  gantry  may  be 
driven  through  rope  gearing  from  a  source  of  power  situated  below, 
and  at  a  distance  therefrom.  The  advantage  of  overhead  travellers  is 
that  they  leave  a  clear  space  for  working  underneath,  and  travel  up 
and  down  and  across  the  shop  without  interfering  with  the  operations 
on  the  floor.  The  gantry  truss  is  carried  on  girders  or  beams  at  each 
side  of  the  building. 

Overhead  Travelling  Crane. — See  Overhead  Traveller. 

Overheating. — (1)  Causes  iron  and  steel  to  become  burnt.  The  over- 
heating may  be  produced  by  a  brief  exposure  to  a  white  heat  or  by  a 
lengthy  exposure  to  a  lower  t  xnperature.  (2)  The  overheating  of  boiler 
plates  is  due  to  the  accumulations  of  sludge,  or  of  incrustation  within, 
or  to  insufficient  supply  of  water.  The  effect  of  overheating  is  to  soften 
the  plates,  which  tnen  become  bulged  or  fractured  by  the  internal 
pressure. 

Over  Lap. — The  overlap  of  plates  is  the  amount  by  which  one  rivetted 
plate  extends  over  the  other.  The  overlap  of  riveted  plates  should  be 
such  that  the  distance  from  the  edge  of  the  rivet  holes  to  the  edge  of 
the  plate  should  not  be  less  than  the  diameter  of  the  rivets. 

Overlap  Joint. — A  riveted  joint  of  boiler  or  similar  plate  in  which  the 
edges  of  the  plates  overlap  to  an  amount  sufficient  for  the  reception  of 
the  rivets.    This  is  the  reverse  of  a  butt-riveted  joint. 

Overpoled. — See  Poling. 

Overpressure. — The  pressure  of  steam  in  a  boiler  beyond  that  which  it  is 
designed  to  sustain.  It  is  of  course  a  relative  term,  depending  on  the 
capability  of  each  boiler  itself,  so  that  while  140  or  150  pounds  would 
not  be  overpressure  in  a  new  boiler  of  the  locomotive  type,  40  or  45 

Sounds  would  be  overpressure  in  a  Cornish  or  Lancashire  boiler  of  bad 
esign  and  improperly  stayed.  Overpressure  follows  from  overloading 
of  the  safety  valve,  or  sticking  of  the  valve,  and  from  the  giving  way 
of  weak  sections  of  the  boiler,  too  weak  to  withstand  the  ordinary  or 
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the  sadden  strains  to  which  they  are  subjected,  as  seams,  rings, 
seatings,  stays,  &c. 

Over-ramming. — Hard  Ramming  (q.v.). 

Over-running. — Refers  to  the  case  of  the  unequal  Telocity  ratio  of  driving 
and  driven  wheels.  Thus,  if  the  force  of  momentum  generated  by  the 
revolution  of  a  driven  wheel  exceeds  that  generated  in  the  driving 
wheel  the  former  will  overrun  the  latter  instead  of  being  controlled  by 
it.  Over-running  is  due  to  extreme  and  rapid  variations  in  the  driving 
force  exerted. 

Over-riding. — Riding  (q.v.). 

Overshot  Wheel — A  water  wheel  which  is  turned  by  the  gravity  or 
weight  of  the  water  emptying  itself  into  buckets  at  the  top  of  the 
periphery. 

Overtime. — All  time  worked  over  the  specified  nominal  number  of  weekly 
hours.  Sometimes,  in  balancing  up,  each  day's  time  is  taken  distinct 
from  that  of  any  other  day,  but  commonly  the  whole  week's  account  is 
taken,  so  that  the  advantage  of  overtime  worked  on  any  one  day 
is  sacrificed  by  time  lost  on  another.  Overtime  is  always  paid  for  at  a 
higher  rate  than  the  ordinary,  usually  at  an  advance  of  twenty -five 
per  cent.,  or  as  the  men  say,  "  time  and  a  quarter."  For  working  all 
night,  fifty  per  cent,  more  is  commonly  paid,  while  for  very  urgent 
work,  as  Sunday  labour,  breakdowns,  &c,  from  fifty  to  a  hundred  per 
cent. 

Ox  GalL — Is  used  by  draughtsmen  to  impart  fluidity  to  their  colours. 

Ox  Hides. — The  best  leather  belting  and  laces  are  made  from  ox  hide 
tanned  with  oak  bark,  the  chief  supply  coming  from  America. 

Oxidation. — The  chemical  combination  of  certain  of  the  elementary 
bodies  with  oxygen  gas  in  the  presence  of  water.  Its  effects  are  of 
vast  interest  to  the  engineer  from  the  part  which  oxygen  plays  in  the 
processes  of  the  blast  furnace,  the  processes  of  manufacture  of  wrought 
iron  and  Bteel,  the  preservation  of  iron  work,  the  mixing  of  alloys,  the 
itnAfag  of  rust  joints,  &o.  All  the  metals  used  by  engineers  are  directly 
oxidisable. 

Oxide. — The  directproduet  of  oxidation  (q.v.).  The  metallic  ores  are 
chiefly  oxides.  The  presence  of  oxides  prevents  the  making  of  welded 
and  soldered  joints,  henoe  the  addition  of  substances  to  unite  with,  and 
flux  off  the  oxides.  Oxides  in  metals  in  small  quantities  are  a  source  of 
weakness. 

Oxygen. — Symbol,  O.  Combining  weight,  16.  The  vital  element  in 
the  atmosphere.  Its  presence  is  essential  to  combustion  and  it  enters 
into  combination  with  the  carbon  in  fuel  to  produce  heat  in  furnaces. 
In  union  with  metals  it  forms  oxides. 

Oyster  Shells. — Sometimes  used  as  a  flux  in  iron  melting  in  the  cupola,  ia 
place  of  limestones. 


p. 

w. — The  Greek  letter  Pi,  which  is  used  to  denote  the  relation  of  circum* 

ferenoe  to  diameter  =  3*14159. 
Packing. — (1)  The  material,  hempen,  metallic,  or  otherwise  which  is 

enclosed  in  a  stuffing  box  (q.v.)  for  the  purpose  of  rendering  the 
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moving  rod,  steam  or  water  tight.  (2)  The  act  or  process  of  insertion 
of  packing  material.  (3)  Blocking  (q.v.).  (4)  Leathers  (q.v.)  are 
termed  packings. 

Packing  Case. — All  except  the  largest  and  roughest  metal  and  timber 
work,  is  enclosed  in  packing  oases  before  it  leaves  the  yard  for  delivery. 
The  cases  are  made  of  spruce  deal,  of  about  6*  ins.  X  1  in.  scantling, 
nailed  with  battens,  and  banded  with  hoop  iron.  For  foreign  transit 
the  joints  of  the  oases  are  lined  with  canvas  cemented  with  marine 
glue.  Where  numerous  irregular-shaped  pieces  are  enclosed  in  a  case, 
they  are  prevented  from  shifting  by  bars,  stays,  or  blocks  of  wood 
placed  crosswise  in  the  box.  Packing-oase  making  is  a  speeial  occupa- 
tion and  a  department  of  the  carpentry. 

Packing  Piece. — A  plate  of  wood  or  metal  interposed  between  parts  to 
make  up  a  dimension  or  to  afford  a  base  for  the  attachment  of  a  bracket 
or  other  work.     See  Patch  Piece. 

Packing  Bing. — (1)  A  piston  ring  (q.v.).  (2)  A  ring  of  metal  introduced 
into  a  groove  on  the  back  of  an  equilibrium  slide  valve.  See  Equilibrium 
King.    (3)  Metallic  packing. 

Pad. — The  socket  of  an  ordinary  brace. 

Pad  Chuck. — A  square  hole  chuck  in  which  the  ordinary  brace  bits  are 
used,  the  square  hole  or  socket  being  of  the  same  size  as  that  in  the 
brace. 

Paddle. — A  flat  tool  employed  by  puddlers,  for  spreading  the  substances 
used  in  coating  or  fettling  the  puddling  furnace,  over  the  bottom. 

Paddle  Shaft. — The  shaft  which  carries  the  paddle  wheels  of  a  steamer  and 
which  is  driven  directly  by  the  engine  cranks. 

Paddle  Wheel. — A  wheel  which  propels  a  steamer  by  means  of  the  resistance 
offered  by  the  water  to  float  boards  arranged  round  its  periphery  and 
revolving  with  the  wheel.  A  paddle  wheel  is  hung  on  each  end  of  the 
paddle  shaft,  which  shaft  is  cranked  and  moved  directly  by  the 
connecting  or  piston  rods  from  the  engine  cylinders.  Paddle  wheels  are 
either  of  the  radial  (q.v.)  or  feathering  float  (q.v.)  types. 

Pad  Saw,  or  Keyhole  Saw. — A  small  narrow  saw  which  slides  within  a 
hollow  handle  or  pad,  and  is  seoured  in  place  by  two  set  screws.  Used 
for  sawing  curves  of  small  radius,  ana  holes  in  the  central  portions 
of  work. 

Paint. — All  ironwork  is  painted  to  preserve  it  from  rust.  Before  inspection 
it  is  only  brushed  over  with  linseed  oil.  Afterwards  with  three  coats  of 
ordinary  lead  or  other  paint.  Chains  are  painted  with  hot  coal  tar,  the 
chains  being  usually  heated  in  a  stove  or  over  a  clear  Are  before  the 
application  of  the  tar.  For  bright  work  pure  white-lead  paint,  or 
tallow,  or  patent  composition  is  used.  See  also  Bituminous  Paint, 
Iron  Oxide  JPaint,  Silicate  Paint. 

Painting. — The  application  of  any  coating  or  preservative  preparation  to 
the  surface  of  work  is  designated  painting.  Thus  foundry  loam  moulds 
are  painted  with  black- wash,  castings  are  painted  with  preservatives 
against  corrosion,  and  lubricants  are  painted  over  broad  surfaces. 
"Wheel  teeth  are  painted  with  anti-friction  mixtures,  the  waiters  of 
Boots  blowers  are  painted  to  ensure  smoothness  of  motion,  &c 

Pale  Oils.— See  Clear  Oils. 

Pallets. — (1)  Square  or  circular  vessels  used  by  draughtsmen  for  rubbing 
and  mixing  colours  (see  Square  Tile,  Wheel  Slope,  and  Cabinet  Nest). 
(2)  The  plates  of  a  chain  pump  (q-vj. 

Pane,  Pean,  Peon,  Pein,  or  Pane.— The  smaller  or  narrower  end  of  a 
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hammer  head.  It  is  termed  a  ball  pane  when  it  is  spherical  in  form, 
cross  pane  when  in  the  form  of  a  narrow  round-edged  ridge  placed  at 
right  angles  with  the  axis  of  the  shaft,  straight  pane  when  a  ridge  of 
the  same  character  runs  longitudinally. 

Panel. — (1)  The  central  thinner  or  recessed  portion  of  a  piece  of  work. 
Generally,  a  plain  recess.    (2)  A  bay  (q.v.). 

Panel  Gauge. — A  marking  gauge  for  wood,  but  longer  than  the  ordinary 
bench  gauge,  being  as  much  as  18  ins.  or  20  ins.  long.  So  called 
from  its  use  in  gauging  the  widths  of  panels.  It  is  used  for  all  stuff 
over  8  ins.  or  10  ins.  in  width. 

Panel  Machine. — A  machine  for  planing  up  thin  timber  of  small 
dimensions.    Also  called  panel  planing  machine. 

Panel  Saw. — A  small  hand  saw  26  ins.  or  less  in  length,  and  containing 
from  seven  to  ten  teeth  per  inch.  It  is  used  chiefly  for  cutting  the 
shoulders  of  halvings  and  tenons,  and  for  light  work  generally. 

Pan-head  Kivet. — A  rivet  the  form  of  whose  head  is  that  of  the  frustrum 
of  a  cone,  or  of  a  pan  inverted. 

Pantagrapn. — An  instrument  used  for  copying  drawings  either  to  an  en- 
larged or  to  a  reduced  scale.  It  consists  of  four  rods  jointed  in  pairs 
with  knuckle  joints,  and  a  fixed  point,  a  tracer,  and  a  drawing  point. 
The  relative  positions  of  the  rods  are  arranged  by  means  of  thumb- 
screws set  in  certain  holes  in  the  two  pairs,  and  the  fixed  point  is  set  in 
a  board  or  table ;  the  tracer  is  passed  over  the  original  drawing,  and  the 
drawing  point,  or  pricker,  describes  the  copy. 

Pap. — A  short  pin  or  stud  forming  a  projection  on  a  casting  which  has  to 
be  turned,  and  which  without  it  could  not  conveniently  be  chucked.  It 
is,  therefore,  a  chucking  or  centring  piece  simply,  and  being  such,  is 
cut  off  after  its  purpose  is  fulfilled. 

Paper  Joint. — A  mode  of  temporary  jointing  employed  by  pattern-makers. 
In  works  of  a  circular  character,  such  as  gear-wheels,  which  are  built 
up  in  segments  on  a  face  chuck,  the  first  course  of  segments  is  glued, 
not  directly  to  the  plate,  but  to  an  intermediate  thickness  of  paper,  the 
paper  being  laid  down  underneath  the  meeting  of  the  end  joints.  This 
when  set  dry  and  hard  is  sufficient  to  retain  the  segments  in  place 
during  turning,  but  when  the  work  is  done  the  entire  ring  is  readily 
lifted  from  the  plate  without  splitting  of  the  wood,  the  paper  dividing 
and  tearing  through  the  centre  of  its  substance. 

Paper  Scale. — A  scale  used  by  draughtsmen,  made  of  a  slip  of  thick  paper. 
These  are  sold  singly,  or  in  sets  of  a  dozen  each.  Each  slip  has  one 
edge  only  marked  out,  and  that  with  a  single  scale,  and  fully  divided. 
They  are  preferred  by  many  to  the  ordinary  wood  scales  for  this  reason, 
and  also  because  of  their  flexibility,  by  virtue  of  which  they  can  be 
carried  round  curved  lines.  The  objection  to  their  use  is  that  they 
become  dirty,  and  if,  on  the  other  hand,  they  are  varnished  to  preserve 
them  clean,  they  shrink. 

Paper  Weight. — Flat  paper  weights  are  used  in  drawing  offices  for  hold- 
ing drawings  open. 

Parabola. — A  section  of  a  cone  taken  parallel  with  its  side. 

Parabolic  Girder. — A  form  of  bow-string  girder,  the  outline  of  whose 
bow  is  that  of  a  polygon  inscribed  in  a  parabola.  Used  on  bridge 
work. 

Parabolic  Governor. — A  governor  (q.v.)  in  which  the  points  of  suspension 
are  so  adjusted  relatively  to  the  length  of  the  arms  that  the  path 
described  bv  the  balls  is  approximately  that  of  a  parabola.    Governors 
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of  this  class  are  extremely  sensitive,  and  are  known  as  crossed-arm 
governors. 

Parallel  Fence. — A  fence  (q.v.)  which  stands  rigidly  at  right  angles  with 
the  saw- table/as  opposed  to  a  canting  fence,  which  can  be  altered  to  an 
angle.    Most  fences  are  made  movable  for  both  kinds  of  sawing. 

Parallel  File,  or  Bead  Parallel  File. — A  file  in  which  there  is  no  taper 
whatever  lengthways. 

Parallel  Forest. — Forces  which  act  in  parallel  lines.  Their  resultant  is 
equal  to  their  algebraical  sum,  an£  the  point  at  which  their  resultant 
acts  is  called  the  centre  of  forces. 

Parallel  Iron. — A  plane  iron  of  parallel  thickness  throughout.  The  ad- 
vantage of  its  use  is  that  the  mouth  of  the  plane  is  not  increased  in 
width  by  the  wearing  backwards  of  the  iron,  as  in  the  ordinary  taper 
form. 

Parallel  Lines. — Parallel  lines  are  lines  which  are  in  the  same  plane,  but 
which  if  produced  to  infinity  would  never  meet. 

Parallel  Kotion. — A  series  of  levers  employed  for  the  purpose  of  adapting 
the  curved  movement  of  the  end  of  the  beam  in  a  beam  engine  to  the 
rectilinear  motion  of  the  piston  rod.  There  are  several  such  arrange- 
ments in  use.  See  Back  Link,  Main  link,  Parallel  Point,  Parallel 
Bod,  Radius  Bod. 

Parallelogram. — A  plane  quadrangular  or  four-sided  figure,  whose  oppo- 
site sides  are  parallel  and  equal. 

Parallelogram  of  Forces. — This  is  a  principle  of  the  utmost  importance  in 
mechanics,  and  is  constantly  employed  in  calculating  the  strains  on 
different  members  of  built-up  and  braced  structures.  It  may  be  stated 
thus : — If  the  magnitude  and  direction  of  any  two  forces  acting  upon  a 
point  be  represented  by  two  lines,  and  if  tne  parallelogram  of  which 
these  lines  form  two  sides  be  completed  by  two  other  lines  equal  and 
parallel  with  the  first,  then  the  diagonal  of  the  parallelogram,  which 
passes  through  the  point  where  these  forces  act,  wul  represent  the  mag- 
nitude and  direction  of  the  resultant. 

Parallel  Point. — That  point  or  centre  in  the  arrangement  of  levers  for 
parallel  motion  (q.v.}  in  which  the  motion  first  becomes  rectilinear. 

Parallel  Print — A  print  (q.v.)  whose  sides  are  parallel  instead  of  being 
tapered  in  the  usual  manner.  Prints  are  parallel  when  they  are  circular 
and  mould  sideways,  since  the  curve  of  the  circle  itself  then  gives  suffi- 
cient taper  for  delivery. 

Parallel  Bod. — The  rod  which  connects  the  main  and  back  links  (q.v.), 
in  the  arrangement  known  as  parallel  motion. 

Parallel  Bnle. — (1)  A  double  rule  employed  by  draughtsmen.  Diagonal 
and  parallel  jointing  strips  of  metal  maintain  the  blades  parallel  with 
each  other  in  all  positions.  Parallel  lines  are  oftener  marked  without  its 
aid  by  holding  the  stock  of  the  T-square  against  an  edge  of  a  drawing 
board  and  sliding  a  set-square  along  the  edge  of  the  blade,  marking 
lines  therefrom  at  the  distances  required.  (2)  A  common  form  of 
parallel  rule  is  that  in  which  a  roller  is  inserted  in  the  body  of  the  rule 
running  in  bearings  therein.  The  lower  edge  of  the  roller  stands 
just  perceptibly  beyond  the  face  of  the  rule,  so  that  it  carries  the  rule 
over  the  paper  on  the  principle  of  the  ordinary  round  ruler. 

Parallel  Shank. — See  Shank. 

Parallel  Strips.— "Winding  stripe  (q.v.). 

Parallel  Vice. — A  vice,  the  surfaces  of  whose  jaws  always  retain  a 
parallel  position  in  relation  to  each  other,  no  matter  what  the  width  of 
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opening  may  be,  which  is  not  the  ease  in  the  ordinary  hinged  or  tail 
vices.  Parallel  vices  are  used  chiefly  in  the  fitting  shops  for  the  better 
classes  of  work. 

Faring  Chisel. — A  long  paring  tool  similar  to  the  ordinary  chisel,  but 
about  twice  the  length  of  the  firmer  tool.  Patternmakers  use  these  to 
the  almost  entire  exclusion  of  the  others,  as  being  more  convenient  for 
their  special  work.  Paring  chisels  are  seldom  driven  with  the  mallet, 
but  actuated  by  hand  pressure  alone.  They  are  made  in  widths  ranging 
from  J  in.  to  2  ins. 

Paring  Gouge. — A  long  paring  tool  differing  from  the  ordinary  firmer 

gouge  in  its  increased  length,  and  in  being  ground  on  the  inner  curve, 
enoe  called  an  inside  gouge.  These  tools  are  not  driven  with  the 
mallet,  but  with  the  hand  only.  They  range  from  \  in.  to  2  ins.  in 
width,  and  are  used  by  patternmakers  chiefly,  for  cutting  the  various 
curved  outlines  of  their  work. 

Paring  Tools. — All  tools  which  act  by  splitting,  or  which  remove  the 
fibres  in  a  direction  approximately  parallel  with  their  cutting  faces. 
Chisels,  gouges,  planes,  axes,  and  took  for  metal  turning  and  planing 
generally,  may  be  classed  as  paring  tools.  Patternmakers'  long  chisels 
and  gouges  are  specifically  called  also  paring  tools,  to  distinguish  them 
from  the  short  or  firmer  tools  (q.v.). 

Part. — One  of  the  sections  with  which  a  moulding  box  is  built.  See 
Flask,  Top,  Bottom,  and  Middle  Parts,  Three- part  box,  Cope, 
Drag,  &o. 

Parting. — (1)  The  sand  joint  between  two  contiguous  moulding  boxes 
or  flasks  (q.v.).  (2)  The  process  of  making  the  joint.  (3)  The  act  of 
separating  the  different  box  parts. 

Parting  line. — The  joint  line  of  a  pattern.  It  may  be  marked  upon 
the  pattern,  but  in  most  oases  has  no  actual  existence  upon  that, 
only  signifying  the  parting  or  joint  made  by  the  moulder  on  tlio 
face  of  the  sand  itself.  The  parting  line  may  be  in  a  true  plane,  or 
its  outline  may  be  uneven,  irregular,  and  undulatory  in  character, 
depending  altogether  on  the  outline  of  the  pattern. 

Parting  Bing. — A  heavy  ring  of  cast  iron  by  which  the  parting  of  loam 
moulds  is  effected.  A  joint  being  made  as  required  on  any  portion  of 
a  loam  mould,  parting  sand  is  strewn  over,  and  the  ring  laid  upon  it. 
On  the  upper  face  of  the  ring  the  remaining  courses  of  bricks  are 
built  and  the  loam  struck.  The  upper  portion  of  the  mould  can  there- 
fore be  lifted  from  the  lower,  by  means  of  lugs  on  the  ring,  and  after- 
wards replaced  in  the  same  position  when  ready  for  casting. 

Parting  Sand. — Sand  employed  in  iron  foundries  for  scattering  over  the 
parting  surface  in  order  to  effect  a  complete  separation  between  the 
joints  of  a  mould.  It  consists  of  burnt  sand  scraped  off  the  surfaces  of 
castings,  is  loose,  and  non-adhesive  in  character ;  or  baked  new  sand, 
or  powdered  brickdust,  or  similar  dry  material  is  used.  By  its  use  the 
sand  in  the  top  and  bottom  flasks  is  prevented  from  mingling,  and  the 
parting  surface  is  unbroken.  The  layer  of  sand  does  not  exceed  i^th  in. 
in  thickness,  and  it  is  dusted  over  by  the  hand,  and  blown  away  from 
the  pattern  edges  with  bellows. 

Parting  Surface. — The  surface  of  a  moulder's  sand  joint  which  corres- 
ponds with  the  parting  line  (q.v.). 

Parting  Tool. — A  tool  for  metal  and  wood  turning,  used  for  cutting  or 
parting  off  work  in  the  lathe.  It  is  narrow,  deep,  square  across  the 
end,  and  the  width  tapers  slightly  backwards  in  order  that  it  shall 
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deal  itself  in  the  cut,  that  is,  shall  not  rub  against  the  sides  of  the 
metal  which  it  divides,  and  so  set  up  unnecessary  friction. 

Passages. — The  steam-ways  of  a  cylinder,  embracing  both  ports,  and 
exhaust. 

Passes. — The  passing  and  re-passing  of  malleable  iron  or  steel  bars, 
through  the  rolls  of  rolling-mills.    See  Lost  Pass. 

Pasty. — The  pasty  condition  of  iron  is  that  which  is  intermediate  between 
the  solid  and  fluid  state.  All  irons  do  not  pass  through  the  pasty 
condition.  Grey  irons  pass  directly  from  the  solid  to  the  liquid  state, 
while  the  white  irons  go  through  the  intermediate  stage.  Hence  the 
former  are  used  for  the  finer  class  of  castings,  for  which  the  latter, 
would  be  unsuitable.  The  value  of  wrought  iron  is  due  chiefly  to  the 
readiness  with  which  it  can  be  made  to  assume  any  desired  outline 
while  in  a  pasty  condition. 

Patch. — A  plate  of  wrought  iron,  or  steel,  or  sometimes  of  cast-iron, 
riveted  or  bolted  to  broken  parts  for  purposes  of  repair.  Broken 
castings  are  sometimes  patched  in  this  way  in  preference  to  replacing 
them  with  new.  Boiler  plates  are  often  patched,  and  so  also  is  plated 
work  generally  which  has  been  injured  by  corrosion  or  accident. 

Patch  Piece,  or  Patch  Plate.— A  casting  bolted  to  wrought  iron  work  to 
form  the  base  for  the  attachment  of  another  casting,  the  patch  plate 
being  an  intermediary  to  facilitate  the  process  of  fitting-up  and  attach- 
ment.   It  may  be  considered  as  a  packing  piece. 

Patch  Plate.— See  Patch  Piece. 

Patent  Fuels. — These  consist  generally  of  small  coal  mixed  with  a 
cementing  farinaceous  or  resinous  substance,  pressed  into  brioks  and 
dried.    They  are  used  only  where  storage  space  is  a  consideration. 

Path  of  Contact. — The  path  described  by  the  faces  and  flanks  of  wheel 
teeth  mutually  engaged. 

Pattern. — A  model  or  a  counterpart  of  a  piece  of  work.  As  commonly 
understood,  the  model  in  wood  or  other  material  from  which  a  founder 
makes  his  mould.  This,  called  the  pattern,  in  most  cases  constructed 
of  wood,  is  rammed  up  in  sand,  and  being  withdrawn,  leaves  its  exact 
impression  behind,  into  which  impression  the  metal  is  then  poured. 
Cores,  drawbacks,  &c,  have  to  be  provided  for  in  patterns. 

Pattern  Bench. — An  ordinary  carpenter's  or  joiner's  bench,  comprising 
top,  legs,  vice,  stop,  and  drawer. 

Pattern  Letters. — These  are  made  in  cast  lead,  tin,  or  brass,  and  fastened 
upon  plates  of  wood  from  which  the  actual  name-plates  (q.v.)  are  then 
cast. 

Pattemin airing. — That  section  of  engineering  devoted  to  the  making  of 
the  wood  patterns  or  models  for  foundry  use.  Patternmaking  not 
only  includes  the  actual  construction  of  patterns,  but  the  making  of 
full-sized  working  drawings  on  boards,  both  for  the  use  of  the  pattern 
shop  and  for  foundry  loam  work,  the  marking  out  of  cored  and  loam 
work  in  the  foundry,  the  setting  of  cores  in  moulds,  the  gearing  of 
mortice  wheels,  and  much  other  work  of  a  miscellaneous  character,, 
principally  in  connection  with  the  foundry. 

Pattern  Register. — A  book  in  which  a  record  is  kept  of  all  patterns,  and 
their  places  in  the  stores,  to  which  the  date  of  their  construction 
and  the  job  for  which  they  were  made,  together  with  other  useful 
memoranda  may  be  added. 

Pattern  Shop. — That  department  of  an  engineer's  works  in  which  the 
foundry  patterns  «re  constructed.    It  contains  the  usual  wood  benches. 
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common  to  carpenters'  shops,  sawing  stools,  and  such  machines  as  are 
suited  to  the  capacities  and  requirements  of  the  shop,  as  circular,  and 
band  saws,  panel  planing  machine,  or  general  joiner,  together  with  two 
or  three  lathes  of  different  sizes. 
Pattern  Stores. — These  stores  contain  the  foundry  patterns,  which,  haying 
been  sent  back  from  the  foundry  and  not  being  required  again  for 
immediate  use,  are  stored  away.  In  this  the  patterns  are  variously 
arranged  according  to  their  character  and  value.  Large  patterns  are 
placed  sometimes  in  open  sheds,  covered  in  at  the  top  but  exposed  to 
the  air  at  the  sides,  but  the  majority  are  placed  in  a  closed  building. 
The  smaller  ones  are  placed  on  shelves,  tne  larger  ones  laid  on  the 
floor  or  suspended  from  the  beams  or  rafters  overhead.  Standard 
patterns  which  are  in  frequent  request  are  placed  in  such  positions  that 
they  can  be  taken  out  more  rapidly  than  those  which  are  seldom  re- 

3 aired.  In  large  stores  an  attendant  is  regularly  employed  to  devote 
le  whole  of  his  time  to  their  storage,  and  a  register  is  also  kept  con- 
taining sundry  useful  particulars  of  their  date  of  construction,  purpose, 
place  of  storage,  &c. 

Pattern  Work. — See  Fatternmaldng. 

Paul,  or  Pawl. — (1)  The  finger  or  click  which  engages  with  a  ratchet 
wheel.  (2)  The  catch  which  fixes  a  turntable.  (3)  The  catch  or  dog 
which  'prevents  the  endlong  movement  of  a  crane  spindle  when  made 
for  single  and  double  gear.    See  Spring  Pawl. 

Paul  Feed,  or  Batohet  Feed. — The  feed  of  a  machine  effected  by  means  of 
a  paul  and  ratchet  or  small  cog  wheel.  The  feeds  of  planing  and 
shaping  machines  are  effected  by  means  of  pauls  actuating  the  feed 
screws. 

PawL — See  Paul. 

Pean. — See  Pane. 

Pear-tree.  {Tyrus  communis.) — Sometimes,  though  seldom,  used  in  the 
construction  of  patterns.  It  works  sweetly,  but  is  apt  to  warp  unless 
Very  well  seasoned.  Used  for  set-squares  and  French  curves.  Sp.  gr.  *73. 
A  cubic  foot  weighs  45  lbs. 

Pear  Weight. — A  weight  of  the  shape  indicated  by  its  name,  which  is 
attached  to  the  lifting  chain  of  a  crane  just  above  the  hook,  for  the  pur- 
pose of  overhauling  or  pulling  it  down  when  there  is  no  load  being 
lifted.  The  reason  for  its  employment  is  that  the  weight  of  the  chain 
itself  is  not  sufficient  to  overcome  its  own  friction  on  the  pulley  and 
the  inertia  of  that  portion  of  the  chain  which  passes  from  the  pulley  to 
the  barrel. 

Peasemeal. — This  is  used  in  the  finer  and  more  intricate  class  of  mould- 
ing as  a  fixing  for  the  blackening,  being  intermediate  between  the  black- 
ing and  the  sand.  In  large  ordinary  and  flat  moulds  the  blacking  is 
simply  sleeked  over  without  the  intervention  of  peasemeal. 

Pedestal. — A  plummer  block  (q.v.).    See  Horn  Plates. 

Peen. — See  Pane. 

2eg  and  Cup  Do  wells. — Patternmakers'  metallic  dowels,  consisting  of 
the  plain  male  and  female  portions  without  a  plate.  (See  Plate  Dowels.) 
The  peg  or  pin  is  provided  with  a  tapered  shank  or  prolongation  grooved 
circularly,  which  shank  is  driven  into  one  half  the  pattern,  and  the 
cupped  or  hollow  portion  is  also  ribbed  in  the  same  manner  and  driven 
into  the  opposite  half.  The  dowels  hold,  therefore,  in  the  wood  by  the 
friction  of  their  ribbed  surfaces.    They  are  made  in  brass. 

Pegging  Bammer. — A  rammer  with  a  small  rounded  head,  used  for  press- 
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Ing  sand  around  the  narrower  portions  of  patterns.    The  end  of  the 
handle  of  a  larger  rammer  is  often  employed  as  a  pegging  rammer. 

Pein. — The  pane  (q.v.)  of  a  hammer. 

Pendant  Bracket — A  hang-down  (q.v.)  bracket. 

Pendulum. — The  swinging  ball  and  stem  of  the  pendulum  form  of  governor 
is  oalled  the  pendulum. 

Pendulum  Governor. — A  governor  (q.v.)  consisting  of  a  pair  of  balls 
suspended  from  arms  whose  centre  is  at,  or  near,  the  centre  line  of  a 
vertical  axis  around  which  the  balls  rotate.  It  is  called  the  pendulum 
governor  because  the  time  of  a  revolution  is  affected  by  the  length  of 
the  axis  of  the  cone  just  as  the  time  of  oscillation  of  an  ordinary  pen- 
dulum is  affected  by  the  length  of  its  rod,  that  is,  the  time  of  a  revolu- 
tion varies  directly  as  the  square  root  of  the  height  of  the  cone. 

Pendulum  Hammer,  or  Monkey. — A  heavy  smith's  hammer,  suspended 
by  a  rope  from  a  beam  and  furnished  with  a  long  tail  or  handle,  by 
which  it  is  swung  to  and  fro  for  the  purpose  of  directing  blows  upon 
the  ends  of  large  bars  and  forgings  during  the  process  of  upsetting  (q.  v.) . 

Pene. — See  Fane. 

Pening. — Beating  over,  or  smoothing  over,  a  metallic  surface  with  the 
pane  or  pene  of  a  hammer. 

Penstock. — A  pentrough  (q.v.).  Also  applied  to  the  sluice  cocks  or 
hatches  of  large  size  which  regulate  the  flow  of  water  from  the  pen- 
trough,  or  which  close  the  entrance  to  dry  docks. 

Pentrough. — The  reservoir  above  a  water  wheel  which  supplies  the  water 
directly  to  the  wheel,  the  quantity  being  regulated  by  a  sluice. 

Percussion,  Centre  of. — See  Centre  of  Percussion. 

Perfect  Engine. — An  ideal  engine  which  can  have  no  existence  in  fact, 
but  the  theoretical  performance  of  which  it  is  convenient  to  assume  as  a 
standard  for  the  measurement  of  the  performances  of  actual  engines. 
A  perfect  engine  would  be  one  in  which  there  was  no  loss  of  heat,  or 
one  in  which  the  indicator  line  would  be  an  adiabatio  curve  (fjL.v.). 

Perforated  Pulley. — A  wrought-iron  or  steal  pulley,  which  is  honey- 
combed with  numerous  small  holes  perforated  through  the  plate  of 
which  it  is  composed,  and  through  which  the  air  escapes,  giving  the 
belt  closer  adhesion. 

Periphery. — The  surface  or  plane  of  the  circumference  of  a  cylinder. 

Permanent  Coupling. — Any  coupling  by  means  of  which  the  ends  of 
shafts  are  united  to  make  a  permanent  line,  being  the  reverse  there- 
fore of  a  disengaging  coupling  or  clutch. 

Permanent  Load. — A  Toad  which  is  constant  and  unvarying,  and  a  dead 
load,  as  the  weight  of  a  structure  itself,  or  a  load  imposed  thereon,  or 
both  taken  in  conjunction  as  distinguished  from  a  live  load  (q.v.),  or 
from  a  rolling  load  (q.v.) . 

Permanent  Bet. — That  amount  of  deflection  from  which  a  beam  or 
structure  is  unable  to  return  to  its  original  form,  but  which  remains 
constant.  The  term  is  used  in  contradistinction  to  that  bending 
underneath  a  load  from  which  a  structure  recovers  on  the  weight  being 
removed. 

Permanent  Way. — Includes  the  sleepers,  chairs,  rails,  fish-plates,  points, 
crossings,  &c,  of  a  line  of  railway,  as  opposed  to  the  temporary  lines 
of  rails  and  tramroads  laid  down  by  contractors. 

Permanent-way  Crane. — A  crane  used  as  an  accident  crane,  and  so  called 
because  made  to  run  on  the  permanent  way. 

Perpendicular. — Synonymous  with  vertical ;  that  is  a  line  which  stands 
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at  right  angles  with  the  surface  of  still  water  is  strictly  perpendicular. 
But  a  line  is  perpendicular  to  another  line  or  to  a  plane,  when  the  angles 
which  it  makes  therewith  are  equal,  that  is  right  angles,  no  matter 
what  position  the  base  line  or  plane  may  occupy  in  relation  to  the 
horizontal. 

Perpetual  Screw.— An  endless  screw  (q.v.). 

Persian  Drill. — See  Arohimedian  Drill. 

Perspective. — Is  used  only  occasionally  in  engineering  drawing,  and 
chiefly  to  assist  in  the  comprehension  of  a  drawing  which  presents 
some  difficulty.  A  knowledge  of  perspective  is  useful  also  in  preparing 
sketches  of  machines  for  engraving,  though  photography  has  generally 
supplanted  it. 

Pet  Cock. — An  ordinary  small  plug-cock  inserted  in  the  ends  of  steam 
cylinders  to  allow  of  the  escape  of  the  water  of  condensation  on  the 
starting  of  the  engine.  But  for  this  precaution  the  presence  of  water 
in  cylinders  having  little  clearance,  would,  owing  to  its  inoompresfti- 
bility,  be  a  source  of  danger,  leading  to  the  possible  blowing  out  of  the 
cylinder  ends. 

Petroleum  Engine. — A  gas  engine  in  which  petroleum  oil  is  fed  into  the 
combustion  chamber  and  ignited ;  its  action,  due  to  the  expansion  of 
the  vapour,  is  similar  to  that  of  coal  gas. 

Phoenix  Column. — A  built-up  column  made  of  four  or  more  segments 
united  by  outer  flanges  running  longitudinally. 

Phosphor  Brome. — An  alloy  composed  of  copper  and  tin,  to  which  a  little 
phosphorus  is  added.  It  owes  its  value  to  its  great  toughness  and 
tensile  strength,  its  tenacity  varying  from  twenty-two  to  thirty-three 
tons  per  square  inch.  It  is  now  very  largely  employed  in  bearings 
where  durability  is  required,  and  in  gearing  subjected  to  great  stress 
and  shock. 

Phosphor  Tin. — An  alloy  of  tin  and  phosphorus  which  has  been  used  with 
moderate  success  for  bearings. 

Phosphorus. — Symbol,  P.  Combining  weight,  30*96.  Enters  largely 
into  the  calculations  of  the  engineer  by  reason  of  its  influence  upon 
iron  and  brass.  In  wrought  iron  it  produces  cold  shortness,  its 
influence  being  very  decided  when  present  to  the  extent  of  76  per  cent. 
It  renders  steel  cold  short  and  valueless  for  cutting  purposes.  In  steel 
rails  it  should  not  exceed  *1  per  cent.  Its  separation  from  the  iron  in 
the  Bessemer  process  for  Bteel  making  is  accomplished  during  the  after- 
blow  (q.v.).  In  the  basio  process  the  phosphoric  anhydride  thus  formed 
enters  into  combination  with  the  lime  of  the  charge  to  form  phosphate 
of  lime.  The  effect  of  phosphorus  on  pig  iron  is  to  increase  its  fluidity 
and  hardness,  hence  phosphoric  pig  is  used  for  the  finer  sort  of 
castings.  If  present  in  cast  iron  to  the  extent  of  1*5  per  cent,  it  is 
injurious  to  its  tensile  strength.  Added  to  gun-metal  it  produces  a 
tough  alloy.    See  Phosphor  Bronze. 

Phototype. — A  drawing  made  from  another  drawing  by  a  species  of 
photography,  the  advantage  of  the  process  being  the  rapidity  with 
which  any  number  of  copies  all  precisely  alike  can  be  multiplied  and 
the  time  occupied  in  re-drawing  and  tracing  mostly  saved.  There  are 
three  kinds  ox  phototypes,  the  blue  line,  having  blue  lines  on  a  white 
ground ;  the  white  line,  with  white  lines  on  a  blue  ground ;  the  black 
line,  where  the  lines  are  black  on  a  white  ground.  For  making  blue- 
line  phototypes  a  printing  frame,  a  bath  containing  a  saturated  solu- 
tion of  yellow  prussiate  of  potash,  a  bath  of  hybbttchioxio  acid  composed, 
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of  about  one  part  of  acid  to  nine  parts  of  water,  and  two  baths  of  clean 
water  are  required.  The  tracing  or  drawing  to  be  printed  is  laid  face 
downwards  on  the  inside  face  of  the  glass  in  the  frame,  a  sheet  of 
prepared  copying  paper  is  then  laid  face  downwards  on  the  top  of  the 
tracing  or  drawing,  a  piece  of  felt  is  laid  on  that,  and  all  are  corn- 
fined  together  with  boards,  which  are  maintained  in  position  by- 
means  of  springs  and  bars  of  wood  (see  Printing  frame) .  The  frame  is 
then  swung  over  so  that  the  outer  face  of  the  glass  is  exposed  to  the 
light.  In  strong  sunlight  a  tracing  will  probably  require  from  half-a- 
minute  to  two  minutes,  and  a  drawing  abont  three  minutes,  but  pro- 
portionally longer  in  dull  weather.  The  best  way  to  tell  when  the 
phototype  is  taken  is  to  have  some  strips  out  from  the  drawing  or  tracing 
paper  on  which  the  drawing  or  tracing  is  made,  mark  some  black  lines 
upon  them,  gum  them  in  the  frame,  and  lay  some  strips  of  prepared 
paper  over  these,  and  then  at  the  end  of  every  minute  or  two  pull  one 
of  these  test  strips  out  and  put  it  into  the  yellow  prussiate  bath.  When 
the  phototype  is  finished  the  blue  lines  will  come  out  on  a  clear  yellow 
ground  colour  on  the  test  paper.  When  the  print  is  complete  the 
prepared  paper  is  taken  out  of  the  frame,  laid  face  downwards,  and  an 
edge  of  about  half-an-inch  in  width  turned  up  all  round.  It  is  then 
placed  face  downwards  in  the  yellow  prussiate  bath.  When  the  lines 
come  out  strong  like  those  on  the  test  paper  it  is  transferred  to  one  of 
the  water  baths  and  washed  well  by  drawing  it  rapidly  through  the 
water,  then  taken  to  the  acid  bath  and  covered  with  acidulated  water. 
A  blue  deposit  will  at  once  settle  on  the  print,  and  on  brushing  this  off 
with  a  soft  flat  brush  the  ground  colour  will  be  found  white.  It  is 
then  given  a  final  washing  with  a  soft  brush  in  the  last  water  bath,  and 
hung  up  to  dry.  White  line  phototypes  are  put  into  the  frame  in  the 
same  way,  but  they  take  much  longer  than  the  blue,  or  from  half -an  - 
hour  to  two  hours,  according  to  the  strength  of  the  light.  But  instead 
of  passing  the  print  through  the  yellow  and  blue  baths,  it  is  only 
washed  in  water  until  the  lines  come  out  on  the  blue  ground  colour. 
Black-line  phototypes  are  printed  in  the  same  way  as  the  white  lines. 
The  black  lines  are  seldom  used,  the  white  and  blue  coming'  out  best. 

Phytic. — Small  amounts  of  various  substances  added  to  bar  iron  used  for 
the  manufacture  of  steel  in  order  to  assist  in  the  elimination  therefrom 
of  sulphur,  phosphorus,  and  other  deleterious  ingredients.  Generally 
speaking,  also  any  substance  added  to  a  metal  or  alloy,  to  improve  it. 
Burnt  steel  is  sometimes  physicked. 

Picker,  or  Picker-out. — A  fine-pointed  steel  wire  used  for  withdrawing 
small  patterns  from  the  sand.  Lifting  screws  (q.v.)  are  used  for  the 
heavier  work. 

Picker-out. — See  Picker. 

Pioking-out. — The  lifting  of  light  patterns  from  the  mould  with  a 
picker  (q.v. J. 

Pickling. — (1)  A  process  by  which  the  outer  hard  skin  is  removed  from 
castings  before  they  are  operated  upon  by  files  or  cutting  tools.  Iron 
castings  are  pickled  in  sulphuric  acid  and  water,  brass  castings  in  nitric 
acid  and  water.  The  practice  is  not  much  resorted  to  except  in  the  case 
of  small  work.  (2)  The  immersion  of  sheet  iron  plates  used  in  the  manu- 
facture of  tin  plate  in  dilute  sulphuric  acid  contained  in  a  leaden 
trough,  by  which  all  oxide  is  dissolved  off. 

Piecework. — Work  done  by  contract  as  distinguished  from  day  work. 
The  practice  of  piecework  is  adopted  extensively  in  most  department* 
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of  engineering  except  in  patternmaking,  and  there  also  to  a  limited 
extent.  The  price  tor  work  is  usually  fixed  by  the  foreman  of  the 
department.  The  custom  is  for  a  chargeman  to  take  a  job  for  a  definite 
sum,  to  find  employment  for  the  men  whom  the  foreman  places 
with  him,  and  to  divide  the  balance,  if  any,  among  them,  reserving  a 
larger  share  for  himself  than  for  them,  by  reason  of  his  increased 
responsibility.  The  balance  is  not  paid  until  the  work  is  finished,  but 
each  man  takes  his  ordinary  wages,  together  with  overtime  if  worked, 
as  long  as  the  job  is  going  on.  If  there  is  a  deficiency,  the  custom 
varies  in  different  shops ;  in  some  the  deficiency  is  made  good  from  the 
first  subsequent  job  which  shows  a  balance,  in  others  each  job  is  con- 
sidered independently  of  every  other,  and  though  the  workman  may 
have  a  deficit  on  one,  if  he  makes  a  balance  on  the  next  he  reaps  the  full 
advantage  of  it.  But  a  man  rarely  suffers  actual  loss,  that  is,  receives 
less  than  his  usual  wages. 

Piecework  Note,  or  Contract  Note. — A  ]aaper  given  to  a  workman  who 
receives  a  job  to  be  done  at  a  definite  price.  It  contains  the  description 
of  the  job,  with  its  order  number,  price,  date  of  giving  out,  name  of 
man,  and  of  his  mate  or  mates ;  and  a  counterfoil  of  it  is  kept  by  the 
foreman  or  manager. 

Piercer. — A  vent  wire  (q.v.). 

Pig. — (1)  A  bar  of  cast-iron  of  D'StapeA  section,  and  weighing  about  a 
hundredweight.  So  called  because  when  run  from  the  smelting  furnace 
it  passes  through  a  large  intermediate  reservoir  called  the  sow,  from 
which  the  smaller  moulds  or  pigs  diverge.  See  Pig  Iron.  (2)  Lead  is 
cast  into  pigs  when  it  leaves  the  improving  furnace  (q.v.)  of  about  the 
same  weight  and  shape  as  pig-iron,  but  somewhat  natter.  (3)  Bars  of 
blister  copper  (q.v.)  are  termed  pigs. 

Pig  and  Ore  Process. — See  Siemens  Process. 

Pig  and  Scrap  Process. — See  Siemens-Martin  Process. 

Pig  Bed. — The  sand  bed  containing  the  moulds  into  which  pig-iron  is 
run  from  the  blast  furnace. 

Pip  Boiling,  or  Wet  Puddling. — That  form  of  puddling  in  which  the  iron 
is  purified  while  in  a  molten  condition,  in  a  reverberatory ,  or  a  revolving 
furnace.  A  layer  of  slag  upon  the  surface  protects  the  metal  from  the 
action  of  the  air,  and  the  aecarburization  is  effected  by  the  oxide  of 
iron  in  the  fettling  (q.v.)  and  in  the  scale  present.    See  App. 

Pig  Iron. — The  cast-iron  of  commerce.  It  is  classed  according  to  quality, 
number  one,  two,  three,  &c. ;  the  greyest,  softest  iron  being  at  the 
beginning,  and  the  hard  white  irons  at  the  end  of  the  list ;  one,  two  and 
three  are  foundry  pigs  specially,  being  most  suitable  for  castings,  while 
the  numbers  above  these  are  chiefly  employed  for  conversion  into 
wrought  iron.    See  Foundry  Pig,  and  Forge  Pigs. 

Pig-iron  Breaker. — A  machine  used  for  breaking  up  pig  iron  into  short 
lengths  for  remeltmg  in  the  cupola.  Blake's  machine  will  break  a  ton 
a  minute.  In  the  absence  of  a  machine,  pig  is  broken  either  with  a 
sledge  hammer,  or  by  throwing  the  bars  down  upon  the. angular 
edge  of  a  mass  of  iron  embedded  m  or  laid  upon  the  ground. 

Pig  Mould,  or  Casting  Pit.— The  receptacle  for  the  refined  iron  which  is 
topped  out  from  the  refinery  (q.v.).  It  consists  of  cast-iron  blocks 
rebated  and  luted  together  with  fire-clay,  and  in  communication 
with  the  refinery  through  a  plate.  It  rests  upon  a  cistern  of  brick- 
work, or  cast-iron,  through  which  a  current  of  cold  water  circulates 
in  order  to  cool  the  mould.    A  rib  is  often  left  in  the  bottom  of  the 
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mould  to  produce  a  line  of  weakness  in  the  plate  to  facilitate  its  break- 
ing up. 

Pig  Stack. — The  pile  of  pig  iron  in  stock  in  an  engineering  works. 

Pile. — (1)  The  fagot  of  puddled  bar  prepared  for  the  reheating  furnace. 
See  fagoting.  (2)  Squared  timber  driven  into  the  beds  of  streams, 
or  into  uncertain  and  marshy  ground,  to  form  the  foundations  of  bridges 
or  buildings.  The  point  of  the  pile  is  enclosed  in  iron,  and  the  head 
encased  with  an  iron  ring  to  prevent  splitting  of  the  wood.  See  also 
Screw  Pile. 

Pile  Cap. — A  beam  which  oonneots  the  heads  of  piles. 

Pile  Driver. — A  vertical  framework,  provided  with  guides  for  carrying 
a  descending  weight,  or  monkey,  which,  being  first  of  all  elevated  to 
the  top  of  the  framing,  is  allowed  to  fall  by  the  force  of  gravity  on  the 
head  of  the  pile.  Pile  drivers  are  worked  either  by  hand  or  by  steam, 
from  a  crab  winch. 

Pile  Hoop. — An  iron  band,  or  bond,  shrunk  on  the  head  of  a  pile  to 
prevent  splitting  of  the  timber  while  being  driven  in. 

Pile  Screw. — A  screw  used  for  the  bottoms  of  cast-iron  foundation  piles. 
The  screw,  usually  of  one  revolution  only,  and  oast  on  a  oentre-tapered 
core  or  cylinder,  is  run  into  the  soil  by  worm  gearing  from  above,  and 
becomes  the  attachment  for  the  upper  columns  or  piles. 

Pile  Shoo. — An  iron  point  with  straps,  fastened  to  the  driven  end  of  a  pile 
to  enable  it  to  penetrate  the  ground. 

Piling. — The  placing  of  iron  bars  in  pile.    See  Pile,  Fagoting. 

Pillar. — A  column  (q.v.). 

Pillar  Bolt. — Bolts  shaped  like  gland  bolts  (q.v.)  are  sometimes  termed 
pillar  bolts. 

Pillar  Drill. — A  form  of  drilling  machine,  which  is  supported  by  a  central 
pillar  terminating  in  a  suitable  base. 

Pillar  File. — A  flat,  thin,  and  narrow  safe-edged  file. 

Pillar  Iron. — Rolled  malleable  iron  bars  used  for  building  up  phoenix 
columns.  The  section  of  the  iron  is  that  of  the  quadrant  of  a  circle 
with  external  flanges  for  bolting  to  the  quadrants  on  each  side,  four 
.such  quadrants  therefore  forming  a  circle.  The  dimensions  are  given 
in  internal  diameters,  and  range  from  6  ins.  to  11 J  ins. 

Pillar  Pump. — A  lift  or  force  pump  attached  to  a  base  plate  upon  which 
a  pillar  stands,  the  latter  forming  the  support  for  a  crank,  fly-wheel, 
and  handle  by  which  the  necessary  movements  are  imparted  to  the  rod 
of  the  bucket  or  piston. 

Pillow.— See  Pillow  Block. 

Pillow  Blook,  or  Pillow. — A  pedestal  or  plummer  block  (a.,  v.),  being  the 
older  name  for  the  actual  plummer  block  which  receives  the  pillow 
bearing  or  "brass." 

Pimple  Metal— See  Fine  Metal. 

Pin. — (1)  A  small  axis  or  spindle,  as  that  which  carries  a  pulley,  or  on 
which  a  lever  oscillates.  (2)  A  split  piece  of  iron  rod  or  wire  which 
keeps  a  nut  or  collar  in  place,  hence  called  a  split  pin. 

Pin  Bobs. — The  small  boss  of  an  engine  crank  which  carries  the  crank 
pin  (q.v.). 

Pincers. — Used  for  drawing  nails  from  timber.  Made  of  iron,  and  steel- 
faced  in  the  jaws.  Pincers  should  be  large  and  nearly  flat  across  the 
face,  for  affording  greater  leverage. 

Pinoer  Tongs. — A  pair  of  smith's  tongs  open  or  globular,  similar  to  car- 
penters' pincers,  but  Vee'd  also  in  the  jaws  to  grip  thin  rods  or  bolts,  the 
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head  of  the  rod  or  bolt  being  enclosed  by  the  globular  body  of  th« 
jaws. 

Finoh  Bar. — A  shop  term  used  to  designate  a  crow-bar.  The  word  indi- 
cates the  method  of  moving  trollies  about  the  yard  tramrails,  by 
inserting  the  end  of  the  bar  between  the  wheel  and  the  rail,  and  so 
pinching  the  carriage  along. 

Pin  Drill.— A  drill  which  is  prolonged  below  the  cutting  edges  into  a 
short  Bolid  central  cylinder  of  relatively  small  diameter  which  fits  into 
a  hole  previously  drilled  to  correspond,  and  becomes  a  oonoentric  guide 
to  the  cutting  edges  for  the  larger  hole.    Used  in  fiat  countersinking. 

Pine  Wood,  or  Fir. — Is  applied  to  timber  obtained  from  the  trees  of  the 
natural  order  Conifer  a,  which  order  includes  such  trees  as  the  yew, 
cedar,  larch,  &o.  Pine  wood  is  largely  used  in  engineering  construc- 
tion. The  term  deals  (q. v.)  refers  to  the  sizes  of  the  timber  as  imported. 
The  Baltic  red  or  Riga  deals  are  yielded  by  the  Scotch  fir  ( Finns  sylvestris), 
the  white  deal  by  the  spruce  fir  (Abies  exeeha)  of  Norway.  The  North 
American  white  deals  are  obtained  from  the  Weymouth  or  white  pine 
(Finus  strobus).  The  yellow  pine  is  the  wood  of  the  Finns  variabilis  or 
Finns  mitis,  or  Finns  luUa.  The  pitch  pine  is  yielded  by  the  Finus  rigida. 
The  uses  to  which  the  pines  are  put  by  engineers  are  for  foundry 
patterns,  for  which  the  yellow  and  white  are  employed,  and  for  the  frame- 
work of  heavy  structures  in  wood,  the  red  and  pitch  pines  being  mostly 
employed  for  these.  The  sp.  gr.  of  red  deal  ranges  from  *48  to  '70,  and 
the  weight  of  a  cubio  foot  from  29  to  43  lbs.,  that  of  spruce  being  about 
the  same.  The  North  American  yellow  pine,  sp.gr.  '46,  and  weight 
28 ;  the  pitch  pine,  sp.  gr.  *73,  and  weight  46  lbs.  'Very  wide  variations, 
however,  occur  in  woods  of  the  same  species  but  of  different  qualities 
and  under  different  conditions  of  seasoning,  so  that  these  must  be  taken 
as  rough  average  approximations  only. 

Pinion. — A  small  toouied  wheel,  either  bevel  or  spur.  It  denotes  no 
particular  size,  but  in  a  pair  the  smaller  of  the  two  is  the  pinion. 

Pinning. — The  securing^  of  the  cogs  of  mortice  wheels  in  their  place. 
This  is  effected  by  driving  nails  or  short  lengths  of  wire  into  the  ends 
of  the  shanks  just  within  the  rim,  or  sometimes  through  the  rim  itself. 
Wedging  is  often  substituted  for  pinning. 

Pinny. — (I)  When  wrought  iron  or  gun  metal  contains  numerous  en- 
closed specks  of  metal  harder  than  that  in  the  general  mass  they  are 
said  to  be  pinny.  (2)  A  term  applied  to  signiry  the  condition  of  a 
file  whose  teeth  have  become  choked  up  with  minute  particles  of  soft 
abraded  metal.    It  is  cleaned  out  with  card  wire. 

Pin  Bammer. — A  pegging  rammer  (q.v.). 

Pipe. — (1)  A  cylindrical  tube  open  at  both  ends  and  used  for  the  con- 
veyance of  water,  steam,  or  other  liquids  or  gases.  There  are  numerous 
kinds  of  pipes — cast  iron,  copper,  rain  water,  steam,  weldlese— 
described  under  their  headings.  (2)  A  hollow  spindle  or  quill  is 
often  termed  a  pipe. 

Pipe  Bend. — See  Send. 

Pipe  Bending. — When  bending  copper  and  wrought  iron  and  lead  pipes 
it  is  necessary  to  guard  against  buckling  or  wrinkling  in  the  internal 
curve.  This  is  prevented  by  pouring  into  the  section  which  is  to  be 
bent  a  quantity  of  melted  rosin  or  fusible  alloy  which  preserves  its 
circular  shape  during  the  bending  process,  and  is  melted  out  again 
afterwards.  When  wrought-iron  pipes  are  being  bent  hot,  sand  is 
often  used  instead  of  an  alloy,  which  would  melt  with  the  heat. 
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Pipe-clay. — Is  used  for  making  models  of  ornamental  castings,  the  model- 
ling of  which  demands  considerable  time.  Clay  is  mixed  with  water 
or  with  glycerine,  the  latter  causing  it  to  retain  its  plasticity  longer 
than  the  former.  Moulds  are  taken  direct  from  the  clay  model,  or  a 
metal  pattern  is  moulded  from  the  model  and  the  actual  mould  is  taken 
from  that. 

Pipe  Connections. — The  various  parts  used  in  making  the  joints  of  pipes, 
as  bends,  tees,  unions,  elbows,  crosses,  nipples,  thimbles,  &c,  described 
under  their  headings. 

Pipe  Covering. — See  Covering  of  Pipes. 

Pipe-cutter. — A  tool  used  for  outting  off  wrought-iron  piping.  It  consists 
of  a  hook  or  stirrup  within  which  the  pipe  is  grasped,  and  a  hardened 
sharp-edged  steel  revolving  disc,  whose  centre  is  adjustable  and  which 
being  rotated  around  the  pipe  by  means  of  a  lever  handle  cuts  it  off. 

Pipe  Flange. — When  a  series  of  pipes  have  to  be  rigidly  connected  in 
line,  flanges  are  used  in  preference  to  sockets.  These  are  united  with 
bolts  and  the  sizes  of  flanges  and  number  and  sizes  of  bolts  usually 
bear  some  approximately  definite  relation  to  the  diameter  of  the  pipe, 
flanges  are  either  rough  or  faced ;  in  the  former  case  they  are  jointed 
with  lead  or  millboard,  in  the  latter  with  red-lead  alone,  dependent  on 
the  purposes  for  which  the  pipes  are  to  be  used. 

Pipe  Joint. — Pipes  are  jointed  in  various  ways,  with  flanges,  sockets, 
and  spigots,  caulked  or  turned,  the  various  hose  couplings  unions,  &o« 

Pipe  Moulding. — Where  oast-iron  pipes  are  made  in  quantity  it  is  the 
practice  to  mould  them  by  special  appliances,  the  pipe  pattern  being 
of  iron,  and  usually  moulded  vertically.  The  cores  are  made  on  an 
expanding  and  collapsible  bar  (see  Core  Bar),  so  that  the  use  of  hay- 
bands  is  dispensed  with.  Pipes  are  either  cast  on  a  sloping  bed,  or 
else  upright. 

Pipe  Hails. — Broad  flat-headed  nails  of  wrought  or  malleable  iron  used 
as  ohaplets  (q.v.)  in  light  cored  work.  Being  employed  largely  for 
pipes  they  are  thus  denominated. 

Pipe  Ovens. — See  Pipe  Stoves. 

Pipe  Prover. — See  Hydraulic  Pipe  Prover. 

Pipe  Boll. — A  roll  hollowed  or  curved  longitudinally,  free  to  turn  on  a 
bearing  bracket,  and  used  for  the  support  of  long  lengths  of  steam  and 
hot-water  pipes,  its  function  being*  to  permit  of  the  free  endlong 
expansion  and  contraction  of  the  series  of  pipes  due  to  heat. 

Pipe  Sleeken. — Moulders'  tools  curved  in  cross  sections  and  used  for 
smoothing  pipe  moulds  and  hollow  circular  work  generally. 

Pipe  Stand. — A  bracket  hollowed  on  its  top  face,  its  use  being  to  afford 
support  to  pipes,  and  to  keep  them  from  the  ground  and  prevent  them 
from  rusting. 

Pipe  Stoves,  or  Pipe  Ovens. — Stoves  for  hot  blast,  in  which  the  air, 
while  on  its  way  to  the  blast  furnace,  is  heated  by  being  passed 
through  a  series  of  cast-iron  pipes  arranged  horizontally  or  vertically 
in  a  closed  chamber.  The  air  is  heated  sometimes  by  a  fire,  usually  by 
the  hot  gases  from  the  furnace.  About  one  square  foot  of  heating 
surface  is  allowed  per  cubic  foot  of  blast  passing  through,  though 
rather  more  when  the  waste  gases  are  used.  Pipe  stoves  are  being 
supplanted  by  the  regenerative  stoves,  the  iron  pipes  in  the  former 
frequently  suffering  fracture,  oxidation  and  other  evils. 

Pipe  Tap. — A  Gas  Tap.    See  Gas  Stocks  and  Dies. 

Pipe-testing  Machine.— See  Hydraulic  Pipe  Prover. 
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Pipe-threader. — A  machine  for  cutting  the  threads,  or  screws  in  metal 
tubing. 

Pipe  Tongs. — A  pair  of  tongs  hollowed  ont  and  finely  serrated  in  the  jaws. 
Used  for  the  clasping  and  screwing  up  of  wrought-iron  piping,  the 
serrations  maintaining  a  secure  hold  without  risk  of  bruising  the  pipes. 
Those  of  small  sizes  are  called  gas  plyers. 

Pipe  Wrench. — A  tool  which  fulfils  the  same  purpose  as  pipe  tongs,  but 
which  is  provided  with  a  single  handle  only,  and  embraces  the  work  by 
means  of  a  hinged  lever  which  tightens  with  increase  of  pressure. 

Piston. — A  solid  or  hollow  disc-like  plunger  moving  lineally  in  a  closely- 
fitting  bored  receptacle  termed  its  cylinder.  Engines  and  pumps  are 
furnished  with  pistons  against  which  steam,  air,  gas,  or  water  pressure 
is  brought  to  bear.  Pistons  are  rendered  close  fitting  by  cup  leathers 
(<l-v0>  junfc  rings  (q.v.),  Ramsbottom  rings  (q.v.),  and  split  rings 
(q.v.).  The  revolving  portions  of  a  rotary  engine  or  a  blower  are  also 
termed  pistons. 

Piston  Air  Pump. — A  marine  engine  air  pump  fitted  with  suction  and 
delivery  valves  at  both  ends,  and  having  a  solid  bucket. 

Piston  Cover. — In  small  engine  pistons  it  is  common  to  form  them  of  a 
single  split-ring  enclosed  between  top  and  bottom  discs.  These  discs 
are  termed  piston  covers. 

Piston  Packing. — The  packing  by  means  of  which  pistons  are  rendered 
air,  gas,  steam  or  water  tight.    See  Piston,  Piston  Ring. 

Piston  Bing. — A  metallic  ring  either  of  cast  iron,  wrought  iron  or  gun 
metal,  the  first  being  preferable,  as  possessing  more  elasticity  than  the 
others,  and  used  as  the  peripheral  portion  of  an  engine  piston.  The  ring 
is  thin  and  turned  slightly  larger  in  diameter  than  the  bore  of  the 
cylinder,  usually  also  thicker  on  one  side  than  on  the  other,  then 
slotted  across  diagonally  and  forced  into  the  cylinder  between  the 
piston  covers.  Its  elasticity  then  thrusts  it  outwards  and  maintains  a 
steam-tight  joint  with  the  bore. 

Piston  Bod. — The  rod  attached  to  the  piston  of  an  engine  or  pump,  by 
which  its  motion  is  transmitted  to  the  connecting  rod  or  crank.  The 
rod  travels  through  a  packed  stuffing  box  and  gland,  by  which  leakage 

-  of  the  contents  of  the  cylinder  is  prevented. 

Piston-rod  Gland. — The  gland  which  closes  the  stuffing  box  of  the  piston- 
rod  of  an  engine  or  pump  cylinder.  It  is  placed  on  the  cover  of  the 
cylinder  or  barrel  and  renders  the  piston  rod  steam  or  water  tight. 

Piston-rod  Packing. — See  Packing. 

Piston  Speed. — The  speed  of  an  engine  piston  measured  in  feet  per 
minute.  The  speed  ranges  ordinarily  from  250  feet  in  condensing  and 
heavy  engines  to  about  800  in  locomotive  engines.  The  piston  speed  is 
one  of  the  factors  in  the  estimation  of  the  engine  or  horse-power. 

Piston  Spring. — (1)  A  spring  ring,  or  piston  ring.  (2)  A  spring  placed 
within  the  ring  to  press  it  outwards. 

Piston  Valve. — A  slide  valve  whose  transverse  section  is  circular,  moving 
closely  in  a  circular  seating,  opening  and  closing  steam  ports  arranged 
diagonally  around  the  seating.  The  advantage  of  these  valves  is  that 
they  are  balanced. 

Pit.— See  Foundry  Pit. 

Pitch. — (1)  The  distances  between  the  centres  of  wheel  teeth,  or  of  bolts, 
rivets,  or  boiler  stays,  or  similar  parts  arranged  equidistantly.  Thus 
wheel  teeth  or  rivets,  &c.,  whose  centres  are  2  in.  apart  are  of  2  in. 
pitch.     (2)  The  inclination  or  rake  of  the  teeth  of  saws,  varying  from 


MECHANICAL  ENGINEERING.  257 

those  which  are  upright  or  hare  no  pitch,  as  in  cross  cut  saws,  to  those 

which  are  set  forward  very  much,  as  in  some  mill  saws  for  soft  woocU. 

(3)  The  angle  at  which  a  plane  iron  is  set  in  its  stock,  the  angle  being 

measured  from  the  back  of  the  bedding  on  which  the  plane  iron  rests,  to 

the  sole  of  the  plane.    It  varies  sometimes  for  hard  and  soft  woods,  but 

most  planes  are  used  for  both  alike,  and  are  made  to  an  angle  of  45°. 

Some  of  the  planes  for  hard  wood  range  to  65°.     (4)  The  height  or 

angle  of  a  roof  truss. 
Pitch  Chain. — A  chain  composed  of  built-up  flat  links,  between  whose 

sides  the  projections  of  a  sprocket  wheel  engage.    The  centres  of  the 

link  pins  are  pitched  out  with  exact  uniformity  and  correspond  with 

the  centres  of  the  sprockets,  hence  the  term. 
Pitch  Circle. — The  circumference  of  the  pitch  line  (q.v.). 
Pitch  Cone. — The  imaginary  cone  formed  by  the  development  of  the  pitch 

plane  of  a  bevel  wheel. 
Pitch  Diameter. — The  diameter  of  the  pitch  line  of  a  wheel,  that  being 

the  term  in  which  the  size  of  the  wheel  is  given,  the  diameter  at  root 

and  point  being  deduoed  therefrom,  and  from  the  pitch. 
Pitching  Oat. — The  marking  or  dividing  out  of  the  equidistant  centres  of 

wheel  teeth,  or  rivets,  or  other  similarly  pitched  work,  with  dividers  or 

compasses. 
Pitoh  Line. — The  line  on  which  the  centres  or  the  pitches  of  wheel  teeth 

occur.    Its  position  relatively  to  the  length  of  the  tooth  is  -^ths  from 

the  point  and  Aths  from  the  bottom,  the  difference  in  which  allows  the 

necessary  bottom  clearance. 
Pitch  Plane. — The  plane  of  a  pitch  line  from  one  end  of  the  wheel  teeth 

to  th<?  other.    In  a  bevel  wheel  it  is  the  frustrum  of  a  cone. 
Pit  Head  Gear. — The  frames,  rope  pulleys,  bearings,  and  bracing,  erected 

over  a  pit's  mouth  for  raising  ana  lowering  the  cage. 
Pitman.—  A  term  sometimes  applied  to  a  connecting  rod. 
Pitman  Box. — The  box  end  of  a  connecting  rod  or  pitman  (q.v.). 
Pit  Saw. — A  saw  about  six  feet  in  length,  having  J-in.  to  £  -in.  tooth  spaces, 

and  furnished  with  two  cross  handles,  one  above  for  the  top  sawyer  and 

one  below  for  the  bottom  sawyer.    Used  for  cutting  planks  and  boards 

in  a  sawpit 
Pitting. — The  corrosion  of  boiler  and  wrought-iron  plates  in  patches,  due 

to  the  action  of  acids,  or  to  their  inferior  quality,  or  to  electro-chemical 

action,  or  to  all  combined. 
Pit  Wheel. — A  mortice  wheel  revolving  on  a  horizontal  axis,  and  which  is 

usually  the  firet  motion  wheel  in  a  mill,  so  called  because  it  revolves  in 

a  pit  specially  prepared  for  its  reception. 
Plan. — The  appearance   which  a  structure  would  have  (disregarding 

perspective)  to  an  observer  looking  at  it  from  above.    ( '  Sectional  plan '  * 

supposes  the  structure  cut  through  in  a  horizontal  plane  and  the 

observer  placed  as  before. 
Plan  Angle. — The  angle  formed  by  the  two  edges  of  a  double-edgea 

metal  turning  tool  viewed  from  above. 
Plane. — A  cutting  tool  which  owes  its  value  to  the  guidance  which  the 

wooden  or  iron  stock  imparts  to  the  cutting  iron.    The  stock  is  usually 

of  beech  wood,  and  the  iron  is  held  in  place  with  a  wedge  or  screw. 

Iron  planes  are  made  for  various  special  purposes,  and  in  most  of  these 

the  iron  is  tightened  with  a  screw.    There  are  perhaps  a  hundred 

varieties  of  planes  in  use. 
Plane  Iron.— The  catting  iron  of  a  wood- working  plane,  sometimes  single! 

a 
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sometimes  double,  the  lower  one  then  for  cutting,  the  upper  for  imparting 
rigidity.  The  plane  irons  of  adze  blocks  for  machine  work  are  always 
single  and  12  in.  or  15  in.  wide.  Though  denominated  irons  they  are  of 
course  always  faced  with  best  steel. 

Planer. — The  workman  who  gives  his  attendance  to  a  planing  machine 
(q.v.}  for  metal.  He  sets  and  fixes  the  work,  regulates  the  feed,  often 
grinds  his  own  tools,  and  keeps  the  machine  in  order.  His  wages  are 
those  of  a  machinist  (q.v.). 

Planer  Bar. — A  rigid  bar  of  iron  or  steel  carried  horizontally  in,  and 
standing  out  from  the  front  of  the  tool  box  of  a  planing  machine.  Its 
use  is  in  planing  the  interior  of  hollow  works,  tne  cutting  tool  being 
clamped  m  the  end  of  the  bar  farthest  from  the  tool  box,  the  bar  entering 
into  narrow  spaces  where  the  tool  box  could  not  find  admittance. 

Planer  Centres. — See  Loose  Centres. 

Plane  Surface. — A  surface  whose  points  are  all  on  the  same  level.  To 
obtain  such  surfaces  the  chisel  and  file,  the  plane,  and  planing  and 
shaping  machines,  and  scrapers  are  used,  and  to  test  their  accuracy, 
winding  strips,  straight  edges,  and  surface  plates  are  employed.  It  is 
possible  to  obtain  such  accuracy  that  when  two  heavy  metallic  plates 
are  placed  in  contact,  the  upper  will  sustain  the  lower,  even  in  vacuo. 

Planing. — The  removal  of  material  from  plane  surfaces  by  means  of 
cutting  tools,  effected  in  the  case  of  wood  by  hand  tools,  and  in  the  case 
of  wood  in  large  quantities  and  of  metal,  in  planing  machines  (q.v.). 

Planing  Machine. — ( 1 )  For  wood.  A  machine  in  which  the  cutting  tools  are 
either  arranged  to  project  from  the  face  of  a  disc,  or  around  a  rect- 
angular adze  block.  In  the  former  case  they  are  augur-like  in  form  and 
rotate  in  a  plane  parallel  with  the  face  of  the  wood ;  in  the  latter  they 
rotate  in  a  plane  at  right  angles  with  that  face.  The  forms  and 
dimensions  of  planing  machines  vary  much,  and  there  are  some  machines 
in  which  the  cutters  do  not  revolve  at  all  but  are  set  in  an  iron  block, 
and  the  wood  is  literally  planed  as  if  by  hand,  with  this  difference,  that 
while  in  hand  planing  the  tool  is  traversed  over  the  wood,  in  the  type 
of  machine  here  referred  to  the  timber  is  passed  over  a  fixed  iron. 
Numerous  modifications  of  planing  machines  are  made.  Panel-planing 
and  thicknessing  machines  are  used  for  surfacing  and  planing  small 
pieces  of  stuff  to  uniform  thickness,  and  are  used  in  pattern  making. 
(2)  The  machine  for  iron  planing  consists  of  bed,  travelling  table, 
standards,  cross  slide,  tool  box,  and  gearing ;  by  which  metal  to  be 
operated  on  is  carried  underneath  a  fixed  cutter,  the  cutter  moving  only 
alter  the  termination  of  a  out  by  a  distance  equal  to  the  amount  of  feed 
(q.v.),  usually  automatic,  which,  is  imparted  to  it.  The  wheel-spoke 
planing  machine  is  constructed  for  the  purpose  of  planing  the  edges 
of  the  spokes  of  railway  wheels. 

Planishing. — The  smoothing  and  polishing  of  metallic  surfaces  by  ham- 
mering or  by  rolling,  instead  of  by  abrasion  or  cutting.  Shafting  is  very 
commonly  planished  instead  of  being  turned. 

Planishing  Hammer. — A  machine-driven  hammer  used  for  planishing 
plates  of  sheet  metal,  and  capable  of  delivering  as  many  as  three 
hundred  blows  a  minute. 

Plank. — A  piece  of  timber  more  than  nine  inches  in  width.  Planking  is  used 
as  a  general  term  to  signify  timber  over  about  two  inches  in  thickness, 
and  of  any  width  over  nine  inches,  to  distinguish  it  from  board  (q.v.). 

Plank  Way. — When  work  is  cut  from  board  or  plank  in  such  a  way  that 
the  out  edges  stand  approximately  at  right  angles  with  the  face  of  the 
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timber  it  is  said  to  be  oat  plank  way  of  the  grain,  as  opposed  to  end 
grain. 

Planometer. — Tho  older  name  for  a  surface  plate  (q.v.). 

Plan  Section,  or  Sectional  Flan. — A  section  (q.v.)  taken  in  a  horizontal 
plane  in  the  drawing  of  an  object. 

Plant. — Plant  comprises  the  machines,  tools,  forges,  furnaces,  benches, 
cranes,  &e.  of  a  factory.  Railway  plant  is  the  rolling-stock  and  per- 
manent way. 

Plaster  of  Paris. — Plaster  of  Paris  is  used  for  making  the  reverse  im- 
pressions of  some  founders'  moulds,  for  making  the  whole  or  portions 
of  some  intricate  and  ornamental  patterns  and  core-boxes,  and  as 
bomontague  (q.v.)  for  pattern  work. 

Plato. — A  broad,  thin  sheet  of  metaL  Plates  being  rolled,  the  fibre  is 
developed  in  the  longitudinal  direction,  in  which  direction  therefore 
they  are  best  able  to  resist  tensile  stress.  There  are  limiting  sizes  and 
weights  for  plates  in  iron  and  steel.  The  thicknesses  of  plates  in  these 
materials  are  given  in  inches  and  fractions  of  an  inch  ;  that  of  brass 
plates  and  of  iron  plates  or  sheets  (q.v.)  for  tinning  is  given  in  B.W.G-. 
Boiled  plates  of  malleable  iron,  above  No.  4  B.W.&.,  or  '238  of  an  inch 
in  thickness,  are  called  plates  to  distinguish  them  from  sheets  (q.v.)* 
See  also  Fish  Plate,  Horn  Plates,  Plate  Moulding,  &c. 

Plate-bending  Machine. — A  machine  used  for  bending  boiler  and  other 

Elates  to  various  curves.  It  consists  of  three  rolls  having  their  bearings  in 
ousings,  the  top  roll  being  capable  of  adjustment  for  distance  from  the 
others,  by  which  adjustment  provision  is  made  for  the  different  curves  to 
be  imparted  to  the  plates ;  diminishing  the  centres  increasing  the  curva- 
ture of  the  plates,  increasing  the  centres  diminishing  the  curvature. 

Plate  Box. — A  foundry  flask  used  for  plate  moulding. 

Plate  Dowels. — Patternmakers*  metallic  dowels,  in  which  the  male  and 
female  portions  are  carried  on  thin  rectangular  plates  which  are  sunk 
flush  into  the  jointed  surfaces  of  the  patterns,  and  there  screwed  fast. 
They  are  the  best  dowels  because  they  are  less  liable  to  be  shifted  by 
rough  usage  than  the  peg  and  cup,  or  the  wooden  dowels.  When 
small  they  are  sometimes  made  in  brass,  but  the  majority  are  made 
in  malleable  oast-iron. 

Plate-edge  Planing  Machine. — A  special  metal-planing  machine  used  for 
truing  the  edges  of  the  wrought-iron  and  steel  plates  employed  in 
boiler  and  girder  work.  It  differs  from  ordinary  machines  in  this, 
that  the  tool  travels  while  the  table  remains  fixed,  and  that  the  box 
which  traverses  the  tool  over  the  work  moves  along  the  side  of  the 
machine.  The  tool  box  is  traversed  by  a  double-threaded  screw  of 
coarse  pitch,  and  quick  return  is  given  by  pulleys  of  unequal  size 
driven  by  open  and  crossed  belts. 

Plate-flattening  Machine. — A  form  of  straightening  machine  (q.v.)  for 
plates,  which  contains  a  larger  number  of  rolls  than  the  ordinary  form, 
seven  rolls  being  employed,  four  above  and  three  beneath,  by  passing 
between  which,  the  pates  are  rendered  perfectly  flat  and  true. 

Plate  Furnaoe. — A  reverberatorv  furnace,  used  in  boilermakers'  and 
platers'  sheds  for  the  purpose  of  heating  plates  preparatory  to  flanging, 
bending,  and  welding. 

Plate  Gauge. — A  thin,  flat  metal  gauge,  used  for  measuring  spaces  for 
which  the  ordinary  cylindrical  gauges  would  be  too  weak,  owing  to 
the  smallness  of  the  dimensions  measured.  The  thicknesses  of  plate 
gauges  range  from  about  £th  to  Vfrth  of  an  inch. 
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Plate  Girders. — Girders  of  wrought  iron  built  up  of  a  central  plate  or 
web,  riveted  to  top  and  bottom  flanges  by  means  of  angle-irons  riveted 
alike  to  the  plate  and  to  the  flanges. 

Plate  Link  Chain. — A  chain  formed  of  flat  links  united  with  pins  passing 
through  holes  near  the  ends  of  the  links.  Suspension  chains,  and  chains 
for  heaving  up  slips,  are  made  of  fiat  links.  The  lengths  of  the  links 
vary  with  the  purpose  for  which  they  are  to  be  employed. 

Plate  MetaL — See  Refined  Iron. 

Plate  Mill,  or  Plate  Bolls. — A  rolling  mill  similar  in  design  to  mill  rolls 
(q.v.),  the  place  of  the  grooved  cylinders  in  the  latter  being  taken  by 
plain  cylinders.  They  consist  of  roughing,  and  finishing  rolls,  the 
former  oeing  grain  rolls  (q.v.),  the  latter  chilled  rolls. 

Plate  Moulding. — A  process  by  which  the  labour  of  ramming  up  patterns 
in  sand  is  lessened.  The  opposite  halves  of  the  pattern  are  laid  upon 
metal  plates  in  such  a  position  that  when  two  moulding  boxes  are 
rammed,  each  on  the  separate  plates  and  then  brought  together,  the 
opposite  portions  of  the  moulds  correspond  exactly.  Frequently  the 
plates  are  manipulated  by  a  moulding  machine  (q.v.). 

Platen. — (1)  The  table  of  a  planing  machine  for  metal  which  traverses 
the  work  under  the  tool.  So  named  after  the  platen  of  a  printing 
machine.     (2)  The  table  of  a  moulding  machine  (q.v.J. 

Plater. — A  boilermaker  who  devotes  himself  exclusively  to  that  branch 
of  work  which  consists  of  marking  out,  cutting,  and  punching  the  iron 
or  steel  plates  which  are  used  in  the  construction  of  boilers,  girders, 
bridges,  and  similar  structures. 

Plate  Bolls.— See  Plate  Mill. 

Plate -shearing  Machine.— A  shearing  machine  furnished  with  specially 
long  knives  or  shears  for  the  purpose  of  cutting  off  the  ragged  edges 
of  plates  after  they  leave  the  rolls.  The  knives  may  average  four  or 
five  feet  in  length. 

Platform. — The  planking  attached  to  the  sides  of  a  crab  (q.v.)  or  a 
gantry  (<hj-),  upon  which  the  man  stands  to  work  the  handles  of  the 
levers.  The  platform  of  a  steam  crab  is  usually  termed  a  foot  plate 
and  is  made  in  metal. 

Platform  Crane. — A  whip  crane  (q.v.)  which  is  independent  of  any 
support  at  the  top  of  the  post,  hence  termed  independent  whip  crane. 
It  is  held  firmly  on  a  very  broad  cast-iron  base.  The  rope  and  chain 
barrels  are  carried  on  a  post  of  cast,  or  of  wrought  iron,  stepped  into  the 
base. 

Platform  Scale. — A  small  weighbridge  (q.v.). 

Plating. — The  special  work  of  the  plater  (q.v.). 

Play,  or  Slackness. — Freedom  of  movement  of  bearing  or  working"  parts, 
but  confined  within  certain  definite  limits.  The  purpose  of  giving"  this 
freedom  is  to  prevent  jamming  of  parts,  by  heating  or  by  oscillation  or 
other  causes.    See  End  Play* 

Pliers,  or  Plyers. — A  pincer-fike  tool,  having  broad  and  flat  roughened 
jaws,  and  employed  by  fitters,  smiths,  and  metal  workers  generally 
for  the  grasping  of  wire  or  slight  iron  rods.  Wire  pliers  are  used  for 
bending  wire  into  loops  and  other  shapes,  nipping  pliers  are  used  for 
cutting,  smiths'  pliers  are  employed  for  grasping  work  mdiscriminately. 

Plomber  Block. — A  plummer  block(  q.v.) 

Plomer  Block. — A  plummer  block  (q.v.). 

Plommer  Block. — A  plummer  block  (q.v.). 

Plotting.— The  laying  down  of  the  lines  of  diagrams  which  are  mode 
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with  a  view  to  the  calculations  of  strains,  &c,  by  the  graphic  method 
alone. 

Plough. — A  woodworker's  plane  used  for  grooving  oat  the  recesses  for 
tongueing  and  for  panels.  It  is  guided  to  its  work  by  a  fence,  and  the 
depth  of  the  cut  is  also  controlled  by  a  fence,  adjustable  with  a  screw. 

Flag. — (1)  The  plug  of  a  cock  is  the  inner  movable  portion,  which  on 
being  turned  allows  free  passage  to  the  liquid.  (2)  An  arbor  or  chuck 
used  as  an  intermediary  attachment  for  small  lathe  drill  chucks.  It  fits 
into  a  tapered  hole  in  the  back  of  the  actual  chuck  at  the  one  end  and 
into  the  tapered  mandrel  nose  at  the  other.  (3)  A  sand  plug  or  clay 
plug  is  a  term  applied  to  the  ball  of  sand  or  clay  with  which  the  riser 
(q.v.)  of  a  mould  is  covered  while  the  metal  is  being  poured  at  the 
ingate.  Its  purpose  is  to  check  the  too  rapid  rushing  of  the  air  out  of 
the  mould  before  the  advancing  metal,  which  would  be  liable  to  result 
in  a  washing  away  of  some  portions  of  the  sand.  The  plug  is  either 
floated  up  by  the  rise  of  the  metal,  or  more  properly  the  moulder 
removes  it  when  he  sees  that  the  mould  is  nearly  full. 

Flog  Centre  Bit. — A  centre  bit  having  a  cylindrical  centre  instead  of  a 
point.    Used  for  the  enlargement  of  small  holes  already  bored  in  wood. 

Plug  Cook. — A  cock  in  which  the  fluid  passes  through  a  central  plug, 
which  by  being  made  to  revolve  in  its  circular  plane  presents  either  its 
blank  surface,  or  a  passage  through  its  body,  to  the  flow  of  liquid.  So 
named  in  contradistinction  to  valve  cocks.  The  taper  of  plugs  should 
not  be  less  than  one  in  six,  or  more  than  one  in  four. 

Flag  Gauge. — See  Cylindrical  Gauge. 

Flag  Bod. — A  plug  tree  (q.v.). 

Flag  Tap. — A  parallel  screw  tap  used  for  taking  the  finishing  cuts  on 
internal  screws. 

Flog  Tree. — A  long  rod  suspended  from  the  beams  of  old-fashioned 
single-acting  pumping  engines,  and  provided  with  tappets  for  moving 
the  handles  of  the  equilibrium  and  steam  exhaust  valves. 

Plumb. — In  a  vertical  position.  The  position  assumed  by  a  weighted 
cord  at  rest. 

Plumbago,  or  Graphite. — A  nearly  pure  form  of  carbon  used  for  foundry 
blacking,  and  mixed  with  clay  for  crucibles.  It  is  smooth  and  soapy 
to  the  touch,  and  is  highly  refractory. 

Plumbago  Blacking. — See  Plumbago.    Blaoking. 

Plumbago  Crucibles. — Crucibles  in  which  plumbago  is  the  chief  ingredient 
present.  They  contain  only  so  much  clay  as  is  necessary  to  afford  the 
requisite  amount  of  plasticity,  and  are  employed  in  preference  to  those 
made  entirely  of  olay,  where  great  heat  or  excessive  alternations  of  tem- 
perature exist. 

Plumb  Bob. — A  pear-shaped  or  globular  weight  suspended  from  the  end 
of  a  plumb-line  (q.v.).  For  engineer's  work  its  lower  end  terminates 
in  a  point  for  the  purpose  of  indicating  the  exact  centre  of  the  plumb- 
line. 

Plumber  Block. — A  plummer  block  (q.v.). 

Plumb  Line. — A  line  or  string  sustaining  a  plumb  bob,  and  used  either 
alone  or  in  conjunction  with  a  straight-edge  to  ascertain  the  exact 
vertical  position  of  portions  of  structures.  It  is  employed  chiefly  in  the 
erecting  department. 

Plummer  Blook. — Variously  spelt  plomber,  plomer,  plommer,  plumber. 
The  ordinary  form  of  pedestal  for  carrying  the  journal  of  a  shaft.  It 
consists  of  a  base  or  body,  sometimes  termed  a  pillow,  and  a  cap  enclos- 
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inff  a  pair  of  brasses.  The  foot  of  the  block  is  prolonged  to  receive 
hold-down  bolts,  and  the  bolting  down  of  the  cap  secures  the  brasses  in 
place.  Lubrication  is  provided  for  at  the  top,  through  a  hole  drilled 
m  the  cap  and  top  brass. 

Plunger. — The  piston  or  ram  of  a  force  pump.  Being  solid  it  draws  the 
water  by  producing  a  vacuum,  and  delivers  it  by  its  forcing  or  displacing 
action. 

Plunger  Air  Pump. — An  air  pump  fitted  with  a  solid  plunger  or  piston. 

Plunger  Bucket. — A  force-pump  piston  having  no  valves. 

Plunger  Pump. — See  Force  Pump. 

Ply. — To  bend.  A  fold,  a  twist,  a  single  thickness  of  a  material,  as  a 
ply  of  wire  gauze,  three  ply,  four  ply  cotton  belting,  meaning  three 
and  four  thicknesses  respectively. 

Plyen. — See  Fliers. 

Pueumatio  lift — See  Compressed  Air  Lift. 

Pueumatio  Moulding  Machine. — A  moulding  machine  in  which  the  pres- 
sure on  the  sand  is  imparted  by  means  of  an  air  bag  (q.v.),  instead  of  by 
a  rigid  platen. 

Pneumatic  Process. — The  Bessemer  process  (q.v.). 

Pneumatios. — Pneumatics  treat  of  the  properties  of  elastio  fluids,  as  air, 
steam,  gas. 

Pocket  Print. — A  long  or  drop  print  used  for  coring  holes  in  the  Bides  of 
castings  where  a  round  print  would  not  be  available,  by  reason  of  the 
superimposed  sand  preventing  it  from  lifting.  The  pocket  print  being 
therefore  prolonged  to  the  surface  of  the  mould,  the  upper  part  of  the 
print  impression  is  filled  up  or  "  stopped  over  "  with  sand  after  the 
core  has  been  dropped  in. 

Pockets. — (1)  Curved  plates  inserted  into,  and  standing  out  from  the 
sides  of  the  flue  of  a  Galloway  boiler  in  positions  intermediate  with 
those  occupied  by  the  Galloway  tubes.  Their  use  is  to  throw  the  flame 
among  the  tubes,  and  so  increase  the  economy  and  efficiency  of  the 
boiler.  (2)  Recessed  portions  of  a  casting  provided  for  the  reception  of 
timber  or  girder  ends. 

Podger.— See  Tommy. 

Point,  or  Switch. — A  movable  rail  by  which  the  direction  of  an  engine 
or  wagon  is  changed  from  one  set  of  rails  to  another. 

Point  Bail. — A  movable  rail  or  switch.    Also  called  a  point  simply. 

Point. — This  word  has  several  significations,  which  are  treated  under  their 
several  headings,  as  Boiling  Point,  Fusing  Point,  &c. 

Point  Tool. — A  diamond  point  (q.v.). 

Poker  Filing.— See  Draw  Filing. 

Pole  Lathe. — The  primitive  form  of  lathe.  So  called  because  each  down* 
ward  movement  of  the  treadle  was  made  to  impart  a  similar  movement 
to  the  end  of  an  elastic  pole  fixed  horizontally  overhead.  A  cord  slung 
from  the  pole  was  turned  round  the  work  and  rotated  it  towards  the 
tool.  On  the  release  of  the  treadle  the  work  was  rotated  in  the  oppo- 
site direction.  Hence  half  the  time  was  lost  in  the  return  movement, 
and  the  tool  had  to  be  drawn  away  after  each  cut.  The  pole  lathe  is 
still  in  use  in  some  Eastern  countries. 

Poling. — The  stirring  of  molten  copper  with  a  pole  of  green  wood,  usually 
birch,  in  order  to  bring  it  to  tough  pitch  (q.v.).  The  effect  of  poling  is 
to  remove  the  oxygen  which  is  present  as  a  suboxide  of  copper,  and 
which  renders  the  metal  brittle  or  "  dry."  The  oxygen  combines  with 
the  gases  liberated  from  the  burning  wood.  Jf  the  poling  is  not  carried 
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on  to  a  sufficient  extent  the  metal  ia  brittle,  and  is  said  to  be  tinder- 
poled,  if  it  is  carried  too  far  the  effect  is  similar,  but  it  is  then  said  to 
be  overpoled. 

Polishing  Headstock. — A  polishing  lathe  (q.v.). 

Polishing  Lathe,  or  Polishing  Head. — A  mandrel  and  pulley  driven  at  a 
high  speed  and  carrying  small  emery  or  buff  wheels  for  polishing  light 
work.  It  is  mounted  on  a  small  head  or  standard,  which  is  bolted  to  a 
bench  or  other  suitable  support. 

Polishing  Stick. — A  couple  of  strips  of  wood  used  with  emery  for 
polishing  work  while  revolving  in  the  lathe.  The  ends  farthest 
from  the  workman  are  united  with  hinges,  those  nearest  him  serve  as 
handles,  by  which  the  strips  are  made  to  embrace  the  work  tightly. 
The  opposed  faces  of  the  sticks  are  hollowed  out  where  they  embrace 
the  work,  emery  cloth  or  powder  intervening.  This  is  therefore  an 
external  lap.    See  Lap. 

Polishing  Wheel. — A  buff  wheel  or  buff  (q.v.)  need  for  finishing  bright 
work.    See  Polishing  Lathe. 

Poll. — The  larger  or  broad  end  of  a  hammer  as  distinguished  from  the 
pane  (q.v.). 

Polygon. — A  plane  figure  bounded  by  many  right  lines.  A  regular  poly- 
gon has  its  sides  and  angles  equal.  In  an  irregular  polygon  the  reverse 
condition  obtains.  The  number  of  sides  in  a  polygon  is  indicated  by 
the  prefixes  penta,  hexa,  &c. 

Polygon  of  Forces. — An  expansion  of  the  triangle  of  forces  (q.v.),  and 
which  may  be  thus  stated : — If  any  number  of  forces  be  represented  in 
magnitude  and  direction  by  the  sides  of  a  polygon  taken  in  order  they 
will  be  in  equilibrium. 

Polygons,  Lino  of. — One  of  the  sectorial  scales  by  means  of  which  any 
regular  polygon  can  be  described  according  to  the  number,  four,  five, 
six,  seven,  eight  &c,  on  the  line  marked  pol.  To  set  out  a  polygon, 
open  the  leg3  of  the  sector  until  the  divisions  marked  six  correspond  in 
distance  apart  with  the  radius  of  the  circumscribing  circle.  Then  the 
distance  apart  of  four  will  represent  the  sides  of  a  square,  five  of  a 
pentagon,  six  of  a  hexagon,  and  so  on.  Conversely,  having  the 
length  of  the  sides  of  a  polygon  given,  open  the  legs  until  the  distance 
Apart  of  the  figures  representing  the  side  of  the  particular  polygon 
required  corresponds  with  the  length  of  the  side.  Then  the  distance 
between  the  figures  six  will  be  the  radius  of  the  circle  to  contain  the 
required  number  of  sides. 

Popit. — A  Poppet  (q.v.). 

Poplar.  (Populus.) — A  tree  of  the  natural  order  Salieaee*.  The  wood 
is  soft,  white,  and  light.  Poplar  wood  is  used  chiefly  for  brake  blocks 
(q.v.).     Sp.  gr.  *39.    A  cubio  foot  weighs  twenty-four  pounds, 

Poppet,  Poppit,  or  Popit. — The  movable  headstock  of  a  lathe,  upon  the 
point  of  whose  mandrel,  work  placed  between  centres  is  made  to 
revolve. 

Poppet  Cylinder. — The  mandrel  of  the  poppet  of  a  lathe.  It  is  made 
cylindrical  in  order  to  allow  the  traversing  screw  to  move  freely 
through  its  interior. 

Poppet  Head. — A  poppet  (q.v.) 

Poppit. — A  poppet  (q.v.). 

Ports. — The  passages  or  steamways  through  whioh  the  steam  gains 
admission  to  the  interior  of  an  engine  cylinder,  and  through  which  it 
also  returns  to  the  exhaust  passage. 
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Portability. — This  is  carried  into  extensive  practioe  in  engine  work 
and  machinery.    See  Portable  Engine,  Portable  Forge,  &e. 

Portable  Crane. — A  crane  conairucted  to  travel  about  upon  tram  rail*. 
It  may  be  worked  either  by  hand  or  by  steam. 

Portable  Engine. — Portable  engines  are  used  chiefly  for  agricultural 
purposes,  but  they  are  useful  for  outdoor  and  contractors*  work,  aud 
for  work  of  a  temporary  character.  They  are  built  on  the  locomotive 
type  with  multitubular  Wlers  for  high  pressures. 

Portable  Porge. — A  small  forge  supported  on  a  light  framing  of  wrought 
iron  between  which  the  bellows  are  situated.  It  is  removable  at 
pleasure,  and  is  therefore  used  for  outdoor  and  repair  work. 

Portable  Vice. — An  engineer's  vice  supported  on  a  central  pillar,  base, 
and  wheels. 

Portable  Winch. — A  winch  (q.v.)  placed  upon  wheels  for  convenience  of 
removal  about  contractors'  yards,  on  snip  board,  or  in  other  places 
where  the  work  required  to  be  done  cannot  be  localised. 

Porter. — The  bar  of  iron  which  the  smith  holds  in  his  hand  when  mani- 

Imlating  a  forging.  In  fagoted  work  the  porter  is  a  single  bar, 
onger  than  the  rest  and  standing  out  from  the  mass.  In  ordinary 
single  bars  the  porter  is  the  end  which  the  smith  happens  to  hold  in  his 
hand. 

Port  Holes. — Ports  (q.v.)* 

Portland  Cement. — Used  sometimes  for  making  the  socketed  joints  of 
hot-water  pipes,  an  india-rubber  ring  being  first  inserted. 

Porty. — A  print  (q.v.)  of  large  diameter  is  often  termed  by  pipemakers  a 
porty. 

Positive. — A  positive  motion  or  a  positive  stroke  signifies  that  which  is 
precise  and  exact,  in  opposition  to  that  which  is  not  so  precise  or  exact, 
but  only  approximately  so.  Thus  the  stroke  of  an  ordinary  planing 
machine  being  accomplished  by  the  ai<*  o*  shifting  bands  is  not  precise  ; 
but  that  of  shaping  machir  es,  being  effect  1  by  a  rigid  though  adjust- 
able connecting  rod,  is  pos  tive.  Hence  a  pos'tive  stroke  is  one  that  is 
direct,  a  non-positive  is  one  in  which  a  certa'n  amount  of  elasticity,  or 
slip,  or  lost  motion  comes  ii  to  play. 

Positive  Stroke. — See  Positive. 

Positive  Stresses. — In  English  practice  are  those  whioh  represent  com- 
pression. 

Positive  Terms. — Algebraical  or  arithmetical  terms  preceded  by  the  + 
sign  ;  terms  preceded  by  no  sign  are  also  understood  to  be  positive. 

Post. — An  upright  timber,  as  a  king  post,  a  pillar,  or  column,  a  crane 
post,  &o. 

Pot. — A  crucible. 

Potash,  Yellow  Prussiate  of. — The  ferrooyanide  of  potash,  symbol  K4 
FeCe  N«,  largely  employed  by  smiths  for  die  purpose  of  case-hardening 
(q.v.),  and  in  the  process  of  making  draughtsman's  phototypes  (q.v.). 

Potatoes. — Used  to  prevent  incrustation  of  boilers. 

Potential  Energy. — See  Energy. 

Pot  Lid  Valve. — A  hollow  cup-shaped  lift  valve. 

Pot  Metal. — Used  for  some  cheap  brass  goods,  variously  composed  of 
copper  sixteen,  lead  six  to  eight  parts,  the  latter  amount  giving  an 
inferior  quality,  and  being  called  wet  pot  metal,  because  the  lead 
partially  oozes  out  in  cooling.  Tin,  zinc,  and  antimony  in  small  quantities 
are  sometimes  added  with  the  view  of  improving  the  alloy. 

Pot  Sleeper. — A  combined  railway  sleeper  and  chair,  the  chair  being 
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usually  cast  on  the  top  of  a  broad  dome-shaped  base,  which  is  the  actual 
sleeper.  The  gauge  is  maintained  by  cross-tie  rods,  and  the  raits 
attached  in  the  usual  way  with  keys.  They  are  used  in  hot  countries 
chiefly,  where  timber  sleepers  would  be  liable  to  decay,  and  to  suffer 
from  the  destructive  agencies  of  insects. 

Pot  Valve. — A  safety  valve,  shaped  like  an  inverted  pot.  It  is  a  lift 
valve,  and  the  conical  pivot  of  the  lever  drops  loosely  into  a  recess  in 
the  crown  of  the  pot.  The  advantage  claimed  is  that  such  valves  being 
in  a  condition  of  unstable  equilibrium  are  less  liable  to  stick  than  the 
ordinary  form.  The  lift  of  the  valve  is  controlled  and  maintained  by 
guides  cast  on  the  top  of  the  seating. 

Pound. — The  English  pound  is  a  tenth  part  of  a  gallon  of  distilled  water 
at  62°  F.,  and  30  in.  barometric  pressure. 

Pound  Degree. — A  thermal  unit  which  denotes  the  quantity  of  heat 
necessary  to  raise  a  pound  of  water  through  one  degree  of  tempera- 
ture. It  is  a  pound  degree  Centigrade,  or  a  pound  degree  Fahrenheit, 
according  to  tne  thermometric  scale  used.  Unless  stated  to  the  contrary 
the  latter  is  always  understood.  The  latter  is  equivalent  to  the  com- 
mon unit  of  heat,  being  772  ft.  pounds ;  the  former  is  a  bastard  unit 
only  derived  from  the  other. 

Pouring. — The  emptying  of  the  molten  metal  into  a  foundry  mould. 

Pouring  Gate. — An  innate  (q.v.). 

Power. — (1)  A  term  of  general  application  signifying  the  actuating  of 
motors  by  agencies  other  than  those  supplied  by  animal  power.  Steam, 
water,  air,  gas,  &c,  are  power  agencies.  (2)  The  expression  of  the 
number  of  times  by  which  a  number  is  multiplied  into  itself. 

Power  Feed. — The  feed  (q.v.)  of  a  lathe,  planing,  screwing,  or  other 
machine,  which  is  effected  automatically  by  the  agency  of  the  motive 
power  which  drives  the  machine  itself. 

Power  Gear.— Gear,  usually  understood  of  the  toothed  form,  which  is 
worked  by  power  (q.v.). 

Power  Lift. — A  lift  (q.v.)  worked  from  any  convenient  source  of  power,  as 
a  gas  or  steam  engine. 

Power  Machine. — A  machine  actuated  by  a  motor  (q.v.),  as  distinguished 
from  a  hand- worked  machine. 

Power  of  Animals. — The  power  of  animals,  as  deduced  by  experiment,  is 
of  use  in  calculations  connected  with  those  machines  which  are  worked 
by  animals,  as  horse  and  mule  gear,  pumps,  &c. 

Power  of  Men. — The  power  of  men  varies  greatly  with  the  manner  in 
which  it  is  exerted.  For  practical  calculations  certain  values  are 
accepted. 

Preadmission. — The  admission  of  steam  to  an  engine  cylinder  just  previous 
to  the  termination  of  the  stroke  in  the  opposite  direction.  The  amount 
of  preadmission  is  governed  by  the  lead  (q.v.)  it  should  be  sufficient  in 
quantity  to  allow  the  steam  to  acquire  its  full  pressure  immediately  on 
the  return  stroke  of  the  piston. 

Prerelease. — The  opening  of  a  steam  cylinder  to  exhaust  just  before  the 
termination  of  tne  piston  stroke,  to  prevent  injurious  and  wasteful 
back  pressure  (q.v.}. 

Press  Drill. — An  ola-fashioned  form  of  drilling  machine,  in  which  the 
drill  is  pressed  down  to  the  work  by  a  weighted  lever. 

Pressor . — That  portion  of  a  moulding  machine  which  imparts  the  neces- 
sary pressure  to  the  moulding  sand. 

Press  Tit.-— A  fitting  of  contiguous  parts  slightly  tighter  than  a  sliding  fit 
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(q.v.),  t°  allow  of  the  sliding  parts  being  pressed  together  with  * 
hydraulic  press. 

Pressing. — See  Stamping. 

Pressure. — A  compressing  force  which  does  not  produce  motion  but 
imparts  stress.  Steam  pressures  are  measured  in  lbs.  per  square  inch, 
or  inches  of  mercury.  Water  pressures  are  measured  in  lbs.  per  square 
inch  or  in  the  equivalent ' '  head  "  (q.v.),  and  sometimes  in  atmospheres. 

Pressure  Blower. — This  is  used  to  denote  a  blower  (q.v.)  of  rotary  type, 
as  opposed  to  a  fan,  the  former  producing  a  definite  and  constant 
amount  of  positive  pressure,  while  the  latter  acts  by  displacement  only. 

Pressure  Forging. — The  practice  of  stamping  forged  works  by  gentle 
hydraulic  pressure,  instead  of  by  the  impact  of  a  steam  hammer.  See 
Hydraulic  Forging  Press. 

Pressure  Gauge. — The  dial  gauge  attached  to  a  boiler  or  other  vessel  by 
which  the  pressure  of  the  steam  or  liquid  within  is  indicated.  A  curved 
spring  within  the  body  of  the  gauge  actuates  the  pointer.  Steam 
gauges  register  up  to  about  200  lbs.  per  inch,  but  water  gauges  are 
made  for  very  much  higher  pressures,  ranging  to  several  tons  per 
square  inch. 

Pressure,  lines  of. — The  vertical  or  approximately  vertical  lines  enclosed 
by  an  indicator  diagram,  or  a  diagram  of  work. 

Pressure  Bam. — The  larger  of  the  two  in  a  hydraulic  forging  press,  and 
which  imparts  the  necessary  downward  force. 

Pricker. — A  vent  wire  (q.v.). 

Prime.— A  number  which  is  only  divisible  by  itself,  or  by  unity.  See 
Hunting  Gog  and  prime  numbers  in  Appendix. 

Prime  Mover. — Any  piece  of  mechanism  which  absorbs  and  gives  out 
again  the  material  forces  of  nature,  whether  the  expansive  energy  of 
steam  or  gas,  or  the  pressure  of  water,  air,  or  wind,  &c. 

Priming. — (1)  In  steam  boilers,  is  the  carrying  of  mechanically  suspended 
particles  of  water  along  with  the  steam  into  the  steam  chambers  and 
pipes.  It  is  due  to  various  causes,  as  irregular  withdrawal  of  the 
steam,  the  presence  of  oil  and  grease  in  the  water,  want  of  proper 
circulation,  &o.  Sometimes  called  foaming.  (2)  The  priming  of  a 
force  pump  is  the  expulsion  of  the  air  from  the  water  space,  in  order 
that  the  water  shall  enter  into  the  partial  vacuum  thus  produced. 
Usually  it  is  effected  by  the  opening  of  a  pet  cock  placed  in  the  highest 
portion  into  which  air  can  enter,  which  is  opened  to  permit  of  escape  of 
air,  but  closed  bv  the  finger  to  prevent  its  return.  This  is  repeated 
until  the  water  nils  up  and  begins  to  be  ejected  from  the  cock.  (3)  The 
fetching  of  a  lift  pump  by  pouring  liquid  into  the  bucket  in  order  to 
produce  sufficient  vacuum  to  enable  it  to  draw. 

Priming  Valve. — The  valve  which  affords  the  means  of  escape  for  the 
water  of  condensation  in  engine  cylinders.    A  pet  cock  (q.v.). 

Principals.— See  Rafters. 

Print. — A  projection  put  upon  a  foundry  pattern  to  indicate  the  position 
of  a  cored  hole,  and  to  form  an  impression  to  receive  the  end  of  the  core. 
Prints  are  commonly  well  tapered  to  withdraw  easily,  and  those  portions 
of  the  cores  which  are  placed  in  the  print  impressions  are  filed  to 
correspond.  Prints  are  of  various  shapes,  depending  on  the  shape  of 
their  cores.  At  the  sides  of  patterns,  pocket  prints  (q.v.)  and  parallel 
prints  (q.v.)  are  used. 

Printing  Frame,  or  Copying  Frame. — A  frame  in  which  phototypes  are 
copied.    It  consists  of  a  stout  oblong  frame  of  wood,  about  four  inches 
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aeep  and  from  two  to  four  feet  in  length,  according  to  the  sizes  of  paper 
used.  A  thick  sheet  of  plate  glass  is  laid  on  fillets  in  the  bottom  of  the 
frame,  through  which  the  light  penetrates  to  the  sensitised  paper.  A 
back  board  or  boards  cover  the  paper  and  a  thickness  of  felt,  and  these 
are  kept  in  place  by  means  of  springs  attached  to  cross  ribs  hinged  to 
one  side  of  the  frame  and  folded  over  and  clamped  down  on  the  other. 
The  whole  frame  is  mounted  on  rollers  to  run  on  rails  carrying  it 
through  a  window  outside  into  the  light. 

Prising. — Barring  round  or  turning  round  a  wheel  or  wheels  with  a 
crowbar. 

Prism. — A  solid  whose  ends  are  plane  figures  equal  and  parallel,  and 
whose  sides  are  plane  parallelograms. 

Problem. — A  construction  which  is  capable  of  being  effected  by  tho 
employment  of  principles  of  construction  already  admitted  or  proved. 

Prod. — The  pyramidal  or  conical  points  cast  on  loam  and  core  plates  for 
the  retention  of  the  loam  are  termed  prods. 

Producer.— See  Gas  Producer. 

Producer  Gas,  or  Gaseous  Fuel. — A  mixture  of  combustible  gases  con- 
sisting chiefly  of  GO  and  hydrogen,  and  CO  2,  which  is  prepared  by  the 
combustion  of  fuel  apart  from  the  furnaces  to  be  heatoa.  The  gases, 
after  passing  from  the  gas  producer  furnace,  are  heated  in  regenerators 
and  mingle  and  burn  on  their  furnace  hearth  with  atmospheric  air 
similarly  heated.  Producer  gas  is  prepared  from  inferior  fuel,  but 
chiefly  from  bituminous  coal,  and  by  its  employment  a  saving  of  fuel 
is  effected,  a  uniform  and  more  regulable  heat  obtained,  a  diminished 
loss  from  oxidation  of  the  iron  and  steel  reheated,  furnace  linings  saved, 
and  a  great  economy  generally  obtained  over  the  older  methods. 

Product. — The  sum  produced  by  the  multiplying  together  of  two  or  more 
factors. 

Products  of  Combustion. — Chiefly  carbonic  acid  and  carbonic  oxide  and 
water.  The  former  are  utilised  in  many  ways;  in  blast  furnaces, 
gas  engines,  regenerative  furnaces,  &o.,  described  under  their  several 
heads. 

Profiling. — The  grinding  and  sharpening  of  a  cutter  for  working  wood  or 
metal,  so  that  the  outline  of  the  cutting  edge  is  that  of  the  section 
which  it  is  desired  to  impart  to  the  material. 

Progression. — The  succession  of  one  number  after  another  by  virtue  of 
some  definite  law.  Arithmetical  progression  is  a  series  of  numbers 
that  increase  or  fliminigh  by  a  common  difference,  as  seven,  ten, 
thirteen,  sixteen,  &o.  In  geometrical  progression  each  term  of  the 
series  is  equal  to  that  which  precedes  it  multiplied  by  some  factor  which 
is  constant  for  all  the  terms.  Thus  two,  six,  eighteen,  fifty -four  are  in 
geometrical  series. 

Projection. — Signifies  in  a  general  sense  the  representation  on  a  plane  sur- 
face of  objects  as  they  appear  to  the  eve  of  an  observer,  the  various 
kinds  of  projection  being  differently  named  according  to  the  position  occu- 
pied by  the  observer ;  perspective,  stenographic,  isometric,  gnomonic, 
and  orthographic  are  projections,  but  in  the  working  drawings  of  the 
engineer  the  latter  alone  is  used.  In  this  the  eye  is  supposed  to  be  at 
an  infinite  distance,  and  the  visual  rays  are  all  parallel.  Hence  such 
drawings  are  suitable  for  direct  measurement,  and  according  as  the 
objects  are  viewed  the  terms  plan,  elevation,  section  are  employed. 

Prong  Chuck. — A  fork-like  chuck,  whose  prongs  revolve  wood  set 
between  lathe  centres, 
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Prong  Key. — A  kind  of  spanner  used  for  tightening  up  circular  nuts  by 
power  applied  to  their  faces.  Two  projections  or  prongs  on  the  front 
face  of  the  spanner  fit  two  corresponding  holes  in  the  nut  faces,  the 
leverage  being  applied  to  a  handle  attached  to  the  spanner. 

Proof  Bar.— The  loose  bar  which  is  thrust  through  a  hole  in  the  trough 
which  contains  steel  undergoing  the  process  of  cementation,  and  which 
is  removed  from  time  to  time  to  enable  the  attendant  to  judge  of  the 
progress  of  the  operation. 

Pr jof  Load,  or  Test  Load. — A  load  imposed  on  a  structure  greater  in 
amount  than  the  working  load,  in  order  to  test  its  capability  or  margin 
of  safety.  The  deflection  of  a  structure,  when  under  its  test  load, 
is  carefully  noted  and  its  capability  deduced  therefrom.  See  Proof 
Strain. 

Proof  Strain. — Any  strain  to  which  a  portion  of  material,  or  a  structure, 
or  a  section  of  structure,  is  subjected,  in  order  to  test  its  suitability  for 
the  specific  purpose  for  which  it  is  designed  to  be  used.  A  proof  strain 
would  in  all  cases  be  short  of  that  which  would  have  a  crippling  effect, 
assuming  of  course  that  the  material  were  good,  but  also  above  that 
which  it  would  be  expected  to  sustain  in  the  ordinary  conditions  to 
which  it  would  be  subject. 

Propeller,  or  Propeller  Screw. — The  helical  segments  used  for  the  pro- 
pulsion of  steam  vessels.  Propellers  are  two,  three,  or  four  bladed, 
according  as  they  form  segments  of  two,  three,  or  four  different  screws. 

Propeller  Blade. — A  single  segment  of  a  propeller  (q.v.). 

Propeller  Screw.— See  Propeller. 

Proportion.— See  Ratio. 

Proportional  Compasses. — A  oompass  (q.v.)  for  drawing  purposes  which 
is  provided  with  two  slotted  and  double-ended  legs  united  by  a  sliding 
pivot  and  screw,  by  the  regulation  of  whose  position  th?  distance  apart 
of  the  extreme  points  may  be  adjusted  within  a  very  wide  range.  By 
its  employment  distances  and  drawings  may  be  enlarged  or  reduced 
proportionally,  polygons  of  circles  and  square  and  cube  roots  of 
numbers  can  be  obtained  rapidly  without  calculation. 

Proportioning. — The  proper  proportioning  of  machine  parts  is  the 
business  of  the  engineer.  But  although  a  correct  knowledge  of  the 
strength  of  materials  and  the  nature  and  amount  of  strain  and  stress 
set  up  in  structures  is  essential,  there  are  few  or  no  machines  designed 
on  strictly  mathematical  data.  The  art  of  proportioning1  consists  in 
combining  theory  with  experience,  and  these  with  an  intuitive  sense  of 
fitness  and  beauty,  in  one  harmonious  result.  So  largely  does  experience 
enter  into  the  labour  of  the  engineer  that  there  are  few  who  are  able,  in 
spite  of  excellent  theoretical  knowledge,  to  enter  successfully  into  the 
task  of  designing  and  proportioning  works  of  a  totally  different  class 
from  those  to  which  they  have  been  accustomed. 

Protracting. — The  laying  down  of  angles  with  or  without  the  assistance 
of  a  protractor. 

Protractor. — A  drawing  instrument  used  for  laying  down  or  for  measuring 
angles.  It  is  made  in  several  forms,  rectangular,  semicircular,  and 
circular,  having  the  angles  of,  and  divisions  into  degrees  marked.  These 
being  of  small  size  are  most  useful  in  the  drawing  offices,  or  for  the 
smaller  work  in  the  shops.  For  large  work  a  large  wooden  or  card- 
board instrument,  or  a  line  of  chords  (see  Chords,  lone  of)  is  to  be  used 
in  preference,  as  being  less  liable  to  produce  errors  in  striking  out. 

Pronj, — A  word  sometimes  used  by  iron  turners  to  designate  a  cutting 
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tool  1  aving  a  large  amount  of  top  rake  (q.v . ).  Thus  a  tool  for  the  turning 
of  wrought  iron  would  be  too  proud  to  turn  steel  or  gun-metal. 

Proving  Machine. — A  testing  machine  (q.v.). 

Prussian  Bine. — The  colour  used  to  distinguish  wrought  iron  on  sectional 
drawings. 

Prussiate  Bath. — See  Phototype,  Yellow  Bath. 

Paddle  Ball. — A  mass  of  puddled  iron  as  it  leaves  the  puddling  furnace 
(q.v.). 

Paddled  Bar,  or  Humber  One  Iron. — The  bar  of  malleable  iron  as  it 
leaves  the  last  of  the  grooves  in  the  finishing  series  of  puddling  rolls 
(q.v.).  It  is  not  of  merchantable  value  (see  Merchant  Iron),  but  is 
piled,  reheated,  rewelded,and  rolled  to  make  marketable  qualities  of  iron. 

Puddled  Steel. — A  steely  iron  (q.v.)  produced  in  the  puddling  furnace  by 
so  regulating  the  process  that  a  portion  of  the  carbon  is  allowed  to 
remain  in  combination. 

Puddlers '  Candles. — The  term  given  to  jets  of  carbonic  oxide  £as  which 
issue  from  the  surface  of  the  molten  metal  in  the  pig  boiling  (q.v.) 
process.  They  owe  their  origin  to  the  union  of  the  oxygen  in  the  tap 
cinder  with  the  carbon  in  the  pig. 

Puddlers'  Mine. — A  mixture  of  a  variety  of  red  haematite  and  water, 
employed  for  the  purpose  of  fettling  puddling  furnaces.  It  is  smoothed 
over  the  surface  of  the  bull-dog  (q.v.)  lining. 

Puddling. — The  series  of  processes  by  which  the  carbon  and  other  foreign 
substances  present  in  pig  iron  are  extracted  therefrom  previous  to  the 
rolling  of  bars  and  plates  for  the  use  of  the  smith  or  plater.  See  Dry 
Puddling,  Wet  Puddling. 

Paddling  Furnace. — A  reverberatory  furnace  (q.v.)  in  which  cast  iron  is 
subjected  to  the  action  of  the  atmosphere  to  effect  the  removal  of  tl  e 
carbon  and  bring  it  into  the  condition  of  wrought  iron.  Some  puddlii  g 
furnaces  are  made  double,  two  sets  of  men  being  employed,  one  set  ou 
each  side  at  opposite  working  doors.  An  increase  in  output  and  economy 
of  fuel  are  thus  obtained. 

Puddling  Bolls,  or  Forge  Train.  —The  first  sets  of  rolls  through  which  a 
shingled  bloom  is  passed.  The  first  or  roughing  rolls  are  grooved  in 
Gothic  or  Y"snaPe^  channels  and  in  diamond  shape,  the  grooves 
diminishing  in  depth  from  left  to  right  along  the  rolls.  Those  to  the 
left  are  distinguished  from  the  others  as  roughing  rolls  because  there 
the  bloom  is  first  embraced.  The  surfaces  of  the  grooves  are  roughened 
with  chisel  nidrings  to  take  firm  hold  of  the  blooms.  To  the  right 
hand  ere  the  finishing  rolls  in  which  the  grooves  are  rectangular  in 
section  to  impart  that  section  to  the  puddled  bar.  These  grooves  also 
diminish  in  depth  from  left  to  right. 

Pug  Mill.— A  mill  used  for  the  mixing  of  the  materials  of  which  concrete 
is  composed. 

Pulley,  or  Bigger. — The  wheel  which  carries  driving  belts.  It  is  made 
cither  in  cast  or  wrought  iron  and  turned  rounding  upon  the  face. 

Pulley  Bloek. — A  sheave  pulley  or  series  of  pulleys  having  a  hollow  rim 
section,  and  enclosed  between  metal  side  cheeks  in  which  the  pulley 
pins  have  their  bearings,  constitute  a  pulley  block.  A  hook  fastened 
to  the  upper  end  furnishes  the  means  of  attachment  to  any  convenient 
point  of  support.  Pulley  blocks  are  single,  double,  or  treble  according 
as  they  have  one,  two,  or  three  sheaves. 

Pulley  Lathe. — A  special  kind  of  machine  used  for  boring  and  facing 
pulleys.  It  consists  of  an  inner  ring  furnished  with  bolts  for  setting  the 
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pulleys  of  different  diameters  central,  and  having  its  periphery  turned 
truly  to  revolve  in  a  bored  outer  ring  made  fast  to  foundations.  A 
circle  of  teeth  forms  an  integral  portion  of  the  periphery  of  the  inner 
ring,  which  teeth  are  driven  by  a  pinion,  on  whose  shaft  are  the 
driving  pulleys  by  which  the  ring  is  driven  round.  The  pulleys  are 
bored  and  faced,  but  are  transferred  to  an  ordinary  lathe  to  be  turned. 

Pulling  Up. — The  tearing  up  of  the  sand  of  a  foundry  mould  by  the 
withdrawal  of  a  badly  made  or  non-tapered  pattern.  Fulling  up  from 
the  bottom  means  that  the  whole  of  tne  sand  reaching  upwards  from 
the  lowermost  edge  of  the  pattern  is  pulled  up,  to  distinguish  it  from 
mere  breaking  of  the  sand  along  the  edges. 

Pump. — A  machine  for  lifting  or  forcing  liquid  either  by  means  of  a 
bucket,  or  of  a  piston  working  in  a  closed  cylinder.  See  Force  Pump, 
Suction  Pump. 

Pump  Barrel. — The  closed  cylinder  in  which  the  bucket  or  the  piston  of 
a  pump  moves.  Barrels  are  variously  made  of  cast  iron  lined  with  gun- 
metal,  or  gun-metal  entirely,  or  glass,  according  to  the  liquids  which 
have  to  pass  through  them,  or  the  price  paid. 

Pump  Bit. — A  bit  for  boring  the  cylinders  of  wooden  pumps. 

Pump  Bob. — A  bell  crank,  or  rocking  lever  which  converts  rotary  into 
reciprocal  motion. 

Pump  Bucket. — The  piston  of  a  lift  pump.  It  differs  from  an  ordinary 
piston  in  being  provided  with  an  open  central  space  or  waterway  (q.v.), 
which  is  covered  with  a  flap  valve  (q.v.),  whioh  valve  opens  when  the 
bucket  is  falling  and  closes  when  it  is  lifting. 

Pump  Case,  or  Pump  Top. — The  top  of  a  lift  pump,  or  that  part  above  the 
working  barrel  (q.v.),  whioh  contains  the  handle,  spout,  and  cover. 

Pump  Cup  Leather.— See  Cup  Leather. 

Pump  Gear. — The  various  parts  and  connections  of  a  pump. 

Pump  Head. — A  sheet  iron  hood  placed  at  the  top  of  a  chain  pump  to 
prevent  any  of  the  discharge  water  being  thrown  off  by  centrifugal 
force. 

Pumping. — The  term  pumping  is  sometimes  applied  in  the  foundry  to  the 
act  of  feeding  (q.v.),  in  allusion  to  the  up  and  down  movement  of  the 
feeding  rod  in  a  vertical  direction. 

Pumping  Crank. — A  crank  or  disc  to  which  a  pump  rod  is  attached. 

Pumping  Engine. — An  engine  employed  for  pumping  purposes.  For  light 
work,  ordinary  engines  of  horizontal  or  vertical  types  are  employed,  for 
heavy  pumping,  beam  engines  are  commonly  used. 

Pump  Leather.— See  Cup  Leather. 

Pump  Bods. — The  piston  rods  of  pumps  are  made  of  various  materials,  but 
chiefly  copper  and  gun-metal,  or  Muntz  metal,  to  prevent  corrosion. 
Air-pump  rods  are  commonly  made  of  iron  for  strength,  and  sheathed 
with  Muntz  metal.  The  rods  of  deep  well  pumps  are  made  of  iron,  and 
cottared  together  in  length,  or  are  in  some  cases  made  of  wood.  See 
Pump  Spear. 

Pump  Spear. — A  name  given  to  the  long  wooden  rods  of  deep  well  and 
mining  pumps. 

Pump  Top.— See  Pump  Case. 

Punch. — A  shearing  instrument  made  of  steel  and  employed  for  the 
removal  of  a  definite  portion  of  metal,  whose  shape  is  the  counterpart 
of  the  shape  of  the  punch.  Punches  are  used  in  many  classes  of  work, 
and  are  actuated  both  by  hand  and  by  power.  See  also  Brad  Punch 
and  Centre  Punch. 
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Punched  Holes. — Rivet  holes  are  commonly  punched  in  plates  for  boiler, 
bridge,  and  girder,  and  plated  work  generally.  Only  in  the  best  work 
are  they  drilled.  The  holes  are  either  marked  direct  with  compasses,  or 
from  a  templet,  and  punched  singly,  the  plates  being  moved  by  hand, 
or  in  some  cases  automatically.  The  proper  spacing-out  of  punched 
holes  is  of  the  utmost  importance,  as  preventing  the  injurious  employ- 
ment of  the  drift  (q.v.). 

Punched  Plates. — Plates  of  wrought  iron  and  mild  steel  are  suitable  for 
punching ;  hard  steel  is  unsuitable.  Plates  which  will  not  stand 
punching  are  too  brittle  for  boiler  and  girder  work.  Punching  involves, 
under  the  most  favourable  circumstances,  a  loss  of  strength,  due  not 
only  to  the  diminution  of  sectional  area,  but  to  the  detruaive  action 
straining  the  plates  beyond  their  limit  of  elasticity.  Hence  punched 
plates  are  sometimes  annealed,  or  more  frequently  rymered  out,  it  being 
considered  that  the  stresses  due  to  punching  are  only  present  in  the 
immediate  vicinity  of  the  holes.  The  tensile  strength  of  soft  wrought- 
iron  plates  is  diminished  from  5  to  10  per  cent,  by  punching,  while 
that  of  steel  plates  is  diminished  from  20  to  28  per  cent. 

Punching. — The  making  of  holes  through  plates  under  a  punching  ma- 
chine.   It  is  done  in  the  boiler  department  usually  by  a  plater  (q.v.), 

Punching  Bear. — A  portable  punching  machine.  The  punch  is  actuated 
by  a  screw,  or  in  some  cases  by  hydraulic  pressure. 

Punching  Machine. — A  machine  in  which  the  punch  is  actuated  by 
power.  Commonly  the  processes  of  punching  and  shearing  are  com- 
bined in  one  double-ended  machine. 

Punching  Strength. — The  strength  necessary  to  punch  plates  of  iron  and 
steel.  It  has  been  found  by  experience  that  the  resistance  of  a  wrought- 
iron  plate  to  punching  is  nearly  the  same  as  its  resistance  to  tensile 
strain.  The  resistance  is  measured  by  the  area  of  the  metal  separated, 
and  the  resistance  increases  directly  as  the  thickness  and  strength  of 
plate  and  diameter  of  hole.  Holes  are  punched  in  plate  thinner  than 
the  diameter  of  the  punch,  but  seldom  in  plates  whose  thickness  exceeds 
that  diameter. 

Punch  Pliers. — Fliers  in  which  the  cutting  edge  takes  the  form  of  an 
annular  ring.   They  are  used  for  punching  the  holes  in  leather  belting. 

Pupil. — Youths  of  from  fourteen  to  sixteen  years  of  age  are  articled  as 

Supils  to  firms  of  engineers  for  periods  ranging  from  two  to  five  years, 
uring  which  time  they  pass  through  the  various  departments  in  turn, 

and  obtain  some  practical  experience  in  each,  at  the  same  time  that 

they  pursue  theoretical  studies  at  home.     The  premium  payment 

averages  about  £50  a  year. 
Puppet. — A  poppet  (q.v.). 
Puppet  Valve.— A  lift  valve  (q.v.). 
Purchase. — A  term  used  in  workshops,  and  equivalent  in  its  meaning  to 

leverage,  more  or  less  purchase  meaning  more  or  less  leverage. 
Pure  Oil. — A  simple  oil  which  is  not  admixed  with  any  other  oil,  as  is 

the  case  with  compound  oils  (q.v.). 
Pure  Rubber. — Applied  to  vulcanised  india-rubber  which  is  homogeneous 

throughout,  to  distinguish  it  from  insertion  rubber  (q.v.). 
Purlins. — The  members  which  unite  the  trusses  of  roofs  in  longitudinal 

directions. 
Purple. — The  colour  used  to  denote  steel  in  engineers'  drawings. 
Pushing  Poppet. — A  poppet  whose  mandrel  is  moved  in  the  forward 

direction  only  by  the  thrust  of  the  screw,  but  is  slid  back  by  hand. 
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Pucvy. — Used  in  pattern-making  for  filling  up  the  holes  formed  by  the 
heads  of  nails  and  the  countersunk  recesses  for  screw-heads.  Called 
Stopping,  or  Bomontague. 

Pyramid  Oil  Can. — The  small  conical- shaped  oil  can  for  bench  use. 

Pyrometer. — See  Pyrometer  Gauge. 

Pyrometer  Gauge. — A  dial  gauge  used  for  recording  the  heat  of  steam, 
as  well  as  its  pressure;  it  is  therefore  a  combination  gauge  (q.v.). 
Another  type  of  dial  pyrometer  gauge,  depending1  for  its  value  on  the 
expansion  of  metal  rods  or  tubes,  is  used  for  testing  the  heat  of  blast 
and  other  furnaces  and  ovens. 


Q 

Quadrant. — (1)  The  segment  of  worm  wheel  teeth  on  the  upper  portion  of 
the  tool  box  of  a  shaping  machine,  which  is  made  to  curve  through  an 
arc  of  a  circle  for  hollow  circular  shaping.  (2)  A  quarter  circle  bounded 
by  two  radii  at  right  angles  to  each  other  and  by  a  corresponding  por- 
tion of  the  circumference. 

Quadrant  Compasses. — Wing  Compasses  (q.v.). 

Quadrant  Plate,  or  Wheel  Plate. — The  plate  which  carries  the  stud 
wheels  in  the  change  wheel  series  for  screw  cutting  in  the  lathe.  It  is 
hinged  on  the  end  of  the  leading  screw,  and  is  provided  with  two  parallel 
slits  for  carrying  the  stud  or  studs  for  the  intermediate  whesls.  Being 
thus  hinged,  the  studs  with  their  wheels  can  be  brought  into  almost  any 
desired  position  in  relation  to  the  wheels  on  the  mandrel  and  on  the 
guide  screw. 

Quadruple  Expansion  Engine. — A  compound  engine  in  which  steam  is 
expanded  four  times ;  first  in  a  high -pressure  cylinder,  and  afterwards 
in  three  low-pressure  cylinders  in  succession.  A  goodly  number  of  en- 
gines have  now  been  constructed  on  this  principle,  but  necessarily  it 
means  high  initial  pressures,  or  from  150  lbs.  to  180  lbs. 

Quarter  Bend. — A  pipe  bend  which  makes  an  arc  of  90°,  and  is  used  there- 
fore for  connecting  pipes  at  right  angles  with  each  olhn". 

Quartering. — (1)  The  adjustment  of  cranks  or  crank  pin  holes  at  right 
angles  with  each  other.  (2)  Deals  cut  into  strips  of  four  to  the  deal. 
Also  called  scantling  (q.v.). 

Quartering  Belt. — Half  crossed  belting  (q.v.). 

Quartering  Machine. — A  boring  machine  for  accurately  boring  out  the 
crank  pin  holes  in  locomotive  wheels,  after  the  wheels  have  been  fixed  on 
their  axles. 

Quarter  Bip  Saw.— A  handsaw  (q.v.). 

Queen  Post. — A  roof  member  which  fulfils  a  similar  function  to  that  of 
the  king  post  (q.v.),  its  position  onlv  being  different.  Queen  posts 
occupy  positions  placed  between  the  king  posts  and  the  ends  of  the  roof 
truss. 

Quenched. — When  steel  is  heated  for  hardening  or  tempering,  and  then 
dipped  into  water  or  oil,  it  is  said  to  be  quenched. 

Quenching. — The  act  of  dipping  steel  rapidly  into  water,  oil,  or  other 
hardening  mixture,  to  impart  the  necessary  hardness  or  temper  thereto. 

Quick. — Having  a  curve  of  lesser  radius  relatively  to  another  curve. 

Quick  Peed.— See  Slow  Feed. 

Quick  Gear, — When  a  crane  is  lifting  direct  instead  of  through  interna- 
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diute  gearing  it  is  said  to  be  in  quick  gearing.  A  back  geared  lathe  u 
in  quick  gear  when  the  back  gear  is  not  in.  Speed  pulleys  are  in  quick 
gear  when  they  are  driving  from  the  larger  to  the  smaller  instead  of 
under  reverse  conditions. 

Quick  Gouge. — A  gouge  which  has  the  greatest  amount  of  curvature  made, 
though  proportionate  to  the  width  of  the  gouge.  See  Flat  Gouge, 
Middle  Flat  Gouge. 

Quick  Botura. — (1)  The  mechanism  by  which  the  cutting  tool  of  a  machine, 
or  the  work  which  is  traversed  under  the  tool  is  ran  at  a  quicker  speed 
during  the  non-cutting  than  during  the  cutting  stroke.  Quick  return 
is  applied  to  planing,  shaping-,  and  slotting  machines,  and  many  others, 
and  is  usually  effected  by  trains  of  gearing,  or  by  link  motion,  that  is  a 
connecting  rod  sliding  in  a  pivoted  link,  moving  across  a  revolving  ditto, 
or  by  an  arrangement  of  levers.  (2)  A  lathe  in  which  the  slide  rest  is 
traversed  back  with  a  rack  and  pinion  is  said  to  be  provided  with  quick 
return.    See  Quick  Traverse. 

Quick  Sweep. — A  sweep  whose  amount  of  curvature  is  great  relatively  to 
some  other  curve  or  curves  with  which  it  is  compared. 

Quick  Traverse. — The  hand  traverse  given  to  the  slide  rest  of  a  lathe  by 
means  of  a  rack  and  pinion.  After  the  rest  has  travelled  down  the  bed, 
through  the  medium  of  the  leading  screw,  the  clasp  nuts  are  disengaged, 
and  the  quick  traverse  or  quick  return  is  put  into  gear  for  carrying  the 
saddleback. 

Quiescent  Load. — A  dead  load  (q.v.). 

Quill. — The  term  generally  applied  to  a  hollow  shaft  or  spindle. 

Quintal. — A  French  measure  of  weight  containing  one  hundred  kilo- 
grammes (q.v.)  or  one  hundred  thousand  grammes  (q.v.),  equivalent  to 
220*4621  English  pounds,  or  1*9684  hundredweight 
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Babbet. — A  rebate  (q.v.). 

Babble. — A  tool  used  by  puddlers  for  rabbling  (9. v.)  the  pasty  metal.  It 
is  a  long  bar  of  iron  turned  up  at  the  end  at  right  angles. 

Babbling. — The  working  or  stirring  about  of  the  iron  in  a  puddling  fur- 
nace, removing  slag  from  its  surface,  and  drawing  the  metal  into  masses 
or  balls  ready  for  the  hammer. 

Baoe. — (1)  A  circular  ring  upon  which  travel  the  rollers  supporting  a 
revolving  superstructure.  The  roller  race  of  a  revolving  crane  furnishes 
an  illustration.  (2)  The  channel  by  which  water  is  conducted  to  a  water 
wheel. 

Bacing. — Engines  are  said  to  race  when  their  rates  of  speed  are  very 
unequal,  due  to  variations  in  the  resistance  which  they  nave  to  over- 
come, or  to  the  absence  of  governors,  or  the  unsuitability  of  the  gover- 
nors provided.  Bacing  is  a  source  of  danger  because  of  the  uncertain 
strain  put  thereby  upon  moving  parts. 

Back. — A  straight  length  of  toothed  gearing,  being  a  successive  series  of 
teeth  pitched  in  a  straight  line  instead  of  around  a  curve,  as  in  the 
case  of  wheels.  The  teeth  of  racks  are  formed  on  the  same  principles 
as  those  of  wheels.  The  term  is  often  applied  to  a  wheel  segment  or 

*  circular  rack. 

Back  and  Pinion. — An  arrangement  of  gear  for  converting  rotary  into 
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linear  and  reciprocal  motion,  which  is  largely  employed  in  mechanism, 
a  pinion  wheel  whose  centre  is  fixed  actuating  a  movable  rack  (q.v.). 

Back  Compass. — A  pair  of  shop  quadrant  compasses,  in  which  the  lower 
edge  of  the  quadrant  is  cut  into  minute  teeth,  forming  a  circular  rack. 

Back  Feed. — Feed  motion  imparted  by  a  rack  and  pinion.  The  feed  of 
some  drilling  m«/flii"Aa  is  thus  imparted,  and  also  the  longitudinal 
traverse  of  self-acting  lathes,  both  screw -cutting  and  non-  screw- 
cutting.  The  travelling  tables  of  some  frame  saws  are  actuated  by 
rack  feeds. 

Backing. — (1)  The  running  of  the  block  carriage  of  a  crane  or  traveller 
inwards  or  outwards  to  suit  the  requirements  of  the  work  in  hand. 
The  racking  is  performed  by  suitable  gearing,  and  an  endless  chain 
passing  over  sheave  wheels.  (2)  The  running  of  a  slide  rest  along  with 
the  rack  and  pinion  motion. 

Backing  Gear. — The  gear  which  actuates  the  block  carriage  (q.v.)  of  a 
crane  (see  Racking).  The  nature  of  the  gearwill  depend  upon  the  class 
of  crane,  and  whether  hand  or  steam. 

Back  Bail. — A  toothed  rack  laid  between  the  ordinary  permanent  way 
'  rails  on  the  steep  gradients  in  mountainous  districts,  into  which  toothed 
gear  in  rack  rait  locomotive  engines  engages,  in  order  to  move  upwards 
by  tractive  force. 

Bad. — The  radius  of  a  circle. 

Badial. — Moving  in  a  right  ine  and  along  the  shortest  distance  from 
centre  to  circumference. 

Badial  Arm. — (1)  The  movable  cantilever  which  supports  the  drilling 

.  saddle  in  a  radial  drilling  machine  (q.v.).  (2)  The  arm  which  is  centred 
on  and  pivots  round  the  end  of  the  leading  screw  of  a  screw-cutting 
lathe,  and  which  carries  the  train  of  gearing  connecting  the  screw  with 
the  wheel  on  the  mandrel  of  the  heaastook. 

Badial  Axle.— See  Bogie. 

Badial  Axle  Box.— See  Bogie. 

Badial  Drilling  Machine.— A  heavy  drilling  machine,  which  is  so  con- 
structed that  the  position  of  the  drill  can  be  accommodated  to  the  work 
without  moving  the  latter.  The  whole  drilling  apparatus — spindle, 
feed,  &o. — is  carried  on  a  saddle,  which  slides  on  a  radial  arm  longed 
to  a  post,  mitre  wheels  actuating  the  spindle,  and  communication 
being  maintained  with  the  spindle  in  any  part  of  the  arm  through  a 
telescopic  shaft.  Badial  drills  are  made  both  attached  to  a  strong 
base  or  table  and  also  for  f*«t«n™g  to  a  wall 

Badial  Paddle  Wheel. — A  paddle  wheel  in  which  the  float  boards  are 
fastened  directly  to  the  arms  by  means  of  hook  bolts,  their  faces 
radiating  from  the  centre  of  the  wheel.  Hence  the  floats  are  always 
vertical,  and  consequently  only  develop  their  greatest  power  when  in 
their  lowest  position.  They  enter  and  leave  the  water  at  an  angle  with 
the  level  of  the  water,  with  a  consequent  waste  of  energy.  Wheels 
having  feathering  floats  (q.v.)  are  not  subject  to  this  disadvantage. 

BadiatiLon. — The  emission  of  heat  rays  from  hot  bodies.  A  body  which 
emits  red  rays  only,  is  red  hot,  one  which  emits  rays  of  all  colours  is 
white  hot.  These  radiations  are  visible,  but  there  are  others  to  which 
our  eyes  are  not  sensitive,  and  bodies  are  supposed  to  give  off  radiations 
at  all  temperatures. 

Badius. — A  radius  of  a  circle  is  the  straight  line  which  extends  from  the 
centre  to  the  circumference  along  the  shortest  possible  distance. 

Badius  Finder. — A  centre  square  (q.v.). 
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Badius  Bod,  or  Bridle  Bod.— (1)  A  rod  in  the  arrangement  known  as 
parallel  motion  (q.v.),  which  is  fixed  on  a  pivot  at  one  end  and  jointed 
to  the  back  link  at  the  other,  and  which  vibrates  with  the  motion  of  the 
beam.  (2)  Sometimes  applied  to  the  rod  which  passes  from  the  die 
block  of  a  slot  link  to  the  slide,  or  cut-off  valve. 

Bafters. — The  diagonal  roof  ribs  which  extend  from  the  king  post  to  the 
tie  beam  in  a  roof  truss.  These  are  often  called  principals,  or  principal 
rafters,  to  distinguish  them  from  common  rafters  (q.v.). 

Bail  Bender. — See  Kail  Straightener. 

Bail  Clamp.— See  Bail  Drill. 

Bail  Clips. — Clips  of  wrought  iron  attached  to  the  front  and  back  of  a 
balance  crane,  and  used  for  fixing  the  crane  during  the  lifting  of  heavy 
loads.  They  are  made  to  embrace  the  railway  metals  by  bolts  passing 
through  both  halves.  Without  rail  clips,  a  crane  would  be  liable  to 
overturn  with  a  full  load. 

Bail  Drill,  or  Bail  Clamp. — A  portable  combination  tool  used  for  drilling 
holes  in  rails  without  removing  them  from  their  places.  It  consists  of 
a  short  stout  clamp  arching  over  the  rail  and  provided  with  a  set  or 
tightening  screw  on  the  one  side,  placed  in  opposition  to  a  ratchet 
drill  upon  the  other. 

Bail  Fagot,  or  Bail  Pile.— The  fagot  or  pile  from  which  the  blooms  for 
iron  rails  are  rolled.  It  is  composed  in  different  ways,  according1  to  the 
specification,  quality,  and  price.  It  is  usually  about  8J  in.  wide  and 
9  in.  high.  The  heads,  if  for  a  double-headed  rail,  are  formed  of 
slabs  of  hard  hammered  iron,  and  the  middle  space  is  filled  in  with  puddle 
bars,  which,  may  be  either  of  the  entire  width  or  made  to  break  joint. 
Steel  rails  are  now  made  in  preference  to  iron,  and  these  are  rolled  from 
a  homogeneous  ingot. 

Bail  Gauge. — An  iron  bar  having  a  projection  or  set-off  near  each  end  at 
right  angles  with  the  bar,  the  distance  of  whose  outer  faces  apart  is 
that  of  the  gauge  of  the  rails,  which  are  laid  down  by  direct  measure- 
ment therefrom. 

Bail  Guards. — The  curved  rods  or  bars  which  extend  from  the  front  of  a 
locomotive  downwards  nearly  to  the  rails,  to  throw  off  any  obstructions 
from  the  line. 

Bail  Ingot. — The  ingot  from  which  Bessemer  steel  rails  are  rolled,  and 
which  takes  the  place  of  the  rail  fagot  for  iron  rails.  These  ingots  are 
cast  in  moulds  of  oast  iron,  tapered  to  permit  of  ready  stripping  of  the 
mould  from  the  ingot,  and  are  about  1 1 J  in.  square. 

Bail  Mill. — A  mill  in  which  rails  are  rolled,  the  rolls  being  grooved  out 
into  the  required  sections. 

Bail  Pile.— See  Rail  Fagot. 

Bail  Punch. — A  form  of  punching -bear,  usually  worked  by  hydraulic 
pressure,  used  for  punching  the  holes  in  the  webs  of  rails,  to  take  the 
fish  bolts. 

Bails. — The  bars  which  form  the  tracks  for  the  wheels  of  rolling  stock  on 
tramways  and  permanent  way.  They  are  made  in  various  sections, 
both  single  and  double  headed,  and  in  iron  and  in  Bessemer  steel.  They 
rest  either  directly  on  the  sleepers,  or  in  choirs  spiked  down  to  the 
sleepers.    See  details  under  special  heads. 

Bail  Saw. — A  saw  used  in  rail  rolling  mills  for  cutting  off  the  crop  ends 
of  rails  after  they  leave  the  rolls. 

Bail  Straightener,  or  Bail  Bender. — A  powerful  screw  press  used  for 
straightening  or  bending  rails  and  bars.    Some  of  these  machines  are 
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worked  by  a  hand  lever,  or  a  wheel,  actuating  the  screw,  some  by 
hydraulic  pressure.  The  rail  is  sustained  on  two  points  at  some  dis- 
tance apart,  and  the  pressure  is  applied  between  these  points.  See  also 
Squeezing  Maching. 

Bail  Tests. — The  principal  test  used  for  rails  is  the  falling  weight  test 
(q.v.),  and  the  usual  test  is  a  monkey  of  a  ton  weight  allowed  to  fall 
from  a  height  ranging  from  15  to  20  ft.  upon  a  rail  resting  on  sup- 
ports 3  ft.  6  in.  apart.  Thus  with  a  double-headed  steel  rail  weigh- 
ing 70  lbs.  to  the  yard,  two  blows  from  a  monkey  of  a  ton  weight 
falling  from  a  height  of  18  ft.  should  not  produce  a  deflection  greater 
than  3  in.  in  amount.  Under  the  dead  weight  test  (q.v.),  which 
is  also  applied  to  rails,  a  dead  weight  of  28  tons  should  not  pro- 
duce a  deflection  of  more  than  f  of  an  inch  on  a  rail  similarly  sup- 
ported. 

Bailway  Axle. — Axles  are  made  of  wrought  iron  or  mild  steel.  The 
largest  part  of  the  axle  is  just  behind  the  wheel  boss.  The  diameter  is 
gradually  reduced  to  the  centre  midway  between  the  wheels,  and  again 
at  the  journals,  whose  lengths  are  about  twice  their  diameters.  The 
diameter  of  the  journal  is  usually  about  3J  in.  Sharp  corners  at  the 
junctions  of  the  shouldered  portions  are  avoided  by  turning  a  small 
radius. 

Bailway  Brake. — Brakes  are  of  various  kinds — air,  friction,  steam,  &c. — 
noted  under  their  proper  headings. 

Bailway  Chair. — See  Chair. 

Bailway  Gauge.— See  Rail  Gauge. 

Bailway  Wheel. — Eailway  wheels  have  their  bodies  either  of  wrought 
iron  or  wood.  The  different  parts  of  a  wheel  are  the  boss  or  the  central 
portion,  and  the  body,  intermediate  between  the  boss,  and  the  tire.  The 
boss  is  usually  made  of  cast  iron  cast  around  the  free  ends  of  the  bent 
bars  which  form  the  arms,  or  of  wrought  iron  welded  and  pressed  into 
form.  Tires  are  fastened  on  with  rivets,  bolts,  or  retaining  rings.  In 
wooden  wheels  the  body  is  solid,  built  up  in  pieoes  whose  shape  is  the 
sector  of  a  circle,  the  grain  running  radially,  the  timber  being  bonded 
together  with  retaining  rings  (q.v.)  and  the  boss.  Wood  has  the  advan- 
tage of  elasticity ;  it  affords  continuous  support  to  the  tire,  and  does 
not  beat  the  air  or  raise  dust  like  wheels  with  spokes.  Wheels  are 
attached  to  their  axles  without  keys,  being  pulled  on  with  hydraulio 
pressure,  or  by  shrinking  on. 

Raised  Work. — Work  which  has  been  hammered  into  outline.  See 
Raising. 

Raising.— (1)  The  production  of  curved  outlines  in  sheet  metal  by  tho 
application  of  blows  from  a  hammer.  (2)  When  a  tap  or  die  is  in  bad 
order,  that  is,  not  backed  off  properly,  or  not  having  a  keen-cutting 
front,  the  screw  thread  is  partly  compressed  or  squeezed  out  of  shape, 
and  is  then  said  to  be  raised  instead  of  being  cut. 

Bailing  Hammer. — A  round-faced  hammer  used  for  raising  (q.v.)  metal 
work. 

Bake. — (1)  A  term  usually  applied  to  signify  the  angles  of  metal  turning 
tools,  as  side  rake,  front  rake,  &c.  (2)  The  amount  of  forward  angle, 
or  pitch  of  saw  teeth.  (3)  A  broad  flat  expansion  turned  down  at 
right  angles  with  the  end  of  a  long  bar,  and  used  for  thrusting  about 
the  fuel  to  front  or  back  on  a  furnace  hearth. 

Raking  Bar. — A  long  rod  of  wrought  iron  used  for  raking  out  the  cupola 
fire  after  casting. 
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Baking  Out— The  removal  of  the  residuary  ooke,  slag,  and  metal  from 
the  bottom  of  a  cupola  furnace  after  the  running  down  of  the  charge. 
This  is  done  after  every  blowing,  and  is  necessary,  otherwise  the  semi- 
fused  mass  would  form  a  hard  agglomeration  when  cold,  the  forcible 
removal  of  which  would  damage  the  furnace. 

Bam. — (1)  A  term  sometimes  applied  to  the  monkey  (q.v.)  of  a  pile  driver. 
(2)  The  arm  of  a  shaping  or  slotting  machine  which  carries  the  tool 
backwards  and  forwards,  is  termed  a  ram.  (3)  A  lydraulic  ram 
(q.v.).  (4)  The  plunger  of  a  hydraulic  lift  (q.v.).  (6)  A  hydraulic 
piston  (q.v.).     (6)  The  plunger  of  a  hydraulic  press  (q.v.). 

Bam  Leather. — A  cup  learner  (q.v.). 

Hammer. — A  tool  used  by  moulders  for  the  purpose  of  ramming  the  sand 
around  patterns.  It  consists  of  a  head  of  cast  iron  attached  to  a  handle 
of  wrought  iron,  or  sometimes  of  wood.  In  a  hand  rammer,  or  a  bench 
rammer,  the  working  end  is  made  rounding,  in  the  flat  rammer  it  is 
disc  shaped.  Frequently  the  rammer  is  reversed  in  use,  and  the  pointed 
end  of  the  handle  employed  for  ramming  the  sand  into  narrow  spaces. 

Bamming  Blocks. — Reversed  moulds  (q.v.)  used  in  some  kinds  of  mould- 
ing work. 

Bamps,  or  Guide  Plates. — (1)  Appliances  for  placing  rolling  stock  upon 
the  rails.  They  clip  the  rails,  and  are  provided  with  flat  helical  exten- 
sions against  which  the  wagon  wheels  slide  up  to  the  rail.  They  are 
made  in  sets  of  four,  two  right  and  two  left.  (2)  Planks  laid  on 
suitable  supports  and  forming  an  inclined  plane,  up  and  down  which 
barrows  of  material  are  wheeled  are  sometimes  termed  ramps. 

Bamsbottom  Bing.— See  Spring  Ring. 

Barn's  Horn. — A  symmetrically  shaped  double  crane  hook.  Used  chiefly 
for  light  weights,  being  inferior  in  strength  to  the  single  hook. 

Bape-seed  Oil.— See  Seed  Oil. 

Bapping. — Rapping  is  the  process  of  loosening  a  pattern  in  the  foundry 
sand  previous  to  its  withdrawal,  and  is  effected  by  inserting  the  pointed 
end  of  an  iron  bar  in  a  hole  bored  in  the  pattern,  or  into  a  rapping 
plate,  and  striking  it  heavily  sideways  with  a  hammer.  During  the 
actual  process  of  withdrawal,  rapping  mallets  (q.v.)  are  employed.  The 
process  of  rapping,  though  necessary,  is  often  damaging  to  the  pattern, 
and  if  carelessly  performed  affects  the  size  of  the  mould,  enlarging  it  to 
an  extent  which  is  very  appreciable  in  small  castings. 

Bapping  Bar. — A  loosening  bar  (q.v.). 

Bapping  Hole. — A  hole  made  in  a  foundry  pattern  for  the  insertion  of  the 
loosening  bar  used  in  rapping.  When  a  single  moulding,  or  when  two 
or  three  mouldings  only  from  a  pattern  are  required,  the  rapping  hole  is 
usually  bored  in  the  wood  of  the  pattern,  but  when  a  large  number  are 
wanted,  rapping  plates  (q.v.)  are  used  to  prevent  damage  to  the  pattern. 
In  large  patterns  several  rapping  holes  are  provided. 

Bapping  Mallets,  or  Moulders'  Mallets.— Small  round-faced  wooden 
mallets  used  for  loosening  the  sand  from  foundry  patterns  during  the 
process  of  their  withdrawal  from  the  moulds.  The  faces  and  edges  of 
the  patterns  are  lightly  tapped  with  the  mallets  as  the  pattern  is 
gradually  lifted.  They  are  made  of  wood,  as  inflicting  less  injury  to 
the  pattern  than  iron  hammers. 

Bapping  Plates. — Plates  of  malleable  iron  let  into  and  screwed  on  the 
faces  of  foundry  patterns,  and  provided  with  holes  for  the  insertion  of 
the  rapping  bar.  The  holes  for  rapping  and  lifting  are  usually  inserted 
in  the  same  plate,  and  they  are  then  termed  rapping  and  lifting  plates. 
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Basp. — Rasps  are  used  by  core  makers  and  loam  moulders  for  the  purpose 
of  reducing  loam  -work  to  accuracy,  in  regard  to  both  shape  and 
dimensions. 

Basp  Cut. — The  abrasive  surface  formed  on  a  file  by  the  punching  up  of 
isolated  projections,  as  distinguished  from  the  ridges  formed  by  the 
action  of  chisels. 

Bastxiek  Boiler.— A  vertical  cylindrical  boiler  of  large  diameter,  and 
having  horizontal  tubes.    It  is  an  antiquated  form. 

Batchet.— A  ratchet  wheel  (q.v.). 

Batchet  Bar. — A  straight  bar  serrated  with  teeth  like  those  of  a  ratchet 
wheel,  to  receive  the  thrust  of  a  paul.  The  function  of  the  ratchet  bar 
is  to  permit  of  movement  in  the  one  direction  while  preventing  it  in  the 
direction  opposite.    It  is  attached  to  foot  or  other  levers. 

Batchet  Brace. — A  tool  used  by  metal  workers  for  the  drilling  of  holes  by 
hand.  It  consists  essentially  of  a  lever  which  moves  the  drill  round 
and  feeds  it  forward  at  the  same  time  by  means  of  a  ratchet  and  click 
actuating  a  square-threaded  feed  screw. 

Batchet  Drill. — A  drill  used  in  conjunction  with  a  ratchet  brace  (q.v.). 
It  is  furnished  with  a  square  tapered  shank. 

Batchet  Feed. — A  paul  feed  (q.v.). 

Batchet  Jack. — A  screw  jack  (q.v.)  rotated  by  means  of  a  ratchet  and 
click. 

Batchet  Paul. — A  paul  or  click  which  engages  with  Hie  teeth  of  a  ratchet 
or  a  spur  wheel,  as  distinguished  from  the  pauls  used  in  the  sliding 
shafts  of  cranes,  and  on  turntables.    See  Spring  Paul. 

Batchet  Teeth. — The  teeth  of  ratchet  wheels  are  differently  formed 
according  to  the  function  which  they  have  to  fulfil.  When  the  ratchet 
paul  has  to  woik  in  opposite  directions  at  pleasure,  as  when  moving  a 
feed  screw  to  right  or  left  alternately,  the  teeth  are  like  those  of 
ordinary  spur  wheels.  But  when  the  motion  is  always  in  one  direction, 
as  happens  in  the  case  of  cranes,  the  teeth  slope  in  the  one  direction 
only.  Their  outline  then  is  roughly,  though  not  quite,  that  of  a  right- 
angled  triangle,  the  base  resting  on  the  periphery  of  the  wheel,  and 
the  Bide  being  nearly,  though  not  quite,  radial  with  the  centre,  being 
slightly  undercut,  and  the  hypothenuse  being  the  sloping  face  over 
which  the  paul  slides.  This  is  not,  however,  straight,  but  slightly 
curved  outwards. 

Batchet  Wheel. — A  wheel  provided  with  teeth  into  which  a  paul  (q.v.) 
fits.  The  paul  either  moves  and  turns  the  ratchet  wheel  with  an  inter- 
mittent motion  which  renders  it  capable  of  feeding  a  machine  cutter,  or 
the  wheel  moves,  its  motion  being  independent  of  that  of  the  paul. 
Owing"  to  the  shape  of  the  teeth  it  turns  always  freely  in  the  one 
direction,  but  when  it  is  attempted  to  reverse  the  motion  of  the  wheel 
the  paul  prevents  it  from  receding.  In  the  first  case  the  shape  of  the 
teeth  is  usually  symmetrical,  being  common  wheel  teeth ;  in  the  latter 
they  approximate  roughly  to  that  of  a  right-angled  triangle,  or  to  that  of 
saw  teeth  for  ripping.  The  first  form  is  used  in  most  machine  feeds, 
the  second  in  the  hoisting  gear  of  cranes  for  preventing  the  load  from 
running  down. 

Bate. — See  Screw  Rate. 

Batio,  or  Proportion. — A  particular  relation  subsisting  between  numbers  or 
quantities,  as  shown  by  the  division  of  one  by  the  other.  Thus 
12 :  3  :  :  8  :  2  expressing  the  ratios  which  exist  between  those  numbers, 
12  containing  3  four  times,  and  8  containing  2  four  times.    In  propor- 
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tional  numbers  the  product  of  the  first  and  last  terms  Is  equal  to  thai 
of  the  second  and  third  terms.  Hence  the  rule  to  find  a  fourth  pro- 
portional :  multiply  the  second  and  third  terms  together  and  divide  by 
the  first. 

Batio  of  Expansion. — The  proportion  subsisting  between  the  final  and 
the  initial  volumes  of  steam  in  a  cylinder. 

Bat  Tail  File. — A  file  circular  in  section  and  tapering  or  bellied  in  the 
direction  of  its  length. 

Battle  Barrel. — A  rumble  (q.v.). 

Battling  Box.— A  rumble  (q.v.). 

Baw  Hide  Belting. — Belting  which  has  not  been  subjeoted  to  the  process 
of  tanning,  excepting  on  the  surface. 

Baw  Iron. — Iron  which  has  not  been  refined.    See  Refining. 

Baw  Mine. — A  term  applied  to  iron  stone  (q.v.). 

Beaotion. — When  a  body  is  at  rest  it  presses  downwards  with  a  definite 
weight.  The  support  beneath  it  reacts  with  a  pressure  which  is  equal 
and  opposite.  Henoe  the  fundamental  law,  action  and  reaction  are 
equal  and  opposite. 

Beaotion  Wheel. — An  enclosed  wheel  into  which  water  enters  under  head 
or  pressure,  and  escapes  from,  tangentially,  the  force  being  derived 
from  the  reaction  of  the  weight  thrown  off  at  the  periphery.  See 
Turbine. 

Beamer,  Bymer,  Rimer,  or  Bhymer. — A  fluted  tool  used  for  finishing  and 
truing  cored  or  drilled  holes.  Reamers  are  solid  when  used  in  a  socket 
or  with  a  wrench,  shell  or  hollow  when  bored  out  to  fit  on  a  mandrel. 
See  Broach,  Fluted  Reamer,  Rose  Reamer,  &o. 

Bebate,  or  Babbet. — A  shoulder  or  recess  on  the  edge  of  a  piece  of  wood  or 
metal  for  the  reoeption  of  the  edge  of  another  similar  piece. 

Bebate  Joint. — A  joint  which  is  made  by  the  overlapping  of  the  edges  of 
material,  half  the  thickness  of  the  material  being  out  away  to  a  little 
distance  inwards  from  the  matching  edges. 

Bebate  Plane. — A  plane  used  for  the  working  of  rebates.  The  cutting 
iron  is  as  wide  as  the  wood  stock,  and  henoe  planes  right  up  to  the 
edge.  Skew-mouth  planes  have  the  cutting  iron  at  an  angle  with  the 
side  of  the  stock,  and  work  sweeter  than  the  square-mouthed  ones. 
Rebating  is  also  performed  by  machines  furnished  with  revolving 
cutters,  or  by  a  thick  circular  saw. 

Bebating. — The  grooving  or  shouldering  back  of  timber  from  the  edge  to 

Sroduce  a  lap  joint, 
oring. — Wnen  engine  cylinders  have  become  grooved  and  of  varying 
diameters  through  long  use  and  wear,  it  is  customary  to  bore  them  again 
and  insert  a  larger  piston.  The  process  is  termed  reboring.  Small 
cylinders  are  removed  from  their  beds  or  foundations  for  the  purpose, 
but  large  cylinders  are  rebored  while  in  place. 

Beearbnrisation. — The  adding  of  a  definite  amount  of  carbon  to  iron 
which  has  been  first  completely  deoarburised.  Steel  of  various  grades 
is  thus  made  in  the  Bessemer  converter  (q.v.)  and  in  the  cementation 
(q.v.)  process. 

Receiver. — (1)  When  large  quantities  of  iron  of  fifteen  or  twenty  tons 
weight  and  upwards  have  to  be  poured,  exceeding  the  capacity  of  the 
foundry  ladles,  the  metal  is  allowed  to  accumulate  in  a  receiver,  which  is 
a  sheet-iron  vessel  lined  with  fire  brioks  and  clay,  and  from  which  the 
iron  is  conducted  into  the  mould.  Such  vessels  may  be  fixed  or 
portable.    (2)  Generally  any  vessel  used  for  the  storage  of  liquids  or 
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gases,  as  for  instance  air  in  an  air  compressor.    See  also  Intermediate 
Receiver. 

Bechneking. — In  all  bnt  the  very  plainest  turned  work  it  is  necessary  that 
it  should  be  set  a  Beoond  or  a  third  time  in  the  lathe  chuck  or  chucks, 
in  order  to  turn  some  portions  which  could  not  be  reached  by  the  tool 
in  the  first  chucking.    This  is  termed  rechucking  or  second  chucking. 

Eeoiprocal. — One  quantity  is  the  reciprocal  of  another  when  it  is  the  re- 
sult of  unity  divided  by  the  other.  Thus  2  and  J  =  2  and  *5  are  recipro- 
cals. Henoe  the  product  of  a  quantity  by  its  reciprocal  is  always  unity 
as  2  X  *5  =  1-0. 

Beciprooating. — Used  in  opposition  to  rotary.  The  vast  majority  of 
engines  and  pumps  are  reciprocating,  that  is  the  piston  and  rods  move 
forward  and  backward  alternately  in  right  lines. 

Reciprocating  Engines. — See  Beciprooating. 

Beciprooating  Pump. — See  Reciprocating. 

Beciprooating  Weight. — Usually  understood  to  signify  the  moving 
weights  of  an  engine  piston,  piston  rod,  and  half  that  of  the  connect- 
ing rod.  The  power  which  they  absorb  is  equal  to  their  weight  multi- 
Shed  by  the  height  from  which  the  weight  must  have  fallen  to  pro- 
uce  their  velocity. 

Bectangle. — A  parallelogram  (q.T.)  whose  sides  are  at  right  angles  to  one 
another. 

Bed  Brass. — An  alloy  variously  composed,  as:  Copper,  24 lbs. ;  zinc, 
5  lbs. ;  bismuth,  1  oz.  Copper,  24  lbs. ;  zinc,  5  lbs. ;  lead,  8  oz . 
Copper,  32 lbs. ;  zinc,  10 lbs. ;  lead,  lib.  Copper,  160  lbs. ;  zinc, 
50 lbs. ;  lead,  10 lbs;  antimony,  44 oz. 

Bed  Brick  Dust. — Used  for  parting  sand  (q.v.). 

Bed  Copper  Ore. — A  very  pure  oxide  of  copper  found  in  Cornwall,  Cuba, 
and  other  parts. 

Bed  Deal,  or  Bed  Pine.  (Pintu  sylvestris.^—The  produce  of  the  Scottish 
fir,  grown  in  Norway  and  Sweden  and  Russia.  The  deals  take  their 
names  from  the  ports  whence  they  are  shipped,  as  Riga,  Memel, 
Dantzio.    Riga  deals  are  superior  to  the  last-named. 

Beddle. — A  shop  term  for  red  lead,  mixed  with  oil  and  used  when  filing 
and  scraping  surfaces  to  fit. 

Bed  Haematite. — An  ore  of  iron  quarried  largely  in  Cumberland, 
Glamorganshire,  and  Ireland.  It  is  a  non-hydrated  peroxide  of  a  red 
colour,  hence  its  name,  and  furnishes  excellent  quality  of  iron. 

Bed  Heat. — There  are  several  grades  of  red  heat,  distinguished  by  the 
prefixes,  black,  bright,  or  low  red,  noticed  under  their  headings ; 
the  distinguishing  of  these  shades  of  colour  being  of  importance  in  the 
hardening,  tempering,  and  welding  of  iron. 

Bed  Lead,  or  Minium.— Symbol  2Pb  O  +  Pb  Oa.  The  red  oxide  of 
lead.  It  is  used  when  mixed  with  boiled  oil  only,  or  with  boiled  oil 
and  with  white  lead,  in  making  steam  joints.  Also  mixed  in  a  thin 
semi-fluid  paste,  for  checking  the  accuracy  of  contact  of  surfaces  which 
are  being  fitted  the  one  to  the  other,  the  colour  being  transferred  from 
the  surface  which  is  finished  to  the  highest  portions  of  the  surface 
which  is  undergoing  the  process  of  fitting. 

Bed  Shortness,  or  Hot  Shortness. — That  condition  of  wrought  iron  or 
steel  in  which  they  are  incapable  of  being  rolled  or  worked  at  a  red 
heat.    The  presence  of  sulphur  produces  red  shortness. 

Reducing  Agent. — The  agent  through  whose  influence  a  chemical  com- 
pound is  resolved  into  its  simple  elements.    The  reduction  of  metals 
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from  their  ores  is  due  to  the  agency  of  heat  acting  in  combination  with 
some  solid  substance  or  substances.  Thus  carbon,  or  more  properly- 
carbonic  oxide,  GO,  is  the  reducing  agent  in  the  smelting  of  iron  ores. 

Reducing  Furnace.— Any  furnace  in  which  metals  are  separated  from 
their  ores  and  reduced  to  the  metallio  state.  Hence  blast,  and  some 
reverberatory  furnaces  are  reducing  furnaces. 

Reducing  Pipe. — A  pipe  having  different  dimensions,  or  sometimes  also 
different  shapes  at  its  opposite  ends.  It  is  used  to  connect  pipes  of  un- 
equal sizes  or  of  different  shapes  together. 

Reduoing  Valve. — A  valve  constructed  for  the  regulation  of  steam 
pressure  between  a  boiler  and  its  connections.  A  weighted  lever 
regulates  the  opening  of  the  valve. 

Reduotion. — The  extraction  of  metals  from  their  ores  by  depriving  them 
of  their  oxygen  in  a  reducing  furnace  (q.v.). 

Reduction  of  Area. — Malleable  iron  and  steel,  when  subjected  to  tensile 
stress,  elongates  up  to  the  breaking  strain,  with  a  consequent  reduction 
of  area.  The  amount  of  elongation  and  reduction  of  area  which  it 
undergoes  is  a  recognised  test  of  its  quality.  The  amount  of  reduction 
of  area  should  not  be  less  than  26  per  cent,  in  a  good  specimen,  and 
the  amount  of  elongation  15  per  cent. 

Reduplication. — Reduplication  refers  to  the  gain  in  power  obtained  by 
the  combination  of  pulleys  in  pulley  blocks  (q.v.).  In  a  system  of 
pulleys  a  force  equal  to  the  pull  of  the  string  comes  into  play  at  every 
departure  of  the  string  from  a  pulley. 

Red  Zino  Ore. — An  ore  of  zino  of  small  commercial  value.  It  occurs  as 
an  oxide,  the  red  colour  being  due  to  contamination  with  the  oxides  of 
iron  and  manganese.    It  is  found  in  New  Jersey  and  the  United  States. 

Reeking. — The  coating  over  of  the  faces  of  ingot  moulds  for  the  casting 
of  crucible  steel,  with  a  layer  of  carbon,  to  prevent  the  adhesion  of  the 
ingot  to  the  mould. 

Reel  Hose. — See  Hose  Reel. 

Re-evaporation. — Re-evaporation  is  a  term  used  to  express  the  influence 
of  an  unjacketed  engine  cylinder  of  long  stroke,  and  worked  to  a  high 
grade  of  expansion,  upon  the  steam.  The  cylinder  being  subject  to 
the  extremes  of  temperature  of  the  entering  and  exhausting  steam, 
the  latter  is  subject  to  initial  condensation  (q.v.)  on  its  first  entrance. 
The  heat  thus  lost  is  however  reimparted  to  it  as  it  acquires  by  expan- 
sion a  temperature  below  that  of  the  cylinder,  while  towards  the  end  of 
its  work  it  acquires  from  the  cylinder,  hotter  than  itself,  a  vaporous 
condition,  or  is  re-evaporated.  ^  By  the  use  of  the  steam  jacket  these 
variations  are  prevented  or  minimised. 

Refined  Iron. — fine  metal  or  plate  metal.  It  is  white  iron,  which  has 
passed  through  the  refinery  and  been  deprived  of  much  of  its  carbon  and 
silicon  preparatory  to  dry  puddling.  It  is  rendered  brittle  by  quick 
cooling  with  water,  and  is  broken  up  into  small  fragments  before  being 
passed  to  the  puddling  furnace. 

Refined  Tin.— See  Boiling. 

Refinery. — The  structure  in  which  the  process  of  refining  is  effected.  It 
consists  of  an  outer  vertical  framework  surmounted  by  a  low  stack,  and 
containing  hearth,  twyers,  dam  plate,  tap  hole,  and  casting  pit.  The 
hearth  is  about  4  ft.  square  by  16  to  18  in.  in  depth,  bounded  at  back 
and  sides  by  cast-iron  water  blocks.  The  twyers  are  inclined  down 
towards  the  hearth  at  an  angle  of  from  30°  to  35°,  and  are  five  or  six  in 
number,  to  distribute  the  oxidising  influence  of  the  air  equably  over 
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the  area.  The  hearth  is  lined  with  sandstone,  and  coke  is  the  fuel 
used,  laid  in  alternate  layers  with  the  pig  and  scrap,  which  may  amount 
to  two  tons  per  charge  in  the  larger  refineries,  and  the  time  of  its  puri- 
fication three  or  four  hours.  The  molten  metal  and  slag  are  then 
tipped  out  into  the  casting  pit,  or  pig  mould  (q.v.),  and  broken  up  when 
cooled.  It  is  then  ready  for  puddling.  Kenning  is  also  carried  on  to  a 
limited  extent  in  the  manufacture  of  coke  and  charcoal  plates  for  tinned 
goods,  but  its  commercial  importance  is  being  diminished  by  the  sub- 
stitution of  steel  sheets  in  their  place. 

Refining. — The  process  of  partial  aecarburisation  and  purification  of  grey 
pig  iron  from  silica,  with  its  accompanying  conversion  into  white 
iron.  The  refining  process  is  adopted  as  a  preliminary  to  dry  puddling, 
the  reason  for  its  adoption  being  that  white  iron,  when  passing  from 
the  solid  to  the  molten  state,  passes  through  a  pasty  condition  which  is 
favourable  to  its  oxidation  in  the  puddling  furnace,  a  condition  which 
is  not  the  case  with  the  grey  iron,  which  becomes  liquid  without  under- 
going any  transitional  state.  Refining  is  not  practised  in  the  open 
hearth  or  wet  puddling  processes.  About  twenty-four  hundredweights 
of  grey  iron  are  required  to  produce  a  ton  of  refined  iron. 

Reflux  valve,  or  Check  Valve. — A  flap  valve  used  for  the  purpose  of 
taking  off  the  pressure  of  a  head  of  water  acting  in  a  backward  direc- 
tion against  a  set  of  pumps. 

Eefractory. — A  substance  is  said  to  be  refractory  in  the  degree  in  which 
it  is  able  to  resist  the  action  of  heat.  Lime,  silica,  clay  are  refractory 
substances,  and  hence  are  used  in  various  combinations  with  other  sub- 
stances for  linings  of  furnaces,  crucibles,  &c.  Substances  refractory  in 
themselves  cease*  to  be  so  when  combined  in  certain  proportions  with 
bases,  and  due  regard  must  also  be  had  to  the  nature  of  the  metal 
or  alloy  which  is  to  be  brought  into  contact  with  the  lining  or  crucible. 

Refrigerating  Fluids.— See  Hardening  Mixtures. 

Refrigerator. — (1)  A  cylindrical  vessel  containing  a  number  of  copper  tubes 
and  used  for  heating  the  feed  water  for  a  marine  boiler  above  the  tem- 
perature which  it  derives  from  the  hot  well.  The  waste  brine  from 
the  boiler  is  employed  to  heat  the  feed  water.  (2)  A  machine  for  lower- 
ing the  temperature  of  air  for  cooling  purposes,  the  air  being  made  to 
expand. 

Regenerative  Furnace.— A  furnace  in  which  waste  gases,  gaseous  fuel, 
and  products  of  combustion  are  utilised  by  being  taken  through  layers 
of  brickwork  or  other  regenerators,  there  rendering  up  their  heat, 
which  heat  is  taken  up  again  by  a  similar  current  mingled  with  air 
turned  at  a  certain  interval  in  the  reverse  direction,  which  taking  up 
the  heat  in  the  regenerators  passes  into  the  combustion  chamber  of  the 
furnace.    See  also  Gas  Producer,  Pipe  Stoves. 

Regenerative  Stoves. — See  Pipe  Stoves. 

Regenerator. — The  chequer  work  of  a  regenerative  furnace.  It  is  of 
glazed  firebrick.    See  App. 

Regulator. — Any  contrivance  by  which  motion  is  equalised.  _  Hence 
governors,  fly  wheels,  throttle  valves,  are  regulators.  More  particularly 
the  term  is  understood  of  the  regulator  valve  (q.v.)  of  a  locomotive,  and 
the  damper  of  a  steam  boiler. 

Regulator  Valve. — The  valve  which  regulates  the  admission  of  steam  to 
the  cylinders  of  a  locomotive.  It  is  either  of  the  double  beat,  or 
conical,  or  sliding  types. 

Regulus,  or  Matt. — Refers  to  different  stages  in  the  reduction  and 
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purification  of  certain  metals ;  but  in  a  general  sense  signifies  a  metal 
which  is  jet  in  an  impure  condition,  that  is  one  which  has  not  reached 
the  final  stage  of  its  reduction.  The  term  is  applied  to  a  limited 
number  only,  as  copper,  antimony. 

Regains  of  Copper.— See  Matt. 

Reheating. — The  heating  a  second  time  of  puddled  bar  for  the  making  of 
fagoted  iron.    It  is  performed  in  a  reverberatory  furnace. 

Reheating  Furnace.— The  reverberatory  furnace  used  for  heating  the 
fagots  or  piles  of  puddled  bar  preparatory  to  passing  them  under  the 
finishing  rolls. 

Reins. — The  handles  of  smiths*  tongs. 

Relative  Strength. — It  is  convenient  to  know  not  only  the  absolute 
strengths  of  the  materials  of  construction,  but  also  their  relative 
strengths  when  subject  to  uniform  conditions  of  strain  and  stress. 

Relative  Volume.— Specific  volume  (q.v.). 

Release. — Release  signifies  the  opening  of  the  steam  port  of  an  engine  to 
allow  of  the  escape  of  the  exhaust  steam  from  the  cylinder. 

Relief  Valve. — See  Cylinder  Escape  Valve. 

Relieving. — Backing  off  (q.v.). 

Relighting. — The  ignition  of  the  inner  lighting  tap  of  a  gas  engine  by 
means  of  the  outer  or  master  jet  (q.v.). 

Remelting. — The  tensile  strength  of  cast  iron  is  supposed  to  be  increased 
by  repeated  remelting.  This  is  not  borne  out  m  foundry  practice. 
Repeated  remelting  tends  to  make  the  iron  whiter,  with  a  corresponding 
loss  of  tensile  strength.  Iron  when  remelted  takes  up  impurities  from 
the  fuel.  Remelting  is  only  useful  when  suitable  brands  of  pig  are 
mixed  with  selected  scrap,  but  the  improved  quality  is  not  due  to  the 
remelting  but  to  judicious  mixing. 

Repairs. — The  proper  execution  of  repairs  to  broken-down  or  otherwise 
damaged  motors  or  machines  calls  for  the  highest  skill  of  the  working 
engineer.  More  particularly  is  this  the  case  at  sea,  and  in  large  fac- 
tories where  a  temporary  stoppage  only,  means  an  enormous  loss  in  the 
aggregate.  The  best  workmen  are  or  should  be  entrusted  with  the 
execution  of  repairs.     See  also  Auxiliary,  Break  Down. 

Rerailing. — Placing  rolling  stock  upon  the  rails.  This  is  done  with  screw 
jacks  and  timber  blocking,  or  witn  ramps  (q.v.). 

Residual  Oases. — Applied  to  the  products  of  combustion  left  in  the 
cylinder  of  a  gas  engine  after  the  explosion  of  the  charge.  Carbonio 
acid  is  the  principal  residue. 

Resilience. — The  amount  of  work  involved  in  the  resistance  of  a  body  to 
an  impulsive  load  (q.v.).  The  total  resilience  of  any  material  is  the 
amount  of  work  done  in  breaking  it,  and  is  equal  to  the  product  of  its 
resistance  into  the  distance  through  which  the  resistance  acts.  The 
elastic  resilience  of  any  material  is  the  work  done  in  straining  it  up  to 
its  elastic  limit,  and  is  equal  to  the  product  of  the  deformation  by  the 
mean  load  producing  it. 

Resin,  or  Rosin. — Common  resin  is  the  product  of  several  species  of  pine, 
from  which  it  exudes  in  a  semi-fluid  state,  and  is  collected  in  vessels. 
It  is  used  as  a  flux  for  soldering  tinned  work,  and  mixed  with  tallow 
and  other  ingredients  as  a  dressing  for  belts.    See  Belt  Dressing. 

Resistance. — Resistance  is  the  result  of  friction,  and  is  a  state  or  condition 
of  things  tending  to  arrest  and  destroy  the  state  of  motion.  The  study 
of  the  laws  which  govern  the  resistance  of  bodies  under  different  condi- 
tions is  based  on  direct  experiments,  from  which  coefficients  of  friction 
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are  deduced.  A  certain  amount  of  work  is  necessarily  absorbed  in 
overcoming  resistance,  and  this  amount  has  to  be  estimated  and  pro- 
vided for  in  calculations  relating  to  all  machines  and  motors.  What- 
ever diminishes  resistance  becomes  a  clear  mechanical  gain.  Hence  the 
importance  of  giving  to  bearings  their  proper  proportions  of  surface 
area,  of  suitable  lubrication  of  bearing  parts,  the  proper  grinding  of  the 
edges  of  cutting  tools,  &c. 

Besolution  of  Forces. — The  process  of  substituting  or  discovering  the 
components  (q.v.)  of  a  force  from  a  knowledge  of  its  resultant  (q.v.). 
This  is  done  either  by  calculations  or  by  a  graphic  delineation. 

Best. — The  support  which  takes  the  resistance  01  the  tool  in  turning  ope- 
rations in  the  lathe.  There  are  many  kinds  of  rests,  from  the  simple 
rests  for  hand-turning  to  the  various  slide  rests.  See  Floor  Rest,  Hand 
Rest,  Slide  Rest,  Tee  Rest. 

Besultant. — The  sum  of  two  or  more  separate  forces  which  act  upon  a 
body  in  different  directions  (not  equal  and  opposite),  causing  it  to  move, 
or  producing  a  tendency  to  move  in  a  definite  direction.  In  other  words, 
it  may  be  defined  as  a  single  force  which  replaces  two  or  more  other 
forces,  and  which  is  equal  to  their  sum. 

Retaining  Sings. — Rings  of  wrought  iron  employed  for  uniting  the  tyres 
to  those  railway  wheels  which  have  wooden  bodies,  They  are  annular 
rings,  each  having  an  internal  flange  on  its  periphery,  which  fits 
into  corresponding  grooves,  one  on  each  side  of  the  ring.  The  ring* 
being  bolted  together  through  the  wooden  body,  clasp  the  tyres  securely 
in  the  grooves. 

Retaining  Valve. — In  pumps  where  the  water  has  to  be  lifted  from  a  great 
depth  it  is  customary  to  insert  in  addition  to  the  ordinary  valves  an 
additional  one  in  the  series  of  pipes  in  order  to  prevent  much  of  the 
water  from  running  back  between  the  strokes.  Hence  the  name  retain- 
ing valve  applied  to  it. 

Return  Block. — A  snatch  block  (q.v.). 

Return  Fines. — The  flues  of  Cornish,  Lancashire,  and  Wagon  boilers, 
being  brought  from  the  back  of  the  furnace  to  the  front,  thence  being 
carried  back  again  to  the  chimney,  are  so  termed. 

Return  Tubular  Boiler.— A  boiler  of  marine  type  in  which  the  smoke 
tubes  pass  from  the  back  of  the  boiler  forwards  to  the  smoke  box  or 
uptake.  The  products  of  combustion  travel  therefore  first  to  the  back 
through  the  fire  box  and  then  to  the  front  through  the  tubes. 

Return  Valve.  —A  valve  which  allows  of  the  return  of  fluid.  An  over- 
flow valve. 

Reverberatory  Arch. — The  arched  roof  of  a  reverberatory  furnace. 

Reverberatory  Furnace. — A  furnace  employed  in  various  metallurgical 
operations,  in  which  the  ore  or  metal  is  exposed  to  the  action  of  flame, 
but  is  not  in  contact  with  the  fuel.  The  fuel  is  burnt  in  a  separate 
chamber,  divided  from  the  hearth  by  a  bridge,  over  which  the  flame 
passes.  The  principle  of  the  furnace  is  the  deflection  or  concentration 
of  the  heated  gases  down  on  the  metal.  Reverberatory  furnaces  are 
used  for  puddling,  and  for  heating  iron  plates,  angle  irons,  joists, 
preparatory  to  bending;  for  melting  iron,  and  for  melting  brass  in 
quantity  for  special  purposes  when  great  purity  is  essential.  The 
reverberatory  furnace  is  an  air  furnace,  no  artificial  blast  being 
employed. 

Beverse  Cones. — Cones  whose  bases  are  turned  away  from  each  other. 
Applied  to  the  coned  bearings  of  lathe  headstocks.    See  Cone  Bearing. 
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Reversed  Moulds,  or  Hamming  Blocks.— Plaster  or  metal  moulds  U3cd 
in  some  classes  of  repetition  moulding  work.  The  actual  casting  moulds 
are  made  from  these  blocks  direct,  instead  of  from  a  pattern,  and  the 
advantage  of  their  employment  is  that  a  very  large  number  of  moulds 
can  be  made  precisely  alike  without  the  labour  of  forming  the  parting 
surfaces  and  runners  and  risers  at  every  moulding. 

Reverse  Jaw  Chuck. — A  dog  chuck  whose  jaws  can  be  readily  reversed, 
end  for  end,  for  convenience  of  clamping  work  on  the  exterior  or 
interior  diameters.  It  is  usually  effected  by  running  the  jaw  right  off 
the  screw  and  turning  it  round. 

'Reverse  Jaws. — The  jaws  of  a  lathe  chuck  which  are  placed  within  the 
work  which  they  clamp,  for  turning  exterior  surfaces. 

Beverse  Keys.— Keys  (q-v.)  made  and  used  not  with  the  object  of  holding 
machine  parts  together,  but  for  the  purpose  of  driving  them  asunder. 
They  are  employed  in  preference  to  the  hammer,  to  avoid  the  possibility 
of  bruising  the  work.    They  consist  of  two  steel  plates,  one  having  a 

5  rejecting  slip  on  one  edge,  the  other  a  recess  of  the  same  length, 
nserted  through  a  cottar  way  with  the  projection  facing  towards  the 
larger  or  outer  end  of  the  strap  piece,  and  a  wedge  being  driven 
between,  the  projection  thrusts  the  nutt  piece  Of  the  strap  end  outwards. 
They  are  useful  with  tapered  piston  rod  ends. 

Reversible  Jaws. — The  jaws  of  a  reverse  jaw  chuck  (q.v.). 

Reversing. — (1)  The  making  of  a  founder's  mould  from  a  clay  or  plaster  or 
other  model,  for  which  the  face  alone  is  available.  See  Reversed 
Moulds.  (2)  The  changing  of  the  motion  of  an  engine  or  machine,  or 
machine  part,  into  a  direction  directly  opposite. 

Reversing  Countershaft. — A  countershaft  (q.v.)  whose  direction  of  rotation 
can  be  reversed  for  the  purpose  of  driving  its  machine  in  either  direc- 
tion. A  fast  pulley,  keyed  on  the  shaft,  is  flanked  by  two  loose  pulleys, 
one  carrying  an  open  and  the  other  a  crossed  belt.  By  shifting  one  or 
the  other  of  the  belts  to  the  fast  pulley  the  direction  of  its  motion, 
together  with  that  of  the  shaft,  is  immediately  reversed. 

Reversing  Cylinder. — See  Steam  Reversing  Cylinder. 

Reversing  Engine. — An  engine  whose  motion  can  be  changed  into 
opposite  directions.  The  reversal  is  usually  effected  by  means  of  slot 
links,  lifting  links,  weigh  shaft,  and  suitable  levers,  actuating  an 
eccentric,  having  double  sheaves  for  forward  and  backward  gear,  from 
whence  either  port  is  opened  to  steam.  A  single  eccentric  is  sometimes 
used  instead,  and  reversed.  See  also  Reversing  Rolling  Mill 
Engine. 

Reversing  Gear. — The  gear  which  accomplishes  the  reversal  of  an  engine 
or  other  motor,  or  machine.  In  an  engine  it  includes  the  links,  weigh 
shaft,  levers.  In  belting,  the  forks,  cords,  levers,  as  the  case  may  be.  In 
mechanism  generally,  levers,  pulleys,  and  rods  of  various  kinds. 

Reversing  Handle. — Hie  handle  of  a  reversing  lever  (q.v.). 

Reversing  Lever. — The  lever  by  which  the  reversing  gear  of  an  engine, 
or  other  motor  or  machine  is  actuated. 

Reversing  Link. — The  slot  link  (q.v.)  of  an  engine,  which,  through  the 
medium  of  the  eccentrics,  alters  the  valve  for  forward  or  backward 
motion. 

Reversing  Mill. — A  rolling  mill  in  which  the  rolls  are  reversed  after 
each  pass  of  the  rail,  bar,  or  plate.  Reversing  mills  are  those  with 
two  high  rolls  (q.v.),  and  where  no  provision  is  made  for  reversal  the 
bars  or  rails  have  to  be  brought  back  over  the  top  of  the  rolls  and  a  pass 
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is  thereby  lost.  Three  high  rolls  (q.v.)  obviate  the  necessity  of  reversal 
without  the  loss  of  a  pass. 

Reversing  Motion. — Reversing  motions  are  of  various  kinds.  The  re- 
versing motion  of  a  lathe  is  designed  to  enable  the  slide  rest  to  traverse 
either  up  or  down  the  bed.  It  is  effected  in  back-geared  self-acting 
lathes  by  an  idle  wheel  being  made  to  engage  in  turn  with  wheels 
which  drive  the  back  shaft  in  different  directions,  carrying  the  saddle 
up  or  down  accordingly  ;  in  screw-cutting  lathes,  by  introducing  an 
extra  wheel  into  the  screw-cutting  train  by  which,  we  motion  being 
reversed,  left-handed  screws  can  be  cut.  A  reversing  motion  which  is 
employed  with  bevel  gearing  is  effected  through  the  medium  either  of 
a  friction  or  of  a  claw  clutch.  The  dutch  slides  upon  a  feather  sunk 
into  a  shaft  upon  which  two  bevel  wheels  turn  freely  and  gear  into  a 
crown  wheel  common  to  them  both.  The  clutch  can  be  slid  in  either 
direction  to  engage  with  either  bevel  wheel,  when  clutch  and  wheel  are 
practically  fast  on  the  shaft  and  revolve  with  it.  It  is  easy  to  see  that 
the  changing  of  the  clutch  from  one  bevel  wheel  to  the  other  effects  a 
reversal  in  the  direction  of  rotation  of  the  crown  wheel.  See  also 
Reversing  Engine,  Reversing  Mill,  &o. 

Reversing  Plate. — A  plate  or  disc  of  metal  employed  for  reversing  the 
direction  of  travel  ox  a  single-cylinder  engine,  in  the  absence  of  a  slot 
link  (q.v.).  It  is  essentially  a  plate  keyed  upon  the  crank  shaft,  and 
furnished  either  with  a  slot  or  with  holes  by  which  the  eccentric  proper 
is  moved  up  or  down  for  forward  or  backward  motion  as  required,  or 
for  greater  or  less  expansive  working  of  the  valve. 

Reversing  Rolling  Mill  Engine. — A  type  of  engine  specially  constructed 
for  the  reversal  of  the  rolls  of  rolling  mills.  It  may  be  either  simple 
or  compound.  It  is  a  geared  engine,  the  engine  running  faster  than  the 
rolls  in  the  proportion  of  about  three  to  one,  according  to  circumstances. 
These  engines  are  commonly  in  pairs  connected  with  cranks  at  right 
angles,  and  the  reversal  is  effected  through  the  medium  of  a  slot  link, 
lifted  or  depressed  for  forward  or  backward  gear  by  means  of  a  small 
steam  cylinder,  or  by  hand  only.  These  engines  are  made  massive,  are 
well  fitted,  and  notwithstanding  the  rapidity  of  reversal,  run  quietly. 

Reversing  Rolls. — The  rolls  of  a  rolling  mill  whose  motion  is  reversible  to 
allow  of  passes  (q.v.)  both  forward  and  backward. 

Reversing  Shaft.— A  weigh  shaft  (q.v.). 

Reversing  Stud. — The  stud  or  spindle  which  carries  the  idle  wheel  for 
reversing  the  motion  of  back-geared  self-acting  lathes.  See  Reversing 
Motion. 

Reversing  Valve. — The  valve  which  directs  the  air  and  gas  into  one  or 
the  other  of  the  regenerative  chambers  of  a  furnace,  as  they  become 
alternately  cooled  and  heated. 

Revolution. — It  is  usual  to  give  the  speeds  of  engines,  pumps,  and  other 
motors  and  machines,  in  the  number  of  revolutions  they  make  per 
minute.  This  is  alternative  with  piston  speed,  or  Btroke,  since  one  is 
readily  calculable  from  the  other. 

Revolvers. — Rotary  pistons  (q.v.). 

Revolving  Furnace,  or  Rotary  Furnace. — A  type  of  furnace  designed  to 
effect  the  conversion  of  cast  into  malleable  iron  by  a  process  of  mecha- 
nical puddling,  in  which  the  furnace  rotates,  bringing  all  portions  of 
the  molten  iron  successively  into  contact  with  the  fettling.  The  prin- 
cipal furnaces  are  the  Danks,  Spencer,  Siemens,  Cramp  ton,  and  Pernot. 
They  have  but  a  limited  use  in  England.      In  the  first-named  the 
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hearth,  or  actual  furnace,  revolves  in  a  vertical  plane  ;  in  the  Pernot, 
and  some  others,  the  plane  is  either  horizontal  or  slightly  inclined  to 
the  horizontal.  The  interior  is  lined  with  fettling",  which  is  kept  in 
place  with  ribs  running  longitudinally  through  the  hearth.  Rotary 
furnaces  are  used  for  the  production  of  malleable  iron  direct  irom  the 
ore,  as  well  as  from  the  pig.  The  Siemens  rotary  furnace  is  of  this 
character.  It  is  formed  of  a  casing  of  wrought-iron  plates  riveted  to- 
gether, lined  with  fire  brick  and  bauxite,  or  magnesite  bricks,  and  a 
fettling  compound  of  hammer  scale  and  iron  ores  melted  together. 
This  furnace  is  about  10  ft.  6  in.  long  by  10  ft.  6  in.  diameter,  having  its 
axis  horizontal.  The  body  of  the  rotator  revolves  on  friction  wheels,  a 
water  jacket  keeps  the  neck  cool,  the  heat  is  supplied  by  gas  producers 
and  air  regenerators.  Bends  or  knees  attached  to  the  water  pipes 
project  into  the  body  of  the  rotator  and  keep  the  oharge  continually 
turning  over,  and  break  it  up  into  five  or  six  small  homogeneous  balls 
instead  of  allowing  it  to  agglomerate  into  one  mass. 

Eevolving  Tool  Box. — A  tool  box  employed  in  some  planing  machines 
for  metal,  which  is  made  to  turn  through  an  angle  of  180°  for  the  pur- 
pose of  cutting  in  both  directions.  It  is  revolved  by  cords  moved 
automatically.    Termed  a  Jim  Crow  box,  or  a  Jack-in-the-box. 

Rhomboid. — A  parallelogram  whose  sides  are  unequal,  and  whose  angles 
are  not  right  angles. 

Rhombus. — A  parallelogram  (q.v.)  whose  sides  are  equal  in  length,  but 
whose  angles  are  not  right  angles. 

Ehymer. — A  reamer  (q.v.). 

Bib. — A  flange  or  fillet  carried  around  the  edges  of  or  across  a  casting 
or  piece  of  plated  work,  in  order  to  strengthen  and  support  an  other- 
wise weak  web. 

Ribbon  Brake. — A  strap  brake  (q.v.)* 

Ribbon  Saw.— A  band  saw  (q.v.). 

Riddle. — A  coarse  foundry  sieve  about  half  an  inch  in  the  mesh,  used  for 
sifting  the  coarse  and  old  sand  of  the  foundry  floor. 

Riddling!. — The  residual  lumpy  material  left  in  the  riddle  after  the  rid- 
dling or  sifting  of  foundry  sand.  The  smaller  the  proportion  of  riddlings 
the  better  the  quality  of  sand. 

Ridge. — A  central  horizontal  foundry  runner,  lying  longitudinally  in 
relation  to  the  casting  or  castings,  and  from  which  a  number  of 
offshoots  or  sprays  (q.v.)  proceed  to  convey  the  metal  each  to  its 
own  section  of  the  mould,  or  to  its  separate  casting,  as  the  case 
maybe. 

Ridge  Capping. — The  covering  which  runs  along  the  ridge  of  a  roof. 

Ridge  Roof. — A  roof  whose  rafters  meet  in  an  apex.  Its  end  view  is 
therefore  that  of  a  gable. 

Biding. — When,  owing  to  loose  fitting  shafts,  or  to  bad  centring  of  cog 
wheels,  they  slip  out  of  gear  and  the  points  of  the  teeth  of  one  come 
into  contact  with  the  teeth  points  of  its  fellow,  they  are  said  to  ride  or 
override. 

Rifller,  or  Bow  File. — A  file  curved  in  the  longitudinal  direction.  Used 
chiefly  for  some  kinds  of  brass  work. 

Bigger. — A  pulley  used  for  the  purpose  of  transmitting  motion  through 
the  medium  of  a  belt  or  cord. 

Right  Angle. — When  a  straight  line  standing  on  another  straight  line 
makes  equal  angles  on  each  side  of  it,  those  angles  are  right  angles ;  a 
right  angle  is  therefore  9Q*« 
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Bight-hand  Engine. — A  horizontal  engine  which  stands  to  the  right  of  it* 
fly  wheel  when  viewed  from  the  back  end  of  the  cylinder. 

Bight-hand  Tools. — Side  tools  ground  to  an  angle  on  the  left-hand  side, 
and  which  therefore  out  from  right  to  left. 

Bight-hand  Serew. — A  screw  which  turns  from  left  to  right.  A  common 
wood  screw  is  right-handed. 

Bight  line. — A  straight  line,  that  is,  one  which  occupies  the  shortest 
possible  length  in  passing  from  one  point  to  another,  which  is  not  the 
case  with  a  curved  line. 

Rigid. — Strictly  speaking,  there  are  no  rigid  bodies  existent,  since  absolute 
rigidity  implies  that  such  a  body  exposed  to  strain  would  suffer  no 
stress.  But  conventionally  speaking,  the  rigid  bodies  are  the  metals 
and  harder  materials. 

Bigid  Metals. — Metals  which  resist  the  force  of  impact,  or  of  tension,  or 
compression,  with  the  least  change  of  form.  Cast  iron  and  steel  are  the 
purely  rigid  metals  from  an  engineer's  point  of  view. 

Bigid  wheel  Base.— See  Wheel  Base. 

Rim. — The  outer  portion  of  a  circular  object,  as  a  wheel,  a  sheave,  or  a 
pulley. 

Bimer. — See  Reamer. 

Ringing  Engine. — A  form  of  pile-driver  worked  by  the  combined  labour 
of  several  men.  The  monkey  slides  in  timber  guides,  and  is  attached 
to  a  rope  passing  over  a  pulley  at  the  top.  The  rope  to  which  the 
monkey  is  attached  divides  into  several  smaller  ropes,  each  of  which  is 
held  by  one  man,  who  lifts  and  lets  go  at  a  given  signal.  Each  indi- 
vidual hauls  about  40  lbs.  of  the  weight  of  the  monkey,  which  is  lifted 
about  three  or  four  feet. 

Rings. — Are  used  for  many  purposes,  as  for  pistons  and  piston  packings, 
the  means  of  union  between  the  shells  and  fire  boxes  of  boilers,  the 
jointing  of  boiler  seams,  caulking  rings,  retaining  rings,  rings  of  angle 
iron  used  in  built-up  structures,  &o.  Rings  are  oast  or  welded,  seldom 
riveted. 

Ring  Beams. — The  circumferential  seams  or  joints  of  a  boiler. 

Ring  Valve. — A  lift  valve  (q.v.)  in  which  the  usual  solid  disc  is  replaced 
by  a  ring,  in  order  to  allow  of  the  escape  of  fluid  on  both  the  outer  and 
inner  edges,  and  which  therefore  diminishes  by  one-half  the  amount  of 
lift  necessary.  The  valve  is  guided  by  a  central  block  fitting  within 
the  ring.  Valves  having  two  rings  are  also  in  use,  by  which  the 
amount  of  lift  is  still  further  lessened. 

Ripping. — The  sawing  of  timber  longitudinally  or  with  the  grain,  as  dis- 
tinguished from  cross  cutting  (q.v.). 

Rip  law.—  A  hand  saw  from  28  in.  to  30  in.  long,  and  containing  three 
to  three  and  a  half  teeth  per  inch.  It  is  used  for  cutting  or  ripping 
down  with  the  grain  only.  It  would  not  be  called  a  hand  saw  (q.v.), 
but  a  rip  saw  only. 

Rise.— The  rise  of  an  arch  is  the  vertical  distance  between  the  springings 
(q.v.)  and  the  centre  or  highest  point  of  the  intrados  (q.v.)* 

Riser,  or  Air  Gate,  or  Rising  Gate. — A  vertical  opening  through  which 
the  upper  portion  of  a  foundry  mould  communicates  with  the  outer  air. 
When  the  metal  rises  into  it  the  founder  knows  the  mould  is  full,  dirt 
and  scoriae  are  carried  up  into  it,  and  the  first  outrush  of  air  is  allowed 
to  escape  freely  therefrom. 

Lising  and  Falling  Spindle. — The  spindle  of  a  circular  saw,  which  is 
made  to  rise  and  fall  relatively  to  the  table,  in  order  to  cut  grooves  of 
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different  depths  in  the  edges  of  boards.    A  worm  and  wheel  are  the 
means  used  to  operate  the  saw  spindle. 

Sising  and  Falling  Table.— A  machine  table  used  with  drilling,  panel  - 
thioknessingi  and  other  machines,  which  iBmade  to  rise  and  fall  to  suit 
the  requirements  of  different  kinds  of  work. 

Biting  Gate. — The  riser  (q.v.)  of  a  mould  as  distinguished  from  the  run- 
ning gate. 

Bising  Main. — The  first  portion  of  a  series  of  pipes  for  the  delivery  of 
water  supply,  that  is,  next  the  pump  or  pumps. 

Bising  Bed. — A  rod  which  actuates,  through  the  medium  of  catches,  sec- 
tors, and  weights,  the  steam  and  exhaust  valves  in  a  Cornish  engine. 

Bising  Spindle  Saw.— See  Rising  and  Falling  Spindle. 

Bivet. — A  double-headed  bolt-like  but  solid  fastening,  employed  foz 
securing  plates  together  in  a  permanent  manner,  the  tail  of  the  rivet 
being  hammered  over  in  place.  Rivets  are  chiefly  employed  in  cases 
where  they  will  be  subject  to  shearing,  and  not  to  tensile  strains.  They 
are  of  soft  iron  of  superior  quality  to  that  used  for  plates,  and  are  made 
bv  pressing  into  dies  while  red  hot.  Rivets  hold  partly  by  the  contrac- 
tion of  the  metal  in  cooling,  nipping  the  plates,  but  also  bv  the  fractional 
resistance  of  the  plates  to  slipping.  Rivets  are  usually  closed  up  while 
red  hot,  but  if  the  length  between  the  heads  is  more  than  four  inches 
the  head  is  apt  to  become  broken  off  by  the  contraction.  Over  six 
inches  rivets  are  seldom  used,  or  if  used  are  riveted  up  cold. 

Bivet  Boy. — A  lad  whose  duty  is  to  make  rivets  red  hot  in  a  furnace  or  on 
a  forge,  and  hand  them  to  the  workmen  with  tongs. 

Biveted  Plates. — No  definite  rules  can  be  laid  down  for  the  strength  of 
riveted  plates,  since  each  example  must  be  tested  on  its  own  merits — 
the  mode  of  punching  or  drilling,  the  fairness  or  otherwise  of  the  holes, 
the  quality  of  the  material,  both  in  the  plate  and  the  rivet,  the  nature 
of  the  strains  to  which  the  plateB  are  subject,  and  the  forms  of  joints, 
whether  lap,  or  butt,  single  or  double  stripped. 

Biveted  Stays. — Boiler  stays  are  mostly  riveted  over  at  their  ends,  being 
first  screwed  into  the  plates,  and  sufficient  length  being  left  for 
riveting  over.  Sometimes  a  rivet  is  passed  through  a  pipe  or  distance 
piece  of  wrought  iron  whose  length  is  equal  to  the  distance  between 
plates. 

Bivet  Forge. — A  portable  forge  (q.v.)  used  by  boiler-makers  and  platers 
for  heating  their  rivets  alongside  of  the  work  for  which  they  are 
required. 

Bivet  Head. — The  head  of  a  rivet  is  the  portion  which  is  first  formed,  not 
that  which  is  turned  over  by  the  act  of  riveting,  or  the  tail.  Rivet 
heads  are  segmental,  ellipsoidal,  pan,  snap,  or  countersunk,  noted 
under  their  several  headings. 

Bivet  Holes. — The  holes  pierced  in  metal  plates  to  receive  the  rivets  (q.v.). 
They  are  either  punched,  or  drilled,  or  punched  and  rymered  out. 
Punching  weakens  a  rigid  plate ;  rymering  relieves  the  punched  holes 
of  some  of  the  local  tension  set  up  therein,  and  leaves  the  plate  un- 
injured. 

Biveting. — The  turning  over  or  clenching  of  the  heads  of  rivets.  Large 
rivets  are  treated  while  red  hot,  small  ones  when  cold.  Two  men 
and  a  boy  are  required  for  hand  riveting,  one  to  hold  up,  the  other 
(often  two)  to  hammer  over  the  head,  and  the  boy  to  fetch  the  rivets 
from  the  Ore.  The  rivets  are  hammered  sharply  while  red  hot,  the 
hammer  beating  over  the  tail  on  all  sides  in  succession.    The  finish 
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is  imparted  to  the  head  bv  the  snap,  whose  shape  is  an  exact  reverse  of 
that  of  the  rivet.    See  Machine  Riveting. 

Riveting  Hammers. — Hammers  of  various  kinds  employed  in  riveting. 
They  are  mostly  narrower  than  ordinary  engineers'  hammers  and 
the  panes  are  never  broad. 

Riveting  Machine. — A  machine  used  for  closing  up  or  forming  the  tails 
of  rivets  by  pressure  only.  The  essential  mechanism  consists  of  a  die 
fixed  near  the  end  of  a  stout  cast-iron  pillar,  and  which  receives  the 
thrust  of  a  movable  cup  or  snap-head  die,  actuated  by  mechanism 
similar  to  that  of  a  punching  machine,  the  rivet,  of  course,  intervening. 
Hydraulic  riveters  are  actuated  by  the  pressure  of  water,  and  have  come 
into  extensive  use  of  late  years. 

Riveting  Set. — A  steel  punch  hollowed  upon  its  face  either  to  a  cup  or 
snap-head  shape,  and  used  for  closing  up  and  forming  the  tails  of 
rivets.    In  hand  work  they  are  used  tof  oilow  after  the  hammer  and 
impart  a  finish ;  in  machine  riveting  they  close  at  one  operation. 

Rivet  Joint. — Riveted  joints  have  the  advantages  of  being  quickly  and 
readily  made,  and  of  being  very  reliable  if  properly  proportioned,  and 
hence  are  applied  to  a  vast  number  of  structures — boilers,  girders, 
bridge  work,  tanks,  &o.  The  forms  of  rivet  joints  are  single  and  double 
lap,  and  butt,  described  under  their  headings. 

Rivet  Steel. — Mild  steel  is  now  used  largely  for  the  rivets  of  boilers. 
Good  rivet  steel  should  stand  bending  cold  to  a  curve  whose  inner 
diameter  is  equal  to  that  of  the  rivet.  The  heads  of  steel  rivets  should 
be  hammered  down  quickly.  Overheating  of  these  is  more  injurious 
than  in  the  case  of  iron. 

Rivet  Tongs. — Tongs  with  long  narrow  jaws  used  for  grasping  red-hot 
rivets  and  slipping  them  into  their  holes. 

Roach  Belly. — See  Chambered  Core. 

Road  Locomotive.— See  Traction  Engine. 

Road  Pen. — See  Drawing  Fen. 

Road  Sand. — The  scrapings  of  roads  in  flinty  districts,  which,  being  of  a 
silicious  and  refractory  character,  is  used  for  mixing  with  sands  of  a 
more  close  nature,  for  foundry  use. 

Roasting.— The  preparatory  treatment  of  ores  of  metals,  consisting  in  the 
heating  them  at  a  moderately  high  temperature  in  order  to  volatilise  and 
drive  off  the  deleterious  gases,  carbonic  acid,  sulphur  dioxide,  &©. 

Rocking  Disc. — See  Wrist  Plate. 

Rooking  Frame. — The  frame  which  carries  the  gear  wheels  at  the  end  of 
a  self-acting  lathe,  for  reversing  the  direction  of  the  back  shaft. 

Rooking  Grate  Bars. — Fire  bars  (q.v.)  to  which  a  rocking  motion  is  im- 
parted in  order  to  prevent  choking  of  the  interspaces. 

Rocking  Handle,  or  Rocking  Lever.— The  double-ended  handle  for  the 
application  of  manual  power  to  the  working  of  double-barrelled  pumps. 
One  piston  is  thus  at  the  lowest  part  of  its  stroke  while  the  other  is  at 
its  highest.    Called  also  bob  lever. 

Reeking  Lever. — The  lever  which  drives  the  air  and  the  circulating 
pumps  in  marine  engines. 

Reeking  Shaft,  or  Rook  Shaft — A  shaft  which  carries  the  double-ended 
lever  which  actuates  the  slide  valve  in  the  indirect  acting  slide  valve 
(q.v.)  type.  Also  any  shaft  or  spindle  which  has  a  to-and-fro  motion 
only,  as  a  weigh  shaft  (q.v.). 

Rock  Sand— The  debris  of  abraded  rook,  used  for  foundry  cores.  See 
Foundry  Sand. 
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Bod. — A  bar  of  iron  or  other  metal.  The  sections  and  sizes  of  rods  are 
variable — flat,  round,  oval,  half-round,  &c. — according  to  the  numerous 
purposes  for  which  they  are  required. 

Bod  CniseL — The  smith's  chisel,  which  is  held  by  withy  handles,  to  dis- 
tinguish it  from  the  anvil  outter  (q.v.). 

Sodding. — When,  in  the  course  of  moulding  a  pattern,  a  mass  of  sand 
overhangs  a  flange  space,  the  sand  is  supported  by  bent  rods  of  iron 
proceeding  from  a  drawback  or  other  plate,  and  bent  over  the  flange 
space  to  form  a  rigid  nucleus  for  the  binding  together  of  the  sand. 
But  for  this  redding,  as  it  is  called,  the  sand  would  probably  be  washed 
down  by  the  rush  of  metal. 

Bod  Gauge. — See  Gauge  Bod. 

Boiled  Ban. — Bars  of  mailable  iron  or  steel,  the  shape  of  whose  cross 
section  has  been  developed  by  passing  through  the  rolls  of  rolling  mills. 
All  imaginable  sections  can  be  rolled  thus,  provided  that  the  section 
is  uniform  and  that  all  flanged  portions  stand  at  right  angles  with 
the  main  axis. 

Boiled  Beams. — Joists  (q.v.). 

Boiled  Iron.— See  Rolled  Bars. 

Boiler  Feed. — In  machines  for  wood  working  the  timber  is  fed  up  to  the 
cutters  by  fluted  rollers ;  hence  the  term  roller  feed. 

Boiler  Path. — A  smooth  surface,  plane,  circular,  or  otherwise,  upon  which 
smooth  rollers,  turned  or  ohilled,  travel  to  carry  a  superstructure  of 
some  kind.  Rotating  furnaces,  revolving  cranes,  &c,  run  on  roller 
paths. 

Belling. — The  straightening,  or  Hie  bending  of  plates  of  sheet  or  bar 
metal,  performed  between  the  rolls  of  rolling  mills. 

Belling  Circles.— See  Rolling  Curves. 

Boiling  Collar. — The  half  shrouding  of  gear  wheels,  which,  terminating 
in  each  wheel  on  the  pitch  line,  gives  rolling  contact  on  that  line,  and 
consequent  ease  and  regularity  of  motion,  in  addition  to  strength. 

Boiling  Contact. — The  communication  of  motion  by  means  of  friction 
wheels  and  toothed  wheels. 

Boiling  Curves,  or  Boiling  Cireles. — A  term  given  to  templet  curves  used 
in  striking  out  the  shapes  of  the  teeth  of  gear  wheels.  The  funda- 
mental circles  (q.v.)  are  represented  by  arcs  of  circles,  inner  and  outer 
respectively,  laid  upon  the  pitch  lines  struck  on  the  drawing  board,  and 
the  generating  circles  by  complete  discs,  which  are  rolled  upon  the 
fundamental  arcs,  needle  points  being  inserted  in  the  generating  circles, 
by  which  the  cycloidal  curves  of  the  teeth  are  scribed  upon  the  drawing 
board  or  paper.    See  "Wheel  Teeth. 

Boiling  Friction. — Friction  which  takes  place  in  the  contact  of  an  axle 
with  frictionrollers  (q.v. ) ,  used  to  distinguish  it  from  sliding  friction  (q.v. ) 

Boiling  Load,  or  Moving  Weight. — A  load  which  is  neither  concentrated, 
nor  distributed  simply,  but  which,  either  concentrated  or  distributed  in 
its  mass,  is  nevertheless  in  a  state  of  motion  over  a  structure,  as  in  the 
passage  of  a  railway  train  over  a  bridge. 

Boiling  Kill. — The  mill  in  which  puddled  bar  is  converted  by  rolling  into 
merchant  iron.  See  Puddling  Kolls,  Forge  Train,  Merchant  Tram, 
Roughing  Rolls,  Three  High  Rolls,  &o.  All  the  various  sections  of 
malleable  iron  bars  are  imparted  during  the  processes  of  rolling. 

Boiling  Hill  Engine. — The  term  cannot  be  said  to  refer  to  any  special 
type,  but  rather  to  the  work  which  it  is  designed  to  perform.  All  the 
main  types  of  engines  are  employed  in  rolling  mills,  condensing  and 
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non-condensing,  horizontal  and  vertical,  reversing  and  non-reversinff 
They  are  massive  and  well  made,  suitable  for  the  heavy  work  which 
they  have  to  do. 

Boiling  Oil. — Oil  used  for  lubricating  the  surfaces  of  metal  passed  be* 
tween  cold  rollers. 

Boiling  Over. — The  turning  over  of  a  foundry  box  after  one-half  has  been 
rammed  up.  Strictly  speaking,  that  process  of  moulding  by  which  both 
sides  of  a  pattern  are  directly  rammed  up,  in  contradistinction  to  the 
bedding  in  method,  where  the  top  side  only  is  rammed  and  the  bottom 
is  bedded  in  the  floor  and  packed  around  with  sand. 

Belling  Parallel  Bule.— See  Parallel  Rule. 

Bolls. — Cylinders  of  cast  iron,  ranging  from  a,  few  inches  to  three  or  four 
feet  in  diameter,  used  in  the  processes  of  the  manufacture  of  the  various 
sections  of  malleable  iron  and  steel.  The  cylinders  are  plain,  or  grooved, 
according  to  the  sections  which  they  are  designed  to  produce.  For  spe- 
cific terms  see  Fuddling  Bolls,  Mill  kolla,  Forge  Train,  Two  High  Rolls, 
Three  High  Rolls,  Grain  Rolls. 

Bell  Squeezers. — Rolls  used  as  squeezers  for  consolidating  puddled  balls 
into  blooms.  The  squeezer  contains  three  rolls,  two  of  them  side  by  side 
and  on  the  same  level,  and  an  upper  one  capable  of  adjustment  upwards 
or  downwards.  The  length  of  the  bloom  is  fixed  by  collars  on  the 
lower  rolls,  and  its  diameter  by  the  adjustment  of  the  top  one. 

Boman  Balance. — See  Steelyard. 

Boofing  Stays. — See  Roof  Stays. 

Boof  Stays,  or  Boofing  Stays. — The  stays  which  stiffen  the  roof  of  the 
fire  box  of  a  locomotive  or  portable  engine.    See  Girder  Stays. 

Boof  Truss.— See  Truss. 

Bope  Crane. — A  travelling  crane  driven  by  an  endless  rope  of  cotton  cord 
or  of  hemp.  The  source  of  power  may  be  attached  to  or  be  distinct 
from  the  crane.  The  cord  travels  at  a  very  high  speed,  so  that  a 
minimum  of  power  is  required  to  lift  a  heavy  load.  The  tension  of  the 
cord  is  maintained,  and  its  slack  taken  up  by  tightening  pulleys  having 
their  bearings  in  sliding  frames,  which  are  counterbalanced  by  sus- 
pended balance  weights. 

Bepe  Gearing. — Fower  is  conveniently  transmitted  to  a  long  distance  by 
means  of  ropes  running  at  a  high  speed.  They  are  principally  applicable 
to  machinery  to  which  the  power  has  to  be  conveyed  to  a  considerable 
distance,  as  the  ropes  should  hang  loosely  on  their  pulleys  in  order  to 
increase  the  extent  of  the  arc  of  contact.  The  driving  power  is  due 
principally  to  the  weight  of  the  ropes,  and  they  should  fit  slack  to 
prevent  undue  wearing  of  the  strands  in  the  grooves  of  the  pullers.  Tho 
pulleys  should  be  large — that  of  the  smallest  should  not  be  less  than 
80  times  the  diameter  of  its  rope.  It  is  more  convenient  to  use  several 
small  ropes  than  two  or  three  large  ones.  The  pulley  grooves  should  be 
turned  as  smooth  as  possible  to  diminish  undue  wearing  of  the  strands 
of  the  ropes. 

Bopes. — Ropes  are  used  for  the  transmission  of  power  over  long  distances, 
as  being  more  suitable  than  belt  and  toothed  gearing.  Ropes  are  made 
of  Russian  hemp  and  tarred,  or  of  Manilla  fibre,  or  of  cotton,  or  steel, 
or  iron  wire.  The  twist  of  the  strands  of  which  a  rope  is  composed 
diminishes  its  strength,  but  is  necessary  to  bind  it  together  continuously. 
Tarred  hempen  ropes  are  the  weakest,  steel  wire  ropes  the  strongest. 
The  sizes  ox  ropes  are  given  in  their  girth  or  circumference!  and 
their  weight  in  pounds  per  fathom. 
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Bop*  Wheel. — A  sheave  pulley  whose  groove  receives  the  bight  of  a  rope 
for  hauling  purposes.  The  rim  is  veed  in  section,  but  often  waved  in 
the  circumferential  direction.  See  Wave  Wheel.  Rope  wheels  are 
used  for  overhead  travelling  cranes,  hoists,  &c. 

Eose  Bit. — A  solid  cylindrical  parallel  boring  tool,  used  for  making  drilled 
holes  straight  and  parallel  and  of  equal  diameter.  This  it  effects  by 
cutting  only  in  front,  or  rather  where  the  front  merges  into  the 
parallel  sides,  the  front  edge  being  rounded  slightly  and  serrated  into 
a  succession  of  small  cutters  so  that  the  end  is  imagined  to  bear  some 
rude  resemblance  to  the  whorl  of  a  rose  blossom.  The  rigid  solid 
cylindrical  body  prevents  the  tool  from  being  drawn  to  one  side  by  the 
irregularities  of  the  original  rough  drilled  hole.  The  difference  between 
a  rose  drill  and  a  broach,  or  reamer,  with  which  it  is  sometimes  con- 
founded, is  that  the  latter  cuts  at  the  sides,  the  former  at  the  front 
rounded  portion  only. 

Bose  End. — A  strainer  (q.v.). 

Bose  Jet. — The  perforated  strainer  or  nozzle  at  the  end  of  a  water  hose 
employed  for  irrigation  or  other  purposes. 

Bose  Beamer. — A  broach,  both  fluted  and  having  a  rose  end. 

Bosette  Copper. — A  variety  of  copper  obtained  by  throwing  water  upon  the 
•  surface  of  the  molten  metal,  the  result  being  that  it  solidifies  in  thin 
films. 

Bosin. — See  Resin, 

Botary  Blower. — A  blower  (q.v.)  whose  essential  characteristic  is  the 
rotation  of  fans  or  pistons  in  a  cylindrical  case.  The  fans  are  usually 
either  radial  or  curved.  The  pistons  are  double  or  treble  ended,  and  so 
formed  and  pivoted  that  during  rotation,  escape  of  air  is  prevented  by 
their  accurate  and  close  fitting  within  the  cylinder,  and  next  each  other. 

Botary  Cutter. — A  cutter  (q.v.)  which  is  rapidly  rotated  on,  a  spindle  in 
order  to  impart  a  definite  outline  and  a  clean  surface  to  a  wood  or 
metal  blank.  The  teeth  of  gear  wheels  are  thus  formed.  Milling 
cutters  are  rotary  cutters;  also  the  surfaces  of  timber  boards  and  of 
moulded  edges  are  produced  with  cutters  set  in  a  revolving  adze 
block.  The  rate  of  revolution  is  variable,  though  very  high  in  most 
cases.  Cutters  set  in  slowly  revolving  boring  bars  are  not  properly 
included  under  this  head. 

Botary  Engines. — Applied  to  steam  engines  whose  pistons  have  a  rotary 
movement. 

Botary  Furnace. — See  Revolving  Furnace. 

Botary  Pistons. — The  pistons  of  rotary  engines,  pumps,  and  blowers. 
They  are  circular,  or  segments  of  circles,  with  or  without  sliding  pieces 
or  abutments  moving  in  grooves  in  their  bodies.  The  pistons  of 
blowers  are  also  called  wafters. 

Botary  Puddler. — See  Revolving  Furnace. 

Botary  Pumps. — Steam  pumps  in  which  the  necessary  action  is  produced 
by  the  revolution  of  segmental  pistons  around  their  axes.  This  is  also  a 
general  term  applicable  to  all  pumps  whose  pistons  have  a  rotary  or 
circular  motion.     See  Centrifugal  Pump. 

Botary  Squeeier. — A  form  of  squeezer  used  in  the  consolidation  of 
puddled  ball.  It  consists  essentially  of  two  cylinders,  an  external  and 
internal,  whose  surfaces  in  opposition  are  roughened,  and  their  axes  set 
eccentrically  one  with  the  other.  The  ball  introduced  at  the  widest 
portion  of  the  space  between  the  cylinders  is  carried  round  by  tho 
rotation  of  the  inner  drum  and  squeezed  between  the  narrower  spaces. 
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Rotary  Vice.—  A  swivel  vice  (q.v.). 

Rotating  Valve. — A  cylindrical  valve  which  turns  upon  its  longitudinal 
axis,  thus  opening  or  shutting  ports  or  passages  against  which  its 
circular  face  abuts,  its  body  being  pierced  with  a  hole  to  allow  of  the 
passage  of  fluid  in  certain  positions.  See  Plug  Valve.  It  is  thus  dis- 
tinguished from  diflo  valves,  lift,  and  slide  valves. 

Rotating,  or  Rotational  Weights. — Usually  applied  to  the  weights  which 
tend  to  equalise  the  varying  angular  velocities  of  engine  crank  shafts, 
fly  wheels,  machinery,  paddle  wheels,  propellers,  the  balance  weights 
oi  locomotives,  &o. 

Rotator. — A  revolving  furnace  (q.v.). 

Rough  Coat. — The  first  coat  of  loam  applied  to  a  loam  pattern,  mould,  or 
core. 

Rough  Cut. — (1)  The  term  used  to  designate  the  coarsest  kind  of  file  made. 
The  degree  of  coarseness  depends  upon  the  length  of  the  file.  In  one 
of  12  in.  in  length  there  would  be  40  rows  of  cuts  to  the  linear  inch. 
(2)  A  first  thickness  of  shaving  removed  from  a  piece  of  metal  work 
in  a  lathe,  shaping,  or  similar  machine.  The  rough  out  is  taken  to 
penetrate  under  the  skin. 

Rough  Dimensions.— It  is  necessary  to  give  certain  allowances  of  extra 
thickness  of  metal  in  all  work  which  has  to  be  machined,  whether  castings 
or  forgings,  so  that  they  are  larger  by  this  amount  than  the  finished 
dimensions  (q.v.).  These  are  called  the  rough  dimensions,  and  in  the 
pieces  of  work,  whether  rough  castings  or  rough  forgings,  so  long  as 
sufficient  thickness  is  allowed  for  machining,  very  close  aocuracy  is  not 
looked  for,  nor  is  necessary. 

Roughing. — See  Roughing  Down. 

Roughing  Down  or  Roughing. — The  removal  of  the  largest  bulk  of 
material,  including  the  outer  skin  or  scale,  from  a  piece  of  work,  pre- 
paratory to  the  more  accurate  and  final  bringing  to  shape  with  finish- 
ing cuts. 

Roughing  Out. — Sometimes  used  in  the  sense  of  roughing  down  (q.v.% 
but  more  properly  signifies  the  first  preparation  of  a  forging,  or  a  piece  of 
wood  work  from  the  crude  material  A  forging  would  be  roughed  out 
when  produced  by  swaging,  jumping  up,  and  welding  from  the  original 
bar,  while  not  yet  finished  with  the  fullering  and  flatting  tools,  dien, 
or  final  swagings.  A  pattern  would  be  roughed  out  when  the  stuff 
was  brought  nearly,  but  not  accurately  to  dimensions.  A  piece  ^  of 
bright  metal  work  would  be  roughed  out  when  it  leaves  the  slotting 
or  shaping  machine,  or  when  chipped  rudely  to  shape. 

Roughing  Rolls. — The  first  rolls  used  for  rolling  puddled  bar,  in  which 
the  bloom  is  squeezed  and  consolidated  and  brought  roughly  to  shape. 
See  Puddling  Rolls,  Mill  Bolls,  Plate  Mill. 

Roughing  Tool. — The  ordinary  tool  used  by  iron  turners  and  machinists 
for  removing  the  outer  skin,  and  generally  for  turning  cast  iron,  wrought 
iron,  and  steel.  It  is  either  of  the  solid  cranked  form  or  is  a  short 
length  of  rod  held  in  a  cutter  bar.  Its  angles  vary  with  the  material 
upon  which  it  is  used. 

Round  Raoked  Angles. — See  Angle  Iron. 

Round  Rar  Iron.— See  Bar,  Bod. 

Round  Body  Valve. — A  pump  valve  whoso  body  is  of  cylindrical  shape. 

Round  File. — A  file  circular  in  section.  Bound  files  are  either  tapered 
or  parallel,  the  tapered  files  of  small  size  being  termed  rat  tail  files 
(q.v.).    Bound  files  are  used  generally  for  enlarging  holes  and  shaping 
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hollow  curves.  Round  parallel  files  are  also  used  for  gulleting  the 
teeth  of  large  circular  and  pit  saws. 

Bound  Head  Screws. — Button-headed  screws  (q.v.). 

Bounding  Tool. — A  swage  tool  hollowed  to  a  semi-cylindrical  section  and 
used  by  smiths  for  rounding  and  finishing  iron  rods. 

Bound  Nose  Tool,  or  Bound  Tool. — (1)  A  chisel  whose  cutting  edge,  round- 
ing in  plan,  is  used  both  in  wood  and  metal  turning  for  finishing  curved 
and  hollow  parts.  (2)  A  stout  tool  similar  in  shape  to  the  fore- 
going, but  narrower,  used  by  fitters  for  cutting  oil  grooves  in  brasses 
and  on  broad  bearing  surfaces. 

Bound  Plane. — A  plane,  the  edge  of  whose  cutting  iron  is  an  arc  of  a 
circle,  and  which  therefore  planes  hollow.    Used  by  carpenters  and 

eittern  makers.  The  sizes  of  the  planes  are  indicated  by  numbers,  the 
west  and  smallest  sweep  being  No.  1,  and  the  highest  and  largest 
being  No.  18. 

Bound  Tool.— See  Bound  Nose  Tool. 

Boater. — The  lip  on  a  centre  bit  or  Jennings  bit,  which  removes  the 
wood  within  the  circle  out  by  the  nicker  (q.v.). 

Boyal  Drawing  Paper. — Measures  24  x  19}. 

Bubber,  or  Glass  Paper  Bubber. — (1)  Aflat  rectangular  piece  of  cork  glued 
to  a  similarly  shaped  wood  backing,  and  used  in  applying  glass  paper  to 
woodwork.  The  cork  is  more  elastic  than  wood  alone  and  does  not 
work  so  harshly.  Rubbers  are  out  also  into  various  outlines,  curved  or 
otherwise  for  special  work.  (2)  India-rubber  (q.v.). 

Bubber  File. — A  coarse  heavy  file  used  only  in  the  roughest  work,  and 
seldom  by  engineers. 

Bubber  Hose.— Hose  pipe  built  up  of  vulcanised  india-rubber.  This  is 
superior  to  canvas  hose  (q.v.). 

Bub bing  Board. — A  fiat  board  measuring  about  6  in.  X  3  in.,  held  in  the 
hand  and  used  for  sleeking  over  the  fiat  faces  of  foundry  moulds  pre- 
vious to  the  final  smoothing  with  the  trowel  and  the  blackening. 

Bubbish  Pulley.— See  Gin  Block. 

Bule. — A  standard  of  measurement.  See  Arch  Joint,  Contraction  Rule, 
Standard  Rule,  Square  Joint.  Engineers1  rules  are  either  two  feet,  two 
fold,  that  is,  having  one  joint  only ;  or  one  foot  steel  rules  (q.v.). 

Bule  Measurement. — Used  for  all  ordinary  dimensions,  but  is  not 
admissable  for  work  requiring  great  exactness ;  trammeling  off  (q.v.) 
and  the  use  of  calipers,  with  ordinary,  and  micrometer  gauges,  &c, 
being  employed  instead. 

Bumble,  or  Battle  Barrel,  or  Tumbler. — A  hollow  revolving  cylinder, 
used  for  the  purpose  of  cleaning  off  castings  from  the  sand  which 
clings  to  them  from  the  moulds.  The  castings  are  enclosed  loosely  in 
the  revolving  cylinder  and  become  cleaned  by  their  mutual  attrition. 

Bumbling. — The  cleaning  of  castings  in  a  rumble  (q.v.). 

Banner. — The  channel  or  passage  through  which  the  molten  metal  passes 
from  the  gate  into  a  mould. 

Banner  Head. — The  mass  of  metal  whioh  fills  the  ingate  (q.v.)  of  a 
foundry  mould.  Runner  heads  and  feeder  heads  (q.v.)  are  knocked 
off  while  red  hot,  and  are  in  request  in  the  foundry  for  cooling  very 
hot  metal  just  tapped  into  the  ladles.  They  are  dropped  in  the  molten 
metal,  and  in  becoming  remelted,  lower  the  temperature  of  that  in  the 
ladle. 

Banner  Pin,  or  Banner  Btiok. — A  tapered  pin,  cylindrical  or  -rectangular 
in  section,  used  by  iron  moulders  as  a  pattern  from  which  the  runner 
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(q.v.}  is  formed  for  a  mould.  The  sand  is  rammed  around  it  in  the 
usual  way,  and  on  the  withdrawal  of  the  pin  a  passage  remains  for  the 
inflow  of  the  metal. 

Burner  Btiok. — See  Bunner  Pin. 

Banning  Away. — (1)  Racing  (q.v.).  (2)  The  escape  of  metal  from  a  mould 
in  the  act  of  pouring,  due  to  bad  jointing  of  the  sand.  When  it  occurs 
in  quantity,  a  waster  casting  results. 

Banning  Centre  Chuek. — A  driver  chuck  (q.v.)  so  called  because  it  re- 
volves with  the  lathe,  as  opposed  to  the  similar  points  in  a  dead  centre 
lathe  (q.v.). 

Banning  Down. — The  melting  of  iron  in  a  cupola.  When  a  charge  of 
iron  is  all  melted,  or  completely  liquid  at  the  tap  hole,  it  is  said  to  be 
run  down.  A  definite  charge  takes  a  definite  time  to  run  down,  the 
time  being  variable  with  the  character  of  the  cupola,  and  the  nature  of 
the  fuel  and  the  blast,  but  constant  for  the  same  cupola. 

Banning  Gate. — The  ingate(q.v.)  of  a  mould  as  distinguished  from  a 
riser  (q.v.)  or  rising  gate. 

Banning  In. — An  engine  is  said  to  run  in  when  the'  valve  is  so  set  that 
the  top  of  the  fly-wheel  rim  runs  towards  the  cylinder. 

Banning  In  Beflnery. — A  refinery  (q.v.)  which  is  built  close  to  the  blast 
furnace  and  into  which  the  molten  iron  is  run  direct  from  the  latter. 
See  Melting  Down  Beflnery. 

Banning  Oat. — f  1)  An  engine  is  said  to  run  out  when  the  valve  is  so  set 
that  the  top  ot  the  fly-wheel  rim  runs  away  from  the  cylinder.  (2)  The 
slipping  or  working  of  a  drill  to  one  side  of  the  centre  in  which  it  was 
started,  due  to  carelessness  in  centring,  or  to  improper  setting  of  the 
work,  or  to  a  badly  formed  drill,  or  to  the  influence  of  inequalities  on 
the  surface  of  the  work  itself.  It  is  remedied  by  recentring  with  the 
centre  punch  if  the  hole  is  not  entered  deeply,  and  by  chipping  out  if 
it  is  too  deep  for  punching.  If  very  deep  the  evil  is  incapable  of  remedy 
except  by  filing,  or  broaching,  or  boring,  or  drifting,  according  to 
circumstances.  (3)  When  a  piece  of  work  is  not  chucked  truly  in  a 
lathe,  but  is  eccentric,  it  is  also  said  to  be  running  out. 

Banning  Oat  Fire. — See  Beflnery. 

Banning  Pulley. — (1)  The  movable  pulley  in  a  snatch  block  (q.v.)  and  in 
lifting  tackle  generally.    (2)  A  gin  pulley. 

Bon  Oat. — The  escape  of  metal  from  a  mould  during  the  act  of  pouring, 
due  to  open  joints  somewhere,  caused  by  bad  fitting  of  the  mould  itself, 
or  of  cores,  or  through  straining  of  the  flask  parts. 

Bast,  or  Bod  Bast.— The  hvdrated  peroxide  of  iron  (2Fes  03  3H$  O) 
formed  by  union  of  iron  with  the  oxygen  of  the  air,  producing  slow  com- 
bustion. It  is  prevented  in  the  workshop  by  brushing  newly  fettled 
castings  over  with  a  coat  of  boiled  oil,  and  by  painting  finished  work 
with  three  or  four  coats  of  oil  paint. 

Basting. — The  coating  of  bright  iron  patterns  with  rust  in  order  that  they 
may  take  the  shellac  varnish  without  risk  of  its  peeling  off.  Busting  is 
accomplished  rapidly  by  rubbing  the  iron  over  with  a  solution  of  sal-am- 
moniac in  water,  or  of  weak  hydrochloric  acid,  and  allowing  it  to  dry. 

Bast  Joint. — A  joint  used  by  engineers  where  iron  and  iron  have  to  be 
caulked  to  withstand  water  pressure.  It  is  made  by  filling  the  joint 
with  iron  borings  and  sal-ammoniac,  to  which  sulphur  is  sometimes  added, 
and  which  hardens  in  a  day  or  two. 

Bymer. — A  reamer  (q.v.). 

Rymering.— The  practice  of  enlarging  by  means  of  a  rymer  or  reamer 
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(q.v.)  holes  which  have  been  already  punched  or  drilled.  The  advan- 
tages of  rvmering  are:  that  in  holes  roughly  drilled  the  ridges  or 
arrisses  left  by  the  drill  can  be  removed  and  the  hole  left  truer ;  that 
holes  in  plates  which  have  been  punched  or  drilled  and  which  are  not 
exactly  fair  can  be  made  to  correspond  by  clamping  the  plates  together 
and  passing  the  rymer  through  both  at  once ;  also,  that  in  punched 
holes  the  local  tension  set  up  in  the  immediate  vicinity  of  the  holes  is 
removed  entirely  by  rymering  them  about  -&  in.  larger  in  diameter. 
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Saddle.— The  base  of  a  slide  rest  which  lies  on  the  lathe  bed,  and  whose 
edges  embrace  the  edges  of  the  Vees.  Similarly,  the  slidingplate  which 
carries  the  drill  spindle  and  gear  wheels  of  a  radial  drill.  The  Beatings 
or  supports  which  carry  horizontal  cylindrical  boilers,  both  land  and 
marine,  are  called  saddles.  These  are  made  both  in  wrought  and  in  cast 
iron. 

Saddle  Back  Bail,  or  Barlow  Bail. — A  rail  whose  sides  curve  rapidly  out- 
wards and  downwards,  in  order  to  provide  a  broad  base  for  the  laying 
of  the  rail  directly  on  the  ballast  without  the  necessity  for  the  inter- 
vention of  sleepers.    Its  shape  is  inherently  weak. 

Saddle  Flange. — A  curved  flange  hollowed  out  to  fit  a  boiler,  a  pipe,  or 
other  cylindrical  vessel. 

Saddle  Key. — A  key  (q.v.)  whose  inner  face  is  holloaed  to  fit  its  shaft, 
instead  of  the  shaft  being  either  flattened  or  recessed  for  its  reception 
as  is  the  case  with  ordinary  keys. 

Saddle  Tank.— See  Saddle  Tank  Engine. 

Saddle  Tank  Engine. — A  locomotive  engine  in  which  the  water  tank 
envelops  the  top  and  sides  of  the  boiler,  thus  presenting  the  appearance 
of  a  saddle. 

Safe  Edge  File. — A  file  having  one  or  more  edges  left  uncut,  in  order  that 
the  smooth  edge  may  serve  as  a  guide  only  to  the  actual  cutting  faces 
of  the  file. 

Safety,  Factor  of. — See  Factor  of  Safety. 

Safety  Hoist. — Any  hoist  constructed  with  differential  pulleys.  Also  an 
ordinary  rope  hoist  in  which  an  automatic  catch  or  safety  stop  (q.v.) 
secures  the  rope  against  running  down. 

Safety  Ladle. — The  tipping  of  a  heavy  ladle  for  the  purpose  of  pouring 
its  contents  into  a  mould  was  formerly  effected  by  the  power  of  men 
applied  to  levers  fixed  on  the  axis  of  its  trunnions.  To  obviate  the  risks 
attendant  upon  this  clumsy  method,  Nasmyth  applied  the  screw  and 
worm  wheel  movement  thereto.  One  man  by  turning  a  handle  affixed 
to  a  worm  or  screw  shaft  can  then  move  several  tons  of  metal  with  ease. 
This  is  called  the  safety  ladle,  and  is  now  universally  employed  in 
foundries.  Geared  ladles  of  the  largest  size  are  often  provided  with  a 
pair  of  mitre  wheels  in  addition  to  the  worm  gear,  by  which  more  power 
is  gained. 

Safety  Plug. — A  fusible  plug  (q.v.). 

Safety  Bail. — A  guard  rail  (q.v.). 

Safety  Stop. — An  arrangement  applied  to  lifts  and  elevators  for  the  pur- 
pose of  checking  their  descent  m  case  of  the  accidental  breaking  of  the 
rope  or  chain.    It  usually  consists  of  levers  or  springs  which  on  thj> 
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release  of  the  lift  throw  a  paul  into  gear  with  a  ratchet!  one  being  placed 
upon  each  side  of  the  shaft. 

Safety  Valve. — The  escape  or  relief  valve  by  which  excessive  and  unsafe 
pressure  in  steam  boilers  is  prevented.  It  consists  essentially  of  a  lift 
valve  of  some  one  shape  or  another,  and  contains  mechanism  for  impart- 
ing to  the  valve  a  definite  pressure.  The  mechanism  is  either  a  lever 
with  an  adjustable  weight,  or  a  spring  whose  strength  is  known,  and 
whose  tension  may  be  adjusted  by  a  movable  nut ;  or  a  deadweight,  or 
Cowburn  valve  (q-v.). 

Safety  Valve  Lever. — A  loaded  lever,  the  valve  to  be  opened  by  steam 
pressure  lying  between  the  fulcrum  and  the  load  or  weight ;  its  prin- 
ciple being  that  the  weight  of  the  total  steam  pressure  on  the  valve 
multiplied  by  its  distance  from  the  fulcrum  is  equal  to  the  weight  on  the 
lever  multiplied  into  its  distance  from  the  fulcrum.  This  takes  no  account 
of  the  weight  of  the  lever  itself,  or  of  the  valve,  which  must  also  be 
considered. 

Safety  Valve  Seating. — (1)  In  Cornish  and  Lancashire  and  marine  boilers, 
the  safety  valve  is  not  attached  directly  to  the  boiler  shell,  but  to  an 
intermediate  casting  called  its  seating.  It  is  more  convenient,  and  safer 
in  practice  to  fit  a  seating  to  the  curve  of  the  boiler,  and  provide  it  with  a 
flange  for  the  attachment  of  a  valve  shell,  than  to  fit  the  latter  directly. 
(2)  The  annular  opening  on  and  within  which  the  valve  fits  and 
through  which  the  steam  escapes,  is  called  the  seat  or  seating.  This  is 
usually  a  gun-metal  casting  distinct  from,  and  driven  into  the  safety 
valve  shell. 

Safety  Valve  Shell. — The  cast-iron  casing  which  carries  the  gun-metal 
seating  of  a  safety  valve. 

Safe  Working  Load. — That  which  is  obtained  by  dividing  the  load  which 
would  produce  fracture  or  crippling,  by  a  factor  of  safety  (q.v.). 

Sag. — The  vertical  and  lateral  sway  of  a  rope  or  belt  due  to  stretching 
and  slackening. 

Saggers. — Cast-iron  boxes  used  for  packing  the  castings  and  sifted  red 
haematite,  in  readiness  for  the  annealing  oven,  in  the  process  of  manu- 
facture of  malleable  cast  iron  (q.v.). 

Salamander. — See  Scaffold. 

Sal-ammoniac. — Symbol  NH4  CI.  The  chloride  of  ammonia  obtained  as 
a  bye  product  in  gas  manufacture.  Its  uses  are  various.  It  is  used  as  a 
flux  for  tinned  surfaces  which  are  to  be  brazed,  and  as  an  ingredient  in 
rust  cement,  and  for  the  rusting  of  iron  patterns.  It  is  also  sometimes 
used  to  prevent  or  to  remove  incrustation  in  steam  boilers.  This  it 
effects  by  the  formation  of  chloride  of  lime  which  is  soluble  in  water. 
It  requires  caution  in  its  use,  as  the  carbonate  of  ammonia  formed  will, 
if  it  becomes  concentrated,  attack  the  metal  work. 

Salinometer. — An  instrument  used  for  testing  the  degree  of  saltness  present 
in  the  water  used  in  marine  boilers.  The  instrument  used,  is  either  the 
thermometer  by  which  the  boiling  point  of  the  water  is  ascertained  and 
the  amount  of  saturation  deduced  therefrom,  or  a  hydrometer  especially 
marked  for  degrees  of  saltness,  by  which  the  specific  gravity  of  the  water 
is  measured. 

Salting. — The  accumulation  of  a  deposit  of  salt  on  the  plates  of  a  marine 
boiler.  A  certain  amount  of  salting  is  not  injurious  to  the  plates,  but 
the  density  of  the  water  should  not  exceed  •&,  or  from  8  to  10  ounces  of 
salt  to  the  gallon.    See  Two  Salt  Waters. 

Salt  Water.— See  Sea  Water. 
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Sampling. — The  process  of  judging-  of  the  quality  of  pig  iron  or  steel  bj 
the  appearance  of  a  newly  fractured  surface.  A  small  button  of  metal 
is  removed  from  the  furnace  and  either  flattened  out  or  broken  with  a 
sledge,  and  by  the  appearance  of  the  fracture,  or  by  a  ready  chemical 
test,  or  both  combined,  the  properties  of  the  metal  are  inferred,  and  any 
necessary  alteration  made  in  the  proportions  of  the  ingredients,  or  in  the 
conditions  of  working. 

Band. — Sand  is  formed  by  the  decomposition  of  sandstone  (q.v.)  rocks,  and 
is  of  very  various  composition  and  degrees  of  hardness.  Its  basis 
is  silica,  but  this  is  so  intermixed  with  other  substances  as  to  produce 
compounds  varying  greatly  in  characteristics  and  uses.  Some  are 
highly  infusible,  others  very  slightly  refractory.  The  uses  of  sand 
in  engineering  work  are  multifarious  and  are  described  under  their 
specific  headings.  See  Old,  Dry,  Green,  Strong,  Road,  Core  Sand, 
Loam,  Ganister,  &c.  Sand  is  also  sprinkled  by  smiths  over  those 
joints  which  have  to  be  welded  together  in  order  to  protect  them  from 
oxidation  by  the  atmosphere.  The  sand  forms  a  glassy  scale  at  the 
welding  temperature.  Sand  and  water  are  used  for  the  scouring  of 
the  sheet-iron  plates  used  in  the  tin  manufacture. 

Sand  Bank. — In  foundries  where  small  pipes  are  cast  in  quantities  the 
moulding  boxes  are  placed,  and  the  metal  run  on  a  bank  of  sand  sloping 
at  an  angle  of  about  45°  with  the  horizontal.  The  pipes  are  sounder 
when  made  by  this  method  than  horizontally,  since  the  sullage  rises  to 
the  upper  portion  as  is  the  case  when  casting  upright. 

Sand  Bed. — (1)  The  bed  of  sand  in  front  of  a  blast  furnace  into  which  the 
sow  and  pigs  are  run.  (2)  Any  bed  of  foundry  sand,  level  or  sloping, 
on  which  a  moulding  box  or  pattern  is  laid. 

Sand  Bin. — A  trough  or  compartment  in,  or  adjacent  to  foundries,  used 
as  a  convenient  receptacle  for  sand  required  for  the  use  of  the  moulder, 
the  different  sands  being  kept  in  separate  bins. 

Sand  Blast  Sharpening. — The  sharpening  of  files  by  the  direction  of  a 
current  of  sand  and  water  across  the  teeth  and  along  the  file  at  an 
angle.  The  mixed  current  is  discharged  by  the  introduction  of  a  steam 
jet.  The  sand  is  as  fine  as  flour  emery.  Files  sharpened  thus  are  con- 
sidered superior  to  those  cut  in  the  ordinary  manner. 

Sand  Box. — (1)  A  box  containing  a  selected  quantity  of  foundry  sand  for 
moulders'  use.  Sand  boxes  are  kept  at  hand  in  all  classes  of  work  both 
hand  and  machine.  In  moulding  machines  the  boxes  are  either  above, 
or  underneath  in  the  base  of  the  machine.  (2)  A  box  used  on  locomotives 
as  a  receptacle  for  sand,  which  being  allowed  to  fall  on  the  rails  in 
slippery  weather  increases  the  adhesion  of  the  wheels. 

Sand  Burned. — Castings  become  burned,  or  sand  burnt,  when  the  metal  is 
poured  into  the  mould  at  too  high  a  temperature,  in  which  case  the 
surface  of  the  metal  combines  with  the  silica  in  the  sand  and  becomes 
extremely  hard  and  rough  or  chilled.  The  use  of  plumbago  or  of 
blacking  is  to  interpose  a  protective  infusible  medium  between  the 
actual  sand  and  the  intensely  hot  metal. 

Sand  Joint. — The  parting  or  joint  between  the  different  portions  of  the 
sand  of  a  foundry  mould. 

Sand  Mixer. — A  machine  used  in  mixing  sand  for  foundry  use. 

Band  Mixing. — The  mixing  of  sands  for  foundry  use  is  an  art  for  which 
no  directions  can  be  laid  down,  being  altogether  within  the  range  of 
practical  experience.  The  proportions  of  the  different  sands  necessary 
to  produce  any  given  result  varies  also  with  the  locality  from  which  the 
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sands  are  obtained.  For  special  notes  see  Strong  Sand,  Core  Sand, 
Dry  Sand,  Loam,  and  other  specific  headings. 

Band  Paper. — See  Glass  Paper. 

Sand  Papering  Machines. — See  Glass  Papering  Machines. 

Sand  Pit.— See  Foundry  Pit. 

Sand  Ping.— See  Plug. 

Sand  Pump. — A  pump  used  for  drawing  the  wet  sand  out  of  caissons,  pits, 
and  mines,  and  in  prospecting  for  gold  and  diamonds.  It  is  of  the 
centrifugal  type. 

Sand  Bat. — A  slang  term  commonly  applied  by  iron  moulders  to  members 
of  their  craft.     Sand  puncher  is  also  a  favorite  cognomen. 

Sand  Sifter. — A  machine  made  for  sifting  foundry  sand,  and  worked  by 
hand  or  power.  For  sifting  sand  in  small  quantities  sieves  or  riddles 
are  employed.  There  are  different  forms  of  machines,  small  sifters  rest- 
ing on  supports,  larger  ones  being  suspended  from  suitable  beams.  The 
principle  in  each  is  as  follows.  An  open  sieve  of  rectangular  form  has 
a  to-and-fro  oscillatory  movement  imparted  to  it  by  means  of  three  teeth, 
which  as  they  are  revolved  by  means  of  a  winch  handle  within  a  slotted 
block  impart  to  it  alternately  a  back  and  forth  motion,  this  being  com- 
municated through  a  rigid  rod  to  the  frame  of  the  sieve.  The  move- 
ment is  much  more  rapid  than  can  be  imparted  by  hand  sieves,  hence 
the  advantage  of  using  the  mechanism. 

Sand  Sifting. — All  foundry  sand  is  subjected  to  a  process  of  sifting  or 
riddling  before  being  mixed  and  used,  the  object  of  sifting  being  the 
removal  of  lumps  and  gravelly  stones  and  foreign  matters. 

8andstone. — Sandstones  are  of  various  composition  and  degrees  of  hard- 
ness. They  consist  essentially  of  silicious  sand  oemented  together  with 
carbonate  of  lime,  oxide  of  iron,  or  clay,  hence  called  calcareous,  ferru- 
ginous, or  argillaceous  sandstones.  They  furnish  the  various  foundry 
sands  (q.  v.),  the  linings  of  furnaces,  are  mixed  with  fire  clays,  and  some  fire 
bricks,  and  yield  the  ganister  for  converters,  and  steel  moulds.  They  occur 
as  rocks  and  as  loose  friable  deposits,  and  are  termed,  according  to  their 
physical  appearance  and  locality,  rock  sand,  sea  sand,  pit  sand,  free 
sand,  &c. 

Sand  Valve. — The  valve  by  whioh  the  escape  of  sand  from  the  sand  box  of 
a  locomotive  is  regulated..  It  is  under  the  control  of  the  driver,  being 
actuated  by  a  foot  lever. 

Sap. — The  circulating  fluid  in  timber  which  conveys  the  elements  of 
nutrition  to  the  tree. 

Sappy. — Timber  is  said  to  be  sappy  when  it  is  foxey  (q.v.)  or  when  it  has 
not  been  properly  seasoned,  so  that  the  sap  remains  in  large  quantities. 

Sap  Wood. — The  wood  which  lies  immediately  underneath  the  bark  of  a 
tree.  It  is  of  little  value,  and  rapidly  undergoes  deterioration  when  in 
the  plank. 

Saturated  Steam. — Steam  is  said  to  be  saturated  when  it  remains  in  con- 
tact with  the  water  from  which  it  has  been  generated.  It  then  holds 
a  quantity  of  moisture  in  suspension,  and  is  not  in  the  condition  of  a 
true  gas.     Also  called  dry  steam  (q.v.)  and  vaporous  steam. 

Saturation. — A  vapour  is  said  to  be  saturated  when  it  is  at  the  greatest 
density  and  pressure  corresponding  with  its  temperature,  and  when 
therefore  an  increase  of  pressure  or  decrease  of  temperature  would 
cause  some  of  the  vapour  to  be  condensed.  It  is  on  the  point  of  con- 
densation, and  is  therefore  in  a  different  condition  from  that  of  a  true  gas. 

Saw. — A  tool  having  a  serrated  blade,  and  furnished  with  a  handle  or 
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frame.  The  saw  plate  is  of  steel,  the  temper  of  the  steel  varying  with 
the  nature  of  the  -work  which  the  tool  has  to  <Jo,  being  hard  in  most  cases, 
but  soft  for  band  saws.  The  saws  used  in  the  departments  of  engineer- 
ing are  the  hand  saw,  the  back,  frame,  and  pad  saws,  the  pit,  deal 
frame,  and  circular  saws  for  wood,  and  the  hack  saw  for  metal,  noted 
under  their  special  headings. 

Saw  Bench,  or  Saw  Table. — The  bench  of  a  machine  saw,  upon  which  the 
timber  is  supported  while  being  cut.  Sometimes  the  word  bench  is  used 
more  especially  when  speaking  of  circular  saws,  and  table  in  reference 
to  band  and  jigger  and  fret  saws. 

Saw  Dust. — This  is  used  for  cleaning  the  oil  from  bolts,  and  also,  mixed 
with  loam,  for  the  same  purpose  as  horsedung  (q.v.). 

Saw  Fence.— See  Fence. 

Saw  Files. — Files  made  specially  for  the  use  of  the  saw  sharpener,  though 
employed  also  for  other  work.  They  are  known  under  various  names 
and  made  in  various  classes,  mostly  as  second  cut  (q.v.)  and  smooth  (q.v.) 
and  both  single  out  (q.  v.  )and  double  cut  (q.  v.) .  They  are  either  taper  files 
(q.v.)  or  blunt  files  (q.v.),  and  of  great  range  as  regards  length.  For 
saws  having  triangular  teeth  simply,  the  ordinary  triangular  single  cut 
taper  files  are  used,  but  for  circular  and  pit,  and  large  name  saws,  the 
parallel,  blunt,  double-cut,  flat-faced,  round-edged  files,  and  the  parallel 
blunt,  round  double-cut  files  are  employed. 

Saw  Filing  Maohine. — A  machine  used  for  filing  band  saws,  in  which  the 
file  is  carried  to  and  fro  by  an  arm  provided  with  a  rectilinear  motion, 
at  the  same  time  that  the  saw  is  traversed  along  a  distance  equal  to  a 
single  tooth  for  each  traverse  of  the  file. 

Saw  Frame.— (1)  A  swing  frame  (q.v.).  (2)  The  frame  of  a  bow  saw  (q.v.). 

Saw  Gullet. — The  curved  bottom  or  root  or  interspace  between  contiguous 
saw  teeth.  The  teeth  of  the  larger  saws  alone  are  gulleted,  the  object  being 
to  secure  freedom  or  clearance  for  the  sawdust  without  choking  the 
saw  or  causing  it  to  work  hard.  Gulleting,  called  also  saw  gumming 
(q.v.), is  only  performed  once  to  every  two  or  three  times  of  sharpening. 

Saw  Gumming. — The  grinding  out  of  the  gullets  or  roots  of  circular  saw 
teeth  by  means  of  emery  wheels,  the  sections  of  whose  edges  are  the 
counterparts  of  the  tooth  spaces. 

Sawing. — The  division  of  material  by  means  of  saw  teeth.  The  saving  of 
a  given  quantity  of  material  and  the  minimum  expenditure  of  power 
depends  partly  on  the  shape  of  the  saw  teeth,  partly  on  the  degree  of 
thickness  of  the  blade.  The  thinner  the  blade  consistently  with  the 
work  the  saw  has  to  perform,  the  easier  the  task  and  the  less  the  waste 
of  material.  Sawing  demands  under  any  circumstances  a  great  ex- 
penditure of  power,  hence  saws  are  where  practicable  thinned  down 
towards  the  back,  which  together  with  set,  enables  the  plate  to  clear  itself 
in  the  cut.  Circular  saws  and  band  saws  are  .in  addition  lubricated 
with  tow  soaked  in  tallow  and  oil. 

Sawing  Stool. — A  low  trestle  upon  which  timber  is  laid,  which  has  to  be 
sawn  by  hand. 

Saw  Pit. — The  pit  used  in  country  districts  upon  which  timber  is  laid  when 
being  cut  into  planks  and  boards,  the  bottom  sawyer  working  in  the  pit. 

Saw  Set. — A  tool  or  appliance  used  for  setting  the  teeth  of  saws.  It  is 
either  a  plyor  set,  or  a  setting  hammer  and  round-faced  block,  or  it  is  a 
special  contrivance  of  an  automatic  character,  of  which  latter  there  are 
many  kinds. 

SAW  Setting.— The  bending  over  of  the  teeth  of  a  saw  to  right  and  left 
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alternately,  in  order  to  make  the  kerf  formed  by  the  teeth  somewhat  wider 
than  the  saw  blade,  so  that  the  latter  shall  move  with  the  minimum  of 
friction  therein.  The  setting  of  saw  teeth  is  not  usually  done  at  each 
time  of  sharpening',  but  at  about  every  second  or  third  sharpening. 

f  aw  Sharpening. — The  bringing  of  the  teeth  of  saws  to  a  keen  edge  when 
dulled  by  use.  It  is  effected  by  files,  mostly  worked  by  hand.  The 
sharpening  is  done  from  each  side  of  the  blade,  every  alternate  tooth 
being  filed  from  one  side,  and  afterwards  all  the  intermediate  teeth  from 
the  side  opposite,  the  teeth  being  filed  in  the  same  direction  in  which 
they  lean,  both  to  prevent  screeching  of  the  saw,  and  to  give  a  burr  on 
the  cutting  edge.  For  sharpening  small  saws  a  single  triangular  file 
is  used,  for  larger  saws  a  flat  file  having  rounding  edges  for  gulleting, 
or  a  flat  file  for  the  points  and  a  round  file  for  gulleting. 

Saw  Spindle. — The  spindle  which  carries  a  circular  saw.  It  consists  of  a 
turned  spindle  furnished  with  bearing  necks,  fast  and  loose  pulleys, 
and  a  couple  of  washers,  one  fixed,  the  other  movable,  and  tightened 
with  a  nut,  the  saw  being  clamped  between  the  two  washers,  and  pre- 
vented from  turning  by  a  feather  fitting  into  a  slot  cut  in  the  hole  in  the 
centre  of  the  saw. 

Saw  Table.— See  Saw  Bench. 

Saw  Teeth. — The  angles  of  saw  teeth  vary  with  the  work  they  have  to  do. 
The  angles  of  the  faces  are  from  80°  to  85°  for  hard,  65°  to  70°  for  soft 
wood,  and  the  relief  angle  is  65°  to  70°  for  hard,  45°  to  50°  for  softwood. 
The  spacing  and  the  set  should  be  greater  for  soft  than  for  hard  wood. 
For  cross  cutting,  the  teeth  are  set  farther  back  than  for  ripping. 

Scab. — An  excrescence  upon  a  casting  caused  by  the  washing  out  of  a 
corresponding  portion  of  the  sand  in  the  mould,  due  principally  to  im- 
proper ramming.  The  presence  of  the  scab  is  not  in  itseli  very  objec- 
tionable since  that  can  be  chipped  off,  but  in  most  cases  where  scab  is 
present  the  sand  which  has  been  washed  away  is  locatod  somewhere  in  the 
body  of  the  casting,  with  the  result  of  rendering  it  hollow  and  unsound. 

Scaffold,  or  Salamander. — A  mechanical  obstruction  in  a  blastfurnace  due 
to  one  or  two  or  several  causes  in  combination,  as  bad  fuel,  slag,  bad 
charging,  or  a  badly  shaped  furnace,  and  which  by  its  presence  interferes 
with  the  proper  working  of  the  furnace. 

Scale. — (1)  A  term  signifying  the  relative  proportions  of parts,  andappliedin 
mechanics  to  any  instrument  by  which  proportional  parts  are  obtained. 
Specially  an  instrument  for  making  or  measuring  drawings  which  are 
not  drawn  to  full  size,  but  to  some  proportional  fraction  of  actual  di- 
mensions. Thus  if  an  inch  upon  a  drawing  represents  a  foot  on  the  actual 
piece  of  work,  that  is  said  to  be  drawn  to  a  scale  of  an  inch  to  a  foot.  That 
inch  will  be  divided  into  twelve  equal  parts,  and  each  twelfth  part  repre- 
sents an  inch  of  actual  dimension.  A  fully  divided  scale  is  one  each 
inch  of  whose  whole  length,  usually  of  twelve  inches,  is  subdivided  thus 
into  twelfths,  so  that-  a  minute  measurement  can  be  taken  at  any  part 
of  its  length.  An  open  divided  scale  is  one  in  which  the  end  or  terminal 
dimension  only  representing  the  foot,  is  divided  into  twelve  parte,  the 
parts  intermediate  being  only  partly  divided.  An  open  divided  scale 
will  thus  contain  more  separate  and  distinct  scales  than  a  fully  divided 
one,  as  for  instance  1  in.  at  one  end  and  1 J  in.  or  3  in.  at  the  other. 
Ham  divisions  from  which  the  scale  takes  its  name,  as Jt  in.,  1  in.,  2  in., 
are  termed  the  primary  divisions  of  the  scale.  (2]  The  carbonate  of 
lime  which  accumulates  on  the  interior  of  boiler  plates,  and  which  if 
deposited  by  hard  water. 
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Sealed  Drawing. — A  drawing  made  smaller  than  the  work  which  it  repre- 
sents, but  to  a  definite  proportion  which  is  specified  on  the  drawing 
itself.  See  Scale.  Many  working  drawings  are  made  to  full  size 
(q.v.). 

Scale  Pan. — See  Scum  Trough. 

Scaling. — (1)  The  process  of  removing  the  scale  (q.v.)  from  the  interior 
of  boiler  plates.  (2)  The  taking  of  dimensions  from  a  drawing  by 
means  of  a  scale  (q.v.),  in  the  absence  of  figured  dimensions,  or  full- 
sized  delineations. 

Scaling  Hammer. — A  keen-edged  hammer  used  for  the  removal  of  the 
scale  (q.v.)  from  steam  boilers,  which  it  effects  by  a  process  of  chipping. 

Scandinavian  Cotton  Belting. — A  cotton  belting  solid  woven  instead  of 
being  made  in  plies.  It  can  be  obtained  in  widths  ranging  from  one  to 
twenty-four  inches,  and  in  light,  medium,  and  heavy  weft. 

Scantling. — All  quartering  under  five  inches  square.  Also  the  transverse 
dimensions  of  a  piece  of  timber  is  termed  its  scantling,  as  for  example 
a  piece  having  a  scantling  of  6  in.  X  4  in. 

Scarf. — See  Scarf  Joint. 

Scarf  Joint,  or  Scarf. — An  oblique  form  of  joint  used  by  smiths  and  by 
carpenters,  for  the  fastening  together  of  rods  of  metal  and  strips  of  wood. 
The  scarf  joint  in  wood  is  often  assisted  and  tightened  by  wedges 
inserted  in  the  middle  portion. 

Scintillation. — Hard  white  iron  scintillates  or  throws  off  sparks  when 
in  the  ladle,  so  that  the  founder  knows  thereby  the  nature  of  the  metal 
while  yet  in  its  molten  condition.    See  Breaking,  Jumper. 

Scoop  17116010. — Wheels  employed  for  lifting  water  and  drawing  it  away 
from  marshy  lands.  They  are  in  shape  somewhat  similar  to  water 
wheels,  but  the  place  of  the  buckets  is  occupied  by  scoops,  and  the 
necessary  power  is  supplied  by  windmills  or  by  steam  engines.  These 
wheels  are  largely  employed  in  the  fen  countries. 

Scoria.— (I)  Slag  (q.v.}.     (2)  Sullage  (q.v.). 

Seorineation. — The  melting  of  a  small  quantity  of  lead  along  with  copper 
which  is  intended  to  be  rolled  into  sheets,  so  called  because  of  the 
scoria  which  collects  on  the  surface. 

Scotch  Fig. — For  ordinary  foundry  purposes  Scotch  pig  is  that  chiefly 
used,  both  for  light  and  ornamental  castings,  and  mixed  with  other 
brands,  for  the  stronger  and  toucher  castings.  No.  1  Scotch,  mixed 
with  scrap  or  with  inferior  brands,  produces  useful  mixtures.  It  is 
smelted  from  the  clay  ironstone  or  black  band  ores,  and  exported  from 
the  Clyde  chiefly. 

Scotch  Tuyere. — A  form  of  blast  furnace  tuyeTe  in  which  the  water  is 
made  to  circulate  around  a  coil  of  pipe  encircling  the  tuyere. 

Scouring. — Plates  of  sheet  iron  used  in  the  tinplate  manufacture  are 
scoured  with  sand  and  water  to  cleanse  them,  after  preliminary  immer- 
sion in  dilute  sulphuric  acid. 

Scouring  Drum. — A  rumble  (q.v.). 

Sorap. — Broken  and  worn  castings,  wasters,  &c,  clippings  and  ends  of 
wrought  iron  and  steel  bars*  and  plates.  The  cast-iron  scrap  is 
remelted  with  an  addition  of  new  pig,  and  the  wrought  iron  scrap 
is  piled  or  fagoted,  and  balled  up  or  rewelded  into  blooms  for  future 
use. 

Scraper. — The  scraper  for  wood  is  a  strip  of  old  saw  blade,  used  for 
smoothing  over  the  face  of  planed  timber  whose  grain  is  cross  and 
crooked.    It  is  held  a  few  degrees  over  the  perpendicular  and  pushed 
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or  dragged  over  the  wood.  It  is  sharpened  by  forcible  burring  up  of 
the  edge  with  a  smooth  piece  of  steel,  such  as  a  screw-driver  or  gouge. 
The  scraper  for  metal  is  a  file  ground  square  across  and  sharpened  at  the 
end,  and  pushed  with  a  straight  or  semi-rotatory  movement  over  the  metal 
at  a  few  degrees  only  from  the  horizontal.  It  is  sharpened  upon  an 
oilstone. 

Scrap  Heap. — A  receptacle  for  odds  and  ends  of  waste  material,  which  is 
utilised  in  various  ways.  Scrap  cast  iron  consists  to  a  slight  extent  of 
foundry  wasters,  but  chiefly  of  old  iron  bought  for  the  purpose  of  re- 
melting,  while  the  scrap  heaps  of  wrought  iron  or  steel  consist  of  the 
accumulation  of  shop  refuse,  and  odds  and  ends  cut  to  waste. 

Scraping. — The  bringing  of  surfaces  to  a  very  approximate  plane  condi- 
tion by  means  of  scrapers.  All  good  wearing  and  sliding  surfaces  are 
scraped  to  a  fit,  to  obliterate  the  coarse  marks  or  grooves  left  by  cutting 
tools  and  files,  and  to  increase  the  number  of  minute  points  of  contact. 
By  scraping,  the  work  of  fitting  is  localised  on  certain  spots  for  the  time 
being,  until  at  length  so  perfect  a  contact  becomes  possible  that  one 
plate  will  sustain  another  of  equal  weight  on  its  under  face.  There  is 
no  mechanical  operation  by  which  such  perfect  results  are  possible  of 
attainment  as  by  scraping.  To  indicate  the  points  of  contact  it  is  cus- 
tomary to  rub  a  thin  film  of  red  lead  and  oil  on  the  opposite  surface 
to  that  which  is  being  scraped,  which  red  lead  indicates  by  its  trans- 
ference to  certain  highest  points  the  localised  points  of  contact,  to  which 
points  therefore  the  work  of  the  scraper  is  directed. 

Scraping  Tools. — Tools  which  remove  tie  particles  from  the  materials  on 
which  they  operate  by  abrasion,  mainly  or  altogether,  as  scrapers, 
broaches,  reamers,  saws. 

Scrap  Iron. — See  Scrap. 

Scrap  Steel. — Scrap  steel  is  utilised  in  the  open  hearth  processes,  being 
mixed  with  pig  iron  and  ore  in  the  Siemens-Martin  process  (q.v.),  and 
in  the  Siemens  process  (q-v.)  also. 

Scratch  Brush. — See  Wire  Brush. 

Screen. — A  large  rectangular  sieve  set  up  at  an  angle  with  the  ground, 
and  used  for  screening  (q.v.)  sand  for  foundry  use. 

Screening. — The  passing  of  foundry  sand  through  a  screen  (q.v.)  in  order 
to  separate  the  lumpy  from  the  finer  portions,  the  former  being  pounded 
up  afterwards  and  screened  over  agam. 

Sorew. — A  screw  may  be  denned  as  a  helix  wtound  around  a  cylinder. 
The  helix  may  be  single,  as  in  a  common  sorew,  or  double  or  multiple, 
as  in  many  forms  of  feed  and  endless  screws.  Fractional  portions  only 
of  helices  may  be  present,  as  in  screw  propellers.  The  helix,  if  further 
analysed,  is  found  to  be  an  inclined  plane.  The  mechanical  advantage 
of  a  screw  (disregarding  friction)  is  m  the  ratio  of  the  circumference  of 
the  arm  at  which  the  power  is  applied  to  the  pitch  of  the  thread. 
Screws  are  square  or  angular  in  section,  right  or  left-handed  according 
to  the  direction  in  which  the  helix  turns ;  and  they  have  different  names 
designating  their  function  or  shape.  They  are  cut  by  taps  and  dies,  or 
in  the  lathe,  and  are  used  for  almost  all  kinds  of  engineering  work. 
The  various  terms  used  in  connection  with  screws  and  screw  threads  will 
be  found  defined  under  their  special  headings. 

Screw  Area. — In  a  propeller  is  the  area  of  the  circle  described  by  the  tips 
of  the  blades. 

Sorew  Barrel. — A  chain  barrel  having  a  continuous  spiral  groove  cut 
around  its  periphery  to  receive  the  links  edgeways,  the  fiat  of  the  alter* 
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nate  links  resting  on  the  periphery  of  the  barrel.  Designed  to  maintain 
an  even  lap  of  the  chain,  and  thus  prevent  overriding. 

Screw  Blade. — A  sector  of  a  screw  thread,  forming  one  of  the  arms  or 
blades  of  a  propeller  screw. 

Screw  Blade  Area. — The  area  of  the  oblique  surfaces  of  the  blades  of 
a  screw  propeller. 

Screw  Bolt.— More  commonly  termed  a  bolt  (q.v.),  signifying  therefore  a 
fastening  made  by  means  of  a  nut  engaging  with  a  screw  thread,  as 
distinguished  from  the  riveted  form  of  fastening. 

Screw  Chasing. — The  cutting,  or  smoothing  and  polishing  of  screw 
threads  in  the  lathe  by  means  of  chasing  tools.    See  Chaser. 

Screw  Chuck. — See  Taper  Screw  Chuck. 

Screw  Clamp. — The  ordinary  damp  used  by  wood  workers.  Small  screw 
clamps  are  sometimes  called  thumb  screws  to  distinguish  them  from  the 
larger  timber  or  bar  clamps. 

Screw  Coupling. — The  ordinary  coupling  used  for  railway  rolling  stock, 
links  are  attached  to  the  opposite  draw  hooks,  and  these  are  united  by 
a  double  screw,  right  and  left  hand  respectively,  by  turning  which  in 
one  direction  or  another  the  coupling  is  lengthened  or  shortened. 

Screw  Cutter's  Gauge. — A  centre  gauge  (q.v.). 

Screw  Cutting. — The  formation  of  screw  threads  on  cylinders.  It  is  per- 
formed by  taps  (q.v.)  and  dies  (q.v.)  by  chasers  (q.v.)  and  in  a  screw 
cutting  lathe  (q.v. )  sometimes  with  a  traversing  mandrel  (q.v. ) .  A  good 
screw  should  have  a  full  thread,  be  cut  clean,  and  have  sharp  edges. 

Screw  Cutting  LathC. — An  iron  turner's  lathe,  in  which  provision  is 
made  for  cutting  screw  threads  without  the  aid  of  a  die,  by  the  use  of  a 
screw  tool  only.  The  tool  is  held  in  the  slide  rest  and  traversed  in  a 
longitudinal  direction  to  an  exact  and  measured  distance  for  each  revolu- 
tion of  the  lathe,  the  traverse  being  effected  by  means  of  a  guide  screw 
(q.v.)  and  change  wheels  (q.v.).  A  screw  cutting  lathe  is  a  self-acting 
lathe  (q.v.)  though  the  latter  term  is  commonly  used  to  designate  a  lathe 
which  is  non-screw- cutting. 

Screw  Dies. — See  Die. 

Sorew  Down  Valve. — A  screw  valve.  A  valve  which  is  raised  or 
depressed  by  means  of  a  sorew.  Globe  valves,  sluice  valves,  and  others 
similar  in  type  are  familiar  examples. 

Screw  Driver. — Screw  drivers  are  either  flat,  or  rectangular,  or  circular  in 
section.  The  latter  form  is  useful  to  pattern  makers  because  of  the 
facility  which  it  affords  for  driving  sctowb  down  deep  into  round  bored 
holes.  Breadth  of  handle  gives  increase  of  leverage,  hence  handles  are 
properly  made  broad,  and  oval  in  section.  Length  also  gives  more 
power.  For  turning  large  screws  into  metal  work,  screw  drivers  with 
cross  handles  in  tho  form  of  a  letter  T  are  used. 

Screw  Driver  Bit. — A  screw  driver,  the  end  of  whose  shank  is  square 
tapered  to  fit  within  the  socket  of  a  brace,  similarly  to  brace  bits.  Being 
revolved  with  the  brace  its  action  is  quicker  than,  that  of  an  ordinary 
hand-worked  screw  driver. 

Screwed  Stays. — The  bar  stays,  or  tube  stays,  of  boilers  are  also  termed 
screwed  stays.  Ordinary  riveted  stays  (q.v.)  are  usually  screwed  first 
of  all,  but  the  term  is  not  so  commonly  applied  to  them  as  to  those  just 
named. 

Screw  Engine. — An  engine  specially  designed  to  drive  the  screw  of  a 
steamer.  It  is  generally  of  the  inverted  cylinder  (q.v.)  type  and  com- 
pound (q.v.).  Engines  having  two  cylinders  only,  one  high  and  one  low 
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pressure,  were,  until  recently,  mostly  used,  and  are  still  lor  small  Teasels. 
But  for  large  ocean-going  steamers  these  are  being  replaced  by  triple 
expansion  engines  of  three  cylinders,  one  high  and  two  low  pressure, 
and  to  a  limited  extent  by  quadruple  expansion  engines  (q.v.). 

Sorew  Feed. — The  feed  (q.v.)  of  a  machine  which  is  effected  through  the 
medium  of  a  screw  and  nut.  Screw  feeds  are  applied  to  many 
drilling  machines,  to  screw  cutting  lathes,  and  other  macnines. 

Screw  Gearing. — Gearing  in  which  the  teeth  are  not  parallel  with  the 
axes  of  the  shafts.  The  axes  may  be  placed  at  any  angle,  and  the  teeth 
may  correspond  with  a  single,  or  with  a  many  threaded  screw.  Worm 
gearing  and  angle  wheels  come  under  this  heading. 

Screw  Head. — The  upper  portion  of  a  wood,  or  metal,  or  other  screw, 
being  the  part  by  which  it  is  driven  into  its  place. 

Screwing. — The  cutting  of  screw  threads  by  means  of  taps  and  dies.  Host 
commonly  used  by  workmen  to  denote  the  cutting  of  bolt  screws  in  the 
screwing  machine,  or  the  cutting  of  gas  threads  on  piping  rather  than 
of  work  done  in  the  lathe,  which  is  more  often  denominated  screw  cutting. 

Screwing  Flange. — A  cast-iron  flange,  screwed  internally  for  attachment 
to  the  similarly  screwed  ends  of  wrought-iron  piping,  the  piping  being 
then  united  by  bolts  passing  through  opposing  flanges.    Screwed  flanges 

-  are  used  in  preference  to  common  tubular  unions,  because  of  the  readi- 
ness with  which  they  can  be  disconnected,  and  also  for  connecting  pipes 
to  other  flanges,  as  on  cast-iron  work,  engine  cylinders,  &c,  into  which 
it  would  be  inconvenient  or  impossible  to  screw  the  wrought-iron  tubing 
directly.  Better  steam  tight  joints  can  also  be  made  with  flanges  than 
with  screwed  ends  alone. 

Screwing  Machine. — A  machine  used  for  screwing  bolts  in  quantity,  the 
dies  revolving. 

Screwing  Tackle. — A  term  commonly  applied  to  the  appliances  used  for 
cutting  screws  apart  from  the  aid  of  a  lathe.  Stocks,  dies,  taps,  and  tap 
wrenches  are  included  under  this  heading. 

Screw  Jaok. — A  lifting  jack  which  is  actuated  by  a  square  threaded  screw 
worked  either  by  a  lever  bar  inserted  in  a  hole  at  the  upper  end  or  head 
of  the  screw,  or  by  a  lever  permanently  attached  to  the  head  and  pro- 
vided with  a  ratchet  and  click  similarly  to  a  ratchet  brace  (q.v.),  or  by 
a  worm  and  worm  wheel,  the  worm  wheel  embracing  the  screw  and 
becoming  its  nut.  The  nut  not  being  free  to  move  endways,  the  screw 
must  of  necessity  traverse.  The  mechanical  gain  is  obtained  by 
multiplying  the  power  exerted  at  the  end  of  the  lever  into  the  product 
of  its  length  with  the  pitch  of  the  screw.  In  the  larger  jacks  the  means 
of  longitudinal  traverse  is  also  provided  by  a  horizontal  screw  working 
in  a  base.    See  Bottle  Jack,  Traversing  Screw  Jack,  Hydraulic  Jack. 

8crew  Key. — A  spanner  (q.v.)  for  turning  screw  heads.  Usually  applied 
to  spanners  which  belong  to  machines  and  workshop  appliances. 

Screw  Mandrel.— See  Traversing  Mandrel. 

Screw  Kail. — A  common  wood  screw  (q.v.)  as  distinguished  from  an 
ordinary  nail  driven  in  by  percussion,  the  term  being  akin  to  the  term 
screw  bolt  (q.v.). 

Screw  Nut. — See  Nut. 

Sorew  Pile. — A  foundation  pile  which  is  not  driven  into  the  ground,  but 
turned  in  by  means  of  a  tapered  screw,  of  one  or  of  several  revolutions 
at  its  lower  end.  It  is  used  in  ground  too  hard  or  too  uncertain  for  the 
reception  of  driven  piles. 

Screw  Plate. — A  steel  die  plate  used  for  the  cutting  of  small  screws  of 
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about  \  in.  and  under,  in  diameter.  A  number  of  distinct  holes  are 
screwed  in  a  single  plate,  and  the  plates  are  also  made  in  various  sizes. 
The  finest  of  the  holes  in  the  smallest  plates  used  for  model  work  would 
out  a  thread  on  a  very  small  needle.  Screw  plates  are  diminished  in 
thickness  as  the  holes  decrease  in  size.  Taps  are  supplied  correspond- 
ing in  size  with  the  holes  in  plates. 

Screw  Press. — See  Fly  Press. 

Screw  Propeller. — See  Propeller. 

Screw  Bate. — The  rate  of  a  screw  signifies  the  number  of  threads  per  inch 
which  it  contains. 

Screw  Shaft. — The  shaft  which  drives  a  ship's  screw,  and  to  which  it  is 
directly  attached.  Screw  shafts  are  usually  made  in  lengths  and 
united  with  solid  couplings.  The  thrust  of  the  screw  and  shaft  is 
taken  by  thrust  collars  and  thrust  blocks  (q.v.). 

Screw  Slotting. — The  slotting  of  the  grooves  in  the  heads  of  cheese- 
headed  and  button-headed  screws.  It  is  effected  with  a  rotary  cutter 
or  saw. 

Screw  Stock. — See  Die  Stock. 

Screw  Surface. — The  surface  formed  by  the  development  of  a  helix,  or  of  a 
screw  blade.    The  latter  is  termed  the  screw  blade  area  (q.v.). 

Screw  Tap.— See  Tap. 

Screw  Threads. — Formerly  each  manufacturer  had  his  special  screw  rates 
designed  without  reference  to  uniformity  with  any  other.  A  sense  of 
the  advantage  of  a  uniform  series  of  threads  has,  however,  resulted  in  the 
universal  adoption  of  certain  standard  rates.  In  England  the  Whit- 
worth  threads  are  the  standard,  the  Sellers'  threads  in  America,  and 
the  decimal  threads  in  France. 

Screw  Threaded  Gauge. — An  assemblage  of  laminal  or  thin  steel  plates, 
whose  edges  are  notched  to  fit  screws  of  many  different  pitches,  and  by 
which  the  pitch  of  any  thread  within  the  range  of  the  gauges  can  be 
ascertained. 

Screw  Tool. — A  tool  whose  edge  is  ground  to  the  sectional  shape  of  the 
interspace  between  two  contiguous  threads,  Vee  shaped,  or  square,  as 
the  case  may  be,  and  used  for  cutting  screws  in  the  screw  cutting  lathe. 
For  cutting  screws  in  the  lathe  by  a  hand  feed  only,  a  chaser  (q.v.)  or 
chasing  tool  is  employed. 

Screw  Valve. — See  Screw  Down  Valve. 

Screw  Worm  Chuck. — See  Taper  Screw  Chuck. 

Screw  Wrench. — A  spanner,  the  width  of  whose  jaws  is  rendered  adjust- 
able by  a  screw  to  an  extent  within  the  limits  of  the  traverse  of  the 
screw.  The  strain  put  upon  a  spanner  is  so  great  that  this  traverse  is 
necessarily  very  short,  and  hence  a  screw  wrench  will  enclose  a  few  bolt 
sizes  only.  It  is  convenient  for  use  in  outdoor  work,  saving  the  weight 
of  a  number  of  separate  spanners. 

Soribe. — A  steel  tool  used  for  marking  lines  on  work  in  wood  or  metal. 
The  timber  scribe  is  pointed  at  one  end  and  knife-shaped  at  the  other, 
the  former  for  scratching,  the  latter  for  cutting.  The  fitter's  soribe  is 
pointed  at  both  ends,  but  while  one  end  is  straight  the  other  is  usually 
curved  for  marking  underneath  work. 

Scribing. — Before  proceeding  to  cut  a  piece  of  wood  or  metal  to  outline 
or  shape,  whether  by  hand  or  machine,  the  outline  is  marked  out  on  the 
rough  material  as  an  exact  guide  in  the  subsequent  operations.  The 
process  is  variously  termed  scribing,  lining,  or  setting  out,  the  former 
word  taking  its  name  from  the  scribe,  which  is  in  constant  request. 
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Scribing  Block. — A  block  of  metal  carrying  a  scribe  pivoted  on,  and 
pinched  by  a  screw,  for  adjustment  to  different  heights.  It  is  used 
for  lining  off  centre  lines  on  work  when  laid  on  the  surface  plate. 
Hence  called  a  surfacing  gauge. 

Bcrieve. — To  scribe.    See  Scribing. 

Scroll  Chuck. — A  universal  chuck  (q.v.) 

Scroll  Irons. — Small  brackets  attached  to  the  underside  of  railway 
wagons,  to  which  the  ends  of  the  bearing  springs  are  attached. 

Sculls. — The  lining  or  skin  of  metal  and  scale  which  forms  around  the 
interior  of  the  ladles  used  in  casting  steel  and  iron.  These  are  knocked 
out  previous  to  the  relining  of  the  ladles  with  ganister  or  fire  clay. 

Soum  Cook. — A  cook  placed  m  the  side  of  a  marine  boiler  for  the  purpose 
of  getting  rid  of  the  dirt  and  soum  which  are  carried  to  the  surface  of 
the  water.  A  pipe  leads  from  the  cock  through  the  boiler  shell  and 
terminates  in  a  copper  dish  or  trough  immersed  just  below  the  water 
line,  and  into  which  the  scum  collects. 

Scum  Trough,  or  Scale  Pan,  or  Sediment  Collector. — A  shallow  trough 
provided  in  large  marine  and  stationary  boilers,  for  the  collection  of 
the  fine  sediment  which  is  ballooned  to  the  surface  by  the  ebullition  of 
the  bubbles  of  steam.    See  Ballooning,  and  Scum  Cook. 

Sea  Cook. — An  injection  cock  (q.v.)  which  is  placed  upon  the  side  of  a 
steamer,  leading  from  the  sea  to  the  condenser.  It  is  supplementary  to 
the  usual  injeotion  cook. 

Beam. — A  lap  joint  made  between  the  wrought-iron,  or  steel  plates  of 
which  riveted  and  welded  structures  such  as  steam  boilers  are  built  up. 

Seamless  Tubes. — Solid  drawn  tubes  (q.v.). 

Seam  Bet. — A  coppersmith's  tool,  which  is  uied  for  closing  up  seams  in 
sheet  metal  work. 

Searing. — The  practice  of  smoothing  the  surface  of  the  rougher  class  of 
foundry  patterns  with  a  flat-faced  red  hot  iron,  as  a  substitute  for 
paint  or  varnish.  The  grain  is  thereby  smoothed  and  prevented  from 
rising  up  when  in  contact  with  the  damp  sand. 

Sea  Sand. — The  sea  sands  of  many  localities  are  the  de'bris  of  sandstone 
rooks,  and  are  suitable  for  core  making,  being  free  or  porous,  and  so 
offering  facility  for  the  necessary  venting.  They  are  rendered  adhesive 
by  the  addition  of  clay  water. 

Seasoning. — The  removal  of  the  sap  from  fallen  timber.  This  is  effected 
by  allowing  the  moisture  to  dry  out  by  free  exposure  to  the  atmosphere. 
'Amber  takes  from  one  to  three  years  to  season  in  the  ordinary  way, 
but  much  less  when  artificial  seasoning  (q.v.)  is  resorted  to. 

Seat. — A  seating  (q.v.). 

Seating. — (1)  A  casting  which  becomes  the  base  or  foundation  for  por- 
tions of  work.  Usually  applied  to  the  castings  which  are  attached  to 
boilers  to  carry  the  safety,  stop,  and  other  valves.    Also  called  a  seat. 

Sea  Water. — Sea  water  is  of  necessity  used  in  marine  boilers,  and  though 
a  slight  degree  of  saltness  is  not  injurious,  but  rather  beneficial,  too 
much  salt  is  detrimental,  producing  a  rapid  deposition  of  scale.  Since 
the  water  in  the  boiler  increases  in  saltness  by  reason  of  the  constant 
evaporation  going  on,  frequent  testing  by  means  of  a  salinometer  is 
essential,  and  judicious  blowing  off  of  the  brine  at  intervals 

Sec. — The  secant  of  an  angle. 

Secants,  Line  of. — See  Sines,  Line  of. 

Second  Cut  File. — A  file  having  a  degree  of  coarseness  midway  between 
that  of  a  bastard  and  a  smooth  cut  (q.v.) 
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Second  Tap. — A  tap  intermediate  in  size  between  a  taper  and  a  ping  tap. 

Section.— The  division  of  a  substance  or  the  cutting  of  a  mass  in  any 
direction.  The  term  is  used  chiefly  to  indicate  those  particular  views 
in  a  drawing  by  which  the  internal  or  central  parts  of  a  piece  of  work 
are  delineated.  It  may  therefore  be  defined  as  a  drawing  showing  a 
view  of  an  object  on  the  assumption  that  the  object  is  cut  across  at  that 
particular  spot.  The  direction  in  which  the  section  is  taken  is  indi- 
cated by  the  words  "longitudinal,"  "transverse,"  "oblique,"  "ver- 
tical" or  "plan, "or  by  fines  dotted  on  the  drawing,  as  "section  on 
line  A  B,  line  0  D,"  &c. 

Sestional  Area. — This  has  reference  to  the  sum  total  of  the  area  of  the 
quantity  of  metal  in  a  casting  or  forging  irrespective  of  its  diameter  or 
linear  dimensions.  The  term  is  chiefly  employed  in  reference  to  columns 
whose  strength  to  resist  torsion  varies  widely  with  their  sectional  areas, 
for  example,  a  hollow  column  whose  sectional  area  is  the  same  as  that 
in  a  solid  column,  will  if  its  inner  and  outer  diameters  are  as  8  to  10,  be  2  J 
times  stronger  than  the  solid  one,  notwithstanding  that  there  is  the 
same  amount  of  metal  in  each. 

Sectional  Boiler. — A  steam  boiler  which  consists  of  an  aggregation  of 
small  independent  heating  tubes.  The  advantages  of  these  boilers  con- 
sist in  the  nigh  pressures  to  be  obtained  in  them,  their  immunity  from, 
or  at  least  localisation  of  explosions,  the  strength  of  small  tubes,  and 
rapid  transmission  of  heat  through  them,  and  the  ease  with  which  local 
repairs  can  be  effected.  On  the  other  hand  there  is  a  tendency  to  the 
accumulation  of  deposit  in  Hie  tubes,  and  difficulty  of  clearing  them 
out,  and  a  tendency  also  to  overheating.  Also  called  water  tube  boiler, 
unit  boiler. 

Sectional  Plan.— See  Plan  Section. 

Section  Angle. — The  angle  between  the  top  and  front  faces  of  a  double* 
edged  turning  tool. 

Section  Colours. — The  colours  used  by  engineers  to  indicate  sections  of 
various  materials.  Cast-iron  section  is  grey,  wrought-iron  section  is 
blue,  steel  section  is  purple,  gun-metal  and  brass  sections  generally  are 
gamboge.  Wood  is  brown  (umber).  When  colours  are  not  used,  con- 
ventional varieties  of  shading  are  employed. 

Sector. — (1)  A  universal  scale  by  which  numerous  computations  can  be 
obtained  by  measurement  simply.  It  consists  of  two  legs  divided  out 
into  lines,  termed  lines  of  chords,  sines,  polygons,  &c,  whose  uses  are 
described  under  their  special  names.  The  lines  of  division  are  termed 
sectorial  lines.  Sectors  are  usually  six  inches  long  when  folded  and 
twelve  inches  when  opened  out.  (2)  The  sector  of  a  circle  is  the  part 
bounded  by  two  radii  and  the  arc  which  they  enclose. 

Sectorial  lines. — See  Sector. 

Sediment. — The  muddy  deposit  which  collects  in  steam  boilers,  consist- 
ing chiefly  of  carbonate,  and  sulphate  of  lime.    See  Incrustation,  &c. 

Sediment  Collector. — See  Scum  Trough. 

Seed  Oil.— See  Vegetable  Oils. 

Segment. — A  segment  of  a  circle  is  the  portion  bounded  by  an  arc  (q.v.) 
andits  chord  (q.vi). 

Segmental  Back,  or  Segmental  Wheel.— An  arc  of  a  toothed  wheel,  mov- 
ing about  its  proper  centre,  and  used  for  imparting  reversible  motion  to 
a  spindle  through  the  medium  of  a  wheel  gearing  into  the  rack. 

Segmental  Bivet. — A  rivet,  the  vertical  section  of  whose  head  is  that  of 
a  segment  of  a  sphere,  being  hemispherical  nearly. 
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Segmental  Wheel. — See  Segmental  Back. 

Selling. — The  jamming  fast  of  bearing  parts,  caused  by  the  expansion  due 
to  heat  and  the  absence  of  sufficient  lubrication.  When  bearings  seize, 
they  should  be  cooled  by  pouring  hot  water  thereon,  to  be  followed 
afterwards  by  applications  of  colder  water. 

Self-acting. — A  machine  or  some  section  of  a  machine  whose  movements 
are  not  executed  by  a  direct  intervention  on  the  part  of  the  attendant, 
but  which  are  derived  immediately  from  the  motions  of  the  machine  itself. 
The  chief  motions  in  ordinary  machines  are  rendered  self-acting  through 
the  intervention  of  screws,  cams,  gearing,  levers,  &c. 

Self-acting  Balance  Crane. — A  balance  crane  in  which  the  balance  weight 
is  rendered  automatic,  with  a  view  of  preventing  accidents  due  to  the 
overturning  of  the  crane,  through  the  balance  weight  being  run  out  to 
its  full  distance  when  not  lifting  aload.  The  ends  of  the  tie  rods  terminate 
in  looped  chains  near  the  side  frame,  and  each  of  these  chains  is  attached, 
one  end  to  a  lug  in  a  derrick  barrel,  the  other  to  the  short  end  of  a  bell 
crank  lever.  The  lower  or  longer  limbs  of  the  bell  crank  levers  are 
attached  to  balance  weights,  and  these  again  by  means  of  links  to  the 
actual  balance  weight  itself,  which  is  a  round  ball  rolling  on  the  tail 
girders  of  the  crane.  The  action  of  the  mechanism  is  such  that  when 
a  load  is  suspended  from  the  crane  the  long  arm  of  each  bell  crank 
lever  with  its  balanoe  weight  is  lifted  and  the  actual  balance  run  out, 
the  distance  to  which  it  is  run  being  proportional  to  the  load.  When 
the  load  is  dropped  the  levers  drop,  and  the  balance  ball  runs  inwards. 

Self-acting  Lathe. — A  lathe  furnished  with  a  slide  rest  whose  motions  are 
rendered  either  partially  or  entirely  self-acting.  Strictly  speaking  a  self- 
acting  lathe  will  have  two  motions,  one  by  rack  and  pinion,  or  by  screw, 
or  by  each  at  pleasure,  for  traversing  or  longitudinal  cutting :  the  other 
by  back  shaft  and  screw  gearing,  and  geared  spindle  in  the  slide  rest,  for 
surfacing  or  cross  traverse.  But  it  is  also  customary  to  term  a  lathe 
self-acting  even  though  the  longitudinal  traverse  only  is  so  rendered  by 
means  of  a  leading  screw,  while  the  surfacing  movement  is  effected  by 
hand.    Almost  all  engineers' lathes  are  self-acting  in  both  motions. 

Self-acting  Lubricator. — A  lubricator  which  is  self -feeding,  the  oil  pass- 
ing over  from  a  reservoir  into  the  actual  oil  hole,  being  drawn  up  in 
many  forms  through  a  twist  of  tow  or  gasket  by  capillary  attraction. 
The  difference  between  the  steam  and  the  exhaust  pressure  in  steam 
cylinders  is  also  made  to  actuate  the  movements  of  valves  in  some  forms 
of  lubricators,  while  in  others  the  difference  in  the  specific  gravities  of 
oil  and  condensed  steam  is  utilised  to  cause  the  oil  to  pass  through  an 
overflow  pipe  into  a  steam  cylinder.  The  term  embraces  any  lubricator 
which  is  only  filled  at  intervals,  and  in  which  the  feeding  goes  on  until 
the  supply  is  exhausted.  See  Displacement  Lubricator,  Impermeator, 
Steam  Lubricator,  Syphon  Lubricator. 

Self-centring. — A  term  which  signifies  the  automatic  setting  or  marking 
of  cylindrical  work  truly.  It  is  effected  in  the  lathe  or  similar  machine 
by  means  of  a  chuck  whose  jaws  are  worked  simultaneously  to  or  from 
the  centre.  See  Centring  Chuck.  The  bell  centre  punch  (q.  v.)  is  also 
an  example  of  self -centring,  so  also  is  the  use  of  a  square  centre 
(q.v.). 

Self-contained  Machines. — Machines  whose  parts  are  not  attached  to  dis- 
tinct fixings,  but  are  all  so  combined  that  one  foundation  or  attachment 
is  sufficient.  Thus  a  radial  drill  is  self-contained  when  the  table  and 
pillar  are  bolted  together,  instead  of,  as  is  often  the  case,  tho  radial  arm 
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being  attached  to  a  wall  or  pillar,  while  the  table  ifl  bolted  to  the  stone 
foundation.  Independent  machines  (q.v.)  may  be  considered  as  self- 
oontained. 

Self-delivery. — The  delivery  of  the  hollow  portions  of  patterns  in  the 
sand,  dne  to  their  own  taper  only,  as  distinguished  from  coring  out.  In 
self -delivery  the  oore  is  therefore  of  the  same  material  as  the  re- 
mainder of  the  mould. 

Self-fluxing  Ores. — Some  red  haematites  contain  sufficient  calcareous 
matter  as  to  require  no  additional  flux,  hence  the  term  self -fluxing. 
They  occur  in  Sweden  chiefly. 

Sellers'  Screw  Threads. — The  American  standard  engineers*  screw  threads 
in  which  the  sides  slope  at  an  angle  of  60°.  The  tops  and  bottoms  of 
the  threads  are  cut  off  square  to  a  depth  equal  to  one-eighth  of  the 
pitch. 

Semaphore. — A  signal  attached  to  a  tall  pillar ;  as  used  on  railways  the 
signals  oonsist  of  arms  and  lamps  worked  by  levers  and  chains. 

Semi-Beam. — A  cantilever  (q/v-.)- 

8emi-Bituminous  CoaL— See  Bituminous  Goal. 

Semi-Chord. — Half  the  length  of  the  chord  of  an  are. 

Semi-Cirole. — A  half  oircle,  bounded  by  the  lines  of  circumference  and  of 
diameter. 

Semi-Fixed  Portable  Engine. — A  boiler  and  engine  of  the  common  port- 
able type,  which,  instead  of  being  mounted  upon  wheels,  is  made  a 
fixture,  the  fire  box  resting  directly  upon  the  ground  and  a  cast-iron 
standard  being  placed  underneath  the  smoke  box. 

Semi-Girder. — A  semi-beam  or  cantilever  (q.v.). 

Semi-Portable  Engine. — An  engine  which  is  in  the  main  of  the  portable 
type  (see  Portable  Engine),  but  which  differs  from  it  in  this  respect, 
that  instead  of  beinc-  mounted  upon  wheels  it  is  attached  to  an  iron 
base  or  frame,  and  this  to  a  solid  foundation  of  stone  or  timber.  It  is 
used  generally  for  the  same  kinds  of  work  as  are  portable  and  light 
horizontal  engines,  as  sawing,  pumping,  winding,  driving  machines, 
and  for  work  located  in  one  place,  and  in  work  of  a  temporary  cha- 
racter. 

Semi-Steel. — A  steely  iron.    See  Puddled  Steel. 

Sensible  Heat. — Heat  which  is  measured  by  the  thermometer,  as  opposed 
to  latent  heat(q.v.). 

Service  Pipe. — The  small  piping  which  conveys  liquid  from  a  main  pipe 
to  its  ultimate  destination. 

Serving. — The  covering  of  a  rope  with  spun  yarn  to  protect  it  from 
chafing  against  the  pulley  or  drum  over  which  it  works. 

Serving  Board. — The  board  employed  in  serving-  or  winding  the  spun 
yarn  around  a  rope.  Its  shape  is  somewhat  lite  that  of  the  letter  T* 
The  yarn  is  wound  around  the  rope  in  a  transverse  direction,  and  is 
tightened  as  it  is  wound  by  being  reeved  round  the  neck  of  the  board, 
while  the  handle  affords  the  necessary  leverage  for  pulling  the  yarn  taut. 

Serving  Mallet. — A  cylindrical  block  of  iron  used  in  serving  (q.v.]  a  rope. 

Set,  or  Sett. — (1)  A  narrow  square  nosed  or  round  nosed  chisel-like  tool 
used  by  fitters  and  boiler  makers  for  chipping  grooves  in  metal.  (2) 
Broad  chisel-like  tools  used  for  cutting  off  hot  or  cold  bars  on  the  anvil, 
the  hot  set  being  ground  thinner  than  the  cold  set.  They  are  attached 
both  to  handles  as  ordinary  hammers  or  to  hazel  rods.  (3)  A  hook 
wrench  (q.v.).  (4)  The  deflection  which  a  bar  or  structure  undergoes 
when  subjected  to  strain  or  stress  is  its  set.    See  Permanent  Set. 
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Set  after  Fracture. — See  Ultimate  Set. 

Set  Hammer. — A  form  of  smith's  hammer  whose  face  is  rectangular  in 
plan  and  its  edges  square,  and  which  is  laid  upon  the  work  and  struck 
with  a  heavier  hammer  or  sledge  in  order  to  form  a  set-off  (q.v.).  Also 
called  a  set,  simply. 

Bet  Off. — A  term  used  in  a  general  way  to  signify  the  production  of  an 
abrupt  shoulder  in  a  piece  of  work,  or  the  standing  out  of  one  portion 
of  a  structure  at  an  abrupt  angle  from  another  portion. 

Set  Screw. — A  plain  screw  having  a  square  or  other  shaped  head,  made 
use  of  for  tightening  purposes.  It  holds  by  friction  atone,  and  is  not 
suitable  for  machine  parts  subject  to  excessive  vibrations. 

Set  Square. — A  square  whose  shape  is  that  of  a  right-angled  triangle, 
the  angles  of  the  hypothenuse  being  usually  either  45*,  or  30°,  and 
60°.  Used  for  laying  down  lines,  and  for  checking  work  where  the 
ordinary  try  square  being  of  different  thicknesses  in  blade  and  stock 
would  not  be  suitable. 

Sett— See  Set. 

Setting. — (1)  The  fixing  of  engine  slide  valves  in  their  proper  positions 
relatively  to  the  ports,  valve  rods,  eccentrics,  and  cranks,  is  called 
setting  of  valves  (q.v.].  (2)  The  production  of  a  set  off  (q.v.) in  a  piece 
of  work.  (3)  The  placing  of  portions  of  mechanism  in  their  exact 
positions  for  the  fitting  of  keys,  the  drilling  of  holes,  and  the  mark- 
ing of  centres.    See  also  Saw  Setting. 

Setting  Block. — A  round-edged  block  of  iron  upon  which  a  saw  is  laid 
longitudinally  during  the  operation  of  setting.  The  amount  of  set  for 
different  saws  is  regulated  by  the  amount  of  angle  given  to  the  saws 
relatively  to  the  curve  of  the  block. 

Setting  Down. — The  flatting  or  hammering  down  of  portions  of  smith's 
work  with  a  set  hammer  or  flatter. 

Betting  Down  Screws. — The  top  screws  in  the  standards  or  housings  of 
bending  rolls,  by  which  the  position  of  the  top  roll  is  adjusted. 

Sotting  Hammer. — A  light  cross  pane  hammer  (see  Fane)  used  for  saw 
setting,  purposely  made  narrow  to  permit  of  the  striking  of  a  saw  tooth 
without  risk  of  hitting  its  next  neighbour.  The  teeth  are  struck  while 
the  saw  is  laid  on  a  setting  block  (q.v.). 

Sotting  of  Boilers. — The  placing  of  steam  boilers  permanently  in  place. 
Cornish  and  Lancashire  boilers  are  set  on  brickwork,  the  flues  being 
built  in  the  brickwork  itself.  Marine  boilers  are  set  on  saddles. 
Locomotive  boilers  are  not  set,  but  slung. 

Setting  of  Valves. — The  setting  of  engine  slide  valves  is  an  operation  of 
great  nicety,  and  is  performed  in  various  ways,  dependent  upon  the 
nature  of  the  link  motion.  The  aim  in  every  case  is  to  obtain  a  precise 
and  constant  amount  of  lead  for  the  valve,  so  that  the  greatest  angular 
advance  of  the  eccentrio  shall  coincide  at  each  revolution  with  the  lead. 
Also  it  is  the  aim,  though  not  always  practicable,  to  get  the  lead  equal 
at  both  ends  of  the  stroke,  except  in  the  case  of  vertical  engines  of  large 
size,  where  the  bottom  lead  is  slightly  increased  over  that  of  the  top  to 
allow  of  wearing  down.  Usually  in  setting  valves  the  practice  is  to 
first  place  the  crank  on  dead  centres,  then  turn  the  eccentric  into  the 
position  of  greatest  angular  advance  corresponding  with  the  position  of 
the  crank,  set  the  valve  to  the  position  open  to  lead,  also  corresponding 
with  the  position  of  the  eccentric  and  crank,  and  then  having  already 
made  the  rod  joints,  to  trammel  off  the  precise  length  of  the  connect- 
ing rod.    Then  turning  the  crank,  eccentric,  and  valve  into  the  exactly 
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Opposite  positions,  to  repeat  the  operation,  and  shut  or  weld  up  the 
eccentric  rods  to  their  ends.  Lastly,  before  finishing  oft  the  rods  to 
repeat  the  previous  operations  and  make  any  necessary  adjustments. 
But  when  the  rods  are  already  welded  up  before  setting,  it  is  necessary 
to  omit  the  cutting  of  the  key- way  for  the  eccentric  on  the  crank  shaft 
until  the  setting  is  finished,  and  the  length  of  the  connecting  rods  may 
have  to  be  adjusted  by  planing  off  some  portion  of  the  ends  of  the 
rods,  or  conversely  by  lining  them  up. 

Betting  Out.— See  Lining  Out. 

Setting  Over. — The  placing  of  the  mandrel  centre  of  a  lathe  poppet  out 
of  line  with  the  axial  centre  of  the  headstock  in  order  to  provide  for  the 
turning  of  taper  work  between  centres.  In  many  latnes  the  upper 
portion  of  the  poppet  is  made  movable  on  a  lower  base  or  foundation 
plate  for  this  purpose. 

Set  Work. — "Work  which  is  repeated  many  times  over  or  perpetually  in 
the  workshop.  .  "Work  which  is  a  speciality,  and  which  therefore  is 
done  more  cneaply  and  better  by  firms  which  engage  in  it  mostly  or 
entirely,  than  by  those  who  do  work  of  a  general  character.  It  is 
carried  out  by  minute  subdivision  of  labour,  and  piece  work,  and 
though  cheap,  tends  to  produce  an  inferior  and  one-sided  class  of  work' 
men. 

Shackle. — A  loop  to  which  the  end  of  a  chain  is  attached.  The  open  ends 
of  the  loop  are  generally  formed  into  eyes  through  which  a  sustaining 
bolt  or  pin  is  passed. 

Shackle  Bolt. — A  bolt  having  a  shackle  formed  at  the  end  opposite  to  the 
nut. 

Shading. — The  colouring  or  lining  of  drawings  to  give  to  parts  the  appear- 
ance due  to  relief,  or  to  circular,  sectional,  and  other  forms.  Working 
drawings  are  shaded  but  slightly,  elaborate  and  complete  shading  being 
reserved  for  finished  and  for  general  drawings.  Conventional  modes 
of  shading  are  adopted  for  various  metals. 

Shaft. — A  spindle  which  revolves  in  bearings  and  carries  pulleys  or  gear 
wheels  for  the  transmission  of  power.  The  principal  strain  to  which 
shafts  are  subject  is  that  of  torsion  (q.v.),  and  the  force  of  torsion  is  pro- 
portional to  the  cubes  of  their  diameters. 

Shaft  Boat. — The  larger  boss  of  an  engine  crank  which  carries  the  crank 
shaft  (q.v.). 

Shaft  Coupling. — See  Coupling. 

Shafting. — A  line  or  succession  of  shafts  united  with  couplings  and  used 
for  the  carrying  of  pulleys  for  driving  machinery. 

Shafting  Oil. — Oil  used  especially  for  the  lubrication  of  shafting. 

Shaft  Straightener. — A  machine  used  for  straightening  shafts.  It  acta 
by  the  uniform  and  adjustable  pressure  of  three  rollers  divided  out 
equally  in  a  circle,  and  between  which  the  shaft  is  passed  on  to  two 
larger  rollers. 

Shaft  Tunnel. — See  Tunnel. 

Shake. — A  line  of  fracture  in  timber,  the  splitting  being  caused  by  the 
shrinking  up  of  the  fibres  due  to  the  desiccation  or  drying  up  of 
the  moisture. 

Shank. — A  hand  foundry  ladle  is  sustained  by  a  shank,  or  rod  bont  round 
as  a  hoop  to  envelop  the  body  of  the  ladle,  and  prolonged  atone  end  and 
there  bent  downwards  to  fall  over  a  cross  bar,  and  forged  at  the 
opposite  end  into  a  cross  handle.  Three  or  four  men  carry  such  a  ladle, 
one  at  each  end  of  the  cross  bar  and  one  at  the  cross  handle,  or  one  at 
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each  end  of  the  latter.  By  the  leverage  of  the  cross  handle  or  crutch 
the  metal  is  tipped  into  the  mould.  Shank  ladles  hold  from  1 J  to  3 
or  6  owt.  of  metal.  (2)  The  stem  or  body  of  a  catting  tool,  as  the 
shank  of  a  drill,  or  the  upper  portion  which  enters  into  the  chuck 
or  the  socket  through  whicn  it  receives  its  motion.  It  is  tapered  or 
parallel,  round  or  square  in  section,  according  to  the  shape  of  the  socket 
or  chuck. 

Shank  Ladle. — A  foundry  ladle  (see  Ladle)  suspended  in  the  central  loop 
of  a  horizontal  handle  or  shank  (q.v.). 

Shaping. — The  shaping  of  metal  in  a  shaping  machine,  though  analogous 
to  that  of  planing,  differs  therefrom  both  in  the  extent  of  the  surface 
operated  upon,  and  in  the  outlines  imparted  thereto.  The  shaping 
machine  only  operates  on  small  areas,  seldom  over  12  in.  in  length, 
commonly  much  less;  also  convex  and  concave  cut  surfaces  can  be 
shaped  as  readily  as  plain  ones,  the  former  by  threading  the  work  on  an 
arbor  under  the  tool,  and  imparting  a  slow  rotatory  movement  to  the 
arbor,  the  latter  by  using  a  tool  holder  having  a  worm  and  quadrant 
movement,  by  which  the  tool  is  caused  to  rotate  slowly  through  an  arc  of 
a  circle. 

Shaping  Machine. — A  machine  used  for  shaping  metallic  masses  which 
are  not  sufficiently  bulky  to  go  into  the  planing  machine.  The  tool  is 
carried  on  a  rigid  arm  which  moves  in  a  Horizontal  direction,  the  length 
of  whose  stroke  is  capable  of  regulation  by  means  of  a  connecting  rod 
movable  in  a  slot  in  the  arm.  Quick  return  (q.v.)  motion  is  given  in 
the  larger  but  not  in  the  smaller  machines.  An  angle  plate  is  attached 
to  the  front  of  the  machine  and  is  movable  vertically  or  transversely. 
Most  machines  have  a  worm  and  wheel  segment  arrangement  on  the 
tool  box  for  circular  shaping. 

Sharpening. — The  imparting  of  a  fine  edge  to  a  cutting  tool  by  abrasion 
or  fretting  on  an  oil  stone. 

Shear. — (1)  To  cut  with  shears  (q.v.).  (2)  A  bar  is  said  to  be  in  shear  when 
it  is  subject  to  shearing  stress  (q.v.). 

Shearing. — The  act  of  cutting  with  shears. 

Shearing  Machine. — A  machine  in  which  shears  or  shearing  knives  are 
worked  by  power.  Commonly  the  processes  of  punching  and  shearing 
are  combined  in  one  machine,  the  punching  below,  the  shearing  above, 
or  in  the  larger  machines  at  opposite  ends.  Shearing  machines  are 
employed  in  iron  and  steel  manufactories  and  in  boiler  shops  chiefly, 
for  cutting  off  the  rough  edges  of  plates,  or  for  cutting  to  precise 
dimensions.  Bars  and  angle  irons  are  also  cut,  the  length  ana  shape 
of  the  knives  varying  with  the  nature  of  the  work.  The  knives  are 
placed  at  an  angle  with  each  other,  the  cut  taking  place  from  one  end 
towards  the  other  like  that  of  scissors. 

Shearing  Strength. — The  strength  necessary  to  shear  iron  is  about  equal 
to  its  tensile  strength. 

Shearing  Stress. — The  stress  to  which  a  body  is  subject  when  force  is 
applied  to  it  in  a  direction  parallel  with  its  section.  Its  mean  intensity 
is  equal  to  the  shearing  force  divided  by  the  area  of  the  section. 

Shearing  Tools. — Tools  which  remove  material  by  detruding  action  (q.v.), 
or  violent  separation.    They  include  shears  and  punches. 

Shear  Legs,  variously  termed  Sheer  Poles,  Shears,  or  Sheers. — A  rude 
but  strong  form  of  crane,  having  three  legs  or  pillars  set  leaning  at  an 
angle  towards  each  other  for  supporting  the  lilting  tackle.  The  gear 
wheels  may  be  attached  to  one  of  the  legs,  or  be  fixed  independently, 
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and  hand  or  steam  power  may  be  employed.    Timber  or  iron  are  need 
in  the  construction  of  the  legs. 

Shears,  or  Sheers. — (1)  Knives  used  for  severing-  sheet  metal,  bars,  angles, 
&c,  by  shearing,  or  cutting  parallel  with  the  section.  They  act 
by  the  opposition  and  pressure  of  the  cutting  edges,  the  faces  being 
ground  generally  to  an  angle  of  from  80°  to  90°.  Shears  are  worked 
by  hand  power  Kir  the  thinner  sheets,  but  for  the  thicker  plates  shearing 
machines  are  used.  (2)  The  term  is  often  used  to  designate  the  bearers 
of  a  lathe  bed.    (3)  Shear  legs  (q.v.). 

Shear  Steel. — Forged  steel  composed  of  bars  of  blistered  steel  laid  side  by 
side  to  form  a  bundle  or  fagot,  and  drawn  down  and  welded  under  a 
hammer. 

8heave. — (1)  A  term  applied  to  the  eccentric  body  or  to  that  part  which  is 
keyed  directly  on  the  shaft,  to  distinguish  it  from  the  eccentric  straps 
(q.v.)-     (2)  A  sheave  wheel. 

Sheave  Wheel,  or  Sheave,  simply. — A  wheel  whose  groove  is  made  to  re- 
ceive a  chain  or  rope.  The  section  of  the  rim  of  the  sheave  may  be  a 
plain  semi-circle,  or  veed,  or  a  single  groove,  or  a  double  groove, 
according  to  the  work  which  the  wheel  has  to  do. 

Sheer  Poles. — See  Shear  Legs. 

Sheers. — See  Shears. 

Sheet  Brass. — Brass  rolled  into  sheets  and  used  for  a  variety  of  purposes, 
chiefly  for  ornament,  covering  steam  domes,  gauges,  handrailing, 
&o.     It  is  either  hard  or  soft,  similarly  to  wire. 

Sheet  Copper. — Used  by  engineers  for  the  making  of  steam  pipes  chiefly. 

Sheet  Iron.— Strictly  speaking,  the  thinnest  iron  which  is  rolled,  as  dis- 
tinguished from  plates.    See  Plate,  Sheets. 

Sheet  Lead. — Used  for  making  the  joints  of  steam  and  water  pipes. 
Used  also  for  lining  up  small  patterns. 

Sheet  Tin. — Iron  sheet,  coated  with  tin.  It  is  used  by  engineers  in  the 
making  of  the  lightest  kinds  of  templets. 

Sheet  Metal  Gauge. — A  gauge  used  for  measuring  the  thicknesses  of  sheet 
metals.  It  may  be  a  micrometer  caliper  (q.v.)  or  a  wire  gauge  (q.v.), 
the  former  measuring  in  terms  of  the  inch,  the  second  by  manufacturers' 
numbers. 

Sheet  Mills. — Boiling  mills  of  light  construction,  used  for  the  rolling  of 
sheets  (q.v). 

Sheet  Eubber. — Vulcanised  india-rubber,  insertion  or  plain,  is  made  into 
sheets  of  large  size  for  the  convenience  of  being  cut  into  washers, 
collars,  &c,  of  any  required  dimensions.  It  may  be  had  in  sheets  of 
from  4  to  30  yards  long,  by  48  in.  in  width,  and  from  the  -j^th  of  an 
inch  upwards  in  thickness.  Its  usual  thickness  is  from  J  to  A  f or 
ordinary  work. 

Sheets.— All  plates  of  malleable  iron  below  No.  4  B.W.G.  or  '238  in.,  are 
termed  sheets,  as  distinguished  from  plates  (q.v.). 

Sheffield  Files.— Sheffield  is  the  great  seat  of  the  file  industry,  the 
majority  of  engineers'  files  being  made  there.  For  shapes  and  charac- 
teristics, see  specific  names. 

Shell. — The  shell  of  a  boiler  is  the  outer  casing  of  all,  enclosing  fire  box, 
water  space,  cross  tubes,  &c.  The  shell  of  a  cock  is  the  outer  envelope 
or  casing  through  which  the  liquid  passes  on  the  turning  of  the  plug 

(<P-) 
Shellac. — Shellac  is  produced  by  the  agency  of!  members  of  the  family  Coc- 

cidtt,  of  the  order  Bhynchota  or  beaked  insects.    The  true  lac  insect 
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(Coccus  lacca)  is  a  native  of  Siam,  Assam,  Bengal,  Bunnah,  and  Malabar. 
The  lac  is  produced  by  the  agency  of  the  females  chiefly,  who,  once 
settled  upon  a  twig  of  a  tree — the  trees  frequented  being  species  of 
Butea,  Fiona,  and  Croton — never  leave  it,  but  suck  up  the  resinous 
juices,  feeding  on  and  enveloping  themselves  in  them  until  they  die, 
leaving  their  eggs  enveloped  in  the  secretion  thus  obtained,  coloured 
with  dye  matter  secreted  from  their  own  bodies.  Generations  of  in- 
sects hatched  from  successive  colonies  of  eggs  live  on  the  same  branch 
until  it  becomes  coated  to  the  extent  of  half  inch  or  more,  when  the 
twigs  are  collected  by  the  natives  and  subjected  to  various  processes  of 
boiling,  kneading,  and  squeezing,  by  which  the  resin  is  obtained  in 
varying  degrees  of  purity  known  as  stick-lac,  seed-lac,  and  shell -lac, 
the  latter  being  the  most  free  from  colour,  and  most  soluble  in  spirit, 
and  that  which  is  exclusively  used  in  the  mixing  of  varnish  for  foundry 
patterns. 

Shellac  Varnish. — This  is  made  by  simply  dissolving  shellac  (a.  v.)  in  naph- 
tha, in  methylatedspirit,  or  in  spiritsof  wine,  the  former  being  the  worst, 
the  latter  the  best  solution,  but  the  second  being  that  most  generally 
employed.  The  proportions  should  consist  of  about  two  pounds  to  the 
gallon,  and  ought  to  be  mixed  without  the  aid  of  artificial  heat. 

Shell  Bit. — A  bit  used  for  boring  wood,  whose  section  is  a  convex  and 
concave  curve,  roughly  though  not  exactly  of  a  half  circular  form.  See 
Nose  Bit,  Gouge  Bit. 

Shell  Plates. — The  plates  of  which  boiler  shells  are  composed. 

Shell  Beamer. — See  Reamer. 

Shield. — (1)  A  covering  employed  to  protect  the  bearings  and  spindles  of 
emery-grinding  machines  from  the  action  of  the  gritty  dust.  (2)  A 
guard  placed  over  or  in  front  of  band  and  circular  saws  and  portions 
of  machinery  to  protect  the  workmen  from  accidents.  (3)  The  curved 
device  or  outline  formed  by  the  union  of  the  body  of  a  two-way  cock 
with  its  branches,  is  often  termed  the  shield. 

Shifting  Link. — A  slot  link  (q.v.)  whose  concavity  lies  towards  the  crank 
shaft,  and  which  is  lifted  or  lowered  relatively  to  the  link  block  or  pin. 
Originally  known  as  Stephenson's  link  motion. 

Shingler. — The  workman  whose  task  consists  in  shingling  (q.v.)  puddled 

Shingling. — The  process  of  hammering  or  rolling  puddled  ball  in  order  to 
convert  it  into  bar  or  sheet  iron. 

Shingling  Hammer. — The  hammer,  either  tilt  or  steam,  by  which  the 
puddled  ball  is  converted  into  a  bloom. 

Shingling  Kill. — The  forge  where  the  puddled  ball  is  converted  into 
malleable  iron. 

Shingling  Tongs. — The  tongs  used  in  moving  the  puddled  ball  about 
under  the  tilt  or  steam  hammer. 

Shipping. — The  putting  on  of  a  belt  over  its  pulley.    See  Belt  Shipper. 

Shipping  Measurement — The  mode  of  measurement  adopted  in  the  case 
of  machinery  which  is  received  as  cargfo  on  board  ship.  The  measure- 
ment is  taken  over  the  extreme  limits  of  any  piece  of  machinery. 
Henoe  projecting  portions  should,  where  practicable,  be  removed  for 
shipment,  and  stowed  into  as  small  an  area  as  possible.  ' 

Ship  Plates. — Plates  of  malleable  iron,  or  mild  steel  of  inferior  material, 
or  material  imperfectly  refined.  Their  tensile  strength  is  lower  than 
that  of  other  qualities  of  iron  or  steel,  and  the  metal  of  which  they  are 
composed  is  not  sufficiently  homogeneous  or  reliable  to  render  them 
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suitable  for  any  but  the  commonest  work.  The  hulls  of  iron  ships  are 
largely  built  of  these,  henoe  the  name. 

Ship's  Hoist. — An  engine  and  boiler  attached  to  a  carriage  or  truck 
running  on  wheels,  used  for  the  general  and  miscellaneous  work  where 
power  is  required  on  board  ship. 

Ship's  Pump. — A  suction  pump,  -varying  in  form,  employed  on  ship 
board  for  general  use,  pumping  bilge  water,  &c. 

Shook. — The  jerk  or  reflux  action  produced  in  pumps  and  long  pipes,  being 
due  to  the  reversal  of  the  water  pressure.  Shock  is  lessened  by  the  use 
of  an  air  vessel  (q.v.). 

Shoe. — A  cap  or  socket  which  receives  the  end  of  a  piece  of  timber,  and 
which  sustains  the  end  pull  of  a  truss  rod  (q.v.)  or  takes  the  thrust  of 
the  legs  of  shears,  or  of  roof  principals,  or  carries  a  pivot  or  bearing  as 
in  the  pillars  of  wooden  cranes,  or  acts  in  a  general  way  as  a  protection 
to  timber  ends,  as  in  pile  shoes.  Shoes  are  commonly  made  of  cast  iron, 
but  often  wrought  iron  is  used  in  their  construction.  The  base  plates 
which  support  the  housings  of  rolling  mills  are  also  called  shoes. 

8  Hooks. — Iron  hooks  whose  shape  is  roughly  that  of  a  letter  %.  They 
are  suspended  from  the  bars  of  moulding  boxes  in  most  cases,  to  aid 
in  binding  together  and  supporting  the  body  of  sand  which  is  enclosed 
by  the  sides  of  the  boxes.  The  adhesion  of  the  sand  is  assisted  by 
dipping  the  hooks  into  day  water. 

Shooting. — The  planing  of  the  edges  and  ends  of  timber  straight,  with  or 
without  the  aid  of  a  shooting  board  (q.v.). 

Shooting  Board. — A  board  used  for  planing  or  shooting  the  edges  of 
timber  square  and  straight.  It  consists  of  two  pieces  of  wood  screwed 
one  on  top  of  the  other,  the  upper  one  being  narrower  than  the  lower 
by  so  much  as  will  allow  a  sufficient  breadth  of  bearing  for  the  side 
of  the  trying  plane  on  the  margin  of  the  lower  one.  The  stuff  to 
be  planed  is  laid  upon  the  upper  board,  and  the  side  of  the  plane  being 
laia  upon  the  uncovered  margin  of  the  lower  one,  with  the  cutting  iron 
towards  the  edge  of  the  stuff,  a  shaving  is  removed  as  the  workman 
pushes  the  plane  forwards.  The  advantage  of  the  use  of  a  board  over 
that  of  the  vice  is  that  in  the  former  the  edges  planed,  assuming  that 
both  board  and  plane  are  true,  are  not  only  straight,  but  square  also 
with  the  faces  of  the  stuff. 

Shop  Tools. — Numerous  tools  and  appliances  which  are  not  provided  by 
the  workmen  in  departments,  but  by  the  firm,  for  the  common  use  of  all. 
The  term  does  not  embrace  machinery  so  much  as  minor  articles,  as 
standard  rules,  straight  edges,  surface  plates,  trestles,  dies  and  die 
blocks,  water  cans,  sieves,  shovels,  and  scores  of  kindred  articles  used  by 
all,  but  owned  only  by  the  firm. 

Shop  Traveller. — An  overhead  travelling  crane  employed  in  the  workshop 
under  cover,  and  used  for  lifting  about  heavy  masses  to  the  machines, 
various  machined  and  finished  parts  for  the  erectors,  ladles  of  metal  or 
castings  in  the  foundry,  plates,  girders,  bars  in  the  boiler  shop,  forgings 
in  the  smithy,  &o.  Most  shops  are  furnished  with  travellers  in  pre- 
ference to  cranes.    See  Overhead  Traveller. 

Short  Columns. — A  term  applied  to  columns  whose  length  exceeds  their 
diameter  by  from  three  to  five  times  that  amount,  and  which  yield 
to  rupture  by  simple  crushing  only. 

Short  Heat. — The  making  hot  of  a  short  length  only  of  a  bar  of  iron  in  a 
smith's  fire  in  order  that  the  heated  portion  alone  shall  be  operated 
upon,  without  incurring  the  risk  of  distorting  the  adjacent  portions. 
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The  heat  is  localised  by  covering  all  but  the  portion  to  be  heated  with 
damp  alack  or  small  coal,  or  in  some  instances  by  enclosing  in  a  matrix 
of  damp  clay. 

Short  Link  Chain. — See  Close  link  Cham. 

Shoulder. — That  portion  of  a  shaft,  or  of  a  stepped,  or  of  a  flanged 
structure  where  an  immediate  increase  of  diameter  occurs. 

Shovel. — Broad  light  shovels  are  used  in  foundries  for  filling  the  moulding 
boxes  with  sand. 

Shrinkage. — See  Contraction. 

Shrinking  Head.— See  Feeder. 

Shrinkage  Hole. — A  depression  or  slightly  hollowed  space  left  in  the  face 
or  in  the  body  of  a  casting,  due  to  imperfect  feeding.  See  Feeder. 
Shrinkage  holes  are  prevented  by  making-  feeders  large  enough  to  hold 
a  supply  of  hot  metal  whose  mass  is  sufficient  to  prevent  solidification 
taking  place  in  the  feed  metal  before  the  casting  itself  is  set. 

Shrinking  On. — The  clasping  of  wheel  tires  around  their  centres,  being 
first  expanded  by  heat,  and  then  allowed  to  tighten  on  the  centres  by 
virtue  of  their  own  shrinkage  in  cooling  down.  The  amount  allowed 
for  shrinkage  on  a  wheel  of  about  2  ft.  in  diameter  is  barely  -J  of  an  inch. 

Shroud. — (1)  A  flange  castagainst  the  ends  of  wheel  teeth  in  order  to  increase 
their  strength  or  to  promote  smoothness  of  motion.  If  cast  up  to  the 
pitch  line  the  wheels  roll  together  on  their  pitch  circles,  and  the  term  half 
shrouding  is  applied  to  it.  If  cast  to  the  points  of  the  teeth  the  pur- 
pose is  to  afford  the  maximum  of  strength,  and  this  is  termed  full  or 
whole  shrouding.  Whole  shrouding  is  believed  to  increase  the  strength 
of  wheel  teeth  by  from  40  to  50  per  cent.  (2)  The  circular  flanges 
around  the  edges  of  a  water  wheel,  between  which  the  buckets  extend. 

Shrouded  Wheel. — A  gear  wheel  provided  with  shrouds.  A  water  wheel 
is  also  a  shrouded  wheel.    See  Shroud. 

Shrouding. — The  casting  of  shrouds  on  the  ends  of  wheel  teeth  or  of  the 
buckets  of  water  wheels.    See  Shroud. 

Shroud  Laid  Hope. — An  ordinary  rope  formed  of  three  strands  twisted 
together.  These  are  stronger  than  cable  laid  ropes  (q.v.)  and  strongest 
of  all  when  untarred  or  white. 

Shutting. — The  shop  term  for  the  welding  together  of  joints  in  wrought 
iron  or  steel. 

Shutting  Link. — The  union  of  the  free  ends  of  chains,  either  to  each 
other  or  to  other  portions  of  work,  as  rings,  hooks,  &c,  is  effected  by 
means  of  a  shutting  link,  that  is  a  link  similar  to  the  ordinary  link  but 
about  |  in.  larger  in  the  diameter  of  the  iron  from  which  it  is  made,  and 
frequently  also  a  little  longer  ;  this  increase  in  size  is  made  to  compen- 
sate for  possible  weakness  due  to  any  imperfection  in  the  weld. 

Side  Chisel. — The  chisel  specially  employed  for  wood  turning.  The 
cutting  edge  is  ground  obliquely  in  relation  to  the  edges  of  the  shank,  and 
it  is  used  purely  as  a  cutting  tool,  seldom  as  a  scraper,  the  cutting  edge 
being  placed  approximately  at  a  tangent  to  the  work  The  acute  angled 
corner  of  the  chisel  is  also  used  for  parting  or  cutting  off.  The  side 
chisel  turns  a  remarkably  clean  and  approximately  plain  surface,  but  is 
not  suited  for  quick  curves  or  for  mouldings  or  ornamental  work,  or 
for  work  of  large  diameter. 

Side  Discharge  Valve.— See  Discharge  Valve. 

Side  Discharge  Wheel. — SeeJTurbine. 

Side  Elevation,  er  Side  View. — A  view  on  a  drawing  which  shows  tho 
side  of  a  structure. 
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Bide  Frames. — The  main  frames,  standards,  or  supports  of  cranes,  engines, 
pumps,  &o.,  which  carry  the  bearings  for  the  shafts.  They  are  made 
both  in  oast  and  in  wrought  iron.  Small  side  frames  are  often  called 
cheeks. 

Bide  Hooks. — The  coupling  hooks  of  railway  wagons,  placed  at  the  side  of 
the  draw  hook. 

Bide  Lever  Engine. — A  marine  engine  in  which  motion  is  communicated 
from  the  side  rods  of  the  piston  cross  head  to  the  connecting  rods,  by 
two  levers  centred  nearly  on  a  level  with  the  base  of  the  cylinder. 
Side  lever  engines  are  nearly  obsolete,  though  in  the  early  days  of 
steam  navigation  they  were  much  in  request,  and  they  have  the  advan- 
tage of  maintaining  the  moving  parts  nearly  in  equilibrium,  bo  that 
there  is  little  difficulty  in  starting  them.  The  connecting  rod  being 
long,  the  oblique  thrust  on  the  crank  is  reduced  to  a  minimum.  But 
they  lack  compactness  of  form  and  are  heavy. 

Bide  Bake. — The  rake  (q.v.)  of  a  cutting  tool  which  cuts  sideways,  to 
right  or  left  as  the  case  may  be.  Such  rake  may  be  side  top  rake,  or 
side  bottom  rake.    See  Top  Bake,  and  Bottom  Bake. 

Bide  Sods.— (1)  The  rods  connecting  the  cross  head  with  the  side  levers 
of  a  side  lever  engine  (q.v.).  (2)  Bods  fulfilling  the  same  purpose  in 
one  of  the  old  forms  of  table  engine. 

Side  Tank.— See  Tank  Engine. 

Bide  Tool. — A  tool  used  by  wood  turners  for  finishing  the  inner  and  outer 
portions  of  work.  Galled  a  side  tool  because  its  cutting  edge  is  ground 
to  an  angle  with  the  axis  of  the  tool  in  order  to  reach  the  sides  of  the 
work,  or  those  which  stand  approximately  at  right  angles  with 
the  tool  rest. 

Bide  Top  Bake.— See  Top  Bake. 

Side  View. — See  Side  Elevation. 

Side  Winch. — A  light  hoisting  winch  furnished  with  a  flange  for  attach- 
ment to  any  convenient  support,  as  the  side  of  a  wall  or  beam. 

Siemens-Martin  Process. — The  process  of  manufacture  of  mild  steel  by 
the  fusing  together  of  pig  iron  and  scrap  steel  in  a  reverberatory  fur- 
nace, in  which  the  pig  is  aecarburised,  the  necessary  amount  of  carbon 
being  added  afterwards  by  spiegeleisen  or  by  ferro-manganese.  The  cast 
iron  is  rendered  fluid,  before  the  scrap  steel  rendered  white  hot  in 
another  part  of  the  furnace,  is  allowed  to  mingle  with  it.  It  is  one  of 
the  open  nearth  processes,  and  is  also  termed  the  pig  and  scrap  process. 

Siemens  Process.— -The  method  of  manufacture  of  steel  by  the  fusing 
together  of  pig  iron  and  iron  ore  and  scrap  steel,  the  spiegeleisen  or 
ferro-manganese,  or  a  mixture  of  both,  being  added  afterwards.  Hae- 
matite pig  iron  and  steel  scrap,  in  the  proportion  of  about  thirty  of  the 
former  to  seventy  of  the  latter,  are  first  melted,  and  haematite  ore 
added  after  fusion.  Spiegel,  or  ferro-manganese,  or  both,  are  added 
as  the  metal  is  being  tapped  into  the  ladle,  to  afford  the  necessary 
recarburisation.  It  is  not  necessary  that  scrap  steel  should  be  added 
except  as  a  convenient  mode  of  using  up  odd  ends.  It  is  one  of  the 
open  hearth  processes,  and  is  also  called  the  pig  and  ore  process. 

Sieve. — Sieves  of  different  meshes  are  used  in  foundry  work  for  the  pur- 
pose of  sifting  the  sands  required  for  moulding.  They  are  termed  £, 
rt,  &c,  according  to  the  sizes  of  mesh.  A  sieve  proper  ranges  from  \  in. 
downwards,  or  from  8  to  18  mesh.  Brass  moulders'  sieves  range  from 
8  to  36  mesh.     See  Riddle. 

Bight  Peed  Lubricator. — A  lubricator  (q.v.)  in  which  the  flowing  or  non- 
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flowing  of  the  oil  is  always  apparent  at  Bight,  being  enclosed  in,  ox 
having  to  pass  through  a  glass  vessel, 

Sight  Holes. — Holes  in  the  sides  of  a  reverberatory,  or  blast  furnace,  or  of 
a  cupola,  or  of  a  hot  blast  Btove,  through  which  the  attendants  note 
the  progress  of  melting  operations. 

Signs. — The  arithmetical  and  algebraical  symbols  used  in  mathematical 
calculations,  and  expressive  of  the  operations  denoted  thereby. 

Silent  Feed. — A  piece  of  mechanism  by  which  the  logs  are  fed  forward  to 
the  saw  in  deal  and  timber  frames.  It  is  used  in  preference  to  the 
rachet  and  cliok  by  reason  of  its  freedom  from  noise.  It  consists  of  an 
adaptation  of  a  nipping  lever  (q.v.)  carried  at  the  end  of  a  radial  arm, 
whose  length  can  be  varied  to  suit  different  amounts  of  feed.  In 
Worssam's  silent  feed,  which  is  that  chiefly  used,  the  nipping  lever, 
is  disguised  by  being  modified  into  a  cam-like  piece  forming  an  aro 
of  a  circle,  whose  centre  is  set  eccentrically  to  its  periphery. 

Silioa. — The  oxide  of  silicon,  symbol  Si  Oj.  A  refractory  substance 
which,  in  combination  with  etner  elements,  is  extremely  useful  to  the 
metallurgist.  In  combination  with  alumina  and  water  it  forms  the 
fire  clays  of  crucibles.  The  fire  bricks  of  Bessemer  converters  contain 
about  90  per  cent,  of  silica,  while  ganister  is  composed  largely  of  it. 
Natural  sOioeous  stones  are  used  for  the  hearths  of  blast  furnaces. 
See  Silicon. 

Silioa  Bricks. — Fire  bricks  whose  main  constituent  is  silica  (q.v.).  The 
rock  which  furnishes  their  constituent  silica  is  ground,  crushed,  and 
mixed  with  lime  and  water,  then  moulded  and  burnt.  Silioa  bricks 
expand  in  burning  to  the  extent  of  £  inch  in  9  inches.  They  are 
used  for  the  roofs  of  furnaces,  being  set  in  silica  cement.  They  aro 
unsuitable  for  those  hearths  and  other  furnace  linings  where  they  would 
come  in  contact  with  metallic  oxides.  For  these  situations  aluminous 
bricks  (q.v.)  are  employed. 

Silicate  Cloth. — An  incombustible  silicious  cloth  used  as  a  non-conducting 
coating  for  steam  boilers. 

Silicate  Cotton.— See  Slag  Wool. 

Silicate  Faint.— A  protective  coating-  for  iron  work  whose  bases  are 
silicious.  It  resists  the  action  of  acids  and  of  salt  water  better  than  the 
ordinary  paint. 

Silicious  iron. — Iron  which  contains  silicon  in  combination  in  quantity. 
Silicon  makes  iron  hard  and  brittle,  and  therefore  by  diminishing  its 
toughness  impairs  the  property  which  renders  it  most  valuable  for  the 
chief  purposes  for  which  it  is  required.  But  the  effect  of  the  silicon 
depends  largely  on  the  proportion  of  carbon  present,  a  diminution  in 
the  percentage  of  the  latter  depriving  the  silicious  iron  of  much  of  its 
brittieness.  The  influence  of  silicon  is  analogous  to  that  of  carbon. 
It  is  believed  to  exist  both  in  the  combined  and  uncombined  condition. 
Hot  blast  pig  contains  more  silicon  than  cold  blast.  It  is  produced  by 
the  working  of  poor  ores  and  light  burdens.  See  Blazed  Fig. 
Silicious  iron  possesses  both  cold  shortness  (q.v.)  and  red  shortness  (q.v.). 

Silicious  Sand. — Sand  composed  mainly  of  silica,  used  instead  of  lime  for 
setting  silica  bricks  (q.v.),  and  also  for  mixing  with  fire  clay  for  the 
manufacture  of  fire-bricks,  and  for  the  bottoms  of  hearths  of  furnaces. 

Silicious  Steel. — This  is  harder  than  the  ordinary  mild  steel,  but  has  red 
shortness  (q.v".),  and  is  therefore  unsuitable  for  plates  and  bars,  though 
useful  for  some  kinds  of  castings. 

Silicon. — Symbol  Si.     Comb,  weight  28.    Is,  next  to  oxygen,  the  most 
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abundant  element  in  nature,  occurring  in  combination  with  oxygen  as 
silica  (q.v.)  in  rooks  and  sands,  and  in  combination  with  metals  as 
metalHo  silicates.  Pure  silicon  is  extremely  hard.  Its  presence  in  iron 
or  steel  is  one  of  the  chief  factors  affecting  their  qualities  of  hardness 
and  brittleness,  both  during  the  operation  of  smelting  or  refining,  and 
as  a  permanent  constituent.  It  is  present  to  the  extent  of  4  per  cent, 
in  some  soft  grey  pig  irons,  but  usually  below  2  per  cent. 

Silky  Fibre.— When  the  bending  of  wrought  iron  or  steel  develops  a 
smooth  homogeneous  and  shining  fibre,  it  is  said  to  be  silky. 

Silver  Grain. — The  medullary  rays  in  timber  which  radiate  from  the 
heart  to  the  bark.  The  position  of  the  silver  grain  is  of  importance  as 
affecting  the  shrinkage,  which  takes  place  chiefly  in  a  direction  trans- 
versely to  the  course  of  its  rays. 

Similar  Beams. — Beams,  which  though  differing  in  dimensions,  are  so 
proportioned  that  their  relative  ratios  of  strength  are  the  same. 

Simple  Machines. — The  mechanical  powers  in  their  elementary  forms,  as 
a  single  lever,  or  a  single  wheel  and  axle,  &o. 

Simple  Train. — A  train  of  change  wheels  for  screw  cutting  in  which  there 
is  only  one  intermediary  or  stud  wheel  used.  All  coarse  pitches,  or,  say, 
any  of  less  than  eight  to  the  inch,  can  be  cut  with  a  single  train.  See 
Compound  Train. 

Simply  Divided  Seals. — A  generic  term  used  merely  to  distinguish 
ordinary  equally  divided  drawing  scales  from  diagonal  scales  (q.v.) 
and  vernier  scales. 

Sin. — The  sine  of  an  angle. 

Sines,  Line  of. — Sectorial  lines  (see  Sector)  by  which  the  lengths  of  sines 
and  tangents,  and  secants  to  a  given  radius,  can  be  obtained  by  simple 
measurement.  To  obtain  sines,  open  the  sector  until  the  transverse 
distance  of  90  and  90  on  the  sines  is  equal  to  the  given  radius,  then  the 
transverse  distance  measured  on  the  numbers  which  correspond  with  the 
degrees  and  minutes  will  give  the  sines.  The  same  operation  per- 
formed on  the  lines  of  tangents  opened  to  45  and  45  will  also  give  tan- 
gents. To  obtain  the  secant,  let  the  radius  be  taken  at  0  and  0  at  the 
beginning  of  the  line  of  secants*  and  then  take  the  transverse  distance 
as  required.  Conversely,  to  obtain  the  radius  from  the  length,  make 
the  length  given  a  transverse  distance  in  degrees  and  minutes  on  its 
proper  scale.  Then  in  the  case  of  a  sine  the  transverse  distance  of  90 
ana  90  on  the  sines  will  be  the  radius.  If  a  tangent  under  45°,  45 
and  45  on  the  tangents ;  if  a  tangent  over  46°,  45  and  45  on  the  upper 
tangents;  if  a  secant,  0 and  0  on  the  secants. 

Single-acting. — Signifies  generally  a  prime  mover,  or  machine  in  which 
the  motive  power  is  applied  in  one  direction  only ;  the  motion  in  the 
opposite  direction  being  effected  by  momentum  or  other  extraneous 
form  of  power. 

Single-aotug  Engine. — An  engine  in  which  the  steam  acts  only  against 
the  under  side  of  the  piston,  the  weight  of  the  atmosphere  pressing  it 
down  again,  against  the  vacuum  produced  by  the  condensation  of  the 
spent  steam.  Such  engines  are  now  out  of  date,  though  long  used  for 
pumping  in  the  mines.  They  were  also  called  atmospheric  engines. 
Engines  of  single-acting  tyne  are  used  for  steam  hammers  and  also 
for  some  forms  of  three-cylinder  engines. 

Blngle-aoting  Piston. — A  piston  which  is  in  contact  with  the  fluid  upon 
which  it  acts  on  one  side  only,  usually  termed  a  plunger  (q.v.). 

Single-acting  Pump. — A  pump  which  delivers  liquid  at  each  alternate 
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stroke  only,  one  stroke  being  spent  in  drawing  or  lifting  the  liquid  into 

the  pomp,  the  other  in  delivering  it. 
Single  Belting. — A  belt  formed  of  a  single  thickness  only  of  leather. 

This  thickness   varies  from  £  to  J  of  an  inch.      Single  belting   is 

employed   for  light  and  moderately  light  work.     For  the  heaviest 

driving,  double  belting  (q.v.)  is  used. 
Single  Butt  Strip. —  A  single   covering   strip   uniting  a  butt-riveted 

t'oint.    Joints  made  thus  are  much  weaker  than  those  having  double 
>utt  strips  (q.v.). 
Single  Cut  File.— A  float  cut  (q.v.)  file. 
Single  Cutting  Drill. — A  drill  which  is  ground  to  cut  in  one  direction 

only,  usually  right-handed.    The  majority  of  drills  and  drill-like  tools, 

and  bits  for  boring  wood  are  single  cutting. 
Single  Cylinder  Engine. — An  engine  having  one  steam  cylinder  only. 

Its  action  without  the  assistance  of  a  fly  wheel  to  carry  it  over  dead 

centres  (q.v.)  would  be  jerky  and  uncertain. 
Single  Disc  Valve. — A  disc-shaped  plug  valve  which  is  in  contact  with 

a  seating  on  one  face  only.    It  is  not  so  tight  as  the  double  disc  valve 

(q.v.). 
Single-ended  Boiler. — A  marine  boiler  fired  from  one  end  only. 
Single-ended  Kaohine. — A  term  applied  to  those  punching  and  shearing 

machines  where  one  punch  or  one  shear  only  can  be  in  operation  at 

one  time. 
Single  Fished  Joint. — A  fished  joint  having  a  single  fish  plate  or  covering 

strip  only,  as  distinguished  from  a  double  fished  joint  (q.v.). 
Single  Flue  Boiler.— See  Cornish  Boiler. 

Single  Gear. — Gear  comprising  one  pinion  and  one  wheel  only  in  com- 
bination, for  the  gaining  of  power.    See  Double  Gear. 
Single  Geared. — When  the  mandrel  of  a  lathe  or  the  spindle  of  a  machine 

is  driven  directly  by  a  pulley  keyed  upon  it,  and  has  therefore  no  back 

gear,  it  is  said  to  be  single  geared. 
Single  Grease  Cup. — A  grease  cup  having  one  cock  only,  leading  direct 

into  the  cylinder  or  steam  chest. 
Single  Purchase. — Gear  for  lifting  or  other  purposes  in  which  one  pinion 

and    one  wheel  only,  that  is  a  single  ff&&r»    &re   engaged.      The 

Telocity  ratios  are  then  inversely  as  the  radii. 
Single  Bail  Crane. — A  light  workshop  crane  which  runs  on  a  single  rail 

embedded  in  the  floor.     It  is  maintained  in  a  vertical  position  by 

means  of  wheels  running  on  channel  iron  hung  from  or  attached  to 

thereof. 
Single  Boading  Scale. — A  scale  (q.v.)  used  for  drawing  purposes  in 

which  one  primary  division  only  is  subdivided. 
Single  Biveting. — When  there  is  one  line  only  of  rivets  in  lap  joints,  or 

two  in  butt  joints,  this  is  called  single  riveting,  to  distinguish  it  from 

two  lines  in  the  former  case,  and  four  in  the  latter,  or  double  riveting. 
Singles. — Sheet  iron  plates  used  for  tinning,  whose  thickness  ranges 

between  No.  4  (-238  in.)  and  No.  20  (-35  in.)  B.W.G. 
Single  Shear. — A  term  applied  to  the  strains  upon  rivets;  a  rivet  which 

unites  a  lap  or  a  butt  joint  with  a  single  fish  plate  only,  can  be  shorn 

across  in  out  one  section,  and  is  therefore  weaker  than  a  rivet  in 

double  shear  (q.v.). 
Single  Stroke.— One  stroke  of  a  piston,  taken  either  backwards  or  for* 

wards.    Used  in  opposition  to  double  stroke  (q.T.)  and  employed  in 

calculations  relating  to  engine  power* 
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Single-threaded  Screw.— A  screw  consisting  of  one  helix  only  winding 
around  the  body.  Ordinary  wood  screws  are  always  single  threaded, 
as  are  also  attachment  screws,  and  set  screws. 

Single  Train. — A  simple  train  (q.v.)  or  single  gear  (q.v.). 

Single-webbed  Girder. — A  built-up  flanged  girder  whose  flanges  are 
connected  by  a  single  vertical  web  only.  The  term  would  apply  both 
to  a  plated  and  to  a  lattice  girder  having  a  single  web. 

Sinking  Engines.— Stationary  or  semi-portable  engines,  used  for  sinking 
or  excavating  the  shafts  of  mines. 

Sinking  Pomp. — A  pump  used  for  clearing  the  water  from  foundations, 
docks,  mines,  Ac.  The  aotual  pump  consists  of  two  suction  barrels 
whose  pistons  are  worked  alternately  with  a  bob  lever,  either  by  hand  or 

Cer,  the  barrels  being  sunk  to  the  necessary  depth,  or  about  twenty 
from  the  surface  of  the  water  to  be  pumped,  by  means  of  telescope 
pipes.  Similar  pipes  connect  the  barrels  with  the  suction  below. 
Another  form  consists  of  a  steam  pump  self-contained,  slung  with 
chains  and  so  sunk  into  deep  wells  and  mines  for  pumping  to  any 
required  depth. 

Siphon  Oil  Cup. — See  Syphon  Lubricator. 

Sixteenth  Bend. — A  pipe  bend  which  makes  an  arc  of  22}°,  and  which 
therefore  connects  pipes  whose  amount  of  divergence  is  comparatively 
slight. 

Skeleton  Girder. — An  open-webbed  girder,  or  lattice  girder  (q.v.) 

Skeleton  Fatten. — An  open  frame  pattern,  that  is,  one  which  is  not  pre- 
cisely like  its  casting,  but  whose  outlines  or  bounding  edges  alone  are 
given.  In  a  skeleton  pattern  the  oentral  portions  are  either  strickled 
or  scraped  out,  or  are  cored  or  made  up  in  some  other  way  by  the 
moulder.  The  reason  of  their  employment  is  the  saving  of  cost  in  the 
pattern  making.    These  are  only  adopted  in  framed  and  plain  work. 

Bkelp. — A  strip  of  wrought  iron  which  is  bent  preparatory  to  its  being 
welded  into  a  pipe. 

Sketch.— See  Hand  Sketch. 

Sketch  Book. — A  book  of  semi-transparent  prepared  tissue  paper,  used  in 
drawing  offices,  in  which  is  preserved  a  copy  or  print  of  each  hand 
sketch  (q.v.)  sent  out  into  the  shops.  The  sketches  being  made  in  oopy- 
ing  ink  are  printed  on  the  prepared  paper  similarly  to  letters,  by  first 
damping  the  paper,  placing  the  sketch  between  the  leaves,  preserving 
the  adjacent  leaves  from  contact  with  oiled  sheets,  and  squeezing  the 
book  in  the  screw  press  for  a  moment  or  two ;  in  this  way  a  permanent 
record  is  kept  of  all  hand  sketches  however  small,  and  the  book  is  to  the 
sketches,  what  the  tracings  are  to  the  shop  drawings. 

Sketch  Paper. — Foolscap  paper  having  faint  lines  crossing  at  right  angles, 
producing  squares  of  1  inch,  each  divided  into  eight  equal  parts.  Used 
for  proportional  drawing  or  sketching. 

Skew. — Oblique,  not  at  aright  angle.  Work  is  said  to  be  askew  when  it 
is  out  of  square,  or  when  it  is  atwist. 

Skew  Back  Saw. — A  hand  saw  whose  baok  is  curved  inwards  in  order  to 
lighten  its  weight  without  diminishing  its  stiffness. 

Skew  Bevels. — Bevel  wheels  (q.v.)  whose  axes  are  not  in  the  same  plane 
and  which  consequently  would  not  meet  if  prolonged.    See  App. 

Skewers,  or  Wires. — Pieces  of  iron  wire  from  3  to  6  inches  in  length, 
pointed  at  one  end,  and  turned  round  into  a  loop  at  the  other,  and  em- 
ployed for  the  temporary  holding  of  loose  pieces  (q.v.)  in  the  foundry 
■ana.    The  turned  round  eye  ia  for  the  insertion  of  the  workman's 
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finger,  in  order  to  effect  the  withdrawal  of  the  wire  from  the  pattern 
after  it  is  partially  rammed  up.  Wire  nails  or  wrought  brads  are  some- 
times used,  but  are  not  so  convenient  as  skewers  with  eyes.  The  diameter 
of  the  wire  from  which  skewers  are  made  varies  from  t^  in.  to  -^j  in.,  £  in. 
being  the  most  generally  suitable. 

Skew  Bebate  Plane. — A  rebate  plane  in  which  the  cutting  iron  is  set 
obliquely  to  the  sides  of  the  stock,  instead  of  at  right  angles.  It  cuts 
with  less  chatter,  and  sweeter  than  the  square-mouthed  plane. 

Skid.— See  Skidding. 

Skidding. — The  slipping  of  a  wheel  along  its  rail.  A  wheel  skids  through 
lack  of  adhesive  power,  or  through  the  brake  power  being  insufficient 
to  overcome  the  momentum  of  the  moving  mass. 

Summer.— (1)  A  length  of  rectangular  iron  bar  which  is  held  across  the 
mouth  of  a  foundry  ladle  while  the  metal  is  being  poured,  to  bay  back 
scoria  and  foreign  matters  which  float  on  the  top,  and  which  if  not 
skimmed  would  run  into  the  mould.  (2)  The  call  name  of  the  boy  whose 
duty  is  to  hold  the  skimmer  across  the  ladlo. 

Skimming. — The  having  back  of  the  scoria*  or  dross,  which  floats  upon 
the  surface  of  molten  metal,  iron,  or  brass,  and  which  is  thereby  pre- 
vented from  running  into  the  mould  to  the  detriment  of  the  casting. 

Skimming  Chamber,  or  Skimming  Gate. — A  chamber  whose  function  is 
the  separation  of  the  dross  or  sullage  from  the  metal  in  a  foundry  mould. 
It  owes  its  utility  to  the  principle  of  centrifugal  force,  and  usually  con- 
sists of  a  globular,  or  sometimes  of  a  discoid  cavity  placed  in  the 
oourse  of  the  running  metal  between  the  pouring  gate  and  the  mould. 
The  metal  is  run  into  it  on  one  side  and  necessarily  assumes  a  whirling 
motion  which  throws  the  scum  to  the  oentre  and  the  heavier  iron  to- 
wards the  circumference,  where  it  passes  through  a  gate  or  sprue  (q.v.J 
into  the  mould.  All  work  which  has  to  be  planed  or  turned  bright  all 
over  is  run  with  a  skimming  ohamber,  or,  as  it  is  sometimes  termed,  run 
with  a  ball,  or  run  with  a  disc. 

summing  Gate. — See  Skimming  Chamber. 

SUn. — A  term  used  to  denote  the  thin  film  of  hard  metal  which  exists  on 
the  surface  of  a  casting  or  forging,  owing  to  the  chilling  or  hardening 
of  those  surfaces  against  the  sand,  or  in  contact  with  the  air,  or  with 
cold  iron  chills.  It  is  so  hard  that  when  turning,  or  planing,  the  first 
out  taken  must  be  sufficiently  deep  to  pierce  below  the  skin,  while  if  it 
has  to  be  filed  the  skin  must  be  first  removed  by  grinding,  or  by  chip- 
ping, or  by  using  a  file  nearly  worn  out,  to  save  the  new  one. 

SUn  Deep.— See  Skin. 

Skin  Drying. — The  drying  of  the  surface  of  a  green  sand  mould  previous 
to  dosing  it  for  the  pouring  in  of  the  metal.  Skin  drying  effects  the 
removal  of  a  portion  of  the  moisture  and  diminishes  the  risk  of  a  blown 
or  a  scabbed  casting.  It  is  effected  with  a  devil  (q.v.)  or  with  an  open 
tray  containing  burning  charcoal  or  coke. 

Skip. — A  circular  or  rectangular  shaped  open  vessel  used  for  tipping 
rubbish,  concrete,  ballast,  coal,  &c,  where  desired.  Skips  are  either 
turn-over  skips  or  tipping  buckets,  that  is,  they  swivel  on  trunnions, 
and  throw  the  contents  out  at  the  top,  or  are  drop  bottom  skips,  in 
which  the  bottom  opens  downwards  on  the  unfastening  of  a  catch. 

Skulls.— See  Sculls. 

Slab. — (1)  A  flat  rectangular  block  of  wrought  iron  or  steel,  used  for 
piling  or  building  up  heaw  f orgings,  or  for  rolling  plates.  Slabs  of 
malleable  iron  are  prepared  from  the  puddling  furnaces,  or  are  piled 
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from  scrap,  slabs  of  mild  steel  are  drawn  down  under  the  steam  ham- 
mer from  the  ingot.  (2)  The  outer  boards  out  from  logs  of  adzed 
timber  are  called  slabs,  and  are  useful  for  the  outsides  of  core  boxes, 
turn-over  boards,  and  similar  rough  work. 

Blabbing. — The  drawing  down  of  steel  ingots  into  slabs  under  the  steam 
hammer. 

Slack.— (1}  Small  coal  used  in  engine  fires.  See  Small  Goal.  (2)  The 
dust  and  burnt  out  rubbish  from  a  smith's  fire. 

Black  Chain. — The  loop  of  chain  whioh  hangs  below  the  pulley  blocks  in 
lifting  tackle,  and  which  diminishes  in  amount  when  a  load  is  being 
lowered. 

Black  Tit. — A  fit  is  said  to  be  slack  when  the  parts  in  contact  hare  more 
freedom  of  play  than  is  sufficient  or  desirable  for  their  free  and  easy 
movement.  The  term  is  relative,  because  what  would  be  a  slack  fit  in 
some  portions  of  a  machine  would  be  too  tight  a  fit  in  another.  See 
End  Hay,  Sliding  Fit.  A  slack  fit  in  many  cases  would  more  properly 
mean  a  baa  fit,  as  m  the  case  of  the  fitting  of  shafting*  into  wheel  bosses, 
which  must  necessarily  be  tighter  than  the  fitting  of  the  same  shafting 
into  its  bearings. 

Blacking. — See  Slacking  Back. 

Blacking  Back. — A  nut  is  said  to  slacken  back  when  it  works  loose 
from  its  thread  owing  to  the  influence  of  constant  vibration.  The  nuts 
of  engine  and  machine  parts  are  thus  apt  to  slacken  back,  necessitating 
the  introduction  of  lock  nuts  (q.v.). 

Blacking  Down. — The  damping  down  of  engine  fires  to  prevent  or 
drnnniffh  the  generation  of  steam  for  a  season. 

Blacking  Off. — A  shop  term  denoting  the  tempering  (q.v.)  of  steel  tools, 
as  taps,  chisels,  and  turning  tools. 

Blackness.— Play  (q.v.). 

Black  Side. — That  side  of  a  driving  belt  whioh  is  lowermost.  Called  also 
the  Following  Half. 

Blag. — Slag  is  a  bye  product  of  blast  furnaces,  cupolas,  and  melting 
furnaces  generally.  As  relating  to  the  iron  manufacture,  it  oonsists  of 
earthy  and  infusible  matters  present  in  the  ore,  and  which  are  fluxed  off 
by  being  brought  into  contact  with  elements  for  whioh  they  have  a 
natural  affinity.  The  slags  formed  in  the  iron  furnaces  are  essentially 
aHLoates,  that  is,  the  basis  of  their  composition  is  silica,  but  alumina 
lime,  magnesia,  and  many  other  elements  enter  into  the  composition  of 
furnaoe  slags. 

Blagging. — The  tapping  out  of  the  slag  from  a  cupola.  It  requires  to  be 
done  several  times  in  the  course  of  a  prolonged  blow,  to  relieve  the  iron 
of  its  impurities,  and  to  prevent  the  loss  of  heat  which  the  presenoe  of 
slag  in  quantity  occasions.  The  better  the  quality  of  iron  the  less 
slagging  out  is  required.  "With  inferior  and  burnt  iron  the  slag  hole  is 
allowed  to  run  nearly  all  the  time  the  melting  is  going  on.  By  judi- 
cious slagging,  one  quarter  to  one  half  more  metal  can  be  melted  in  a 
given  time  in  a  cupola  than  could  be  done  if  it  were  neglected. 

Blag  Hole. — The  hole  in  a  blast  furnace  or  cupola  through  whioh  the 
slag  is  discharged.  In  a  blast  furnace  it  is  situated  in  the  lower  part 
of   the   crucible.     In   a  cupola  it  is  situated  in  the  breast  plate 

(q.vA. 
Blag  wool. — Used  as  a  coating  for  steam  boilers  and  steam  pipes.    It  is 
prepared  by  directing  a  jet  of  steam  against  the  molten  slftg  as  it  issues 
pom  the  furnace,    Sometunes  termed  silicate  cotton, 
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Blake  Trough. — The  Teasel  which  contains  the  water  attached  to  a  smith's 
forge  for  cooling  or  quenching  hot  metals. 

Slaking.— Sleeking  (q.v.). 

Bleaker. — A  sleeker  (q.v.)* 

Sledge.— See  Sledge  Hammer. 

Sledge  Hammer,  or  Sledge,  simply. — The  hammer  swung  by  the  smith's 
striker.  It  is  a  broad,  flat-paned,  double-ended  hammer,  weighing 
from  5  to  14  lbs.,  and  is  lifted  up  hand  (q.v.)  for  the  lightest  blows,  or 
about  sledge  (q.v.)  for  the  heaviest. 

Bleekers,  or  Smoothers. — Moulders'  tools,  made  in  various  forms  and 
used  for  smoothing  and  finishing  the  surfaces  of  sand  moulds.  See 
Bead,  Egg,  and  Square-corner  Sleekers.  Variously  spelt  Slaters, 
Sleakers,  and  Slickers. 

Sleeking,  or  Slaking,  or  Slioking. — Smoothing  over  the  surface  of  a 
foundry  mould  with  tools  specially  adapted  for  the  purpose.  Broad 
flat  surfaces  are  sleeked  with  the  trowel,  but  where  that  fails  to  enter 
proper  sleekers  (q.v.)  are  used.  All  except  the  roughest  moulds  are 
sleeked  both  before  and  after  blackening. 

Sleepers. — (1)  Balks  of  timber  of  rectangular  section,  used  as  the  founda- 
tions of  the  rails  forming  permanent  way.  Sleepers  are  eitherlongitudinal, 
or  cross  sleepers,  according  as  they  run  continuously  with  the  rails,  or 
transversely.  Cross  sleepers  are  laid  underneath  the  longitudinal 
ones.  The  chairs  are  attached  to  the  sleepers.  Dantzic  or  Memel  fir 
is  the  material  commonly  employed,  which  is  usually  creosoted  or 
otherwise  preserved  from  the  weather.  Iron  sleepers  are  sometimes 
used  in  foreign  countries.  Timber  sleepers  are  valuable  by  reason  of 
their  elasticity.  Cast-iron  sleepers  are  pot  sleepers,  elliptical  in  plan 
and  dome-shaped  in  elevation,  and  the  chair  and  sleeper  are  a  single 
casting.  Wrought  iron  has  also  been  used  for  sleepers,  both  in  the 
pot  form  and  also  having  the  chair  and  sleeper  independent  of  one 
another,  and  held  together  with  bolts.  Iron  sleepers  are  advantageous 
in  hot  countries  infested  by  white  ants  and  other  destructive  insects. 
(2)  The  timber  imbedded  in  or  laid  on  the  ground  to  form  the  founda- 
tions for  derrick  cranes,  and  to  which  the  guys  are  fastened. 

Sleeve. — A  hollow  cylinder  or  quill  (q.v.). 

Sleeve  Bearing. — An  unjointed  bearing  which  is  unusually  long  in  pro- 
portion to  its  diameter. 

Sleeve  Screw. — An  external  screw  whose  cylinder  is  hollow  throughout. 
Examples  occur  in  the  feed  screws  of  some  drilling  machines. 

Sleeve  wheel. — A  wheel  on  which  is  cast  a  long  hollow  boss,  the  boss 
being  made  hollow  to  fit  over  and  slide  along  a  shaft.  Examples  occur 
in  the  bevel  wheels  which  slide  along  the  revolving  gantry  shafts  of 
overhead  travelling  cranes,  and  through  which  motion  is  conveyed  to 
the  crab  in  whatever  part  of  the  gantry  it  may  happen  to  be  situated. 

Slewing. — The  act  of  turning  round,  or  revolving  on  a  centre.  Applied 
to  the  circular  movements  of  cranes  and  other  revolving  machines. 
This  is  performed  in  hand  cranes  with  a  pair  of  bevel  wheels  actuated 
by  a  winch  handle,  giving  motion  to  a  small  pinion  gearing  into  a  curb 
zing,  or  ring  of  cogs.  In  steam  cranes  the  motive  power  is  transmitted 
to  the  curb  ring  through  movable  friction  crutches,  generally  placed  on 
the  engine  share. 

Slewing  Bracket. — A  bracket,  or  bearing,  which  carries  the  spindle  of 
the  cog  wheel  used  for  slewing  cranes. 

Slewing  Gear. — The  gear  by  which  the  slewing  motion  ot  a  travelling 
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crane  is  actuated,  consisting  usually  of  friction  cones  actuating  a 

,  vertical  shaft  which  revolves  a  pinion  in  a  curb  ring  on  the  truck. 

Slice,  or  Slice  Bar. — A  firing  tool,  being  a  flat  thin  expansion  only,  at 
the  end  of  a  long  bar,  and  used  for  breaking  up  and  separating  the 
clinkers  on  a  furnace  hearth.    See  Glinkering. 

Slice  Bar. — A  slice  (q.v.). 

Slicker. — A  Rleeker. 

Slicking.— See  Sleeking. 

Slide. — A  term  which  signifies  in  a  general  way  any  piece  of  mechanism 
which  moves  in  a  rectilinear  direction  over  a  fiat  or  curved  face,  for 
the  purpose  of  opening  and  shutting  off  communication  with  certain 
chambers  or  passages,  or  which  becomes  a  guide  or  steady  to  some 
other  piece  of  mechanism. 

Slide  Bars,  or  Guide  Bars. — The  bars  by  which  the  free  end  of  a  piston  is 
constrained  to  move  in  a  straight  line  through  the  medium  of  slide 
blocks  (q.v.].  The  blocks  move  between  the  slide  bars  and  are  attached 
to  the  cross  nead  (q.v.)  of  the  piston.  Slide  bars  have  flat,  or  cylindrical 
faces.    Sometimes  termed  motion  bars. 

Slide  Blocks.-— The  blocks  attached  to  the  cross  head  (q.v.)  of  an  engine  or 
pump,  which,  moving  between  and  along  the  slide  bars  (q.v.),  main- 
tain the  piston  rod  truly  rectilinear.  Also  termed  guide  blocks,  slipper 
blocks,  slippers,  motion  blocks. 

Slide  Case. — The  old-fashioned  steam  chest  affixed  to  an  engine  cylinder, 
within  which  worked  the  long  Q  valve,  now  obsolete.  The  openings  of 
the  ports  being  near  the  ends  of  the  cylinder,  and  the  valve  being  single 
only,  a  case  or  chest,  nearly  equal  in  length  to  that  of  the  cylinder 
itself,  was  employed  to  cover  them  over,  hence  the  term. 

Slide  Lathe. — A  slide  rest  lathe  (q.v.). 

Slide  Principle. — The  slide  principle  is  embodied  in  that  construction  in 
which  adjacent  plates  are  so  fitted  one  to  the  other  with  guiding  strips 
that  they  can  move  in  one  direction  only,  over  each  other.  It  has  its 
application  in  almost  all  kinds  of  modern  machine  tools. 

Slide  Best. — A  lathe  rest  designed  for  automatic  or  self-acting  turning 
and  screw  cutting.  It  consists  essentially  of  a  saddle,  fitted  either  to 
the  vee'd  edges  of  the  lathe  bed,  or  between  the  bearers,  and  of  two 
slides  moving  on  vee'd  edges,  one  for  sliding,  the  other  for  surfacing. 
A  circular  swivelling  motion  is  also  usually  provided  for  angular 
turning.  The  slides  are  moved  by  hand  screws,  and  the  saddle  is  either 
worked  by  hand  or  power  with  rack  and  pinion  movement,  or  through 
the  intervention  of  the  leading  screw  (q.v.). 

Slide  Best  Lathe,  or  Slide  Lathe. — A  lathe  for  metal  turning  furnished 
with  a  slide  rest.    In  the  larger  lathes  the  slide  rest  is  an  integral 

E>rtion  of  the  lathe,  without  which  no  turning  is  done ;  in  the  smaller 
thes  it  forms  an  attachment  only  for  automatic  turning,  being 
removed  for  the  accomplishment  of  hand  turning  also. 

Slide  Bod. — A  slide  valve  spindle  (q.v.). 

81ide  Bule. — A  rule  provided  with  logarithmic  numbers  arranged  on  a 
sliding  scale,  whose  graduations  are  so  arranged  relatively  to  other 
similar  graduations  upon  the  body  of  the  rule,  that  when  a  certain 
number  upon  the  scale  is  made  to  correspond  with  a  certain  number 
upon  the  rule,  a  definite  product  or  fraction  is  obtained  without  the 
labour  of  calculation. 

Hides. — The  edges  and  faces  of  machine  parts  which  carry  and  form  the 
guides  of  rectilineally  moving  parts.    See  Adjustment  Strips. 
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Slide  Valve. — Any  valve  whose  motion  is  that  of  sliding,  as  opposed  to 
rotating  or  lift  valves.  The  term  is  usually  understood  to  refer 
specially  to  the  valves  of  steam  and  gas  engines  of  the  ordinary  type 
(not  Corliss  or  lift  valves).  These  are  usually  of  the  D  shape,  hut 
may  be  single,  double,  or  treble  ported.  They  are  also  main  slide,  or 
cut  off  expansion  valves.  They  may  be  provided  with  lap  or  not,  all 
of  which  terms  are  explained  under  their  own  headings.  See  also 
Equilibrium  Valve,  Travel,  Setting  of  Valves. 

Slide  Valve  Diagram. — See  Valve  Diagram. 

81ide  Valve  Spindle,  or  Slide  Bod. — The  rod  of  a  slide  valve  through 
which  motion  is  communicated  from  the  eocentrio  to  the  valve,  with  or 
without  the  intervention  of  a  slot  link.  It  is  attached  to  the  valve 
either  with  a  brass  T- headed  nut,  or  is  hooped  to  embrace  it,  or  is  set 
with  nuts  at  each  end  of  the  valve. 

Sliding. — Sliding  denotes  the  longitudinal  traverse  of  a  slide  rest,  that  is 
its  motion  lengthways  on  the  bed.    See  Surfacing. 

Sliding  Blocks. — (1)  The  blocks  which  slide  across  the  slotted  cross  head 
of  a  steam  pump.  (2)  Any  blocks  whose  motion  is  that  of  a  sliding 
character  are  slide  blocks. 

Sliding  Contact. — The  communication  of  motion  by  means  of  cams, 
screws,  worms,  and  worm  wheels. 

Sliding  Tit. — "When  surfaces  cylindrical  or  plain  move  one  over  the  other 
freely,  yet  without  perceptible  slackness,  the  fit  is  so  designated.  The 
difference  of  1-10, 000th  part  of  an  inch  in  diameter  will  make  the 
difference  between  a  sliding  and  a  slack  fit. 

Sliding  Friction. — The  friction  which  is  set  up  between  two  surfaces  in 
contact.  Its  amount  is  independent  of  the  area,  so  that  the  larger  the 
area  the  less  the  amount  per  unit  of  surface. 

Sliding  Pipe. — A  suction  or  delivery  pipe  for  a  pump,  made  adjustable 
for  length  with  a  joint  similar  to  an  expansion  joint  (q.v.). 

Sliding  Pulley. — A  guide  pulley  for  a  rope  or  chain  which  is  not  con- 
fined endways  on  its  shaft,  but  which,  while  revolving,  can  at  the 
same  time  slide  from  side  to  side  along  the  shaft  to  accommodate  its 
position  to  that  of  the  rope  or  chain  as  the  latter  is  wound  or  unwouud 
towards  one  end  or  the  other  of  its  barrel.  Instances  occur  on  the  jibs 
of  cranes. 

Slimes. — The  deposits  of  tin  ore  left  in  the  washing  reservoirs  after  the 
process  of  stamping  (q.v.)  and  subsidence  is  complete.  The  slimes  are 
subjected  to  a  further  process  of  washing  previous  to  calcination. 

Sling. — A  rope,  or  chain,  or  clip  passed  around  a  load  for  the  purpose  of 
lifting  and  moving  it  about. 

Sling  (Slain. — An  ordinary  piece  or  a  bight  of  chain  used  for  encircling 
heavy  work  for  the  purpose  of  lifting  about,  the  crane  hook  being 
inserted  into  a  lap  of  the  chain. 

Slinging. — The  securing  of  heavy  masses  of  material  in  the  ropes  or 
chains  of  cranes  or  of  pulley  blocks  while  being  hoisted  about.  The 
methods  of  slinging  vary  with  the  shape  of  the  body  which  is  being 
lifted. 

81inging  Bings. — Rings  attached  to  the  top  of  a  portable  engine  boiler 
by  means  of  straps  riveted  to  the  boiler  shell,  and  used  for  lifting  the 
boiler  by. 

Sling  Bods. — The  rods  or  stays  by  which  a  locomotive  boiler  is  attached 
to  the  framing. 

Sling  Stays. — Slings  used  for  attaching  girder  stays  (q.v.)  to  the  orown 
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of  the  outer  fire  box  shell  in  locomotive  and  portable  boilers.    The 
sling  stays  are  attached  to  angle  or  T  irons. 
Slip. — The  sliding  of  riveted  joints  one  over  the  other  to  such  an  extent 
as  to  be  visible.    See  also  Gouge  Slip,  Slip  of  a  Screw. 

Slip  Jaws. — Temporary  facings  dovetailed  on  the  gripping  portions  of 
the  jaws  of  lathe  chucks. 

Slip  Knot. — A  knot  which  allows  the  rope  to  glide  through  it  and  to 
become  taut.    It  is  used  in  slinging  (q.v.). 

Blip  of  a  Screw. — The  difference  between  the  theoretical  performance  of 
a  ship's  screw  supposing  it  moved  in  an  unyielding  medium,  and  the 
actual  performance,  the  yielding  nature  of  the  water  being  taken  into 
account.  The  slip  of  a  propeller  is  always  given  as  so  much  per  oent. 
on  the  distance  as  calculated  from  the  working  of  the  engine. 

Slipper. — A  slide  block  (q.v.). 

Slipper  Block. — A  slide  block  (q.v.). 

Slipper  Brake. — A  form  of  brake  which  consists  of  iron  blocks  so  attached 
to  a  truck  by  an  arrangement  of  screws  and  levers  that  they  can  be 
thrust  forcibly  down  on  the  rails  when  it  is  desired  to  arrest  the  motion 
of  a  wagon  or  train.  It  is  thus  the  reverse  of  the  method  oommonly 
employed,  of  braking  the  wheels  themselves. 

Slipper  Guides.— Slide  bars  (q.v.). 

Slippery  Iron. — A  mixture  of  cast  iron  specially  prepared  for  engine 
cylinders,  cylinder  liners,  slide  blocks,  and  moving  surfaces  generally. 
It  is  tough  and  moderately  hard,  and  its  Blipperiness  of  surface  is 
obtained  by  using  a  manganif  erous  brand  of  iron,  the  manganese  being 
present  to  the  amount  of  2  or  3  per  oent. 

Slipping  Load. — A  term  sometimes  used  to  denote  the  load  necessary  to 
produce  slip  in  riveted  plates.  See  Slip.  It  is  stated  in  terms  of  tons 
per  rivet  subject  to  strain. 

Slipping  of  Belts. — See  Belt  Tension,  Belt  Dressing. 

Slit  Bar. — A  bar  having  an  open  slot  or  central  clear  space  within  which 
a  stud  is  slid  or  tightened  at  pleasure.  Unear  and  rotative  motions  are 
thereby  rendered  interchangeable,  and  the  length  of  stroke  of  recipro- 
cating rods  is  rendered  capable  of  adjustment.  Slit  bars  are  used  in 
machines  of  almost  all  descriptions,  and  in  prime  movers. 

Slit  Bar  Motion. — The  mechanism  of  a  rod  or  link,  the  amount  of  whose 
throw  is  capable  of  adjustment  within  the  limits  of  a  slit  or  slits  in  the 
rod  along  which  the  set  bolt  for  varied  adjustment  slides. 

Slitting  Me. — A  file  whose  section  is  that  of  a  double  V  having  two 
thin  knife-like  edges. 

Slope  Tile. — See  Square  Tile. 

Blot — An  oblong  hole,  which  may  be  either  rounding  or  square  at  the 
ends.  Slot  holes  are  cut  in  levers  to  allow  of  adjustment  for  length 
and  in  machine  slides  to  take  up  the  wear,  the  adjustment  being  made 
by  a  small  nut  or  set  screw,  or  in  a  cottar  way  (q.v.)  by  means  of  a 
wedge  or  cottar  (q.v.). 

Slot  Drilling. — The  cutting  of  slots  either  for  cottars  or  set  screw  adjust- 
ment, or  of  shallow  grooves  for  the  reception  of  sunk  feathers,  by 
means  of  a  machine  somewhat  similar  to  a  drill,  the  cutting  tool  being 
carried  by  a  revolving  spindle,  though  provided  with  no  downward  feed, 
but  having  a  sliding  table,  which,  while  carrying  the  work,  is  fed  along 
under  the  slot  drill,  thus  cutting  an  oblong  recess  or  hole  of  any  re* 
quired  length  and  of  uniform  depth  throughout* 

Slot  Hole.— See  Slot, 
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Slot  Link. — The  movable  link,  the  shifting  of  whose  position  relatively  to 
the  valve  rod  of  an  engine  cylinder  determines  the  amount  of  cut-off, 
and  the  forward  or  backward  motion  of  the  engine ;  called  also  the 
reversing  link.  These  results  it  effects  by  bringing  one  or  other  of  the 
eccentrio  rods  in  turn  into  a  line  with  the  valve  spindle. 

Slotted  Cross  Head. — A  cross  head  (q.v.)  slotted  for  the  reception  of  the 
sliding  block  attached  to  the  end  01  the  connecting  rod  of  a  steam  pump, 
and  which  combines  rectilinear  with  rotational  movement. 

Blotting. — The  vertical  catting  of  narrow  grooves  and  keyways,  and 
generally  the  vertical  shaping  of  curved  outlines  by  means  of  a  slotting 
machine  (q.v.). 

Slotting  Machine. — A  machine  used  for  shaping  metals,  the  arm  which 
carries  the  cutters  moving  in  a  vertical  direction.  Hie  travel  of  the  arm 
is  capable  of  adjustment  by  means  of  a  connecting  rod  movable  in  a  slot 
in  the  arm ;  and  provision  is  also  made  for  imparting  feed  (q.v.)  motion 
to  the  table,  and  also  motion  in  a  circular  direction.  The  arm  also  is 
usually  supplied  with  provision  for  quick  return  (q.v.)  motion  by  means 
of  a  link  attached  to  a  disc,  on  the  same  principle  as  that  employed 
in  shaping  machines.  Slotting  machines  occur  in  modified  forms. 
What  are  known  as  curvilinear  machines  are  constructed  for  slotting 
out  the  interior  portions  of  the  rims  of  railway  wheels. 

Blotting  Tools. — Comprise  round-edged,  keyway,  parting,  and  hook  tools. 

81ow  Cutting  Motion. — The  motion  of  the  tool  box  of  a  shaping  or  slotting 
machine  during  the  forward  or  downward  stroke,  as  opposed  to  the  quioJc 
return  (q.vjstroke. 

Slow  Feed. — When  provision  is  made  for  two  sets  of  feed  motions,  as  in 
many  drilling  machines,  one  is  termed  the  slow  and  the  other  the  fast 
or  quick  feed,  the  variation  being  necessary,  since  different  work  demands 
different  rates  of  feed  according  to  the  coarseness  or  fineness  of  the 
finish  required,  or  the  nature  of  the  metal  itself. 

Slow  Gear. — The  double  or  treble  purchase  gear  of  cranes  and  hoisting 
machinery,  and  the  back  gear  of  lathes  and  drilling  and  other  machines, 
are  termed  slow  gear,  because  with  increase  of  power  there  must  be 
corresponding  and  inverse  diminution  of  velocity. 

Sludge. — The  muddy  deposit  which  accumulates  in  a  steam  boiler. 

81udge  Cook. — The  cock  at  the  bottom  of  a  steam  boiler  which  is  employed 
for  the  purpose  of  cleaning  the  boiler  from  sludge  by  periodical  washing 
through  with  a  strong  current  of  water. 

Sludge  Hole. — A  mud  hole  (q.v.). 

Sluioe. — (1)  A  water  way  and  gate,  or  a  disc  plug  valve  for  the  regulation 
of  the  now  of  water.  (2)  The  opening  through  which  the  water  is  ad- 
mitted to  a  water  wheel  or  turbine. 

Slurry. — A  term  used  in  foundries  to  signify  dirty  water,  or  black  wash, 
and  in  a  general  way  any  fluid  used  in  moulding. 

8mall  Coal. — Coal  which  has  been  screened  at  the  pit's  mouth.  It  is  used 
to  a  limited  extent  in  engine  and  smiths'  fires  and  furnaces,  but  is 
more  largely  employed  in  the  manufacture  of  patent  fuels  (q.v.). 

Smelting. — The  process  of  the  reduction  of  metals  from  their  ores,  effected 
chiefly  by  the  aid  of  heat,  and  fluxing  and  reducing  agents. 

Smelting  Furnace. — A  blast  furnace  (q.v.)  or  some  form  of  reverberatory 
furnace  (q.v.). 

Smith. — An  engineer's  smith  is  a  specialist,  since  his  work  relates  entirely 
to  forging  of  machine  parts.  Usually  it  is  of  a  somewhat  heavier 
nature  than  that  of  an  ordinary  smith,  requiring  the  aid  of  the  steam 
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hammer ;  and  in  the  lighter  -work,  owing  to  the  repetition  demanded,  die 
blocks  (see  Die)  in  widen  the  forging*  are  either  partly  or  entirely 
stamped,  are  largely  used. 

Smith's  Brace. — A  hand  brace  need  by  smiths  for  drilling  holes  of 
moderate  diameter.  Its  outline  is  very  similar  to  that  of  the  ordinary 
carpenter's  brace,  and  it  is  turned  in  the  same  way,  but  the  requisite 
pressure  is  imparted  at  the  top  by  means  of  a  feeding  screw  against 
whose  end  the  top  of  the  brace,  whioh  is  formed  into  a  hardened  point, 
is  centred.  The  resistance  is  taken  by  a  horizontal  arm  having  a  boss 
tapped  to  receive  the  feeding"  screw,  the  arm  being  capable  of  sliding 
up  and  down,  and  of  being  tightened  at  any  height  on  a  vertical  pillar, 
whose  foot  is  bolted  to  a  bench  or  olasped  m  a  vice.  These  braces  are 
not  used  much  in  engineers'  smithies,  the  ratchet  brace  and  drilling 
machines  being  more  convenient. 

Smiths'  Hammers. — Smiths'  hammers  embrace  the  sledge  hammer,  the 
ordinary  hand  hammer  having  either  a  straight  or  a  ball  pane  at  the 
small  end,  the  set  hammer,  and  the  various  natters  and  fullers,  whioh 
though  not  strictly  speaking  hammers,  are  nevertheless  tools  of  a 
similar  type.  Notes  on  each  will  be  found  under  their  respective  head- 
ings.   See  also  Oliver,  Tilt  Hammer,  &o. 

Smith's  Saw. — A  hack  saw  (q.v.). 

Smith's  Shop. — The  shed  or  building  in  which  the  operations  of  smith's 
work  are  carried  on.  The  forges  are  arranged  around  the  walls,  space 
being  left  between  each  for  the  racks  which  carry  the  swages,  fullers, 
chisels,  and  other  similar  tools.  The  anvils  stand  in  front  of  these  open 
spaces.  A  light  wall  crane  is  attached  to  the  wall  between  each  forpe, 
or  one  to  two  forges.  The  central  open  space  of  the  shop  is  occupied 
with  steam  hammers,  forging  machines,  &c.  A  shed  adjoining  the 
shop  is  used  as  a  store  for  bar  iron. 

Smiths'  Tools. — Include  anvils,  anvil  stands,  forges  and  firing  tools, 
hammers,  tongs,  flatters,  fullers,  swages  in  their  various  forms,  sets, 
pliers,  punches,  bolt  and  heading  tools,  and  drills,  chisels,  saws,  and 
machines,  both  special  and  common  to  the  fitting  and  erecting  shops, 
each  described  in  place. 

Smith's  Work. — The  heating,  handling,  light  hammering,  and  manipu- 
lation of  wrought  iron  and  steel,  the  direction  of  the  heavier  blows  of 
the  striker,  the  holding  of  the  top  swages,  and  other  tools,  the  pre- 
paring of  joints  for  welding,  the  hardening  and  tempering  of  steel,  fro. 

Smithy  Fan. — A  centrifugal  fan  used  for  blowing  the  fires  in  a  smith's 
shop,  branch  pipes  leading  to  each  forge  through  tuyeres,  and  the 
amount  of  blast  being  capable  of  regulation  by  a  valve. 

Smoke. — Consists  of  a  mass  of  minute  particles  of  solid  unburnt  carbon 
liberated  from  hydro-carbons  by  the  action  of  heat,  and  suspended  in 
an  enveloping  medium  of  vapour  of  water,  and  unburnt  gases  given 
off  by  the  fuel.  See  Smoke  Prevention.  Black  smoke  is  that  which 
contains  the  largest  quantity  of  solid  carbon.  The  so-called  smoke 
whioh  is  of  a  yellowish  or  yellowish  brown  colour  is  not  smoke  (i.e. 
free  carbon),  but  carburetted  hydrogen,  chiefly  defiant  and  marsh 
gases  mixed  with  tarry  and  sulphurous  matters. 

Smoke  Box. — The  front  part  of  the  locomotive,  or  portable  engine  boiler, 
into  which  the  tubes  discharge  the  products  of  combustion  on  their  way 
to  the  chimney. 

Smoke  Box  Plate. — The  dished  plate  which  oovers  over  the  outer  end  of 
the  smoke  box  of  a  locomotive  or  portable  engine  boiler  and  whioh  is 
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removed  when  the  tabes  require  examination  or  cleaning.  It  ifl  usually 
of  wrought  iron,  bnt  is  sometimes  cast. 

Smoke  Consuming. — The  application  of  the  principle  of  perfect  com- 
bustion, to  the  smoke  from  furnaces,  whereby  the  solid  carbon  and  in- 
flammable gases  are  fully  oxidised.    See  Smoke  Prevention. 

8moke  Flues. — The  flues  of  Cornish  and  Lancashire  boilers,  and  ex- 
ternally fired  boilers  which  are  built  in  brick  work,  as  distinguished 
from  the  fire  flues  (q.v.)  of  internally  fired  boilers. 

Smokeless  Coals. — Anthracite,  and  anthracitic  coals  (q.v.). 

Smoke  Prevention. — Without  describing  the  various  schemes  that  have 
been  proposed  to  prevent  the  nuisance  of  smoke  formation,  it  is  as  well 
to  note  the  essential  conditions  which  must  obtain  in  order  to  its  re* 
moval.    The  black  smoke  and  yellow  smoke  (see  Smoke)  which  are 

S'ven  off  from  engine  fires  is  given  off  in  these  forms,  either  because 
ere  is  not  a  sufficient  quantity  of  oxygen  present  to  form  a  chemical 
union  therewith,  or  because,  if  present,  the  temperature  is  not  sufficiently 
high  to  produce  ignition.  All  such  gases  and  solid  carbon  allowed  to 
pass  off  unburnt  represents  a  vast  amount  of  heat  wasted.  Hence  the 
adoption  of  measures  to  prevent  the  formation'of  smoke  not  only  abates 
a  nuisance  but  is  an  economical  gain.  In  ordinary  furnaces  the  remedy 
is  obvious.  The  fuel  should  be  well  coked  on  the  dead  plate  so  that 
the  liberated  gases  shall  be  well  consumed  in  the  combustion  chamber 
on  their  way  to  the  chimney. 

Smooth  Cut  File. — An  ordinary  smooth  or  fine  file.  A  smooth  cut  file  of 
12  in.  in  length  will  contain  72  lines  of  teeth  to  the  linear  inoh. 

Smoother. — A  sleeker  (q.v.). 

Smoothing  Plane. — A  small  plane  used  by  wood  workers  for  giving  a 
smooth  finish  to  surfaces  in  oases  where  aocuraoy  is  not  very  essential. 
It  measures  about  8  in.  in  length,  and  its  cutting  iron  will  range 
from  If  in.  to  21  in.  in  width. 

Snail. — A  volute-shaped  cam. 

8nap  — The  steel  die  used  by  riveters  for  finishing  the  heads  of  rivets. 

Snap  Head.— See  Snap  Head  Rivet. 

Snap  Head  Bivet,  or  Cap  Head  Bivet. — A  rivet  whose  head  is  semi- 
circular or  cup-shaped  in  section. 

Snatch  Block. — The  suspended  block  in  lifting  tackle,  containing  the 
pulleys  which  rest  in  the  lower  bight  of  the  chain. 

8nifting  Valve. — A  relief  valve,  used  generally  for  the  purpose  of  afford- 
ing an  exit  for  an  imprisoned  fluid  or  gas,  when  the  pressure  thereon 
attains  a  definite  amount.  In  a  condensing  engine  it  is  the  valve 
through  which  the  steam  and  air  which  mingle  in  the  blowing  through 
(q.v.)  process  pass  out  of  the  cylinder. 

Snug.— A  lug  (q.v.). 

Soaking. — See  Soaking  Pit. 

Soaking  Pit. — A  cavity  or  pit  in  the  ground  or  base  of  a  steel  works, 
lined  with  fire  brick,  and  in  which  steel  ingots  are  laid  to  soak,  as  it 
is  termed,  before  being  passed  to  the  cogging  and  rolling  mills ;  the 
soaking  being  a  term  applied  to  the  uniform  distribution  of  the  tem- 
perature of  the  ingot.  The  ingot  is  too  fluid  in  its  central  portion  for 
rolling  immediately  that  it  leaves  the  mould,  and  if  allowed  to  cool, 
the  outer  skin  becomes  set  while  the  inner  portion  is  yet  in  a  semi- 
fluid condition.  By  cooling  the  ingot  in  a  pit  of  fire  brick,  the  tem- 
perature becomes  uniformly  distributed  without  much  loss  of  heat  by 
radiation.    Hence  reheating  is  unnecessary  when  soaking  is  resorted 
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to,  that  is,  so  long  as  the  ingots  are  not  allowed  to  accumulate  on 
hand. 

Soap. — Soap  is  thrown  into  the  melting  pot  containing  gun-metal  or  brass 
to  act  as  a  flux.    See  also  Soapsuds,  Soft  Soap. 

Soapstone  Gasket. — A  form  of  packing  used  for  hydraulio  joints,  made 
of  hemp,  tallow,  French  chalk,  and  other  ingredients.  Galled  soap- 
stone  because  of  its  greasy  nature. 

Soapsuds. — Soap  and  water  used  in  the  lubrication  of  cutting  tools,  and 
supplied  from  a  soap-water  can  (q.v.). 

Soapsuds  Can. — A  soap- water  can  (q.v.j. 

Soap  Water  Can. — A  cylindrical  tin  can,  open  at  the  top  and  furnished 
with  a  stop  cock  near  the  bottom.  It  is  used  to  effect  the  lubrication 
of  work  which  is  being  turned  or  otherwise  machined,  the  stop  cock 
being  opened  only  just  so  much  as  will  allow  of  the  slow  drip  of  the 
fluid  contained  in  the  can,  upon  the  work.  The  usual  lubricant  is  soap 
and  water,  or  oil.    Hence  called  drip  oil  can. 

Socket. — That  enlarged  recessed  portion  of  a  pipe  which  receives  the 
spigoted  end  of  the  pipe  to  which  it  is  united.  Called  also  the  faucet. 
When  the  spigot  pipe  is  inserted  into  the  socket,  the  joint  is  secured 
by  stemming?  or  caulking  with  lead,  or  with  rope  gasket,  or  in  the  best 
pipes  the  joints  are  turned  and  bored. 

Socket  Bend. — A  bend  pipe  furnished  with  a  socket  at  one  end  and  a 
spigot  at  the  other. 

Socket  Chisel. — The  strongest  kind  of  chisel  made,  used  like  the  mortice 
chisel  for  cutting  the  joints  Of  heavy  timber  framing,  being  actuated  by 
the  mallet  alone.  It  derives  its  name  from  the  upper  end  terminating 
in  a  hollow  tapered  socket,  into  which  a  round  wooden  handle  is  driven. 
These  chisels  range  from  f  in.  to  1 J  in.  in  width. 

Socket  Pipe. — A  cast-iron  pipe  which  is  provided  with  a  socket  (q.v.)  at 
one  end  and  a  spigot  (q.v.)  at  the  other.  The  sockets  of  wrought-iron 
pipes  are  unions  (q.v.),  and  are  screwed  over  the  ends  on  the  outside 
diameter. 

Socket  Washer. — See  India-rubber  Washer. 

Soda. — Common  soda  is  used  for  the  purpose  of  preventing  and  of 
removing  incrustation  of  carbonate  and  sulphate  of  lime  from  steam 
boilers.  This  is  effected  by  an  exchange  of  acids,  the  carbonate  in  the 
soda  entering'  into  combination  with  the  lime,  forming  sulphate  of 
lime,  which  is  soluble,  and  carbonate  of  soda,  which  is  deposited.  The 
soda  is  either  introduced  in  lumps  or  is  dissolved  with  the  feed  water. 
Soda  ash  is  sometimes  substituted,  sometimes  also  caustic  soda.  In  the 
former  case  a  larger  quantity,  in  the  latter  a  smaller  amount  is  required. 
Soda  is  useful,  neutralising  the  grease  in  greasy  feed  water,  forming 
with  it  a  soluble  soap. 

Soda  Ash.— See  Soda. 

Soffit. — The  intrados  (q.v.)  of  an  arch. 

Soft  Blast. — A  blast  of  low  velocity,  or  a  blast  insufficient  in  amount, 
its  pressure  being  inadequate  to  melt  the  metal  without  an  excessive 
expenditure  of  fuel. 

Soft  Brass. — Brass  which  has  been  annealed  after  drawing  and  rolling. 
Used  for  purposes  requiring  ductility. 

Soft  Centred  SteeL— See  Mild  Centred  Steel. 

Softener. — A  double  colour  brush  (q.v.)  used  by  draughtsmen  for  shad* 
ing. 

loft  Grit. — A  grindstone  of  soft  and  porous  texture. 
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Soft  Xrsjsv— - Iron  which  can  be  shaped  with  ordinary  owiiinp  tools  or 
abraded  readily  with  files.  The  quality  is  due  to  the  amount  of  carbon 
present  and  toe  manner  of  its  combination,  and  also  to  the  mode  of 
crystaltisation.  Iron  which  contains  practically  no  carbon,  aa  mal- 
leable iron,  is  very  soft,  so  also  is  iron  which  contains  the  maximum  of 
carbon,  aa  foundry  pigs,  which  may  contain  aa  much  as  4  or  5  per  cent. 
Carbon  when  present  in  the  graphitical  condition  makes  a  soft  iron, 
bat  a  very  much  smaller  proportion  when  in  the  combined  state  yields 
white  iron,  which  is  extremely  hard.  Iron  allowed  to  cool  slowly  in 
sand  is  soft,  while  the  same  iron  cooled  rapidly  against  a  metallic 
chill  is  hardL  Soft  iron  is  need  for  all  ordinary  castings  which  have  to 
be  machined ;  tough,  slippery,  and  hard  iron  being  reserved  for  special 
classes  of  work.  Where  it  is  necessary  to  machine  castings  of  hard 
iron,  grinding  or  cutting  by  means  of  an  extremely  slow  feed  is 
resorted  to. 

Soft  Metal. — This  is  a  relative  term  expressive  of  the  density  of  the  particu- 
lar metal  in  relation  to  the  purpose  for  which  it  is  required.  Metals  are 
soft  when  they  are  more  ductile,  more  elastic,  and  more  easily  cut  than 
the  same  metals  when  hard.  Hard  brittle  metals  are  rendered  softer 
by  annealing  (q.y.J,  by  judicious  cooling,  and  by  chemical  changes 
affecting  the  relative  proportions  of  foreign  metallic  or  non-metallic 
substances,  which  are  always  present  in  small  and  variable  quantites. 

Soft  Bamming. — See  Hard  Bamming. 

Soft  Soap. — Sort  soap  is  used  for  the  lubrication  of  the  wooden  patterns  of 
pipes  and  columns  while  turning  in  the  lathe,  and  supported  by  a 
steady,  the  soap  being  rubbed  into  the  bearing  of  the  steady  to  prevent 
heating  and  burning  of  the  wood.  Used  also  in  the  mixing  of  soap 
suds  (q.v.). 

Soft  Solder. — Solder  used  for  uniting  the  joints  of  works  in  lead,  tin,  and 
soft  brass,  and  similar  metals  and  alloys.  Its  composition  is  various, 
and  so  also  are  the  fluxes  employed  with  it. 

Soft  Water. — Water  free  from  carbonate  and  sulphate  of  lime.  The 
softer  the  water  for  hot  water  apparatus  and  for  steam  boilers  the 
better,  since  it  will  then  produce  less  calcareous  deposit  in  the  pipes 
and  on  the  plates. 

Soft  Woods. — The  soft  woods  employed  by  engineers  are  pine — both 
yellow,  red,  and  white— spruce,  red  deal,  kauri  pine,  &c. 

Solder. — A  metallic  cementing  material  interposed  between  surfaces 
which  are  to  be  united  in  close  and  firm  contact.  See  Hard  Solders, 
and  Soft  Solder. 

Soldering. — The  uniting  of  two  portions  of  metal  by  means  of  another 
metal  or  of  an  alloy.  Soft  soldering  is  effected  with  the  aid  of  various 
alloys  of  lead  and  tin.  Hard  soldering  applies  to  the  alloys  of  copper 
and  tin,  and  is  called  brazing  (q.v.).  A  clean  surface  is  essential  to 
effioiont  soldering.  A  copper  bit  (q.v.)  is  used  in  soft  soldering;  in 
hard  soldering  the  parts  are  held  together  with  binding  wire  (q.v.), 
and  the  metal  allowed  to  run  in.  See  Autogenous  Soldering,  Brazing 
Motal,  Sweating  On. 

Solo  Plato. — (1)  A  thin  base  plate,  differing  from  a  bed  plate  in  its  more 
slender  form  being  either  unstayed  or  but  slightly  stiffened  with  flanges 
or  ribs.  It  usually  owes  much  of  its  rigidity  to  the  timber  or  metal 
foundation  upon  which  it  is  fastened.  A  sole  plate  is  often  a  mere  base 
for  plumxner  blocks.  Not  unfrequently,  however,  the  term  is  applied 
indiscriminately  to  ordinary  bed  plates.    (2)  The  periphery  of  a  water 


MECHANICAL  ENGINEERING.  335 

wheel  from  which  the  buckets  start.  (3)  The  bed  of  a  reverberator/ 
furnace  (q.v.). 

Boles. — The  longitudinal  or  side  timbers  in  the  under  frame  of  a  railway 
txuok. 

Solid. — A  body  or  substance  which  is  able  to  sustain  a  longitudinal 
pressure  without  receiving  lateral  support  is  termed  a  solid. 

Solid  Blows. — Bead,  non-elastic  blows,  imparted  by  a  hammer  to  a  sheet 
of  metal,  or  similar  solid  body,  which  rests  upon  a  firm  and  solid  sup- 
port. The  effect  of  a  solid  blow  is  to  indent  or  thin  the  metal,  and 
spread  it  out  over  a  large  area.  Solid  blows  are  imparted  to  wedges, 
nails,  keys,  cogs,  &o.,  by  holding  the  hammer  very  firmly  when 
striking. 

Solid  Box. — A  solid  or  un jointed  bearing.    A  dead  eye  (q.v.). 

Solid  Column. — See  Hollow  Column. 

Solid  Coupling. — A  coupling  forged  in  a  solid  piece  with  its  shaft.  The 
ordinary  couplings  of  propeller  shafts  are  an  example  of  the  solid  form. 

Solid  Brawn  Tubes,  or  Seamless  Tubes. — Brawn  tubes,  in  opposition  to 
brazed,  or  welded,  or  riveted  tubes.  The  copper  piping  for  feed, 
bilge,  blow-off,  and  similar  purposes  in  connection  with  marine 
engines,  the  brass  tubes  for  surface  condensers,  and  the  tubes  of  multi- 
tubular boilers,  are  all  solid  drawn.  Iron  hydraulic  tubes  also  are 
solid  drawn. 

Solid  Emery  Wheel. — A  wheel  built  wholly  of  emery,  to  distinguish  it 
from  a  wheel  in  which  the  powder  is  laid  on  a  centre  of  wood. 

Solid  Half  Bounds. — See  Half  Bound  Iron. 

Solidity. — The  solid  contents  of  a  body.  The  solidity  of  all  bodies  can  be 
obtained  by  calculation,  and  it  is  often  necessary  to  be  able  to  do  so  in 
order  to  obtain  their  mass  and  weight. 

Solid  Piston. — An  engine  piston  which  is  a  solid  disc,  instead  of  being 
built  up  in  separate  portions.  The  circumference  of  the  disc  is  recessed 
for  the  reception  of  spring  rings  (q.v.). 

Solid  Beamer. — See  Reamer. 

Solid  Boiled. — Ordinary  rolled  wrought-iron  joists,  beams,  or  girders,  as 
distinguished  from  beams  and  girders  which  are  built  up  with  trellis 
work  of  various  types. 

Solid  Tool. — An  ordinary  tool  for  metal  turning  in  whioh  the  cutting 
point  is  in  one  with  its  fthank,  as  distinguished  from  the  smaller  tool 
points  used  with  a  tool  holder  (q.v.). 

Soot. — Solid  unburnt  carbon  which  accumulates  in  the  flues  of  engine 
furnaces,  and  the  amount  of  whose  accumulation  should  be  reduced 
as  much  as  possible  by  consuming  the  smoke  in  the  furnace,  soot  repre- 
senting fuel  wasted. 

Soot  Boor. — A  square  iron  door  inserted  in  an  iron  frame,  built  into  the 
front  ends  of  the  brickwork  flues  of  Cornish  and  other  boilers  of  the 
horizontal  type,  through  whioh  the  periodical  accumulations  of  soot 
are  removed. 

Sow. — See  Pig. 

Spacing. — The  dividing  or  setting  out  of  holes,  rivets,  bolts,  &c,  into 
their  relative  positions  in  a  piece  of  work,  the  compasses  or  dividers  or 
special  templets  being  used  for  the  purpose. 

Spall. — To  break  off  a  chip.  Usually  applied  to  the  accidental  breaking 
off  or  out  of  a  strip  of  wood  when  planing  the  end  grain  of  timber. 
Spalling  only  occurs  when  the  planing  is  clumsily  or  carelessly  done. 
It  is  readily  prevented  by  first  chamfering  the  edge  towards  which  the. 
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plane  Is  cutting,  or  by  planing  alternately  from  each  edge.  Broke* 
edges  are  said  to  be  spalled  or  spalt. 

Span. — (I)  The  horizontal  distance  between  the  springings  (q.T.)  of  an 
arch.  (2)  The  distance  measured  between  the  supports  which  sustain  a 
beam  or  girder  or  girder-like  structure.  The  strength  of  beams  of 
similar  section  and  similarly  fixed  will  vary  inversely  with  the  span. 

Spandrel. — The  space  enclosed  between  the  outer  curve  of  an  arch,  a 
horizontal  line  from  its  apex  and  a  vertical  line  from  its  springing. 

Spanish  Mahogany. — See  Mahogany. 

Spanner. — A  lever  used  for  the  tightening  up  of  nuts.  Spanners  are 
usually  double  ended,  that  is,  each  end  is  formed  to  take  a  nut  of  a 
different  size  than  the  end  opposite.  The  size  of  a  spanner  is  reckoned 
by  the  diameter  of  bolt  for  which  it  is  suited  and  not  by  the  width  of 
the  jaws.  Thus  a  J-in.  spanner  takes  a  J-in.  nut,  but  will  be  an 
inch  wide  in  the  jaw.  The  angle  which  the  spanner  jaws  make  with 
the  handle  is  not  arbitrary,  but  is  selected  witn  the  view  to  turning  a 
nut  in  the  least  possible  space.  If  the  handle  is  straight  with  the 
jaws,  a  hexagon  nut  cannot  be  turned  in  less  than  60°,  or  a  square  one 
m  less  than  90°.  But  if  the  angle  of  the  jaws  be  made  15°,  a  hexagon 
nut  can  be  turned  in  30°.  The  length  of  a  spanner  may  be  from  16  to 
18  times  the  diameter  of  the  bolt.    See  also  Screw  Wrench. 

Spare. — See  Spare  Gear. 

Spare  Gear,  or  Spare,  or  Spare  Parts. — Signifies  the  supply  of  duplicate 
portions  of  machinery  together  with  the  order  to  which  they  belong. 
It  is  customary  to  include  spare  parts  with  work  whioh  is  despatched 
to  the  colonies  and  with  sea-going  engines ;  the  parts  consisting  of 
those  whioh  wear  out  most  rapidly,  and  therefore  require  frequent 
replacement,  or  those  vital  parts  upon  which  the  efficiency  of  the 
machine  or  engine  mainly  depends,  and  whioh  in  the  case  of  a  break- 
down it  would  be  difficult  or  impossible  to  replace  immediately. 

Spare  Farts. — See  Spare  Gear. 

Spark  Arrestor. — (1)  A  globular  cage  of  galvanised  iron  wire,  or  a  curved 
plate  of  sheet  iron,  put  above  the  chimney  of  a  portable  engine  or  crane 
to  arrest  and  throw  back  the  sparks.  (2)  A  grating  placed  across  the 
smoke  box  and  beneath  the  blast  nozzle  in  some  locomotives  to  arrest 
the  upward  flight  of  sparks. 

Spaihio  Ore. — Is  a  carbonate  of  iron  found  chiefly  in  Styria  and  Garinthia. 
It  owes  its  chief  value  to  the  presence  of  manganese,  which  renders  it 
especially  suitable  for  the  making  of  some  qualities  of  steel. 

Spear. — See  Pump  Spear. 

Specification. — A  document  in  whioh  all  particulars,  both  general  and  in 
detail,  are  stated  respecting  the  construction  of  a  machine  or  engineering 
work.  Specifications  are  issued  for  all  important  works,  and  are  bind- 
ing on  the  contracting  parties. 

Specific  Gravity. — The  density  or  weight  of  a  substance  estimated  rela- 
tively to  that  of  water,  if  a  solid  or  liquid,  or  relatively  to  that  of  air  at 
the  same  temperature  and  pressure,  if  a  gas.  It  is  denoted  by  the 
initials  sp.  gr. 

Spedflo  Heat. — The  ratio  of  the  quantity  of  heat  required  to  raise  the 
temperature  of  a  given  weight  of  a  substance  through  1°  F.  to  the 
quantity  of  heat  required  to  raise  the  temperature  of  an  equal  weight 
of  water  at  39°  F.  or  4°  C.  through  1°.  In  other  words,  the  capacity  of 
a  body  for  heat,  relatively  to  that  of  water. 

Spcciflo  Levity. —Signifies  the  relative  tendency  of  those  gaseous  elements 
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and  compounds  which  are  lighter  than  air  to  rise.    It  is  therefore  the 
opposite  to  specific  gravity. 

SpeouLo  Volume,  or  Bolative  Volume. — The  volume  of  a  gas  or  vapour 
compared  with  that  of  the  liquid  from  which  it  is  generated. 

Specimen  Bar. — A  length  of  bar  of  any  material  speoiallv  prepared  for 
testing  ma  testing  machine.  Bars  are  either  provided  with  shouldered 
ends  to  be  held  in  bridles  or  clips,  or  are  screwed  into  their  bridles. 

Specimen  Bridle. — See  Specimen  Holder. 

Specimen  Holder. — A  bit  of  mechanism  employed  for  holding  specimens 
to  be  tested  in  the  testing  machine  (q.v.).  They  are  made  for  the  most 
part  to  clip  the  specimen,  which  has  collars  at  the  ends  to  fit  thereon. 
Hence  termed  specimen  bridles. 

Specimen  Plato. — A  piece  of  plate  of  any  material  specially  prepared  for 
testing  in  a  testing  machine.  Plate  specimens  are  embraced,  at  the 
ends,  the  breadth  at  the  ends  being  increased  to  maintain  the  sectional 
area,  and  so  compensate  for  the  loss  of  strength  due  to  the  holes  made 
for  attachment.  The  central  portion  of  the  plate  is  parallel.  Mr. 
Kirkaldy's  plates  are  10  in.  long-  by  2  in.  wide.  The  Admiralty  length 
is  8  in.,  and  the  area  of  original  section  as  nearly  as  possible  one  square 
inch.    The  French  standard  is  200  mm.  (7*87  in.). 

Specular  Ore. — A  non-hydrated  peroxide  of  iron  which  furnishes  metal 
of  excellent  quality.  It  is  one  of  the  haematites,  and  derives  its  name 
from  the  lustre  of  its  crystals;  hence  also  the  term  "iron  glance" 
applied  to  it. 

Speed  Cones. — See  Speed  Pulleys. 

Speeding. — The  calculation  of  the  diameters  of  pulleys  and  gear  wheels  in 
order  to  obtain  definite  velocity  ratios  (<!•▼•}  between  the  shafts  and 
spindles  connected  with  each  other  through  their  medium. 

Speed  of  Ignition. — This  has  reference  to  the  rapidity  with  which  chemical 
combination  takes  place  between  the  air  and  gas  m  a  gas  engine.  The 
speed  of  ignition  is  slow  or  rapid,  according  as  the  percentage  of  ad- 
mixed air  is  large  or  small.  The  speed  of  ignition  must  always  exceed 
the  piston  speed  in  order  to  obtain  the  best  results  due  to  chemical 
combination. 

Speed  Pulleys,  or  Speed  Cones. — Pairs  of  pulleys,  each  stepped  down  to 
different  diameters,  but  both  being  alike  or  nearly  alike  in  dimensions. 
They  are  arranged  the  reverse  way  to  each  other  on  their  shafts,  the 
smallest  diameter  of  the  one  coming  in  line  with  the  largest  diameter  of 
the  other.  By  shifting  the  belt  to  the  corresponding  pairs  variations  in 
speed  corresponding  with  the  variations  in  their  respective  diameters 
are  obtainable.  When  speed  pulleys  are  so  placed  that  their  centres  are 
situated  a  long  distanoe  apart,  the  steps  are  equal,  that  is,  the  sums  of 
the  diameters  of  each  pair  of  steps  throughout  are  the  same,  but  when 
the  centres  approximate,  the  sums  are  not  precisely  alike,  the  difference 
being  due  to  the  greater  obliquity  of  the  belt,  and  then  the  diameters 
may  either  be  obtained  by  an  elaborate  calculation  or  by  a  more  simple 
graphic  delineation. 

Speeds. — Speeds  signifies  the  steps  of  a  cone  or  driving  pulley  or  drum, 
or  the  diameters  around  which  the  belt  or  cord  laps,  as  three  speed, 
four  speed,  &o. 

Speed  of  Cutting  Tools.— See  Cutting  Tools,  Speed  of. 

Spelter. — Zinc  (q.v.)  cast  into  the  ingots  of  commerce.  Also  an  alloy  of 
equal  parts  01  zinc  and  copper. 

Sperm  Oil.— See  Whale  Oil. 
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8p.  Gr.— Specific  gravity  (q.v.)» 

Sphere. — A  solid  haying  every  part  of  its  surface  equally  distant  from  ita 
centre.  The  sphere  has  these  properties — that  of  all  solids  of  a  given, 
volume  it  is  that  which  has  the  least  surface,  and  of  all  solids  of  a  given 
surface  it  is  that  which  has  the  greatest  volume. 

Spider  Wheel. — A  wheel  or  pulley  having  light  arms  of  wrought  iron  or 
steel. 

Spiegel. — An  abbreviation  for  spiegeleieen  (q.v.). 

Spiegeleisen. — A  variety  of  iron  which  is  invaluable  to  the  steel  manu- 
facturers, and  which  owes  its  value  to  the  presence  of  definite  amounts 
of  carbon  and  manganese.    By  adding  epiegeleisen  in  definite  pro- 

Sortions,  any  desired  exact  quantity  of  these  elements  can  be  imparted  to 
ecarburised  iron  melted  in  association  therewith,  causing  the  immediate 
production  of  a  definite  grade  of  steel.    See  Ferro-Manganese. 

Spikes. — (1)  Iron  fastenings  used  for  holding  railway  chairs  down  to  the 
sleepers.  They  are  either  cylindrical  bars  with  circular  heads,  or  rect- 
angular bars  with  a  single  projecting  head  on  one  side.  The  latter  are 
also  termed  dogs,  or  dog  spikes.  (2)  Nails  larger  than  tenpenny  nails, 
or  over  three  inches  in  length. 

Spills. — The  cracks  and  seams  which  occur  in  inferior  iron  bars,  and  in 
which  adhesion  is  imperfect,  owing  to  the  presence  of  scales.  When  a 
bar  of  wrought  iron  or  steel  shows  these  cracks  or  Beams  in  its  fibre  it  is 
said  by  smitns  to  be  spilly. 

Spilly.— See  Spills. 

Spindle. — A  slight  metal  rod  used  for  carrying  wheels  and  pulleys  in  light 
machinery.    It  is  a  shaft  of  small  diameter. 

Spindles. — See  Breaking  Pieces. 

Spindle  Valve. — A  lift  valve  guided  by  a  central  axial  spindle  or  stem. 

Spindle  Wheel. — The  toothed  wheel  on  the  leading  screw  or  spindle  of  a 
screw-cutting  lathe,  therefore  being  a  "  driven"  wheel  in  the  series  of 
change  wheels. 

Spinning. — The  moulding  of  circular  articles  in  thin  sheet  metal  by  pressure 
applied  during  rotation  in  a  lathe.    Also  termed  burnishing. 

S  Pipe. — A  pipe  whose  outline  is  roughly  that  of  the  letter  S»  used  for 
connecting  parallel  lengths  of  straight  piping. 

Spiral  Gear. — Includes  helical,  stepped,  and  worm  gearing.  Described 
under  those  headings. 

Spiral  Spring. — A  helical  coil  of  an  elastic  material,  as  steel,  brass,  or  iron, 
which  has  the  faculty  of  extension  and  compression  in  the  direction  of 
its  length.  Used  in  spring  balances,  locomotive  axle  springs,  and  as 
elastic  cushions.  A  spiral  spring  is  understood  to  have  all  its  coils  of  the 
same  diameter  and  pitch.  In  a  helical  spring  the  diameters  of  the  coili 
increase  with  each  revolution.  A  buffer  spring  is  a  good  example  of  a 
helical  spring.  In  a  double  helical  spring  the  diameters  of  the  coils  in- 
crease from  the  centre  towards  the  ends. 

Spiral  Winged  Valve. — A  lift  valve,  the  wings  of  which  instead  of  being 
at  right  angles  to  the  seat,  are  arranged  as  sections  of  a  spiral  of  very 
long  pitch.  The  advantage  is  that  the  valve  is  turned  round  on  its  seat- 
ing to  a  slight  degree  at  each  lift,  thus  rendering  the  wear  uniform. 

Spirit. — Methylated  spirit,  and  spirit  of  wine  are  used  for  making  shellac 
varnish  (q.v.) 

Spirit  Level. — An  instrument  used  for  trying  the  horizontal  and  vertical 
accuracy  of  work.  It  consists  of  a  glass  bulb  nearly  but  not  quite  full 
of  spirit,  and  enclosed  in  a  wooden  casing.    The  bubble  formed  by  the 
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vacancy  in  the  bnlb  indicates  by  its  central  position  the  accuracy  of  the 
surface  under  test.  For  testing  vertical  surfaces  the  bubble  is  placed 
transversely  near  one  end  of  the  stock,  which  is  then  pierced  with  a  hole 
to  permit  of  it  being1  seen. 

Spirit!  of  Baits. — Hyarochlorio  acid  (q.v.). 

Splasher. — The  guard  plate  or  guard  strap  (q.v.)  which  covers  the  top  of 
a  locomotive  wheel. 

Splicing. — The  splicing  of  hempen  and  wire  rope  is  generally  performed 
by  some  one  ox  the  engineer's  labourers  who  has  been  an  old  sailor.  The 
hempen  ropes  require  to  be  well  stretched  previous  to  splicing,  else  the 
operation  has  to  be  repeated  several  times  subsequently  at  short  intervals, 
especially  in  the  long  ropes  used  for  travelling  and  gantry  cranes. 

Spline. — A  feather  (q.v.)  on  a  shaft. 

Split  Cottar  Pin.— A  split  pin  (q.v.). 

Split  Draught. — In  an  internally  fired  boiler  (q.v.)  the  gases  pass  through 
the  furnace  tubes  (q.v.)  to  the  back  of  the  boiler,  whence  they  dip  under- 
neath into  an  external  flue  of  briokwork,  and  so  pass  to  the  front  end. 
Thence  they  divide  or  split  to  right  and  left  into  "two  distinct  brick 
flues  placed  upon  each  side  of  the  boiler,  which  conduct  them  to  the 
chimney.  This  is  called  split  draught  to  distinguish  it  from  wheel 
draught  (q.v.).  Dampers  (q.v.)  are  placed  in  these  side  flues  at  the 
farther  ends. 

Split  Joint.— See  Tongue  Joint. 

Split  Fin,  or  Split  Cottar  Pin. — A  split  pin  is  formed  of  wire  whose 
section  is  hemispherical,  bent  round  untQ  the  flat  faces  meet.  It  is 
then  inserted  into  the  circular  hole  prepared  for  its  reception  and  the  free 
ends  drawn  apart  to  prevent  the  pin  from  falling  out.  It  forms  a  secure 
and  neat  fastening  for  the  pin  of  a  knuckle  joint,  and  is  largely  used. 

Split  Pulley. — A  pulley  made  in  halves  and  bolted  together,  and  used  in 
cases  where  it  would  be  impossible  or  inconvenient  to  slide  it  on  from 
the  end  of  its  shaft.  The  two  halves  are  unscrewed,  clipped  over  the 
shaft,  and  bolted  up  in  place. 

Split  King. — An  ordinary  piston  ring,  or  ring  which  is  divided  either 
diagonally  or  with  a  lapped  joint  to  afford  the  elasticity  necessary  to 
render  it  steam  tight. 

Splitting. — The  method  of  dividing  castings  of  wheels  and  pulleys  in  the 
act  of  casting.  It  is  done  either  in  order  to  have  two  symmetrical 
halves  which  can  be  fitted  to  the  central  portion  of  a  shaft  when  other 
wheels,  pulleys,  or  bearings  occupy  the  ends,  or  to  relieve  the  strain  on 
a  casting  due  to  unequal  massing  of  metal  around  the  boss.  It  is 
effected  by  introducing  splitting  plates  (q.v.)  into  the  mould,  which 
usually  not  only  divide  the  mould  in  two,  but  also  carry  the  cores  to 
form  the  bolt  holes.  When  the  boss  of  a  pulley  or  wheel  is  split 
simply  to  relieve  it  of  tension,  filling-up  pieoes  of  metal  are  afterwards 
introduced  into  the  open  spaces,  and  the  whole  banded  together  by  the 
shrinking  on  of  rings  of  wrought  iron  over  the  ends  of  the  bosses. 

Splitting  Plates. — Thin  plates  of  wrought  iron  or  of  cast  iron  placed  in 
a  foundry  mould  to  effect  the  division  or  splitting  of  a  wheel  or  pulley 
in  the  act  of  casting.  To  prevent  adhesion  of  the  molten  metal  to 
their  faces,  they  are  painted  over  with  tar,  or  with  loam  and  black  wash. 

Split  Wheel. — Gog  wheels  are  sometimes  split  for  the  same  reason  as 
pulleys.  They  are  usually  moulded  as  one,  but  split  by  interposing  a 
thin  plate  of  wrought  or  cast  iron  between  the  arms,  by  means  of 
which  the  casting  is  divided  into  two.    The  splitting  takes  place  either 
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through  the  arms ;  or  through  lugs  oast  on  the  bosses,  and  on  the  inside 
of  the  rim.  Sometimes  the  halves  are  moulded  and  cast  separately,  and 
fitted  together  by  planing. 

Spoke  Machine. — A  machine  or  lathe  need  for  turning  spokes  on  the  copy- 
ing principle.  The  lathe  has  two  sets  of  oentres,  the  wood  to  be  turned 
revolving  between  one  set,  and  an  iron  templet  or  oopyof  the  spoke  re- 
volving at  the  same  speed  between  the  other  set.  The  cutters  and  a 
roller  are  set  in  the  same  slide  rest :  and  while  the  latter  follows  the 
templet,  being  kept  pressed  against  it,  the  former  follows,  and  removes 
the  wood,  so  that  the  latter  is  bound  to  become  an  exact  counterpart 
of  the  templet  or  oopv. 

Spokes. — The  arms  of  tne  running  wheels  of  locomotives  and  rolling  stock. 

Spoke  Shays. — A  tool  used  by  pattern  makers  for  the  working  of  sweeps 
in  oases  where  great  accuracy  is  not  essential. 

Sponge. — The  ball  or  impure  mass  of  iron  newly  reduced  from  the  ore,  in 
readiness  for  shingling,  rolling,  or  casting. 

Sponge  Cloth. — A  ooarae  cotton  towel  woven  expressly  for  the  use  of 
machinists  and  engineers,  to  cleanse  bright  and  working  parts  from 
superfluous  oil  and  dirt.  Hence  termed  a  wiper.  These  have  largely 
taken  the  place  of  waste  (a. v.). 

Spontaneous  Combustion.— Some  qualities  of  oils  if  left  in  saturation  with 
cotton  fibre,  cotton  waste,  &c.,  for  a  few  hours  become  heated  and 
spontaneously  ignite,  hence  a  source  of  danger  to  factories  which  the 
oil  manufacturers  strive  to  diminish  by  careful  selection  and  prepara- 
tions of  their  oils.  It  is  therefore  a  recommendation  to  an  oil  where, 
other  qualities  being  equal,  it  has  a  high  flashing  point  (q.v.). 

Spontaneous  Ignition. — See  Spontaneous  Combustion. 

Spoon  Bit. — A  bit  of  gouge-tike  section  (see  Shell  Bit)  used  for  boring 
wood.  Its  cutting  end  is  roughly  oone  or  parabola-shaped,  so  that  it 
does  not  draw  its  core  so  effectually  as  a  nose  bit  (q.v.). 

Spoon  Gouge.— See  Bent  Gouge. 

Spoon  Tools. — Moulders'  tools  rudely  spoon-shaped,  and  used  for  smooth- 
ing or  sleeking  moulds. 

Spray.— A  series  of  small  or  thin  runners  (q.v.)  diverging  from  a  common 
centre  or  ingate  (q.v.),  each  to  convey  its  quota  of  metal  to  a  separate 
mould,  the  moulds  all  being  in  one  box.  Sprays  are  commonly  em- 
ployed in  plate  moulding  when  several  patterns  are  moulded  in  conti- 
guity to  each  other,  and  are  used  also  for  any  light  castings  when  it  is 
desired  to  obtain  sufficient  area  of  entry  for  the  metal  without  the  risk 
of  breaking  the  casting,  which  would  result  from  the  knocking  off  of  a 
single  large  runner.    See  Ridge. 

Spray  Tuyere. — A  form  of  blast  furnace  tuyere,  in  which  the  interior  of 
the  tubes  of  which  it  is  composed  is  kept  oool  by  a  number  of  jets  or 
sprays  of  cold  water,  directed  from  holes  in  supply  pipes  introduced 
into  the  body  of  the  tuyere,  the  waste  water  falling  down  the  sides  and 
passing  out  through  a  waste  pipe. 

Sprig. — A  out  brad.    See  Brad. 

Sprigging. — "When  narrow  and  inherently  weak  and  otherwise  unsup- 
ported sections  of  sand  occur  in  foundry  moulds,  it  is  necessary  to  sus- 
tain them ;  and  the  custom  is  to  thrust  long  cut  brads  or  sprigs  into 
the  sand,  reaching  from  the  weak  sections  into  the  body  of  the  mould. 
This  is  termed  springing  or  nailing. 

Spring. — (1)  A  contrivance  in  which  the  elasticity  due  to  the  nature  of 
a  substance  or  to  its  form  is  employed  for  the  purpose  of  deadening 


MECHANICAL  ENGINEERING.  34 1 

shocks  caused  by  the  sodden  contact  of  bodies,  or  for  the  exact  adjust- 
ment of  strains  or  pressures.  Examples  of  the  former  are  found  in 
buffer  springs  (q.v.)  and  in  the  springs  of  railway  axles,  examples  of  the 
latter  in  the  spring  balance  (q.v.)  and  in  the  dial  gauge  (q.v.).  The 
railway,  or  wagon  spring,  consists  of  a  bundle  of  strips  of  curved 
steel  riveted  together,  the  rivets  having  play  allowed  endways  in  slots 
in  the  springs.  The  springs  being  curved  upwards  sustain  the  pres- 
sure of  loads  suddenly  applied  to  the  truck  or  carriage  to  which  they 
are  attached.  (2)  The  term  spring  is  also  applied  to  a  wrought-iron 
bend  pipe,  the  amount  of  whose  curve  is  exceedingly  small. 

Spring  Balance. — The  ordinary  spring  balance  is  used  chiefly  for  safety 
valves  and  weighing  machines.  The  proportion  for  springs  is  that  the 
diameter  of  the  internal  portion  of  the  oou  should  be  four  times  that  of 
the  thickness  of  the  steel. 

Spring  Balance  Valve. — A  form  of  safety  valve  in  which  the  lever  is 
attached  to  the  end  of  a  spring  balance,  instead  of  receiving  a  weight. 
The  graduations  of  the  balance  indicate  the  pressures. 

Spring  Bows,  also  called  Bows,  or  Bow  Compasses. — Small  drawing  com- 
passes used  for  the  most  delicate  and  minute  work,  for  which  the  ordi- 
nary form  would  be  unsuitable.  The  legs,  which  are  short,  are  united 
at  their  upper  portions  by  a  spring,  which  would  maintain  them  wide 
asunder  but  for  a  milled  headed  screw  by  means  of  which  their  dis- 
tances apart  are  adjusted  as  required.  A  set  of  bows  comprises  three 
instruments,  points,  pen,  and  pencil. 

Spring  Box. — A  hollow  box,  containing  a  helical  spring  enclosing  and 
confining  the  spring  sideways.  The  reaction  of  the  latter  against  the 
end  of  the  box  thrusts  it  against  whatever  is  placed  in  line  with  and 
in  contact  with  it.  Levers,  pauls,  &c,  are  thus  actuated  by  springs 
enclosed  in  spring  boxes. 

Spring  Chaplet.— See  Springer. 

Spring  Chuck. — A  lathe  chuck  made  of  hard  wood,  generally  box  wood, 
and  used  for  holding  light  and  delicate  work  which  would  be  injured 
or  distorted  by  the  application  of  much  pressure.  It  is  in  shape  nke  a 
cup  chuck,  and  the  spring  is  imparted  to  it  by  running  a  number  of 
radial  saw  kerfs  from  the  front  downwards,  similar  to  the  slits  in  the 
caps  of  telescopes,  and  by  clamping  the  sections  thus  formed  with  a 
ring  sliding  on  the  slightly  tapered  exterior  diameter,  so  that  the  exact 
amount  of  pressure  of  the  chuck  upon  the  contained  object  can  be 
regulated,  and  work  can  also  be  removed  without  using  the  hammer. 

Spring  Dividers. — "Workmen's  shop  dividers,  whose  legs  are  united  by  a 
strong  arched  spring  which  tends  always  to  thrust  them  asunder,  which 
tendency  is  counteracted  by  a  wing  nut  and  screw  pulling  them  to- 
gether. The  nut  and  screw  furnishes  the  means  of  very  minute  adjust- 
ment of  the  legs.    For  pitching  out  wheels  and  centres  generally,  and 

.  for  striking  the  smaller  curves  they  are  employed  in  preference  to  the 
wing  compasses. 

Springer,  or  Spring  Chaplet. — A  simple  chaplet  made  by  bending  a  short 
strip  of  hoop  iron  round  to  form  three  sides  of  a  rectangle.  It  is  used 
chiefly  for  assisting  to  steady  the  sides  of  cores  at  a  definite  distance 
from  the  sides  of  their  moulds  or  from  each  other. 

Spring  Grinder.  A  grinder  (q.v.)  for  emery  which  is  made  in  two 
portions  attached  to  opposite  ends  of  a  metal  rod  bent  round  so  as  to 
form  a  spring  loop.  Spring  grinders  are  used  for  lapping  out  cylindrical 
holes,  as  well  as  the  outsides  of  turned  work. 
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Springing*. — That  part  of  an  arch  where  the  intrados  (q.v.)  meets  the 
abutments  (q.v.). 

Spring  Paul. — A  paul  which  instead  of  pressing  downwards  by  the  action 
of  gravity  simply,  in  which  case  it  most  be  placed  over  its  wheel,  is 
kept  in  contact  with  the  wheel  by  means  of  a  spring.  Hie  spring  may 
be  either  external  or  internal,  in  the  former  case  consisting  of  a  strip  of 
sheet  metal  fixed  at  one  end  and  exerting  pressure  at  the  other,  or  a 
coiled  spring  enclosed  within  the  body  of  we  paul  which  by  its  reaction 
against  one  of  three  faces  of  a  triangular  pin  enclosed  in  the  paul 
centre  maintains  the  paul  in  either  one  of  those  three  positions ;  though 
the  resistance  of  the  spring  is  not  so  great  but  that  the  paul  can  be 
turned  round  by  manual  force. 

Spring  Piston. — An  engine  piston  fitted  with  some  form  of  spring  ring, 
as  distinguished  from  a  solid  piston  (q.v.). 

Spring  Pulley. — A  wrought-iron  pulley  which  is  divided  through  the 
boss,  and  also  at  a  point  in  the  rim  in  line  with  the  joint  in  the  boss, 
in  order  to  permit  01  its  being1  opened  or  sprung  apart  sufficiently  wide 
to  pass  over  a  central  portion  of  a  shaft.  It  is  built  up  of  wrought 
iron  or  steel.    See  also  Wrought-iron  Pulley. 

Spring  Bing. — A  metallic  ring  by  which  the  piston  and  the  cylinder 
bore  of  an  engine  are  rendered  mutually  close  fitting.  It  sometimes  fits 
between  the  top  and  bottom  plates  of  the  piston.  Then  it  is.  turned  in 
the  first  place  somewhat  larger  in  diameter  than  that  of  the  bore  of  the 
cylinder,  and  slit  or  cut  in  a  diagonal  direction  and  sprung  inwards  by 
main  force,  and  so  reduced  to  the  size  of  the  bore.  When  put  in  place 
its  elasticity  maintains  it  closely  fitting  against  the  cylinder  bore. 
Spring  rings  are  usually  a  little  thicker  on  one  side  than  on  the 
side  opposite,  in  order  to  increase  their  elasticity.  Ramsbottom 
rings,  usually  of  steel,  are  thinner  than  ordinary  spring  rings,  and 
either  form  a  spiral  of  two  or  three  coils,  or  two  or  three  separate 
out  rings  are  pressed  into  grooves  turned  in  the  periphery  of  a  solid 
piston.  Spring  rings  are  also  forced  outwards  by  set  screws,  wedge 
blocks,  &o.  Spring  rings  are  usually  made  in  cast  iron,  but  wrought 
iron,  steel,  and  grin-metal,  are  also  employed. 

Spring  Safely  Valve. — A  spring  balance  valve  (q.v.). 

Spring  Swage  Tools. — Top  and  bottom  swages  (see  Swage)  which  are 
connected  by  two  parallel  handles  uniting  to  form  a  spring  at  the  end 
farthest  away  from  the  swage  blocks,  roughly  after  the  fashion  of  a  pair 
of  sugar  tongs.    They  are  used  for  hand  forging  chiefly. 

Spring  Tool. — A  turning  tool  used  for  taking  a  finishing  cut  along  a  piece 
of  work  already  roughed  down  nearly  to  size.  It  is  curved  or  arched 
upwards  and  downwards  just  behind  the  cutting  edge,  and  so  possesses 
a  slight  amount  of  elasticity  or  spring,  which,  though  not  conducive  to 
accuracy,  produces  a  smooth  ana  polished  surface. 

Sprocket.— -See  Sprocket  Wheel. 

Sprocket  Wheel,  or  Pitch  Chain  Wheel. — A  chain  wheel  which  is  provided 
with  projections  upon  its  -periphery,  which  are  so  pitched  out  tnat  they 
enter  into  the  recesses  of  flat  link  or  pitch  chains,  and  either  carry  the 
chain  along  as  they  revolve  or  are  themselves  carried  round  by  the 
moving  chain.  This  is  a  method  for  the  conveyance  of  motive  power 
which  has  come  largely  into  use  of  late  years  where  power  has  to  be 
transmitted  to  a  moderate  distance.  The  chain  is  composed  of  flat  links 
whose  sides  are  formed  of  plates  of  wrought  iron  or  steel,  riveted  to- 
gether, the  centres  of  the  finks  coinciding  in  distance  apart  with  the 
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centres  of  the  projections  upon  the  sprocket  wheels,  but  the  projections 
themselves  fall  into  clear  interspaces  midway  between  the  centres  of 
the  pins  which  unite  the  links. 

Spruce  {Abies  excelsa). — A  kind  of  deal  imported  from  Norway  and  Sweden. 
See  Pine  Wood.  It  is  used  for  packing  cases  and  the  rougher  class  of 
work  generally. 

Sprue. — A  channel  or  channels  running  from  an  ingate  to  a  foundry 
mould.    Also  the  small  runners  which  are  knocked  off  after  casting. 

Spun  Yarn. — A  loosely  spun  soft  and  flexible  hempen  rope.  It  is  used  in 
slinging  bodies  of  light  weight,  for  which  its  flexibility  and  the  ease 
with  which  it  is  manipulated  render  it  very  useful.  It  is  also  used  for 
making  steam  joints,  and  for  serving  (q.v.). 

Spur  Gearing. — Gearing  composed  of  combinations  of  spur  wheels  (q.v.)* 

Spur  Wheel. — A  toothed  wheel  whose  teeth  are  on  the  outer  diameter,  and 
at  right  angles  with  the  wheel  face. 

Square. — (1)  A  rectangle  (q.v.)  having  four  equal  sides  whose  angles  are 
right  angles.  (2)  A  tool  used  for  checking  the  accuracy  of  ends  and 
edges  of  timber  or  metal.  See  Set  Square,  Try  Square.  (3)  The  square 
of  a  number  is  the  product  of  the  number  multiplied  by  itself. 

Square-bar  Iron. — Malleable  iron  of  rectangular  form,  rolled  to  various 
sections  in  rolls,  and  used  in  smiths'  and  platers'  work  generally. 

Square-body  Valve. — A  pump-valve  whose  casing  is  of  rectangular 
shape. 

Square  Centre. — A  lathe  oentre  placed  in  the  poppet  mandrel,  having  its 
end  pyramidal  instead  of  conical  in  form.  It  is  used  for  cutting  in  the 
centres  of  work  revolving  in  the  lathe,  the  work  being  pressed  against 
the  sharp  edges  of  the  oentre. 

Square-corner  Smoothers. — Moulders'  tools  having  two  faces  at  right 
angles  with  each  other  taken  in  cross  section,  and  a  thumb  bit  for  the 
finger  and  thumb  in  the  internal  angle.  Used  for  sleeking  the  angular 
portions  of  moulds.  Both  faces  may  be  straight,  longitudinally,  or  one 
may  be  curved  in  outline,  the  other  being  straight. 

Squared. — "Work  is  said  to  be  squared  when  the  faces  referred  to  are 
brought  to  the  exact  angle  of  90°  with  each  other. 

Square-edged  Angles. — See  Angle  Iron. 

Square  File. — A  file  square  in  cross  section,  commonly  tapered  in  length, 
sometimes  cut  on  all  four  sides,  sometimes  having  one  safe  edge. 
Used  for  oottarways  and  keyways,  and  for  rectangular  holes  generally. 

Square-hole  Chuck. — A  lathe  chuck  roughly  similar  to  a  cup  chuck,  but 
having  a  square  tapered  hole  instead,  in  its  front  end.  It  is  made  in 
wood  or  in  metal,  and  used  for  chucking  rough  pieces  of  wood  or  metal. 

Square  Inch. — See  Inch. 

Square  Joint. — The  joint  plates  of  a  rule  which  pass  straight  across  the 
wood  instead  of  being  arched  out.    See  Arch  Joint. 

Square-nose  Tool. — An  iron  turner's  finishing  tool.  So  called  because  its 
cutting  edge  stands  at  right  angles  with  the  edges  of  the  shank,  and  is 
a  straight  line ;  differing  in  this  from  the  round-nose  tool,  which  it 
resembles  in  other  respeots. 

Square  Packing. — Gasket  (q.v.)  made  into  a  square  sectional  form.  Used 
for  water  joints. 

Square  Soot. — The  square  root  of  a  number  is  the  number  which,  if  mul- 
tiplied by  itself,  would  have  the  square  (q.v.)  for  its  product. 

Square-threaded  Screw. — A  screw  the  section  of  whose  threads  is  rect- 

•   angular  in  form.    Its  pitch  is  about  twice  that  of  a  triangular  thread. 
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and  its  depth  H  of  the  pitch.  Square-threaded  acrewB  are  used  where 
accurate  movement  and  good  wearing  surface  are  required,  as  in  lathes 
and  in  engineers'  machines  generally.  Often  the  points  and  roots  are 
rounded  and  hollowed  to  a  slight  amount.  Sometimes  also  the  flanks, 
instead  of  being  exactly  square,  slope  at  a  slight  angle. 

Square  Tile. — A  draughtsman's  rectangular  palette,  haying  three  or  four 
slopes  or  divisions  for  holding  colour. 

Square  Trowel. — A  moulder's  trowel  whose  outline  is  rectangular. 

Square  Way. — The  water  passage  through  the  body  of  an  ordinary  cook 
is  called  a  square  or  "  common  "  way,  to  distinguish  it  from  full-water 
way  (q.v.). 

Squaring  Up. — The  process  of  bringing  the  faces  of  work  into  a  squared 
(q.v.)  position  witu  reference  to  one  another,  with  planes,  files,  or 
machine  cutters ;  or  the  setting  of  faces  already  squared,  perpendicular 
in  relation  to  some  other  section  of  the  work  to  which  they  belong,  or 
to  the  face  of  a  surf  ace  plate  or  marking-oil  table  or  bench,  in  readiness 
for  the  scribing  off  of  lines  and  distances. 

Squeezer. — (1)  A  machine  used  for  the  purpose  of  reducing  a  ball  of 
puddled  iron  to  a  solid  homogeneous  mass,  by  the  expulsion  of  the  slag 
and  cinder  preparatory  to  rolling  it  into  bars.  The  steam  hammer  (q.v.) 
is  often  used  in  preference  to  the  squeezer.  Squeezers  are  reciprocal,  or 
rotational.  See  Alligator  Squeezer,  Botary  Squeezer.  (2)  Straightening 
Machines  (q.v.j  are  also  called  squeezers,  or  squeezing  machines. 

Squeezing  Machine. — Any  machine  by  which  bars  or  rails  are  bent  or 
straightened.  There  are  several  forms,  but  the  essential  principle  of 
their  construction  is  that  of  a  ram  or  presser  actuated  by  a  screw  driven 
by  a  large  hand  wheel,  or  by  a  cam  movement  driven  by  power  and 
pressing  against  the  bar,  wnose  pressure  is  taken  by  two  points  of 
support  behind  it.  Squeezing-  machines  form  a  portion  of  the  equip- 
ment of  all  boiler  shops  and  oi  most  smithies. 

Stable  Equilibrium. — This  results  when  the  centre  of  gravity  of  a  body 
which  is  in  actual  equilibrium  lies  in  its  lowest  position. 

Stack. — A  ohimney,  though  usually  applied  to  a  structure  built  of 
masonry.  The  chimney  of  an  engine  boiler  is  made  long  in  stationary 
engines  for  the  production  of  draught,  its  shortness  in  locomotives  and 
portables  being  compensated  for  by  the  utilisation  of  the  action  of  the 
blast. 

Stacking  Crane. — A  fixed  or  portable  crane  used  for  stacking  piles  of 
goods  or  material  at  wharves  or  in  quarries,  and  at  sheds  and  sidings 
of  railway  stations. 

Stake. — (1)  A  long  tapering  spike  or  bar  of  rectangular  section,  of  wood 
or  iron,  used  in  foundry  work.  When  a  pattern  is  bedded  in  (See 
Bedding  In)  and  covered  with  a  top  part  (q.v.)  only,  the  latter  is 
guided  into  its  proper  position  by  several  stakes  driven  into  the  sand 
of  the  foundry  floor  in  immediate  proximity  to  the  lugs  which  project 
from  the  aides  of  the  box.  Being  set  for  ramming,  and  reset  after 
lifting,  cleaning  and  coring,  by  means  of  the  same  stakes,  the  joints 
in  the  mould  will  correspond.  (2)  Small  anvils  having-  faces  variously 
shaped  and  used  by  ooppersmiths  for  bending  and  raising  (q.v.)  work 
are  also  called  stakes. 

Staking  On. — A  term  sometimes  applied  to  the  rough  method  of  fitting  or 
hanging  (q.v.)  of  wheels  on  shafts  by  the  aid  of  keys  alone  without 
boring  or  other  fitting.  The  eye  of  the  wheel  is  in  such  cases  larger 
than  the  abaft  itself,  and  several  keyways  are  out  in  the  eye,  the 
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number  of  leys  employed  supplying  the  means  of  adjustment.  It  is 
common  in  millwrights'  work. 

Stamp. — A  die  for  the  moulding  of  sheet  metal  into  desired  form  by  means 
of  screw  or  hydraulic  pressure.  Boiler  crowns  and  repetition  flanged 
work  is  done  with  stamps  or  dies.    So  also  is  much  smith's  work. 

Stamping,  or  Pressing.— (l)  The  production  of  forged  work  by  means  of 
dies  pressed  together  either  under  the  hammer  or  under  the  hydraulic 
forging  press.  (2)  The  term  is  also  applied  to  one  of  the  processes  in 
the  preparation  ox  tin  ores.  Tin  ores  are  stamped  in  a  stamp  chest,  and 
being  reduced  to  powder  are  carried  away  by  a  stream  ox  water  into 
reservoirs  where  the  heavier  ore  settles  down  byits  greater  sp.  gr.,  the 
sand,  &c,  being  carried  on  by  the  stream.  The  deposits  of  ore  are 
termed  slimes  (q.v.). 

Stamps. — Letters  ana  figures  cut  in  relief  on  the  ends  of  short  lengths  of 
steel  rod,  and  used  for  stamping  initials  and  words  upon  patterns  and 
machine  parts,  in  the  former  case  with  a  view  to  ready  recognition,  in 
the  latter  to  indicate  the  contiguous  parts  in  order  to  facilitate  final 
re-erection. 

Stanchion. — A  light  column  of  cast  or  wrought  iron  used  for  the  support 
of  a  floor,  or  to  carry  hand  railing  and  other  similar  light  purposes. 

Standard. — (1)  A  vertical  support  used  for  machinery,  being  usually  a 
stout  cast-iron  structure  fitted  with. bearings,  feet,  and  strengthening 
ribs  or  fillets.  Lathes,  engines,  pumps  are  built  on  or  bolted  to  stan- 
dards or  upright  frames.  (2)  Anything  of  fixed  and  exact  dimensions 
which  is  used  as  a  test  or  basis  of  final  reference  and  appeal  in  a  work- 
shop. Standard  rules,  gauges,  taps,  &c,  are  thus  preserved  in  work- 
shops. (3)  A  wholesale  unit  of  measurement  for  timber.  A  standard 
of  pine  timber  is  equal  to  720  ft.  of  11  in.  X  3  in.  cross  section.  Also 
the  standard  sizes  of  deals,  as  St.  Petersburg,  Quebec,  &o. 

Standard  Bod,  or  Measuring  Bod. — A  rod  of  well-seasoned  yellow  pine 
used  as  a  basis  and  reference  for  accurate  measurement  in  a  workshop. 
Such  rods  are  usually  made  from  5  to  10  ft.  lonjr,  the  section  of  the 
wood  being  about  2  in.  X  2  in.  Each  12 -in.  division  is  marked  on  a 
brass  inlaid  plate.  The  end  foot  is  wholly  marked  on  brass,  accurately 
divided  out  into  fractional  parts  as  required.  A  standard  rod  is  either 
precisely  the  length,  if  required  for  butt  measurement  (q.v.),  in  which 
case  its  ends  are  protected  with  steel  or  brass.  Or  the  length  of  the 
rod  is  in  excess,  and  the  requisite  length  is  marked  on  brass  plates  let 
in,  from  which  measurement  is  taken  with  trammels.  Standard  rods 
are  made  with  metre  divisions  also. 

Standard  Bule. — A  rule  containing  the  divisions  into  ordinary  inches  and 
parts.    Used  to  distinguish  it  from  the  contraction  rule  (q.v.). 

Standing  Vice.— See  Tail  Vice. 

Stand  Pipe.— (1)  A  safety  valve  seating  (q.v.).  (2)  The  pipe  which  is 
screwed  on  the  top  of  a  hydrant. 

Staple,  or  Dog. — A  tool  used  for  clamping  timber  joints  temporarily  to- 
gether while  being  glued  or  otherwise  fastened.  Its  form  is  that  of 
three  sides  of  a  rectangle,  the  free  ends  being  pointed.  It  is  made  of 
wrought  iron  or  steel  rod. 

Staple  vice. — The  ordinary  form  of  upright  or  tail  vice,  which  is  stapled 
to  a  bench  and  whose  leg  is  stepped  into  a  block  on  the  floor. 

Starting  Cylinder. — The  cylinder  of  a  starting  engine  (q.v.). 

Starting  Engine. — The  small  engine  used  for  starting  large  marine 
engines. 
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Starting  Gear. — Any  arrangement  used  for  starting  engine**  or  machines. 
It  consists  variously  of  starting  valves  and  levers  or  wheels,  barring 
engines,  link  motions,  striking  gears,  fast  and  loose  pulleys,  &c,  noted 
under  their  headings. 

Starting  Lever. — The  lever  attached  to  a  starting  valve  (q.v.)  when  the 
latter  is  of  the  sliding  type. 

Starting  of  Machines. — The  strains  put  upon  machines  by  abrupt  starting 
are  frequently  so  great  as  to  become  a  source  of  injury  to  them. 
Sudden  starting  is  quite  analogous  to  the  sudden  stopping  of  a  mass  in 
rapid 'motion,  and  produces  jars,  jerks,  slipping  of  belts,  and  surging 
of  parts.  A  machine  therefore,  especially  when  of  a  heavy  character, 
should  be  allowed  time  to  gain  momentum  by  having  its  starting  gear 
put  slowly  and  easily  into  motion. 

Starting  Valve. — The  valve  employed  for  admitting  steam  from  the  boiler 
or  pipes  connected  therewith,  into  the  cylinder  or  cylinders  of  a  Bteam 
engine.  The  valve  may  be  of  the  sliding  disc  type  moved  by  a  lever, 
or  a  lift  or  puppet  globe  valve  lifted  by  a  screw,  or  a  plug  valve  turned 
with  a  wheel. 

Starts. — Those  portions  of  the  buckets  (q.v.)  of  a  water  wheel  which 
come  next  the  sole  boards  and  start  therefrom. 

Star  Wheel. — A  small  wheel  furnished  with  large  projecting  radial  teeth, 
and  attached  to  the  end  of  a  feed  screw.  A  paul  engages  witbrthe  star 
wheel  once  during  each  revolution,  and  so  feeds  the  screw  round  to  a 
definite  amount  at  each  passing  of  the  paul. 

Star-wheel  Motion. — A  feed  motion  employed  for  surfacing  in  lathes 
and  boring  machines,  through  the  agency  of  a  star  wheel  (q.v.)  and 
suitable  adjuncts.  The  cutting  tool  is  carried  in  a  slide  moving  in  a 
plate  and  actuated  by  the  feed  screw  attached  to  the  star  wheel.  The 
star  wheel  is  moved  one  tooth  at  each  revolution  of  the  boring  bar  by 
which  it  is  carried,  through  the  medium  of  a  pin  attached  to  any  con- 
venient  position  on  the  bed,  or  rest,  or  head  of  the  machine.  When 
the  star  wheel  is  turned  through  the  arc  represented  by  the  passing  of 
a  tooth,  the  screw  being  also  carried  with  it,  the  slide  in  which  the 
latter  moves,  and  the  cutting  tool  also  which  is  fixed  in  the  slide,  must 
move  to  the  precise  amount  which  is  regulated  by  the  pitch  of  the 
wheel  teeth,  and  by  that  of  the  screw  thread. 

Statical  Fatigue. — The  fatigue  of  materials  (q.v.),  which  results  either 
from  a  purely  dead  load  (q.v.)  or  from  a  variable  load  (q.v.). 

Statical  Load.— A  dead  load  (q.v.). 

Statical  Moments. — The  moments  of  forces  which  produce  stresses  with- 
out causing  actual  motion. 

Statics. — The  study  of  those  forces  which  act  upon  structures  without 
producing  sensible  motion,  but  which  induce  strains  (q.v.)  and  stresses 
(q.v.)  instead. 

Stationary  Engine. — An  engine  fixed  on  foundations.  The  reverse  of  a 
portable  engine  (q.v.]. 

Stationary  Hand-wheel  Feed. — A  term  applied  to  the  feed  of  those  drill- 
ing machines  in  which  the  feed  screw  is  elevated  and  depressed  by  the 
revolution  of  a  hand  wheel,  which  is  turned  in  a  fixed  horizontal  plane. 
The  interior  of  the  hand  wheel  boss  is  out  to  take  the  screw  thread, 
and  so  forms  its  nut.  The  wheel  is  prevented  from  rising  and  falling 
by  a  turned  collar  embracing  its  boss. 

Stationary  Link. — A  slot  link  (q.v.)  which  is  not  lifted  or  lowered  for  the 
purpose  of  reversing,  but  in  which  the  pin  or  die  block  alone  is  moved. 
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The  link  in  this  case  is  curved  in  a  direction  away  from  the  cranlt 
shaft. 

Staunch. — Riveted  joints  are  rendered  staunch  or  water-tight  by  caulking 
with  a  drift  (q.v.).  Plates  bolted  together  are  rendered  staunch  by 
caulking  with  iron  borings  and  sal-ammoniac. 

Stave. — The  projecting  end  or  porter  by  which  a  crank  shaft  is  held 
during  the  process  01  its  building  up  and  forging.  It  is  out  off  when 
the  forging  is  complete. 

Stay. — (1)  A  bar  which  stays  or  steadies  a  structure.  (2)  A  boiler  stay 
(q.v.).    (3)  Also  applied  to  the  bars  of  moulding  boxes.    See  Bar. 

Stay  Bars. — Bars  which  stiffen  the  roofs  of  the  inside  fire  boxes  of  loco- 
motives. They  rest  edgeways  at  intervals  across  the  roof,  touching 
however,  only  through  the  intervention  of  washers  at  the  two  sections 
through  which  the  bolts  pass,  in  order  to  permit  of  the  circulation  of 
the  water  underneath  them.    See  Girder  Stays. 

Stay  Bolt. — Any  bolt  which  stays  or  stiffens  an  otherwise  intrinsically 
weak  plate.  The  end  flat  plates  of  the  fire  boxes  of  locomotives  are 
furnished  with  stay  bolts  connecting  the  two  outer  and  inner  shells.  See 
also  Boiler  Stays.  The  plates  of  built-up  cast-iron  water  tanks  are 
held  against  the  outward  pressure  of  the  water  by  stay  bolts  reaching 
from  side  to  side.  Side  frames  of  pumps,  crab  winches,  &c,  are  also 
connected  with  stay  bolts. 

Stayed  Link  Chain.— See  Studded  Chain. 

Staying. — The  affording  of  support  to  structures  inherently  weak,  by 
means  of  stays  of  various  kinds,  as  most  suitable  to  the  forms  of  the 
structures,  and  the  pressures  or  strains  to  which  they  are  subjected. 
Plates  are  stayed  with  ribs,  chains  are  stayed  with  studs,  boilers  with 
various  stays,  tanks  with  tie  rods,  gantries  and  roofs  with  trusses ;  the 
arched,  dished,  and  other  forms  given  to  many  structures  are  with  a 
view  to  proper  staying. 

Stay  Tap. — A  specially  long  tap,  being  from  15  to  20  in.  in  length,  though 
sometimes  reaching  to  2  or  3  ft.  used  for  screwing  the  holes  which 
receive  the  stay  rods  in  the  ends  of  locomotive  and  marine  boilers.  Its 
lower  end  is  not  screwed,  but  turned  smooth,  in  order  to  maintain  the 
tap  truly  concentric  with  the  holes  in  both  inner  and  outer  shells. 

Stay  Tubes. — The  smoke  tubes  of  boilers,  which  are  also  made  to  stay 
the  boiler  ends  by  being  screwed  for  the  reception  of  back  nuts  within 
and  without  the  end  plates. 

Steady. — A  piece  of  mechanism  used  by  wood  and  iron  turners  for  the 
purpose  of  preventing  the  wobbling  of  long  cylindrical  pieces  of  work 
which  are  being  revolved  in  the  lathe.  A  portion  of  the  cylindrical 
piece  is  turned  first  of  all  and  enclosed  in  adjustable  bearings  in  the 
steady,  after  which  the  remaining  portion  is  turned  with  ease.  The 
steady  is  fixed  to  the  lathe  bed  by  wedges  or  screws,  or  else  travelled 
with  the  rest.  Wood  turners  use  a  steady  of  wood,  those  of  iron  turners 
are  constructed  of  iron.  Long  light  shafts  are  also  steadied  by  a  cylin- 
drical body  or  ring  encircling  them,  set  with  screws  and  running  in  the 
bearings  of  a  vertical  steady,  the  latter  being  often  simply  a  bit  of 
square  iron  bar  bent  to  the  outline  of  an  inverted  vee  over  tiie  turned 
portion  of  the  cylinder,  and  clamped  to  an  angle  plate  bolted  down  to 
the  lathe  bed.  That  form  of  steady  which  is  bolted  to  the  saddle  of  a 
slide  rest  is  also  called  a  following  rest,  or  following  steady,  or  back 
steady  rest  (q.v.),  because  it  follows  after  or  travels  along  with  the 
work  over  the  newly  turned  portions. 
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Steadying  Boiler. — A  small  roller  employed  in  planing  machines  for  wood, 
its  function  being  to  press  the  plank  or  board  firmly  down  upon  the  table. 
Its  position  is  immediately  in  front  of  the  revolving  cutter  block. 

Steady  Load. — See  Bead  Load. 

Steady  Pins. — (1)  The  guide  or  set  pins  in  the  lugs  of  a  moulding  box 
by  which  the  box  parts  are  made  to  coincide.  Dowels  are  sometimes 
termed  steady  pins.  (2)  A  stud,  pin,  or  short  sunk  feather,  employed 
for  the  purpose  of  preventing  a  wheel  or  pulley  from  turning  round 
upon  its  spindle,  is  also  called  a  steady  pin.  The  pin  is  made  to  fit  a 
corresponding  recess  in  the  wheel  or  pulley. 

Steam. — "Water  in  the  vaporous,  or  in  the  gaseous  condition.  Vapour  of 
water  is  given  off  at  all  temperatures,  provided  the  vapour  already 
existing  in  the  atmosphere  is  not  of  the  same  density.  The  difference 
between  vaporous  and  gaseous  steam  is,  that  in  the  former  the  particles 
of  water  are  in  a  state  of  mechanical  suspension,  and  therefore  visible, 
while  the  latter  is  in  the  condition  of  a  true  gas,  or  invisible,  and  its 
pressure  and  volume  are  strictly  in  inverse  relation  to  each  other.  (See 
Boyle  and  Harriott,  Law  of.)  Saturated  steam  is  also  invisible,  though 
not  absolutely  in  the  true  gaseous  condition.  It  is  usual  to  designate 
that  as  steam  only,  which  is  evaporated  from  the  surface  of  water,  at 
and  above  the  boiling  point  (q.v.).  Steam  owes  its  value  as  a  motive 
agency  to  its  elastic  force  (q-v»)  and  as  a  drying  or  heating  agent 
to  its  latent  heat  (q.v.).  The  pressure  and  density  of  steam  alike 
rise  with  the  temperature,  and  conversely  the  temperature  rises  with 
the  pressure  and  density.  But  there  is  only  one  pressure  and  density 
for  any  given  temperature ;  hence  steam,  generated  in  contact  with 
water  in  a  dosed  vessel,  is  at  its  maximum  density  and  pressure 
corresponding  with  that  temperature,  and  is  then  at  its  point  of 
saturation.  See  Saturated  Steam.  If,  however,  the  steam  so  gene- 
rated be  made  to  receive  increments  of  heat  in  a  separate  vessel  away 
from  contact  with  water,  it  becomes  superheated  (see  Superheated 
Steam),  and  approaches  then  to  the  condition  of  a  perfect  gas.  A  cubic 
inch  of  water  vaporised  at  the  boiling  point  corresponding  with  the 
ordinary  atmospheric  pressure  is  expanded  1,642  times.  Steam  of  any 
pressure  is  capable  of  expansion  on  a  reduction  of  pressure  by  virtue  of 
its  elastic  force,  and  hence  its  value  in  the  economy  of  engines  worked 
expansively.  See  Compound  Engine,  Absolute  Pressure,  High,  and 
Low  Pressure  Steam. 

Steam  Boiler.— See  Boiler. 

Steam  Brake. — A  railway  brake  in  which  the  pressure  of  steam  is  made 
to  actuate  the  brake  mechanism.  Such  a  brake  is  suitable  for  engines 
and  tenders,  but  not  for  trains,  owing  to  the  condensation  of  the  steam. 

Steam  Capstan. — A  capstan  (q.v.)  worked  by  steam  power,  actuating  a 
small  independent  pair  of  engines,  instead  of  by  hand. 

Steam  Case. — An  old  term  for  steam  jacket  (q.v.). 

Steam  Chamber. — Afty  reservoir  or  store  for  steam,  as  the  steam  room 
(q.v.)  a  superheating  chamber,  or  steam  dome  (q.v.). 

Steam  Chest. — (1)  The  rectangular  case  or  box  attached  to  the  side  of  an 
engine  cylinder,  and  enclosing  the  slide  valve  (q.v.)  together  with  a 
portion  of  the  valve  rod.  Strips  cast  upon  its  edges  afford  guidance  to 
the  edges  of  the  valve;  and  in  large  engines  a  facing  or  ring  cast  within 
its  back  face  maintains  the  valve  in  equilibrium.  See  Equilibrium 
Valve.  Steam  chests  are  almost  invariably  oast  separately  from  their 
cylinders  and  bolted  thereto,  for  convenience  of  fitting  up.    In  the 
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larger  chests  the  back  is  also  made  distinct  as  a  separate  cover,  and 
bolted  to  a  flange  on  the  actual  chest,  for  convenience  of  examination  of 
the  valve.  (2)  Also  applied  to  the  steam  domes  of  locomotive  and 
marine  engines,  the  object  of  which  is  to  dry  and  superheat  the  steam 
away  from  immediate  contact  with  the  water. 

Steam  Coal. — Goal  used  in  the  furnaces  of  steam  boilers.  The  anthraoitio 
coals  (q.v.)  are  the  best  steam  coals ;  being  free  burning,  non-caking, 
almost  smokeless,  and  producing  comparatively  little  ash,  they  are 
much  used  for  sea-going  vessels.  But  the  semi-bituminous  ooals  (See 
Bituminous  Goal)  are  those  chiefly  used  as  steam  coals.  They  are  rich 
in  hydrocarbons,  burn  freely,  and  emit  much  smoke,  but  there  is  much 
variation  in  their  composition  and  qualities. 

Steam  Cook. — (1)  The  upper  of  the  two  try  cocks  (q.v.)  of  a  steam  boiler, 
which  when  open  should  always  pass  steam,  never  water,  since  that 
would  show  too  contracted  steam  room.  (2)  Generally,  any  cook  by 
which  admission  of  steam  is  regulated. 

Steam  Coil. — A  coil  of  pipes  through  which  steam  is  circulated  for  heating 
purposes. 

Steam  Corner. — The  left-hand  corner  of  an  indicator  diagram,  or  the 
corner  which  unites  the  exhaust  with  the  lead  line.  It  is  not  properly 
a  corner,  but  becomes  a  small  radius. 

Steam  Crane. — A  crane  to  which  the  motive  power  is  supplied  bv  a  steam 
engine,  or  a  pair  of  engines  forming  a  portion  of  the  crane,  to  distinguish 
it  from  a  crane  worked  by  hand  power  only.  Steam  is  applied  to  both 
fixed  and  portable  cranes.  The  engines  are  usually  of  the  vertical  type, 
and  attached  to  the  side  frames.    See  also  Horizontal  Crane. 

Steam  Cylinder. — The  cylinder  (q.v.)  of  a  steam  engine  (q.v.). 

Steam  Dome. — The  dome-shaped  structure  upon  a  locomotive  boiler  whence 
the  supply  steam  is  taken  for  the  cylinders.  The  steam  is  partially 
superheated  and  is  therefore  hotter  and  drier  there  than  it  is  elsewhere, 


hence  the  tendency  to  priming  (q.v.)  in  the  boiler  is  diminished. 

~  . — A  small  pump  used  for  supplying  steam  boilers 

with  feed  water.    The  piston  rod  of  the  steam  cylinder  and  the  ram  of 


Steam  Donkey  Pump. 


the  pump  are  in  line,  and  the  connecting  rod  is  usually  of  the  bow  or 

*  triangular  form.    See  Bow  Connecting  Bod.    A  fly  wheel  carries  over 

-  the  dead  centres  (q.vO>  The  pump  and  cylinder  are  attached  to  a  base 
plate  which  is  bolted  to  the  steam  boiler  or  other  convenient  support. 
There  are  numerous  modifications  of  this  form  of  pump. 

Steam  Edges. — The  outer  edges  of  a  slide  valve  by  which  the  entering 
steam  is  out  oft. 

Steam  Engine. — A  prime  mover  which  is  actuated  bv  the  elastic  force  of 
steam  urging  a  piston  in  a  dosed  cylindrical  vessel.  See  details  under 
their  headings; 

Steam  Engine  Indicator. — See  Indicator. 

Steam  Gauge. — See  Pressure  Gauge. 

Steam  Hammer. — A  hammer  moving  vertically  in  guides  and  lifted  by  the 
force  of  steam,  actuating  the  piston  of  an  engine  cylinder  placed  over- 
head on  an  A  framing.  The  tup  or  moving  mass  and  the  hammer 
attached  to  the  same,  are  in  some  nammers  allowed  to  descend  by  the 
force  due  to  gravity  alone,  in  others  the  steam  is  introduced  above  the 
piston  also  to  accelerate  their  descent.  The  valves  for  the  admission 
and  cut  off  of  steam  are  under  the  control  of  a  lever  held  by  the  atten- 
dant. The  vibration  of  the  blows  is  received  by  a  massive  anvil  block 
(q.v.)  embedded  in  the  foundations.    The  weight  of  a  steam  hammer  is 
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expressed  by  the  weight  of  the  piston  rod  and  hammer-head  or  tap.  la 
a  five-ton  hammer,  for  example,  fire  tons  would  be  the  total  weight  of 
theseparts. 

Steam  Hammer  Framing. — A  term  applied  to  the  framing  of  ordinary 
inverted  cylinder  marine  engines,  on  account  of  its  resemblance  to  that 
of  ttie  steam  hammer. 

Steam  Hammer  Type. — A  term  applied  to  inverted  cylinder  marine  en- 
gines.   See  Steam  Hammer  Framing. 

Steaming. — The  firing  and  getting  up  or  generating  of  steam  in  an 
engine  boiler,  in  preparation  for  testing  or  working. 

Steam  Jacket. — An  open  casing-  or  envelope  formed  around  a  steam 
cylinder  for  the  purpose  of  maintaining  the  temperature  of  the  cylinder 
as  high  as  that  of  the  entering  steam.  It  is  formed  by  fitting  an  iron 
bush  or  lining  ring  within  the  bore  of  the  main  casting,  which  contains 
the  casing,  the  piston  moving  within  the  bush.  The  liner,  as  it  is 
commonly  called,  fits  only  for  a  short  distance  in  from  the  ends, 
the  steam  space  being-  formed  by  the  intermediate  recessed  portion. 
When  the  variations  in  the  temperature  of  the  entering  and  exhaust 
steam  are  not  excessive,  the  steam  jacket  is  productive  of  economical 
working  as  preventing  initial,  or  subsequent  condensation  and  re- 
evaporation. 

Steam  Jet. — (1)  A  jet  or  blast  of  steam  introduced  either  into  the  ash- 
pit or  into  the  body  of  the  fuel  in  a  gas  producer,  to  effect  an  economy 
of  fuel  and  an  increase  in  the  volume  of  the  gas  produced.  This  it 
effects  by  becoming  decomposed  in  contact  with  the  heated  fuel,  the 
liberated  oxygen  then  combining  with  the  carbon  to  form  GO,  and  t^e 
hydrogen  mingling  with  the  producer  gas.  (2)  Also  the  jet  of  steam 
sent  into  the  chimney  of  a  locomotive  or  portable  engine  boiler  through 
the  blast  pipe  (q. v. J  for  the  purpose  of  increasing  the  draught. 

Steam  Joints.— The  joints  made  between  the  various  flanges  of  steam 
pipes  and  steam  connections,  as  cylinder  covers,  steam  chests,  stuffing 
boxes,  &o.  Yarn,  copper  wire,  india-rubber,  lead,  millboard,  and 
other  substances  are  used  in  the  making  of  steam  joints. 

Steam  Lap. — The  extension  of  the  faces  of  a  slide  valve  beyond  the  precise 
length  which  is  necessary  to  cut  off  live  steam  exactly  at  the  termina- 
tion of  the  stroke  of  the  piston.  See  Lap.  Used  in  contradistmotion 
to  Exhaust  Lap  (q.v.). 

Steam  lift. — A  lift  (q.v.)  actuated  by  a  small  steam  engine. 

Steam  Line. — The  upper  straight  or  approximately  straight  portion  of 
an  indicator  diagram,  which  records  the  mode  of  entrance  of  the 
steam  into  an  engine  cylinder. 

Steam  Lubrication. — Engine  pistons  and  the  bores  of  cylinders  require 
lubrication  to  prevent  abrasion  of  the  working  surfaces.  Saturated 
steam  (q.v.)  is  m  some  degree  its  own  lubricant,  owing  to  the  presence 
of  moisture  held  in  suspension,  but  superheated  steam  (q.v.)  owing  to 
-  the  absence  of  water,  abrades  and  scores  the  surfaces  of  cylinders, 
pistons,  valves,  and  valve  faces  very  rapidly.  But  all  steam  requires 
some  lubrication,  henoe  it  is  the  custom  to  feed  a  constant  supply  of 
cylinder  oil  in  with  the  steam,  through  the  steam  chest  or  cylinder ;  this 
being  diffused  among  the  steam,  and  coming  in  contact  with  the  wear- 
ing surfaces,  prevents  the  injury  due  to  friction. 

Steam  Lubricator. — A  displacement  lubricator  (q.v.).  A  certain  amount 
of  steam  being  allowed  to  flow  into  the  closed  lubricator,  containing 
oil,  is  condensed  and  floats  the  oil  to  the  surface,  whence  it  passes  down 
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through  an  overflow  pipe  to  the  parts  requiring  lubrication.  See 
Impermeator. 

Steam  Noule. — The  discharging  opening  of  a  steam  blast  pipe,  narrowed 
to  increase  the  force  of  the  jet.  Applied  to  the  blast  pipes  of  steam 
engines,  and  to  the  pipes  by  which  steam  is  discharged  into  chimneys 
and  furnaces,  to  increase  the  rate  of  combustion. 

Steam  Passages. — The  steam  and  exhaust  ports  of  an  engine  cylinder 
through  which  the  steam  obtains  ingress  and  egress.  They  should 
bear  a  constant  proportion  to  the  size  of  the  cylinder  and  the  rate  of 
travel  of  the  piston,  together  with  ample  allowance  for  loss  by  friction 
due  to  bondings  in  the  pipes,  their  size  being  such  that  there  should 
not  be  any  material  difference  in  the  pressure  of  steam  in  the  cylinder 
and  in  the  passages.    An  excess  of  size  should  always  be  given  them. 

Steam  Pipes. — The  pipes  which  form  the  connections  between  a  steam 
boiler  and  an  engine,  or,  generally,  any  pipes  through  which  steam 
circulates  for  heating  or  other  purposes.  Steam  pipes  are  made  of  cast 
iron,  wrought  iron,  or  copper.  Cast-iron  pipes  are  used  for  some  large' 
stationary  engines  and  for  heating  apparatus,  but  their  use  necessi- 
tates the  introduction  of  expansion  joints.  See  Expansion  Joint.  Pipes 
of  wrought  iron  are  used  for  small  engines,  and  when  no  very  great 
length  is  required  there  is  no  necessity  for  the  introduction  of  expan- 
sion joints.  Copper  pipes  are  used  for  marine  and  locomotive  engines 
and  for  the  best  engines  in  other  classes,  and  being  usually  subject  to 
several  bondings,  expansion  takes  place  without  damage  to  the  pipes  or 
to  their  joints. 

Steam  Ports. — The  passages  through  which  the  steam  gains  ingress  to  an 
engine  cylinder.  They  enter  the  side  of  the  cylinder  close  to  the  end. 
In  small  engines  they  take  a  curved  course  to  the  valve  face  at  the 
centre  of  the  cylinder ;  in  large  engines  and  in  engines  of  the  Corliss 
type  they  pass  out  direct. 

Steam  Pressure. — The  pressure  of  steam  is  equivalent  to  its  elastic  force, 
and  in  the  superheated  state  is  in  an  inverse  ratio  to  its  volume.  The 
temperature  increases  more  rapidly  than  the  pressure,  hence  the 
economy  of  using  steam  at  high  pressures.  See  Boiler  Pressure,  Ex- 
pansive Working. 

Steam  Pump. — An  ordinary  force  pump  driven  by  a  steam  engine.  Steam 
pumps  are  usually  direct  acting  (q.v.),  but  are  made  in  a  very  great 
variety1  of  forms. 

Steam  Beversing  Cylinder. — A  small  steam  cylinder  whose  function  is 
the  reversal  of  the  slot  link  on  a  large  marine  engine,  for  ahead  or 
astern  movements.    See  Oil  Cylinder. 

Steam  Boom. — The  area  included  between  the  level  of  high  water  and  the 
crown  of  a  boiler,  and  which  is  occupied  by  the  steam. 

Steam  Thermometer. — A  thermometer  graduated  for  high  pressures  and 
attached  to  a  steam  pipe. 

Steam  Tight. — Flanges,  moving  rods,  pistons,  and  other  jointed  portions 
are  rendered  steam  tight  by  various  modes  of  packing.  See  racking, 
Steam  Joints,  &c. 

Steam  Trap. — A  piece  of  mechanism  automatic  in  its  action,  by  means  of 
which  the  water  of  condensation  which  accumulates  in  steam  pipes  is 
periodically  discharged.  There  are  several  forms,  but  the  commonest 
is  that  in  which  the  water  on  rising  to  a  certain  height  lifts  a  float,  and 
through  its  movement  opens  an  escape  or  relief  valve,  the  float  falling 
again  immediately  that  the  trap  is  emptied. 
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8team  Valve. — A  slide  valve,  or  any  valve  by  means  of  which  steam 
supply  is  regulated,  whether  of  the  sliding  or  lifting  types.  A  start- 
ing valve  (q.v.)  or  a  stop  valve  (q.v.). 

Steam  Whistle. — Essentially  a  keen  edge,  annular  or  otherwise,  against 
which  a  pet  of  steam  is  projected  at  pleasure.  Various  names  are  given 
to  the  different  whistles  according  to  their  shape  and  tone,  as  round 
barrel,  long  barrel,  plug,  hummer,  fog,  octave,  treble,  &o. 

Steam  Winch. — A  winch  (q.v.)  driven  by  steam  power,  the  engines  being 
affixed  to  the  outsides  of  the  side  frames  which  carry  the  gearing.  The 
cylinders  are  usually  placed  at  an  angle  in  order  to  give  as  great  a 
length  of  connecting  rod  as  possible. 

Steel. — A  term  of  wide  application,  embracing  oast,  shear,  Bessemer,  and 
Siemens's  steels,  in  their  various  qualities.  It  is  essentially  a  compound 
of  iron  with  carbon,  upon  whose  proportions  mainly  depend  the  hard- 
ness or  softness  of  the  steel.  The  mildest  steel  differs  little  from 
wrought  iron  in  respect  to  the  amount  of  carbon  present,  while  the 
hardest  contains  somewhat  more.  The  properties  whioh  render  steel 
so  valuable  are  its  great  tensile  strength,  oast  steel  having  a  tenacity  of 
fifty  tons  per  sauare  inch,  and  its  capacity  for  receiving  any  degree  of 
temper  required.    Details  are  furnished  under  speoial  headings. 

Steel  Castings. — These  have  largely  taken  the  place  of  oast  iron  in  late 
years,  for  purposes  where  strength  and  durability  are  required.  Steel 
castings  are  made  both  from  crucible  oast  steel  (q.v.)  and  from  steel 
made  by  the  open  hearth  (q.v)  processes,  the  latter  being  the  more  reoent 
of  adoption,  and  also  the  cheaper.  The  castings  are  made  from  patterns 
as  in  ordinary  moulding,  but  the  sands  are  more  sUicious  and  more  re- 
fractory, consisting  of  mixtures  of  ganister,  and  the  moulds  are  always 
dried.  Steel  castings  require  annealing,  and  are  seldom  so  clean  and 
smooth  as  those  made  in  oast  iron  owing  to  the  high  temperature  at 
which  the  metal  is  poured.  They  are  also  more  subject  to  blow  holes, 
but  are  nevertheless  to  be  preferred  owing  to  their  greater  strength. 

Steel  Pacing. — Refers  to  the  practice  of  covering,  or  facing  the  working 
parts  of  many  percussive  and  cutting  tools,  whose  bodies  are  made  of 
iron,  with  steel,  the  metals  being  made  to  adhere  when  at  a  welding 
heat.  Smiths'  anvils,  tongs,  &c,  hammers  in  general,  plane  irons,  the 
chisels,  axes,  and  a  multitude  of  similar  tools  are  steel  faoed. 

Steeling. — The  facing  of  wrought-iron  work  with  a  thin  layer  of  steel,  in 
order  to  impart  durability,  or  cutting  power  thereto.  See  Steel  Facing. 

Steel  Pulleys. — See  Wrought-iron  Pulleys. 

Steel  Press. — A  hydraulic  press,  used  for  compressing  fluid  steel  into 
ingots. 

Steel  Hopes. — See  Wire  Ropes. 

Steel  Bule. — Engineers'  rules  are  made  of  steel,  usually  being  a  foot  long, 
and  containing  numerous  subdivisions  of  the  inch,  ranging  from  eighths 
to  sixty-fourths  frequently ;  also  English  inches  are  upon  one  side  and 
millimetres  on  the  other.  Sometimes  various  drawing  scales  are  also 
included.  Speoial  rules  are  made  triangular,  and  square  in  cross 
section. 

Steel  Square. — An  ordinary  try  square  (q.v.)  used  by  a  fitter  or  machinist 
These  are  usually  of  small  size,  the  smallest  being  carried  in  the  waist- 
coat pocket,  some  being  no  longer  than  1 J  in.  in  the  length  of  blade. 
Hie  blades  are  narrow  so  that  they  may  pass  through  cottarways  and 
keyways,  and  similar  contracted  spaces.  Often  they  contain  sub- 
divisions of  the  inch  on  the  blade  or  stock. 
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Steel  Tyre.—  See  TJyre. 

Steel  Wire. — This  is  used  in  the  manufacture  of  wire  ropes.  Its  tenacity 
exceeds  that  of  steel  prepared  in  any  other  form  and  is  developed  in 
the  act  of  drawing,  since  subsequent  annealing  weakens  it.  Thus 
steel  wire  unannealed  was  found  to  have  a  tensile  strength  of  54*07 
tons  per  inch,  while  when  annealed  it  gave  33*32  tons  only.  Some 
steel  wires  have  a  tensile  resistance  of  90  tons  per  inch.  See  Wire 
Bopes. 

Steel  Yard,  or  Boman  Balance. — A  lever  in  which  the  action  of  two 
unequal  parallel  forces  ranged  in  positions  inversely  to  their  weights  on 
opposite  sides  of  a  third  force  (the  point  of  support)  is  taken  advantage 
of  as  a  means  of  weighing  objects. 

Steely  Iron. — Cast  iron  which  contains  a  low  percentage  of  carbon. 

Steeple  Engine. — A  form  of  marine  engine  now  become  antiquated,  so 
called  because  the  connecting  rod  passed  up  above  the  deck  and  was 
guided  in  massive  A  standards  rising  to  a  considerable  height. 

Steeples. — Sometimes  applied  to  moulder's  nails. 

Steering. — The  same  as  slewing  (q.v.). 

Steering  Bracket. — A  slewing  bracket  (q.v.). 

Steering  Gear. — Slewing  gear  (q.v.),  or  the  gear  whether  hand  or  steam, 
employed  for  steering  a  ship. 

Stemming. — See  Lead  Joint. 

Stencilling. — The  marking  letters  and  figures  on  drawings,  and  on 
portions  of  wood  and  metal  work  for  identification,  by  means  of  stencil 
plates  (q.v.).  Small-sized  metal  and  pattern  work  is  often  marked  with 
stamps  (q.v.)  in  preference  to  stencilling,  as  being  more  permanent. 

Stencil  Plates. — Metallic  plates  of  copper  or  zino  pierced  with  the  shapes 
of  letters  or  figures,  narrow  bridges  of  metal  only  being  left  to  main- 
tain the  continuity  of  the  plates.  The  ink  or  paint  is  used  thick  and 
rubbed  on  with  a  stumpy  brush,  the  plate  being  held  closely  down  to 
prevent  the  running  in  of  the  colour  beyond  the  edges. 

Step. — (1)  See  Footstep.  (2)  The  distance  from  either  one  of  the  belt 
faces  on  a  speed  pulley  to  the  belt  face  of  its  contiguous  step  measured 
radially.  Hence  twice  the  amount  of  step  will  give  the  exact  difference 
in  the  diameters  of  the  contiguous  speeds.  Also  termed  the  fall,  or  the 
amount  of  fall. 

Step  Bearing. — See  Footstep. 

Step  Gauge. — A  male  gauge  turned  to  several  standard  diameters. 

Stepped  Gearing,  or  Hooked  Gearing. — Gearing  in  which  the  teeth  are 
arranged  as  though  out  into  successive  slices  in  their  breadth,  and  these 
slices  placed  at  a  definite  and  constant  distance  behind  one  another  in 
their  plane  of  rotation.  The  arrangement  is  made  to  obtain  continuous 
bearing  contact  between  wheels  gearing  with  one  another,  and  conse- 
quent steady  motion.  The  principle  has  been  developed  more  fully  in 
helical  gear  (q.v.). 

Stepped  Pulleys. — See  Speed  Pulleys,  Step. 

Stepped  Back.— A  rack  in  which  the  teeth  are  stepped.  See  Stepped 
Gearing.    Used  chiefly  for  the  tables  of  planing  machines. 

Stepping  In. — When  the  lower  end  of  a  shaft  or  spindle  is  turned  or 
formed  into  a  step  or  shouldered  shank  to  fit  into  a  hole  in  a  base 
plate  or  other  support,  it  is  said  to  be  stepped  in,  and  the  process  of 
fitting  is  termed  stepping  in. 

Stepping  Bound. — This  is  often  used  to  signify  the  dividing  round  of  the 
rim  ox  a  toothed  wheel  pattern  into  equal  parts,  according  to  the  number 

a  a 
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of  teeth  required.  It  is  done  with  spring  dividers  by  a  process  of  trial 
and  error. 

Stern  Tube. — The  tube  which  carries  the  bearings  of  a  propeller  shaft. 

Sterro  HetaL — An  alloy  of  copper,  zinc,  and  tin  with  wrought  iron. 

Sticking  of  Valves. — The  sticking  of  safety  valves  is  a  fruitful  cause  of 
boiler  explosions,  and  is  due  to  several  causes.  Too  tight  a  fit  in  the 
first  place,  bending  of  the  spindle,  corrosion,  bad  design,  are  the  chief 
causes  of  sticking. 

StHTeners . — See  Web  Stbffeners. 

Stirrup. — A  strap  or  loop  which  supports  a  rod  or  spindle,  or  any  similar 
object,  in  a  vertical  direction.  The  spindles  of  some  lever  drilling 
Tnfl/»hinA«  are  lifted  by  means  of  stirrups  which  embrace  the  tops  of  the 
spindles. 

Stock. — The  mass  of  hard  melted  caked  coal  which  surrounds  the  hollow 
incandescent  portion  of  a  smith's  fire,  and  within  which  his  heat  is 
localised  at  pleasure,  and  from  which  the  fire  is  fed. 

Stock  Bail. — The  fixed  rail  at  a  point  in  a  permanent  way,  to  distinguish 

•  it  from  the  point  rail  (q.v.)  or  movable  rail. 

Stocks  and  Dies. — The  common  term  for  Hie  ordinary  dies  for  screwing, 
which  are  held  in  the  stock  or  box  provided  with  lever  handles. 

Stokehold. — The  compartment  in  which  ih.e  stoking  of  marine  boilers 
is  carried  on.  Stokeholds  are  open,  when  they  receive  only  natural 
draught  from  above,  closed,  when  they  receive  all  their  draught  from 
fans.  See  Closed  Stokehold.  The  term  stokehole  is  more  specially 
applied  to  land  boilers. 

Stole  Hole. — The  area  or  enclosure  in  front  of  the  door  of  a  boiler  furnace 
where  the  stoking  is  performed. 

Stoker. — In  the  case  of  small  land  stationary  boilers  means  one  whose  duties 
are  to  attend  generally  to  a  steam  boiler,  feed  the  furnace  fires,  maintain 
the  water  supply,  keep  the  plates  properly  clean  and  free  from  scale 
and  deposits  of  mud,  and  to  see  that  the  cocks  and  valves  are  always 
in  working  order.  In  large  land  boilers  and  in  marine  and  locomotive 
boilers  the  stoker's  duties  are  of  a  more  restricted  character,  being  those 
comprised  under  the  head  of  stoking,  the  engineer  attending  to  the 
cocks  and  valves. 

Stoking. — The  supplving  of  fuel  to  a  boiler  furnace,  including  its  proper 
distribution  over  tne  grate  area,  the  regulation  of  the  draught,  perio- 
dical clinkerin^  (q.v.),  and  the  removal  of  ash. 

Stop. — (1)  A  plain  cup-shaped  casting  used  to  fin  up  the  socket  end  of  a 
cast-iron  water  pipe  when  it  is  required  to  be  closed.  It  is  thrust  into 
the  socket  and  there  caulked.  (2)  A  term  often  used  to  denote  a 
chaplet  (q.v.)  of  rectangular  section.  (3)  A  bar  of  wood  fitting  and 
sliding  closely  in  a  hole  near  the  front  end  of  a  bench  to  receive  the 
thrust  of  wood  which  is  being  planed  over.  (4)  A  block  of  metal  used 
under  many  modifications,  its  purpose  being  to  cause  the  action  of  a 
machine  to  cease  or  to  be  reversed  at  a  definite  invariable  position, 
the  stop  striking  or  being  struck  by  some  projecting  portion  of  the 
mechanism. 

Stop  Cook. — (1)  Acock  used  in  steam  boilers,  whose  function  is  the  shutting 
off  and  turning  on  of  the  steam  into  the  pipe  whioh  communicates  with 
the  engine,  it  is  usually  of  a  globular  shape.  (2)  Any  small  plug 
cock  (q.v-)  used  for  making  or  closing  communication  in  the  small  tubes 
of  brass  nttines. 

Stop  Drill.— A  drill  provided  with  a  collar  in  order  to  prevent  it  from 
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penetrating  beyond  a  required  distance  into  the  material  upon  which,  it 
is  being  operated. 

Stop  Motion. — A  lever  arrangement  in  punching  and  shearing  machines 
by  which  the  punch  or  shear  can  be  instantly  thrown  out  of  action 
without  stopping  the  machine  itself.  The  action  of  the  lever  is  com- 
monly to  interpose  or  throw  out  a  block  along  the  line  of  thrust  between 
the  slide  and  the  punch.    Also  termed  disengaging  motion. 

Stopper  Hole. — The  hole  in  the  side  of  a  puddling  furnace  just  beneath 
the  working  door  through  which  the  rabble  (q.v.)  is  introduced  for  the 
purpose  of  stirring  about  the  pasty  metal. 

Stoppering. — The  closing  of  the  mouth  of  a  steel  ingot  mould  when  filled 
with  molten  metal.  It  is  effected  by  strewing  sand  on  the  metal  and 
covering  it  with  an  iron  plate,  which  is  then  held  down  with  a  cross  bar 
and  wedges.  Stoppering  is  necessary  to  prevent  oxidation  and  the 
formation  of  spongy  metal,  and  to  preserve  the  chemical  composition  of 
the  metal  intact. 

Stopping. — Material  used  for  the  filling  up  of  holes  in  castings  or  in 
patterns ;  putty,  plaster  of  Paris,  chalk,  shellao  varnish,  are  used  as 
stopping  for  patterns.    See  Beaumontague. 

Stopping  Oft— -"The  device  by  which  the  shape  of  a  foundry  mould  is 
altered  without  altering  the  pattern  itself ;  a  loose  piece  of  the  desired 
outline  being  prepared  and  placed  in  the  mould,  and  the  sand  rammed 
around  it  into  the  new  shape  required.  Thus  pipes  are  stopped  off 
shorter  than  their  patterns,  frames  are  made  shallower  than  their 
patterns,  and,  in  short,  in  an  almost  infinite  number  of  ways,  local  parts 
are  altered  and  modified.  The  process  of  filling  up  pocket  prints  is  also 
called  stopping  off,  or  stopping  over. 

Stopping  Over.— See  Stopping  Off. 

Stop  Valve. — Strictly  speaking,  a  valve  with  a  sliding  face,  as  a  sluice 
valve,  but  used  indifferently  to  designate  any  cock  or.  valve  which  is 
employed  to  regulate  the  passage  of  fluids.    See  Stop  Cock. 

Stop  valve  Seating. — The  globular  stop  valve  of  a  Cornish  or  Lancashire 
boiler  is  fitted  to  a  seating  similar  to  a  safety  valve  seating  (q.v.),  and 
employed  for  the  same  reason. 

Stores.— -Stores  are  either  general  or  special  in  character.  In  the  general 
stores  are  contained  all  tne  miscellaneous  lighter  articles  used  through- 
out the  factory,  as  screws,  nails,  packing,  tallow,  oil,  wire,  small  rivets, 
soap,  &c,  Ac,  all  kept  under  the  charge  of  a  storekeeper,  who  gives 
them  out  as  needed.  The  special  stores  comprise  the  larger  and  heavier 
goods.  Thus  there  is  a  shed  or  store  for  bar  iron,  another  for  plates, 
another  for  angles  and  tees,  another  for  stock  castings,  another  for  pat- 
terns, Ac,  &c,  each  being  under  the  charge  of  a  man  who  in  large 
works  may  have  his  time  wholly  occupied  m  attending  thereto,  or  in 
small  works  may  divide  his  time  among  other  duties. 

Stourbridge  Clay. — A  fire  day  found  near  Stourbridge,  used  for  crucibles 
and  fire  bricks.  The  clay  is  mixed  with  ground  coke  to  diminish  its 
tendency  to  contraction  when  heated. 

Stoves. — See  Drying  Stove,  Pipe  Stoves. 

Straight  Edge. — A  parallel  straight  strip  of  wood  or  metal  used  for 
checking  the  linear  accuracy  of  work.  Straight  edges  are  very  difficult 
to  make  in  the  first  instance,  and  are  therefore  constructed  either  in 
pairs  or  in  threes,  and  checked  one  against  the  other  in  turn.  Pairs 
of  equal  straight  edges  are  termed  winding  strips  (q  v.). 

Straightening  Maohines,— (1)  Machines  used  for  the  purpose  of  straight- 
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ening  tails  and  bars  when  they  leaye  the  rolls  of  the  forge  train.  The 
machines  are  like  punching  machines,  a  flat  block  or  squeezer  taking 
the  place  of  the  punch.  See  Rail  Straightener.  (2)  A  machine  in' 
which  channel,  angle,  and  bar  iron  are  straightened  or  bent,  in  boiler 
and  smiths9  shops,  by  squeezing ;  hence  also  called  squeezers  or  squeez- 
ing machines.  The  bar,  angle,  or  channel  to  be  bent  or  straightened 
is  laid  against  two  blocks  which  form  two  points  of  resistance,  on  the 
same  principle  as  bending  rolls.  The  force  necessary  to  bend  or 
straighten,  as  the  case  may  be,  is  furnished  by  a  head  situated  midway 
between  these  blocks,  and  on  the  opposite  side  of  the  iron  to  be  bent ; 
the  head  is  moved  forward  or  backward  by  a  cam,  or  eccentric,  either 
driven  by  power,  or  by  a  screw  if  by  hand,  and  being  pressed  against 
the  iron,  bends  or  straightens  it  according  to  the  relative  positions  of 
the  blocks  and  the  amount  of  pressure  brought  to  bear  upon  the  iron. 
Since  it  will  bend  as  well  as  straighten  it  is  also  called  a  bending 
machine. 

Straight  link. — A  slot  link  (q.v.)  in  which  the  amount  of  movement' 
necessary  for  reversal  is  divided  between  the  link  and  the  block. 

Straight  Pane. — See  Pane. 

Straight  Shank  Drill. — A  drill,  twist  or  otherwise,  having  a  parallel  shank 
for  use  with  self -centring  chucks. 

Straight  Shank  Beamer.--8ee  Chucking  Reamer. 

Straight  Taper. — A  taper  whose  bounding  line  is  a  plane,  not  a  curve. 

Straight  Way  Valve. — A  valve  whose  waterway  or  passage  does  not  bend 
at  a  right  or  at  any  other  angle,  but  passes  through  in  one  plane,  or 
straight  forward. 

Strain. — The  change  of  form  produced  in  a  structure  by  the  action  of  the 
load.  When  the  load  is  duly  proportioned  to  the  structure  an  elastic 
strain  (q.v.)  is  the  result,  when  the  load  is  excessive  the  strain  accumu- 
lates into  permanent  set  (q.v.). 

Strainer,  or  Wind  Bore. — A  bulb-like  expansion  at  the  termination  of 
the  suction  pipes  of  a  pump,  perforated  with  numerous  small  holes,' 
which  while  permitting  of  the  passage  of  water  prevent  the  ingress  of 
foreign  solid  oodles.  The  collective  area  of  the  perforations  should  be 
in  excess  of  that  of  the  bore  of  the  pipe,  being  about  equal  to  1 J  times 
the  bore. 

Straining — See  Strain.  Specifically  the  tension  put  upon  a  foundry 
mould  by  the  pressure  of  the  liquid  metal.  It  produces  lifting  (q.v.)  in 
some  cases,  in  others  rupture  of  the  mould  or  distortion  of  the  casting. 
It  is  most  liable  to  occur  in  deep  moulds  and  moulds  having  large 
superficies. 

Straining  Beam. — A  strut  placed  between  the  queen  posts  of  a  roof  truss 
to  counteract  the  upwara  thrust  of  the  principals. 

Straining  Line. — A  fine  brass  wire  used  by  engineers  for  lining  out 
shafting  and  similar  work.  It  is  wound  on  a  reel  when  not  in  use,  and 
serves  the  purpose  of  the  chalk  line  of  the  wood  worker. 

Straits  Tin. — Tin  ore  from  Malaooa  and  Banoa.  It  is  the  purest  ore 
known,  and  is  valued  accordingly. 

Strand. — An  aggregation  of  separate  rope  yarns  twisted  together  in  readi- 
ness for  the  laying  of  the  actual  rope.     See  Hempen  Ropes. 

Strap. — (1)  A  belt  (q.v.).    (2)  An  eccentric  strap  (q.v.). 

Strap  Bar. — A  sliding  bar  which  carries  the  belt  fork  or  forks  in  the 
reversing  motion  of  machines  for  fast  or  loose  pulleys.     It  slides  in 

*  guides,  in  hanging  brackets,  or  other  convenient  supports,  and  cords 
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or  levers  move  it  endways  to  a  distance  sufficient  to  more  the  belt  from 
one  pulley  to  another. 

Strap  Brake, — A  brake  consisting  of  a  strap  of  hoop  iron  enveloping  the 
periphery  of  a  smoothly  turned  wheel,  and  operating  hy  friction  alone, 
the  necessary  friction  being  produced  by  the  tightening  of  a  lever.  The 
hoop  may  or  may  not  be  lined  with  blocks  of  wood. 

Strap  End. — When  the  end  of  a  connecting  rod  (q/v.)  has  a  loose  strap  or 
loop  enclosing  the  brasses  (See  Brass)  and  held  in  place  with  a  gib  (q.v.) 
and  cottar  (q.v.),  the  complete  fitting  is  called  a  strap  end. 

Strap  Fork.— A  belt  fork  (q.v.). 

Strap  Pulley. — See  Pulley. 

8traw.— Straw  is  mixed  with  loam  for  the  same  purpose  as  horse  dung 
(q.v.). 

Stream  Tin. — Alluvial  tin  ore,  which,  as  its  name  implies,  has  been 
washed  down  by  torrents  into  valleys.  It  is  therefore  less  contaminated 
with  earthy  matters  than  the  mine  tin  (q.v/). 

Strength. — That  property  by  which  a  material  or  structure  is  enabled  to 
resist  strains  and  pressures.    See  details  under  specific  heads. 

Strength  of  Materials. — As  it  ooncems  us,  is  a  measure  of  the  value  of 
the  materials  used  by  the  engineer.  a  These  embrace  iron  in  its  various 
characters,  oopper  and  its  alloys,  timber,  hemp,  &c.  The  strains  to 
which  these  materials  are  subjected  are  compressive,  tensile,  and  shear- 
ing.   See  details. 

Stress. — When  materials  and  structures  are  subjected  to  straining  forces, 
those  forces  are  resisted  by  internal  molecular  actions  called  stresses. 
When  the  straining  forces  overpower  the  resisting  stresses,  the  limit  of 
the  elastio  strength  (q.v.)  of  the  material  is  passed  and  permanent  set 
(q.v.)  ensues.  Stresses  are  tensile,  compressive,  transverse,  shearing, 
or  torsional,  and  these  can  be  reduced  to  the  tensile  and  compressive 
types  simply. 

Stress  Diagram. — A  diagram  drawn  to  scale  in  which  the  strains  upon  the 
ties,  struts,  beams,  &c,  of  a  structure  are  represented  in  a  graphic 
manner  both  in  respect  of  direction  and  intensity.  The  diagram  consists 
therefore  of  lines  only,  and,  being  drawn  to  scale,  the  exact  amount 
of  the  stresses  on  each  member  can  be  taken  by  direct  measurement. 

Stretoher. — See  Stretcher  Bar. 

Stretcher  Bar,  or  Stretoher. — A  long  bar  or  bolt  shouldered  near  each 
end,  and  used  for  the  purpose  of  maintaining  A  frames  and  side  frames 
at  a  fixed  distance  apart  and  perfectly  rigid. 

8tretehing. — ( 1)  The  stretching  of  drawing  paper  on  the  drawing  board  in 
readiness  for  use.  It  is  accomplished  by  damping  evenly  with  a  sponge 
all  its  central  portions,  ghrag  the  edges  for  about  J  in.  inwards  and 
laying  on  the  board.  The  glue  will  hold  the  paper  and  strain  it  taut 
as  the  paper  shrinks  with  drying.  (2)  Driving  bands  and  cords  become 
permanently  elongated  due  to  the  constant  tension  which  they  undergo 
over  their  pulleys.  Ropes  and  leather  bands  stretch  most.  To  com- 
pensate for  the  stretching  of  cords,  tightening  pulleys  (q.v.)  are  em- 
ployed. Leather  bands  are  purposely  stretched  previous  to  use  to 
anticipate  the  inevitable,  and  to  avoid  the  necessity  for  relacing  almost 
immediately  after  first  using.    See  Belt  Stretcher. 

Strickle.— (1)  A  templet  by  which  a  founder  strikes  or  works  to  shape  a 
loam  core.  The  strickle  is  usually  guided  in  a  longitudinal  direction 
by  a  guide  iron  (q.v.).    (2)  Any  piece  of  wood  out  to  a  special  shape 

L.  and  used  to  impart  a  special  contour  to  abed  of  foundry  sand,  and  thus 
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save  expense  in  pattern  making.    The  methods  of  its  application  are 
very  numerous,  being  adapted  to  each  special  piece  of  work  in  torn. 

Strickling. — The  art  of  forming  symmetrical  or  almost  entirely  sym- 
metrical outlines  in  sand  or  loam  by  the  aid  of  strickles,  a  practice 
by  which  the  cost  of  mnoh  pattern  making  is  saved.  The  strickling 
is  effected  by  means  of  a  strickle  or  striking  board  and  a  guide  of 
some  form  or  another,  either  a  vertical  bar,  an  iron  guide  rod,  or  a  core 
plate  or  board,  as  may  happen  to  be  most  convenient. 

Striker. — (1)  The  central  core  or  die  block  upon  which  a  swage  tool  is 
moulded  to  shape  by  forging.     (2)  A  hammerman  (q.v.). 

Striking  Gear. — The  lever  and  forks  with  their  essential  fittings  by  which 
a  belt  is  shifted  from  the  fast  and  loose  pulleys  belonging  to  a  coun- 
tershaft or  a  machine. 

Striking  Knife.— A  timber  scribe  (q.v.). 

Striking  Out. — The  drawing  out  of  detailed  views  of  work.  Chiefly  used 
in  reference  to  the  full-sized  working  drawings  of  the  workshop. 

Striking  Screws. — The  initiation  or  commencing  of  screw  threads  with 
chasing  tools.    See  Chaser. 

Striking  Up. — Generally  used  in  the  same  sense  as  strickling,  but  the  latter 
is  frequently  employed  in  the  more  restricted  sense  of  producing  cores 
and  patterns  with  strickles  working  against  a  guide  iron  where  the 
longitudinal  axis  of  the  core  is  not  in  a  right  line,  and  the  former  of 
making  cores  or  other  works  by  the  process  of  striking  up  straight  though 
circular  work  on  a  core  bar  against  a  core  board. 

Strip,  or  Draught. — The  taper  of  patterns  for  withdrawal  from  the  sand. 

Stripping,— (1)  The  interposing  of  thin  strips  of  wood  between  the  boards 
in  a  pile  of  stacked  timber,  in  order  to  allow  a  free  passage  for  the  air 
between,  for  the  purpose  of  effectual  drying  of  the  boards.  (2)  The 
damaging  or  tearing  off  of  the  teeth  of  wheels  owing  to  too  sudden 
starting  or  stopping.  Wheels  not  sufficiently  deep  in  gear  are  liable 
to  stripping.  It  is  more  specially  understood  of  the  wooden  cogs  of 
mortice  wheels.  (3}  The  removal  of  the  sand  from  a  casting  which  is 
newly  turned  out  of  its  mould. 

Stripping  Plate. — Stripping  elates  are  plates  whose  ends  are  doped  to  fit 
the  several  grooves  of  mill  rolls,  bevelled  off  chisel-shaped  to  lift  or 
clear  the  bars  from  the  grooves,  and  so  prevent  collaring  (q.v.). 

Stroke. — The  distance  traversed  by  the  rod  and  piston  of  an  engine  or 
pump,  or  similar  reciprocating  part,  or  the  length  of  travel  of  the  ram 
of  a  shaping  machine,  or  the  arm  of  a  slotting  machine. 

8trong  Iron. — Applied  usually  to  mixtures  of  iron  of  various  brands, 
together  with  scrap  iron,  effected  according  to  the  judgment  of  the 
:Oaider,  and  by  which  a  definite  grade  of  strength  or  toughness  is 
ootained.  Strong  iron  will  not  be  soft  on  the  one  hand,  nor  too  hard 
or  brittle  to  be  turned  and  planed  on  the  other.  When  hammered  with 
a  sledge  it  will  become  largely  indented  before  fracture.  When  broken, 
its  crystals  will  be  of  moderate  size,  grey,  and  somewhat  silvery,  having 
a  large  proportion  of  bright  black  crystals  of  unoombined  carbon  or 
graphite  intermixed  therewith.  Its  tensile  strength  will  be  high,  say 
from  ten  to  twelve  tons  per  square  inch. 

Strong  Sand.— Tenacious  foundry  sand,  containing  a  large  proportion  of 
loam  and  horse  dung. 

Structural  Load.— The  load  due  to  a  structure  itself,  as  distinguished 
from  the  imposed  load  (q.v.). 

Structures,— An  assemblage  of  distinct  members  combined  together  to 
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produce  a  specific  piece  of  mechanism.  In  estimating  the  strength  of 
structures  the  strains  on  each  individual  member  and  sectional  portions 
are  taken  separately,  and  also  the  strains  due  to  the  action  of  certain 

'    portions  on  each  other  due  to  their  mass  and  leverage,  &c. 

Strut  Girder. — A  lattice  girder  whose  top  and  bottom  flanges  are  united 
by  vertical  struts  and  braced  by  diagonal  braces,  or  by  counter  bracing. 

Struts. — (1)  Vertical  or  diagonal  rods  which  connect  a  beam  with  a  truss 
lod,  and  through  which  the  strains  due  to  deflection  of  the  beam  are 
translated  into  those  of  tension  in  the  rod.  In  roof  trusses,  those  mem- 
bers which  extend  diagonally  from  the  beam  or  from  the  foot  of  the  king 
or  queen  posts  either  to  the  rafters  or  to  the  shoulders  of  queen  posts. 
(2)  Generally  any  member  of  a  structure  which  is  in  a  state  of  com- 
pression or  thrust,  as,  for  example,  the  bars  of  a  lattice  girder  which 
incline  downwards  to  the  nearest  point  of  support.  The  jib  of  a  crane 
is  also  a  strut. 

Stub  End. — A  strap  end  (q.v.). 

8tud. — (1)  A  projecting  pin  used  as  an  attachment  or  centre  of  motion 
for  a  lever,  rod,  or  wheel.  (2)  A  bolt  or  screw  having-  one  nut  only. 
Both  ends  of  a  stud  are  threaded,  but  while  one  end  is  tapped  into  a 
screwed  hole,  the  other  is  left  to  receive  the  tightening  nut.  (3)  A 
circular  projection  turned  on  a  loose  boss  or  similar  loose  portion  of  a 
pattern,  and  fitting  into  a  corresponding  recess  of  its  fellow-piece.  A 
stud  is  therefore  a  single  dowel.  (4)  A  form  of  chaplet  having  basal 
plates  and  disc-shaped  heads. 

Stud  Block. — A  rectangular  blook  used  for  the  purpose  of  screwing  a  stud 
(q.v.)  into  its  hole.  The  block  is  screwed  internally  throughout  its 
length ;  the  lower  screwed  portion  fits  easily  over  the  standard  size  of 
screw  for  which  it  is  designed,  and  the  upper  part  receives  a  set  screw 
whose  point  bears  on  the  end  of  the  stud  which  is  being  screwed  in,  a 
spanner  fitting  around  the  outside  of  the  block  imparting  to  it  the 
neoessary  circular  motion.  Sinoe  the  blook  fits  the  screw  loosely  only, 
a  turn  of  the  hand  alone  is  sufficient  to  run  it  back  off  the  stud  after 
the  screwing  in  is  completed.  Stud  blocks  are  kept  for  all  the  ordinary 
sizes  of  screws  in  workshops,  and  the  trouble  of  using  lock  nuts  for  the 
screwing  in  of  studs  is  avoided  by  their  employment. 

8tudded  (Stain,  or  Stayed  Link  Chain. — Chain  whose  links  are  stayed  in 
the  centre  by  a  short  stud  or  connecting  piece  welded  in  one  with  them. 

Stud  Print. — A  round  print  set  in  position  with  a  circular  stud  fitting 
into  a  corresponding  centre-bit  hole,  instead  of  being  attached  with 
brads  or  screws.  Stud  prints  of  various  diameters,  but  whose  studs  are 
uniform  in  Bize,  are  therefore  readily  interchangeable  on  patterns. 

Stud  Wheel. — The  wheel  which  revolves  loosely  on  the  stud  or  inter- 
mediate pin  of  a  screw-cutting  lathe,  or  the  idle  wheel  of  the  train. 

8tuff. — A  workshop  term  which  denotes  timber  in  general,  as  dry  stuff, 
wet  stuff,  cross-grained  stuff,  &o. 

Stuffing  Box. — A  recessed  chamber  through  which  the  rods  of  pumps  and 
steam  pistons  pass,  being  surrounded  therein  either  with  hempen, 
metallic,  asbestos,  or  other  packing,  to  prevent  the  leakage  of  the  fluid 
or  the  steam.  The  packing  is  retained  in  place  by  the  screwing  down 
of  a  gland  (q.v.)  thereon. 

Suoker. — The  bucket  of  a  lifting  or  sucking  pump. 

Sucking  Pump. — See  Suction  Pump. 

Suction. — The  drawing  of  air  or  liquid  into  a  vaouum,  the  entry  being 
doe  to  the  difference  in  pressure 
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•aetiem  lax.— The  lower  or  entering  rhamher  of  a  motion  pvjnp,  or  of  a 
of  two  or  three  throw  pumps,  into  which  the  liquid  is  drawn  on 


the  upward  ftroke  of  the  piston. 

faetiem  Zipas .— The  series  of  pipes  through  which  lipoids  are  drawn  up 
by  pumping  machinery. 

faetiem  nns.- A  lift  pump  which  depends  on  atmospheric  |umasme 
for  its  action.  The  atmosphere  will  sustain  a  column  of  water  32  ft. 
in  height,  and  this  therefore  is  the  limit  to  the  depth  from  which  a 
suction  pump  will  draw  water.  When  the  water  is  drawn  into  the 
barrel  by  suction,  the  descent  of  the  piston  allows  it  to  pass  through  the 
bucket  valve  into  the  upper  part  of  the  pump,  whence  it  is  lifted  out 
and  delivered  on  the  upward  stroke  of  the  bucket  (see  Pump  Bucket). 
Actually  a  pump  will  not  lift  from  a  greater  depth  than  28  ft.  owing  to 
defects  in  fittings  causing  leakage,  and  25  ft.  is  about  the  limit  in 
practice.  But  leas  lift  than  this  must  be  given  if  the  pumping  is  to 
be  continuous. 

■nation  •trainer.    See  Strainer. 

■nation  Yalvo.— The  lowermost  valve  in  a  lift  pump,  that  is  below  the 
bucket  through  which  the  liquor  is  lifted  by  the  suction  of  the  vacuum 
above,  or  in  other  words  by  the  pressure  of  the  atmosphere  beneath 
acting  against  the  vacuum  above. 

fuddon  (mp  Viae.— Bee  Instantaneous  Grip  Vice. 

fnddon  load.— An  impulsive  load  (q.v.). 

Snot.— Used  for  the  lubrication  of  engine  cylinders  and  bearings;  it  is 
also  rubbed  over  bright  porta  to  preserve  them  from  rust 

Snot  Lubricator.— A  tallow  cup  (q.r.). 

■near  Loot— See  Thimble. 

•ullage.— The  scoria,  cinder,  scurf,  dirt,  &c,  which  floats  on  the  surface 
of,  and  is  skimmed  oil  the  metal,  while  it  is  being  poured  into  a  foundry 
mould. 

•ullage  Piece.— Sometime  applied  to  a  runner  (q.r.)  or  to  the  head  metal 
(q.v.)  of  a  casting. 

sulphate  of  Copper.— See  Margery's  Fluid. 

•ulphate  of  Lime.— Oa  SO4.  A  compound  which  ranks  next  to  the  carbon- 
ate as  a  destructive  agent  in  the  incrustation  of  steam  boilers.  It  loses 
its  solubmty  beyond  95°  F.,  being  altogether  insoluble  at  290°.  See  Soda. 

•ulphnx.— Symbol,  S. ;  comb,  weight,  31*98.  An  element  which  plays  a 
most  important  part  in  the  preparation  of  iron.  Its  presence,  whether 
in  wrought  iron  or  steel  or  oast  iron,  is  in  most  cases  an  eviL  affecting 
the  qualities  of  the  metal.  A  very  small  proportion  of  sulphur  will 
make  oast  iron  harder  and  whiter.  In  excess  it  produces  red  shortness. 
A  mere  trace  of  sulphur  in  wrought  iron  or  steel  will  produce  red  short- 
ness. Fig  iron  which  contains  near  *03  per  cent,  of  oulphur  is  not 
suitable  for  conversion  into  Bessemer  or  Siemens  steel.  The  value  of 
coke  as  a  smelting  agent,  or  for  remelting  iron  in  the  cupola,  is  also 
diminished  by  the  presence  of  sulphur. 

•amp. — The  lower  part  of  a  sinking  pump  (q.v.). 

8nn  and  Planet  weals.— A  substitute  invented  by  Watt  for  the  engine 
crank.  It  consists  of  a  cog  wheel  fixed  at  the  end  of  the  connecting 
rod,  whose  centre  occupies  the  place  of  the  ordinary  crank  pin.  The 
oentre  of  this  wheel  is  maintained  equidistant  from  the  centre  of  another, 
or  "  sun,"  wheel  keyed  on  the  fly-wheel  shaft.  As  the  planet  wheel  is 
carried  round  the  sun  wheel,  the  latter  is  compelled  to  revolve,  and  with 
it  also  the  abaft  which  carries  the  fly  wheel. 
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Sun  Copy.— A  term  often  used  to  designate  a  phototype  (q.v.). 

Sunk  Key.— See  Feather. 

Super  Elevation. — The  amount  by  which  the  outer  rail  of  permanent  way 
is  elevated  above  the  inner  one  when  carried  round  a  curve. 

Superheated  Steam. — Steam  in  the  gaseous  state,  produced  by  imparting 
additional  heat  to  saturated  steam  (q.v.),  or  else  by  expansion.  It  is 
brought  to  this  oondition  by  being  passed  through  a  superheater 
in  which  the  suspended  moisture  is  driven  off  by  removing  it  from  con- 
tact with  the  water,  and  by  the  application  of  heat  combined,  so  as  to 
render  its  oondition  very  nearly  that  of  a  true  gas.  If  superheated 
beyond  a  few  degrees  the  steam  corrodes  away  the  metallic  surfaoes 
with  which  it  oomes  in  contact  in  a  rapidly  destructive  manner. 

Superheating. — See  Superheated  Steam. 

Superheating  Surface.— The  amount  of  surface  in  a  steam  boiler  to  which 
steam  is  subject  to  drying  or  superheating  (q.v.). 

Super  Eoyal  Drawing  Paper.— Measures  27  in.  by  19}  in. 

Super  Salted  Water. — Sea  water  which  contains  more  than  A,  or  8  oz.  of 
salt  to  the  gallon,  and  from  which  therefore  the  brine  should  be  blown 
off  to  prevent  injurious  incrustation.    See  Two  Salt  Waters. 

Supplement  of  an  Angle. — Its  difference  from  180°. 

Supply  Steam. — Entering  steam,  or  that  which  is  about  to  do  work  in  an 
engine  cylinder,  as  distinguished  from  exhaust  steam  (q.v.). 

Suppression. — The  cut  off  (q.v.)  of  steam  in  a  cylinder. 

Surface  Blow-off.— The  blowing  off  of  the  scum  which  collects  on  the  top 
of  the  water  in  a  boiler. 

Surface  Chuck. — A  face  plate  (q.v.). 

Surface  Condentation.— Condensation  of  steam  effected  in  a  surface  con- 
denser (q.v.)  as  distinguished  from  that  effected  by  a  jet  condenser 
(q.v.). 

Surface  Condenser. — The  modern  form  of  condenser,  in  which  the  steam  is 
brought  into  contact  with  the  outside  of  a  number  of  small  brass  tubes 
enclosed  in  a  oast-iron  casing,  through  which  tubes  a  circulation  of  cold 
water  is  maintained  by  means  of  a  circulating  pump  (q.v.).  The  steam 
is  thereby  condensed  effectively,  and  the  wanned  water  ox  condensation 
is  sent  to  feed  the  boiler. 

Surface  Gauge.— A  scribing  block  (q.v.). 

Surface  Plate. — A  plate  of  metal  wnich  has  been  brought  to  the  highest 
possible  degree  of  superficial  accuracy,  and  which  is  used  for  the  pur- 
pose of  testing  the  truth  of  work  in  course  of  preparation.  Sir  Joseph 
Whitworth  originated  the  modern  method  of  the  manufacture  of  surface 
plates  bv  the  finishing  operation  of  scraping  (q.v.),  previous  to  which 
they  had  been  ground  by  means  of  emery  powder.  Surface  plates  are 
made  in  numerous  sizes  for  workshop  use.  They  are  rendered  rigid 
with  ribs  underneath.  A  good  pair  of  surface  plates  should  be  sepa- 
rated with  difficulty  after  being  rubbed  together.  Professor  Tyndall 
attributes  this  property  of  adherence  to  molecular  attraction,  due  to  the 
extreme  proximity  of  the  particles.  That  such  is  the  cause,  and  not,  as 
was  previously  supposed,  the  pressure  of  the  atmosphere,  there  can  be 
little  doubt,  since  the  plates  will  adhere  if  placed  under  an  air  pump 
vacuum. 

Surfacing. — Surfacing  signifies  the  transverse  traverse  of  a  slide  rest,  or 
its  motion  across  the  bed  for  face  work.  Hand  surfacing  is  effected  by 
the  screw  and  handle  which  actuates  the  slide  for  cross  travel,  but  in 
the  larger  lathes  which  are  provided  with  a  back  shaft  the  surfacing  is 
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automatic,  being  effected  by  gearing  or  by  friction  cones  driven  from 
the  back  shaft. 

Surfacing  Lathe. — All  ordinary  engineers'  lathes  are  surfacing  lathes,  but 
it  is  customary  to  give  a  lathe  that  appellation  in  specifications!  to  dis- 
tinguish it  from  special  lathes  in  which  boring  only,  or  some  such  single 
set  of  operations  are  performed. 

Surging  Drum. — See  Warping  Gone. 

Suspension  Links. — Two  parallel  fiat  rods  or  plates,  by  which  the  slot  links 
(q.v.)  of  an  engine  are  lifted  or  lowered  tor  reversal,  one  end  of  the 
pair  being  loosely  attached  to  the  tail  of  the  slot  link,  the  other  end 
being  attached  to  a  short  lever  keyed  on  the  weigh  shaft.  Also  called 
vibrating  links  from  the  manner  in  which  they  vibrate  with  the  slot 
link  when  the  engine  is  working.  When  placed  in  a  horizontal  direc- 
tion they  are  frequently  termed  drag  links. 

Swab. — See  Water  Brush. 

Swab  Pot— See  Water  Pot. 

Swage. — A  die  used  for  imparting  any  desired  shape  to  a  piece  of  forging. 
It  consists  of  a  lower  piece  fitting  into  the  anvil,  and  an  upper  piece 
Held  by  the  smith,  between  which  the  metal  to  be  operated  upon  is 
wrought  to  shape.  Galled  also  top  and  bottom  tools.  See  also  Spring 
Swage  Tools. 

Swage  Block. — A  rectangular  block  of  cast  iron  used  by  smiths.  It  is 
pierced  through  its  central  portions  with  numerous  holes,  both  round 
and  square  in  section,  for  the  reception  of  work  which  requires  shoulder- 
ing, while  its  edges  are  grooved,  in  various  sectional  forms  to  reoeive 
pieces  of  forging  too  large  for  the  ordinary  bottom  swages. 

Swage  Tools. — See  Swage. 

Swaging. — The  drawing  down  of  a  piece  of  wrought  metal  to  a  definite 
form,  with  or  without  the  aid  of  swages.  The  reverse  of  upsetting  (q.v.) . 

Swarf. — (1)  The  particles  of  metal  abraded  by  the  cutting  of  screw 
threads.     (2)  See  also  Wheel  Swarf. 

Swash  Plate. — A  circular  plate  attached  to  a  shaft,  the  face  of  the  plate 
being  at  an  angle  with  the  axis  of  rotation  of  the  plate.  The  plate 
therefore  imparts  a  reciprocal  movement  to  a  rod  which  is  in  contact 
with  its  surface. 

Sway. — The  lateral  vibration  of  a  rope  or  belt  due  to  want  of  accuracy  in 
the  pulleys,  or  to  their  being  not  m  plane. 

Sweating  On,  or  Sweating. — The  soldering  of  metallio  surfaces  without 
the  aid  of  a  copper  bit.  The  surfaces  are  cleaned,  heated,  and  covered 
with  a  film  of  solder ;  they  are  then  brought  into  juxtaposition  and 
warmed  until  the  solder  flows  and  unites.  Sweating  on  is  often  em- 
ployed for  the  temporary  holding  together  of  work  which  has  to  be 
turned  or  shaped,  and  which  could  not  be  so  conveniently  held  by  other 
methods.  After  having  been  turned  or  shaped,  the  separation  of  the 
parts  is  readily  effected  by  the  aid  of  heat. 

Swedish  Iron.— Swedish  bar  iron  is  chiefly  in  request  for  the  manufacture 
of  crucible  oast  steel  (q.v.).  It  is  produced  from  iron  smelted  from 
magnetic  ores  nearly  free  from  sulphur  and  phosphorus,  the  smelting 
being  effected  by  charcoal.  The  Dannemora  brands  are  the  Hoop  (_,  the 
Double  Bullet,  W  and  Grown,  Hoop  F  and  Little  S>  and  Gridiron 
brands.  Swedish  pig  is  cast  in  iron  moulds,  in  rectangular  slabs 
16  in.  long  X  9  in.  wide  X  2J  in.  thick. 

Sweep. — Any  portion  of  work  whose  outline  is  curved  is  said  to  be 
sweeped.    Sweeps,  that  is  short  sections  of  circles,  are  commonly  used 
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in  the  foundry  for  sweeping  up  entire  rings,  the  segment  being  rammed 
np  and  shifted  round  several  times  in  succession  until  the  ring  is 
complete. 

Sweeping  Up.— Striking  up  (q.v.)  in  loam  or  green  sand. . 

Sweep  Saw.— See  Bow  Saw,  Compass  Saw,  Pad  Saw. 

Swell  Piece. — Any  flat  piece  of  material  which  has  its  outer  face  curved. 
A  term  common  in  the  shops. 

8wing. — The  swing  of  a  lathe  signifies  the  size  of  the  piece  of  work  which 
can  be  turned  in  it.  Its  dimensions  are  usually  given  in  the  gap,  over 
the  bed,  over  the  rest  or  carriage,  and  between  centres. 

Swing  Frame. — (1)  The  frame  which  carries  the  row  of  saws  in  a  recipro- 
cating or  frame  saw.  It  is  made  of  cast  or  wrought  iron,  and  works  in 
vertical  guides.  (2)  Swing  frames  are  besides  of  wide  application, 
being  used  in  nearly  all  those  cases  in  which  the  bearings  of  a  piece  of 
mechanism  are  required  to  be  free  to  move  relatively  to  other  portions. 

Swing  Sledge. — See  About  Sledge. 

Swing  Table. — The  table  of  a  drilling  machine  which  is  made  to  swing 
or  swivel  around  the  central  pillar,  or  frame  work,  as  the  case  may  be, 
in  order  to  bring  any  desired  portion  of  the  work  underneath  the  drill. 

Swipe. — A  term  used  in  some  districts  to  signify  the  starting  lever  of  an 
engine,  chiefly  of  the  portable  type. 

8witch,— See  Point. 

Swivel. — A  provision  made  by  means  of  a  shank  and  collar  for  circular 
movement.  Crane  hooks  are  thus  made  to  swivel,  the  shank  of  the 
hook  turning  in  a  collar  formed  in  the  eye.  Moulding  boxes  swivel 
upon  shanks,  or  pins,  cast  in  their  ends.  Swivel  motions  are  employed 
in  many  parts  of  machines. 

Swivel  Hook. — See  Swivel. 

Swivel  Jaw.— See  Taper  Vice. 

Swivel  Union. — A  union  (q.v.)  which  is  provided  with  an  indepen- 
dent movement  by  which  it  may  be  swivelled  when  the  parts  are 
screwed  up. 

Swivel  Vice. — A  bench  vice  which  is  made  to  swivel  in  a  horizontal  plane. 

Symbols. — Letters  representative  of  numbers,  or  quantities,  used  in  mathe- 
matical calculations. 

Symmetrical  Beams.— Beams  whose  centre  of  gravity  corresponds  with 
the  centre  of  their  mass. 

Syphon  Lubricator. — A  type  of  lubricator  in  which  the  oil  is  fed  slowly 
to  the  bearing  by  cotton  wick  or  cotton  tape  inserted  at  one  end  into  the 
oil,  while  the  other  bends  over  and  down  to  the  bearing.  The  principle 
is  of  very  wide  application. 

Syphon  Oil  Cup. — See  Svphon  Lubricator. 

Systems. — Alludes  to  tne  various  types  of  bracing  and  counter  bracing 
adopted  in  different  girder  frames. 


T. 

6.— The  Greek  letter  Theta  is  usually  applied  in  engineering  formulas  to 

denote  the  measurement  of  an  angle,  whatever  angle  may  happen  to  be 

under  consideration  in  the  formulae. 
Table. — Applied  to  the  horizontal  portions  of  machines  upon  which  the 

work  toM  operated  on  is  placed,  as  in  planing,  shaping,  slotting,  and 

other  machines. 
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Table  F*g*** — A  type  of  vertical  fngfne,  once  very  common,  in  which 
the  cylinder  stood  on  a  table  or  plate  of  metal,  and  the  crank  and  fly- 
wheel shaft  worked  in  the  top  of  A  wtsndsrds 

Table  Feed. — When  a  shaping  machine  has  a  fixed  instead  of  a  trayersing 
head  (q.v.)t  the  Uaterse  is  imparted  to  the  table ;  hence  called  a  table 
feed,  to  distinguish  it  from  toe  feed  given  to  the  traversing  head  in 
that  type  of  machine. 

Table  Moulding  Machine.— A  wheel  moulding  machine  (q.T.)  in  which 
the  flask  is  rammed  on  a  revolving  table,  as  distinguished  from  those 
machines  which  are  set  in  the  floor.  The  table  machines  are  used  for 
small  work  and  work  of  an  average  size,  the  floor  machines  for  the  largest 
wheels. 

Table  Saw. — A  compass  saw  (q.v.). 

Table  Vice. — A  small  vice  for  light  work,  attached  to  a  table  or  bench  by 
means  of  a  screw  underneath,  which  tightens  up  a  triangular  pointed 
clamp  against  the  under  side  of  the  table. 

Tackle  or  Lifting  Tackle. — A  term  applied  to  the  combinations  of  pulleys 
used  for  hoisting  purposes  in  the  erection  of  heavy  work,  and  embracing 
blocks,  chains,  and  similar  attachments. 

Tail. — (1)  The  hinder  part  of  a  portable  crane  upon  which  the  *ftUn*fr 
box  rests.    (2)  The  vertical  support  of  a  tail  vice  (q.v.). 

Tail  Piece. — A  short  double-flanged  casting,  bolted  to  the  bottom  of  the 
suction  box  of  a  pump  for  the  connecting  up  of  the  actual  suction  pipes. 

Tail  Bace. — The  channel  which  conducts  away  the  tail  water  (q.v.)  from 
a  water  wheeL 

Tail  Screw. — A  screw  situated  at  the  hinder  end  of  that  which  it  actuates. 
Hence  the  back  centre  screw  of  aheadstoek,  and  the  screw  which  actuates 
a  poppet  cylinder  are  termed  tail  screws.    See  Tail  Stop  Screw. 

Tail  Stock. — Another  name  for  the  poppet  (q.v.)  or  movable  head  of  a 
lathe.    It  is  used  in  contradistinction  to  head  stock. 

Tail  Stop  Screw. — The  back  screw  of  the  headstock  of  a  back-geared 
lathe.  It  has  a  flat  or  slightly  rounding  end,  which  receives  the  thrust 
of  the  tail  end  of  the  mandrel. 

Tail  Vice.— The  ordinary  form  of  vice  for  general  and  rough  work,  which 
is  partly  attached  to  the  bench  or  to  a  tripod  stand,  but  whose  tail  or 
vertical  support  rests  in  a  block  of  wood  or  other  attachment,  either  on 
the  floor  or  on  the  tripod  base.  It  is  sometimes  called  the  standing 
vice. 

Tail  Water.— -The  water  which  flows  away  from  a  water  wheel  or  turbine 
after  having  done  its  work,  or  the  waste  water.    Called  also  tail  race. 

Taking  Up.— (1)  A  shop  term  which  signifies  the  making  of  adjustment 
for  wear.  It  is  nearly,  though  not  quite,  equivalent  in  meaning  to 
tightening,  but  is  rather  applied  to  smooth  bearingand  moving  parts 
than  to  parts  tightly  bolted  or  wedged  together.  The  term  is  legiti- 
mately applied  to  the  closing  up  of  strap  ends  of  connecting  rods,  the 
cone  bearings  of  lathes,  divided  brass  bearings,  compensating  collars, 
&o.  It  is  accomplished  by  means  of  set  screws,  gibs  and  cottars,  lock 
nuts,  &o.  See  Wear.  (2)  Also  applied  to  the  shortening  and  relacing 
or  resplicing  of  belts  and  ropes  which  have  become  stretched  by  use.  It 
is  then  termed  taking  up  slack. 

Taking  Up  Slack.— See  Taking  Up. 

Taking  Up  Wear.— See  Taking  Up. 

Tallow.— Used  for  the  lubrication  of  engine  cylinders,  as  a  flux  for  solder* 
ing  lead,  for  coating  bright  work  to  prevent  corrosion,  and  as  an  anti- 
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incrustation  agent  in  steam  boilers,  which  it  effects  by  uniting  with  the 
salts  of  lime  to  form  an  insoluble  soap.  Its  employment  for  the  latter 
purpose  is,  unless  performed  very  judiciously,  a  practice  to  be  strongly 
condemned.  It  is  sometimes  forced  into  a  boiler  by  means  of  a  syringe, 
in  order  to  prevent  priming  (q.v.),  which  it  does  by  forming  a  scum  on 
the  surface  of  the  water.  Tallow  should  not  be  used  for  the  lubrication 
of  engine  cylinders  unless  of  the  very  best  quality,  since  with  high- 
pressure  steam  it  becomes  partially  converted  into  oleic  or  stearic  acids, 
which  corrode  the  iron  away  in  the  piston,  cylinders,  and  steam  joints, 
and  around  the  bolts. 
Tallow  Gup. — A  hollow  cup-shaped  vessel  screwed  in  the  upper  part  of 
an  engine  cvlinder  to  hold  the  tallow  or  oil  used  for  lubrication.    It  is 

Swvided  with  either  one  or  two  cocks, 
ow  Injector. — A  syringe  used  for  injecting  melted  tallow  into  marine 
and  other  boilers  for  the  prevention  of  incrustation. 

Tamping. — (1)  A  moulder's  term  which  signifies  the  ramming  up  of  the 
sand  round  a  pattern.  (2)  Stopping  the  tap  hole  (q.v.)  of  a  cupola  with 
day.  The  term  is  derived  from  the  beating  down  a  ohazge  into  a  hole 
in  blasting  and  mining  operations. 

Tan. — The  Tangent  of  an  angle  or  of  a  circle. 

Tandem  Engines. — Horizontal  engines  of  the  compound  type  in  whioh 
the  cylinders  are  placed  in  the  same  longitudinal  axis,  so  that  the 
piston  rods  are  in  one  length. 

Tang. — The  shank  of  a  cutting  tool,  or  that  portion  which  is  driven  into 
the  handle.    This  portion  is  not  hardened. 

Tang  Chisel. — A  chisel  having  a  tang,  as  distinguished  from  a  socket 
chisel  (q-v.). 

Tangent  Screw,  or  Tangent  Wheel. — A  worm  or  endless  screw  of  fine 
pitch,  consisting  either  of  multiple  or  single  threads,  and  so  called  be- 
cause its  axis  stands  at  a  tangent  with  the  circumference  of  the  wheel 
whioh  it  drives. 

Tangents,  Lines  of. — See  Sines,  Line  of. 

Tangent  Wheel. — A  worm  or  tangent  screw  (q.v.). 

Tanite. — A  manufacturer's  term  given  to  a  certain  class  of  emery  wheels. 

Tank. — A  receptacle  for  liquids,  made  in  wrought  and  cast  iron  and  of 
various  sizes,  the  larger  sizes  being  made  of  separate  plates  riveted  or 
bolted  together.  Cast-iron  tanks  are  caulked  with  iron  borings  and 
sal-ammoniac,  sometimes  from  within,  sometimes  from  without.  See 
Tank  Plates.  The  sides  of  large  tanks  are  stayed  against  liquid  pressure 
by  means  of  stay  bolts  or  tie  rods. 

Tank  Base. — A  water  tank  bed  plate  (q.v.). 

Tank  Engine. — A  locomotive  engine  which  is  provided  with  a  tank  for 
the  conveyance  of  its  own  water,  thus  dispensing  with  the  necessity 
for  a  tender.  Tank  engines  are  of  side  tank,  or  saddle  tank  type, 
according  as  the  tanks  flank  or  arch  over  the  boiler. 

Tank  Plates. — The  plates  of  which  cast-iron  tanks  are  constructed.  They 
are  rectangular  in  form,  with  flanges  cast  around  the  edges  and  stand- 
ing at  right  angles  with  the  plate  for  bolt  attachments.  Since  the 
difference  in  liquid  pressure  on  the  sides  of  deep  tanks  near  the  surface 
and  near  the  bottom  is  very  considerable,  a  corresponding  difference  is 

'  commonly  made  in  the  thicknesses  of  the  upper  and  lower  plates  of 
deep  tanks,  or  tanks  consisting  of  two  or  more  tiers.    See  Tank. 

Xanmo  Aoid. — Substances  containing  tannic  acid  are  in  request,  being 

-  found  useful  for  the  prevention  of  boiler  incrustation,  the  tannic  acid 
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combining-  with  the  lime  to  form  (annate  of  lime.  This  is  an  insoluble 
scum  which  ia  blown  off.  Oak  bark  is  the  substance  commonly  em- 
ployed, being  suspended  within  the  boiler. 

Tap. — (1)  A  male  templet  screw  used  for  cutting  threads  in  holes.  Taps 
are  tapered  for  entering,  and  stump  or  parallel  for  finishing.  Taps  for 
ordinary  work  are  cut  to  common  Whitworth  threads ;  gas  taps  have  a 
finer  thread.  Taps  are  actuated  by  a  tap  wrench,  or  by  screwing 
machines.  They  are  grooved,  and  relieved.  Using  a  tap  is  termed 
tapping  or  screwing.  See  details  under  these  and  other  headings. 
(2)  A  term  employed  in  reference  to  the  opening  of  a  hole  in  a  melting 
furnace  through  which  the  liquid  metal  flows.    See  Tap  Hole. 

tap  Cinder. — The  slag  or  refuse  of  puddling  and  reheating  furnaces, 
consisting*  of  a  ferrous  silicate,  or  a  silicate  of  the  protoxide  of  iron, 
2  Fe  O  Si  O2,  which,  after  a  roasting  process,  becomes  converted  into 
Fe»  O3  and  Sx,  the  peroxide  or  ferric  oxide,  and  silica,  both  highly  infu- 
sible substances.  This,  under  the  name  of  bull  dog  (q.v.),  is  used  for 
the  bottom  lining  of  puddling  furnaces.  It  is  covered  with  puddlers' 
mine  (q.v J. 

Tape. — See  Measuring  Tape,  Cotton  Tapes. 

Taper. — (I)  In  a  foundry  pattern,  is  the  bevelling  or  thinning  downwards 
of  the  xaoes  which  are  to  draw  or  lift  from  the  sand,  in  order  to  facili- 
tate their  withdrawal.  In  deep  patterns  this  taper  will  be  from  |  in. 
to  i  in.,  that  is  the  bottom  edge  will  be  |  in.  or  £  in.  thinner  than  the 
top.  Also  termed  draught,  and  strip.  (2)  The  slope  of  the  cylindrical 
plug,  and  seating  of  a  cock.    It  varies  from  one  in  four  to  one  in  six. 

Taper  Belt  Joint.— A  joint  made  in  cotton  belting  by  cutting  off  the  plies 
at  different  lengths  to  thin  the  joint  down,  and  so  prevent  jumping  of 
the  belt  when  running. 

Taper  Tile. — The  commonest  form  of  file,  in  which  the  dimensions  of  the 
cross  section  diminish  towards  the  point. 

Taper  Plug.— See  Plug. 

Taper  Beamer. — A  reamer  whose  body  is  tapered  longitudinally  for  clean- 
ing  out  tapered  holes. 

Taper  Sorew  Chuck,  or  Screw  Worm  Chuck.— A  form  of  lathe  chuck  used 
for  turning  wood,  in  which  the  trouble  of  attaching  it  to  the  work  with 
ordinary  wood  screws  is  saved  by  having  a  taper  screw  affixed  to  the 
centre  of  a  small  face  plate  and  standing  out  tnerefrom,  to  which  the 
piece  of  wood  to  be  turned  is  screwed.  These  chucks  are  restricted 
in  use  to  small  work,  and  that  also  which  is  chiefly  cut  plank  way  of 
the  grain,  since  the  screw  strips  out  end  grain  if  much  pressure  is  applied 
when  turning. 

Taper  Shank  DrilL — A  drill,  twist  or  otherwise,  whose  shank  is  tapered  in 
its  length,  and  circular  in  section,  for  use  with  the  ordinary  drill  spindles. 

Taper  Shank  Beamer. — A  reamer  (q.v.)  whose  shank  is  tapered  similarly 
and  for  the  same  reason  as  a  taper  shank  drill  (q.v.). 

Taper  Tap. — A  tap  (q.v.)  tapered  in  the  direction  of  its  length,  in  order  to 
afford  facility  of  entrance  and  ease  of  cutting  when  commencing  the 
cutting  of  a  screw  thread  in  a  drilled  hole.  The  tap,  by  reason  of  its 
taper,  cannot  cut  at  its  lower  end,  but  only  near  the  upper  end  or  shoulder. 
Hence  its  function  is  to  initiate  a  shallow  thread  only  at  the  top  of  the 
hole,  and  so  prepare  the  way  for  the  plug  or  finishing  tap,  which  is 
parallel  throughout. 

Taper  Turning. — See  Conical  Turning. 

Taper  Vice.— A  vice  provided  with  an  attachment  for  holding  tapere^ 
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work.    It  usually  consists  of  a  loose  jaw  piece  rounded  on  the  back, 
and  movable  in  a  corresponding  hollow  seating  on  the  fixed  jaw,  by 

.  which  means  it  is  capable  of  a  slewing  movement  to  adapt  it  to  dif- 
ferent angles. 

Tapes.— See  Cotton  Tapes. 

Tap  Grooving. — The  cutting  of  the  grooves  or  flutes  in  taps  (q.v.)  by 
means  of  which  their  cutting  edges  are  imparted.  The  process  is  usually 
accomplished  in  a  milling  machine  (q.v.). 

Tap  Holder. — The  contrivance  by  which  the  taps  are  held  in  a  screwing 
machine. 

Tap  Hole. — (1)  The  hole  in  a  blast  furnace  or  cupola  through  which  the 
molten  metal  is  allowed  to  flow  into  the  mould  or  ladles.  See  Bott 
Stick,  Tapping.  (2)  The  hole  in  the  bottom  of  a  casting  ladle  (q.v.) 
for  the  discharge  of  the  metal. 

Tappet. — (1)  The  adjustable  pin  or  stud  bolted  on  the  edge  of  a  metal 
planing  machine,  and  which  through  a  series  of  levers  and  rods  reverses 
the  motion  of  the  table.  (2)  The  cam  teeth,  or  wipers,  on  the  wheel  of 
a  tilt-hammer  are  also  called  tappets.  (3)  The  valves  of  Cornish  engines 
are  actuated  by  tappets. 

Tappet  Motion. — The  feed  motion  derived  from  the  action  of  a  tappet 
(q.v.)  as  distinguished  from  that  of  a  paul,  a  screw,  or  other  agency. 

Tapping. — Signifies  the  opening  of  the  tap  hole  in  a  cupola  or  melting 
furnace,  through  which  the  molten  metal  finds  egress  into  the  ladle  or 
into  the  mould,  as  the  case  may  be.  It  is  closed  with  fire  day  during 
the  intervals  of  tapping.  See  Bott  Stick.  (2)  The  art  of  screwing  a 
hole  with  a  tap. 

Tapping  Bar. — The  pointed  bar  or  bott  stick  (q.v.)  employed  for  tapping 
out  the  molten  metal  from  a  cupola. 

Tapping  Hole. — (1)  A  hole  drilled  to  the  same  diameter  as  the  bottom  of 
a  screw  thread,  or  twice  the  depth  of  the  thread  smaller  than  its  nominal 
size,  thus  leaving  metal  for  the  tap  to  remove.    (2)  A  tap  hole  (q.v.). 

Tap  Plate.— A  screw  plate  (q.v.). 

Tap  Wrench. — A  double  and  equal  armed  lever  used  for  the  screwing  of 
taps.  A  square  hole  pierced  through  the  centre  of  the  bar  fits  over  the 
neck  of  the  tap  and  gives  sufficient  grip  to  turn  it  by. 

Tar. — Is  used  in  foundries  for  imparting  a  hard  preservative  skin  to  the 
surfaces  of  loam  patterns  and  sometimes  of  cores.  See  also  Anhydrous 
Tar.    Archangel  and  Stockholm  tar  are  used  for  hemp  ropes. 

Tarred  Bopes.— -jRopes  made  of  hemp,  usually  Russian,  and  steeped  in 
tar,  as  distinguished  from  Manilla  or  white  ropes. 

Tar  Varnish.— -JBituminous  paint  (q.v.). 

Teak. — (1)  There  are  two  woods  thus  designated,  the  one  the  African 
oak,  the  other  the  Houlmein  or  Indian,  the  true  teak.  The  latter  is  the 
one  which  is  chiefly  in  request  for  engineering  works.  It  is  the  wood 
of  Teetona  grandis,  found  in  the  south-eastern  parts  of  Asia  and  the  East 
Indian  Islands,  Ceylon,  Malabar,  and  Java.  It  is  of  a  greasy  nature, 
and  therefore  does  not  corrode  iron  in  contact  with  it.  It  contains 
silicious  matter  which  dulls  the  edge  of  cutting  tools.  It  is  of  a  light 
brown  colour,  shrinks  little,  is  durable,  straight  and  rather  open  grained, 
stands  heat  well,  and  is  not  attacked  by  insects.  A  cubic  foot  weighs 
46  lbs.  Sp.  gr.  *74.  (2)  African  oak  or  African  teak  is  believed  to  be 
the  product  of  OldJUldia  Africana,  of  the  order  Euphorhiaoesd.  It  is 
harder,  closer  grained,  and  heavier  than  the  Indian  teak.  It  is  about 
as  heavy  as  water,  its  sp.  gr.  being  '993. 
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Tedge. — An  ingate  (q.v.). 

Tec.— See  Tee  Pipe. 

Tee-headed  Bolt. — A  bolt  whose  head  is  formed  of  a  transverse  piece,  so 
that  -with  its  body  it  makes  the  outline  of  a  letter  X-  r^ne  piece  which 
forms  the  upper  bar  fits  into  a  recessed  or  undercut  X  dot,  whose  over- 
hanging edges  furnish  the  necessary  resistance  to  the  force  requisite  for 
tightening  up.  This  form  of  bolt  is  used  where  adjustability  is  neces- 
sary, the  bolt  sliding  into  any  position  within  the  range  of  the  tee  slots. 

Tee  Irons. — Rolled  wrought-iron  bars  whose  section  is  that  of  a  letter  "\. 
They  are  universally  employed  in  miscellaneous  engineering  built-up 
constructions,  as  bridge,  girder,  and  roof  work. 

Tee  Joint. — A  welded  joint  employed  for  uniting  pieces  of  bar  iron  stand- 
ing at  right  angles  with  each  other.  The  end  of  the  bar  which  forms  the 
vertical  part  of  the  tee  is  spread  out,  and  set  down  or  fullered  cross- 
ways,  and  laid  upon  a  similar  set-down  and  fullered  portion  of  the  face 
of  the  transverse  bar. 

Teem,  or  Teeming.— A  term  applied  to  the  pouring  of  metal,  or  to  the 
appearance  which  it  presents  on  being  run  from  the  furnace,  or  ladle,  or 
crucible.  Thus  it  is  said  to  teem  "  dead  "  or  "  fiery,"  according  to  its 
sluggish  or  active  appearance.  The  term  is  chiefly  used  by  steelmakers, 
who  "  teem,"  not  pour,  their  ingots. 

Teeming. — See  Teem. 

Teeming  Hole. — One  of  the  holes  or  pits  in  the  floor  of  a  steel  melting 
house,  in  which  the  moulds  for  the  reception  of  crucible  cast  steel  or 
for  ingot  moulds,  are  placed. 

Tee  Pipe. — A  branch  pipe,  the  branch  of  which  comes  out  of  the  main 
pipe  at  right  angles,  similar  to  a  letter  y.  Tee  pipes  are  usually  made 
with  socket  and  spigot.  Connections  through  flanged  tees  are  also 
made. 

Tee  Best. — The  "ordinary  rest  for  hand-turning,  so  called  from  its  re- 
semblance to  the  letter  7*. 

Tee  Slots. — Slots  or  grooves  oast  in  the  tables  of  planing,  shaping,  slotting, 
and  drilling  machines  for  carrying  the  heads  of  tee-headed  bolts  (q.v.). 
Tee  slots  should  preferably  be  planed  on  their  inner  edges. 

Tee  Square. — A  trying  square  formed  in  the  shape  of  tne  letter  T,  the 
vertical  portion  being  the  blade,  the  transverse  bar  the  stock.  Used 
chiefly  in  the  drawing  office. 

Teeth. — The  projections  on  the  peripheries  of  oog  wheels  and  ratchet 
wheels.    See  wheel  Teeth. 

Telgpoopio  Boiler. — A  boiler  in  which  the  rings  forming  the  barrel  are 
tapered  in  diameter,  so  that  the  transverse  joints  or  seams  fit  with- 
out and  within  in  succession.  The  shells  of  most  Cornish  and  Lan- 
cashire boilers  are  thus  made. 

Telesoopio  Pipe. — A  pipe  within  whose  upper  end  the  last  of  a  series  of 
deep-well  pipes  slides.  It  is  used  in  deep-well  pumps  to  permit  of 
moderate  adjustment  of  the  length  of  the  series.  It  is  sometimes  termed 
a  telesoopio  suction  slide. 

Telesoopio  Shaft. — See  Telesoopio  Slide. 

Telesoopio  Slide,  or  Telesoopio  Shaft. — Is  formed  by  the  movement  of 
hollow  tubes  one  within  the  other.  Such  shafts  are  of  wide  applica- 
*tion*  being  employed  to  carry  a  portion  of  a  machine  whose  longitudinal 
position  is  always  varying,  as  the  horizontal  spindles  of  radial  drilling 
machines,  and  in  blast  pipes  for  portable  forge  furnaces,  and  in  deep* 
well  pumps. 
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Tell  Tale.— An  indicator  by  which  the  attendant  of  a  winding  engine  is 
informed  when  to  stop  its  motion,  and  so  arrest  the  upward  or  down- 
ward movements  of  the  cage.  Tell  tales  are  employed  also  on  various 
automatic  machines  to  indicate  the  precise  time  when  a  certain  set  of 
operations  are  terminated. 

Telodynamio  Transmission. — The  transmission  of  power  to  long  distances 
by  means  of  relays  of  wire  rope  (q.v.). 

Temper. — (1)  The  temper  of  a  piece  of  steel  is  its  elastic  condition  con- 
sidered in  reference  to  the  purpose  for  which  it  is  to  be  utilised.  See 
Tempering.  (2)  A  mixture  of  16  parts  of  copper  to  32  of  tin,  used  to 
assist  in  the  mixing  of  alloys  of  various  kinds  in  which  the  proportion 
of  copper  is  so  small  that  if  added  alone  its  higher  fusing  point  would 
not  allow  proper  combination  to  take  place.  The  oopper  and  tin  alloy 
are  added  as  a  temper*    See  Babbitting. 

Temperature. — The  temperature  of  a  body  is  measured  by  the  amount  of 
its  sensible  heat,  or  that  which  can  be  measured  by  a  thermometer,  and 
is  independent  of  its  latent  heat  (q.v.).  It  is  therefore  that  which  can 
be  oommunioated  from  one  body  to  another,  and  be  directly  recognisable 
and  measurable. 

Tempering. — (I)  The  imparting  of  a  definite  degree  of  hardness,  or  elas- 
ticity to  steel,  by  the  raising  or  letting  down  (q.v.)  of  the  metal  to  a 
certain  temperature,  and  then  rapidly  cooling  or  quenching  in  water  or 
oil,  from  that  temperature.  The  temperature  is  indicated  by  the  colour 
which  the  steel  assumes  in  passing  from  a  high  to  a  lower  degree,  and 
is  different  for  almost  every  class  of  cutting  instruments.  The  steel  is 
quenched  in  water,  oil,  soap,  or  other  substances,  the  medium  varying 
with  the  nature  of  the  objects  tempered  and  the  degrees  of  heat.  Some- 
times the  temperature  is  estimated  not  by  colour,  but  by  the  flashing 
point  (q.v.)  of  a  fat.  (2)  Tempering  also  has  reference  to  the  slow  dry- 
ing of  articles  moulded  in  day,  as  bricks  and  crucibles.  When  the 
I)aste  has  been  moulded  into  form,  the  article  is  subjected  to  a  pro- 
onged  desiooation  at  a  gradually  increasing  temperature  ranging  from 
'about  60°  F.  to  160°  or  180°.  The  tempering  may  oontinue  from  two 
to  eight  months,  and  the  longer  the  process  is  oontinued  the  longer  the 
crucibles  or  bricks  will  last. 

Template,  or  Templet — Any  temporary  pattern,  guide,  or  model  by  which 
work  is  either  marked  out  or  by  which  its  accuracy  is  checked.  Usually 
thin  light  plates  of  wood  or  metal  cut  to  special  outlines.  Used  in  all 
the  departments  of  engineering. 

Template  Maker.— See  templating. 

Templating. — The  laying  out  (q.v.)  of  diagrams  on  thin  sheets  of  metal, 
or  thin  strips  of  wood,  from  which  the  plates  employed  in  boiler  and 
sheet  metal  work  are  to  be  out.  Templating  is  usually  the  special  work 
of  a  boiler  maker  or  plater  devoted  wholly  to  it,  hence  called  a  template 
maker,  whose  intelligence  and  careful  skill  ensure  him  a  rate  of  wages 
correspondingly  higher  than  those  of  ordinary  platers  or  boiler  makers. 

Templet. — A  template  (q.v.). 

Temporary  Centre. — A  centre  pieoe,  or  a  centre  mark,  used  only  for  a  tem- 
porary purpose,  either  for  marking  out  work  or  for  machining  it.  A 
temporary  centre  may  be  a  slip  of  wood  bridging  over  a  hole,  upon 
which  slip  the  centre  point  is  marked ;  or  it  may  be  a  mandrel  filling 
up  the  hole,  and  having  a  centre  point  oountersunk  in  its  ends. 

Temporary  Mandrel. — A  mandrel  (q.v.)  used  as  a  temporary  centre,  either 
for  supporting  work  which  is  being  lined  out,  or  for  carrying  work 
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already  bored,  in  the  lathe  while  it  is  being  turned  on  the  outside 
diameter. 

Tenacity. — That  property  by  which  a  material  is  enabled  to  resist  forces 
tending  to  tear  it  asunder.  Tenacity  depends  mainly  upon  density,  bat 
is  affected  by  conditions  of  cooling,  drawing  out,  or  development  of 
fibre,  temperature,  and  other  causes.  The  tenacity  or  tensile  strength 
of  materials  is  usually  given  in  the  number  of  hundredweights  or  tons 
necessary  to  break  a  bar  of  the  material  of  one  square  inch  sectional 
area. 

Tender. — It  is  the  custom  to  prepare  tenders  of  all  large  works  to  be  con- 
tracted for,  in  the  drawing  office,  in  fulfilment  of  the  terms  of  specifica- 
tions. Before  tenders  can  be  prepared,  general  drawings  and  partial 
details  at  least  of  the  machine  or  structure  in  question  have  to  be  made, 
in  order  to  obtain  therefrom  approximate  weights  of  all  the  castings, 
forginge,  and  plated  work,  ana  also  to  estimate  the  value  of  the  labour 
involved.  Tracings  of  the  drawings,  or  sun  copies  are  also  sent  with 
the  tender  or  estimate.  Sometimes  tenders  are  paid  for,  but  usually 
there  is  no  compensation  in  the  event  of  non-acceptance,  and  lost 
tenders  amount  to  a  very  high  percentage  of  drawing  office  expenses. 

Tenon. — A  tongue  projecting  from  the  end  of  a  piece  of  timber,  and 
which,  with  the  mortice  into  which  it  fits,  is  one  of  the  commoner  joints 
in  wood  work. 

Tenoning  Maohine. — A  machine  employed  for  cutting  tenons  in  wood, 
consisting  generally  of  four  saws,  two  running  vertically  together,  and 
capable  of  adjustment  sideways  for  the  different  thicknesses  required, 
and  two  running  horizontally  to  out  the  shoulders.  Or,  in  more  recent 
machines,  consisting  of  two  adze  blocks  (q.v.),  with  flat  plane  iron  cut- 
ters revolving  horizontally,  and  capable  of  vertical  adjustment.  Hie 
work  is  then  bolted  to  a  sliding  table  having  a  horizontal  movement  in 
front  of  the  cutter  blocks.  Sometimes  a  third  cutter  is  used  to  take  out 
a  central  portion,  and  so  form  a  double  tenon. 

Tenon  Saw. — A  saw  which  derives  its  name  from  the  tenon  form  of  joint. 
It  is  a  thin  saw  ranging  from  8  in.  to  16  in.  in  length,  and  is  supported 
by  a  back  of  wrought  iron  or  brass ;  hence  called  also  a  back  saw.  It 
contains  about  ten  teeth  to  the  inch. 

Tensile  Strain. — A  strain  or  pull  in  a  longitudinal  direction,  and  therefore 
the  reverse  of  a  crushing  strain. 

Tensile  Strength. — The  strength  necessary  to  enable  a  bar  or  structure  to 
resist  a  tensile  strain ;  equivalent  to  tenacity. 

Tensile  Stress. — The  stress  to  which  a  bar  or  structure  is  subject  when  in 
tension. 

Tension. — ( 1)  A  body  is  in  tension  when  it  is  subject  to  forces  tending  to  tear 
or  break  it  asunder  in  a  direction  parallel  with  its  axis.  (2)  The  degree 
of  strain  put  upon  a  band  saw  in  order  to  keep  it  taut  for  work.  It  is 
regulated  by  means  of  a  weighted  lever  and  rack  and  quadrant,  or  by 
means  of  a  hand  wheel,  screw,  and  spring. 

Tension  Bar. — A  bar  which  is  being  subjected  to  tensile  stress. 

Tension  Bolts. — Tie  bolts  (q.v.). 

Tension  Bod. — A  rod  subject  to  tensile  stress.  Tie  rods  (q.v.)  are  ex- 
amples of  tension  rods. 

Terminal  Pressure. — Final  pressure  (q.v.). 

Terms. — The  parts  of  an  algebraical  or  arithmetical  expression  connected 
by  the  signs  plus  and  minus. 

Tesselated  Plates. — Often  applied  to  the  thin  wrought-iron  chequered 
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plates  used  as  foot  plates,  the  word  having  ref erenoe  to  the  form  of  the 
chequering,  which  is  produced  by  the  diagonal  crossing  of  shallow 
ridges  or  elevations  on  the  surface  of  the  plate. 

Test. — (1)  Engines  and  machines  are  usually  tested  at  the  works  in 
which  they  are  manufactured,  before  delivery  to  their  purchasers.  The 
tests  are  m  every  case  those  of  a  recognised  and  standard  character, 
and  are  witnessed  in  most  instances  by  an  appointed  and  experienced 
inspector,  not  the  actual  purchaser.  (2)  The  tests  to  which  the  raw 
materials  of  engineers'  structures  are  subjected  are  extremely  numerous, 
and  in  some  oases  very  severe. 

Test  Bars. — Bars  employed  as  tests  of  the  quality  of  metal  in  any  par- 
ticular set  of  castings.  When  large  quantities  of  iron  castings  are 
ordered  it  is  customary  to  have  bars  run  from  the  same  metal  as  that 
which  is  nut  into  the  castings.  These  bars  are  usually  of  a  2  in.  X  1  in. 
cross  section  and  about  3  ft.  4  in.  long.  They  are  rested  upon  supports 
3  ft.  apart,  and  loaded  until  thev  break,  the  amount  of  their  deflection 
before  breaking  being  also  noted.  A  bad  bar  will  break  at  25  cwt.,  a 
good  one  at  35  or  37  cwt.,  30  cwt.  being  a  bar  of  fair  average  quality. 
These  will  deflect  \  in.  or  more  before  fracture  if  the  metal  is  tough. 

Test  Cooks. — Try  cooks  (q.v.). 

Testing  Machine. — A  machine  used  for  testing  the  elasticity  and  strength 
of  materials.  In  its  simplest  form  it  consists  of  a  simple  lever  very  un- 
equally divided,  the  proportions  between  the  lengths  of  the  arms  being 
inversely  as  the  weight  suspended  and  the  strain  on  the  specimen.  The 
best  testing  machines  are  made  of  a  combination  of  two  or  more  levers, 
together  with  sundry  other  attachments  for  the  adjustment  of  the  levers 
themselves,  and  specimen  holders,  and  appliances  also  for  the  measure- 
ment of  torsional  strains. 

Test  Load.— A  proof  load  (q.v.). 

Test  Pump. — A  hydraulio  force  pump  (q.v.)  is  the  kind  of  pump  used 
for  testing  purposes. 

Test  Specimens. — Pieces  of  material  speoially  prepared  for  testing,  either 
with  or  without  the  aid  of  a  machine.  See  Specimen  Bar,  Specimen 
Plate,  Test  Bars,  Test  Strips,  Forge  Test,  &c. 

Test  Strips. — In  specifications  for  boiler  and  other  works  in  wrought-iron 
and  steel  plates,  it  is  usual  to  stipulate  that  a  strip  shall  be  out  off  each 
plate  to  be  subjected  to  suitable  tests  by  the  engineer  or  inspector ; 
these  are  known  by  the  name  of  test  strips. 

Theorem. — A  truth  capable  of  demonstration  from  truths  previously 
admitted  or  proved. 

Theoretical  Quantities. — Quantities  which  have  scarcely  any  existence  in 
practice,  though  valuable  as  standards  of  reference  when  making  calcu- 
lations as  to  the  useful  effects  given  out  by  motive  agencies.  Inns  the 
modulus  of  a  machine  represents  its  actual  value  and  is  a  fraction  only 
of  its  theoretical  value. 

Thermal  Lines. — See  Adiabatio  Curve,  and  Isothermal  Lines. 

Thermal  Unit. — A  certain  quantity  of  heat,  or  its  equivalent  of  work ; 
used  as  a  standard  by  which  to  compare  other  quantities..  See  Unit  of 
Heat. 

Thermal  Value. — The  eoonomio  value  of  a  oombustihle  element  or  sub- 
stance, estimated  according  to  the  number  of  heat  units  liberated  by  its 
perfect  combustion.  The  thermal  value  is  the  same  for  any  substance 
under  similar  conditions,  whatever  be  the  rate  of  its  combustion.  (See 
Combustion,  Products  of  Combustion.)    The  thermal  values  of  sub- 
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stances  are  higher  when  the  products  of  combustion  are  water  imlrsfl 
of  steam,  because  a  certain  portion  of  the  heat  is  absorbed  in  the  con- 
Tersion  of  water  into  steam.  See  Latent  Heat. 
Tacrmo-dyBaade  Engines, — Usually  applied  to  gas  engines,  hot-air 
engines,  and  engines  which  deore  their  motive  power  from  increase 
and  dmriimtion  m  temperature  of  the  motive  force.  Steam  engines, 
though  thermodynamic,  are  not  popularly  rliswcd  with  these. 
Tmarao-dynaaies. — The  study  which  treats  of  heat  as  a  form  of  energy 

or  mode  of  work. 
ThermeJtinemeties. — Sometimes  applied  to  the  study  of  the  theory  of 

the  motion  of  heat. 
Thermometer. — An  instrument  used  for  measuring  temperatures.  An  air 
thermometer  is  graduated  from  absolute  aero  (o^.v.)  point  upwards. 
Since  its  readings  must  be  taken  in  conjunction  with  those  of  the  baro- 
meter, its  use  is  confined  to  scientific  researches  chiefly.  Fahrenheit 
scale  reckons  from  32°  to  212° ;  Centigrade,  from  0°  to  1009 ;  Beaumer, 
0°  to  80°.  To  convert  degrees  Centigrade  into  degrees  Fahrenheit  mul- 
tiply the  given  temperature  by  9  and  divide  by  5  (a  degree  C.  being  to 
a  degree  F.  in  the  ratio  of  9  to  5),  then  add  32.  Conversely,  to  reduce 
Fahr.  to  Cent,  subtract  32  ;  multiply  by  6  and  divide  by  9. 
Thermostatics. — Sometimes  applied  to  the  theory  of  the  equilibrium  of 

heat. 
Thick  lire. — A  furnace  fire  is  thick  when  the  fuel  is  spread  to  a  consider- 
able depth  over  the  grate  bars.    It  is  more  economical  than  a  thin  fire, 
because  the  heat  of  combustion  is  not  so  rapidly  dissipated,  and  the 
fuel  is  more  thoroughly  coked. 
Thickness. — Thickness  in  a  loam  pattern  signifies  that  coat  of  loam  which 
represents  the  pattern  thickness  superimposed  over  the  core.    This  is 
stripped  off  after  moulding,  leaving  the  core  intact,  which  last  is  then 
placed  in  the  mould  ready  for  casting. 
Tftioknessing  Machine. — A  machine  used  for  the  purpose  of  planing  stuff 
to  a  gauged  or  parallel  thickness,  two  adze  blocks  being  used,  one  of 
which  is  movable  for  adjustment  to  thickness. 
Thioknesi  Pieces.— Rectangular  strips  of  wood  gauged  to  definite  thick- 
nesses, and  used  by  moulders  for  trying  the  spaces  or  metal  thick- 
nesses in  their  moulds,  the  strips  being  laid  between  cores  and  the 
adjacent  mould  portions. 
Thick  Oil,  or  Heavy  Oil. — A  lubricating  oil  having  much  body  or  viscosity, 
as  castor  oil,  and  used  for  the  heaviest  class  of  machinery,  being  less 
liable  than  the  thin  oils  to  become  squeezed  out  from  between  the  bear- 
ing surfaces. 
Thimble. — (1)  A  short  cylindrical  casting  used  for  connecting  the  spigoted 
ends  of  pipes  which  lay  end  to  end,  or  which  have  been  cut  off,  or  have 
become  cracked  and  broken  and  have  to  be  reunited  without  sockets 
and  spigots.    A  thimble  is  of  the  same  bore  as  the  socket  of  its  pine, 
and  is  caulked  similarly  to  a  socket.    (2)  A  tapered  iron  mandrel,  cir- 
cular in  section,  used  in  smithies  for  the  bringing  of  rings  and  holes 
which  have  been  already  roughly  shaped  under  the  hammer  into  a  truly 
circular  form,  the  hole  being  slid  over  the  tapered  portion,  and  set  down 
on  the  faces  and  struck  on  the  outside  until  it  assumes  the  circular 
form.    Termed  also  a  sugar  loaf  from  the  almost  precise  resemblance 
of  the  smaller  thimbles  in  outline  and  size  to  a  sugar  loaf.  Also  termed 
a  cone  simply. 
Thin  Fire. — A  boiler  fire  is  said  to  be  thin  when  the  fuel  is  spread  in  a 
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thin  stratum  oyer  the  fire  ban.  There  is  a  loss  of  heat  in  using  a  thin 
fire,  though  in  horizontal  internally  fired  boilers  its  employment  cannot 
be  avoided  owing  to  the  contraction  in  the  area  of  the  flue  and  ash  pits. 

Thinning  Out. — In  boiler  work  where  the  circumferential  and  longitu- 
dinal joints  of  the  plates  overlap  (q.Y.),  it  is  necessary  that  the  middle 
plate  should  be  bevelled  or  drawn  down  to  a  feather  edge  just  at  the 
joint,  to  permit  of  close  and  flush  fitting.  This  is  called  thinning  out, 
or  thinning  down. 

Thin  Oil,  or  Light  Oil. — A  lubricating  oil  having  little  body  or  viscosity, 
as  sperm  oil,  and  used  for  the  lightest  olass  of  machinery. 

Thoroughfare  Hole. — A  hole  carried  right  through  a  piece  of  work,  as 
distinguished  from  a  hole  which  is  reoessed  only. 

Thread.— The  actual  helix,  or  feather,  or  blade  of  a  screw,  as  distinot 
from  the  solid  body  or  bar  on  which  it  is  cut  and  by  which  it  is  carried 
and  supported. 

Thread  Gauge. — A  screw -threaded  gauge  (q.v.). 

Three-oylinaer  Engine. — (1)  There  are  several  types  of  three-cylinder 
engines  now  made.  They  may  be  divided  into  two  main  classes — those 
in  which  the  cylinders  are  placed  at  an  angle  of  120°  to  each  other,  and 
those  in  which  they  are  ranged  side  by  side.  In  the  former  or  Brother- 
hood type,  the  three  pistons  are  of  the  trunk  form,  though  shallower 
than  ordinary  trunk  pistons,  and  three  piston  rods  pivoted  loosely  in  the 
bodies  of  the  pistons  are  connected  together  by  bonding,  around  a  single 
eccentric  shaped  crank,  made  solid  with  the  crank  shaft.  The  supply 
of  steam  takes  place  at  the  end,  that  is  to  one  side  of  the  three  cylin- 
ders, and  is  regulated  by  a  valve  common  to  all,  which  opens  and  closes 
the  ports  in  succession.  (2)  In  the  other  type,  in  which  the  cylinders 
are  placed  side  by  side,  their  pistons  actuate  a  three-throw  crank.  In 
Willan's  engine  the  steam  is  introduced  only  above  the  pistons,  and  the 
pistons  act  as  valves  also  for  opening  and  cutting  oft  the  supply  of 
steam  to  the  other  cylinders.  The  pistons  of  three-cylinder  engines 
being  in  equilibrium  there  is  no  balancing  of  reciprocating  parts 
required,  and  they  can  be  run  at  a  much  higher  speed  and  steadier 
than  engines  of  the  ordinary  reciprocating  type.  Hence  they  are  em- 
ployed for  driving  dynamos,  oentrifugal  pumps,  circulating  pumps, 
and  high-speed  machinery  generally. 

Three-high  Kill.— See  Three-high  Rolls. 

Three-high  Bolls,  or  Three-high  Kill. — In  a  rolling  mill  this  signifies  the 
arrangement  of  three  rolls  one  over  the  other,  so  that  the  bars  or  plates 
may  be  passed  forward  between  the  lower  pair  and  backward  through 
the  upper  ones,  without  reversing  the  direction  of  rotation  of  the  rolls. 

Three-part  Box. — A  moulding  box  or  flask  consisting  of  three  parts,  and 
used  for  moulding  those  patterns  in  which  the  middle  section  must  be 
distinct  from  the  top  and  bottom,  as,  for  example,  in  the  case  of  a 
grooved  pulley. 

Three-ported  Cylinder. — The  ordinary  steam  cylinder  for  the  common 
slide  valve,  as  distinguished  from  those  cylinders  having  two  or  more 
openings  leading  into  each  steam  passage  from  the  valve  face,  in  oases 
where  double-ported  valves  and  treble-ported  valves  are  employed. 

Three-square  File. — A  term  commonly  applied  to  a  file  triangular  in  sec- 
tion, or  a  three-cornered  file.    Used  chiefly  for  saw-sharpening. 

Three-throw  Crank. — A  shaft  having  three  cranks  forged  upon  it  at 
angles  of  120°,  for  driving  three  valves,  or  buckets,  or  pistons,  and 
need  chiefly  for  pumps.    The  cranks  being  so  arranged,  are  in  equili- 
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brium  in  any  position,  and  can  be  run  smoothly  at  a  high  rate  of  speed, 
and  also  started  in  any  position. 

Three-throw  Pump,  or  Treble-barrel  Pump. — A  pump  having  three 
working  barrels  arranged  in  line,  and  haying  their  piston  rods  con- 
nected to  three  overhead  cranks  set  at  angles  of  120°  on  a  common 
crank  shaft  Equality  of  motion  and  a  continuous  supply  are  the  ad- 
vantages of  their  use. 

Three-way  Cock. — A  oook  having  three  delivery  branches,  either  sockets, 
or  flanges,  for  diverting  the  liquid  from  the  inlet  branch  into  two 
different  directions  at  pleasure. 

Throat — (1)  The  enlarged  neok  of  a  branch  or  offset  pipe,  enlarged  and 
curved  for  the  purpose  of  diminishing  friction  and  allowing  greater 


freedom  of  flow  for  the  liquid.  (2)  The  top  or  opening  of  an  open- 
topped  blast  furnace,  into  which  the  fuel  and  ore  are  charged.  (3)  The 
inner  edge  of  the  flange  of  a  railway  wheel,  or  that  portion  which  cor- 
responds with  the  gauge  of  the  rails. 

Throat  Core  Box. — A  oore  box  used  in  connection  with  cast-iron  pipe 
work.  It  forms  the  curved  portion  by  which  the  oore  of  a  branch  or 
Tee  passes  into  that  of  the  main  pipe.    See  Throat. 

Throttle  Valve. — A  flat,  thin,  disc  valve,  which  lies  diagonally  within 
and  across  a  round  pipe  and  closes  it  partly  or  entirely.  Used  in 
dampers,  flues,  and  engine  steam  pipes  leading  from  the  boiler,  to 
regulate  thepassage  of  smoke  and  of  steam. 

Throttling. — Tne  wire  drawing  (q.v.)  of  steam  in  a  narrow  passage. 

Through  Tubes. — The  flue  tubes  of  Lancashire  and  Cornish  boilers,  so 
called  because  they  pass  from  end  to  end,  being  attached  to  the  end 
plates. 

throw. — The  total  amount  of  eccentricity  of  a  crank  or  eccentric,  being 
equal  to  twice  the  radius. 

Throw  Disc. — The  disc  of  a  slotting  machine  which  actuates  the  ram  (q.v.) 
through  the  medium  of  a  short  connecting  rod. 

Throw^mt  Gear. — An  arrangement  of  levers  and  rods  by  which  the  mo- 
tion of  a  single  eccentric  is  reversed  in  marine  engines. 

Thrust. — The  compressive  force  exercised  by  a  body  transmitting  pressure. 

Thrust  Bearing,  or  Thrust  Block. —  (1J  The  bearing  which  receives  the 
endlong  thrust  or  pressure  of  the  horizontal  shaft  of  a  ship's  screw.  It 
is  similar  in  outline  to  a  plummer  block,  but  its  bearing  portion  is 
grooved  circumferentially  to  receive  the  thrust  oollars  (q.v.) .  A  horse- 
shoe thrust  block  is  one  in  which  the  bearing  grooves  are  not  continuous ' 
around,  but  arched  over  the  shaft  only,  so  that  the  portions  of  the 
shaft  oollars  which  are  lowermost  run  in  a  reservoir  of  oil,  and  carry  it 
up  to  the  actual  collar  bearings  above.  (2)  The  bearing  or  shouldered 
portion  of  a  drill  spindle  (q.v.)  where  the  feed  screw  and  the  revolving 
spindle  are  in  contact.    See  Thrust  Collars. 

Thrust  Block.->-A  thrust  bearing  (q.v.). 

Thrust  Collars. — (1)  Collars  turned  on  the  body  of  the  shaft  of  a  ship's 
screw  which  transmit  the  endlong  thrust  to  the  thrust"  bearing  (q.v.), 
the  collars  fitting  into  the  circumferential  grooves  of  the  thrust  bear- 
ing. (2)  The  compensating  oollars  (q.v.)  of  drilling  machine  spindles, 
so  named  because  they  sustain  the  thrust  due  to  the  reaction  of  the 
work  against  the  drill. 

Thrust  Screw. — A  screw  with  or  without  the  power  of  endlong  adjust- 
ment, which  takes  the  thrust  of  a  revolving  spindle.  Examples  of 
thrust  screws  occur  at  the  top  of  the  drill  spindles  of  some  drilling  ma- 
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chines,  and  in  the  back  centres  of  the  headstooks  of  lathes.  The  bearing 
end  of  a  thrust  screw  may  be  either  flat,  or  oonical  in  form,  and  is 
always  hardened. 

Thumb  Plane. — A  small  plane  about  four  or  five  inches  long,  and  having 
an  iron  of  about  an  inch  in  width,  used  for  small  work  in  general, 
where  a  larger  plane  would  be  inconvenient. 

Thumb  Screw. — A  light  screw  having  its  head  expanded  for  grasping  by 
the  finger  and  thumb.    A  wing  nut  (q.v.). 

Ticks. — Grows*  feet  (q.v.). 

Tie. — A  bar  or  member  introduced  into  a  structure  to  resist  tensile  stress. 
Ties  are  used  in  trussed  beams,  in  Warren  and  lattice  girders,  being  the 
bars  which  incline  downwards  towards  the  centre ;  and  to  receive  the 
pull  of  the  load  on  crane  jibs,  and  in  numerous  other  positions  besides. 
See  Wind  Tie,  Tie  Beam,  Tie  Bod, 

Tie  Beam. — A  beam  which  ties  together  or  prevents  the  spreading  out  of 
the  lower  ends  of  the  rafters  of  roof  trusses. 

Tie  Bolts. — Screw  bolts,  osuaUy  long,  which  tie  or  stay  large  flat  and 
inherently  weak  surfaces.  Tney  are  used  in  built  up  water  tanks,  as 
longitudinal  stays  in  Cornish  and  Lancashire  and  marine  boilers,  and 
for  similar  purposes  in  many  other  structures. 

Tie  Bod. — (1)  A  long  screwed  bolt  or  stay,  which  passes  from  end  to  end 
of  a  Cornish  or  Lancashire  boiler,  and  ties  or  stays  the  flattened  pjj&tes. 
(2)  Bods  which  support  or  tie  the  jib  or  lifting  strut  of  a  crane.  These 
rods  are  subject  to  very  severe  stress.  Tie  rods  are  also  termed  tension 
bolts  or  tension  rods. 

Tightening  Gear. — The  arrangement  by  which  the  cotton  or  hemp  ropes 
used  for  driving  machinery  are  kept  taut  on  their  pulleys.  The  usual 
means  of  tightening  is  the  employment  of  weights  depending  from  an 
idle  and  adjustable  pulley  over  which  the  rope  passes.  See  Tightening 
Pulley. 

Tightening  Pulley. — In  rope  gearing,  hygroscopic  changes  in  the  atmo- 
sphere, and  the  stretching  due  to  straining  action  causes  the  lengths  of 
the  ropes  to  vary.  To  take  up  the  slack,  a  guide  pulley  or  pulleys  are 
hingea  on  a  sliding  bearing  plate,  moving  in  guides  so  that  within 
certain  limits  the  extensions  of  the  ropes  are  compensated.  The  pulleys 
are  therefore  termed  tightening  pulleys.  In  light  running  cords,  driving 
lathes  and  other  machines  from  overhead,  similar  pulleys  are  em- 
ployed. 

Tile. — The  iron  plate  or  lid  which  covers  the  mouth  of  a  brass  melting 
furnace.    So  named  because  a  common  tile  was  originally*  used. 

Tilt  Hammer,  or  Trip  Hammer. — An  old-fashioned  form  of  smith's  ham- 
mer, used  for  heavy  forging  before  the  introduction  of  the  steam  ham- 
mer. The  hammer  shaft  swings  on  a  pivot :  and  a  revolving  cam  or 
wheel  furnished  with  projecting  teeth,  by  pressing  down  the  end  of  the 
liftmmAr  shaft  lifts  the  hammer,  which  falls  by  its  own  weight  directly 
the  cam  has  passed,  to  be  again  lifted  for  the  next  blow  by  the  next 
cam  tooth.  Tilt  hammers,  though  to  a  great  extent  superseded  by  the 
steam  hammers,  are  still  employed  both  in  smithies  and  in  iron,  steel, 
and  tin  plate  works,  for  forging  and  for  slabbing  and  blooming  down 
the  smaller  puddled  balls  and  ingots. 

Tilt  Steel. — Blister  steel  which  has  been  beaten  out  under  a  tilt  hammer 
(q.v.).  The  name  is  still  retained  notwithstanding  that  the  work  is 
now  done  by  the  steam  hammer. 

Timber. — The  various  timbers  employed  by  engineers,  together  with 
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their  qualities,  defects,  preservation,  seasoning,  &c,  are  noted  under 
appropriate  headings.    See  Wood. 

Timber  Clamp. — A  bar  clamp  (q.v.). 

Timber  Measurement — Timber  is  measured  in  various  ways.  By  the 
superficial  foot,  reckoned  as  one  inch  thick,  as  in  boards  ;  by  the  cubio 
foot,  as  in  logs  or  beams  ;  by  the  standard  (q.v.)  as  board  in  quantity ; 
by  the  load,  as  in  wholesale  dealing ;  by  the  hundred,  as  in  deals  and 
batten*. 

Timber  Baok.— A  store  for  timber.  There  are  two  kinds  of  racks,  one  in 
which  the  wood  is  laid  in  a  horizontal,  the  other  in  a  vertical  position. 
In  the  first  case  the  boards  are  stripped  (see  Stripping)  and  laid  in  bays 
or  compartments ;  in  the  second  they  stand  on  end  slightly  inclined 
edgeways,  leaning  against  a  beam  from  which  round  rods  of  iron  pro- 
ject ana  aot  as  divisions  between  each  batch  of  boards.  The  first  mode 
is  used  when  the  boards  are  actually  drying,  the  second  when  they 
have  been  dried  and  are  considered  ready  for  use.  But  though  boards 
are  never  dried  while  standing  on  end,  £hey  are  when  dried,  often  kept 
in  the  horizontal  position  until  required. 

Timber  Scribe. — See  Scribe. 

Timber  Washers. — Washers  (q.v.)  of  oast  or  wrought  iron  used  in  framed 
timber  works  to  receive  the  pressure  of  the  bolt  heads  and  nuts,  and  so 
prevent  bruising  of  the  timber.  When  the  bolts  pass  through  the 
timber  in  an  oblique  direction  bevelled  washers  are  used. 

Time  Sheets. — Printed  slips  of  paper  with  headings  for  dates,  on  which 
workmen  write  out  each  day's  tune ;  that  is,  the  number  of  hours  which 
they  have  worked  and  the  jobs  upon  which  they  have  been  engaged. 
These  are  collected  and  sent  into  the  office  and  checked  against  the  time 
as  given  in  by  the  gatekeeper. 

Tin.— Symbol,  Sn. ;  comb,  weight,  117*8  ;  sp.  gr.t  7*3.  A  silvery  white 
metal  of  immense  value  in  engineering  work,  chiefly  as  an  alloy  in  the 
manufacture  of  gun -metal,  brass,  phosphor  bronze,  Muntz  metal,  &c, 
and  in  the  mixing  of  solders. 

Tine. — An  iron  or  steel  claw  or  fork  used  in  dredging  operations.  The 
terms  half  tine,  whole  tine,  refer  to  the  length  of  the  claws.  Any  fork- 
like projection  used  for  piercing  or  digging  would  properly  be  called 
a  tine. 

Tinned  Chaplets. — Moulders'  chaplets  coated  with  tin  for  the  same  reason 
as  tinned  nails  (q.v.). 

Tinned  Kails. — Moulders'  ohaplet  nails  coated  with  tin  to  prevent  rusting 
and  the  consequent  formation  of  blow  holes. 

Tinning. — (1)  The  process  of  covering  sheet  iron  plates  with  tin  in  the 
tinpLate  manufacture.  It  is  effected  by  a  succession  of  processes  sub- 
sequently to  the  preparatory  rolling  and  pickling.  About  340  plates 
are  immersed  at  a  time  in  a  bath  of  melted  tin  covered  with  a  thick 
layer  of  tallow,  and  heated  to  nearly  the  flashing  point  of  the  latter. 
They  are  removed  in  about  an  hour  and  a  half,  immersed  in  another 
bath  of  tin,  lifted  out,  brushed  and  plunged  into  melted  tallow,  and 
allowed  to  drain.  They  are  then  dipped  into  a  hot  pot  to  remove 
the  rim  of  metal  along  the  bottom  edge,  cleaned  in  bran,  sorted  and 
packed.    (2)  The  coating  of  a  soldering  iron  with  tin  previous  to  use. 

Tin  Ore. — See  Tinstone. 

Tin  Plate. — Thin  sheet  iron  coated  with  tin. 

Tinstone,  or  Tin  Ore. — The  ore  of  tin  occurring  in  the  condition  of  an 
oxide.    It  is  found  in  Cornwall,  Malacca,  Banca,  Australia,  Bohemia, 
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and  Saxony.    That  from  Malacca  and  Banoa  is  known  as  Straits*  tin, 
or  Banca  tin.    See  Stream  Tin,  Mine  Tin. 

Tipping  Bucket— See  Skip. 

Tire.— See  Tyre. 

Titan  Crane. — A  massive  type  of  block-setting  crane  similar  to  a  Hercules 
(q.y.)  in  lifting  capacity  and  general  form,  but  differing  therefrom,  in 
that  it  is  not  provided  with  motions  for  slewing.  It  consists  of  a 
travelling  carriage  built  np  and  properly  braced,  spanning  the  pier  or 
breakwater,  and  travelling  on  rails.  A  traveller  and  lifting  crabs  are 
mounted  on  this,  so  that  tnere  are  three  sets  of  motions  available,  one 
of  the  Titan  framework  longitudinally,  another  of  its  traveller,  also 
longitudinally,  carrying  the  crab,  and  a  third  of  the  crab  transversely. 
Hence  a  considerable  range  in  the  setting  of  the  blocks  is  practicable. 
Titans  are  driven  by  steam  power,  the  engines  being  at  the  hinder 
end. 

Titanio  Steel.— See  Titanium. 

Titanium. — Symbol,  Ti. ;  comb,  weight,  48.  One  of  the  rare  metallic 
elements  which  is  sometimes  found  associated  with  grey  pig  iron  and 
with  the  slags  of  blast  furnaces,  and  is  also  purposely  alloyed  with  tool 
steel,  or  steel  required  for  cutting  purposes,  hence  called  Titanio 
steel. 

Toe. — The  lower  or  bearing  end  of  a  vertical  spindle  which  rests  in  or 
works  in  a  footstep  (q.v.). 

Toe  Step.— See  Footstep. 

Toggle  Joint. — A  form  of  lever  knuckle  joint  by  means  of  which  great 
power  is  obtained.  It  consists  essentially  of  two  lever  arms  forming  an 
angle  with  each  other  and  hinged  at  the  centre,  the  opposite  end  of  one 
lever  being  hinged  on  a  fixed  pivot,  the  opposite  end  of  the  other  being 
free  to  move.  Any  attempt  to  straighten  the  levers,  that  is  to  bring 
them  into,  or  nearly  into  line,  causes  enormous  pressure  to  be  exerted 
at  the  ends.    This  form  of  joint  is  used  in  various  presses. 

Tommy. — A  pointed  round  iron  bar  or  lever  used  for  insertion  in  the  holes 
drilled  in  the  circular  back  nuts  of  lathes  and  other  machines,  for  the 
purpose  of  tightening  them  up.  Also  a  metal  rod  kept  for  insertion  in 
the  eyes  of  the  tightening  screws  of  hand-rest  sockets,  for  tightening 
the  1  rest.    Sometimes  called  a  podger. 

Tommy  Hole. — A  small  hole  drilled  in  a  circular  nut  or  similar  machine 
part,  and  into  which  the  point  of  a  tommy  is  inserted  for  tightening  up. 

Ton. — The  highest  unit  of  weight  employed  in  English  practice.  It  con- 
tains 20  owt.,  or  2,240  lbs.    The  Cornish  mining  ton  is  21  owt. 

Tongs. — A  smith's  tool  made  in  diversified  forms  and  used  for  holding 
the  work  which  is  being  operated  upon.  See  Flat  Bit  Tongs,  Pincer 
Tongs,  Crook  Bit  Tongs,  Hammer  Tongs,  Hoop  Tongs. 

Tongue,  or  Tongue  Piece. — This  is  a  short  piece  of  metal  or  wood  project- 
ing from  one  portion  of  a  structure  and  entering  into  another,  in  order  to 
ensure  steadiness  and  to  prevent  overlapping  of  joints.  Or  a  tongue 
may  simply  be  of  the  nature  of  a  guide  piece  or  a  check.  Hence  tongue 
and  tenon  are  not  quite  synonymous,  a  tenon  being  short  and  narrow, 
and  used  only  as  a  method  of  jointing ;  while  a  tongue  may  be  long 
and  wide,  ana  used  for  other  purposes  besides  the  making  of  joints,  as 
for  instance  a  projecting  strip  screwed  on  a  foundry  loam  board  to  give 
the  length  of  a  struck-up  core,  or  to  form  a  groove  around  the  core, 
would  be  termed  a  tongue. 

Tongueing. — The  jointing  of  the  edges  of  boards  by  a  groove  and  oorre* 
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sponding  slip,  the  tongue  on  the  edge  of  one  board  fitting  into  the 
groove  on  the  edge  of  its  fellow.  Tongueing  is  performed  either  by 
cutters  set  in  a  revolving  block,  or  by  means  of  a  joiner's  plough. 
Tongue  Joint,  or  Split  Joint. — (1)  A  smith's  joint  made  by  inserting  the 
tapered  end  or  tongue  of  a  rod  into  a  V-shaped  corresponding  cleft  in 
the  end  of  another  rod  for  the  purpose  of  making  a  weld.  (2)  Also  the 
joint  formed  by  the  tongueing  of  boards. 
Tonne. — A  French  measure  of  weight  equivalent  to  that  of  a  cubio  metre 

of  distilled  water  at  4°  C,  and  equal  to  1,000  kilos.    See  Millier. 
Tool. — Any  implement  by  which  mechanical  operations  are  performed, 
whether  by  hand  or  machine.    See  Hand  Tools,  Machine  Tools,  and 
details  under  specific  names. 
Tool  Angles. — See  Angles  of  Cutting  Tools,  Angle  of  Belief,  &o. 
Tool  Blanks.-— Blanks  (q.v.)  for  milling  and  other  cutters. 
Tool  Board. — A  board  supported  behind  the  bed  of  a  lathe  as  a  receptacle 

for  the  tools  used  in  turning. 
Tool  Box. — (1)  A  piece  of  mechanism  attached  to  the  cross  slides  of 
planing  machines,  the  slide  rests  of  lathes,  the  arms  of  shaping  and 
slotting  machines,  &c,  to  carry  the  cutting  tools.    Movement  is  im- 
parted to  the  tool  in  one  or  more  directions  by  automatic  arrangements 
varying  in  the  different  kinds  of  machines.    Tool  boxes  are  usually 
made  in  several  parts,  sliding  the  one  over  the  other  for  longitudinal  or 
cross  traverse,  and  often  for  circular  movements  besides.  The  tool  itself 
is  damped  with  a  screw  or  screws.    (2)  Any  wooden  box  which  is  used 
to  contain  workmen's  tools.    Pattern-makers'  tools  are  kept  in  a  chest 
suitably  fitted  with  trays  and  drawers ;  moulders'  tools  in  an  open  rect- 
angular box  without  any  trays  or  partitions,  and  furnished  only  with  a 
cross  handle  bridging  over  the  top.  Fitters  and  turners  keep  their  tools 
in  drawers  or  in  plain  boxes.    For  outdoor  work  the  erectors'  tools,  as 
spanners,  ratchet  braces,  &c,  are  put  in  strong  iron-clamped  packing 
boxes  with  padlocked  covers. 
Tool  Carriage. — The  sliding  carriage  which  traverses  the  cutting  tool  in 
any  self-acting  machine.    The  slide  rest  of  a  lathe,  and  the  tool  box 
(q.v.)  of  a  planing  machine  are  illustrations. 
Tool  Handles. — The  adoption  of  suitable  forms  for  the  handles  of  tools, 
cutting  and  otherwise,  is  not  a  matter  of  indifference,  but  one  which  is 
regarded  as  almost  of  exceptionable  importance  by  workmen,  since  few 
care  to  use  either  the  tools  or  the  handles  used  by  another  man.    In 
most  cases  the  handles  are  made  of  wood.    Thus  files,  chisels,  gouges, 
and  hand-turning  tools  have  handles  of  wood  bonded  with  ferrules 
where  the  tang  is  inserted,  and  the  shape  of  the  handles  varies  in  the 
case  of  nearly  every  separate  tool,  depending  upon  the  way  in  which  it 
is  held.    The  handles  of  moulders'  trowels  are  similar  in  shape  to  those 
of  small  file  handles ;  the  handles  of  smiths'  swages  and  fullering  tools' 
are  of  withes  twisted  around  the  body  of  the  tool ;  hammer  handles  are 
nearly  parallel,  and  oval  in  section,  but  of  various  lengths.  Many  tools, 
as  all  moulders'  tools,  except  the  trowel,  have  no  handles,  nor  have  cold 
chisels,  drifts,  slide-rest  tools,  any  handles. 
Tool  Holder,  or  Cutter  Bar. — A  bar  of  iron  or  steel  used  for  holding  the 
actual  cutting  tools  in  metal  turning  or  shaping.    There  are  numerous 
tool  holders  in  use,  but  they  consist  essentially  of  an  arrangement  by 
which  the  tool  is  clamped  in  the  holder  to  the  angle  most  suitable  for 
cutting  the  metal  in  hand.    Some  types  of  cutter  holders  have  the 
front  portion,  in  which  the  tool  is  clamped,  perfectly  rigid  with  the 
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shank ;  hence  in  these  a  pair  of  right  and  left-hand  holders  are  neces- 
sary in  each  size.  In  other  types  the  clamping  arrangement  is  made  to 
swivel  from*  one  hand  to  the  other,  so  that  one  cutter  bar  in  each  size 
is  sufficient.  These  sometimes  lack  the  rigidity  of  the  solid  "bars, 
allowing  the  tool  to  give  under  heavy  cutting.  The  advantage  of  the 
use  of  tool  holders  is  that  time  and  material  are  saved ;  time,  in  draw- 
ing down  and  re-tempering, , which  are  rendered  unnecessary  by  the  use 
of  tool  points,  and  material,  because  a  single  cutter  bar  will  take  a 
number  of  small  tool  points,  each  of  which  would  otherwise  have 
required  its  own  separate  shank. 

Tooling. — The  cutting  of  metals  with  ordinary  cutting  tools,  as  opposed  to 
the  shaping  of  surfaoes  by  grinding. 

Tool  Post. — A  circular  post  attached  to  the  top  of  a  slide  rest  for  the 
clamping  down  of  the  cutting  tools.  It  is  pierced  with  a  rectangular 
hole,  through  which  the  tool  is  slid  and  damped  with  a  set  screw  pass- 
ing down  from  above.  Tool  posts  are  used  only  on  small  lathes,  the 
lathes  of  larger  size  being  provided  with  screwed  studs  and  nuts  and 
cross-bars,  or  with  a  triangular  or  rectangular  shaped  form  of  damp. 

Tool  Best.— See  Best,  and  Slide  Best. 

Tool  Smith. — In  all  large  engineering  firms  there  is  at  least  one  smith 
whose  sole  business  consists  in  forging,  hardening,  and  tempering  the 
steel  tools  used  by  the  fitters,  turners,  and  machinists.  The  experience 
which  this  tool  smith  gains  relative  to  the  tempers  required  for  different 
kinds  of  steel  and  different  kinds  of  work,  renders  it  simply  a  matter  of 
economy  to  entrust  to  him  alone  the  preparation  of  the  workmen's 
tools. 

Tool  Stay. — A  lathe  stay  used  for  the  purpose  of  preventing  drills,  and 
double-edged  cutters  which  are  driven  \j  the  poppet  centre  against 
their  work,  from  being  rotated  thereon.  It  is  a  slotted  bar  hdd  m  the 
socket  of  the  T  rest*  the  slot  of  which  embraces  the  flattened  shank  of 
the  boring  tool. 

Tooth.— See  Wheel  Teeth. 

Tooth  Blook. — The  block  from  which  the  teeth  of  gear  wheels  are  moulded 
in  a  whed  moulding  machine.  It  consists  of  a  rectangular  blook,  which 
is  both  long  and  wide  enough  to  be  embraced  by  the  carrier  of  the 
machine,  or  about  9  in.  x  4  in.,  and  of  the  exact  depth  of  the  whed.  It 
carries  two  teeth  precisely  like  those  required  for  the  whed,  except  that 
their  outer  flanks  are  chamfered  away  to  well  clear  the  sand  of  the 
tooth  mould  last  rammed  up.  The  inter-tooth  space  alone  forms  the 
tooth  mould,  and  the  block  is  moved  round  to  a  distance  of  one  tooth 
after  each  inter-space  is  rammed. 

Toothed  Gearing.— whed  gearing  (q.v.). 

Toothed  Segment. — Large  gearwheels  are  sddom  cast  in  a  single  ring  by 
reason,  first,  of  the  enhanced  difficulty  attendant  upon  the  making  of 
large  castings,  and,  second,  their  inconvenience  as  regards  transit,  fix- 
ing, and  subsequent  repair.  These  are  therefore  commonly  cast  in 
segments  of  six,  eight,  or  ten  to  the  circle,  and  either  bolted  to  their 
arms  or  to  something  which  forms  a  suitable  base,  as  the  shrouding  of 
a  water  whed. 

Toothed  Wheel.— See  Whed  Gearing. 

Top  and  Bottom  Tools. — See  Swage. 

Top  Card. — An  indicator  card  taken  from  the  top  of  a  vertical,  or  oscil- 
lating cylinder.    In  the  top  card  the  lead  line  (q.v.)  is  on  the  left-hand 
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Top  Faoe. — That  face  of  a  casting  or  mould  which  is  uppermost  in  pour- 
ing.   It  is  unsound  as  compared  with  the  bottom  face. 

Top  Iron. — The  curved  upper  iron  which  is  screwed  to  the  cutting-  iron  of 
a  wood  working  plane.  The  function  of  the  top  iron  is  to  impart 
rigidity  to  the  cutting  iron.  This  it  seems  to  do  simply  by  exerting 
pressure  upon  the  cutting  edge,  and  not  by  breaking  the  continuity  of 
the  shaving,  as  many  suppose. 

Top  Part. — The  upper  portion  of  the  boxes,  or  the  top  box  alone,  in  a 
foundry  mould ;  or  sometimes  the  upper  part  of  the  mould  itself. 

Top  Fuller. — A  fullering  tool  (q. v.)  which  is  held  in  a  hazel  rod  (q.v.)  and 
struck  by  the  sledge.    See  fullering. 

Topping. — (1)  The  reduction  of  the  tops  of  saw  teeth  to  a  uniform  level 
previous  to  sharpening.  The  topping  is  necessary  to  ensure  the  simul- 
taneous cutting  action  of  all  the  teem,  and  is  performed  by  passing  a 
file  over  them  once  or  twice  in  a  longitudinal  direction  previous  to 
sharpening.  In  circular  saws  it  is  done  by  holding  a  piece  of  stone  to 
the  tops  of  the  teeth  while  the  saws  are  revolving.  (2)  The  breaking 
off  of  the  unsound  and  hollow  top  portions  of  steel  ingots  which  have 
sunk  or  become  hollow  in  the  centre. 

Top  Print. — A  print  (q.T.)  which  is  placed  on  the  top  faoe  of  a  pattern. 
It  is  rendered  necessary  when  the  core  is  too  long  and  slender  to  be 
supported  truly  by  a  bottom  print  alone,  or  when,  though  it  might  be 
supported,  the  shape  of  the  mould  is  such  that  it  cannot  be  centred  by 
measurement  in  the  top  previous  to  closing*  of  the  mould.  The  top  print 
then  guides  and  steadies  it  in  correct  position. 

Top  Bake. — In  cutting  tools,  signifies  the  angle  which  that  part  of  the 
cutting  face  that  lies  immediately  behind  the  tool  print  makes  with  the 
horizontal.  The  ton  rake  will  vary  from  zero  in  tools  cutting  the 
hardest  metals,  as  ohilled  rolls,  down  to  15°  in  wood-cutting  tools.  Top 
rake  is  either  front  top  rake,  when  it  is  sloped  backwards  directly  from 
the  point,  or  side  top  rake,  or  side  rake,  when  it  simply  slopes  from  the 
side  or  transversely  to  the  front.  In  the  latter  case  the  tool  is  spe- 
cially adapted  for  side  cutting,  which  it  will  not  effect  so  sweetly  when 
front  rake  alone  is  given. 

Top  Steam. — The  steam  which  enters  above  the  piston  in  adouble-aoting 
steam  hammer  fq. v.). 

Torsion. — A  body  is  subject  to  torsion  when  two  equal  and  opposite  forces 
forming  a  couple  (q.T.)  act  upon  it  in  directions  at  right  angles  with 
its  axis.  It  may  be  defined  as  the  strain  to  which  a  bar  or  shaft  is 
subject  tending  to  twist  it. 

Torsional  Stiffness. — That  amount  of  rigidity  of  a  shaft  by  which  it  is 
enabled  to  resist,  not  simply  such  strains  as  would  produce  actual  twist- 
ing off,  but  also  such  excessive  vibration  as  would  prevent  it  from 
domg  its  work  with  due  steadiness. 

Torsional  Strength. — The  strength  necessary  to  enable  a  bar  or  structure 
to  resist  a  torsional  strain.  The  strength  of  a  shaft  to  resist  torsion 
varies  as  the  cube  of  its  diameter. 

Torsional  Stress.  —The  stress  to  which  a  bar  or  structure  is  subject  when 
in  torsion. 

Tossing. — A  process  of  tin  refinery  which  is  sometimes  substituted  for 
boiling(q.v.}.  The  molten  metal  is  lifted  in  ladlesful  to  a  considerable 
height  and  poured  back  into  the  bath,  the  effect  being  to  oxidise  out 
the  impurities  by  bringing  them  into  oontaot  with  the  air  during  their 
descent. 
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Total  Heat. — The  total  heat  of  steam,  or  the  total  heat  of  vaporisation,  is 
the  sum  of  both  the  sensible  and  latent  heats,  including  also  that  which 
is  engaged  in  overcoming  the  resistance  of  the  atmosphere. 

Total  Pressure. — The  total  pressure  of  steam  is  that  reckoned  from  the 
point  of  no  pressure,  or  absolute  pressure  (q.v.). 

Total  Wheel  Bate.— See  Wheel  Base. 

Touch  Hole. — The  aperture  through  which  the  charge  of  a  gas  engine  is 
ignited. 

Tough  Brass. — Brass  which  is  suitable  for  engine  bearings  and  wearing 
parts.  It  is  rather  a  vague  term  which  might  mean  either  a  superior 
quality  of  brass,  or  gun-metal  simply. 

Tough  Cake  Copper.— See  Tough  Fitch. 

Tough  Iron.— Slippery  iron  (q.v.)  and  strong  iron  (q.v.J  are  tough  irons. 

Toughness. — Toughness  denotes  the  inherent  power  which  a  material  has  of 
resisting  fracture  by  bending.  In  tests  (see  Forge  Test)  it  is  measured 
by  the  capacity  for  bending  through  a  definite  angle  one  or  more  times 
without  sustaining  fracture.  Toughness  and  strength  are  not  quite 
identical,  since  a  material  may  be  strong,  i.e.  rigid,  without  possessing 
toughness,  that  is,  it  may  be  able  to  sustain  great  tensile  force  up  to  a 
certain  point  and  then  give  way  suddenly  without  previous  warning. 
Thus  chilled  iron,  and  siheious  iron  are  strong  in  this  sense,  but  lack  the 
quality  of  toughness.  Hence  for  structures  subject  to  tension,  tough- 
ness is  to  be  preferred  to  rigidity,  while  for  those  in  compression  the 
latter  is  the  principal  quality  required. 

Tough  Pitch. — Blister  copper  after  the  process  of  refining  by  roasting, 
melting,  and  poling  (q.v.)  is  said  to  be  at  "  tough  pitch."  The  pro- 
cess is  called  toughening,  and  the  ingots  cast  in  this  condition  are 
called  ' '  tough  cake ' '  copper.  A  test  ingot  is  cast,  and  when  hammered 
red  hot  should  show  no  cracks  at  the  edges. 

Tow. — See  Hemp. 

Tracing. — The  making  of  copies  of  drawings  by  tracing  over  the  lines  on 
the  drawing  or  copy,  upon  a  semi-transparent  tracing  paper  (q.v.),  or 
tracing  clotn  (q.v.)  laid  thereon.  It  effects  a  great  saving  of  time  when 
a  number  of  copies  are  wanted,  and  being  quite  an  automatic  task  is 
done  by  lads.  A  mounted  tracing  is  a  tracing  pasted  on  thin  calico  to 
preserve  it  from  becoming  torn. 

Tracing  Cloth. — A  specially  prepared  doth  glazed  on  one  side  and  rough 
upon  the  other,  used  instead  of  tracing  naper  (q.v.)  in  making  tracings 
for  shop  use,  for  which  ordinary  tracing  paper  would  not  be  suffi- 
ciently strong. 

Tracing  Machines. — "Wood-working  copying  machines  used  for  working 
the  tracery  of  panels,  &c.  The  cutter  is  affixed  to  the  end  of  a 
movable  radial  arm,  and  a  collar  affixed  to  the  collar  of  the  spindle 
follows  the  outline  of  a  templet  of  the  form  to  be  cut ;  sharp  angles  and 
corners  are  of  necessity  finished  by  hand.    See  also  Copying  Machines. 

Tracing  Paper. — Thin  semi-transparent  paper  used  for  copying  drawings 
placed  underneath.  It  is  made  by  soaking  tissue  paper  in  a  solution 
of  resins,  or  a  varnish.  Spirits  of  turpentine  and  Canada  balsam  are 
the  agents  chiefly  employed. 

Tracks. — A  term  sometimes  employed  to  designate  the  top  faces  of  the 
bearers  of  a  lathe  bed,  as  flat  tracks,  V  tracks. 

Traction. — Locomotion  by  virtue  of  the  frictional  adhesion  of  wheels. 

Traction  Engine,  or  Boad  Locomotive. — An  engine  of  the  locomotive 
type  provided  with  large  ribbed  wheels  for  traction  on  common  roads. 
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Tractive  Foree. — The  amount  of  force  necessary  to  enable  a  locomotive 
or  animal  to  overcome  the  resistance  due  to  gravity,  incline,  weight, 
and  also  to  travel  at  a  definite  speed.  The  tractive  force  necessary  to 
move  a  train  on  a  level  line  must  be  sufficient  to  overcome  the  friction 
of  the  wheels  on  the  rails,  the  resistance  of  the  friction  of  the  axles,  and 
the  resistance  due  to  the  air. 

Trade  Marks. — See  Brands. 

Trailing  Axle. — The  hinder  axle  of  a  locomotive. 

Trailing  Lengths. — Those  portions  of  the  coupling  rods  of  a  fully  coupled 
locomotive  which  extend  backward  to  the  trailing  wheels  (q.v.). 

Trailing  Springs.— The  springs  which  carry  the  axle  boxes  of  the  trailing 
wheels  of  locomotives  and  railway  stock,  and  which  sustain  and  mini- 
mise the  shocks  due  to  concussion.  They  are  made  similarly  to  leading 
springs  (q.v.). 

Trailing  wheels. — The  hinder  wheels  of  a  locomotive. 

Train. — Parts  of  machines  similar  or  identical  in  form  arranged  in  series. 
Thus  the  rolls  of  puddling  mills  are  termed  the  forge  train.  A  number 
of  wheels  mutually  dependent  are  termed  a  train  of  gearing,  &c. 

Train  of  Gearing. — An  arrangement  of  wheels  and  pinions  by  which 
power  is  gained  in  the  one  direction  or  speed  gained  in  the  direction 
opposite.  See  Simple  Train,  Compound  Train.  In  a  train  of  gearing 
the  power  or  speed  of  each  wheel  is  inversely  as  its  radius,  diameter, 
circumference,  or  number  of  teeth,  and  the  product  of  the  series  is  in 
geometrical  ratio. 

Train  of  Wheels.— See  Train  of  Gearing. 

Train  Oil.— See  Whale  Oil. 

Trammel  Heads. — See  Trammels. 

Trammelling  Off, — The  taking  or  measuring  off  of  important  lengths  and 
centres  by  means  of  trammels.  This  is  the  only  correct  method  recog- 
nised in  the  shops,  rule  measurement  being  inadmissible.  Small  dis- 
tances and  centres  are  similarly  transferred  with  compasses  or  dividers. 

Trammels. — Beam  compasses,  in  which  the  heads  slide  along  a  straight 
bar ;  they  are  tightened  by  set  screws,  and  are  used  to  strike  radii  too 
large  for  the  capacity  of  ordinary  compasses.  The  heads  are  made 
indifferently  of  brass  or  of  boxwood,  the  former  being  the  better  of 
the  two.  The  steel  points  are  inserted  into  the  bodies,  and  frequently 
a  socket  for  lead  pencil  is  provided  at  the  side  of  one  of  the  heads. 

Tram  WheeL — A  flanged  wheel  constructed  to  run  on  rails. 

Transfer  of  Heat. — Refers  specially  to  the  transmission  of  heat  from  a 
boiler  furnace  to  the  water  within.  (See  Heating  Surface.)  Rapidity 
of  circulation  (q.v.)  is  necessary  to  prevent  destructive  overheating  of 
the  plates,  which  would  soon  happen  if  the  heat  transferred  from  the 
furnace  were  not  carried  away  rapidly  by  the  water.  Incrustation  (q.  v.) 
and  sooty  accumulations  interfere  with  the  transmission  of  heat.  Thin 
plates  conduct  more  rapidlv  than  thick  ones,  the  rate  of  transmission 
being  directly  proportional  to  the  thickness  of  the  plates.  Furnace 
area  is  more  efficient  than  tube  area,  because  of  the  greater  concentra- 
tion of  heat  there.  The  rate  of  transmission  signifies  the  number  of 
heat  units  transferred  per  hour,  but  the  amount  of  heating  surface  will 
vary  in  different  types  of  boilers. 

Transmission  of  Heat. — See  Transfer  of  Heat. 

Transmission  of  Power. — When  power  is  transmitted  through  shafts, 
wheels,  belts,  &c,  the  amount  of  horse-power  that  is  transmitted  varies 
as  the  speed.    But  at  high  speeds  this  general  rule  becomes  modified. 
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Transoms. — The  transverse  distance  or  stretcher  pieces  placed  between 
the  longitudinal  sleepers  of  permanent  way. 

Transverse  Axis. — The  right  line  which  passes  through  the  vertices  of  a 
curve,  or  through  the  longest  diameter  in  the  case  of  an  oval  or  ellipse, 
or  through  the  vertical  height  of  a  parabola. 

Transverse  Section. — A  section  (q.v.)  taken  across  at  a  right  angle  to  the 
longitudinal  direction  of  a  drawing. 

Transverse  Strain. — That  kind  of  strain  to  which  a  bar  or  structure  is 
subject  when  it  rests  upon  supports,  the  load  being  placed  between 
the  supports. 

Trapezium. — A  quadrangular  figure  which  has  no  sides  parallel. 

Trapezoid. — A  quadrangular  figure  which  has  two  sides  only  parallel. 

Travel. — The  amount  of  extreme  linear  movement  of  a  piston  or  valve,  or 
of  their  rods. 

Traveller,  Overhead.— See  Overhead  Traveller. 

Travelling  Crane. — This  has  reference  chiefly  to  steam  cranes  which  are 
furnished  with  gearing  to  enable  them  to  travel  along  lines  of  rails,  the 
term  portable  being  applied  rather  to  cranes  travelled  by  hand. 

Travelling  Gear. — The  gear  by  which  the  motions  of  a  travelling  crane 
are  actuated,  usually  embracing  friction  clutches  on  the  engine  or  inter- 
mediate shaft,  whose  motion  is  communicated  by  a  vertical  shaft  to 
bevel  wheels,  one  on  the  vertical  shaft  and  the  other  on  one  of  the  wheel 
axles  of  the  truck,  with  or  without  the  aid  of  a  pitch  chain. 

Traverser. — A  low  flat  carriage  containing  a  capstan,  usually  driven  by  a 
stationary  engine  fixed  on  the  carriage,  ana  used  for  the  purpose  of 
hauling  railway  trucks  about  on  sidings. 

Traversing. — The  motion  for  longitudinal  cutting  in  a  self-acting  lathe. 
It  is  accomplished  either  by  means  of  the  leading  screw  and  clasp  nut 
or  by  means  of  a  rack  ana  pinion.  Usually  in  lathes  furnished  with 
both  sets  of  gear  the  turning  is  accomplished  by  means  of  the  screw,  and 
the  racking  back  by  means  of  the  pinion.  The  movement  effected  by  the 
rack  and  pinion  is  called  the  hand  traverse,  to  distinguish  it  from  the 
traverse  effected  by  the  leading  screw.  The  term  traversing  is  also 
applied  to  numerous  motions  of  machines,  as  the  longitudinal  motion  of 
a  shaping  machine  head,  the  transverse  movement  of  a  tool  box  effected 
by  a  traversing  screw,  &c. 

Traversing  Brill.— See  Slot  Drilling. 

Traversing  Head. — The  head  of  a  shaping  machine  comprising  tool  box 
and  ram,  which  is  made  to  slide  along  its  bed,  to  distinguish  it  from 
those  heads  which  have  a  motion  in  one  direction  only.  See  Table 
Feed. 

Traversing  Mandrel. — A  headstock  sliding  mandrel  used  for  cutting 
ornamental  screw  threads.  It  is  furnished  with  interchangeable  guide 
screws  at  the  tail  end,  which  screws  work  in  an  eccentrically  fixed 
brass  plate  cut  out  round  its  circumference  to  corresponding  pitches. 
Either  one  set  of  threads  in  guide  screw  and  plate  being  placed  in  gear, 
and  the  plate  fixed,  when  the  lathe  is  started  the  mandrel  slides  for- 
ward in  its  bearings  to  the  extent  permitted  by  the  brass  plate,  and 
traverses  any  work  attached  to  it  against  a  cutter  set  in  the  rest.  This 
therefore  is  the  reverse  of  the  ordinary  screwing  process  in  the  screw - 
cutting  lathe,  inasmuch  as  in  this  case  the  mandrel  travels,  the  tool 
remaining  fixed.  It  is  useful  chiefly  for  short  screws  and  for  orna- 
mental threads,  and  is  scarcely  employed  by  engineers. 

Traversing  Screw. — Any  screw  employed  in  machine  construction  for  the 
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purpose  of  drawing  along  a  movable  block  or  carriage,  a  tool  box  or  a 
saddle  for  instance.  The  screw  does  not  traverse — that  is,  it  has  no 
endlong  motion — but  as  it  revolves  it  carries  along  a  nnt  attached  to 
the  movable  slide. 

Traversing  Screw  Jack. — A  jack  (q.v.)  which  is  made  to  travel  longitu- 
dinally upon  its  base  by  means  01  a  horizontal  traversing  screw  turning 
in  bearings  on  the  base. 

Tread. — (1)  The  upper  portion  of  a  rail  upon  which  the  wheels  run. 
(2)  That  portion  of  the  wheel  which  runs  on  the  rail.  (3)  The  bearing 
laces  of  a  lathe  bed. 

Treadle,  or  Foot  Board. — A  strip  of  wood  actuated  by  the  foot  and  con- 
nected to  the  crank  of  a  lathe,  grindstone,  drill,  or  other  small  machine 
by  a  crooked  rod  or  chain,  through  which  the  vertical  motion  of  the 
foot  is  converted  into  a  rotative  movement  on  the  crank  shaft. 

Treble  Barrel  Pump. — A  three-throw  pump  (q.v.). 

Treble  Clack  Box. — A  treble  valve  box  (q.v.). 

Treble  Gear. — The  combination  of  three  pinions  and  three  wheels  in  train 
for  the  increasing  of  mechanical  effect. 

Treble  Geared. — A  lathe  is  treble  geared  when  it  is  provided  with  two 
back  gear  spindles  (see  Back  Gear),  as  distinguished  from  one  which  is 
double  geared  (q.v.) .  Treble-geared  drilling  machines  are  those  having 
three  pairs  of  gears  on  two  vertical  spindles,  so  that  the  drill  can  be 
fed  at  three  different  speeds,  the  wheels  on  the  second  and  third  spindles 
being  adapted  for  throwing  into  and  out  of  gear.  Treble-geared  lathes 
are  rather  exceptional,  being  reserved  for  the  heaviest  work,  and  treble- 
geared  drilling  machines  are  chiefly  hand  machines  where  it  is  desired 
to  drill  holes  of  an  inch  in  diameter  and  upwards. 

Treble  Ported  Slide  Valve. — An  exhaust  relief  valve  (q.v.)  in  which  the 
steam  gains  access  to  the  cylinder  through  two  narrow  ports  in  the 
body  of  the  valve  in  addition  to  the  end  supply,  and  exhausts  through 
two  ports  in  the  cylinder  on  each  side  of  the  exhaust.  Its  function  is 
similar  to  that  of  the  double-ported  slide  valve  (q.v.),  being  only  an 
extension  of  the  principle. 

Treble  Purchase. — A  combination  of  gear  in  which  three  pinions  and 
three  wheels  are  engaged,  the  velocity  ratio  being  equal  to  the  pro- 
duct of  the  radii  of  the  wheels  divided  by  that  of  the  radii  of  the 
pinions. 

Treble  Riveting. — Three  rows  of  rivets  pitched  parallel  in  a  longitudinal 
direction,  but  whose  middle  row  is  placed  intermediately  with  the  others 
in  the  transverse  direction. 

Trebles,  or  Lattens. — Sheet  iron  plates  prepared  for  tinning,  whose  thick- 
ness ranges  between  No.  25  B.  W.  (x.  (020  in.)  and  No.  27  B.  W.  G. 
(016  in.). 

Treble  Valve  Box. — A  pump  valve  casing,  provided  with  suction  and 
delivery  valves  and  an  intermediate  check  or  retaining  valve.  The  feed 
is  then  rendered  continuous ;  used  on  portable  or  stationary  engines  for 
pumping  to  the  boiler. 

Tree  Feller. — A  reciprocating  saw  driven  directly  from  a  steam  cylinder 
of  long  stroke,  used  for  felling  trees  or  sawing  trunks  and  logs.  The 
saw  outs  on  the  backward  or  return  stroke  only,  to  avoid  the  risk  of 
becoming  bent.  Several  tree  fellers  may  be  worked  at  once  from  a 
portable  boiler. 

Trenails. — Wooden  spikes  used  for  holding  railway  chairs  down  on  their 
sleepers.    The  timber  from  which  they  are  made  is  compressed,  and 
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moisture  excluded,  so  that  the  trenails  swell  in  their  holes  and  prevent 
the  ohairs  from  becoming  slack.  They  are  used  in  combination  with 
spikes,  usually  two  spikes  and  two  trenails  to  a  ohair. 

Tresses.— Trestles  (q.v.}. 

Trestles,  or  Tresses. — Light  narrow  stools  or  supports  with  spreading 
legs,  standing  about  2  ft.  7  in.  high,  and  used  for  laying  drawing  boards, 
patterns,  foundry  loam  boards,  core  bars,  and  light  work  generally 
upon.  They  are  made  in  wood  and  in  iron,  iron  trestles  being  ohiefly 
for  foundry  use.  The  trestles  in  common  use  are  flat  on  their  upper 
faces ;  those  for  core  bars  are  notched  to  reoeive  the  journals  of  the  bars. 

Trial  and  Error. — A  method  of  obtaining  correct  results  in  the  production 
of  pieces  of  mechanism  and  of  tools,  commonly  resorted  to  in  workshops. 
It  simply  means  that  when  the  best  results  are  obtained  possible  with 
one  set  of  tools,  or  with  one  method  of  construction,  that  another  set  of 
tools,  or  another  method  of  construction  is  resorted  to  in  order  to  detect 
the  errors  left  uncorrected  by  the  previous  method.  Thus  the  pro- 
duction of  surface  plates  or  of  straight-edges  is  essentially  one  of  trial 
and  error.  The  centring  of  work  in  the  lathe  with  chalk  is  done  by  a 
method  of  trial  and  error,  and  numerous  other  instances  will  occur  to 
the  mind. 

Triangle. — A  rectilineal  or  plane  figure  which  is  bounded  bythree  lines 
or  sides.  Haying  all  its  sides  equal,  it  is  equilateral.  Baying  two 
sides  forming  a  right  angle, — a  right-angled  triangle.  "With  one  obtuse 
angle,— an  obtuse-angled  triangle.  With  three  acute  angles,— an  acute- 
angled  triangle.  A  triangle  is  the  only  figure  whose  shape  cannot  be 
altered  while  the  length  of  its  sides  remains  oonstant.  Hence  crane 
frames  and  roof  trusses  are  triangles. 

Triangle  of  Forces. — It  is  a  fundamental  principle  in  mechanics  that  if 
three  forces  (equal  or  unequal)  be  represented  in  magnitude  and  direction 
by  the  three  sides  of  a  triangle  taken  in  order,  they  will  produce 
equilibrium.  Hence  if  three  forces,  equal  or  unequal,  acting  upon  a 
point,  are  in  equilibrium,  then  the  magnitudes  of  those  forces  may  be 
represented  in  a  graphic  method  by  the  lines  of  a  triangle,  the  lengths 
of  whose  three  sides  are  proportionate  thereto,  and  drawn  in  the  direc- 
tion in  which  the  forces  act.  The  post,  jib,  and  tie  of  a  crane  furnish 
a  common  example  of  the  triangle  of  forces. 

Triangular  Compasses. — A  compass  (q.y.J  used  for  drawing,  provided 
with  three  movable  points  by  means  ox  which  three  centre  points  or 
dimensions  can  be  taken  off,  and  transferred  at  once  from  one  drawing 
to  another. 

Triangular  Bole. — A  rule  having  three  faces,  and  used  with  the  same 
object  as  the  triangular  scale  (q.v.). 

Triangular  Seals. — A  drawing  scale  haying  three  faces,  each  being  dif- 
ferently divided.  The  dimensions  on  each  side  can  therefore  be  set  oft 
directly  on  the  paper  without  resorting  to  the  use  of  compasses,  or 
without  having  separate  scales  at  hand. 

Triangulation. — The  designing  of  the  bays  in  a  Warren,  or  lattice  girder. 
In  a  Warren  girder  the  triangles  are  equilateral,  in  the  lattice  girder 
the  bases  are  shorter  than  the  sides,  the  stresses  in  the  diagonals  are 
proportionally  reduced,  and  the  weight  is  distributed  more  evenly  over 
the  flange ;  there  being  a  greater  number  of  apices.  Triangulation  is 
single  in  the  Warren  girder,  multiple  in  the  various  forms  of  lattice 


let.— (1)  A  smith's  tool,  being  a  round  rod  slightly  tapered,  which  is 

CO 
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used  as  a  mandrel  around  which  rings  and  nuts  are  finished  upon  the 
anvil.  (2)  The  steel  core  upon  which  tabes  are  drawn  to  produce  a 
smooth  interior  surface  of  uniform  diameter.    See  Tube  Drawing. 

Trimming. — See  Fettling. 

Trip  Gear. — Valve  gear  in  which  the  valves  are  opened  and  closed  by 
means  of  cams,  levers,  or  catches.  Trip  gears  include  those  of  Corliss, 
Cornish,  and  other  engines. 

Trip  Hammer. — See  Tilt  Hammer. 

Triple  Expansion  Engine. — A  compound  engine  in  which  the  steam  is 
expanded  in  three  separate  cylinders,  one  high  pressure  and  two  low- 
pressure  cylinders.  The  triple  expansion  is  rapidly  superseding  the 
ordinary  two-cylinder  compound  engines  for  ocean  service. 

Trip  Lever. — A  lever  usually  of  the  bell  crank  form  whose  function  is 
the  rapid  opening  and  dosing  of  valves.  The  lever  being  lifted  at  the 
end  ox  one  arm  for  a  certain  distance  moves  the  valve  at  the  end  of  the 
opposite  arm,  but  slipping  off  at  a  definite  stage  allows  the  valve  to  go 
free. 

Tripod  Jack. — A  screw  jack  (q.v.)  which  is  supported  on  a  tripod  of  three 
iron  legs. 

Tripod  Vice.— See  Tail  Vice. 

Trolly. — A  low  strong  truck  running  on  a  tramway.  Used  in  engineers' 
yards  for  running  castings,  forgings,  and  heavy  work  generally,  from 
one  department  to  another. 

Trolly  wheel.— A  single  or  double-flanged  wheel  which  is  attached  to  the 
axles  of  a  trolly  (<!•▼•)• 

Troughs. — (1)  The  fire-clay  vessels  in  which  the  bar  iron  which  has  to  be 
converted  into  steel  by  the  cementation  process  is  placed.  Also  called 
pots.  (2)  Any  open  vessels  containing  water,  hardening  mixtures, 
sand,  or  other  materials  for  smiths'  use. 

Trowel. — A  small  tool  used  by  moulders  for  smoothing  over  the  surfaces 
of  sand,  making  sand  joints,  and  generally  for  shaping  and  finishing 
surfaces.    See  Heart,  Square,  Bog-tail  Trowel. 

Truck. — A  low  carriage,  a  trolly,  a  bogie,  the  carriage  of  a  portable  crane ; 
or  in  general  any  low  carriage  running  on  wheels. 

True  Pitch.— Uniform  pitch  (q.v.). 

True  Screw. — A  screw  whose  pitcn  is  uniform  throughout. 

Trumpet  Mouth.— See  Bell  Mouthed. 

Trunk  Air  Pump. — A  marine  air  pump  in  which  the  piston  rod  is  made 
hollow  to  enclose  the  connecting  rod,  which  is  jointed  loosely  within  to 
its  lower  end.  Trunk  air  pumps  are  used  in  oases  where  space  is  so 
confined  that  the  crosshead  and  links  cannot  be  employed. 

Trunk  Engine. — A  marine  engine  the  purpose  of  whose  design  is  the  pro- 
duction of  so  compact  an  arrangement  that  the  engine  shall  be  secure 
from  the  enemy's  shot  below  the  water  line.  The  distinguishing 
feature  consists  in  the  piston  rod  being  hollow  or  trunk-like  in  form. 
It  passes  through  both  ends  of  the  cylinder,  being  encircled  by  the 
piston  at  its  centre,  while  the  connecting  rod  iaTattached  to  its  interior, 
the  length  of  the  piston  rod  being  saved  thereby.  Trunk  engines  are 
wasteful  of  steam  owing  to  the  large  conducting  surface  of  the  trunk 
being  exposed  to  the  air,  and  are  not  constructed  now. 

Trunk  Plunger. — A  pump  plunger  in  which  the  connecting  rod,  instead 
of  being  attached  to  an  eye  at  the  upper  end,  passes  loosely  through  the 
central  portion,  which  is  hollowed  oat  for  its  reception,  to  be  attached 
to  the  lower  end.    The  principle  is  that  of  the  trunk  engine  (q.v.)' 
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trunk  Valve.— A  term  applied  to  that  form  of  D  did*  valve  which  ir 
made  sufficiently  long  to  govern  the  entrance  of  the  steam  to  ports 
placed  near  the  ends  of  the  cylinder.    It  is  an  antiquated  form. 

Trunnion. — The  centre  upon  which  an.  oscillating  cylinder  moves.  Usually 

.   cast  as  part  of  the  cylinder  and  containing  the  steam  ports. 

Trass. — A  diagonal  brace  employed  to  receive  the  thrust  of  a  loaded  beam, 
girder,  or  shaft.  The  vertical  thrusts  on  the  beam  are  received  and 
transmitted,  through  the  diagonals,  which  are  thus  put  into  a  condition 
of  tensile  stress. 

Trussed  Beam. — A  long  beam  whose  power  of  resistance  to  bending 
strains  is  increased  by  transmitting  those  strains  through  a  truss  rod 
(q.v.}. 

Trussed  Shaft. — A  long  light  shaft  rendered  rigid  by  truss  rods  arranged 
around  it.  Trussing  is  applied  to  shafts  whose  length  is  such  as  to 
require  some  intermediate  support,  which  support  it  is  not  convenient 
to  give  otherwise  than  by  trussing. 

Trussing. — The  affording  of  support  to  otherwise  weak  structures  by 
means  of  truss  rods  (q.v.). 

Truss  Sod. — The  rod  which  passes  from  end  to  end  of  a  trussed  beam  and 
through  which  the  strain  due  to  downward  pressure  is  transmitted.. 
The  strains  in  a  truss  rod  are  those  due  entirely  to  tension.  Hence  it  is 
a  tie  rod.  A  truss  rod  forms  an  angle  with  the  beam  whose  strains  it 
receives,  its  distance  from  the  beam  increasing  as  it  approaches  the 
central  portions  where  it  receives  the  thrust  of  the  strut  or  struts,  and  it 
forms  with  the  beam  and  strut  a  triangle  of  forces  (q.v.). 

Truth. — A  term  of  very  common  use  in  workshops  to  denote  accuracy. 
Inaccurate  work,  or  an  inaccurate  tool  is  said  to  be  out  of  truth ;  the 
getting  of  a  straight-edge  or  grindstone  or  square  into  correct  outline 
is  termed  truing  up.  A  shaft  or  a  spindle  is  true  when  it  is  straight 
or  in  line,  and  of  equal  or  correct  diameter.  A  piece  of  stuff  is  true 
when  of  equal  thickness,  or  when  not  winding ;  a  cylindrical  piece  of 
work  is  true  when  it  fits  to  gauge  or  calipers.  All  the  tools  used  for 
measurement  are  employed  to  check  the  truth  of  work. 

Try  Cooks. — The  cocks  screwed  into  a  boiler  shell  at  the  extreme  highest 
and  lowest  water  marks,  which  are  used  to  cheok-the  water  gauge  itself 
in  the  event  of  the  latter  beooming  choked  up  or  oeasing  to  act ;  the 
upper  one  being  the  steam,  the  lower  the  water  cook. 

Trying  Cooks. — Try  cocks  (q.v.). 

Trying  Plane. — A  plane  used  for  producing  the  utmost  accuracy  attain- 
able in  the  surfacing  of  wood  by  hand.  Its  length  is  commonly  22  in., 
and  the  width  of  its  iron  2J  in.  The  iron  is  sharpened  straight  trans- 
versely, and  this  combined  with  the  length  of  the  plane  enables  very 
true  surfaces  to  be  produced  by  its  use.    It  is  used  after  the  jack  plane. 

Trying  Up. — The  planing  of  the  surfaces  of  wood  true,  that  is,  straight 
and  out  of  winding  and  at  right  angles  with  each  other;  hence, 
the  terms  trying  plane  (q.v.),  trying  up  machines  (q.v.),  try  square 

(q.v.)-  w 

Trying  Up  Machines. — Wood-working  machines  for  planing  timber, 

usually  applied  to  those  machines  used  for  the  heavier  railway  timbers 

for  wagons,  trucks,  &o.,  in  which  the  cutters  are  fixed  on  the  face  of; 

a  circular  disc. 

Try  Square. — The  ordinary  square,  consisting  of  thick  stock  and  thin 

blade,  used  for  i»Wking  the  accuracy  of  the  edges  of  work.    Th»  term 

is  used  to  fligfcfagnfah  ft  from  the  set  square  (q.v.). 


3*8  DICTIONARY  OF  TERMS  USED  IN 

Tube. — A  pipe  of  wrought  iron  or  brass.  It  is  either  welded,  or  soBi 
drawn.    Cast-iron  tube  is  termed  pipe,  or  piping. 

Tube  Gleaner. — A  stiff  brush  or  metallic  scraper  screwed  to  the  end  of  a 
rod  and  used  for  cleaning  the  soot  out  of  the  tubes  of  locomotive,  por- 
table! and  marine  boilers. 

Tube  Cutter. — An  instrument  by  which  wrought -iron  "tube  is  embraced 
in  a  curved  or  hollowed  portion  provided  at  the  end,  and  out  by  a 
smooth-edged,  hardened  steel  roller  actuated  by  the  handle  or  lever  of 
the  cutter.  Tube  cutters  of  circular  form  are  also  made  for  cutting  off 
boiler  tubes  from  the  inside. 

Tube  Drawing. — (1)  The  periodical  taking  out  of  the  tubes  of  multitu- 
bular boilers  for  the  purpose  of  thorough  examination.  This  should 
be  done  at  intervals  of  from  five  to  ten  years.  (2)  The  manufacture  of 
tubes  in  various  materials  by  drawing  them  through  a  draw  plate,  with 
or  without  the  aid  of  a  triolet  (q.v.).  The  tubes  thus  made  are  either 
drawn  through  at  a  welding  heat  and  so  united,  or  they  are  welded 
or  brazed  first,  and  then  drawn  to  impart  the  necessary  finish  to  their 
exterior  and  interior  surfaces,  or  they  are  solid  drawn,  that  is,  cast  and 
drawn,  or  drawn  from  a  semi-fluid  mass  only. 

Tube  Expander. — A  tool  used  chiefly  by  boilermakers  for  expanding  or 
increasing  the  diameter  of  wrought-iron  or  brass  tubes  for  steam  boilers 
in  their  tube  plates  (q.v.).  There  are  several  forms  in  use,  but  in  prin- 
ciple thev  consist  of  a  central  mandrel,  tapered  in  form,  by  the  screwing' 
in  of  which  an  outer  tube  or  rollers  are  both  turned  round  and  increased 
in  diameter  when  placed  within  the  boiler  tube  and  rotated. 

Tube  Ferrules. — The  ferrules  of  condenser  tubes.    See  Ferrule. 

Tube  Plates. — The  plates  into  which  the  tubes  of  multitubular  boilers,  or 
of  surface  condensers  are  inserted  and  fastened. 

Tube  Plug,  or  Tube  Stopper. — A  plug  of  wood  driven  into  the  end  of  a 
leaky  boiler  tube  to  render  it  temporarily  water  tight,  or  until  it  is  con- 
venient to  replace  it  with  a  new  tube. 

Tube  Scraper. — See  Tube  Gleaner. 

Tube  Stopper. — See  Tube  Plug. 

Tube  Surface. — The  total  area  of  the  exterior  surface  of  the  tubes  in  a 
surface  condenser.  The  extent  of  1Mb  area  is  variable  in  different 
engines,  being  dependent  on  the  efficiency  of  the  cold  water  circulation, 
but  it  may  be  taken  to  average  one  square  foot  for  every  three  to  five 
pounds  of  steam  condensed  per  hour. 

Tube  Vice. — A  clamping  apparatus  fitted  with  a  vertical  screw,  and  used 
for  holding  wrought  iron  tube  whilst  being  out  off  or  screwed.  Ahto 
termed  a  pipe  vice. 

Tube  Wrench. — A  pipe  wrench  (q.v.). 

Tubing.— (1)  Tubes.  (See  Tube.f  (2)  The  insertion  of  tubes  in  a  boiler  is 
called  tubing  the  boiler.    See  Tube  Expander. 

Tubular  Boiler. — A  steam  boiler  provided  with  small  water  tubes  or 
pipes  to  increase  the  amount  of  heating  surface  without  unduly  adding 
to  the  bulk  of  the  boiler.  It  denotes  no  one  type  of  boiler  in  particular, 
but  any  form  which  is  provided  with  tubes,  ana  hence  embraces  marine, 
locomotive,  portable,  vertical,  horizontal,  and  sectional  boilers. 

Tabular  Compasses. — A  pair  of  drawing  compasses  whose  legs  are  hollow 
tubes,  within  which  other  tubes  move  telescopioally  for  the  purpose  of 
increasing  their  capacity.  These  sliding  bars  also  carry  reversible 
points  rotating  around  pivots,  point  and  pencil  on  one  side,  point  and 
ink  on  the  other. 
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Tubular  Girder.— A  box  girder  fa.  v.)  of  large  size. 

Tubulous  Boiler. — A  tabular  boflerjfq.v.). 

Tucking  In,  or  Tasking  Under. — The  thrusting  of  the  moulding  sand 
around  and  underneath  the  lower  portions  of  patterns  which  are  bedded 
in.  (See  Bedding  In.)  Tucking  under  is  not  necessary  when  patterns 
are  turned  or  rolled  over  in  their  moulding  boxes* 

Tucking  Under. — Tucking  in  (q.v.). 

Toe  Iron. — See  Tuyere. 

Tumbler. — A  rumble  (q.y.). 

Tumbler  Bearing. — A  bearing  used  specially  for  gantry  (q.y.).  driving 
shafts.  When  the  crab  travels  along  the  gantry  it  carries  with  it  a 
sleeve  bevel- wheel,  having  a  square  central  hole  fitting  on  and  sliding 
along  the  square  shaft,  and  driving*  it,  and  with  it  the  traveller  wheels 
at  the  ends.  The  long  square  driving  shaft,  though  supported  at  the 
ends  and  by  the  bevel- wheel  on  the  crab,  requires  also  intermediate 
support,  ana  this  is  supplied  by  throe  or  four  tumbler  bearings,  placed 
equidistantly,  and  pivoting  on  the  girder  sides.  Their  peculiarity  is 
that  they  are  movable,  being  depressed  by  the  crab  as  it  travels  along, 
and  returning  to  their  positions  again  immediately  that  it  has  passed 
oyer.  The  commonest  and  typical  form  is  that  of  two  arms  cast  at 
right  angles,  and  having  their  bearings  at  their  free  ends,  the  point  of 

J 'unction  of  the  two  being  bossed  up  to  swing  on  its  pivot.    Other 
orms  more  intricate  in  design  are  in  use  also. 

Tumbling  Bay. — A  means  of  testing  or  ascertaining  the  performance  of 
a  oondensing-engine.  The  water  from  the  hot  well  is  delivered  into  a 
trough  and  made  to  circulate  over  and  under  plates  of  metal.  Hie 
water  escapes  from  the  troujrh  through  a  notch  of  definite  width  cut  in 
a  thin  plate  of  brass.  This  is  called  the  tumbling-bay.  The  tempera- 
ture of  the  water  which  tumbles  over  is  taken  by  a  thermometer,  and 
the  quantity  passing  per  minute  is  ascertained  by  the  difference  in 
height  of  the  notch  and  of  the  water  in  the  trough  itself.  Knowing 
the  quantity  therefore  which  passes  per  minute  and  comparing  the 
temperature  of  the  injection  water  with  that  of  the  water  which  falls 
over  the  tumbling-bay,  the  amount  of  heat  lost  per  indicated  horse 
power  can  be  ascertained. 

Tungsten. — Symbol,  W.  Comb,  weight,  184.  A  rather  rare  metal  which 
is  of  interest  to  the  steel  manufacturer  from  the  beneficial  effect  which 
it  produces  in  combination,  making,  when  the  amount  of  tungsten 
present  does  not  exceed  from  one  to  three  per  cent,  a  very  pure  silvery 
white  steel  of  uniform  crystallization,  both  hard  and  ductile.  When 
present  in  greater  amount,  it  produces  a  hard  tool  steel  which  does  not 
require  further  hardening  for  cutting  purposes.  Tungsten  is  derived 
from  the  mineral  Wolfram  where  it  is  combined  with  ferrous  oxide. 

Tunnel,  or  Shaft  Tunnel. — The  enclosed  space  in  the  stern  of  a  steamer 
through  which  the  propeller  shaft  passes. 

Tunnel  searings. — The  propeller  shaft  bearings  within  the  tunnel  (q.y.) 
as  distinguished  from  the  thrust  and  main  bearings. 

Tunnel  Head. — A  chimney  surmounting  the  charging  holes  of  open 
topped  blast  furnaces  to  carry  the  flame  clear  of  the  charging  holes. 

Tup. — The  mass  of  iron  which  constitutes  the  hammer  head  of  a  steam 
hammer,  being  attached  directly  to  the  piston-rod  on  one  side,  and 
receiving  the  hammer  block  itself  on  the  other. 

Turbine. — A  water  motor  consisting  essentially  of  two  horizontal  rings  of 
buckets,  one  ring  being  enolosed  within  the  other,  and  its  buckets  or 
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chutes  becoming  the  guides  to  a  column  of  water,  which  having 
descended  by  gravity  under  a  definite  head,  ia  caused  to  impinge  oa 
the  backets  of  the  outer  ring,  and  torn  it  by  reaction.  This  is  the 
principle  of  the  outward  flow  or  Fourneyron  turbine.  In  the  inward 
now  or  central  discharge  turbine  the  method  is  reversed,  the  water 
entering  from  without  and  escaping?  inwards.  In  the  Jonval  or  down- 
ward flow  turbine  the  discharge  is  from  above  downwards.  In  the 
Vortex  turbine  the  water  is  admitted  from  without  and  actuating  the 
vanes  passes  out  at  the  centre  above  and  below ;  and  the  turbine  may 
either  be  fixed  horizontally  or  vertically.  In  the  Girard  turbine  the 
water  does  not  act  by  reaction  at  all,  but  impinges  on  the  curved  sides 
of  the  buckets  only.  This  also  can  be  used  in  a  vertical  or  horizontal 
position.  Special  turbines  are  also  constructed  in  which  improvements 
or  modifications  or  combinations  of  these  are  introduced,  so  that  from 
the  original  simple  outward  flow  of  M.  Fourneyron  a  vast  variety  of 
useful  motors  have  been  developed.  Turbines  are  high  pressure  when 
running  under  a  great  head  of  water  up  to  300  or  400  feet,  the  rings 
being  then  of  small  diameter;  they  are  low  pressure  when  under  a 
small  head,  and  are  then  of  large  diameter.  Heads  as  low  as  9  in. 
will  drive  a  turbine.  Turbines  working  Tinder  a  constant  head  have 
their  chutes  or  vanes  fixed;  when  designed  for  a  variable  head,  the 
blades  are  made  movable.  With  the  exception  of  the  Girard  type, 
turbines  will  work  immersed  in  water  without  loss  of  energy  due  to  the 
friction  of  tail  water.    Their  mechanical  efilcienoy  ranks  very  high. 

Turn  Carriage. — The  bogie  arrangement  for  swivelling  the  axles  of  the 
front  wheels  of  a  portable  pump  to  which  the  drag  handle  is  attached. 

Turned  Bolts. — These  are  used  on  all  good  machine  and  engine  work, 
their  holes  being"  drilled  or  bored  to  make  a  good  fit.  The  employment 
of  turned  bolts  is  neoessary  to  prevent  the  displacement  of  parts  due  to 
vibration. 

Turner. — Turners  are  a  distinct  class  of  men  in  engineers'  factories,  seldom 
leaving  the  lathe  for  the  vice.  The  skill  of  a  turner  consists  chiefly-  in 
rapid  chucking  and  in  ready  manipulation  of  tools,  both  in  their  grind* 
ing  and  setting. 

Turnery. — See  Machine  Shop. 

Turning. — The  art  of  bringing  work  to  circular  form  in  a  lathe.  Turning 
is  done  by  hand  and  machine  tools,  and  in  wood  and  metals  ;  it  is  both 
plain  and  ornamental,  and  while  some  of  its  productions  are  of  the  sim- 
plest character,  others  are  of  the  most  complex  and  highly  ornate  kind. 
Pattern  toning  is  usually  of  a  simple  character,  and  seldom  automatic, 
being  only  so  when  parallel  pipes  or  pillars  are  done  in  a  slide  rest 
lathe.  Engineera'  turning  in  the  machine  shop  is  nearly  all  done 
in  automatic  lathes  provided  with  self-acting  suae  rests.  It  varies 
from  the  smallest  spindles,  screws,  pins,  &c,  to  that  of  the  largest 
crank  shafts,  cylinders,  and  wheels. 

Turning  Chisel. — An  obliquely-ground  doubly-bevelled  chisel  used  for 
turning  smoothly,  or  finishing  the  surfaces  of  woodwork  in  the  lathe.  It 
is  not  held  flat,  but  at  an  angle  with  the  axis  of  the  stuff.  Much  pattern, 
work  being  of  large  diameter  and  necessitating  the  employment  of  the 
scraping  or  ordinary  firmer  chisel,  that  is  also  frequently  though  incor- 
rectly termed  a  turning  chisel. 

Turning  Gouge. — A  long  stiff  gouge  used  for  turning  or  roughing  down 
the  surfaces  of  wood  in  the  lathe.    Gouges  range  from  J  to  H  in  width. 

Taming  Laths.— See  Lathe. 
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Turning  Over.— The  method  of  moulding  by  which  both  aides  of  a  pattern 
are  rammed  up  in  succession.  Used  in  opposition  to  bedding  in  (q.v.). 
See  Boiling  Over. 

Turning  Point. — That  point  of  a  structure  around  which  the  statical 
moments  are  supposed  to  act. 

Turnings. — Turnings,  borings,  and  other  metallic  shavings  out  off  by  the 
processes  of  turning,  boring,  drilling,  planing,  shaping,  slotting,  &c, 
are,  when  of  cast  iron,  utilised  in  the  making  of  iron  cement ;  when  of 
wrought  iron  and  steel  are  fagoted  or  remelted ;  when  of  brass  and  gun 
metal  are  remelted. 

Turning  Saw.— See  Bow  Saw. 

Turning  Shop.— See  Machine  Shop. 

Turning  Tools. — For  pattern  makers*  wood  turning,  consist  of  gouges, 
chisels,  round  nose,  diamond  points,  side  tools.  For  metal  turning 
they  comprise  roughing  tools,  spiring  tools,  right  and  left-hand  tools 
and  prayers,  the  angles  of  each  being  modified  for  use  with  steel, 
oast  iron,  gun  metal,  and  oopper.  See  details  under  these  specific 
headings. 

Turn  Over  Board. — A  board  used  for  ramming  a  pattern  upon ;  when, 
first,  the  pattern  is  so  flimsy  that  it  would  otherwise  beoome  rammed  out 
of  truth,  or  when,  secondly,  the  quantity  of  castmgs  required  is  so  large 
that  the  use  of  a  board  will  save  the  time  the  moulder  would  otherwise 
occupy  in  making  sand  joints.   Also  called  bottom  board  and  joint  board. 

Turn  Over  Skip.— See  Skip. 

Turn  Screw.— A  screw  driver  (q.y.). 

Turntable. — A  platform  or  table  used  for  changing  the  direction  of 
motion  of  rolling  stock.  The  table  revolves  on  a  circular  line  of  rails, 
and  the  top  of  the  table  is  furnished  with  rails  of  the  same  gauge  and 
height  as  the  permanent  way.  Turntables,  when  large,  are  usually 
built  up  with  Ash-bellied  girders  and  distance  pieces ;  when  small,  of 
oast  iron  or  of  a  ring  of  H  iron  (q.v.),  across  which  the  plates  which  carry 
the  rails  are  laid.    Turntables  commonly  revolve  on  a  live  ring  (q.v.). 

Turret  Best.— See  Capstan  Tool  Best. 

Tuyere. — The  pipe  through  which  a  current  of  air  or  blast  is  conveyed  to 
a  furnace.  The  tuyeres  for  blast  furnaces,  cupolas,  and  smiths'  fires 
are  formed  on  different  types,  according  to  the  special  work  which  they 
have  to  do.  In  nearly  ever*  case  they  are  cooled  by  a  current  of  water 
circulating  around  the  nozsle.  Also  spelt  twyere.  A  smith's  tuyere  is 
often  called  a  tue  iron. 

Twin  Screws. — A  pair  of  propeller  screws,  right  and  left  handed  respec- 
tively, placed  on  separate  parallel  shafts,  and  designed  to  neutralise  the 
tendency  which  each  alone  would  have  to  produce  vibration  or  rolling. 

Twist. — See  Angle  of  Flexure,  Torsion. 

Twist  Drill. — A  drill  grooved  longitudinally  and  spirally  for  the  clearing 
of  the  waste  material,  the  swan  or  waste  passing  spirally  up  the  shaft 
or  twisted  grooves.  A  drill  of  this  form  need  not  be  periodically  with- 
drawn from  the  hole  for  the  purpose  of  affording1  olearanoe  to  the 
borings,  as  is  the  case  with  the  ordinary  form,  and  being  circular  in 
section  is  not  so  liable  to  run  out  of  truth  in  the  hole  as  is  a  drill  of 
the  common  type. 

Drill  Grinder. — Since  so  much  of  the  efficiency  and  sweet  working 
of  twist  drills  depends  on  the  angle  of  their  cutting  lips  being  main- 
tained intact,  grinding  maohines  nave  been  devised,  and  are  used  in 
most  large  factories,  by  which  this  constant  angle  is  maintained,  the 
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drill  being  held  in  a  socket  or  clip  against  a  rapidly  revolving  emery 
wheel. 

Twitting  Moment. — The  measure  of  the  amount  of  torsion  set  up  in  a 
bar.  It  is  equal  to  the  product  of  the  twisting  force  into  the  distance 
from  the  oentre  of  the  bar  at  which  it  acts. 

Twisted  Bolt — Driving'  belts  are  sometimes  twisted  to  secure  their  better 
adhesion,  and  so  save  the  trouble  of  tightening  up.  But,  as  commonly 
understood,  twisting  refers  to  the  turning  of  a  belt  through  a  definite 
angle,  to  drive  pulleys  whose  axes  are  not  on  the  same  plane,  or  to 
drive  mannings  m  opposite  directions.  See  Grossed  Belt,  Half -crossed 
Belting. 

Twist  Wheels.— See  Screw  Gearing. 

Two  High  HUL— See  Two  HighBolls. 

Two  High  Bolls,  or  Two  High  MilL— Two  rolls  only,  one  above  the  other, 
for  rolling  bar  iron,  or  plates.  In  such  rolls  the  oar  must,  when  passed 
through,  be  either  drawn  back  over  the  top,  so  losing  a  pass,  or  the  mill 
must  be  reversed.    See  Three  High  Bolls. 

Two-jawed  Chnok. — A  lathe  chuck  having  two  jaws  only  opposed  to  each 
other.  They  are  either  independent,  or  universal  in  movement ;  in  the 
first  case  being  actuated  by  distinct  screws,  in  the  second  by  a  single 
screw  spindle,  whose  halves  are  furnished  with  right  and  left-handed 
threads  respectively. 

Two  Salt  Waters.— Sea  water  oontains  -fa  of  its  weight  of  salt.  When  it 
is  prevented  from  exceeding  A  of  its  weight  in  the  boilers  of  a  marine 
engine,  no  incrustation  of  moment  accumulates.  Hence  the  boilers 
must  be  blown  out  sufficiently  often  to  prevent  the  density  from 
exceeding  two  salt  waters. 

Two-throw  Crank. — An  axle  or  shaft  having  two  cranks  forged  upon  it, 
the  cranks  being  usually  situated  at  right  angles  with  each  other. 
Used  for  double  cylinder  engines  and  double-barrel  pumps. 

Two-way  Cook. — Most  oooks  are  two-way  oooks,  that  is,  having  one 
passage  for  the  entrance  of  the  fluid,  the  other  for  its  exit,  the  valve 
dividing  the  passage  and  regulating  the  flow.  In  these  therefore  the 
fluid  can  only  pass  in  one  straight  channel.  See  Three-way  Cock, 
Four-way  Cook. 

Two-wheeled  Barrow. — Barrows  having  two  wheels  extending  one  on  each, 
side  of  the  front  of  the  barrow,  instead  of  the  ordinary  oentral  one,  are 
much  used  in  foundries  for  wheeling  the  castings  and  moulding  boxes 
about,  because  the  risk  of  their  overturning  is  minimised  thereby.  Used 
also  in  machine  and  erecting  shops  and  yards  for  a  similar  purpose. 

Twyere.— See  Tuyere. 

Tymp. — See  Tymp  Stone,  Tymp  Plate. 

Tymp  Plate,  or  Tymp  simply. — A  plate  of  cast  iron  oyer  the  hearth  of  a 
blast  furnace  which  encloses  the  tymp  stone. 

Tymp  Stone,  or  Tymp  simply. — The  stone  which  forms  the  front  or 
top  of  the  hearth  in  a  blast  furnace. 

Typical  Engine. — Signifies  an  ideal  engine  such  as  could  not  exist  in 
fact,  but  which  might  be  imagined  to  exist  if  the  theoretical  values 
of  tile  principles  involved  in  its  construction  could  be  obtained  in 
practice.  Also  a  generio  term  denoting  any  engine  which  might  be 
relegated  to  a  oertain  type,  as  a  single-acting  engine,  a  portable  engine, 
a  compound  engine,  &o. 

Tyre. — A  steel  ring  which  forms  the  periphery  of  a  truck  wheel,  or  running 
wheel.    It  is  shrunk,  bolted,  riveted,  or  otherwise  fastened  around  a 
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wheel  centre  (q.v.),  or  a  ^m^t  nP  centre  of  arms  and  boss,  or  is  held  by 
some  form  of  continuous  retaining  ring1  (q.v.).  Tyres  are  rolled  from 
blooms  of  Bessemer  steel  whose  section  is  that  of  the  f  rostrum  of  a  cone, 
the  centre  being  punched  out  and  the  shape  being  imparted  by  rolling 
on  open  end  rolls. 

Tyre  Bolt. — A  bolt  whose  head  is  tapered  similarly  to  that  of  a  tyre  rivet, 
but  at  a  rather  more  acute  angle,  and  used  for  the  same  purpose.  The 
nut  is  fastened  within  the  rim. 

Tyre  Sing. — See  Ketaininy  Rings. 

Tyre  Bivet. — A  form  of  rivet  specially  used  for  fastening  tyres  to  wheel 
bodies.  The  end  which  enters  through  the  tyre  is  oonioal,  the  part 
passing  through  the  body  parallel,  and  the  riveted  end  is  formed  within 
the  rim.  It  is  therefore  a  counter-sunk  rivet  in  which  the  taper  of  the 
counter-sunk  part  is  small. 


u. 

IT  Leather,  or  IT  Packing. — A  pump  leather  packing  whose  section  is  that 
of  the  letter  U  inverted. 

Ultimate  Set. — The  difference  between  the  length  of  a  specimen  plate,  or 
bar,  before  testing,  and  at  the  moment  of  fracture ;  and  given  in  per- 
centage of  the  length.  This  amount  in  conjunction  with  the  reduction 
of  area  (q.v.)  is  a  measure  of  the  ductility  of  the  plate  or  bar.  Since 
it  is  measured  after  fracture  by  laying  the  broken  ends  together,  it  is 
also  termed  the  set  after  fracture. 

Ultimate  Strength. — Synonymous  with  the  load  which  produces  actual 
fracture  in  a  structure.  The  ultimate  strength  is  usually  taken  as  the 
basis  of  calculations  by  engineers,  as  affording  more  definite  data  than 
the  elastio  strength. 

Undercut. — A  pattern  is  said  to  be  undercut  when  those  portions  of  the 
pattern  which  are  lowermost  in  the  mould  slope  beyond  the  per- 
pendicular, so  that  they  cannot  be  drawn  out  witnout  tearing  up  the 
sand  along  with  them.  It  is  the  reverse  of  taper  (q.v.).  When  narts 
must  unavoidably  be  undercut,  the  only  oourse  is  to  core  these  portions, 
or  to  lift  away  the  sand  around  them  with  a  drawback  (q.v.). 

Under  Frame. — That  portion  of  a  truck  or  wagon  which  contains  the 
bearing  springs  for  the  axles,  the  buffer  and  drawbar  springs,  the  axles 
and  axle  boxes,  with  their  wheels.  The  under  frame  itself  oonsists  of 
soles,  or  side  timbers,  headstooks,  or  end  timbers,  cross  bars,  or  trans- 
verse timbers,  and  diagonals,  all  formed  of  timber  united  with  wrought- 
iron  knees  and  bolts. 

Under  Poled. — See  Poling. 

Under-shot  Wheel. — A  water  wheel  which  receives  the  water  near  the 
bottom  of  the  periphery,  and  whose  motion  results  from  the  impulse 
due  to  the  head  of  the  water.  The  water  is  confined  between  masonry, 
so  that  none  of  its  impulse  is  wasted. 

Unequal  Lap.— This  is  caused  bf  the  obliquity  of  connecting  rod  (q.v.). 

Unequal-sided  Angles. — See  Angle  Irons. 

Ungeared. — A  lathe  or  drilling  machine  is  said  to  be  ungeared  when  it  is 
unprovided  with  back  gear  (q.v.). 

Uniformity  of  Section. — Signifies  the  proportioning  of  the  several  parts  of 
a  machine  or  structure  so  that  no  part  shall  be  weaker  than  another. 
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in  proportion  to  the  strain  which  it  has  to  bear.  If  the  sections  are 
not  proportioned  uniformly,  an  excess  of  stress  will  be  put  upon  the 
weaker  parts  which  will  render  them  still  weaker.  The  increase  in 
diameter  of  a  oottared  end,  and  the  increase  in  diameter  of  the  screwed 
end  of  a  rod,  are  illustrations  of  the  maintenance  of  uniformity  of 
section. 

Uniform  Load. — A  load  which  is  not  a  variable  load  (q.v.),  and  which 
therefore  does  not  induce  so  preat  stress  as  the  latter. 

Uniform  Pitoh. — A  screw  is  said  to  be  of  uniform  pitch  when  there  is  an 
equal  distance  between  the  helices,  or  blades,  as  distinguished  from 
increasing'  pitch. 

Uniform  Motion* — Motion,  the  rate  of  which  is  uniformly  proportional  to 
the  time  occupied  therein. 

Uniform  Strength. — Abeam  or  structure  is  said  to  be  of  uniform  strength 
when  the  moment  of  resistance  at  any  point  is  equal  to  the  bend- 
ing moment  (q.v.)  at  the  same  point.  In  other  words,  when  each  part 
is  in  an  equal  condition  of  strain  relatively  to  its  strength. 

Union. — A  connection  joint  for  water  piping  made  in  three  pieces,  two 
being  nozzles  for  attaching  to  the  pipes,  and  the  third,  a  nut  screwed 
internally,  having  also  an  internal  shoulder  which  clips  a  corresponding* 
shoulder  upon  the  nozzle,  whose  tail  end  passes  through  the  nut.  A 
ring  of  india-rubber,  or  other  impervious  material  is  laid  between  the 
shoulders  before  the  nut  is  screwed  down. 

Union  Wrench. — A  tommy-ehaped  wrench  used  for  tightening  up  the 

J'oints  of  union  screws.  It  partially  embraces  the  circular  nut,  and  a 
Lole  drilled  in  the  wrench  slips  over  one  of  the  horns  cast  on  the  side  of 
the  nut. 

Unit  Boiler. — A  sectional  boiler  (q.v.). 

Unit  of  Heat,  or  Thermal  Unit. — Is  a  quantity  of  heat  which  will  pro- 
duce a  certain  effect,  and  which  is  used  as  a  standard  by  which  to  com- 
pare other  quantities  of  heat.  The  English  unit  is  the  Joule,  or  772 
foot  pounds,  that  being  the  amount  of  work  necessary  to  raise  the  tem- 
perature of  one  pound  avoirdupois  of  water  at  or  near  its  temperature 
of  greatest  density  39- 1°  F.  through  one  degree  F.  The  French  thermal 
unit  is  equal  to  one  kflogramme  of  water  raised  one  degree  O.  in  tempe- 
rature, and  is  equal  to  3*97  English  units. 

Unit  of  Mass. — Any  definite  weight  employed  m  mechanical  calculations, 
as  a  pound  or  a  ton. 

Unit  oi  Work. — A  foot  pound  (q.v.)-  Th*  French  unit  of  work  is  one 
kilogrammttre,  or  one  kflogramme  raised  one  metre  high.  It  is  equal 
to  7*2331  footpounds. 

Units. — Mechanical  units  are  either  those  relations  of  things  which' have 
their  basis  in  natural  law,  or  are  conventional  standards  commonly 
agreed  upon  as  being  convenient  for  calculations.  Thus  the  unit  of 
heat  has  its  foundation  in  a  natural  and  interchangeable  fact,  but  a 
horse-power,  or  a  foot  pound,  are  simply  conventional  rules  accepted 
by  the  mutual  consent  and  use  and  custom  of  engineers.  The  great 
primary  mechanical  units  used  by  engineers  are  the  Joule,  or  unit  of 
heat(cKy.) ;  the  foot  pound  or  ton ;  the  inch  pound,  or  inch  ton,  and 
the  H.P.  But  besides  these  there  are  many  scores  of  secondary  units, 
as  the  power  of  men,  the  electrical  standards,  and  so  forth. 

Unit  Strength. — The  ultimate  unit  stress  (q.v.)  of  a  material,  or  that 
which  causes  fracture. 

Unit  Stress.— -The  stress  upon  a  unit  of  sectional  area,  as  a  square  inch 
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or  square  foot,  -with  a  given  amount  of  force.  Or  the  ultimate  stress 
per  square  inch  or  square  foot  of  section  which  would  cause  fracture. 

•"  It  is  represented  by  the  letter/.  In  a  structure  whose  sections  are 
subject  to  various  degrees  of  stress  the  relative  stresses  of  the  several 
sections  are  sometimes  conveniently  referred  for  comparison  to  a  single 
primary  stress,  and  this  is  also  termed  a  unit  stress.  Thus  the  unit 
stress  in  a  Warren  girder  is  that  of  the  bays  next  the  end,  whence  in  a 
girder  loaded  uniformly  or  at  the  centre,  and  having  the  longer  flange 
lowermost,  the  stresses  increase  by  simple  proportion  through  succes- 
sive bavs  towards  the  centre. 

•  Universal  Bond. — Two  bends  provided  with  a  swivel  joint,  so  that  they 
can  be  turned  round  to  any  desired  angle  in  relation  to  each  other. 

Universal  Chuck,  or  Concentric  Chuck.— A  jaw  chuck  whose  jaws  are 
endowed  with  simultaneous  movement  for  instantaneous  centring  of 
the  work.  The  jaws  of  universal  chucks  are  actuated  by  gear- wheels 
working  in  a  oommon  rack,  or  by  a  scroll,  or  by  a  combination  of  both, 
the  rack  and  pinions  in  this  case  moving  the  scroll.  They  are  also 
moved  by  means  of  a  key  or  lever  or  by  hand.  All  universal  chucks 
must  of  necessity  consist  of  two  main  portions,  a  front  and  a  back  plate, 
or  an  inner  and  outer  shell  enolosing  the  gearing  between  them.  See 
Combination  Chuck. 

Universal  Coupling. — See  Universal  Joint. 

Universal  Joint. — In  Hook's  gimbal  joint  the  ends  of  the  shafts  to  be 
connected  are  prolonged  into  forks  which  swivel  on  the  ends  of  a  cross, 
each  arm  of  which  also  swivels  in  an  arm  of  the  forks.  Used  for  carry- 
ing wftAffciTig  round  angles  of  buildings.  Other  forms  of  universal  joint 
are  used  for  pipes  and  rods,  being  modifications  of  the  ordinary  ball-and- 
socket  or  globular  joint,  the  ball  being  retained  in  place  by  means  of  a 
flange  slipped  over  it  and  screwed  to  an  opposing  flange. 

Universal  Scale. — A  scale  (avv.)  used  for  drawing  purposes  upon  which 
all  proportional  divisions  m  ordinary  use  are  engraved  in  parallel  rows. 
The  objection  to  universal  scales  is  that  measurements,  except  when 
along  the  edges,  must  be  taken  off  by  dividers  instead  of  being  set  off 
from  the  edge  directly  on  the  paper. 

Universal  Square. — A  oentre  square  (q.v.). 

Unstable  Equilibrium. — Unstable  equilibrium  results  when  the  oentre  of 
gravity  of  a  body  which  is  in  equilibrium  is  situated  at  its  highest  point. 

Unsynunetrical  Beams. — Beams  whose  cross  section  is  irregular  considered 
with  reference  to  the  quality  of  their  straining  moments.  In  other 
words,  beams  whose  oentre  of  moments  does  not  coincide  with  the 
oentre  of  gravity. 

Untarred  Hopes.— Manilla  ropes  (q.v.). 

U  Packing.— See  U  Leather. 

Up  End,  or  Up  Ending. — A  term  in  frequent  use  by  erectors  to  signify  the 
standing  up  of  a  heavy  piece  of  work  upon  its  end. 

Up  Hand. — Up  hand  signifies  the  method  of  using  a  smith's  sledge  hammer 
for  light  work.  The  sledge  is  held  in  the  left  hand  and  lifted  and 
thrown  down  by  the  right ;  the  latter  slides  freely  up  and  down  the 
shaft 

Uphand  Sledge.— Uphand  sledge  denotes  the  lifting-  of  the  sledge  over  the 
work,  in  opposition  to  about  sledge  (q.v.).    See  uphand. 

Upright  Chuek. — A  wooden  chuck  furnished  with  a  pair  of  slotted  jaws, 
or  with  a  single  law  only,  by  which  work  is  held  whioh  would  not  oon- 

.    TBoiently  be  held  in  the  noBow  or  ordinary  form. 
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Upset,  Angle  ot— See  Angle  of  Upset. 

Upsetting. — Jumping  up  fa.  v.). 

Uptake.-— (1)  The  internal  flue  of  a  vertical  boiler  leading  from  the  furnace 
to  the  outer  flue  or  chimney.  (2)  The  flue  of  a  marine  return  flue 
boiler.  (See  Dry  Uptake,  and  Wet  Uptake.)  (3)  The  short  vertical 
chimney  of  a  gas  producer  which  forms  a  communication  between  the 
fire-brick  chamber  and  the  gas  mains. 

Uses. — Rough  pieces  of  metal  to  be  used  in  the  welding  (a. v.)  of  heavr 
masses  of  forging*.  Or  any  rough  heavy  mass  of  metal  from  which 
pieces  of  mechanism  are  to  be  shaped.  Uses  are  prepared  at  the  forge 
mills  and  delivered  to  the  orders  of  customers  who  do  not  possess 
machinery  sufficiently  heavy  to  forge  large  masses  of  material. 

v. 

Vacuo,  or  In  Vacuo. — A  term  used  in  calculations  on  the  behaviour  of 

falling  bodies  and  liquids,  by  which  their  velocity  is  referred  to  that 

of  a  body  falling  in  a  vacuum,  or  in  vacuo;  in  other  words,  not  subject 

to  the  retarding  influenoe  of  the  atmosphere. 
Vacuum. — A  vacuum  is  strictly  speaking  a  space  absolutely  devoid  of  air. 

In  engineering  it  only  signifies  a  space  partially  empty.    Twenty-six 

inches,  or  thirteen  pounds,  is  a  very  good  vacuum  in  a  condenser.    See 

Vacuum  Gauge. 
Vacuum  Brake. — A  form  of  continuous  brake  in  which  the  steam  pressure 

actuating  through  a  steam  jet  or  an  air  pump  is  made  to  produce  a 

partial  vacuum  against  which  the  pressure  of  the  atmosphere  then 

operates. 
Vaouum  Engine. — An  engine  in  which  the  power  is  generated  by  the 

explosion  of  a  gas  producing  a  vaouum,  the  air  then  rushing  in  to  fill 

the  vaouum. 
Vaouum  Gauge. — A  gauge  used  to  register  the  amount  of  vacuum  in 

the  condenser  of  a  steam  engine  or  m  any  vessel  in  which  a  partial 

vaouum  is  produced  by  the  exhaustion  of  air.    Vaouum  gauges  are 

dial  gauges  (q.v.)  and  are  graduated  from  zero  to  thirty  pounds. 
Valve. — A  movable  cover  or  lid,  by  means  of  which  the  ingress  and 

egress  of  fluids  and  gases  is  regulated.    There  are  various  kinds  of 

valves.    See  under  their  heads,  ball,  bucket,  diso,  flap,  lift,  slide,  spiral 

winged,  equilibrium  valves,  and  others. 
Valve-box.— The  box  or  casing,  rectangular  or  otherwise,  in  which  the 

valves  of  pumps  are  placed.    Also  the  steam  chest  which  contains  the 

slide  valve  of  an  engine. 
Valve-Bridle.— See  Bridle. 
Valve  Casing. — A  valve-box,  or  valve  chamber. 
Valve  Chamber. — A  chamber  which  contains  a  valve,  and  within  which 

it  works.    Usually  understood  to  denote  a  steam  chest  rather  than  a 

clack  or  valve  box. 
Valve  Chest. — A  valve  casing  or  steam  chest  (q.v.). 
Valve  Circle. — The  circle  on  a  valve  diagram  (q.v.)  whose  diameter  is 

equal  to  the  half  travel  of  the  valve.    There  are  two  such  circles  on 

the  diagram. 
Valve  Cook. — A  cock  of  the   ordinary  outline,  gland,  bib,  faucet,  or 

otherwise,  which  opens  with  a  lift  valve,  and  hand  wheel  and  screw, 

or  by  means  of  a  sliding  valve ;  instead  of  by  the  taming  of  a  plug, 
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as  in  a  plug  cock  (q.v.).  A  globe  valve  is  therefore  properly  termed 
a  valve  cock. 

Valve  Diagram. — A  diagram  by  which  the  position  of  the  elide  valve  for 
any  position  of  the  piston,  and  conversely  the  position  of  the  piston  for 
any  position  of  the  valve,  may  be  determined  graphically-.  As  a  con- 
sequence the  relative  positions  of  valve  and  piston  at  tne  instants  of 
opening,  cut  off,  cushioning,  release,  may  also  be  determined.  There 
are  numerous  modes  of  constructing  valve  diagrams,  Dr.  Zeuner's 
being  considered  the  simplest. 

Valve  Face. — The  face  against  which  a  slide  valve  works  or  slides,  and 
therefore  properly  distinguished  from  a  valve  seat  (q.v.). 

Valve  Gears. — -The  mechanical  arrangements  for  actuating  slide  valves, 
both  for  single  and  reversing  action,  embracing  slot  links,  rods,  pro- 
vision for  expansion,  automatio  or  otherwise. 

Valve  Plates. — See  Cut  off  Valve  (q.v.). 

Valve  Bing. — An  equilibrium  ring  (q.v.). 

Valve  Bod  Gland. — The  gland  which  closes  the  stuffing-box  of  the  rod 
of  a  slide  valve.  It  is  screwed  to  the  steam  chest  and  maintains  the  rod 
steam  tight. 

Valve  Seat,  or  Valve  Seating. — The  bearing  surface,  annular  or  otherwise, 
against  which  a  valve  fits  when  closing  or  shutting  off;  properly 
applied  to  the  Beatings  of  lift  valves  and  pug  valves. 

Valve  Beetor. — (1)  A  slot  link  (q.v.),  also  termed  a  quadrant.  (2)  A  spe- 
cific name  for  tne  vertical  sliding  link  of  an  oscillating  cylinder  engine 
which  communicates  the  motion  of  the  ecoentrio  to  the  valve  rod  weigh 
shaft. 

Valve  Spring. — A  spring  of  either  the  plated  or  spiral  form,  used  for 
forcing  the  packing  or  equilibrium  rings  of  slide  valves  against  their 
working  faces. 

Valve  Stem. — A  valve  spindle  or  rod. 

Valve  Yoke. — The  bridle  (q.v. J  of  a  valve  rod. 

Vanes. — The  buokets  or  guides  of  turbines,  or  the  flat  expansions  of 
blowingfans. 

Variable  Expansion. — The  expansion  of  steam  in  an  engine  whose  amount 
of  expansion  is  not  constant,  but  capable  of  alterations  under  the 
varying  conditions  of  the  work  or  strain  thrown  upon  it.  It  may  either 
be  automatio  expansion  (q.v.),  or  expansion  effected  through  the 
medium  of  some  type  of  hand  roar,  by  which  either  the  amount  of  lap 
of  the  main  slide  valve  is  altered,  or  by  means  of  a  back  cut-off 
valve  (q.v.). 

Variable  Expansion  Gear. — See  Automatio  Expansion  Gear,  Variable 
Expansion. 

Variable  Load.— See  Live  Load,  Oscillating  Stresses'. 

Variable  Motion. — When  a  body  moves  over  equal  spaces  in  unequal  times 
its  motion  is  said  to  be  variable. 

Varnish.— Shellac  varnish  (q.v.)  is  used  to  protect  patterns  from  the  action 
of  the  damp  foundry  sand,  in  which  they  are  often  embedded  for  several 
hours  at  a  time,  and  likewise  to  furnish  a  glossy  skin,  which  facilitates 
withdrawal  from  the  mould.  Two  or  three  coats  are  laid  on,  the 
Tarnish  being  glass-papered  down  after  each  application.  In  spite  of 
varnish,  patterns  of  considerable  width  are  found  to  swell  in  the  sand. 
Hence  the  necessity  for  open  joints  (q.v.),  but  small  patterns  remain 
practically  unaffected.    See  also  Lacquer. 

Varying  Lap.— To  produce  variable  expansion  (q.v.)  it  is  necessary  that 
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the  amount  of  lap  (q.T.)  of  the  slide  valve  should  he  rendered  capable  of 
variation,  since  that  governs  the  point  of  cut  off. 

Varying  Lead. — The  lead  of  a  valve  designed  for  the  same  purpose  at 
varying  travel  (q.  v.) .     It  is  not  employed  in  practice. 

Varying  Load. — A  variable  load  or  live  load  (q .  v.). 

Varying  Travel. — The  difference  in  the  lengths  of  travel  of  a  slide  valve, 
in  order  to  furnish  the  different  amounts  of  lap  necessary  to  effect 
variable  expansion  (q.v.).  Expansion  gears  of  various  kinds  are 
employed  with  this  object,  the  usual  method  being  to  set  the  sliding 
block  from  which  the  valve  rod  receives  its  motion  at  a  point  nearer  to 
or  farther  from  the  centre  of  the  slot  link. 

Vee'd  Edges. — The  edges  of  automatic  metal  working  machines  which  are 
embraced  by  the  sliding  vee'd  portions  of  the  movable  parts.  The  edge 
of  a  lathe  bed  embraced  by  the  sliding  rest,  or  the  edge  of  the  cross 
travel  of  a  planing  machine  are  familiar  oases  in  point.  The  angles  of 
these  edges  are  commonly  60°. 

Vees.— See  Vee'd  Edges,  Vee  Strips. 

Vee  Strips. — Loose  strips  having  angles  corresponding  with  those  of  the 
vee'd  edges  (q.v.),  along  which  they  slide,  and  by  means  of  which  the 
amount  of  slack  due  to  wear  is  taken  up.  Hence  called  adjustment 
strips  (q.v.). 

Vee  Threaded  Screw.— The  ordinary  Whitworth  screw  of  angular  thread. 
See  Screw  Threads,  Whitworth  Thread. 

Vee  Welding — A  mode  of  welding  the  plates  of  boiler  flues  in  which  there 
is  neither  butt  nor  lap  properly  so  called,  but  in  which  a  strip  of  square 
rod  is  inserted  angle  ways  between  the  nearly  abutting  edges  of  the 
plate,  so  that  it  unites  the  edges  upon  two  sides  of  the  rod. 

Vegetable  Oils. — Oils  expressed  from  the  seeds  of  vegetables,  and  used  in 
lubrication,  or  for  paints.  They  are  either  non-drying  or  drying  oils 
(q.v.),  and  embrace  almond,  beech,  castor,  cotton  seed,  nut,  poppy, 
hemp  seed,  olive,  palm,  rapeseed,  and  other  oils.  The  oil  is  expressed 
from  the  seeds  by  pressure,  or  by  pressure  and  heat  combined.  Rape 
seed  oil  is  expressed  from  the  seeds  of  the  rape  (Brassiea  naptu).  It  is 
not  a  good  lubricant  used  alone,  being  liable  to  gumming  and  acidity. 
Castor  oil  and  olive  oils  are  good,  and  are  noted  under  their  headings. 
See  also  Linseed  Oil. 

Veins. — Irregular  wavy  markings  on  the  surfaces  of  castings,  which  occur 
when  too  much  blacking  has  been  used  in  the  mould.  The  metal 
swells  the  blacking  up  into  fine  ridges,  hence  the  marks.  They  do  not 
injure  the  casting,  but  look  unsightly,  suggesting  to  inexperienced 
eyes  incipient  lines  of  fracture. 

Vein  Stuff. — Gangue  (q.v.). 

Velocity. — The  rate  at  which  a  moving  body  changes  its  position  under 
the  action  of  force  impressed  upon  it  from  without.  Velocity  is  com- 
monly estimated  in  feet  per  second.  It  may  be  either  uniform  or 
variable,  that  is,  in  the  former  case  when  the  body  passes  over  equal 
distances  in  equal  times,  in  the  latter  when  the  space  moved  over  in 
consecutive  seconds  varies.  Velocity  is  either  linear  (q.T.)  or  angular 
(q.v.).    See  also  Virtual  Velocity. 

Velocity  Satio. — Signifies  the  proportional  velocities  of  bodies  which  are 
mutually  connected,  as  levers,  gearing,  &c. 

Vena  Contraota,  or  Contrasted  Vein. — The  contraction  in  area  which  a  jet 
of  water,  or  other  effluent  liquid  undergoes  in  issuing  from  an  aperture 
in  a  thin  plate.     The  reduction  of  area  is  in  the  ratio  of  '6  to  10,  the 
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latter  being  the  area  of  the  aperture ;  the  distance  at  whioh  the  contrac- 
tion takes  plaoe  from  the  opening  being  about  half  its  diameter. 

Vena  Contracta  Mouthpiece. — A  mouthpiece  adapted  to  the  vena  contracta, 
being  made  doubly  oonioal  in  section,  in  order  to  prevent  the  loss  of  area 
due  to  vena  contracta  (q.v.). 

Yent. — The  calorimeter  (q.r.)  of  a  boiler  multiplied  by  the  length  of  the 
floe  in  feet  is  termed  its  yent. 

Ventilating  Bucket. — In  overshot  water  wheels  the  water  as  it  descends 
into  the  buckets  would  be  partially  driven  out  again  by  the  reaction 
due  to  the  compressed  air  within  the  buckets,  but  for  the  precaution  of 
leaving  a  slight  opening  between  the  bucket  and  sole  plate,  through 
whioh  the  air  escapes ;  hence  the  term. 

Ventilating  Fan. — An  ordinary  fan  (q.v.),  used  for  purposes  of  ventila- 
tion. 

Ventilator. — The  term  ventilator  is  applied  to  the  revolving  grids,  usually 
attached  to  the  doors  of  Oornish  and  Lancashire  boilers,  through, 
whioh  the  ingress  of  air  to  the  fuel  is  partially  regulated. 

Venting. — The  venting  of  a  mould  is  the  piercing  or  honeycombing 
of  the  sand  of  which  it  is  composed,  by  a  long  rod  of  Jin.  or  Jin.  wire, 
thrust  in  all  directions  to  allow  of  the  free  egress  of  the  gases  generated 
by  the  decomposition  of  its  moisture,  consequent  on  the  heat  imparted 
thereto  by  the  inflowing  of  the  molten  metal. 

Vent  Pipes. — Lengths  of  common  piping  leading  up  at  an  angle  from  the 
coke  bed  (q.v.)  of  a  foundry  mould,  to  bring  off  the  escaping  gases  and 
carry  them  outside  the  edges  of  the  moulding  box,  where  they  are 
ignited  and  burnt. 

Vent  Bope,  or  Vent  String. — Common  rope  or  string  rammed  up  in  certain 
cores  and  in  certain  sections  of  moulds  in  situations  where  it  would  be 
difficult,  or  impossible  to  ram  up  the  usual  vent  wires,  by  reason  of  the 
sinuouB  character  of  the  vents.  After  the  ramming  is  complete  the  rope 
or  string  is  withdrawn,  leaving  the  vent  or  vents  curved  as  required. 

Vent  Wire. — A  rod  of  iron  wire  used  for  piercing  a  foundry  mould  with 
small  holes  for  the  escape  of  the  gas  generated  m  casting.  Yent  wires 
and  rods  will  range  from  \  in.  to  J  in.  diameter. 


Vermilion. — A  bright  rich  red  colour,  being  a  sulphide  of  mercury,  Hg  S. 
Useful  for  mixing  with  shellac  varnish  to  impart  a  hard  and  glossy  skin 
to  the  best  foundry  patterns. 


Vertin. — The  versed  sine  of  an  angle. 

Vertical. — Plumb,  or  perpendicular  to  the  centre  of  the  earth.  A  vertical 
must  be  perpendicular,  but  a  perpendicular  (q.v.)  is  not  necessarily 
vertical. 

Vertical  Boiler. — A  steam  boiler  whose  horizontal  section  is  circular. 
Boilers  of  this  type  are  used  only  for  small  engines,  and  are  more  waste- 
ful than  those  of  horizontal  type,  the  products  of  combustion  passing 
at  once  into  the  chimney.  Economy  in  vertical  boilers  is  obtained  by 
the  employment  of  Field's  tubes  (q.v.),  but  in  general  such  boilers  con- 
sist of  shell  and  fire  box  only,  connected  by  the  uptake  (q.v.)  leading  to 
the  chimney,  and  having  in  the  larger  forms  one  or  two  cross  tubes 
(q.v.)  in  the  fire  box. 

Vertical  Crane. — A  steam  crane  of  the  ordinary  type  with  tall  side  frames, 
as  distinguished  from  a  horizontal  crane  (q.v.). 

Vertical  Engine. — An  engine  whose  axis  is  vertical,  and  whioh  there- 
fore farms  a  very  numerous  type.  The  advantages  of  vertical  engines 
eonsist  in  the  small  foundation  space  which  the/  occupy,  and  equality 


4*3  DICTIONARY  OF  TERMS  USED  IN 

of  wear  on  the  cylinder,  piston,  and  rods.  Very  few  vertical  engines 
are  constructed  with  the  cylinder  lowermost,  and  those  only  of  the 
smallest  sizes.  Most  vertical  engines  have  the  cylinders  above,  em- 
bracing the  various  steam  hammer  types,  launch  and  screw  engines,  or 
inverted  cylinder  engines. 

Verticals. — The  upright  members  of  a  lattice  girder. 

Vertical  Section, — A  section  (q.v.)  taken  in  a  vertical  direction  through  a 
drawing  of  an  object. 

Vertical  Shaping  Machine. — A  slotting  machine  (q.v.). 

Vibrating  Links. — See  Suspension  Links. 

Vibration. — Vibration  in  engineering  works  is  a  fruitful  source  of  deterio- 
ration of  material,  and  if  long  continued  produces  fatigue  of  materials. 
The  vibration  produced  by  heavy  caulking,  hammering,  &c,  on  rivet 
heads  and  seams  is  also  liable  to  lead  to  fracture  or  starting  of  joints 
and  consequent  leakage.  To  prevent  vibration  in  machines  doing 
heavy  sawing,  planing,  drilling,  shaping,  slotting,  &c,  the  machine 
bases  are  bolted  down  to  large  stone  or  concrete  foundations.  Steam 
hammers  are  not  only  thus  bolted  down,  but  their  anvils  also  are  em- 
bedded on  massive  anvil  blocks.  The  framings  of  heavy  machines  are 
made  hollow  the  better  to  withstand  vibration  stresses ;  ties,  struts,  and 
distance  nieces,  &c,  are  also  introduced  into  structures  for  the  purpose 
of  minimising  the  stresses  due  to  vibration. 

Vice. — A  common  workshop  tool  employed  for  holding  or  gripping  work 
which  requires  to  be  held  firm,  but  which  is  not  sufficiently  heavy  in 
itself  to  remain  immovable  under  the  operation  of  the  tools.  It  con- 
sists of  a  pair  of  steel-faced  jaws,  one  of  which  is  moved  by  a  screw  or 
by  a  lever,  the  other  jaw  being  rigid.  In  the  former  case  the  friction 
of  the  screw  prevents  the  release  of  the  jaws.  In  the  latter  the  teeth 
of  a  ratchet  fulfil  the  same  function.  Vices  are  made  in  great  variety 
of  forms  and  sizes,  the  best  being  those  with  parallel  movement  in  the 
jaws.  Machine  vices  are  employed  for  bolting  to  the  tables  of  planing, 
shaping,  and  drilling  machines. 

Yioe  Bench. — A  small  iron  portable  bench  usually  mounted  on  a  tripod 
and  made  to  carry  the  ordinary  tail  vice. 

Vice  Cheeks. — Vice  jaws  (q.v.). 

Vies  Chuck. — A  machine  vice  (q.v.). 

Vice  Clamps.— See  Vice  Claws. 

Vice  Claws,  or  Vice  Clamps. — Angle  strips  of  lead,  brass,  or  copper,  used 
for  insertion  into  vice  jaws  to  prevent  the  bruising  of  delicate  pieces  of 
work  by  the  serrations  of  the  hard  steel  faces.  They  are  usually  made 
to  cover  the  serrated  jaws  and  to  bend  over  the  upper  faces  as  well. 
For  special  purposes  vice  claws  are  made  in  one  piece,  the  two  cheeks 
being  united  at  some  distance  below  the  jaws  either  by  a  spring  joint 
or  by  hinges. 

Vies  Jaws. — Vice  jaws  are  steel-faced,  the  faces  being  screwed  to  the 
wrought-iron  backing,  being  first  screwed  and  serrated  while  untempered, 
and  subsequently  removed  for  hardening,  and  then  replaced.  In  the 
smaller  vices  the  Bteel  jaws  are  instead  welded  to  the  iron.  Most  jaws 
are  thus  fixed,  but  not  invariably.    See  Taper  Vice. 

Virtual  Vslooity. — The  law  of  virtual  velocities  is  simply  the  expression  of 
a  fundamental  principle  of  mechanics,  that,  namely,  that  whatever  is 
gained  in  power  is  lost  in  time,  with  its  converse  axiom ;  or  that  the 
power  multiplied  by  the  space  through  which  it  moves  is  equal  to  the 
weight  multiplied  by  the  space  through  which  it  moves.    It  is  simply 
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saying  in  other  words  that  by  no  mechanical  combination  can  we  create 
force,  bat  only  change  its  mode  of  application.  See  Conservation  of 
Energy. 

Viscosity.— See  Body,  Thick  Oil. 

Visible  Drop  Lubricator. — A  sight  feed  lubricator  (q.v.). 

Vis  Inertia. — The  property  of  inactivity  inherent  in  matter,  by  virtue  of 
which  it  resists  external  influences  tending  to  make  it  change  its  state 
of  rest  or  of  motion.  Its  equivalent  is  therefore  the  force  required  to 
put  bodies  which  are  in  a  state  of  rest  into  motion,  or  to  accelerate  the 
speed  of  bodies  already  in  motion. 

Vis  Viva. — See  Energy. 

Voltaic  Action.— See  Galvanic  Action. 

Volume. — A  term  of  general  application,  signifying  the  cubical  oontents 
of  an  engine  cylinder,  a  definite  amount  of  steam,  or  of  gas  at  a  definite 
pressure,  or  a  mass  of  liquid.  The  product  of  the  sectional  area  of  a 
piston  and  the  length  of  its  path  is  termed  its  volume.  This  also  is 
equivalent  to  the  quantity  of  water  lifted  by  a  pump.  In  the  case  of  a 
steam  engine  the  volume  multiplied  by  the  mean  pressure  is  equivalent 
to  the  gross  amount  of  work  performed. 

Volume,  Lines  of. — The  horizontal  or  approximately  horizontal  lines  in 
an  indicator  diagram  of  work. 

Volute  Spring. — A  flat  ribbon  like  spring  coiled  in  the  form  of  a  helix, 
and  extensible  in  the  direotion  of  the  breadth  of  the  ribbon.  Used  as  a 
buffer  spring,  and  also  for  driving  springs  (q.v.). 

Vortex  Turbine. — See  Turbine. 

Voussoirs. — The  wedge-shaped  stones  of  which  an  arch  is  composed. 

Vulcanite. — A  compound  of  india-rubber  and  sulphur.  Used  for  draughts- 
men's set  squares. 

Vuloaniied  Bubber.— See  India-rubber. 


w. 

Wabblers. — The  ooupling-boxes  used  for  connecting  the  breaking  pieces 
(q.v.)  with  the  necks  of  the  rolls  in  puddling  rolls. 

Wabble  Saw. — A  drunken  saw  (q.v.). 

Wabbling  Disc. — A  swash  plate  (q.v.). 

Walters. — The  revolving  discs  or  fans  in  a  Boot's  blower.  See  Rotary 
blower. 

Wagon  Boiler. — An  old-fashioned,  externally  fired  form  of  boiler,  now 
rapidly  going  out  of  use.  It  has  a  semi-circular,  or  overarching  top, 
slightly  hollowed  sides,  and  flat  or  arched  bottom,  the  flues  taking 
the  form  of  a  wheel  draught  (q.v.) .  Its  shape  renders  it  difficult  of  stay- 
ing, and  though  adapted  to  the  low  pressures  of  forty  or  fifty  years 
ago,  it  is  wholly  unsuitable  for  the  high  pressures  now  commonly  em- 
ployed. 

Wall  Bearing.— A  Wall  Box  (q.v.). 

Wall  Box,  or  Wall  Bearing. — A  oast-iron  open  frame,  commonly  rectan- 
gular in  form,  used  in  oases  where  shafting  is  carried  througn  a  wall, 
the  bearing  or  plummer  block  for  the  shafting  being  bolted  within  the 
wall  box.    The  box  is  built  into  the  masonry  of  the  wall. 

Wall  Braoket. — A  bracket  of  approximately  triangular  outline  bolted  to  a 
wall  to  carry  a  plummer  block  for  shafting. 

D  D 
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Wall  Drill. — A  drilling  machine  bolted  to  th©  wall  of  a  workshop.  It 
may  be  either  fixed  or  radial,  according  to  convenience,  and  the  parti- 
cular class  of  work  which  it  is  designed  to  perform.  The  advantage 
of  wall  drills  is  that  they  leave  a  clear  floor  space  underneath  for  the 
manipulation  of  heavy  work.  The  wall  is  sometimes  arched  oat 
underneath  the  drill  to  afford  stOl  more  room  for  the  hauling  and  turn- 
ing about  of  bulky  work. 

Wall  Engine. — A  type  of  small  vertical  steam  engine,  whose  bed  plate  is 
bolted  to  a  wall.  Such  engines  are  convenient  for  driving  ■flfttuwml 
lines  of  shafting,  as  one  set  of  shafting  can  then  be  stopped  without 
affecting  that  in  another  shop,  or  in  another  part  of  the  same  shop. 
They  are  also  used  for  driving  travelling  cranes,  foundry  fans,  &o. 
The  cylinders  are  lowermost  and  the  crank  shaft  above. 

Wallow  Wheel. — A  bevel  wheel  fixed  upon  a  vertical  shaft,  and  having 
the  teeth  facing  downwards,  or  the  reverse  of  a  crown  wheel.  It  is 
employed  in  mill  work. 

Wall  Plate. — (1)  A  flat  oast-iron  plate  or  angle  bracket,  bolted  to  a  wall 
as  a  base  for  the  attachment  of  wall  brackets,  bearings,  Ac,  for  the 
carrying  of  shafting,  or  other  portions  of  machinery.  Its  function  is 
therefore  that  of  a  base  or  foundation  plate.  (2)  The  plate  upon  which 
the  ends  of  roof  trusses  abut,  in  order  to  distribute  the  strain  due  to 
their  weight  over  a  sufficiently  large  area. 

Wall  Pump.— Sometimes  applied  to  a  donkey  pump  when  bolted  to  a 
wall. 

Wall  Washer. — A  large  flat  washer  against  which  the  ties  of  buildings 
are  screwed.  Or  a  similar  broad  washer  which  receives  the  pressure  of 
a  bolt  head  or  bolt  heads  used  for  fastening  brackets  or  plates  to  that 
face  of  the  wall  which  is  on  the  side  opposite  to  that  which  takes  the 
wall  washers. 

Walrus  Hide. — "Walrus  hide  is  used  as  a  covering  for  buffs  (q.v.). 

Waney  Boards. — The  outer  boards  of  logs  whose  edges  are  chamfered 
off,  and  irregular. 

Waney  Log. — A  squared  log  or  balk  of  timber  whose  angles  have  been 
adzed  off.  Waney  log  is  therefore  more  wasteful  in  the  sawing  up 
than  squared  logs,  but  is  cheaper  in  first  cost. 

Warehouse  Crane. — A  light  slightly-made  crane,  used  only  for  lifting 
weights  ranging  usually  between  10  cwt.  and  40  cwt.  in  warehouses/ 
and  commonly  worked  by  hand.  See  also  Whip  Crane,  Platform 
Crane. 

Warp. — To  pull  a  load  along  by  the  winding  of  a  rope  or  chain  upon  a 
drum.    See  also  Warping  Cone. 

Warping.— (1)  The  alteration  in  form,  of  timber  planks,  and  boards,  due 
to  the  unequal  swelling  or  shrinking  of  the  fibres  by  reason  of  the 
action  of  dryness  or  of  moisture  therein.  (2)  The  act  of  warping  a 
rope  or  chain  by  means  of  a  warping  cone  (q.v.). 

Warping  Cone. — A  conical  or  capstan-shaped  drum,  used  to  receive  the 
coil  of  the  rope  or  chain  when  loads  are  being  warped  along  (see 
Warp).  Sometimes  called  a  surging  drum.  Also  frequently  termed 
a  capstan,  because  its  outline  is  that  of  a  capstan ;  sometimes,  also, 
warping  ends,  when  attached  to  the  ends  of  horizontal  shafts,  as  in 
steam  winches. 

Warping  Ends. — See  Warping  Cone. 

Warren  Girder. — A  lattice  girder  (q.v.)  in  which  the  struts  (q.v.)  and 
ties  (q.v.)  form  triangles  or  triangular  bays,  the  struts  loaning  inwards 
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or  towards  the  centre  of  the  girder,  and  the  ties  leaning  ontwards. 
Warren  girders  are  largely  employed  for  bridges.  A  warren  girder 
oonsists  of  a  single  system  of  triangles,  -while  lattioe  girders  contain 
two  or  more  systems  of  triangnlation. 

Wash  Brash. — A  draughtsman's  colour  brash  (q.v.)  used  for  cleaning 
palettes  and  colour  utensils. 

Washer. — A  thin  ring  of  metal  encircling  the  screwed  end  of  a  bolt,  and 
receiving  the  thrust  of  the  nut.  These  are  of  most  value  when  used 
against  rough  surfaces,  as  affording  a  comparatively  true  face  for  the 
distribution  of  the  pressure.  Wall  washers  and  other  cast-iron  and 
wrought-iron  washers  of  large  sizes  are  often  made  rectangular  in  outline. 

Washing  Out. — The  oleansing  of  a  steam  boiler,  effected  by  driving  out 
the  muddy  deposit  or  sludge  before  a  jet  of  water  sent  through  a  hose 
pipe.    See  also  Mushing  Charge. 

Wash-out  Plug.— A  plug  screwed  either  into  the  bottom  plates  of  boilers 
or  on  the  outside  of  a  nozzle  attached  thereto,  for  the  purpose  of 
dosing  the  opening  used  for  washing  out  (q.v.). 

Waste,  or  Cotton  Waste. — The  refuse  of  ootton  nulls,  which  being  soft 
and  of  close  fibre,  is  used  by  engineers  and  machinists  to  cleanse  their 
working  parts  of  accumulated  oil  and  dirt,  and  to  wipe  off  superfluous 
oil  and  grease  from  the  surfaces  of  work  in  process  of  shaping  and 
fitting.    Sponge  cloths  (q.v.)  are  rapidly  superseding  ootton  waste. 

Waste  Blooks.— JPlaster  moulds  from  which  reversed  moulds  (q.v.)  are 
made,  the  waste  blooks  being  rammed  directly  on  the  pattern.  After 
the  reversed  moulds  are  obtained  the  waste  blooks  are  no  longer  of 


Waste  Heat. — See  Olose-topped  Purnaoe,  Hot  Blast,  Begenerative  Fur- 
nace, &o. 

Waste  Pipe. — The  pipe  used  to  convey  waste  steam  away  from  a  bon- 
neted safety-valve.  Also  a  blow-off  pipe.  Similarly  any  pipe  used  for 
conveying  away  waste  steam  or  water. 

Waster. — (1)  Waster  castings  are  those  which,  owing  to  some  defect  or 
def eots,  are  discarded  as  useless,  and  are  broken  up  for  the  scrap  heap. 
Wasters  are  due  to  several  causes,  as  blow-holes,  scabs,  cola  shuts 
{see  Cold  Short),  insufficient  metal,  a  very  rough  exterior,  flaws  arising 
from  bad  proportioning  or  improper  cooling,  and  sometimes  from  mis- 
takes in  coring  and  stopping  off.  (2)  Steel  and  iron  plates  which 
show  blow-holes  and  other  defects  on  rolling  are  also  termed  wasters. 

Waster  Casting.— See  Waster. 

Waste-water  Cook.— See  Pet  Oook. 

Waste-water  Pipe. — A  drain  pipe  (q.v.)  or  waste  pipe  (q.v.). 

Water. — Symbol,  H»  O.  Is  a  oompound  of  the  two  ff&ses>  hydrogen  and 
oxygen,  in  the  above  proportions,  andean  be  analysed  into  those  elements. 
It  may  be  built  up  by  exploding  a  mixture  of  the  gases.  Its  value 
as  a  motive  agent  is  due  to  the  pressure  derived  from  head  (q.v.),  and 
to  its  capacity  of  vaporisation  (see  Steam).  It  is  the  best  solvent 
known,  so  that  it  is  impossible  to  obtain  water  in  a  condition  of  purity 
in  a  natural  state ;  hence  the  incrustation  (q.v.)  of  steam-boilers.  This 
is  especially  the  case  with  sea  water  (q.v.)  which  requires  for  this 
reason  to  be  maintained  at  a  oertain  standard  of  saltness  by  frequent 
blowing-off.  See  Two  Salt  Waters.  The  weight  of  distilled  water  is 
used  as  a  standard  by  which  to  measure  the  specific  gravity  (q.v.)  of 
bodies.  Of  the  temperatures  of  water  there  are  four  being  constantly 
employed  as  standards  for  reference:  32°  P.  or  G°C.,thefreenng-pomt; 
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39-1° F.  or  4°  C,  the  point  of  maximum  density;  62°  F.  or  16*66°  0.,  the 
standard  of  temperature  as  used  for  determining  the  specific  gravity  of 
bodies ;  212°  F.  or  100°  0.,  the  boiling  point  at  the  pressure  of  the 
atmosphere. 

Water  Bath. — A  bath  of  clear  water  used  in  the  development  of  photo- 
types (q.v.),  its  function  being  to  check  the  action  of  the  prussiate 
solution,  which,  bat  for  this  precaution,  would  cause  the  lines  to  break 
and  diffuse  over  the  paper.  There  are  usually  two  baths  used,  one 
before,  and  the  other  after  the  acid  bath,  to  remove  all  traces  of  the 
chemicals.    The  water  bath  is  lined  with  tin. 

Water  Bosh. — (l)The  tank  which  supplies  the  tuyerefa .v.)of  a  smith's  shop 
with  water.  (2)  A  tank  in  a  foundry  which  supplies  the  water  neces- 
sary for  core  making  and  the  watering  of  green  sand  moulds. 

Water  Bridge. — A  form  of  bridge  used  for  steam  boilers  which  is  made 
continuous  with  the  boiler  itself.  It  is  of  iron,  and  is  hollow,  thereby 
ftRfliflrfcrng  the  circulation  of  the  water  which  traverses  through  the 
interior. 

Water  Brushes. — Soft  brushes  of  bristles  employed  in  foundries  for  the 
purpose  of  wetting  or  moistening  the  surface  sand  of  moulds  to  make 
it  cohere  consistently.  The  water  is  spurted  over  in  a  fine  spray,  or 
lightly  wiped  around  the  edges,  according  to  circumstances. 

Water  Can. — Ordinary  gardeners'  water  cans  are  used  by  moulders  for 
damping  and  remixing  the  sand  on  the  foundry  floor  after  the  cast- 
ings made  over-night  have  been  turned  out. 

Water  Chamber. — A  chamber,  usually  annular  in  form,  encircling  the 
cylinders  of  gas  engines  and  air  compressors  to  prevent  the  heating 
due  to  the  products  of  combustion  in  the  first  place,  and  to  the  oom- 
pression  of  the  air  in  the  second. 

Water  Cook. — The  lower  of  the  two  try  cooks  (q.v.)  of  a  steam  boiler.  So 
called  because  water  should  always  issue  from  it  when  opened,  never 
steam,  since  that  would  imply  that  the  water  had  fallen  to  a  dangerous 
level. 

Water  Column. — A  column  up  which  the  supply  water  for  a  water  crane 
(q.v. J  passes.  It  is  of  cast-iron  and  encloses  within  its  body  the  actual 
supply  pipes. 

Water  Core. — In  some  large  cylindrical  works  of  considerable  thickness, 
the  central  portions  remain  hot  so  long  after  the  outer  portions  have 
oooled,  that  injurious  internal,  stresses  are  set  up  between  the  outer 
and  inner  layers  of  metal,  due  to  the  unequal  cooling.  This  is  pre- 
vented, and  the  cooling  and  contraction  rendered  approximately  uni- 
form by  the  carrying  of  a  current  of  cold  water  through  the  interior, 
by  which  the  central  portions  are  cooled  at  about  the  same  rate  as 
the  exterior.    This  is  called  a  water  core. 

Water  Crane. — A  contrivance  for  supplying  water  to  the  tanks  of  loco- 
motives at  the  stations  along  their  fines,  though  not  properly  speaking  a 
crane  at  all,  the  term  being  probably  derived  from  the  appearance  of  the 
swinging  supply  arm.  In  one  form  the  turning  round  of  the  swing 
arm  to  which  the  hose  is  attached  opens  a  valve,  and  the  water  pressure 
in  the  reservoir  forces  up  the  liquid  through  the  supporting  column 
» along  the  arm  into  the  tender.  In  another  form  the  lifting  of  a  sluice  is 
necessary  to  deliver  the  water  supply,  the  water  still  flowing  under 
constant  head.  In  a  third  type  a  tank  is  carried  on  the  water  column 
and  is  maintained  constantly  full,  being  fitted  with  inlet  valve  and 
overflow  pipe,  and  the  raising  of  a  lift  valve  by  means  of  a  chain  is  all 
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that  is  necessary  to  allow  of  the  descent  of  water  from  the  tank  by 
gravity. 

Water  Cylinder. — Sometimes  applied  to  the  pomp  barrel  of  a  steam  pump 
to  distinguish  it  from  the  steam  or  engine  cylinder. 

Water  Engine.— See  Water  Pressure  Engines. 

Water  Float.— See  Float. 

Water  Gauge. — A  gauge  affixed  to  a  steam  boiler  for  the  purpose  of 
registering  the  height  of  the  water  contained  within.  It  consists  usually 
of  a  stout  glass  tube  fixed  in  brass  seatingB,  whose  lowest  end  is  at  the 
lowest  level  at  which  the  water  should  be  allowed  to  sink,  and  furnished 
with  steam  and  water  oocks.  Sometimes,  however,  it  consists  of  a  float 
and  wire,  with  a  chain  and  register  pointer  attached.  See  Float 
Gauge. 

Water  Hardening. — The  hardening  of  steel,  effected  in  water,  as  opposed 
to  oil  hardening  (q.v.).  In  water  hardening  the  steel  becomes  more 
brittle  and  acquires  a  harder  texture  than  when  oil  is  used.  Some- 
times the  water  is  medicated  with  salt  or  other  substances,  but  pure 
well  or  spring  water  appears  to  be  in  most  favour. 

Watering. — Alludes  to  the  practice  of  damping  foundry  sand  to  make  it 
cohere  properly.  After  castings  have  been  turned  out  of  the  sand  in 
the  morning,  a  certain  amount  of  water  is  sprinkled  over  it  from  the 
rose  of  a  water  can,  or  from  buckets,  the  sand  meanwhile  being  turned 
over  with  shovels.  The  amount  of  water  should  be  only  sufficient  to 
render  the  sand  perceptibly  damp,  without  being  muddy  or  sticky. 
Watering  is  also  resorted  to  just  previously  to  the  withdrawal  of  a 
pattern,  the  edges  of  the  sand  around  the  margin  of  the  pattern  being 
damped  with  a  swab  or  water  brush  (q.v.)  to  cause  sufficient  coherence 
of  the  sand  to  prevent  pulling  up.  Broken  edges  of  sand  are  also 
watered  in  the  act  of  mending  up  and  for  the  same  reason. 

Water  Jacketing. — The  casing  of  the  cylinder  of  a  gas  engine  with  a 
water  jacket.    See  Water  Chamber. 

Water  Meter. — A  meter  used  for  recording  the  amount  of  feed  water 
which  passes  into  a  steam  boiler  in  any  given  time.  There  are  many 
forms  of  water  meters  in  use. 

Water  Packing. — The  pistons  of  some  air  pumps  are  made  for  water 
packing ;  that  is,  the  piston,  which  is  solid  and  deep,  is  furnished  with 
circularly  turned  grooves  around  its  circumference,  which  retain  a  film 
of  water  of  sufficient  thickness  to  render  the  piston  watertight. 

Water  Pot. — A  small  cast-iron  pot  used  in  foundries  for  holding  water, 
for  dipping  the  water  brush  or  swab  into.    Called  also  a  swab  pot 

Water-pressure  Engines. — These  include  generally  hydraulic  rams,  tur- 
bines, and  other  motors  driven  by  water  pressure,  but  refer  specifically 
to  certain  types  of  engines  having  cylinders  and  pistons,  either  recipro- 
cating or  rotary,  whose  construction  is  the  Bame  in  principle,  though 
differing  in  detail,  as  that  of  steam  engines,  the  pressure  due  to  a  head 
of  water  being  employed  instead  of  steam. 

Waterproof  Cement. — lion  Cement  (q.v.). 

Waterproof  Glue. — See  Glue  Cement. 

Water  Bam. — See  Hydraulic  Bam. 

Water  Tank.— See  Tank,  Tank  Plates,  Iron  Cement. 

Water-tank  Eed  Plate. — A  form  of  engine  bed  plate  which  is  cored  out 
to  serve  as  a  tank  for  the  feed  water  of  the  boiler. 

Water-tube  Boiler. — A  sectional  boiler  (q.v.). 

Water  Tabes.— See  Galloway  Tubes. 
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Water  Tuyere. — See  Tuyere. 

Water  Wheel. — A  wheel  whose  axis  is  horizontal,  and  whose  rim  is 
furnished  with  buckets  or  floats,  against  which  *he  water  acts  either 
by  impulse,  or  gravity,  or  reaction.  See  Breast,  Overshot,  and  Under- 
shot Wheels,  and  Turbine. 

Water  Way. — The  full  space  open  for  the  passage  of  fluid  in  the  buckets 
of  pumps,  the  plugs  of  cooks,  and  the  area  of  lift  of  valves. 

Wave  Wheel. — A  wheel  for  the  reception  of  a  rope,  the  bite  of  which  is 
ensured  by  a  wavy  contour  being  given  to  the  rim,  the  groove  waving 
from  side  to  side  around  the  circumference. 

Wax. — This  is  used  as  a  material  for  modelling  patterns  of  ornamental 
work. 

Way  Shaft.— A  weigh  shaft  (q.y.). 

Wear. — A  term  applied  to  the  slow  abrasion  of  surfaces  in  factional 
contact,  as  the  slides  of  machine  parts,  the  pistons  and  valves  of 
engines,  the  journals  of  shafts,  lever  pins,  &o.  Provision  is  made  in 
many  instances  by  means  of  adjustable  pieces  for  the  taking  up  of  the 
wear,  as  it  is  called.    See  Taking-up. 

Wear  and  Tear.— See  Depreciation. 

Weathering. — (1)  Those  iron  ores  which  contain  pyrites  in  considerable 
quantity,  and  which  are  not  of  a  calcareous  quality,  are  often  weathered 
by  exposure  to  the  atmosphere  previous  to  calcination,  the  sulphur  pre- 
sent being  slowly  oxidised,  and  rendered  soluble,  and  washed  away  by 
rain.  (2)  Foundry  clay  is  weathered  by  being  cut  up  and  exposed  to 
the  frost,  which  facilitates  the  subsequent  work  of  grinding  and  mixing. 

Web. — The  plated  or  central  portion  of  a  structure  as  distinguished  from 
its  flanges  and  bosses.  Thus  a  crank  web  is  the  plate  which  carries  the 
shaft  and  pin  bosses ;  a  girder  web  is  the  main  vertical  plate  which 
becomes  the  connection  between  the  top  and  bottom  flanges.  See  Lat- 
tice Web. 

Web  Stiffeners. — Webs  of  T  iron  riveted  to  the  sides  of  deep-plated 
girders,  and  continued  to  the  inner  faces  of  the  top  and  bottom  flanges 
to  preserve  them  from  wrinkling  stresses. 

Wedge. — A  triangular  prism  resolvable  into  two  inclined  planes  set  bask 
to  back,  in  which  the  mechanical  gain  is  greater  the  more  acute  the 
angle  of  the  sides.  The  power  of  a  wedge  may  be  obtained  in  a 
graphic  manner.  The  theoretical  rule  is  that  the  pressure  applied  at 
the  back  of  the  wedge  is  to  the  resistance,  as  half  the  width  of  tne  back 
of  the  wedge  is  to  tne  length  of  the  side.  But  the  elements  necessary 
to  the  calculation  are  so  variable  that  it  is  best  not  to  rely  much  on  the 
theoretical  statement. 

Wedge  Gearing. — Wheels  whose  peripheries  are  grooved  drcumferen- 
tiafty ;  the  sides  of  the  grooves  being  sloped  or  angular  in  section :  the 
projecting  rings  in  the  one  wheel  enter  into  the  grooves  on  the  other 
and  drive  by  friction  only.  These  are  therefore  a  type  of  friction 
gearing  (q.v.), 

Weighbridge. — This  is  essentially  a  table  carried  by  a  system  of  levers 
comprised  in  a  small  compass,  the  lengths  of  whose  arms  are  so  pro- 
portioned that  a  weight  of  a  few  ounces  or  pounds  hung  upon  a  steel- 
yard at  one  end  will  counterbalance  a  weight  of  several  hundredweights 
or  tons  on  the  weighbridge  table  at  the  other  end  of  the  system. 

Weighing  Machines. — Light  instruments  made  on  the  principle  of  the 
weighbridge  (q.v.)  for  taking  weights  of  a  ton  and  under. 

Weigh  Shaft,  or  Way  Shaft.— The  shaft  or  spindle  which  forms  the  centre 
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of  motion  of  the  lever  employed  for  throwing  the  slot  links  (q.T.)  for  the 
reversing  motion  of  an  engine  into  the  proper  positions  for  forward  or 
backward  gear.    Sometimes  called  a  reversing  shaft. 

Weight. — The  tendency  of  a  body  to  move  downward  towards  the  surface 
of  the  earth,  under  the  action  of  gravity.  See  Haas.  The  unit  of 
weight  employed  bv  the  engineer  is  the  pound,  owt.,  or  ton,  depen- 
dent upon  the  precise  work  whose  amount  it  is  desired  to  estimate. 
TCie  question  of  weight  is  of  fundamental  commercial  importance. 
Castings  in  various  metals  are  sold  by  weight  at  so  much,  per  lb.,  cwt., 
or  ton.  Boiled  iron  of  various  sections  is  sold  by  weight,  and  is  quoted 
at  so  much  weight  per  foot.  Ropes  and  chains  are  quoted  at  a  certain 
weight  per  fathom.  Sheet  metals  are  distinguished  as  of  certain 
weights  per  foot ;  the  weight  of  tubing  is  also  tans  quoted.  In  many 
oases,  especially  in  plates,  a  slight  percentage  of  margin  is  allowed 
either  way. 

Weight  Case. — The  easing  which  surrounds  the  accumulator  (q.v.)  of  a 
hydraulic  crane,  and  which  is  loaded  with  stones  or  iron  to  the  pressure 
necessary  for  the  effective  working  of  the  crane. 

Weight,  Distributed. — The  weight  of  a  locomotive  is  so  distributed  that 
the  load  upon  leading,  driving,  and  trailing"  wheels  shall  be  as  nearly 
as  possible  alike.    See  also  Distributed  Load. 

Weighted  Pendulum  Governor. — A  governor  (q.v.)  whose  balls  are 
attached  by  links  to  the  central  axis  above,  and  to  a  collar  below,  the 
latter  being  attached  to  a  heavy  weight  free  to  slide  on  the  central 
spindle.  For  any  given  rise  in  the  height  of  the  balls  that  of  the  weight 
is  doubled. 

Weighting  Down. — The  holding  down  of  the  top  part  of  a  moulding  box 
during  casting  by  means  of  hundredweights,  or  half  ton  weights.  Pins 
and  cottars  or  screw  bolts  afford  better  security  than  weights. 

Weights. — Weights  are  used  for  many  purposes  in  engineers'  workshops. 
For  scales,  weighbridges,  foundry  boxes,  and  as  tests  in  the  proving  of 
structures.  They  vary  from  small  weighbridge  weights  to  those  of 
half  a  ton  or  a  ton  each. 

Weir. — The  dam  or  barrier  by  which  the  waters  of  a  stream  are  bayed 
back  in  order  to  afford  sufficient  head  of  water  for  driving  a  water 
wheel  or  turbine. 

Weld. — A  welded  joint  (q.v.)  as  a  good  weld,  a  bad  weld. 

Welded  Joint. — A  joint  made  between  opposing  faces  in  wrought  iron 
and  steel  work  by  welding  (q.v.).  Welded  joints  are  butt,  lap,  scarf, 
and  vee,  noted  under  those  headings.  They  are  employed  both  by 
smiths  and  boiler-makers. 

Welded  Tube. — Wrought-iron  tube  which  is  made  by  being  brought  to 
a  circular  form  or  skelp,  raised  to  a  welding  heat,  and  drawn  through  a 
pair  of  jaws,  by  which  the  seam  is  closed  up. 

Welding. — The  common  mode  of  union  of  wrought  'iron  and  steel,  by 
which  close  and  permanent  contact  is  made  between  the  joint  faces,  so 
that  the  union  is  Homogeneous  throughout.  The  joints  to  be  so  united 
are  cleaned  from  scale  and  sprinkled  with  a  flux,  usually  sand  or  borax, 
to  dissolve  off  or  to  prevent  the  formation  of  oxide,  brought  to  a  welding 
heat  and  hammered  together.  The  process  is  commonly  called  shutting, 
or  shutting  up,  in  the  shops. 

Welding  Heat. — The  degree  of  heat  when  in  smith's  work  the  iron  or 
steel  gives  out  vivid  sparks,  and  small  globules  melt  off.  It  corresponds 
roughly  with  a  temperature  of  from  2,600°  F.  to  2,700*  F.  for  wrought 
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'iron,  bat  less  for  steel,  which  requires  especial  care  as  regards  the 
temperature,  cast  steel  being  difficult  of  welding,  and  scarcely  bearing' 
more  than  a  cherry  red.  Shear  steel  will  weld  easily,  and  endure  a 
white  heat  safely,  so  that  in  welding  the  judgment  and  experience  of  the 
smith  is  of  first  importance. 

Weldless  Tube.— See  Solid  Drawn  Tubes. 

Well  Crane. — A  fixed  post  crane,  one-half  of  whose  post  is  above  ground 
and  the  other  sunk  in  a  pit,  or  well,  dug  to  receive  it,  and  encased  with 
masonry,  or  with  iron  plates.  The  lower  end  of  the  post  rests  on  a 
step  at  the  bottom  of  the  well,  and  the  fulcrum  of  the  post  is  at  the 
ground  line. 

Well  Plate. — A  cast-iron  plate  put  over  the  mouth  of  a  well  to  carry  the 
pumps,  &o.    See  Well  Stage. 

Well  Pomp.— An  ordinary  lift  pump  of  two  or  three  throw  type,  affixed 
to  staging  at  the  required  depth,  and  worked  from  the  well  staging  by 
hand  or  cattle  gear,  or  by  power,  the  cranks  being  connected  to  the 
pump  piston  by  a  sufficient  length  of  jointed  rods  to  establish  communi- 
cation between  the  crank  and  piston.    Also  called  deep  well  pump. 

Well  Stage. — A  framing  of  timber  erected  over  the  mouth  of  a  well  to  carry 
the  pumps  and  pipe  connections. 

Welt. — The  covering  strip  used  in  butt  riveting  (q.v.). 

Wes tinghouse  Brake. — An  air  brake  used  on  railway  rolling  stock.  Air 
is  compressed  by  a  steam  pump  placed  underneath  the  engine,  and  is 
retained  in  a  reservoir  ready  for  use.  A  cylinder  and  piston  under  each 
carriage  communicates  with  the  reservoir  by  means  of  hose  pipes  and 
couplings.  The  communication  between  the  piston  rods  and  brakes  is 
made  through  the  intervention  of  levers. 

Wet  Blacking. — Black  wash  (q.v.). 

Wet  Bottom. — A  puddling  furnace  is  said  to  have  a  wet  bottom  when  the 
slag  is  allowed  to  accumulate  instead  of  being  drawn  off  at  frequent 
intervals. 

Wet  Brush.— See  Water  Brushes. 

Wet  Puddling. — Pig  boiling  (q.v.). 

Wet  Steam. — Steam,  the  amount  of  whose  moisture  has  been  increased 
by  mechanically-  admixed  spray  thrown  off  by  the  priming  (q.v.)  of  the 
water  in  the  boiler. 

Wet  Uptake.— When  the  uptake  of  a  marine  boiler  is  placed  within  the 
shell,  and  is  therefore  surrounded  by  water  and  steam,  it  is  termed  a 
wet  uptake,  to  distinguish  it  from  a  dry  uptake  (q.v.). 

Wet  Wood. — Timber  which  has  not  been  seasoned  properly,  and  which 
therefore  retains  the  sap  in  the  vessels.  Timber  which  has  been 
seasoned  may  become  wet  by  long  exposure  to  the  weather.  This 
moisture  soon  dries,  however,  under  oover,  and  is  not  so  detrimental 
as  the  sap  wet. 

Whale  Oil. — Sometimes,  though  improperly,  termed  a  fish  oil.  There 
are  two  kinds  of  whale  oil  known,  as  train  oil,  the  produce  of  the 
blubber  of  the  Bight  whale,  and  some  other  species,  and  sperm 
oil,  which  is  taken  from  a  reservoir  in  the  head  of  the  sperm 
whale  or  Oacholot.  The  sperm  oil  is  the  best  machinery  lubricant 
known,  and  6,000  or  6,000  gallons  of  the  oil  is  taken  from  a  single 
animal. 

Wharf  Crane. — A  crane  specially  adapted  for  use  on  wharves.  It  is  a 
fixed  well  crane  of  the  triangular  form,  consisting  of  pillar  or  post,  jib, 
and  ties,  and  usually  worked  by  hand. 
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Wheel. — A  general  term  which  denotes  no  wheel  in  particular,  apart 
from  its  qualifying  prefix,  as  sheave  wheel,  chain  wheel,  puller  wheel, 
toothed  wheel,  cog  or  mortice  wheel,  Ac. 

Wheel  and  Axle,  or  Windlass. — This  owes  Its  value  to  the  principle  of 
the  lever,  and  has  its  application  in  trains  oi  gearing,  capstans,  &o. 

Wheel  Barrow. — "Wheel  barrows  are  used  in  foundry  wort:  for  carrying' 
sand,  loam,  light  castings,  and  moulding  boxes,  and  for  yard  work 
generally.   Hade  in  iron  and  wood,  and  with  single  and  double  wheels. 

Wheel  Base. — The  distance  apart  of  the  centres  of  the  leading  and  trailing 
wheels  of  a  locomotive,  or  of  the  front  and  hinder  wheels  of  a  railway 
wagon.  A  rigid  wheel  base  denotes  the  distance  between  centres  of 
those  wheels  which  have  rigid  (i.e.  not  bogie)  bearings.  Total  wheel 
base  would  include  the  bogie  wheels  also. 

Wheel  Boning. — The  welding  on  of  the  boss  pieces  of  railway  wheels 
under  the  steam  hammer. 

Wheel  Centre. — The  central  portion  of  a  solid  plated  truck  or  wagon 
wheel,  which  corresponds  with  the  body  of  a  wheel  with  arms.  For 
trucks  and  trollies  it  is  customary  to  use  wheels  having  plated  centres 
for  the  attachment  of  steel  tyres  in  preference  to  using  chilled  cast-iron 
wheels.  The  centres  are  turned  and  shouldered,  or  stepped  on  the  cir- 
cumference, and  the  tyres  are  bored  to  correspond.  Heating  of  the 
tyres  in  a  reverberator^  furnace  expands  them  sufficiently  to  clear  the 
shallow  shoulder,  and  in  cooling  they  shrink  over  and  embrace  the 
shoulder  and  so  remain  fast.  Sometimes  tyre  bolts  are  employed  in 
addition  to  prevent  the  possibility  of  the  working  loose  of  the  tyres. 

Wheel  Cutting. — The  cutting  of  the  teeth  of  gear  wheels  by  means  of 
revolving  milling  or  gear  cutters,  the  wheel  blank  being  held  Bteady 
while  each  interspace  is  being-  cut,  and  moved  around  an  arc  of  a  circle 
exactly  equivalent  to  the  pitch  of  the  tooth  for  the  next  cut.  The 
means  of  dividing  out  adopted  are  either  a  division  plate  (q.v.)  or  a 
tangent  wheel  and  screw  with  change  wheels.  The  practice  of  wheel 
cutting  has  rather  to  do  with  the  making  of  models  and  the  smaller 
portions  of  machines,  as  paul  wheels  and  such  like,  than  with  general 
engineering,  for  which  oast  teeth  are  preferable. 

Wheel  Draught. — In  an  externally  fired  wagon  boiler  (q.v.)  the  gases 
pass  under  the  boiler  from  front  to  back,  then  upwards  into  a  flue  on 
the  right-hand  side  leading  towards  the  front  of  the  boiler,  thence  round 
into  a  flue  on  the  left-hand  side,  and  so  to  the  back  of  the  boiler  into 
the  chimney.  This,  from  its  circuitous  motion,  is  called  a  wheel 
draught  to  distinguish  it  from  a  split  draught  (q.v.). 

Wheel  Float.— See  Float,  Boiler  Float. 

Wheel  Gearing,  or  Toothed  Gearing.— This  means  that  type  of  gearing 
which  acts  by  means  of  teeth  or  cogs,  or  modifications  of  the  same 
attached  to  theperipheries  of  rings,  as  distinguished  from  gearing  of 
other  kinds.  Hence  it  embraces  spur  and  bevel  wheels,  mortice  wheels, 
helical  and  worm,  and  internal  gears,  each  noted  under  its  special 
heading. 

Wheel  Lathe. — A  lathe  of  special  design,  having  a  bed  short  in  propor- 
tion to  its  size,  and  used  for  the  turning  of  locomotive  and  other 
wheels.  A  duplex- wheel  lathe  has  two  heads,  so  that  a  pair  of  wheels 
can  be  turned  at  one  time  upon  their  axles. 

Wheel  Moulding  Kachines. — Machines  extensively  used  for  the  mould- 
ing of  toothed  wheels  without  the  making  of  a  complete  pattern.  The 
Kjachines,  differing  much  in  details,  are  in  principle  dividing  ""ff1*™^ 
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a  worm  and  endless  screw  and  change  wheels  supplying  the  means  of 
regulating  the  equal  division  into  any  required  number  of  teeth.  Two 
teeth  only  are  required  for  moulding  from,  and  the  space  between 
those  teeth  alone  imparts  the  outline  to  the  sand,  when  a  single 
tooth  space  is  rammed,  the  tooth  block  is  lifted  and  moved  round  by 
the  machine  to  a  distance  corresponding  with  the  pitch.  The  arm 
which  carries  the  tooth  block  usually  revolves  around  a  central  pillar, 
and  is  adjustable  for  radius  and  also  for  depth.  Sometimes  the  mould- 
ing table  revolves,  and  the  arm  can  only  move  radially  and  vertically. 
The  arms  of  the  wheels  are  made  by  means  of  cores.  There  are  alio 
machines  which  are  not  furnished  with  the  tangent  wheel;  but  a 
perforated  drum  or  circular  division  plate  instead  answers  the  same 
purpose. 

Wheel  Plate.— A  quadrant  plate  (q.v.). 

Wheel  Segment.— See  Toothed  Segment. 

Wheel  Slope. — A  draughtsman's  palette  (q.Y.),  circular  in  plan,  and 
having  several  radial  slopes  falling  inwards. 

Wheel  Stamping. — The  stamping  out  of  the  spokes  of  railway  wheels 
under  the  steam  hammer  previous  to  welding  up. 

Wheel  Swarf. — The  silicious  and  steely  mud  which  collects  in  the 
troughs  of  the  grindstones  of  the  Sheffield  cutlers.  It  is  used  to  form 
a  layer  within  the  mouths  of  the  crucibles  or  pots  used  in  the  production 
of  crucible  cast  steel,  where  it  fuses  and  forms  an  air-tight  glaze  to 
protect  the  bars  of  blister  steel  within. 

Wheel  Teeth. — The  teeth  of  gear  wheels  are  formed  on  definite  principles 
of  design,  the  forms  of  their  curves  being  either  cycloidal,  or  involute. 
The  cycloidal  curve  is  that  employed  for  nearly  all  wheels,  the  involute 
(q.v.J  being  reserved  for  special  work.  The  cycloidal  curves  are 
obtained  by  means  of  the  odontograph  (q.v.)  scale,  or  are  formed  for 
each  separate  pair  or  set  of  wheels  by  means  of  rolling  curves  (q.v.). 
The  strength  of  wheel  teeth  is  estimated  by  considering  each  tooth 
as  a  cantilever  (q.v.),  or  by  determining  the  horse  power  to  be  trans- 
mitted. 

Wheel  Tooth-cleaning  Machine. — A  revolving  emery  wheel,  turned  to 
the  section  of  the  interspaces  of  cog-wheel  teeth,  ana  used  for  grinding1 
out  the  cast  teeth  to  a  smooth  surface,  the  wheel  being  laid 
horizontally. 

Wheel  Valve. — A  lift  globe  valve  of  the  ordinary  type,  in  which  the 
screw  which  lifts  and  depresses  the  valve  is  worked  by  means  of  a 
hand  wheel  above. 

Whelps. — The  longitudinal  strips  arranged  eqnidistantly  around  the 
barrel  of  a  capstan  (q.v.)  or  warping  cone  (q.v.)  on  which  the  rope 
coils,  and  by  which  its  bite  is  increased. 

Whiffle  Trees. — Whipple  trees  (q.v.). 

Whin. — A  variety  of  none  gear  or  bullock  gear  (q.v.)  in  which  the  rope 
is  wound  round  a  barrel  fastened  directly  to  uie  vertical  shaft  which 
carries  the  cross-bar. 

Whip  Crane. — A  slight  crane  used  generally  for  warehouse  purposes.  It 
has  no  gearing,  but  is  worked  by  a  rope  ;  hence  its  name.  The  rope  is 
affixed  to  a  large  drum  or  pulley  at  the  top  of  the  crane,  thence  it 
passes  down  to  a  small  barrel  on  uie  winch  shaft.  The  winding  up  of 
the  rope  gives  motion  to  a  small  barrel  on  the  same  axis  as  the  large 
pulley,  and  the  difference  in  the  diameters  of  the  barrels  and  pulley 
affords  sufficient  leverage  for  lifting  loads  a«*  high  as  30  or  40  cwt. 
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Independent  whip  cranes  are  those  in  which  the  top  of  the  crane  haa 
no  point  of  fixture  for  slewing,  the  whole  structure  being  simply  sup- 
ported on  a  base  sufficiently  broad  to  afford  the  requisite  stability. 
"Whip  Gin.— See  Gin  Block. 

Whipping  Drum. — A  term  applied  to  the  winding  barrel  of  a  deck 
winch  (q.v.)  or  a  whip  crane  (q.v.)v 

Whipple  Trees,  or  Whiffle  Trees. — The  loosely  swivelling  bars  attached 
to  the  ends  of  the  poles  in  horse  and  cattle  gear,  to  which  the  cattle  are 
yoked.    They  are  either  single,  double,  or  treble. 

Whips. — The  long  arms  which  carry  the  cross-pieces  and  sails  of  a 
windmill. 

Whistle.— See  Steam  Whistle. 

White  Brass.— See  Antifriction  Metal. 

White  Heat. — A  degree  of  colour  in  smith's  work,  at  which  the  scales  on 
the  surface  are  scarcely  visible,  and  which  corresponds  roughly  with  a 
temperature  of  2,370°  I\  It  is  the  temperature  at  which  most  large 
forged  work  is  taken  from  the  fire. 

White  Iron. — A  highly  crystalline  form  of  cast-iron.  It  is  extremely 
hard  and  brittle,  and  contains  nearly  all  its  carbon  in  the  oombined  state. 
Hence  called  a  carbide  of  iron.  White  iron  also  results  when  the  sur- 
face of  molten  grey  or  mottled  iron  is  chilled  against  a  metallic  mould. 
See  also  Forge  Pigs. 

White  Lead. — Carbonate  of  lead  (q.v.).  Used  when  mixed  with  boiled  oil 
and  red  lead  for  making  steam  joints. 

White  Line  Phototype.— See  Phototype. 

White  Metal. — See  Babbitt's  Metal.  These  and  similar  mixtures  are 
termed  white  metals. 

Whitening. — The  facing  used  for  brass  founders'  moulds. 

Whitening  Bag. — A  linen  bag  which  contains  the  whitening  used  in  brass 
founders'  moulds,  and  from  which  it  is  dusted  out. 

White  Pine  (Pinus  strobus). — A  class  of  pine  timber  imported  from  North 
America.    See  Pine  Wood. 

White  Bope.— See  Manilla  Ropes. 

White  Spruce.— See  Pine  Wood. 

White's  Tackle.— A  system  of  pulley  blocks,  so  named  after  the  inventor, 
in  which  the  diameters  of  the  pulleys  are  regulated  according  to  the 
rate  at  which  they  travel,  in  order  to  ensure  uniformity  of  speed  and  of 
wear. 

Whitwell  Stove. — A  regenerative  stove  used  for  heating  the  blast  for 
smelting  purposes.  It  is  in  principle  like  the  Oowper  stove,  but  fire- 
brick partitions  are  employed  therein  instead  of  chequer  work. 

Whitworth  Thread. — The  standard  engineer's  screw  thread  of  angular 
section.  The  depth  of  the  thread,  that  is  to  the  apices  of  the  angles,  is 
•96  of  the  pitch,  and  the  slope  of  the  angles  is  65°.  The  working  depth  of 
the  thread  is  reduced  by  rounding  off  the  points  and  roots  to  an  extent 
of  about  ith  each,  making  the  working  depth  '64  of  the  pitch. 

Wholes  and  Halves. — A  drawing  compass,  the  lengths  of  whose  legs  are 
in  the  proportion  of  one  to  two,  measured  from  a  joint  pin  around  which 
the  legs  play.  They  are  used  for  enlarging  or  reducing  fliTn»nqin^ff  on 
drawings  in  those  proportions. 

Whole  Shrouding. — See  Shroud. 

Wide  Gauge. — See  Broad  Gauge. 

Willow  (&/•*).— A  tree  of  the  natural  order  Sdlicae**,  being  the  order  to 
which  the  poplar  belongs.    It  is  a  very  soft,  smooth-gramed,  white  or 
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yellowish  grey  wood,  easily  worked,  and  is  used  by  engineers  for  brake 
blocks.     Sp.gr.  -685.  A  cubic  foot  weighs  36 J  lbs. 

Winch. — A  nxed  crane  (q.v.)  having  no  jib  and  no  provision  for  slewing. 
It  may  have  single,  doable,  or  treble  gear,  and  be  driven  by  hand  or 
steam.    See  Deck  Winch,  Steam  Winch. 

Winoh  Handle. — The  handle  of  a  crane,  crab,  or  other  hoisting 
machine  turned  by  hand  power.  It  is  a  lever  whose  length  is 
the  measurement  taken  from  the  centre  of  the  handle  to  the  centre  of 
the  spindle.    This  length  is  usually  1  ft.  4  in. 

Winch  Shaft. — The  first  shaft  in  a  train  of  gearing,  to  which  the  winch 
handle  is  attached. 

Wind  Bore. — The  Btrainer  of  a  suction  pipe.    (See  Strainer.) 

Wind  Chest.— See  Air  Belt. 

Wind  Engine. — A  windmill  (q.v.). 

Wind  Gall. — A  defect  in  a  balk  of  timber  caused  by  an  old  wound,  sub* 
seqnently  covered  over  by  a  growth  of  wood.  It  becomes  a  centre  of 
decay. 

Winding. — The  variations  of  a  surface  from  a  true  plane,  considered 
chiefly  in  relation,  not  so  much  to  local  inequalities  of  surface,  as  to 
the  total  superficies.  Thus,  if  on  one  corner  of  the  plate  the  surface  were 
sloping  iV  below  the  general  surface,  the  plate  would  be  iV  winding. 

Winding  Drum. — The  barrel  or  cylinder  which  coils  the  wire  rope  for 
raising  and  lowering  cages  and  trucks  on  inclines. 

Winding  Engine. — The  engine  which  drives  a  winding  drum  (q.v.).  It 
does  not  refer  to  any  particular  type  of  engine,  but  simply  to  the  purpose 
for  which  it  is  employed. 

Winding  Gear. — A  particular  type  of  hoisting  machine  used  for  hauling 
wagons  up  inclines.  It  consists  of  winding  drum,  or  clip  pulley,  and 
suitable  toothed  gearing,  single  or  double  purchase,  with  arrangements 
for  the  application  of  sufficient  brake  power,  the  whole  being  driven  by 
a  stationary,  a  locomotive,  or  portable,  or  semi-fixed  portable  engine. 

Winding  Sticks. — Winding  strips  (q.v.). 

Winding  Strips,  or  Winding  Sticks.— Straight -edges  of  metal  or  of  wood, 
made  perfectly  parallel,  and  equal  in  width,  by  means  of  which  the 
inaccuracy  of  a  supposed  level  surface  is  detected.  The  strips  are  set 
by  their  edges  on  those  portions  of  the  plate  whose  condition  it  is 
desired  to  test,  and  the  amount  of  their  divergence  from  parallelism  is 
observed  by  the  eye  cast  across  their  top  edges. 

Windlass.— See  Wheel  and  Axle. 

Windlass  Jack. — A  lifting  jack  provided  with  a  double-ended  lever  and 
handles  for  working  bevel  gear  wheels,  by  which  the  nut  is  turned 
around  the  lifting  screw. 

Wind  Mill,  or  Wind  Engine. — These  are  used  to  some  extent  for  driving 
pumps.  A  windmill  consists  of  its'  main  support,  which  carries  the  sail 
frame  or  whip  shaft.  This  shaft  is  inclined  at  an  angle  of  about  8°, 
with  the  horizon  on  level  ground,  and  15°  in  mountainous  districts,  it 
being  found  that  the  direction  of  the  wind  is  always  slightly  downwards. 
The  whips  or  sail  frames  carry  transverse  or  cross  pieces,  on  which  the 
actual  sails  are  spread,  the  cross  pieces  being  so  hinged  that  their 
obliquity  in  relation  to  the  direction  of  the  wind  is  capable  of  vari- 
ation. 

Wind  Ties. — Diagonal  side  ties  of  wrought  iron  rod,  on  bridges  and  large 
block  setting  cranes,  and  other  structures,  for  steadying  the  structures 
to  which  they  are  attached  against  wind  pressure. 
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Wing  Compasiei. — A  pair  of  compasses  used  in  the  workshops,  in  which 
an  arc -shaped  wing  attached  to  one  leg  passes  through  a  slot  in  the 
other  leg,  to  which  it  is  set  or  damned  in  any  position  by  a  set  screw. 

Wing  Hut. — A  form  of  nnt  which  is  tightened  or  relaxed  by  two  thin  flat 
wings  or  expansions  ooming  out  from  opposite  sides. 

Wing  Bail. — In  permanent  way,  is  a  short  rail  laid  down  at  a  crossing 
near  the  point  rail  to  guide  the  wheel  flange.  It  fulfils  the  same 
purpose  as  a  check  rail  (q.Y.)  on  a  curve. 

Wing  Tanks. — The  tanks  of  a  side  tank  locomotive  engine. 

Wing  Valve. — A  valve  whose  lift  is  guided  by  three  or  four  wings,  or 
feathers,  or  ribs,  as  they  are  variously  termed,  cast  upon  its  under  side 
and  fitting  into  its  cylindrical  seat ;  called  also  lift,  and  puppet  valve. 
Such  a  valve  may  be  placed  in  a  vertical  position,  as  in  a  common  safety 
valve,  or  its  axis  may  be  horizontal  or  otherwise,  if  pressed  against  its 
seating  by  springs. 

Wiper.— (1)  See  Sponge  Cloth.  (2)  The  cam  teeth  on  the  wheel  of  a 
helve  or  tilt  hammer  are  called  wipers  or  wipes. 

Wiper  Shaft. — The  shaft  or  axle  of  a  wiper  wheel  (q.v.). 

Wiper  Wheal. — The  wheel  or  diso  to  which  the  wipers  (q.v.)  or  cams  of 
helve  hammers  and  stamping  maohines  are  attached. 

Wipes. — The  teeth  or  projections  on  the  cam  plate  of  a  helve  hammer. 

Wire. — Iron,  brass,  and  copper  wire  is  used  for  many  purposes  in  the 
factory,  and  in  all  departments,  as  for  dowels  and  skewers,  for  binding 
and  fastening  light  cores,  for  making  steam  joints,  for  pins  and  small 
screws,  for  brazing  joints,  for  straining  lines,  and  many  others. 

Wire  Brush. — A  brush  used  for  the  fettling  off  of  castings.  It  is  in 
shape  like  an  ordinary  hand  brush,  but  the  place  of  bristles  is  occupied 
by  thin  elastic  fibres  of  steel,  by  which  the  sand  and  dirt  are  readily 
scraped  off  the  surfaces  of  the  castings. 

Wire  Card. — See  Card  Wire.  Used  by  moulders  for  rubbing  or  dressing 
down  cores. 

Wire  Drawing. — (1)  The  process  of  manufacture  of  wire  by  pulling  it 
through  draw  plates.  (2)  The  throttling  of  steam  in  the  passages  of  an 
engine  cylinder,  by  which  some  amount  of  expansive  working  is  effected. 
This  throttling  taxes  place  when  the  passages  are  so  contracted  that 
the  rate  of  travel  of  the  entering  steam  falls  behind  that  acquired  by 
the  piston  towards  the  termination  of  its  stroke. 

Wire  Edge. — The  turned  over  strip  of  metal  which  results  when  a  tool  is 
subjected  to  abrasive  action  upon  a  grindstone,  or  hone.  This  is  removed 
by  rubbing  both  faces  of  the  tool  alternately,  thus  thrusting  the  wire 
edge  from  one  side  to  the  other,  until  it  is  readily  detached. 

Wire  Gauge. — A  notched  plate  having  a  series  of  gauged  slots,  numbered 
according  to  the  sizes  of  wire  and  sheet  metal  manufactured.  The 
Birmingham  wire  gauge  is  that  in  general  use. 

Wire  Gauze. — Fine  iron  wire  woven  into  gauze,  having  a  fine  mesh.  It 
is  employed  in  making  steam  joints,  the  gauze  being  cut  to  the  size  and 
shape  of  the  flanges,  and  smeared  with  red  or  white  lead  previous  to 
the  bolting  together  of  the  flanges. 

Wire  Kails. — Nails  circular  in  section,  parallel,  and  having  thin  circular 
heads.    Used  in  general  pattern  work. 

Wire  Fliers. — Fliers  (q.v.)  in  which  a  pair  of  smooth  jaws,  circular  in 
section  and  tapered  lengthways,  are  substituted  for  the  ordinary  flat 
and  roughened  jaws,  weir  purpose  being  the  bending  of  wire  into 
small  curves  and  loops. 
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Win  Iff*,— Rom  fonad  by  twisting  serai  wire*  around  a  central 
hemp  core,  to  form  a  And,  seven!  such  stands  being  then  twisted 
aroimd  a  central  heaspcoro  to  form  the  ion  Hie  diameter  of  a  single 
wire  varies  from  ^  to  iV  of  an  inch,  and  the  twitting  of  the  wires  to 
form  the  strand  is  in  the  serene  direction  to  that  of  the  stands  which 
make  op  the  rope.  Wire  rope*  are  farmed  of  both  iron  and  steeL 
Their  strength  ia  very  great,  so  thai  a  small  wire  rope  will  do  the  work 
of  a  much  larger  hempen  one. 

Withe  Handles,— The  flexible  elastic  handles  of  smith's  tools.  SeeHazel 
Bods. 

Wood.— Wood  is  employed  as  a  fuel,  and  in  the  preparation  of  charcoal. 
It  is  not  economical  as  a  fuel  in  the  green  state,  owing  to  the  quantity 
of  rsoistare  which  it  contains.  Wood  is  composed  essentially  of  carbon 
and  onrgoi ;  hydrogen,  nitrogen,  and  ash  being  present  in  small  quan- 
tity. Woods  are  hard  or  soft,  terms  which  are  relative  merely.  Hie 
value  of  wood  to  the  engineer  consisti  in  its  adaptability  in  the  form 
of  timber  boards,  jrianks,  and  logs  for  purposes  of  construction. 

Wood  Vsrrnles. — Bings  of  wood  used  for  making  the  ends  of  marina 
engine  condenser  tubes  water-tight.  They  fit  closely  around  the  tube 
ends,  and  are  driven  tightly  between  them  and  the  holes  in  the  tube 
t>lates. 

Wood,  Preservation  of  .--Various  methods  have  been  employed  for  the 
preservation  of  timber  from  decay,  the  chief  of  which  are  creosoting, 
jcyanisiag,  and  the  employment  of  Burnett's  and  Margery's  fluids, 
described  under  their  several  heads. 

Wood  Screw. — A  right-handed  screw  having  a  conical-shaped  head  pro- 
vided with  a  slot  or  nick,  by  which  the  screw  is  turned  in  through  the 
medium  of  a  screw-driver.    Formerly  called  a  screw-nail. 

Wood  Spirit.— Methylated  Spirit.    See  Shellac  Varnish. 

Wood  Turning.--- Wood  turning  is  an  essential  section  of  pattern  work, 
and  is  not  performed  by  professional  turners,  but  by  the  pattern-maker 
himself,  who  alone  can  know  the  conditions  necessary  to  be  observed  in 
order  to  proper  delivery  from  the  sand.  The  work  is  seldom  orna- 
mental, and  much  of  it  is  done  by  scraping  tools  chiefly. 

Woolf  Engine. — An  early  type  of  compound  engine  in  which  the  cranks 
were  set  opposite  to  each  oilier,  instead  of  at  right  angles,  as  is  now  the 
oommon  praotioe,  so  that  when  one  piston  was  at  the  termination  of  its 
stroke  the  other  was  at  its  commencement. 

Woolltn  Pad.— See  Worsted  Pad. 

Work. — This  is  the  result  of  resistance  overcome  by  the  action  of  force 
acting  upon  a  body.    See  Energy. 

Work.  Diagram  of. — See  Diagram  of  Work. 

Workins;.--The  working  of  the  frames  of  locomotives  signifies  the  loosen- 
ing of  their  joints,  due  to  the  strains  communioated  to  them  by  the 
engines. 

Working  Anvil  Block.— A  block  of  steel  or  cast  iron  fitting  on  the  top  of 
the  anvil  block  (q.v.)  of  a  steam  hammer.  It  is  fitted  to  the  latter 
with  a  dovetailed  joint,  to  be  readily  removable,  in  the  same  manner 
as  the  hammer  block  (q.v.)  is  attached  to  the  tup  (q.v.). 

Working  Barrel. — A  pump  barrel  proper,  containing  the  piston  and 
bored  portion,  and  in  some  oases  also  the  clack  valves.  Used  to  dis- 
tinguish it  from  the  pump  case  (q.v.). 

Working  Beam. — The  beam  of  a  Cornish  or  beam  engine,  having  the 
piston  rod  at  one  end  and  the  pump  rod  at  the  other. 
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Working  Bed. — The  lining  of  a  puddling  furnace,  consisting  of  broken 
slags,  tap  cinder,  hearth  bottoms,  and  fettling. 

Working  Cylinder. — The  exploding  cylinder  in  those  gas  engines  which 
are  provided  with  a  separate  compressing  cylinder  (q.v.). 

Working  Depth. — In  toothed  gearing  this  is  less  than  the  total  length  of 
tooth  from  point  to  root  by  the  amount  of  bottom  clearance. 

Working  Door. — The  opening  through  the  side  of  a  reverberatory  furnace 
through  which  the  charge  is  introduced  to,  and  withdrawn  from  the 
hearth.  The  door  slides  in  vertical  grooves,  is  protected  with  foe  brick, 
and  is  balanced  by  a  chain  and  counterweight. 

Working  Drawing.— A  plain,  fully  detailed  drawing  of  an  engine, 
machine,  or  structure,  or  more  generally  a  portion  only  of  the  same, 
and  either  dimensioned,  or  drawn  to  full  size,  or  to  a  uniform  scale,  and 
sent  out  into  the  workshops  to  be  used  in  construction. 

Working  Gear. — This  is  applied  specifically  to  the  motion  work  of  a  loco- 
motive or  engine,  namely,  the  piston  and  connecting  rods,  eccentrics, 
and  rods,  links,  slide  valves  and  rods,  as  opposed  to  the  fixed  gear,  or 
that  which  has  no  reciprocal  movement. 

Working  Load. — The  ordinary  load  to  which  a  structure  is  subjected,  not 
necessarily  the  maximum  load,  but  the  average  or  mean  load,  as  dis- 
tinguished from  the  proof  load  (q.v.). 

Working  Hntf. — Nuts  which  are  perpetually  being  tightened  and  relaxed 
by  means  of  spanners  or  screw  keys,  as  distinguished  from  the  nuts 
which  remain  permanently  fast.  Working  nuts  are,  or  should  be, 
always  case-hardened  (see  Case  Hardening)  in  order  to  prevent  the 
wealing  of  their  angles  rounding. 

Working  Stress. — The  safe  stress  which  calculation  and  experience  com- 
bined allow  that  structures  should  be  subject  to.  It  is  less  than  the 
elastic  strength  (q.v.)  by  the  divisor  selected  as  the  factor  of  safety 
(q.v.),  which  factor  of  safety  is  selected  in  accordance  with  the  nature 
of  the  load  imposed. 

Work,  Unit  of.— See  Unit  of  Work. 

Worm. — A  form  of  helical  gear  consisting  of  a  continuous  screw  thread 
wrapped  around  a  cylinder.  It  is  used  to  impart  a  slow  and  equal 
motion  to  a  worm  wheel  (q.v.). 

Worm  Gearing. — Gearing  composed  of  worms  and  worm  wheels.  It  is 
employed  where  great  power  is  sought,  but  much  of  its  efficiency  is  lost 
in  friction,  so  that  it  is  often  necessary  to  run  the  worm  in  oil. 

Worm  Wheel. — Gears  with  a  worm,  and  each  tooth  consists  of  a  small 
segment  of  a  helix.  The  worm  commonly  drives  the  wheel.  In  order 
that  the  wheel  should  drive  the  worm,  the  obliquity  would  have  to  be 
very  great. 

Worsted  Fad,  or  Woollen  Pad. — A  pad  of  wool  placed  in  the  lower  por- 
tions of  some  types  of  axle  boxes,  from  which  oil  is  led  up  by  capillary 
attraction  through  tapes  of  cotton  wool  to  the  bearing.  It  rests  on  a 
horsehair  cushion  saturated  with  oil. 

Wrenoh. — A  spanner  (q.v.)  one  of  whose  jaws  is  rendered  adjustable  by 
the  agency  of  a  screw,  for  nuts  of  narrow  sizes.  See  Screw  Wrench. 
The  term  is  often  applied  to  any  form  of  spanner. 

Wrinkling. — The  failure  of  thin  unstayed  or  improperly  stayed  wrought* 
iron  plates,  by  wrinkling  up,  or  the  becoming  corrugated  under  pressure. 

Wrinkling  Strain. — The  strain  necessary  to  produce  wrinkling*  (q.v.). 

Wrist. — Sometimes  applied  to  a  crank  pin,  or  to  any  projoctingpin  which 
reoeivee  a  connecting  rod. 
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Wriit  Plate,  or  Motion  Disc,  or  Booking  Disc.— The  plate  attached  to  the 
side  of  the  cylinder  of  a  Corliss  engine  (q.v.),  through  which  motion  is 
transmitted  by  connecting  rods  to  the  valve  spindle.  It  is  worked  by 
levers. 

Wrought  Iron. — Iron  which  has  had  the  major  portion  of  its  carbon,  as 
well  as  the  foreign  elements  which  would  affect  its  workability,  re- 
moved in  the  various  processes  of  puddling,  shingling1,  and  rolling.  Its 
value  lies  chiefly  in  its  great  tensile  strength,  averaging  about  twenty- 
three  tons  per  square  inch,  in  its  capacity  for  welding,  and  its  ready 
malleability.     See  App. 

Wrought-Iron  Castings,  or  Ititii  Castings. — Made  by  a  recent  process 
of  melting  and  pouring  wrought  iron  into  moulds,  by  which  the  expense 
of  forging  is  saved.  The  wrought  iron  is  melted  in  crucibles  in  a 
petroleum  furnace,  and  poured  into  a  mould  containing  a  patented 
mixture  composed  essentially  of  fire  day,  burnt  and  ground,  and  mixed 
with  molasses.  The  metal  is  dead  melted  or  superheated  by  the  addition 
of  about  0'  1  per  cent,  of  aluminium,  by  which  its  melting  point  islowered, 
and  the  entrance  of  deleterious  pases  due  to  the  superheating  of  the 
metal  alone,  is  prevented.  It  is  thus  rendered  sufficiently  fluid  to  take 
the  finest  impressions  of  the  mould,  while  its  quality  as  wrought  iron, 
remains  unimpaired.  These  castings  do  not  require  to  be  annealed, 
and  while  cold  can  be  bent  and  twisted  like  good  malleable  iron. 

Wrought-Iron  Plates. — Plates  which  have  been  rolled  from  iron  pre- 
pared by  puddling.    See  Boiler  Plate,  Ship  Plates,  Limit  of  Weight,  &c. 

Wrought-Iron  Pulleys. — These  are  rapidly  superseding  the  old  cast-iron 
pulleys,  from  their  superior  lightness  and  reliability.  Hie  rims  are 
framed  of  wrought  iron  or  steel,  and  the  arms  are  of  the  same  material, 
each  being  made  distinct  from  the  other,  and  fastened  together.  They 
are  put  together  in  halves,  and  are,  therefore,  split  pulleys  (q.v.). 
There  are  numerous  designs  of  these  pulleys  in  the  market.  They  do 
not  break,  put  less  strain  upon  the  shafts,  are  more  easily  fixed,  and, 
though  costing  more  in  the  first  place,  are  cheaper  in  the  end  than 
those  of  cast  iron. 


Y. 

Tacht  Engine. — A  light  engine  specially  designed  to  drive  the  screw  of 
a  yacht.  Yacht  engines  are  mostly  of  the  inverted  cylinder  (q.y.)  and 
compound  engine  (q.y.)  types. 

Yank. — To  pull,  wrench,  or  hammer  with  undue  violence.  A  slang 
term. 

Yard  Travellers. — Ordinary  overhead  travellers,  used  for  lifting  heavy 
work  about  an  engineer's  yard,  both  for  erecting  and  loading.  They 
are  worked  by  hand  or  steam  with  ordinary  gear,  or  with  hempen 
ropes. 

Yarn. — Fibres  of  prepared  hemp  twisted  together  into  small  cords  in 
readiness  for  laying  into  strands. 

Yellow. — See  Gamboge. 

Yellow  Bath,  or  Prussiate  Bath. — A  bath  containing  a  saturated  solu- 
tion of  the  yellow  prussiate  of  potash  K2  Fe  Ce  K«,  and  which  is  used 
for  developing  the  lines  of  phototypes  (q.y.)  which  are  removed  to  the 
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bath  from  the  printing  frame  (q.v.).  This  bath  is  lined  "with  gutta- 
percha. 

Yellow  Brail. — A  cheap  kind  of  brass  formed  of  an  alloy  of  oopper  70 
parts,  zinc  30  parts,  and  used  for  the  oommoner  class  of  turned  and 
other  work,  and  also  for  name-plates  and  similar  castings  when 
durability  and  strength  is  not  essential,  or  when  flexibility  is  desired. 

Yellow  Metal.— See  lellow  Brass. 

Yellow  Pine  (Pinus  variabilis  or  Pinus  mitis). — The  wood  of  an  American 
pine  of  the  natural  order  Conifer  a.  A  light  faintly  yellow-coloured 
wood,  open  grained,  not  much  given  to  warping,  and  pleasant  and  soft 
to  work.  It  is  employed  chiefly  in  the  making  of  patterns  (q.v.)-  &P* 
gr.  448.    A  onbio  foot  weighs  28  lbs. 

Yield. — The  quantity  of  iron  or  steel  produced  by  a  blast  furnace,  a 
puddling,  or  similar  furnace,  in  a  given  time. 

Y  Lever. — The  longest  lever  of  a  weighbridge,  to  whioh  the  rod  of  the 
actual  steelyard  is  attached. 


z. 

Zero. — (1)  In  mathematios,  signifies  0,  or  nothing.  (2]  In  thermometry, 
commonly  denotes  the  temperature  obtained  by  a  mixture  of  salt  and 
snow ;  or  the  zero  of  Fahrenheit's  scale,  being  32°,  corresponding  with 
0°  on  the  Centigrade  scale.  This  is  the  zero  point  used  in  practice ; 
but  sometimes  it  is  convenient  to  reckon  from  absolute  zero  (q.v.). 

Zigzag  Biveting. — Bows  of  rivets  placed  parallel  longitudinally,  but 
alternately,  or  in  zigzag  form  in  the  transverse  direction. 

Zinc. — Symbol,  Zn.  Comb,  weight,  64-9.  An  easily  oxidizable  metal, 
used  as  an  alloy  for  brass  (q.v.).  The  oxidization  of  zinc,  when  in 
the  brass-melting  furnace,  is  prevented  by  throwing  borax,  powdered 
glass,  or  powdered  charcoal  over  the  surface.  It  is  valuable  also 
because  01  its  being  an  element  electro  positive  to  iron.  In  this 
capacity  it  is  employed  to  prevent  the  corrosion  of  steam  boilers ;  for  if 
strips  of  zino  are  suspended  therein  they  are  wasted  away ;  whilst  the 
iron  plates  remain  unaffected. 

Zinc  Oxide,  or  Zino  White. — Used  as  the  basis  of  a  white  paint. 

Zones.  —Zones  signifies  the  various  horizontal  sections  or  areas  of  a  blast- 
furnace, corresponding  with  certain  chemical  reactions  whioh  take  place 
between  the  hot  gases  and  the  metal ;  accompanying  the  formation  of 
CO3,  and  the  reducing  agent  CO. 
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A. 

Aluminium  (see  Diet)  is  now  produced  at  a  comparatively  low  cost,  both 
in  the  pore  state  and  alloyed  with  other  metals.  In  the  first  case  the 
Oasfenar  process  is  employed;  in  the  second  the  Gowles.  In  the  Castnar 
process  uiree  stages  are  requisite :  (1)  the  manufactare  of  sodium,  (2) 
the  manufacture  of  a  double  chloride  of  sodium  and  aluminium,  (3)  the 
reduction  of  «.linniTnninr  In  the  Gowles  process,  the  ores  of  alnmininni 
are  reduced  by  the  electric  current,  conveyed  from  a  dynamo  through, 
copper  bars  to  electrodes  within  the  furnaces.  The  electrode  consists 
of  a  bundle  of  carbons,  to  which  a  cylindrical  head  of  metal  is  cast  (iron 
for  ferro-alnniinium,  copper  for  aluminium  bronze).  The  alnmininni 
on  being  reduced,  ascends  with  its  alloying  metal  in  the  form  of  vapour, 
and  on  reaching  the  cooler  parts  of  the  furnace,  becomes  condensed  and 
runs  to  the  bottom.  The  price  of  aluminium  is  about  half-a-crown  a 
pound,  in  quantities  of  not  less  than  two  cwt. 

Aluminium  Bronte. — An  alloy  of  copper  with  aluminium,  in  various  and 
widely  differing  proportions.  A  tensile  strength  as  high  as  57*9  tons 
per  in.  has  been  obtained  with  this  material ;  and  with  a  tensile  strength 
of  33*4  tons,  an  elongation  of  56  per  cent,  in  2  in.  Professor  Unwin 
gives,  as  the  result  of  a  test  on  a  specimen  bar  J  in.  in  diameter,  a 
tenacity  of  36*78  tons  per  square  in.,  an  elongation  m  10  in.  of  33*26  per 
cent.,  a  contraction  of  39*87  per  cent.,  and  an  elastic  limit  of  17*74  tons 
per  square  in. 

American  Cloth. — Sometimes  used  with  red  lead  and  oil,  to  form  the 
steam  joints  of  flanges,  in  a  similar  manner  to  gauze  wire,  or  asbestos 
sheet. 

Angle  Wheels,  or  Twist  Wheels.— A  form  of  screw  gearing  (q.v.  in  Diet.) 
in  which  the  teeth  form  portions  of  many  threaded  helices,  and  by- 
means  of  which  motion  is  transmitted  between  shafts  which  cross  each 
other,  but  are  not  parallel.  In  these  wheels,  the  friction  between  the 
teeth  is  wholly  that  of  sliding,  hence  their  wear,  and  the  mechanical 
loss  occasioned  are  excessive.  Skew  bevels  (q.v.  in  Diet.)  are  some- 
times used  in  preference  to  angle  wheels,  because  they  develop  less 
friction. 

Angus  Smith's  Process.— A  process  employed  for  protecting  water-pipes 
from  corrosion.  The  pipes  are  heated  to  310°  Fahr.,  and  immersed  in  a 
bath  of  pitch,  to  which  a  little  oil  is  usually  added,  the  temperature  of 
the  bath  being  not  less  than  210°  Fahr. 

Animal  Ohareoal. — Denotes  the  material  used  for  case-hardening  of  the 
most  efficient  character,  as  distinguished  from  the  very  superficial 
hardening  effected  by  potash.     (See  Case-hardening  in  Diet.)    The 
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charcoal  comprises  the  leather  olippingB,  horns,  hoof  parings, 
bones,  &o.,  used  in  the  case-hardening  box  (q.v.  in  Did). 

Arboring.— Signifies  the  shouldering  back  of  a  flat  bearing  faoe,  to  receive 
the  washers  and  nnts  of  attachment  bolts.  It  is  done  by  means  of  a 
broad  facing  cutter  wedged  transversely  in  a  boring  bar,  or  arbor. 
Where  hollows  or  angles  intersect  flange  faces,  and  where  the  surface 
of  a  casting  is  from  any  cause  uneven,  arboring  is  usually  and  properly 
resorted  to. 

Axle  Box  Slide. — A  stout  casting  composed  of  two  plane  portions  standing 
at  right  angles,  and  stiffened,  with  internal  brackets.  Used  for  the 
same  purpose  as  a  horn  block  (q.v.  in  Diot.).  The  horn  block  is  a 
single  casting ;  the  slides  an  riveted, -—one  on  each  side  of  the  axle  box. 

B. 

Barrel  Wheel. — The  large  wheel  which  is  keyed  upon  the  same  shaft  as 
the  lifting  barrel  of  a  crane,  and  by  which  the  barrel  is  directly  revolved^ 
It  is  the  last  one  in  the  train  of  gearing. 

Barring. — (1)  The  turning  round  of  an  engine  flywheel  with  an  iron  bar, 
to  pet  the  engine  over  dead  centres  (q.v.  in  Diet.)  in  readiness  to  start. 
Points  of  leverage  or  fulcra  are  afforded  by  fixed  pins,  suitably  placed 
adjacent,  and  a  few  holes  are  drilled  in  the  flywheel  to  take  the  point 
of  the  bar.  (2)  Also  the  initial  turning  of  a  large  engine  by  a  smaller 
engine.  (3)  Poking  away  lumps  of  fuel  from  the  immediate  vicinity 
of  the  tuyere  holes  of  a  cupola,  an  iron  bar  being  thrust  through  the 
sight  hole  for  the  purpose,  in  order  to  make  a  free  passage  for  the 
blast. 

Basic. — Being  of  a  highly  metallic  character.  Thus,  slags  are  said  to  be 
basic,  when  they  contain  a  large  proportion  of  metallio  oxides. 

Basic  Process  (see  Diet.). — The  dolomite  is  either  ground  and  burnt,  and 
mixed  with  anhydrous  tar  (q.v.)  to  cement  it  together,  or  it  is  made 
into  bricks  and  hud  with  tar.  Lime  is  added  to  the  charge  of  metal,  in 
the  proportion  of  from  1  to  3  owts.  per  ton  of  steel  produced,  and 
this  in  the  presence  of  the  baeio  lining  oombines  with  the  phosphoric 
anhydride  Pa  O5,  formed  by  the  oxidation  of  the  phosphorus,  yielding 
calcic  phosphate,  which  passes  out  with  the  slags.  In  the  basic  process 
inferior  pigs,  or  those  containing  from  one  to  three  per  cent,  of  phos- 
phorus, can  be  used,  while  in  the  acid  process  (q.v.)  the  purest  hematite 
ores  have  to  be  employed. 

Batter. — The  slope  or  an^le  given  to  a  wall  or  chimney. 

Bessemer  Process  (see  Diet.). — The  process  is  divisible  into  well-marked 
stages : — the  first,  during  which  the  graphitic  carbon  passes  into  the 
combined  form,  lasting  about  four  minutes ;  the  second  or  boiling  stage, 
during  which  the  carbon  is  being  oxidized  by  the  blast,  the  carbonic 
oxide  formed  burning  in  long  yellow  flames ;  the  third  or  "  fining  " 
stage,  followed  by  the  "  drop,"  which  marks  the  complete  deoarbon- 
ization  of  the  charge.  It  is  at  this  stage  that  the  oonverter  is  turned 
down  and  the  Spiegel,  or  ferro,  introduced,  which  produces  a  long  jet  of 
flame,  indicative  of  the  recarbonization  which  is  taking  place ;  fifteen 
or  twenty  minutes  elapse  between  the  commencement  and  termination 
of  the  process.  The  oxidation  of  the  carbon,  silicon,  Ac.,  by  the  atmo- 
sphere produces  sufficient  heat  not  only  to  keep  the  metal  fluid,  but  to 
increase  its  temperature. 
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Bandar  Pulley.— A  pulley,  the  sole  function  of  which  is  to  hind  or 
tighten  a  belt  or  oord  on  its  driving  and  driven  pulleys,  when,  owing  to 
extension  or  shrinkage  of  the  belt  or  cord,  the  tension  becomes  vari- 
able in  amount.    The  binder  pulley  is  properly  made  adjustable. 

Blue  Heat. — A  range  of  temperature  between  about  470°  and  600°  Fahr. 
corresponding  with  a  blue  black  colour,  during  which  steel  becomes 
injuriously  affected  by  work  done  upon  it.  Bending  a  strip  onoe  only 
while  at  a  blue  heat  alters  the  material  for  the  worst,  notwithstanding 
that  it  may  be  bent  cold  with  relatively  little  injury. 

Bob. — A  lap  (q.v.  in  Diet.). 

Bobbing. — A  term  sometimes  applied  to  the  lapping  (see  Lap  in  Diet.) 
of  metals,  the  lead  or  copper  lap  being  termed  a  bob. 

Body  Flange. — When  a  pattern  flange  is  fitted  temporarily  over  the  body 
or  outside  of  a  pipe,  for  convenience  of  sliding  it  along  into  any  position 
for  stopping  on  odd  lengths,  it  is  called  a  body  flange,  to  distinguish  it 
from  the  flanges  which  are  fitted  in  grooves  permanently,  at  the  ends  of 
pipe  patterns. 

Boring. — In  strictness,  the  term  boring  has  reference  to  the  cutting  out 
of  holes  of  large  size,  the  term  drilling  relating  to  those  of  small 
diameter.  Still,  the  term  is  somewhat  vague  and  loosely  applied,  since 
we  speak  of  boring  bits,  boring  lathes,  which  operate  on  small  as  well 
as  large  holes.  A  more  comprehensive  definition  would  be,  that  boring' 
relates  to  the  formation  of  holes  with  tools  having  a  single  cutting  edge 
only,  while  drilling  signifies  the  formation  of  holes  with  tools  having* 
two  cutting  edges. 

Boss  Tools. — Moulders'  sleeken  (see  Sleeken  in  Diet.)  used  far  smoothing' 
the  sides  and  bottom  faoes  of  boss  moulds.  The  body  of  the  tool  is  of  a 
hollow  semicircular  cross  section,  and  has  a  flat  horizontal  set-off  piece 
at  the  bottom.    It  is  attached  to  a  long  vertical  handle,  or  stalk,  above. 

Bottom  Clearance. — The  distance  between  the  points  of  the  teeth  of  one 
wheel  and  the  roots  of  another  wheel  which  are  in  mutual  engagement, 
the  clearance  being  given  to  prevent  injurious  grinding  and  friction, 
between  points  and  roots. 

Breaking-down  Point.— See  Yield  Point. 

Biiok-work  Flues.— ^1.)  The  external  flues  in  a  Lancashire  or  Cornish 
boiler,  forming  split  draught,  or  wheel  draught,  as  distinguished  from 
the  internal  flues  in  the  boiler  itself.     (2.)  Chequering  (q.v.  in  Diet.). 

Broad  Cutting. — The  taking  finishing  cuts,  of  considerable  width,  with 
square-nosed  tools,  off  the  surfaoes  of  turned  or  planed  work. 

Buokstavea. — The  oast-iron  Dlates  which  form  the  outer  casings  of  rever- 
beratory  furnaces,  and  which  are  supported  by  the  bolts  panning  from 
one  side  to  the  other. 

Building  Up  (see  Diet.).— The  advantage  of  building  up  is  that  all  the 
shrinkages  of  the  timber  are  localised  in  the  short  segments,  and  that 
the  breaking  of  the  joints  and  overlapping  of  the  grain  in  different 
directions  increases  the  strength  vastly,  both  matters  of  vital  import- 
ance in  pattern  work.  The  piling  of  iron  and  steel  ban  causes  increase 
of  strength  by  a  crossing  and  intertwining  of  the  various  grains  and 
qualities. 

Bull  Metal. — An  alloy  which  is  used  for  hydraulic  and  marine  work,  and 
for  gun  fittings,  both  in  the  form  of  bar  and  of  castings.  The  tough- 
ness and  ductility  of  the  alloy  increase  with  high  temperatures,  so  that 
at  400*  fahr.  the  strength  ox  rolled  bull  metal  is  equal  to  that  of  mild 
steel. 
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c. 

Calcine? . — Specifically,  a  reverberatory  furnace  (q.y.  in  Diet.)  having  a 
hearth  of  large  area  nearly  a*  broad  as  long,  and  used  in  the  roasting 
of  the  ores  of  copper. 

Caliper  Gauge.— A  norseshoe  gauge  (q.y.  in  Diet.). 

Cape  Chisel. — A  term  sometimes  applied  to  a  cross-cut  chisel  (q.y.  in 
Diet.). 

Carbon  Steel. — Denotes  common  steel,  or  that  which  is  produced  by  the 
union  of  a  definite  quantity  of  carbon  with  iron.  This  term  is  neces- 
sary, since  alloys  possessing  steel-like  qualities  are  now  made  by  a 
union  of  iron  with  manganese,  silicon,  or  tungsten. 

Carping.— A  term  used  in  North  Britain  to  denote  the  alteration  in  form 
which  timber  undergoes  by  shrinkage.    Synonymous  with  Warping. 

Cast  Iron  (see  Diet.). — The  tensile  strength  of  oast  iron  seldom  averages 
more  than  seven  or  eight  tons  per  square  inch,  but  its  compressive 
strength  varies  from  thirty-five  to  forty  tons.  In  rough  calculations 
the  weight  of  a  cubic  inch  of  iron  is  usually  taken  at  "263  lbs.,  and 
of  a  cubic  foot  at  460  lbs.  ;  but  this  is  necessarily  approximate,  since 
grey,  white,  and  mottled  irons  have  different  sp.  gravities.  Grey  iron 
melts  at  from  1600°  G.  to  1700°  C,  and  white  iron  at  from  1400*  C.  to 
1500°  O. 

Cast  Steel  (see  Diet.). — The  object  of  casting  being  to  obtain  greater 
homogeneity  than  is  possible  in  the  process  of  cementation  (q.v.J,  various 
ingredients  are  often  added  to  the  blister  steel  in  order  to  obtain  certain 
grades  of  temper,  or  bar  iron  is  fused  with  carbon,  spiegeleiaen,  or  black 
oxide  of  manganese.  The  steel  is  melted  in  crucibles  in  a  melting- 
house  (q.v.)»  and  either  poured,  or  "  teemed  "  into  sand,  or  into  ingot 
moulds  direct ;  or,  if  the  quantities  melted  are  larger,  the  contents  of 
several  crucibles  are  either  poured  into  a  large  ladle,  and  thence  into  a 
large  ingot-mould,  or  are  emptied  into  a  runner  or  trough,  which 
empties  their  contents  into  a  large  ingot-mould. 

Cementation  Furnace. — The  furnace  used  for  the  conversion  of  bar  iron 
into  blister  steel.  It  is  an  oblong,  arched  chamber  of  fire-brick,  sup- 
plied with  small  chimneys  leading  into  a  tall  stack.  The  chamber 
contains  a  fireplace,  running  longitudinally  between  two  oblong  troughs 
or  pots,  in  which  the  bars  are  converted  into  steel.  These  may  measure 
12  ft.  0  in.  long,  by  3  ft.  0  in.  wide,  by  3  ft.  0  in.  deep.  The  pots  rest 
upon  and  are  flanked  by  a  series  of  bearers  and  divisions  of  masonry, 
which  form  «h«nwAl*  for  the  diffusion  of  the  heat  and  flame  from  the 
fireplace.  There  is  a  tap  hole  in  one  end  of  each  pot  to  receive  the 
proof  or  trial  bars.    The  furnaces  are  built  in  ranges  of  five  or  six. 

Centre-bit  (see  Diet.). —The  hole  bored  is  equal  to  twice  the  radius  of 
the  nicker.  Centre-bits  are  not  so  suitable  for  the  best  work  as  the 
Jennings  and  Gilpin's  bits  with  double  nickers,  and  double  cutters  ; 
because  in  these  the  cutting  forces  are  equally  balanced  around  the 
centre,  which  is  not  the  case  in  the  common  centre-bits.  The  double 
cutting  bits  will  bore  therefore  in  any  direction  of  the  grain,  while 
the  others  will  only  bore  well  "  plank  way,"  that  is,  parallel  with  the 
direction  of  the  fibres.  Expanding  centre-bits  are  those  in  which  the 
nicker  and  cutter  are  adjustable  in  the  shank. 

Change  Point. — In  a  workable  machine  the  relative  motions  of  all  its  parte 
most  be  completely  constrained.    If,  however,  in  any  portion  a  want  of 
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oonstrainment  occurs— that  is,  if  through  lack  of  proper  coercion  it  is 
possible  for  that  portion  to  remain  still,  or  to  take  some  other  motion 
than  that  intended,  that  position  is  termed  a  change  point.  Constrain  - 
ment  is  usually  brought  upon  changed  points  by  duplication  of  the 
mechanism,  so  that  one  portion  is  in  complete  oonstrainment  whilst  the 
other  is  passing  its  change  point.  An  example  occurs  in  pairs  of 
coupling-rods  or  links  with  their  cranks,  placed  at  90°  of  angle  with 
each  other. 

Change  Valve. — A  valve  used  on  a  hydraulic  crane,  for  directing  the 
water  pressure  into  two  or  three  lifting  cylinders  at  pleasure,  either 
singly  or  in  combination,  in  order  to  obtain  different  degrees  of  power 
adapted  to  the  load  to  be  lifted.  It  is  operated  by  a  slide  valve  passing 
over  ports. 

Choking  of  Vents. — See  Vents,  Choking  of. 

Cinders,  or  Ashes. — Are  used  to  assist  in  the  renting  of  moulds  and  of 
cores.  Where  large  central  spaces  exist  in  cores  or  in  moulds,  whether 
they  are  made  in  green  sand,  dry  sand,  or  loam,  these  are  filled  with 
cinders,  roughly,  of  sizes  ranging  from  §  in.  to  J-  in.  in  diameter.  The 
air  from  the  numerous  vents  collects  in  these,  and  is  carried  away  quietly, 
instead  of  rushing  out  with  difficulty.  The  vents  from  large  cores 
are  also  often  collected  and  brought  out  through  vent  pipes  (q.v.  in 
Diet.)  into  a  body  of  ashes  plaoed  outside  the  core,  against  the  termina- 
tion of  its  vents,  and  the  vent  to  the  outside  of  the  mould  is  plaoed  in 
communication  therewith.  Cinders  of  larger  size,  say  from  1  in.  to 
2  in.  in  diameter,  are  used  in  the  formation  of  coke  beds.  (See  Coke 
Bed  in  Diet.) 

Circumferential  Pitch  (see  Diet). — It  is  this  pitch  which  is  usually  and 
conveniently  made  the  basis  of  calculation  in  screw  wheels,  and  helical 
gears,  because  more  easy  of  measurement  than  the  normal  pitch  (q.v.) 
notwithstanding  that  the  latter  is  the  true  nitch  on  which  the  tooth, 
sections  should  be  properly  based,  and  which  must  always  ooincide 
in  wheels  gearing  together ;  whereas  in  screw  wheels,  having  different 
angles  of  thread,  the  circumferential  pitches  will  differ  also. 

Clagg. — Denotes  the  sticking  of  sand  to  a  pattern,  which  is  damaging 
to  the  mould. 

Cod. — This  term  is  often  used  in  the  foundry,  to  denote  a  green  sand  core, 
a  mass  of  sand  upon  a  drawback,  or  any  loose  portion  of  green  sand, — 
as  a  "  cod  of  sand."  This  term  is  also  sometimes  used  to  denote  a  small 
tongue,  or  filling-up  piece,  such  as  a  glut. 

Cold  Blow. — A  cold  blow  is  said  to  result  when  the  percentage  of  foreign 
elements,  such  as  silicon  and  phosphorus,  undergoing  oxidation  in  a 
Bessemer  converter,  is  not  sufficient  to  maintain  file  high  temperature 
required  for  the  successful  conduct  of  the  process.  (See  Bessemer 
Skulls  in  Diet.). 

Cold  Soldering. — This  really  is  a  process  of  amalgamation  of  metallio 
surfaces  by  the  aid  of  mercury.  A  hard  amalgam  is  made  of  five,  or  six 
parts  of  pure  silver,  three  or  four  parts  of  tin,  and  three  to  five  per 
cent,  of  bismuth.  This  alloy  is  melted  and  cast  into  ingots,  the  ingots 
reduoed  to  fine  filings,  and  these  filings  mixed,  when  required,  with 
enough  mercury  to  form  a  stiff  paste,  which  hardens  in  about  an  hour. 

Coming-down. — Itoiler  crowns  are  said  to  "come  down"  when  the 
plates  are  bulged  downwards  into  the  firebox  through  overheating,  doe 
to  the  accumulation  of  deposit  thereon. 

Compensating  Lover. — An  equal-armed  lever,  which  is  used  to  obtain  a 
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mean  between  unequal  pressures.  In  the  locomotive,  the  lever  is  a 
rigid  bar,  pivoted  at  its  centre,  and  the  ends  of  its  equal  arms  are 
attached  to  the  springs  at  front  and  back,  thus  equalising  the  loads  on 
their  wheels,  and  so  rendering  the  engine  less  liable  to  injurious  jerks 
and  jars  when  running  over  rough  ways.  The  reason  is  obvious,  since 
for  a  lever  with  equal  arms  to  be  in  equilibrium,  the  initial  forces 
acting  thereon  must  immediately  become  equalised. 

Copper  Smoke. — The  gases  which  escape  from  the  hearth  of  the  reverbe- 
ratory  furnace  in  which  the  calcination  of  copper  ores  is  performed. 
They  consist  of  sulphurous  acid,  with  a  little  of  the  vapour  ox  sulphurio 
add,  arsenious  acid,  and  hvdrofluorio  acid  gas. 

Core  Vents. — The  methods  of  venting  cores  do  not  differ  materially  from 
those  employed  for  moulds  (see  venting,  in  Diet.).  Cores  are  vented 
with  the  wire,  and  with  ashes,  with  strings  or  ropes,  and  with  rods, 
and  the  sand  employed  is  also,  when  dried,  of  a  porous  character.  Gore 
vents  require  to  be  well  secured  where  they  fit  into  their  prints,  or  into 
one  another,  or  where  they  abut  against  the  mould.  Wet  loam  is  often 
daubed  around  to  secure  these,  and  dried  with  a  "  devil,"  or  open  fire. 

Counterbore  (see  Diet.).— Signifies  also  to  bore  a  large  hole  concentric 
with  another  and  smaller  hole,  the  hole  thus  bored  forming  a  recessed  or 
shouldered  portion  to  the  other,  to  receive  the  head  of  a  cheese-headed 
screw,  or  of  a  shouldered  pin.  A  pin  drill  is  commonly  used  in 
oounterboring.  Sometimes  the  pin  drill  itself  is  termed  a  oounterbore. 
The  term  is  also  sometimes  used  to  signify  the  simple  enlargement  of 
holes  already  drilled  with  a  smaller  drill,  not  in  the  sense  of  reaming, 
but  of  enlarging  with  a  pin  drill.  The  enlarged  portion  of  the  bore  of 
a  cylinder  into  which  the  covers  are  checked  is  called  the  oounterbore. 

Counter,  or  Engine  Counter. — An  automatic  recorder  for  registering  the 
number  of  revolutions  made  by  an  engine.  The  motion  of  the  engine  is 
transmitted  to  the  counter,  either  from  a  reciprocating  part  of  the  engine 
by  a  pawl  and  ratchet  wheel,  or  from  a  revolving  part  by  means  of  an 
endless  screw.    An  index-hand  registers  the  number  of  revolutions. 

Countersunk  Bivet — A  rivet,  the  head  of  which  is  shaped  to  fit  into  a 
oountersunk  hole,  so  that  it  lies  flush  with  the  face  of  the  plate  or  bar 
in  which  it  fits.  It  is  employed  in  cam  where  a  flush  face  is  necessary, 
in  order  to  permit  of  the  attachment  of  other  pieoes  of  work. 

Crank  Hoop. — A  hoop  of  wrought-iron  or  of  steel  shrunk  around  the 
webs  of  locomotive  cranks,  with  a  view  to  prevent  accident  in  oase  of 
sudden  fracture  of  the  web. 

Cup  Drum. — A  term  sometimes  used  to  denote  that  form  of  sheave-wheel 
(q.v.,  in  Diet.)  the  rim  of  which  is  recessed  out  for  the  individual  links 
of  a  chain. 

Curving  of  Castings. — "When  castings  are  badly  proportioned,  that  is, 
when  there  are  light,  and  heavy  flanges  or  ribs  m  close  proximity,  the 
cooling  does  not  take  place  regularly,  and  then  one  portion  becomes 
"drawn"  by  the  other,  becoming  curved  in  oonsequenoe.  Usually, 
the  section  having  heaviest  metal  goes  concave  lengthwise,  but  this  is  a 
general  rule  only,  since  in  some  oases  the  opposite  condition  obtains.  A 
knowledge  of  the  amount  and  manner  of  curving  can  only  be  gathered 
by  experience,  and  then  but  imperfectly. 

Cylinder  Eatio. — The  ratio  between  the  capacities  of  the  cylinders  in 
oompound  engines.  Speaking  generally,  the  ratio  equals  the  initial 
pressure  in  the  cylinder,  multiplied  by  the  number  of  tenths  of  the 
stroke  during  which  it  is  required  to  admit  the  steam  in  the  high- 
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pressure  cylinder,  divided  by  the  constant  105.   But  a  very  considerable 
variation  10  permissible. 

D. 

Dead-Hole.— A  hole  which  is  not  a  thoroughfare  hole ;  that  is,  one  that  is 
bored  only  for  a  certain  distance  into  a  pieoe  of  metal.  This  term  is 
used  chiefly  in  connection  with  the  use  of  tape,  the  plug  and  bottoming- 
taps  being  made  expressly  for  tapping  dead-holes,  which  could  not  be 
reached  with  taper  taps. 

Delta  Xetal. — An  alloy  of  copper  and  zinc,  with  a  small  quantity  of  iron. 
It  is  prepared  in  various  grades,  both  oast  and  forged,  from  tests 
made  by  Mr.  Kirkaldy  the  following  results  were  obtained : — A  specimen 
cast  in  sand,  having  an  area  equal  to  one  square  inch,  stood  an  ultimate 
stress  of  20*9  tons,  and  an  elastic  stress  of  79  tons,  and  also  an  ultimate 
percentage  elongation  of  19*1  in  10  in.  A  rolled  bar  of  the  same  section 
gave  an  ultimate  strength  of  33*9  tons,  an  elastic  strength  of  21 '8  tons, 
and  a  percentage  elongation  of  21 '6  in  10  in.  A  similar  bar,  annealed, 
gave  29*8  tons  ultimate  stress,  9*6  tons  elastic  stress,  and  an  elongation 
of  34*7  per  oent.  in  10  in.  Delta  metal  is  readily  oast  and  forged.  It 
is  adapted  for  screw  propellers  because  it  has  good  resisting  power  to 
corrosion.  It  is  also  suitable  for  small-gear  wheels,  being  stamped  hot 
in  suitable  dies,  and  for  pump- work,  and  ornamental  fittings. 

Diametrical  Pitch  (see  Diet.) . — It  denotes  the  number  of  teeth  in  one  inch 
of  pitch  diameter,  and  bears  the  same  relation  to  the  diameter  of  the 
pitch  circle  that  the  circular  pitch  (q.v.)  does  to  the  circumference  of  the 
pitch  circle.  Hence,  dividing  the  circular  pitch  by  3*1416  gives  dia- 
metrical pitch,  and  vice  versa.    Or,  since  dividing  by  3*1416  is  the  same 

as  multiplying  by  *3183,  because  =  '3183 ;  multiply  the  circular 

pitch  by  '3183  to  obtain  diametrical  pitch. 

Die  Forging. — The  forging  of  smiths'  work  in  dies  is  largely  practised  in 
the  case  of  repetitive  work.  The  dies  are  of  oast  iron,  or  of  wrought 
iron,  or  of  steel.  Speaking  generally,  steel  is  used  for  small  f orgings, 
cast  iron  for  large  ones.  Dies  are  single,  or  double.  If  the  top  portion 
of  the  forging  is  plain,  a  single  bottom  die  suffices ;  if  otherwise,  a  por- 
tion of  the  forging  is  formed  in  a  top  die.  The  accurate  closing  of  the 
two  portions  is  controlled  by  long  pins,  or  dowells,  passing  from  one 
into  the  other.  The  forging  takes  place  under  the  Oliver,  or  the  drop 
hammer,  or  the  steam  hammer,  or  the  forging  press.  Care  has  to  be 
taken  in  cutting  off  the  exact  quantity  of  metal  required  for  the  forging, 
in  order  that  on  the  one  hand  the  forging  shall  finish  clean  and  sharp 
everywhere,  and  that  on  the  other  there  shall  be  as  little  superfluous 
fin  as  possible. 

Differential  Principle. — T*he  mechanical  principle  which  has  for  its  basis 
the  difference  between  two  members  connected  rigidly  together,  by  the 
application  of  which  in  various  machines,  a  very  large  mechanical  gain 
is  obtained  with  a  small  expenditure  of  power.  It  denotes  in  general 
the  compounding  of  two  or  more  distinct  motions  in  such  a  way  that 
uniform  variations  of  speed  shall  be  imparted  to  certain  pieces  of 
mechanism  relatively  to  one  another.  In  the  Chinese  windlass,  in  the 
wheel  and  axle,  the  differential  screw,  and  differential  pulley  block,  the 
principle  is  embodied. 
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Distribution  Valve. — A  main  slide  valve,  or  main  valve  (q.v.  in  Diet.),  as 
distinguished  from  an  expansion  valve  (q.v.}. 

Drop  Hammer. — A  heavy  hammer  need  for  forging.  It  slides  between 
vertical  guides,  and  is  suspended  by  a  broad  leather  belt  that  passes 
over  and  is  attached  to  a  pulley  of  large  diameter  overhead,  and  to 
whose  opposite  end,  cone  or  other  gear  is  attached,  by  which  the  weight 
is  lifted.  Very  little  power  is  required  to  lift  the  hammer,  because 
most  of  the  load  is  lifted  by  the  leverage  of  the  pulley  and  the  breadth 
of  the  belt,  these  being  so  proportioned  as  to  produce  this  effect.  The 
throwing  out  of  the  cone  allows  the  hammer  to  fall. 

Dry  Puddling. — White  or  refined  iron  (<j.v.)  only,  is  suited  for  dry  paddling. 
In  dry  puddling  the  principal  oxidizing  agent  is  the  atmosphere,  which 
plays  over  the  surface  of  the  pasty  metal  on  the  furnace  bed,  but  the 
action  is  assisted  by  hammer  scale  (q.v.)  added  to  the  charge,  and  the 
oxide  of  iron  forming  the  bed.  The  pasty  metal  is  rabbled  over  the  bed 
to  assist  the  oxidizing  action,  the  carbon  being  removed  as  oarbonio 
oxide,  while  the  silicon,  sulphur,  phosphorus,  manganese  mostly  enter 
the  tap  cinder  in  the  form  of  oxides.  As  the  metal  becomes  purified  its 
fusibility  decreases ;  it  is  then  said  to  "  come  to  nature,"  and  is  balled 
up  in  readiness  for  squeezing. 

E. 

Electrically  Deposited  Copper. — See  Seamless  Copper  Tubes. 

Electric  Crane. — A  crane  driven  by  a  dynamo  independent  of  the  mecha- 
nism of  the  crane,  the  electric  current  being  conveyed  along  copper  rods, 
rubbers  or  strikers  sliding  along  the  rods  and  communicating  with  an 
electro  motor  on  the  crane.  The  mechanism  of  the  crane  is  generally 
that  of  a  steam  crane,  driven  by  friction  clutches,  bat  in  consequence  of 
the  high  speed  of  the  motor  it  is  necessary  to  introduce  extra  gear  to 
reduce  the  speeds  for  all  motions.  Overhead  travelling  cranes  are  also 
driven  by  the  electric  current. 

Eleotrio  Welding. — A  process  invented  in  1886  by  Professor  E.  Thomson, 
the  electrician  of  the  Thomson-Houston  Electric  Company,  of  Boston, 
United  States  of  America.  The  process  is  based  on  the  principle  that 
the  electrical  resistance  is  greater  at  a  break  than  at  any  other  portion 
of  a  conductor.  Its  application  consists  in  applying  the  ends  of  two 
pieces  of  metal  to  be  welded  together,  and  passing  a  strong  alternating 
current  through  the  jointure.  The  heating  due  to  the  resistance  at  this 
point  fuses  the  surfaces.  The  industry  nas  developed  latterly  with 
great  rapidity.  All  kinds  of  metals  and  alloys  can  be  thus  united,  and 
also  dissimilar  metals  and  alloys,  and  nearly  all  sections  and  sizes,  from 
wire,  up  to  sections  of  several  square  inches.  Machines  are  in  use  for 
the  purpose.  At  the  moment  of  welding,  pressure  is  used,  varying  with 
the  material.  For  copper  a  pressure  of  about  600  lbs.  per  square  inch, 
for  iron  1,200  lbs.,  for  steel  1,800  is  employed. 

Elliptical  Gears. — Gear  wheels,  the  pitch  peripheries  of  which  are 
elliptical  in  outline.  In  elliptical  gears,  the  centres  of  whose  shafts 
are  placed  in  the  intersections  of  the  conjugate  and  transverse  diameters, 
there  are  four  rates  of  revolution,  two  maximum  and  equal,  two 
TniTiimiiTn  and  equal,  coinciding  with  the  major  and  minor  diameters. 
These  are,  therefore,  variable  gears  (q.v.).  Elliptical  gears,  the  shafts 
of  which  are  in  focal  centres,  are  used  occasionally  for  producing  a  quick 
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return  (q.r.  in  Diet.)  motion.    Then  the  shaft  of  the  driven  wheel  htm 
to  he  movable  in  space. 

Epicyolie  Train  (see  Diet.).— The  peculiarity  of  this  gear  is  that  the  axis 
of  one  wheel  being  fixed,  the  axe*  of  the  others  rotate  round  it,  and  these 
consequently  hare  a  motion  compounded  of  their  own  rotation  round,  the 
fixed  wheel,  and  of  the  rotation  of  their  axes  in  space.    Thus,  suppose 
two  equal  wheels:  the  one  having  the  movable  axis  will  turn  round  once 
in  a  complete  revolution  roundup  fixed  wheel,  and  once  more  by  reason 
of  the  revolution  of  its  axis  round  that  of  the  fixed  wheel.    Hence  it 
will  make  two  revolutions  in  the  course  of  one  rotation  around  its  fixed 
or  dead  wheel.  Any  number  of  wheels  may  be  combined  in  an  epicyclic 
train,  but  their  relative  motions  will  be  calculated  on  the  basis  of  the 
two  classes  of  rotation. 

Exhaust  Injector. — A  form  of  injector  by  means  of  which  exhaust  steam 
at  the  atmospheric  pressure  is  made  to  force  water  into  a  boiler  against 
steam  of  high  pleasure.  The  arrangement  of  the  mechanism  is  designed 
to  cause  the  exhaust  steam  to  come  into  contact  with  the  oold  water  in 
the  combining  cone,  and  produce  condensation,  and  a  partial  vacuum, 
into  which  more  steam  and  water  rushes,  improving  the  vacuum,  until 
sufficient  velocity  and  force  are  generated  to  overcome  the  back  pressure 
due  to  the  steam  in  the  boiler. 

External  Fines. — Boiler  flues  which  axe  placed  without  the  boiler  shell, 
as  in  waggon  and  haystack  boilers,  and  the  brickwork  fines  in  Cornish 
and  Lancashire  boilers.    (See  Split  Draught,  'Wheel  Draught,  in  Diet.) 

p. 

/.  is  the  svmbol  commonly  used  bv  engineers  to  signify  stress. 

Factor  or  Safety  (see  Diet.). — If  the  calculation  is  one  determining  the 
load  on  a  structure,  the  load  corresponding  with  the  ultimate  strength 
will  be  divided  by  the  factor  of  safety  in  order  to  give  the  safe  working 
load.  The  factor  of  safety  may '  also  be  determined  in  reference  to  the 
elastic  strength  of  the  structure  instead  of  by  its  ultimate  strength. 

•  This,  divided  bv  the  factor  of  safety,  will  give  the  safe  working  load. 
Factors  of  safetv  will  range  from  about  three  in  iron  structures, 
subject  to  dead  loads  only,  to  ten  in  structures  in  the  same  material 
subject  to  live  loads,  and  will  reach  twenty  or  more  in  the  case  of 
masonry. 

Feather  Edge.— A  keen  edge,  or,  as  the  workmen  say,  an  edge  going  off,  j 

or  tapering  off,  to  nothing.  I 

Feed  Gear. — The  mechanism,  usually  automatic,  by  which  the  extent  of  ( 

the  operations  of  cutting  tools  used  in  machines  is  governed.  Com- 
binations of  gearing,  feed  screws,  ratchet  wheels,  Ac,  are  variously 
employed ;  with  the  result  of  imparting  a  precise  and  definite  amount 
of  forward  or  downward  movement,  either  to  the  tool  or  to  the  work, 
immediately  after  each  cutting  stroke. 

Flame  Flue. — The  combustion  flue  of  a  horizontal  boiler,  so  named  to 
distinguish  it  from  the  smoke  or  return  flues  which  are  built  in  brick- 
work. 

Flank  Clearanoe. — The  amount  of  olearanoe  or  space  between  the  flanks 
or  sides  of  wheel  teeth,  which  are  in  mutual  gear. 

Fining. — The  process  of  refining  pig  iron  in  the  process  for  the  manu- 
facture of  coke  plates.    (See  Coke  plate  in  Diet.) 
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Tinning. — The  joint  edges  of  a  dried  sand  mould  are  more  tender  and 
fragile  than  those  of  a  green  sand  mould ;  and  if,  at  the  final  dosing 
of  the  flasks,  they  come  into  such  contact  that  sensible  pressure  occurs 
between  the  opposite  faces  of  the  mould,  the  edges  will  become  fractured, 
and  the  loose  sand  falling  into  the  mould  will  perhaps  produce  a  waster 
casting.  To  prevent  this  crushing,  the  edges  are  pressed  down  with 
the  trowel,  while  the  mould  is  jet  green,  so  that  actual  contact  of  the 
faces  does  not  occur.  This  process  is  termed  finning,  because  a  thin 
sheet  of  metal  or  "  fin  "  forms  in  oonsequenoe  around  the  joint  edges 
of  the  casting.  This  is  easily  chipped  off,  and  entirely  prevents  risk  of 
crushing  of  the  mould. 

Floor  Plates,  or  Foot  Plates. — The  plates  of  oast  or  of  wrought  iron 
which  cover  the  area  immediatelykin  front  of  an  engine  furnace.  Cast- 
iron  foot  plates  are  chequered  over,  those  of  wrought  iron  are  tesselated 
in  order  to  afford  a  firm  foothold  for  the  stoker. 

Fly  Hope. — A  term  often  used  to  denote  a  rope  of  cotton  or  hemp  used  for 
telodynamio  transmission  of  power.  The  term  has  ref  erenoe  to  the 
high  speed  at  which  such  ropes  are  driven. 

Fork  Scnber. — A  scribe  (q.v.  in  Diet.),  the  outline  of  whioh  is  something 
like  that  of  a  straight  spanner,  but  the  ends  of  the  horns  are  tapered 
and  pointed,  and  are  used  as  rigid  compasses  for  describing  a  number 
of  circles  all  of  the  same  size. 

Foundation  Bang. — The  ring  whioh  forms  the  base  of  a  locomotive  fire- 
box, and  to  which  the  plates  of  the  inner  and  outer  boxes  are  riveted. 
It  is  of  square  cross  seotion,  and  of  rectangular  outline  in  plan 
view, 

G. 

Gap  Gauge. — A  form  of  plate  gauge  used  by  smiths.  It  is  made  by 
cutting  a  series  of  notches  of  different  definite  sizes  in  the  edge  of  a 
piece  of  plate.  These  notohes  are  slipped  over  those  portions  of  a  flat 
or  round  bar  which  are  being  forged  to  a  required  size.  Thus,  the 
delay  and  inconvenience  attending  the  measurement  of  red-hot  metal 
by  means  of  the  rule,  or  ordinary  calipers,  are  avoided. 

Gas  Furnace. — A  regenerative  furnace  (q.v.)  or  specifically  a  reheating 
furnace  (q.v.)  in  wnioh  gaseous  instead  of  solid  fuel  is  used.  The  gas 
may  be  made  in  a  portion  of  the  furnace  itself,  as  in  the  Boetius, 
Bioheroux,  and  Ponsard  furnaces,  or  in  a  separate  producer,  as  in  the 
Siemens.  These  are  essentially  reverberator?  furnaoes,  either  with  or 
without  regenerators.  The  Siemens  and  the  Ponsard  furnaces  are 
constructed  with  regenerators,  the  Bioheroux  and  the  Boetius  without. 

Goliath  Bails.— Heavy  rails,  of  100  lbs.  to  the  yard ;  several  thousands 
of  tons  of  which  have  been  laid  on  the  Belgian  railways. 

Green  Sand  Xoulding. — All  common  work,  whioh  constitutes  by  far  the 
largest  proportion  done,  is  made  in  green  sand.  The  sand  mixtures 
used  are  weak  and  friable  in  comparison  with  dry  sand  mixtures,  and 
green  sand  moulds  are  therefore  not  adapted  to  stand  the  enormous 
Squid  pressure  of  heavy  casts.  Sometimes  a  compromise  is  made  by 
drying  the  surface  only  (see  Skin  drying).  Also,  the  sand  being  still 
damp  at  the  time  of  pouring,  more,  and  careful  venting  are  neoessary, 
than  in  moulds  made  of  dry  sand,  and  loam ;  and  there  is  a  slightly 
greater  risk  of  waster  castings.     Thin,  narrow,  weak  oorners,  and 
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sections  of  sand,  are  also  more  liable  to  become  washed  away  in  green, 
than  in  dry  sands.    Drying  increases  the  oost  of  the  work. 

Grounds. — A  term  need  in  North  Britain  to  denote  the  wood  blocking  or 
framing  upon  which  a  piece  of  mechanism  is  bolted — a  hand  winch, 
for  example. 

Guide  Screw  Stock.— A  form  of  die  stock  (q.y.  in  Diet.),  originally  intro- 
duced by  Sir  Joseph  Whitworth,  in  which  the  want  of  proper  guidance, 
or  the  squeezing  inseparable  more  or  less  from  the  use  of  ordinary  dies, 
is  much  diminished.  In  this  stock  the  dies  are  divided  into  three 
portions,  one  becoming  the  guide,  the  other  two,  the  actual  cutters. 
The  cutters  are  placed  in  radial  slots,  and  are  very  narrow,  so  that 
they  operate  to  the  best  advantage,  in  opposition  to  the  rigid  guide 
piece. 

H. 

Hand  Hamming. — Ramming  (q.v.)  performed  by  hand  rammers,  as  dis- 
tmgxiisned  from  that  effected  by  means  of  a  presaer  (q.T.).  All  ordinary- 
ramming  is  necessarily  done  by  hand,  the  only  exceptions  being  in  the 
case  of  some  few  specially  constructed  moulding  machines,  furnished 
with  a  pressing  plate  or  air  bag. 

Hand-Working  Tap. — A  tap  (q.y.  in  Diet.)  which  is  actuated  with  a 
screw  wrench  by  hand,  as  distinguished  from  a  machine  tap  (q.y.  in 
Diet.). 

High-Speed  Fielding  Engine. — The  Fielding  engine  is  designed  on  the 
principle  of  Hooke's  universal  joint.  There  are  four  cylinders,  two  on 
each  bow  of  the  joint,  the  pistons  being  on  each  side  of  the  disc.  The 
cylinders  and  pistons  are  set  in  pairs,  at  right  angles  with  each  other. 
The  cylinders  and  pistons  are  curved  lengthwise,  and  move  in  an  arc  of 
a  circle  struck  from  the  point  of  the  two  arms.  At  each  revolution,  the 
cylinders,  which  are  single  acting,  are  filled  with  steam  once,  and 
exhausted.  The  steam  enters  through  ports  formed  in  the  faces  of 
bosses  to  which  the  cylinders  are  attached.  The  faces  of  these  bosses 
run  in  rubbing  contact  with  valve  faces  formed  in  one  with  the  shaft 
bearings.  These  faces  have  four  ports,  two  in  the  end  face,  and  two  in 
the  aide,  for  steam  and  exhaust,  respectively.  The  engines  are  com- 
pounded, the  steam  passing  from  small  high  pressure,  round  to  large 
low  pressure  cylinders.  There  are  no  dead  points,  and  they  run  with- 
out special  lubrication,  at  1000  revolutions  per  minute. 

High-Speed  Governor. — The  cross-armed  oentre-weighted  governor.  It 
is  suited  for  driving  at  from  200  to  300  revolutions  per  minute,  and 
must  be  driven  at  high  speeds,  otherwise  the  centrifugal  force  of  the 
balls  would  not  suffice  to  overcome  the  gravity  of  the  centre  weight. 
It  is  very  sensitive  to  sudden  changes  in  toe  load  of  the  engine,  and  its 
power  is  greater  than  that  of  the  ordinary  governors ;  hence  its  bulk  is 
correspondingly  diminished. 

Hobbing. — Cutting  the  threads  of  worm  wheels,  dies,  or  chasers  with  a 
hob  or  master  tap  in  a  lathe. 

Hydraulio  Joint. — A  form  of  joint  used  to  connect  piping  which  is  subject 
to  water  pressure.  The  flanges  are  checked  into  one  another  by  a  male 
and  female  fitting,  terminating  in  bevelled  edges  or  shoulders,  and  a 
ring  of  indiarubber,  screwed  up  and  pressed  between  the  bevelled  faces, 
lenders  the  joint  water-tight. 
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I. 

Ingot  Iron. — Mild  steel,  low  in  carbon,  which  has  been  prepared  by  the 
open  hearth,  or  the  Bessemer  processes ;  a  term  employed  to  distinguish 
it  from  weld  iron  or  wrought  iron. 

Ingot  Saw. — A  hot  iron  saw  specially  constructed  for  sawing  hot  ingots. 
These  saws  are  made  several  feet  in  diameter,  for  cutting  ingots  of 
several  inches  square. 

Intensiner. — A  devioe  frequently  employed  in  place  of  the  hydraulio 
accumulator,  for  converting  a  low  water  pressure  into  a  higher.  The 
water  at  low  pressure  operates  a  piston  in  a  large  cylinder,  which  in 
turn  operates  a  ram  of  smaller  diameter  in  a  smaller  cylinder.  The 
areas  of  the  two  oylinders  are  proportional  to  the  difference  in  the  low 
and  high  pressures  required. 

Interchangeable  Gears. — This  denotes  gears  whose  teeth  are  so  designed 
that  wheels  of  any  number  of  teeth,  if  of  the  same  pitch,  will  gear  to- 
gether correctly.  This  can  only  be  secured  by  designing  the  teeth  on  a 
common  basis.  Hie  Odontograph  scale  of  Professor  Willis  effects  this 
result  by  taking  a  generating  circle  of  the  same  diameter  as  the  radius 
of  the  smallest  wheel  of  a  set  (of  11  or  12  teeth  in  oast  gears)  and  con- 
structing all  the  teeth  on  that  basis.  Different  makers  have  different 
rules,  but  it  is  necessary  that  all  should  be  referred  to  a  constant  size  of 
describing  circle.  In  any  case  in  interchangeable  gears,  the  roots  of 
the  small  pinions  will  be  weak  and  those  of  the  larger  wheels  exces- 
sively strong.  Pinions  having  a  diameter  smaller  than  the  one  which 
is  taien  as  the  base,  will  have  flanks  much  undercut,  and  convex  in 
profile.    In  change  wheels  the  base  may  be  taken  as  15  or  16  teeth. 

Intermediate  Gear.— Gear  which  is  interposed  between  power  applied  and 
the  work  done,  for  the  purpose  of  obtaining  mechanical  advantage. 

Intermediate  Wheel. — The  oog  wheel  in  the  intermediate  shaft  of  a 
crane,  to  distinguish  it  from  the  barrel  wheel  (q.v.). 

J. 

Jockey  Weight. — A  weight  which  is  slid  along  a  lever,  in  a  weighing  or 

testing  machine,  for  purposes  of  precise  adjustment. 
Jump  weld. — A  butt  welded  joint,  formed  by  bringing  the  ends  of  a  bar 

together,  and  jumping  them  up  on  the  anvil,  or  with  the  hammer. 

K 

Key  Ganges. — Plate  gauges,  both  male  and  female,  used'for  cheeking  the 
width  of  keys  and  key  seatings,  the  one  being  notched  to  embrace  the 
sides  of  keys  of  a  given  size,  the  fellow  one  fitting  closely  within  this 
notch,  and  used  to  cheek  the  corresponding  width  of  the  key  way. 

Kinematic  Chain. — A  kinematic  chain,  or  a  closed  kinematic  chain,  is  com- 
posed of  a  series  of  kinematic  links,  so  paired  together  that  the  move- 
ment of  each  link  is  absolutely  constrained  in  relation  to  all  the  others 
in  the  chain.  When  a  single  link  of  a  kinematic  chain  is  fixed,  a 
mechanism  is  produced.  When  the  links  of  a  kinematio  chain  contain 
only  two  elements,  it  is  termed  simple  ;  when  some  links  contain  more 
than  two  elements  it  is  termed  a  compound  chain. 

Kinematio  Elements. — Signifies  oertain  profiles,  or  forms,  or  methods  of 
constraint  imparted  to  bodies  in  mutual  engagement  or  connection,  by 
means  of  which  their  relative  motions  are  absolutely  constrained  in 
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all  possible  positions  of  the  bodies.  These  elements  must  of  neoessifcr 
always  oocur  in  pairs  and  they  are  the  fundamental  elements  in  all 
mechanisms.  The  most  important  are  the  turning  pairs,  and  the  sliding 
pain.  The  type  of  the  first  is  the  revolvingpin  with  collars,  that  of 
the  second  the  sliding  block  or  guide  block.  The  methods  of  constrain- 
ment  may  either  take  place  by  surface  contact,  as  in  all  journal  bearings 
and  machine  slides,  and  in  this  case  the  term  lower  pairs,  or  lower 
pairing  is  applied  to  the  elements ;  or  they  may  take  place  by  line  can- 
tact  only,  as  in  the  case  of  cams  and  screw  gears,  in  which  case  the 
term  higher  pairs,  or  higher  pairing  is  employed.  A  third  pair  of 
elements  is  the  twisting  pair,  of  which  the  oommon  screw  and  nut  is  a 
familiar  example. 

Kinematic  Links. — Bodies  which  are  essential  and  elementary  parts  of  all 
mechanisms,  as  rods,  levers,  &c.,  which  are  connected  together  by  two 
or  more  kinematic  elements  (q.v.)  by  which  their  relative  movements 
are  rigidly  constrained. 

Knife  Tool. — An  iron  turner's  finishing  tool,  which  is  used  for  side  cutting, 
and  made  in  right  and  left  hand  forms. 

L. 

Lead  Tempering. — A  method  of  tempering  sometimes  adopted  for  armour 
plate.  The  advantage  is  uniformity  of  texture.  For  heating  many 
classes  of  cutlery  preparatory  to  hardening,  a  bath  of  melted  lead,  or  of 
an  alloy  of  lead  with  tin  is  used.  The  advantage  is  that  the  tempera- 
tare  of  such  a  bath  is  uniform,  and  therefore  more  reliable  than  the  test 
of  colour.  By  varying  the  proportions  of  lead  and  tin,  the  tempera- 
ture of  the  bath  can  be  varied  within  a  range  of  more  than  200°  Fahr. 

Lever  Crank  Chains. — Kinematic  links  which  are  connected  by  pairs  of 
mechanical  elements  in  such  a  way  that  one  pair  being  fixed,  all  the 
others  have  movement  or  motion  of  rotation.  Illustrations  occur  in  the 
eooentric  and  crank. 

Lifting  Cylinder. — The  cylinder  of  a  hydraulic  crane,  which  is  used  for 
lifting  the  load,  as  distinguished  from  the  turning  cylinder  (q.v.). 
There  are  in  the  largest  cranes,  three  such  cylinders,  by  means  of  which, 
when  worked  separately,  or  in  unison,  different  degrees  of  power  can 
be  exerted. 

lip  Brill. — A  oommon  drill,  the  cutting  faces  of  which  are  slightly 
hollowed  out  backwards,  immediately  above  the  cutting  edges,  in  order 
to  give  a  slight  amount  of  front  rake  to  the  tool.  A  Up  drill  outs 
faster  than  an  ordinary  flat  driH,  but  loses  its  edge  quicker,  necessitating 
frequent  re-^rinding. 

Liquid.— A  fluid  which  does  not  expand,  but  remains  in  the  bottom  of  a 
containing  vessel  when  pressure  is  removed.  Liquids  are  practically 
incompressible,  differing  in  this  respect  from  gases.  Bat  liquids  expand 
by  heat,  though  to  a  much  smaller  extent  than  gases. 

lift. — A  rim  of  tin  formed  along  the  bottom  edges  of  tin  plate  during  the 
process  of  tinning,  doe  to  the  accumulation  ox  the  superfluous  tin  which 
has  drained  down. 

M. 

Machine  Tapper. — A  very  useful  appliance  by  means  of  which  holes  are 
tapped  more  quickly  and  accurately  than  by  hand.    It  is  fitted  to  the 
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socket  of  a  drilling  machine,  and  thus  revolved.  By  means  of  an 
internal  spring  the  driving  pressure  on  the  tap  is  released  before  it  be- 
comes so  excessive  as  to  cause  risk  of  fracture  of  the  tap—the  socket 
slipping  round  merely,  without  operating.  The  tap  has  to  be  run  back 
by  reversing  gear  attached  to  the  drilling  machine.  There  is  no  risk 
with  this,  as  there  is  with  hand- worked  taps,  of  the  work  being  out  of 
perpendicular.  And  larger,  heavier  jobs  can  be  done  upon  the  drilling 
machine,  which  could  not  be  done  in  the  screwing  machine.  There  are 
two  of  these  machine  tappers  in  the  market — Pearns',  and  Payton's. 

Machine- working  Taps.— Taps  (see  Tap  in  Diet.)  made  for  use  in  a  screw- 
ing machine,  and  employed  chiefly  for  tapping  nuts.  They  are  longer 
in  the  shank  than  hand- working  taps  (q.v.),  so  that  several  nuts  may  be 
threaded  at  one  time.    They  are  also  taper  taps,  and  thoroughfare  taps. 

Maonaughting. — The  term  oommonly  applied  in  the  North  of  England  to 
the  compounding  of  steam-engines,  after  Haonaught,  who  in  1845 
patented  an  engine  in  which  a  high  pressure  cylinder  was  incorporated 
with  an  ordinary  condensing  beam  engine. 

Manganese  Steel. — A  compound  of  manganese  with  iron,  for  a  know- 
ledge of  which  we  are  mainly  indebted  to  the  late  Mr.  Bobert  Hadfield. 
Though  manganese  is  present  in  all  steel,  the  above  term  is  given  specifi- 
cally to  compounds  containing  more  than  7  per  cent,  or  ranging  from 
7  to  over  22  per  cent.  The  properties  of  manganese  steel  are,  extreme 
hardness,  toughness,  and  ductility.  The  effect  of  water  hardening 
upon  it  is  the  reverse  of  that  upon  carbon  steel,  increasing  the  ductility 
as  well  as  the  tensile  strength. 

Kan  Power.— Roughly,  the  tenth  of  a  horse  power,  or  3,300-foot  pounds 
per  minute. 

Motion  Plate. — A  plate  of  oast  steel,  or  of  rolled  steel,  or  iron  plate,  which 
is  bolted  transversely  between  the  longitudinal  frame-plates  of  a  loco- 
motive, to  carry  those  ends  of  the  motion-ban  farthest  from  the  cylinder. 
The  oonnecting-rods  and  the  valve-rods  pass  through  openings  in  this 
plate  on  their  wav  to  the  crank  axle. 

Movable  Centre. — A  centre  of  motion  which  is  not  fixed  in  space,  but 
which  revolves  around  a  fixed  centre  (q.v.  in  Diet.).  (See  also  Ept- 
cyclic  Train.) 

Mutilated  Gears,  or  Segmental  Gears.— A  term  oommonly  applied  to  a 
class  of  gears  not  often  employed,  but  which  are  yet  extremely  useful 
in  (some  kinds  of  automatic  mechanism.  In  these  gears  the  teeth, 
instead  of  being  continuous,  ocoupv  a  portion  only  of  the  pitch  peri- 
pheries. Their  action  is  therefore  either  absolutely  intermittent,  ceasing 
altogether  for  an  indefinite  period,  or  partially  intermittent,  ceasing  to 
operate  on  one  portion  of  the  driven  mechanism,  but  operating  instead 
upon  another. 

0. 

Odd  Side  Moulding.— A  term  sometimes  applied  to  plate  moulding 
(q.  v.  in  Diet.). 

Oil  Bath. — A  bath,  or  reservoir,  of  oil,  in  which  revolving  parts  subject 
to  excessive  friction  are  partially  immersed,  to  provide  them  with  con- 
stant lubrication.  Worm  gearing,  when  run  at  a  high  speed,  is  often 
immersed  in  an  oil  bath. 

Open  Link  Chain. — Chain  whose  links  are  not  staved  or  supported 
across  their  centres  with  a  stay  or  stud.  Nearly  all  the  chain  used 


43*  APPENDIX. 

by  engineers  is  of  the  open-link  type,  and  of  the  close  or  short-linked 
class.  Chain  is  made  of  BB  quality  of  Shropshire  iron,  having  a 
strength  of  26  or  27  tons  per  square  in.,  but  the  ultimate  strength 
of  a  chain  is  often  26  per  cent,  less  than  this — the  reduction  of  strength 
being  due  to  imperfect  welds,  and  burning.  The  safe  working  load 
of  a  one-inch  chain  is  about  six  tons.  The  comparative  strength 
of  other  chains  is  to  the  one-inch  chain  as  the  square  of  the  dia- 
meter of  the  iron  from  which  they  are  made.  Another  approximate 
rule  for  the  safe  working  load  of  chains  is :— square  the  number  of 
eighths  of  an  inch  in  the  iron  and  strike  off  the  last  figure  as  a  decimal ; 
the  result  is  the  greatest  safe  working  load  in  tons ;  if  there  is  a  single 
figure  only  it  represents  the  decimal  fraction  of  a  ton.  Chains  are 
tested  to  about  half  their  estimated  breaking  strength,  and  the  proof 
strain  is  about  double  the  safe  working  load.  Chains  should  be  fre- 
quently lubricated  with  oil,  applied  with  a  brush.  After  they  hare 
been  in  use  for  several  months  they  become  crystalline  and  brittle ; 
hence  the  reason  for  occasional  annealing,  which  is  performed  by  heating 
them  over  a  wood  fire,  or  in  a  oore  stove,  and  then  allowing  them  to 
cool  down  gradually. 
Ore  Furnace. — Specifically  the  reverberatory  furnace  (q.v.)  used  for  the 
melting  of  coarse  metal  (see  Matt,  in  Diet.).  Its  hearth,  is  much  smaller 
than  that  of  the  calciner  (q.v.),  or  about  one-third  the  size,  while  its 
grate  is  larger.  The  reason  is,  that  in  the  ore  furnace  the  charge  has 
to  be  raised  to  the  melting  point,  while  in  the  calciner  it  has  to  be 
roasted  only.  * 

p. 

Pasting.— Securing  together  the  halves  or  sections  of  cores,  previously 
rammed  in  separate  portions,  with  clay  water  or  with  flour. 

Petroleum. — A  rock  oil,  found  extensively  in  the  vicinity  of  the  Caspian, 
and  in  the  United  States  of  America.  It  occurs  chiefly  in  the  Silurian 
and  the  lower  Tertiary  formations.  It  is  employed  in  various  forms  for 
lubrication,  and  for  illumination,  and  as  fuel.  The  preparations  of  petro- 
leum for  lubricating  have  the  advantage  over  oils  of  animal  and  vegetable 
origin,  that  they  do  not  absorb  oxygen  from  the  air,  which  causes  sponta- 
neous combustion.  As  heavy  oils  of  this  kind  do  not  thicken,  and  retain 
their  properties  when  heated,  they  are  valuable  for  heavy  bearings,  and 
engine  cylinders.  Petroleum  is  becoming  utilised  for  prime  movers  (see 
Petroleum  Engine)  and  also  for  fuel.  The  first  application  of  it  to 
this  purpose  was  in  Mr.  Holden's  injector  for  the  engines  on  the  Great 
Eastern  Railway.  Mr.  Urquhart  has  used  it  during  nine  years  past  in 
Russian  locomotives.  A  very  considerable  saving  has  been  effected  by 
its  use. 

Petroleum  Engine. — An  engine  in  which  the  vapour  of  petroleum  oil  is 
utilised  as  the  motive  power.  There  are  three  types  of  this  engine—one, 
in  which  a  jet  of  oil  is  mixed,  and  sprayed  with  a  current  of  air,  and 
the  two  being  received  with  a  further  supply  of  air  in  a  vaporizing* 
chamber,  heated  by  a  jacket  through  which  the  exhaust  gases  pass, 
are  compressed,  ignited  by  an  electric  spark,  and  expanded,  doing  work 
in  the  cylinder,  and  exhausted.  Friestman's  engine  is  of  this  class.  In 
the  second  type  the  oil  is  injected  into  a  volume  of  air  heated  and  com- 
pressed in  a  vessel  which  opens  into  the  cylinder.  The  Akroyd  engine 
is  of  this  class.    In  the  third  class  the  oil  passes  through  a  heated- 
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chamber,  acting  as  a  gas  generator,  on  its  way  to  the  cylinder.  The 
Hornsby  engine  belongs  to  this  class.  Petroleum  engines,  though  not 
yet  extensively  employed,  are  oertain  to  win  favour  because  they  have 
proved  to  be  economical  in  working.  Thus,  Professor  Unwin,  as  the 
result  of  tests  on  a  five  horse-power  Priestman's  engine,  drew  the 
estimate  that  the  consumption  of  oil  was  equal  to  that  of  from  1  02  to 
1*23  lbs.  of  coal  yse  brake  horse-power  per  hour,  while  the  lowest 
recorded  consumption  of  steam  in  a  triple  expansion  engine  corresponded 
with  1-61  lbs.  of  coal  per  brake  horse-power  per  hour.  There  is  a  large 
field  for  the  employment  of  oil-engines,  because,  in  addition  to  their 
economy,  they  have  this  advantage,  that  the  oil  supply  being  indepen- 
dent of  the  engine,  no  fixed  pipe  connections  are  necessary  as  in  the  case 
of  gas  and  of  steam  engines.  Oil-engines  have  been  used  for  pumping,  for 
driving  dynamos,  for  working  rock-drills,  for  working  air-compressors, 
for  fog-signalling  at  lighthouses,  and  for  driving  launches  and  barges. 
As  the  engines  do  not  reverse,  a  reversing  friction  dutch  is  used  for 
driving  launches  astern. 

Pig-Boiling  (see  Diet.).— There  is  less  waste  of  iron  in  pig-boiling  than 
in  dry-puddling ;  iron  of  less  purity  can  be  used,  and  grey  iron  can  be 
employed  without  the  expense  of  preliminary  refining  into  white.  The 
oxidising  agents  in  the  pig-boiling  process  are  mainly  substances  rich 
in  oxide  of  iron,  as  tap  cinder,  hammer  scale,  old  broken-up  furnace 
bottoms,  together  with  a  fettling  of  puddlers'  mine,  and  bull  dog,  or  of 
blue  billy.  The  evolution  of  carbonic  oxide  at  the  surface  of  the  molten 
slag  gives  rise  to  the  appearance  of  boiling — hence  the  term.  At  the 
same  time  the  oxidation  of  the  sulphur,  phosphorus,  silicon,  and  man- 
ganese goes  on,  the  action  of  the  molten  slags  being  assisted  by  that  of 
the  atmosphere,  while  the  semi-pasty  metal  is  being  rabbled.  When 
the  ebullition  oeases  the  rabbling  is  still  continued  for  a  little  while, 
previous  to  the  balling  up.  Pig-boiling  has  largely  superseded  the 
older  method  of  dry-puddling.  The  expenditure  of  fuel  in  the  puddling 
process  is  great.  Pig-boiling  is  more  economical  on  the  whole  than 
the  method  of  refining,  and  dry-puddling,  though  in  the  single  opera- 
tion of  dry-puddling  were  is  less  loss  than  in  the  pig-boiling.  The  loss 
of  metal  is  greater  in  grey  than  in  white  iron.  The  loss  varies  from 
7  to  10  per  cent.,  in  Staffordshire,  to  15  or  18  per  cent,  in  Blackband 
ores.  The  charges  of  metal  weigh  a  few  owts.  only  ;  from  3  to  5,  and 
from  20  to  25  cwts.  of  fuel  per  ton  of  iron  are  used,  the  practice  and 
proportions  varying  in  different  localities,  and  for  different  qualities  of 
metal. 

Piping. — The  drawing  down  or  hollowing  out  in  a  conical  depression  of 
an  ingot  of  oast-steel,  due  to  the  shrinkage  of  the  metal.  In  cast-iron 
it  would  be  termed  a  "  draw  "  (see  Feeding,  in  Diet.). 

Plastic. — Materials  are  said  to  be  plastic  when  they  have  no  tendency  to 
return  to  their  original  shape  after  the  action  of  external  forces  operating 
upon  them  is  withdrawn.  Clay,  putty,  &c.  are  plastic  substances. 
The  term  is  employed  specifically,  to  distinguish  such  substances  from 
those  which  are  termed  elastic. 

Plast'o  Metal. — Bichards's  plastic  metal  is  a  white  alloy,  having  a  low  co- 
emoient  of  friction,  and  anti-corrosive  properties  which  render  it  adapted 
for  high-speed  bearings,  and  for  use  under  water.  It  can  be  employed 
for  fan  bearings,  locomotive  axle-boxes,  glands,  and  for  coating  pro- 
peller-blades. It  contracts  very  little  in  cooling,  and  fuses  at  a  low 
temperature.    It  is  used  as  follows : — Melt  the  ingots  in  an  iron  pot,  or 
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ladle,  Ore*  a  alow  fire ;  then  ran  the  metal  into  thin  stripe  Eke  tinmen's 
Bolder.  The  bearing,  or  other  article,  having  been  thoroughly  cleanaml 
from  oil  and  grease,  should  be  heated  hot  enough  (about  45<r  Fahr.)  to 
melt  the  plastic  metal ;  then,  after  haying  first  sprinkled  a  little  ground 
sal-ammoniac  upon  the  part  to  be  refaoed,  take  a  strip  of  the  plaatio 
metal  and  rub  it  on  until  a  thin  coating  is  formed ;  the  metal  may  then 
be  pasted  on,  layer  upon  layer,  with  a  plumber's  soldering-iron,  until 
the  required  thickness  is  obtained,  or  it  may  be  run  on  out  of  a  ladle, 
haying  first  made  a  core  of  dry  sand,  or  iron  plate,  to  the  required 
radius  of  the  bearing.  When  "  pasting-up"  upon  plastic  metal,  first 
apply  a  little  spirits  of  salts  to  the  surface  of  the  old  plastic  metal. 

Plumb  Bale. — A  rule  or  straightedge  used  to  test  the  perpendicular 
accuracy  of  a  supposed  vertical  surface.  It  carries  a  plumb  line  against 
the  centre  of  its  longitudinal  axis,  and  has  a  recess,  cut  near  its  lower 
end,  for  the  plumb  bob. 

Point  Chuck.— The  dead  centre,  or  point  centre,  attached  to  the  head- 
stock  of  a  lathe,  for  turning  work  which  is  pivoted  between  centres.  It 
is  either  fitted  with  a  coned  end  into  the  hollow  of  the  mandrel  nose,  ox 
it  is  screwed  oyer  the  nose,  like  the  face,  and  cup  chucks.  In  the  latter 
ease  it  is  also  usually  slotted  through  for  the  driver  (q.v.  in  Diet.). 
The  latter  method  is  adopted  on  small  lathes,  the  former  on  those  of 
best  construction.    Also  called  driver  chuck,  and  running  centre  chuck. 

Pop. — A  term  used  in  North  Britain  to  denote  a  small  boss  which  receives 
a  set  screw. 

Portable  Drill. — A  type  of  small  hand  drilling  machine,  used  chiefly  for 
drilling  holes  in  boiler  shells,  and  fire  boxes  in  situ.  The  machine  is 
held  in  the  hands,  and  operated  with  an  endless  cord,  from  a  pulley- 
overhead,  the  oord  passing  over  guide  pulleys,  the  distances  of  which 
are  adjustable. 

Potash  Hardening. — A  shop  term,  which  distinguishes  mere  surface  har- 
dening, effected  by  the  contact  of  potash  at  a  red  heat  with  wrought 
iron,  from  that  effected  in  a  case-hardening  pot,  in  prolonged  contact 
with  animal  charcoal.  The  former  is  a  mere  film  that  can  be  penetrated 
with  a  file ;  the  latter  is  of  sensible  depth,  or  from  *V  in.  to  i£  in.  deep. 

Pot  Steel. — Cast  steel  (q.v.  in  Diet.),  to  diHtfognish  it  from  steel  made  by 
Bessemer  and  Siemens  processes. 

Pottering  Down. — Poking  or  stoking  the  fuel  around  the  crucibles  used 
for  steel  melting. 

Pouring  Basin.— -The  depression,  or  hollow  receptacle  above  the  ingate 
of  a  mould,  which  receives  the  metal  from  the  ladle.  The  basin  is 
deep,  of  sufficient  area,  and  all  sharp  corners  of  sand  are  scrupulously 
avoided. 

Power  Transmitter. — Shaw's  transmitter  is  a  successful  device  by  means 
of  which  power  is  transmitted  from  a  motor  to  shafting,  or  to  pulleys. 
It  depends  for  its  action  upon  the  friction  of  a  coil  spring  enclosed  in  a 
cylindrical  box  sliding  closely  upon  a  cylinder  or  boss  which  is  keyed  to 
the  shaft.  There  is  some  rather  intricate  gear  for  controlling  the  coil 
spring,  which  cannot  be  described  in  detail  without  a  diagram,  and 
which  varies  in  different  classes  of  transmitters ;  but  by  its  means  the 
gripping  power  of  the  coil  is  limited  and  adjustable,  so  that  machinery 
can  be  started  without  sudden  shock ;  and  in  the  case  of  excessive  and 
unusual  resistance  being  offered,  a  relative  movement  of  the  coil  and 
case  takes  place,  by  which  the  ooil  is  released  from  its  grip  automatically. 
The  ooil  and  its  parts  work  in  a  bath  of  oil,  and  the  wear  is  practically 


APPENDIX.  435 

*m7.  The  transmitter  is  largely  need  on  gas  engines.  The  exterior 
appearance  is  simply  that  of  a  cylindrical  box,  with  starting  handle. 
Prime  Humber. — The  ordinary  change  wheels  used  for  screw  catting 
have  composite  numbers  of  teeth.  These,  in  various  combinations,  will 
out  screws  haying  an  almost  infinite  range  of  composite  pitches.  But 
to  cut  threads  haying  prime  numbers  to  the  inch,  change  wheels  haying 
prime  numbers  of  teeth  are  requisite.  Prime  numbers  can  be  out  with 
d  division  plate,  or  with  a  traversing  mandrel.  Any  number  that  can- 
not be  divided  without  remainder  by  any  other  number  is  said  to  be 
prime ;  that  is  a  prime  number  is  one  which  has  no  divisor  or  factor 
but  itself,  and  unity.  The  prime  numbers  up  to  97,  which  alone  would 
concern  screw  cutters,  are  1,  2,  3,  5,  7,  11,  13,  17,  19,  23,  29,  31,  87, 
41,  43,  47,  53,  59,  61,  67,  71,  73,  79,  83,  89,  97. 

E. 

Bain- Water  Pipe. — A  special  branch  of  pipe  founding,  done  chiefly  in 
Scotland,  which  is  an  interesting  illustration  of  how  the  Tm'nimnm 
thickness  of  iron  can  be  run  over  a  large  surface,  by  using  metal  of 
softest  quality,  thoroughly  hot,  and  employing  several  long  narrow 
runners.  The  thickness  of  the  metal  in  these  pipes  tangos  from  \  in. 
to -fir  in. 

Bamming. — The  consolidation  of  the  sand  around  a  pattern  by  means  of 
a  rammer.  Sand  may  be  rammed  too  hard,  or  too  soft ;  in  the  first 
place  causing  scabs,  in  the  second  the  formation  of  lumps  on  the 
castings.  Sand  requires  to  be  rammed  harder  in  some  sections  of  a 
mould  than  in  others,  and  dry  sand  may  be  rammed  harder  than  green. 
The  harder  the  ramming  the  more  complete  should  be  the  venting. 

Begenerator  (see  Diet.). — Its  function  is  the  utilization  of  the  heat  of  the 
waste  gases  from  the  furnace  hearth.  These  gases  being  led  through  the 
brickwork,  give  up  a  large  portion  of  their  heat  thereto,  which  is 
afterwards  taken  up  by  a  cool  return  current  on  its  way  to  the  hearth. 
There  are  separate  regenerators  for  the  air,  and  the  combustible  gases. 
(See  Air  Begenerator,  Gas  Begenerator,  in  Diet.)  The  regenerator  of  a 
hot-air  engine  is  not  like  that  used  in  a  regenerator  (q.y.  in  Diet.) 
furnace.  Following  Stirling's  patent  in  1827,  it  consists  of  thin  sheets 
of  metal,  or  layers  of  wire  gauze,  through  which  the  exhaust  hot  air 
passes ;  which  heat  is  taken  up  again  by  the  cold  air  for  the  succeeding 
stroke. 

Begister. — To  register  is  to  fit  one  section  to  another,  to  cause  parts  to 
coincide  accurately.  The  term  is  applied  to  the  good  fitting  of  pins  and 
holes,  rebates,  rings,  &o. 

Be-starting  Injector. — Is  designed  for  use  in  locomotive  and  marine 
engines,  which,  being  subject  to  shock,  sometimes  render  the  ordinary 
injector  unreliable.  In  the  injector  patented  by  Messrs.  Schauta  and 
Budenberg,  the  steam  nozzle  is  closed  by  a  double  seated  valve  of 
conical  form.  Hence,  when  it  is  opened,  an  annular  jet  of  steam  issues 
from  the  nozzle,  and  oondensing  a  portion  of  the  cold  feed  water, 
creates  a  partial  vacuum,  which  causes  the  steam  to  flow  with  higher 
velocity,  and  carry  the  water  into  the  boiler. 

Bibbed  Tubes. — The  ribbed  tubes,  the  invention  of  M.  Serve,  have  been 
introduced  with  a  view  to  increase  the  heating  surface  of  the  fire  tubes 
of  steam  boilers,  with  a  oorrespondmgeconomical  consumption  of  fuel, 
and  an  increase  in  steam  pressure.    The  tubes  are  simply  rolled  with 
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several  internal  deep  radial  ribs  running'  loiigitudinally.  They  are 
made  in  iron,  steel,  copper,  and  brass.  They  hare  been  approved  by*  the 
Committee  of  Lloyd's  feegister,  and  by  the  Board  of  Trade  authorities, 
Messrs.  John  Brown  &  Co.,  of  Sheffield,  are  the  mannftuslurerB. 
Experiments  have  proved  that  15  per  cent,  better  results  are  obtained 
by  the  adoption  of  the  Serve  ribbed  tabes  when  natural  draught  is 
employed,  and  of  20  per  cent,  when  forced  draught  is  used.  The 
Purves  flue  tabes  are  ribbed  and  corrugated  transversely,  and  are  also 
mannfactored  by  John  Brown. 

SiTflt  Tail. — That  portion  of  a  rivet  which  is  turned  over  in  the  process 
of  riveting,  or  the  opposite  end  to  the  rivet  head,  which  is  formed  by 
machinery. 

ftubbinff.— -When  it  is  desired  to  design  a  wheel  or  wheels  to  gear  with 
one  already  existing,  it  is  customary  to  rob  a  sheet  of  clean  white 
paper  on  the  ends  of  the  teeth  of  the  old  wheel,  in  order  to  obtain  their 
correct  carves,  whence  those  of  the  new  wheel  are  adapted  thereto. 
This  is  called  "  taking  a  rubbing.' * 

s. 

Stroll  Gear. — A  form  of  the  variable  gears  (q.T.)  in  which  the  pitch  snr~ 
face  is  in  the  form  of  a  scroll,  the  effect  being  to  impart  a  gradually 
increasing  rate  of  motion  to  a  shaft. 

feamlef s  Copper  Tabes. — The  numerous  accidents  which  have  occurred  in 
consequence  of  the  bursting  of  steam  pipes  of  brazed  copper  have  resulted 
in  the  introduction  of  a  successful  economical  process  of  making  seam- 
less tubes  by  electrolitio  deposition,  the  invention  of  Mr.  Elmore.  The- 
tubes  are  made  in  a  bath  of  copper  sulphate  from  bars  of  common  Chili' 
copper,  which  are  simply  placed  in  the  bath  and  allowed  to  dissolve. 
The  copper  is  then  deposited  from  its  solution  upon  a  slowly  revolving' 
iron  mandrel.  The  deposited  crystals  are  broken  down  almost  as  soon 
as  formed  by  an  agate  burnisher  kept  moving  backwards  and  forwards 
along  the  revolving  mandrel.  A  layer  of  copper,  one-seven  thou- 
sandth part  of  an  inch  in  thickness,  is  formed  between  each  reciprocation 
of  the  burnisher.  The  tubes  are  deposited  at  the  rate  of  |  in.  in  thick- 
ness per  week  of  144  hours.  So  closely  are  the  particles  squeezed 
together  that  the  specific  gravity  is  increased,  until  apl&te  i  in*  thick 
weighs  6  lbs.  to  the  square  foot,  instead  of  6*79  lbs.  The  metal  has  a 
tensile  strength  of  25  tons  per  square  inch,  with  an  extension  of  20  per 
cent,  in  breaking.  The  copper  is  perfectly  pure,  and  the  pipes  are 
homogeneous  and  of  equal  thickness  and  strength,  and  without  the  uncer- 
tain brazed  joint.  The  pipes  are  made  in  all  sizes,  from  6  in.  to  18  in. 
diameter,  and  from  a  little  more  than  ^  in.  to  J  in.  in  thickness. 

ieotor  Gears. — A  term  applied  to  a  special  form  of  toothed  gearing,  by 
which  motion  of  an  intermittent  character  is  transmitted  from  one  shaft 
to  another.  The  pitch  peripheries  of  the  wheels,  instead  of  being  con- 
tinuous, are  broken  up  into  arcs  of  circles  of  different  curvations,  each 
pair  of  arcs  therefore  transmitting  different  velocity  ratios.  The  gears 
are,  therefore,  variable  (eee  Variable  Gears),  though  the  term  inter- 
mittent would  more  properly  be  applied  to  them,  because  there  is  no' 
merging  of  different  speeds  into  each  other,  but  a  sudden  and  instant 
change  of  speeds. 

Separator. — A  device  to  prevent  priming  in  steam  piped.    There  are 
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various  types  made  use  of,  the  aim  being  to  throw  down  the  particles 
of  water  wnich  are  mechanically  mixed  with  the  saturated  steam,  leaving 
the  latter  comparatively  dry  on  its  passage  to  the  cylinder. 

Shingled  Bloom. — A  term  applied  to  the  ball  of  crude  malleable  iron 
which  has  been  subjected  to  the  process  of  shingling,  preparatory  to 
rolling  into  a  slab  or  puddled  bar. 

Single  Curve  Teeth.— Involute  teeth  (q.v.  in  Diet.),  so  called  because  their 
flanks  and  faces  above  and  below  that  which  corresponds  with  the  pitch 
line  in  double  curve  gear,  are  formed  with  a  single  continuous  curve 
only.     (See  Double  Curve  Teeth.) 

Single  Ported  Slide  Valve.— The  common  valve,  the  travel  of  which  is  the 
same  as  the  throw  of  the  eccentric  The  term  is  merely  used  to  dis- 
tinguish it  from  the  double  and  treble  ported  valves  (described  in  Diet.). 

Skew  Bevels  (see  Diet.). — The  pitch  surfaces  of  these  are,  in  principle, 
frusta  of  hyperboloids  of  revolution,  though  in  practice,  frusta  of  cones 
are  substituted  for  these.  They  are  employed  in  the  first  ease  wnere 
shafts  cross  each  other  without  actually  intersecting,  in  the  second 
where  they  neither  cross  nor  intersect,  but  where  one  runs  near  the 
other,  and  at  right  or  at  other  angles  therewith.  In  either  case  screw 
wheels  could  be  used,  or  in  the  second  ease  a  worm  and  wheel ;  but  the 
advantage  of  the  skew  bevels  is  that  the  mutual  action  of  these  gears  is 
chiefly  rolling,  whereas  that  of  screw  wheels  is  entirely  sliding. 

Slag  Pit. — A  depression  made  beneath  the  tap  hole  of  a  Siemens  steel 
melting  furnaoe  to  receive  the  slag  after  the  metal  has  been  tapped  out. 
Also,  the  similar  pit  beneath  a  Bessemer  converter. 

Slider  Orank  Chains. — Kinematic  links,  which  are  connected  by  pairs  of 
mechanical  elements  in  such  a  way  that  two  of  the  links  cannot  turn, 
but  must  slide  simply.  It  may  be  supposed  to  be  derived  from  a  lever 
crank  chain  (q.v.),  two  of  the  links  of  which  are  made  of  equal  length 
and  infinitely  long.  An  illustration  occurs  in  the  rectilinear  motion  of 
an  engine  slide  block,  moving  in  guide  bars,  converted  into  the  angular 
and  rotary  motion  of  the  connecting  rod. 

Slot  Drill. — The  instrument  used  in  slot  drilling  (q.v.  in  Diet.).  It  is  a 
flat-ended  double-cutting  drill,  having  two  radial  cutting  edges  opposed 
to  each  other,  and  no  centre  point.  Being  traversed  as  it  operates,  it  is 
termed  a  traversing  drill. 

Smoke  Tubes,  or  Tire  Tubes. — The  tubes  of  multitubular  boilers,  through 
which  the  flame  and  hot  gases  pass  from  the  fire  grate  to  the  chimney. 

Spherical  Engine. — The  Tower  engine  is  too  complicated  for  description 
without  illustration.  It  consists  of  a  pair  of  quarter  spheres,  hinged  to 
a  disc  along  diameters  at  right  angles  with  each  other,  and  enclosed  in 
a  hollow  sphere  of  the  same  diameter  as  the  disc,  with  the  curvature  of 
which  also  that  of  the  quarter  spheres  corresponds.  The  hollow  sphere 
is  steam  tight,  and  forms  the  cylinder.  The  two  spaces  between  the 
sections  and  diso  will  in  the  course  of  a  revolution  open  and  close  in 
pairs,  and  this  is  the  effect  therefore  of  the  action  of  steam  admitted  into 
the  hollow  sphere.  In  principle  the  spherical  engine  is  a  Hooke's 
universal  joint,  the  sections  corresponding  with  the  bows  and  the  diso 
with  the  cross  piece  connecting  the  bows.  It  is  serviceable  for  driving 
dynamos. 

Split  Key. — A  key  (q.v.)  which  is  split  at  one  end  similarly  to  a  split  pin, 
to  lessen  the  tendency  to  work  out  of  its  bed. 

Spring  Base. — The  distance  from  centre  to  centre  of  the  spring  cradles  or 
hangers  upon  which  the  ends  of  an  arched  spring  are  pivoted* 
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Spring  Buckle.— The  forging  which  embraces  a  sheaf  or  bundle  of  arched 
springs,  at  the  centre. 

Spring  Compass. — The  amount  of  curvature  of  an  arched  spring. 

Spring  Cradle,  or  Spring  Hanger. — The  forging  which  sustains  the  ends 
of  arched  springs,  either  with  pins  or  with  hooks. 

Standards. — The  standards  of  the  British  yard  measure,  and  pound  weight 
are  deposited  underneath  the  window  on  the  second  landing  of  the 
staircase  leading  to  the  committee  rooms  of  the  House  of  Commons. 
The  standard  yard  consists  of  a  solid  bar  of  brass  thirty-eight  inches 
long,  and  one  inch  square,  and  the  lines  representing  the  length  of 
thirty-six  inches  are  out  upon  gold  plugs  inserted  and  sunk  in  the  bar. 
This  is  kept  in  a  mahogany  box  sealed  up  in  an  oak  case.  The  standard 
pound,  of  seven  thousand  grains,  is  a  mass  of  platinum,  in  the  form  of 
a  cylinder,  nearly  1*35  in.  nigh,  and  1-15  in.  in  diameter.  The  first 
standard  yard  was  made  by  Bird  in  1760,  but  was  not  actually  legalised 
until  June  17th,  1824 ;  when  an  Act  was  passed  to  the  effect  that  "  the 
straight  line  or  distance  between  the  centres  of  the  two  points  in  the 
gold  studs  in  the  straight  brass  rod,  now  in  the  custody  of  the  Clerk  of 
the  House  of  Commons  .  .  .  the  brass  being'  at  the  temperature  of 
62  degrees  of  Fahrenheit's  thermometer,  shall  be,  and  is,  hereby 
denominated  the  '  imperial  standard  yard.' "  Section  3  of  the  Act 
contained  direotiens  for  making  a  new  standard  yard  in  the  eventof  the 
original  becoming  lost,  or  destroyed,  or  defaced,  by  reference  to  the 
length  of  a  pendulum  beating  seconds.  The  bar  was  actually  destroyed 
by  fire  ten  years  afterwards,  and  then  on  attempting  to  restore  the  lost 
standard  by  reference  to  the  pendulum  in  the  manner  defined  by  the 
Act,  so  many  errors  in  the  conditions  necessary  became  apparent,  that 
this  method  was  abandoned  and  the  lost  bar  was  ultimately  restored  by 
comparison  with  five  yard  bars  still  in  existence.  The  work  was  com- 
menced by  Sir  Francis  Bayley,  who  died  before  it  was  completed,  and 
was  then  finished  by  the  Bev.  R.  Sheepshanks,  whose  standards  are 
those  still  existing.  There  were  four  Parliamentary  copies  constructed, 
and  forty  copies  for  distribution  among  foreign  governments.  They 
are  made  of  "  Bailey's  metal,"  consisting  of  16  parts  oopper,  2£  parts 
tin,  and  1  part  one. 

Star  Gears.— -iBee  Variable  Gears. 

Stamps. — Pieces  of  refined  iron  of  about  28  lbs.  in  weight  each,  obtained 
by  nicking  and  breaking  up  the  blooms  shingled  under  the  steam 
hammer  in  the  refining  process,  for  the  manufacture  of  coke  plates. 

Standard  Corrective  Gauge,  or  Corrective  Gauge  simply. — A  cylindrical 
step  gauge  made  of  steel,  which  is  turned  in  a  succession  of  short 
parallel  lengths  or  steps,  to  six  or  eight  different  standard  diameters, 
and  furnished  with  a  handle  like  an  ordinary  parallel  cylindrical  male 
gauge.  Sizes  advance  either  by  sixteenths  or  eighths  of  an  inch,  the 
smaller  gauges  beginning  at  -ft-  or  \  in.,  and  the  larger  ones  range  as 
high  as  3  in.  or  4  in.  in  diameter.  These  gauges  are  not  made  for 
the  testing  of  work  in  progress,  but  for  the  periodical  testing  of  the 
shop  gauges,  by  which  work  is  bored  and  turned. 

Steam  Blower. — A  pipe  and  oock  on  a  locomotive,  employed  to  create  a 
draught  before  the  engine  starts.  The  pipe  leads  into  the  chimney,  and 
when  steam  is  turned  into  it,  the  action  is  similar  to  that  of  the  blast 
pipe  in  intensifying  combustion- when  the  engine  is  running,  except  that 
the  blast  is  continuous  instead  of  intermittent,  as  in  the  ease  of  the 
hlastpipe. 


APPENDIX.  439 

Steam  Loop.— Burnham's  steam  loop  is  a  device  for  economising  fuel,  by 
the  return  of  condensed  water  to  a  steam  boiler  without  the  use  of 
pump  or  injector,  and  in  which  it  is  not  necessary  that  the  water  should 
be  made  to  flow  by  gravity.  A  bent  pipe  is  carried  from  the  condenser  or 
separator,  as  the  case  may  be,  and  consists  of  two  vertical  portions  and 
a  horizontal  portion.  The  vertical  portion  from  the  condenser  or  sepa- 
rator is  called  the  "  riser,"  the  level  length  the  "  horizontal,"  and  the 
vertical  portion  to  the  boiler  the  "drop  leg."  These  constitute  the 
"loop."  The  arrangement  is  such  that  a  current  of  steam  from  the 
boiler  causes  condensation  in  the  loop,  and  the  water  from  the  condenser 
or  the  separator  flows  in  to  occupy  the  partial  vacuum  thus  formed, 
and  gradually  a  constant  flow  of  feed  water  is  thus  obtained. 

Steam  Packing. — Packing  which  is  used  in  the  stuffing  boxes  of  engine 
cylinders,  steam  chests,  &o.,  to  render  them  steam-tight  without  inter- 
fering with  the  free  movement  of  the  rods.  The  term  is  used  in  oppo- 
sition to  water  packing  (q.v.  in  Diet.).  The  materials  used  are  flax,  or 
hemp,  well  saturated  with  grease,  asbestos,  or  divided  metallic  rings. 
The  packing  is  placed  in  the  stuffing  box  (q.v.  in  Diot.)  and  tightened 
around  the  rod  by  the  screwing  down  of  a  gland  (q.v.  in  Diet). 

Steel  Pipes. — "Water  pipes  made  of  thin  sheet  steel.  These  are  ooming 
into  increasing  favour  both  at  home  and  abroad.  They  have  been  made 
as  large  as  eight  feet  in  diameter.  They  have  the  very  great  advantage 
over  oast-iron  pipes,  of  lightness,  a  matter  of  the  first  consideration  In 
new  countries,  where  they  have  to  be  carried  over  many  miles  of  uneven 
country  by  ox  wagons.  The  sheets  are  made  so  thin  as  a  tenth  of  an 
inch. 

Swabbing. — Moistening  the  edges  of  a  foundry  mould  with  the  water 
brush  (q.v.  in  Diot.)  in  order  to  effect  the  due  consolidation  of  the  sand. 
Swabbing  must  be  only  moderate  in  amount.  Exoessive  swabbing 
tends  to  produce  scabs  and  blowholes. 

T. 

Tost  Bars  (see  Diet.).— The  highest  result  yet  obtained  was  that  of  Mr. 
Thomas  Turner,  of  42*1  owts.  The  standard  test  bar  is  1  ft.  0  in.  by 
1  in.  by  1  in.,  which  should  break  at  about  a  ton.  It  is  convenient  to 
know  that  pounds  weight  on  the  standard  bar  divided  by  84,  gives 
owts.  on  the  3  ft.  0  in.  by  2  in.  by  1  in.  bar,  and  that  owts.  on  the  3  ft 
bar,  multiplied  by  84,  give  pounds  on  the  standard  bar. 

Tost  Pressure. — The  pressure  put  upon  a  steam  boiler  before  delivery  to 
purchaser.    (8ee  Boiler  Testing  in  Diet.). 

Thoroughfare  Taps. — Tape  whose  square  heads  are  sufficiently  small  to 
allow  them  to  pass  through  the  hole  which  has  been  tapped  with  them 
and  so  save  the  time  which  would  otherwise  be  lost  in  running  them 
back.    Whitworth  tape,  and  most  modern  taps  are  of  this  type. 

Throat  Plate. — The  plate  in  the  outer  firebox  of  a  locomotive  boiler,  to 
which  the  lower  portion  of  the  barrel  is  riveted.  It  is  flanged  forwards 
at  the  top  to  receive  the  barrel,  and  backwards  at  the  sides  to  receive 
the  arched  sheet  of  the  outer  firebox. 

Tool  Points. — The  cutters  which  are  clasped  in  a  tool  holder  (q.v.  in 
DictJ  to  distinguish  them  from  solid  toots  (see  Solid  Tool  in  Diet.). 

Total  aeat  of  Steam,  or  Total  Heat  of  Evaporation. — Comprises  the  latent 
heat,  in  addition  to  the  sensible  heat.  It  increases  uniformly  with 
temperature  under  ooustant  pressure.    At  higher  temperatures  than 
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.  212°  Fahr.  the  sensible  heat  increases,  and  the  latent  heat  decreases,  baft 
the  total  heat  of  steam  slowly  increases. 

Trial  Bar,  or  Proof  Bar.— A  bar  of  blister  steel,  withdrawn  from  time  to 
time  through  the  tap  hole  of  the  trough  or  pot,  in  order  that  by  inspec- 
tion of  its  general  appearance  and  fracture,  a  correct  opinion  may  be 
formed  of  the  progress  of  the  cementation  process. 

Trip  Engines. — Engines  of  the  Corliss  type,  and  of  some  pumping-engine 
types,  the  valves  of  which  are  opened  by  means  of  short  levers  instead 
of  by  eccentrics,  as  in  ordinary  engines. 

Turning  Cylinders,  or  Slewing  Cylinders. — The  shorter  cylinders  of  a 
hydraulic  crane,  whose  rams  cause  the  crane  to  slew  or  turn  on  its 
centre,  as  distinguished  from  the  lifting  cylinders  (q.v.). 

Tuyere  Box. — The  air  chamber  underneath  a  Bessemer  converter  (q.v.  in 
Diet.)  from  which  the  air  necessary  for  the  deoarburization  of  the  metal 
passes  to  the  tuyere  openings.  Sometimes  an  air  belt  (q.v.  in  Diet.)  is 
termed  a  tuyere  box. 

Two  Throw  Pump. — A  double-barrelled  suction  pump,  operated  by  two 
cranks.  It  is  therefore  not  in  equilibrium,  as  is  the  case  with  a  three 
throw  pump. 

IT. 

Vndtrtype  Engine— That  form  of  semi-portable  engine,  in  which  the 
engine  is  fixed  on  the  foundation,  beneath  the  boiler  itself. 

JTnit  of  Section. — Any  convenient  unit,  or  constant  dimension,  employed 
in  estimating  the  area  of  a  section.  It  is  usually  the  square  inch, 
sometimes  the  circular  inch ;  or  in  the  decimal  system,  the  square 
oentimetre* 

v. 

Valve  Bod,  or  Valve  Spindle.— The  rod  to  which  a  slide  valve  is  attached, 
through  which  it  is  actuated  from  the  eccentrio  or  eooentrics.  The  rod 
passes  through  a  stuffing  box  in  the  steam  chest. 

Variable  Gears.— Toothed  wheels  of  various  outlines,  which  transmit 
varying  velocity  ratios  during  the  course  of  a  single  revolution.  The 
outlines  of  their  pitch  peripheries  may  be  rectangular,  triangular, 

.  elliptical,  rudely  star  shaped,  &c. ;  each  depending  upon  the  number  of 
alterations  in  speed  required  in  a  single  revolution.  In  square  gears, 
the  pitch  peripheries  are  rectangular,  with  rounded  corners  ;  and  there 
are  eight  changes  in  speed,  four  ma-rimnm  and  equal,  four  minimum 
and  equal.  The  star  gears  are  modifications  of  the  square  gears,  the 
diagonals  being  longer,  and  the  sides  correspondingly  deepened,  so  that 
the  changes  in  speed  are  correspondingly  greater.  In  triangular  gears 
the  pitch  peripheries  are  of  the  outlines  of  equilateral  triangles,  with 
rounding  corners.  There  are  then  six  variations  in  speed,  three  maxi- 
mum and  equal,  three  minimum  and  equal.  These  also  may  be  developed 
into  triangular  star  gears.  (See  also  Elliptical  Gears,  Scroll  Gears, 
Sector  Gears.) 

Vents.— The  channels,  area  spaces,  &c.,  by  which  the  air  and  gas  are 
carried  away  from  a  mould.  They  may  be  cylindrical  channels,  pierced 
with  vent  wires,  or  with  rods,  if  straight ;  or  with  ropes,  if  curved ;  or 
they  may  be  bodies  of  ashes,  between  the  interspaces  of  which  the  air 
collects  as  in  a  reservoir,  to  be  led  away  quietly  by  the  vent  channels. 
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In  any  case  care  most  be  taken  that  metal  does  not  get  into  the  rents 
and  choke  them. 
Vents,  Choking  of. — This  means  that  melted  metal  gains  access  to  the  air 
channels  in  a  mould,  and  by  closing  them  up,  prevents  the  escape  of 
air.  This  is  prevented  in  many  ways.  In  a  surfaoe  of  large  area  the 
metal  is  prevented  from  entering,  by  interposing  a  thin  stratum  of  sand, 
say  of  f -in.  or  £-in.  in  thickness  between  the  face  of  the  mould  and 
the  vent  openings ;  and  the  air  is  forced  through  this  stratum  by  the 
pressure  in  the  mould.  Where  cores  abut  against  each  other,  metal  is 
prevented  from  getting  between  by  a  luting  of  loam,  or  clay  water,  or 
dry  sand.    This  is  called  securing  the  vents. 

w. 

Walking-Crane. — A  single  rail  crane  (q.v.  in  Diet.). 

Washing  Down. — A  term  used  in  North  Britain  to  denote  the  thinning, 
or  tapering  down  of  anything,  to  a  feather  edge. 

Waste  Oases — The  gaseous  products  of  combustion,  chiefly  carbonic 
oxide,  carbon  dioxide,  and  marsh  gas,  mixed  with  inert  nitrogen. 
Metallurgists  now  aim  at  utilizing  the  combustible  gases  as  much  as 
possible.  Hence  the  use  of  close  topped  blast  furnaces,  and  of  regenera- 
tive furnaces,  by  which  the  greater  portion  of  the  heat  is  utilized, 
instead  of  being  dissipated  into  the  atmosphere. 

Weak  Sand. — The  term  is  used  in  opposition  to  strong  sand  (q.v.  in  Diet.), 
because  it  contains  no  horse  dung  or  core  sand. 

Weld  Iron. — Wrought  iron,  to  distinguish  it  from  ingot  iron  (q.v.). 

Wing  Bar. — A  fire  bar  which  is  the  outermost  of  the  series  in  a  Cornish 
or  Lancashire  boiler.  In  small  boilers  the  curvature  of  the  fire  flue  is 
so  great  that  the  bars  of  ordinary  depth  cannot  be  brought  sufficiently 
close  to  the  sides  to  fill  up  the  space.  Hence  in  these  cases  shallower 
bars,  one  on  each  flank,  are  employed  to  fill  up  the  space.  These  are 
the  wing  bars. 

Witness,  or  Witness  Line.— When  in  niachining  work  some  faint  traces 
of  the  lines  marked  thereon,  or  some  of  the  original  rough  surfaoe  of 
the  casting  or  forging  is  left  intact  and  visible,  this  is  said,  in  shop  par- 
lance, to  be  left  as  "witness,"  signifying  that  the  workman  has  not 
carelessly  reduced  below  given  dimensions,  the  testimony  of  the  witness 
being  indisputable.  Also,  in  lined-out  work  it  is  usual  to  strike  a  line 
concentric  with  and  outside  or  inside  the  working  line,  according  to  the 
character  of  the  work,  and  to  centre  pop  it.  This  line,  remaining  after 
the  machining  is  done,  testifies  to  the  concentric  accuracy  or  otherwise 
of  the  machined  work. 

Woodite. — A  preparation  of  caoutchouc,  named  after  its  inventress,  Mrs. 
A.  M.  Wood.  It  is  elastic  and  flexible,  but,  unlike  the  natural  rubber, 
it  does  not  become  sticky,  and  it  resists  the  action  of  oils  and  heat.  It 
is  made  in  various  degrees  of  elasticity  and  of  hardness,  and  is  recom- 
mended as  a  substitute  for  rubber,  leather,  and  asbestos.  It  is  spongy 
and  buoyant,  doses  up  behind  a  shot,  is  unaffected  bv  steam,  acids, 
ammoniacal  liquor,  bilge  water.  It  is,  therefore,  of  service  for  washers, 
rings  of  pump  valves,  packing,  and  other  purposes. 

Working  Pressure. — The  pressure  at  which  a  boiler  is  safely  worked,  as 

distinguished  from  the  test  pressure  (q.v.). 
Wrought-iron  Pipe. — Common  welded  gas  tubing  is  used  for  engineers9 
steam  and  water  connections,  for  moderate  pressures  only.    For  pres« 
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sures  up  to  60  or  70  lbs.  per  inch,  and  in  diameters  up  to  24  in.  or  3  in. 
it  is  a  cheap  and  safe  material.  For  higher  pressures  ana  large  dia- 
meters solid  drawn  tube,  or  oopper  tube  is  employed.  Wrought-iron 
pipe  can  be  easily  bent  at  a  red  neat,  its  connections  easily  made  with, 
tees,  elbows,  crosses,  and  screwed  unions  and  sockets ;  and  faulty  tubes 
seldom  occur. 

T. 

Yard  Oil  Lights. —Taking  the  Wells  as  one  of  the  best  known,  the  prin- 
ciple is  the  vaporization  of  oil,  and  its  combustion,  and  the  production  of 
a  long  jet  of  name  under  pressure.  In  the  Wells  light  the  reservoir  is 
pumped  three-quarters  full  of  oil.  Then  air  is  pumped  in  until  a  pres- 
sure gauge  shows  20  lbs.  to  the  inch.  This  pressure  drives  the  oil  up 
steadily  to  the  burner  above,  which  is  first  heated,  and  the  oil  circulat- 
ing through  an  arrangement  of  heated  tubes,  finally  issues,  still  under 
pressure,  from  the  horizontal  nozzle  of  the  burner,  and  being  vapor- 
ized,' burns  with  a  fine  white  light,  making  a  rushing  noise.  The 
lamp  is  first  heated  with  paraffin  or  oil,  and  burning  waste  is  placed  in 
a  dish  beneath  the  jet.  When  the  pressure  of  the  air  diminishes  to 
about  7  lbs.,  tho  lamp  must  be  again  charged  up  to  20  lbs.  Special  oil, 
made  from  coal  tar,  is  sold  for  burning  in  these  lamps.  But  petroleum 
or  kerosene  will  also  answer. 

Yield  Point,  or  Breaking  Down  Point. — That  point  in  the  stressing  of 
a  material  in  which  the  deformation  increases  very  suddenly.  It  occurs 
immediately  beyond  the  elastic  limit,  and  is  marked  by  a  well-defined 
and  sudden  curve  in  the  stress-strain  diagram. 

z. 

Z  is  the  symbol  oommonly  used  by  engineers  to  signify  the  modulus  of  a 
section* 
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MECHANICAL  ENGINEERING,  etc, 

I>.  K.Clark's  Pocket-Book  for  Mechanical  Engineers. 

THE  MECHANICAL  ENGINEER'S  POCKET-BOOK  OF 
TABLES.FORMULA3,  RULES  AND  DATA.  A  Handy  Book  of  Reference 
for  Daily  Use  in  Engineering  Practice.  By  D.  Kim  near  Clark,  M.InstC.B., 
Author  of  "  Railway  Machinery,"  "  Tramways,"  Ac.  Second  Edition,  Re- 
vised and  Enlarged.  Small  8vo,  700  pages,  gs.  bound  in  flexible  leather  covers, 
with  rounded  corners  and  gilt  edges. 

Summary  of  Contents. 
Mathematical  Tables.— Measurement  op  Surfaces  and  Solids.— 
English  Wrights  and  Measures.— French  Metric  Weights  and  Mea- 
sures.—Foreion  Weights  and  Measures.— Moneys.— Specific  Gravity 
Weight  and  Volume.— Manufactured  Metals.— Steel  Pipes.— Bolts  and 
Nuts.— Sundry  Articles  in  Wrought  and  Cast  Iron,  Copper,  Brass,  Lead, 
Tin,  Zinc— Strength  of  Materials.— Strength  of  Timber.— Strength  of 
Cast  Iron.— Strength  of  Wrought  Iron.— Strength  of  Steel.— Tensile 
Strength  of  Copper,  Lead,  etc. — Resistance  of  Stones  and  other  Build- 
ing Materials.— Riveted  Joints  in  Boiler  Plates.— Boiler  Shells — Wire 
Ropes  and  Hemp  Ropes.— Chains  and  Chain  Cables.— Framing.— Hardness 
of  Metals,  Alloys  and  Stones.— Labour  of  Animals.— Mechanical  Prin- 
ciples.—Gravity  and  Fall  of  Bodies.— Accelerating  and  Retarding 
Forces.— Mill  Gearing,  Shafting,  etc.— Transmission  of  Motive  Power.— 
Heat.— Combustion  :  Fuels.— Warming,  Ventilation,  Cooking  Stoves.— 
Steam.— Steam  Engines  and  Boilers.— Railways.— Tramways.— Steam 
Skips.— Pumping  Steam  Engines  and  Pumps.— Coal  Gas,  Gas  Engines,  etc.— 
Air  in  Motion.— Compressed  Air.— Hot  Air  Engines.— Water  Power — 
Speed  of  Cutting  Tools.— Colours.— Electrical  Engineering. 

%*  Opinions  of  the  Press. 

Mr.  Clark  manifests  what  b  an  Innate  perception  ot  what  b  likely  to  be  useful  m  a  pocket* 
book,  and  he  b  really  unrivalled  in  the  art  of  condensation.  Very  frequently  we  find  the  informa* 
don  on  a  siren  subject  is  supplied  by  giving  a  summary  description  of  an  experiment,  and  a  state* 
meat  of  the  results  obtained.  There  is  a  very  excellent  steam  table,  occupying*  five  and-a-half 
pages ;  and  there  are  rules  given  for  several  calculations,  which  rules  cannot  be  found  in  other 
pocket-books,  as,  for  example,  that  on  page  497,  for  getting  at  the  quantity  of  water  in  the  shape 
of  priming  in  any  kaown  weight  of  steam.  It  b  very  difficult  to  hit  upon  any  mechanical  engineer- 
ing subject  concerning  which  this  work  supplier  no  information,  and  the  excellent  index  at  the  end 
adds  to  Its  utility.  In  one  word,  it  b  an  exceedingly  handy  and  efficient  tool,  possessed  of  which 
the  engineer  wdl  be  saved  many  a  wearisome  calculation,  or  yet  more  wearisome  hunt  through 
various  text-books  and  treatises,  and.  as  such,  we  can  heartily  recommend  it  to  our  readers, 
who  must  not  run  away  with  the  idea  that  !Mr.  Clark's  Pocket-book  b  only  Molesworth  in  another 
form.  On  the  contrary,  each  contains  what  b  not  to  be  found  in  the  other ;  and  Mr.  Clark  take* 
more  room  and  deals  at  more  length  with  many  subjects  than  Molesworth  possibly  could." 

Tht  Engineer. 

It  would  be  found  difficult  to  compress  more  matter  within  a  similar  compass,  or  produce  a 
book  of  650  pages  which  should  be  more  compact  or  convenient  for  pocket  reference.    .    . 
Will  be  appreciated  by  mechanical  engineers  of  all  classes."— Practical  Engineer. 

"  Just  the  kind  of  work  that  practical  men  require  to  have  near  to  fhcm.'$—BngttsA  Meehmwk 
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UFL  HVTT0W8  PRACTICAL  HANDBOOKS. 
Handbook  for  Works'  Managers* 

THE  WORKS'  MANAGER'S  HANDBOOK  OF  MODERN 
RULES,  TABLES,  AND  DATA.  For  Engineers,  Millwrights,  and  Boiler 
Makers;  Tool  Makers,  Machinists,  and  Metal  Workers;  Iron  and  Brass 
Founders,  &c.  By  W.  S.  Hutton,  Civil  and  Mechanical  Engineer,  Author 
of  "  The  Practical  Engineer's  Handbook."  Fourth  Edition,  carefully  Re- 
vised and  partly  Re-written.  In  One  handsome  Volume,  medium  8vo, 
price  15s.  strongly  bound. 

»»  The  Author  having  compiled  Rules  and  Data  for  his  own  use  in  a  great 
variety  of  modern  engineering  work,  and  having  found  his  notes  extremely  useful, 
decided  to  publish  them—revised  to  date— believing  that  a  practical  work,  suited  to 

the  DAILY  REQUIREMENTS  OF  MODERN  ENGINEERS,  TBOuld  be  faVOHTObly  UCCiVtd. 

In  the  Fourth  Edition  the  First  Section  has  been  re-written  and  improved  by  the 
addition  of  numerous  Illustrations  and  new  matter  relating  to  Steam  Engines  and 
Gas  Engines.  The  Second  Section  has  been  enlarged  ana  Illustrated,  and  through- 
out the  booh  a  great  number  of  emendations  and  alterations  have  been  made,  with  the 
object  of  rendering  the  booh  more  generally  useful. 

*«•  Opinions  or  the  Press* 

"The  author  treats  fry  subject  from  the  point  of  view  of  one  who  has  collected  workshop 
notes  fot  application  In  workshop  practice,  rather  titan  from  the  theoretical  or  nterary  aspect.  The 
volume  contains  a  great  deal  of  that  kind  of  information  which  is  gained  only  by  practical  expert* 
•nee.  and  Is  seldom  written  in  books."—  Engineer. 

"The  volume  b  an  exceedingly  useful  one.  brimful  with  engineers'  notes,  memoranda,  ami 
tolas,  and  well  worthy  of  being  on  every  mechanical  engineer's  bookshelf."- -Mechanical  IVorUL 

"The  information  is  precisely  th*t  likely  to  be  required  in  practice.  .  .  .  The  work  forms  a 
desirable  addition  to  the  library  not  only  of  the  works'  manager,  but  of  anyone  connected  with 
general  engineering. "—Mining  yournal. 

"A  formidable  mass  of  facts  and  figures,  readOy  accessible  through  an  elaborate  Index 
•  •  ,  .  Such  a  volume  will  be  found  absolutely  necessary  as  a  book  of  reference  In  aB  sorts 
af  •  works  'connected  with  the  metal  \x&d*%."—Ry land's  Iron  Trades Circular. 

"  Brimful  of  useful  information,  stated  in  a  concise  form,  Mr.  Hutton's  books  have  met  a  press- 
ing want  among  engineers.  The  book  mast  prove  extremely  useful  to  every  practical  sunt 
poesosslng  a  copy."— Practical  Engineer. 

New  Manual  for  Practical  Engineers* 

THB  PRACTICAL  ENGINEER'S  HAND-BOOK.  Compristns 
a  Treatise  on  Modern  Engines  and  Boilers:  Marine,  Locomotive  and  Sta- 
tionary. And  containing  a  large  collection  of  Rules  and  Practical  Data 
relating  to  recent  Practice  in  Designing  and  Constructing  all  kinds  of 
Engines,  Boilers,  and  other  Engineering  work.  The  whole  constituting  a 
comprehensive  Key  to  the  Board  of  Trade  and  other  Examinations  tor  Certi- 
ficates of  Competency  in  Modern  Mechanical  Engineering.  By  Walter  S. 
Hutton,  Civil  and  Mechanical  Engineer,  Author  of  "The  works'  Manager's 
Handbook  for  Engineers,"  &c.  With  upwards  of  370  Illustrations.  Fourth 
Edition,  Revised,  with  Additions.  Medium  8vo,  nearly  500  pp.,  price  18s. 
Stronglv  bound. 

laT  This  work  is  designed  as  a  companion  to  the  Author's  "Works? 
Manager's  Hand-book.1'  //  possesses  many  new  and  original  features,  and  cow- 
tains,  like  Ms  predecessor,  a  quantity  of  matter  not  originally  intended  for  publica- 
tion, but  collected  by  the  author  for  his  own  use  in  the  construction  of  a  great  variety 
•/Modern  Engineering  Wore. 

The  information  is  given  in  a  condensed  and  concise  form,  and  is  illustrated  by 
upwards  of  370  Woodcuts  •  and  comprises  a  quantity  of  tabulated  matter  of  great 
value  to  all  engaged  in  designing,  constructing,  or  estimating  for  Engines,  Boilers, 
and  other  Engineering  work. 

*%*  Opinions  of  the  Press. 
"  We  have  kept  It  at  hand  for  several  weeks,  referring  to  it  as  occasion  arose,  and  we    ave  not 
on  a  single  occasion  consulted  Its  pages  without  finding  the  information  of  which  we  were  in  quest. 
—Atkenecum. 

" A  thoroughly  good  practical  handbook,  which  no  engineer  can  go  through  without  karnfas; 
something  that  win  be  of  service  to  him."— Marine  Engineer. 

"  An  excellent  book  of  reference  for  engineers,  and  a  valuable  text-book  for  students  os 
engineering." — Scotsman. 

"  This  valuable  manual  embodies  the  results  and  experience  of  the  leading  authorities  00 
mechanical  engineering.'*— Building  News. 

"  The  author  has  collected  together  a  surprising  quantity  of  rules  and  practical  data,  and  has 

shown  much  judgment  in  the  selections  he  has  made.    .    .    .    There  b  no  doubt  that  this  book  b 

one  of  the  most  useful  of  Its  kind  published,  and  will  be  a  very  popular  compendium."— Engineer. 

"  Amass  of  information,  set  down  in  simple  language,  ana  m  such  a  form  that  It  can  be  easOw 


fell2re5.,0^"t  T*1*  tta£.  The^MISL,f  fa  "atfennh/  goodand  well  chosen  and  Is  greatly  elucidate*! 
bythefllustrations.    The  book  will  find  Its  way  on  to  most  engineers'  shelves,  where  1      "" 


oy  tie  mustrations. .The  book  win  find  Its  way  on  to  most  engineers'  shelves,  where  tt  will  rank 
one  of  the  most  useful  books  of  reference."—  Practical  Engineer 

"  Full  of  useful  information  and  should  be  found  on  the  office  shelf  of  all  practical 
—English  Mechanic. 
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MR.  HUTTON'S  PRACTICAL  HANDBOOKS— continued. 
Practical  Treatise  on  Modern  Steam-Boilers. 

STEAM-BOILER  CONSTRUCTION.  A  Practical  Handbook 
for  Engineers,  Boiler- Makers,  and  Steam  Users.  Containing  a  large  Col- 
lection of  Rales  and  Data  relating  to  Recent  Practice  in  the  Design,  Con- 
struction, and  Working  of  all  Kinds  of  Stationary,  Locomotive,  and  Marine 
Steam-Boilers,  By  Walter  S.  Hutton,  Civil  and  Mechanical  Engineer, 
Author  of  "The  Works'  Manager's  Handbook,"  "The  Practical  Engineer's 
Handbook,"  &c.  With  upwards  of  300  Illustrations.  Second  Edition. 
Medium  8vo,  18s.  cloth. 

t3T  This  work  is  issued  in  continuation  of  the  Series  of  Handbooks  written 
by  the  Author,  vix;— "The  Works'  Manager's  Handbook  *  and  "The  Practi* 
cal  Engineer's  Handbook,"  which  are  so  highly  appreciated  by  Engineers  for 
the  practical  nature  of  their  information ;  and  is  consequently  written  in  the  same 
style  as  those  works. 

The  Author  believes  that  the  concentration,  in  a  convenient  form  for  easy  refer- 
ence,  of  such  a  large  amount  of  thoroughly  practical  information  on  Steam-soifers, 
will  be  of  considerable  service  to  those  for  whom  it  is  intended,  and  he  trusts  the  book 
may  be  deemed  worthy  of  as  favourable  a  reception  as  has  been  accorded  to  its 
predecessors. 

\*  Opinions  of  the  Press. 

"Every  detail,  both  In  boOer  design  and  management,  Is  clearly  laid  before  the  reader.  The 
volume  shows  that  boiler  construction  has  been  reduced  to  the  condition  of  one  of  the  most  exact 
sciences ;  and  such  a  book  is  of  the  utmost  value  to  the  fin  a*  Hide  Engineer  and  Works' 
Manager."— .A/arto*  Engineer. 

"  There  has  long  been  room  for  a  modern  handbook  on  steam  boilers  j  there  is  not  that  room 
now.  because  Mr.  Hutton  has  filled  h.  It  is  a  thoroughly  practical  book  for  those  who  are  occu- 
pied in  the  construction,  design,  selection,  or  use  of  boilers.  "— Engineer. 

"  The  book  is  of  so  important  and  comprehensive  a  character  that  It  most  find  Irs  way  into 
the  libraries  of  everyone  interested  In  boiler  using  or  boiler  manufacture  if  they  wish  to  be 
thoroughly  Informed.  We  strongly  recommend  the  book  for  the  intrinsic  value  of  Its  contents."— 
Machinery  Market. 

"  The  value  of  thb  book  can  hardly  be  over-estimated.  The  author's  rules,  formulae.  Ac,  are 
all  very  fresh,  and  it  is  impossible  to  turn  to  the  work  and  not  find  what  you  want.  No  practical 
engineer  should  be  without  W'—Celiitry  Guardian, 

Hutton9 8  "Modernised  Templeton." 

THE  PRACTICAL  MECHANICS1  WORKSHOP  COM- 
PA  NION.  Comprising  a  great  variety  of  the  moat  useful  Rules  and  Formula 
in  Mechanical  Science,  with  numerous  Tables  of  Practical  Data  and  Calcu- 
lated Results  for  Facilitating  Mechanical  Operations.  By  William  Temple- 
ton,  Author  of  "  The  Engineer's  Practical  Assistant,  &o.  &c  Sixteenth 
Edition,  Revised,  Modernised,  and  considerably  Enlarged  by  Walter  S. 
Hutton,  C.B.,  Author  of  "The  Works'  Manager's  Handbook,"  "The 
Practical  Engineer's  Handbook,"  6te.  Fcap.  8vo,  nearly  500  pp.,  with  8 
Plates  and  upwards  of  S50  Illustrative  Diagrams,  6s.,  strongly  bound  for 
workshop  or  pocket  wear  and  tear. 

*»*  Opinions  op  the  Press. 

"Id  ttSBjedernleed  form  Hutton's  '  Templeton  'should  have  a  wide  sale,  for  II  rontal—  much 
valuable  Information  which  the  mechanic  will  often  find  of  use,  and  not  a  few  tables  and  notes  which 
he  might  look  for  In  vain  in  other  works.  This  modernised  edition  will  be  appreciated  by  all  who 
havelearned  to  value  the  original  editions  of •  Templeton.' '  — English  Mechanic 

"  It  has  met  with  great  success  in  the  engineering  workshop,  as  we  can  testify ;  and  there  are 
a  great  many  men  who,  in  a  great  measure,  owe  their  rise  in  life  to  this  little  book.""~BniUUng  News. 

"  This  familiar  text-book— well  known  to  all  mechanics  and  engineers—is  of  essential  service  to 
the  every-day  requirements  of  engineers,  millwrights,  and  the  various  trades  connected  with 
engineering  and  builiUng.  The  new  modernised  edition  is  worth  its  weight  In  gold.*— Building 
News.    (Second  Notice.) 

"  This  well-known  and  hugely  used  book  contains  Information,  brought  up  to  date,  of  the 
Sort  so  useful  to  the  foreman  and  draughtsman.  So  much  fresh  information  has  been  Introduced 
as  to  constitute  It  practically  a  new  book.  It  win  be  largely  used  in  the  office  and  workshop,"— . 
Mechanical  WorUU 

"  The  publishers  wisely  entrusted  the  task  of  revision  of  this  popular,  valuable,  and  useful  book 
to  Mr.  Hutton,  than  whom  a  more  competent  man  they  could  not  have  found. "—  Iron. 

Templeton's  Engineer's  and  Machinist's  Assistant. 

THE  ENGINEER'S,  MILLWRIGHT'S,  and  MACHINIST'S 

PRACTICAL  ASSISTANT.  A  collection  of  Useful  Tables,  Rules  and  Data. 

By1  William  Templeton.    7th  Edition,  with  Additions,  xfimo,  as.  64.  cloth. 

%•  Opinions  op  the  Press. 

"Occupies  a  foremost  place  among  books  of  this  kind.  A  more  suitable  present  to  an  appren- 
tfce  to  any  of  the  mechanical  trades  could  not  possibly  be  nod*"— Bt*lam*f  News. 

"  A  deservedly  popular  work.  It  should  be  in  the  *  drawer '  of  every  mechanic"— J ngHsh 
Mechanic 
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Foley's    Office    Reference    Book     for    Mechanical 

Engineers, 

THE  MECHANICAL  ENGINEER'S  REFERENCE  BOOK, 

Is  Machine  ami  Boiler  Conttroclion.     Id  Too  Pant.    Pin  I.  Gmiu. 

BeQIIIUEIXO  DATA.       Put  II.    BoiLEB  CoMBTBUGTIOH.     With  ]I  PlitW  ud 

numcroDi  llluUuiou.    Dj  Kelsoh  Four,  M.I.N.  A,     Folio,  £j  jj.  hilf- 
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Coal  and  Speed  Tables. 
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Steam  Engine. 

TEXT-BOOK  ON  THE  STEAM  ENGINE.  With  a  Sup- 
plement on  Gat  Endues,  and  Part  II.  on  Heat  Engines.  By  T.  M. 
Goodevb,  M.A.,  Barnster-at-Law,  Professor  of  Mechanics  at  the  Royal 
College  of  Science,  London;  Author  of  "The  Principles  of  Mechanics," 
"  The  Elements  of  Mechanism,"  ftc.  Twelfth  Edition,  Enlarged.  With  nu- 
merous Illustrations.  Crown  8vo,  6s.  cloth. 
"Professor  Goodeve  has  given  as  a  treatise  on  the  steam  engine  which 

wtth  anything  written  by  Huxley  or  Maxwell,  and  we  can  award  It  no  higher  i 
"  Mr.  Goodeve's  text-book  h  a  work  of  which  every  young  engineer  should 

—Mining  Journal. 

Gas  Engines. 

ON  GAS-ENGINES.    With  Appendix  describing  a   Recent 

Engine  with  Tube  Igniter.    By  T.  M.  Goodbye,  M.A.    Crown  8vo,  as.  64. 

cloth.  [Just  published. 

"  Like  aB  Mr.  Goodeve's  writings,  the  present  Is  no  exception  la  point  of  general  orconence. 

It  k  a  valuable  little  volume."- MedumiaU World. 

Steam  Engine  Design* 

A  HANDBOOK  ON  THE  STEAM  ENGINE,  with  especial 
Reference  to  Small  and  Medium-sized  Engines.  For  the  Use  of  Engine- 
Makers,  Mechanical  Draughtsmen,  Engineering  Students  and  Users  of  Steam 
Power.  By  Herman  Haeder,  C.E.  English  Edition,  Re-edited  by  the 
Author  from  the  Second  German  Edition,  and  Translated,  with  considerable 
Additions  and  Alterations,  by  H.  H.  P.  Powi.es,  A.M.I.C.B.,  M.I.M.E.  With 
nearly  1,100  Illustrations.    Crown  8vo,  os.  cloth. 

"  A  perfect  encyclopaedia  of  the  steam  engine  and  its  details,  and  one  which  must  take  a  per. 
manent  place  in  English  drawing-offices  and  workshops."— ^  Foreman  Pattern-maker. 

**  This  is  an  excellent  book,  and  should  be  in  the  hands  of  all  who  are  interested  In  the  con- 
struction and  design  of  medium- sized  stationary  engines.  .  .  .  A  careful  study  of  its  contents 
and  the  arrangement  of  the  sections  leads  to  the  conclusion  that  there  is  probably  no  other  book 
like  it  in  this  country.  The  volume  aims  at  showing  the  results  of  practical  experience,  and  it 
certainly  may  claim  a  complete  achievement  of  this  v&ta."— Nature. 

"  There  can  be  no  question  as  to  its  value.  We  cordially  commend  It  to  all  concerned  In  the 
design  and  construction  of  the  steam  engine."— Mechanical  World. 

Steam  Bailers. 

A  TREATISE  ON  STEAM  BOILERS:  Their  Strength,  Con- 
struction,  and  Economical  Working.  By  Robert  Wilson,  C.E.  Fifth  Edition, 
lamo,  6s.  cloth. 

"  The  best  treatise  that  has  ever  been  published  en  steam  bouers."— Engineer. 
"The  author  shows  himself  perfect  master  of  his  subject;  and  we  beartuy  recommend  al  ens* 
ploying  steam  power  to  c  osssss  themselves  of  the  work."— J&and's  Iron  Trade  Ciradmr. 


Bailer  Chimneys. 

BOILER  AND  FACTORY  CHIMNEYS;  Their  Draught-Power 
and  Stability.     With  a  Chapter  on  Lightning  Conductor*.     By  Robert 
Wilson,  A.I.C.E.,  Author  of  "A  Treatise  on  Steam  Boilers/'  Ac.    Second 
Edition.    Crown  8vo,  3*.  6d.  cloth. 
-A  valuable  contribution  to  the  literature  of  scientific  building. "— Tht  Builder. 

Boiler  Making. 

THE  BOILER-MAKER'S  READY  RECKONER  6*  ASSIST- 
ANT.   With  Examples  of  Practical  Geometry  and  Templating,  for  the  Use 

'D. 


of  Platers,  Smiths  and  Riveters.  By  John  Courtney,  Edited  by  D.  K.  Clare, 
M.I.C.B.    Third  Edition,  480  pp.,  with  isolllusts.   Fcap.  8vo,  ys.  half-bound. 
*'  No  workman  or  apprentice  should  be  without  this  booe.H-/r»»  Ttade  Ciradmr. 

Locomotive  Engine  Development. 

THE  LOCOMOTIVE  ENGINE  AND  ITS  DEVELOPMENT. 
A  Popular  Treatise  on  the  Gradual  Improvements  made  in  Railway  Engines 
between  1803  and  2893.  By  Clement  E.  Stretton.  C.B.,  Author  of  ,rSafe 
Railway  Working,"  Ac.  Second  Edition,  Revised  and  much  Enlarged. 
With  95  Illustrations.    Crown  8vo,  3*.  W.  cloth.  [Just  published. 

"  Students  of  railway  history  and  all  who  are  Interested  m  the  evolution  of  the  modern  locomo- 
tive wul  find  much  to  attract  and  entertain  in  this  volume."—  The  Timet. 

••  ■ —  -    -  .  -    -  


1  The  author  of  this  work  Is  well  known  to  the  railway  world,  and  no  one  probably  has  a 
better  knowledge  of  the  history  and  development  of  the  locomotive.  The  volume  before  us 
should  be  of  value  to  al  connected  with  the  railway  system  of  this  country."— Nature. 
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Fire  Engineering. 

FIRES,  FIRE-ENGINES,  AND  FIRE-BRIGADES.  With 
a  History  of  Fire-Engines,  their  Construction,  Use,  and  Management:  Re- 
marks on  Fire-Proof  Buildings,  and  the  Preservation  of  Life  from  Fire  j 
Statistics  of  the  Fire  Appliances  in  English  Towns ;  Foreign  Fire  Systems 
Hints  on  Fire  Brigades,  &c.  &o.  By  Charles  F.  T.  Young,  CE.  With 
numerous  Illustrations.  544  pp.,  demy  8vo,  £t  4s.  cloth. 
M  To  those  interested  la  the  subject  of  fixes  and  fire  apparatus,  we  most  heartily  cwnmeuri  this 

book.    It  b  the  only  English  work  we  now  have  noon  the  subject."—  Bttttttarittf. 

**It  displays  eutch  evidence  of  careful  research ;  and  Mr.  Young  has  pot  Ids  facts 

together.    rUs  acquaintance  with  the  practical  details  of  the  construction  of  steam  fire 

old  and  new,  and  the  conditions  with  which  it  is  necessary  they  should  comply,  is  accui 

fun."— Bnginar. 

Estimating  for  Engineering  Work.  Ac. 

ENGINEERING  ESTIMATES,  COSTS  AND  ACCOUNTS: 
A  Guide  to  Commercial  Engineering.  With  numerous  Examples  of  Esti- 
mates and  Costs  of  Millwright  Work,  Miscellaneous  Productions,  Steam 
Engines  and  Steam  Boilers ;  and  a  Section  on  the  Preparation  of  Costa 
Accounts.  By  A  General  Manager.  Demy  8vo,  ias.  cloth. 
"  This  is  an  excellent  and  very  useful  book,  covering  subject-matter  in  constant  requisition  Ba 

•very  factory  and  workshop.  .  .  .   The  book  b  invaluable,  not  only  to  the  young  engineer,  heft 

also  to  the  estimate  department  of  every  works."— Builder. 

"  We  accord  the  work  unqualified  praise.   The  information  Is  given  In  a  plain,  straightforward 

manner,  and  hears  throughout  evidence  of  the  intimate  practical  acquaintance  of  the  author  with 

every  phase  of  commercial  engineering. "—Mtchanicmt  lYorld. 

Engineering  Construction. 

PATTERN-MAKING :  A  Practical  Treatise,  embracing  the  Main 

Types  of  Engineering  Construction,  and  including  Gearing,  bom  Hand  and 
Machine  made,  Engine  Work,  Sheaves  and  Pulleys,  Pipes  and  Columns, 
Screws,  Machine  Parts,  Pumps  and  Cocks,  the  Moulding  of  Patterns  in 
Loam  and  Greensand,  &c.(  together  with  the  methods  of  Estimating  the 
weight  of  Castings;  to  which  is  added  an  Appendix  of  Tables  for  Workshop 
Reference.  By  A  Foreman  Pattern  Maker.  Second  Edition,  thoroughly 
Revised  and  much  Enlarged.  With  upwards  of  450  Illustrations.  Crown 
8vo,  7s.  64.  cloth.  [Just  published. 

"A  well- written  technical  guide,  evidently  written  by  a  man  who  understands  and  has  prac- 
tised what  he  has  written  about.  .  .  .  We  cordially  recommend  it  to  engineering  students,  young 
lourneymen,  and  others  desirous  of  being  initiated  into  the  mysteries  of  patternnnakmg.'*— A»aWrr,. 
"More  than  450  illustrations  help  to  explain  the  text,  which  is,  however,  always  clear  and  ex* 
pttcH,  thus  rendering  the  work  an  excellent  vad*  mtatm  for  the  apprentice  who  desires  to  beoosae 
master  of  his  UmfaT—JBngiish  Mukmnie. 

Dictionary  of  Mechanical  Engineering  Terms. 

LOCK  WOOD'S  DICTIONARY  OF  TERMS  USED  IN  THE 
PRA  CTICB  OF  MECHA  NIC  A  L  ENGINEERING,  embracing  those  current 
in  the  Drawing  Office,  Pattern  Shop,  Foundry,  Fitting,  Turning,  Smith's  and 
Boiler  Shops,  «c.  Ac.    Comprising  upwards  of  6,000  Definitions.    Edited  by 
A  Foreman    Pattern-Maker,  Author  of   "Pattern   Making."     Second 
Edition,  Revised,  with  Additions.   Crown  8vo,  7s.  64.  cloth. 
"Just  the  sort  of  handy  dictionary  required  by  the  various  trades  engaged  In  mechanical  en- 
gineering.   The  practical  engineering  pupQ  will  find  the  book  of  great  value  la  Us  studies,  nod 
every  foreman  engineer  and  mechanic  should  have  a  copy."— Building  News* 

a  Not  merely  a  dictionary,  but,  to  a  certain  extent,  also  a  most  valuable  guide.  It  strikes  us  as 
a  happy  Idea  to  combine  with  a  definition  of  the  phrase  useful  information  on  the  subject  of  which 
It  treats."— Machinery  Market. 

Mill  Gearing. 

TOOTHED  GEARING :  A  Practical  Handbook  for  Offices  and 
Workshops.  By  A  Foreman  Pattern  Maker,  Author  of  "  Pattern  Making," 
"  Lockwood's  Dictionary  of  Mechanical  Engineering  Terms,"  Ac.  With 
184  Illustrations.    Crown  8vo,  6s.  cloth.  [Just  published* 

Summary  of  Contents. 
Chap.  I.  Principles. — II.  Forma- 
tion of  Tooth  Profiles.— III.  Pro- 
portions of  Teeth.— IV.  Methods 
of  Making  Tooth  Forms. — V.  Invo- 
lute Teeth.  —  VI.  Some  Special 
Tooth  Forms. — VII.  Bevel  Wheels. 
—  VIII.  Screw  Gears.  — IX.  Worm 
Gears.— X.   Helical  Wheels. — XI. 

"We  must  give  the  book  our  unqualified  peiise  for  its  thoroughness  of  treatment,  and  we  can 
heartily  recommend  it  to  all  Interested  as  the  most  practical  book  on  the  subject  yet  written.-— 
Mechanical  JVtrld. 


Skew  Bevels.— XII.  Variable  and 
other  Gears. —  XIII.  Diametrical 
Pitch.— XIV.  The  Odontocraph. — 
XV.  Pattern  Gears.— XVI.  Machine 
Moulding  Gears. — XVII.  Machine 
Cut  Gears.— XVIII*  Proportion  of 
Wheels. 
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Stone-working  Machinery, 

STONE-WORKING  MACHINERY,  and  the  Rapid  and  Economi- 
cal Conversion  of  Stone.     With  Hints  on  the  Arrangement  and  Management 
of  Stone  Works.   By  M.  Powis  Balk,  M.I.M.B.  With  Illusts.  Crown  8vo,  9s. 
_*Tta  book  should  bo  In  the  hands  of  every  mason  or  student  of  stone-work."— Colliery 

"A  capital  handbook  for  all  who  manipulate  stone  far  bonding  or  ornamental  purposes."— 
Machinery  MarMO. 

Bump  Construction  and  Management. 

PUMPS  AND  PUMPING  :  A  Handbook  for  Pump  Users.  Being 
Notes  on  Selection.  Construction  and  Management.    By  M.  Powis  Balb, 
M.I.M.E.,  Author  of  "  Woodworking  Machinery,"  ••  Saw  Mills,"  &c.  Second 
Edition,  Revised.     Crown  8vo,  2s.  64.  cloth. 
"  The  matter  is  set  forth  as  concisely  as  possible.  In  fact,  condensation  rather  than  diffuseness 

•as  been  the  author's  aim  throughout ;  yet  he  does  not  seem  to  hare  omitted  anything  likely  to  be 

9i  ws*." -Journal qf  Gas  Lighting. 

"  Thoroughly  practical  and  simply  and  clearly  written."— Glasgow  Herald. 

Milling  Machinery  9  etc. 

MILLING  MACHINES  AND  PROCESSES:  A  Practical 
Treatise  on  Shaping  Metals  by  Rotary  Cutters,  including  Information  on 
Making  and  Grinding  the  Cutters.  By  Paul  N.  Hasluck,  Author  of  u  Lathe- 
work,' r  "  Handybooka  for  Handicrafts,"  &c.  With  upwards  of  300  Engrav- 
ings, including  numerous  Drawings  by  the  Author.  Large  crown  8vo,  35a 
pages,  its.  64.  cloth. 

"A  new  departure  in  engineering  literature.  ...  We  can  recommend  this  work  to  all 
Interested  in  milling  machines ;  it  is  what  it  professes  to  be— a  practical  treatise."— Engineer. 

"  A  capital  and  reliable  book,  which  will  no  doubt  be  or  considerable  service,  both  to  those 
who  are  already  acquainted  with  the  process  as  well  as  to  those  who  contemplate  its  adoption." 
_  .  Industries. 

Turning. 

LATHE-WORK :  A  Practical  Treatise  on  the  Tools,  Appliances, 
and  Processes  employed  in  the  Art  of  Turning.     By  Paul  N.  Hasluck* 
Fourth  Edition,  Revised  and  Enlarged.    Cr.  8vo,  51.  cloth. 
"  Written  by  a  man  who  knows,  not  only  how  work  ought  to  be  done,  but  who  also  knows  how 

co  do  it,  and  how  to  convey  his  knowledge  to  others.    To  all  turners  this  book  would  be  valuable." 

— Engineering. 

"  We  can  safely  recommend  tne  work  to  young  engineers.  To  the  amateur  It  will  simply  tie 
n  valuable.    To  the  student  it  will  convey  a  great  deal  of  useful  lnfotmation.M— Engineer, 

Screw-Cutting. 

SCREW  THREADS:  And  Methods  of  Producing  Them.  With 
Numerous  Tables,  and  complete  directions  for  using  Screw-Cutting  Lathes. 
By  Paul  N.  Hasluck,  Author  of  "  Lathe- Work,"  &C.  With  Seventy-four 
Illustrations.  Third  Edition,  Revised  and  Enlarged.  Waistcoat-pocket  size, 
zs.  6d.  cloth. 
"  Full  of  useful  information,  hints  and  practical  criticism.  Taps,  dies  and  screwtng-tools  gene- 
rally are  illustrated  and  their  action  described."— Mechanical  World. 

u  It  Is  a  complete  compendium  of  all  the  details  of  the  screw  cutting  lathe ;  in  fact  a  multum 
in  parvo  on  all  the  subjects  it  treats  upon."— Carpenter  and  Builder. 

Smith9s  Tables  for  Mechanics,  etc. 

TABLES,  MEMORANDA,  AND  CALCULATED  RESULTS, 
FOR  MECHANICS,  ENGINEERS,  ARCHITECTS,  BUILDERS,  tic. 
Selected  and  Arranged  by  Francis  Smith.  Fifth  Edition,  thoroughly  Revised 
and  Enlarged,  with  a  New  Section  of  Electrical  Tables,  Formula,  and 
Memoranda.    Waistcoat-pocket  size,  is.  6d.  limp  leather. 

*'  It  would,  perhaps,  be  as  difficult  to  make  a  small  pocket-book  selection  of  notes  and  forme  be 
co  suit  ALL  engineers  as  it  would  be  to  make  a  universal  medicine ;  but  Mr.  Smith's  waistcoat* 
pocket  collection  may  be  looked  upon  as  a  successful  attempt.'*— Engineer. 

"The  best  example  we  have  ever  seen  of  970  pages  of  useful  matter  packed  Into  the  dfaneev 
•ions  of  a  card-case."— Building  New.       "  A  veritable  pocket  treasury  of  knowledge. "— Iron* 

French-English  Glossary  for  Engineers,  etc. 

A  POCKET  GLOSSARY  of  TECHNICAL  TERMS:  ENGLISH- 
FRENCH,  FRENCH-ENGLISH ;  with  Tables  suitable  for  the  Architectural. 
Engineering,  Manufacturing  and  Nautical  Professions.  By  John  Jambs 
Fletcher,  Engineer  and  Surveyor.  Second  Edition,  Revised  and  Enlarged, 
mo  pp.    Waistcoat-pocket  size,  is.  6d.  limp  leather. 

"  It  is  a  very  great  advantage  for  readers  and  correspondents  m  France  and  England  to  hare 
ao  large  a  number  of  the  words  relating  to  engineering  and  manufacturers  collected  in  a  hUputiaa 
eolume.    The  little  book  will  be  usefulboth  to  students  and  travellers."— A  rehtttct. 

**  The  glossary  of  terms  is  very  complete,  and  many  of  the  tables  are  new  and  wail  arranged, 
We  cordially  commend  the  \xx>k.4—MechaniaU  World* 
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Tear-Book  of  Engineering  Formula*  Ac. 

THE  ENGINEER'S  YEAR-BOOK  FOR  1804.  Comprising 
Formulas,  Rules,  Tables,  Data  and  Memoranda  In  Civil,  Mechanical,  Elec- 
trical, Marine  and  Mine  Engineering.  By  H.  R.  Kemps,  A.M.  Inst.CE., 
M.I.E.E.,  Technical  Officer  of  the  Engineer-in-Chiei  *s  Office,  General  Post 
Office,  London,  Author  of  "A  Handbook  of  Electrical  Testing,'*  "The= 
Electrical  Engineer's  Pocket- Book,"  &c.  With  700  Illustrations,  specially 
Engraved  for  the  work.  Crown  8vo,  600  pages,  8s.  leather.  [Just  published- 
"  Represents  an  enormous  quantity  of  work,  and  forms  a  desirable  book  of  reference."—  Thw 

Engineer. 

**  The  book  Is  distinctly  in  advance  of  most  similar  publications  In  this  country.-— Engineering. 
*'  This  vakiat  le  and  well-designed  book  of  reference  meets  the  demands  of  all  descriptions  oft 

engineers."— Sa  urJay  Review*. 

"Teems  win  up-to-date  information  in  every  branch  of  engineering  and  construction.'' — 

Building  News. 

"  The  needs  of  the  engineering  profession  could  hardly  be  supplied  in  a  more  admirable, 

complete  and  convenient  form.    To  say  that  it  more  than  sustains  all  comparisons  is  praise  of  the? 

l>{g>H>t>  sort,  acd  that  may  justly  be  said  of  it-*'— Mining  y*umal. 

"There  is  certainly  room  'or  the  new  comer,  which  supplies  explanations  and  directions,  as 

well  as  formulae  and  tables.    It  deserves  to  become  one  of  the  most  successful  of  the  technical 

annuals."— -Architect. 

"  Brings  together  with  great  fkffl  all  the  technical  information  which  an  engineer  has  to  use 

day  byday.    It  is  in  every  way  admirably  equipped,  and  is  sure  to  prove  successful/'— Scotsman. 
"  The  up-to-dateness  of  Mr.  Kempe's  compilation  is  a  quality  that  will  not  be  lost  on  the  busy 

people  for  whom  the  work  is  intended."— Glasgow  Herald. 

Portable  Engines* 

THE  PORTABLE  ENGINE;  ITS  CONSTRUCTION  AND 
MANAGEMENT.  A  Practical  Manual  for  Owners  and  Users  of  Steam 
Engines  generally.  By  William  DrsoM  Wamsbkough.  With  90  Illustra- 
tions,   Crown  8vo,  3s.  64.  cloth. 

"  This  b  a  work  of  value  to  those  who  use  steam  maenmety.    .    .    .    Should  be  read  by  < 
one  who  has  a  steam  engine,  on  a  farm  or  elsewhere.''— Mark  Lane  Express. 


We  cordially  commend  this  work  to  buyers  and  owners  of  steam  engines,  and  to  those  whe> 


have  to  do  with  their  construction  or  use."—  Timber  Trades  JeurnaL 

"  Such  a  general  knowledge  of  the  steam  engine  as  Mr.  wansbroogh  tarnishes  to  the  readec 
should  be  acquired  by  aD  intelligent  owners  and  others  who  use  the  steam  engine.  "—Building  Nems. 

"  An  excellent  text-book  of  this  useful  form  of  engine.  '  The  Hints  to  Purchasers '  contain  at 
good  deal  of  commonsense  and  practical  wisdom."— English  Mechanic 

Iron  and  SteeL 

«•  IRON  AND  STEEL  " :  A  Work  for  the  Forg$,  Foundry,  Factory A 
and  Office.  Containing  ready,  useful,  and  trustworthy  Information  for  Iron- 
masters and  their  Stock-takers ;  Managers  of  Bar,  Rail,  Plate,  and  Sheet 
Rolling  Mills ;  Iron  and  Metal  Founders ;  Iron  Ship  and  Bridge  Builders  * 
Mechanical,  Mining,  and  Consulting  Engineers ;  Architects,  Contractors, 
Builders,  and  Professional  Draughtsmen.  By  Charles  Hoaxe,  Author  ot 
"The  Slide  Rule,"  Ac.  Eighth  Edition,  Revised  throughout  and  considerably 
Enlarged.    32010, 6s.  leather. 


M 
11 


For  comprehensiveness  the  book  has  not  its  equaL"— Iron, 
"the" ~     


1  One  of  the  best  of  the  pocket  books."— EngUsh  Mechanic 
"We  cordially  recommend  this  book  to  those  engaged  in  considering  Che  detail  of  al  kinds  of" 
iron  and  steel  works.*'— Naval  Science. 

Elementary  Mechanics. 

CONDENSED  MECHANICS.   A  Selection  of  Formulae,  Roles*. 

Tables,  and  Data  for  the  Use  of  Engineering  Students,  Science  Classes,  ftc 

In  Accordance  with  the  Requirements  of  the  Science  and  Art  Department. 

By  W.  G.  Crawford  Hughes,  A.M.I.C.E.    Crown  8vo,  as.  64.  cloth. 

"  The  book  is  well  fitted  for  those  who  are  either  confronted  with  practical  problems  In  tbett 

work,  or  are  preparing  for  examination  and  wish  to  refresh  their  knowledge  by  going  through  theia 

formulae  again."— M a rine  Engineer. 

"  It  is  well  arranged,  and  meets  the  wants  of  those  for  whom  it  is  intended."— Railway  News- 

Steam* 

THE  SAFE  USE  OP  STEAM.    Containing  Rules  for  Un- 
professional Steam-users.    By  an  Engineer.    Sixth  Edition.    Sewed,  64. 
•fIf  steam-users  would  but  learn  this  little  book  by  heart,  boils*  explosions  would  become 
•smartens  by  their  rarity."— English  Mechanic. 

Warming. 

HEATING  BY  HOT  WATER;  with  Information  and  Sug- 
gestions on  the  best  Methods  of  Heating  Public,  Private  and  Horticultural 
Buildings.  By  Walter  Jones.  Second  Edition.  With  96  Illustrations. 
Crown  fivo,  as.  6d.  net. 


«  Wt >  confidently  recommend  aO  Interested  m  beating  by  hot  water  to  seenre  a  copy  of  this 
valuable  little  treatise. "—The  Plumber  and  r 


MECHANICAL  ENGINEERING,  etc. 


THE  POPULAR  WORKS  OF  MICHAEL  REYNOLDS 
("The  Engine  Driver's  Fribmd  "). 

Locomotive-Engine  Driving, 

LOCOMOTIVE-ENGINE  DRIVING :  A  Practical  Manual  for 
Engineers  in  chart*  of  Locomotive  Engines.  By  Micbaxl  Reynolds,  Member 
of  the  Society  of  Engineers,  formerly  Locomotive  Inspector  L.  B.and  S.C.  R. 
Ninth  Edition.  Including  a  Kby  to  the  Locomotive  Engine.  With  Illus- 
trations and  Portrait  ot  Author.  Crown  8vo.  as. 6d.  clotn. 
"Mr.  Reynolds  has  suppfied  a  want;  and  has  supplied  it  wefl.  We  can  < 

the  book,  not  only  to  the  practical  driver,  but  to  everyone  who  takes  an  inj 

of  locomotive  engines.''—  The  Engineer, 

"  Mr.  Reynolds  has  opened  a  new  chapter  m  the  literature  of  the  day. 

treatise,  of  the  practical  utility  of  which  we  hare  to  speak  m  tanas  of ' 

**  Evidently  the  work  ot  one  who  knows  his  subject  thoroughly.1'--  Railway  Service  Goaette. 
"Were  the  cautions  and  rules  given  in  the  book  to  become  part  of  the  every-day  working  ot 
our  engine-drivers,  we  might  have  fewer  distressing  accidents  to  aoplcee.M-^&e£flMaw. 

Stationary  Engine  Driving* 

STATIONARY  ENGINE  DRIVING  :  A  Practical  Manual  fir 
Engineers  in  charge  of  Stationary  Engine*.     By  Michael  Reynolds.    Fifth 
Edition.  Enlarged.    With  Plates  and  Woodcuts.    Crown  8vo,  as.  64.  cloth. 
"The  antic  vis  thoroughly  acquainted  with  his  subjects,  and  his  advice  on  the  various  point* 

treated  Is  clear  a  1 4  practical.    .    .    .    He  has  produced  a  manual  which  is  an  exceedingly  useful 

one  for  the  class  t  o*  whom  It  b  specially  Intended."— Engineering. 

"  Our  author  leaves  no  stone  unturned.    He  is  determined  that  his  readers  shall  not  only  know 

something  about  the  stationary  engine,  but  all  about  it."— Engineer. 

*•  An  engineman  who  has  mastered  the  contents  of  Mr.Reynolds's  book  wB  require  but  Httle  actual 

experience  with  boilers  and  engines  before  he  can  be  trusted  to  look  after  tbtm."—En£UshMerhan4e. 

The  Engineer,  Fireman,  and  Engine-Boy. 

THE  MODEL  LOCOMOTIVE  ENGINEER,  FIREMAN,  and 
ENGINE-BOY.  Comprising  a  Historical  Notice  of  the  Pioneer  Locomotive 
Engines  and  their  Inventors.  By  Michael  Reynolds.  With  numerous  Illus- 
trations and  a  fine  Portrait  of  tieorge  Stephenson.    Crown  8vo,  as.  6d.  cloth. 


"  From  the  technical  knowledge  of  the  author  it  win  appeal  to  the  railway  man  of  to-day 
forcibly  than  anything  written  by  T>r.  Smiles.    .    .    .    The  volume  contains  informi " 
nical  kind,  and  facts  that  every  driver  should  be  ianrinar  with,"—Engiish  Mechanic 


"We  should  be  glad  to  see  this  book  in  the  possession  of  everyone  in  the  kingdom  who  hat 
ever  kid,  or  Is  to  lay,  hands  on  a  locomotive  engine."— Iren. 

Continuous  Railway  Brakes. 

CONTINUOUS  RAILWAY  BRAKES:  A  Practical  Treatise  on 
the  several  Systems  in  Use  in  the  United  Kingdom;  their  Construction  and 
Performance.  With  copious  Illustrations  and  numerous  Tables.  By  Michael. 
Reynolds.    Large  crown  8vo,  9s.  cloth. 
'A  popular  explanation  of  the  different  brakes.  It  win  be  of  great  assistance  m  forming  pubBe 


3 .talon,  and  wfll  be  studied  with  benefit  by  those  who  take  an  Interest  ka  the  brake."— EngUMh 
echanie.         ^m 
M  Written  wfth  sufficient  technical  detail  to  ensble  the  principle  and  relative  connection  of  that 
various  parts  of  each  particular  brake  to  be  readily  grasped."— Mechanical  Wertd. 

Engine-Driving  Life, 

ENGINE-DRIVING  LIFE :  Stirring  Adventures  and  Incidents 
in  the  Lives  of  Locomotive-Engine  Drivers.  By  Michael  Reynolds.  Third 
and  Cheaper  Edition.    Crown  8vo,  is.  6d.  clotn.  [Just  published. 

"From  first  to  last  perfectly  fascinating.  WttTde  ColHnrt  most  thrilhng  conceptions  are  thrown 

Into  the  shade  by  true  incidents,  endless  in  their  variety,  telahKl  m  every  page."— JYtfrrt  ^rwfrA  AWT. 
"Anyone  who  wishes  to  get  a  real  Insight  into  railway  Hfe  cannot  do  better  than  read  '  Engine* 

Driving1  Life' for  hbnself  j  and  if  ha  once  take  It  up  he  will  find  that  the  author's  enthusiasm  and  rent 

love  c/uworurJiiedriringprorfiBaslonv/ill  carry  ata 


Pocket  Companion  for  Enginemen* 

THE  ENGINEMAWS  POCKET  COMPANION  AND  PRAC- 
TICAL EDUCATOR  FOR  ENGINEMEN,  BOILER  ATTENDANTS* 
AND  MECHANICS.  By  Michael  Reynolds.  With  Forty-five  Illustra- 
tions and  numerous  Diagrams.  Third  Edition,  Revised.  Royal  i8mo,  js, 6rf.f 
strongly  bound  for  pocket  wear. 
"This  admirable  work  is  well  suited  to  accomplish  its  object,  bemg  the  honest  workmanship  off 

oV  G0uews99vtSae>  —JlOsw^SmtnmSTm    ^^^CpuesTJOsrw^wBT  MmG9^&mSwm 

"  A  most  meritorious  work,  giving  in  a  succinct  and  practical  form  all  the  hrfbrnunion  an  engme» 
minder  desirous  of  mastering  the  scientific  principles  of  his  daily  calling  would  require,'''-- 771* 

"  A  boos  to  those  who  are  striving  to  become  efficient  mechanics,  '—Daily  Chromide. 


io  CROSBY  LOCKWOOD  *■  SON'S  CATALOGUE. 

CIVIL  UNGUHMRIHG,  SURVEYING,  etc 

MR.  HUMBERS  VALUABLE  EHGIHEERIHB  BOOKS. 
The  Water  Supply  of  Cities  and  Town*. 

A  COMPREHENSIVE  TREATISE  en  tkt  WATER-SUPPLY 
OF  CITIES  AND  TOWNS.  B*  William  Kumue,  A-M.Init.C.E.,  end 
It.  lost.  M.E.,  Author  of  '■  Cut  ud  Wi  ought  Iron  Bridge  ConitruclLon,-' 
Ac,  Ac.  Ultutnled  with  jn  Double  Plata,  i  Single  Plate,  Colonred 
Frontispiece,  ud  upward!  ol  ISO  Woodcutc,  and  conlainiug  400  pagoa  0* 

LatofCt 


Coat  and  Wrought  Iron  Bridge  Construction. 

A  COMPLETE  AND  PRACTICAL  TREATISE  ON  CAST 
AND  WROUGHT  IRON  BRIDGE  CONSTRUCTION,  imdrndaif  Irvm 
Femdaliom.  Id  Three  Parti— Theoretical,  Practical,  and  Descriptive  *"- 
».M.ln«.C.B„  and  M.lMtM.E.      Third  Bartioi 


dorlni  Ih*  lu  6t«  nmn.  ndv 


m.  kmrTLa»d--to_  tlbUf  IbiiM  Bpnnu  UU(a  « 


Strains,  Calculation  of. 

A  HANDY  BOOK  FOR  THE  CALCULATION  OP  STRAINS 
IN  GIRDERS  ANDSIU1LARSTRVCTURES,ANDTHEIRSTRENGTH. 

Coniiating  of  Fonnulai  and  Corresponding  Diagrams,  with  oumeraai  derail! 
tor  Practical  Application,  Ac.  Bj  William  Huubec,  A-M.lruu.CE.,  Ac 
Fifth  edition.    Crown  6,0,  nearlj  100  Woodcuu  end  3  Plaice,  ju  6d.  cloth. 


Barlow's  Strength  of  Materials,  enlarged  byHumber. 
A    TREATISE    ON  THE  STRENGTH  OF  MATERIALS; 

with  Rule*  for  Application  In  Architecture,  the  Conctruction  of  Stupeoclon 
Bridiee,  Railways,  4c.  By  Pitu  Barlow,  F.R.S.  A  New  Edition,  Raviaod 
bj  bit  Son),  P.  W.  Ba*LOW,  F.R.S.,  and  w.  H.  Bailow,  F.R.S. ;  to  which 
ere  added,  Experiments  by  Hodukinso*,  Fairbaiih,  and  hlieKaLDr;  end 
Formula  for  Calculating  Girders,  Ac.  Arranged  and  Edited  bj-  Wh.Huuuc 
a-M  Irot.CB.  Demy  8vo,  400  pp.,  with  ia  large  Plaiee  and  nomerou  Wood. 


CIVIL  ENGINEERING,  SURVEYING,  etc. 
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MR.  H UMBER'S  GREAT  WORK  ON  MODERN  ENGINEERING. 

Complete  in  Four  Volumes,  imperial  4to,  price  /ia  x«.,  half-morocco.    Bach 

Volume  sold  separately  as  follows  :— 

A  RECORD  OF  THE  PROGRESS  OF  MODERN  ENGINEER- 
ING. First  Series.  Comprising  Civil,  Mechanical,  Marine,  Hydraulic, 
Railway,  Bridge,  and  other  Engineering  Works,  Ate.  By  William  H umber, 
A-M.Inst.C.E.,  Ac.  Imp.  Ato,  with  36  Double  Plates,  drawn  to  a  large  scale, 
Photographic  Portrait  of  John  Hawkshaw,  C.E.,  F.R.S.,  ftc,  and  copious 
descriptive  Letterpress,  Specifications,  &c.,  £3  31.  half-morocco. 

List  of  the  Plata  and  Diagram*. 

Thames,  West  London  Extension  Railway  ft 
plates);  Armour  Plates :  Suspension  Bridge* 
Thames  (4  plates);  The  Allen  Engine;  Sue* 
pension  Bridge,  Avon  (3  plates) ;  Underground 
Railway ;  Roof  of  Station;  Dutch  Railway  (3  plates). 
Rhenish  Rail  (a  plates);    Bridge    over   the 

"  Handsomely  lithographed  and  printed.  It  wfll  find  favour  with  many  who  desire  to  prei 
fta  a  permanent  form  copies  of  the  plans  and  specifications  prepared  for  the  guidance  of  the 
(factors  for  many  important  engineering  wvfkar—£tt*ifutr. 


Victoria  Station  and  Roof,  L.B.&S.C.R. 
d  plates) ;  Southport  Pier  («  plates);  Victoria 
Station  and  Rooff  L.  C.  &  D.  and  G.  W.  R.  (4 
ptetesh  Roof  of  Cremorne  Music  Hall ;  Bridge 

G.  N.       ~  " 


HUMBERTS  PROGRESS  OF  MODERN  ENGINEERING. 
Second  Series.  Imp.  jto,  with  36  Double  Plates,  Photographic  Portrait  of 
Robert  Stephenson,  C.E.,  M.P.,  F.R.S.,  &c.,  and  copious  descriptive  Letter- 
press, Specifications,  etc.,  £3  3s.  half-morocco. 

List  of  the  Plates  and  Diagrams. 


and  Abergavenny  Railway;  Ebbw  Viaduct, 
Merthyr,  Tredegar,  and  Abergavenny  Rail- 


way;  College  Wood  Viaduct  Cornwall  Rail 
war;  Dublin  Winter  Palace  Roof  (3  plates) ; 
Bridge  over  the  Thames,  L.  C.  &  D.  Railway 


(6  plates) ;  Albert  Harbour,  Greenock  (4  plates). 


Bhfcenhead  Docks,  Low  Water  Basin  (15 
plates);  Charing  Cross  Station  Roof,  C.  C. 
Railway  (3  plates);  Digswell  Viaduct,  Great 
Northern  Railway :  Robbery  Wood  Viaduct, 
Great  Northern  Railway;  Iron  Permanent 
Way;  Clydach  Viaduct,  Merthyr,  Tredegar, 

"  Mr.  H  umber  has  done  the  profession  good  and  true  service,  by  the  fine  collection  of  examples 
be  has  here  brought  before  the  profession  and  the  public,"— Practical  Mechanic's  Journal, 

HUMBERTS  PROGRESS  OF  MODERN  ENGINEERING. 
Third  Series.  Imp.  4to,  with  40  Double  Plates,  Photographic  Portrait  of 
J.  R.  M'Clean,  late  Pres.  Inst.  C.E.,  and  copious  descriptive  Letterpress, 
Specifications,  Ac,  £3  3s.  half-morocco. 

List  of  the  Plates  and  Diagram*. 
Main  Drainage,  metropolis.— North 

Side*— Map  showing  interception  of  Sewers; 
Middle  Level  Sewer  (9  plates) ;  Outfall  Sewer, 
Bridge  over  River  Lea  (3  plates) ;  Outfall  Sewer, 
Bridge  over  Marsh  Lane,  North  Woolwich 


Railway,  and  Bow  and  Barking  Railway  Junc- 
tion; Outfall  Sewer,  Bridge  over  Bow  and 
Barking  Railway  (3  plates);  Outfall  Sewer, 
Bridge  over  East  London  Waterworks'  Feeder 


(4 plates);  Outmll 
of  Sewers  (North 


Sewer,  Reservoir  and  Outlet  (4  J 
Sewer,  Filth  Hoist;  Sections  1 
and  South  Sides). 

Thames  Embankment.— -Section  of  River 
Wall :  Steamboat  Pier,  Westminster  Is  plates): 
landing  Stairs  between  Charing  Cross  and 
Waterloo  Bridges ;  York  Gate  (a  plates) ;  Over- 
flow and  Outlet  at  Savoy  Street  Sewer  (3  plates) ; 


Steamboat  Pier,  Waterloo  Bridge  (3  plates) ; 
"  n   of    Sewers,   Plans   and    S 
,  Flans  and  Sections; 
1  and  Iron  Forts, 


Junctioi 
Gullies, 


Sewer,  Bermondsey  Branch  (a  plates);  Outfall 

•*  The  drawings  have  a  constantly  Increasing  value,  and  whoever  desires  to 
■nutations  of  the  two  great  works  carried  out  by  our  Metropolitan  Board  wBl 


Mr.  number's 


HUMBERTS     PROGRESS    OF    MODERN    ENGINEERING. 

Fourth  Series.    Imp.  4to,  with  36  Double  Plates,  Photographic  Portrait  ot 

John  Fowler,  late  Pres.  Inst  C.E.,  and  copious  descriptive  Letterpress, 

Specifications,  Ac,  £3  3s.  half-morocco. 

List  of  the  Plates  and  Diagrams. 

Abbey  MIBs  Punning  Station,  Main  Drain- 
age, Metropolis  (4  plates);  Barrow  Docks  (5 
plates);  Manquls  Viaduct,  Santiago  and  Vat 
paraiso  Railway  (a  plates) :  Adam's  Locomo- 
five,  St.  Helen's  Canal  Railway  (a plates); 
Cannon  Street  Station  Roof,  Charing  Cross 


Railway  (3  plates) ;  Road  Bridge  over  the  River 
Moka  (s  plates) ;  Telegraphic  Apparatus  for 


Mesopotamia;  Viaduct  over  the  River  Wye, 
....  plates) ;  St.  Germans  Via. 

duct, _Corn wall  Railway  (a  pistes);  Wrought* 


Midland  Rattwav  (3  plates) ;  St.  Germans ' 
duct,  Cornwall  Railway  (a  plates);  Wroui_ 
Iron  Cylinder  for  Diving  Bell ;  MIDwall  Dock* 
s);  Milroy's  Patent  Excavator :  Metro- 
District  Railway  (6  plates);  Harbours, 


(sites). 


01  this  valuable 


«•  We  gladly  welcome  another 
Mr.  Humber.   The  accuracy  and  general  excellence  of  this 


i  in  giving  the  measurements  and  details  cf  1 
carried  oat  by  the  seost  eminent  men  hi  the  1 


he  able  pea  of 
are  well  known,  while  its  u*efM> 
of  the  latest  etampWt  of  ouglmering ,  aa 
euu»ot  bo  too  highly  prinnoV'-^rtiatK.  \ 


la         CROSBY  LOCKWOOD  <fr  SON'S  CATALOGUE. 

Statics,  Graphic  ana  Analytic 

GRAPHIC  AND  ANALYTIC  STATICS,  in  their  Practical  Appli- 
cation to  the  Treatment  of  Stresses  in  Roofs,  Solid  Girders,  Lattice,  Bowstring 
and  Suspension  Bridges,  Braced  Iron  A  rckes  and  Piers,  and  other  Frameworks- 


Colleges 
vised  and  Enlarged.    8vo,  161.  cloth. 
''l^.GnOiam'tlxtokwfflfi^^aptacewhcreTWgimphkaadaiuJillcrtatkintDwdor 


The  work  k  excellent  from  a  practical  point  of  view,  sad  hat  evidently 

The  directions  for  working  are  ample,  and  are  Illustrated  by  an  abunc 


iptes.    It  is  an  excellent  teat-book  tor  the  practical  disngliisiiiaa."— ^l 

Practical  Mathematics. 

MATHEMATICS  FOR  PRACTICAL  MEN:  Being  a  Common- 
place Book  of  Pore  and  Mixed  Mathematics.  Designed  chiefly  for  the  nee 
of  Civil  Engineers,  Architects  and  Surveyors.  By  Oumthus  Grxoort, 
LL.D.,  F.R.A.S.,  Enlarged  by  Henry  Law.  C.E.  4th  Edition,  carefully 
Revised  by  J.  R.  Youko,  formerly  Professor  of  Mathematics,  Belfast  Collage. 
With  13  Plates.  8vo,  £1  is.  cloth. 
1  The  engineer  or  architect  wffl  here  find  ready  to  hit  hand  relet  IU  solving  1 


matfcal  difficulty  that  may  arise  in  hb  practice.    The  rules  are  In  all  cases  «irphlnen  by  nwni  of 
aaramplei,  In  which  every  step  of  the.process  it  clearly  worked  out."— £w4tfrr. 

"  One  or  the  most  serviceable  books  for  practical  mechanics.  .  .      It  It  ttt  Instructive  book  torn 
the  student,  and  a  text-book  for  nun  who.  having  once  mattered  the  subjects  it  treats  of, 
occasionally  to  refresh  bis  memory  upon  tbmmf—BtMding  News. 


Hydraulic  Tables. 

HYDRAULIC  TABLES,  CO-EFFICIENTS, and  FORMULAS 
for  finding  the  Discharge  of  Water  from  Orifices,  Notches,  Weirs,  Pijta,  and 
Rivers,  with  New  Formula,  Tables,  and  General  Information  on  Rainfall. 
Catchment-Basins,  Drainage,  Sewerage.  Water  Supply  for  Towns  and  Mill 
Power.  By  John  Nbvillb,  Civil  Engineer,  M.R.LA.  Third  Bd.t  carefully 
Revised,  with  considerable  Additions.  Numerous  IUuats.   Cr.  Bvo,  14s.  clothw 


"Alike  valuable  to  students  and  engineers  m  practice ;  Its  study  will  prevent  the  annoyance  of 
avoidable  failures,  and  assist  them  to  select  the  readiest  means  of  successfully  carrying  oat 
given  work  connected  with  hydraulic  engineering."— Mining  Journal. 

M  It  it,  of  all  English  books  on  the  subject,  the  one  nearest  to  comptetenea 
good  arrangement  of  the  matter,  the  clear  explanations,  and  abundance  of  formulas,  the  < 

calculated  tables,  and,  above  all,  the  thorough  acquaintance  with  both  theory  and 

which  it  displayed  from  ant  to  last,  the  book  will  be  fooiid  to  to  an  acquJattatW'-*f « 


Hydraulics. 

HYDRA  ULIC  MANUAL,    Consisting  of  Working  Tables  and 

Explanatory  Text.    Intended  as  a  Guide  in  Hydraulic  Calculations  and  Field 

Operations.  By  Lowis  D'A.  Jacksoh,  Author  of  "  Aid  to  Survey  Practice,** 
u  Modern  Metrology,"  &c.    Fourth  Edition,  Enlarged.  Large  cr.  8vo>  x6s.  ci. 

"  The  author  hat  had  a  wide  experience  in  hydraulic  engineering  and  hat  been  a  careful  ob- 
server of  the  facts  which  have  come  under  his  notice,  and  from  the  great  matt  of  material  at  hfa 
command  he  hat  constructed  a  manual  which  may  be  accepted  as  a  trustworthy  guide  to  thfca 
branch  of  the  engineer's  profession.  We  can  heartfly  recommend  this  volume  to  all  who  rtstfre  to 
be  acquainted  with  the  latest  development  of  this  important  subject."— Engineering. 

"  The  standard-work  in  this  department  of  mechanics."— Scotsman. 

"The  most  useful  feature  of  this  work  is  Its  freedom  from  what  It  ainmianmisrert,  and  hs. 
thorough  adoption  of  recent  experiments;  the  text  it,  m  fact,  la  great  part  a  short  account  of  ta* 


Drainage. 

ON  THE  DRAINAGE  OF  LANDS,  TOWNS,  AND  BUILD- 
INGS. By  G.  D.  Dbmpsey,  C.B.,  Author  of  "The  Practical  Railway  En- 
Sneer,"  ftc  Revised,  with  large  Additions  on  Recent  Practice  in 
rainagr  Engineering,  by  D.  Kinnrar  Clark,  M.InstX.E.  Author  of 
"Tramways:  Their  Construction  and  Working,"  "A  Manual  of  Rules* 
Tables,  and  Data  for  Mechanical  Engineers,"  ftc  Second  Edition,  Cor- 
rected.   Fcap.  8vo,  5s,  cloth. 

"The  new  matter  added  to  Mr.  Dempsey'i  excellent  work  It  characterised  by  the  < 
stve  grasp  and  accuracy  of  detail  for  which  the  name  of  Mr.  D.  K.  dark  Is  a  1 
Athenamm. 


"As  a  work  on  recent  practice  m  drainage  engineering,  the  book  It  to  be  rwnmtniled  to  sB 
who  are  making  that  branch  of  engineering  science  their  special  study."— Iren. 

**  A  rfrniprnhimirrn  nimml  on  ttrthmr  engineering,  tnil  ■  moflil  Introduction  to  the  staxletnV* 


—Building  News, 
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Water  Storage,  Conveyances  and  Utilisation* 

WA  TER  ENGINEERING  :  A  Practical  Treatise  on  the  Measure- 
ment, Storage,  Conveyance,  and  Utilisation  of  Water  for  the  Supply  of  Towns, 
for  Mill  Power,  and  for  other  Purposes.  By  Charles  Slagg,  Water  ana 
Drainage  Engineer,  A.M.Inst.C.E.,  Author  of  ■•  Sanitary  Work  in  the  Smaller 
Towns,  and  in  Villages,"  Ac.    With  numerous  Illusts.    Cr.  8vo,  7*.  6d.  cloth. 

**  As  a  snail  practical  treatise  on  the  water  supply  of  towns,  and  on  some  applications  of 

kr-ppwer,  the  work  fat  in  many  respects  excellent.1 —Bnginttring. 

"  The  author  has  collated  the  results  deduced  from  the  experiments  of  the  most  — «fc«*"t 


authorities,  and  has  presented  them  jn  a  compact  andpractical  form,  accompanied  by  very  dear 


detailed  explanations.    .    .   .    The  application  of  water  as  a  motive  power  is  treated 
carefully  and  exnaustively.N--*Afs1U!rr. 

"For  anyone  who  desires  to  begin  the  study  of  hydraulics  with  a  consideration  of  the  practical 
applications  of  the  science  there  is  no  better  guide.M— Architect. 

Biver  Engineering, 

RIVER  BARS:  The  Causes  of  their  Formation,  and  their  Treat- 
ment by  "  Induced  Tidal  Scour ; "  with  a  Description  of  the  Successful  Re- 
duction by  this  Method  of  the  Bar  at  Dublin.    By  1. 1.  Mann,  Assist.  Eng. 
to  the  Dublin  Port  and  Docks  Board.    Royal  8vo,  75. 6d.  cloth. 
M  We  recommend  all  interested  in  harbour  works— and,  indeed,  those  concerned  In  the  fan* 

Movements  of  rlrers  generally— to  read  Mr.  Mann's  interesting  work  on  the  treatment  of  rivet 

m**.~— Engineer. 

Trusses* 

TRUSSES  OF  WOOD  AND  IRON.  Practical  Applications  oj 
Scitncein  Determining  the  Stresses,  Breaking  Weights,  Safe  Loaas.Scantlings, 
and  Details  of  Construction,  with  Complete  Working  Drawings.  By  Whxiam 
Griffiths,  surveyor,  Assistant  Master,  Tranmere  School  of  Science  and 
Art.    Oblong  8vo,  4*.  &f.  cloth. 

**  This  handy  llttla  book  enters  so  minutely  Into  every  detail  connected  with  the  construction  of 
•oof  trusses,  that  no  student  need  be  ignorant  of  these  inatters.'WTiacnfca/  Engineer, 


Railway  Working. 

SAFE  RAILWAY  WORKING.  A  Treatise  on  Railway  Acci- 
dents: Their  Cause  and  Prevention;  with  a  Description  of  Modern  Appliances 
and  Systems.  By  Clbmbnt  B.  Strbtton,  C.E.,  Vice-President  and  Con- 
sulting Engineer,  Amalgamated  Society  of  Railway  Servants,  With  Illus- 
trations ana  Coloured  Plates.  Third  Edition,  Enlarged.  Crown  8vo,  5*. 64 
cloth. 


"A  book  for  the  engineer,  the  directors,  the  managers;  and,  m  short,  all  who  wish  for  Infbrma- 
Hon  on  railway  matters  will  find  a  perfect  encyclopaedia  m  '  Safe  Railway  Working;.' r 


'  We  ffienwi''  the  remarks  on  railway  signalling  to  all  railway  managers,  especially  where  a 
uniform  code  and  practice  is  adTocated."— /r<rrv/a/A'x  Jiailwar  Journal. 

•*  The  author  may  be  congratulated  on  baring'  collected,  in  a  very  convenient  form,  much 
Tamable  information  on  the  principal  Questions  affecting  the  safe  working  of  railways."— Rmii. 
wmy  Engineer. 

ObUque  Bridges. 

A  PRACTICAL  AND  THEORETICAL  ESSAY  ON  OBLIQUE 
BRIDGES.  With  13  large  Plates.  By  the  late  Gborqs  Watson  Buck, 
M.I.C.B.  Third  Edition,  revised  by  his  Son,  J.  H.  Watson  Buck,  M.I.CB. ; 
and  with  the  addition  of  Description  to  Diagrams  for  Facilitating  the  Con- 
struction of  Oblique  Bridges,  by  W.  H.  Basxow,  M.I.CB.  Royal  8vo,  iss, 
cloth. 

"  The  standard  text-book  for  all  engineers  regarding  skew  arches  h  Mr.  Back's  treatise,  aad  It 
would  be  impossible  to  consult  a  better.  —Enginmr. 

"Mr.  Buck's  treatise  is  recognised  as  a  standard  text-book,  and  his  treatment  has  dbested  the 
subject  of  many  of  the  intricacies  supposed  to  belong  to  It.  As  a  guide  to  the  engineer  and  archt 
toeTon  a  conftasedly  dlmcuk  subject.  Mr.  Back's  work  is  anrurp«ssed."-Jw<W»y  Nemt. 


Tunnel  Shafts* 

THE  CONSTRUCTION  OF  LARGE  TUNNEL  SHAFTS :  A 
Practical  and  Theoretical  Essay.  By  J.  H.  Watson  Buck,  M.InstC.E., 
Resident  Engineer,  London  and  North-western  Railway.  Illustrated  with 
Folding  Plates.    Royal  8vo,  111.  cloth. 

-  Many  of  the  methods  given  are  of  extreme  practical  value  to  the  mason;  and  the  obsetvattons 
on  the  form  of  arch,  the  rules  for  ordering  the  stone,  and  the  construction  of  the  hwnplaras  will  be 
feund  of  considerable  use.  We  commend  the  book  to  the  engiiieei  ing  yn§euionmm—Sttimnmg  Newt. 

"Will  be  regarded  by  dTflengmeew  as  of  tba  utmost  vaJoe,  and  cslcnhtsd  te  save  I      " 
and  obviate  many  mistakes. "— Ceukrr  Cum  diem. 
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Student's  Text-Book  on  Surveying. 

PRACTICAL  SURVEYING :  A  Text-Book  for  Students  pre- 
paring for  Examination  or  for  Survey-work  in  the  Colonies.  By  Gbosgk 
W.  Usill,  A.M.I.CE-  Author  of  "The  Statistics  of  the  Water  Supply  of 
Great  Britain."  With  Pour  Lithographic  Plates  and  upwards  of  330  Illustra- 
tions. Third  Edition,  Revised  and  Enlarged.  Including  Tables  of  Natural 
Sines,  Tangents,  Secants.  &c.  Crown  8vo.  7$.  64.  cloth ;  or,  on  Thin  Paper, 
bound  in  limp  leather,  gilt  edges,  rounded  corners,  for  pocket  use,  iz*.  6cf. 
"  Tha  best  forms  of  Instruments  ax*  described  as  to  their  construction,  uses  and  modes  off 
employment,  sad  there  are  innumerable  hints  on  work  and  equipment  such  as  the  author,  in  bis 


experience  at  anrreyoc.  draughtsman,  and  teacher,  has  found  necessary,  and  which  the  student 
In  nis  inexperience  will  find  most  serviceable."— Engineer. 

"rThe  latest  troattseinthe  English  language  on  surveying,  and  we  hare  no  hesitation  in  saw- 
ing that    the  student  will  find  tt  a   better   guide  than  any   of  its  predecessors 

Deserves  to  be  recognised  as  the  first  book  which  should  be  put  in  the  hands  of  a  pupil  of  Civil 
Engineering,  and  every  gentleman  of  education  who  sets  out  fix  the  Colonies  would  find  it  well  So 
have  a  copy."— Architect. 

Survey  Practice* 

AID  TO  SURVEY  PRACTICE,  for  Reference  in  Surveying,  LeveU 
ling,  and  Setting-out ;  and  in  Route  Survey*  of  Travellers  by  Land  and  Sea* 
With  Tables,  Illustrations,  and  Records.  By  Lowis  DA.  Jackson. 
A.M.I.C.E.,  Author  of  "  Hydraulic  Manual/'  "  Modern  Metrology/1  Ac 
Second  Edition,  Enlarged.  Large  crown  8vo,  iss.  64.  cloth. 
"  A  valuable  vade-mecum  for  the  surveyor.    We  can  recommend  this  book  as  containing  an 

admirable  supplement  to  the  teaching  of  the  accomplished  surveyor."—  Atkgtueum, 

*•  As  a  text-book  we  should  advise  all  surveyors  to  place  It  m  their  libraries,  and  study  well  the 

matured  Instructions  afforded  in  its  pages." — Colliery  Guardian. 

*•  The  author  brings  to  his  work  a  fortunate  union  of  theory  and  practical  experience  which, 

aided  by  a  dear  and  lucid  style  of  writing,  renders  the  book  a  very  useful  one."— Builder. 

Surveying,  Land  and  Marine, 

LAND  AND  MARINE  SURVEYING,  in  Reference  to  the  Pre- 
paration of  Plans  for  Roads  and  Railways ;  Canals,  Rivers,  Towns'  Water 
Supplies ;  Docks  and  Harbours.  With  Description  and  Use  of  Surveying 
Instruments.  By  W.  D.  Haskoll,  C.E.,  Author  of  "  Bridge  and  Viaduct  Con- 
struction/' &c.  Second  Edition,  Revised,  with  Additions.  Large  cr.8vo,os.  ci. 
"  This  book  must  prove  of  great  value  to  the  student  We  have  no  hesitation  in  recoi 
tng  it,  feeUng  assured  that  it  wuT  more  than  repay  a  careful  study."— MeJtanicul  Wertd. 
"  A  most  useful  and  weU  arranged  book.    We  can  strongly  recommend  tt  as  a  carefully 


and  valuable  text-book.  It  enjoys  a  well-deserved  repute  among  surveyors."— Builder. 
"  This  volume  cannot  fall  to  prove  of  the  utmost  practical  utfflty.  It  may  be  safely  rei 
to  aO  students  who  aspire  to  become  clean  and  expert  surveyors.'  —Mining  JturnmL 

Field-Book  for  Engineers. 

THE  ENGINEER'S,  MINING  SURVEYOR'S,  AND  CON- 
TRA CTOR  'S  FIELD-BOOK.  Consisting  of  a  Series  of  Tables,  with  Rules. 
Explanations  of  Systems,  and  use  of  Theodolite  for  Traverse  Surveying  and 
Plotting  the  Work  with  minute  accuracy  by  means  of  Straight  Edge  and  Set 
Square  only ;  Levelling  with  the  Theodolite,  Casting-out  and  Reducing 
Levels  to  Datum,and  Plotting  Sections  in  the  ordinary  manner ;  setting-oat 
Curves  with  the  Theodolite  by  Tangential  Angles  and  Multiples,  with  Right 
and  Left-hand  Readings  of  the  Instrument:  Setting-out  Curves  without 
Theodolite,  on  the  System  of  Tangential  Angles  by  sets  of  Tangents  and  Off- 
sets :  and  Earthwork  Tables  to  80  feet  deep,  calculated  for  every  6  inches  in 
depth.  By  W.  D.  Haskoll,  C.E.  Fourth  Edition.  Crown  8vo,  xss.  cloth. 
"The  book  is  very  handy;  the  separate  tables  of  sines  and  tangents  to  every  minute  will  make 
It  useful  for  many  other  purposes,  the  genuine  traverse  tables  existing  all  the  auam.m—Atiu>uemm. 


Every  person  engaged  in  engineering  field  operations  win  ~*W»i»  the  importance  of  such  a 
work  and  the  amount  of  valuable  thee  which  will  be  saved  by  reference  to  a  set  of  reliable  tables 
prepared  with  the  accuracy  and  fhmass  of  those  given  in  this  Tofcnao."— Rmihrmj  M 


Levelling. 

A  TREATISE  ON  THE  PRINCIPLES  AND  PRACTICE  OF 
LEVELLING.  Showing  its  Application  to  purposes  of  Railway  and  Civil 
Engineering,  in  the  Construction  of  Roads:  with  Mr.  Telford's  Rules  for  the 
same.  By  Frederick  W.  Sim  m  s,  F.G.  S.,  M.InstC.E.  Seventh  Edition,  with 
the  addition  of  Law's  Practical  Examples  for  Setting-out  Railway  Curves,  and 
Trautwine's  Field  Practice  of  Laying-out  Circular  Corvee,  with  7  Plates 
and  numerous  Woodcuts.  8vo,  8s.  6oC  cloth.  *«*  Trautwixe  on  Curves 
may  be  had  separate,  5s, 

"The  text-book  on  levelling  la  meet  of  oar  engineering  schools  and  z\iH*9%\.m—Bug1mer 
"The  publishers  have  rendered  a  substantial  service  to  the  profession,  especially  to  the  younger 
members,  by  bringing  out  the  present  edition  of  Mr.  TTlaimi'i  useful  wo*."- Engineer. 
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ZW0OtM»Mtefr*fcat  Surveying. 

AN  OUTLINE  OF  THE  METHOD  OF  CONDUCTING  A 
TRIGONOMETRICAL  SURVEY,  for  the  Formation  of  Geographical  and 
Topographical  Maps  and  Plans,  Military  Reconnaissance,  Levelling,  &c.,  with 
Useful  Problems,  Formula,  and  Tables.  By  Lieut.-General  Fromb,  R.B. 
Fourth  Edition,  Revised  and  partly  Re- written  by  Major  General  Sir  Charles 
Warrsk,  G.C.M.G.,  R.B.  With  19  Plates  and  115  Woodcuts.  Royal  8vo,  16*. 
cloth. 

"The  simple  fact  Chat  a  fourth  edMon  has  been  called  tot  b  the  beat  testimony  to  Us  merits. 
No  words  of  praise  from  us  can  strengthen  the  position  so  well  and  so  steadily  maintained  by  thb 

work.  Sir  Charles  Warren  has  revised  the  entire  work,  and  made  such  additions  as  r~~ 

to  bring  every  portion  of  the  contents  up  to  the  present  date."— -Broad  Arrtm, 


Field  Fortification. 

A  TREATISE  ON  FIELD  FORTIFICATION,  THE  ATTACK 
OF  FORTRESSES,  MILITARY  MINING,  AND  RECONNOITRING.  By 
Colonel  I.  S.  Macau  lay,  late  Professor  of  Fortification  in  the  R.M.A.,  Wool* 
wich.  Sixth  Edition.  Crown  8vo,  with  separate  Atlas  of  xa  Plates,  12s.  cloth. 

Tunnettina 

PRACTICAL  TUNNELLING.  Explaining  in  detail  the  Setting, 
out  of  the  works,  Shaft-sinking  and  Heading-driving,  Ranging  the  Lines  and 
Levelling  underground,  Sub-Excavating,  Timbering,  ana  the  Construction 
of  the  Bnckwork  of  Tunnels,  with  the  amount  of  Labour  required  for,  and  the 
Cost  of,  the  various  portions  of  the  work.  By  Frederick  W.  Sim  ms,  F.G.S., 
M.InstC.E.  Third  Edition,  Revised  and  extended  by  D.  Km  near  Clark. 
M.Inst  CB.  Imperial  8vo,  with  ai  Folding  Plates  and  numerous  Wood 
Engravings,  30s.  cloth. 

"  The  estimation  In  which  Mr.  Sfanms's  book  on  tunnelling  has  been  held  for  over  thirty  year* 
cannot  be  more  truly  expressed  than  In  the  words  of  the  late  Prof.  Ranklne : — '  The  best  source  of  In- 
formation or  the  subject  of  tunnels  Is  Mr.F.W.  Stroma's  work  on  Practical  TimnelHng.'  "—Architect, 

"  It  has  been  regarded  from  the  first  as  a  text-book  of  the  subject.  .  .  .  Mr.  Clark  has  added 
Immensely  to  the  run  of  the  book."— Engineer, 

Tramway 8  and  their  Working. 

TRAMWAYS:  THEIR  CONSTRUCTION  AND  WORKING. 
Embracing  a  Comprehensive  History  of  the  System;  with  an  exhaustive 
Analysis  of  the  various  Modes  of  Traction,  including  Horse-Power,  Steam, 
Cable  Traction,  Electric  Traction,  Ac. ;  a  Description  of  the  Varieties  of  Roll- 
ing Stock :  and  ample  Details  of  Cost  and  Working  Expenses.  New  Edition, 
Thoroughly  Revised,  and  Including  the  Progress  recently  made  in  Tramway 
Construction,  Ac.  Btc.  By  D.  Kinmkar  Clark,  M.Inst.CB.  With  numerous 
Illustrations  and  Folding  Plates.  In  One  Volume,  8vo,  700  pages,  price  about 
25s.  [Nearly  ready, 

"  All  mtarested  In  tramways  must  refer  to  It,  as  all  railway  engineers  have  tamed  to  the  author's 

work  '  Railway  Machinery.' "—Engineer. 

"  An  exhaustive  and  practical  work  on  tramways,  m  which  the  history  of  this  kind  of  locomo* 

Hon,  and  a  description  ant  cost  of  the  various  modes  of  laying  tramways,  an  to  be  found."— 

Building  News. 

"The  best  form  of  rails,  the  best  mode  of  construction,  and  the  best  mechanical  appliances 

are  so  fairly  indicated  in  the  work  under  review,  that  any  engineer  about  to  construct  a  tramway 

will  be  enabled  at  once  to  obtain  the  practical  Information  which  wB  be  of  most  service  to  mm,"— 

Curves,  Table*  for  Setting-out. 

TABLES  OF  TANGENTIAL  ANGLES  AND  MULTIPLES 

^r  Settmg-out  Curvet  from  3  to  900  Radius*    By  Albxahdbr  Beaxblsy, 
.InstCB.    Fourth  Edition.    Printed  on  48  Cards,  and  sold  in  a  cloth  box, 
waistcoat-pocket  size,  3s.  6d, 

"Each  table  is  printed  on  a  small  card,  which,  bemg  placed  on  the  theodolite,  leaves  the  hands 
1  to  manipulate  toe  Instrument— no  small  advantage  as  regards  the  rapidity  of  work."— Engineer. 
"Very  handy ;  a  man  may  know  that  all  his  day's  work  must  fall  on  two  of  these  cards,  which 
he  puts  Into  his  own  card-case,  and  leaves  the  rest  behind."— Atkenwum, 

Earthwork. 

EARTHWORK  TABLES.  Showing  the  Contents  in  Cnbic 
Yards  of  Embankments,  Cuttings,  Ac,  of  Heights  or  Depths  up  to  an 
average  of  80  feet.  By  Joseph  Broadbent,  C.E.,  and  Francis  Campim,  C.E. 
Crown  8vo,  5s.  cloth. 

"  The  way  m  which  accuracy  b  attained,  by  a  simple  division  of  each  cross  section  into  three 
elements,  two  in  which  are  constant  and  one  variable,  is  ingenious.'  —litketuntm. 
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Heat,  JS&pansion  by. 

EXPANSION  OF  STRUCTURES  BT  HEAT.  By  Joint 
Kbilt,  CA,  late  of  the  Indian  Public  Works  and  Victorian  Railway  Depart- 
Crown  6V0,  js.  ee^  cloth. 

Summaby  or  Cowrnrs. 


Section    L  Fosmulas  and  Data. 
Section  IL  M etal  Base. 
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Section    VL  Mechanical  Fobgx 
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Earthwork,  Measurement  of. 

A  MANUAL  ON  EARTHWORK.    By  Alex.  J.  S.  Graham, 
C.R.    With  nmneroos  Diagrams.    Second  Edition.    i8mo,  ft*.  64.  cloth. 


'Agmt  amoant  of  pncgqJ  Infbnaatloo,  wy  atfankaMy  arranged. 


Strains  in  Ironwork. 

THE  STRAINS  ON  STRUCTURES  OP  IRONWORK:  with 
Practical  Remarks  on  Iron  Construction.     By  F.  W.  Srxilds,  M.Inst.CJIa 
Second  Edition,  with  5  Plates.    Royal  fro,  5*.  cloth. 
The  Undent  cannot  Sad  a  better  atde  book  oa  this  subject.*— Bngkmr. 

Cast  Iron  and  other  Metals,  Strength  of. 

A  PRACTICAL  ESSAY  ON  THE  STRENGTH  OP  CAST 
IRON  AND  OTHER  METALS.  By  Thomas  Teedoold,  C.B.  Fifth 
Edition,  including  Hodgemson'b  Experimental  Researches,   flvo,  in.  doth. 

ObUque  Arches. 

A  PRACTICAL  TREATISE  ON  THE  CONSTRUCTION  OP 
OBLIQUE  ARCHES.  By  Johh  Hast.  Third  Edition,  with  Plates.  Im- 
perial Bvo,  8s.  cloth. 

Girders,  Strength  of. 

GRAPHIC  TABLE  FOR  FACILITATING  THE  COMPUTA- 
TION OF  THE  WEIGHTS  OF  WROUGHT  IRON  AND  STEEL 
GIRDERS,  tU.%  for  Parliamentary  and  other  Estimates.  By  J.  H.  Watson 
Buck,  M.InstC.E.   On  a  Sheet,  as.  W. 

Water  Supply  and  Water-Works. 

A  PRACTICAL  TREATISE  ON  THE  WATER  SUPPLY 
OF  TOWNS  AND  THE  CONSTRUCTION  OF  WATER-WORKS.  By 
W.  K.  Burton,  A. M.InstC.E.,  Professor  of  Sanitary  Engineering  in  the 
Imperial  University,  Tokyo,  Japan,  and  Consulting  Engineer  to  the  Tokyo 
Water- Works.  With  an  Appendix  on  Water-Works  In  Countries  subject 
to  Earthquakes,  by  John  Milne,  F.R.S.,  Professor  of  Mining  in  the  Impe- 
rial University  of  Japan.    With  numerous  Plates  and  Illusts.    [/« tht  press. 
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MARINE  ENGINEERING,  SHIPBUILDING, 

NAVIGATION,  eto. 

Pocket-Book  for  Naval  Architects  and  Shipbuilders. 

THE  NAVAL  ARCHITECT'S  AND  SHIPBUILDER'S 
POCKET-BOOK  of  Formula,  Rutland  Tat>U*tand  MARINE  ENGINEER'S 
AND  SURVEYOR'S  Handy  Book  of  Reference.  By  Clement  Macerow, 
Member  of  the  Institution  of  Naval  Architects,  Naval  Draughtsman.  Fifth 
Edition,  Revised  and  Enlarged  to  700  pages,  with  upwards  of  300  Illustra- 
tions.   Fcap.,  iat.  64.  etrongl>  bound  in  leather. 

Summary  of  Contents. 
Signs  and  Symbols,  Decimal  Frac- 
tions.— Trigonometry. — Practical 
Geometry.  —  Mensuration.  —  Cen- 
tres and  Moments  or  Figures.— 
Moments  or  Inertia  and  Radii  of 
Gyration.  —  Algebraical  Expres- 
sions roR  Simpson's  Rules.— Me- 
chanical Principles.  —  Centre  of 
Gravity.— Laws  of  Motion.— Dis- 
placement, Centre  of  Buoyancy.— 
Centre  of  Gravity  of  Ship's  Hull. 
—Stability  Curves  and  Mbtacen- 
tres. — Sea  and  Shallow-water 
Waves.— Rolling  of  Ships.— Pro- 
pulsion and  Resistance  of  Vessels. 
—Speed  Trials.— Sailing,  Centre 
of  Effort.— Distances  down  Rivers, 
Coast  Lines.— Steering  and  Rud- 
ders of  Vessels.— Launching  Cal- 
culations and  Velocities.— Weight 
of  Material  and  Gear.— Gun  Par- 
ticulars and  Weight.— Standard 
Gauges.— Riveted  Joints  and  Rivet- 
ing.—Strength  and  Tests  of  Mate- 
rials. —  Binding  and  Shearing 
Stresses,  etc.— Strength  of  Shaft- 
ing, Pillars,  Wheels,  etc.  —  Hy- 
draulic Data,  etc.— Conic  Sections, 
Catenarian  Curves. — Mechanical 
Powers,  Work.  —  Board  of  Trade 
Regulations  for  Boilers  and  En- 
gines.—Board  of  Trade  Regula- 


for  Boilers.— Lloyd's  Weight  or 
Chains.— Lloyd's  Scantlings  for 
Ships.— Data  of  Engines  and  Ves- 
sels. -  Ships'  Fittings  and  Tests.— 
Seasoning  Preserving  Timber.— 
Measurement  of  Timber.— Alloys, 
Paints,  Varnishes.  —  Data  for 
Stowaoe.  —  Admiralty  Transport 
Regulations. — Rules  for  Horse- 
power, Screw  Propellers,  etc.— 
Percentages  for  Butt  Straps,  etc. 
—Particulars  of  Yachts.— Masting 
and  Rigging  Vessels.— Distances 
of  Foreign  Ports.  —  Tonnaob 
Tables.  —  Vocabulary  of  French 
and  English  Terms.  —  English 
Weights  and  Measures.— Foreign 
Weights  and  Measures.— Decimal 
Equivalents.  —  Foreign  Money.— 
Discount  and  Waoe  Tables.— Use- 
ful Numbers  and  Ready  Reckoners 
—Tables  of  Circular  Measures.— 
Tables  of  Areas  of  and  Circum- 
ferences of  Circles.- Tables  of 
Areas  of  Segments  of  Circles.— 
Tables  of  Squares  and  Cubes  and 
Roots  of  Numbers.  —  Tables  of 
Logarithms  of  Numbers.— Tables 
of  HyperbolicLogarith  ms.— Tables 
of  Natural  Sines, Tangents,  etc.— 
Tables  of  Logarithmic  Sines. 
Tangents,  etc. 


tions  for    Ships.— Lloyd's   Rules 

"In  these  days  of  advanced  knowledge  a  work  like  this  Is  of  the  greatest  value.  It  contains  a 
vast  amount  of  information.  We  unhesitatingly  say  that  it  is  the  most  valuable  compilation  for  its 
specific  purpose  that  has  ever  been  printed.  No  naval  architect,  engineer,  surveyor,  or  seaman, 
wood  or  iron  shipbuilder,  can  afford  to  be  without  this  work."— Nautical  Magazine. 

"Should  be  used  by  all  who  are  engaged  m  the  construction  or  designs  of  vessels.  .  .  .  WD 
be  found  to  contain  the  most  useful  tables  and  formulae  required  by  shipbuilders,  carefully  collected 
from  the  best  authorities,  and  put  together  in  a  popular  and  simple  form."— Bngineer. 

"  The  professional  shipbuilder  has  now,  in  a  convenient  and  accessible  form,  reliable  data  for 
sorvingmany  of  the  numerous  problems  that  present  themselves  In  the  course  of  his  work.*'— Iron. 

"  There  is  no  doubt  that  a  pocket-book  of  this  description  must  be  a  necessity  in  the  ship- 
building trade.  .  .  .  The  volume  contains  a  mass  of  useful  Information  clearly  expressed  and 
presented  in  a  handy  form."— Martin  Engineer. 

Harine  Engineering. 

MARINE  ENGINES  AND  STEAM  VESSELS  (A  Treatiu 
on).  By  Robert  Murray,  C.B.  Eighth  Edition,  thoroughly  Revised,  with 
considerable  Additions  by  the  Author  and  by  George  Carlisle,  C.E., 
Senior  Surveyor  to  the  Board  of  Trade  at  Liverpool.  i2mo,  51.  cloth  boards. 
"  Well  adapted  to  give  the  young  steamship  engineer  or  marine  engine  and  boiior  maker  a 
general  introduction  Into  his  practical  work*."— Mechanical  IVerld. 

' '  We  feel  sure  that  this  thoroughly  revised  edition  will  continue  to  be  as  popular  n  the r  iture 
as  it  has  been  in  the  past,  as,  for  its  sire,  it  contains  more  useful  information  than  any  similar 
treatise.  "—Industries. 

"  As  a  compendious  and  useful  guide  to  engineers  of  our  mercantile  and  royal  naval  services, 
we  should  say  It  cannot  be  surpassed.'*—  Building  News. 

The  information  given  Is  both  sound  and  sensible,  and  well  qualified  to  direct  young  sea- 
going hands  on  the  straight  road  to  the  extra  chief's  certificate.  .  .  .  Most  useful  to  survej  ors, 
Inspectors,  draughtsmen,  and  young  engineers."— Glasgow  Hermit. 

C 
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rocket-Booh  for  Marine  Engineer*. 

A    POCKET-BOOK  OF    USEFUL    TABLES    AND    FOR- 
MULM  FOR  MARINE  ENGINEERS.     By  Frame  Proctor,  A.I  H  A. 
Third  Edition.    Royal  32100,  leather,  gilt  edges,  with  strap,  4*. 
**W«  rm»— t—» d ft to  oar  randan  as  going  jar  to  ypfr  a  toy-ielt  w 


Introduction  to  Marine  Engineering. 

ELEMENTARY  ENGINEERING:  A  Mtnmsl  for  Young  Mmrim* 
Engineers  and  Apprentices,.  In  the  Form  of  Questions  and  Answers  on 
Metals,  Alloys,  Strength  of  Materials,  Construction  and  Management  of 
Marine  Engines  and  Boilers,  Geometry,  &c  dec.  With  an  Appendix  of  Useful 
Tables.  By  John  Shkrrem  Brkwkr,  Government  Marine  Surveyor,  Hong- 
kong.   Second  Edition,  Revised.    Small  crown  8vo,  as.  cloth. 

M  Contains  much  valuable  information  for  the  das*  for  whan  ft  b  htf—ded.  esporlaly  *■  *• 
chapters  on  the  mnii£iiimiit  of  boilers  and  engines."— Nautical  Magazine. 

"  A  usaftd  mtrodactfaa  to  the  more  elaborate  text-books."— So*r»Mc*. 
'  To  a  student  who  has  die  requisite  desire  and  resolve  to  attain  a  thorough  kaowfadga,  Mk. 


!•  ' 


Navigation. 

PRACTICAL  NAVIGATION.  Consisting  of  Th*  Sailoe's 
Ska-Book,  by  Jamks  Grkknwood  and  W.  H.  Robskr  ■  together  with  the 
requisite  Mathematical  and  Nautical  Tables  for  the  Working  of  the  Problems, 
by  Henry  Law,  C.E.,  and  Professor  J.  R,  Young.  Illustrated,  iamo,  7s. 
strongly  balf-boand. 

Drawing  for  Marine  Engineers. 

LOCKIE'S  MARINE  ENGINEER'S  DRAWING -BOOK. 
Adapted  to  the  Requirements  of  the  Board  of  Trade  Examinations.  Bv 
John  Lockik,  C.E.  With  22  Plates,  Drawn  to  Scale.  Royal  Svo,  35.  6*. 
cloth. 


"  The  student  who  learns  from  these  drawings  will  have  nothing  to  unlearn."— Enghurr, 
*'  The  examples  chosen  are  essentially  practical,  and  are  such  as  should  prove  of  senra 
engineers  generally,  while  admirably  fulfilling  their  specific  purpose."— Meckattical  World, 

Sailtnakinff. 

THE  ART  AND  SCIENCE  OF  SAILMAKING.  By  Samtjki. 
B.  Sadler,  Practical  Sailmaker,  late  in  the  employment  of  Messrs.  Ratsey 
and  Lapthorne,  of  Cowes  and  Gosport.  With  Plates  and  other  Illustrations. 
Small  Ato,  X2f .  64.  cloth. 

Summary  or  Contents. 


Chap.  I.  Thk  Materials  used  and 
their  Relation  to  Sails.— II.  On 
the  Centre  of  Effort. — III.  On 
Measuring.— IV.  On  Drawing.— V. 
On  the  Number  of  Cloths  required. 


—VI.  On  Allowances. — VII.  Calcu- 
lation of  Gores. — VIII.  On  Cutting 
Out.— IX.  On  Roping.— X.  On  Dia- 
gonal-Cut Sails.— XI.  Concluding 
Remarks. 


"  This  work  is  very  ably  written,  and  is  illustrated  by  diagrams  and  carefully  worked  calcnla- 
tions.  The  work  should  be  in  the  hands  of  every  sailmaker,  whether  employer  or  employed,  as  it 
cannot  fail  to  assist  them  in  the  pursuit  of  their  important  avocations."— ftU  of  Wig kt  Herald. 

"  This  extremely  practical  work  gires  a  complete  education  in  all  the  branches  of  the  manu- 
facture, cutting  out,  roping,  seaming,  and  goring.  It  is  copiously  illustrated,  and  will  form  a  first- 
rate  text -book  and  tpMe."— Portsmouth  Times. 

"  The  author  of  this  work  has  rendered  a  distinct  service  to  all  interested  in  the  art  of  sail- 
making.  The  subject  of  which  he  treats  is  a  congenial  one.  Mr.  Sadler  is  a  practical  sailmaker. 
and  has  devoted  years  of  careful  observation  and  study  to  the  subject ;  and  the  results  of  the 
experience  thus  gained  he  has  set  forth  in  the  volume  before  ma."— Steamship. 

Chain  Cables. 

CHAIN  CABLES  AND  CHAINS.  Comprising  Sires  and 
Curves  of  Links,  Studs,  6te.,  Iron  for  Cables  and  Chains,  Chain  Cable  and 
Chain  Making,  Forming  and  Welding  Links,  Strength  of  Cables  and  Chains, 
Certificates  for  Cables,  Marking-  Cables.  Prices  of  Chain  Cables  and  Chains, 
Historical  Notes,  Acts  of  Parliament,  Statutory  Tests,  Charges  for  Testing. 
List  of  Manufacturers  of  Cables,  Ac.  Ate.  By  Thomas  W.  Traill,  P.B.R.  Nl 
M.  Inst.  C.B.,  Engineer  Surveyor  in  Chief,  Board  of  Trade,  Inspector  of 
Chain  Cable  and  Anchor  Proving  Establishments,  and  General  Superin- 
tendent, Lloyd's  Committee  on  Proving  Establishments.  With  numerous 
Tables,  Illustrations  and  Lithographic  Drawings,  Folio,  £2  as.  doth, 
bevelled  boards. 

It  contains  a  vast  amount  of  valuable  Information.    Nothing  seems  to  be  wanttng  to  anion  It 
a'corapleta  and  standard  work  of  reference  on  the  subject.''— MmuHmi  Magajgu**. 


MINING  AND  METALLURGY.  rg 

MINING  AND  METALLURGY. 
Mining  Machinery. 

MACHINERY  FOR  METALLIFEROUS  MINES ;  A  Practical 

Treatlae  for  Minin  (Engineers,  Metallurgist,  and  Managr: 


Metalliferous  Minerals  ana  Mining. 

A  TREATISE  ON  METALLIFEROUS  MINERALS  AND 
MINING.  Bt  D.  C.  Daths,  F.G.S.,  Mining  Engineer,  *e„  Author  of  "A 
Treadle  on  Slate  and  Slate  Quarrying."  Fifth  EdlUon,  Ihornnihl.  Reviled 
ud  much  Enlarged,  by  ail  Son,  E.  Hinrv  Diviis,  M.E.,  F.G.5.  With  about 
^jolllailradoni.     Crown  Sva,  ioi.  6d.  cloth. 


X  TREATISE  ON  EARTHY  &•  OTHER  MINERALS  AND 

MINING.     Bt  D.  C.  DATIM,  F.G.S..  Anthor  of 

Ac.    Third  Edition,  revised  and  Enlarged,  by  h 


M.E..F.G.S.    Withabonl _.     _..._.     

"  Wo  do  not  fememt*v  to  hjv*  Bo(  with  my  Bufilifh  work  on  minlne  icattan  that  contain! 
•he  am  amount  of  bufennnboD  packed  In  equally  ODmorianl  torn."—  Jtmdn-r. 

Metalliferous  Mining  in  the  United  Kingdom. 

BRITISH  MINING :  A  Trealiu  on  thi  History.  Diuoviry.PracHml 

Ik*  ft  '-.*  I*J  'Jt  :    A*"/  Uflli/m)a  Mmam  Ik.  Vn<udKmr- 

*      *  '"■™  S.,  Editor  ol   "Uro'i   Dictionary  of  Art«, 

UpwJi  of  050  pp.,  with  110  mw.tia.tio  oi. 

'■—  ftM.agth. 


Underground  Pumping  Machinery. 

MINE  DRAINAGE.   Being  a  Complete  and  Practical  Treatiw 


a  Direct- Acting  Undergrnnnd  St«*m  Pumping  Machinery,  with  a  Deacrip- 
..onof  »l«rg»  number  ofihe  best  known  Engine*,  their  General  Utility  and 
the  Special    Sphere  of  their  Action,  thn    Mode  of  their  Application,  and 


Uinlr  raorfti  compared  with  other  forma  of  Pumping  Uaohinery.  BySTinuH 
Mi  chill.    Jto,  iji.  el"*1, 
■WUhblfU,.^ 
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Brospecting  for  Gold  and  other  Metals. 

THE  PROSPECTOR'S  HANDBOOK:  A  Guide  for  the  Pro- 
spector and  Traveller  in  Search  of  Metal- Bearing  or  other  Valuable  Minerals. 
By  J.  W.  Andekson,  M.A.  (Camb.).  F.R.G.S.,  Author  of  "Fiji  and  New 
Caledonia."  Fifth  Edition,  thoroughly  Revised  and  Enlarged.  Small 
crown  8vo,  3s.  64.  cloth. 


Ml 


'WlUsupprya  much  felt  want;  especially  among  Colonists,  In  whose  way  are  so  often  throwa 
many  mlneralogical  specimens  the  value  of  which  it  is  difficult  to  determine.  — Engineer. 

"How  to  and  commercial  minerals,  and  how  to  identify  them  when  they  are  found,  are  the 
leading  points  to  which  attention  is  directed.  The  author  has  managed  to  pack  as  much  practices 
detail  into  his  pages  as  would  supply  material  ft*  a  book  three  times  its  sUe,''—Jrt«6tf-  Journal. 


Mining  Notes  and  Formula*. 

NOTES  AND  FORMULAS  FOR  MINING  STUDENTS.    By 

ioinc  Herman  Mbrivalb,  M.  A.,  Certificated  Colliery  Manager,  Professor  of 
lining  in  the  Durham  College  of  Science,  Newcastle-upon-Tyne.   Third 
Edition,  Revised  and  Enlarged.    Small  crown  8vo,  as.  64.  cloth. 


"Invaluable  to  anyone  who  la  working  up  for  an  examination  on  mining  subjects.' 
Coal  Trades  Review. 

••The  author  has  done  Ms  work  In  an  exceedingly  creditable  manner,  and  has  produced  a] 
that  will  be  of  service  to  students,  and  those  who  are  practically  engaged  in  mining  operations,"-- 
Engineer 

Handybook  for  Miners. 

THE  MINER'S  HANDBOOK :  A  Handy  Book  of  Reference  on 
the  Subjects  of  Mineral  Deposits,  Mining  Operations,  Ore  Dressing,  Ate. 
For  the  Use  of  Students  and  others  interested  in  Mining  matters.  Compiled 
by  John  Milnb,  F.R  S.,  Professor  of  Mining  in  the  Imperial  University  oi 
Japan.    Revised  Edition.    Fcap.  8vo,  7s.  64.  leather.  [Just  publwud. 

*'  Professor  Milne's  handbook  is  sure  to  be  received  with  favour  by  all  connected  with  mining* 
and  will  be  extremely  popular  among  students."— Atkenentm. 

Miners9  and  Metallurgists9  Bocket-Book. 

A  POCKET-BOOK  FOR  MINERS  AND  METALLURGISTS. 
Comprising  Rules,  Formulae,  Tables,  and  Notes,  for  Use  in  Field  and  Office 
Work.  By  F.  Danvers  Power,  F.G.S.,  M.E.  Fcap.  8vo,os.  leather,  gilt 
edges. 

u  This  excellent  book  Is  an  admirable  example  of  Its  kind,  and  ought  to  find  a  large  sale 
amongst  English-speaking  prospectors  and  mining  engineers."— Enginttrutg. 

"Miners  and  metallurgists  will  find  in  this  work  a  useful  vad+meeum  containing  a  mass  el 
rules,  formulae,  tables,  an<f  various  other  information,  the  necessity  for  reference  to  which  occurs  fe* 
(heir  daily  duties,  "-//wi. 

Mineral  Surveying  and  Valuing. 

THE  MINERAL  SURVEYOR  AND  VALUER'S  COMPLETE 
GUIDE,  comprising  a  Treatise  on  Improved  Mining  Surveying  and  the  Value* 
tion  of  Mining  Properties,  with  New  Traverse  Tables.  By  Wu,  Lintsrn. 
Third  Edition,  Enlarged,    umo,  4s.  cloth. 

"  Mr.  Lintem's  book  Conns  a  valuable  and  thoroughly  trustworthy  guide."— iron  and  Coed 
Tmdes  Review* 

Asbestos  and  its  Uses* 

ASBESTOS:  Its  Properties,  Occurrence,  and  Uses.     With  some 
Account  of  the  Mines  of  Italy  and  Canada.    By  Robert  H.  Jonks.    With 
Bight  Collotype  Plates  and  other  Illustrations.    Crown  8vo,  its.  6d.  cloth, 
"  An  interesting  and  invaluable  work."— CoUiery  Guardian. 

Explosives. 

A  HANDBOOK  ON  MODERN  EXPLOSIVES.  Being  a 
Practical  Treatise  on  the  Manufacture  and  Application  of  Dynamite,  Gun- 
Cotton,  Nitro-Glycerine,  and  other  Explosive  Compounds.  Including  the 
Manufacture  of  Collodion-Cotton.  By  M.  Eisslrr,  Mining  Engineer  and 
Metallurgical  Chemist,  Author  of  "  The  Metallurgy  of  Gold,"  "  The  Metal- 
lurgy of  Silver,"  Ac.    With  about  zoo  IUusts.    Crown  8vo,  xos.  6d.  cloth. 

"Useful  not  only  to  the  miner,  but  also  to  officers  of  both  services  to  whom  blasting  and  the 
use  of  explosives  generally  may  at  any  time  become  a  necessary  auxiliary."— sYatur*. 

"  A  veritable  mine  of  Information  on  the  subject  of  explosives  employed  for  military,  mining, 
and  blasting  purposes."— Army  and  Navy  Gazette 


MINING  AND  METALLURGY. ai 

Colliery  Management. 

THE  COLLIERY  MANAGER'S  HANDBOOK:  A  Compre- 
hensive Treatise  on  the  Laying-out  and  Working  of  Collieries,  Designed  as 
a  Book  of  Reference  for  Colliery  Managers,  and  for  the  Use  of  Coal-Mining* 
Students  preparing  for  First-class  Certificates.  By  Calsb  Pambly,  Mining 
Engineer  and  Surveyor:  Member  oi  the  North  of  England  Institute  of 
Aflame  and  Mechanical  Engineers ;  and  Member  of  the  South  Wales  Insti- 
tute ot  Mining  Engineers.  With  nearly  500  Plans,  Diagrams,  and  other 
Illustrations.  Second  Edition,  Revised,  with  Additions.  Medium  8vo,  about 
700  pages.    Price  £1 5*.  strongly  bound. 

Summary  of  Contents. 


The  Priestman  Oil  Engine  ;  Petro- 
leum and  Natural  Gab -Surveying 
and  Planning.— Safety  Lamps  and 
Fire* Damp  Detectors.— Sundry  and 
Incidental  Operations  and  Appli- 
ances.—Collie  r  yBxplosions.— Mis  • 
cellaneous  Questions  ft  Answers. 

Appendix:  Summary  op  Report  of 
H.m.  Commissioners  on  Accidents 
in  Mines. 


Geology.  —  Search  for  Coal.— 
Mineral  Leases  and  other  Hold- 
ings.— Shaft  Sinking.— Fitting  Up 
the  Shaft  and  Surface  Arrange- 
ments.—Steam  Boilers  and  their 
Fittings.— -Timbering  and  Walling. 
—Narrow  Wore  and  Methods  of 
Working. — Underground  Convey- 
ance.—Drainage.— The  Gases  met 
with  in  Mines;  Ventilation. — On 
the  Friction  of  Air  in   Mines.— 

***  Opinions  of  the  Press. 

"  Mr.  Pamely  has  not  only  groan  us  a  comprehensive  reference  book  of  a  very  high  order* 
suitable  to  the  requirements  of  mining  eng'neers  and  colliery  managers,  but  at  the  suae  time  has 
provided  mining  students  with  a  dasVbook  that  is  as  interesting  as  it  is  instructive."-— Colliery 
Manager. 

"  Mr.  Pamely's  work  is  eminently  suited  to  the  purpose  for  which  it  is  Intended— being  clear, 
interesting,  exhaustive,  rich  in  detail,  and  up  to  date,  giving  descriptions  of  the  very  latest 
machines  in  every  department.  ...  A  mining  engineer  could  scarcely  go  wrong  who  followed 
this  work."— CoUitry  Guardian. 

"This  b  the  roost  complete  'all round*  work  on  coal-mining  published  In  the  English 
language.  .    No  library  of  coal-mining  books  is  complete  without  It."— Colliery  Engineer 

<Scranton,  Pa.,  U.S.A.). 

"  Mr.  Pamely's  work  is  in  all  inspects  worthy  of  our  admiration.  No  person  In  any  responsible 
position  connected  with  mines  should  be  without  a  copy."— Westminster  Review. 

Goal  and  Iran. 

THE  COAL  AND  IRON  INDUSTRIES  OF  THE  UNITED 
KINGDOM.  Comprising  a  Description  of  the  Coal  Fields,  and  of  the 
Principal  Seams  of  Coal,  with  Returns  of  their  Produce  and  its  Distribu- 
tion, and  Analyses  of  Special  Varieties.  Also  an  Account  of  the  occurrence 
of  Iron  Ores  in  Veins  or  Seams ;  Analyses  of  each  Variety ;  and  a  History  of 
the  Rise  and  Progress  of  Pig  Iron  Manufacture.  By  Richard  Meade,  Assistant 
Keeper  of  Mining  Records.  With  Maps,  8vo,  £1  8s.  cloth. 
"The  book  is  one  which  must  find  a  place  on  the  shelves  of  aO  Interested  la  coal  and  boa 

traduction,  and  in  the  iron,  steel,  and  other  metallurgical  industries."— £>vwwc* 

MOf  this  book  we  may  unreservedly  say  that  it  is  the  best  of  its  class  which  we  have  ever  met. 

...    A  book  of  reference  which  no  one  engaged  in  the  boa  or  coal  trades  should  ocntt  from  hb 

library."— Iron  and  Coal  Trades  Review. 

Goal  Mining. 

COAL  AND  COAL  MINING:  A  Rudimentary  Treatise  on.    By 
the  late  Sir  Warington  W.  Smyth,  M.A.,  F.R.S.,  Ac,  Chief  Inspector  of  the 
Mines  of  the  Crown.     Seventh  Edition,  Revised  and  Enlarged,    With 
numerous  Illustrations.    121110,  as.  cloth  boards. 
"As  an  outline  b  given  of  •very  known  coal-field  in  tins  and  other  countries,  as  well  as  of  the 

Slndpal  methods  of  working,  the  book  will  doubtless  Interest  a  vary  large  Dumber  of  renders."-- 
ining  Journal, 

Subterraneous  Surveying. 

SUBTERRANEOUS  SURVEYING,  Elementary  and  Practical 
Treatise  on,  with  and  without  the  Magnetic  Needle.  By  Thomas  Fenwice, 
Surveyor  of  Mines,  and  Thomas  Baker,  C.E.  Illust.  iamo,  3*.  doth  boards. 

Granite  Quarrying. 

GRANITES  AND  OUR  GRANITE  INDUSTRIES.  By 
Gboroe  F.  Harris,  F.G.S.,  Membre  de  la  Societe  Beige  de  Geologic,  Lec- 
turer on  Economic  Geology  at  the  Birkbeck  Institution,  Ac  With  illustra- 
tions.   Crown  8vo,  as.  6d.  cloth. 

"  A  clearly  and  well-written  manual  on  the  granite  Industry/'— Scotsman. 

**  An  mterestmg  work,  which  will  be  deservedly  qstnemon  "—CeMerr  Guardian. 

-"  An  exceedingly  interesting  and  valuable  monograph  on  a  subject  which  has  hitherto  received 

iccouatabty  little  attention  in  the  shape  of  systematic  Hterary  treatment.,,—Sf»<Wf  A ." 
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Quid,  Metallurgy  of. 

THE  METALLURGY  OF  GOLD :  A  Practical  Treatise  on  the 
Metallurgical  Treatment  of  Gold-bearing  Ores.  Including  the  Processes  of 
Concentration  and  Chlorination,  and  the  Assaying,  Melting,  and  Refining  oi 
Gold.  By  M.  Eisslbk,  Mining  Engineer  and  Metallurgical  Chemist,  formerly 
Assistant  Assayer  of  the  U.  S.  Mint,  San  Francisco.  Third  Edition,  Revised 
and  greatly  Enlarged.    With  187  Illustrations.    Crown  8vo,  its.  64.  cloth. 


"This  book  thoroughly  deserves'fa  tide  of  a*  Practical  Treatise.*  The  whole  process  of  gold 
•rilling,  from  the  breaking  of  the  quarts  10  the  assay  of  the  buIBon,  b  described  hi  char  and 
Ofdarwnarrathre  and  with  much,  but  not  too  much,  fulness  of  detail."— tSe/K*stay  Review. 

**  The  work  is  a  storehouse  of  information  and  valuable  data,  and  we  strongly  irvtm'+m4t  It  te> 
all  professional  men  engaged  in  the  goU-mmiag  Industry."— if  inittg  Journal. 


Stiver,  Metallurgy  of. 

THE  METALLURGY  OF  SILVER :  A  Practical  Treatise  on 
the  Amalgamation,  Roasting,  and  LixWiation  of  Silver  Ores.  Including  the 
Assaying,  Melting  and  Refining,  of  Silver  Bullion.  By  M.  Eissx.sk,  Author 
of  "The  Metallurgy  of  Gold/*  &c.  Second  Edition,  Enlarged.  With  190 
Illustrations.    Crown  8vo,  lot,  6d.  cloth. 

"  A  practical  treatise,  and  a  technical  work  which  we  are  convinced  wD  supply  a  long-felt 
amongst  practical  men,  and  at  the  same  time  be  of  value  to  students  and  other*  mdb     " 
with  toe  industries."— Mining  Journal. 

"  From  first  to  last  the  book  is  thoroughly  sound  and  reHabte.**— Colliery  Guardian. 

"  For  chemists,  practical  miners,  assayers,  and  investors  alike,  we  do  not  know  of  any 
on  the  subject  so  handy  and  yet  so  comprehensive.  "—Glasgow  Herald. 

Lead,  Metallurgy  of. 

THE  METALLURGY  OF  ARGENTIFEROUS  LEAD:  A 
Practical  Treatise  on  the  Smelting  of  Silver-Lead  Ores  end  the  Refining  of 
Lead  Bullion.  Including  Reports  on  various  Smelting  Establishments  and 
Descriptions  of  Modern  Smelting  Furnaces  and  Plants  in  Europe  and 
America.  By  M.  Eisslkr,  M.E.,  Author  of  "The  Metallurgy  of  Gold,"  Ac. 
Crown  8vo,  400  pp.,  with  183  Illustrations,  xas.  6o\  cloth. 

"  The  numerous  metallurgical  processes,  which  are  fully  and  extensively  treated  of,  embrace 
all  the  stages  experienced  in  the  passage  of  the  lead  from  the  various  natural  states  to  its  issue 
from  the  refinery  as  an  article  of  commerce,"— Practical  Engineer. 

"  The  present  volume  fully  maintains  the  reputation  of  the  author.  Those  who  wish  to  obtain 
a  thorough  insight  into  the  present  state  of  this  industry  cannot  do  better  than  read  this  volume, 
and  all  mining  engineers  cannot  fail  to  find  many  useful  hints  and  suggestions  in  it."— Industries. 

"  It  is  most  carefully  written  and  illustrated  with  capital  drawings  and  diagrams.  In  fact,  it  is. 
the  work  of  an  expert  for  experts,  by  whom  k  wfll  be  prized  as  an  indispensable  text-book,"— 
Bristol  Mercury. 

Iron,  Metallurgy  of. 

METALLURGY  OF  IRON.  Containing  History  of  Iron  Manu- 
facture, Methods  of  Assay,  and  Analyses  of  Iron  Ores,  Processes  of  Manu- 
facture of  Iron  and  Steel,  &c.  By  H.  Bauerman,  F.G.S.,  A.R.S.M.  With 
numerous  Illustrations.  Sixth  Edition,  Revised  and  Enlarged,  xamo, 
5s.  6d.  cloth. 

"  Carefully  written,  it  has  the  merit  of  brevity  and  conciseness,  as  to  less  important  points* 
while  all  material  matters  are  very  fully  and  thoroughly  entered  into."— Standard. 

Iron  Mining. 

THE  IRON  ORES  OF  GREAT  BRITAIN  AND  IRELAND  ; 
Their  Mode  of  Occurrence,  Age,  and  Origin,  and  the  Methods  of  Searching 
for  and  Working  them,  with  a  Notice  of  some  of  the  Iron  Ores  of  Spain. 
By  J.  D.  Kendall,  F.G.S.,  Mining  Engineer.    With  Plates  and  Illustra- 
tions.   Crown  8vo,  16s.  cloth. 

"  The  author  has  a  thorough  practical  knowledge  of  his  subject,  and  has  supplemented  a  care- 
ful study  of  the  available  literature  by  unpublished  information  derived  from  his  own  observations. 
The  result  is  a  very  useful  volume  which  cannot  fail  to  be  of  value  to  all  interested  in  the  iron 
industry  of  the  country."— Industries. 

"  Constitutes  a  systematic  and  careful  account  of  our  present  knowledge  of  the  origin  and  oc- 
currence of  the  iron  ores  of  Great  Britain,  and  embraces  a  description  of  the  means  employed  in 
reaching  and  working  these  ores." — Iron. 

"  Mr.  Kendall  is  a  great  authority  on  this  subject  and  writes  from  personal  observation." — 
Colliery  Guardian. 

"  Mr.  Kendall  s  book  is  thoroughly  weU  done.  In  it  there  an  the  outlines  of  the  history  of 
ore  mining  in  every  centre  and  there  is  everything  that  we  want  to  know  as  tq,the  character  of  the 
Trades  i        district,  their  commercial  value  and  the  cost  of  working  thefii.  '—Iron  and  Stee* 
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Electrical  Engineering. 

THE    ELECTRICAL    ENGINEER'S    POCKET-BOOK    OP 

MODERN  RULES,  FORMULAS.  TABLES.  AND  DATA.     By   H.   R. 

Kemfe,  M.InstE.E..  A.M.InstC.E.,  Technical  Officer,  Postal  Telegraphs, 

Author  of  "  A  Handbook  of  Electrical  Testing,"  Ac.    Second  Edition. 

thoroughly  Revised,  with  Additions.    With  numerous  Illustrations.    Royal 

33010,  oblong,  5*.  leather. 

"  There  is  very  little  in  the  shape  of  formulae  or  data  -which  the  electrician  Is  likely  to  want 
In  a  hurry  which  cannot  be  found  in  Its  pages."— Practical  Engineer. 

"A  Terr  useful  book  of  reference  for  daily  use  in  practical  electrical  engineering  and  its 
various  applications  to  the  industries  of  the  present  day."— Iron. 

"  It  is  the  best  book  of  its  kind."— Electrical  Engineer. 

"Well  arranged  and  compact.  The '  Electrical  Engineer's  Focket-Book '  b  a  good  one."— 
Electrician* 

"Strongly  recommended  to  those  engaged  m  the  various  electric  si  industries."— Electrical 
Review. 

Electric  Lighting. 


With  numerous  Illustrations.     Second  Edition,  Revised,  with  Additional 

Chapters.    Crown  8vo,  51.  cloth. 

"  This  volume  deals  with  what  may  be  termed  the  mechanics  of  electric  lighting,  and  Is 
addressed  to  men  who  are  already  engaged  in  the  work  or  are  training  for  it.  The  work  traverses 
a  grett  deal  of  ground,  and  may  be  read  as  a  sequel  to  the  same  author's  useful  work  on  'Electric 
light'  "—Electrician. 

"  This  Is  an  attempt  to  state  m  the  simplest  language  the  precautions  which  should  be  adopted 
In  ln«t»niny  the  electric  Ught,and  to  give  information,  Tor  the  guidance  of  those  who  have  to  run 
the  plant  when  Installed.  The  book  is  well  worth  the  perusal  of  the  workmen  for  whom  it  is 
written." — Electrical  Review. 

"We  have  read  this  book  with  a  good  deal  of  pleasure.  We  believe  that  the  book  will  be  of 
use  to  practical  workmen,  who  will  not  be  alarmed  by  finding  mathematical  formulae  which  they 
are  unable  to  understand."— Elect rical  Plant. 

"  Eminently  practical  and  useful.  .  .  .  Ought  to  be  in  the  hands  of  everyone  in  charge  of 
an  electric  light  plant."— Electrical  Engineer. 

"  Mr.  Urquhart  has  succeeded  in  producing  a  really  capital  book,  which  we  have  no  hesitation 
in  recomineiidmg  to  the  notice  of  working  efcerridans  and  electrical  engineers.*— Mechanical 
WerleU 

Electric  Light* 

ELECTRIC  LIGHT :  Its  Production  and  Use.  Embodying  Plain 
Directions  for  the  Treatment  of  Dynamo-Electric  Machines.  Batteries, 
Accumulators,  and  Electric  Lamps.  By  J.  W.  Urquhart,  C.E.,  Author  of 
M Electric  Light  Fitting,"  "Electroplating,"  Ac.  Fifth  Edition,  carefully 
Revised,  with  Large  Additions  and  145  Illustrations.  Crown  8vo,  7*.  &i.  cloth. 
"  The  whole  ground  of  electric  lighting  is  more  or  less  covered  and  explained  in  a  very  clear 
and  concise  manner."— Electrical  Review. 


"Contains  a  good  deal  of  very  interesting  information,  especially  in  the  parts  where  the 
author  gives  dimensions  and  working  costs."— Electrical  Engineer. 

"  A  miniature  vade-mecum  of  the  salient  facts  connected  with  the  science  of  electric  light* 
lng.M— Electrician. 

"You  cannot  for  your  purpose  have  a  better  book  than  'Electric  Light,'  by  Urquhart."— 
Engineer. 

"  The  book  is  by  far  the  best  that  we  have  yet  met  with  on  the  subject."— Athenmum. 

Construction  of  Dynamos. 

DYNAMO  CONSTRUCTION :  A  Practical  Handbook  for  the  Use 
of  Engineer  Constructors  and  Electricians-in-Charee.  Embracing  Frame- 
work Building,  Field  Magnet  and  Armature  Winding  and  Grouping,  Com* 


Crown  8vo,  7s.  6d.  cloth. 

"  Mr.  Urquhart's  book  is  the  first  one  which  deals  with  these  matters  in  such  a  way  that  the 
engineering  student  can  understand  them.  The  book  is  very  readable,  and  the  author  leads  his 
readers  up  to  difficult  subjects  by  reasonably  simple  tests."— Engineering  Review. 

"  The  author  deals  with  his  subject  in  a  style  so  popular  as  to  make  nis  volume  a  handbook  of 
great  practical  value  to  engineer  contractors  and  electricians  in  charge  of  lighting  installations."— 
Scotsman. 

** '  Dynamo  Construction '  more  than  sustains  the  high  character  of  the  author's  previous 
publications.  It  is  sure  to  be  widely  read  by  the  large  and  rapidly  increasing  number  of  practical 
electricians."— Glasgow  Herald. 

*'  A  book  for  which  a  demand  has  long  existed."— Mechanical  Werld. 


a4         CROSBY  LOCKWOOD  6-  SPITS  CATALOGUE. 

A  New  Dictionary  of  Electricity. 

THE  STANDARD  ELECTRICAL  DICTIONARY.  A  Popu- 
lar Dictionary  of  Wofds  and  Terms  Used  in  the  Practice  of  Electrical  Engi- 
neering. Containing  upwards  of  3,000  Definitions.  By  T.  O'Connor  Sloanb, 
A.M.,  Ph.D..  Author  of  "The  Arithmetic  of  Electricity,''  Ac.  Crown  8vo, 
630  pp.,  350  Illustration?,  ys.  64.  cloth.  C7***  published. 

"  The  won  has  many  attractive  features  in  it.  and  is  beyond  doubt,  a  well  put  together  and 
useful  publication.  The  amount  of  ground  covered  may  be  gathered  from  the  fact  that  in  the 
index  about  £000  references  will  be  found.  The  inclusion  of  such  comparatively  modern  words 
as  *  hnpedeuce.'  'reluctance,'  &c^  shows  that  the  author  has  desired  to  be  up  to  date,  and  indeed 
there  are  other  indications  of  carefulness  of  compilation.  The  work  is  one  which  does  the  author 
great  credit  and  it  should  prove  of  great  value,  especially  to  students."— Electrical  Review. 

"  We  have  found  the  book  very  complete  "and  reliable,  and  can,  therefore,  commend  It 
heartily.-— Mechanical  World. 

*  Very  complete  and  contains  a  large  amount  of  useful  information."— Industrie*. 
"  An  encyclopedia  of  electrical  science  in  the  compass  of  a  dictionary.    The  information, 
given  is  sound  and  clear.    The  book  is  well  printed,  wall  illustrated,  and  well  up  to  date,  and  maw 
be  confidently  recommended."— Builder. 

"  We  hail  the  appearance  of  this  little  work  as  one  which  will  meet  a  want  that  has  been  keenly 
felt  for  some  time.  .  .  .  The  author  is  to  be  congratulated  on  the  excellent  manner  in  which 
he  has  accomplished  his  task."— Practical  Engineer. 

"  The  volume  is  excellently  printed  and  illustrated,  and  should  form  part  of  the  library  of 
every  one  who  is  directly  or  indirectly  connected  with  electrical  matters/*— Hardware  Trad* 
Journal, 

Electric  Lighting  of  Ships. 

ELECTRIC  SHIP.LIGHTING  :  A  Handbook  on  the  Practical 
Fitting  and  Running  of  Ship's  Electrical  Plant.  For  the  Use  of  Shipowners 
and  Builders,  Marine  Electricians,  and  Sea-going  Englneers-in-Charge.  By 
J.  W«  Urquhart,  C.E.,  Author  of  "Electric  Light,"  Ac.  With  88  Illustra- 
tions. Crown  8vo,  ys.  6a.  cloth. 
"  The  subject  of  ship  electric  lighting  is  one  of  vast  importance  in  these  days,  and  Mr.  Urqu- 

hart  is  to  be  highly  complimented  for  placing  such  a  valuable  work  at  the  service  of  the  practical 

marine  electrician."—  The  Steamship. 

"  Distinctly  a  book  which  of  its  kind  stands  almost  alone,  and  for  which  there  should  be  a 

demand."— Electrical  Review. 

Electric  Lighting. 

THE  ELEMENTARY  PRINCIPLES  OP  ELECTRIC  LIGHT- 
ING.     By  Alan  A.  Campbell  Swintom,  Associate  I.E.B.     Third  Edition* 
Enlarged  and  Revised.    With  16  Illustrations.    Crown  8vo,  is.  60*.  cloth. 
"Anyone  who  desires  a  short  and  thoroughly  clear  exposition  of  the  elementary  prmdphw  of 
electric -Ughting  cannot  do  better  than  read  thai  little  work. —■greens'  Ois+rwmr. 

Dynamic  Electricity. 

THE  ELEMENTS  OF  DYNAMIC  ELECTRICITY  AND 
MAGNETISM.  By  Philip  Atkinson,  A.M..  Ph.D.,  Author  of  "  Element* 
of  Static  Electricity,"  "  The  Elements  of  Electric  Lighting,"  Ate.  Ate.  Crown 
8vo,  4x7  pp.,  with  130  Illustrations,  iot.  64.  cloth. 

Electric  Motors,  <£c. 

THE  ELECTRIC  TRANSFORMATION  OF  POWER  and  its 
Application  by  the  Electric  Motor,  including  Electric  Railway  Construction. 
By  P.  Atkinson,  A.M.,  Ph.D.,  Author  of  "  The  Elements  of  Electric  Light- 
ing," &c.    With  96  Illustrations.    Crown  8vo,  7s.  6d.  cloth. 

Dynamo  Construction. 

HOW  TO  MAKE  A  DYNAMO :  A  Practical  Treatise  for  Amateurs 
Containing  numerous  Illustrations  and  Detailed  Instructions  for  Construct* 
ing  a  Smau  Dynamo,  to  Produce  the  Electric  Light,    By  Alfjukd  Crofts. 
Fourth  Edition,  Revised  and  Enlarged.  Crown  8vo,  as.  cloth. 
"The  instructions  given  tn  this  unpretentious  little  book  are  sufficiently  dear  and  explicit  to 

enable  any  amateur  mechanic  possessed  of  average  sldll  and  the  usual  tools  to  be  sound  hi  aa 

amateur's  workshop,  to  build  a  practical  dynamo  marhinoi "— Electrician. 

Teoct  Book  of  Electricity. 

THE  STUDENTS  TEXT-BOOK  OP  ELECTRICITY.  By 
Hbnrt  M.  Noad,  Ph.D.,  F.R.S.  New  Edition,  carefully  Revised.  With 
Introduction  and  Additional  Chapters,  by  W.  H.  Prbbcb,  M.I.C.E. 
Crown  8vo,  iir.  6d.  cloth. 

Electricity. 

A  MANUAL  OP  ELECTRICITY:  Including  Galvanism,  Mag- 
netism, Dia-Magnetism,  Electro-Dynamics.  By  Hbnrt  M.  Noad,  Ph.D.t  FJLS. 
Fourth  Edition  (1859).    8vo  £l  4*.  cloth. 
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PRACTICAL  BUILDING  CONSTRUCTION:  A  Handbook 
for  Students  Preparing  for  Examinations,  and  a  Book  of  Reference  for 
Persons  Engaged  in  Building.  By  John  Parmell  Allen,  Surveyor,  Leo* 
turer  on  Building  Construction  at  the  Dor  nam  College  of  Science,  Newcastle- 
on-Tyne.    Medium  8vo,  450  pages,  with  1,000  Illustrations,    las.  64.  cloth. 

[Just  published. 
"  This  volume  b  one  of  the  most  complete  expositions  of  building  construction  we  hare  seen. 

ft  contains  all  that  Is  necessary  to  prepare  students  for  the  various  examinations  In  buikilng  con- 

struction."— Building  News. 

"  The  author  depends  nearly  as  much  on  his  diagrams  as  on  hb  type.    The  pages  suggest 

the  hand  of  a  man  or  experience  In  building  operations— and  the  volume  must  be  a  Messing  to 

many  teachers  as  well  as  to  students."—  The  Architect. 


'  This  volume  promises  to  be  the  recognised  handbook  In  all  advanced  dunes  where  budding 
construction  is  taught  from  a  practical  point  of  view.  We  strongly  commend  the  book  to  the 
notice  of  all  teachers  of  building  construction."—  Technical  World. 

"  The  work  is  sure  to  prove  a  formidable  rival  to  great  and  small  competitors  alike,  and  bids 
fair  to  take  a  permanent  place  as  a  favourite  students'  text-book.  The  large  number  of  illustra- 
tions deserve  particular  mention  for  the  great  merit  they  possess  for  purposes  of  reference.  In  ex* 
actly  corresponding  to  convenient  scales.'— your.  /net.  Brit.  Archts. 

Concrete. 

CONCRETE:   ITS   NATURE   AND    USES.      A  Book  for 

Architects,  Builders,  Contractors,  and  Clerks  of  Works.     By  Georoi  L. 

Sutcliffe,  A.R.I.B.A.  350  pages,  with  numerous  Illustrations.    Crown  8vo, 

7s.  6d.  cloth.  [just  published. 

"  The  author  treats  a  difficult  subject  in  a  lucid  manner.    The  manual  fifis  a  long- felt  gap.    It 
Is  careful  and  exhaustive ;  equally  useful  as  a  student's  guide  and  a  architect's  book  of  reference.' 
—Journal  of  Royal  Institution  of  British  Architects. 

"  There  Is  room  for  tub  new  book,  which  win  probably  be  for  some  time  the  standard  work  on 
Che  subject  for  a  builder's  purpose."— Glasgow  Herald. 

"  A  thoroughly  useful  and  comprehensive  woek."— British  Architect, 

Mechanics  for  Architects. 

THE  MECHANICS  OF  ARCHITECTURE :  A  Treatise  on 
Applied  Mechanics,  especially  Adapted  to  the  Use  of  Architects.  By  E.  W. 
Tarn,  M.A.,  Author  of  "  The  Science  of  Building,"  Ac.  Second  Edition. 
Enlarged.  Ulust.  with  135  Diagrams.  Cr.  8vo,  7s.  64.  cloth.  {Just  published. 
"  The  book  b  a  very  useful  and  helpful  manual  of  architectural  mechanics,  and  really  contains 


duced  for  their  use."—  The  Builder. 

-  The  mechanics  In  the  volume  are  really  mechanics,  and  are  harmoniously  wrought  In  with 
Che  dbtinctive  professional  manner  proper  to  the  subject.  The  diagrams  and  type  are  commend* 
•bly  dear."— 7/W  Schoolmaster. 

The  New  Builder's  Price  Book9 1894. 

LOCKWOOD'S  BUILDER'S  PRICE  BOOK  FOR  1894.    A 

Comprehensive  Handbook  of  the  Latest  Prices  and  Data  for  Builders. 

Architects,  Engineers,  and  Contractors.     Re-constructed,    Re-written,  and 

Greatly  Enlarged.   By  Francis  T.  W.  Miller.    700  closely-printed  pages, 

crown  8vo,  4s.  cloth. 

•*  Thb  book  b  a  very  useful  one,  and  should  find  a  place  tu  every  Eng&sh  office  connected  wtth 
Hie  buDding  and  engineering  professions. "— Industries. 

"  An  excellent  book  of  reference."— Architect. 

"  In  its  new  and  revised  form  thb  Price  Book  Is  what  a  work  of  thb  kind  should  be— compre- 
hensive, reliable,  well  arranged,  legible,  and  well  bound:'— British  Architect. 

Designing  Buildings. 

THE  DESIGN  OF  BUILDINGS:  Being  Elementary  Notes 
on  the  Planning,  Sanitation  and  Ornamentive  Formation  of  Structures,  based 
on  Modern  Practice.  Illustrated  with  Nine  Folding  Plates.  By  W.  Wood- 
ley,  Assistant  Master,  Metropolitan  Drawing  Classes,  Ac.  Demy  8vo,  6s. 
cloth.  {Just  published. 

Sir  Wm.  Chambers's  Treatise  on  Civil  Architecture. 

THE  DECORATIVE  PART  OF  CIVIL  ARCHITECTURE. 
By  Sir  William  Chambers,  F.R.S.  With  Portrait,  Illustrations,  Notes,  and 
an  Examination  of  Grecian  Architecture,  by  Joseph  Gwilt,  F.S.A.  Revised 
and  Edited  by  W.  H.  Leeds    66  Plates.  410,  zu.  cloth. 
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ViUa  Architecture. 

A  HANDY  BOOK  OF  VILLA  ARCHITECTURE:  Bsine  a 
Stria  of  Designs  for  ViUa  Residences  in  various  Style*.  With  Outline 
Specifications  and  Estimates.  By  C.  Wxcxss,  Architect,  Author  of  "The 
Spires  and  Towers  of  England,"  Ate.  61  Plates,  4to,  £1  us.  6d.  half-morocco. 
"The  whole  of  the  designs  bear  evident*  of  their  being  the  work  of  an  artistic  architect,  sad 
they  wtii  prore  rery  rateable  and  waggaadm."~iBtnVMii£  iww. 

2*e&tVBooft  /or  Architects. 

THE  ARCHITECT'S  GUIDE:  Being  a  Text-Book  of  Useful 
Information  for  Architect*,  Engineer*,  Surveyors,  Contractor*.  Clerk*  of 
Worn*,  &c.  6c.     By  Frbdbjuck  Rooxaa,  Architect.    Third  Edition.   Crown 

8vo,  31.  64.  cloth. 

M  As  a  text-book  of  useful  information  for  architects,  engineers,  siaroyut*.  ftc,  It  eoald  be 
bard  to  and  a  handier  or  more  complete  little  Tohune."— Standard. 

Taylor  and  Crew's  Rome. 

THE  ARCHITECTURAL  ANTIQUITIES  OP  ROME.  By 
the  late  G.  L.  Taylor,  Esq.,  F.R.I. B.A.,  and  Edward  Crbsy,  Esq.  New 
Edition,  thoroughly  Revised  by  the  Rev.  Albxandbk  Taylor,  M.A.<son  of 
the  late  G.  L.  Taylor,  EsqA  Fellow  of  Queen's  College,  Oxford,  and  Chap- 
lain of  Gray's  Inn.  Large"tolio,  with  13c  Plates,  £3  3s.  half-bound. 
,  Cresy's  work  has  front 


"Taylor  and  Cresy's  work  has  from  Its  first  publication  been  ranked  among  those 
books  which  cannot  be  bettered,"— Architect. 

Linear  Perspective. 

ARCHITECTURAL  PERSPECTIVE :  The  whole  Course  and 
Operations  of  the  Draughtsman  in  Drawing  a  Large  House  In  Linear  Per- 
spective. Illustrated  by  39  Folding  Plates.  By  F.  O.  Ferguson.  8vo, 
3s.  6d.  boards. 

"  It  is  the  most  intelligible  of  the  treatises  on  this  ill-treated  subject  that  1  have  met  with/*— 
E.  INGRESS  BBLL,  Esq..  in  the  RJA~A.  Journal. 

Architectural  Drawing. 

PRACTICAL  RULES  ON  DRA  WING,  for  the  Operative  Builder 
and  Young  Student  in  Architecture.    By  George  Pyne.    With  14  Plates,  ato, 

71.  64.  boards. 

Vitruvius9  Architecture. 

THE  ARCHITECTURE  of  MARCUS  VITRUVIUS  POLLIO. 
Translated  by  Joseph  Gwilt,  F.S.A.,  F.R.A.S.  New  Edition,  Revised  by 
the  Translator.    With  23  Plates.    Fcap.  8vo,  51.  cloth. 

Designing,  Measuring,  and  Valuing. 

THE  STUDENTS  GUIDE  to  the  PRACTICE  of  MEASUR- 
ING AND  VALUING  ARTIFICERS*  WORK.  Containing  Directions  for 
taking  Dimensions,  Abstracting  the  same,  and  bringing  the  Quantities  into 
Bill,  with  Tables  of  Constants  for  Valuation  of  Labour,  and  tor  the  Calcoisv 
tion  of  Areas  and  Solidities.  Originally  edited  by  Edward  Dobson.  Architect. 
With  Additions  by  B.  Wyndram  Tarn.  M.A.  Sixth  Edition.  With  8  Plate* 
and  63  Woodcuts.  Crown  8vo,  7s.  6ft*.  cloth. 
"  This  edition  will  be  found  the  most  complete  treatise  on  the  principles  of  measuring  sad 
vetoing  artificer*'  work  that  has  yet  been  published."— ^wtfrf^v  News. 

Pocket  Estimator  and  Technical  Guide. 

THE  POCKET  TECHNICAL  GUIDE,  MEASURER,  AND 
ESTIMATOR  FOR  BUILDERS  AND  SURVEYORS.  Containing  Tech- 
nical  Directions  for  Measuring  Work  in  all  the  Building  Trades,  Complete 
Specifications  for  Houses.  Roads,  and  Drains,  andean  easy  Method  of  Estimat- 
ing the  parts  of  a  Building  collectively.  By  A.  C.  Bbatom.  Sixth  Edit. 
Waistcoat-pocket  sire,  xs.  6a.  leather,  gilt  edges. 
"  No  builder,  architect,  surreyor,  or  raluer  should  be  without  his  '  Beaton.'  "—ButUhtfNtw*. 

Donaldson  on  Specifications. 

THE  HANDBOOK  OP  SPECIFICATIONS;  or,  Practical 
Guide  to  the  Architect,  Engineer,  Surveyor,  and  Builder,  in  drawing  up 
Specifications  and  Contracts  for  Works  and  Constructions.  Illustrated  by 
Precedents  of  Buildings  actually  executed  by  eminent  Architects  and  En- 
gineers. By  Professor  T.  L.  Donaldson,  P.R.I.B.A.,  Ac.  Mew  Edition. 
8vcs  with  upwards  of  1.000  paxes  of  Text,  and  35  Plates.  £1  xzs.  64.  cloth. 
'■  Valuable  as  •  record,  and  more  raluable  stm  as  a  book  of  precedents.  .  .  .  Suffice  It  to 
say  that  Donaldson's '  Handbook  of  Specifications '  must  be  bought  by  all  architects."— Builder. 
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Architect,  Engineer.  Surveyor,  and  Builder.   With  an  Essay 
b  and  Science  of  Modern  Buildings.     Upon  the  Basis  of  the 


Bartholomew  and  Rogers'  Specifications* 

\  SPECIFICATIONS  FOR  PRACTICAL    ARCHITECTURE. 

I  A  Guide  to  the 

on  the  Structure 
J  Work  by  Alfred  Bartholomew,  thoroughly  Revised,  Corrected,  and  greatly 

added  to  by  Frederick  Rogers,  Architect.    Third  Edition,  Revised,  with 
Additions*    With  numerous  Illustrations.    Medium  Bve,  15s.  cloth. 
"  The  collection  of  specification*  prepared  by  Mr.  Rogers  on  the  basis  of  Bartholomew's 
well  known  to  need  any  recommendation  from  us.    It 
young  architect  mast  be  equipped."— ^ncMtoA 


b  too  well  known  to  need  any  recommendation  from  us.    It  Is  one  of  the  books  with  which  every 


Construction* 

THE  SCIENCE  OP  BUILDING  :  An  Elementary  Treatise  on 
the  Principles  of  Construction.  By  E.  Wyndhaic  Tarn,  M.A*  Architect 
Third  Edition,  Revised  and  Enlarged.  With  59  Engravings.  Fcap.  8vo,  4s.  cL 
"  A  Tory  valuable  book,  which  we  strongly  recommend  to  all  students. N— SuiUtr. 

House  Building  and  Repairing. 

THE  HOUSE-OWNER'S  ESTIMATOR  ;  or,  What  will  It  Cost 
to  Build.  Alter,  or  Repair?    A  Price  Book  for- Unprofessional  People,  as 
well  as  the  Architectural  Surveyor  and  Builder.  By  J.  D.  Simom.  Edited  by  F. 
T.  W.  Miller,  A.R.I.B.A.    Fourth  Edition.  Crowo  8vo,  3*.  oil.  cloth. 
.  "In  two  years  It  will  repay  its  cost  a  hundred  times  over."— FUid. 

Cottages  and  Villas. 

COUNTRY  AND  SUBURBAN  COTTAGES  AND  VILLAS: 
How  to  Plan  and  Build  Them.  Containing  33  Plates,  with  Introduction, 
General  Explanations,  and  Description  of  each  Plate.  By  Jambs  W.  Bogus, 
Architect,  Author  of  "  Domestic  Architecture,"  &c    4to,  10s.  64,  cloth. 

Building  ;  Civil  and  EcdesiasticaL 

A   BOOK   ON   BUILDING,  Civil  and  Ecclesiastical,  including 
Church  Restoration  ;  with  the  Theory  of  Domes  and  the  Great  Pyramid,  &c. 
By  Sir  Edmund  Beckett,  Bart.,  LL.D.,  F.R.A.S.  Second  Edition,  Fcap. 
8vo,  55.  cloth. 
"  A  book  which  b  always  amusing  and  nearly  always  lastroctiv«.^-7ft»**f. 

Sanitary  Houses,  etc. 

THE  SANITARY  ARRANGEMENT  OF  DWELLING- 
HOUSES:  A  Handbook  for  Householders  and  Owners  of  Houses.  By  A. 
J.  Wallis-Tayler,  A.M.  Inst.  C.E.  With  numerous  Illustrations.  Crown 
8vo,  25. 6d.  cloth.  _.  [Just  published. 

Ventilation  of  Buildings. 

VENTILATION.    A  Text  Booh  to  the  Practice  of  the  Art  of 

Ventilating  Buildings.   By  W.  P.  Buchan,  R.P.    xamo,  4s.  cloth. 
M  Contains  a  great  amount  of  useful  practical  information,  as  thoroughly  interesting  as  it  is, 
technically  lettable."— British  ArchiUcL 

The  Art  of  Plumbing. 

PLUMBING.    A  Text  Booh  to  the  Practice  of  the  Art  or  Craft  of 
the  Plumber.    By  William  Paton  Buchan,  R.P,    Sixth  Edition,  Enlarged, 
izmo,  41.  cloth. 
"  A  text-book  which  may  be  safely  put  in  the  hands  of  every  young  plumber."— Builder. 

Geometry  for  the  Architect,  Engineer,  etc 

PRACTICAL  GEOMETRY,  for  the  Architect,  Engineer,  and 
Mechanic.  Giving  Rules  for  the  Delineation  and  Application  of  various 
Geometrical  Lines,  Figures  and  Curves.  By  B.  W.  tarn,  M.A.,  Architect. 
8vo,  95.  cloth. 

"No  book  with  the  same  objects  In  view  has  ever  been  published  In  wtakh  the  clearness  of  the 
rules  laid  down  and  the  iuustrative  diagrams  have  been  so  satisfrctory/' 


The  Science  of  Geometry. 

THE  GEOMETRY  OF  COMPASSES;  or,  Problem  Resolved 
by  the  mere  Description  of  Circles,  and  the  use  of  Coloured  Diagrams  and 
Symbols.   By  Oliver  Byrhe.   Coloured  Plates.   Crown  8vo,  3s.  6*5.  cloth. 
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CARPENTRY,  TIMBBR,  etc. 
Tredgold's  Carpentry,  Revised  A  Enlarged  by  Tarn. 

THE  ELEMENTARY  PRINCIPLES  OF  CARPENTRY. 
A  Treatise  on  the  Pressure  and  Equilibrium  of  Timber  Framing,  the  Resist- 
ance of  Timber,  and  the  Construction  of  Floors,  Arches,  Bridges,  Roofs, 
Uniting  Iron  and  Stone  with  Timber,  dec  To  which  is  added  an  Essay 
on  the  Nature  and  Properties  of  Timber,  &c.,  with  Descriptions  of  the  kinds 
of  Wood  nsed  in  Building ;  also  numerous  Tables  of  the  Scantlings  of  Tim- 
ber for  different  purposes,  the  Specific  Gravities  of  Materials,  Ac  By  Thomas 
Tredqold,  C.B.  With  an  Appendix  of  Specimens  of  Various  Room  of  Iron 
and  Stone,  Illustiated.  Seventh  Edition,  thoroughly  revised  and  considerably 
enlarged  by  B.  Wymdham  Tarn,  M.A.,  Author  ot  "The  Science  of  Bond- 
ing," Ac.  With  6k  Plates,  Portrait  of  the  Author,  and  several  Woodcuts.  la 
One  large  Vol.,  4to,  price  £1  5*.  cloth. 

M  Ought  to  be  In  every  architect's  and  every  builder's  Wbnxy.m—StdUer. 
'  A  work  whose  monumental  excellence  must  commend  It  wherever  akflrol 

d.    The  author's  principles  are  rather  confirmed  than  Impaired  by 

1  are  of  great  Intrinsic  vaW— ifortftjy  News, 


Woodworking  Machinery. 

WOODWORKING  MACHINERY:  Its  Rise,  Progress,  and 
Construction.  With  Hints  on  the  Management  of  Saw  Mills  and  the  Economi- 
cal Conversion  of  Timber.  Illustrated  with  Examples  of  Recent  Designs  by 
leading  English,  French,  and  American  Engineers.  By  M.  Powis  Balk, 
A.M.Inst.C.B.,  M.I.M.B.  Second  Edition,  Revised,  with  large  Additions. 
Large  crown  8vo,  440  pp.,  9s.  cloth.  {Just  published. 

44  Mr.  Bale  b  evidently  an  expert  on  die  subject  and  he  has  collected  so  much  Information  that 
eat  book  Is  ail-eumcient  for  builders  and  others  engaged  In  the  conversion  of  timber. "- 
"The  most  comprehensive  compendium  of  wood-working  machinery  we  have 
b  a  thorough  master  of  bb  subject."— tf*tf<tt«,r  News, 


Saw  Mills. 

SA  W  MILLS  :  Their  Arrangement  and  Management,  and  the 
Economical  Conversion  of  Timber.    (A  Companion  Volume  to  "  Woodwork- 
ing Machinery.")    By  M.  Powis  Bale.   Crown  8vo,  10s.  64.  cloth. 
"  The  administration  of  a  large  sawing  eetabHshment  b  discussed,  and  the  subject  eramhied 
from  a  financial  standpoint.  Hence  the  sice,  shape,  order,  and  disposition  of  saw-mills  and  the 
like  are  gone  into  in  detail,  and  the  course  of  the  timber  is  traced  from  its  reception  to  its  delivery 
in  its  converted  state.   We  could  not  desire  a  mose  complete  or  practical  tsmnem."— Builder. 

Nicholson's  Carpentry. 

THE  CARPENTER'S  NEW  GUIDE  ;  or,  Book  of  Lines  for  Car- 
penters;  comprising  all  the  Elementary  Principles  essential  for  acquiring  a 
knowledge  of  carpentry.  Pounded  on  the  late  Peter  Nicholson's  standard 
Work.  New  Edition,  Revised  bv  A.  Ashpxtkl,  F.S.A.  With  Practical 
"Roles  on  Drawing,  by  G.  Pyxb,    with  74  Plates,  4to,  £1  is.  cloth. 

Handrailing  and  StairbuUding. 

A  PRACTICAL  TREATISE  ON  HANDRAILING  :  Showing 
New  and  Simple  Methods  tor  Finding  the  Pitch  of  the  Plank,  Drawing  the 
Moulds,  Bevelling,  Jointing-up,  and  Squaring  the  Wreath.  By  Georqr 
C0LLIMG8.  Second  Edition,  Revised  and  Enlarged,  to  which  is  added  A 
Treatise  on  Stairbuildimo.    tamo,  as.  6d.  cloth  limp. 

"WUl  be  fi^und  of  practical  utiBtv  In  the  execution  of  this  difficult  branch  of  Joinery."— BwOder. 

"  Ahno&t  every  difficult  phase  of  this  somewhat  Intricate  branch  of  Joinery  is  &"^*tr*  by  law 
aid  of  plates  and  explanatory  letterpress."— furniture  Gmeeim, 

Circular  Work. 

CIRCULAR  WORK  IN  CARPENTRY  AND  JOINERY:  A 

Practical  Treatise  on  Circular  Work  of  Single  and  Double  Curvature.    By 
George  Collinos.  With  Diagrams.    Second  Edit,    xamo,  as.  64.  cloth  limp. 
"  An  excellent  example  of  what  a  book  of  this  kind  should  be.    Cheap  la  price,  dear  hi  definl> 
t'on  and  practical  In  the  examples  selected.  "—Builder. 

Handrailing. 

HANDRAILING  COMPLETE  IN  EIGHT  LESSONS.  On 
the  Square-Cut  System.  By  J.  S.  Goldthorp,  Teacher  of  Geometry  and 
Building  Construction  at  the  Halifax  Mechanic's  Institute.  With  Eight 
Plates  and  over  150  Practical  Exercises.  4to,  3s.  €d.  cloth. 
"  L<kely  to  be  of  considerable  value  to  Joiners  and  others  who  take  a  pride  in  good 
we  heartily  commend  it  to  teachers  and  students."—  Timber  Trades  Journal. 
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Timber  Merchant's  Companion* 

THE  TIMBER  MERCHANTS  AND  BUILDER'S  COM- 
P ANION.  Containing  New  and  Copious  Tables  of  the  Reduced  Weight  and 
Measurement  of  Deals  and  Battens,  of  all  sizes,  from  One  to  a  Thousand 
Pieces,  and  the  relative  Price  that  each  size  bears  per  Lineal  Foot  to  an* 
given  Price  per  Petersburg  Standard  Hundred ;  the  Price  per  Cube  Foot  of 
Square  Timber  to  any  given  Price  per  Load  of  to  Feet;  the  proportionate 
Value  of  Deals  and  Battens  by  the  Standard,  to  square  Timber  by  the  Load 
of  50  Feet ;  the  readiest  mode  of  ascertaining  the  Price  of  Scantling  per 
Lineal  Foot  of  any  sire,  to  any  given  Figure  per  Cube  Foot,  Ac.  Ac.  JBv 
William  Dowsing.  Fourth  Edition,  Revised  and  Corrected.  Cr.8vo.3j.  cl. 
"  Everything  is  as  concise  and  dear  as  It  can  possibly  be  made.    There  can  be  no  doubt  that 

every  timber  merchant  and  builder  ought  to  possets  it."— Hull  Advtrtiser. 

"  We  are  glad  to  see  a  fourth  edition  of  these  admirable  tables,  which  lor  correctness  and 

simplicity  of  arrangement  leave  nothing  to  be  desired."1—  Ttmhtr  Trmdts  ^cummt, 

Practical  Timber  Merchant. 

THE  PRACTICAL  TIMBER  MERCHANT.  Being  a  Guide 
for  the  use  of  Building  Contractors,  Surveyors.  Builders,  Ac,  comprising 
useful  Tables  for  all  purposes  connected  with  the  Timber  Trade,  Marks  of 
Wood,  Essay  on  the  Strength  of  Timber,  Remarks  on  the  Growth  of  Timber, 
Ac  By  W.  Richardson.  Fcap.  8vo,  xs.  64.  cloth. 
••This  handy  manual  contains  much  valuable  Information  for  the  use  of  timber  merrhanty 

builders,  foresters,  and  all  others  connected  with  the  growth,  sate,  and  msniimctnro  of  timber."— 

yeumai  4/  Ftrtstry. 

Timber  Freight  Book. 

THE   TIMBER    MERCHANTS,   SAW   MILLER'S,    AND 

IMPORTER'S  FREIGHT  BOOK  AND  ASSISTANT.   ComprisingRules, 
Tables,  and  Memoranda  relating  to  the  Timber  Trade.     By  William 
Richardsow,  Timber  Broker;  together  with  a  Chapter  on  " Speeds  or  Saw 
Mill  Machinery."  by  M.  Powis  Bale,  M.I.M.B.,  Ac.  xamo.  3*.  64.  cl.  boards. 
"A  very  useful  manual  of  rules,  tables,  and  memoranda  relating  to  the  timber  trade.   We  re- 
commend It  as  a  compendium  of  calculation  to  all  timber  measurers  and  merchants,  and  as  supply* 
lag  a  real  want  In  the  trade."— £»tttov  News. 

Backing-Case  Makers,  Tables  for. 

PACKING-CASE  TABLES;  showing  the  nnmber  of  Super- 
ficial Feet  in  Boxes  or  Packing-Cases,  from  six  inches  square  and  upwards. 
By  W.  Richardson,  Timber  Broker.    Third  Edition.    Oblong  Ato,  3*.  64.  cl. 

"  Invaluable  labour-saving  tables,"— /rvNMWtfvr. 

"WB  sate  much  labour  and  calculation."- 


Superficial  Measurement. 

THE  TRADESMAN'S  GUIDE  TO  SUPERFICIAL  MEA- 
SUREMENT. Tables  calculated  from  x  to  soo  inches  in  length,  by  x  to  108 
inches  in  breadth.  For  the  use  of  Architects,  Surveyors,  Engineers,  Timber 
Merchants.  Builders,  Ac    By  James  Haweinqs.    Fourth  Edition.    Fcap., 

31. 64.  doth.  _  ^       _ 

••AusefulccJlecdooofmblestofadlhaterapklcaknilatkmof  suraces.  The  exact  area  of  any 
surface  of  which  the  limits  have  been  ascertained  can  be  instancy  determined.  The  book  wB  be 
found  of  the  greatest  utUtjr  to  all  engaged  in  building  operations.'— Scotsman. 


These  tables  will  be  found  of  great  assistance  to  all  who  require  to  make  calculations  In  supes* 
octal  measurement."— Bngiis h  Mechanic 

Forestry. 

THE  ELEMENTS  OP  FORESTRY.  Designed  to  afford  In- 
formation concerning  the  Planting  and  Care  of  Forest  Trees  for  Ornament  or 
Profit,  with  Suggestions  upon  the  Creation  and  Care  of  Woodlands.  By  F.  B. 
Houoh.   Large  crown  8vo,  10s.  cloth. 

Timber  Importer's  Guide. 

THE  TIMBER  IMPORTER  '5,  TIMBER  MERCHANTS,  A ND 
BUILDER'S  STANDARD  GUIDE.  By  Richard  B.  Gramdy.  Compris- 
ing an  Analysis  of  Deal  Standards,  Home  and  Foreign,  with  Comparative 
Values  and  Tabular  Arrangements  for  fixing  Net  Landed  Cost  on  Baltic 


••Everything  It  pretends  to  be:  built  up  gradually.  It  mads  one  from  a  fipr^ to  a  treeneffl,  and 
throws  la,  as  a  makeweight,  a  host  of  inatarmT  concerning  bricks,  columns,  deters*  tLC"-BHfUsh 
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DEOORATIVX  ARTS,  ete. 

Woods  and  Marbles  (Imitation  of). 

SCHOOL  OF  PAINTING  FOR  THE  IMITA  T10N  OF  WOODS 
AND  UARBLBS.it  Taught  ud  Practiied  by  A.  R.  Vak  dm  Bum  and  P. 
Vak  dei  Buma,  Directors  of  the  Rotterdam  Painting  Irutitntion.  Royal  folio, 
1S(  by  ill  la.,  Illustrated  with.  14  full -aiie  Coloured  PUtei;  also  u  plain 
PJat«i,co.rnpri»in«i54  Figures.  Seooud  and  Cheaper  Edition.  Price  £1  iu.M, 
LIMofPUta. 

S3 

%  - 


WaU  Paper. 

WALL    PAPER    DECORATION,     By    Arthur    Seymour 

Jknhinqs,  Author  of  "  Practical  Paper  Hanging.''    With  BDnMrau  lUtatot- 


[f  n  preparation. 

Souse  Decoration. 

ELEMENTARY    DECORATION.     A   Guide  to  the   Simple* 

Forms  of  Everyday  Art.  Together  with  PRACTICAL  HOUSE  DECORA 
TIOS.  By  Taxes  W.Facii.  With  numerou.  initiations.  In  One  Vol., 
Si.  strongly  half-  bound. 

House  Painting,  Graining,  etc. 

HOUSE  PAINTING,  GRAINING,  MARBLING,  AND  SIGN 

„.„.r...r-   .  ^  .......  „-oal]oL    Bj  ELua  A-Davidsou,    Sixth  Edition. 


Decorators,  Receipts  for. 

THE  DECORATOR'S  ASSISTANT:  A  Modern  Guide  tc 

'       s,  Writers,  Gilders,  Ac.    Conb 


Moyr  Smith  on  Interior  Decoration. 

ORNAMENTAL  INTERIORS,  ANCIENT  AND  MODERN. 
By  1.  Moth  Smith.    Super-royal  Svo,  with  11  fuU-pmae  Plates 


nely  bound  in  cloth,  gilt  top,  price  1S1. 
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British  and  Foreign  Marbles* 

MARBLE  DECORATION  and  the  Terminology  of  British  and 
Foreign  Marbles,  A  Handbook  for  Students.  By  George  H.  Blagrove, 
Author  of  u  Shoeing  and  its  Application/'  aYc.  With  *8  IUostrationa.  Crown 
8vo.  31. 64.  cloth. 


M  This  most  useful  and  such  wanted  handbook  should  bo  la  the  hands  of  overy  architect  and 
bonder."— BuUJOt,  World. 

"  A  carefully  and  usefully  written  treatise ;  die  work  b  ssttndsHy  pnCtikaLm-*Se9tnm*H. 

Marble  Working,  etc. 

MARBLE  AND   MARBLE  WORKERS:   A  Handbook  for 

Architects,  Artists.  Masons*  and  Students.    By  Arthur  Lee,  Author  of  "  A 

Visit  to  Carrara,"  «•  The  Working  of  Marble,"  Ac  Small  crown  8vo, ».  cloth. 

"  A  reaDy  valuable  addition  to  the  technical  literature  of  architects  and  masons."— J******* 

Ntms.  

DELAUOTTE'8  WORKS  ON  ILLUMINATION  AND  ALPHABETS. 

A  PRIMER  OP  THE  ART  OP  ILLUMINATION,  fir  the  Use  of 
Beeitners :  with  a  Rudimentary  Treatise  on  the  Art,  Practical  Directions  for 
its  Exercise,  and  Examples  taken  from  Illuminated  MSS.,  printed  in  Gold  and 
Colours.  By  F.  Delamotte.  New  and  Cheaper  Edition.  Small  4to,  61.  orna- 
mental boards. 

••The  examples  of  eodont  MSS.  recommended  to  the  student  which,  with  much  i 
She  author  chooses  from  collections  accessible  to  aft,  are  selected  wtth  Judgment  and! 

_ss         s^k^aa.  Is        m  .■■ -  . 

ORNAMENTAL  ALPHABETS,  Ancient  and  Medieval,  from  the 
Eighth  Century,  with  Numerals;  including  Gothic,  Church-Text,  large  and 
small,  German,  Italian,  Arabesque,  Initials  for  Illumination,  Monograms, 
Crosses,  &c.  Ate.,  for  the  nse  of  Architectural  and  Engineering  Draughtsmen, 
Missal  Painters,  Masons,  Decorative  Painters,  Lithographers,  Engravers, 
Carvers,  Sec.  Ac.  Collected  and  Engraved  by  F.  Delamotte,  and  printed  in 
Colours,  New  and  Cheaper  Edition.  Royal  8vo,  oblong,  at.  671.  ornamental 
boards. 
"For  those  who  Insert  eimmeflod  sentences  round  glided  chaBcos,  who  bmson  shop  legends  i 


shop-doors,  who  letter  church  walls  with  pithy  sentences  from  the  Decalogue,  this  book  wiB  be  ass- 
tuL*—AOuwmm. 

EXAMPLES  OP  MODERN  ALPHABETS,  Plain  and  Ornamental; 
including  German,  Old  English,  Saxon,  Italic,  Perspective,  Greek,  Hebrew, 
Court  Hand,  Engrossing,  Tuscan,  Riband,  Gothic,  Rustic,  and  Arabesque ; 
with  several  Original  Designs,  and  an  Analysis  of  the  Roman  and  Old  English 
Alphabets,  large  and  small,  and  Numerals,  for  the  use  of  Draughtsmen,  Sur- 
veyors, Masons,  Decorative  Painters,  Lithographers,  Engravers,  Carvers,  Ac. 
Collected  and  Engraved  by  F.  Delamotte,  and  printed  in  Colours.  New 
and  Cheaper  Edition.    Royal  8vo,  oblong,  as.  6d.  ornamental  boards. 

"There  Is  comprised  la  It  every  possible  shape  Into  which  the  letters  of  the  alphabet  and 
numerals  can  be  formed,  and  the  talent  which  has  been  oarpondod  m  dm  conception  of  the  various 
plum  and  ornamental  letters  is  woadesfvL"— Standard. 

MEDIAEVAL  ALPHABETS  AND  INITIALS  FOR  ILLUMU 
NATORS.  By  F.  G.  Delamotte.  Containing  91  Plates  and  Illuminated 
Title,  printed  in  Gold  and  Colours.  With  an  Introduction  by  J.  Willis 
Beooes.    Fourth  and  Cheaper  Edition.    Small  Ato,  as.  ornamental  boards. 

"  A  Tohtme  In  which  the  letters  of  the  alphabet  come  forth  glorlhed  In  gliding  and  all  the  colours 
of  the  prism  interwoven  and  Intertwined  and  lntermfaigledL>*--£wM. 

THE  EMBROIDERER'S  BOOK  OP  DESIGN.  Containing 
Initials,  Emblems,  Cyphers,  Monograms,  Ornamental  Borders,  Ecclesiastical 
Devices,  Mediasval  and  Modern  Alphabets,  and  National  Emblems,  Col- 
lected by  F.  Dblamotte,  and  printed  in  Colours.  Oblong  royal  8vo,  x«.  fjrf. 
ornamental  wrapper. 
Olm  book  wffl  be  of  s^eat  assistance  to  kdmsand  young  ihndion  who  me  endowed  wkh  the 

urtof  plrtog  Urn  needle  mtl^  meet  otuamental  and      ''  -__..._. 


Wood  Carving, 

INSTRUCTIONS  IN  WOOD-CARVING,  for  Amateurs;  with 
Hints  on  Design.  By  A  Last.  With  Ten  Plates.  New  and  Cheaper  Edition. 
Crown  8vo,  at.  in  emblematic  wrapper. 

M  The  handicraft  of  the  wcod<arver,  so  weD  as  a  book  can  Impart  fe  may  be  karat  from*  A 
Lady's*  publication,"— Alfunaum, 
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NATURAL  SCIENCE,^ 

The  Heavens  and  their  Origin. 

THE   VISIBLE   UNIVERSE:  Chapters  on  the  Origin  and 

Construction  of  the  Heavens.    By  T.  E.  Gore,  F.R.A.S.,  Author  of  "  Star 

Groups,"  fte.    Illustrated  by  6  Stellar  Photographs  and  za  Plates.    Demy 

8vo,  i6s.  cloth,  gilt  top. 

"  A  valuable  and  ludd  summary  of  recent  astronomical  theory,  rendered  mora  valuable  and 
attractive  by  a  series  of  stellar  photographs  and  other  illustrations."— The  Times. 

"  In  presenting  a  clear  and  concise  account  of  the  present  state  of  our  knowledge,  Mr.  Gore 
has  made  »  valuable  addition  to  the  literature  of  the  subject."— Nature. 

"  One  of  the  finest  works  on  astronomical  science  that  has  recently  appeared  In  our  language. 
In  spirit  and  in  method  it  is  scientific  from  cover  to  cover,  but  the  style  is  so  clear  and  attractive 
that  it  will  be  as  acceptable  and  as  readable  to  those  who  make  no  scientific  pretensions  as  to 
those  who  devote  themselves  specially  to  matters  astronomical.  "—Leeds  Mercury. 

"  As  interesting  as  a  novel,  and  instructive  withal ;  the  text  being  made  still  more  luminous  by 
stellar  photographs  and  other  illustrations.  ...  A  most  valuable  book-"— Manchester  Examiner. 

The  Constellations* 

STAR  GROUPS:  A  Student's  Guide  to  the  Constellations.    By 

J.  Ellard  GORB.F.R.A.S.,  M.R.I.A.,  Ac.,  Author  of  "  The  Visible  Universe," 

"  The  Scenery  of  the  Heavens."  With  30  Maps.  Small  ito,  55.  cloth,  silvered. 

*"""■  "  A  knowledge  of  the  principal  constellations  visible  in  our  latitudes  may  be  easily  acquired 

from  the  thirty  maps  and  accompanying  text  contained  in  this  work."— Nature. 

'*  The  volume  contains  thirty  maps  showing  stars  of  the  sixth  magnitude— the  usual  naked-eye 
limit— and  each  is  accompanied  t>y  a  brief  commentary,  adapted  to  facilitate  recognition  and  bring 
to  notice  objects  of  special  interest.  For  the  purpose  of  a  preliminary  survey  of  the  '  midnight  pomp* 
of  the  heavens,  nothing  could  be  better  than  a  set  of  delineations  averaging  scarcely  twenty  square 
inches  in  area,  and  Including  nothing  that  cannot  at  once  be  identified.3— •Saturday  Review, 
"  A  very  compact  and  handy  guide  to  the  constellations.  "—Athenaeum. 

Astronomical  Terms. 

AN  ASTRONOMICAL  GLOSSARY;  or,  Dictionary  of  Terms 
used  in  Astronomy.  With  Tables  of  Data  and  Lists  of  Remarkable  and 
Interesting  Celestial  Objects.  By  J.  Ellard  Gork,  F.R.A.S.,  Author  of 
*'  The  Visible  Universe,"  &c.  Small  crown  8vo,  as.  6d.  cloth. 
"  A  very  useful  little  work  for  beginners  in  astronomy,  and  not  to  be  despised  by  more  ad- 
vanced students."—  The  Times. 

"  A  very  handy  book.  ...  the  utility  of  which  Is  much  Increased  by  its  valuable  tablet  of 
astronomical  data/'—  The  Athetusum. 

"  Astronomers  of  all  kinds  wiU  be  glad  to  have  it  for  reference."— Guardian. 

The  Microscope. 

THE  MICROSCOPE :  Its  Construction  and  Management,  in- 
cluding Technique,  Photo-micrography,  and  the  Past  and  Future  of  the 
Microscope.  By  Dr.  Henri  van  Heurck,  Director  of  the  Antwerp  Botan- 
nical  Gardens.  English  Edition,  Re-Edited  and  Augmented  by  the  Author 
from  the  Fourth  French  Edition,  and  Translated  by  Wynne  E.  Baits*, 
F.R.M.S.,  F.G.S.,  dec.  About  400  pages,  with  Three  Plates  and  upwards  of 
a$o  Woodcuts.    Imp.  8vo,  18s.  cloth  gilt. 

"  A  translation  of  a  well-known  work,  at  once  popular  and  comprehensive. "—  Times, 
m  The  translation  is  as  felicitious  as  It  is  accurate."— Nature. 

Astronomy. 

ASTRONOMY.     By  the  late  Rev.  Robert  Main,  M.A.,  F.R.S. 
Third  Edition.  Revised,  by  Wii.  Thynne  Lynn,  B.A.,  F.R.A.S.,  formerly 
of  the  Royal  Observatory,  Greenwich,    iamo,  u.  cloth  limp. 
"  A  sound  and  simple  treatise,  and  a  capital  book  lor  beginners."-  KnemUift. 
M  Accurately  brought  down  to  the  requirements  of  the  present  thee."—  EducaHmal  Times. 

Mecent  and  Fossil  Shells. 

A  MANUAL  OF  THE  MOLLUSCA  :  Being  a  Treatise  on  Recent 
and  Fossil  Shells.  By  S.  P.  Woodward.  A.L.S..  F.G.S.,  late  Assistant 
Palaeontologist  in  the  British  Museum.  With  an  Appendix  on  Recent  and 
Fossil  Conchological  Discoveries,  by  Ralph  Tate,  A.L.S.,  F.G.S.  Illustrated 
by  A.  N.  Water  house  and  Joseph  Wilson  Lowry.  With  33  Plates  and 
upwards  of  300  Woodcuts.  Reprint  of  Fourth  Ed.,  1880.  Cr.  8vo,  73.  64.  c>. 
H  A  most  valuable  storehouse  of  conchological  and  geological  tnfc*mat!oo,*,--&*K<»  Gessif. 

Geology  and  Genesis. 

THE  TWIN  RECORDS  OP  CREATION;  or,  Geology  and 
Genesis:  their  Perfect  Harmony  and  Wonderful  Concord,  By  George  W. 
Victor  le  Vauz.    Fcap.  8vo,  5*.  cloth. 

-  -      -  ■•*         -  ~    -  the       " 


"  A  valuable  contribution  to  the  evidences  of  Revelation,  and  disposes  very  conclusively  of  the 

-ints  of  those  who  would  set  God's  Works  1  ~ —    * 

sophistry  is  left  unexposed."—  The  Roc*. 


arguments  of  those  who  would  set  God's  Works  against  God  %  Word.    No  real  difficulty  is  shirked 
and  no s     "-     "  -  ~  .-—_.-» 
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DR.  LARDHER'S  COURSE  OF  NATURAL  PHILOSOPHY. 

THE  HANDBOOK  OF  MECHANICS.  Enlarged  and  almost  Re- 
written by  Bbmjamim  Lobwt,  FJLA.S.  With  378  Illustrations.  Post  8vo, 
fit.  cloth. 

"The  perspicuity  of  the  original  has  been  retained,  and  chapters  which  had  become  obaolete 
bare  been  replaced  by  otben  of  mora  modern  character.  The  explanation*  throughout  are 
studiously  popular,  and  care  has  been  taken  to  show  the  application  of  the  various  bran  chat  of 
physics  to  the  industrial  arts,  and  to  the  practical  business  of  ma."— Mining  Journal, 

"Mr.  Loewy  has  carefully  revised  the  book,  and  brought  It  up  to  modern  requirements."— 
Smturt, 

"Natural philosophy  has  had  few  exponents  more  able  or  better  skffled  In  the  art  of  pope* 
larlamg  the  subject  than  Dr.  Lardneri  and  Mr.  Loewy  is  doing  good  service  la  fitting  thb  treatise, 
and  the  others  of  the  series,  for  use  at  the  present  time."— vSatfrmofi. 

THE  HANDBOOK  OF  HYDROSTATICS  AND  PNEUMATICS. 
New  Edition,  Revised  and  Enlarged,  by  Bbmjamin  Lobwt,  F.R.A.S.  With 
936  Illustrations.    Post  8vo,  5*.  cloth. 

"For  those  'who  desire  to  attain  an  accurate  knowledge  of  physical  science  without  the  pas- 
found  methods  of  mathematical  investigation,'  this  work  is  not  merely  Intended,  but  well  adapted.** 
—CJumical  News. 

"The  volume  before  us  has  been  carefully  edited,  augmented  to  nearly  twice  the  bulk  of  the 
former  edition,  and  all  the  most  recent  matter  has  been  added.  .  .  .  It  is  a  valuable  text-book." 
—Nature 

"Candidates  for  pass  examinations  win  find  U,  we  think,  specially  suited  to  their  requirements. 
—Bngtixh  Mechanic. 

THE  HANDBOOK  OF  HEAT.  Edit**}  and  almost  entirely  Re- 
written  by  Bbmjamim  Lobwt,  F.R.A.S.,  Ac.    1x7  Musts.    Post  8vo,  6s.  cloth. 

"The  style  is  always  clear  and  precise,  and  conveys  Instruction  without  leaving  any  cloudiness 
or  lurking  doubts  btMad."—Enrinetrinr. 

"A  moat  exhaustive  book  on  the  subject  on  which  It  treats;  sad  It  so  arranged  that  It  can  be 
■uderstood  by  all  who  desire  to  attain  an  accurate  knowledge  of  physical  science.  ....  Mr. 
Loewy  has  included  all  the  latest  discoveries  in  the  varied  laws  and  effects  of  hmt^—Standard, 


complete  and  handy  text-book  for  the  use  of  students  and  general  tmdat%."—£ngHsM 


THE  HANDBOOK  OF  OPTICS.  ByDiONYSius  Lardnbr,D.C.L., 

formerly  Professor  01  Natural  Philosophy  and  Astronomy  in  University 

College,  London.    New  Edition.   Edited  by  T.  Olvbr  Hardimq,  B.A.  Lond., 

of  University  College,  London.    With  498  Illustrations.    Small  8vo,  448 

pages,  55.  cloth. 

"Written  by  one  of  the  ablest  English  scientific  writers,  beauttfuuyand  elaborately  JDnstratad.** 
—  Hfecfiattit'  t  MarOJtinC. 

THE  HANDBOOK  OF  ELECTRICITY,  MAGNETISM,  AND 
ACOUSTICS.  By  Dr.  Lardnsh.  Ninth  Thousand.  Edit,  by  Gborgb  Cabby 
Foster,  B.A.,  F.CS.    With  400  Illustrations.    Small  8vo,  5*.  cloth. 

"The  book  could  not  have  been  entrusted  to  anyone  better  calculated  to  preserve  the  terse  and 
ladd  style  of  Lardner,  while  correcting  his  errors  and  bringing  up  his  work  to  the  present  state  of 
•dantMc  knowledge."— /factor  Science  Review. 

THE  HANDBOOK  OF  ASTRONOMY.  Forming  a  Companion 
to  the  "  Handbook  of  Natural  Philosophy.**  By  Diontsius  Laronbk,  D.C.L., 
formerly  Professor  of  Natural  Philosophy  and  Astronomy  in  University 
College,  London.  Fourth  Edition,  Revised  and  Edited  by  Edwin  Dumkin, 
F.R.A.S.,  Royal  Observatory,  Greenwich.  With  38  Plates  and  upwards  of 
100  Woodcuts.    In  One  Vol.,  small  8vo,  550  pages,  9s.  64.  cloth. 

"  Probably  no  other  book  contains  the  same  amount  of  information  In  so  compendious  and  well- 
arranged  a  form— certainly  none  at  the  price  at  which  this  Is  offered  to  the  public."— Athenaum. 

"we  can  do  no  other  than  pronounce  this  work  a  most  valuable  "«■—«■»  of  astronomy,  and  we 
strongly  recommend  it  fn  all  who  wfrh  to  arqntra  a  fonernl  hnf  st  the  isme  time  for  ie<  I  a<  qnslnl  i 
ance  with  this  sublime  science.  "—Quarterly  Journal  a/"  Science. 

"One  of  the  most  deservedly  popular  books  on  the  subject  .  .  .  We  would  ■ywtiwii  not 
only  the  student  of  the  elementary  principles  of  the  science,  but  he  who  aims  at  mastering  the 
higher  and  mathematical  branches  of  astronomy,  not  to  be  without  tins  work  beside  him."— /Vwcr*. 
tal  MmgmHne.  

Geology. 

RUDIMENTARY  TREATISE  ON  GEOLOGY,  PHYSICAL 
AND  HISTORICAL.  Consisting  of  «•  Physical  Geology,"  which  sets  forth 
the  leading  Principles  of  the  Science :  and  "  Historical  Geology,"  which 
treats  of  the  Mineral  and  Organic  Conditions  of  the  Earth  at  each  successive 
epoch,  especial  reference  being  made  to  the  British  Series  of  Rocks.  By 
Ralph  Tat*,  A.L.S.,  F.G.S.,  Ac.  With  350  Illustrations,  iamo,  51.  CL  bds. 
—   -■         -  •  -    ifrs 


-  The  fiilnew  of  the  matter  has  elevated  the  book  Into  a  manual.   Its  information  b  exhaustive 
and  wen  arranged.**-*^*/  Board  ChrenicU. 

D 
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THE  MUSEUM  OP  SCIENCE  AND  ART.  Edited  by 
Diohtsius  Lardmbk,  D.CLm  formerly  Professor  of  Natural  Philosophy  and 
Astronomy  in  University  College,  London.  With  upwards  of  i.oqp  Engrav- 
ings on  wood.  In  6  Double  Volumes,  £i  u.  in  a  new  and  elegant  cloth  bincV 
ing ;  or  handsomely  bound  in  half-morocco,  311. 64. 

V*  Opinions  or  the  Press, 

"Tfak  tote*  besides  affording  popular  but  sound  Instruction  on  scientific  subjects,  with  wMsa 
the  humblest  man  in  the  country  ought  to  be  acquainted,  also  undertakes  that  teaching  of  'Com> 
bob  Things '  which  every  wen-wisher  of  bis  kind  is  anxious  to  promote.  Many  thousand  copies  ef 
this  serviceable  publication  have  been  printed,  in  the  belief  and  hope  that  the  desire  for  InstrocrJos) 
and  Improvement  widely  prevails ;  ana  we  have  no  fear  that  such  enlightened  faith  will  meet  wHa 
disappointment."—  Timet. 

"  A  cheap  and  interesting  pubhcation.  alike  Informing  and  attractive.  The  papers  combine 
eabjects  of  importance  and  great  scientific  knowledge,  considerable  Inductive  powers,  and  e 
popular  style  of  treatment."— k3/*dku>r. 

"The •  Museum  of  Science  and  Art'  b  the  most  valuable  contribution  that  has  ever  I 
made  to  the  Scientific  Instruction  of  every  dam  of  sodety.l— Sir  DAVID  B&BWSTSlt,  m 
N+rih  BrUis h  Review. 

MWoetherweconsi6^thehl>ermB^andbe«uryoftheaustrattais,  ^  charm  of  die 


or  the  durable  interest  of  the  matter,  we  most  cypress  our  belief  that  there  is  hardly  to  be 
among  the  new  books  one  that  would  be  welcomed  by  people  of  so  many  ages  and 


*•*  Separate  books  formed  from  the  above,  suitable  for  Workmen's  Libraries, 

wJ»Sjpe^ejv™)e^B>  \^#ee'epavS*wa  0S**yt 

Common  Things  Bwpimined.  Containing  Air,  Earth,  Fire,  Water,  Times 
Man,  the  Eye,  Locomotion,  Colour,  Clocks  and  Watches,  &c.  833  Illus- 
trations, cloth  gilt,  5*. 

The  Microscope,  Containing  Optical  Images,  Magnifying  Glasses,  Origin 
and  Description  of  the  Microscope,  Microscopic  Objects,  the  Solar  Micro- 
scope, Microscopic  Drawing  and  Engraving,  Ate,  247  Illustrations,  dotb 
gilt,  21. 

Popular  Geology.  Containing  Earthquakes  and  Volcanoes,  the  Crnst  of 
the  Earth,  ftc.    201  Illustrations,  cloth  gilt,  as.  64. 

Popular  Physios.  Containing  Magnitude  and  Minuteness,  the  Atmo- 
sphere, Meteoric  Stones,  Popular  Fallacies,  Weather  Prognostics,  the) 
Thermometer,  the  Barometer,  Sound,  &c  85  Illustrations,  cloth  gilt,  ss.64. 

Steam  and  Us  Uses.  Including  the  Steam  Engine,  the  Locomotive,  and 
Steam  Navigation.    89  Illustrations,  cloth  gilt,  at. 

Popular  Astronomy.  Containing  How  to  observe  the  Heavens— The 
Earth,  Sun,  Moon,  Planets,  Light,  Comets,  Eclipses,  Astronomical  Influ- 
ences, Ac.    1 8a  Illustrations,  cloth  gilt,  4s.  64. 

The  Bee  and  White  Ants :  Their  Manners  and  Habits.  With  Illustra- 
tions of  Animal  Instinct  and  Intelligence.    235  Illustrations,  cloth  gilt,  as. 

The  Electric  Telegraph  Popularised.  To  render  intelligible  to  all  who 
can  Read,  irrespective  of  any  previous  Scientific  Acquirements,  the  various 
forms  of  Telegraphy  in  Actual  Operation.  200  Illustrations,  cloth  gilt, 
2*.  64.  

X>t\  Lardner98  School  Handbooks* 

NA  TURA  L  PHILOSOPHY  FOR  SCHOOLS.  By  Dr.  Lardnbs, 

328  Illustrations.    Sixth  Edition.    One  Vol.,  3s.  64.  cloth. 

"  A  very  convenient  class-book  for  Junior  students  in  private  schools.   It  Is  Intended  to  ooasep 
In  clear  and  precise  terms,  general  notions  of  all  the  principal  divisions  of  Physical  Science. »-» 
British  Quarterly  Review. 

ANIMAL  PHYSIOLOGY  FOR  SCHOOLS.    By  Dr.  Labdnib, 

With  zoo  Illustrations.    Second  Edition.    One  Vol.,  3s.  64.  cloth. 
"  Clearly  written,  well  arranged,  and  excellently  illustrated.''— Gardener'*  Chronicle. 

Lardner  and  Bright  on  the  Electric  Telegraph, 

THE  ELECTRIC  TELEGRAPH.     By  Dr.  Lardner.     Re. 

vised  and  Re-written  by  B.  B.  Bright,  F.R.A.S.    240  Illustrations.    Small 
8vo,  as.  64.  cloth. 
"  One  of  the  most  readable  books  extant  on  the  Electric  Telegraph.*'— English  Mechanic 
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CHEMICAL  MANUFACTURES,  CHEMISTRyT 

Chemistry  for  Engineers,  etc. 

ENGINEERING  CHEMISTRY:  A  Practical  Treatise  for  the 
Use  of  Analytical   Chemists,  Engineers.  Iron  Masters,   Iron  Founders, 
Students,  and  others.    Comprising  Methods  of  Analysis  and  Valuation  of  the 
Principal  Materials  used  In  Engineering  Work,  with  numerous  Analyses, 
Examples,  and  Suggestions.       By  H.  Joshua   Phillips,  F.LC,  F.C.S. 
formerly  Analytical  and  Consulting  Chemist  to  the  Great  Eastern  Railway. 
Second  Edition,  Revised  and  Enlarged.    Crown  8vo,  400  pp.,  with  Illustra- 
tions, tot.  64.  cloth.  [Just  published. 
"  In  this  work  the  author  has  rendered  no  small  service  to  a  numerous  body  of  practical  men. 
.    .    .    The  analytical  methods  may  be  pronounced  most  satisfactory,  being  as  accurate  as  the 
despatch  required  of  engineering  chemists  permits."— Chemical  Newt. 

"  Those  In  search  of  a  handy  treatise  on  the  subject  of  analytical  chemistry  as  applied  to  the 
•very-day  requirements  of  workshop  practice  will  find  this  volume  of  great  assistance.  '—Iron. 

a  The  first  attempt  to  bring  forward  a  Chemistry  specially  written  for  the  use  of  engineers, 
and  we  hare  no  hesitation  whatever  in  saying  that  it  should  at  once  be  In  the  possession  of  every 
railwayengineer."— The  Railway  Engineer. 

"  The  book  will  be  very  useful  to  those  who  require  a  handy  and  concise  resume  of  approved 
methods  of  analysing  and  valuing  meals,  oils,  fuels,  *c.  It  Is,  in  fact,  a  work  for  chemists,  a  guide 
to  the  routine  of  the  engineering  laboratory.  .  .  .  The  book  is  full  of  good  things.  As  a  hand- 
book of  technical  analysis,  it  Is  very  welcome."— Bu Oder. 

"  Considering  the  extensive  ground  which  such  a  subject  as  Engineering  Chemistry  covers, 
the  work  is  complete,  and  recommends  itself  to  both  the  practising  analylst  and  the  analytical 
student.**— Chemical  Trade  Journal. 

"The  analytical  methods  given  are,  as  a  whole,  such  as  are  likely  to  give  rapid  and  trust, 
worthy  results  in  experienced  hands.  There  is  much  excellent  descriptive  matter  in  the  work,  the 
chapter  on '  Oils  and  Lubrication '  being  specially  noticeable  in  this  respect.''— Engineer. 

Alkali  Trade.  Manufacture  of  Sulphuric  Acid,  etc 

A  MANUAL  OF  THE  ALKALI  TRADE,  including  the 
Manufacture  of  Sulphuric  Acid,  Sulphate  of  Soda,  and  Bleaching  Powder. 
By  Johm  Lomas,  Alkali  Manufacturer,  Newcastle-upon-Tyne  and  London. 
With  83a  Illustrations  and  Working  Drawings,  and  containing  390  pages  ot 
Text.  Second  Edition,  with  Additions.  Super-royal  8vo,  £1  10*.  cloth. 
"This  book  is  written  by  a  manufacturer  for  manufacturers.  The  working  details  of  the  most 
spptDved  rbrms  of  apparatus  are  given,  and  these  are  accompanied  by  no  less  then  sjs  wood  eav> 


grnvrnga,  aO  of  which  may  be  used  for  the  purposes  of  construction.    Every  step  m  the  manu- 
facture is  very  fully  described  in  this  manual,  ana  each  improvement  explained."—  Atheaaum. 

"  We  finjl  not  merely  a  sound  and  luminous  explanation  of  the  chemical  principles  of  the  trade, 
but  a  notice  of  numerous  matters  which  have  a  most  Important  bearing  on  the  successful  conduct 
of  alkali  works,  but  which  are  generally  overlooked  by  even  experienced  technological  authors."— 
Chemical  Review. 

The  Blowpipe. 

THE  BLOWPIPE  IN  CHEMISTRY,  MINERALOGY,  AND 
GEOLOGY.  Containing  all  known  Methods  of  Anhydrous  Analysis,  many 
Working  Examples,  and  Instructions  for  Making  Apparatus.  Bv  Lteut.- 
Colonel  W.  A.  Ross,  RJl.  F.G.S.  With  iao  Illustrations.  Second  Edition, 
Revised  and  Enlarged.    Crown  8vo,  5s.  cloth. 

"The  student  who  goes  through  the  course  of  experimentation  hen  mtd  down  wflU  gala 
a  better  insight  into  Inorganic  chemistry  and  mineralogy  than  If  he  had  •got  up*  any  of  the  best 
text-books,  and  passed  any  number  of  examinations  la  their  contents/*—  Chemieai  Afar*. 

Commercial  Chemical  Analysis. 

THE*COMMERCIAL  HANDBOOK  OF  CHEMICAL  ANA- 
LYSIS; or.  Practical  Instructions  for  the  determination  of  the  Intrinsic  or 
Commercial  Value  of  Substances  used  in  Manufactures,  in  Trades,  and  In 
the  Arts.  By  A.  Normandy,  Editor  of  Rose's  "Treatise  on  Chemical 
Analysis."  New  Edition,  to  a  great  extent  Re-written  by  Henry  M.  No  ad, 
Ph.D.,  F.R.S.  With  numerous  Illustrations.  Crown  8vo,  iss.  64.  cloth. 
"  We  strongly  recommend  this  book  to  our  readers  as  a  guide,  alike  indispensable  to  the 
housewife  as  to  the  pharmaceutical  practitioner."— Medical  Times. 


'  Essential  to  the  analysts  appointed  under  the  new  Act.    The  most  recent  results  are  given 
and  the  work  is  well  edited  and  careraOy  written.  "—Nature* 

Dye-Wares  and  Colours. 

THE  MANUAL  OF  COLOURS  AND  DYE-WARES:  Their 
Properties,  Applications,  Valuations,  Impurities,  and  Sophistications.  For  the 
use  of  Dyers.  Printers,  Drysalters,  Brokers,  Ac.    By  J.  W.  Slats*.    Second 
Edition,  Revised  and  greatly  Enlarged.    Crown  8vo,  7*.  64.  cloth. 
"A  complete  encyclopaedia  of  the  materia  Hnewria.    The  mfbrmation  given  respecting  each 

article  is  full  and  precise,  and  the  methods  of  determining  the  value  of  erodes  such  as  these,  so 

■able  to  sophistication,  are  given  wtth  clearness,  and  an  practical  as  well  as  vttambmS- Chemist 

and  Druggist, 

M  There  b  no  other  work  which  covers  preclselj  the  same  ground.    To  stadenm  preparing 

for  exnminarJoiis  la  dyeing  and  pdntmg  it  will  prove  eueedlngly  asend.''-  Chemical  News. 
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Modern  Brewing  and  Malting. 

A  HANDYBOOK  FOR  BREWERS:  Being  a  Practical  Guide 

to  the  Art  of  Brewing  and  Malting.    Embracing  the  Conclusions  of  Modern 

Research  which  bear  open  the  Practice  of  Brewing.  By  Herbert  Edwards 

Wright,  MA.    Crown  8vo,  530  pp.,  12s.  64.  cloth. 

"  May  be  consulted  with  advantage  by  the  student  who  Is  preparing  himself  for  examinational 
test*,  while  the  scientific  brewer  will  find  in  it  a  resume  of  all  the  most  important  discoveries  of 
modern  times.  The  work  is  written  throughout  In  a  clear  and  concise  manner,  and  the  author  takes 
great  care  to  discriminate  between  vague  theories  and  well-established  i*et%."— Brewers' Jrumal. 

"We  have  great  pleasure  in  recommending  this  handybook.  and  have  no  hesitation  in 
saying  that  it  is  one  of  the  best— if  not  the  best— which  has  yet  been  written  on  the  subject  of 
beer-brewing  in  this  country,  and  it  should  have  a  place  on  the  shelves  of  every  brewer's  library.'' 
—The  Brewer*  s  Guardian. 

"  Although  the  requirements  of  the  student  are  primarily  considered,  an  acquaintance  of  hali- 
an-hour's  duration  cannot  fall  to  impress  the  practical  brewer  with  the  sense  of  having  found  a 
trustworthy  guide  and  practical  counsellor  In  brewery  matters."— Chemical  Trade  Journal, 

Analysis  and  Valuation  of  Fuels. 

FUELS:  SOLID,  LIQUID,  AND  GASEOUS,  Their  Analysis 
and  Valuation.  For  the  Use  of  Chemists  and  Engineers.  By  H.  J.  Phillips, 
F.C.S.,  formerly  Analytical  and  Consulting  Chemist  to  the  Great  Eastern 
Railway.    Second  Edition,  Revised  and  Enlarged.    Crown  8vo,  5s.  cloth. 

"Ought  to  fc^**  *»«  phu»  "  the  laboratory  of  evety  iratmfluigfo^  ettsMbrt»m«lt,  and  whWffVQ* 
foel  b  used  on  a  large  scale."— Chemical  News. 

"  Cannot  fail  to  be  of  wide  interest,  especially  at  the  present  ttm±m- Hallway  News. 

Figments. 

THE  ARTIST'S  MANUAL  OF  PIGMENTS.  Showing 
their  Composition,  Conditions  of  Permanency,  Non-Permanency,  and  AdnH 
terations;  effects  in  Combination  with  Each  Other  and  with  Vehicles ;  and 
the  most  Reliable  Tests  of  Parity  Together  with  the  Science  and  Art 
Department's  Examination  Questions  on  Painting.  By  H.  C.  Stamdaqb. 
Second  Edition.    Crown  8vo,  as.  64.  cloth. 

"  This  work  Is  indeed  multum-in+arve,  and  we  can,  with  good  conscience,  recommend  It  to 
all  who  come  in  contact  with  pigments,  whether  as  makers,  dealers  or  users."— Chemical  Review. 

Gauging.    Tables  and  Mules  for  Revenue  Officers* 

Brewers,  ete. 

A  POCKET  BOOK  OF  MENSURATION  AND  GAUGING  : 
Containing  Tables,  Rales  and  Memoranda  for  Revenue  Officers,  Brewers, 
Spirit  Merchants,  Ate.  By  J.  B.  Mart  (Inland  Revenue).  Second  Edition, 
Revised.    i8mo,  4s.  leather. 

M  This  handy  and  useful  book  Is  adapted  to  the  requirements  of  the  Inland  Revenue  Depart- 
ment, and  will  be  a  favourite  hook  of  reference."— Civilian. 

'•  Should  be  in  the  hands  of  every  practical  brewer."— Brewers*  JeummL 


INDUSTRIAL  ARTS,  TRADES,  AND  MANUFACTURES. 

Cotton  Spinning. 

COTTON  MANUFACTURE  :  A  Manual  of  Practical  Instruc- 
tion in  the  Processes  of  Opening,  Carding,  Combing,  Drawing,  Doubling 
and  Spinning  of  Cotton,  and  the  Methods  of  Dyeing  and  Preparing  Goods 
for  the  Market.  For  the  Use  of  Operatives,  Overlookers  and  Manufac- 
turers. By  John  Lister,  Technical  Instructor,  Pendleton.  With  numerous 
Illustrations.    8vo,  7*.  6d.  cloth.  [Just  published. 

Flour  Manufacture,  Milling,  etc. 

FLOUR  MANUFACTURE :  A  Treatise  on  Milling  Science 
and  Practice.  By  Fried  rich  Kice,  Imperial  Regierungsrath,  Professor  of 
Mechanical  Technology  in  the  Imperial  German  Polytechnic  Institute. 
Prague.  Translated  from  the  Second  Enlarged  and  Revised  Edition  with 
Supplement.  By  H.  H.  P.  Powlbs,  Assoc.  Memb.  Institution  of  Civil  Engi- 
neers. Nearly  400  pp.  Illustrated  with  28  Folding  Plates,  and  167  Woodcuts. 
Royal  8vo,  25s.  cloth. 

••  That  valuable  work  b,  and  win  remain,  the  standard  authority  on  the  science  of  mOrnf.  .  . 
The  miller  who  has  read  and  digested  this  work  will  have  laid  the  foundation,  to  to  apeak,  oT a  sue- 
cessful  career ;  he  will  have  acquired  a  number  of  general  principles  which  he  can  proceed  to 
apply.  In  this  handsome  volume  we  at  last  have  the  accepted  text-book  of  modern  millmg  in  rood, 
found  English,  which  has  little,  if  any.  trace  of  the  German  idiom.1— The  Miller. 

"  The  appearance  of  this  celebrated  woik  in  English  is  very  opportune,  and  British  — "»*— 
will,  we  are  sure,  not  be  slow  Is  availing  themselves  of  its  vgi*.m—hfiller*- Gasem. 
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Agglutinants. 

CEMENTS,  PASTES,  GLUES  AND  GUMS:  A  Practical 
Guide  to  the  Manufacture  and  Application  of  the  various  Agglutinants  re- 
quired in  the  Building.  Metal- Working,  Wood-Working  and  Leather- Work- 
ing Trades,  and  for  Workshop,  Laboratory  or  Office  Use.  With  upwards  of 
900  Recipes  and  Formula.  By  H.  C.  Standaqb,  Chemist.  Crown  8vo, 
25. 64.  cloth.  \Just  published. 

"  We  have  pleasure  fat  speaking  favourably  of  this  volume.   So  far  as  we  have  had  experience, 
which  Is  not  inconsiderable,  this  manual  is  trustworthy."— Athenemm. 

"Asa  revelation  of  what  are  considered  trade  secrets,  this  book  wiD  arouse  an  amount  of 
curiosity  among  the  large  number  of  industries  it  touches."— Daily  Chronicle. 

"  In  this  goodly  collection  of  receipts  it  would  be  strange  if  a  cement  for  any  purpose  cannot 
be  found."— Oil  and  Colourman's  Journal. 

8oap-mtzking* 

THE  ART  OP  SOAP-MAKING :  A  Practical  Handbook  of  the 
Manufacture  of  Hard  and  Soft  Soaps,  Toilet  Soaps,  etc.  Including  many  New 
Processes,  and  a  Chapter  on  the  Recovery  of  Glycerine  from  waste  Leys. 
By  Alexander  Watt.  Fourth  Edition,  Enlarged.  Crown  8vo,  71.  64.  cloth 
•*  The  work  will  prow  very  useful,  not  merely  to  the  technological  student,  but  to  the  pcmctlca 

soap-boiler  who  wishes  to  understand  the  theory  of  his  watf—Chtmicml  Newt. 

"  A  thoroughly  practical  treatise  on  an  art  which  has  almost  no  literature  tn  our  language. 

We  congratulate  the  anthot  on  the  success  of  Ms  endeavour  to  fiu a  void  u  English  technteaintera- 

ture."— 7V«A#fu.  — 

Paper  Making. 

PRACTICAL  PAPER-MAKING :  A  Manual  for  Paper-makers 

and  Owners  and  Managers  of  Paper- Mills.    With  Tables,  Calculations,  Ac. 

Bv  G.  Clapperton,  Paper-maker.    With  Illustrations  of  Fibres  from  Micro- 

Pnotographs.    Crown  8vo,  «.  cloth.  [Just  published. 

"  Tne  author  caters  for  the  requirements  of  responsible  mul  hands,  apprentices,  ftc,  whilst 

his  manual  will  be  found  of  great  service  to  students  of  technology,  as  well  as  to  veteran  paper 

makers  and  mill  owners.  The  illustrations  form  an  excellent  feature?8-- Paper  Trade  Review. 

"  We  recommend  everybody  interested  in  the  trade  to  get  a  copy  of  this  thoroughly  practical 
book."— Paper  Making. 

Taper  Making* 

THE  ART  OP  PAPER  MAKING :  A  Practical  Handbook  of  the 

Manufacture  of  Paper  from  Rags,  Esparto,  Straw,  and  other  Fibrous  Materials. 

Including  the  Manufacture  of  Pulp  from  Wood  Fibre,  with  a  Description  of 

the  Machinery  and  Appliances  used.     To  which  are  added  Details  of 

Processes  for  Recovering  Soda  from  Waste  Liquors.  By  Alexander  Watt, 

Author  of  "  The  Art  of  Soap-Making"  With  Illnsts.  Crown  8vo.  75.  &f.  cloth. 

"  It  may  be  regarded  as  the  standard  work  on  the  subject    The  book  Is  full  of  valuable  In* 

formation.    The  'Art  of  Paper- making,'  Is  in  every  respect  a  model  of  a  test-book,  either  for  a 

technical  class  or  for  the  private  student."— Pajerand  Printing  Trade*  Journal. 

Leather  Manufacture* 

THE  ART  OF  LEATHER  MANUFACTURE.  Being  a 
Practical  Handbook,  in  which  the  Operations  of  Tanning,  Currying,  and 
Leather  Dressing  are  folly  Described!  and  the  Principles  of  Tanning  Ex- 
plained, and  many  Recent  Processes  Introduced ;  as  also  the  Methods  for 
the  Estimation  of  Tannin,  and  a  Description  of  the  Arts  of  Glue  Boiling.  Gut 
Dressing,  dec  By  Alexander  Watt,  Author  of  "  Soap-Making,9  Ac. 
Second  Edition.    Crown  8vo,  as.  cloth. 

"A  sound,  comprehensive  treatise  on  tanning  and  Its  accessorial.    It  b  an  eminently  valuable 
production,  which  redounds  to  the  credit  of  both  anthot  and  publishers.''    CMtmmkml  Mwview. 

Boot  and  Shoe  Making* 

THE  ART  OF  BOOT  AND  SHOE-MAKING.  A  Practical 
Handbook,  including  Measurement,  Last-Fitting,  Cutting-Out,  Closing,  and 
Making,  with  a  Description  of  the  most  approved  Machinery  employed* 
By  Johm  B.  Lbno,  late  Editor  of  St.  Crispin,  and  The  Boot  and  Shoe-Maker. 
iamo,  as.  cloth  limp. 

"This  excellent  treatise  is  by  far  the  best  work  eve*  written.     The  chapter  oa  clicking, 
which  shows  how  waste  may  be  prevented,  will  save  fifty  times  the  price  of  the  book." 

— — ,  — »  stmJUtk  Limthtr  Trader, 

Dentistry  Construction* 

MECHANICAL  DENTISTRY:  A  Practical  Treatise  on  the 
Construction  of  the  various  kinds  of  A  rtiftcial  Dentures.  Comprising  also  Use* 
fhl  Formulas,  Tables,  and  Receipts  for  Gold  Plate,  Clasps,  Solders,  Ac  etc 


tor  the  profession 
of  dentistry  as  welTas  to  every  mechanical  dentist, H-J>»#M*>i  Journal  of  Medical  Sdenea. 
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Wood  Engraving. 

WOOD  ENGRAVING:  A  Practical  and  Easy  Introduction  to  the 
Study  of  the  Art.    By  William  Norm  am  Brow*.    Second  Edition.    With 
numerous  Illustrations,    xsmo,  xs.  6d.  cloth  limp. 
••The  book  Is  dear  nd  complete,  and  win  be  useful  to  anyone  wanting  to  andantaad  the  fin* 
alamanti  of  the  beautiful  art  of  wood  engravmg."'-GrB#A«V. 

Horology. 

A  TREATISE  ON  MODERN  HOROLOGY,  in  Theory  and  Prac- 
tice. Translated  from  the  French  of  Claudius  Saunter,  ex-Director  of  the 
School  of  Horology  at  Macon,  by  Julie*  Tbipplin,  F.R.A.S..  Besancon 
Watch  Manufacturer,  and  Edward  Rigg,  M.A.,  Assayer  in  the  Royal  Mint. 
Wiib  78  Woodcuts  and  *2  Coloured  Copper  Plates.    Second  Edition.    Super- 


royal  8vo,  £a  as.  cloth  ;  £*  10s.  half-calf. 

There  b  no  borotogkal  work  to  the  English  language  at  all  to  bo  compared  to  t 

4  M.  Saunkr's  for  clearness  and  completeness.   It  b  aHke  good  as  a  guide  for  the  1 


••  There  is  no  horotogkal  work  to  the  English  language  at  all  to  bo  compared  to  tbb] 
Hon  of  M.  Saunkr's  for  1 
as  a  reference  fix  the  experienced  horoWgbt  and  skilled  workman.'1— yjforv/e/fta/  JemrnmL 

•'  The  latest,  the  moat  complete,  and  the  most  reliable  of  those  literary  productions  to 

continental  watchmakers  are  Indebted  for  the  mechanical  superiority  over  their  Engnsh  brt 

"   '     ,  the  Book  of  Books,  fa  M.  Stealer's  'Trmtism."-fVaUkm*Jt*rtJ,9illtr*mJsihnt  tmith. 


Watchmaking. 

THE  WATCHMAKER'S  HANDBOOK.  Intended  as  a  Work- 
shop Companion  for  those  engaged  in  Watchmaking  and  the  Allied  Mechani- 
cal Arts.  Translated  from  the  French  of  Claudius  Saumier,  and  considerm- 
ably  enlarged  by  Julibm  Tripplik,  F.R.A.S.,  Vice-President  of  the 
Horologies!  Institute,  and  Edward  Rigg,  M.A.,  Assayer  in  the  Royal  Mint. 
With  numerous  Woodcuts  and  24  Copper  Plates,  Third  Edition.  Crown 
8vo,  os.  cloth. 


••  Each  part  Is  truly  a  treatise  m  Itself.  The  arauigement  b  good  and  the  language  b  dear  and 
mr^~    It  is  an  admirable  guide  for  the  young  watchmaker.''— £*f6w*r&sf\ 

"  It  k  imposslbte  to  speak  too  highly  of  Its  excellence.  It  fulfils  every  requirement  In  a  hand* 
book  Intended  for  the  use  oi  a  workman.  Should  be  found  in  every  workshop."— W-afc*  mstd 
GUckmmker. 

"  This  book  contains  an  Immense  number  of  practical  details  bearing  on  the  dally  occupation 
Of  a  watchmaker."—  Watchmmktr  and  Metalworker  (Chicago). 

Watches  and  Timekeepers. 

A  HISTORY  OF  WATCHES  AND  OTHER  TIMEKEEPERS. 

By  James  F.  Kendal,  M.B.H.Inst.    xs.  64.  boards ;  or  as.  W.  cloth  gilt. 

"Mr.  Kendal's  book,  for  its  size,  is  the  best  which  has  yet  appeared  on  this  subject  In  the 
Bngnsh  language."— Industries. 

"  Open  the  book  where  you  may.  there  is  Interesting  matter  In  It  concerning  the  hmisihms 
devices  of  the  ancient  or  modem  horologer.  The  subject  is  treated  is  a  liberal  and  entertaining 
spirit,  as  might  be  expected  of  a  historian  who  is  a  master  of  the  cxufu"—Smturd*y  Review. 

Electrolysis  of  Gold,  Silver,  Copper,  etc. 

ELECTRO-DEPOSITION :  A  Practical  Treatise  on  the  Electrolysis 
of  Gold.  Silver,  Copper,  Nickel,  and  other  Metals  end  Alloys.  With  descrip- 
tions 01  Voltaic  Batteries,  Magneto  and  Dynamo-Electric  Machines,  Ther- 
mopiles, and  of  the  Materials  and  Processes  nsed  in  every  Department  of 
the  Art,  and  several  Chapters  on  Elecfro-MetalmrgV'  By  Alrxahdbr 
Watt,  Author  of  "Electro- Metallurgy,"  &c  Third  Edfdon.Revised.  Crown 
8vo,  os.  cloth. 

"Eminently  *  book  for  the  practical  worker  In  etactro-depositton.  It  contains  practical 
descriptions  of  methods,  processes  and  materials  at  actually  pursued  and  used  la  the  workshop. M 


Electro-Metallurgy. 

ELECTRO-METALLURGY;  Practically  Treated.  By  Alexander 
Watt,  Author  of  "  Electro-Deposition,*  Ac.  Ninth  Edition,  including  the 
most  recent  Processes,    ismo,  4s.  cloth  boards. 

"From  this  book  both  amateur  and  artisan  may  learn  everything  nsrsaatrytor  the  smijssaftil 
pioaonitton  of  elacttopwtmg.M— Awe. 

Working  in  Gold. 

THE  JEWELLER'S  ASSISTANT  IN  THE  ART  OP  WORK- 
ING  IN  GOLD :  A  Practical  Treatise  for  Masters  and  Workmen,  Compiled 
from  the  Experience  of  Thirty  Years'  Workshop  Practice.    By  George  B. 
Geb,  Author  of  "The  Goldsmith's  Handbook,"  Ac.    Cr.  bvo,  79.  W.  cloth. 
*■  This  manual  of  technical  education  b  apparently  destined  to  be  a  valuable  auxiliary  to  a 

handicraft  which  b  certainly  capable  of  great  improvement."—  7*Ar  Tmus. 

"Very  useful  to  the  workshop,  as  the  knowledge  b  practical,  having  been  acquired  by  long 

experience,  and  au  the  recipes  and  directions  are  guaranteed  to  be  successful."— Jeweller  and 
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JSlectroplating. 

ELECTROPLATING:  A  Practical  Handbook  on  the  Deposi- 
tlon  of  Copper,  Silver,  Nickel,  Gold.  Aluminium,  Brass,  Platinum,  Ac.  &c. 
With  Descriptions  of  the  Chemicals,  Materials,  Batteries,  and  Dynamo 
Machines  used  in  the  Art.  By  J.  W.  Urquhart.  C.E.,  Author  of  "  Blectrio 
Light,*1  &c.  Third  Edition,  Revised,  with  Additions.  Numerous  Illustra- 
tions.   Crown  8vo,  5s.  cloth. 

"  An  excellent  practical  manual."— Engineering. 

M  An  excellent  work,  firing:  tbe  newest  toSarmatioiC—fToroUgical  Journal. 

MBtectrotyping. 

ELECTROTYPING :  The  Reproduction  and  Multiplication  of  Print. 

Img  Surf  aces  and  Work*  of  Art  by  the  Electro-deposition  of  Metal*.    By  J.  W. 

Urquhart,  C.E.   Crown  8vo,  51.  cloth. 

"  The  book  at  thoroughly  practical.  The  reader  b,  therefore,  conducted  through  the  leading 
1  of  electricity,  then  through  the  metals  need  by  electrotypen,  the  apparatus,  and  the  depositing 
asses,  up  to  the  final  preparation  of  the  work."— .rfr*  Journal. 

Goldsmiths9  Work. 

THE  GOLDSMITH'S  HANDBOOK.  By  George  E.  Gee, 
Jeweller,  &c.  Third  Edition,  considerably  Enlarged,  lamo* 3*.  64.  cl.  bda. 
"A  good,  sound  educator,  and  win  be  generally  accepted  as  an  tutbority.'—lfffrotcricml 

Silversmiths'  Work* 

THE  SILVERSMITWS  HANDBOOK.  By  George  E.  Gee, 
Jeweller,  Ac.  Second  Edition,  Revised,  with  numerous  Illustrations,  iamo, 
3*.  64.  cloth  boards. 

"  The  chief  merit  of  the  work  b  Its  practical  character.    .    .    The  workers  In  the  trade  wffl 
epeedily  discover  its  merits  when  they  sit  down  to  study  It,*— English  Mechanic 
***  The  above  two  works  together,  strongly  halfbomd,  pnee  7s. 

Bread  and  Biscuit  Baking. 

THE  BREAD  AND  BISCUIT  BAKER'S  AND   SUGAR- 
BOILER'S  ASSISTANT.    Including  a  large  variety  of  Modern  Recipes. 
With  Remarks  on  the  Art  of  Bread-making.     By  Robert  Wells,  Practical 
Baker.    Second  Edition,  with  Additional  Recipes.    Crown  8vo,  *e*  cloth . 
"  A  large  number  of  wrinkles  for  the  ordinary  cook,  as  well  as  the  baker."— Saturday  Review, 

Confectionery  for  Hotels  and  Restaurants* 

THE  PASTRYCOOK  AND  CONFECTIONER'S  GUIDE. 
For  Hotels,  Restaurants  and  the  Trade  in  general,  adapted  also  for  Family 
Use.  By  Robert  Wells,  Author  of  "  The  Bread  and  Biscuit  Baker's  and 
Sugar-Boiler's  Assistant."  Crown  8vo,  as,  cloth. 
'•  We  cannot  speak  too  highly  of  this  realty  excellent  work.  In  these  days  of  keen  competition 
car  readers  cannot  do  better  than  purchase  this  book."— JtaMers'  Times. 

Ornamental  Confectionery. 

ORNAMENTAL  CONFECTIONERY :  A  Guide  for  Bakers, 
Confectioners  and  Pastrycooks ;  including  a  variety  of  Modern  Recipes,  and 
Remarks  on  Decorative  and  Coloured  Work.  With  129  Original  Designs. 
By  Robert  Wells.  Practical  Baker,  Author  of  "  The  Bread  and  Biscuit 
Baker's  and  Sugar-Boiler's  Assistant,'*  &e.  Crown  8vo.  cloth  gilt,  54. 
M  A  valuable  work,  practical,  and  should  be  m  the  hand^cifeTery  baker  and  confectiooer.  The 
Cuustratire  designs  are  alone  worth  treble  the  amoiint  charged  for  the  whole  work.  "—•SaArr*'  Times. 

Hour  Confectionery. 

THE  MODERN  FLOUR  CONFECTIONER.  Wholesale  and 
Retail.  Containing  a  large  Collection  of  Recipes  for  Cheap  Cakes,  Biscuits, 
Ac.  With  Remarks  on  the  Ingredients  used  in  their  Manufacture.  To 
which  are  added  Recipes  for  Dainties  for  the  Working  Man's  Table.  By 
R.  Wells,  Author  of  "The  Bread  and  Biscuit  Baker,"  Ate.  Crown  8vo,  is.  cl. 

*'  The  work  is  of  a  decidedly  practical  character,  and  In  every  redpe  regard  is  had  to  economi- 
cal working/'— North  British  Daily  MaiL 

Itaundru  "Work 

LAUNDRY  MANAGEMENT.  A  Handbook  for  Use  in  Private 
and  Public  Laundries,  Including  Descriptive  Accounts  of  Modern  Machinery 
and  Appliances  for  Laundry  Work.  By  the  Editor  of  "The  Laundry 
Journal/'  With  numerous  Illustrations.  Second  Edition.  Crown  8vo, 
M.  64.  cloth. 
"  This  book  should  certainly  occupy  an  honoured  place  on  the  shelves  of  aH  housekeeper 

who  wish  to  keep  themselves  au  courant  of  the  newest  appliances  and  methods."—  The  Queen. 
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HANDYBOOKS   FOR  HANDICRAFTS. 

By  PAUL  N.  HASLUCK, 

Bditok  or  "Work"  (New  Series);  Author  op  "Lathework,"  "Mzxxixo- 

Machines,"  dec. 

Crown  8vo,  144  pages,  cloth,  price  is.  each. 

JST"  TAiuHandybooks  have  been  written  to  supply  information  for  Worrmew. 
Studentb,  and  Amateurs  in  the  several  Handicrafts,  on  the  actual  Practice  of 
the  Workshop,  and  are  intended  to  convey  in  piatn  language  Technical  Know- 
ledge of  the  several  Crafts.  In  describing  the  processes  employed,  and  the  manipu- 
lation of  material,  workshop  terms  are  used ;  workshop  practice  is  fully  explained' 
and  the  text  is  freely  illustrated  with  drawings  of  modern  tools,  appliances,  ana 
processes. 


THE  METAL  TURNER'S  HANDY  BOOK,    A  Practical  Manual 

for  Workers  at  the  Foot-Lathe.    With  oyer  zoo  Illustrations.    Price  is. 
"The  book  will  be  of  service  alike  to  the  amateur  and  the  artisan  turner.  It  displays  thorough 
knowledge  of  the  subject."— Scotsman. 

THE  WOOD   TURNER'S  HANDYBOOK.     A  Practical  Manual 
for  Workers  at  the  Lathe.    With  over  100  Illustrations.    Price  xs. 
"We  recomnund  the  book  to  young  turners  and  amateurs.    A  multitude  of  workmen  hstre 

hitherto  sought  In  vain  for  a  manual  of  thfi  special  Industry."— Jl edumieai  World. 

THE  WATCH  JOBBER'S  HANDYBOOK.  A  Practical  Manual 
on  Cleaning,  Repairing,  and  Adjusting.  With  npwardi  of  100  Illustrations. 
Price  is. 

_  *' We  strongly  advise  all  young  persons  connected  with  the  watch  trade  to  acquire  and  study/ 

this  Inexpensive  work."— CierkenweU  Cornicle. 

THE    PATTERN    MAKER'S    HANDYBOOK.       A    Practical 
Manual  on  the  Construction  oi  Patterns  for  Founders.    With  upwards  off 
iro  Illustrations.   Price  is. 
"  A  most  valuable,  if  not  indispensable,  manual  for  the  pattern  maker.*— Knowledge. 

THE  MECHANICS  WORKSHOP  HANDYBOOK.    A  Practical 
Manual  on  Mechanical  Manipulation.    Embracing  Information  on  various 
Handicraft  Processes,  with  useful  Notes  and  Miscellaneous  Memoranda, 
Comprising  about  200  Subjects.    Price  is. 
". A  T?1?  clerer  and  useflil  book,  which  should  be  found  In  every  workshop :  and  It  should 

certainly  find  a  place  in  all  technical  schools."— Saturday  Review. 

THE    MODEL    ENGINEER'S    HANDYBOOK.      A    Practical 
Manual  on  the  Construction  of  Model  Steam  Engines.    With  upwards  of  zoo 
Illustrations.    Price  is. 
"  Mr.  Hashick  has  produced,  a  very  good  little  book."— Builder. ' 

THE   CLOCK  JOBBER'S  HANDYBOOK.    A  Practical  Manual 
on  Cleaning,  Repairing,  and  Adjusting.    With  upwards  of  100  Illustrations. 
Price  15. 
M  It  is  of  Inestimable  service  to  those  commencing  the  tnOm.n-Ce*eutry  Standard. 

THE    CABINET    WORKER'S    HANDYBOOK:     A    Practical 

Manual  on  the  Tools,  Materials,  Appliances,  and  Processes  employed  in 

Cabinetwork.    With  upwards  of  100  Illustrations.    Price  is. 

"Mr.  Hashick's  thoroughgoing  little  Handybook  is  amongst  the  most  practical  guides  we  haw* 
seen  for  beginners  In  cabinet-work.'1— Saturday  Review. 

THE  WOODWORKER'S  HANDYBOOK  OF  MANUAL  IN- 
STRUCTION. Embracing  Information  on  the  Tools,  Materials,  Appliances 
and  Processes  employed  in  Woodworking.    With  104  Illustrations.  Price  is 

[Just  published. 

THE  METALWORKER'S  HANDYBOOK.  With  upwards  of  100 
Illustrations.        ____ [7s  preparations 

%*  Opinions  of  the  Press. 

"  Written  by  a  man  who  knows,  not  only  how  work  ought  to  be  done,  but  how  to  do  It,  and 
how  to  convey  his  knowledge  to  others."— Engineering. 

"  Mr.  Hashick  writes  admirably,  and  gives  complete  instructions."— Engineer. 

"  Mr.  Hashick  combines  the  experience  of  a  practical  teacher  with  the  manipulative  skill  and 
scientific  knowledge  of  processes  of  the  trained  mechanician,  and  the  manuals  are  marvels  of 
what  can  be  produced  at  a  popular  pric*."— Schoolmaster. 

.'.'  S*!$*}0  w«*men  «  ■"  «*«  «nd  degrees  of  experience."— Xfctfr  ChronicU. 

1  Practical  sensible,  and  remarkably  cheap."— Journal  tfEdumtien. 

»  Concise,  clear  and  practical."— Saturday  Review. 
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COMMERCE,  COUNTING-HOUSE  WORK,  TABLES,  etc 

Commercial  Education. 

LESSONS  IN  COMMERCE.    By  Professor  R.  Gambaro,  of 

the  Royal  High  Commercial  School  at  Genoa.  Edited  and  Revised  by  Jambs 

Gaclt,  Professor  of  Commerce  and  Commercial  Law  in  King's  College, 

London.    Crown  8vo,  3$.  64.  cloth. 

"  The  publishers  of  this  work  have  rendered  considerable  service  to  the  cause  of  commercial 

education  by  the  opportune  production  of  this  volume.    .    .    .    The  work  Is  peculiarly  acceptable 

to  English  readers  and  an  admirable  addition  to  existing  class-books.    In  a  phrase,  we  think  the 

work  attains  its  object  In  furnishing  a  brief  account  of  those  laws  and  customs  of  British  trade  with 

which  the  commercial  man  interested  therein  should  be  familiar."— Chambtr  of  Commerc*  Journal. 

"  An  Invaluable  guide  In  the  hands  of  those  who  are  preparing  for  a  commercial  career.'* 

Counting  Mouse. 

Foreign  Commercial  Correspondence. 

THE  FOREIGN  COMMERCIAL  CORRESPONDENT:  Being 
Aids  to  Commercial  Correspondence  in  Five  Languages— English,  French, 
German,  Italian,  and  Spanish.  By  Comrad  B.  Bajcsx.  Second  Edition. 
Crown  svo,  3*.  6a.  cloth. 

"  Whoever  wishes  to  correspond  m  all  the  languages  mentioned  by  If  r.  Baker  cannot  do  better 
than  study  this  work,  the  materials  of  which  are  excellent  and  conveniently  arranged.  They  consist 
not  of  entire  specimen  letter*  but— what  are  far  more  useful— short  passages,  sentences,  or 
phrases  expressing  the  same  general  idea  in  various  tonus."— Atkttuntm. 

"A  careful  examination  has  convinced  us  that  it  la  unusually  complete,  well  arranged,  and 
reliable.    The  book  b  a  thoroughly  good  odb."— Schoolmaster. 

Accounts  for  Manufacturers. 

FACTORY  ACCOUNTS:   Their  Principles  and  Practice.    A 

Handbook  for  Accountants  and  Manufacturers,  with  Appendices  on  the  No- 
menclature of  Machine  Details ;  the  Income  Tax  Acts ;  the  Rating  of  Fac- 
tories:  Fire  and  Boiler  Insurance;  the  Factory  and  workshop  Acts.  Ax., 
including  also  a  Glossary  of  Terms  and  a  large  number  of  Specimen  Rulings. 
By  Bmilb  Gakce*.  and  J.  M.  Fblls.  Fourth  Edition,  Revised  and  En- 
larged.   Demy  8vo,  a$o  pages,  6s.  strongly  bound. 

M  A  very  Interesting  description  ofthe  requirements  of  Factory  Accounts.  .  .  .  the  principle 
of  assimilating  the  Factory  Accounts  to  the  general  commercial  books  Is 


1  which  we  thoroughly 

agree  wtth.'—jtaountofrtr'  Journal. 

"  Characterised  by  extreme  thoroughness.    There  are  few  owners  of  factories  who  would  not 
derive  great  benefit  from  the  perusal  of  this  most  admirable  wotk."— Local  Government  CMronlct*. 

Intuitive  Calculations. 

THE  COMPENDIOUS  CALCULATOR:  or,  Easy  and  Con- 
cise Methods  of  Performing  the  various  Arithmetical  Operations  required  in 
Commercial  and  Business  Transactions,  together  with  Useful  Tables.  By 
Dahiel  O'Gorman.  Corrected  and  Extended  by  Professor  J.  R.  Youhg. 
Twenty-seventh  Edition,  Revised  by  C.  Noams.  Fcap.  8vo,  as.  64.  cloth 
limp ;  or,  3s.  64.  strongly  half-bound  in  leather. 
"  It  would  be  difficult  to  exaggerate  the  usefulness  of  a  book  Kke  this  to  everyone  engaged  In 

commerce  or  manalacturing  industry.    It  Is  crammed  full  of  rules  and  formulae  for  shortening  and 

employing  calculations."— AMrtvfo&c. 

Modern  Metrical  Units  and  Systems. 

MODERN  METROLOGY :   A  Manual  of  thi   Metrical   Units 
and  Systems  of  the  Present  Century.    With  an  Appendix  containing  a  proposed 
.  English  System.     By  Lowis  D'A.  Jaceson,  A.M.Inst.C.B.,  Author  of  *'  Aid 
to  Survey  Practice,"  &c.    Large  crown  8vo,  its.  64.  cloth. 

"  We  recommend  the  work  to  all  interested  in  the  practical  reform  of  our  weights  and  mea- 
sures.''— Nature. 

The  Metric  System  and  the  British  Standards. 

A  SERIES  OF  METRIC  TABLES,  in  which  tht  British  Stand- 
ard Measures  and  Weights  are  compared  with  thou  of  the  Metric  System  at  present 
in  Us*  on  the  Continent.  By  C.  H.  Dowlino,  C.E.  Svo,  ios.  64.  strongly  bound. 
"Mr.  Dowling**  Tables  arewefl  put  together  as  a  ready-reckoner  foe  the  conversion  of  one 

Iron  and  Metal  Trades9  Calculator* 

THE  IRON  AND  METAL  TRADES1  COMPANION.  For 
expeditiously  ascertaining  the  Value  of  any  Goods  bought  or  sold  by  Weight, 
irom  is.  per  cwt.  to  xxss.  per  cwt.,  and  from  one  farthing  per  pound  to  one 
shilling  per  pound.     By  Thomas  Downie.    396  pp.,  9$.  leather. 

"  A  most  useful  set  of  tables :  nothing  Hke  them  before  existed."- BulkUttr  News. 

"Although  spedafiy  adapted  to  the  Iron  and  metal  trades,  the  tables  wtube  found  nsejul  lat 
every  other  bosmess.m  which  merchandise  Is  bought  and  sold  by  weight"— Railway  Neme 
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Chadwick's  Calculator  for  Numbers  and  Weights 
Combined. 

THE  NUMBER,  WEIGHT,  AND  FRACTIONAL  CALCU- 
LA  TOR.  Containing  upwards  of  350,000  Separate  Calculations,  showing  at 
a  glance  the  value  at  423  different  rates,  ranging  from  rfrth  01  a  Penny  to 
cos.  each,  or  per  cwt.,  and  £*>  per  ton,  of  any  number  of  articles  consecu- 
tively, from  x  to  470.— Any  number  of  cwts..  qrs.,  and  lbs.,  from  1  cwt.  to  470 
cwts.— Any  number  of  tone,  cwts.,  qrs.,  and  lbs.,  from  x  to  1,000  tons.  By 
William  Cbadwick,  Public  Accountant.  Third  Edition,  Revised  and  Ink- 
proved.  8vo,x8s.,  strongly  bound  for  Office  wear  and  tear. 

Is  adapted  for  the  use  of  Accountants  and  Auditors,  Railway  Companies* 


Canal  Companies*  Shippers,  Shipping  Agents,  General  Carriers,  etc  Ironfouuders, 
Braesfounderst  Metal  Merchants,  Iron  Manufacturers,  Ironmongers,  Engineers, 
Machinists,  Boiler  Makers,  MiUmights,  Roofing,  Bridge  and  Girder  Makers,  CoUiety 
Proprietors,  etc*  Timber  Merchants,  Builders,  Contractors,  Architects,  Surveyors, 
Auctioneers,  Valuers,  Brokers,  Mill  Owners  and  Manufacturers,  Mill  Furnishers, 
Merchants,  and  General  Wholesale  Tradesmen.  Also  for  the  Apportionment  0/ 
Mileage  Charges  for  Railway  Traffic 

*«*  OPINIONS  OF  TUB  PXS8S. 
"  It  is  as  easy  of  reference  for  any  answer  or  any  number  of  answers  as  a  dictionary,  and  the 


references  are  even  more  quickly  made.  For  making  up  accounts  or  estimates  the  book  mats* 
prove  invaluable  to  all  who  hare  any  considerable  quantity  of  calculations  involving;  price  and 
measure  m  any  combination  to  6o."—£nfrmter. 

"  The  most  complete  and  practical  ready  reckoner  which  it  has  been  our  fortune  yet  to  see.  It 
Is  difficult  to  1— g*«*»  a  trade  or  occupation  tn  which  it  could  not  be  of  the  greatest  use,  either  la 


saving  human  labour  or  in  chocking  work.    The  publishes  luve  placed  withm  the  reach  of 
commercial  man  an  Invaluable  and  unfailing  assistant.''—  The  Miller. 

"  The  most  perfect  work  of  the  kind  yet  prepared."— Glasgow  Herald. 

Harben's  Comprehensive  Weight  Calculator. 

THE  WEIGHT  CALCULATOR.  Being  a  Series  of  Tables 
upon  a  New  and  Comprehensive  Plan,  exhibiting  at  One  Reference  the  exact 
value  of  any  Weight  from  1  lb.  to  15  tons,  at  500  Progressive  Rates,  from  ia\ 
to  x68s.  per  cwt.,  and  containing  186,000  Direct  Answers,  which,  with  their 
Combinations,  consisting  of  a  single  addition  (mostly  to  be  performed  at 
sight),  will  afford  an  aggregate  of  10,266,000  Answers;  the  whole  being  calcu- 
lated and  designed  to  ensure  correctness  and  promote  despatch.  By  Hbmkt 
Hakbbh,  Accountant.  Fourth  Edition,  carefully  Corrected.  Royal  Ave, 
£1  $s.  strongly  half-bound. 


•1 


"  A  practical  and  useful  work  of  reference  for  men  of  busmess  generally ;  tt  b  the  best  of  the 
kind  we  have  p— "-   •  -■  ^* 


'Of  prirelam  value  to  horiini  men.   Itbaaecaesary  book  m  all 

Harben's  Comprehensive  Discount  Guide. 

THE   DISCOUNT  GUIDE,      Comprising  several   Series  of 

Tables  for  the  use  of  Merchants,  Manufacturers.  Ironmongers,  and  others, 
by  which  may  be  ascertained  the  exact  Profit  arising  from  any  mode  of  using 
Discounts,  either  in  the  Purchase  or  Sale  of  Goods,  and  the  method  of  either 
Altering  a  Rate  of  Discount  or  Advancing  a  Price,  so  a&  to  produce,  by  one 
operation,  a  sum  that  will  realise  any  required  profit  after  allowing  one  or 
more  Discounts :  to  which  are  added  Tables  of  Profit  or  Advance  from  i\  to 
90  per  cent,  Tables  of  Discount  from  it  to  o8|  per  cent.,  and  Tables  of  Com- 
mission, Ac,  from  i  to  xo  per  cent.  By  Hkmry  Harbxn,  Accountant,  Author 
of  "  The  Weight  Calculator."  New  Edition,  carefully  Revised  and  Corrected. 
Demy  8vo,  $44  pp.,  £1  5s.  half-bound. 


"A  book  such  as  this  can  only  be  appreciated  by  business  men,  towhom  the  asvtne;  of 


1  saving  of  money.  We  have  the  high  authority  of  PioIqmot  1.  R.  Young  that 
throughout  the  work  are  constructed  upon  strictly  accurate  principles.  The  work  h  a  model 
of  typographical  clearness,  and  must  prove)  of  great  vame  to  merrhanra,  manufsf  taien,  and 
general  taaders."--£rftfee  TTwde  SfammJ. 

Iron  Shipbuilders9  and  Merchants9  Weight  Tables. 

IRON -PLATE  WEIGHT  TABLES:  Far  Iron  Shipbuilders, 
Engineers,  and  Iron  Merchants,  Containing  the  Calculated  Weights  of  up- 
wards of  150,000  different  sizes  oi  Iron  Plates,  from  x  foot  by  6  in.  by  |  in.  to 
xo  feet  by  5  feet  by  1  in.  Worked  out  on  the  basis  of  40  lbs.  to  the  square 
foot  of  Iron  of  x  inch  in  thickness.  Carefully  compiled  and  thoroughly  Re- 
vised by  H.  BuftLiirsoN  and  W.  H.  Simp-sow.  Oblong  4to,  95s.  half-bound. 
m   "  This  work  will  be  Abend  of  greet  utflNy.   The  authors  have  had  much  p*actical  esperloecej 

of  what  Is  westing  tn  making  estimates;  and  the  as*  of  the  book  «U  save  souch  lime  ta 

elaborate  calculations."— .£ nftisM  Mechanic. 


AGRICULTURE,  FARMING,  GARDENING,  etc.         43 

AGRICULTURE,  FARMING,  GARDENING,  eto. 

Dr.   Fream's    New   Edition    of   "The    Standard 

Treatise  on  Agriculture." 

THE  COMPLETE  GRAZIER,  and  FARMER'S  and  CATTLE- 
BREEDER'S  ASSISTANT:  A  Compendium  of  Husbandry.  Originally 
Written  by  William  Youatt.  Thirteenth  Edition,  entirely  Re-written, 
considerably  Enlarged,  and  brought  up  to  the  Present  Requirements  of 
Agricultural  Practice,  by  William  Frram,  LL.D.,  Steven  Lecturer  in  the 
University  of  Edinburgh,  Author  of  "  The  Elements  of  Agriculture."  &o. 
Royal  8vo,  1.100  pp.,  with  over  450  Illustrations.  £1  us.  od.  strongly  and 
handsomely  bound. 

Extract  from  Publishers'  Advertisement. 

u  A  treatise  that  made  its  original  appearance  m  the  first  decade  of  the  century ,  and  that  enter* 
upon  hs  Thirteenth  Edition  before  the  century  has  run  its  course,  has  undoubtedly  established  Its 
position  as  a  work  of  permanent  value.  .  .  The  phenomenal  progress  of  the  last  dozen  years  In  the 
Practice  and  Science  of  Fanning  has  rendered  k  necessary,  however,  that  the  volume  should  be 
re- written,.  .  .  .  and  for  this  undertaking;  the  publishers  were  fortunate  enough  to  secure  the 
services  of  Dr.  Frbam,  whose  high  attainments  m  aO  matters  pertaining  to  agriculture  have  been 


so  emphatically  recognised  by  the  highest  professional  and  official  authorities.  In  carrying 
out  his  editorial  duties.  Dr.  Frbam  has  been  favoured  with  valuable  contributions  by  Prof.  J. 
Wortlby  Axk,  Mr.  E.  Brown,  Dr.  Bernard  Dyer,  Mr.  W.  J.  Malden,  Mr.  R.  H.  Rew. 
Prof.  SHELDON,  Mr.  I.  SINCLAIR*  Mr.  SANDERS  Spbncbr.  and  others. 

w  As  regards  the  ulustratloos  of  the  work,  no  pains  have  been  spared  to  make  them  as  repre- 
sentative and  characteristic  as  possible,  so  as  to  be  practically  usetuito  the  Fanner  and  Grader." 

Summary  op  Contents. 


Book  I.  On  the  Varieties,  Breed- 
ing, Rearing,  Fattening,  and 
Management  op  Cattle. 

Boos  II.  On  the  Economy  and  Man- 
agement op  the  Dairy. 

Book  III.  On  the  Breeding,  Rear- 
ing, and  Management  op  Horses. 

Book  IV.  On  the  Breeding,  Rear- 
ing, and  Fattening  op  Sheep. 

BookV.  On  the  Breeding,  Rearing, 
and  Fattening  op  Swine. 


Book  VII.  On  the  Breeding,  Rear- 
ing, and  Management  op  Poultry. 

Book  VIII.  On  Farm  Oppices  and 
Implements  op  Husbandry. 

Book  IX.  On  the  Culture  and  Man- 
agement op  Grass  Lands. 

BookX.  On  the  Cultivation  and 
Application  op  Grasses,  Pulse, 
and  Roots, 

Book  XI.  On  Manures  and  their 
Application  toGrass  LandACrops 


Book  VI.  On  the  Diseases  op  Live      Book  XII.  Monthly  Calendars  op 
Stock.  r      Farmwork. 

**+  Opinions  op  the  Press  on  the  New  Edition. 

"  Dr.  Fream  « to  be  congratulated  on  the  successful  attempt  he  has  made  to  give  us  a  work 
which  wftl  at  once  become  the  standard  classic  of  the  Cum  practice  of  the  country.  We  believe 
that  tt  will  be  found  that  it  has  no  compeer  among  the  many  works  at  present  in  existence.  .  .  . 
The  illustrations  are  admirable,  while  the  frontispiece,  which  represents  the  well-known  bull.  New 
Year's  Gift,  bred  by  the  Queen,  is  a  work  of  art.,f— 7*A*  Times. 

"  The  book  must  be  recognised  as  occupying  the  proud  position  of  the  most  exhaustive  work 
of  reference  in  the  English  language  on  the  subject  with  which  it  deals."— Athctuntm. 

"  The  most  comprehensive  guide  to  modem  farm  practice  that  exists  in  the  English  language 
to-day.  ...  The  book  b  one  that  ought  to  be  on  every  farm  and  in  the  library  of  every  land* 
owner."— Mark  Lrnnt  Bxprtss. 

"  In  point  of  exhaostlveness  and  accuracy  the  work  wftl  certainly  held  a  pre-eminent  and 
unique  position  among  books  dealing  with  scientific  agricultural  practice.  It  is,  in  fact,  an  agri- 
cultural library  of  itself."-  North  British  Agriculturist, 

"  A  compendium  of  authoratattve  and  well-ordered  knowledge  on  every  conceivable  branch 
of  the  work  of  the  live  stock  fanner ;  probably  without  an  equal  in  this  or  any  other  country." 

York  shirt  Post. 

"  The  best  and  brightest  guide  to  the  practice  of  husbandry,  one  that  has  no  superior—no 
equal  we  might  truly  say— among  the  agricultural  literature  now  before  the  public.  ...  In 
every  section  in  which  we  have  tested  it,  the  work  has  been  found  thoroughly  up  to  date."— Belts 
tVetxb  Messengtr. 

British  Farm  Live  Stock* 

FARM  LIVE  STOCK  OF  GREAT  BRITAIN.  By  Robert 
Wallace.  F.L.S.,  F.R.S.E.,  Ac.,  Professor  of  Agriculture  and  Rural  Eco- 
nomy in  the  University  of  Edinburgh.  Third  Edition,  thoroughly  Revised 
and  considerably  Enlarged.  With  over  iao  Phototypes  of  Prise  Stock.  Demy 
8yo,  sAa  pp.,  with  70  Plates  and  Maps,  zss.  64.  cloth. 
*  A  reany  complete  work  on  the  history,  breeds,  and  management  of  the  farm  stock  of  Great 

Britain,  and  one  which  b  Hkefy  to  find  its  way  to  the  shelves  of  every  country  gentleman's 

library."-rA*  Times. 

"  The  latest  edition  of '  Farm  Live  Stock  of  Great  Britain '  is  a  production  to  bo  proud  of.  and 

Its  Issue  not  the  least  of  the  services  which  Its  author  has  rendered  to  agricultural  science." 

Scottish  Fmrmtr 
"  The  book  Is  very  attractive    .  .   .    and  we  can  scarcely  fanaslna  the  eslstrace  of  a  farmer 

who  would  not  Kke  to  nave  a  copy  of  this  beautiful  work."— mmrk  Lmtu  Bxprtss. 

"  A  work  which  will  long  be  retarded  as  a  standard  authority  whenever  •  concise  history  and 

description  of  the  breeds  ofnVe  Stock  in  the  British  Ides  k  nqakvL'-BeWs  Wetht?  Mttenger 
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Dairy  Farming. 

BRITISH  DAIRYING.  A  Handy  Volume  on  the  Work  of  the 
Dairy- Farm.  For  the  Use  of  Technical  Instruction  Classes,  Students  In 
Agricultural  Colleges,  and  the  Working  Dairy-Farmer.  By  Prof  j.  P.  Sheldon , 
late  Special  Commissioner  of  the  Canadian  Government,  Author  of  "  Dairy 
Farming,"  fix.    With  numerous  Illustrations.    Crown  8vo,  as.  6d.  cloth. 

"  May  be  confidently  recommended  as  a  useful  text-book  on  dairy  {axjah^."—AgriatleatraI 
Gaaette. 

"  Probably  the  best  half-crown  manual  on  dairy  work  that  has  yet  been  produced."—  Ncrth 
British  Agriculturist. 

"  It  is  the  soundest  little  work  we  have  yet  seen  on  the  subject"—  The  Times. 

Dairy  Manual. 

MILK,  CHEESE  AND  BUTTER:  A  Practical  Handbook 
on  their  Properties  and  the  Processes  of  their  Production,  including  a 
Chapter  on  Cream  and  the  Methods  of  its  Separation  from  Milk.  By  Johm 
Oliver,  late  Principal  of  the  Western  Dairy  Institute,  Berkeley.  With 
Coloured  Plates  and  200  Illusts.    Crown  8vo,  71M.  cloth.       [Just  published. 

Agricultural  Facts  and  Figures. 

NOTE-BOOK  OF  AGRICULTURAL  FACTS  AND  FIGURES 
FOR  FARMERS  AND  FARM  STUDENTS.    By  Primrose  McConnru* 
B.Sc.    Fifth  Edition.    Royal  30010,  roan,  gilt  edges,  with  band,  4s. 
"  Literally  teemi  with  information,  and  we  can  cordially  recommend  it  to  as  connected  with 
agriculture."— MnA  British  Agriculturist. 

SmaU  Farming. 

SYSTEMATIC  SMALL  FARMING;  or,  The  Lessons  of  my 
Farm.  Being  an  Introduction  to  Modern  Farm  Practice  for  Small  Farmers. 
By  Robert  Scott  Burn,  Author  of  "  Outlines  of  Modern  Fanning,"  Ac. 
With  numerous  Illustrations!  crown  8vo,  6s.  cloth. 

"Tbisisthecompletest  book  of  its  class  we  hare  seen,  and  one  which  every  amateur  farm** 
wm  read  with  pleasure  and  accept  as  a  guide,"— Field. 

Modern  Farming. 

OUTLINES  OF  MODERN  FARMING.  By  R  Scott  Burw. 
Soils,  Manures,  and  Crops— Farming  and  Farming  Efconomy— Cattle,  Sheep, 
and  Horses  —  Management  of  Dairy,  Pigs,  and  Poultry—  Utilisation  of 
Town-Sewage,  Irrigation,  ftc.  Sixth  Edition.  In  One  Vol.,  x,*so  pp.,  half. 
bound,  profusely  Illustrated,  12s. 

"  The  aim  of  the  author  has  been  to  make  bis  work  at  once  comprehensive  and  trustworthy 
and  he  has  succeeded  to  a  degree  which  entitles  him  to  much  cndtL'— Meriting  AtHmttm. 

Agricultural  Engineering. 

FARM  ENGINEERING,  THE  COMPLETE  TEXT-BOOK  OF. 
Comprising  Draining  and  Embanking;  Irrigation  and  Water  Supply;  Farm 
Roads,  Fences,  and  Gates ;  Farm  Buildings :  Barn  Implements  and  Ma- 
chines ;  Field  Implements  and  Machines;  Agricultural  Surveying,  Ac.  By 
Prof.  Johm  Scott.  In  One  Vol.,  1,150  pages,  half-bound,  with  over  600  IDna- 
trattons,  xss, 

''Written  with  great  care,  as  well  as  with  knowledge  and  ability.  The  author  has  done  his 
work  well ;  we  hare  found  him  a  very  trustworthy  guide  wherever  we- have  tested  his  statements. 
The  volume  will  be  of  great  value  to  agricultural  students,"— Jf«rl  Lane  Exfrtss. 

Agricultural  Text-Book. 

THE   FIELDS  OF  GREAT  BRITAIN:    A  Text-Book    of 

Agriculture,  adapted  to  the  Syllabus  of  the  Science  and  Art  Department. 
For  Elementary  and  Advanced  Students.    By  Hugh  Clements  (Board  of 
Trade).    Second  Edition,  Revised,  with  Additions.    z8mo,  as.  6d.  cloth. 
"A  most  comprehensive  volume,  giving  a  mass  of  \xdonnatiou.n^Agricmlturml  BcmemisL 
MIt  is  a  long  one  since  we  have  seen  a  book  which  has  pleased  us  more,  or  which  contains 
each  a  vast  and  useful  fund  of  knowledge,"— BduenHmml  Times. 

Tables  for  Farmers,  etc. 

TABLES,  MEMORANDA,  AND  CALCULATED  RESULTS 
for  Farmers,  Graners,  Agricultural  Student*,  Surveyors,  Land  Agents,  Auc- 
tioneer*, etc.    With  a  New  System  of  Farm  Book-keeping.    Selected  and 
Arranged  by  Sidney  Francis.    Third  Edition,  Revised.    87a  pp.,  waistcoat- 
pocket  size,  u.  6d.  limp  leather. 
^Weighing  less  than  1  oc,  and  occupying  no  more  space  than  a  match  box.  It  contains  a  mass 
of  facto  and  calculations  which  has  never  before,  in  such  handy  form,  been  obtainable.     Every 
operation  on  the  farm  is  dealt  with.    The  work  may  be  taken  as  thoroughly  accurate,  the  whole 
of  the  tables  baring  been  revised  by  Dr.  Fream.     We  cordially  recommend  it."— BeWs  Weekly 
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The  Management  of  Bees. 

BEES  FOR  PLEASURE  AND  PROFIT:  A  Guide  to  the 
Manipulation  of  Bees,  the  Production  of  Honey,  and  the  General  Manage- 
ment of  the  Apiary.  By  G.  Gordon  Samson.  With  numerous  Illustrations. 
Crown  8vo,  is.  cloth. 

"  The  Intending  bee-keeper  will  find  exactly  the  kind  of  Information  required  to  enable  him 
full 


to  make  a  successful  start  with  his  hires.    The  author  is  a  thoroughly  competent  teacher,  and  his 
book  may  be  commended.'*— Morning  Post. 

Farm  and  Estate  Book-keeping* 

BOOK-KEEPING  FOR  FARMERS  &  ESTATE  OWNERS. 
A  Practical  Treatise,  presenting,  in  Three  Plans,  a  System  adapted  for  all 
Classes  of  Farms.  By  Johnson  M.  Woodman,  Chartered  Accountant  Second 
Edition,  Revised.  Crown  6Vo,  3s.  6d\  cloth  boards ;  or  a*.  6d.  cloth  limp. 
••The  volume  is  a  capital  study  of  a  most  important  subject"—  Agricultural  Garnet*. 
The  young  farmer,  land  agent,  and  surveyor  will  find  Mr.  Woodman's  treatise  more  than 
repay  its  cost  and  study.*'— Building  News. 

Farm  Account  Book. 

WOODMAN'S  YEARLY  FARM  ACCOUNT  BOOK.  Giving 
a  Weekly  Labour  Account  and  Diary,  and  showing  the  Income  and  Expen- 
diture under  each  Department  of  Crops,  Live  Stock,  Dairy,  Ac.  dec.  With 
Valuation,  Profit  and  Loss  Account,  and  Balance  Sheet  at  the  end  of  the 
Year.  By  Johnson  M.  Woodman,  Chartered  Accountant,  Author  of  H  Book- 
keeping for  Farmers."  Folio,  7s.  6a.  half  bound.  UuUure. 
*' Contains  erery  requisite  form  for  keeping  farm  accounts  readily  and  accurately. ^- AfTi* 

Early  Fruits,  Flowers,  and  Vegetables. 

THE  FORCING  GARDEN ;  or,  How  to  Grow  Early  Fruits, 
Flowers,  and  Vegetables.  With  Plans  and  Estimates  for  Building  Glass- 
houses, Pits,  and  Frames.  With  Illustrations.  By  Samuel  Wood.  Crown 
8vo,  3s.  W.  cloth.  * 

"A  good  book,  and  fairly  fills  a  place  that  was  in  some  degree  vacant.*  The  book  Is  written  with 
great  care,  and  contains  a  great  deal  of  valuable  teaching."— Gardeners'  Magaaine, 

Good  Gardening* 

A  PLAIN  GUIDE  TO  GOOD  GARDENING  ;"or,  How  to  Grow 
Vegetables,  Fruits,  and  Flowers.  By  S.  Wood.  Fourth  Edition,  with  con- 
siderable Additions,  Ate.,  fitnd  numerous  Illustrations.  Crown  8vo,  3s.  6d.  cl. 
"  A  very  good  book,  and  one  to  be  highly  recommended  as  a  practical  guide.    The  practical 

directions  are  excellent."— Athenaunu 

'*  May  be  recommended  to  young  gardeners,  cottagers,  and  specially  to  amateurs,  for  the 

plain,  simple,  and  trustworthy  Information  It  gives  on  common  matters  too  often  neglected."— 

Gardeners'  Chronicle. 

Gainful  Gardening. 

MULTUM-IN-PARVO  GARDENING ;  or,  How  to  make  One 
Acre  of  Land  produce  £620  a-year  by  the  Cultivation  of  Fruits  and  Vegetables ; 
also.  How  to  Grow  Flowers  in  Three  Glass  Houses,  so  as  to  realise  £176  per 
annum  clear  Profit.  By  Samuel  Wood,  Author  of  "  Good  Gardening,"  ftc. 
Fifth  and  Cheaper  Edition,  Revised,  with  Additions.  Crown  8vo,  xs.  sewed. 
"We  are  bound  to  recommend  it  as  not  only  suited  to  the  case  of  the  amateur  and  gentleman's 
gardener,  but  to  the  market  grower."— Gardeners'  Magaaine. 

Gardening  for  Ladies. 

THE  LADIES'  MULTUM-IN-PARVO  FLOWER  GARDEN, 

and  Amateurs'  CcmpUU  Guide  With  Musts.  By  S.  Wood.  Cr.Svo,  3s.  6d.  d. 
"  This  volume  contains  a  good  deal  of  sound  common  sense  Instruction.''— Florist. 
"  Full  of  shrewd  hints  and  useful  instructions,  bated  on  a  lifetime  of  experience."— Scotsman. 

Receipts  for  Gardeners. 

GARDEN  RECEIPTS.    Edited  by  Charles  W.  Quin.    i2mo, 

xs.  6d.  cloth  limp. 
"A  useful  and  handy  book,  containing  a  good  deal  of  valuabta  Information."   Atkenmum. 

Market  Gardening. 

MARKET  AND  KITCHEN  GARDENING.    By  Contributors 
to  "The  Garden.'*   Compiled  by  C  W.  Shaw,  late  Editor  of  "Gardening 
Illustrated."    iamo,  3s.  6a.  cloth  boards. 
'*  The  most  valuable  compendium  of  kitchen  and  market-garden  work  pubH*hed."--lF«rMwr. 

Cottage  Gardening* 

COTTAGE  GARDENING;  or,  Flowers,  Fruits,  and  Vegetables  or 
Small  Garden*.    By  B.  Hobday,    iamo,  u.  64.  cloth  limp. 
"Contains  much  useful  Information  at  s  small  charge,"— Gtasgvw Herald, 
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AUCTIONEERING,   VALUING,   LAND  SURVEYING 

ESTATE  AGENCY,  etc 

Auctioneer's  Assistant. 

THE  APPRAISER,  A  UCTIONEER,  BROKER,  HOUSE  AND 
ESTATE  AGENT  AND  VALUER'S  POCKET  ASSISTANTS  the  Valua- 
tion for  Purchase,  Sale,  or  Renewal  of  Leases,  Annuities  and  Reversions,  and 
of  property  generally;  with  Prices  for  Inventories,  Ac.  By  John  Whesubk, 
Vainer,  ftc  Sixth  Edition,  Re-written  and  greatly  extended  by  C.  N  orris, 
Surveyor.  Valuer.  Ac.    Royal  32010,  51.  cloth. 

"A  nest  and  concise  book  of  reference,  containing  en  edmisnblo  and  ctoartftanmnged  Us*  of 
prices  for Inventories,  and  a  very  practical  guide  to  determine  the  valuac4faratawe,eyu"---oiite?Mle»'*. 
Contains  a  largo  quantity  of  varied  and  uaaful  Infornwtiou  as  to  the  valuation  fori 


sale,  or  renewal  of  leaser,  annuities  and  reversions,  and  of property  generally,  with^prices  for 


Inventories,  and  a  guide  to  determine  the  value  of  interior  fittings  and  other  tOosAT—MuUdor, 

.elftttfotteerifHr, 

AUCTIONEERS:  THEIR  DUTlJSS  AND  LIABILITIES. 
A  Manual  of  Instruction  and  Counsel  for  the  Young  Auctioneer.  By  Robert 
Squibbs,  Auctioneer.  Second  Edition,  Revised  and  partly  Re- written.  Demy 
8vo,  iai.  64*  cloth. 

*«+  Opinions  of  thx  Press. 
"  The  standard  text-book  on  the  topics  of  which  It  treats."— Athtnautn. 
"  The  work  is  one  of  general  excellent  character,  and  gives  much  information  m  a  compact 
dlous  and  satisfactory  torn."— Builder. 

"  May  be  recommended  as  giving  a  great   deal     f  information  on  the  law  rotating  to 
auctioneers,  in  a  very  readable  form."— Law  Journal. 

"  Auctioneers  may  be  congratulated  on  having  so  pleasing  a  writer  to  minister  to  their  special 
needs."— Solicitor*  Journal. 

"Every  auctioneer  ought  to  possess  a  copy  of  this  excellent  ■oik.**    Innutimjui . 
'*  Of  great  value  to  the  profession.   .   .   .   We  readily  welcome  this  book  from  the  Oct  that  It 
treats  the  subject  in  a  manner  somewhat  new  to  the  profession.  "—Estatts  GoMtttt. 

Inwood's  Estate  Tables. 

TABLES  FOR  THE  PURCHASING  OF  ESTATES,  Freehold, 
Copyhold,  or  Leasehold;  Annuities,  A dvowsont,  etc.,  and  for  the  Renewing  of 
Leases  held  under  Cathedral  Churches,  Colleges,  or  other  Corporate  bodies, 
for  Terms  of  Years  certain,  and  for  Lives :  also  for  Valuing  Reversionary 
Estates,  Deterred  Annuities,  Next  Presentations,  Ac. ;  together  with  Smart's 
Five  Tables  of  Compound  Interest,  and  an  Extension  of  the  same  to  Lower 
and  Intermediate  Rates.  By  W.  In  wood.  94th  Edition,  with  considerable 
Additions,  and  new  and  valuable  Tables  of  Logarithms  for  the  more  Difficult 
Computations  of  the  Interest  of  Money,  Discount,  Annuities,  Ate.,  by  M.  Fbdob 
Thomah,  of  the  SocieHe*  Credit  Mobiiier  ot  Pant,  Crown  8vo,  81.  cloth. 
"Those  mterested  in  the  purchase  and  tale  of  estates,  and  m  the  adjosanent  of  cosopeesntioai 

cases,  as  well  as  in  transactions  m  annuities,  Hfe  msnrances,  ftc,  wfil  find  the  present  edition  on* 

amtnrmt  service."*— £»ywwrfry. 

"  'Inwood's  Tables '  still  maintain  a  most  enviable  repntat.on.  The  new  Iwnin  has  been  oniV  tied 

by  large  additional  contributions  by  U.  Fedor  Thomas,  whose  carefully  arranged  Tables  cannot 

tall  to  be  of  the  utmost  utility."— Mining  Journal. 

Agricultural  Valuer's  Assistant. 

THE  AGRICULTURAL  VALUER'S  ASSISTANT.  A  Prac 
deal  Handbook  on  the  Valuation  of  Landed  Estates :  including  Rules  and 
Data  for  Measuring  and  Estimating  the  Contents,  weights,  and  Values  of 
Agricultural  Produce  and  Timber,  and  the  Values  of  Feeding  Stuffs, 
Manures,  and  Labour;  with  Forms  of  Tenant-Right- Valuations,  Lists  of 
Local  Agricultural  Customs,  Scales  of  Compensation  under  the  Agricultural 
Holdings  Act.  &c.  &c.  By  Tom  Bright,  Agricultural  Surveyor.  Second 
Edition,  much  Enlarged.  Crown  8vo,  5*.  cloth. 
"  Full  of  tables  and  examples  In  connection  with  the  valuation  of  tenant-right,' 

contents,  and  weights  of  timber,  and  (arm  produce  of  all  kinds."— ^vscwirwrw/ 1 
"  An  eminently  practical  handbook,  roll  of  practical  tables  and  data  of  undoubted  I 

value  to  surveyors  and  auctioneers  in  preparing  valuations  of  aO  kinds.  "—Farnutr. 

Plantations  and  Underwoods. 

POLE  PLANTATIONS  AND  UNDERWOODS:  A  Practical 

Handbook  on  Estimating  the  Cost  of  Forming,  Renovating,  Improving,  and 

Grubbing  Plantations  and  Underwoods,  their  Valuation  for  Purposes  of 

Transfer,  Rental,  Sale,  or  Assessment      By  Tom   Bright,  Author   of 

41  The  AgriculturalValuer's  Assistant,'*  Ate.    Crown  8vo,  $s.  64.  cloth. 

"To  valuers,  foresters  and  agents  It  wiD  be  a  walcnme  aid. "—North British  AfrtcuUurixi. 

"Well  calculated  to  assist  the  valuer  m  the  discharge  of  his  duties,  and  of  undoubted  inter 

and  see  both  to  surroiots  and  sitctionae 11  m  preparing  valuations  of  all  Haiti"   JTinf  flsremT. 
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Hudson's  Land  Valuer's  Pocket-Book* 

THE  LAND  VALUER'S  BEST  ASSISTANT:  Being  Tables 
on  a  very  much  Improved  Plan,  for  Calculating  the  Value  of  Estates.  With 
Tables  for  reducing  Scotch,  Irish,  and  Provincial  Customary  Acres  to  Statute 
Measure,  Ac.  By  K.  Hudsom,  C.S.  New  Edition.  Royal  32100,  leather, 
elastic  band,  4s. 
"  Of  incalculable  value  to  the  country  gentleman  and  professional  man."— Farmer?  Journa 

Mwart's  Land  Improver's  Pocket-Book* 

THE  LAND  IMPROVER'S  POCKET-BOOK  OF  FORMULAE, 
TABLES,  and  MEMORANDA  required  in  any  Computation  relating  to  the 
Permanent  Improvement  of  Landed  Property.  By  John  Ewart,  Land  Surveyor 
and  Agricultural  Engineer.  Second  Edition,  Revised.  Royal  30010,  oblong, 
leather,  gilt  edges,  with  elastic  band,  4s. 
M  A  compendious  and  bandy  little  ve!ume/'-%&eent*P, 

Complete  Agricultural  Surveyor's  Pocket-Book* 

THE  LAND  VALUER'S  AND  LAND  IMPROVER'S  COM- 
PLETE POCKET-BOOK.  Being  of  the  above  Two  Works  bound  together. 
Leather,  with  strap,  7s.  64. 

House  Property* 

HANDBOOK  OF  HOUSE  PROPERTY.  A  Popular  and  Practi- 
cal Guide  to  the  Purchase,  Mortgage,  Tenancy,  and  Compulsory  Sale  of 
Houses  and  Land,  including  the  Law  of  Dilapidations  and  Fixtures ;  with 
Examples  of  all  kinds  of  Valuations,  Useful  Information  on  Building,  and 
Suggestive  Elucidations  of  Fine  Art  By  B.  L.  Takbuck,  Architect  and 
Surveyor.  Fifth  Edition,  Enlarged.  iamo,  5s.  cloth. 
**  The  advice  is  thoroughly  practical.  **— Law  Journal, 

M  For  all  who  have  dealings  with  house  property,  this  is  an  Indispensable  guide.  "—DtcoraHon. 
"Carerutty  brought  up  to  date,  and  much  improved  by  the  addition  of  a  division  on  fine 
art    .    .    .    A  well-written  and  thoughtful  nox\L.'—Land  A^tnfs  Rotard. 


LAW  AND  MISCELLANEOUS. 

Private  BiU  Legislation  and  Provisional  Orders* 

HANDBOOK  FOR  THE  USE  OF  SOLICITORS  AND  EN- 
GINEERS Encaged  in  Promoting  Private  Acts  of  Parliament  and  Provi- 
sional Orders,  tor  the  Authorization  of  Railways,  Tramways,  Works  for  the 
Supply  of  Gas  and  Water,  and  other  undertakings  of  a  like  character.  By 
L.  Livingston  Macassby,  of  the  Middle  Temple,  Barrister-at-Law, 
M .InstC.E. ;  Author  of  "  Hints  on  Water  Supply."  Demy  8vo,  950  pp.,  25s.  cl. 
'*  The  author's  double  experience  as  an  engineer  and  barrister  has  enabled  him  to  approach 
the  subject  alike  from  an  engineering  and  legal  point  of  rtow."— Local  Govmmont  Chronicle. 

Law  of  Patents* 

PATENTS  FOR  INVENTIONS,  AND  HOW  TO  PROCURE 
THEM.  Compiled  for  the  Use  of  Inventors,  Patentees  and  others.  Bj 
G.  G.  M.  HARDimiHAM,  Assoc.Mem.InstCE.,  Ac    Demy  8vo,  is,  64.  cloth. 

Labour  Disputes. 

CONCILIATION  AND  ARBITRATION  IN  LABOUR  DIS- 
PUTES :  A  Historical  Sketch  and  Brief  Statement  of  the  Present  Position 
of  the  Question  at  Home  and  Abroad.  By  T.  S.  Jeans,  Author  of  'England's 
Supremacy,"  &c.    Crown  8vo,  too  pp.,  as.  td.  cloth.  [Just  published. 

Pocket-Book  for  Sanitary  Officials* 

THE  HEALTH  OFFICER'S  POCKET-BOOK :  A  Guide  to 
Sanitary  Practice  and  Law.  For  Medical  Officers  of  Health,  Sanitary  In- 
spectors, Members  of  Sanitary  Authorities,  &c.  By  Edward  F.  Willouchby, 
M.D.  (Lond.),  &c.  Author  of  "  Hygiene  and  Publio  Health."  Fcap.  8vo, 
75. 64.  cloth,  red  edges,  rounded  corners.  [Just  published. 

"  A  mine  of  condensed  Information  of  a  pertinent  and  useful  kind  on  the  various  subjects  of 

which  it  treats.    The  matter  seems  to  have  been  carefully  compiled  and  arranged  for  facility  of 

reference,  and  it  is  well  illustrated  by  diagrams  and  woodcuts.     The  different  subjects  are 

succinctly  but  fully  and  scientifically  dealt  with."—  Too  Lancet. 

••  Ought  to  be  welcome  to  those  for  whose  use  it  is  designed,  since  It  practically  both  down  a 

reference  library  into  a  pocket  volume.    ...    It  combines,  with  an  uncommon  degree  of 

efficiency,  the  qualities  of  accuracy,  conciseness  and  comprehensiveness."—  Scotsman. 

"  An  excellent  publication,  dealing  with  the  scientific,  technical  and  legal  matters  connected 

with  the  duties  of  medical  officers  of  health  and  sanitary  Inspectors.    The  work  is  replete  with 

information,"— Local  Government  Journal. 
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A  Complete  Epitome  of  the  Laws  of  this  Country* 

EVERY  MAN'S  OWN  LAWYER:  A  Handy-Book  of  the 
Principles  of  Law  and  Equity.  By  A  Barrister.  Thirty-first  Edition,  care- 
fully Revised,  and  including  the  Legislation  of  1893.  Comprising  (amongst 
other  Acts)  the  Voluntary  Conveyances  Act,  1895;  the  Married  Women* s 
Property  Act,  1893 ;  the  Trustee  Act,  1893  ;  the  Savings  Bank  Act,  1893  ;  the 
Barbed  Wire  Act,  189}  ;  the  Industrial  and  Provident  Societies  Act,  1893 ;  the 
Hours  of  Labour  of  Railway  Servants  Act,  1893 :  the  Fertiliser  and  Feeding 
Stuffs  Act,  1893,  &c,  as  well  as  the  Betting  and  Loans  (Infants)  Act,  1892 : 
the  Gaming  Act,  7891 ;  the  Shop  Hours  A  ct,  1892 ;  the  Conveyancing  and  Real 
Property  Act,  1892 ;  the  Small  Holdings  Act,  1892 ;  and  many  other  new  Acts. 
Crown  8vo,  700  pp.,  price  6s.  84.  (saved  at  every  consultation  I ),  strongly 
bound  in  cloth.  [Just  published. 

%♦  The  Book  will  be  found  to  comprise  (amongst  other  matter)— 

tub  rights  and  wrongs  of  individuals—  landlord  and  tenant— vendors 
and  purchasers-partners  and  agents— companies  and  associations— masters, 
servants.  and  workmen— leases  and  mortgages libel  and  slander— con- 
tracts and  agrbbhbnts-bonds  and  bills  of  sai  h— cheques,  bills,  and  notes— 
railway  and  shipping  law— Bankruptcy  \nd  insurance— Borrowers,  Lenders, 
and  sureties— criminal  law— parliamentary  elections— county  councils- 
MUNICIPAL  corporations— Parish  Law,  church-wardens,  etc— public  health 
and  Nuisances— Copyright  and  Patents— Trade  marks  and  Designs— Husband 
and  Wife,  divorce,  etc.— Trustees  and  Executors— Guardian  and  Ward,  in- 
fants, etc— Game  Laws  and  sporting-horses,  horse  dealing,  and  dogs— Inn- 
keepers, Licensing,  etc— forms  of  Wills,  agreements  etc  etc 

1ST  The  object  of  this  work  is  to  enable  those  who  consult  it  to  help  them- 
selves to  the  law;  and  thereby  to  dispense,  as  far  as  possible,  with  professional 
assistance  and  advice.  There  are  many  wrongs  and  grievances  which  persons  sub- 
mit to  from  time  to  time  through  not  knowing  how  or  where  to  apply  for  redress ;  and 
many  persons  have  as  great  a  dread  of  a  lawyers  office  as  of  a  uon's  den.  With  this 
book  at  hand  it  is  believed  that  many  a  Six-and-Eightpemcx  may  be  saved:  many 
a  wrong  redressed:  many  a  right  reclaimed;  many  a  law  suit  avoided;  and  many 
an  evil  abated.  The  work  has  established  itself  as  the  standard  legal  adviser  of  all 
classes,  and  has  also  made  a  reputation  for  itself  as  a  useful  book  of  reference  for 
lawyers  residing  at  a  distance  from  law  libraries,  who  are  glad  to  have  at  hand  a 
work  embodying  recent  decisions  and  enactments. 

%*  Opinions  of  the  Press. 

"  It  b  a  complete  code  of  English  Law,  written  In  plain  language,  which  all  can  understand. 
.  .  .  Should  be  in  the  bands  of  erery  burinew  man,  and  all  who  with  to  abolish  lawyers'  biDs.*  — 
tVMkto  Times. 

"  A  useful  and  concise  epitome  of  the  law,  compiled  with  considerable  ctro."—vL«w  lAmcfe*. 

"  A  complete  digest  of  the  most  useful  facts  which  constitute  English  law."— Globe. 

"  This  excellent  handbook.  .  .  .  Admirably  done,  admirably  arranged,  and  admirably 
cheap."-- Leeds  Mercury. 

"A  concise,  cheap  and  complete  epitome  of  the  English  law.  So  plainly  written  that  ha  who 
runs  may  read,  and  he  who  reads  may  understand."— •Figaro. 

"  A  dictionary  of  legal  facts  well  put  together.    The  book  Is  a  Terr  useful  one."— SfioctaJor. 

"A  work  which  has  long  been  wanted,  which  is  thoroughly  well  done,  and  which  we  most 
cordially  recommend."— Sunday  Times. 

"The  latest  edition  of  this  popular  book  ought  to  be  In  erery  business  establishment,  and  on 
•vary  library  table."— Sheffield  Post. 

"  A  complete  epitome  of  the  law  \  thoroughly  intelligible  to  non-professional  readers." 

_ „  .  Bell s  Li/e, 

Legal  Guide  for  Pawnbrokers* 

THE  PAWNBROKERS',  FACTORS*  AND  MERCHANTS1 
GUIDE  TO  THE  LAW  OF  LOANS  AND  PLBDGES.  With  the 
Statutes  and  a  Digest  of  Cases.  By  H.  C.  Folrard,  Esq.,  Barrister-at'Law. 
Fcap.  8v0|  3*.  64.  cloth. 

The  Law  of  Contracts. 

LABOUR  CONTRACTS :  A  Popular  Handbook  on  the  Law 
of  Contracts  for  Works  and  Services.  By  David  Gibbons.  Fourth  Edition, 
Appendix  of  Statutes  by  T.  F.  Uttlky,  Solicitor.    Fcap.  8vo,  3J.  6d.  oloth. 

The  Factory  Acts. 

SUMMARY  OF  THE  FACTORY  AND  WORKSHOP}  ACTS 
(1878-1891).  For  the  Use  of  Manufacturers  and  Managers.  By  Emilk 
Garcke  and  J.  M.  Fells.  (Reprinted  from  "  Factory  Accounts/)  Crown 
8vo,  6d.  sewed. 
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Wteale's  Ktttifinentarg  Series'. 


LONDON,  1861 
THE  PRIZE  ME1 

Vu  amrdad  la  Ho  Pnbliihc 

"VEUE'S  SERIES." 


A  NEW  LIST  OF 

WEALE'S   SERIES 

RUDIMENTARY  SCIENTIFICjEDUCATIONAL, 
AND  CLASSICAL. 

Compriiing  marly  Three  Hundred  and  Fifty  dqtfnct  ■ 
4tfarfmtnttfSciitut,Art,amdi    ' 
Arckilrch.  Builder*,  Artuatu.  si 


Cg  L-'/flJMJ,  "*^  g^ 


13-  "  WEALE'S  SERIES  includes  Text-Book*  on  almost  every  branch  of 
Science  and  Industry,  comprising  such  subjects  as  Agriculture,  Architecture 
and  Building,  Civil  Engineering,  Fine  Arts,  Mechanics  and  Mechanical 
Engineering.  Physical  and  Chemical  Science,  and  many  miscellaneous 
Treatises..  The  whole  are  constantly  undergoing  revision,  and  new  editions, 
brought  up  to  the  latest  discoveries  in  scientific  research,  are  constantly 
issued.  The  prices  at  which  they  are  sold  are  as  low  a*  their  excellence  is 
assured." — American  Literary  Gatclte. 

"  Amongst  the  literature  of  technical  education,  WEALE'S  SERIES  has  ever 
enjoyed  a  high  reputation,  and  the  additions  being  made  by  Messrs.  Crosby 
Lockwood  ft  SON  render  the  series  more  complete,  and  bring  the  informa- 
tion upon  the  several  subjects  down  to  the  present  time." — Hitting  Journal. 

"  It  is  not  too  much  to  say  that  no  books  have  ever  proved  more  popular 
with,  or  more  useful  to,  young  engineers  and  others  than  the  excellent 
treatises  comprised  in  Whale's  Series." — Engineer. 

"The  excellence  of  Wealb's  Series  Is  now  so  well  appreciated,  that  it 
would  be  wasting  our  space  to  enlarge  opon  their  general  usefulness  and 


PHILADELPHIA,  1876. 
THE    PRIZE    MEDAL 

Wu  muU  to  tlie  Publi.heii  for 

Book,:  Raoim.ntarj,  Scientific, 

"WEALE'S  SERIES."  ETO. 

CROSBY    LOCKWOOD    &    SON, 

,,  STATIONERS'   BALL   COURT,   LUDGATE   HILL,    LONDON,    EC. 


WEALE  S  RUDIMENTARY   SERIES. 


WEALE'S  EUDIMENTABT  SCIENTIFIC  SEBIES. 


%*  The  volumes  of  this  Series  axe  freely  Illustrated  with 
Woodcuts,  or  otherwise,  where  requisite.  Throughout  the  fol- 
lowing  List  it  must  be  understood  that  the  books  are  bound  ia 

sCL:JU  V limp  cloth,  unless  otherwise  stated ;   but  the  volumes  marked 

|aplO ^  Jljmen     vi[h  a  x  may  aho  a,  had strongly  bound  in  cloth  boards  for  64 

extra. 

N.B. — In  ordering  from  this  List  it  is  recommended,  as  a 
means  of  facilitating  business  and  obviating  error%  to  quote  the 
numbers  affixed  to  the  volumes,  as  well  as  the  titles  and  price*. 


CIVIL  ENGINEERING,  SURVEYING,  ETC. 
31."  WELLS  AND  WELL-SINKING.    By  John  Geo.  Swindell, 

A.R.I. B.A.,  and  G.  R.  Burnhll,  C.E.    Revised  Edition.    With  a  New 
Appendix  on  the  Qualities  of  Water.    Illustrated,    ss. 
35.  THE    BLASTING    AND    QUARRYING    OF  STONE,    for 
Building  and  other  Purposes.    By  Gen.  Sir  J.  Burgoynb,  Bart.    is.  6d. 

43.  TUBULAR,  AND  OTHER  IRON  GIRDER  BRIDGES^zi- 

ticularly  describing  the  Britannia  and  Conway  Tubular  Bridges.    By  G. 
Drysdalb  Dbmpsby,  C.E.    Fourth  Edition,    ss. 

44.  FOUNDATIONS  AND  CONCRETE  WORKS,  with  Practical 

Remarks!  on  Footings,  Sand,  Concrete,  Beion,  Pile-  driving,  Caissons,  and 
Cofferdams,  &c.    By  K.  Dobson.    Seventh  Edition,     is.  6d. 

60.  LAND  AND  ENGINEERING  SURVEYING.   By  T.  Baker, 
C.E.     Fifteenth     Edition,  revised  by  Professor  J.  R.  Young.    ss.t 

8o».  EMBANKING  LANbS  FROM  THE  SEA.    With  examples 
and  Particulars  of  actual  Embankments,  fee.    By  J.  Wiggins,  F.GJ5.    sa. 
81.  WATER  WORKS,  for  the  Simply  of  Cities  and  Towns.    With 
a  Description  of  the  Principal  Geological  Formations  of  England  as  in- 
fluencing Supplies  of  Water,  fee.    By  S.  Hughes,  C.E.    New  Edition.    4*.$ 

Ji8.  CIVIL  ENGINEERING  IN  NORTH  AMERICA,  a  Sketch 
of.    By  Davto  Stbvbnson,  F.R.S.E.,  fee.    Plates  and  Diagrams.    3s. 

167.  IRON  BRIDGES,  GIRDERS,  ROOFS,  AND  OTHER 
WORKS.    By  Francis  Campin,  C.E.    ss.  6d.t 

197.  ROADS  AND  STREETS.  By  H.  Law,  C.E.,  revised  and 
enlarged  by  D.  K.  Clark,  C.E.,  including  pavements  of  Stone,  Wood. 
Asphalte,  &c.    4s.  6d.t 

203.  SANITARY  WORK  IN  THE  SMALLER  TOWNS  AND  IN 
VILLAGES.    By  C.Slaqg,  A.M.I.C.E.    Revised  Edition.     \%.t 

212.  GAS.WORKS,  THEIR  CONSTRUCTION  AND  ARRANGE- 

MENT', and  the  Manufacture  and  Distribution  of  Coal  Gas.  Originally 
written  by  Samuel  Hughbs.  C.E.  Re- written  and  enlarged  by  William 
Richards,  C.E.     Eighth  Edition,  with  important  additions.    <s.  6d.t 

213.  PIONEER  ENGINEERING.     A  Treatise  on  the  Engineering 

Operations  connected  with  the  Settlement  of  Waste  Lands  in  New  Coun- 
tries.   By  Edward  Dobson,  Assoc.  Inst  C.E.    4s.  6d.t 

lib.  MATERIALS  AND  CONSTRUCTION;  A  Theoretical  and 
Practical  Treatise  on  the  Strains,  Designing,  and  Erection  of  Works  of  Con- 
struction. By  Francis  Campin,  C.E.    Second  Edition,  revised.    3*4 

210.  CIVIL  ENGINEERING.  By  Henry  Law,  M.Inst.  C.E. 
Including  Hydraulic  Enginbrrino  by  Geo.  R.  Burnbll,  M.Inst.  C.E. 
Seventh  Edition,  revised,  with  large  additions  by  D.  Kinnbar  Clark, 
M.Inst.  C.E.    6s.  6d..  Cloth  boards,  7s-  6d. 

t€?.  THE  DRAINAGE  OF  LANDS,  TOWNS,  6V  BUILDINGS. 
By  G.  D.  Demfsby,  C.E.  Revised,  with  large  Additions  on  Recent  Practice 
m  Drainage  Engineering,  by  D.  Kjnnear  Clark,  M.I. C.E.  Second  Edition, 
Corrected.    4s.  6d.t  ^^^^ 


t£T  The  t  indicates  that  those  vols*  may  be  had  strongly  bound  at  64  extra- 


LONDON:    CROSBY  LOCKWOOD    AND   SON, 


weale's  rudimentary  series. 


MECHANICAL  ENGINEERING,   ETC. 

33.  CRANES,  the  Construction  of,  and  other  Machinery  for  Raising 

Heavy  Bodies.    By  Joseph  Glynn,  F.R.S.    Illustrated,    xs.  6d. 

34.  THE  STEAM  ENGINE.  By  Dr.  Lardnkr.  Illustrated.    is.6d. 

59.  STEAM  BOILERS:  their  Construction  and  Management.    By 
R.  Armstrong,  C.E.    Illustrated,    xs.  6d. 

82.  THE  POWER  OF  WATER,  as  applied  to  drive  Flour  Mills, 
and  to  give  motion  to  Turbines.  &c.    By  Joseph  Glynn,  F.R.S.    as.* 

qS.  PRACTICAL  MECHANISM,  the  Elements  of;   and  Machine. 
Tools.    By  T.  Baker,  C.E.   With  Additions  by  J.  Nasmyth,  C.E.   as.  6dJ 
139.  THE  STEAM  ENGINE,  a  Treatise  on  the  Mathematical  Theory 
of,  with  Rnles  and  Examples  for  Practical  Men.   By  T.  Baker,  CJB.    is.  6d 

164.  MODERN  WORKSHOP  PRACTICE,  as  applied  to  Steam  En- 

gines, Bridges,  Ship-building,  «tc.  By  J.  G.  Winton.  New  Edition,   is.  6d.t 

165.  IRON  AND  HEAT,  exhibiting  the  Principles  concerned  in  the 

Construction  of  Iron  Beams,  Pillars,  and  Girders.    By  T.  Armour,   as.  6dJ 

166.  POWER  IN  MOTION:  Horse-Power,  Toothed- Wheel  Gearing, 

Long  and  Short  Driving  Bands,  and  Angular  Forces.  By  J.  Armour,  as.|« 
171.  THE     WORKMAN'S    MANUAL     OF    ENGINEERING 

DRAWING.  ByJ.  Maxton.   7th  Edn.   With  7  Plates  and  350  Cuts.  3s.  6«U 
190.  STEAM    AND    THE    STEAM  ENGINE,  Stationary    and 

Portable.    By  J.  Sbwbll  and  D.  K.  Clark,  C.E.    3s.  6d.$ 
too.  FUEL,  its  Combustion  and  Economy.     By  C.  W.  Williams. 

With  Recent  Practice  in  the  Combustion  and  Economy  of  Fuel—Coal,  Coke, 
Wood,  Peat,  P  troleum,  8tc— by  D.  K.  Clark,  M.I.C.E.    3s.  6d.t 

102.  LOCOMOTIVE  ENGINES.  By  G.  D.  Dempsey,  C.E. ;  with 
large  additions  by  D.  Kinnbar  Clark,  M.I.C.E.    \*.% 

211.  THE  BOILERMAKER'S  ASSISTANT  in  Drawing,  Tem- 
plating,  and  Calculating  Boiler  and  Tank  Work.  By  John  Courtney, 
Practical  Boiler  Maker.  Edited  by  D.  K.  Clark,  C.E.   100  Illustrations.  2s. 

217.  SEWING  MACHINERY:  Its  Construction,  History,  &c,  with 
full  Technical  Directions  for  Adjusting,  &c.  By  J.  W.  Urquhart,  C.E.  as.] 

123.  MECHANICAL  ENGINEERING.  Comprising  Metallurgy, 
Moulding,  Casting,  Forging,  Tools,  Workshop  Machinery,  Manufacture  o< 
the  Steam  Engine,  &c.    By  Francis  C ampin,  C.E.  Second  Edition,  as.  6d.l 

236.  DETAILS   OF  MACHINERY.     Comprising  Instructions  for 

the  Execution  of  various  Works  in  Iron.    By  Francis  Campin,'C.B.    y*.% 

237.  THE  SMITHY  AND  FORGE;  including  the  Farrier's  Art  and 

Coach  Smithing.    By  W.  J.  E.  Crane.    Illustrated,    as.  6d.J 

238.  THE  SHEET-METAL  WORKER'S  GUIDE;  a  Practical  Hand- 

book for  Tinsmiths,  Coppersmiths,  Zincworkers,  &c.  With  04  Diagrams  and 
Working  Patterns.    By  W.  J.  E.  Crane.    Second  Edition,  revised,    xs.  5d. 

251.  STEAM  AND  MACHINERY  MANAGEMENT :  with  Hints 
on  Construction  and  Selection.    By  M.  Powis  Bale,  M.I.M.E.    as.  6d4 

254.  THE    BOILERMAKER'S    READY-RECKONER.      By  J. 

Courtney.     Edited  by  D.  K.  Clark,  C.E.    4s. 
'•*  Nos.  sit  and  254  in  One  Vol.,  half- bound,  entitled"  The  Boilermaker's Rbady- 
Reckoner  and  Assistant."    By  J.  Courtney  and  D.  K.  Clark.    7s. 

255.  LOCOMOTIVE  ENGINE-DRIVING.    A  Practical  Manual  for 

Engineers  in  charge  of  Locomotive  Engines.  By  Michael  Reynolds,  M.S.E. 
Eighth  Edition.    3s.  6d.,  limp ;  4s.  6d.  cloth  boards. 

256.  STATIONARY  ENGINE-DRIVING.    A  Practical  Manual  for 

Engineers  in  charge  of  Stationary  Engines.    By  Michael  Reynolds,  M.S.E. 
Fourth  Edition.    3s.  6d.  limp ;  48.  6d.  cloth  boards. 
260.  IRON  BRIDGES  OF  MODERATE  SPAN:  their  Construe- 
tion  and  Erection.    By  Hamilton  W.  Penorbd,  C.E.    2s. 

The  X  indicates  thai  these  vol*,  may  be  had  strongly  bound  at  6d.  extra. 
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MINING,    METALLURGY,    ETC. 

4.  MINERALOGY,  Rudiments  of;  a  concise  View  of  the  General 
Properties  of  Minerals.  By  A.  Ramsay,  F.G.S.,  F.R.G.S.,  fee.  Third 
Edition,  revised  and  enlarged.    Illustrated.    3s.  6d.t 

117.  SUBTERRANEOUS  SURVEYING,  with  and  without  the  Mag. 
netic  Needle.    By  T.  Frnwick  and  T.  Bakbr,  C.E.    Illustrated,    as.  6d.  X 

135.  ELECTRO-METALLURGY;  Practically  Treated.  By  Alex- 
ander Watt.  Ninth  Edition,  enlarged  and  revised,  with  additional  Illus- 
trations, and  including  the  most  recent  Processes.   3s.  6dJt 

172.  MINING  TOOLS,  llanual  of.    For  the  Use  of  Mine  Managers, 
Agents,  Students,  &c.    By  William  Morgans,    as.  6d. 
i*3«.  MINING  TOOLS,  ATLAS  of  Engravings  to  Illustrate  the  above, 
containing  235  Illustrations,  drawn  to  Scale.   Ato.    4s.  6d. 

176.  METALLURGY  OF  IRON.  Containing  History  of  Iron  Manu- 
facture, Methods  of  Assay,  and  Analyses  of  Iron  Ores,  Processes  of  Manu- 
facture of  Iron  and  Steel,  &c.  By  H.  Baubrman,  F.G.S.  Sixth  Edition, 
revised  and  enlarged.    5*4 

180.  COAL  AND  COAL  MINING.  By  the  late  Sir  Wajltngton  W. 
Smyth,  M.A.,  F.R.S.  Seventh  Edition,  revised.  3s.  6d.$ 

195.  THE  MINERAL  SURVEYOR  AND  VALUERS  COM- 
PLETE  GUIDE.  By  W.  Llntkrn,  M.E.  Third  Edition,  including  Mag- 
netic and  Angular  Surveying.    With  Four  Plates.    3s.  6d.£ 

214.  SLATE  AND  SLATE  QUARRYING,  Scientific,  Practical,  and 
Commercial.    By  D.  C.  Daviss,  F.G.S.,  Mining  Engineer,  &c.    i%.\ 

164.  A  FIRST  BOOK  OF  MINING  AND  QUARRYING,  with  the 
Sciences  connected  therewith,  for  Primary  Schools  and  Self  Instruction.  By 
J.  H.  Collins,  F.G.S.    Second  Edition,  with  additions,    is.  6d. 


ARCHITECTURE,  BUILDING,  ETC. 

16.  ARCHITECTURE— ORDERS— The  Orders  and  their  JEsthetic 

Principles.    By  W.  H.  Leeds.    Illustrated,    is.  6d. 

17.  ARCHITECTURE— STYLES— The  History  and  Description  of 

the  Styles  of  Architecture  of  Various  Countries,  from  the  Earliest  to  tha 
Present  Period.    By  T.  Talbot  Bury,  F.R.I.B.A.,  etc.    Illustrated,    at. 
%*  Orders  and  Styles  of  Architecture,  it*  One  VoL,  3*.  6a\ 

18.  ARCHITECTURE— DESIGN— The  I*rinciples   of  Design    in 

Architecture,  as  deducible  from  Nature  and  exemplified  in  the  Works  of  tha 

Greek  and  Gothic  Architects.  By  E.  L.  Garbbtt,  Architect.  Illustrated,  z&od. 

V  The  three  preceding  Works,  in  One   handsome  Vol.,  half   bound,    entitled 

"  Modern  Architecture,"  price  6*. 

ss.  THE  ART  OF  BUILDING,  Rudiments  of.  General  Principles 
of  Construction,  Materials  used  in  Building,  Strength  and  Use  of  Materials, 
Working  Drawings,  Specifications,  and  Estimates.     By  E.  Dobson,  as.i 

t$.  MASONRY  AND  STONE  CUTTING :  Rudimentary  Treatise 
on  the  Principles  of  Masonic  Projection  and  their  application  to  Con- 
struction.   By  Edward  Dobson,  M.R.I.BJL,  &c.    t».  6d4 

42.  COTTAGE  BUILDING.     By  C.   Bruce   Allen,  Architect 

Eleventh  Edition,  revised  and  enlarged.  With  a  Chapter  on  Economic  Cottages 

for  Allotments,  by  Edward  E.  Allen,  C.E.    as. 
45.  LIMES,  CEMENTS,  MORTARS,  CONCRETES,  MASTICS, 

PLASTERING,  &c.   By  G.  R.  Burnbll,  C.E.  Fourteenth  Edition,    is.  od. 
57.  WARMING  AND    VENTILATION.     An  Exposition  of  the 

General  Principles  as  applied  to  Domestic  and  Public  Buildings,  Mines, 

Lighthouses,  Ships,  fcc.    By  C.  Tomlinson,  F.R.S.,  8cc.    Illustrated.    3s. 

in.  ARCHES,  PIERS,  BUTTRESSES,  &c:  Experimental  Essays 
on  the  Principles  of  Construction.    By  W.  Bland.    Illustrated.    11.  6d. 

The  t  indicates  that  these  vols,  may  be  had  strongly  bound  at  6d.  extra. 
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Architecture,  Building,  etc.,  continued. 

116.  THE  ACOUSTICS  OF  PUBLIC  BUILDINGS;  or,  The 
Principles oi  the  Science  of  Sound  applied  to  the  purpose*  of  the^rchttect  and 
Builder.   By  T.  Rogbr  Smith,  M.X.I.B.A.,  AihitecT  Illustrated.    w.6d 

127.  ARCHITECTURAL  MODELLING  IN  PAPER,  the  Art  of. 

By  T.  A.  Richardson,  Architect.    Illustrated,    is.  6<L 

128.  VITRUVIUS—THE     ARCHITECTURE     OF    MARCUS 

VITRUV1US  POLL O.     In ^Ten  Books.    Translated  from  the  Latin  by 
Joseph  Gwilt,  F.S.A.,  F.R.A.S.    With  at  Plates.    Ss.  ^ 

130.  GRECIAN  ARCHITECTURE,  An  Inquiry  into  the  Principles 
of  Beauty  in ;  with  an  Historical  View  of  the  Rise  and  Progress  of  the  Art  is 
Greece.     By  the  Earl  or  Aberdeen,    is. 
•    The  two  preceding  Work*  in  One  handsome  Vol.,  half  bound,  entitled  "Ancient 

132.  THE  ERECTION  OF  DWELLING-HOUSES.  Illustrated  by 
5  F6?*?^  Viewi  P^at,  Elevations,  and  Sections  of  a  pair  of  Semi- 
detached ViUas,  with  the  Specification,  Quantities,  and  Estimates,  etc.  By 
S.  H.Brooks.    New  Edition,  with  Plates,   2*.  64.* 

156.  QUANTITIES  <&•  MEASUREMENTS  in  Bricklayers',  Masons', 
Plasterers\  Plumbers' PaintersYPaperhangers',  Gilders*,  Smiths',  Carpenters' 
andJomeiV  Work.    By  A.  C.  Beaton,  Surveyor.    Ninth  Edition,     is.  6d. 

175.  LOCK  WOOD'S  BUILDER'S  PRICE  BOOK  FOR  1893.  A 
Comprehensive  Handbook  of  the  Latest  Prices  and  Data  for  Builders, 
Architects,  Engineers,  and  Contractors.  Reconstructed,  Re-written,  and 
further  Enlarged.  By  Francis  T.  W.  Miller,  A.R.I.B.A.  700  pages. 
3s.  6d. ;  cloth  boards,  4s.  [Just  Published. 

182.  CARPENTRY  A ND  JOINER Y— The  Elementary   Pein- 

ctplbs  of  Carpentry.  Chiefly  composed  from  the  Standard  Work  of 
Thomas  Trbdgold.  C.E.  With  a  TREATISE  ON  JOINERY  by  E. 
Wyndham  Tarn.  Ma,    Fifth  Edition,  Revised,    js.  6d.f 

182*.  CARPENTRY  AND  JOINERY.  ATLAS  of  35  Plates  to 
accompany  the  above.  With  Descriptive  Letterpress,  ato.  6s. 
185.  THE  COMPLETE  MEASURER  ;  the  Measurement  of  Boards, 
Glass,  &c. ;  Unequal-sided,  Sguare-sided,  Octagonal-tided,  Round  Timber 
and  Stone,  and  Standing  Timber,  fcc.  By  Richard  Horton.  Fifth 
Edition,     is. :  strongly  bound  in  leather,  <s. 

187.  HINTS  TO   YOUNG  ARCHITECTS.     By  G.  WlGHTWICTL 

New  Edition.    By  G.  H.  Gdillaumb.    Illustrated,    it.  6d.i 

188.  HOUSE  PAINTING,  GRAINING,  MARBLING,  AND  SIGN 

WRITING  :  with  a  Course  of  Elementary  Drawing  for  House-Painters,  Siga- 
Writers,  fcc.,  and  a  Collection  of  Useful  Receipts.  By  Ellis  A.  Davidson. 
Sixth  Edition.   With  Coloured  Plates.    5s.  cloth  limp ;  6s.  cloth  boards. 

189.  THE   RUDIMENTS    OF   PRACTICAL    BRICKLAYING. 

In  Six  Sections :  General  Principles :  Arch  Drawing,  Cutting,  and  Setting  ; 
Pointing;  Paving,  Tiling,  Materials;  Slating  and  Plastering j  Practical 
Geometry,  Mensuration,  fcc.    By  Adam  Hammond.    Seventh  Edition,  is.  6d. 

191.  PLUMBING.    A  Text-Book  to  the  Practice  of  the  Art  or  Craft  01 

the  Plumber.  With  Chapters  upon  House  Drainage  and  Ventilation.  Sixth 
Edition.    With  380  Illustrations.    By  W.  P.  Buchan.    3s.  6<L* 

192.  THE   TIMBER   IMPORTER'S,  TIMBER  MERCHANTS, 

and  BUILDER'S  STANDARD  GUIDE.     By  R.  E.  Grandt.    ss. 

206.  A  BOOK  ON  BUILDING,  Civil  and  Ecclesiastical,  including 
Church  Restoration.  With  the  Theory  of  Domes  and  the  Great  Pyramid 
fcc.  By  Sir  Edmund  Beckett,  Bart.,  LL.D.,  Q.C.,  F.R.  A.S.    4s.  6d.t 

226.  THE  JOINTS  MADE  AND  USED  BY  BUILDERS  in  the 
Construction  of  various  kinds  of  Engineering  and  Architectural  Works.  By 
Wwill  T.Christy.  Architect.  With  upwards  of  160  Engravings  on  Wood.  3s.) 

228.  THE  CONSTRUCTION  OF  ROOFS  OF  WOOD  ANDIRON. 
By  E.  Wyndham  Tarn,  M.A.,  Architect.  Second  Edition,  revised,    is.  6d. 

sMT"  The  X  indicates  thai  these  vols,  may  be  had  strongly  bound  at  6d.  extra. 
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Architecture,  Building,  etc.,  continued. 

229.  ELEMENTARY  DECORATION:  as  applied  to  the  Interior 
aad  Exterior  Decoration  of  Dwelling-Houses,  fee.     By  J.  W.  Facby.    is. 

157.  PRACTICAL  HOUSE  DECORATION.    A  Guide  to  the  Art 

of  Ornamental  Painting.     By  Tames  W.  Facby.    2s.  6d- 
•##  The  two  preceding  Works,  in  One  handsome  Vol.,  half -bound,  entitled  "  Hocsb 
Decoration,  Elementary  and  Practical,"  Price  5*. 
130.  A  PRACTICAL  TREATISE  ON HANDR AILING.  Showing 
New  and  Simple  Methods.     By  G.  Colunos.    Second  Edition,  Revised, 
including  A  Treatise  on  St airbuilding.    Plates.    ss.6d, 
247.  BUILDING  ESTATES :  a  Rudimentary  Treatise  on  the  Develop, 
ment,  Sale,  Purchase,  and  General  Management  of  Building  Land.     By 
Fowler  Maitland,  Surveyor.    Second  Edition,  revised,    ss. 

148.  PORTLAND  CEMENT  FOR   USERS.    By  Henry  Faija, 

Assoc.  M.  Inst.  C.E.    Third  Edition,  corrected.    Illustrated,    as. 

252.  BRICKWORK:    a  Practical  Treatise,  embodying  the  General 
•  and  Higher  Principles  of  Bricklaying,  Cutting  and  Setting,  fee     By  F. 

Walker.    Third  Edition,  Revised  and  Enlarged,    xs.  6d. 
23.  THE  PRACTICAL  BRICK  AND  TILE  BOOK.  Comprising: 
189.     Brick  and  Tile  Making,  by  E.  Dobson,  A.I.C.E.;  Practical  Bricklay- 
165.      ing,  by  A.  Hammond  ;  Bbjckcutting  and  Setting,  by  A.  Hammond.    $34 

pp.  with  270  Illustrations.    6s.    Strongly  half-bound. 

253.  THE    TIMBER  MERCHANT'S,   SAW-MILLER'S,   AND 

IMPORTER'S  FREIGHT-BOOK  AND  ASSISTANT.    By  Wm.  Rich- 
ardson.    With  Additions  by  M.  Powis  Bale,  A.M.Inst.C.E.    x*.t 

158.  CIRCULAR    WORK  IN   CARPENTRY  AND  JOINERY. 

A  Practical  Treatise  on  Circular  Work  of  Single  and  Double  Curvature. 

By  Gborgb  Collings.    Second  Edition,  ss.  6d. 
259.  GAS   FITTING:    A  Practical   Handbook    treating   of  every 

Description  of  Gas  Laying  and  Fitting.    By  John  Black,    as.  6d4 
261.  SHORING  AND  ITS  APPLICATION:  A  Handbook  for  the 

Use  of  Students.    By  Gborgb  H.  Blagrovb.    is.  6d. 
265.  THE  AR  T  OF  PR  A  CTICAL  BRICK  CUTTING  &  SETTING. 

By  Adam  Hammond.    With  90  Engravings,    is.  6d. 
267.  THE  SCIENCE  OF  BUILDING:  An  Elementary  Treatise  on 

the  Principles  of  Construction.    By  E.  Wykdham  Tarn,  M.A.  Lond.   Third 

Edition,  Revised  and  Enlarged.    3s.  6d.t 

271.  VENTILATION:  a  Text-book  to  the  Practice  of  the  Art  of 

Ventilating  Buildings.  By  W.  P.  Buchan,  R.P.,  Sanitary  Engineer,  Author 
of  "Plumbing,"  8ec.    3s.  6d.t 

272.  ROOF  CARPENTRY;  Practical  Lessons  in  the   Framing  of 

Wood  Roofs.    For  the  Use  of  Working  Carpenters.    By  Geo.  Collings, 
Author  of  "  Handrailing  and  Stairbuilding,"  8c c.     2s.         (Just  published. 

273.  THE  PRACTICAL  PLASTERER  :  A  Compendium  of  Plain 
»and  Ornamental  Plaster.  Work.  By  Wilfred  Kemp.  2s.    {Just  published. 


SHIPBUILDING,   NAVIGATION,   ETC. 

51.  NA  VAL  ARCHITECTURE.    An  Exposition  of  the  Elementary 
Principles.    By  J.  Peakb.    Fifth  Edition,  with  Plates.    3s.  6d.t 
S3*.  SHIPS  FOR  OCEAN  <&•  RIVER  SER  VICE,  Elementary  and 
Practical  Principles  of  the  Construction  of.    By  H.  A.  Sommbrfbldt.   is.  64. 
S3««.  AN  ATLAS  OF  BNGRA  VINGS  to  Illustrate  the  above.  Twelve 
large  folding  plates.    Royal  Ato.  cloth.    7s.  6d. 
54.  MASTING,  MAST-MAKING,  AND  RIGGING  OF  SHIPS, 
Also  Tables  of  Spars,  Rigging,  Blocks ;  Chain,  Wire,  and  Hemp  Ropes, 
Ice.,  relative  to  every  class  of  vessels.    By  Robert  Kipping,  N.A.    2s. 

The  t  indicates  that  these  vols,  may  be  had  strongly  bound  at  6d,  extrtx. 
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WEALE'S  RUDIMENTARY  SERIES.  > 

Shipbuilding,  Navigation,  Marine  Engineering,  etc.,  **«/. 

S4»,  /R0JV  SHIP-BUILDING.  With  Practical  Examples  and  Details. 

By  Johh  Grantham,  C.E.    Fifth  Edition.    4s. 

55.  THE  SAILOR'S  SEA  BOOK:  a    Rudimentary  Treatise   on 

Navigation.    By  Jambs  Grbknwood,  B.A.    With  numerous  Woodcuts  and 

Coloured  Plates.    New  and  enlarged  edition.    By  W.  H.  Rossbr.    2s.  6d4 

80.  MARINE  ENGINES  AND  STEAM  VESSELS.    By  Robert 

Murray,  C.E.    Eighth  Edition,  thoroughly  Revised,  with  Additions  by  the 

Author  and  bv  George  Carlisle,  C.E.    4s.  6d.  limp ;  5s.  cloth  boards. 

83**.  THE  FORMS  OF  SHIPS  AND  BOATS.     By  W.  Bland. 

Eighth  Edition,  Revised,  with  numerous  Illustrations  and  Models,  zs.  6<L 

99.  NAVIGATION  AND  NAUTICAL  ASTRONOMY,  in  Theory 

and  Practice.    By  Prof.  J.  R.  Young.    New  Edition.    28.  6d. 
io6.  SHIPS1  ANCHORS,  a  Treatise  on.  By  G.  Cotsell,  N.  A.    is.6d. 
149.  SAILS  AND  SAIL-MAKING.  With  Draughting,  and  the  Centre 
of  Effort  of  the  Sails ;  Weights  and  Sizes  of  Ropes ;   Masting,  Rigging, 
and  Sails  of  Steam  Vessels,  &c  zath  Edition.  By  R.  Kipping,  N.A.,  2s.  6d.{ 
155.  ENGINEER'S  GUIDE  TO  THE  ROYAL  &  MERCANTILE 
NAVIES.    By  a  Practical  Engineer.    Revised  by  D.  F.  M'Carthy.    3s. 
55    PRACTICAL    NAVIGATION.      Consisting    of  The    Sailor's 
&      Sea-Book.     By  Jambs  Greenwood  and  W.  H.  Rossbr.     Together  with 
2n.      the  requisite  Mathematical  and  Nautical  Tables  for  the  Working  of  the 
*  +•    Problems.    By  H.  Law,  C.E.,  and  Prof.  J.  R.  Young.    7s.    Half-bound. 

AGRICULTURE,  GARDENING,  ETC. 

bi*.A  COMPLETE  READY  RECKONER  FOR  THE  ADMEA- 
SUREMENT OF  LAND,  &c.  By  A.  Arman.  Third  Edition,  revised 
and  extended  by  C.  Norjlis,  Surveyor,  Valuer,  &c.  ss. 

131.  MILLER'S,  CORN  MERCHANTS,  AND  FARMER'S 
READY  RECKONER.  Second  Edition,  with  a  Price  List  of  Modern 
Flour-Mill  Machinery,  by  W.  S.  Hutton,  C.E.    at. 

140.  SOILS,  MANURES,  AND  CROPS.    (Vol.  1.  Outlines  of 

Modern  Farming.)    By  R.  Scott  Burn.    Woodcuts,    as. 

141.  FARMING  6*  FARMING  ECONOMY,  Notes,  Historical  and 

Practical,  on.  (Vol.  2.  Outlines  of  Modern  Farming.)  By  R.  Scott  Burn.  3s. 

142.  STOCK;    CATTLE,    SHEEP,    AND    HORSES.      (Vol.    3. 

Outlines  op  Modern  Farming.)    By  R.  Scott  Burn.  Woodcuts,    ss.  6d. 

145.  DAIRY,  PIGS,  AND  POULTRY,  Management  of  the.     By 

R.  Scott  Burn.    (Vol.  4.  Outlines  of  Modbrn  Farming.)    2s. 

146.  UTILIZATION     OF     SEWAGE,     IRRIGATION,      AND 

RECLAMATION  OF  WASTE  LAND.    (Vol.  5.  Outlines  of  Modbrn 
Farming.)    By  R.  Scott  Burn.    Woodcuts.    2s.  od. 
%#  Not.  140-1-2-5-6,  tit  One  Vol.lhandsomely  half-bound,  entitled  "  Outlines  op 
Modbrn  Farming."   By  Robert  Scott  Burn.    Price  12s. 

177.  FRUIT  TREES,  The  Scientific  and  Profitable  Culture  of.  From 
the  French  of  Du  Brkuil.  Revised  by  Geo.  Glbnny.  187  Woodcuts.  3s.  6d.t 

198.  SHEEP;  THE  HISTOR  Y,  STR  UCTURB,  ECONOMY,  AND 
DISEASES  OF.  By  W.  C.  Spoonbr,  M.R.V.C.,  fcc.  Fifth  Edition, 
enlarged,  including  Specimens  ot  New  and  Improved  Breeds.   33.  6d.t 

201.  KITCHEN  GARDENING  MADE  EASY.   By  George  M.  F. 

Glbnny.    Illustrated,    zs.  6d.J 
207.  OUTLINES  OF  FARM  MANAGEMENT,  and  the  Organi- 
sation of  Farm  Labour.   By  R.  Scott  Burn.    ss.  6d4 
to8.  OUTLINES   OF  LANDED   ESTATES  MANAGEMENT. 
By  R.  Scott  Burn.   2s.  6d. 
•#•  Not.  207  6-  208  in  One  Vol.,  handsomely  half-bound,  entitled  "  Outlines  op 
Landbd  Estates  and  Farm  Management."    By  R.  Scott  Burn.    Price  6r. 

The  %  indicates  that  these  vols,  may  be  had  strongly  bound  at  bd.  extra. 
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Agriculture,  Gardening,  etc.,  continued. 

209.  1HE  TREE  PLANTER  AND  PLANT  PROPAGATOR, 
A  Practical  Manual  on  the  Propagation  of  Forest  Trees,  Fruit  Trees, 
Flowering;  Shrubs,  Flowering  Plants,  fcc.     By  Samuel  Wood.    2*. 

HO.  THE  TREE  PRUNER.   A  Practical  Manual  on  the  Pruning  of 
Fruit  Trees,  including  also  their  Training  and  Renovation ;  also  the  Pruning 
of  Shrubs,  Climbers,  and  Flowering  Plants.    By  Samuel  Wood.    is.  6d. 
V  Nos.  209  &*  aio  in  One  Vol.,  handsomely  half-bound,  entitled  "Thb  Tub 
Planter,  Propagator,  and  Prunhr."    By  Samuel  Wood.    Price  3*.  6d. 

218.  THE  HAY  AND  STRAW  MEASURER  :  Being  New  Tables 
for  the  Use  of  Auctioneers,  Valuers,  Farmers,  Hay  and  Straw  Dealers,  «tc. 
By  John  Steblb.   Fifth  Edition,  as. 

223.  SUBURBAN  FARMING.  The  Laying-out  and  Cultivation  of 
Farms,  adapted  to  the  Produce  of  Milk,  Butter,  and  Cheese,  Eggs.  Poultry, 
and  Pigs.    By  Prof.  John  Donaldson  and  R.  Scott  Burn.    $*.  6d.t 

231.  THE  ART  OF  GRAFTING  AND  BUDDING.    By  Charles 

Baltet.    With  Illustrations,    as.  6d4 

232.  COTTAGE  GARDENING;  or,  Flowers,  Fruits,  and  Vegetables 

for  Small  Gardens.    By  E.  Hobday,    is.  6d. 

233.  GARDEN  RECEIPTS.    Edited  by  Charles  W.  Qui*.    ia,6d. 

234.  MARKET  AND  KITCHEN  GARDENING.  By  C.  W.  Shaw, 

late  Editor  of  "  Gardening  Illustrated."    3s.* 

239.  DRAINING  AND  EMBANKING.    A  Practical  Treatise,  em- 

bodying the  most  recent  experience  in  the  Application  of  Improved  Methods. 
By  John  Scott,  late  Professor  of  Agriculture  and  Rural  Economy  at  the 
Royal  Agricultural  College,  Cirencester.    With  68  Illustrations,    is*  6d. 

240.  IRRIGA  TION  AND  WA  TER  SUPPL  Y.    A  Treatise  on  Watet 

Meadows,  Sewage  Irrigation,  and  Warping;  the  Construction! of  Wells, 
Ponds,  and  Reservoirs,  &c.     By  Prof.  John  Scott.    With  34  lllos.  is.  6d. 

241.  FARM  ROADS,    FENCES,    AND    GATES.     A    Practical 

Treatise  on  the  Roads,  Tramways,  and  Waterways  of  the  Farm;  the 
Principles  of  Enclosures ;  and  the  different  kinds  of  Fences,  Gates,  and 
Stiles.    By  Professor  John  Scott.    With  75  Illustrations,    is.od. 

242.  FARM  BUILDINGS.     A  Practical  Treatise  on  the  Buildings 

necessary  for  various  kinds  of  Farms,  their  Arrangement  and  Construction, 
with  Plans  and  Estimates.    By  Prof.  John  Scott.   With  105  Illus.    ss. 

243.  BARN  IMPLEMENTS  AND    MACHINES.     A   Practical 

Treatise  on  the  Application  of  Power  to  the  Operations  of  Agriculture;  and 
on  various  Machines  used  in  the  Threshing- barn,  in  the  Stock-yard,  and  in  the 
Dairy,  &c.  By  Prof.  J.  Scott.  With  123  Illustrations,  as. 

244.  FIELD  IMPLEMENTS  AND  MACHINES.      A   Practical 

Treatise  on  the  Varieties  now  in  use,  with  Principles  and  Details  of  Con- 
struction, their  Points  of  Excellence,  and  Management.  By  Professor  Joan 
Scott.    With  138  Illustrations,    as. 

245.  AGRICULTURAL  SURVEYING.     A  Practical  Treatise  on 

Land  Surveying,  Levelling,  and  Setting-out :  and  on  Measuring  and  Esti- 
mating Quantities,  Weights,  and  Values  of  Materials,  Produce,  Stock,  fcc. 
By  Prof.  John  Scott.    With  6a  Illustrations,    zs.  6cL 

%•  Not.  «39  to  245  tH  One  Vol.,  handsomely  half-bound,  entitled  "  The  Complete 
Text-Book  of  Farm  Engineering."    By  Professor  John  Scott.    Price  its. 

250.  ME  A  T  PRODUCTION.  A  Manual  for  Producers,  Distributors, 
&c.    By  John  Ewart.    as.  6d.i 

266.  BOOK-KEEPING  FOR  FARMERS  &  ESTATE  OWNERS. 
By  T.  M.  Woodman,  Chartered  Accountant,  as.  6d*  cloth  limp;  3s.  64. 
cloth  boards. 

The  X  indicates  that  these  vols,  may  be  had  strongly  hound  at  6d.  extra* 
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MATHEMATICS,   ARITHMETIC,   ETC. 

32.  MATHEMATICAL   INSTRUMENTS,   a  Treatise  on;   Their 


n/iLiu»ui.  w.i.v.^  ccuun  ui  mio  Surveyors'  Institution.    Original 
tion,  in  x  vol.,  Illustrated.    as.* 

*«*  /«  ordering  the  above,  be careful to  toy.  "  Original  Edition  "  (No.  3*),  to  distin- 
guish it  from  the  Enlarged  Edition  in  3  vols.  (Nos.  168-9-70.) 

76.  DESCRIPTIVE  GEOMETRY,  an  Elementary  Treatise  on; 
with  a  Theory  of  Shadows  and  of  Perspective,  extracted  from  the  French  of 
G.  Mongb.  To  which  is  added,  a  description  of  the  Principles  and  Practice 
of  Isometrical  Projection.    By  J.  F.  Hkathbr,  M.A.    With  14  Plates,    ts. 

178.  PRACTICAL  PLANE  GEOMETRY:  giving  the  Simplest 
Modes  of  Constructing  Figures  contained  in  one  Plane  and  Geometrical  Con- 
struction of  the  Ground.  By  J.  F.  Hbathbr,  M.A.  With  2x5  Woodcuts,  ss. 

83.  COMMERCIAL  BOOK-KEEPING.  With  Commercial  Phrases 

and  Forms  in  English.  French,  Italian,  and  German.    By  Jambs  Haddom, 
M.A.,  Arithmetical  Master  of  King's  College  School,  London,    is.  6d. 

84.  ARITHMETIC,  a  Rudimentary  Treatise  on :  with  full  Explana- 

tions of  its  Theoretical  Principles,  and  numerous  Examples  for  Practice.    By 
Professor  J.  R.  Youno.    Eleventh  Edition,    xs.  6d. 

*4*.  A  Kby  to  the  above,  containing  Solutions  in  full  to  the  Exercises,  together 
with  Comments,  Explanations,  and  Improved  Processes,  for  the  Use  of 
Teachers  and  Unassisted  Learners.    By  J.  R.  Youno.    xs.  6d. 

85.  EQUATIONAL  ARITHMETIC,  applied  to  Questions  of  Interest, 

Annuities,  Life  Assurance,  and  General  Commerce ;  with  various  Tables  by 
which  all  Calculations  may  be  greatly  facilitated.   By  W.  Hipslby.    ss. 

86.  ALGEBRA,    the   Elements   of.      By  James   Haddon,    M.A. 

With  Appendix,  containing  miscellaneous  Investigations,  and  a  Collection 
of  Problems  in  various  parts  of  Algebra.    2s. 
*6*.  A  Kby  and  Companion  to  the  above  Book,  forming  an  extensive  repository  of 
Solved  Examples  and  Problems  in  Illustration  of  the  various  Expedients 
necessary  in  Algebraical  Operations.    By  I.  R.  Youno.    xs.  6d. 

88.  EUCLID,  The  Elements  of  :  with  many  additional  Propositions 
8o.     and  Explanatory  Notes :  to  which  is  prefixed,  an  Introductory  Essay  on 

Logic.    By  Hbniiy  Law,  CB.    as.  6d.* 

*»*  Sold  also  separately,  viz.  .*— 
18.      Euclid,  The  First  Three  Books.    By  Hrnry  Law,  CB.    xs.  6d. 

89.  Euclid,  Books  4,  5, 6,  xx,  xs.    By  Hbnry  Law,  C.E.    xs.  6d. 

90.  ANALYTICAL    GEOMETRY  AND    CONIC    SECTIONS, 

By  Jambs  Hann.    A  New  Edition,  by  Professor  J.  R.  Youno.    as.l 

91.  PLANE    TRIGONOMETRY,  the    Elements   of.     By  James 

Hann,  formerly  Mathematical  Master  of  King's  College,  London,    xs.  6d. 

92.  SPHERICAL  TRIGONOMETRY,  the  Elements  of.    By  James 

Hank.    Revised  by  Charlbs  H.  Dowung,  C.E.    xs. 
*•*  Or  with  "  The  Elements  of  Plane  Trigonometry,"  in  One  Volume,  is.  6d. 

93.  MENSURATION  AND  MEASURING.  With  the  Mensuration 

and  Levelling  of  Land  for  the  Purposes  of  Modern  Engineering.    By  T. 
Baker,  C.E.    New  Edition  by  E.  Nugent,  C.E.    Illustrated,    xs.  6d. 

101.  DIFFERENTIAL  CALCULUS,  Elements  of  the.    By  W.  S.  B. 

Woolhousb,  F.R.A.S.,  «tc.    xs.  6d. 

102.  INTEGRAL  CALCULUS,  Rudimentary  Treatise  on  the.     By 

Homkrsham  Cox,  B.A.    Illustrated,    xs. 

136.  ARITHMETIC,  Rudimentary,  ftr  the  Use  of  Schools  and  Self- 

Instruction.    By  Jambs  Haddon,  M.A.    Revised  by  A.  Arman.    xs.  6d. 

137.  A  Kby  to  Haddon's  Rudimentary  Arithmbtic.    By  A.  Arman.    xs.  6d. 


The  1  indicates  that  these  vols,  may  be  had  strongly  bound  at  6d.  extra. 
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Mathematics,  Arithmetic,  etc.,  continued. 

168.  DRAWING  AND  MEASURING  INSTRUMENTS.    Includ- 

ing—I. Instruments  employed  in  Geometrical  and  Mechanical  Drawing, 
and  tn  the  Construction,  Copying,  and  Measurement  of  Maps  and  Plans. 
II.  Instruments  used  for  the  purposes  of  Accurate  Measurement,  and  for 
Arithmetical  Computations.    By  J.  F.  Hbathrr,  MJL    Illustrated,    xs.  6d 

169.  OPTICAL  INSTRUMENTS.    Including  (more  especially)  Tele- 

scopes, Microscopes,  and  Apparatus  for  producing  copies  of  Maps  and  Plana 
by  Photography.    By  J.  F.  Hbathsr.  M.A.    Illustrated,    is.  6d. 

170.  SURVEYING    AND   ASTRONOMICAL    INSTRUMENTS. 

Including — I.  Instruments  Used  for  Determining  the  Geometrical  Features 
of  a  portion  of  Ground.  II.  Instruments  Employed  in  Astronomical  Observa- 
tions.   By  J.  F.  Heather,  M.A.    Illustrated,    is.  6d. 
*•*  The  above  three  volumes  form  an  enlargement  of  the  Author**  original  work 
"  Mathematical  Instruments."    (See  No.  \2  tn  the  Series.) . 

«68.| MATHEMATICAL  INSTRUMENTS.    By  J.  F.  Heather, 

169.  r  M.A.  Enlarged  Edition,  for  the  most  part  entirely  "re -written.  The  3  Parts  as 
170..J  above,  in  One  thick  Volume.  With  numerous  Illustrations.  4s.  6d.i 

158.  THE  SLIDE  RULE,  AND  HOW  TO  USE  IT;  containing 
full,  easy,  and  simple  Instructions  to  perform  all  Business  Calculation!  with 
unexampled  rapidity  and  accuracy.  By  Charles  Hoarb,  C.B.  Sixth 
Edition.    With  a  Slide  Rule  in  tuck  of  cover,    as.  6d.t 

196.  THEORY  OF  COMPOUND  INTEREST  AND  ANNUI- 
TIES ;  with  Tables  of  Logarithms  for  the  more  Difficult  Computations  of 
Interest,  Discount,  Annuities,  &c.    By  Fb'dor  Thohan.  Fourth  Edition.  4s. t 

199.  THE  COMPENDIOUS  CALCULATOR  ;  or,  Easy  and  Concise 
Methods  of  Performing  the  various  Arithmetical  Operations  required  in 
Commercial  and  Business  Transactions ;  together  with  Useful  Tables.  By 
D.  O'Gorman.  Twenty •  seventh  Edition,  carefully  revised  by  C.  Norris. 
%%.  od.,  cloth  limp ;  3s.  6d.,  strongly  half-bound  in  leather. 

201.  MATHEMATICAL  TABLES,  for  Trigonometrical,  Astronomical, 
and  Nautical  Calculations ;  to  which  is  prefixed  a  Treatise  on  Logarithms. 
By  Henry  Law,  C.E.  Together  with  a  Series  of  Tables  for  Navigation 
and  Nautical  Astronomy.  By  Prof.  J.  R.  Youno.  New  Edition.  4s. 
104*.  LOGARITHMS.  With  M athematical  Tables  for  Trigonometrical, 
Astronomical,  and  Nautical  Calculations.  By  Henry  Law,  M.Inat.CE.  New 
and  Revised  Edition.  ( Forming  part  of  the  above  Work).  3a. 

22 1.  MEASURES,  WEIGHTS,  AND  MONEYS  OF  ALL  NA- 
TIONS, and  an  Analysis  of  the  Christian,  Hebrew,  and  Mahometan  Calen- 
dar!.   By  W.  S.  B.  Woolhousb.  F.R.A.S.,  F.S.S.    Seventh  Edition,  ss.  6d  t 

227.  MATHEMATICS  AS   APPLIED    TO    THE   CONSTRUC- 
TIVE ARTS.    Illustrating  the  various  processes  of  Mathematical  Invest!- 
ition,  by  means  of  Arithmetical  and  Simple  Algebraical  Equations  and 
deal  Examples.    B?  Francis  Campin.  C.E,    Second  Edition.    js.t 
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PHYSICAL    SCIENCE,    NATURAL    PHILO- 
SOPHY, ETC. 

i.  CHEMISTRY.  By  Professor  George  Fownbs,  F.R.S.  With 
an  Appendix  on  the  Application  of  Chemistry  to  Agriculture,    xs. 

1.  NATURAL  PHILOSOPHY,  Introduction  to  the  Study  of.  By 
C.  Tomlinson.    Woodcuts,    zs.  6d. 

6.  MECHANICS,  Rudimentary  Treatise  on.     By  Charles  Tom- 

linson.   Illustrated,    xs.  6d. 

7.  ELECTRICITY;  showing  the  General  Principles  of  Electrical 

Science,  and  the  purposes  to  which  it  has  been  applied.    By  Sir  W.  Snow 
Harris,  F.R.S.,  fee.     With  Additions  by  R.  Sabine,  C.E.,  F.S.A.    xs.  6d. 
7».  GALVANISM.    By  Sir  W.  Snow  Harms.     New  Edition  by 
Robert  Sarins,  C.E.,  F.S.A.    xs.  6d. 

8.  MAGNETISM;  being  a  concise  Exposition  of  the  General  Prin- 
ciples of  Magnetical  Science.    By   Sir  W.  Snow  Harris.    New  Edition, 

revised  by  H.  M.  Noad,  Ph.D.    With  165  Woodcuts,    js.  6d.t 

The  %  indicates  that  these  vols,  may  be  had  strongly  bound  at  6d.  extra. 
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Physical  Science,  Natural  Philosophy,  etc.,  continued. 

11.  THE  ELECTRIC  TELEGRAPH;  its  History  and  Progress; 

with  Descriptions  of  some  of  the  Apparatus.  By  R.  Sabinb,  C  .E.,  F.S.A.   3s. 

12.  PNEUMATICS,  including  Acoustics  and  the  Phenomena  of  Wind 

Currents,   for  the   Use  of  Beginners.     By  Charlbs  Tomlinson,   F.R.S. 
Fourth  Edition,  enlarged.    Illustrated,    is.  6d. 

71.  MANUAL  OF  THE  MOLLUSC  A;  a  Treatise  on  Recent  and 
Fossil  Shells.  By  Dr.  S.  P.  Woodward,  AX.S.  Fourth  Edition.  With 
Plates  and  300  Woodcuts.    7s.  6d.,  cloth. 

96.  ASTRONOMY.    By  the  late  Rev.  Robert  Main,  M.A.    Third 

Edition,  by  William  Thtmnb  Lynn,  BA.,  F.R.A.S.    m. 

97.  STATICS  AND  DYNAMICS,  the  Principles  and  Practice  of; 

embracing  also  a  clear  development  of  Hydrostatics,  Hydrodynamics,  and 
Central  Forces.    By  T.  Baker,  C.E.    Fourth  Edition,    zs.  6d. 

173.  PHYSICAL  GEOLOGY,  partly  based  on  Major-General  PORT- 

lock's  "Rudiments  of  Geology.     By  Ralph  Tatb,  A.L.S.,fcc.  Woodcuts,  ts. 

174.  HISTORICAL    GEOLOGY,    partly    based    on    Major-General 

Portlock's  '*  Rudiments."  By  Ralph  Tatb,  A.L.S.,  &c.  Woodcuts,  as.  6d. 

173  RUDIMENTARY  TREATISE  ON  GEOLOGY,  Physical  and 

&        Historical.    Partly  based  on  Major-General  Portlock's  "Rudiments  of 

174.     Geology."   By  Ralph  Tatb,  A.L.S.,  F.G.S.,  fcc.    In  One  Volume.  4s.  6d.t 

1S3   ANIMAL  PHYSICS,  Handbook  of.    By  Dr.  Lajldner,  D.C.L., 
Sc        formerly  Professor  of  Natural  Philosophy  and  Astronomy  in   University 
_o-       College,  Lond.   With  530  Illustrations.    In  One  Vol.   7s.  6a.,  cloth  boards. 
,a**  %•  Sold  also  in  Two  Paris,  as  follows  .•— 

183.     Animal  Physics.    By  Dr.  Lardnbr.    Part  I.,  Chapters  I.— VII.    41. 
T84.     Animal  Physics.    By  Dr.  Lardnbr.    Part  II.,  Chapters  VIII.— XvTII.  ja. 

269.  LIGHT :  an  Introduction  to  the  Science  of  Optics,  for  the  Use  of 
Students  of  Architecture,  Engineering,  and  other  Applied  Sciences.  By  E. 
Wyndham  Tarn,  M.A.    is.  6d.  [Just  published. 


FINE  ARTS. 
jo.  PERSPECTIVE  FOR  BEGINNERS.      Adapted    to   Young 

Students  and  Amateurs  in  Architecture,  Painting,  8cc.  By  Gborgb  Pynb.  as. 
40    GLASS  STAINING,  AND   THE  ART  OF  PAINTING  ON 
GLASS.    From  the  German  of  Dr.  Gbssert  and  Emanubl  Otto  From, 
bbro.    With  an  Appendix  on  Thb  Art  op  Enamklxjng.    2s.  6d. 

69.  MUSIC,    A   Rudimentary    and   Practical   Treatise   on.      With 

numerous  Examples.    By  Charlbs  Child  Spencer,    as.  6d. 
71.  PIANOFORTE,  The  Art  of  Playing  the.    With  numerous  Exer- 
cises fc  Lessons  from  the  Best  Masters.  By  Charlbs  Child  Sfencrr.   xs.6d. 
69-71.  MUSIC  6*  THE  PIANOFORTE.    In  one  vol.   Half  bound,  5s. 
181.  PAINTING  POPULARLY  EXPLAINED,  including  Fresco, 
Oil,  Mosaic,  Water  Colour,  Water-Glass,  Tempera,  Encaustic.  Miniature. 
Painting  on  Ivory,  Vellum.  Pottery,  Enamel,  Glass,  fcc.    With  Historical 
Sketches  of  the  Progress  of  the  Art  by  Thomas  John  Guixick,  assisted  by 
John  Timbs,  F.S.A.   Sixth  Edition,  revised  and  enlarged.    5*4 
186.  A    GRAMMAR    OF  COLOURING,    applied    to    Decorative 
Painting  and  the  Arts.    By  George  Fibld.    New  Edition,  enlarged  and 
adapted  to  the  Use  of  the  Ornamental  Painter  and  Designer.    By  Ellis  A. 
Davidson.    With  two  new  Coloured  Diagrams,  &c.    314 

146.  A  DICTIONARY  OF  PAINTERS,  AND  HANDBOOK  FOR 
PICTURE  AMATEURS;  including  Methods  of  Painting,  Cleaning,  Re- 
tiring and  Restoring,  Schools  of  Painting,  fcc.  With  Notes  on  the  Copyists 
and  Imitators  of  each  Master.    By  Philippe  Daryl.    2s.  6d.| 

The  X  indicates  thai  these  vols,  may  be  had  strongly  bound  at  6d.  extra. 
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INDUSTRIAL   AND   USEFUL  ARTS. 

23.  BRICKS  AND  TILES,  Rudimentary  Treatise  on  the  Manufar. 

tare  of.    By  E.  Dobson,  M.RJ.B.A.    Illustrated,  314 
67.  CLOCKS,  WATCHES,  AND  BELLS,  a  Rudimentary  Treatise 
on.    By  Sir  Edmund  Beckett,  IX.D.v  Q.C.  Seventh  Edition,  revised  and  en- 
larged.   4t.  6d.  limp;  5s.  6d.  cloth  boards. 
*$••.  CONSTRUCTION  OF  DOOR  LOCKS.     Compiled  from  the 
Papers  of  A.  C.  Hobbs,  and  Edited  by  Charles  Tomlinson.  F.R.S.  as.  6d. 

162.  THE  BRASS  FOUNDER'S  MANUAL;  Instructions  for 
Modelling,  Pattern-Making,  Moulding,  Turning,  Filing,  Burnishing. 
Bronzing,  Sec  With  copious  Receipts,  etc    By  Walter  Graham.    aa4 

105.  THE  ART  OF  LETTER  PAINTING  MADE  EASY.  By 
J.G.Badsnoch.  Illustrated  with  is  full  -page  Engravings  of  Examples.  ia.6d 

215.  THE  GOLDSMITHS  HANDBOOK,  containing  fall  Instruc- 
tions for  tbe  Alloying  and  Working  of  Gold.    By  George  h.  Gee,    is.f 

225.  THE   SILVERSMITHS   HANDBOOK,    containing   full  In- 
structions for  the  Alloying  and  Working  of  Silver.  By  George  E.  Gbb.  sa.t 
V  The  *™>  preceding  Works,  in  One  handsome  Vo*.,  half-bound,  entitled  "Tub 
Goldsmith's  &  Silversmith's  Complete  Handbook,'*  is. 

249.  THE  HALL-MARKING  OF  JEWELLERY  PRACTICALLY 
CONSIDERED.    By  Geobob  E.  Gbb.    is.* 

224.  COACH  BUILDING,  A  Practical  Treatise,  Historical  and 
Descriptive.    By  J.  W.  Burgess,    ss.  6d.t 

235.  PRACTICAL  ORGAN  BUILDING.  By  W.  E.  DlCKSow, 
MA.,  Precentor  of  Ely  Cathedral.    Illustrated.    ss.6d.I 

262.  THE    ART    OF  BOOT  AND   SHOE  MA  KING.    Byjofm 

Bedford  Lrno.    Numerous  Illustrations.    Third  Edition,    ss. 

263.  MECHANICAL   DENTISTRY:  A  Practical  Treatise  on  the 

Construction  of  the  Various  Kinds  of  Artificial  Dentures,  with  Formulae, 
Tables,  Receipts,  Sec.    By  Charles  Hunter.    Third  Edition.    3s. t 
270.  WOOD  ENGRA  VING :  A  Practical  and  Easy  Introduction  to 
the  Study  of  the  Art.    By  W.  N.  Brow*,    is.  6d. 

MISCELLANEOUS    VOLUMES. 

36.  A  DICTIONARY  OF  TERMS  used  in  ARCHITBC7URB, 
BUILDING,  ENGINEERING,  MINING.  METALLURGY.  ARCHE- 
OLOGY, the  FINE  ARTS,  &c.  By  John  Wsalb.  Sixth  Edition.  Revised 
by  Robert  Hunt,  F.R.S.    Illustrated.    5s.  limp ;  6s.  cloth  boards. 

50.  LABOUR  CONTRACTS.  A  Popular  Handbook  on  the  Law  of 
Contracts  for  Works  and  Services.  By  David  Gibbons.  Fourth  Edition, 
Revised,  with  Appendix  of  Statutes  by  T.  F.  UTrLBY,  Solicitor,  3s.  6d.  doth. 

112.  MANUAL  OF  DOMESTIC  MEDICINE.  By  R.  Gooding, 
B~A*,  M.D.  A  Family  Guide  in  all  Cases  of  Accident  and  Emergency  ss. 
U2«.  MANAGEMENT  OF  HEALTH.  A  Manual  ot  Home  and 
Personal  Hygiene.    By  the  Rev.  Jambs  Baird,  B.A.    is. 

150.  LOGIC,  Pure  and  Applied.     By  S.  H.  Emmsns.     is.  6d. 

153.  SELECTIONS    FROM    LOCKE'S    ESSAYS    ON     THE 

HUMAN  UNDERSTANDING.    With  Notes  by  S.  H.  Emmbns.    as. 

154.  GENERAL  HINTS  TO  EMIGRANTS.    2s. 

157.  THE  EMIGRANTS  GUIDE  TO  NATAL.   By  R.  Mann,   as. 

193.  HANDBOOK    OF  .  FIELD   FORTIFICATION.     By  Major 

W.  W.  Knollys,  F.R.G.S.    With  161  Woodcuts,    xz.% 

194.  THE  HOUSE   MANAGER:  Being  a  Guide  to  Housekeeping. 

Practical    Cookery,   Pickling    and    Preserving,   Household  Work,  Dairy 
Management,  &c.    By  An  Old  Housekeeper.    3s.  6d.i 

194*  HOUSE  BOOK  (The).  Comprising :— I.  The  House  Manaokk. 

112  &    By  an  Old  Housekeeper.    II.  Domestic  Medicine.    By  R.  Gooddio,  M.D. 

112*.  Ill*  Management  of  Hbalth.    By  J.  Baird.    In  One  vol.,  half -bound,  6a. 

The  X  indicates  that  these  vols  may  be  had  strongly  bound  at  6d.  extrm. 
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EDUCATIONAL  AND  CLASSICAL  SERIES. 

HISTORY. 

i.  England,  Outlines  of  the  History  of;  more  especially  with 

reference  to  the  Origin  and  Progress  .of  the  English  Constitution.  By 
Wiixiam  Douglas  Hamilton,  F.5.A.,  of  Her  Majesty's  Public  Record 
Office.    4th  Edition,  revised.    5s. ;  cloth  boards,  6s. 

5.  Greece,  Outlines  of  the  History  of;  in  connection  with  the 

Rise  of  the  Arts  and  Civilization  in  Europe.  By  W.  Douglas  Hamilton. 
of  University  College,  London,  and  Edward  Lbvibn,  MJL,  of  Balliol 
College,  Oxford.    2s.  6d. ;  cloth  boards,  3s.  6d. 

7.  Rome,  Outlines  of  the  History  of:  from  the  Earliest  Period 

to  the  Christian  Era  and  the  Commencement  of  the  Decline  of  the  Empire. 
By  Edward  Lbvibn,  of  Balliol  College,  Oxford.  Map,  as.  6d. ;  cl.  bds.  3s.  6d. 

9»  Chronology  of  History,  Art,  Literature,  and  Progress, 

from  the  Creation  of  the  World  to  the  Present  Time.  The  Continuation  by 
W.  D.  Hamilton,  F.S.A.    3s. ;  cloth  boards,  3s.  6d. 


ENGLISH  LANGUAGE  AND  MISCELLANEOUS. 

11.  Grammar  of  the  English  Tongue,  Spoken  and  Written. 

With  an  Introduction  to  the  Study  of  Comparative  Philology.    By  Hydi 
Clarke,  D.C.L.    Fifth  Edition,    xs.  6d. 

12.  Dictionary  of  the  English    Language,  as  Spoken  and 

Written.     Containing  above  100,000  Words.    By  Hydk  Clarke,  D.C.L. 
3s.  6d. ;  cloth  boards,  43. 6d. ;  complete  with  the  Grammar,  cloth  bds.,  5s.  6d. 

48.  Composition   and   Punctuation,  familiarly  Explained  for 
.those  who  have  neglected  the  Study  of  Grammar.    By  Justin  Brbnan. 
x8th  Edition.    zs.6d. 

49.  Derivative  Spelling-Book:  Giving  the  Origin  of  Every  Word 

from  the  Greek,  Latin,  Saxon,  German,  Teutonic,  Dutch,  French,  Spanish, 
,'  and  other  Languages :  with  their  present  Acceptation  and  Pronunciation. 
'By  J.  Rowbotham,  F.R.AJS.    Improved  Edition,    is.  6d. 

51.  The  Art  of  Extempore  Speaking :  Hints  for  the  Pulpit,  the 

Senate,  and  the  Bar.    By  M.  Bautain,  Vicar-General  and  Professor  at  the 
Sorbonne.  Translated  from  the  French.  8th  Edition,  carefully  corrected.  as.6d. 

53.  Places  and  Facts  in  Political  and  Physical  Geography, 

for  Candidates  in  Examinations.    By  the  Rev.  Edgar  Rand,  B.A.    zs. 

54.  Analytical  Chemistry,  Qualitative  and  Quantitative,  a  Course 

of.   To  which  is  prefixed,  a  BriefTreatise  upon  Modern  Chemical  Nomencla- 
ture and  Notation.    By  Wm.  W.  Pink  and  George  E.  Wbbstir.    n. 

THE    SCHOOL    MANAGERS'    SERIES   OF  READING 

BOOKS, 

Edited  by  the  Rev.  A.  R.  Grant,  Rector  of  Hitcham,  and  Honorary  Canon  of  Ely; 

formerly  H.M.  Inspector  of  Schools. 
Introductory  Primbr,  3d, 
s.  d. 
First  Standard     .       .06 


Second      „  ..oxo 

Third  .       .    z    o 


f.  d. 

Fourth  Standard       .       .       .    z  a 

Fifth  '        „       .       .       .       .    z  6 

Sixth  „  .       .       .    z  6 

Lessons  from  the  BiBLR.    Part  I.    Old  Testament,    zs. 

Lessons  from  the  Bibls.  Part  II.  New  Testament,  to  which  is  added 
Thb  Geography  of  the  Bible,  for  very  youne;  Children.  By  Rev.  C. 
Thornton  Forstrr.     zs.  2d.    %*  Or  the  Two  Parts  in  One  Volume,  as. 
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FRENCH. 
14.  French  Grammar.    With  Complete  and  Concise  Rules  on  the 
Genders  of  French  Nouns.    By  G.  L.  Strauss,  Ph.D     ia  6d 

25.  French-English  Dictionary.    Comprising  a  large  number  of 

New  Terms  used  in  Engineering,  Mining,  See.    By  Alfred  Elwbs.    is.  6d- 

26.  English-French  Dictionary.    By  Alfred  Elwes.    xs. 
15,26.  French  Dictionary  (as  above).    Complete,  in  One  VoL.  ta.  - 

cloth  boards,  31.  6d.    %•  Or  with  the  Grammar,  cloth  boards,  4s.  6d. 

47.  French  and  English  Phrase  Book :  containing  Intro- 
ductory Lessons,  with  Translations,  several  Vocabularies  of  Words,  a  Col- 
lection of  suitable  Phrases,  and  Easy  Familiar  Dialogues,    zs.  6d. 

GERMAN. 

39.  German  Grammar.      Adapted   for  English   Students,  from 

Heyse's  Theoretical  and  Practical  Grammar,  by  Dr.  G.  L.  Strauss,    is.  6d. 

40.  German  Reader  s  A  Series  of  Extracts,  carefully  culled  from  the 

most  approved  Authors  of  Germany;  with  Notes,  Philological  and  Ex- 
planatory.   By  G.  L.  Strauss,  PhJD.    is. 

41-43.  German  Triglot  Dictionary.     By  N.  E.  S.  A.  Hamiltoh. 

In  Three  Parts.    Part  I.  German-French-English.     Part  II.  English-Ger- 
man-French.   Part  III.  French-German-English.     3s.,  or  cloth  boards.  4*. 

4*-43  German  Triglot  Dictionary  (as  above),  together  with  German 

&  39.     Grammar  (No.  39),  in  One  Volume,  cloth  boards,  5s. 

ITALIAN. 

27.  Italian  Grammar,  arranged  in  Twenty  Lessons,  with  a  Course 

of  Exercises.    By  Alfrbd  Elwbs.    zs.  6d. 

28.  Italian  Triglot  Dictionary,  wherein  the  Genders  of  all  the 

Italian  and  French  Nouns  are  carefully  noted  down.    By  Alfred  Elwbs 
Vol.  1.  Italian  -English-French.    as.6d. 

30.  Italian    Triglot    Dictionary.      By  A.  ^Elwks.      Vol  «. 

English-French-ltalian.    ss.  6d. 

32.  Italian  Triglot  Dictionary.     By  Alfred  Elwes.    Vol.  3. 

French-Italian-English.    as.  6d. 

*8,3o,  Italian  Triglot  Dictionary  (as  above).    In  One  Vol.,  7s.  6d. 


3*.      Cloth  boards. 


SPANISH  AND  PORTUGUESE. 

34.  Spanish  Grammar,  in  a  Simple  and  Practical  Form.    With 

a  Course  of  Exercises.    By  Alfred  Elwbs.    xs.  6d. 

35.  Spanish-English    and    English-Spanish    Dictionary. 

Including  a  large  number  of  Technical  Terms  used  in  Mining,  Engineering,  fee. 
with  the  proper  Accents  and  the  Gender  of  every  Noun.  By  Alfred  Elwbs 
41. ;  cloth  boards,  5s.    %*  Or  with  the  Grammar,  cloth  boards,  6s. 

$5.  Portuguese  Grammar,  in  a  Simple  and  Practical  Form, 
With  a  Course  of  Exercises.    By  Alfred  Elwbs.    is.  6d. 

50.  Portuguese- English  and  English-Portuguese  Dic- 
tionary. Including  a  large  number  of  Technical  Terms  used  in  Mining, 
Engineering,  8cc,  with  the  proper  Accents  and  the  Gender  of  every  Noon. 
By  Alfred  Elwbs.  Second  Edition,  Revised,  5s. ;  cloth  boards,  6s.  %•  Or 
with  the  Grammar,  cloth  boards,  7s. 

HEBREW. 

46*.  Hebrew  Grammar.    By  Dr.  Bresslau.    is.  6d. 
44.  Hebrew  and  English  Dictionary,  Biblical  and  Rabbinical; 

containing  the  Hebrew  and  Chaldee  Roots  of  the  Old  Testament  Poet- 
Rabbinical  Writings.  By  Dr.  Brbsslau.  6s. 

46.  English  and  Hebrew  Dictionary.    By  Dr.  Bresslau.    3* 
44>46.  Hebrew  Dictionary  (as  above),  in  Two  Vols.,  complete,  with 
46*.      the  Grammar,  cloth  boards,  zas. 
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LATIN.  ~" 

19.  Latin  Grammar.    Containing  the  Inflections  and  Elementary 

Pnnciplw  of  Translation  and  Construction.    By  the  Re*.  Thomas  Goodwin. 
M.A.,  Head  Master  of  the  Greenwich  Proprietary  School,    is.  6d. 

2°'  *-a!:ln-Eiiglish  Dictionary.  By  the  Rev.  Thomas  Goodwin 

M.A.     28.  ' 

22.  English-Latin   Dictionary;   together  with  an  Appendix  of 

French  and  Italian  Words  which  have  their  origin  from  the  Latin.     By  tLr 
Rev.  Thomas  Goodwin,  M.A.    is.  6d.  J 

20,22.  Latin  Dictionary  (as  above).    Complete  in  One  Vol.,  3s.  6d. 
cloth  boards,  4s.  6d.    V  Or  with  the  Grammar,  doth  boards,  s«.  6d. 
LATIN  CLASSICS.    With  Explanatory  Notes  in  English. 

1.  Latin  Delectus.    Containing  Extracts  from  Classical  Authors 

with  Genealogical  Vocabularies  and  Explanatory  Notes,  by  H.  Youno.  is.  66. 

2.  Csesarls  Commentarii  deBello  Gallico.  Notes,  and  a  Geographical 

Register  for  the  Use  of  Schools,  by  H.  Youno.    as. 

3.  Cornelius  Nepos.    With  Notes.    By  H.  Young,    is. 

4.  VirgUil  Maronis  Bucolica  et  Georgica.  With  Notes  on  the  Buco: 

lies  by  W.  Rushton,  M.A.,  and  on  the  Georgics  by  H.  Youno.    is.  6d. 

5.  VIrgilil  Maronis  -fluieis.    With  Notes,  Critical  and  Explanatory, 

by  H.  Youno.  New  Edition,  revised  and  improved  With  copious  Addi- 
tional Notes  by  Rev.  T.  H.  L.  Lbary,  D.C.L.,  formerly  Scholar  of  Brasenost 
College,  Oxford.    3s. 

5* Part  1.    Books  i.— vi.,  is.  6d. 

S**  Part  2.    Books  vii.— xii.,  as. 

6.  Horace;  Odes,  Epode,  and  Carmen  Saeculare.     Notes  by  H. 

Youno.    is.  6d. 

7.  Horace ;  Satires,  Epistles,  and  Ars  Poetics,  Notes  by  W.  Brown- 

rigo  Smith,  MA.,  F.R.G.S.    is.  6d. 

8.  Sallustil  Crispi  Catalina  et  Bellnm  Jugurthinum.  Notes,  Critical 

and  Explanatory,  by  W.  M.  Donnb,  fiJLJrin.  Coll.,  Cam.    is.  6d. 

9.  Terentii  Andria  et  Heantontimorumenos.    With  Notes,  Critical 

and  Explanatory,  by  the  Rev.  Jambs  Davibs,  MA.    is.  6d. 

10.  Terentii  Adelphi,  Hecyra,  Phormio.  Edited,  with  Notes,  Critical 

and  Explanatory,  by  the  Rev.  Jambs  Davibs,  MA.    as. 

11.  Terentii  Eunuchus,  Comcedia.   Notes,  by  Rev.  J.  Davtes,  M.A. 

is.  64. 

12.  Clceronis  Oratio  pro  Sexto  Roscio  Amerino.    Edited,  with  an 

Introduction,  Analysis,  and  Notes,  Explanatory  and  Critical,  by  the  Rev. 
Jambs  Davibs,  M.A.    is.  6d. 

13.  Clceronis    Orationes    in    Catilinam,  Verrem,    et    pro    Archia. 

With  Introduction,  Analysis,  and  Notes,  Explanatory  and  Critical,  by  Rev. 
T.  H.  L.  Lbary,  D.C.L.  formerly  Scholar  of  Brasenose  College,  Oxford, 
is.  6d. 

14.  Clceronis  Cato  Major,  Laelius,  Brutus,  sive  de  Senectute,  de  Ami- 

citia,  de  Claris  Oratonbus  Dialogi.  With  Notes  by  W.  Brownrioo  Smith. 
M.A.,  F.R.G.S.    as. 

16.  Livy :  History  of  Rome.  Notes  by  H.  Young  and  W.  B.  Smith, 

MA.    Part  1.    Books  i.,  iK,  is.  6d. 
i6#. Part  a.    Books  iii.,  ivM  v.,  is.  fid. 

17.  ■  Part  3.    Books  xxi.,xxii.,  is.  6d. 

19.  Latin  Verse  Selections,  from  Catullus,  Tibullus,  Propertius, 

and  Ovid.  Notes  by  W.  B.  Donnb,  MA.,  Trinity  College,  Cambridge,    as. 

20.  Latin  Prose   Selections,  from  Varro,  Columella,  Vitruvius, 

Seneca,  Quintilian,  Florus,  Velleius  Paterculus,  Valerius  Maximus  Sueto- 
nius, Apuleius,  ftc.    Notes  by  W.  B.  Donnb,  MA.    as. 

si.  Juvenalls  Satire.    With  Prolegomena  and  Notes  by  T.  H.  S« 
Escott,  B  A-,  Lecturer  on  Logic  at  King's  College,  London,    as. 
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GREEK. 

14.  Greek  Grammar,  in  accordance  with  the  Principles  and  Philo- 
logical Researches  of  the  most  eminent  Scholars  of  our  own  day.  By  Hajsi 
Clauds  Hamilton,    is.  6d. 

15,17.  Greek  Lexicon.  Containing  all  the  Words  in  General  Use,  with 

their  Significations,  Inflections,  and  Doubtful  Quantities.  By  Henry  R. 
Hamilton.  Vol.  z.  Greek-English,  as.  6d. ;  Vol.  2.  English-Greek,  2s.  Or 
the  Two  Vols,  in  One,  4s.  64. :  cloth  boards.  5s. 

14,15.  Greek  Lexicon  (as  above).    Complete,  with  the  Grammar,  in 

17.  One  Vol.,  cloth  boards,  6s. 

GREEK  CLASSICS.  With  Explanatory  Notes  in  English. 
1.  Greek  Delectus.  Containing  Extracts  from  Classical  Authors, 
with  Genealogical  Vocabularies  and  Explanatory  Notes,  by  H.  Young.  New 
Edition,  with  an  improved  and  enlarged  Supplementary  Vocabulary,  by  John 
Hutchison,  M.A.,  of  the  High  School,  Glasgow,  is.  6d. 
x,  3.  Xenophon's  Anabasis;  or,  The  Retreat  of  the  Ten  Thousand. 
Notes  and  a  Geographical  Register,  by  H.  Young.  Part  z.  Books  i.  to  iii., 
zs.    Part  2.  Books  iv.  to  vii.,  zs. 

4.  Luclan's  Select  Dialogues.    The  Text  carefully  revised,  with 

Grammatical  and  Explanatory  Notes,  by  H.  Young,    zs.  6a. 

5-12.  Homer,  The  Works  of.    According  to  the  Text  of  BaeumXBTN. 

With  Notes,  Critical  and  Explanatory,   drawn  from  the  best  and  latest 

Authorities,  with  Preliminary  Observations  and  Appendices,  by  T.  H.  L. 

Lbaky,  M.A.,  D.CX. 

Ths  Iliad  :        Part  z.  Books  i.  to  vi.t  zs.6d.       Part  3.  Books  xiii.  to  xviii.,  zs.  6d. 

Part  2.  Books  vii.  to  xii.,  zs.  6d.      Part  4.  Books  six.  to  xxiv.,  zs.  6d. 

Tm  OdyssXT:  Part  1.  Books  i.  to  vi.,  zs.  6d         Part  3.  Books  xiii.  to  xviii.,  zs.  6d. 

Parts.  Books  vii.  to  xit.,zs.6d.       Part  4.  Books  xix.  to  xxiv.,  and 

Hymns,  2s. 
13.  Plato's  Dialogues  s  The  Apology  of  Socrates,  the  Crito,  and 
the  Phaedo.  From  the  Text  of  C.  F.  Hermann.  Edited  with  Notes,  Critical 
and  Explanatory,  by  the  Rev.  Jambs  Daviss,  M.A.  2s. 
14-17.  Herodotus,  The  History  of,  chiefly  after  the  Text  of  Gaisford. 
With  Preliminary  Observations  and  Appendices,  and  Notes,  Critical  and 
Explanatory,  by  T.  H.  L.  Lbaky.  M.A.,  D.C.L. 

Part  z.    Books  i..  ii.  (The  Clio  and  Euterpe),  2s. 

Part  2.    Books  iii.,  iv.  (The  Thalia  and  Melpomene),2S. 

Part  3.    Books  v.-vii.  (The  Terpsichore,  Erato,  and  Polymnia),  ss. 

Part  4.    Books  viii.,  ix.  (The  Urania  and  Calliope)  and  Index,  zs.  6d. 

18.  Sophocles  s  CEdipus  Tyrannus.    Notes  by  H.  Young,    is. 

20.  Sophocles:  Antigone.  From  the  Text  of  Dindorf.  Notes, 
Critical  and  Explanatory,  by  the  Rev.  John  Milnxr,  B.A.    ss. 

S3.  Euripides :  Hecuba  and  Medea.  Chiefly  from  the  Text  of  Din- 
dorf. With  Notes,  Critical  and  Explanatory,  by  W.  Brownrigg  Smith, 
M.A.,  F.R.G.S.    zs.  6d. 

26.  Euripides  s  Alcestis.  Chiefly  from  the  Text  of  Dindorf.  With 
Notes,  Critical  and  Explanatory,  by  John  Milnbr,  B  A.    zs.  6d. 

30.  ^Eschylus :  Prometheus  Vmctus  :  The  Prometheus  Bound.  From 
the  Text  of  Dindorf.  Edited,  with  English  Notes,  Critical  and  Explanatory, 
by  the  Rev.  Jambs  Daviss,  M.A.    zs. 

32.  ^Eschylus :  Septem  Contra  Thebes :  The  Seven  against  Thebes. 
From  the  Text  of  Dindorf.  Edited,  with  English  Notes,  Critical  and  Ex- 
planatory, by  the  Rev.  Jambs  Davibs,  MA.    zs. 

40.  Aristophanes  s  Acharnians.    Chiefly  from  the  Text  of  C.  H. 

Wbisb.    With  Notes,  by  C.  S.  T.  Townshbnd,  MA.    is.6d. 

41.  Thucydldes :  History  of  the  Peloponnesian  War.    Notes  by  H. 

Young.    Book  z.    zs.  6d. 

42.  Xenophon's  Panegyric  on  Agesilaua.  Notes  ana  Intro- 
duction by  Ll.  F.  W.Tbwitt.    zs.  6d.  . 

43.  Demosthenes.  The  Oration  on  the  Crown  and  the  Philippics. 
With  English  Notes.  By  Rev.  T.  H.  L.  Lbary,  D.C.L.,  formerly  Scholar  of 
Brasenose  College,  Oxford,    zs.  6d.  . 
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